
AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

13 136-25 E 1/4

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
15” Aspen – S 61 deg. W, 75.9'                                       

8” Aspen – N 88 deg. W, 91.1'                                       

Book 4, 

Page 1

13 136-25 SE

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
7” Oak – N 75 deg. W, 85.8'                                       

15” Oak – S 26 deg. W, 109.6'                                       

Book 4, 

Page 1

24 136-25 E 1/4

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
16” Oak – N 56 deg. W, 38.3'                                       

14” Oak – S 78 deg. W, 42.2'                                       

Book 4, 

Page 2

24 136-25 NE

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
7” Oak – N 75 deg. W, 85.8'                                       

15” Oak – S 26 deg. W, 109.6'                                       

Book 4, 

Page 1

24 136-25 SE

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
40” White Pine – N 71 deg. W, 267.3'                                       

13” Oak – S 42 deg. W, 57.4'                                       

Book 4, 

Page 2

25 136-25  
Subdivision of Section by Don Mellem, 

County Surveyor 
1959

Partial subd. (NW1/4-SE1/4 and G.L. 2 & 3)         

Bearings and Distances shown

Book 1, 

Page 525

25 136-25  
Subdivision of Section 25 by H.D. 

Keath, County Surveyor 
1917

Subd. West Half and set posts at 1/16th cors.      

Distances and Mag. Var. stated

Book 1,  

Page 247
 

25 136-25 E 1/4

wood post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
6” Dead Tamarack – S 40 deg. W, 58.1'                                       

No other trees near to use for ties                           

Book 4, 

Page 3

25 136-25 N 1/4
Set 1 1/4“ well point and took new ties 

by H. D Keath, County Surveyor 
1917

24” B. Ash - S 45 deg W, 21.8'                               

9” Elm - N 45 deg E, 14.5'

Book 1, 

Page 247

25 136-25 SE

14" Elm used as corner - no wood 

post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
14” Linden – S 54 deg. W, 25.1'                                       

No other trees noted                                   

Book 4, 

Page 3

36 136-25 NE

14" Elm used as corner - no wood 

post set as part of original 

Government Survey by E.D. Atwater, 

U.S. Deputy Surveyor

1858
14” Linden – S 54 deg. W, 25.1'                                       

No other trees noted                                   

Book 4, 

Page 3

1 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” White Pine – S 60 deg. E, 13.2'                        

6” Maple – N 55 deg. W, 2.0'

GLO  Bk 

8 P. 6

1 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Aspen – N 30 deg. E, 6.6'                               

8” White Birch – S 24 deg. E, 29.7'                    

11” White Birch – S 66 deg. W, 11.2'                 

12” White Birch – N 05 deg. W, 26.4'

GLO  Bk 

8 P. 6

1 43-22 NW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” W. Birch – N 45 deg. E, 50.7'                          

8” W. Birch  – N 45 deg. W, 59.3'                          

10” Maple – S 45 deg. E, 57.5'

Book 1, 

Page 413

1 43-22 S 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Maple – N 05 deg. E, 25.7'                              

12” Ash – N 45 deg. E, 44.7'

Book 1, 

Page 360

1 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Black Ash – S 09 deg. E, 4.6'                       

10” Aspen – N 21 deg. W, 9.9'

GLO  Bk 

8 P. 30

1 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Aspen – N 17 deg. E, 9.9'                                

6” Aspen – S 53 deg. E, 15.8'                              

6” Spruce – S 22 deg. W, 7.9'                              

12” Aspen – N 58 deg. W, 9.9'

GLO  Bk 

8 P. 5

1 43-22 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Elm – N 45 deg. W, 84.4'                              

24” Elm – N 45 deg. E, 75.7'

Book 1, 

Page 360

1 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 56 deg. E, 17.8'                           

18" Spruce - N 56 deg. E, 46.2'                            

12" Spruce - S 11 deg. W, 37.6'                         

10” Maple – N 61 deg. W, 29.7'

GLO  Bk 

8 P. 29

1 43-22 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” White Birch– S 45 deg. E, 51.0'                       

12” Sugar – S 90 deg. W, 40.2'      

Book 1, 

Page 413

1 43-22 W 1/4

8” Maple is corner - as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 12” Aspen – N 90 deg. E, 9.2'    
GLO  Bk 

8 P. 31

1 43-22
Survey of W line of Section by H.D. 

Keath, County Surveyor 
1926

Survey of W line of Section                                 

Distance and Mag. Var. stated

Book 1, 

Page 413

1 43-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 360

2 43-22 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” White Birch– S 45 deg. E, 51.0'                    

12” Sugar – S 90 deg. W, 40.2'      

Book 1, 

Page 413

2 43-22 E 1/4

8” Maple is corner - as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 12” Aspen – N 90 deg. E, 9.2'    
GLO  Bk 

8 P. 31
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2 43-22 NE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” W. Birch – N 45 deg. E, 50.7'                        

8” W. Birch  – N 45 deg. W, 59.3'                      

10” Maple – S 45 deg. E, 57.5'   

Book 1, 

Page 413

2 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Aspen – N 02 deg. W, 17.8'                          

8” White Birch - S 03deg. E, 19.1'

GLO  Bk 

8 P. 41

2 43-22 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Elm – N 45 deg. W, 84.4'                             

24” Elm – N 45 deg. E, 75.7'

Book 1, 

Page 360

2 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 56 deg. E, 17.8'                       

18" Spruce - N 56 deg. E, 46.2'                          

12" Spruce - S 11 deg. W, 37.6'                        

10” Maple – N 61 deg. W, 29.7'    

GLO  Bk 

8 P. 29

2 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" White Birch - N 20 deg. E, 4.6'                    

10" Spruce - S 42 deg. E, 6.6'                            

10" Fir - S 37 deg. W, 10.6'                                 

6” White Birch – N 45 deg. W, 29.0'

GLO  Bk 

8 P. 40

2 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Birch – S 50 deg. W, 7.9'                                  

8” Maple - S 45deg. E, 11.2'

GLO  Bk 

8 P. 42

2 43-22
Survey of E line of Section by H.D. 

Keath, County Surveyor 
1926

Survey of E line of Section                              

Distance and Mag. Var. stated

Book 1, 

Page 413

3 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Birch – S 50 deg. W, 7.9'                                 

8” Maple - S 45deg. E, 11.2'

GLO  Bk 

8 P. 42

3 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15” Aspen – N 29 deg. W, 13.9'                            

12” Maple - S 01deg. W, 15.8'

GLO  Bk 

8 P. 52

3 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" White Birch - N 20 deg. E, 4.6'                      

10" Spruce - S 42 deg. E, 6.6'                            

10" Fir - S 37 deg. W, 10.6'                                    

6” White Birch – N 45 deg. W, 29.0'

GLO  Bk 

8 P. 40

3 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" White Pine - N 35 deg. W, 8.6'                       

16” White Pine - N 66 deg. E, 15.2'                       

12" Spruce - S 04 deg. E, 8.6'                               

14” Aspen – S 85 deg. W, 15.2'

GLO  Bk 

8 P. 51

3 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 75 deg. E, 5.3'                            

8” Black Ash - S 45deg. W, 6.6'

GLO  Bk 

8 P. 53

4 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 75 deg. E, 5.3'                            

8” Black Ash - S 45deg. W, 6.6'

GLO  Bk 

8 P. 53

4 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen -N 20 deg. E, 9.2'                                 

12” Aspen - S 87 deg. W, 11.2'

GLO  Bk 

8 P. 63

4 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" White Pine - N 35 deg. W, 8.6'                       

16” White Pine - N 66 deg. E, 15.2'                       

12" Spruce - S 04 deg. E, 8.6'                               

14” Aspen – S 85 deg. W, 15.2'

GLO  Bk 

8 P. 51

4 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Red Oak - N 34 deg. E, 9.9'                           

8” Tamarack - N 18 deg. W, 20.5'                         

24" White Pine - S 51 deg. W, 18.5'                       

16” White Pine – S 48 deg. E, 27.1'

GLO  Bk 

8 P. 62

4 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Tamarack -S 39 deg. W, 9.9'                             

8” Tamarack - S 79 deg. E, 24.4'

GLO  Bk 

8 P. 64

5 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Tamarack -S 39 deg. W, 9.9'                             

8” Tamarack - S 79 deg. E, 24.4'

GLO  Bk 

8 P. 64

5 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 40 deg. E, 11.9'                        

10” Tamarack – N 75 deg. E, 35.6'

GLO  Bk 

8 P. 78

5 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Red Oak - N 34 deg. E, 9.9'                           

8” Tamarack - N 18 deg. W, 20.5'                         

24" White Pine - S 51 deg. W, 18.5'                       

16” White Pine – S 48 deg. E, 27.1'

GLO  Bk 

8 P. 62

5 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Black Oak - S 46 deg. W, 28.4'                      

12” Aspen - N 24 deg. W, 25.1'                              

6” Black Ash - N 66 deg. E, 44.9'                          

15” Burr Oak - S  69 deg. E, 46.2'

GLO  Bk 

8 P. 77

5 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
16” Tamarack – N 21 deg. E, 31.7'                        

18” Tamarack – N 84 deg. W, 62.0'

GLO  Bk 

8 P. 80

6 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
16” Tamarack – N 21 deg. E, 31.7'                        

18” Tamarack – N 84 deg. W, 62.0'

GLO  Bk 

8 P. 80
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6 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Elm – S 10 deg. E, 13.2'                               

7” White Birch – S 52 deg. W, 30.4'                       

12” Aspen – N 48 deg. W, 25.7'                              

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

3 P. 16

6 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Elm – S 00 deg. E, 7.9'                                     

7” White Ash – N 20 deg. W, 16.5'

GLO  Bk 

8 P. 79

6 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Black Oak - S 46 deg. W, 28.4'                      

12” Aspen - N 24 deg. W, 25.1'                              

6” Black Ash - N 66 deg. E, 44.9'                          

15” Burr Oak - S  69 deg. E, 46.2'

GLO  Bk 

8 P. 77

6 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

11" White Pine - N 18 deg. E, 11.9'                       

8" Aspen - N 41 deg. W, 10.6'                               

12" Spruce - S 56 deg. W, 4.0'                             

9” Aspen – S 72 deg. E, 23.8'

GLO  Bk 

8 P. 17

6 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” White Birch – N 86 deg. E, 9.2'                        

8” White Birch – N 73 deg. E, 13.2'

GLO  Bk 

8 P. 18

6 43-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 6                                     

Distance and Mag. Var. shown 

Book 1, 

Page 158

7 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
16” White Pine – N 44 deg. W, 18.5'                     

10” White Birch – S 79 deg. E, 13.9'

GLO  Bk 

8 P. 77

7 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Elm – S 00 deg. E, 7.9'                                     

7” White Ash – N 20 deg. W, 16.5'

GLO  Bk 

8 P. 79

7 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Black Oak - S 46 deg. W, 28.4'                      

12” Aspen - N 24 deg. W, 25.1'                              

6” Black Ash - N 66 deg. E, 44.9'                          

15” Burr Oak - S  69 deg. E, 46.2'

GLO  Bk 

8 P. 77

7 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

11" White Pine - N 18 deg. E, 11.9'                       

8" Aspen - N 41 deg. W, 10.6'                               

12" Spruce - S 56 deg. W, 4.0'                             

9” Aspen – S 72 deg. E, 23.8'

GLO  Bk 

8 P. 17

7 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 15 deg. W, 9.9'                          

10” Tamarack – N 45 deg. W, 13.9'

GLO  Bk 

8 P. 76

7 43-22 SE
5/8" Iron Pin found by S. DeLeo 2 feet 

west of centerline of road intersection
2005

I.P with cap - N 35 deg. W, 70.18'                    

I.P with cap  - N 45 deg. E, 82.83'                              
372711 122796.973 569481.488

7 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 46 deg. W, (no distance)           

8” Black Ash - S 54 deg. E, (no distance)              

6” Maple - N 69 deg. E, (no distance)                   

8” White Pine – N 33 deg. W, (no distance)

GLO  Bk 

8 P. 74

7 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Spruce - N 45 deg. E, 18.5'                             

6" Spruce - N 72 deg. W, 9.2'                               

7" Tamarack - S 28 deg. E, 17.2'                          

6” Tamarack – S 36 deg. W, 15.2'

GLO  Bk 

8 P. 16

7 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Spruce – N 84 deg. E, 7.9'                               

6” Tamarack – N 58 deg. W, 32.3'

GLO  Bk 

8 P. 17

8 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack -S 71 deg. W, 21.8'                         

8” Tamarack - N 64 deg. E, 11.2'

GLO  Bk 

8 P. 62

8 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 40 deg. E, 11.9'                        

10” Tamarack – N 75 deg. E, 35.6'

GLO  Bk 

8 P. 78

8 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Red Oak - N 34 deg. E, 9.9'                           

8” Tamarack - N 18 deg. W, 20.5'                         

24" White Pine - S 51 deg. W, 18.5'                       

16” White Pine – S 48 deg. E, 27.1'

GLO  Bk 

8 P. 62

8 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Black Oak - S 46 deg. W, 28.4'                      

12” Aspen - N 24 deg. W, 25.1'                              

6” Black Ash - N 66 deg. E, 44.9'                          

15” Burr Oak - S  69 deg. E, 46.2'

GLO  Bk 

8 P. 77

8 43-22 S 1/4

3/4" capped pipe found on c/l E-W 

highway at fence to the S by R. 

Thornton

1981

steel post - N 50 deg. E, 70.22'                          

steel post - S 35 deg. E, 50.36'                              

PK nail - S end 60" CMP - S 65 deg. W, 72.25'

214603 122793.566 572115.646

8 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Fir – S 20 deg. E, 8.6'                                    

No other trees near

GLO  Bk 

8 P. 75

8 43-22 SE

3/4" capped pipe found on c/l E-W 

highway at c/l roads N-S by R. 

Thornton

1981

N & D in 3" Oak - N 15 deg. E, 99.60'                  

steel post - S 45 deg. E, 65.39'                             

N & D in Power Pole - N 10 deg. W, 96.25' 

214602 122782.715 574756.427
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8 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Pine - N 82 deg. W, 15.1'                      

8” White Pine - S 34 deg. W, 4.0'                         

10" White Birch - S 37 deg. E, 11.2'                       

10” White Birch – N 61 deg. E, 19.1'

GLO  Bk 

8 P. 60

8 43-22 SW
5/8" Iron Pin found by S. DeLeo 2 feet 

west of centerline of road intersection
2005

I.P with cap - N 35 deg. W, 70.18'                    

I.P with cap  - N 45 deg. E, 82.83'                              
372711 122796.973 569481.488

8 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 46 deg. W, (no distance)           

8” Black Ash - S 54 deg. E, (no distance)              

6” Maple - N 69 deg. E, (no distance)                   

8” White Pine – N 33 deg. W, (no distance)

GLO  Bk 

8 P. 74

8 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
16” White Pine – N 44 deg. W, 18.5'                     

10” White Birch – S 79 deg. E, 13.9'

GLO  Bk 

8 P. 77

9 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – N 60 deg. W, 13.2'                        

8” Tamarack - N 70deg. E, 17.8'

GLO  Bk 

8 P. 51

9 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen -N 20 deg. E, 9.2'                                 

12” Aspen - S 87 deg. W, 11.2'

GLO  Bk 

8 P. 63

9 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" White Pine - N 35 deg. W, 8.6'                       

16” White Pine - N 66 deg. E, 15.2'                       

12" Spruce - S 04 deg. E, 8.6'                               

14” Aspen – S 85 deg. W, 15.2'

GLO  Bk 

8 P. 51

9 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Red Oak - N 34 deg. E, 9.9'                           

8” Tamarack - N 18 deg. W, 20.5'                         

24" White Pine - S 51 deg. W, 18.5'                       

16” White Pine – S 48 deg. E, 27.1'

GLO  Bk 

8 P. 62

9 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen -N 65 deg. E, 2.6'                                 

12” Red Oak - S 41 deg. W, 19.8'

GLO  Bk 

8 P. 61

9 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - N 32 deg. W, 27.1'                             

12” Aspen - N 72 deg. E, 13.9'                            

44" White Pine - S 30 deg. E, 19.8'                       

8” Fir – S 31 deg. W, 11.9'

GLO  Bk 

8 P. 49

9 43-22 SW

3/4" capped pipe found on c/l E-W 

highway at c/l roads N-S by R. 

Thornton

1981

N & D in 3" Oak - N 15 deg. E, 99.60'                  

steel post - S 45 deg. E, 65.39'                             

N & D in Power Pole - N 10 deg. W, 96.25'

214602 122782.715 574756.427

9 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Pine - N 82 deg. W, 15.1'                      

8” White Pine - S 34 deg. W, 4.0'                         

10" White Birch - S 37 deg. E, 11.2'                       

10” White Birch – N 61 deg. E, 19.1'

GLO  Bk 

8 P. 60

9 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack -S 71 deg. W, 21.8'                         

8” Tamarack - N 64 deg. E, 11.2'

GLO  Bk 

8 P. 62

10 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – N 69 deg. W, 9.2'                         

18” Tamarack – N 86 deg. E, 9.9'

GLO  Bk 

8 P. 40

10 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15” Aspen – N 29 deg. W, 13.9'                            

12” Maple - S 01deg. W, 15.8'

GLO  Bk 

8 P. 52

10 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" White Birch - N 20 deg. E, 4.6'                      

10" Spruce - S 42 deg. E, 6.6'                            

10" Fir - S 37 deg. W, 10.6'                                    

6” White Birch – N 45 deg. W, 29.0'

GLO  Bk 

8 P. 40

10 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" White Pine - N 35 deg. W, 8.6'                       

16” White Pine - N 66 deg. E, 15.2'                       

12" Spruce - S 04 deg. E, 8.6'                               

14” Aspen – S 85 deg. W, 15.2'

GLO  Bk 

8 P. 51

10 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch – S 00 deg. E, 5.9'                        

12” Aspen - N 30deg. W, 21.1'

GLO  Bk 

8 P. 50

10 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Yellow Birch - N 41 deg. E, 38.9'                      

10" Burr Oak - N 36 deg. W, 7.9'                            

12" Aspen - S 51 deg. E, 14.5'                            

10” Burr Oak – S 09 deg. W, 31.7'

GLO  Bk 

8 P. 38

10 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - N 32 deg. W, 27.1'                             

12” Aspen - N 72 deg. E, 13.9'                            

44" White Pine - S 30 deg. E, 19.8'                       

8” Fir – S 31 deg. W, 11.9'

GLO  Bk 

8 P. 49

10 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – N 60 deg. W, 13.2'                        

8” Tamarack - N 70deg. E, 17.8'

GLO  Bk 

8 P. 51
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11 43-22  
Survey of School Lot in SE1/4-S W1/4 

by E.W. Kelly, Deputy Co. Surveyor 
1903

assume he found S 1/4 cor. of Section.               

No ties shown. Distances around lot shown 

Book 1, 

Page 23

11 43-22 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

30” Elm – N 45 deg. E, 45.9'                                 

14” Elm – S 90 deg. W, 61.5'

Book 1, 

Page 370

11 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 70 deg. W, 21.8'                       

14” Aspen – N 90 deg. E, 4.0'

GLO  Bk 

8 P. 29

11 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Aspen – N 02 deg. W, 17.8'                            

8” White Birch - S 03deg. E, 19.1'

GLO  Bk 

8 P. 41

11 43-22 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Elm – N 45 deg. W, 84.4'                              

24” Elm – N 45 deg. E, 75.7'

Book 1, 

Page 360

11 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 56 deg. E, 17.8'                          

18" Spruce - N 56 deg. E, 46.2'                            

12" Spruce - S 11 deg. W, 37.6'                         

10” Maple – N 61 deg. W, 29.7'

GLO  Bk 

8 P. 29

11 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" White Birch - N 20 deg. E, 4.6'                      

10" Spruce - S 42 deg. E, 6.6'                            

10" Fir - S 37 deg. W, 10.6'                                    

6” White Birch – N 45 deg. W, 29.0'

GLO  Bk 

8 P. 40

11 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
20” Aspen – N 46 deg. E, 20.5'                            

10” Yellow Birch – S 70 deg. W, 9.2'

GLO  Bk 

8 P. 39

11 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 68 deg. E, 19.1'                              

8" White Birch - N 49 deg. E, 13.2'                        

8" White Birch - S 74 deg. W, 16.5'                       

10” Aspen – N 58 deg. W, 26.4'

GLO  Bk 

8 P. 27

11 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Yellow Birch - N 41 deg. E, 38.9'                      

10" Burr Oak - N 36 deg. W, 7.9'                            

12" Aspen - S 51 deg. E, 14.5'                            

10” Burr Oak – S 09 deg. W, 31.7'

GLO  Bk 

8 P. 38

11 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – N 69 deg. W, 9.2'                         

18” Tamarack – N 86 deg. E, 9.9'

GLO  Bk 

8 P. 40

12 43-22  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Subd. N ½ of Section - took new ties                

Distances and Mag. Var. shown

Book 1,  

Page 370

12 43-22 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Norway Pine – S 45 deg. W, 27.7'                   

10” Spruce – N 45 deg. E, 68.2'

Book 1, 

Page 370

12 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Spruce – N 79 deg. W, 4.0'                              

10” White Birch – N 76 deg. E, 17.2'

GLO  Bk 

8 P. 5

12 43-22 N 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Maple – N 45 deg. E, 25.7'                              

12” Ash – N 45 deg. E, 44.7'

Book 1, 

Page 360

12 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Black Ash – S 09 deg. E, 4.6'                       

10” Aspen – N 21 deg. W, 9.9'

GLO  Bk 

8 P. 30

12 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Aspen – N 17 deg. E, 9.9'                                

6” Aspen – S 53 deg. E, 15.8'                              

6” Spruce – S 22 deg. W, 7.9'                              

12” Aspen – N 58 deg. W, 9.9'

GLO  Bk 

8 P. 5

12 43-22 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Elm – N 45 deg. W, 84.4'                              

24” Elm – N 45 deg. E, 75.7'

Book 1, 

Page 360

12 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 56 deg. E, 17.8'                          

18" Spruce - N 56 deg. E, 46.2'                            

12" Spruce - S 11 deg. W, 37.6'                         

10” Maple – N 61 deg. W, 29.7'

GLO  Bk 

8 P. 29

12 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 14 deg. W, 45.5'                           

12” Aspen – N 09 deg. W, 57.4'

GLO  Bk 

8 P. 28

12 43-22 SE
3/4" iron pin over C.I.M. set in c/l E-W 

highway at c/l N-S roads by D. Kyrola
1994

1 1/2" capped pipe - N 35 deg. E, 78.60'               

N & D in Tele. Post - S 29 deg. E, 78.23'              

1 1/2" capped pipe - N 45 deg. W, 71.79'

292961 122872.788 595838.019

12 43-22 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

Pine stump – N 45 deg. E, 36.0'                           

Fence post – S 45 deg. E, 28.8'

Book 1, 

Page 370

12 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Aspen – N 52 deg. E, 14.5'                            

8” Spruce – S 52 deg. E, 9.9'                              

14” Aspen – S 22 deg. W, 9.95'                              

11” Aspen – N 78 deg. W, 2.0'

GLO  Bk 

8 P. 4

12 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 68 deg. E, 19.1'                              

8" White Birch - N 49 deg. E, 13.2'                        

8" White Birch - S 74 deg. W, 16.5'                       

10” Aspen – N 58 deg. W, 26.4'

GLO  Bk 

8 P. 27

12 43-22 W 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

30” Elm – N 45 deg. E, 45.9'                                 

14” Elm – S 90 deg. W, 61.5'

Book 1, 

Page 370
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12 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 70 deg. W, 21.8'                       

14” Aspen – N 90 deg. E, 4.0'

GLO  Bk 

8 P. 29

12 43-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 360

13 43-22  
Subdivision of Section 13 by E.W. 

Kelly, Deputy County Surveyor 
1903

found and set posts on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 21

13 43-22 E 1/4
Pine County C.I.M. set on c/l N-S road 

at fence line to the west by M.B. Rude
1976

"X" on large rock - 25.95' NE                             

spk in 9" Pine - 33.91' SE                                    

spk in Power Pole - 25.33' W

(Pine Co.) 120245.820 595816.508

13 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” Aspen – S 78 deg. W, 12.5'                             

10” Aspen – N 65 deg. E, 2.6'

GLO  Bk 

8 P. 4

13 43-22 M.C

M.C. On S line SE ¼ (W side Big Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15” Aspen – N 72 deg. W, 35.0'                           

10” Black Ash – S 19 deg. W, 23.1'

GLO  Bk 

8 P. 26

13 43-22 M.C

M.C. On E line SE ¼ (N side Big Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 21 deg. W, 13.9'                              

6” Aspen – N 14 deg. E, 23.8'

GLO  Bk 

8 P. 4

13 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 14 deg. W, 45.5'                           

12” Aspen – N 09 deg. W, 57.4'

GLO  Bk 

8 P. 28

13 43-22 NE
3/4" iron pin over C.I.M. set in c/l E-W 

highway at c/l N-S roads by D. Kyrola
1994

1 1/2" capped pipe - N 35 deg. E, 78.60'                

N & D in Tele. Post - S 29 deg. E, 78.23'              

1 1/2" capped pipe - N 45 deg. W, 71.79'

292961 122872.788 595838.019

13 43-22 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

Pine stump – N 45 deg. E, 36.0'                           

Fence post – S 45 deg. E, 28.8'

Book 1, 

Page 370

13 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Aspen – N 52 deg. E, 14.5'                            

8” Spruce – S 52 deg. E, 9.9'                              

14” Aspen – S 22 deg. W, 9.95'                              

11” Aspen – N 78 deg. W, 2.0'

GLO  Bk 

8 P. 4

13 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 68 deg. E, 19.1'                              

8" White Birch - N 49 deg. E, 13.2'                        

8" White Birch - S 74 deg. W, 16.5'                       

10” Aspen – N 58 deg. W, 26.4'

GLO  Bk 

8 P. 27

13 43-22 S 1/4
1/2" pipe found approx. 10'  W of c/l N-

S driveway by M.B. Rude
1980

1/2" pipe - 47.73' E                                             

14" Poplar - 23.74' NW                                        

5" Oak - 141.69' N

239090 117563.131 593185.958

13 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Pine – N 57 deg. E, 19.8'                      

8” Aspen– N 12 deg. W, 19.8'

GLO  Bk 

8 P. 25

13 43-22 SE

No wood post set (falls in lake) as part 

of original Government Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 No ties taken as corner is in lake 
GLO  Bk 

8 P. 3

13 43-22 SW
1 1/4" pipe found on N-S-E fence line 

by M.B. Rude
1995

spk in 5" Poplar - 21.58' NE                              

spk in 12" Maple - 47.10' NE                                  

spk in 12" Ash - 11.80' E

294230

13 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" Tamarack - N 46 deg. W, 9.2'                         

12" Aspen - S 59 deg. E, 15.2'                           

10" White Birch - S 40 deg. W, 35.6'                     

8” White Pine – N 72 deg. E, 7.3'

GLO  Bk 

8 P. 25

13 43-22 W 1/4
7/8" rebar set on fence lines to N and 

E by M.B. Rude
1995

spk in 5" Oak - 42.64' SE                                      

spk in 4" Oak - 33.65' SW                                  

spk in 24" Oak - 66.08' NW

294231

13 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
24” White Pine – N 29 deg. E, 8.6'                        

10” Birch – S 85 deg. W, 17.2'

GLO  Bk 

8 P. 26

13 43-22 W.C.

W.C. is 646.18' S of E 1/4 cor. Sec. 13 

and is a 7/8" capped rebar set 1' W of 

N-S fence by M.B. Rude 

1987

spk in 14" Basswood in clump - 12.73' ESE           

spk in 24" Oak - 13.84' NW                                  

spk in 12" Tw. Maple - 24.10' NNE

(Pine Co.)

13 43-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1927

Is in SE1/4 of Section                                   

Distance and angles stated

Book 1, 

Page 424

14 43-22  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1933

Is on W line of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 466

14 43-22 E 1/4
7/8" rebar set at fence cor. of fence 

lines to N and E by M.B. Rude
1995

spk in 5" Oak - 42.64' SE                                      

spk in 4" Oak - 33.65' SW                                      

spk in 24" Oak - 66.08' NW

294231

14 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
24” White Pine – N 29 deg. E, 8.6'                        

10” Birch – S 85 deg. W, 17.2'

GLO  Bk 

8 P. 26
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14 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
20” Aspen – N 46 deg. E, 20.5'                            

10” Yellow Birch – S 70 deg. W, 9.2'

GLO  Bk 

8 P. 39

14 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 68 deg. E, 19.1'                              

8" White Birch - N 49 deg. E, 13.2'                        

8" White Birch - S 74 deg. W, 16.5'                       

10” Aspen – N 58 deg. W, 26.4'

GLO  Bk 

8 P. 27

14 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Yellow Birch - N 41 deg. E, 38.9'                      

10" Burr Oak - N 36 deg. W, 7.9'                            

12" Aspen - S 51 deg. E, 14.5'                            

10” Burr Oak – S 09 deg. W, 31.7'

GLO  Bk 

8 P. 38

14 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” Aspen – S 20 deg. E, 13.2'                            

10” Fir – N 50 deg. W, 14.5'

GLO  Bk 

8 P. 37

14 43-22 SE
1 1/4" pipe found on N-S-E fence line 

by M.B. Rude
1995

spk in 5" Poplar - 21.58' NE                              

spk in 12" Maple - 47.10' NE                                  

spk in 12" Ash - 11.80' E

294230

14 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" Tamarack - N 46 deg. W, 9.2'                           

12" Aspen - S 59 deg. E, 15.2'                           

10" White Birch - S 40 deg. W, 35.6'                     

8” White Pine – N 72 deg. E, 7.3'

GLO  Bk 

8 P. 25

14 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Aspen - S 26 deg. W, 7.3'                              

14" Aspen - N 78 deg. W, 25.1'                            

12" Aspen - N 18 deg. E, 18.5'                            

14” White Birch – S 35 deg. E, 8.6'

GLO  Bk 

8 P. 36

14 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” Aspen – S 20 deg. E, 13.2'                            

10” Fir – N 50 deg. W, 14.5'

GLO  Bk 

8 P. 38

15 43-22  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1933

Is on E line of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 466

15 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” Aspen – S 20 deg. E, 13.2'                            

10” Fir – N 50 deg. W, 14.5'

GLO  Bk 

8 P. 38

15 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch – S 00 deg. E, 5.9'                        

12” Aspen - N 30deg. W, 21.1'

GLO  Bk 

8 P. 50

15 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Yellow Birch - N 41 deg. E, 38.9'                      

10" Burr Oak - N 36 deg. W, 7.9'                            

12" Aspen - S 51 deg. E, 14.5'                            

10” Burr Oak – S 09 deg. W, 31.7'

GLO  Bk 

8 P. 38

15 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - N 32 deg. W, 27.1'                             

12” Aspen - N 72 deg. E, 13.9'                            

44" White Pine - S 30 deg. E, 19.8'                       

8” Fir – S 31 deg. W, 11.9'

GLO  Bk 

8 P. 49

15 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” White Birch – N 06 deg. E, 19.1'                      

8” Yellow Birch - S 20deg. W, 14.5'

GLO  Bk 

8 P. 48

15 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Aspen - S 26 deg. W, 7.3'                              

14" Aspen - N 78 deg. W, 25.1'                            

12" Aspen - N 18 deg. E, 18.5'                            

14” White Birch – S 35 deg. E, 8.6'

GLO  Bk 

8 P. 36

15 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

36" White Pine - N 81 deg. E, 25.1'                      

36” White Pine - S 48 deg. E, 10.6'                       

40" White Pine - S 12 deg. W, 7.9'                         

10” Spruce – N 12 deg. W,39.6'

GLO  Bk 

8 P. 47

15 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Black Ash – S 45 deg. E, 5.3'                            

6” Maple - S 40deg. W, 13.2'

GLO  Bk 

8 P. 49

16 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Black Ash – S 45 deg. E, 5.3'                            

6” Maple - S 40deg. W, 13.2'

GLO  Bk 

8 P. 49

16 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen -N 65 deg. E, 2.6'                                 

12” Red Oak - S 41 deg. W, 19.8'

GLO  Bk 

8 P. 61

16 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - N 32 deg. W, 27.1'                             

12” Aspen - N 72 deg. E, 13.9'                            

44" White Pine - S 30 deg. E, 19.8'                       

8” Fir – S 31 deg. W, 11.9'

GLO  Bk 

8 P. 49

16 43-22 NW

3/4" capped pipe found on c/l E-W 

highway at c/l roads N-S by R. 

Thornton

1981

N & D in 3" Oak - N 15 deg. E, 99.60'                   

steel post - S 45 deg. E, 65.39'                               

N & D in Power Pole - N 10 deg. W, 96.25'  

214602 122782.715 574756.427

16 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Pine - N 82 deg. W, 15.1'                      

8” White Pine - S 34 deg. W, 4.0'                         

10" White Birch - S 37 deg. E, 11.2'                       

10” White Birch – N 61 deg. E, 19.1'

GLO  Bk 

8 P. 60
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16 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Linden -N 30 deg. W, 6.6'                              

12” Red Oak - S 09 deg. E, 19.8'

GLO  Bk 

8 P. 59

16 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

36" White Pine - N 81 deg. E, 25.1'                      

36” White Pine - S 48 deg. E, 10.6'                       

40" White Pine - S 12 deg. W, 7.9'                         

10” Spruce – N 12 deg. W,39.6'

GLO  Bk 

8 P. 47

16 43-22 SW

1/2" Iron Pipe with cap set by S. 

DeLeo in woods by lost methods - 4 ft. 

N of E-W fence 

2005

spk. In 12" Elm - N 15 deg. W, 20.97'                    

spk. In 15" Elm  - N 45 deg. E, 14.35'                                                                 

spk in 18" Poplar - S 45 deg. E , 18.84'                   

372707   

16 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Maple - S 26 deg. W, 23.1'                           

48” White Pine - S 19 deg. E, 6.6'                         

10" Fir - N 40 deg. W, 7.9'                                   

12” Yellow Birch – N 71 deg. E, 58.1'

GLO  Bk 

8 P. 58

16 43-22 W 1/4
C.I.M. set by S. DeLeo by lost 

methods 26' East of road
2005

Spk in 18" Oak - N 00 deg. E, 6.90'                    

spk. In 30" Oak - S 70 deg. E, 29.92'                              

spk. In 24" Oak - S 00 deg. W, 32.47' 

372706

16 43-22 W 1/4

10” Spruce is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 14” Yellow Birch – N 71 deg. E, 14.5'    
GLO  Bk 

8 P. 60

17 43-22 E 1/4
C.I.M. set by S. DeLeo by lost 

methods 26' East of road
2005

Spk in 18" Oak - N 00 deg. E, 6.90'                    

spk. In 30" Oak - S 70 deg. E, 29.92'                              

spk. In 24" Oak - S 00 deg. W, 32.47' 

372706

17 43-22 E 1/4

10” Spruce is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 14” Yellow Birch – N 71 deg. E, 14.5'    
GLO  Bk 

8 P. 60

17 43-22 N 1/4

3/4" capped pipe found on c/l E-W 

highway at fence to the S by R. 

Thornton

1981

steel post - N 50 deg. E, 70.22'                          

steel post - S 35 deg. E, 50.36'                               

PK nail -S end 60" CMP - S 65 deg. W, 72.25'

214603 122793.566 572115.646

17 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Fir – S 20 deg. E, 8.6'                                    

No other trees near

GLO  Bk 

8 P. 75

17 43-22 NE

3/4" capped pipe found on c/l E-W 

highway at c/l roads N-S by R. 

Thornton

1981

N & D in 3" Oak - N 15 deg. E, 99.60'                    

steel post - S 45 deg. E, 65.39'                              

N & D in Power Pole - N 10 deg. W, 96.25' 

214602 122782.715 574756.427

17 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Pine - N 82 deg. W, 15.1'                      

8” White Pine - S 34 deg. W, 4.0'                         

10" White Birch - S 37 deg. E, 11.2'                       

10” White Birch – N 61 deg. E, 19.1'

GLO  Bk 

8 P. 60

17 43-22 NW
5/8" Iron Pin found by S. DeLeo 2 feet 

west of centerline of road intersection
2005

I.P with cap - N 35 deg. W, 70.18'                    

I.P with cap  - N 45 deg. E, 82.83'                              
372711 122796.973 569481.488

17 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 46 deg. W, (no distance)           

8” Black Ash - S 54 deg. E, (no distance)              

6” Maple - N 69 deg. E, (no distance)                   

8” White Pine – N 33 deg. W, (no distance)

GLO  Bk 

8 P. 74

17 43-22 S 1/4
C.I.M. set by S. DeLeo by lost 

methods 12' S and 6' E of fence lines
2005

Spk in triple 6" Poplar - N 60 deg. W, 24.47'                    

spk. In twin 20" R. Oak - S 30 deg. E, 28.16'                              

spk. In 24" twin Oak - S 20 deg. W, 26.57' 

372705   

17 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Spruce – S 25 deg. E, 9.2'                                 

8” Fir – N 05 deg. W, 7.9'

GLO  Bk 

8 P. 72

17 43-22 SE

1/2" Iron Pipe with cap set by S. 

DeLeo in woods by lost methods - 4 ft. 

N of E-W fence 

2005

spk. In 12" Elm - N 15 deg. W, 20.97'                    

spk. In 15" Elm  - N 45 deg. E, 14.35'                                                                 

spk in 18" Poplar - S 45 deg. E , 18.84'                   

372707   

17 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Maple - S 26 deg. W, 23.1'                           

48” White Pine - S 19 deg. E, 6.6'                         

10" Fir - N 40 deg. W, 7.9'                                   

12” Yellow Birch – N 71 deg. E, 58.1'

GLO  Bk 

8 P. 58

17 43-22 SW

1/2" Iron Pipe with cap set by S. 

DeLeo in swamp by lost methods in 

line with fence to the north

2005

spk. In 8" Birch - N 40 deg. W, 42.58'                    

stl f.p.  - NNE 26'                                                                 

spk in 6" Birch - S 80 deg. E 18.39                   

372708   

13 43-23 SE
2 1/2" Bolt found by S. DeLeo at c-l   

N-S road at c-l road to the W
2005

DNR RP in PP  - N 45 deg. E, 32.14'                    

2 -6" spks. In 10" Elm  - S 40 deg. W, 90.30'                                                                 

stop sign post - N 45 deg. W, 32.06'                   

372712   

24 43-23 NE
2 1/2" Bolt found by S. DeLeo at c-l   

N-S road at c-l road to the W
2005

DNR RP in PP  - N 45 deg. E, 32.14'                    

2 -6" spks. In 10" Elm  - S 40 deg. W, 90.30'                                                                 

stop sign post - N 45 deg. W, 32.06'                   

372712   

18 43-22 SW
2 1/2" Bolt found by S. DeLeo at c-l   

N-S road at c-l road to the W
2005

DNR RP in PP  - N 45 deg. E, 32.14'                    

2 -6" spks. In 10" Elm  - S 40 deg. W, 90.30'                                                                 

stop sign post - N 45 deg. W, 32.06'                   

372712   
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19 43-22 NW
2 1/2" Bolt found by S. DeLeo at c-l   

N-S road at c-l road to the W
2005

DNR RP in PP  - N 45 deg. E, 32.14'                    

2 -6" spks. In 10" Elm  - S 40 deg. W, 90.30'                                                                 

stop sign post - N 45 deg. W, 32.06'                   

372712   

17 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - N 70 deg. W, 11.9'                         

10” Tamarack - S 07 deg. W, 8.6'                          

10” Tamarack - S 50 deg. E, 17.2'                      

10” Tamarack – N 22 deg. E, 7.9'

GLO  Bk 

8 P. 71

17 43-22 W 1/4
C.I.M. set by S. DeLeo by lost 

methods 6' East of centerline of road
2005

Spk in 12" Birch - N 45 deg. W, 78.59'                    

spk. In 15" Willow - S 50 deg. E, 65.58'                              

spk. In 10" Pine - S 40 deg. W, 47.94' 

372709 120156.988 569509.915

17 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 15 deg. W, 5.3'                          

10” Tamarack – S 69 deg. E, 10.6'

GLO  Bk 

8 P. 74

18 43-22 E 1/4
C.I.M. set by S. DeLeo by lost 

methods 6' East of centerline of road
2005

Spk in 12" Birch - N 45 deg. W, 78.59'                    

spk. In 15" Willow - S 50 deg. E, 65.58'                              

spk. In 10" Pine - S 40 deg. W, 47.94' 

372709 120156.988 569509.915

18 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Tamarack – S 15 deg. W, 5.3'                          

10” Tamarack – S 69 deg. E, 10.6'

GLO  Bk 

8 P. 74

18 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 15 deg. W, 9.9'                          

10” Tamarack – N 45 deg. W, 13.9'

GLO  Bk 

8 P. 76

18 43-22 NE
5/8" Iron Pin found by S. DeLeo 2 feet 

west of centerline of road intersection
2005

I.P with cap - N 35 deg. W, 70.18'                    

I.P with cap  - N 45 deg. E, 82.83'                              
372711 122796.973 569481.488

18 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Black Ash - S 46 deg. W, (no distance)           

8” Black Ash - S 54 deg. E, (no distance)              

6” Maple - N 69 deg. E, (no distance)                   

8” White Pine – N 33 deg. W, (no distance)

GLO  Bk 

8 P. 74

18 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Spruce - N 45 deg. E, 18.5'                             

6" Spruce - N 72 deg. W, 9.2'                               

7" Tamarack - S 28 deg. E, 17.2'                          

6” Tamarack – S 36 deg. W, 15.2'

GLO  Bk 

8 P. 16

18 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch – N 24 deg. W, 9.2'                     

8” White Birch – S 20 deg. W, 9.9'

GLO  Bk 

8 P. 73

18 43-22 SE

1/2" Iron Pipe with cap set by S. 

DeLeo in swamp by lost methods in 

line with fence to the north

2005

spk. In 8" Birch - N 40 deg. W, 42.58'                    

stl f.p.  - NNE 26'                                                                 

spk in 6" Birch - S 80 deg. E 18.39                   

372708   

18 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - N 70 deg. W, 11.9'                         

10” Tamarack - S 07 deg. W, 8.6'                        

10” Tamarack - S 50 deg. E, 17.2'                       

10” Tamarack – N 22 deg. E, 7.9'

GLO  Bk 

8 P. 71

18 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6" White Birch - N 71 deg. E, 25.7'                       

8" White Birch - S 73 deg. E, 25.7'                         

8" Tamarack - S 59 deg. W, 24.4'                        

11” Tamarack – N 40 deg. W, 19.8'

GLO  Bk 

8 P. 16

18 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch – N 68 deg. E, 5.9'                       

12” White Birch – N 74 deg. W, 16.5'

GLO  Bk 

8 P. 16

19 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Fir – N 30 deg. E, 9.2'                                       

6” White Pine – S 50 deg. W, 13.2'

GLO  Bk 

8 P. 71

19 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch – N 24 deg. W, 9.2'                     

8” White Birch – S 20 deg. W, 9.9'

GLO  Bk 

8 P. 73

19 43-22 NE

1/2" Iron Pipe with cap set by S. 

DeLeo in swamp by lost methods in 

line with fence to the north

2005

spk. In 8" Birch - N 40 deg. W, 42.58'                    

stl f.p.  - NNE 26'                                                                 

spk in 6" Birch - S 80 deg. E 18.39                   

372708   

19 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - N 70 deg. W, 11.9'                           

10” Tamarack - S 07 deg. W, 8.6'                          

10” Tamarack - S 50 deg. E, 17.2'                       

10” Tamarack – N 22 deg. E, 7.9'

GLO  Bk 

8 P. 71

19 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6" White Birch - N 71 deg. E, 25.7'                       

8" White Birch - S 73 deg. E, 25.7'                         

8" Tamarack - S 59 deg. W, 24.4'                        

11” Tamarack – N 40 deg. W, 19.8'

GLO  Bk 

8 P. 16

19 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 50 deg. W, 8.6'                                

12” Aspen – S 10 deg. E, 8.6'

GLO  Bk 

8 P. 70

19 43-22 SE
1/2" Iron Pipe found by S. DeLeo on   

c-l E-W road and c-l N-S road
2005

PK nail in T-ped post  - N 20 deg. E, 40.93'                    

PK nail in top 15" CMP - S 20 deg. E, 36.13'                              

PK nail in top 15" CMP  - S 10 deg. W 40.92'

372704   
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19 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - S 25 deg. E, 26.4'                       

16” Tamarack - S 85 deg. W, 66.0'                      

6" Tamarack - N 20 deg. E, 49.5'                        

No other trees near

GLO  Bk 

8 P. 68

19 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

9" Linden - N 49 deg. E, 14.5'                              

5" Linden - N 71 deg. W, 12.5'                              

6" Black Ash - S 64 deg. E, 40.9'                        

12” Fir – S 08 deg. W, 11.2'

GLO  Bk 

8 P. 14

19 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch – N 90 deg. E, 19.8'                     

6” Spruce – N 47 deg. W, 29.7'

GLO  Bk 

8 P. 15

20 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch -S 24 deg. E, 9.2'                          

24” Black Ash - N 53 deg. W, 13.2'

GLO  Bk 

8 P. 58

20 43-22 N 1/4
C.I.M. set by S. DeLeo by lost 

methods 12' S and 6' E of fence lines
2005

Spk in triple 6" Poplar - N 60 deg. W, 24.47'                    

spk. In twin 20" R. Oak - S 30 deg. E, 28.16'                              

spk. In 24" twin Oak - S 20 deg. W, 26.57' 

372705   

20 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Spruce – S 25 deg. E, 9.2'                                 

8” Fir – N 05 deg. W, 7.9'

GLO  Bk 

8 P. 72

20 43-22 NE

1/2" Iron Pipe with cap set by S. 

DeLeo in woods by lost methods - 4 ft. 

N of E-W fence 

2005

spk. In 12" Elm - N 15 deg. W, 20.97'                    

spk. In 15" Elm  - N 45 deg. E, 14.35'                                                                 

spk in 18" Poplar - S 45 deg. E , 18.84'                   

372707   

20 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Maple - S 26 deg. W, 23.1'                           

48” White Pine - S 19 deg. E, 6.6'                         

10" Fir - N 40 deg. W, 7.9'                                   

12” Yellow Birch – N 71 deg. E, 58.1'

GLO  Bk 

8 P. 58

20 43-22 NW

1/2" Iron Pipe with cap set by S. 

DeLeo in swamp by lost methods in 

line with fence to the north

2005

spk. In 8" Birch - N 40 deg. W, 42.58'                    

stl f.p.  - NNE 26'                                                                 

spk in 6" Birch - S 80 deg. E 18.39                   

372708   

20 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - N 70 deg. W, 11.9'                         

10” Tamarack - S 07 deg. W, 8.6'                        

10” Tamarack - S 50 deg. E, 17.2'                       

10” Tamarack – N 22 deg. E, 7.9'

GLO  Bk 

8 P. 71

20 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Elm – N 50 deg. E, 29.0'                                

5” White Ash – S 10 deg. W, 15.8'

GLO  Bk 

8 P. 69

20 43-22 SE
5/8" Iron Pin found by S. DeLeo on c-l 

E-W road and 10' E of trail to S
2005

spk. In 6x6 f.p.  - N 00 deg. E, 36.68'                    

PK nail in 8" Pine - N 30 deg. E, 61.37'                              

PK nail in f.p - S 20 deg. W - 44.23'

372710 112221.731 574878.707

20 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - N 59 deg. E, 19.8'                       

10” Yellow Birch - N 18 deg. W, 25.7'                    

6" Yellow Birch - S 02 deg. W, 5.3'                     

No other trees near

GLO  Bk 

8 P. 56

20 43-22 SW
1/2" Iron Pipe found by S. DeLeo on   

c-l E-W road and c-l N-S road
2005

PK nail in T-ped post  - N 20 deg. E, 40.93'                    

PK nail in top 15" CMP - S 20 deg. E, 36.13'                              

PK nail in top 15" CMP  - S 10 deg. W 40.92'

372704   

20 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - S 25 deg. E, 26.4'                       

16” Tamarack - S 85 deg. W, 66.0'                      

6" Tamarack - N 20 deg. E, 49.5'                        

No other trees near

GLO  Bk 

8 P. 68

20 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Fir – N 30 deg. E, 9.2'                                       

6” White Pine – S 50 deg. W, 13.2'

GLO  Bk 

8 P. 71

21 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
40” White Pine – N 01 deg. W, 35.6'                      

36” White Pine - N 20deg. E, 42.2'

GLO  Bk 

8 P. 47

21 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Linden -N 30 deg. W, 6.6'                              

12” Red Oak - S 09 deg. E, 19.8'

GLO  Bk 

8 P. 59

21 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

36" White Pine - N 81 deg. E, 25.1'                      

36” White Pine - S 48 deg. E, 10.6'                       

40" White Pine - S 12 deg. W, 7.9'                         

10” Spruce – N 12 deg. W,39.6'

GLO  Bk 

8 P. 47

21 43-22 NW

1/2" Iron Pipe with cap set by S. 

DeLeo in woods by lost methods - 4 ft. 

N of E-W fence 

2005

spk. In 12" Elm - N 15 deg. W, 20.97'                    

spk. In 15" Elm  - N 45 deg. E, 14.35'                                                                 

spk in 18" Poplar - S 45 deg. E , 18.84'                   

372707   

21 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Maple - S 26 deg. W, 23.1'                           

48” White Pine - S 19 deg. E, 6.6'                         

10" Fir - N 40 deg. W, 7.9'                                   

12” Yellow Birch – N 71 deg. E, 58.1'

GLO  Bk 

8 P. 58

21 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Sugar  -S 06 deg. W, 22.4'                               

48” White Pine - N 13 deg. E, 23.8'

GLO  Bk 

8 P. 57
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21 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30" White Pine - N 55 deg. E, 17.8'                      

15” White Pine - N 43 deg. W, 13.2'                       

15" Maple - S 50 deg. W, 7.3'                                

12” Maple – S 64 deg. E,15.2'\

GLO  Bk 

8 P. 45

21 43-22 SW
5/8" Iron Pin found by S. DeLeo on c-l 

E-W road and 10' E of trail to S
2005

spk. In 6x6 f.p.  - N 00 deg. E, 36.68'                    

PK nail in 8" Pine - N 30 deg. E, 61.37'                              

PK nail in f.p - S 20 deg. W - 44.23'

372710 112221.731 574878.707

21 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - N 59 deg. E, 19.8'                       

10” Yellow Birch - N 18 deg. W, 25.7'                    

6" Yellow Birch - S 02 deg. W, 5.3'                     

No other trees near

GLO  Bk 

8 P. 56

21 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” White Birch -S 24 deg. E, 9.2'                          

24” Black Ash - N 53 deg. W, 13.2'

GLO  Bk 

8 P. 58

22 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Aspen – S 40 deg. E, 7.9'                            

24” Aspen – S 50 deg. W, 11.2'

GLO  Bk 

8 P. 36

22 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” White Birch – N 06 deg. E, 19.1'                      

8” Yellow Birch - S 20deg. W, 14.5'

GLO  Bk 

8 P. 48

22 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Aspen - S 26 deg. W, 7.3'                              

14" Aspen - N 78 deg. W, 25.1'                            

12" Aspen - N 18 deg. E, 18.5'                            

14” White Birch – S 35 deg. E, 8.6'

GLO  Bk 

8 P. 36

22 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

36" White Pine - N 81 deg. E, 25.1'                      

36” White Pine - S 48 deg. E, 10.6'                       

40" White Pine - S 12 deg. W, 7.9'                         

10” Spruce – N 12 deg. W,39.6'

GLO  Bk 

8 P. 47

22 43-22 S 1/4

12” Tamarack is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 12” Tamarack – S 10 deg. W, 9.9'    
GLO  Bk 

8 P. 46

22 43-22 SE
2" pipe found on c/l E-W road at c/l 

road to S by T. Johnson
1982

spk in twin 4" Pine - 54.85' NE                              

spk in 12" Pine - 67.97' SE                                   

spk in 12" Pine - 96.30' SW

239424 112232.262 585338.159

22 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - S 70 deg. W, 42.9'                        

6" White Pine - N 81 deg. E, 25.1'                         

6" White Pine - S 42 deg. W, 35.0'                       

No other trees near

GLO  Bk 

8 P. 34

22 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30" White Pine - N 55 deg. E, 17.8'                      

15” White Pine - N 43 deg. W, 13.2'                       

15" Maple - S 50 deg. W, 7.3'                                

12” Maple – S 64 deg. E,15.2'

GLO  Bk 

8 P. 45

22 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
40” White Pine – N 01 deg. W, 35.6'                      

36” White Pine - N 20deg. E, 42.2'

GLO  Bk 

8 P. 47

23 43-22  
Survey of School Lot in SE1/4-SE1/4 

by E.W. Kelly, Deputy Co. Surveyor 
1903

assume he found S 1/4 cor. of Section.                

No ties shown. Distances around lot shown 

Book 1, 

Page 22

23 43-22 E 1/4
1" pipe found 7' E of c/l drive at fence 

line to the N and W by M.B. Rude
1980

spk in Power Pole - 53.70' N                              

Nail & cap in 18" Pine - 70.43' SE                          

Nail & cap in 8" Tamarack - 72.66' SW

239087

23 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
5” Tamarack – S 76 deg. W, 15.2'                         

6” Tamarack– N 45 deg. E, 17.8'

GLO  Bk 

8 P. 24

23 43-22 M.C

M.C. On E line SE ¼ (W side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Pine – N 71 deg. W, 26.4'                     

15” Aspen – N 08 deg. E, 33.0'

GLO  Bk 

8 P. 24

23 43-22 M.C

M.C. On S line SE ¼ (W side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Maple – N 45 deg. W,  (no distance given)      

8” Birch – N 37 deg. E, (no distance given)

GLO  Bk 

8 P. 35

23 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” Aspen – S 20 deg. E, 13.2'                            

10” Fir – N 50 deg. W, 14.5'

GLO  Bk 

8 P. 37

23 43-22 NE
1 1/4" pipe found on N-S-E fence line 

by M.B. Rude
1995

spk in 5" Poplar - 21.58' NE                              

spk in 12" Maple - 47.10' NE                                  

spk in 12" Ash - 11.80' E

294230

23 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" Tamarack - N 46 deg. W, 9.2'                         

12" Aspen - S 59 deg. E, 15.2'                           

10" White Birch - S 40 deg. W, 35.6'                     

8” White Pine – N 72 deg. E, 7.3'

GLO  Bk 

8 P. 25
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23 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Aspen - S 26 deg. W, 7.3'                              

14" Aspen - N 78 deg. W, 25.1'                            

12" Aspen - N 18 deg. E, 18.5'                            

14” White Birch – S 35 deg. E, 8.6'

GLO  Bk 

8 P. 36

23 43-22 S 1/4
3/4" pipe set on c/l E-W road at fence 

line to the N by T. Johnson
1986

spk in Power Pole - 49.34' NE                            

spk in Power Pole - 41.00' SE
239423

23 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – S 70 deg. E, 11.2'                            

12” Aspen – N 40 deg. E, 15.1'

GLO  Bk 

8 P. 35

23 43-22 SW
2" pipe found on c/l E-W road at c/l 

road to S by T. Johnson
1982

spk in twin 4" Pine - 54.85' NE                              

spk in 12" Pine - 67.97' SE                                  

spk in 12" Pine - 96.30' SW

239424 112232.262 585338.159

23 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - S 70 deg. W, 42.9'                        

6" White Pine - N 81 deg. E, 25.1'                         

6" White Pine - S 42 deg. W, 35.0'                       

No other trees near

GLO  Bk 

8 P. 34

23 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Aspen – S 40 deg. E, 7.9'                            

24” Aspen – S 50 deg. W, 11.2'

GLO  Bk 

8 P. 36

24 43-22 E 1/4
C.I.M. set 1' W of c/l N-S road at fence 

line to the E by M.B. Rude
1980

spk in 24" W. Oak - 84.65' NE                              

spk in 12" W. Oak - 78.97' SE                                

1/2" pipe - 33.00' W

239088 114951.769 595836.079

24 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – S 55 deg. E, 13.2'                              

36” White Pine – N 55 deg. W, 11.9'

GLO  Bk 

8 P. 3

24 43-22 M.C

M.C. On E line NE ¼ (S side Big Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Elm – S 22 deg. W, 11.9'                               

14” Elm – S 55 deg. E, 15.2'

GLO  Bk 

8 P. 3

24 43-22 M.C

M.C. On N line NE ¼ (W side Big Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15” Aspen – N 72 deg. W, 35.0'                           

10” Black Ash – S 19 deg. W, 23.1'

GLO  Bk 

8 P. 26

24 43-22 M.C

M.C. On S line SW ¼ (E side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Elm – S 75 deg. E, 30.4'                                 

8” Aspen – N 57 deg. E, 35.6'

GLO  Bk 

8 P. 24

24 43-22 M.C

M.C. On W line SW ¼ (W side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Pine – N 71 deg. W, 26.4'                     

15” Aspen – N 08 deg. E, 33.0'

GLO  Bk 

8 P. 24

24 43-22 N 1/4
1/2" pipe found approx. 10'  W of c/l N-

S driveway by M.B. Rude
1980

1/2" pipe - 47.73' E                                             

14" Poplar - 23.74' NW                                        

5" Oak - 141.69' N

239090 117563.131 593185.958

24 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Pine – N 57 deg. E, 19.8'                      

8” Aspen– N 12 deg. W, 19.8'

GLO  Bk 

8 P. 25

24 43-22 NE

No wood post set (falls in lake) as part 

of original Government  Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 No ties taken as corner is in lake 
GLO  Bk 

8 P. 3

24 43-22 NW
1 1/4" pipe found on N-S-E fence line 

by M.B. Rude
1995

spk in 5" Poplar - 21.58' NE                              

spk in 12" Maple - 47.10 'NE                                  

spk in 12" Ash - 11.80' E

294230

24 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

14" Tamarack - N 46 deg. W, 9.2'                         

12" Aspen - S 59 deg. E, 15.2'                           

10" White Birch - S 40 deg. W, 35.6'                     

8” White Pine – N 72 deg. E, 7.3'

GLO  Bk 

8 P. 25

24 43-22 S 1/4
C.I.M. set approx. 2' North of E-W 

fence line by M.B. Rude 
1980

spk in 18" W. Oak - 8.74' SE                              

spk in 12" W. Oak - 30.38' SW                               

spk in 20" W. Oak - 61.34' NW

239089

24 43-22 S 1/4

12” White Birch is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 15” Aspen – S 39 deg. W, 23.8'    
GLO  Bk 

8 P. 23

24 43-22 SE
C.I.M. set 1.5'  W of c/l N-S road at 

fence lines E-W by M. B. Rude
1980

spk in Power Pole - 131.73' NE                              

spk in 16" Oak - 110.07' NE                                  

1/2" pipe - 33.00' W

239091 112311.248 595868.592
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24 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12” Aspen – S 85 deg. W, 15.8'                           

11” Birch – S 17 deg. E, 16.5'                              

12” Birch – N 72 deg. E, 16.5'                              

7” Birch – N 45 deg. W, 17.2'

GLO  Bk 

8 P. 2

24 43-22 W 1/4
1" pipe found 7' E of c/l drive at fence 

line to the N and W by M.B. Rude
1980

spk in Power Pole - 53.70' N                              

Nail & cap in 18" Pine - 70.43' SE                          

Nail & cap in 8" Tamarack - 72.66' SW

239087

24 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
5” Tamarack – S 76 deg. W, 15.2'                         

6” Tamarack– N 45 deg. E, 17.8'

GLO  Bk 

8 P. 24

24 43-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1927

Is in NE1/4 of Section                                   

Distance and angles stated

Book 1, 

Page 424

25 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Spruce – N 45 deg. W, 2.0'                               

8” Spruce – S 20 deg. E, 8.6'

GLO  Bk 

8 P. 2

25 43-22 M.C

M.C. On N line NW ¼ (E side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Elm – S 75 deg. E, 30.4'                                 

8” Aspen – N 57 deg. E, 35.6'

GLO  Bk 

8 P. 24

25 43-22 M.C

M.C. On W line NW ¼ (S side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Elm – S 69 deg. E, 31.7'                                 

8” Black Ash – S 67 deg. W, 17.8'

GLO  Bk 

8 P. 22

25 43-22 N 1/4
C.I.M. set approx. 2' North of E-W 

fence line by M.B. Rude 
1980

k in 18" W. Oak - 8.74' SE                                 

spk in 12" W. Oak - 30.38' SW                                

spk in 20" W. Oak - 61.34' NW

239089

25 43-22 N 1/4

12” White Birch is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 15” Aspen – S 39 deg. W, 23.8'    
GLO  Bk 

8 P. 23

25 43-22 NE
C.I.M. set 1.5'  W of c/l N-S road at 

fence lines E-W by M. B. Rude
1980

spk in Power Pole - 131.73' NE                              

spk in 16" Oak - 110.07' NE                                  

1/2" pipe - 33.00' W

239091 112311.248 595868.592

25 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12” Aspen – S 85 deg. W, 15.8'                           

11” Birch – S 17 deg. E, 16.5'                              

12” Birch – N 72 deg. E, 16.5'                              

7” Birch – N 45 deg. W, 17.2'

GLO  Bk 

8 P. 2

25 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” White Birch  – N 35 deg. W, 2.6'                        

12” Spruce – S 10 deg. E, 7.3'

GLO  Bk 

8 P. 21

25 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Tamarack – N 22 deg. E, 6.6'                          

8” Tamarack – S 50 deg. E, 7.3'                             

6” Tamarack – S 35 deg. W, 9.2'                           

6” Tamarack – N 36 deg. W, 15.2'

GLO  Bk 

8 P. 1

25 43-22 SW
3/4" pipe set on c/l N-S road at fence 

line to the W by T. Johnson
1986

spk in 6" Maple - 67.97' NW                                  

E end 12" CMP - 16.01' SE                                  

spk in 10" Aspen - 59.83' NW

239420

25 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

18" White Pine - N 58 deg. W, 49.5'                       

6" Tamarack - N 12 deg. E, 17.2'                         

No other trees near

GLO  Bk 

8 P. 20

25 43-22 W 1/4
3/4" pipe set approx. 4' west of W 

edge swamp by T. Johnson
1986

spk in 12" Oak - 30.63' N                                      

spk in 18" Oak - 16.55' SSW                                  

spk in twin 24" Oak - 26.80' WSW

239419

25 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch  – S 85 deg. W, 15.8'                   

10” White Birch– N 90 deg. E, 10.6'

GLO  Bk 

8 P. 22

25 43-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1930

Is on S line N1/2-N1/2 of Section                         

Distances and Mag. Var. stated

Book 1, 

Page 437

26 43-22 E 1/4
3/4" pipe set approx. 4' west of W 

edge swamp by T. Johnson
1986

spk in 12" Oak - 30.63' N                                      

spk in 18" Oak - 16.55' SSW                                  

spk in twin 24" Oak - 26.80' WSW

239419

26 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch  – S 85 deg. W, 15.8'                   

10” White Birch– N 90 deg. E, 10.6'

GLO  Bk 

8 P. 22

26 43-22 M.C

M.C. On E line NE ¼ (S side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18” Elm – S 69 deg. E, 31.7'                                 

8” Black Ash – S 67 deg. W, 17.8'

GLO  Bk 

8 P. 22

Page 13 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

26 43-22 M.C

M.C. On N line NE ¼ (W side Pine 

Lake) Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Maple – N 45 deg. W,  (no distance given)      

8” Birch – N 37 deg. E, (no distance given)

GLO  Bk 

8 P. 35

26 43-22 N 1/4
3/4" pipe set on c/l E-W road at fence 

line to the N by T. Johnson
1986

spk in Power Pole - 49.34' NE                            

spk in Power Pole - 41.00' SE
239423

26 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – S 70 deg. E, 11.2'                            

12” Aspen – N 40 deg. E, 15.1'

GLO  Bk 

8 P. 35

26 43-22 NW
2" pipe found on c/l E-W road at c/l 

road to S by T. Johnson
1982

spk in twin 4" Pine - 54.85' NE                              

spk in 12" Pine - 67.97' SE                                  

spk in 12" Pine - 96.30' SW

239424 112232.262 585338.159

26 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - S 70 deg. W, 42.9'                        

6" White Pine - N 81 deg. E, 25.1'                         

6" White Pine - S 42 deg. W, 35.0'                       

No other trees near

GLO  Bk 

8 P. 34

26 43-22 S 1/4 3/4" pipe set by T. Johnson 1986

spk in 18" Oak - 10.32' E                                     

spk in twin 6" Basswood - 18.66' SW                     

spk in 6" Maple - 17.56' NW

239422

26 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Sugar – N 05 deg. E, 11.9'                                

14” Aspen – S 05 deg. E, 15.8'

GLO  Bk 

8 P. 33

26 43-22 SE
3/4" pipe set on c/l N-S road at fence 

line to the W by T. Johnson
1986

spk in 6" Maple - 67.97' NW                                   

E end 12" CMP - 16.01' SE                                  

spk in 10" Aspen - 59.83' NW

239420

26 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

18" White Pine - N 58 deg. W, 49.5'                       

6" Tamarack - N 12 deg. E, 17.2'                         

No other trees near

GLO  Bk 

8 P. 20

26 43-22 SW
3/4" pipe set approx. 16' S of top of hill 

and 272' S of creek by T. Johnson
1986

spk in 5" Maple - 10.95' SE                                  

spk in 12" Spruce - 15.43' SW                             

spk in 4" Spruce - 10.19' W

239418

26 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 50 deg. E, 17.8'                            

12" Aspen - S 40 deg. W, 13.9'                            

10" Spruce - N 35 deg. W, 21.1'                          

No other trees near

GLO  Bk 

8 P. 32

26 43-22 W 1/4
3/4" pipe set on N-S fence line approx. 

25' W of c/l trail by T. Johnson
1986

spk in 12" Basswood - 57.35' NE                           

spk in 18" Oak - 47.96' E                                  

spk in 9" Maple - 50.18' SE

239421

26 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – N 40 deg. W, 11.2'                            

6” Aspen – N10 deg. E, 6.6'

GLO  Bk 

8 P. 34

27 43-22 E 1/4
3/4" pipe set on N-S fence line approx. 

25' W of c/l trail by T. Johnson
1986

spk in 12" Basswood - 57.35' NE                          

spk in 18" Oak - 47.96' E                                  

spk in 9" Maple - 50.18' SE

239421

27 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – N 40 deg. W, 11.2'                            

6” Aspen – N10 deg. E, 6.6'

GLO  Bk 

8 P. 34

27 43-22 N 1/4

12” Tamarack is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 12” Tamarack – S 10 deg. W, 9.9'    
GLO  Bk 

8 P. 46

27 43-22 NE
2" pipe found on c/l E-W road at c/l 

road to S by T. Johnson
1982

spk in twin 4" Pine - 54.85' NE                              

spk in 12" Pine - 67.97' SE                                  

spk in 12" Pine - 96.30' SW

239424 112232.262 585338.159

27 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - S 70 deg. W, 42.9'                        

6" White Pine - N 81 deg. E, 25.1'                         

6" White Pine - S 42 deg. W, 35.0'                       

No other trees near

GLO  Bk 

8 P. 34

27 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30" White Pine - N 55 deg. E, 17.8'                      

15” White Pine - N 43 deg. W, 13.2'                       

15" Maple - S 50 deg. W, 7.3'                                

12” Maple – S 64 deg. E,15.2'

GLO  Bk 

8 P. 45

27 43-22 S 1/4

40” White Pine is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 10” White Birch – N 20 deg. E, 11.9'    
GLO  Bk 

8 P. 44

27 43-22 SE
3/4" pipe set approx. 16' S of top of hill 

and 272' S of creek by T. Johnson
1986

spk in 5" Maple - 10.95' SE                                

spk in 12" Spruce - 15.43' SW                              

spk in 4" Spruce - 10.19' W

239418

27 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 50 deg. E, 17.8'                            

12" Aspen - S 40 deg. W, 13.9'                            

10" Spruce - N 35 deg. W, 21.1'                          

No other trees near

GLO  Bk 

8 P. 32
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27 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24" White Pine - S 70 deg. E, 9.9'                      

36" White Pine - N 40 deg. W, 17.8'                       

10" Fir - N 31 deg. E, 14.5'                                    

8” Spruce – S 51 deg. W, 16.5'

GLO  Bk 

8 P. 43

27 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” White Birch – N 76 deg. E, 9.9'                          

10” White Birch - S 90deg. W, 5.3'

GLO  Bk 

8 P. 45

28 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” White Birch – N 76 deg. E, 9.9'                        

10” White Birch - S 90deg. W, 5.3'

GLO  Bk 

8 P. 45

28 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Sugar  -S 06 deg. W, 22.4'                               

48” White Pine - N 13 deg. E, 23.8'

GLO  Bk 

8 P. 57

28 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30" White Pine - N 55 deg. E, 17.8'                      

15” White Pine - N 43 deg. W, 13.2'                       

15" Maple - S 50 deg. W, 7.3'                                

12” Maple – S 64 deg. E,15.2'

GLO  Bk 

8 P. 45

28 43-22 NW
5/8" Iron Pin found by S. DeLeo on c-l 

E-W road and 10' E of trail to S
2005

spk. In 6x6 f.p.  - N 00 deg. E, 36.68'                    

PK nail in 8" Pine - N 30 deg. E, 61.37'                              

PK nail in f.p - S 20 deg. W - 44.23'

372710 112221.731 574878.707

28 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - N 59 deg. E, 19.8'                       

10” Yellow Birch - N 18 deg. W, 25.7'                    

6" Yellow Birch - S 02 deg. W, 5.3'                     

No other trees near

GLO  Bk 

8 P. 56

28 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Fir -N 45 deg. E, 17.2'                                      

6” Spruce - S 25 deg. W, 10.6'

GLO  Bk 

8 P. 55

28 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24" White Pine - S 70 deg. E, 9.9'                      

36" White Pine - N 40 deg. W, 17.8'                       

10" Fir - N 31 deg. E, 14.5'                                    

8” Spruce – S 51 deg. W, 16.5'

GLO  Bk 

8 P. 43

28 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - S 50 deg. W, 16.5'                       

44” White Pine - S 48 deg. E, 21.1'                       

10" Sugar - N 72 deg. W, 18.5'                               

8” Fir – N 85 deg. E, 20.5'

GLO  Bk 

8 P. 54

28 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Fir -N 45 deg. E, 17.2'                                      

6” Spruce - S 25 deg. W, 10.6'

GLO  Bk 

8 P. 56

29 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Fir -N 45 deg. E, 17.2'                                      

6” Spruce - S 25 deg. W, 10.6'

GLO  Bk 

8 P. 56

29 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Elm – N 50 deg. E, 29.0'                                

5” White Ash – S 10 deg. W, 15.8'

GLO  Bk 

8 P. 69

29 43-22 NE
5/8" Iron Pin found by S. DeLeo on c-l 

E-W road and 10' E of trail to S
2005

spk. In 6x6 f.p.  - N 00 deg. E, 36.68'                    

PK nail in 8" Pine - N 30 deg. E, 61.37'                              

PK nail in f.p - S 20 deg. W - 44.23'

372710 112221.731 574878.707

29 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - N 59 deg. E, 19.8'                       

10” Yellow Birch - N 18 deg. W, 25.7'                    

6" Yellow Birch - S 02 deg. W, 5.3'                     

No other trees near

GLO  Bk 

8 P. 56

29 43-22 NW
1/2" Iron Pipe found by S. DeLeo on   

c-l E-W road and c-l N-S road
2005

PK nail in T-ped post  - N 20 deg. E, 40.93'                    

PK nail in top 15" CMP - S 20 deg. E, 36.13'                              

PK nail in top 15" CMP  - S 10 deg. W 40.92'

372704   

29 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - S 25 deg. E, 26.4'                       

16” Tamarack - S 85 deg. W, 66.0'                      

6" Tamarack - N 20 deg. E, 49.5'                        

No other trees near

GLO  Bk 

8 P. 68

29 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
30” White Pine – S 30 deg. W, 11.9'                    

30” White Pine – N 40 deg. W, 7.9'

GLO  Bk 

8 P. 66

29 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - S 50 deg. W, 16.5'                       

44” White Pine - S 48 deg. E, 21.1'                       

10" Sugar - N 72 deg. W, 18.5'                               

8” Fir – N 85 deg. E, 20.5'

GLO  Bk 

8 P. 54

29 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Spruce - S 30 deg. W, 22.4'                           

15” Spruce - N 45 deg. W, 13.2'                            

6" Maple - S 10 deg. E, 15.2'                                

20” White Pine – N 45 deg. E, 24.4'

GLO  Bk 

8 P. 65

29 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” White Birch – S 79 deg. E, 7.9'                        

44” White Pine – N 86 deg. W, 21.8'

GLO  Bk 

8 P. 68
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30 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” White Birch – S 79 deg. E, 7.9'                        

44” White Pine – N 86 deg. W, 21.8'

GLO  Bk 

8 P. 68

30 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 50 deg. W, 8.6'                                

12” Aspen – S 10 deg. E, 8.6'

GLO  Bk 

8 P. 70

30 43-22 NE
1/2" Iron Pipe found by S. DeLeo on   

c-l E-W road and c-l N-S road
2005

PK nail in T-ped post  - N 20 deg. E, 40.93'                    

PK nail in top 15" CMP - S 20 deg. E, 36.13'                              

PK nail in top 15" CMP  - S 10 deg. W 40.92'

372704   

30 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Tamarack - S 25 deg. E, 26.4'                       

16” Tamarack - S 85 deg. W, 66.0'                      

6" Tamarack - N 20 deg. E, 49.5'                        

No other trees near

GLO  Bk 

8 P. 68

30 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

9" Linden - N 49 deg. E, 14.5'                              

5" Linden - N 71 deg. W, 12.5'                              

6" Black Ash - S 64 deg. E, 40.9'                        

12” Fir – S 08 deg. W, 11.2'

GLO  Bk 

8 P. 14

30 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” White Pine – S 02 deg. W, 11.2'                    

5” White Birch – N 15 deg. E, 4.6'

GLO  Bk 

8 P. 67

30 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Spruce - S 30 deg. W, 22.4'                           

15” Spruce - N 45 deg. W, 13.2'                            

6" Maple - S 10 deg. E, 15.2'                                

20” White Pine – N 45 deg. E, 24.4'

GLO  Bk 

8 P. 65

30 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26" White Pine - N 20 deg. W, 10.6'                       

32" White Pine - S 20 deg. W, 12.5'                      

30" White Pine - S 40 deg. E, 25.1'                        

30” White Pine – N 80 deg. E, 27.7'

GLO  Bk 

8 P. 13

30 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
9” Sugar – N 32 deg. E, 15.2'                                 

11” Linden – N 32 deg. W, 13.2'

GLO  Bk 

8 P. 14

31 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Yellow Birch – N 49 deg. W, 10.6'                    

16” Sugar – S 78 deg. E, 26.4'

GLO  Bk 

8 P. 65

31 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” White Pine – S 02 deg. W, 11.2'                    

5” White Birch – N 15 deg. E, 4.6'

GLO  Bk 

8 P. 67

31 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Spruce - S 30 deg. W, 22.4'                           

15” Spruce - N 45 deg. W, 13.2'                            

6" Maple - S 10 deg. E, 15.2'                                

20” White Pine – N 45 deg. E, 24.4'

GLO  Bk 

8 P. 65

31 43-22 NW 

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26" White Pine - N 20 deg. W, 10.6'                       

32" White Pine - S 20 deg. W, 12.5'                      

30" White Pine - S 40 deg. E, 25.1'                        

30” White Pine – N 80 deg. E, 27.7'

GLO  Bk 

8 P. 13

31 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” Pine – N 05 deg. E, 13.2'                                 

8” Balsam – S 75 deg. E, 9.2'

GLO  Bk 

8 P. 12

31 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

20"White Pine - N 55 deg. W, 17.2'                       

30" White Pine  - N 40 deg. E, 9.0'                       

30" White Pine - S 70 deg. E, 4.6'                         

10” Balsam – S 50 deg. W, 8.6'

GLO  Bk 

8 P. 11

31 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30"White Pine - S 60 deg. W, 19.8'                       

14" Sugar  - N 55 deg. W, 20.5'                          

14" Maple - N 69 deg. E, 15.2'                              

7” Balsam – S 15 deg. E, 7.3'

GLO  Bk 

8 P. 12

31 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
40” White Pine – S 60 deg. W, 16.5'                      

14” Sugar – S 71 deg. E, 15.8'

GLO  Bk 

8 P. 13

32 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
24” White Pine – N 90 deg. E, 1.3'                        

24” White Pine - S 45deg. W, 0.6'

GLO  Bk 

8 P. 54

32 43-22 M.C

M.C. On S line SW ¼ (E side Snake 

River) Set wood post as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863
12” Elm – S 65 deg. E, 11.2'                                 

8” Maple – S 55 deg. E, 55.4'

GLO  Bk 

8 P. 11

32 43-22 M.C

M.C. On S line SW ¼ (W side Snake 

River) Set wood post as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863
8” Balsam – N 66 deg. W, 5.3'                               

10” Maple – S 55 deg. W, 15.2'

GLO  Bk 

8 P. 11

Page 16 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

32 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
30” White Pine – S 30 deg. W, 11.9'                    

30” White Pine – N 40 deg. W, 7.9'

GLO  Bk 

8 P. 66

32 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - S 50 deg. W, 16.5'                       

44” White Pine - S 48 deg. E, 21.1'                       

10" Sugar - N 72 deg. W, 18.5'                               

8” Fir – N 85 deg. E, 20.5'

GLO  Bk 

8 P. 54

32 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Spruce - S 30 deg. W, 22.4'                           

15” Spruce - N 45 deg. W, 13.2'                            

6" Maple - S 10 deg. E, 15.2'                                

20” White Pine – N 45 deg. E, 24.4'

GLO  Bk 

8 P. 65

32 43-22 S 1/4
3/4" capped iron rod set easterly of NE-

SW fence line by J. Walker
1998 No ties taken - mon. was set "Lost" by DNR

(Kanabec

)
101692.788 572327.364

32 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
30” Pine – N 10 deg. W, 12.5'                              

20” Pine – S 25 deg. E, 10.6'

GLO  Bk 

8 P. 11

32 43-22 SE

3/4" capped iron rod set at fence lines 

E and S approx. 60' E of pond by J. 

Walker

1998

DNR RP in 6" B. Oak - N 11 deg. E, 40.23'           

DNR RP in 8" B. Oak - N 60 deg. E, 20.17'          

DNR RP in 12" B. Oak - S 34 deg. E, 29.0'

(Kanabec

)
101681.931 574959.763

32 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12"White Oak - N 70 deg. E, 13.2'                         

7" Balsam - S 65 deg. E, 13.9'                             

7" White Oak - S 40 deg. W, 23.8' 

GLO  Bk 

8 P. 10

32 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

20"White Pine - N 55 deg. W, 17.2'                       

30" White Pine  - N 40 deg. E, 9.0'                       

30" White Pine - S 70 deg. E, 4.6'                         

10” Balsam – S 50 deg. W, 8.6'

GLO  Bk 

8 P. 11

32 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Yellow Birch – N 49 deg. W, 10.6'                    

16” Sugar – S 78 deg. E, 26.4'

GLO  Bk 

8 P. 65

33 43-22 E 1/4

10” Fir is corner - as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 10” Linden – S 79 deg. E, 15.2'    
GLO  Bk 

8 P. 43

33 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Fir -N 45 deg. E, 17.2'                                      

6” Spruce - S 25 deg. W, 10.6'

GLO  Bk 

8 P. 55

33 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24" White Pine - S 70 deg. E, 9.9'                      

36" White Pine - N 40 deg. W, 17.8'                       

10" Fir - N 31 deg. E, 14.5'                                    

8” Spruce – S 51 deg. W, 16.5'

GLO  Bk 

8 P. 43

33 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

40" White Pine - S 50 deg. W, 16.5'                       

44” White Pine - S 48 deg. E, 21.1'                       

10" Sugar - N 72 deg. W, 18.5'                               

8” Fir – N 85 deg. E, 20.5'

GLO  Bk 

8 P. 54

33 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Sugar – N 20 deg. W, 17.2'                              

36” White Pine – S 50 deg. E, 19.8'

GLO  Bk 

8 P. 10

33 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

7"Birch - N 67 deg. W, 9.2'                                  

10" Birch - N 50 deg. E, 31.0'                             

10" Birch - S 75 deg. E, 8.6'                                 

20” Burr Oak – S 60 deg. W, 23.8'

GLO  Bk 

8 P. 9

33 43-22 SW

3/4" capped iron rod set at fence lines 

E and S approx. 60' E of pond by J. 

Walker

1998

DNR RP in 6" B. Oak - N 11 deg. E, 40.23'            

DNR RP in 8" B. Oak - N 60 deg. E, 20.17'          

DNR RP in 12" B. Oak - S 34 deg. E, 29.0'

(Kanabec

)
101681.931 574959.763

33 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Oak - N 70 deg. E, 13.2'                         

7" Balsam - S 65 deg. E, 13.9'                             

7" White Oak - S 40 deg. W, 23.8' 

GLO  Bk 

8 P. 10

33 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
24” White Pine – N 90 deg. E, 1.3'                        

24” White Pine - S 45deg. W, 0.6'

GLO  Bk 

8 P. 54

34 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 01 deg. W, 10.6'                       

6” Spruce – S 02 deg. E, 8.6'

GLO  Bk 

8 P. 31

34 43-22 N 1/4

40” White Pine is corner - as part of 

original Government Land Office 

Survey by Rufus Cook, U.S. Deputy 

Surveyor

1863 10” White Birch – N 20 deg. E, 11.9'    
GLO  Bk 

8 P. 44

34 43-22 NE
3/4" pipe set approx. 16' S of top of hill 

and 272' S of creek by T. Johnson
1986

spk in 5" Maple - 10.95' SE                                

spk in 12" Spruce - 15.43' SW                               

spk in 4" Spruce - 10.19' W

239418

34 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 50 deg. E, 17.8'                            

12" Aspen - S 40 deg. W, 13.9'                            

10" Spruce - N 35 deg. W, 21.1'                          

No other trees near

GLO  Bk 

8 P. 32
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34 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24" White Pine - S 70 deg. E, 9.9'                      

36" White Pine - N 40 deg. W, 17.8'                       

10" Fir - N 31 deg. E, 14.5'                                    

8” Spruce – S 51 deg. W, 16.5'

GLO  Bk 

8 P. 43

34 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Birch – N 68 deg. W, 20.5'                              

30” White Pine – S 12 deg. W, 3.3'

GLO  Bk 

8 P. 9

34 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Birch – N 08 deg. W, 4.6'                                

6” Maple – N 60 deg. E, 9.2'                                 

10” Birch – S 35 deg. E, 9.9'                                

12” Birch – S 30 deg. W, 21.1'

GLO  Bk 

8 P. 9

34 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

7"Birch - N 67 deg. W, 9.2'                                  

10" Birch - N 50 deg. E, 31.0'                             

10" Birch - S 75 deg. E, 8.6'                                 

20” Burr Oak – S 60 deg. W, 23.8'

GLO  Bk 

8 P. 9

34 43-22 W 1/4

10” Fir is corner - as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863 10” Linden – S 79 deg. E, 15.2'    
GLO  Bk 

8 P. 43

35 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Tamarack – N 45 deg. W, 7.3'                          

8” Tamarack – N 63 deg. E, 19.1'

GLO  Bk 

8 P. 20

35 43-22 N 1/4 3/4" pipe set by T. Johnson 1986

spk in 18" Oak - 10.32' E                                     

spk in twin 6" Basswood - 18.66' SW                    

spk in 6" Maple - 17.56' NW

239422

35 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Sugar – N 05 deg. E, 11.9'                                

14” Aspen – S 05 deg. E, 15.8'

GLO  Bk 

8 P. 33

35 43-22 NE
3/4" pipe set on c/l N-S road at fence 

line to the W by T. Johnson
1986

spk in 6" Maple - 67.97' NW                                  

E end 12" CMP - 16.01' SE                                  

spk in 10" Aspen - 59.83' NW

239420

35 43-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

18" White Pine - N 58 deg. W, 49.5'                       

6" Tamarack - N 12 deg. E, 17.2'                         

No other trees near

GLO  Bk 

8 P. 20

35 43-22 NW
3/4" pipe set approx. 16' S of top of hill 

and 272' S of creek by T. Johnson
1986

spk in 5" Maple - 10.95' SE                                

spk in 12" Spruce - 15.43' SW                                

spk in 4" Spruce - 10.19' W

239418

35 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" Aspen - S 50 deg. E, 17.8'                            

12" Aspen - S 40 deg. W, 13.9'                            

10" Spruce - N 35 deg. W, 21.1'                          

No other trees near

GLO  Bk 

8 P. 32

35 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – N 58 deg. W, 2.6'                          

6” Spruce – S 40 deg. W, 9.2'

GLO  Bk 

8 P. 8

35 43-22 SE
Alum. Mon. found on c/l-c/l roads N-S-

E-W by M.B. Rude
1994

spk in 8" Tamarack - 121.80' SE                          

spk in 8" Tamarack - 157.84' SW                         

spk in 6" Tamarack - 130.83' NW

287904

35 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Tamarack – N 10 deg. W, 16.5'                       

6” Tamarack – N 65 deg. E, 23.8'                         

7” Tamarack – S 25 deg. E, 24.4'                           

6” Tamarack – S 15 deg. W, 24.4'

GLO  Bk 

8 P. 7

35 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Birch – N 08 deg. W, 4.6'                                

6” Maple – N 60 deg. E, 9.2'                                 

10” Birch – S 35 deg. E, 9.9'                                

12” Birch – S 30 deg. W, 21.1'

GLO  Bk 

8 P. 9

35 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Tamarack – S 01 deg. W, 10.6'                       

6” Spruce – S 02 deg. E, 8.6'

GLO  Bk 

8 P. 31

36 43-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
5” Tamarack – N 55 deg. W, 35.0'                         

5” Tamarack – N 05 deg. W, 18.5'

GLO  Bk 

8 P. 1

36 43-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” White Birch  – N 35 deg. W, 2.6'                        

12” Spruce – S 10 deg. E, 7.3'

GLO  Bk 

8 P. 21

36 43-22 NE 

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Tamarack – N 22 deg. E, 6.6'                          

8” Tamarack – S 50 deg. E, 7.3'                             

6” Tamarack – S 35 deg. W, 9.2'                           

6” Tamarack – N 36 deg. W, 15.2'

GLO  Bk 

8 P. 1

36 43-22 NW
3/4" pipe set on c/l N-S road at fence 

line to the W by T. Johnson
1986

spk in 6" Maple - 67.97' NW                                  

E end 12" CMP - 16.01' SE                                  

spk in 10" Aspen - 59.83' NW

239420

36 43-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

18" White Pine - N 58 deg. W, 49.5'                       

6" Tamarack - N 12 deg. E, 17.2'                         

No other trees near

GLO  Bk 

8 P. 20
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36 43-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Tamarack – N 70 deg. W, 7.9'                          

6” Tamarack – S 72 deg. W, 13.2'

GLO  Bk 

8 P. 7

36 43-22 SE
1" pipe found on c/l E-W driveway by 

M.B. Rude
1994

spk in 6" Oak - 27.24' NE                                    

spk in 6" Oak - 19.08' SE                                       

spk in 4" Poplar - 28.52' NW

(Kanabec

)

36 43-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12” Aspen – N 80 deg. W, 7.3'                              

10” Aspen – N 75 deg. E, 15.2'                             

8” Aspen – S 58 deg. E, 13.9'                                 

16” Balsam – S 10 deg. W, 16.5'

GLO  Bk 

8 P. 7

36 43-22 SW
Alum. Mon. found on c/l-c/l roads N-S-

E-W by M.B. Rude
1994

spk in 8" Tamarack - 121.80' SE                           

spk in 8" Tamarack - 157.84' SW                         

spk in 6" Tamarack - 130.83' NW

287904

36 43-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Tamarack – N 10 deg. W, 16.5'                       

6” Tamarack – N 65 deg. E, 23.8'                         

7” Tamarack – S 25 deg. E, 24.4'                           

6” Tamarack – S 15 deg. W, 24.4'

GLO  Bk 

8 P. 7

36 43-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Tamarack – N 45 deg. W, 7.3'                          

8” Tamarack – N 63 deg. E, 19.1'

GLO  Bk 

8 P. 20

1 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” White Birch – N 86 deg. E, 9.2'                        

8” White Birch – N 73 deg. E, 13.2'

GLO  Bk 

8 P. 18

1 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18" Aspen - N 76 deg. W, 15.8'                                          

13" White Pine - N 43 deg. E, 19.8' 

GLO BK 

5 P 20

1 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Elm – S 10 deg. E, 13.2'                               

7” White Birch – S 52 deg. W, 30.4'                       

12” Aspen – N 48 deg. W, 25.7'                              

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

3 P. 16

1 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Elm - S 10 deg. E, 13.2'                                    

7" White Birch - S 52 deg. W, 30.4'                      

12" Aspen - N 48 deg. W, 25.7'                             

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

8 P. 18

1 43-23 NW
New ties to Cor. Set by H.D Keath, 

County Surveyor
1913

10" Maple - N 45 deg E, 52.0'                               

14” Balsam - S 45 deg E, 46.9' 

Book 1, 

Page 158

1 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - N 17 deg. E, 5.9'                                    

8" White Birch - N 06 deg. W, 6.6'                                           

4" Spruce - S 45 deg. W, 18.5'                                  

10" White Birch - S 30 deg. E, 29.7' 

GLO BK 

5 P 19

1 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Aspen - N 20 deg. E, 9.9'                                          

8" Aspen - S 45 deg. E, 6.6' 

GLO BK 

5 P 30

1 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

11" White Pine - N 18 deg. E, 11.9'                       

8" Aspen - N 41 deg. W, 10.6'                               

12" Spruce - S 56 deg. W, 4.0'                             

9” Aspen – S 72 deg. E, 23.8'

GLO  Bk 

8 P. 17

1 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - S 40 deg. E, 33.0'                                    

10" Tamarack - S 10 deg. W, 11.9'                                           

10" Tamarack - N 75 deg. E, 5.3'                                  

10" Tamarack - N 35 deg. W, 26.6' 

GLO BK 

5 P 29

1 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - N 85 deg. E, 8.6'                                          

10" Tamarack - N 45 deg. W, 29.7' 

GLO BK 

5 P 31

1 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N and E line of Section 1                               

Distance and Mag. Var. shown 

Book 1, 

Page 158

2 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - N 85 deg. E, 8.6'                                          

10" Tamarack - N 45 deg. W, 29.7' 

GLO BK 

5 P 31

2 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10" Aspen - S 59 deg. E, 15.8'                                          

13" Spruce - S 77 deg. W, 23.8' 

GLO BK 

5 P 19

2 43-23 NE
New ties to Cor. Set by H.D Keath, 

County Surveyor
1913

10" Maple - N 45 deg E, 52.0'                               

14” Balsam - S 45 deg E, 46.9' 

Book 1, 

Page 158

2 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - N 17 deg. E, 5.9'                                    

8" White Birch - N 06 deg. W, 6.6'                                           

4" Spruce - S 45 deg. W, 18.5'                                  

10" White Birch - S 30 deg. E, 29.7' 

GLO BK 

5 P 19

2 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

5" Maple - N 60 deg. E, 11.2'                                    

7" Aspen - S 87 deg. E, 9.2'                                           

7" Aspen - S 23 deg. W, 7.9'                                  

8" Aspen - N 23 deg. W, 14.5' 

GLO BK 

5 P 18
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2 43-23 S 1/4

10" Aspen used as corner - no wood 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 41

2 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - S 40 deg. E, 33.0'                                    

10" Tamarack - S 10 deg. W, 11.9'                                           

10" Tamarack - N 75 deg. E, 5.3'                                  

10" Tamarack - N 35 deg. W, 26.6' 

GLO BK 

5 P 29

2 43-23 SW
3/4" capped iron shaft set by T. 

Betley, in c/l-c/l roadways
1992

Power Pole - N 46 deg. E, 47.64'                            

Corner fence post- N 55 deg. W, 52.14'           

T.J.B capped mon. - S 59 deg. W, 38.52'

274695 128221.418 553688.081

2 43-23 SW

12" Tamarack used as corner - no 

wood post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 40

2 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - N 70 deg. E, 8.6'                                          

6" Spruce - S 85 deg. W, 9.2' 

GLO BK 

5 P 42

2 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 2                                     

Distance and Mag. Var. shown 

Book 1, 

Page 158

3 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - N 70 deg. E, 8.6'                                          

6" Spruce - S 85 deg. W, 9.2' 

GLO BK 

5 P 42

3 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
4" Tamarack - N 40 deg. E, 3.3'                                          

4" Tamarack - N 89 deg. W, 4.0' 

GLO BK 

5 P 17

3 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

5" Maple - N 60 deg. E, 11.2'                                    

7" Aspen - S 87 deg. E, 9.2'                                           

7" Aspen - S 23 deg. W, 7.9'                                  

8" Aspen - N 23 deg. W, 14.5' 

GLO BK 

5 P 18

3 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Birch - N 32 deg. E, 4.0'                                    

6" Maple - N 40 deg. W, 27.1'                                           

8" Maple - S 30 deg. W, 13.2'                                  

10" Elm - S 27 deg. E, 21.1' 

GLO BK 

5 P 17

3 43-23 S 1/4
3/4" capped iron shaft set in c/l E-W 

road at fence line to S by T. Betley
1992

Power Pole - N 56 deg. E, 63.78'                        

12" Red Oak - N 03 deg. W, 72.15'                      

Tele. Box - S 70 deg. W, 64.03'

274694 128238.944 551050.739

3 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Aspen - N 45 deg. W, 3.3'                                          

10" White Birch - S 45 deg. E, 14.5' 

GLO BK 

5 P 53

3 43-23 SE
3/4" capped iron shaft set by T. 

Betley, in c/l-c/l roadways
1992

Power Pole - N 46 deg. E, 47.64'                            

Corner fence post - N 55 deg. W, 52.14'           

T.J.B capped mon. - S 59 deg. W, 38.52'

274695 128221.418 553688.081

3 43-23 SE

12" Tamarack used as corner - no 

wood post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 40

3 43-23 SW
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

12" Red Oak - N 49 deg. E, 97.08'                     

14" Red Oak - N 08 deg. E, 55.81'                  

T.J.B. capped mon. - S 44 deg. W, 38.30'

274698 128256.425 548420.337

3 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Pine - N 48 deg. E, 29.7'                                    

10" Elm - S 72 deg. E, 33.0'                                           

12" Aspen - S 68 deg. W, 13.2'                                  

6" White Ash - N 45 deg. W, 19.8' 

GLO BK 

5 P 52

3 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - S 18 deg. E, 11.9'                                          

10" Balsam - N 23 deg. E, 13.2' 

GLO BK 

5 P 54

4 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - S 18 deg. E, 11.9'                                          

10" Balsam - N 23 deg. E, 13.2' 

GLO BK 

5 P 54

4 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15" Aspen - S 64 deg. W, 5.3'                                          

5" Maple - S 88 deg. E, 5.9' 

GLO BK 

5 P 16

4 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Birch - N 32 deg. E, 4.0'                                    

6" Maple - N 40 deg. W, 27.1'                                           

8" Maple - S 30 deg. W, 13.2'                                  

10" Elm - S 27 deg. E, 21.1' 

GLO BK 

5 P 17

Page 20 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

4 43-23 NW

3/4" capped (Aitkin Co.) iron shaft 

found in line with c/l roads North - East 

by G. Quade

1994

N & D in 8" Elm - N 46 deg. W, 71.66'               

10" Ash - S 15 deg. W, 16.23'                                

N & D in 6" Ash - S 40 deg. E, 58.52'         

287527 133424.376 543158.939

4 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

13" Spruce - N 09 deg. E, 5.3'                                    

7" Spruce - N 18 deg. W, 9.2'                                           

12" White Birch - S 50 deg. W, 25.1'                                  

6" White Birch - S 34 deg. E, 22.4' 

GLO BK 

5 P 15

4 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Spruce - N 75 deg. E, 13.2                                          

10" Spruce - S 50 deg. E, 10.6' 

GLO BK 

5 P 65

4 43-23 SE
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

12" Red Oak - N 49 deg. E, 97.08'                     

14" Red Oak - N 08 deg. E, 55.81'                  

T.J.B. capped mon. - S 44 deg. W, 38.30'

274698 128256.425 548420.337

4 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Pine - N 48 deg. E, 29.7'                                    

10" Elm - S 72 deg. E, 33.0'                                           

12" Aspen - S 68 deg. W, 13.2'                                  

6" White Ash - N 45 deg. W, 19.8' 

GLO BK 

5 P 52

4 43-23 SW
1/2" capped pipe set 4' S of c/l E-W 

road by B. Grivna
1994

spk in 6" Elm - 47.62' NE                                  

spk in 10" Oak - 30.68' SE                                

spk in tree - 32.33' SW

290707 128226.905 543173.931

4 43-23 SW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

12” Poplar - N 45 deg W, 66.8'                             

14” Elm –  N 45 deg E, 91.0'  

Book 1, 

Page 184

4 43-23 SW
15” stone set by E.J. Burns, Deputy 

County Surveyor 
1911

14” Aspen – S 40 deg. W, 68.0'                          

14” Elm – S 48 deg. E, 58.0'                                 

12” Elm – N 49 deg. E, 91.0'

Book 2, 

Page 34

4 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 12 deg. E, 19.8'                                          

12" Aspen - S 05 deg. W, 25.1'                                 

12" Aspen - N 35 deg. E, 72.6'                                              

No other ties stated

GLO BK 

5 P 63

4 43-23 W 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

16” Elm- N 45 deg W, 41.4'                                    

22” Elm –  S 45 deg E, 48.3'  

Book 1, 

Page 184

4 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 6.6'                                          

6" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 65

5 43-23  

Tract Survey in SW1/4-NE1/4 of 

Section by H.D. Keath, County 

Surveyor 

1939
Is E of T.H. 65 in McGrath                                 

Distance and angles shown

Book 1, 

Page 506

5 43-23  
Creamery Lot Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1915

Survey in SW 1/4 -NE 1/4                          

Distance and angles stated

Book 2, 

Page 105

5 43-23  
Subdivision of Section 5 by H.D. 

Keath, County Surveyor 
1914

set posts at 1/16th cors. - took new ties at set 

cor. Distance and Mag. Var. shown

Book 1,  

Page 184

5 43-23 E 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

16” Elm- N 45 deg W, 41.4'                                    

22” Elm –  S 45 deg E, 48.3'  

Book 1, 

Page 184

5 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 6.6'                                          

6" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 65

5 43-23 N 1/4

3" capped pipe stamped "1/4" found 

14' SW of fence corner at SE cor. 

open field by G. Quade

1994

N & D in 15" Oak - N 54 deg. E, 39.59'                  

N & D in 20" Oak - S 31 deg. E, 35.79'                  

N & D in 10" Oak - S 50 deg. W, 36.20'

287530 133424.008 540532.623

5 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
13" Spruce - N 03 deg. W, 16.5'                                          

12" Spruce - S 62 deg. E, 8.6' 

GLO BK 

5 P 15

5 43-23 NE

3/4" capped (Aitkin Co.) iron shaft 

found in line with c/l roads North - East 

by G. Quade

1994

N & D in 8" Elm - N 46 deg. W, 71.66'               

10" Ash - S 15 deg. W, 16.23'                                

N & D in 6" Ash - S 40 deg. E, 58.52'         

287527 133424.376 543158.939

5 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

13" Spruce - N 09 deg. E, 5.3'                                    

7" Spruce - N 18 deg. W, 9.2'                                           

12" White Birch - S 50 deg. W, 25.1'                                  

6" White Birch - S 34 deg. E, 22.4' 

GLO BK 

5 P 15

5 43-23 NW
1 1/4" pipe at intersection of fences N-

S-E-W found by T. Betley
1992

6" Burr Oak - N 38 deg. E, 14.67'                           

8" Aspen - S 12 deg. W, 21.45'                              

12" Aspen - S 54 deg. W, 14.65'

283402

5 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Aspen - N 80 deg. E, 4.0'                                    

13" Aspen - S 16 deg. W, 9.2'                                           

15" Aspen - S 42 deg. E, 16.5'                                  

14" White Pine - N 57 deg. W, 19.8' 

GLO BK 

5 P 14

5 43-23 S 1/4
1/2" capped pipe set in c/l E-W road 

by B. Grivna
1994

iron set on N. shldr - 22.13' NE                           

spk in 12" Tamarack - 80.20' SW                          

spk in Power Pole - 47.09' NW

290708
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5 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - S 75 deg. W, 6.6'                                          

8" Tamarack - N 48 deg. W, 11.2' 

GLO BK 

5 P 79

5 43-23 SE
1/2" capped pipe set 4' S of c/l E-W 

road by B. Grivna
1994

spk in 6" Elm - 47.62' NE                                  

spk in 10" Oak - 30.68' SE                                

spk in tree - 32.33' SW

290707 128226.905 543173.931

5 43-23 SE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

12” Poplar - N 45 deg W, 66.8'                             

14” Elm –  N 45 deg E, 91.0'  

Book 1, 

Page 184

5 43-23 SE
15” stone set by E.J. Burns, Deputy 

County Surveyor 
1911

14” Aspen – S 40 deg. W, 68.0'                          

14” Elm – S 48 deg. E, 58.0'                                 

12” Elm – N 49 deg. E, 91.0'

Book 2, 

Page 34

5 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 12 deg. E, 19.8'                                          

12" Aspen - S 05 deg. W, 25.1'                                 

12" Aspen - N 35 deg. E, 72.6'                                              

No other ties stated

GLO BK 

5 P 63

5 43-23 SW
stone monument with "X" S of c/l road 

found by R. Thorton
1978

N & D in Power Pole - N 15 deg. E, 33.02'             

steel post - S 60 deg. E, 57.25'                          

steel post - S 52 deg. W, 69.20'

198781

5 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

6" White Birch - S 47 deg. W, 21.1'                                    

12" White Birch - S 35 deg. E, 35.0'                                           

12" Aspen - N 72 deg. W, 16.5'                                  

No other ties stated

GLO BK 

5 P 78

5 43-23 W 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

18” W. Oak stump - N 45 deg E, 24.0'                    

12” W. Oak stump –  N 75 deg E, 30.7'  

Book 1, 

Page 184

5 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - S 90 deg. W, 3.3'                                          

12" Balsam - N 40 deg. E, 16.5' 

GLO BK 

5 P 81

5 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on N-S1/4 line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 361

5 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is parallel to and on N side RR                             

Distance and Mag. Var. shown 

Book 1, 

Page 274

6 43-23 E 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

18” W. Oak stump - N 45 deg E, 24.0'                  

12” W. Oak stump –  N 75 deg E, 30.7'  

Book 1, 

Page 184

6 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - S 90 deg. W, 3.3'                                          

12" Balsam - N 40 deg. E, 16.5' 

GLO BK 

5 P 81

6 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12" Aspen - N 47 deg. W, 15.8'                                          

15" Aspen - S 23 deg. E, 18.5' 

GLO BK 

5 P 14

6 43-23 NE
1 1/4" pipe at intersection of fences N-

S-E-W found by T. Betley
1992

6" Burr Oak - N 38 deg. E, 14.67'                            

8" Aspen - S 12 deg. W, 21.45'                             

12" Aspen - S 54 deg. W, 14.65'

283402

6 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Aspen - N 80 deg. E, 4.0'                                    

13" Aspen - S 16 deg. W, 9.2'                                           

15" Aspen - S 42 deg. E, 16.5'                                  

14" White Pine - N 57 deg. W, 19.8' 

GLO BK 

5 P 14

6 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 51 deg. E, 14.5'                                    

8" Tamarack - N 09 deg. W, 15.2'                                           

9" Tamarack - S 79 deg. W, 18.5'                                  

8" Tamarack - S 21 deg. E, 5.9' 

GLO BK 

5 P 12

6 43-23 S 1/4
C.I.M. set on c/l road at fence to South 

by R. Thornton
1978

steel post - N 52 deg. E, 46.81'                            

steel post - S 63 deg. E, 49.12'                              

N & D in power pole - S 48 deg. W, 50.87'

198780 128148.907 535291.448

6 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Aspen - N 43 deg. E, 13.2'                                          

6" Black Ash - S 00 deg. E, 3.3' 

GLO BK 

5 P 80

6 43-23 SE
stone monument with "X" S of c/l road 

found by R. Thorton
1978

N & D in Power Pole - N 15 deg. E, 33.02'             

steel post - S 60 deg. E, 57.25'                        

steel post - S 52 deg. W, 69.20'

198781

6 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

6" White Birch - S 47 deg. W, 21.1'                                    

12" White Birch - S 35 deg. E, 35.0'                                           

12" Aspen - N 72 deg. W, 16.5'                                  

No other ties stated

GLO BK 

5 P 78

6 43-23 SW
C.I.M. set in c/l E-W road at fence line 

to the South by R. Thornton
1978

N & D in 6" W. Oak - N 53 deg. E, 121.27'             

N & D in 5" Maple - S 35 deg. E, 57.25'                 

"X" on 4'x5' flat bldr. - S 45 deg. W, 86.68'         

198784 128089.125 532344.657

6 43-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Black Ash - N 57 deg. E, 24.4'                                    

8" Birch - N 61 deg. W, 19.8'                                           

9" Birch - S 41 deg. W, 20.5'                                  

10" Birch - S 38 deg. E, 11.2' 

GLO BK 

5 P 11
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6 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Tamarack - N 74 deg. W, 9.2'                                           

9" Tamarack - S 39 deg. E, 5.3' 

GLO BK 

5 P 12

6 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is parallel to and on N side RR                               

Distance and Mag. Var. shown 

Book 1, 

Page 274

7 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Elm - S 88 deg. W, 17.8'                                          

15" Elm - N 90 deg. E, 33.0' 

GLO BK 

5 P 78

7 43-23 N 1/4
C.I.M. set on c/l E-W road at fence to 

South by R. Thornton
1978

steel post - N 52 deg. E, 46.81'                              

steel post - S 63 deg. E, 49.12'                              

N & D in power pole - S 48 deg. W, 50.87'

198780 128148.907 535291.448

7 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Aspen - N 43 deg. E, 13.2'                                          

6" Black Ash - S 00 deg. E, 3.3' 

GLO BK 

5 P 80

7 43-23 NE
stone monument with "X" S of c/l road 

found by R. Thorton
1978

N & D in Power Pole - N 15 deg. E, 33.02'             

steel post - S 60 deg. E, 57.25'                        

steel post - S 52 deg. W, 69.20'

198781

7 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

6" White Birch - S 47 deg. W, 21.1'                                    

12" White Birch - S 35 deg. E, 35.0'                                           

12" Aspen - N 72 deg. W, 16.5'                                  

No other ties stated

GLO BK 

5 P 78

7 43-23 NW
C.I.M. set in c/l E-W road at fence line 

to the South by R. Thornton
1978

N & D in 6" W. Oak - N 53 deg. E, 121.27'             

N & D in 5" Maple - S 35 deg. E, 57.25'                 

"X" on 4'x5' flat bldr. - S 45 deg. W, 86.68'         

198784 128089.125 532344.657

7 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Black Ash - N 57 deg. E, 24.4'                                    

8" Birch - N 61 deg. W, 19.8'                                           

9" Birch - S 41 deg. W, 20.5'                                  

10" Birch - S 38 deg. E, 11.2' 

GLO BK 

5 P 11

7 43-23 S 1/4
C.I.M. set 26' North of c/l road by R. 

Thornton
1978

steel post - N 25 deg. E, 66.06'                              

steel post - N 07 deg. W, 58.63'                              

steel post - N 35 deg. W, 68.36'

198782

7 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Maple - S 41 deg. W, 19.8'                                          

8" Maple - N 03 deg. E, 22.4' 

GLO BK 

5 P 77

7 43-23 SE
C.I.M. set 23' North of c/l E-W road 

and on c/l road to S by R.W. Thornton
1978

steel post - N 45 deg. E, 51.85'                              

steel post - S 35 deg. W, 132.95'                         

steel post - N 50 deg. W, 94.69'

198783 122954.694 537898.018

7 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" White Pine - S 42 deg. W, 14.5'                                    

10" White Pine - S 84 deg. E, 19.8'                                           

6" White Pine - N 12 deg. W, 9.9'                                  

6" White Birch - N 40 deg. E, 15.2' 

GLO BK 

5 P 75

7 43-23 SW
C.I.M. set 28' N of c/l E-W highway by 

R. Thornton
1978

N & D in 8" Elm - N 12 deg. W, 41.20'             

steel post - N 35 deg. E, 52.30'                          

steel post - N 50 deg. W, 52.02'         

198785

7 43-23 SW
6”x8”x14” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - S 30 deg. W, 76.0'

Book 1, 

Page 396

7 43-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Birch - N 28 deg. E, 23.1'                                    

10" Birch - N 27 deg. W, 23.1'                                           

9" Sugar - S 76 deg. W, 11.9'                                  

7" Burr Oak - S 15 deg. E, 6.6' 

GLO BK 

5 P 10

7 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Pine - S 72 deg. W, 12.5'                                           

7" Black Ash - S 76 deg. E, 8.6' 

GLO BK 

5 P 11

7 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 274

8 43-23 E 1/4
1/2" capped pipe set on c/l old N-S 

roadbed by B. Grivna
1994

No ties taken - mon. is approx. 320' South of 

N. edge of swamp on c/l of old roadbed
290706

8 43-23 E 1/4
Set stone marked “1/4S” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

8 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Spruce - S 84 deg. W, 13.2                                          

8" Spruce - N 20 deg. E, 11.9' 

GLO BK 

5 P 63

8 43-23 N 1/4
1/2" capped pipe set in c/l E-W road 

by B. Grivna
1994

iron set on N. shldr - 22.13' NE                           

spk in 12" Tamarak - 80.20' SW                          

spk in Power Pole - 47.09' NW

290708

8 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - S 75 deg. W, 6.6'                                          

8" Tamarack - N 48 deg. W, 11.2' 

GLO BK 

5 P 79
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8 43-23 NE
1/2" capped pipe set 4' S of c/l E-W 

road by B. Grivna
1994

spk in 6" Elm - 47.62' NE                                  

spk in 10" Oak - 30.68' SE                                

spk in tree - 32.33' SW

290707 128226.905 543173.931

8 43-23 NE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

12” Poplar - N 45 deg W, 66.8'                             

14” Elm –  N 45 deg E, 91.0'  

Book 1, 

Page 184

8 43-23 NE
15” stone set by E.J. Burns, Deputy 

County Surveyor 
1911

14” Aspen – S 40 deg. W, 68.0'                          

14” Elm – S 48 deg. E, 58.0'                                 

12” Elm – N 49 deg. E, 91.0'

Book 2, 

Page 34

8 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 12 deg. E, 19.8'                                          

12" Aspen - S 05 deg. W, 25.1'                                 

12" Aspen - N 35 deg. E, 72.6'                                              

No other ties stated

GLO BK 

5 P 63

8 43-23 NW
stone monument with "X" S of c/l E-W 

road found by R. Thorton
1978

N & D in Power Pole - N 15 deg. E, 33.02'             

steel post - S 60 deg. E, 57.25'                        

steel post - S 52 deg. W, 69.20'

198781

8 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

6" White Birch - S 47 deg. W, 21.1'                                    

12" White Birch - S 35 deg. E, 35.0'                                           

12" Aspen - N 72 deg. W, 16.5'                                  

No other ties stated

GLO BK 

5 P 78

8 43-23 S 1/4

1/2" capped pipe set on c/l E-W 

highway 3' W of c/l road to N and on 

fence to S by B. Grivna

1994

spk in post by tele. ped. - 79.21' NE                  

spk in post by tele. ped. - 79.83' SE                      

spk in Power Pole - 95.99' NW

290710 122975.852 540540.975

8 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 00 deg. E, 3.3'                                          

15" Aspen - N 45 deg. W, 11.9' 

GLO BK 

5 P 76

8 43-23 SE
1/2" capped pipe set 49' S of c/l E-W 

highway on c/l road to S by B. Grivna
1994

spk in post by tele. ped. - 39.49' SE                      

spk in Power Pole - 180.62' NW
290709 122948.718 543196.280

8 43-23 SE
Set 10” stone marked “8/16” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

8 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Spruce - S 40 deg. E, 36.3'                                          

15" Spruce - N 58 deg. W, 57.4'                                 

15" Tamarack - S 35 deg. W, 39.6'                                              

No other tree near

GLO BK 

5 P 61

8 43-23 SW
C.I.M. set 23' North of c/l E-W road 

and on c/l road to S by R.W. Thornton
1978

steel post - N 45 deg. E, 51.85'                             

steel post - S 35 deg. W, 132.95'                          

steel post - N 50 deg. W, 94.69'

198783 122954.694 537898.018

8 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" White Pine - S 42 deg. W, 14.5'                                    

10" White Pine - S 84 deg. E, 19.8'                                           

6" White Pine - N 12 deg. W, 9.9'                                  

6" White Birch - N 40 deg. E, 15.2' 

GLO BK 

5 P 75

8 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Elm - S 88 deg. W, 17.8'                                          

15" Elm - N 90 deg. E, 33.0' 

GLO BK 

5 P 78

8 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 274

8 43-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on S line of SW ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 262

9 43-23 E 1/4
3/4" capped pipe set on W shldr. N-S 

road at bend to E by T. Betley
1992

12" Aspen - S 80 deg. E, 30.85'                           

12" Aspen - S 41 deg. W, 14.70'                            

8" Burr Oak - N 38 deg. W, 26.00'

274693 125621.831 548466.622

9 43-23 E 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1918

10”  White Oak - S 45 deg E, 39.7'                        

12”  White Oak - N 45 deg E, 99.6'

Book 1, 

Page 263

9 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Aspen - S 85 deg. E, 11.9'                                          

12" Aspen - S 90 deg. W, 19.8' 

GLO BK 

5 P 51

9 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Spruce - N 75 deg. E, 13.2                                          

10" Spruce - S 50 deg. E, 10.6' 

GLO BK 

5 P 65

9 43-23 NE
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

12" Red Oak - N 49 deg. E, 97.08'                      

14" Red Oak - N 08 deg. E, 55.81'                  

T.J.B. capped mon. - S 44 deg. W, 38.30'

274698 128256.425 548420.337

9 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Pine - N 48 deg. E, 29.7'                                    

10" Elm - S 72 deg. E, 33.0'                                           

12" Aspen - S 68 deg. W, 13.2'                                  

6" White Ash - N 45 deg. W, 19.8' 

GLO BK 

5 P 52

9 43-23 NW
1/2" capped pipe set 4' S of c/l E-W 

road by B. Grivna
1994

spk in 6" Elm - 47.62' NE                                  

spk in 10" Oak - 30.68' SE                                

spk in tree - 32.33' SW

290707 128226.905 543173.931

9 43-23 NW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

12” Poplar - N 45 deg W, 66.8'                             

14” Elm –  N 45 deg E, 91.0'  

Book 1, 

Page 184

9 43-23 NW
15” stone set by E.J. Burns, Deputy 

County Surveyor 
1911

14” Aspen – S 40 deg. W, 68.0'                          

14” Elm – S 48 deg. E, 58.0'                                 

12” Elm – N 49 deg. E, 91.0'

Book 2, 

Page 34
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9 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 12 deg. E, 19.8'                                          

12" Aspen - S 05 deg. W, 25.1'                                 

12" Aspen - N 35 deg. E, 72.6'                                              

No other ties stated

GLO BK 

5 P 63

9 43-23 S 1/4
1/2" capped pipe set 63.5' S of c/l E-W 

highway by T. Thiessen 
1987

5/8" iron pin in c/l highway - 66.5' NE                     

spk in 16" Aspen - 42.00' SE                                  

spk in 14" Twin Oak - 57.89' SE

249449 123020.068 545566.096

9 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 80 deg. W, 6.6'                                          

8" Balsam - N 85 deg. E, 16.5' 

GLO BK 

5 P 62

9 43-23 SE
RR spk on c/l E-W highway 9.55' east 

of W. end Bridge set by T. Betley
1992

wood guard rail post - 19.80' NW                       

wood guard rail post - 20.16' SW                           

PK - 9.55' due West on c/l

274692 122987.410 548512.944

9 43-23 SE
Set 1” square bolt – old ties inp. by 

H.D. Keath, County Surveyor
1918

10”  White Ash - S 01 deg W, 13.2'                        

14” Elm - N 12 deg W, 13.2'

Book 1, 

Page 263

9 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" White Ash - S 05 deg. E, 10.6'                                    

12" White Ash - S 01 deg. W, 13.2'                                           

14" Elm - N 45 deg. W, 7.9'                                  

No other tree stated

GLO BK 

5 P 49

9 43-23 SW
1/2" capped pipe set 49' S of c/l E-W 

highway on c/l road to S by B. Grivna
1994

spk in post by tele. ped. - 39.49' SE                       

spk in Power Pole - 180.62' NW
290709 122948.718 543196.280

9 43-23 SW
Set 10” stone marked “8/16” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

9 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Spruce - S 40 deg. E, 36.3'                                          

15" Spruce - N 58 deg. W, 57.4'                                 

15" Tamarack - S 35 deg. W, 39.6'                                              

No other tree near

GLO BK 

5 P 61

9 43-23 W 1/4
1/2" capped pipe set on c/l old N-S 

roadbed by B. Grivna
1994

No ties taken - mon. is approx. 320' South of 

N. edge of swamp on c/l of old roadbed
290706

9 43-23 W 1/4
Set stone marked “1/4S” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

9 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Spruce - S 84 deg. W, 13.2                                          

8" Spruce - N 20 deg. E, 11.9' 

GLO BK 

5 P 63

9 43-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on E line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 263

10 43-23 E 1/4
3/4" capped iron shaft set in c/l N-S 

road by T. Betley
1992

Power Pole - N 16 deg. E, 125.39'                         

8" Aspen - N 77 deg. W, 77.61'                            

T.J.B. capped mon. - N 28 deg. W, 62.66'

274697 125571.114 553695.902

10 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
18" White Pine - S 10 deg. E, 21.8'                                          

12" White Pine - S 90 deg. W, 5.3' 

GLO BK 

5 P 40

10 43-23 N 1/4
3/4" capped iron shaft set in c/l E-W 

road at fence line to S by T. Betley
1992

Power Pole - N 56 deg. E, 63.78'                          

12" Red Oak - N 03 deg. W, 72.15'                       

Tele. Box - S 70 deg. W, 64.03'

274694 128238.944 551050.739

10 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Aspen - N 45 deg. W, 3.3'                                          

10" White Birch - S 45 deg. E, 14.5' 

GLO BK 

5 P 53

10 43-23 NE
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

Power Pole - N 46 deg. E, 47.64'                          

Corner fence post- N 55 deg. W, 52.14'           

T.J.B capped mon. - S 59 deg. W, 38.52'

274695 128221.418 553688.081

10 43-23 NE

12" Tamarack used as corner - no 

wood post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 40

10 43-23 NW
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

12" Red Oak - N 49 deg. E, 97.08'                     

14" Red Oak - N 08 deg. E, 55.81'                  

T.J.B. capped mon. - S 44 deg. W, 38.30'

274698 128256.425 548420.337

10 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Pine - N 48 deg. E, 29.7'                                    

10" Elm - S 72 deg. E, 33.0'                                           

12" Aspen - S 68 deg. W, 13.2'                                  

6" White Ash - N 45 deg. W, 19.8' 

GLO BK 

5 P 52

10 43-23 S 1/4

3/4" iron pin found on c/l E-W highway 

at fence lines to North and South by T. 

Johnson

1985

spk in Power Pole - 40.44' N                              

spk in E end 36" CMP - 35.61' SW                      

spk in W end 36" CMP - 48.74' SW

235160 122955.250 551106.187

10 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Spruce - N 55 deg. W, 79.2'                                          

No other trees near

GLO BK 

5 P 50
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10 43-23 SE
1" iron found in c/l-c/l highway and 

roads N-S-E-W by T. Betley
1992

Power Pole - N 19 deg. E, 110.31'                    

Stop sign - S 33 deg. E, 45.65'                      

T.J.B. capped mon. - S 21 deg. W, 78.58'

274696 122921.530 553703.479

10 43-23 SE
Set 1” square post and took new ties 

by H.D. Keath, County Surveyor
1918

N. end 12” culvert - N 45 deg W, 24.0'                   

S. end 12” culvert - S 45 deg W, 27.6'

Book 1, 

Page 264

10 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Birch - S 41 deg. W, 31.0'                                    

8" White Birch - N 76 deg. W, 19.8'                                           

10" Linden - S 28 deg. E, 16.5'                                  

8" Elm - N 30 deg. E, 15.8' 

GLO BK 

5 P 38

10 43-23 SW
RR spk on c/l E-W highway 9.55' east 

of W. end Bridge set by T. Betley
1992

wood guard rail post - 19.80' NW                       

wood guard rail post - 20.16' SW                           

PK - 9.55' due West on c/l

274692 122987.410 548512.944

10 43-23 SW
Set 1” square bolt – old ties inp. by 

H.D. Keath, County Surveyor
1918

10”  White Ash - S 01 deg W, 13.2'                        

14” Elm - N 12 deg W, 13.2'

Book 1, 

Page 263

10 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" White Ash - S 05 deg. E, 10.6'                                    

12" White Ash - S 01 deg. W, 13.2'                                           

14" Elm - N 45 deg. W, 7.9'                                  

No other tree stated

GLO BK 

5 P 49

10 43-23 W 1/4
3/4" capped pipe set on W shldr. N-S 

road at bend to E by T. Betley
1992

12" Aspen - S 80 deg. E, 30.85'                            

12" Aspen - S 41 deg. W, 14.70'                            

8" Burr Oak - N 38 deg. W, 26.00'

274693 125621.831 548466.622

10 43-23 W 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1918

10”  White Oak - S 45 deg E, 39.7'                        

12”  White Oak - N 45 deg E, 99.6'

Book 1, 

Page 263

10 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Aspen - S 85 deg. E, 11.9'                                          

12" Aspen - S 90 deg. W, 19.8' 

GLO BK 

5 P 51

10 43-23
Survey of S line of Section by H. D. 

Keath, County Surveyor 
1918

Is on S line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 264

10 43-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on W line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 263

11 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 90 deg. W, 21.8'                                          

8" Tamarack - S 35 deg. E, 33.0' 

GLO BK 

5 P 29

11 43-23 N 1/4

10" Aspen used as corner - no wood 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 41

11 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - S 40 deg. E, 33.0'                                    

10" Tamarack - S 10 deg. W, 11.9'                                           

10" Tamarack - N 75 deg. E, 5.3'                                  

10" Tamarack - N 35 deg. W, 26.6' 

GLO BK 

5 P 29

11 43-23 NW
3/4" capped iron shaft set by T. Betley 

in c/l-c/l roadways
1992

Power Pole - N 46 deg. E, 47.64'                           

Corner fence post- N 55 deg. W, 52.14'           

T.J.B capped mon. - S 59 deg. W, 38.52'

274695 128221.418 553688.081

11 43-23 NW

12" Tamarack used as corner - no 

wood post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 40

11 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
15" White Pine - N 10 deg. E, 9.9'                                          

10" Balsam - S 30 deg. E, 11.9' 

GLO BK 

5 P 39

11 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 40 deg. W, 5.3'                                    

12" Aspen - N 60 deg. W, 4.6'                                           

6" White Pine - S 35 deg. E, 12.5'                                  

5" Maple - N 60 deg. E, 14.5' 

GLO BK 

5 P 27

11 43-23 SW
1" iron found in c/l-c/l highway and 

roads N-S-E-W by T. Betley
1992

Power Pole - N 19 deg. E, 110.31'                       

Stop sign - S 33 deg. E, 45.65'                      

T.J.B. capped mon. - S 21 deg. W, 78.58'

274696 122921.530 553703.479

11 43-23 SW
Set 1” square post and took new ties 

by H.D. Keath, County Surveyor
1918

N. end 12” culvert - N 45 deg W, 24.0'                   

S. end 12” culvert - S 45 deg W, 27.6'

Book 1, 

Page 264

11 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Birch - S 41 deg. W, 31.0'                                    

8" White Birch - N 76 deg. W, 19.8'                                           

10" Linden - S 28 deg. E, 16.5'                                  

8" Elm - N 30 deg. E, 15.8' 

GLO BK 

5 P 38

11 43-23 W 1/4
3/4" capped iron shaft set in c/l N-S 

road by T. Betley
1992

Power Pole - N 16 deg. E, 125.39'                       

8" Aspen - N 77 deg. W, 77.61'                             

T.J.B. capped mon. - N 28 deg. W, 62.66'

274697 125571.114 553695.902

11 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
18" White Pine - S 10 deg. E, 21.8'                                          

12" White Pine - S 90 deg. W, 5.3' 

GLO BK 

5 P 40
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12 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
6” Spruce – N 84 deg. E, 7.9'                               

6” Tamarack – N 58 deg. W, 32.3'

GLO  Bk 

8 P. 17

12 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Aspen - N 20 deg. E, 9.9'                                          

8" Aspen - S 45 deg. E, 6.6' 

GLO BK 

5 P 30

12 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

11" White Pine - N 18 deg. E, 11.9'                       

8" Aspen - N 41 deg. W, 10.6'                               

12" Spruce - S 56 deg. W, 4.0'                             

9” Aspen – S 72 deg. E, 23.8'

GLO  Bk 

8 P. 17

12 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - S 40 deg. E, 33.0'                                    

10" Tamarack - S 10 deg. W, 11.9'                                           

10" Tamarack - N 75 deg. E, 5.3'                                  

10" Tamarack - N 35 deg. W, 26.6' 

GLO BK 

5 P 29

12 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Pine - N 45 deg. E, 16.5'                                          

12" Balsam - S 35 deg. E, 13.9' 

GLO BK 

5 P 28

12 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Spruce - N 45 deg. E, 18.5'                             

6" Spruce - N 72 deg. W, 9.2'                               

7" Tamarack - S 28 deg. E, 17.2'                          

6” Tamarack – S 36 deg. W, 15.2'

GLO  Bk 

8 P. 16

12 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 40 deg. W, 5.3'                                    

12" Aspen - N 60 deg. W, 4.6'                                           

6" White Pine - S 35 deg. E, 12.5'                                  

5" Maple - N 60 deg. E, 14.5' 

GLO BK 

5 P 27

12 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 90 deg. W, 21.8'                                          

8" Tamarack - S 35 deg. E, 33.0' 

GLO BK 

5 P 29

13 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch – N 68 deg. E, 5.9'                       

12” White Birch – N 74 deg. W, 16.5'

GLO  Bk 

8 P. 16

13 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Pine - N 45 deg. E, 16.5'                                          

12" Balsam - S 35 deg. E, 13.9' 

GLO BK 

5 P 28

13 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10" Spruce - N 45 deg. E, 18.5'                             

6" Spruce - N 72 deg. W, 9.2'                               

7" Tamarack - S 28 deg. E, 17.2'                          

6” Tamarack – S 36 deg. W, 15.2'

GLO  Bk 

8 P. 16

13 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 40 deg. W, 5.3'                                    

12" Aspen - N 60 deg. W, 4.6'                                           

6" White Pine - S 35 deg. E, 12.5'                                  

5" Maple - N 60 deg. E, 14.5' 

GLO BK 

5 P 27

13 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Maple - N 12 deg. W, 17.8'                                          

10" Maple - S 55 deg. W, 14.5' 

GLO BK 

5 P 26

13 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6" White Birch - N 71 deg. E, 25.7'                       

8" White Birch - S 73 deg. E, 25.7'                         

8" Tamarack - S 59 deg. W, 24.4'                        

11” Tamarack – N 40 deg. W, 19.8'

GLO  Bk 

8 P. 16

13 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 12 deg. E, 9.9'                                    

8" Tamarack - N 35 deg. W, 14.5'                                           

8" Tamarack - S 50 deg. E, 7.9'                                  

8" Tamarack - S 45 deg. W, 6.6' 

GLO BK 

5 P 25

13 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Birch - N 85 deg. E, 11.9'                                          

8" Balsam - N 70 deg. W, 16.5' 

GLO BK 

5 P 27

14 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Birch - N 85 deg. E, 11.9'                                          

8" Balsam - N 70 deg. W, 16.5' 

GLO BK 

5 P 27

14 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
15" White Pine - N 10 deg. E, 9.9'                                          

10" Balsam - S 30 deg. E, 11.9' 

GLO BK 

5 P 39

14 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" Aspen - S 40 deg. W, 5.3'                                    

12" Aspen - N 60 deg. W, 4.6'                                           

6" White Pine - S 35 deg. E, 12.5'                                  

5" Maple - N 60 deg. E, 14.5' 

GLO BK 

5 P 27

14 43-23 NW
1" iron found in c/l-c/l highway and 

roads N-S-E-W by T. Betley
1992

Power Pole - N 19 deg. E, 110.31'                   

Stop sign - S 33 deg. E, 45.65'                      

T.J.B. capped mon. - S 21 deg. W, 78.58'

274696 122921.530 553703.479

14 43-23 NW
Set 1” square post and took new ties 

by H.D. Keath, County Surveyor
1918

N. end 12” culvert - N 45 deg W, 24.0'                   

S. end 12” culvert - S 45 deg W, 27.6'

Book 1, 

Page 264
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14 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Birch - S 41 deg. W, 31.0'                                    

8" White Birch - N 76 deg. W, 19.8'                                           

10" Linden - S 28 deg. E, 16.5'                                  

8" Elm - N 30 deg. E, 15.8' 

GLO BK 

5 P 38

14 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - N 18 deg. W, 52.8'                                          

6" Tamarack - S 35 deg. W, 62.7' 

GLO BK 

5 P 37

14 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 12 deg. E, 9.9'                                    

8" Tamarack - N 35 deg. W, 14.5'                                           

8" Tamarack - S 50 deg. E, 7.9'                                  

8" Tamarack - S 45 deg. W, 6.6' 

GLO BK 

5 P 25

14 43-23 SW

1/2" capped rebar set on c/l-c/l roads 

N-S-E and fence to the W by T. 

Johnson

1985

spk in Power Pole - 48.67' NE                              

spk in 9" Poplar - 68.83' NW                                  

spk in 5" Poplar - 87.11' NW

235161 117619.029 553708.150

14 43-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

14 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Black Oak - N 75 deg. E, 31.0'                                    

8" Elm - N 78 deg. W, 6.6'                                           

10" Elm - S 37 deg. E, 23.8'                                  

10" Linden - S 15 deg. W, 46.9' 

GLO BK 

5 P 36

14 43-23 W 1/4
1/2" capped rebar set on c/l N-S road 

at fence to W
1985

spk in Power Pole - 82.45' SE                               

spk in tele. box pole - 32.64' SW                      

spk in 5" poplar - 61.84' NW

235158 120275.186 553707.564

14 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Black Ash - N 87 deg. E, 11.9'                                          

10" Tamarack - S 90 deg. W, 5.3' 

GLO BK 

5 P 38

15 43-23 E 1/4
1/2" capped rebar set on c/l N-S road 

at fence to W
1985

spk in Power Pole - 82.45' SE                                

spk in tele. box pole - 32.64' SW                       

spk in 5" poplar - 61.84' NW

235158 120275.186 553707.564

15 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Black Ash - N 87 deg. E, 11.9'                                          

10" Tamarack - S 90 deg. W, 5.3' 

GLO BK 

5 P 38

15 43-23 N 1/4

3/4" iron pin found on c/l E-W highway 

at fence lines to North and South by T. 

Johnson

1985

spk in Power Pole - 40.44' N                              

spk in E end 36" CMP - 35.61' SW                      

spk in W end 36" CMP - 48.74' SW

235160 122955.250 551106.187

15 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Spruce - N 55 deg. W, 79.2'                                          

No other trees near

GLO BK 

5 P 50

15 43-23 NE
1" iron found in c/l-c/l highway and 

roads N-S-E-W by T. Betley
1992

Power Pole - N 19 deg. E, 110.31'                   

Stop sign - S 33 deg. E, 45.65'                      

T.J.B. capped mon. - S 21 deg. W, 78.58'

274696 122921.530 553703.479

15 43-23 NE
Set 1” square post and took new ties 

by H.D. Keath, County Surveyor
1918

N. end 12” culvert - N 45 deg W, 24.0'                   

S. end 12” culvert - S 45 deg W, 27.6'

Book 1, 

Page 264

15 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" White Birch - S 41 deg. W, 31.0'                                    

8" White Birch - N 76 deg. W, 19.8'                                           

10" Linden - S 28 deg. E, 16.5'                                  

8" Elm - N 30 deg. E, 15.8' 

GLO BK 

5 P 38

15 43-23 NW
RR spk on c/l E-W highway 9.55' east 

of W. end Bridge set by T. Betley
1992

wood guard rail post - 19.80' NW                       

wood guard rail post - 20.16' SW                           

PK - 9.55' due West on c/l

274692 122987.410 548512.944

15 43-23 NW
Set 1” square bolt – old ties inp. by 

H.D. Keath, County Surveyor
1918

10”  White Ash - S 01 deg W, 13.2'                        

14” Elm - N 12 deg W, 13.2'

Book 1, 

Page 263

15 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" White Ash - S 05 deg. E, 10.6'                                    

12" White Ash - S 01 deg. W, 13.2'                                           

14" Elm - N 45 deg. W, 7.9'                                  

No other tree stated

GLO BK 

5 P 49

15 43-23 S 1/4
4"x4" conc. Mon. found in swamp by 

T. Johnson
1985

spk in 5" Birch - 136.95' NE                              

spk in 7" Birch - 132.69' NW                                  

spk in 7" Birch - 108.20' NW

235162

15 43-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

15 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 50 deg. W, 13.2'                                          

10" Tamarack - N 45 deg. W, 6.6' 

GLO BK 

5 P 48

15 43-23 SE

1/2" capped rebar set on c/l-c/l roads 

N-S-E and fence to the W by T. 

Johnson

1985

spk in Power Pole - 48.67' NE                              

spk in 9" Poplar - 68.83' NW                                  

spk in 5" Poplar - 87.11' NW

235161 117619.029 553708.150

15 43-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392
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15 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Black Oak - N 75 deg. E, 31.0'                                    

8" Elm - N 78 deg. W, 6.6'                                           

10" Elm - S 37 deg. E, 23.8'                                  

10" Linden - S 15 deg. W, 46.9' 

GLO BK 

5 P 36

15 43-23 SW
4"x4" conc. Mon. found on E-W fence 

line by T. Johnson
1985

spk in 8" Ctnwd. - 45.12' NE                              

spk in 6" Poplar - 12.67' SE                                  

spk in 12" Elm - 30.14' NW

235163

15 43-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

15 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Sugar - N 19 deg. E, 29.7'                                    

12" Linden - N 50 deg. W, 10.6'                                           

6" Elm - S 45 deg. W, 15.2'                                  

12" White Oak - S 20 deg. E, 36.3' 

GLO BK 

5 P 47

15 43-23 W 1/4
1/2" capped rebar set on fence line to 

E by T. Johnson
1985

spk in 12" Maple - 29.39' SE                              

spk in 12" Oak - 54.14' SE                                  

spk in 12" Poplar - 13.58' SW

235157

15 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Elm - N 45 deg. W, 8.6'                                          

8" Burr Oak - N 38 deg. E, 39.6' 

GLO BK 

5 P 49

15 43-23
Survey of N line of Section by H. D. 

Keath, County Surveyor 
1918

Is on N line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 264

16 43-23 E 1/4
1/2" capped rebar set on fence line to 

E by T. Johnson
1985

spk in 12" Maple - 29.39' SE                              

spk in 12" Oak - 54.14' SE                                  

spk in 12" Poplar - 13.58' SW

235157

16 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Elm - N 45 deg. W, 8.6'                                          

8" Burr Oak - N 38 deg. E, 39.6' 

GLO BK 

5 P 49

16 43-23 N 1/4
1/2" capped pipe set 63.5' S of c/l E-W 

highway by T. Thiessen 
1987

5/8" iron pin in c/l highway- 66.5' NE                      

spk in 16" Aspen - 42.00' SE                                  

spk in 14" Twin Oak - 57.89' SE

249449 123020.068 545866.096

16 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 80 deg. W, 6.6'                                          

8" Balsam - N 85 deg. E, 16.5' 

GLO BK 

5 P 62

16 43-23 NE
RR spk on c/l E-W highway 9.55' east 

of W. end Bridge set by T. Betley
1992

wood guard rail post - 19.80' NW                       

wood guard rail post - 20.16' SW                          

PK - 9.55' due West on c/l

274692 122987.410 548512.944

16 43-23 NE
Set 1” square bolt – old ties inp. by 

H.D. Keath, County Surveyor
1918

10”  White Ash - S 01 deg W, 13.2'                        

14” Elm - N 12 deg W, 13.2'

Book 1, 

Page 263

16 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" White Ash - S 05 deg. E, 10.6'                                    

12" White Ash - S 01 deg. W, 13.2'                                           

14" Elm - N 45 deg. W, 7.9'                                  

No other tree stated

GLO BK 

5 P 49

16 43-23 NW
1/2" capped pipe set 49' S of c/l E-W 

highway on c/l road to S by B. Grivna
1994

spk in post by tele. ped. - 39.49' SE                      

spk in Power Pole - 180.62' NW
290709 122948.718 543196.280

16 43-23 NW
Set 10” stone marked “8/16” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

16 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Spruce - S 40 deg. E, 36.3'                                          

15" Spruce - N 58 deg. W, 57.4'                                 

15" Tamarack - S 35 deg. W, 39.6'                                              

No other tree near

GLO BK 

5 P 61

16 43-23 S 1/4
2" pipe set on East edge swamp by T. 

Thiessen
1987

spk in 12" Oak - 54.10' NE                                

spk in 8" Aspen - 43.57' SE                                  

spk in 10" Oak - 65.36' SE

249450

16 43-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

16 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Tamarack - N 00 deg. E, 7.9'                                          

7" White Birch - S 70 deg. W, 16.5' 

GLO BK 

5 P 60

16 43-23 SE
4"x4" conc. Mon. found on E-W fence 

line by T. Johnson
1985

spk in 8" Ctnwd. - 45.12' NE                              

spk in 6" Poplar - 12.67' SE                                  

spk in 12" Elm - 30.14' NW

235163

16 43-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

16 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Sugar - N 19 deg. E, 29.7'                                    

12" Linden - N 50 deg. W, 10.6'                                           

6" Elm - S 45 deg. W, 15.2'                                  

12" White Oak - S 20 deg. E, 36.3' 

GLO BK 

5 P 47
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16 43-23 SW

12"x10" stone w/punch hole found on 

E-W fence line 42' E of stream by T. 

Thiessen

1987

spk in 16" Oak - 30.93' NE                                

spk in 16" Ironwood - 16.27' SW                            

spk in 14" Oak - 27.40' NW

249451

16 43-23 SW
12” stone mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

16 43-23 SW
12” stone marked 17/21 set by E.J. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – S 90 deg. W, 32.0'                          

8” Black Ash – S 22 deg. W, 45.5'                          

18” Dead White Oak – S 26 deg. E, 97.5'

Book 2, 

Page 34

16 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Balsam - N 40 deg. W, 16.5'                                    

6" Balsam - S 25 deg. W, 9.9'                                           

12" Balsam - S 60 deg. E, 13.2'                                  

8" Balsam - N 30 deg. E, 10.6' 

GLO BK 

5 P 59

16 43-23 W 1/4
1/2" capped pipe set at fence cor. of 

fence lines to N and E by T. Thiessen
1987

spk in 8" Aspen - 42.80' NE                              

spk in 6" triple Oak - 47.05' SE                               

spk in 12" triple Birch - 67.00' SW

249452

16 43-23 W 1/4
Built Stone mound by E. J. Burns, 

Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

16 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - S 10 deg. W, 7.9'                                          

12" Spruce - S 15 deg. E, 2.6' 

GLO BK 

5 P 61

17 43-23 E 1/4
1/2" capped pipe set at fence cor. of 

fence lines to N and E by T. Thiessen
1987

spk in 8" Aspen - 42.80' NE                              

spk in 6" triple Oak - 47.05' SE                                

spk in 12" triple Birch - 67.00' SW

249452

17 43-23 E 1/4
Built Stone mound by E. J. Burns, 

Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

17 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Spruce - S 10 deg. W, 7.9'                                          

12" Spruce - S 15 deg. E, 2.6' 

GLO BK 

5 P 61

17 43-23 N 1/4

1/2" capped pipe set on c/l E-W 

highway 3' W of c/l road to N and on 

fence to S by B. Grivna

1994

spk in post by tele. ped. - 79.21' NE                  

spk in post by tele. ped. - 79.83' SE                     

spk in Power Pole - 95.99' NW

290710 122975.852 540540.975

17 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 00 deg. E, 3.3'                                          

15" Aspen - N 45 deg. W, 11.9' 

GLO BK 

5 P 76

17 43-23 NE
1/2" capped pipe set 49' S of c/l E-W 

highway on c/l road to S by B. Grivna
1994

spk in post by tele. ped. - 39.49' SE                      

spk in Power Pole - 180.62' NW
290709 122948.718 543196.280

17 43-23 NE
Set 10” stone marked “8/16” by E. J. 

Burns, Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

17 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Spruce - S 40 deg. E, 36.3'                                          

15" Spruce - N 58 deg. W, 57.4'                                 

15" Tamarack - S 35 deg. W, 39.6'                                              

No other tree near

GLO BK 

5 P 61

17 43-23 NW
C.I.M. set 23' North of c/l E-W road 

and on c/l road to S by R.W. Thorton
1978

steel post - N 45 deg. E, 51.85'                             

steel post - S 35 deg. W, 132.95'                         

steel post - N 50 deg. W, 94.69'

198783 122954.694 537898.018

17 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" White Pine - S 42 deg. W, 14.5'                                    

10" White Pine - S 84 deg. E, 19.8'                                           

6" White Pine - N 12 deg. W, 9.9'                                  

6" White Birch - N 40 deg. E, 15.2' 

GLO BK 

5 P 75

17 43-23 S 1/4
6”x 8” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

17 43-23 S 1/4

12" Yellow Birch used as corner as 

part of original Government Land 

Office Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 73

17 43-23 SE

12"x10" stone w/punch hole found on 

E-W fence line 42' E of stream by T. 

Thiessen

1987

spk in 16" Oak - 30.93' NE                                

spk in 16" Ironwood - 16.27' SW                            

spk in 14" Oak - 27.40' NW

249451

17 43-23 SE
12” stone mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

17 43-23 SE
12” stone marked 17/21 set by E.J. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – S 90 deg. W, 32.0'                          

8” Black Ash – S 22 deg. W, 45.5'                          

18” Dead White Oak – S 26 deg. E, 97.5'

Book 2, 

Page 34

17 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Balsam - N 40 deg. W, 16.5'                                    

6" Balsam - S 25 deg. W, 9.9'                                           

12" Balsam - S 60 deg. E, 13.2'                                  

8" Balsam - N 30 deg. E, 10.6' 

GLO BK 

5 P 59

17 43-23 SW
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 1'x2'x3' Stone w/”WC+” - S 45 deg. E, 31.0'

Book 1, 

Page 394
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17 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 80 deg. E, 7.9'                                    

12" Spruce - S 75 deg. E, 8.6'                                           

14" Spruce - N 11 deg. W, 16.5'                                  

10" Balsam - S 55 deg. W, 13.2' 

GLO BK 

5 P 72

17 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 45 deg. W, 13.2'                                          

15" White Pine - N 15 deg. E, 11.9' 

GLO BK 

5 P 75

17 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 275

17 43-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on N line of NW ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 262

18 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 45 deg. W, 13.2'                                          

15" White Pine - N 15 deg. E, 11.9' 

GLO BK 

5 P 75

18 43-23 N 1/4
C.I.M. set 26' North of c/l E-W road by 

R. Thornton
1978

steel post - N 25 deg. E, 66.06'                            

steel post - N 07 deg. W, 58.63'                           

steel post - N 35 deg. W, 68.36'

198782

18 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Maple - S 41 deg. W, 19.8'                                          

8" Maple - N 03 deg. E, 22.4' 

GLO BK 

5 P 77

18 43-23 NE
C.I.M. set 23' North of c/l road E-W 

and on c/l road to S by R.W. Thornton
1978

steel post - N 45 deg. E, 51.85'                             

steel post - S 35 deg. W, 132.95'                          

steel post - N 50 deg. W, 94.69'

198783 122954.694 537898.018

18 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" White Pine - S 42 deg. W, 14.5'                                    

10" White Pine - S 84 deg. E, 19.8'                                           

6" White Pine - N 12 deg. W, 9.9'                                  

6" White Birch - N 40 deg. E, 15.2' 

GLO BK 

5 P 75

18 43-23 NW
C.I.M. set 28' N of c/l E-W highway by 

R. Thornton
1978

N & D in 8" Elm - N 12 deg. W, 41.20'             

steel post - N 35 deg. E, 52.30'                          

steel post - N 50 deg. W, 52.02'         

198785

18 43-23 NW
6”x8”x14” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - S 30 deg. W, 76.0'

Book 1, 

Page 396

18 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Birch - N 28 deg. E, 23.1'                                    

10" Birch - N 27 deg. W, 23.1'                                           

9" Sugar - S 76 deg. W, 11.9'                                  

7" Burr Oak - S 15 deg. E, 6.6' 

GLO BK 

5 P 10

18 43-23 S 1/4
5”x10”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923 Large stone w/+”WC19” - S 60 deg. W, 19.0'

Book 1, 

Page 395

18 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Tamarack - N 45 deg. E, 3.3'                                          

10" Tamarack - S 80 deg. W, 9.9' 

GLO BK 

5 P 74

18 43-23 SE
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 1'x2'x3' Stone w/”WC+” - S 45 deg. E, 31.0'

Book 1, 

Page 394

18 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 80 deg. E, 7.9'                                    

12" Spruce - S 75 deg. E, 8.6'                                           

14" Spruce - N 11 deg. W, 16.5'                                  

10" Balsam - S 55 deg. W, 13.2' 

GLO BK 

5 P 72

18 43-23 SW
10”x12”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923

14” Pine stump – N 45 deg. W, 2.0'                       

10” Poplar – S 30 deg. E, 52.0'

Book 1, 

Page 395

18 43-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

12" Birch - N 40 deg. E, 9.9'                                    

8" Sugar - N 58 deg. W, 11.2'                                           

10" Sugar - S 82 deg. W, 21.1'                                  

8" Birch - S 65 deg. E, 25.1' 

GLO BK 

5 P 9

18 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Birch - S 68 deg. W, 2.6'                                           

8" Birch - S 44 deg. E, 21.1' 

GLO BK 

5 P 10

18 43-23
Survey of W line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Only Distances shown 

Book 1, 

Page 396

18 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 275

19 43-23  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set all 1/16th cors     

Distances and angles shown

Book 1,  

Page 395

19 43-23 E 1/4
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

19 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Pine - S 90 deg. W, 4.6'                                          

8" Sugar - S 45 deg. E, 6.6' 

GLO BK 

5 P 72

19 43-23 N 1/4
5”x10”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923 Large stone w/+”WC19” - S 60 deg. W, 19.0'

Book 1, 

Page 395
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19 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Tamarack - N 45 deg. E, 3.3'                                          

10" Tamarack - S 80 deg. W, 9.9' 

GLO BK 

5 P 74

19 43-23 NE
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 1'x2'x3' Stone w/”WC+” - S 45 deg. E, 31.0'

Book 1, 

Page 394

19 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 80 deg. E, 7.9'                                    

12" Spruce - S 75 deg. E, 8.6'                                           

14" Spruce - N 11 deg. W, 16.5'                                  

10" Balsam - S 55 deg. W, 13.2' 

GLO BK 

5 P 72

19 43-23 NW
10”x12”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923

14” Pine stump – N 45 deg. W, 2.0'                       

10” Poplar – S 30 deg. E, 52.0'

Book 1, 

Page 395

19 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

12" Birch - N 40 deg. E, 9.9'                                    

8" Sugar - N 58 deg. W, 11.2'                                           

10" Sugar - S 82 deg. W, 21.1'                                  

8" Birch - S 65 deg. E, 25.1' 

GLO BK 

5 P 9

19 43-23 S 1/4
8”x8”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

19 43-23 S 1/4

12" White Birch used as corner as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 71

19 43-23 SE
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

19 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 10 deg. E, 6.6'                                    

12" Tamarack - S 60 deg. W, 13.2'                                           

12" Tamarack - N 30 deg. W, 13.2'                                  

8" Tamarack - S 74 deg. E, 16.5' 

GLO BK 

5 P 69

19 43-23 SW
4”x10”x18” Stone set at corner by 

Glen Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

19 43-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

9" Birch - N 32 deg. E, 17.8'                                    

9" Birch - N 79 deg. W, 27.7'                                           

15" Birch - S 29 deg. W, 25.7'                                  

12" Birch - S 34 deg. E, 4.6' 

GLO BK 

5 P 8

19 43-23 W 1/4
6”x8”x16” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

19 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
9" Spruce - N 62 deg. E, 16.5'                                   

7" Spruce - S 73 deg. W, 9.2'                          

GLO BK 

5 P 9

19 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 275

20 43-23  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set all 1/16th cors     

Distances and angles shown

Book 1,  

Page 394

20 43-23 E 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

20 43-23 E 1/4
Built Stone mound by E. J. Burns, 

Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

20 43-23 E 1/4

12" Balsam used as corner as part of 

original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 59

20 43-23 N 1/4
6”x 8” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

20 43-23 N 1/4

12" Yellow Birch used as corner as 

part of original Government Land 

Office Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 73

20 43-23 NE

12"x10" stone w/punch hole found on 

E-W fence line 42' E of stream by T. 

Thiessen

1987

spk in 16" Oak - 30.93' NE                                

spk in 16" Ironwood - 16.27' SW                            

spk in 14" Oak - 27.40' NW

249451

20 43-23 NE
12” stone mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

20 43-23 NE
12” stone marked 17/21 set by E.J. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – S 90 deg. W, 32.0'                          

8” Black Ash – S 22 deg. W, 45.5'                          

18” Dead White Oak – S 26 deg. E, 97.5'

Book 2, 

Page 34

20 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Balsam - N 40 deg. W, 16.5'                                    

6" Balsam - S 25 deg. W, 9.9'                                           

12" Balsam - S 60 deg. E, 13.2'                                  

8" Balsam - N 30 deg. E, 10.6' 

GLO BK 

5 P 59

20 43-23 NW
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 1'x2'x3' Stone w/”WC+” - S 45 deg. E, 31.0'

Book 1, 

Page 394

20 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 80 deg. E, 7.9'                                    

12" Spruce - S 75 deg. E, 8.6'                                           

14" Spruce - N 11 deg. W, 16.5'                                  

10" Balsam - S 55 deg. W, 13.2' 

GLO BK 

5 P 72
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20 43-23 S 1/4
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

20 43-23 S 1/4

10" Sugar used as corner as part of 

original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 70

20 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Elm - S 70 deg. W, 16.5'                                    

(?") White Birch - N 22 deg. E, 13.2'                                           

(?") Balsam - N 68 deg. W, 26.4'                                  

No other trees stated

GLO BK 

5 P 57

20 43-23 SE 
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Stone marked “W.C.+” , N 45 deg. E, 8.8'

Book 1, 

Page 393

20 43-23 SW
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

20 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 10 deg. E, 6.6'                                    

12" Tamarack - S 60 deg. W, 13.2'                                           

12" Tamarack - N 30 deg. W, 13.2'                                  

8" Tamarack - S 74 deg. E, 16.5' 

GLO BK 

5 P 69

20 43-23 W 1/4
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

20 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Pine - S 90 deg. W, 4.6'                                          

8" Sugar - S 45 deg. E, 6.6' 

GLO BK 

5 P 72

20 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 275

21 43-23  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set all 1/16th cors     

Distances and angles shown

Book 1,  

Page 393

21 43-23 E 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 6” Poplar – S 60 deg. E, 80.6'                             

Book 1, 

Page 392

21 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 3.3'                                          

15" Balsam - S 38 deg. E, 25.1' 

GLO BK 

5 P 47

21 43-23 N 1/4
2" pipe set on East edge swamp by T. 

Thiessen
1987

spk in 12" Oak - 54.10' NE                                

spk in 8" Aspen - 43.57' SE                                  

spk in 10" Oak - 65.36' SE

249450

21 43-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

21 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Tamarack - N 00 deg. E, 7.9'                                          

7" White Birch - S 70 deg. W, 16.5' 

GLO BK 

5 P 60

21 43-23 NE
4"x4" conc. Mon. found on E-W fence 

line by T. Johnson
1985

spk in 8" Ctnwd. - 45.12' NE                              

spk in 6" Poplar - 12.67' SE                                  

spk in 12" Elm - 30.14' NW

235163

21 43-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

21 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Sugar - N 19 deg. E, 29.7'                                    

12" Linden - N 50 deg. W, 10.6'                                           

6" Elm - S 45 deg. W, 15.2'                                  

12" White Oak - S 20 deg. E, 36.3' 

GLO BK 

5 P 47

21 43-23 NW

12"x10" stone w/punch hole found on 

E-W fence line 42' E of stream by T. 

Thiessen

1987

spk in 16" Oak - 30.93' NE                                

spk in 16" Ironwood - 16.27' SW                             

spk in 14" Oak - 27.40' NW

249451

21 43-23 NW
12” stone mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

21 43-23 NW
12” stone marked 17/21 set by E.J. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – S 90 deg. W, 32.0'                          

8” Black Ash – S 22 deg. W, 45.5'                        

18” Dead White Oak – S 26 deg. E, 97.5'

Book 2, 

Page 34

21 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Balsam - N 40 deg. W, 16.5'                                    

6" Balsam - S 25 deg. W, 9.9'                                           

12" Balsam - S 60 deg. E, 13.2'                                  

8" Balsam - N 30 deg. E, 10.6' 

GLO BK 

5 P 59

21 43-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

21 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 86 deg. W, 52.8'                                          

12" Yellow Birch - S 80 deg. W, 49.5' 

GLO BK 

5 P 58

21 43-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 20 deg. E, 64.3'                              

6” Poplar – N 70 deg. E, 81.0'

Book 1, 

Page 392

21 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Sugar - S 50 deg. W, 14.5'                                    

(?")  White Birch - N 70 deg. W, 19.8'                                           

(?") Linden - N 68 deg. E, 13.2'                                  

(?") Sugar - S 45 deg. E, 19.8' 

GLO BK 

5 P 45
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21 43-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Stone marked “W.C.+” , N 45 deg. E, 8.8'

Book 1, 

Page 393

21 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Elm - S 70 deg. W, 16.5'                                    

(?") White Birch - N 22 deg. E, 13.2'                                           

(?") Balsam - N 68 deg. W, 26.4'                                  

No other trees stated

GLO BK 

5 P 57

21 43-23 W 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

21 43-23 W 1/4
Built Stone mound by E. J. Burns, 

Deputy County Surveyor 
1911 No trees for ties

Book 2, 

Page 34

21 43-23 W 1/4

12" Balsam used as corner as part of 

original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 59

22 43-23  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set all 1/16th cors     

Distances and angles shown

Book 1,  

Page 392

22 43-23  
Road Survey on E. Line of Section 22  

by F.J. O'Hara, Co. Surveyor 
1909

Road runs on East line of Section.         

Distances and Mag. Var. stated 

Book 1, 

Page 95

22 43-23 E 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

22 43-23 E 1/4
new tie set for corner by F.J. O'Hara, 

County Surveyor
1909 30" Pine stump - S 72 deg. W, 55.1'                                                                                       

Book 1, 

Page 95

22 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
15" White Birch - S 85 deg. W, 9.9'                                          

15" White Pine - S 83 deg. E, 17.8' 

GLO BK 

5 P 36

22 43-23 N 1/4
4"x4" conc. Mon. found in swamp by 

T. Johnson
1985

spk in 5" Birch - 136.95' NE                              

spk in 7" Birch - 132.69' NW                                  

spk in 7" Birch - 108.20' NW

235162

22 43-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

22 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 50 deg. W, 13.2'                                          

10" Tamarack - N 45 deg. W, 6.6' 

GLO BK 

5 P 48

22 43-23 NE

1/2" capped rebar set on c/l-c/l roads 

N-S-E and fence to the W by T. 

Johnson

1985

spk in Power Pole - 48.67' NE                              

spk in 9" Poplar - 68.83' NW                                  

spk in 5" Poplar - 87.11' NW

235161 117619.029 553708.150

22 43-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

22 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Black Oak - N 75 deg. E, 31.0'                                    

8" Elm - N 78 deg. W, 6.6'                                           

10" Elm - S 37 deg. E, 23.8'                                  

10" Linden - S 15 deg. W, 46.9' 

GLO BK 

5 P 36

22 43-23 NW
4"x4" conc. Mon. found on E-W fence 

line by T. Johnson
1985

spk in 8" Ctnwd. - 45.12' NE                              

spk in 6" Poplar - 12.67' SE                                  

spk in 12" Elm - 30.14' NW

235163

22 43-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

22 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Sugar - N 19 deg. E, 29.7'                                    

12" Linden - N 50 deg. W, 10.6'                                           

6" Elm - S 45 deg. W, 15.2'                                  

12" White Oak - S 20 deg. E, 36.3' 

GLO BK 

5 P 47

22 43-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 65 deg. W, 41.1'                              

6” Poplar – S 05 deg. E, 26.4'

Book 1, 

Page 392

22 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 65 deg. E, 13.2'                                          

10" White Birch - N 45 deg. W, 16.5' 

GLO BK 

5 P 46

22 43-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 30 deg. W, 68.6'                              

6” Poplar – S 25 deg. E, 82.3'

Book 1, 

Page 392

22 43-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

3" Poplar - N 52 deg. E, 49.5'                                

3" Poplar - S 60 deg. W, 37.0'                    

Book 1, 

Page 95

22 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Sugar - S 40 deg. E, 8.6'                                    

10" Sugar - N 35 deg. W, 11.9'                                           

6" Balsam - S 65 deg. W, 26.4'                                  

12" Linden - N 42 deg. E, 26.4' 

GLO BK 

5 P 34

22 43-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 20 deg. E, 64.3'                              

6” Poplar – N 70 deg. E, 81.0'

Book 1, 

Page 392

22 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Sugar - S 50 deg. W, 14.5'                                    

(?")  White Birch - N 70 deg. W, 19.8'                                           

(?") Linden - N 68 deg. E, 13.2'                                  

(?") Sugar - S 45 deg. E, 19.8' 

GLO BK 

5 P 45
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22 43-23 W 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 6” Poplar – S 60 deg. E, 80.6'                             

Book 1, 

Page 392

22 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 3.3'                                          

15" Balsam - S 38 deg. E, 25.1' 

GLO BK 

5 P 47

22 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E-W 1/4 line of Section                      

Distance and Mag. Var. shown 

Book 1, 

Page 330

23 43-23  
Road Survey on W and S Line of Sec. 

23  by F.J. O'Hara, Co. Surveyor 
1909

Road runs on W. and S. line of Section.    

Distances and Mag. Var. stated 

Book 1, 

Page 95

23 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Maple - N 90 deg. E, 5.3'                                          

8" Balsam - S 50 deg. W, 13.2' 

GLO BK 

5 P 25

23 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Tamarack - N 18 deg. W, 52.8'                                          

6" Tamarack - S 35 deg. W, 62.7' 

GLO BK 

5 P 37

23 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 12 deg. E, 9.9'                                    

8" Tamarack - N 35 deg. W, 14.5'                                           

8" Tamarack - S 50 deg. E, 7.9'                                  

8" Tamarack - S 45 deg. W, 6.6' 

GLO BK 

5 P 25

23 43-23 NW

1/2" capped rebar set on c/l-c/l roads 

N-S-E and fence to the W by T. 

Johnson

1985

spk in Power Pole - 48.67' NE                              

spk in 9" Poplar - 68.83' NW                                  

spk in 5" Poplar - 87.11' NW

235161 117619.029 553708.150

23 43-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

23 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

14" Black Oak - N 75 deg. E, 31.0'                                    

8" Elm - N 78 deg. W, 6.6'                                           

10" Elm - S 37 deg. E, 23.8'                                  

10" Linden - S 15 deg. W, 46.9' 

GLO BK 

5 P 36

23 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Elm - S 65 deg. E, 27.7'                                          

8" Balsam - N 68 deg. E, 26.4' 

GLO BK 

5 P 35

23 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" White Pine - N 12 deg. E, 19.8'                                    

10" Spruce - N 62 deg. W, 23.1'                                           

10" Spruce - S 45 deg. W, 8.6'                                  

8" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 23

23 43-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 30 deg. W, 68.6'                              

6” Poplar – S 25 deg. E, 82.3'

Book 1, 

Page 392

23 43-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

3" Poplar - N 52 deg. E, 49.5'                                

3" Poplar - S 60 deg. W, 37.0'                     

Book 1, 

Page 95

23 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Sugar - S 40 deg. E, 8.6'                                    

10" Sugar - N 35 deg. W, 11.9'                                           

6" Balsam - S 65 deg. W, 26.4'                                  

12" Linden - N 42 deg. E, 26.4' 

GLO BK 

5 P 34

23 43-23 W 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 392

23 43-23 W 1/4
new tie set for corner by F.J. O'Hara, 

County Surveyor
1909 30" Pine stump - S 72 deg. W, 55.1'                                                                         

Book 1, 

Page 95

23 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
15" White Birch - S 85 deg. W, 9.9'                                          

15" White Pine - S 83 deg. E, 17.8' 

GLO BK 

5 P 36

23 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on S line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 273

24 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” White Birch – N 90 deg. E, 19.8'                     

6” Spruce – N 47 deg. W, 29.7'

GLO  Bk 

8 P. 15

24 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Maple - N 12 deg. W, 17.8'                                          

10" Maple - S 55 deg. W, 14.5' 

GLO BK 

5 P 26

24 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6" White Birch - N 71 deg. E, 25.7'                       

8" White Birch - S 73 deg. E, 25.7'                         

8" Tamarack - S 59 deg. W, 24.4'                        

11” Tamarack – N 40 deg. W, 19.8'

GLO  Bk 

8 P. 16

24 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 12 deg. E, 9.9'                                    

8" Tamarack - N 35 deg. W, 14.5'                                           

8" Tamarack - S 50 deg. E, 7.9'                                  

8" Tamarack - S 45 deg. W, 6.6' 

GLO BK 

5 P 25

24 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 00 deg. E, 9.9'                                          

8" White Birch - S 30 deg. E, 13.2' 

GLO BK 

5 P 24
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24 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

9" Linden - N 49 deg. E, 14.5'                              

5" Linden - N 71 deg. W, 12.5'                              

6" Black Ash - S 64 deg. E, 40.9'                        

12” Fir – S 08 deg. W, 11.2'

GLO  Bk 

8 P. 14

24 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" White Pine - N 12 deg. E, 19.8'                                    

10" Spruce - N 62 deg. W, 23.1'                                           

10" Spruce - S 45 deg. W, 8.6'                                  

8" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 23

24 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Maple - N 90 deg. E, 5.3'                                          

8" Balsam - S 50 deg. W, 13.2' 

GLO BK 

5 P 25

24 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on S line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 273

25 43-23  
Road Survey on W line of Sec. 25  by 

F.J. O'Hara, Co. Surveyor 
1909

Road runs on W line of Section.                         

Distances and Mag. Var. stated 

Book 1, 

Page 95

25 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
9” Sugar – N 32 deg. E, 15.2'                                 

11” Linden – N 32 deg. W, 13.2'

GLO  Bk 

8 P. 14

25 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 00 deg. E, 9.9'                                          

8" White Birch - S 30 deg. E, 13.2' 

GLO BK 

5 P 24

25 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

9" Linden - N 49 deg. E, 14.5'                              

5" Linden - N 71 deg. W, 12.5'                              

6" Black Ash - S 64 deg. E, 40.9'                        

12” Fir – S 08 deg. W, 11.2'

GLO  Bk 

8 P. 14

25 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" White Pine - N 12 deg. E, 19.8'                                    

10" Spruce - N 62 deg. W, 23.1'                                           

10" Spruce - S 45 deg. W, 8.6'                                  

8" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 23

25 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Balsam - N 05 deg. E, 6.6'                                          

12" White Pine - S 20 deg. E, 16.5' 

GLO BK 

5 P 22

25 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26" White Pine - N 20 deg. W, 10.6'                       

32" White Pine - S 20 deg. W, 12.5'                      

30" White Pine - S 40 deg. E, 25.1'                        

30” White Pine – N 80 deg. E, 27.7'

GLO  Bk 

8 P. 13

25 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 41 deg. E, 17.8'                                    

10" Spruce - N 25 deg. W, 11.2'                                           

8" Balsam - S 60 deg. E, 19.8'                                  

8" Balsam - S 45 deg. W, 9.9' 

GLO BK 

5 P 21

25 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Spruce - S 90 deg. W, 8.6'                                          

15" White Pine - S 70 deg. E, 11.9' 

GLO BK 

5 P 22

25 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 273

26 43-23  
Road Survey on N and E Line of Sec. 

26  by F.J. O'Hara, Co. Surveyor 
1909

Road runs on N and E line of Section.    

Distances and Mag. Var. stated 

Book 1, 

Page 95

26 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Spruce - S 90 deg. W, 8.6'                                          

15" White Pine - S 70 deg. E, 11.9' 

GLO BK 

5 P 22

26 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Elm - S 65 deg. E, 27.7'                                          

8" Balsam - N 68 deg. E, 26.4' 

GLO BK 

5 P 35

26 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

15" White Pine - N 12 deg. E, 19.8'                                    

10" Spruce - N 62 deg. W, 23.1'                                           

10" Spruce - S 45 deg. W, 8.6'                                  

8" Balsam - S 10 deg. E, 9.9' 

GLO BK 

5 P 23

26 43-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 30 deg. W, 68.6'                              

6” Poplar – S 25 deg. E, 82.3'

Book 1, 

Page 392

26 43-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

3" Poplar - N 52 deg. E, 49.5'                                

3" Poplar - S 60 deg. W, 37.0'  

Book 1, 

Page 95

26 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Sugar - S 40 deg. E, 8.6'                                    

10" Sugar - N 35 deg. W, 11.9'                                           

6" Balsam - S 65 deg. W, 26.4'                                  

12" Linden - N 42 deg. E, 26.4' 

GLO BK 

5 P 34

26 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Birch - N 08 deg. E, 18.5'                                          

8" Spruce - S 15 deg. E, 9.9' 

GLO BK 

5 P 33
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26 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 41 deg. E, 17.8'                                    

10" Spruce - N 25 deg. W, 11.2'                                           

8" Balsam - S 60 deg. E, 19.8'                                  

8" Balsam - S 45 deg. W, 9.9' 

GLO BK 

5 P 21

26 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

18" Yellow Birch - S 65 deg. W, 23.1'                                    

12" Yellow Birch - N 12 deg. W, 16.5'                                           

12" Linden - N 45 deg. E, 3.3'                                  

10" Balsam - S 80 deg. E, 13.2' 

GLO BK 

5 P 32

26 43-23 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Spruce - N 40 deg. E, 8.6'                                          

8" Balsam - N 18 deg. W, 21.1' 

GLO BK 

5 P 34

26 43-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 273

26 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 26                                     

Distance and Mag. Var. shown 

Book 1, 

Page 160

27 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Spruce - N 40 deg. E, 8.6'                                          

8" Balsam - N 18 deg. W, 21.1' 

GLO BK 

5 P 34

27 43-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 65 deg. W, 41.1'                              

6” Poplar – S 05 deg. E, 26.4'

Book 1, 

Page 392

27 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
24" White Pine - S 65 deg. E, 13.2'                                          

10" White Birch - N 45 deg. W, 16.5' 

GLO BK 

5 P 46

27 43-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 30 deg. W, 68.6'                              

6” Poplar – S 25 deg. E, 82.3'

Book 1, 

Page 392

27 43-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

3" Poplar - N 52 deg. E, 49.5'                                

3" Poplar - S 60 deg. W, 37.0'              

Book 1, 

Page 95

27 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Sugar - S 40 deg. E, 8.6'                                    

10" Sugar - N 35 deg. W, 11.9'                                           

6" Balsam - S 65 deg. W, 26.4'                                  

12" Linden - N 42 deg. E, 26.4' 

GLO BK 

5 P 34

27 43-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 20 deg. E, 64.3'                              

6” Poplar – N 70 deg. E, 81.0'

Book 1, 

Page 392

27 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Sugar - S 50 deg. W, 14.5'                                    

(?")  White Birch - N 70 deg. W, 19.8'                                           

(?") Linden - N 68 deg. E, 13.2'                                  

(?") Sugar - S 45 deg. E, 19.8' 

GLO BK 

5 P 45

27 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Pine - S 60 deg. E, 9.9'                                          

24" White Pine - N 70 deg. W, 3.3' 

GLO BK 

5 P 44

27 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

18" Yellow Birch - S 65 deg. W, 23.1'                                    

12" Yellow Birch - N 12 deg. W, 16.5'                                           

12" Linden - N 45 deg. E, 3.3'                                  

10" Balsam - S 80 deg. E, 13.2' 

GLO BK 

5 P 32

27 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Aspen - N 45 deg. E, 5.3'                                    

14" Aspen - S 42 deg. E, 29.7'                                           

6" Balsam - S 81 deg. W, 31.7'                                  

10" Maple - N 62 deg. W, 33.0' 

GLO BK 

5 P 43

27 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Ash - S 90 deg. W, 29.7'                                          

6" White Birch - S 45 deg. E, 7.9' 

GLO BK 

5 P 45

27 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on E line of Section 27                                     

Distance and Mag. Var. shown 

Book 1, 

Page 160

28 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Ash - S 90 deg. W, 29.7'                                          

6" White Birch - S 45 deg. E, 7.9' 

GLO BK 

5 P 45

28 43-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 393

28 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 86 deg. W, 52.8'                                          

12" Yellow Birch - S 80 deg. W, 49.5' 

GLO BK 

5 P 58

28 43-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 20 deg. E, 64.3'                              

6” Poplar – N 70 deg. E, 81.0'

Book 1, 

Page 392

28 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Sugar - S 50 deg. W, 14.5'                                    

(?")  White Birch - N 70 deg. W, 19.8'                                           

(?") Linden - N 68 deg. E, 13.2'                                  

(?") Sugar - S 45 deg. E, 19.8' 

GLO BK 

5 P 45

28 43-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Stone marked “W.C.+” , N 45 deg. E, 8.8'

Book 1, 

Page 393
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28 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Elm - S 70 deg. W, 16.5'                                    

(?") White Birch - N 22 deg. E, 13.2'                                           

(?") Balsam - N 68 deg. W, 26.4'                                  

No other trees stated

GLO BK 

5 P 57

28 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Ash - N 50 deg. W, 29.7'                                          

7" Balsam - S 45 deg. E, 14.5' 

GLO BK 

5 P 56

28 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Aspen - N 45 deg. E, 5.3'                                    

14" Aspen - S 42 deg. E, 29.7'                                           

6" Balsam - S 81 deg. W, 31.7'                                  

10" Maple - N 62 deg. W, 33.0' 

GLO BK 

5 P 43

28 43-23 SW

Corner falls in the Snake River - no 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties since corner is in River
GLO BK 

5 P 55

28 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 75 deg. W, 16.5'                                          

15" White Pine - S 40 deg. E, 13.2' 

GLO BK 

5 P 57

29 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
20" White Pine - N 75 deg. W, 16.5'                                          

15" White Pine - S 40 deg. E, 13.2' 

GLO BK 

5 P 57

29 43-23 N 1/4
4”x 6” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

29 43-23 N 1/4

10" Sugar used as corner as part of 

original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 70

29 43-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Stone marked “W.C.+” , N 45 deg. E, 8.8'

Book 1, 

Page 393

29 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

(?") Elm - S 70 deg. W, 16.5'                                    

(?") White Birch - N 22 deg. E, 13.2'                                           

(?") Balsam - N 68 deg. W, 26.4'                                  

No other trees stated

GLO BK 

5 P 57

29 43-23 NW
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

29 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 10 deg. E, 6.6'                                    

12" Tamarack - S 60 deg. W, 13.2'                                           

12" Tamarack - N 30 deg. W, 13.2'                                  

8" Tamarack - S 74 deg. E, 16.5' 

GLO BK 

5 P 69

29 43-23 S 1/4

12" White Pine used as corner as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 67

29 43-23 SE

Corner falls in the Snake River - no 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties since corner is in River
GLO BK 

5 P 55

29 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" Sugar - S 42 deg. W, 33.0'                                    

6" Balsam - S 45 deg. E, 14.5'                                           

15" Yellow Birch - N 45 deg. E, 6.6'                                  

20" White Pine - N 43 deg. W, 25.1' 

GLO BK 

5 P 66

29 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 80 deg. W, 14.5'                                          

10" Sugar - S 10 deg. E, 10.6' 

GLO BK 

5 P 69

30 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Tamarack - S 80 deg. W, 14.5'                                          

10" Sugar - S 10 deg. E, 10.6' 

GLO BK 

5 P 69

30 43-23 N 1/4
8”x8”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

30 43-23 N 1/4

12" White Birch used as corner as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 71

30 43-23 NE
10” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 394

30 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

10" Tamarack - N 10 deg. E, 6.6'                                    

12" Tamarack - S 60 deg. W, 13.2'                                           

12" Tamarack - N 30 deg. W, 13.2'                                  

8" Tamarack - S 74 deg. E, 16.5' 

GLO BK 

5 P 69
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30 43-23 NW
4”x10”x18” Stone set at corner by 

Glen Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

30 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

9" Birch - N 32 deg. E, 17.8'                                    

9" Birch - N 79 deg. W, 27.7'                                           

15" Birch - S 29 deg. W, 25.7'                                  

12" Birch - S 34 deg. E, 4.6' 

GLO BK 

5 P 8

30 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 67 deg. W, 6.6'                                          

6" White Birch - N 70 deg. W, 13.2' 

GLO BK 

5 P 68

30 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" Sugar - S 42 deg. W, 33.0'                                    

6" Balsam - S 45 deg. E, 14.5'                                           

15" Yellow Birch - N 45 deg. E, 6.6'                                  

20" White Pine - N 43 deg. W, 25.1' 

GLO BK 

5 P 66

30 43-23 SW
12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - N 74 deg. E, 74.0'

Book 1, 

Page 395

30 43-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Elm - N 81 deg. E, 99.0'                                    

8" Birch - N 74 deg. W, 118.8'                                           

10" Elm - S 75 deg. W, 114.8'                                  

8" Birch - S 56 deg. E, 129.4' 

GLO BK 

5 P 7

30 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
10" Black Ash - S 41 deg. W, 10.6'                                           

6" Birch - S 54 deg. E, 30.4' 

GLO BK 

5 P 8

31 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Yellow Birch - S 45 deg. E, 13.2'                                          

10" Yellow Birch - N 70 deg. W, 11.9' 

GLO BK 

5 P 66

31 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 67 deg. W, 6.6'                                          

6" White Birch - N 70 deg. W, 13.2' 

GLO BK 

5 P 68

31 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" Sugar - S 42 deg. W, 33.0'                                    

6" Balsam - S 45 deg. E, 14.5'                                           

15" Yellow Birch - N 45 deg. E, 6.6'                                  

20" White Pine - N 43 deg. W, 25.1' 

GLO BK 

5 P 66

31 43-23 NW
12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - N 74 deg. E, 74.0'

Book 1, 

Page 395

31 43-23 NW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Elm - N 81 deg. E, 99.0'                                    

8" Birch - N 74 deg. W, 118.8'                                           

10" Elm - S 75 deg. W, 114.8'                                  

8" Birch - S 56 deg. E, 129.4' 

GLO BK 

5 P 7

31 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
10" Balsam - N 02 deg. E, 3.3'                                           

9" Balsam - S 35 deg. E, 5.3' 

GLO BK 

5 P 6

31 43-23 SE capped Alum. Mon. found by T. Betley 1990

8" Aspen - N 43 deg. E, 15.69'                              

7" Burr Oak - S 87 deg. E, 11.14'                           

4" Burr Oak - S 06 deg. E, 11.47' 

274748

31 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

8" Balsam - N 58 deg. W, 25.7'                                    

16" Sugar - N 12 deg. E, 4.0'                                           

11" Balsam - S 88 deg. E, 9.2'                                  

10" Balsam - S 03 deg. W, 9.2' 

GLO BK 

5 P 5

31 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

12" Spruce - N 60 deg. W, 16.5'                                    

12" Birch - N 55 deg. E, 31.0'                                           

18" Aspen - S 70 deg. E, 13.9'                                  

14" Aspen - S 25 deg. W, 10.6' 

GLO BK 

5 P 6

31 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
6" Spruce - S 34 deg. W, 11.2'                                   

8" Spruce - S 86 deg. E, 13.2'                          

GLO BK 

5 P 7

32 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 7.9'                                          

8" Spruce - S 70 deg. E, 18.5' 

GLO BK 

5 P 55

32 43-23 N 1/4

12" White Pine used as corner as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865 No ties stated
GLO BK 

5 P 67

32 43-23 NE

Corner falls in the Snake River - no 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties since corner is in River
GLO BK 

5 P 55

32 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

8" Sugar - S 42 deg. W, 33.0'                                    

6" Balsam - S 45 deg. E, 14.5'                                           

15" Yellow Birch - N 45 deg. E, 6.6'                                  

20" White Pine - N 43 deg. W, 25.1' 

GLO BK 

5 P 66
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32 43-23 S 1/4
4" round Alum. Mon. found 24.7' S of 

road by T. Betley
1990

6" Aspen - S 80 deg. E, 5.91'                              

6" Aspen - S 07 deg. W, 6.15'                                

5" Ash - N 77 deg. W, 19.72' 

268596

32 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
9" Balsam - N 21 deg. W, 4.0'                                           

9" Balsam - S 20 deg. W, 6.6' 

GLO BK 

5 P 5

32 43-23 SE
Alum. Mon. found 16.7' S of E-W road 

just E of road going to NE by T. Betley
1990

4" Aspen - N 70 deg. E, 4.23'                              

4" Aspen - S 33 deg. E, 6.02'                                

5" Aspen - S 83 deg. W, 9.93' 

274747

32 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

11" Balsam - N 60 deg. W, 7.3'                                    

9" Balsam - N 33 deg. E, 22.4'                                           

10" Balsam - S 56 deg. E, 12.5'                                  

10" Balsam - S 08 deg. W, 11.9' 

GLO BK 

5 P 4

32 43-23 SW capped Alum. Mon. found by T. Betley 1990

8" Aspen - N 43 deg. E, 15.69'                              

7" Burr Oak - S 87 deg. E, 11.14'                          

4" Burr Oak - S 06 deg. E, 11.47' 

274748

32 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

8" Balsam - N 58 deg. W, 25.7'                                    

16" Sugar - N 12 deg. E, 4.0'                                           

11" Balsam - S 88 deg. E, 9.2'                                  

10" Balsam - S 03 deg. W, 9.2' 

GLO BK 

5 P 5

32 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" Yellow Birch - S 45 deg. E, 13.2'                                          

10" Yellow Birch - N 70 deg. W, 11.9' 

GLO BK 

5 P 66

32 43-23 W.C.

W.C. is on E line NE1/4 on W side of 

Snake River - is wood post set as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865
15" White Pine - N 87 deg. W, 9.9'                                   

8" Elm - S 05 deg. E, 11.9'                          

GLO BK 

6 P 55

33 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Balsam - N 25 deg. E, 7.9'                                          

15" White Pine - N 70 deg. W, 13.2' 

GLO BK 

5 P 43

33 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Ash - N 50 deg. W, 29.7'                                          

7" Balsam - S 45 deg. E, 14.5' 

GLO BK 

5 P 56

33 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Aspen - N 45 deg. E, 5.3'                                    

14" Aspen - S 42 deg. E, 29.7'                                           

6" Balsam - S 81 deg. W, 31.7'                                  

10" Maple - N 62 deg. W, 33.0' 

GLO BK 

5 P 43

33 43-23 NW

Corner falls in the Snake River - no 

post set as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865 No ties since corner is in River
GLO BK 

5 P 55

33 43-23 S 1/4
capped 1" shaft set in wet area by T. 

Betley
1990

14" Aspen - N 11 deg. W, 43.20'                            

9" Balsam Fir - S 63 deg. E, 24.69'                       

8" Spruce - S 89 deg. W, 43.20' 

274699

33 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
11" Spruce - N 40 deg. E, 31.0'                                   

9" Spruce - S 75 deg. E, 11.2'                          

GLO BK 

5 P 4

33 43-23 SE
capped iron shaft set on hillside by T. 

Betley
1990

9" Red Oak - N 49 deg. W, 17.98'                          

6" Red Oak - S 51 deg. E, 23.85'                         

8" Oak clump - S 54 deg. W, 5.68' 

274701

33 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

18" Balsam - N 40 deg. W, 7.3'                                    

14" Spruce - N 35 deg. E, 8.6'                                           

8" Maple - S 30 deg. E, 15.2'                                  

10" Spruce - S 10 deg. W, 13.9' 

GLO BK 

5 P 3

33 43-23 SW
Alum. Mon. found 16.7' S of E-W road 

just E of road going to NE by T. Betley
1990

4" Aspen - N 70 deg. E, 4.23'                              

4" Aspen - S 33 deg. E, 6.02'                                 

5" Aspen - S 83 deg. W, 9.93' 

274747

33 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

11" Balsam - N 60 deg. W, 7.3'                                    

9" Balsam - N 33 deg. E, 22.4'                                           

10" Balsam - S 56 deg. E, 12.5'                                  

10" Balsam - S 08 deg. W, 11.9' 

GLO BK 

5 P 4

33 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
12" White Pine - S 90 deg. W, 7.9'                                          

8" Spruce - S 70 deg. E, 18.5' 

GLO BK 

5 P 55
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33 43-23 W.C.

W.C. is on W line NW1/4 on W side of 

Snake River - is wood post set as part 

of original Government Land Office 

Survey by Ablion Barnard, U.S. 

Deputy Surveyor

1865
15" White Pine - N 87 deg. W, 9.9'                                   

8" Elm - S 05 deg. E, 11.9'                          

GLO BK 

6 P 55

34 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Balsam - N 86 deg. E, 11.9'                                          

30" White Pine - S 75 deg. W, 9.9' 

GLO BK 

5 P 32

34 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" White Pine - S 60 deg. E, 9.9'                                          

24" White Pine - N 70 deg. W, 3.3' 

GLO BK 

5 P 44

34 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

18" Yellow Birch - S 65 deg. W, 23.1'                                    

12" Yellow Birch - N 12 deg. W, 16.5'                                           

12" Linden - N 45 deg. E, 3.3'                                  

10" Balsam - S 80 deg. E, 13.2' 

GLO BK 

5 P 32

34 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Aspen - N 45 deg. E, 5.3'                                    

14" Aspen - S 42 deg. E, 29.7'                                           

6" Balsam - S 81 deg. W, 31.7'                                  

10" Maple - N 62 deg. W, 33.0' 

GLO BK 

5 P 43

34 43-23 S 1/4
3/4" capped iron shaft set in wet area 

by T. Betley
1990

7" Ash - N 38 deg. E, 30.45'                              

12" Burr Oak - S 27 deg. W, 22.94'                        

14" Aspen - N 71 deg. W, 19.01' 

274700

34 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
9" Birch - N 35 deg. E, 2.6'                                   

16" White Pine - S 58 deg. E, 22.4'                          

GLO BK 

5 P 3

34 43-23 SE
3/4" capped iron shaft set in c/l of N-S 

road at fence to the East by T. Betley
1990

8" Burr Oak - N 41 deg. E, 30.09'                           

Cor. Fence post - S 88 deg. E, 22.98'                    

6" Basswood - N 60 deg. W, 30.37' 

274746 101680.043 553729.608

34 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

7" Sugar - N 43 deg. W, 6.6'                                    

12" White Pine - N 31 deg. E, 6.6'                                           

12" White Pine - S 75 deg. E, 16.5'                                  

14" White Pine - S 72 deg. W, 12.5' 

GLO BK 

5 P 2

34 43-23 SW
capped iron shaft set on hillside by T. 

Betley
1990

9" Red Oak - N 49 deg. W, 17.98'                          

6" Red Oak - S 51 deg. E, 23.85'                           

8" Oak clump - S 54 deg. W, 5.68' 

274701

34 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

18" Balsam - N 40 deg. W, 7.3'                                    

14" Spruce - N 35 deg. E, 8.6'                                           

8" Maple - S 30 deg. E, 15.2'                                  

10" Spruce - S 10 deg. W, 13.9' 

GLO BK 

5 P 3

34 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Balsam - N 25 deg. E, 7.9'                                          

15" White Pine - N 70 deg. W, 13.2' 

GLO BK 

5 P 43

34 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on E line of Section 34                                     

Distance and Mag. Var. shown 

Book 1, 

Page 160

35 43-23  
Road Survey on E line of Sec. 35  by 

F.J. O'Hara, Co. Surveyor 
1909

Road runs on E line of Section.                       

Distances and Mag. Var. stated 

Book 1, 

Page 95

35 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Spruce - S 25 deg. W, 7.9'                                          

10" Balsam - S 60 deg. E, 11.9' 

GLO BK 

5 P 21

35 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" White Birch - N 08 deg. E, 18.5'                                          

8" Spruce - S 15 deg. E, 9.9' 

GLO BK 

5 P 33

35 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 41 deg. E, 17.8'                                    

10" Spruce - N 25 deg. W, 11.2'                                           

8" Balsam - S 60 deg. E, 19.8'                                  

8" Balsam - S 45 deg. W, 9.9' 

GLO BK 

5 P 21

35 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

18" Yellow Birch - S 65 deg. W, 23.1'                                    

12" Yellow Birch - N 12 deg. W, 16.5'                                           

12" Linden - N 45 deg. E, 3.3'                                  

10" Balsam - S 80 deg. E, 13.2' 

GLO BK 

5 P 32

35 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
8" Sugar - N 27 deg. E, (?)'                                   

9" Sugar - S 20 deg. W, (?)'                          

GLO BK 

5 P 2

35 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

30" White Pine - N 40 deg. W, 9.9'                                    

12" Spruce - N 75 deg. E, 19.8'                                           

18" Linden - S 85 deg. E, 29.7'                                  

26" White Pine - S 62 deg. W, 5.9' 

GLO BK 

5 P 1

35 43-23 SW
3/4" capped iron shaft set in c/l of N-S 

road at fence to the East by T. Betley
1990

8" Burr Oak - N 41 deg. E, 30.09'                           

Cor. Fence post - S 88 deg. E, 22.98'                    

6" Basswood - N 60 deg. W, 30.37' 

274746 101680.043 553729.608
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35 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

7" Sugar - N 43 deg. W, 6.6'                                    

12" White Pine - N 31 deg. E, 6.6'                                           

12" White Pine - S 75 deg. E, 16.5'                                  

14" White Pine - S 72 deg. W, 12.5' 

GLO BK 

5 P 2

35 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
6" Balsam - N 86 deg. E, 11.9'                                          

30" White Pine - S 75 deg. W, 9.9' 

GLO BK 

5 P 32

35 43-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 35                                     

Distance and Mag. Var. shown 

Book 1, 

Page 160

36 43-23  
Road Survey on W line of Sec. 36  by 

F.J. O'Hara, Co. Surveyor 
1909

Road runs on W line of Section.                       

Distances and Mag. Var. stated 

Book 1, 

Page 95

36 43-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
40” White Pine – S 60 deg. W, 16.5'                      

14” Sugar – S 71 deg. E, 15.8'

GLO  Bk 

8 P. 13

36 43-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
8" Balsam - N 05 deg. E, 6.6'                                          

12" White Pine - S 20 deg. E, 16.5' 

GLO BK 

5 P 22

36 43-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26" White Pine - N 20 deg. W, 10.6'                       

32" White Pine - S 20 deg. W, 12.5'                      

30" White Pine - S 40 deg. E, 25.1'                        

30” White Pine – N 80 deg. E, 27.7'

GLO  Bk 

8 P. 13

36 43-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865

12" Spruce - N 41 deg. E, 17.8'                                    

10" Spruce - N 25 deg. W, 11.2'                                           

8" Balsam - S 60 deg. E, 19.8'                                  

8" Balsam - S 45 deg. W, 9.9' 

GLO BK 

5 P 21

36 43-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849
18" Birch - S 52 deg. W, 23.8'                                   

12" White Pine - N 40 deg. E, 5.3'                          

GLO BK 

5 P 1

36 43-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

30"White Pine - S 60 deg. W, 19.8'                       

14" Sugar  - N 55 deg. W, 20.5'                          

14" Maple - N 69 deg. E, 15.2'                              

7” Balsam – S 15 deg. E, 7.3'

GLO  Bk 

8 P. 12

36 43-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

30" White Pine - N 40 deg. W, 9.9'                                    

12" Spruce - N 75 deg. E, 19.8'                                           

18" Linden - S 85 deg. E, 29.7'                                  

26" White Pine - S 62 deg. W, 5.9' 

GLO BK 

5 P 1

36 43-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Ablion Barnard, U.S. Deputy Surveyor

1865
10" Spruce - S 25 deg. W, 7.9'                                          

10" Balsam - S 60 deg. E, 11.9' 

GLO BK 

5 P 21

1 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Tamarack - N 74 deg. W, 9.2'                                           

9" Tamarack - S 39 deg. E, 5.3' 

GLO BK 

5 P 12

1 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
6" Spruce - N 63 deg. W, 17.2'                                    

7" Birch - S 36 deg. E, 8.6'       

GLO BK 

11, P 13

1 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 51 deg. E, 14.5'                                    

8" Tamarack - N 09 deg. W, 15.2'                                           

9" Tamarack - S 79 deg. W, 18.5'                                  

8" Tamarack - S 21 deg. E, 5.9' 

GLO BK 

5 P 12

1 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Spruce - N 56 deg. E, 22.4'                                    

7" Birch - N 41 deg. W, 28.4'                          8" 

Aspen - S 15 deg. W, 28.4'                           8" 

Tamarack - S 62 deg. E, 16.5'

GLO BK 

11, P 13

1 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - N 68 deg. W, 9.2'                                    

8" Birch - S 60 deg. E, 4.6'       

GLO BK 

11, P 29

1 43-24 SE
C.I.M. set in c/l E-W road at fence line 

to the South by R. Thornton
1978

N & D in 6" W. Oak - N 53 deg. E, 121.27'             

N & D in 5" Maple - S 35 deg. E, 57.25'                 

"X" on 4'x5' flat bldr. - S 45 deg. W, 86.68'         

198784

1 43-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Black Ash - N 57 deg. E, 24.4'                                    

8" Birch - N 61 deg. W, 19.8'                                           

9" Birch - S 41 deg. W, 20.5'                                  

10" Birch - S 38 deg. E, 11.2' 

GLO BK 

5 P 11

1 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

5" Black Ash - N 21 deg. W, 13.9'                                    

10" Black Ash - N 52 deg. E, 6.6'                          

6" Black Ash - S 15 deg. W, 15.2'                           

6" Black Ash - S 65 deg. E, 7.9'

GLO BK 

11, P 28

1 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" White Cedar - S 52 deg. E, 17.2'                                    

6" Balsam - N 65 deg. W, 25.1'       

GLO BK 

11, P 30
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2 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" White Cedar - S 52 deg. E, 17.2'                                    

6" Balsam - N 65 deg. W, 25.1'       

GLO BK 

11, P 30

2 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Tamarack - N 69 deg. W, 17.8'                                    

7" Tamarack - S 32 deg. E, 8.6'       

GLO BK 

11, P 14

2 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Spruce - N 56 deg. E, 22.4'                                    

7" Birch - N 41 deg. W, 28.4'                          8" 

Aspen - S 15 deg. W, 28.4'                           8" 

Tamarack - S 62 deg. E, 16.5'

GLO BK 

11, P 13

2 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

7" Black Ash - N 31 deg. E, 9.9'                                    

7" Black Ash - N 29 deg. W, 23.8'                          

7" Tamarack - S 72 deg. W, 9.9'                           

9" Black Ash - S 58 deg. E, 14.5'

GLO BK 

11, P 14

2 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
11" Black Ash - N 52 deg. E, 3.3'                                    

8" Balsam - S 31 deg. E, 9.2'

GLO BK 

11, P 39

2 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

5" Black Ash - N 21 deg. W, 13.9'                                    

10" Black Ash - N 52 deg. E, 6.6'                          

6" Black Ash - S 15 deg. W, 15.2'                           

6" Black Ash - S 65 deg. E, 7.9'

GLO BK 

11, P 28

2 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 54 deg. W, 11.2'                                    

6" Tamarack - N 69 deg. E, 21.1'                          

8" Tamarack - S 46 deg. E, 7.3'                           

4" Tamarack - S 60 deg. W, 7.3'

GLO BK 

11, P 39

2 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Tamarack - S 67 deg. W, 10.6'                                    

12" Tamarack - S 75 deg. E, 9.2'

GLO BK 

11, P 40

3 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Tamarack - S 67 deg. W, 10.6'                                    

12" Tamarack - S 75 deg. E, 9.2'

GLO BK 

11, P 40

3 43-24 M.C.

is on W line of NW 1/4 on S side Bear 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
8" Elm - S 24 deg. W, 25.1'                                    

10" Birch - S 36 deg. E, 26.4'       

GLO BK 

11, P 50

3 43-24 M.C.

is on W line of NW 1/4 on N side Bear 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
14" Birch - N 33 deg. E, 18.5'                                    

14" Birch - N 67 deg. W, 16.5'       

GLO BK 

11, P 51

3 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Birch - N 18 deg. W, 19.8'                                    

9" Birch - S 15 deg. W, 10.6'       

GLO BK 

11, P 15

3 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

7" Black Ash - N 31 deg. E, 9.9'                                    

7" Black Ash - N 29 deg. W, 23.8'                          

7" Tamarack - S 72 deg. W, 9.9'                           

9" Black Ash - S 58 deg. E, 14.5'

GLO BK 

11, P 14

3 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 70 deg. E, 27.7'                                    

9" Birch - N 05 deg. W, 17.2'                          

10" Birch - S 72 deg. E, 11.2'                           

7" Birch - S 10 deg. W, 18.5'

GLO BK 

11, P 15

3 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 11 deg. E, 7.3'                                    

6" Tamarack - S 37 deg. W, 12.5'

GLO BK 

11, P 49

3 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 54 deg. W, 11.2'                                    

6" Tamarack - N 69 deg. E, 21.1'                          

8" Tamarack - S 46 deg. E, 7.3'                           

4" Tamarack - S 60 deg. W, 7.3'

GLO BK 

11, P 39

3 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - N 16 deg. E, 11.9'                                    

4" Spruce - S 35 deg. W, 3.3'                          

4" Spruce - S 60 deg. E, 19.1'                           

6" Spruce - N 69 deg. W, 4.6'

GLO BK 

11, P 48

3 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 90 deg. E, 2.0'                                    

3" Spruce - S 90 deg. W, 6.6'

GLO BK 

11, P 50
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4 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 90 deg. E, 2.0'                                    

3" Spruce - S 90 deg. W, 6.6'

GLO BK 

11, P 50

4 43-24 M.C.

is on E line of NE 1/4 on S side Bear 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
8" Elm - S 24 deg. W, 25.1'                                    

10" Birch - S 36 deg. E, 26.4'       

GLO BK 

11, P 50

4 43-24 M.C.

is on E line of NE 1/4 on N side Bear 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
14" Birch - N 33 deg. E, 18.5'                                    

14" Birch - N 67 deg. W, 16.5'       

GLO BK 

11, P 51

4 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
6" Spruce - N 12 deg. W, 8.6'                                    

9" Spruce - S 22 deg. E, 5.9'       

GLO BK 

11, P 16

4 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 70 deg. E, 27.7'                                    

9" Birch - N 05 deg. W, 17.2'                          

10" Birch - S 72 deg. E, 11.2'                           

7" Birch - S 10 deg. W, 18.5'

GLO BK 

11, P 15

4 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

6" Spruce - N 12 deg. E, 12.5'                                    

6" Spruce - N 41 deg. W, 9.2'                          

7" Tamarack - S 08 deg. W, 19.8'                           

8" Tamarack - S 57 deg. E, 11.9'

GLO BK 

11, P 16

4 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 42 deg. E, 7.3'                                    

4" Birch - S 37 deg. W, 14.5'

GLO BK 

11, P 61

4 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - N 16 deg. E, 11.9'                                    

4" Spruce - S 35 deg. W, 3.3'                          

4" Spruce - S 60 deg. E, 19.1'                           

6" Spruce - N 69 deg. W, 4.6'

GLO BK 

11, P 48

4 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 52 deg. E, 5.3'                                    

10" Tamarack - S 27 deg. W, 3.3'                          

12" Tamarack - N 49 deg. W, 5.9'                           

8" Tamarack - N 31 deg. E, 21.1'

GLO BK 

11, P 60

4 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Aspen - N 60 deg. W, 4.6'                                    

14" Aspen - N 58 deg. E, 7.3'       

GLO BK 

11, P 62

5 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Aspen - N 60 deg. W, 4.6'                                    

14" Aspen - N 58 deg. E, 7.3'       

GLO BK 

11, P 62

5 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Tamarack - N 60 deg. W, 4.0'                                    

8" Birch - S 05 deg. E, 5.3'       

GLO BK 

11, P 17

5 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

6" Spruce - N 12 deg. E, 12.5'                                    

6" Spruce - N 41 deg. W, 9.2'                          

7" Tamarack - S 08 deg. W, 19.8'                           

8" Tamarack - S 57 deg. E, 11.9'

GLO BK 

11, P 16

5 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 74 deg. E, 22.4'                                    

8" Birch - N 29 deg. W, 22.4'                          6" 

Birch - S 61 deg. W, 27.1'                           6" 

Birch - S 62 deg. E, 19.1'

GLO BK 

11, P 17

5 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Birch - N 30 deg. W, 11.2'                                    

8" Birch - S 25 deg. W, 33.0'       

GLO BK 

11, P 76

5 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 52 deg. E, 5.3'                                    

10" Tamarack - S 27 deg. W, 3.3'                          

12" Tamarack - N 49 deg. W, 5.9'                           

8" Tamarack - N 31 deg. E, 21.1'

GLO BK 

11, P 60

5 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - S 15 deg. E, 7.3'                                    

6" Balsam - S 46 deg. W, 7.9'                          

6" Balsam - N 54 deg. W, 7.3'                           

8" Birch - N 19 deg. E, 15.8'

GLO BK 

11, P 75

5 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Birch - S 20 deg. E, 9.2'                                    

8" Birch - N 19 deg. W, 13.2'       

GLO BK 

11, P 78
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6 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Birch - S 20 deg. E, 9.2'                                    

8" Birch - N 19 deg. W, 13.2'       

GLO BK 

11, P 78

6 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
10" Birch - N 53 deg. E, 8.6'                                    

10" Birch - S 69 deg. E, 14.5'       

GLO BK 

11, P 18

6 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 74 deg. E, 22.4'                                    

8" Birch - N 29 deg. W, 22.4'                          6" 

Birch - S 61 deg. W, 27.1'                           6" 

Birch - S 62 deg. E, 19.1'

GLO BK 

11, P 17

6 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Birch - N 45 deg. E, 5.9'                                    

10" Birch - N 52 deg. W, 51.5'                          

8" Elm - S 72 deg. W, 17.2'                           

10" Tamarack - S 35 deg. E, 27.7'

GLO BK 

11, P 12

6 43-24

NW 

Cor. 

Lot 5

(Elongated Section N-S) Set wood 

post as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1849
6" Burr Oak - N 57 deg. W, 5.9'                                    

8" Birch - S 76 deg. E, 13.2'       

GLO BK 

11, P 12

6 43-24

NW 

Cor. 

NW 

1/4

(Elongated Section N-S) Set wood 

post as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1849
8" Tamarack - N 64 deg. E, 23.8'                                    

6" Tamarack - N 38 deg. W, 11.9'       

GLO BK 

11, P 12

6 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Balsam - N 00 deg. E, 6.6'                                    

8" Balsam - S 31 deg. E, 11.9'       

GLO BK 

11, P 77

6 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - S 15 deg. E, 7.3'                                    

6" Balsam - S 46 deg. W, 7.9'                          

6" Balsam - N 54 deg. W, 7.3'                           

8" Birch - N 19 deg. E, 15.8'

GLO BK 

11, P 75

6 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Maple - N 30 deg. E, 11.9'                                    

8" Birch - N 78 deg. W, 17.2'                          7" 

Sugar - S 53 deg. W, 16.5'                           9" 

Birch - S 75 deg. E, 10.6'

GLO BK 

11, P 11

6 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Pine - N 45 deg. E, 3.3'                                    

8" Pine - S 46 deg. W, 4.0'       

GLO BK 

11, P 12

7 43-24 E 1/4

Corner falls in Cedar Lake - no wood 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 no ties
GLO BK 

11, P 74

7 43-24 M.C.

is on E line of SE 1/4 on S side Cedar 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
10" Birch - S 78 deg. E, 9.3'                                    

8" Birch - S 83 deg. W, 5.9'       

GLO BK 

11, P 73

7 43-24 M.C.

is on E line of NE 1/4 on N side Cedar 

Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
8" Birch - N 42 deg. W, 5.3'                                    

6" Balsam - N 45 deg. E, 9.9'       

GLO BK 

11, P 75

7 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Balsam - N 00 deg. E, 6.6'                                    

8" Balsam - S 31 deg. E, 11.9'       

GLO BK 

11, P 77

7 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - S 15 deg. E, 7.3'                                    

6" Balsam - S 46 deg. W, 7.9'                          

6" Balsam - N 54 deg. W, 7.3'                           

8" Birch - N 19 deg. E, 15.8'

GLO BK 

11, P 75

7 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Maple - N 30 deg. E, 11.9'                                    

8" Birch - N 78 deg. W, 17.2'                          7" 

Sugar - S 53 deg. W, 16.5'                           9" 

Birch - S 75 deg. E, 10.6'

GLO BK 

11, P 11

7 43-24 S 1/4
3/4" iron pin set on c/l E-W highway by 

B. Peterson
1968

N & D in 6" Maple - 101.90' N                                

N & D in 16" N. Pine - 115.00' NE                         

N & D in 8" Poplar - 134.50' NE

166997 121005.289 503325.418

7 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Sugar - N 44 deg. E, 8.6'                                    

8" Aspen - S 30 deg. E, 5.3'       

GLO BK 

11, P 72
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7 43-24 SE
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

N & D in 6" Poplar - 89.25' N                                

N & D in 6" Poplar - 99.00' NE                              

N & D in 10" Ash - 119.74' NE

166996 121197.922 505975.171

7 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - N 48 deg. E, 4.0'                                    

6" Birch - S 58 deg. E, 13.9'                          

12" Aspen - N 53 deg. W, 17.2'                           

10" Aspen - S 45 deg. W, 19.8'

GLO BK 

11, P 71

7 43-24 SW
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

C.I.M - 88.99' N                                                     

C.I.M. - 146.43' SE                                             

C.I.M. - 145.01' SW

166996 120802.488 500611.629

7 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Sugar - N 90 deg. E, 17.8'                                    

12" Black Oak - N 75 deg. W, 35.6'                          

15" Black Oak - S 76 deg. W, 26.4'                           

10" Sugar - S 17 deg. E, 9.2'

GLO BK 

11, P 10

7 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Fir - S 68 deg. W, 11.9'                                    

8" Red Cedar - S 20 deg. W, 12.5'       

GLO BK 

11, P 11

8 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 82 deg. E, 6.6'                                    

4" Spruce - S 60 deg. E, 2.6'

GLO BK 

11, P 60

8 43-24 M.C.

is on W line of SW 1/4 on S side 

Cedar Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
10" Birch - S 78 deg. E, 9.3'                                    

8" Birch - S 83 deg. W, 5.9'       

GLO BK 

11, P 73

8 43-24 M.C.

is on W line of NW 1/4 on N side 

Cedar Lake - Set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1858
8" Birch - N 42 deg. W, 5.3'                                    

6" Balsam - N 45 deg. E, 9.9'       

GLO BK 

11, P 75

8 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Birch - N 30 deg. W, 11.2'                                    

8" Birch - S 25 deg. W, 33.0'       

GLO BK 

11, P 76

8 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 52 deg. E, 5.3'                                    

10" Tamarack - S 27 deg. W, 3.3'                          

12" Tamarack - N 49 deg. W, 5.9'                           

8" Tamarack - N 31 deg. E, 21.1'

GLO BK 

11, P 60

8 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - S 15 deg. E, 7.3'                                    

6" Balsam - S 46 deg. W, 7.9'                          

6" Balsam - N 54 deg. W, 7.3'                           

8" Birch - N 19 deg. E, 15.8'

GLO BK 

11, P 75

8 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Birch - S 38 deg. E, 11.9'                                    

10" White Pine - N 24 deg. E, 9.2'

GLO BK 

11, P 72

8 43-24 SE
3/4" iron pin set on c/l E-W highway at 

c/l roads N-S by B. Peterson
1968

N & D in power Pole - 77.10' SE                           

N & D in 8" Poplar - 103.70' SW                             

N & D in Hub - 122.10' SW

166995 121587.526 411310.107

8 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Ash - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 59

8 43-24 SW
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

N & D in 6" Poplar - 89.25' N                                

N & D in 6" Poplar - 99.00' NE                                

N & D in 10" Ash - 119.74' NE

166996 121197.922 505975.171

8 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - N 48 deg. E, 4.0'                                    

6" Birch - S 58 deg. E, 13.9'                          

12" Aspen - N 53 deg. W, 17.2'                           

10" Aspen - S 45 deg. W, 19.8'

GLO BK 

11, P 71

8 43-24 W 1/4

Corner falls in Cedar Lake - no wood 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 no ties
GLO BK 

11, P 74

9 43-24 E 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E by J. Halverson
1966

N & D in Poplar - 44.63' NW                                   

N & D in CFP - 25.69' E                                         

N & D in Tele. Pole - 67.02' SW

158899

9 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 31 deg. W, 6.6'                                    

6" Balsam - S 67 deg. E, 5.9'

GLO BK 

11, P 48
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9 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 42 deg. E, 7.3'                                    

4" Birch - S 37 deg. W, 14.5'

GLO BK 

11, P 61

9 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - N 16 deg. E, 11.9'                                    

4" Spruce - S 35 deg. W, 3.3'                          

4" Spruce - S 60 deg. E, 19.1'                           

6" Spruce - N 69 deg. W, 4.6'

GLO BK 

11, P 48

9 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 52 deg. E, 5.3'                                    

10" Tamarack - S 27 deg. W, 3.3'                          

12" Tamarack - N 49 deg. W, 5.9'                           

8" Tamarack - N 31 deg. E, 21.1'

GLO BK 

11, P 60

9 43-24 S 1/4
3/4" iron pin set on c/l E-W highway by 

B. Peterson
1968

N & D in Hub - 194.50' SE                                      

N & D in Hub - 174.90' SSE                                  

N & D in Hub - 152.80' SSW

166998 121777.891 513940.123

9 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 32 deg. E, 7.9'                                    

6" Tamarack - S 03 deg. E, 9.2'

GLO BK 

11, P  60

9 43-24 SE
3/4" iron pin set on c/l E-W highway at 

c/l road to N by B. Peterson
1968

N & D in Hub - 119.10' SE                                      

N & D in Power Pole - 69.30' SSE                         

N & D in Hub - 98.60' SSW

166999 121967.562 516561.739

9 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Aspen - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 46

9 43-24 SW
3/4" iron pin set on c/l E-W highway at 

c/l roads N-S by B. Peterson
1968

N & D in power Pole - 77.10' SE                            

N & D in 8" Poplar - 103.70' SW                            

N & D in Hub - 122.10' SW

166995 121587.526 511310.107

9 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Ash - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 59

9 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 82 deg. E, 6.6'                                    

4" Spruce - S 60 deg. E, 2.6'

GLO BK 

11, P 60

10 43-24 E 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E and W by J. Halverson
1966

N & D in Poplar - 97.62' NW                                 

N & D in CFP - 22.87' E                                         

N & D in Power Pole - 59.96' SE

158901

10 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - S 45 deg. E, 6.6'                                    

6" Ash - N 51 deg. W, 2.6'

GLO BK 

11, P 38

10 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 11 deg. E, 7.3'                                    

6" Tamarack - S 37 deg. W, 12.5'

GLO BK 

11, P 49

10 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 54 deg. W, 11.2'                                    

6" Tamarack - N 69 deg. E, 21.1'                          

8" Tamarack - S 46 deg. E, 7.3'                           

4" Tamarack - S 60 deg. W, 7.3'

GLO BK 

11, P 39

10 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

10" Birch - N 16 deg. E, 11.9'                                    

4" Spruce - S 35 deg. W, 3.3'                          

4" Spruce - S 60 deg. E, 19.1'                           

6" Spruce - N 69 deg. W, 4.6'

GLO BK 

11, P 48

10 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - N 50 deg. E, 9.2'                                    

8" Tamarack - S 15 deg. E, 4.0'

GLO BK 

11, P 47

10 43-24 SE
RR spk on c/l E-W highway at c/l 

roads N-S set by J. Halverson
1966

N & D in power Pole - 56.15' NE                           

N & D in Power Pole - 42.32' SE                           

N & D in CFP  - 34.77' SW

158900 122338.681 521854.489

10 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Aspen - S 49 deg. E, 11.2'                                    

6" Balsam - S 11 deg. W, 16.5'                          

8" Maple - N 67 deg. W, 11.2'                           

6" Birch - N 15 deg. E, 16.5'

GLO BK 

11, P 37

10 43-24 SW
3/4" iron pin set on c/l E-W highway at 

c/l road to N by B. Peterson
1968

N & D in Hub - 119.10' SE                                      

N & D in Power Pole - 69.30' SSE                        

N & D in Hub - 98.60' SSW

166999 121967.562 516561.739

10 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Aspen - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 46
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10 43-24 W 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E by J. Halverson
1966

N & D in Poplar - 44.63' NW                                 

N & D in CFP - 25.69' E                                         

N & D in Tele. Pole - 67.02' SW

158899

10 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 31 deg. W, 6.6'                                    

6" Balsam - S 67 deg. E, 5.9'

GLO BK 

11, P 48

11 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 10 deg. W, 10.6'                                    

6" Spruce - S 17 deg. W, 11.9'

GLO BK 

11, P 28

11 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
11" Black Ash - N 52 deg. E, 3.3'                                    

8" Balsam - S 31 deg. E, 9.2'

GLO BK 

11, P 39

11 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

5" Black Ash - N 21 deg. W, 13.9'                                    

10" Black Ash - N 52 deg. E, 6.6'                          

6" Black Ash - S 15 deg. W, 15.2'                           

6" Black Ash - S 65 deg. E, 7.9'

GLO BK 

11, P 28

11 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 54 deg. W, 11.2'                                    

6" Tamarack - N 69 deg. E, 21.1'                          

8" Tamarack - S 46 deg. E, 7.3'                           

4" Tamarack - S 60 deg. W, 7.3'

GLO BK 

11, P 39

11 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 26 deg. E, 13.2'                                    

6" Spruce - S 20 deg. W, 11.9'

GLO BK 

11, P 38

11 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Aspen - S 17 deg. W, 3.3'                                    

10" Balsam - N 49 deg. E, 3.3'                          

10" Spruce - N 67 deg. W, 12.5'                           

6" Balsam - S 73 deg. E, 5.9'

GLO BK 

11, P 25

11 43-24 SW
RR spk on c/l E-W highway at c/l 

roads N-S set by J. Halverson
1966

N & D in power Pole - 56.15' NE                           

N & D in Power Pole - 42.32' SE                            

N & D in CFP  - 34.77' SW

158900 122338.681 521854.489

11 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Aspen - S 49 deg. E, 11.2'                                    

6" Balsam - S 11 deg. W, 16.5'                          

8" Maple - N 67 deg. W, 11.2'                           

6" Birch - N 15 deg. E, 16.5'

GLO BK 

11, P 37

11 43-24 W 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E and W by J. Halverson
1966

N & D in Poplar - 97.62' NW                                 

N & D in CFP - 22.87' E                                         

N & D in Power Pole - 59.96' SE

158901

11 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - S 45 deg. E, 6.6'                                    

6" Ash - N 51 deg. W, 2.6'

GLO BK 

11, P 38

12 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Pine - S 72 deg. W, 12.5'                                           

7" Black Ash - S 76 deg. E, 8.6' 

GLO BK 

5 P 11

12 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - N 68 deg. W, 9.2'                                    

8" Birch - S 60 deg. E, 4.6'       

GLO BK 

11, P 29

12 43-24 NE
C.I.M. set in c/l E-W road at fence line 

to the South by R. Thornton
1978

N & D in 6" W. Oak - N 53 deg. E, 121.27'             

N & D in 5" Maple - S 35 deg. E, 57.25'                 

"X" on 4'x5' flat bldr. - S 45 deg. W, 86.68'         

198784

12 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Black Ash - N 57 deg. E, 24.4'                                    

8" Birch - N 61 deg. W, 19.8'                                           

9" Birch - S 41 deg. W, 20.5'                                  

10" Birch - S 38 deg. E, 11.2' 

GLO BK 

5 P 11

12 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

5" Black Ash - N 21 deg. W, 13.9'                                    

10" Black Ash - N 52 deg. E, 6.6'                          

6" Black Ash - S 15 deg. W, 15.2'                           

6" Black Ash - S 65 deg. E, 7.9'

GLO BK 

11, P 28

12 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - S 44 deg. E, 7.9'                                    

6" Balsam - N 62 deg. W, 10.6'       

GLO BK 

11, P 27

12 43-24 SE
C.I.M. set 28' N of c/l E-W highway by 

R. Thornton
1978

N & D in 8" Elm - N 12 deg. E, 41.20'               

steel post - N 35 deg. E, 52.30'                          

steel post - N 50 deg. W, 52.02'         

198785

12 43-24 SE
6”x8”x14” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - S 30 deg. W, 76.0'

Book 1, 

Page 396
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12 43-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Birch - N 28 deg. E, 23.1'                                    

10" Birch - N 27 deg. W, 23.1'                                           

9" Sugar - S 76 deg. W, 11.9'                                  

7" Burr Oak - S 15 deg. E, 6.6' 

GLO BK 

5 P 10

12 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Aspen - S 17 deg. W, 3.3'                                    

10" Balsam - N 49 deg. E, 3.3'                          

10" Spruce - N 67 deg. W, 12.5'                           

6" Balsam - S 73 deg. E, 5.9'

GLO BK 

11, P 25

12 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 10 deg. W, 10.6'                                    

6" Spruce - S 17 deg. W, 11.9'

GLO BK 

11, P 28

13 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Birch - S 68 deg. W, 2.6'                                           

8" Birch - S 44 deg. E, 21.1' 

GLO BK 

5 P 10

13 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - S 44 deg. E, 7.9'                                    

6" Balsam - N 62 deg. W, 10.6'       

GLO BK 

11, P 27

13 43-24 NE
C.I.M. set 28' N of c/l E-W highway by 

R. Thornton
1978

N & D in 8" Elm - N 12 deg. E, 41.20'              

steel post - N 35 deg. E, 52.30'                          

steel post - N 50 deg. W, 52.02'         

198785

13 43-24 NE
6”x8”x14” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - S 30 deg. W, 76.0'

Book 1, 

Page 396

13 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Birch - N 28 deg. E, 23.1'                                    

10" Birch - N 27 deg. W, 23.1'                                           

9" Sugar - S 76 deg. W, 11.9'                                  

7" Burr Oak - S 15 deg. E, 6.6' 

GLO BK 

5 P 10

13 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Aspen - S 17 deg. W, 3.3'                                    

10" Balsam - N 49 deg. E, 3.3'                          

10" Spruce - N 67 deg. W, 12.5'                           

6" Balsam - S 73 deg. E, 5.9'

GLO BK 

11, P 25

13 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 85 deg. E, 23.8'                                    

8" White Pine - N 78 deg. E, 11.2'

GLO BK 

11, P 24

13 43-24 SE
10”x12”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923

14” Pine stump – N 45 deg. W, 2.0'                       

10” Poplar – S 30 deg. E, 52.0'

Book 1, 

Page 395

13 43-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

12" Birch - N 40 deg. E, 9.9'                                    

8" Sugar - N 58 deg. W, 11.2'                                           

10" Sugar - S 82 deg. W, 21.1'                                  

8" Birch - S 65 deg. E, 25.1' 

GLO BK 

5 P 9

13 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 49 deg. E, 25.1'                                    

8" Tamarack - N 45 deg. E, 15.8'                          

6" Tamarack - N 29 deg. W, 13.2'                           

6" Spruce - S 14 deg. W, 21.1'

GLO BK 

11, P 23

13 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 16 deg. W, 8.6'                                    

6" Tamarack - S 73 deg. E, 12.5'

GLO BK 

11, P 25

14 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 16 deg. W, 8.6'                                    

6" Tamarack - S 73 deg. E, 12.5'

GLO BK 

11, P 25

14 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 26 deg. E, 13.2'                                    

6" Spruce - S 20 deg. W, 11.9'

GLO BK 

11, P 38

14 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Aspen - S 17 deg. W, 3.3'                                    

10" Balsam - N 49 deg. E, 3.3'                          

10" Spruce - N 67 deg. W, 12.5'                           

6" Balsam - S 73 deg. E, 5.9'

GLO BK 

11, P 25

14 43-24 NW
RR spk on c/l E-W highway at c/l 

roads N-S set by J. Halverson
1966

N & D in power Pole - 56.15' NE                            

N & D in Power Pole - 42.32' SE                            

N & D in CFP  - 34.77' SW

158900 122338.681 521854.489

14 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Aspen - S 49 deg. E, 11.2'                                    

6" Balsam - S 11 deg. W, 16.5'                          

8" Maple - N 67 deg. W, 11.2'                           

6" Birch - N 15 deg. E, 16.5'

GLO BK 

11, P 37

14 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
7" Tamarack - N 00 deg. E, 5.3'                                    

9" Tamarack - S 62 deg. E, 14.5'

GLO BK 

11, P 36
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14 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 49 deg. E, 25.1'                                    

8" Tamarack - N 45 deg. E, 15.8'                          

6" Tamarack - N 29 deg. W, 13.2'                           

6" Spruce - S 14 deg. W, 21.1'

GLO BK 

11, P 23

14 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

12" Sugar - N 53 deg. E, (?)'                                    

6" Sugar - N 60 deg. W, (?)'                          6" 

Sugar - S 41 deg. W, (?)'                           8" 

Sugar - S 40 deg. E, (?)'

GLO BK 

11, P 35

14 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Black Ash - N 38 deg. E, 5.3'                                    

10" Tamarack - S 51 deg. W, 6.6'

GLO BK 

11, P 36

15 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - N 50 deg. E, 9.2'                                    

8" Tamarack - S 15 deg. E, 4.0'

GLO BK 

11, P 47

15 43-24 NE
RR spk on c/l E-W highway at c/l 

roads N-S set by J. Halverson
1966

N & D in power Pole - 56.15' NE                            

N & D in Power Pole - 42.32' SE                             

N & D in CFP  - 34.77' SW

158900 122338.681 521854.489

15 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Aspen - S 49 deg. E, 11.2'                                    

6" Balsam - S 11 deg. W, 16.5'                          

8" Maple - N 67 deg. W, 11.2'                           

6" Birch - N 15 deg. E, 16.5'

GLO BK 

11, P 37

15 43-24 NW
3/4" iron pin set on c/l E-W highway at 

c/l road to N by B. Peterson
1968

N & D in Hub - 119.10' SE                                      

N & D in Power Pole - 69.30' SSE                         

N & D in Hub - 98.60' SSW

166999 121967.562 516561.739

15 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Aspen - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 46

15 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 00 deg. E, 12.05'                                    

4" Tamarack - S 00 deg. E, 10.6'

GLO BK 

11, P 45

15 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

12" Sugar - N 53 deg. E, (?)'                                    

6" Sugar - N 60 deg. W, (?)'                          6" 

Sugar - S 41 deg. W, (?)'                           8" 

Sugar - S 40 deg. E, (?)'

GLO BK 

11, P 35

15 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 76 deg. E, 43.6'                                    

3" Spruce - S 64 deg. W, 5.2'                          

3" Spruce - S 29 deg. E, 59.4'                           

No other trees near for ties

GLO BK 

11, P 45

15 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 35 deg. E, 55.4'                                    

3" Tamarack - N 52 deg. W, 8.6'

GLO BK 

11, P 46

16 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 35 deg. E, 55.4'                                    

3" Tamarack - N 52 deg. W, 8.6'

GLO BK 

11, P 46

16 43-24 N 1/4
3/4" iron pin set on c/l E-W highway by 

B. Peterson
1968

N & D in Hub - 194.50' SE                                      

N & D in Hub - 174.90' SSE                                 

N & D in Hub - 152.80' SSW

166998 121777.891 513940.123

16 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 32 deg. E, 7.9'                                    

6" Tamarack - S 03 deg. E, 9.2'

GLO BK 

11, P  60

16 43-24 NE
3/4" iron pin set on c/l E-W highway at 

c/l road to N by B. Peterson
1968

N & D in Hub - 119.10' SE                                    

N & D in Power Pole - 69.30' SSE                         

N & D in Hub - 98.60' SSW

166999 121967.562 516561.739

16 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Aspen - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 46

16 43-24 NW
3/4" iron pin set on c/l E-W highway at 

c/l roads N-S by B. Peterson
1968

N & D in power Pole - 77.10' SE                            

N & D in 8" Poplar - 103.70' SW                            

N & D in Hub - 122.10' SW

166995 121587.526 511310.107

16 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Ash - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 59

16 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 58
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16 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 76 deg. E, 43.6'                                    

3" Spruce - S 64 deg. W, 5.2'                          

3" Spruce - S 29 deg. E, 59.4'                           

No other trees near for ties

GLO BK 

11, P 45

16 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 17 deg. W, 68.6'                                    

6" Tamarack - N 26 deg. E, 50.8'                          

6" Tamarack - S 39 deg. E, 92.4'                           

No other trees near for ties

GLO BK 

11, P 57

16 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Ash - N 85 deg. W, 10.6'                                    

8" Ash - N 42 deg. E, 6.6'       

GLO BK 

11, P 58

17 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Ash - N 85 deg. W, 10.6'                                    

8" Ash - N 42 deg. E, 6.6'       

GLO BK 

11, P 58

17 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Birch - S 38 deg. E, 11.9'                                    

10" White Pine - N 24 deg. E, 9.2'

GLO BK 

11, P 72

17 43-24 NE
3/4" iron pin set on c/l E-W highway at 

c/l roads N-S by B. Peterson
1968

N & D in power Pole - 77.10' SE                           

N & D in 8" Poplar - 103.70' SW                            

N & D in Hub - 122.10' SW

166995 121587.526 511310.107

17 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Ash - N 10 deg. W, 7.9'                                    

8" Birch - N 70 deg. E, 11.9'                          6" 

Birch - S 20 deg. E, 15.8'                           8" 

Aspen - S 24 deg. W, 9.2'

GLO BK 

11, P 59

17 43-24 NW
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

N & D in 6" Poplar - 89.25' N                                

N & D in 6" Poplar - 99.00' NE                              

N & D in 10" Ash - 119.74' NE

166996 121197.922 505975.171

17 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - N 48 deg. E, 4.0'                                    

6" Birch - S 58 deg. E, 13.9'                          

12" Aspen - N 53 deg. W, 17.2'                           

10" Aspen - S 45 deg. W, 19.8'

GLO BK 

11, P 71

17 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - N 18 deg. E, 13.2'                                    

8" Birch - S 23 deg. W, 11.9'

GLO BK 

11, P 70

17 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 17 deg. W, 68.6'                                    

6" Tamarack - N 26 deg. E, 50.8'                          

6" Tamarack - S 39 deg. E, 92.4'                           

No other trees near for ties

GLO BK 

11, P 57

17 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 69

17 43-24 W 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E by J. Halverson
1966

N & D in Dead tree - 93.5' NW                             

N & D in Wood FP - 122.65' NE                              

N & D in CFP - 33.00' E

158903

17 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - S 55 deg. W, 6.6'                                    

10" Birch - S 55 deg. E, 5.9'

GLO BK 

11, P 71

18 43-24 E 1/4
3/4" iron pipe set on c/l N-S road at 

fence line to E by J. Halverson
1966

N & D in Dead tree - 93.5' NW                               

N & D in Wood FP - 122.65' NE                             

N & D in CFP - 33.00' E

158903 118572.417 505965.185

18 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - S 55 deg. W, 6.6'                                    

10" Birch - S 55 deg. E, 5.9'

GLO BK 

11, P 71

18 43-24 N 1/4
3/4" iron pin set on c/l E-W highway by 

B. Peterson
1968

N & D in 6" Maple - 101.90' N                                

N & D in 16" N. Pine - 115.00' NE                         

N & D in 8" Poplar - 134.50' NE

166997 121005.289 503325.418

18 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Sugar - N 44 deg. E, 8.6'                                    

8" Aspen - S 30 deg. E, 5.3'       

GLO BK 

11, P 72

18 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Sugar - N 44 deg. E, 8.6'                                    

8" Aspen - S 30 deg. E, 5.3'       

GLO BK 

11, P 72

18 43-24 NE
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

N & D in 6" Poplar - 89.25' N                                  

N & D in 6" Poplar - 99.00' NE                               

N & D in 10" Ash - 119.74' NE

166996 121197.922 505975.171

18 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - N 48 deg. E, 4.0'                                    

6" Birch - S 58 deg. E, 13.9'                          

12" Aspen - N 53 deg. W, 17.2'                           

10" Aspen - S 45 deg. W, 19.8'

GLO BK 

11, P 71
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18 43-24 NW
3/4" iron pin set on c/l E-W highway at 

c/l road to S by B. Peterson
1968

C.I.M - 88.99' N                                                     

C.I.M. - 146.43' SE                                             

C.I.M. - 145.01' SW

166994 120802.488 500611.629

18 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Sugar - N 90 deg. E, 17.8'                                    

12" Black Oak - N 75 deg. W, 35.6'                          

15" Black Oak - S 76 deg. W, 26.4'                           

10" Sugar - S 17 deg. E, 9.2'

GLO BK 

11, P 10

18 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 70

18 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 69

18 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

14" Pine - N 61 deg. E, 23.8'                                    

12" Birch - N 57 deg. W, 25.1'                          

12" Birch - S 80 deg. W, 25.1'                           

10" White Pine - S 11 deg. E, 11.2'

GLO BK 

11, P 9

18 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
12" Pine - N 78 deg. W, 5.3'                                    

10" Spruce - N 37 deg. E, 8.6'       

GLO BK 

11, P 10

19 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" White Pine - N 35 deg. E, 3.3'                                    

6" Spruce - S 48 deg. W, 10.6'

GLO BK 

11, P 69

19 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 70

19 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 69

19 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

14" Pine - N 61 deg. E, 23.8'                                    

12" Birch - N 57 deg. W, 25.1'                          

12" Birch - S 80 deg. W, 25.1'                           

10" White Pine - S 11 deg. E, 11.2'

GLO BK 

11, P 9

19 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Tamarack - N 35 deg. W, 5.3'                                    

8" Tamarack - S 25 deg. W, 11.9'

GLO BK 

11, P  68

19 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

20" Aspen - S 49 deg. W, 6.6'                                    

6" Balsam - S 60 deg. E, 1.3'                          

12" Aspen - N 55 deg. E, 12.5'                           

8" Balsam - N 38 deg. W, 15.8'

GLO BK 

11, P 66

19 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Tamarack - N 86 deg. E, 15.8'                                    

7" Tamarack - N 25 deg. W, 14.5'                          

7" Tamarack - S 08 deg. W, 15.2'                           

7" Tamarack - S 53 deg. E, 5.3'

GLO BK 

11, P 8

19 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
9" Fir - N 80 deg. E, 9.9'                                    

12" Birch - S 09 deg. W, 12.5'       

GLO BK 

11, P 9

20 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 39 deg. E, 8.6'                                    

4" Spruce - N 55 deg. W, 11.2'

GLO BK 

11, P 57

20 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - N 18 deg. E, 13.2'                                    

8" Birch - S 23 deg. W, 11.9'

GLO BK 

11, P 70

20 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 17 deg. W, 68.6'                                    

6" Tamarack - N 26 deg. E, 50.8'                          

6" Tamarack - S 39 deg. E, 92.4'                           

No other trees near for ties

GLO BK 

11, P 57

20 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 69

20 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Ash - N 85 deg. W, 10.6'                                    

8" Ash - N 42 deg. E, 6.6'       

GLO BK 

11, P 58
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20 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 32 deg. W, 3.3'                                    

6" White Pine - S 30 deg. E, 5.3'                          

10" Spruce - N 83 deg. E, 11.2'                           

6" Spruce - S 81 deg. W, 4.6'

GLO BK 

11, P 55

20 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

20" Aspen - S 49 deg. W, 6.6'                                    

6" Balsam - S 60 deg. E, 1.3'                          

12" Aspen - N 55 deg. E, 12.5'                           

8" Balsam - N 38 deg. W, 15.8'

GLO BK 

11, P 66

20 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" White Pine - N 35 deg. E, 3.3'                                    

6" Spruce - S 48 deg. W, 10.6'

GLO BK 

11, P 69

21 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 90 deg. W, 2.0'                                    

6" Tamarack - S 11 deg. E, 11.2'

GLO BK 

11, P 44

21 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858 No trees given for ties
GLO BK 

11, P 58

21 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 76 deg. E, 43.6'                                    

3" Spruce - S 64 deg. W, 5.2'                          

3" Spruce - S 29 deg. E, 59.4'                           

No other trees near for ties

GLO BK 

11, P 45

21 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 17 deg. W, 68.6'                                    

6" Tamarack - N 26 deg. E, 50.8'                          

6" Tamarack - S 39 deg. E, 92.4'                           

No other trees near for ties

GLO BK 

11, P 57

21 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 05 deg. W, 7.3'                                    

4" Tamarack - S 46 deg. E, 3.3'

GLO BK 

11, P 56

21 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 62 deg. E, 18.5'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 53 deg. W, 26.4'                           

8" Tamarack - S 22 deg. E, 24.4'

GLO BK 

11, P 43

21 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 32 deg. W, 3.3'                                    

6" White Pine - S 30 deg. E, 5.3'                          

10" Spruce - N 83 deg. E, 11.2'                           

6" Spruce - S 81 deg. W, 4.6'

GLO BK 

11, P 55

21 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 39 deg. E, 8.6'                                    

4" Spruce - N 55 deg. W, 11.2'

GLO BK 

11, P 57

22 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 36 deg. E, 13.9'                                    

6" Tamarack - N 81 deg. W, 23.1'

GLO BK 

11, P 35

22 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 00 deg. E, 12.05'                                    

4" Tamarack - S 00 deg. E, 10.6'

GLO BK 

11, P 45

22 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

12" Sugar - N 53 deg. E, (?)'                                    

6" Sugar - N 60 deg. W, (?)'                          6" 

Sugar - S 41 deg. W, (?)'                           8" 

Sugar - S 40 deg. E, (?)'

GLO BK 

11, P 35

22 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Tamarack - N 76 deg. E, 43.6'                                    

3" Spruce - S 64 deg. W, 5.2'                          

3" Spruce - S 29 deg. E, 59.4'                           

No other trees near for ties

GLO BK 

11, P 45

22 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 83 deg. E, 9.9'                                    

6" Tamarack - S 48 deg. W, 7.3'

GLO BK 

11, P 44

22 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 14 deg. W, 4.6'                                    

6" Tamarack - N 52 deg. E, 3.3'                          

4" Tamarack - S 88 deg. W, 3.3'                           

10" Tamarack - S 65 deg. E, 9.9'

GLO BK 

11, P 33

22 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 62 deg. E, 18.5'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 53 deg. W, 26.4'                           

8" Tamarack - S 22 deg. E, 24.4'

GLO BK 

11, P 43
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22 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 90 deg. W, 2.0'                                    

6" Tamarack - S 11 deg. E, 11.2'

GLO BK 

11, P 44

23 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Tamarack - S 63 deg. E, 15.2'                                    

6" Tamarack - N 89 deg. W, 12.5'

GLO BK 

11, P 23

23 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
7" Tamarack - N 00 deg. E, 5.3'                                    

9" Tamarack - S 62 deg. E, 14.5'

GLO BK 

11, P 36

23 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 49 deg. E, 25.1'                                    

8" Tamarack - N 45 deg. E, 15.8'                          

6" Tamarack - N 29 deg. W, 13.2'                           

6" Spruce - S 14 deg. W, 21.1'

GLO BK 

11, P 23

23 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

12" Sugar - N 53 deg. E, (?)'                                    

6" Sugar - N 60 deg. W, (?)'                          6" 

Sugar - S 41 deg. W, (?)'                           8" 

Sugar - S 40 deg. E, (?)'

GLO BK 

11, P 35

23 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 07 deg. E, 7.3'                                    

6" Spruce - S 06 deg. E, 7.3'

GLO BK 

11, P 34

23 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

24" Tamarack - N 70 deg. W, 11.9'                                    

6" Spruce - N 24 deg. E, 9.2'                          

20" Tamarack - S 59 deg. W, 14.5'                           

12" Spruce - S 10 deg. E, 19.1'

GLO BK 

11, P 21

23 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 14 deg. W, 4.6'                                    

6" Tamarack - N 52 deg. E, 3.3'                          

4" Tamarack - S 88 deg. W, 3.3'                           

10" Tamarack - S 65 deg. E, 9.9'

GLO BK 

11, P 33

23 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Tamarack - S 36 deg. E, 13.9'                                    

6" Tamarack - N 81 deg. W, 23.1'

GLO BK 

11, P 35

24 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
9" Spruce - N 62 deg. E, 16.5'                                   

7" Spruce - S 73 deg. W, 9.2'                          

GLO BK 

5 P 9

24 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 85 deg. E, 23.8'                                    

8" White Pine - N 78 deg. E, 11.2'

GLO BK 

11, P 24

24 43-24 NE
10”x12”x14” Stone set at corner by 

Glen Bickley, County Surveyor
1923

14” Pine stump – N 45 deg. W, 2.0'                       

10” Poplar – S 30 deg. E, 52.0'

Book 1, 

Page 395

24 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

12" Birch - N 40 deg. E, 9.9'                                    

8" Sugar - N 58 deg. W, 11.2'                                           

10" Sugar - S 82 deg. W, 21.1'                                  

8" Birch - S 65 deg. E, 25.1' 

GLO BK 

5 P 9

24 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - S 49 deg. E, 25.1'                                    

8" Tamarack - N 45 deg. E, 15.8'                          

6" Tamarack - N 29 deg. W, 13.2'                           

6" Spruce - S 14 deg. W, 21.1'

GLO BK 

11, P 23

24 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Sugar - S 36 deg. E, 5.3'                                    

14" Balsam - N 55 deg. E, 11.9'

GLO BK 

11, P 22

24 43-24 SE
4”x10”x18” Stone set at corner by 

Glen Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

24 43-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

9" Birch - N 32 deg. E, 17.8'                                    

9" Birch - N 79 deg. W, 27.7'                                           

15" Birch - S 29 deg. W, 25.7'                                  

12" Birch - S 34 deg. E, 4.6' 

GLO BK 

5 P 8

24 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

24" Tamarack - N 70 deg. W, 11.9'                                    

6" Spruce - N 24 deg. E, 9.2'                          

20" Tamarack - S 59 deg. W, 14.5'                           

12" Spruce - S 10 deg. E, 19.1'

GLO BK 

11, P 21

24 43-24 W 1/4
6”x8”x16” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

24 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Tamarack - S 63 deg. E, 15.2'                                    

6" Tamarack - N 89 deg. W, 12.5'

GLO BK 

11, P 23
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25 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Sugar - S 36 deg. E, 5.3'                                    

14" Balsam - N 55 deg. E, 11.9'

GLO BK 

11, P 22

25 43-24 NE
4”x10”x18” Stone set at corner by 

Glen Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 395

25 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

9" Birch - N 32 deg. E, 17.8'                                    

9" Birch - N 79 deg. W, 27.7'                                           

15" Birch - S 29 deg. W, 25.7'                                  

12" Birch - S 34 deg. E, 4.6' 

GLO BK 

5 P 8

25 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

24" Tamarack - N 70 deg. W, 11.9'                                    

6" Spruce - N 24 deg. E, 9.2'                          

20" Tamarack - S 59 deg. W, 14.5'                           

12" Spruce - S 10 deg. E, 19.1'

GLO BK 

11, P 21

25 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 30 deg. W, 5.3'                                    

6" Spruce - N 70 deg. E, 4.0'

GLO BK 

11, P 20

25 43-24 SE
12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - N 74 deg. E, 74.0'

Book 1, 

Page 395

25 43-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Elm - N 81 deg. E, 99.0'                                    

8" Birch - N 74 deg. W, 118.8'                                           

10" Elm - S 75 deg. W, 114.8'                                  

8" Birch - S 56 deg. E, 129.4' 

GLO BK 

5 P 7

25 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 19

25 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 74 deg. E, 6.6'                                    

6" Spruce - N 35 deg. W, 9.9'

GLO BK 

11, P 21

26 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Spruce - N 74 deg. E, 6.6'                                    

6" Spruce - N 35 deg. W, 9.9'

GLO BK 

11, P 21

26 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 07 deg. E, 7.3'                                    

6" Spruce - S 06 deg. E, 7.3'

GLO BK 

11, P 34

26 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

24" Tamarack - N 70 deg. W, 11.9'                                    

6" Spruce - N 24 deg. E, 9.2'                          

20" Tamarack - S 59 deg. W, 14.5'                           

12" Spruce - S 10 deg. E, 19.1'

GLO BK 

11, P 21

26 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 14 deg. W, 4.6'                                    

6" Tamarack - N 52 deg. E, 3.3'                          

4" Tamarack - S 88 deg. W, 3.3'                           

10" Tamarack - S 65 deg. E, 9.9'

GLO BK 

11, P 33

26 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
18" White Pine - N 36 deg. E, 7.9'                                    

6" Spruce - S 25 deg. W, 10.6'       

GLO BK 

11, P 32

26 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 19

26 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 31

26 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - S 29 deg. E, 4.0'                                    

2" Spruce - N 15 deg. E, 7.3'

GLO BK 

11, P 33

27 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - S 29 deg. E, 4.0'                                    

2" Spruce - N 15 deg. E, 7.3'

GLO BK 

11, P 33

27 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 83 deg. E, 9.9'                                    

6" Tamarack - S 48 deg. W, 7.3'

GLO BK 

11, P 44
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27 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 14 deg. W, 4.6'                                    

6" Tamarack - N 52 deg. E, 3.3'                          

4" Tamarack - S 88 deg. W, 3.3'                           

10" Tamarack - S 65 deg. E, 9.9'

GLO BK 

11, P 33

27 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 62 deg. E, 18.5'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 53 deg. W, 26.4'                           

8" Tamarack - S 22 deg. E, 24.4'

GLO BK 

11, P 43

27 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 31

27 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" White Pine - N 65 deg. E, 15.2'                                    

6" Spruce - N 64 deg. W, 4.0'                          

18" Aspen - S 47 deg. E, 9.9'                           

12" Sugar - S 43 deg. W, 5.9'

GLO BK 

11, P 41

27 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - S 36 deg. E, 7.9'                                    

8" Birch - S 23 deg. W, 11.9'       

GLO BK 

11, P 42

28 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Birch - S 36 deg. E, 7.9'                                    

8" Birch - S 23 deg. W, 11.9'       

GLO BK 

11, P 42

28 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Tamarack - N 05 deg. W, 7.3'                                    

4" Tamarack - S 46 deg. E, 3.3'

GLO BK 

11, P 56

28 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Tamarack - N 62 deg. E, 18.5'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 53 deg. W, 26.4'                           

8" Tamarack - S 22 deg. E, 24.4'

GLO BK 

11, P 43

28 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 32 deg. W, 3.3'                                    

6" White Pine - S 30 deg. E, 5.3'                          

10" Spruce - N 83 deg. E, 11.2'                           

6" Spruce - S 81 deg. W, 4.6'

GLO BK 

11, P 55

28 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 27 deg. W, 20.5'                                    

3" Tamarack - S 10 deg. W, 14.5'

GLO BK 

11, P 54

28 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" White Pine - N 65 deg. E, 15.2'                                    

6" Spruce - N 64 deg. W, 4.0'                          

18" Aspen - S 47 deg. E, 9.9'                           

12" Sugar - S 43 deg. W, 5.9'

GLO BK 

11, P 41

28 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Tamarack - S 36 deg. E, 35.0'                                    

3" Tamarack - S 60 deg. W, 4.0'                          

12" Tamarack - N 50 deg. W, 21.8'                           

12" Tamarack - N 29 deg. E, 28.4'

GLO BK 

11, P 53

28 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 77 deg. E, 5.3'                                    

No other tree near for tie

GLO BK 

11, P 55

29 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 77 deg. E, 5.3'                                    

No other tree near for tie

GLO BK 

11, P 55

29 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Ash - N 85 deg. W, 10.6'                                    

8" Ash - N 42 deg. E, 6.6'       

GLO BK 

11, P 58

29 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Spruce - N 32 deg. W, 3.3'                                    

6" White Pine - S 30 deg. E, 5.3'                          

10" Spruce - N 83 deg. E, 11.2'                           

6" Spruce - S 81 deg. W, 4.6'

GLO BK 

11, P 55

29 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

20" Aspen - S 49 deg. W, 6.6'                                    

6" Balsam - S 60 deg. E, 1.3'                          

12" Aspen - N 55 deg. E, 12.5'                           

8" Balsam - N 38 deg. W, 15.8'

GLO BK 

11, P 66

29 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - N 34 deg. W, 5.9'                                    

6" Basswood - S 56 deg. E, 6.6'

GLO BK 

11, P 64
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29 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Tamarack - S 36 deg. E, 35.0'                                    

3" Tamarack - S 60 deg. W, 4.0'                          

12" Tamarack - N 50 deg. W, 21.8'                           

12" Tamarack - N 29 deg. E, 28.4'

GLO BK 

11, P 53

29 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Balsam - N 38 deg. W, 11.9'                                    

8" Balsam - N 24 deg. E, 21.1'                          

10" Maple - S 06 deg. W, 9.9'                           

10" Elm - S 35 deg. E, 35.0'

GLO BK 

11, P 63

29 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 77 deg. W, 5.3'                                    

6" Spruce - N 83 deg. E, 7.3'

GLO BK 

11, P 66

30 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
4" Spruce - N 77 deg. W, 5.3'                                    

6" Spruce - N 83 deg. E, 7.3'

GLO BK 

11, P 66

30 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" Tamarack - N 35 deg. W, 5.3'                                    

8" Tamarack - S 25 deg. W, 11.9'

GLO BK 

11, P  68

30 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

20" Aspen - S 49 deg. W, 6.6'                                    

6" Balsam - S 60 deg. E, 1.3'                          

12" Aspen - N 55 deg. E, 12.5'                           

8" Balsam - N 38 deg. W, 15.8'

GLO BK 

11, P 66

30 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Tamarack - N 86 deg. E, 15.8'                                    

7" Tamarack - N 25 deg. W, 14.5'                          

7" Tamarack - S 08 deg. W, 15.2'                           

7" Tamarack - S 53 deg. E, 5.3'

GLO BK 

11, P 8

30 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
14" Sugar - S 25 deg. W, 16.5'                                    

4" Birch - N 06 deg. W, 5.3'

GLO BK 

11, P 65

30 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Balsam - N 38 deg. W, 11.9'                                    

8" Balsam - N 24 deg. E, 21.1'                          

10" Maple - S 06 deg. W, 9.9'                           

10" Elm - S 35 deg. E, 35.0'

GLO BK 

11, P 63

30 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

15" Burr Oak - N 80 deg. E, 19.8'                                    

10" Sugar - N 56 deg. W, 21.8'                          

15" Burr Oak - S 41 deg. W, 19.1'                           

8" Fir - S 15 deg. E, 8.6'

GLO BK 

11, P 7

30 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
7" Tamarack - S 47 deg. E, 11.2'                                    

9" Tamarack - S 51 deg. W, 10.6'       

GLO BK 

11, P 8

31 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 39 deg. W, 17.8'                                    

10" Balsam - S 76 deg. E, 10.6'

GLO BK 

11, P 63

31 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
14" Sugar - S 25 deg. W, 16.5'                                    

4" Birch - N 06 deg. W, 5.3'

GLO BK 

11, P 65

31 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Balsam - N 38 deg. W, 11.9'                                    

8" Balsam - N 24 deg. E, 21.1'                          

10" Maple - S 06 deg. W, 9.9'                           

10" Elm - S 35 deg. E, 35.0'

GLO BK 

11, P 63

31 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

15" Burr Oak - N 80 deg. E, 19.8'                                    

10" Sugar - N 56 deg. W, 21.8'                          

15" Burr Oak - S 41 deg. W, 19.1'                           

8" Fir - S 15 deg. E, 8.6'

GLO BK 

11, P 7

31 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
7" Spruce - S 53 deg. E, 35.0'                                    

10" Tamarack - N 74 deg. E, 13.2'       

GLO BK 

11, P 5

31 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

5" Spruce - N 60 deg. W, 5.9'                                    

11" Tamarack - N 36 deg. E, 5.9'                          

5" Spruce - S 30 deg. E, 13.2'                           

5" Spruce - S 10 deg. W, 37.6'

GLO BK 

11, P 5

31 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Tamarack - N 55 deg. W, 51.5'                                    

6" Tamarack - S 15 deg. W, 24.4'                          

7" Spruce - S 58 deg. E, 52.8'                           

no other tree near for tie

GLO BK 

11, P 6
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31 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Spruce - N 62 deg. E, 23.1'                                    

8" Fir - S 19 deg. W, 15.2'       

GLO BK 

11, P 7

32 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
14" Tamarack - N 62 deg. W, 13.2'                                    

6" Tamarack - N 36 deg. E, 9.9'

GLO BK 

11, P 53

32 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
12" White Pine - N 34 deg. W, 5.9'                                    

6" Basswood - S 56 deg. E, 6.6'

GLO BK 

11, P 64

32 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Tamarack - S 36 deg. E, 35.0'                                    

3" Tamarack - S 60 deg. W, 4.0'                          

12" Tamarack - N 50 deg. W, 21.8'                           

12" Tamarack - N 29 deg. E, 28.4'

GLO BK 

11, P 53

32 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

8" Balsam - N 38 deg. W, 11.9'                                    

8" Balsam - N 24 deg. E, 21.1'                          

10" Maple - S 06 deg. W, 9.9'                           

10" Elm - S 35 deg. E, 35.0'

GLO BK 

11, P 63

32 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Tamarack - S 40 deg. E, 5.9'                                    

8" Tamarack - N 40 deg. E, 15.2'       

GLO BK 

11, P 5

32 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Balsam - N 48 deg. W, 4.6'                                    

7" Birch - N 36 deg. E, 10.6'                          7" 

Balsam - S 42 deg. E, 11.2'                           7" 

Balsam - S 35 deg. W, 7.2'

GLO BK 

11, P 4

32 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

5" Spruce - N 60 deg. W, 5.9'                                    

11" Tamarack - N 36 deg. E, 5.9'                          

5" Spruce - S 30 deg. E, 13.2'                           

5" Spruce - S 10 deg. W, 37.6'

GLO BK 

11, P 5

32 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 39 deg. W, 17.8'                                    

10" Balsam - S 76 deg. E, 10.6'

GLO BK 

11, P 63

33 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
16" Norway Pine - N 65 deg. E, 16.5'                                    

4" Spruce - N 36 deg. W, 13.2'

GLO BK 

11, P 41

33 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - N 27 deg. W, 20.5'                                    

3" Tamarack - S 10 deg. W, 14.5'

GLO BK 

11, P 54

33 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" White Pine - N 65 deg. E, 15.2'                                    

6" Spruce - N 64 deg. W, 4.0'                          

18" Aspen - S 47 deg. E, 9.9'                           

12" Sugar - S 43 deg. W, 5.9'

GLO BK 

11, P 41

33 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" Tamarack - S 36 deg. E, 35.0'                                    

3" Tamarack - S 60 deg. W, 4.0'                          

12" Tamarack - N 50 deg. W, 21.8'                           

12" Tamarack - N 29 deg. E, 28.4'

GLO BK 

11, P 53

33 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
15" Tamarack - S 20 deg. E, 11.2'                                    

5" Balsam - N 65 deg. W, 4.6'       

GLO BK 

11, P 4

33 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

14" Tamarack - N 56 deg. W, 7.9'                                    

10" Tamarack - N 40 deg. E, 16.5'                          

12" Tamarack - S 55 deg. E, 7.3'                           

9" Tamarack - S 55 deg. W, 5.9'

GLO BK 

11, P 3

33 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

8" Balsam - N 48 deg. W, 4.6'                                    

7" Birch - N 36 deg. E, 10.6'                          7" 

Balsam - S 42 deg. E, 11.2'                           7" 

Balsam - S 35 deg. W, 7.2'

GLO BK 

11, P 4

33 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
14" Tamarack - N 62 deg. W, 13.2'                                    

6" Tamarack - N 36 deg. E, 9.9'

GLO BK 

11, P 53

34 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 32 deg. E, 4.6'                                    

6" Tamarack - S 12 deg. W, 7.9'

GLO BK 

11, P 30
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34 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 31

34 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

14" White Pine - N 65 deg. E, 15.2'                                    

6" Spruce - N 64 deg. W, 4.0'                          

18" Aspen - S 47 deg. E, 9.9'                           

12" Sugar - S 43 deg. W, 5.9'

GLO BK 

11, P 41

34 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
9" Sugar - S 40 deg. W, 15.2'                                    

9" Sugar - N 05 deg. W, 6.6'       

GLO BK 

11, P 3

34 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Sugar - N 73 deg. W, 35.0'                                    

15" Sugar - N 10 deg. E, 7.3'                          

15" Birch - S 71 deg. E, 33.0'                           

24" White Pine - S 60 deg. W, 15.8'

GLO BK 

11, P 2

34 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

14" Tamarack - N 56 deg. W, 7.9'                                    

10" Tamarack - N 40 deg. E, 16.5'                          

12" Tamarack - S 55 deg. E, 7.3'                           

9" Tamarack - S 55 deg. W, 5.9'

GLO BK 

11, P 3

34 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
16" Norway Pine - N 65 deg. E, 16.5'                                    

4" Spruce - N 36 deg. W, 13.2'

GLO BK 

11, P 41

35 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 47 deg. E, 193.4'                                    

No other trees near to use for ties  

GLO BK 

11, P 19

35 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
18" White Pine - N 36 deg. E, 7.9'                                    

6" Spruce - S 25 deg. W, 10.6'       

GLO BK 

11, P 32

35 43-24 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 19

35 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 31

35 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
12" Tamarack - N 43 deg. W, 5.9'                                    

10" Tamarack - S 75 deg. E, 15.8'       

GLO BK 

11, P 2

35 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Spruce - N 43 deg. W, 23.1'                                    

7" Balsam - N 72 deg. E, 12.5'                          

9" Balsam - S 30 deg. E, 18.5'                           

10" Birch - S 55 deg. W, 10.6'

GLO BK 

11, P 1

35 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Sugar - N 73 deg. W, 35.0'                                    

15" Sugar - N 10 deg. E, 7.3'                          

15" Birch - S 71 deg. E, 33.0'                           

24" White Pine - S 60 deg. W, 15.8'

GLO BK 

11, P 2

35 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
8" Tamarack - N 32 deg. E, 4.6'                                    

6" Tamarack - S 12 deg. W, 7.9'

GLO BK 

11, P 30

35 43-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 35                                     

Distance and Mag. Var. shown 

Book 1, 

Page 158

36 43-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
6" Spruce - S 34 deg. W, 11.2'                                   

8" Spruce - S 86 deg. E, 13.2'                          

GLO BK 

5 P 7

36 43-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
6" Spruce - S 30 deg. W, 5.3'                                    

6" Spruce - N 70 deg. E, 4.0'

GLO BK 

11, P 20

36 43-24 NE
12” Stone set at corner by Glen 

Bickley, County Surveyor
1923 Large stone w/”WC+” - N 74 deg. E, 74.0'

Book 1, 

Page 395

36 43-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

10" Elm - N 81 deg. E, 99.0'                                    

8" Birch - N 74 deg. W, 118.8'                                           

10" Elm - S 75 deg. W, 114.8'                                  

8" Birch - S 56 deg. E, 129.4' 

GLO BK 

5 P 7

36 43-24 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858

6" Birch - S 75 deg. E, 8.6'                                    

14" Tamarack - S 44 deg. W, 3.3'                          

8" Tamarack - N 30 deg. E, 9.9'                           

10" Tamarack - N 36 deg. W, 5.9'

GLO BK 

11, P 19
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36 43-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
10" Balsam - N 65 deg. W, 15.2'                                    

14" Balsam - S 00 deg. E, 10.6'       

GLO BK 

11, P 1

36 43-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Ja.Freeman, U.S. Deputy Surveyor

1849

12" Spruce - N 60 deg. W, 16.5'                                    

12" Birch - N 55 deg. E, 31.0'                                           

18" Aspen - S 70 deg. E, 13.9'                                  

14" Aspen - S 25 deg. W, 10.6' 

GLO BK 

5 P 6

36 43-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Spruce - N 43 deg. W, 23.1'                                    

7" Balsam - N 72 deg. E, 12.5'                          

9" Balsam - S 30 deg. E, 18.5'                           

10" Birch - S 55 deg. W, 10.6'

GLO BK 

11, P 1

36 43-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1858
10" Spruce - N 47 deg. E, 193.4'                                    

No other trees near to use for ties  

GLO BK 

11, P 19

36 43-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 36                                     

Distance and Mag. Var. shown 

Book 1, 

Page 158

1 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
24” Elm – N 45 deg. W, 25.7'                               

11” Elm – S 48 deg. E, 23.1'                    

GLO  Bk 

3 P. 6

1 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7” Black Ash – N 43 deg. W, 8.6'                               

10” White Birch – S 47 deg. W, 2.6'                       

GLO  Bk 

3 P. 24

1 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15” Black Ash – N 70 deg. W, 2.0'                               

12” Fir – S 32 deg. W, 3.3'                                    

7” Fir – S 81 deg. E, 31.7'                              

18” Black Ash – N 33 deg. E, 38.3'

GLO  Bk 

3 P. 7

1 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

11” Aspen – N 45 deg. E, 17.8'                               

8” Maple – N 35 deg. W, 2.0'                                  

7" White Birch – S 20 deg. W, 16.5'                              

6” White Birch – S 70 deg. E, 16.5'

GLO  Bk 

3 P. 24

1 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – S 68 deg. E, 6.6'                               

5” Birch – N 83 deg. W, 1.3'                       

GLO  Bk 

3 P. 41

1 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12” White Birch – N 16 deg. E, 13.2'                               

7” Aspen – S 31 deg. E, 13.2'                       

12” Aspen – S 49 deg. W, 17.8'                              

8” White Birch – N 41 deg. W, 11.2'

GLO  Bk 

3 P. 6

1 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 40 deg. E, 14.5'                               

10” Birch – S 70 deg. E, 6.6'                       12” 

Red Oak – S 17 deg. W, 16.5'                              

8” Birch – N 27 deg. W, 21.1'

GLO  Bk 

3 P. 40

1 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 76 deg. E, 5.9'                               

12” Tamarack – N 76 deg. W, 16.5'                       

GLO  Bk 

3 P. 42

1 44-22
Road Survey on W and S lines of Sec. 

1 by F.J. O'Hara, County Surveyor 
1910

found B.T.s for SE, SW and NW cors.                 

No distances shown 

Book 1, 

Page 115

2 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 76 deg. E, 5.9'                               

12” Tamarack – N 76 deg. W, 16.5'                       

GLO  Bk 

3 P. 42

2 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7” Aspen – N 47 deg. W, 11.2'                               

8” Aspen – S 86 deg. W, 5.9'                       

GLO  Bk 

3 P. 25

2 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

11” Aspen – N 45 deg. E, 17.8'                               

8” Maple – N 35 deg. W, 2.0'                                  

7" White Birch – S 20 deg. W, 16.5'                              

6” White Birch – S 70 deg. E, 16.5'

GLO  Bk 

3 P. 24

2 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 65 deg. E, 6.6'                               

10” Tamarack – N 44 deg. W, 24.4'                       

6” Tamarack – S 47 deg. W, 12.5'                              

6” Tamarack – S 55 deg. E, 1.3'

GLO  Bk 

3 P. 26

2 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 00 deg. E, 13.2'                               

8” Maple – S 50 deg. W, 3.3'                       

GLO  Bk 

3 P. 52

2 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 40 deg. E, 14.5'                               

10” Birch – S 70 deg. E, 6.6'                       12” 

Red Oak – S 17 deg. W, 16.5'                              

8” Birch – N 27 deg. W, 21.1'

GLO  Bk 

3 P. 40

2 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 50 deg. W, 10.6'                               

3” Tamarack – N 83 deg. W, 19.8'                         

4” Tamarack – N 67 deg. E, 19.8'                              

4” Tamarack – S 63 deg. E, 37.0'

GLO  Bk 

3 P. 51
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2 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Aspen – S 16 deg. E, 6.6'                               

8” Tamarack – S 83 deg. W, 17.2'                       

GLO  Bk 

3 P. 53

2 44-22
Road Survey on E line of Sec. 2 by 

F.J. O'Hara, County Surveyor 
1910

found B.T.s for NE and SE cors.                            

No distances shown 

Book 1, 

Page 115

3 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Aspen – S 16 deg. E, 6.6'                               

8” Tamarack – S 83 deg. W, 17.2'                       

GLO  Bk 

3 P. 53

3 44-22 N 1/4
new tie set for N 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903 14" W. Birch - S 06 deg. W, 40.3'                                                                                                       

Book 1, 

Page 24

3 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Birch – N 60 deg. E, 13.2'                               

10” Linden – N 25 deg. W, 9.9'                       

GLO  Bk 

3 P. 27

3 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 65 deg. E, 6.6'                               

10” Tamarack – N 44 deg. W, 24.4'                       

6” Tamarack – S 47 deg. W, 12.5'                              

6” Tamarack – S 55 deg. E, 1.3'

GLO  Bk 

3 P. 26

3 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

20” Yellow Birch – N 55 deg. E, 19.8'                               

10” Elm – N 30 deg. W, 16.5'                                  

8" Elm – S 64 deg. W, 9.9'                              

8” White Birch – S 40 deg. E, 33.0'

GLO  Bk 

3 P. 27

3 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – S 08 deg. E, 4.0'                               

6” Tamarack – N 21 deg. W, 9.9'                       

GLO  Bk 

3 P. 63

3 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 50 deg. W, 10.6'                               

3” Tamarack – N 83 deg. W, 19.8'                         

4” Tamarack – N 67 deg. E, 19.8'                              

4” Tamarack – S 63 deg. E, 37.0'

GLO  Bk 

3 P. 51

3 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – N 38 deg. E, 7.3'                               

3” Tamarack – N 54 deg. W, 16.5'                         

3” Tamarack – S 82 deg. W, 15.2'                              

3” Tamarack – S 15 deg. E, 16.5'

GLO  Bk 

3 P. 62

3 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 82 deg. W, 3.3'                               

3” Tamarack – S 33 deg. E, 4.0'                       

GLO  Bk 

3 P. 64

4 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 82 deg. W, 3.3'                               

3” Tamarack – S 33 deg. E, 4.0'                       

GLO  Bk 

3 P. 64

4 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – N 15 deg. E, 19.8'                               

10” Tamarack – S 74 deg. E, 8.6'                       

GLO  Bk 

3 P. 28

4 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

20” Yellow Birch – N 55 deg. E, 19.8'                               

10” Elm – N 30 deg. W, 16.5'                                  

8" Elm – S 64 deg. W, 9.9'                              

8” White Birch – S 40 deg. E, 33.0'

GLO  Bk 

3 P. 27

4 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

9” Tamarack – N 43 deg. W, 25.7'                               

7” Black Ash – S 50 deg. W, 2.6'                       

8” Black Ash – S 75 deg. E, 16.5'                              

12” Tamarack – N 80 deg. E, 20.5'

GLO  Bk 

3 P. 28

4 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 82 deg. W, 9.9'                               

12” Aspen – S 51 deg. W, 7.9'                       

GLO  Bk 

3 P. 74

4 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – N 38 deg. E, 7.3'                               

3” Tamarack – N 54 deg. W, 16.5'                         

3” Tamarack – S 82 deg. W, 15.2'                              

3” Tamarack – S 15 deg. E, 16.5'

GLO  Bk 

3 P. 62

4 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?”) Fir – S 83 deg. W, 13.2'                               

(?”) Birch – N 21 deg. W, 29.7'                         

(?”) Birch – S 40 deg. E, 5.3'                              

(?”) Birch – N 33 deg. E, 19.8'

GLO  Bk 

3 P. 73

4 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – S 84 deg. W, 5.3'                               

12” Birch – N 70 deg. E, 9.9'                       

GLO  Bk 

3 P. 75

5 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – S 84 deg. W, 5.3'                               

12” Birch – N 70 deg. E, 9.9'                       

GLO  Bk 

3 P. 75

5 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – N 46 deg. W, 2.6'                               

12” Aspen – N 78 deg. E, 12.5'                       

GLO  Bk 

3 P. 29

5 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

9” Tamarack – N 43 deg. W, 25.7'                               

7” Black Ash – S 50 deg. W, 2.6'                       

8” Black Ash – S 75 deg. E, 16.5'                              

12” Tamarack – N 80 deg. E, 20.5'

GLO  Bk 

3 P. 28
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5 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Tamarack – N 70 deg. E, 13.2'                               

8” Tamarack – N 37 deg. W, 23.8'                       

6” Tamarack – S 35 deg. W, 23.8'                              

12” Tamarack – S 43 deg. E, 16.5'

GLO  Bk 

3 P. 29

5 44-22 S 1/4
1/2" capped pipe set on c/l E-W road 

at fence to S by W. Hayden
1988

Blaze on 6" Aspen - 45.59' NE                            

Blaze on 12" Aspen - 37.45' SE  
288977

5 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Fir – N 08 deg. W, 4.0'                               3” 

Fir – S 15 deg. W, 2.0'                       

GLO  Bk 

3 P. 89

5 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?”) Fir – S 83 deg. W, 13.2'                               

(?”) Birch – N 21 deg. W, 29.7'                         

(?”) Birch – S 40 deg. E, 5.3'                              

(?”) Birch – N 33 deg. E, 19.8'

GLO  Bk 

3 P. 73

5 44-22 SW
1/2" capped pipe set on c/l E-W road 

by W. Hayden
1988

Blaze on 18" Oak - 60.50' NE                                

Blaze on 14" Oak - 51.18' SW                           

Nail in Power Pole - 57.25' NW         

288976

5 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Maple – N 26 deg. W, 6.6'                               

8” Maple – S 73 deg. E, 50.1'                       No 

other trees near to use for ties

GLO  Bk 

3 P. 88

5 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Fir – S 57 deg. W, 12.5'                               

7” Fir – N 52 deg. W, 22.4'                       

GLO  Bk 

3 P. 91

6 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Fir – S 57 deg. W, 12.5'                               

7” Fir – N 52 deg. W, 22.4'                       

GLO  Bk 

3 P. 91

6 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack – N 86 deg. W, 3.3'                               

3” Tamarack – S 28 deg. W, 2.0'                       

GLO  Bk 

3 P. 30

6 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Tamarack – N 70 deg. E, 13.2'                               

8” Tamarack – N 37 deg. W, 23.8'                       

6” Tamarack – S 35 deg. W, 23.8'                              

12” Tamarack – S 43 deg. E, 16.5'

GLO  Bk 

3 P. 29

6 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” White Birch – N 52 deg. W, 23.8'                               

14” White Birch – N 41 deg. E, 32.3'                           

8” Linden – S 37 deg. W, 19.1'                              

14” Black Oak – S 70 deg. E, 39.6'

GLO  Bk 

3 P. 23

6 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Oak – S 21 deg. W, 33.0'                               

12” Tamarack – S 87 deg. E, 15.2'                       

GLO  Bk 

3 P. 90

6 44-22 SE
1/2" capped pipe set on c/l E-W road 

by W. Hayden
1988

Blaze on 18" Oak - 60.50' NE                                 

Blaze on 14" Oak - 51.18' SW                           

Nail in Power Pole - 57.25' NW         

288976

6 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Maple – N 26 deg. W, 6.6'                               

8” Maple – S 73 deg. E, 50.1'                       No 

other trees near to use for ties

GLO  Bk 

3 P. 88

6 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 70 deg. W, 12.5'                               

12” Aspen – S 15 deg. E, 15.8'                           

8" Spruce – N 33 deg. E, 5.3'                              

8” Spruce – S 35 deg. W, 38.3'

GLO  Bk 

3 P. 21

6 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 61 deg. W, 18.5'                               

12” Aspen – S 30 deg. E, 25.7'                       

GLO  Bk 

3 P. 22

7 44-22  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided to set ctr and subd. SE1/4             

Distances and Mag. Var. shown

Book 1,  

Page 332

7 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 83 deg. W, 5.3'                               

7” Tamarack – S 89 deg. E, 17.8'                       

GLO  Bk 

3 P. 88

7 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Oak – S 21 deg. W, 33.0'                               

12” Tamarack – S 87 deg. E, 15.2'                       

GLO  Bk 

3 P. 90

7 44-22 NE
1/2" capped pipe set on c/l E-W road 

by W. Hayden
1988

Blaze on 18" Oak - 60.50' NE                                 

Blaze on 14" Oak - 51.18' SW                           

Nail in Power Pole - 57.25' NW         

288976

7 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Maple – N 26 deg. W, 6.6'                               

8” Maple – S 73 deg. E, 50.1'                       No 

other trees near to use for ties

GLO  Bk 

3 P. 88

7 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 70 deg. W, 12.5'                               

12” Aspen – S 15 deg. E, 15.8'                           

8" Spruce – N 33 deg. E, 5.3'                              

8” Spruce – S 35 deg. W, 38.3'

GLO  Bk 

3 P. 21

7 44-22 S 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

Cor. Of Railing post – S 45 deg.E, 12.0'                

Cor. Of Railing post – N 45 deg. E, 12.1'  

Book 1, 

Page 332

7 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” Fir – N 08 deg. E, 31.7'                               

8” Elm – S 18 deg. W, 60.7'                       

GLO  Bk 

3 P. 87
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7 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Black Ash – S 26 deg. E, 8.6'                               

8” Birch – S 38 deg. W, 19.1'                         

10” Black Ash – N 89 deg. E, 11.9'                              

8” Elm – N 51 deg. W, 13.9'

GLO  Bk 

3 P. 85

7 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Birch – N 38 deg. E, 10.6'                               

18” Birch – N 45 deg. W, 5.9'                           

10” Linden – S 41 deg. W, 8.6'                              

10” Aspen – S 59 deg. E, 19.1'

GLO  Bk 

3 P. 20

7 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – S 45 deg. W, 7.9'                               

12” Spruce – N 38 deg. E, 17.8'                       

GLO  Bk 

3 P. 21

7 44-22
Road Survey on E line of Section 7 by 

F.J. O'Hara 
1910

runs along E line of Section                                    

No distance or Mag. Var. shown 

Book 1, 

Page 120

8 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 19 deg. E, 5.9'                               

4” Tamarack – N 52 deg. W, 7.9'                       

GLO  Bk 

3 P. 73

8 44-22 N 1/4
1/2" capped pipe set on c/l E-W road 

at fence to S by W. Hayden
1988

Blaze on 6" Aspen - 45.59' NE                              

Blaze on 12" Aspen - 37.45' SE   
288977

8 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Fir – N 08 deg. W, 4.0'                               3” 

Fir – S 15 deg. W, 2.0'                       

GLO  Bk 

3 P. 89

8 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?”) Fir – S 83 deg. W, 13.2'                               

(?”) Birch – N 21 deg. W, 29.7'                         

(?”) Birch – S 40 deg. E, 5.3'                              

(?”) Birch – N 33 deg. E, 19.8'

GLO  Bk 

3 P. 73

8 44-22 NW
1/2" capped pipe set on c/l E-W road 

by W. Hayden
1988

Blaze on 18" Oak - 60.50' NE                                 

Blaze on 14" Oak - 51.18' SW                           

Nail in Power Pole - 57.25' NW         

288976

8 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Maple – N 26 deg. W, 6.6'                               

8” Maple – S 73 deg. E, 50.1'                       No 

other trees near to use for ties

GLO  Bk 

3 P. 88

8 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Fir – N 42 deg. W, 5.3'                               

10” Birch – S 47 deg. E, 2.0'                       

GLO  Bk 

3 P. 86

8 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 33 deg. W, 16.5'                               

10” Oak – N 70 deg. E, 17.2'                         8” 

Birch – S 60 deg. E, 27.7'                              

10” Maple – S 66 deg. W, 23.8'

GLO  Bk 

3 P. 71

8 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Black Ash – S 26 deg. E, 8.6'                               

8” Birch – S 38 deg. W, 19.1'                         

10” Black Ash – N 89 deg. E, 11.9'                              

8” Elm – N 51 deg. W, 13.9'

GLO  Bk 

3 P. 85

8 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 83 deg. W, 5.3'                               

7” Tamarack – S 89 deg. E, 17.8'                       

GLO  Bk 

3 P. 88

8 44-22
Road Survey on W line of Section 8 

by F.J. O'Hara 
1910

runs along W line of Section                               

No distance or Mag. Var. shown 

Book 1, 

Page 120

9 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15” Aspen – N 85 deg. W, 1.3'                               

8” Maple – N 56 deg. E, 5.3'                       

GLO  Bk 

3 P. 62

9 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 82 deg. W, 9.9'                               

12” Aspen – S 51 deg. W, 7.9'                       

GLO  Bk 

3 P. 74

9 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – N 38 deg. E, 7.3'                               

3” Tamarack – N 54 deg. W, 16.5'                         

3” Tamarack – S 82 deg. W, 15.2'                              

3” Tamarack – S 15 deg. E, 16.5'

GLO  Bk 

3 P. 62

9 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?”) Fir – S 83 deg. W, 13.2'                               

(?”) Birch – N 21 deg. W, 29.7'                         

(?”) Birch – S 40 deg. E, 5.3'                              

(?”) Birch – N 33 deg. E, 19.8'

GLO  Bk 

3 P. 73

9 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15” Aspen – N 42 deg. E, 6.6'                               

4” Fir – S 42 deg. W, 5.9'                       

GLO  Bk 

3 P. 72

9 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 49 deg. E, 3.3'                               

8” Aspen – N 83 deg. W, 9.2'                         5” 

Maple – S 25 deg. E, 2.0'                              8” 

Aspen – S 21 deg. W, 14.5'

GLO  Bk 

3 P. 60

9 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 33 deg. W, 16.5'                               

10” Oak – N 70 deg. E, 17.2'                         8” 

Birch – S 60 deg. E, 27.7'                              

10” Maple – S 66 deg. W, 23.8'

GLO  Bk 

3 P. 71

9 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 19 deg. E, 5.9'                               

4” Tamarack – N 52 deg. W, 7.9'                       

GLO  Bk 

3 P. 73
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10 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 37 deg. E, 18.5'                               

4” Tamarack – N 89 deg. W, 19.8'                       

GLO  Bk 

3 P. 51

10 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – S 08 deg. E, 4.0'                               

6” Tamarack – N 21 deg. W, 9.9'                       

GLO  Bk 

3 P. 63

10 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 50 deg. W, 10.6'                               

3” Tamarack – N 83 deg. W, 19.8'                         

4” Tamarack – N 67 deg. E, 19.8'                              

4” Tamarack – S 63 deg. E, 37.0'

GLO  Bk 

3 P. 51

10 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – N 38 deg. E, 7.3'                               

3” Tamarack – N 54 deg. W, 16.5'                         

3” Tamarack – S 82 deg. W, 15.2'                              

3” Tamarack – S 15 deg. E, 16.5'

GLO  Bk 

3 P. 62

10 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Tamarack – S 19 deg. E, 9.2'                               

3” Tamarack – N 21 deg. E, 5.9'                       

GLO  Bk 

3 P. 61

10 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” Tamarack – N 67 deg. E, 19.8'                               

15” Birch – S 50 deg. W, 7.3'                         

14” Elm – S 46 deg. E, 22.4'                              

8” Elm – N 46 deg. W, 35.6'

GLO  Bk 

3 P. 49

10 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 49 deg. E, 3.3'                               

8” Aspen – N 83 deg. W, 9.2'                         5” 

Maple – S 25 deg. E, 2.0'                              8” 

Aspen – S 21 deg. W, 14.5'

GLO  Bk 

3 P. 60

10 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15” Aspen – N 85 deg. W, 1.3'                               

8” Maple – N 56 deg. E, 5.3'                       

GLO  Bk 

3 P. 62

11 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 86 deg. E, 19.8'                               

8” Birch – S 38 deg. W, 5.9'                       

GLO  Bk 

3 P. 40

11 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 00 deg. E, 13.2'                               

8” Maple – S 50 deg. W, 3.3'                       

GLO  Bk 

3 P. 52

11 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 40 deg. E, 14.5'                               

10” Birch – S 70 deg. E, 6.6'                       12” 

Red Oak – S 17 deg. W, 16.5'                              

8” Birch – N 27 deg. W, 21.1'

GLO  Bk 

3 P. 40

11 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 50 deg. W, 10.6'                               

3” Tamarack – N 83 deg. W, 19.8'                         

4” Tamarack – N 67 deg. E, 19.8'                              

4” Tamarack – S 63 deg. E, 37.0'

GLO  Bk 

3 P. 51

11 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 41 deg. W, 13.2'                               

5” Tamarack – S 17 deg. W, 14.5'                       

GLO  Bk 

3 P. 50

11 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 72 deg. E, 10.6'                               

8” Birch – N 12 deg. W, 12.5'                       9” 

Birch – S 06 deg. E, 12.5'                              

10” Birch – S 55 deg. W, 29.7'

GLO  Bk 

3 P. 38

11 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” Tamarack – N 67 deg. E, 19.8'                               

15” Birch – S 50 deg. W, 7.3'                         

14” Elm – S 46 deg. E, 22.4'                              

8” Elm – N 46 deg. W, 35.6'

GLO  Bk 

3 P. 49

11 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 37 deg. E, 18.5'                               

4” Tamarack – N 89 deg. W, 19.8'                       

GLO  Bk 

3 P. 51

12 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Spruce – S 35 deg. E, 7.3'                               

12” Yellow Birch – N 27 deg. W, 24.4'                    

GLO  Bk 

3 P. 5

12 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – S 68 deg. E, 6.6'                               

5” Birch – N 83 deg. W, 1.3'                       

GLO  Bk 

3 P. 41

12 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12” White Birch – N 16 deg. E, 13.2'                               

7” Aspen – S 31 deg. E, 13.2'                       

12” Aspen – S 49 deg. W, 17.8'                              

8” White Birch – N 41 deg. W, 11.2'

GLO  Bk 

3 P. 6

12 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 40 deg. E, 14.5'                               

10” Birch – S 70 deg. E, 6.6'                       12” 

Red Oak – S 17 deg. W, 16.5'                              

8” Birch – N 27 deg. W, 21.1'

GLO  Bk 

3 P. 40

12 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – N 61 deg. E, 6.6'                               

14” Birch – S 37 deg. W, 15.8'                       

GLO  Bk 

3 P. 39
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12 44-22 SE iron pipe set by H. Johnson 1978

PK nail in 12" Birch - 20.53' N                               

iron pipe - 69.02' SE                                            

PK nail in 8" Oak - 29.29' W

(Pine Co.)

12 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24” White Pine – N 50 deg. E, 25.1'                               

14” Yellow Birch – S 15 deg. E, 24.4'                    

12” Yellow Birch – S 45 deg. W, 17.2'                              

24” Yellow Birch – N 80 deg. W, 8.6'

GLO  Bk 

3 P. 5

12 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 72 deg. E, 10.6'                               

8” Birch – N 12 deg. W, 12.5'                       9” 

Birch – S 06 deg. E, 12.5'                              

10” Birch – S 55 deg. W, 29.7'

GLO  Bk 

3 P. 38

12 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 86 deg. E, 19.8'                               

8” Birch – S 38 deg. W, 5.9'                       

GLO  Bk 

3 P. 40

12 44-22
Road Survey on N line of Sec. 12 by 

F.J. O'Hara, County Surveyor 
1910

found B.T.s for NE and NW cors.                           

No distances shown 

Book 1, 

Page 115

13 44-22 E 1/4 iron pipe set by H. Johnson 1978

PK nail in 6" Triple Oak - 13.00' NNE                     

PK in 8" Oak - 33.09' E                                           

PK nail in 12" Fir - 46.69' SE

(Pine Co.)

13 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
16” White Pine – N 28 deg. W, 10.6'                               

8” Fir – S 02 deg. E, 4.0'                    

GLO  Bk 

3 P. 4

13 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – N 61 deg. E, 6.6'                               

14” Birch – S 37 deg. W, 15.8'                       

GLO  Bk 

3 P. 39

13 44-22 NE iron pipe set by H. Johnson 1978

PK nail in 12" Birch - 20.53' N                               

iron pipe - 69.02' SE                                            

PK nail in 8" Oak - 29.29' W

(Pine Co.)

13 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

24” White Pine – N 50 deg. E, 25.1'                               

14” Yellow Birch – S 15 deg. E, 24.4'                    

12” Yellow Birch – S 45 deg. W, 17.2'                              

24” Yellow Birch – N 80 deg. W, 8.6'

GLO  Bk 

3 P. 5

13 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 72 deg. E, 10.6'                               

8” Birch – N 12 deg. W, 12.5'                       9” 

Birch – S 06 deg. E, 12.5'                              

10” Birch – S 55 deg. W, 29.7'

GLO  Bk 

3 P. 38

13 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 55 deg. E, 7.3'                               

12” Tamarack – N 09 deg. W, 11.2'                       

GLO  Bk 

3 P. 37

13 44-22 SE iron pipe set by H. Johnson 1978

PK nail in 12" Triple Elm - 35.07' NE                  

PK in 12" Birch - 11.93' SE                                 

PK nail in 12" Maple - 19.44' SSW

(Pine Co.)

13 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Fir – N 55 deg. E, 11.2'                               

5” Fir – N 36 deg. W, 5.3'                                    

10” White Birch – S 71 deg. W, 10.6'                              

12” White Birch – S 74 deg. E, 17.8'

GLO  Bk 

3 P. 4

13 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 08 deg. W, 11.9'                               

15” Aspen – S 01 deg. W, 17.8'                       

8” Maple – N 81 deg. E, 13.2'                              

10” Linden – S 67 deg. E, 17.2'

GLO  Bk 

3 P. 36

13 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 11 deg. W, 16.5'                               

8” Birch – N 14 deg. E, 25.7'                       

GLO  Bk 

3 P. 38

14 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 11 deg. W, 16.5'                               

8” Birch – N 14 deg. E, 25.7'                       

GLO  Bk 

3 P. 38

14 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 41 deg. W, 13.2'                               

5” Tamarack – S 17 deg. W, 14.5'                       

GLO  Bk 

3 P. 50

14 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 72 deg. E, 10.6'                               

8” Birch – N 12 deg. W, 12.5'                       9” 

Birch – S 06 deg. E, 12.5'                              

10” Birch – S 55 deg. W, 29.7'

GLO  Bk 

3 P. 38

14 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” Tamarack – N 67 deg. E, 19.8'                               

15” Birch – S 50 deg. W, 7.3'                         

14” Elm – S 46 deg. E, 22.4'                              

8” Elm – N 46 deg. W, 35.6'

GLO  Bk 

3 P. 49

14 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – N 02 deg. W, 12.5'                               

3” Tamarack – S 01 deg. E, 7.3'                       

GLO  Bk 

3 P. 48

14 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 08 deg. W, 11.9'                               

15” Aspen – S 01 deg. W, 17.8'                       

8” Maple – N 81 deg. E, 13.2'                              

10” Linden – S 67 deg. E, 17.2'

GLO  Bk 

3 P. 36
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14 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Tamarack – S 80 deg. E, 10.6'                               

6” Tamarack – N 73 deg. E, 7.3'                       

6” Tamarack – N 34 deg. W, 10.6'                              

8” Tamarack – S 38 deg. W, 10.6'

GLO  Bk 

3 P. 47

14 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Birch – N 12 deg. W, 6.6'                               

3” Maple – N 62 deg. E, 2.6'                       

GLO  Bk 

3 P. 49

15 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Birch – N 12 deg. W, 6.6'                               

3” Maple – N 62 deg. E, 2.6'                       

GLO  Bk 

3 P. 49

15 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Tamarack – S 19 deg. E, 9.2'                               

3” Tamarack – N 21 deg. E, 5.9'                       

GLO  Bk 

3 P. 61

15 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” Tamarack – N 67 deg. E, 19.8'                               

15” Birch – S 50 deg. W, 7.3'                         

14” Elm – S 46 deg. E, 22.4'                              

8” Elm – N 46 deg. W, 35.6'

GLO  Bk 

3 P. 49

15 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 49 deg. E, 3.3'                               

8” Aspen – N 83 deg. W, 9.2'                         5” 

Maple – S 25 deg. E, 2.0'                              8” 

Aspen – S 21 deg. W, 14.5'

GLO  Bk 

3 P. 60

15 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
16” Fir – N 27 deg. W, 3.3'                               

14” Fir – S 27 deg. E, 10.6'                       

GLO  Bk 

3 P. 59

15 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Tamarack – S 80 deg. E, 10.6'                               

6” Tamarack – N 73 deg. E, 7.3'                       

6” Tamarack – N 34 deg. W, 10.6'                              

8” Tamarack – S 38 deg. W, 10.6'

GLO  Bk 

3 P. 47

15 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 74 deg. E, 17.8'                               

3” Tamarack – S 48 deg. W, 17.8'                         

3” Tamarack – N 35 deg. E, 15.2'                              

3” Tamarack – N 30 deg. W, 23.8'

GLO  Bk 

3 P. 58

15 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 24 deg. W, 4.0'                               

8” Birch – N 60 deg. E, 15.8'                       

GLO  Bk 

3 P. 60

16 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 24 deg. W, 4.0'                               

8” Birch – N 60 deg. E, 15.8'                       

GLO  Bk 

3 P. 60

16 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15” Aspen – N 42 deg. E, 6.6'                               

4” Fir – S 42 deg. W, 5.9'                       

GLO  Bk 

3 P. 72

16 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 49 deg. E, 3.3'                               

8” Aspen – N 83 deg. W, 9.2'                         5” 

Maple – S 25 deg. E, 2.0'                              8” 

Aspen – S 21 deg. W, 14.5'

GLO  Bk 

3 P. 60

16 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 33 deg. W, 16.5'                               

10” Oak – N 70 deg. E, 17.2'                         8” 

Birch – S 60 deg. E, 27.7'                              

10” Maple – S 66 deg. W, 23.8'

GLO  Bk 

3 P. 71

16 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 70 deg. W, 4.6'                               

10” Tamarack – S 60 deg. W, 10.6'                       

GLO  Bk 

3 P. 70

16 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 74 deg. E, 17.8'                               

3” Tamarack – S 48 deg. W, 17.8'                         

3” Tamarack – N 35 deg. E, 15.2'                              

3” Tamarack – N 30 deg. W, 23.8'

GLO  Bk 

3 P. 58

16 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 28 deg. W, 23.1'                               

5” Tamarack – S 62 deg. E, 22.4'                         

7” Tamarack – N 23 deg. W, 5.3'                              

8” Tamarack – N 42 deg. E, 27.7'

GLO  Bk 

3 P. 69

16 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 32 deg. E, 11.9'                               

8” Tamarack – S 71 deg. W, 13.2'                       

GLO  Bk 

3 P. 71

16 44-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section - orig. cors and B.Ts. inp.      

Distance and Mag. Var. shown 

Book 1, 

Page 152

17 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 32 deg. E, 11.9'                               

8” Tamarack – S 71 deg. W, 13.2'                       

GLO  Bk 

3 P. 71

17 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Fir – N 42 deg. W, 5.3'                               

10” Birch – S 47 deg. E, 2.0'                       

GLO  Bk 

3 P. 86

Page 66 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

17 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 33 deg. W, 16.5'                               

10” Oak – N 70 deg. E, 17.2'                         8” 

Birch – S 60 deg. E, 27.7'                              

10” Maple – S 66 deg. W, 23.8'

GLO  Bk 

3 P. 71

17 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Black Ash – S 26 deg. E, 8.6'                               

8” Birch – S 38 deg. W, 19.1'                         

10” Black Ash – N 89 deg. E, 11.9'                              

8” Elm – N 51 deg. W, 13.9'

GLO  Bk 

3 P. 85

17 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 38 deg. E, 6.6'                               

6” Tamarack – N 02 deg. W, 4.6'                       

GLO  Bk 

3 P. 83

17 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 28 deg. W, 23.1'                               

5” Tamarack – S 62 deg. E, 22.4'                         

7” Tamarack – N 23 deg. W, 5.3'                              

8” Tamarack – N 42 deg. E, 27.7'

GLO  Bk 

3 P. 69

17 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 71 deg. W, 37.6'                               

6” Tamarack – N 55 deg. E, 43.6'                         

3” Spruce – S 23 deg. W, 23.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 82

17 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 05 deg. W, 33.0'                               

12” Tamarack – N 05 deg. E, 147.8'                       

GLO  Bk 

3 P. 85

17 44-22
Road Survey on E line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on E line of Section - orig. cors and B.Ts. inp.        

Distance and Mag. Var. shown 

Book 1, 

Page 152

17 44-22
Road Survey on W line of Section 17 

by F.J. O'Hara 
1910

runs along W line of NW1/4 of Section                   

No distance or Mag. Var. shown 

Book 1, 

Page 120

18 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 05 deg. W, 33.0'                               

12” Tamarack – N 05 deg. E, 147.8'                       

GLO  Bk 

3 P. 85

18 44-22 N 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

Cor. Of Railing post – S 45 deg.E, 12.0'                

Cor. Of Railing post – N 45 deg. E, 12.1'  

Book 1, 

Page 332

18 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” Fir – N 08 deg. E, 31.7'                               

8” Elm – S 18 deg. W, 60.7'                       

GLO  Bk 

3 P. 87

18 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Black Ash – S 26 deg. E, 8.6'                               

8” Birch – S 38 deg. W, 19.1'                         

10” Black Ash – N 89 deg. E, 11.9'                              

8” Elm – N 51 deg. W, 13.9'

GLO  Bk 

3 P. 85

18 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Birch – N 38 deg. E, 10.6'                               

18” Birch – N 45 deg. W, 5.9'                           

10” Linden – S 41 deg. W, 8.6'                              

10” Aspen – S 59 deg. E, 19.1'

GLO  Bk 

3 P. 20

18 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 36 deg. E, 2.6'                               

8” Tamarack – N 09 deg. E, 15.8'                       

GLO  Bk 

3 P. 84

18 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 71 deg. W, 37.6'                               

6” Tamarack – N 55 deg. E, 43.6'                         

3” Spruce – S 23 deg. W, 23.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 82

18 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 25 deg. E, 8.6'                               

8” Tamarack – N 44 deg. W, 17.8'                       

10” Tamarack – S 31 deg. E, 11.2'                              

8” Tamarack – S 54 deg. W, 28.4'

GLO  Bk 

3 P. 20

18 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 85 deg. E, 4.6'                               

5” Tamarack – S 60 deg. W, 5.3'                       

GLO  Bk 

3 P. 20

18 44-22
Road Survey on E line of Section 18 

by F.J. O'Hara 
1910

runs along E line of NE1/4 of Section                 

No distance or Mag. Var. shown 

Book 1, 

Page 120

19 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 79 deg. W, 23.1'                               

12” Birch – S 55 deg. E, 24.4'                       

GLO  Bk 

3 P. 82

19 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 36 deg. E, 2.6'                               

8” Tamarack – N 09 deg. E, 15.8'                       

GLO  Bk 

3 P. 84

19 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 71 deg. W, 37.6'                               

6” Tamarack – N 55 deg. E, 43.6'                         

3” Spruce – S 23 deg. W, 23.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 82

19 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 25 deg. E, 8.6'                               

8” Tamarack – N 44 deg. W, 17.8'                       

10” Tamarack – S 31 deg. E, 11.2'                              

8” Tamarack – S 54 deg. W, 28.4'

GLO  Bk 

3 P. 20
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19 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 09 deg. E, 10.6'                               

3” Tamarack – N 80 deg. W, 16.5'                       

GLO  Bk 

3 P. 81

19 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Linden – S 64 deg. W, 7.3'                               

8” Elm – N 64 deg. E, 19.8'                         6” 

Aspen – S 78 deg. E, 12.5'                              

8” Elm – N 30 deg. W, 23.1'

GLO  Bk 

3 P. 79

19 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Ash – N 60 deg. W, 46.2'                               

10” White Birch – N 20 deg. E, 16.5'                       

12” Tamarack – S 74 deg. E, 13.2'                              

8” White Birch – S 80 deg. W, 72.6'

GLO  Bk 

3 P. 18

19 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Aspen – N 48 deg. E, 5.9'                               

12” White Birch – N 70 deg. W, 7.9'                    

GLO  Bk 

3 P. 19

20 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 04 deg. E, 13.2'                               

8” Birch – S 90 deg. W, 16.5'                       

GLO  Bk 

3 P. 69

20 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 38 deg. E, 6.6'                               

6” Tamarack – N 02 deg. W, 4.6'                       

GLO  Bk 

3 P. 83

20 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 28 deg. W, 23.1'                               

5” Tamarack – S 62 deg. E, 22.4'                         

7” Tamarack – N 23 deg. W, 5.3'                              

8” Tamarack – N 42 deg. E, 27.7'

GLO  Bk 

3 P. 69

20 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 71 deg. W, 37.6'                               

6” Tamarack – N 55 deg. E, 43.6'                         

3” Spruce – S 23 deg. W, 23.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 82

20 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – N 69 deg. E, 13.2'                               

6” Maple – S 64 deg. W, 4.0'                       

GLO  Bk 

3 P. 80

20 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 15 deg. W, 4.0'                               

5” Tamarack – N 16 deg. E, 2.6'                         

8” Tamarack – S 50 deg. W, 8.6'                              

10” Tamarack – S 08 deg. E, 6.6'

GLO  Bk 

3 P. 67

20 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Linden – S 64 deg. W, 7.3'                               

8” Elm – N 64 deg. E, 19.8'                         6” 

Aspen – S 78 deg. E, 12.5'                              

8” Elm – N 30 deg. W, 23.1'

GLO  Bk 

3 P. 79

20 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 79 deg. W, 23.1'                               

12” Birch – S 55 deg. E, 24.4'                       

GLO  Bk 

3 P. 82

20 44-22
Road Survey on E line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on E line of Section - orig. cors and B.Ts. inp.       

Distance and Mag. Var. shown 

Book 1, 

Page 152

21 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 50 deg. E, 7.9'                               

4” Tamarack – N 17 deg. W, 13.2'                       

GLO  Bk 

3 P. 58

21 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 70 deg. W, 4.6'                               

10” Tamarack – S 60 deg. W, 10.6'                       

GLO  Bk 

3 P. 70

21 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 74 deg. E, 17.8'                               

3” Tamarack – S 48 deg. W, 17.8'                         

3” Tamarack – N 35 deg. E, 15.2'                              

3” Tamarack – N 30 deg. W, 23.8'

GLO  Bk 

3 P. 58

21 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 28 deg. W, 23.1'                               

5” Tamarack – S 62 deg. E, 22.4'                         

7” Tamarack – N 23 deg. W, 5.3'                              

8” Tamarack – N 42 deg. E, 27.7'

GLO  Bk 

3 P. 69

21 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Black Ash – N 67 deg. W, 13.2'                               

10” Black Ash – S 27 deg. E, 13.2'                       

GLO  Bk 

3 P. 68

21 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” White Pine – S 32 deg. W, 6.6'                               

15” White Pine – N 52 deg. E, 10.6'                         

14” White Pine – S 68 deg. E, 13.9'                              

15” Birch – N 59 deg. W, 14.5'

GLO  Bk 

3 P. 56

21 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 15 deg. W, 4.0'                               

5” Tamarack – N 16 deg. E, 2.6'                         

8” Tamarack – S 50 deg. W, 8.6'                              

10” Tamarack – S 08 deg. E, 6.6'

GLO  Bk 

3 P. 67

21 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 04 deg. E, 13.2'                               

8” Birch – S 90 deg. W, 16.5'                       

GLO  Bk 

3 P. 69
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21 44-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section - orig. cors and B.Ts. inp.      

Distance and Mag. Var. shown 

Book 1, 

Page 152

22 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 23 deg. E, 7.9'                               

6” Tamarack – N 17 deg. W, 6.6'                       

GLO  Bk 

3 P. 47

22 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
16” Fir – N 27 deg. W, 3.3'                               

14” Fir – S 27 deg. E, 10.6'                       

GLO  Bk 

3 P. 59

22 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Tamarack – S 80 deg. E, 10.6'                               

6” Tamarack – N 73 deg. E, 7.3'                       

6” Tamarack – N 34 deg. W, 10.6'                              

8” Tamarack – S 38 deg. W, 10.6'

GLO  Bk 

3 P. 47

22 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 74 deg. E, 17.8'                               

3” Tamarack – S 48 deg. W, 17.8'                         

3” Tamarack – N 35 deg. E, 15.2'                              

3” Tamarack – N 30 deg. W, 23.8'

GLO  Bk 

3 P. 58

22 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 15 deg. E, 7.9'                               

5” Tamarack – N 41 deg. E, 10.6'                       

GLO  Bk 

3 P. 57

22 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 15 deg. W, 16.5'                               

5” Tamarack – S 43 deg. E, 4.0'                       

10” Tamarack – N 43 deg. W, 4.0'                              

8” Tamarack – N 53 deg. E, 6.6'

GLO  Bk 

3 P. 45

22 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” White Pine – S 32 deg. W, 6.6'                               

15” White Pine – N 52 deg. E, 10.6'                         

14” White Pine – S 68 deg. E, 13.9'                              

15” Birch – N 59 deg. W, 14.5'

GLO  Bk 

3 P. 56

22 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 50 deg. E, 7.9'                               

4” Tamarack – N 17 deg. W, 13.2'                       

GLO  Bk 

3 P. 58

23 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – S 08 deg. W, 5.3'                               

8” Black Ash – S 45 deg. E, 6.6'                       

GLO  Bk 

3 P. 36

23 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – N 02 deg. W, 12.5'                               

3” Tamarack – S 01 deg. E, 7.3'                       

GLO  Bk 

3 P. 48

23 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 08 deg. W, 11.9'                               

15” Aspen – S 01 deg. W, 17.8'                       

8” Maple – N 81 deg. E, 13.2'                              

10” Linden – S 67 deg. E, 17.2'

GLO  Bk 

3 P. 36

23 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Tamarack – S 80 deg. E, 10.6'                               

6” Tamarack – N 73 deg. E, 7.3'                       

6” Tamarack – N 34 deg. W, 10.6'                              

8” Tamarack – S 38 deg. W, 10.6'

GLO  Bk 

3 P. 47

23 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” White Pine – N 05 deg. W, 7.3'                               

8” Birch – S 60 deg. W, 13.2'                       

GLO  Bk 

3 P. 46

23 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 38 deg. E, 17.8'                               

6” Spruce – N 53 deg. W, 10.6'                       

6” Spruce – S 75 deg. W, 19.8'                              

8” Spruce – S 67 deg. E, 13.2'

GLO  Bk 

3 P. 34

23 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 15 deg. W, 16.5'                               

5” Tamarack – S 43 deg. E, 4.0'                       

10” Tamarack – N 43 deg. W, 4.0'                              

8” Tamarack – N 53 deg. E, 6.6'

GLO  Bk 

3 P. 45

23 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 23 deg. E, 7.9'                               

6” Tamarack – N 17 deg. W, 6.6'                       

GLO  Bk 

3 P. 47

24 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – S 08 deg. W, 5.3'                               

8” Black Ash – S 45 deg. E, 6.6'                       

GLO  Bk 

3 P. 36

24 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
11” White Birch – S 86 deg. E, 21.1'                               

26” White Ash – S 70 deg. W, 33.0'                    

GLO  Bk 

3 P. 3

24 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 55 deg. E, 7.3'                               

12” Tamarack – N 09 deg. W, 11.2'                       

GLO  Bk 

3 P. 37

24 44-22 NE iron pipe set by H. Johnson 1978

PK nail in 12" Triple Elm - 35.07' NE                     

PK in 12" Birch - 11.93' SE                                 

PK nail in 12" Maple - 19.44' SSW

(Pine Co.)

24 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Fir – N 55 deg. E, 11.2'                               

5” Fir – N 36 deg. W, 5.3'                                    

10” White Birch – S 71 deg. W, 10.6'                              

12” White Birch – S 74 deg. E, 17.8'

GLO  Bk 

3 P. 4
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24 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 08 deg. W, 11.9'                               

15” Aspen – S 01 deg. W, 17.8'                       

8” Maple – N 81 deg. E, 13.2'                              

10” Linden – S 67 deg. E, 17.2'

GLO  Bk 

3 P. 36

24 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Elm – N 48 deg. W, 11.2'                               

10” Birch – S 03 deg. W, 12.5'                       

GLO  Bk 

3 P. 35

24 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” White Birch – N 84 deg. E, 4.0'                               

10” White Birch – N 32 deg. W, 19.8'                    

8” White Birch – S 53 deg. W, 21.8'                              

6” White Birch – S 08 deg. E, 19.8'

GLO  Bk 

3 P. 3

24 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 38 deg. E, 17.8'                               

6” Spruce – N 53 deg. W, 10.6'                       

6” Spruce – S 75 deg. W, 19.8'                              

8” Spruce – S 67 deg. E, 13.2'

GLO  Bk 

3 P. 34

25 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Linden – N 90 deg. E, 8.6'                               

8” Maple – S 62 deg. W, 18.5'                    

GLO  Bk 

3 P. 2

25 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Elm – N 48 deg. W, 11.2'                               

10” Birch – S 03 deg. W, 12.5'                       

GLO  Bk 

3 P. 35

25 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” White Birch – N 84 deg. E, 4.0'                               

10” White Birch – N 32 deg. W, 19.8'                    

8” White Birch – S 53 deg. W, 21.8'                              

6” White Birch – S 08 deg. E, 19.8'

GLO  Bk 

3 P. 3

25 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 38 deg. E, 17.8'                               

6” Spruce – N 53 deg. W, 10.6'                       

6” Spruce – S 75 deg. W, 19.8'                              

8” Spruce – S 67 deg. E, 13.2'

GLO  Bk 

3 P. 34

25 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – N 45 deg. W, 11.2'                               

10” Birch – S 59 deg. W, 13.9'                       

GLO  Bk 

3 P. 33

25 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Elm – N 81 deg. E, 28.4'                               

14” White Pine – S 47 deg. E, 4.6'                    

10” Sugar – S 37 deg. W, 11.2'                              

12” Linden – N 33 deg. W, 38.9'

GLO  Bk 

3 P. 1

25 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 10 deg. E, 5.9'                               

15” White Pine – S 07 deg. E, 11.9'                       

9” Tamarack – N 59 deg. W, 23.8'                              

8” Birch – S 09 deg. W, 13.9'

GLO  Bk 

3 P. 32

25 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” White Pine – N 11 deg. E, 9.2'                               

10” White Pine – N 88 deg. W, 13.2'                       

GLO  Bk 

3 P. 34

26 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” White Pine – N 11 deg. E, 9.2'                               

10” White Pine – N 88 deg. W, 13.2'                       

GLO  Bk 

3 P. 34

26 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” White Pine – N 05 deg. W, 7.3'                               

8” Birch – S 60 deg. W, 13.2'                       

GLO  Bk 

3 P. 46

26 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 38 deg. E, 17.8'                               

6” Spruce – N 53 deg. W, 10.6'                       

6” Spruce – S 75 deg. W, 19.8'                              

8” Spruce – S 67 deg. E, 13.2'

GLO  Bk 

3 P. 34

26 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 15 deg. W, 16.5'                               

5” Tamarack – S 43 deg. E, 4.0'                       

10” Tamarack – N 43 deg. W, 4.0'                              

8” Tamarack – N 53 deg. E, 6.6'

GLO  Bk 

3 P. 45

26 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Maple – S 07 deg. W, 17.8'                               

12” Red Oak – N 24 deg. W, 6.6'                       

GLO  Bk 

3 P. 44

26 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 10 deg. E, 5.9'                               

15” White Pine – S 07 deg. E, 11.9'                       

9” Tamarack – N 59 deg. W, 23.8'                              

8” Birch – S 09 deg. W, 13.9'

GLO  Bk 

3 P. 32

26 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Ash – S 45 deg. E, 73.9'                               

8” Tamarack – S 52 deg. E, 48.8'                             

No other trees near to use for ties 

GLO  Bk 

3 P. 43

26 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – S 55 deg. W, 5.3'                               

3” Black Ash – S 68 deg. E, 5.3'                       

GLO  Bk 

3 P. 45

27 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – S 55 deg. W, 5.3'                               

3” Black Ash – S 68 deg. E, 5.3'                       

GLO  Bk 

3 P. 45
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27 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 15 deg. E, 7.9'                               

5” Tamarack – N 41 deg. E, 10.6'                       

GLO  Bk 

3 P. 57

27 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 15 deg. W, 16.5'                               

5” Tamarack – S 43 deg. E, 4.0'                       

10” Tamarack – N 43 deg. W, 4.0'                              

8” Tamarack – N 53 deg. E, 6.6'

GLO  Bk 

3 P. 45

27 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” White Pine – S 32 deg. W, 6.6'                               

15” White Pine – N 52 deg. E, 10.6'                         

14” White Pine – S 68 deg. E, 13.9'                              

15” Birch – N 59 deg. W, 14.5'

GLO  Bk 

3 P. 56

27 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 30 deg. E, 6.6'                               

5” Tamarack – S 79 deg. E, 9.9'                       

GLO  Bk 

3 P. 55

27 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Ash – S 45 deg. E, 73.9'                               

8” Tamarack – S 52 deg. E, 48.8'                             

No other trees near to use for ties 

GLO  Bk 

3 P. 43

27 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Fir – S 48 deg. W, 1.3'                               

24” Birch – N 45 deg. W, 11.2'                         

10” Fir – N 45 deg. W, 11.2'                              

8” Black Ash – N 57 deg. E, 28.4'

GLO  Bk 

3 P. 54

27 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Ash – S 57 deg. E, 8.6'                               

15” Aspen – N 15 deg. W, 17.2'                       

GLO  Bk 

3 P. 56

28 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Ash – S 57 deg. E, 8.6'                               

15” Aspen – N 15 deg. W, 17.2'                       

GLO  Bk 

3 P. 56

28 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Black Ash – N 67 deg. W, 13.2'                               

10” Black Ash – S 27 deg. E, 13.2'                       

GLO  Bk 

3 P. 68

28 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

15” White Pine – S 32 deg. W, 6.6'                               

15” White Pine – N 52 deg. E, 10.6'                         

14” White Pine – S 68 deg. E, 13.9'                              

15” Birch – N 59 deg. W, 14.5'

GLO  Bk 

3 P. 56

28 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 15 deg. W, 4.0'                               

5” Tamarack – N 16 deg. E, 2.6'                         

8” Tamarack – S 50 deg. W, 8.6'                              

10” Tamarack – S 08 deg. E, 6.6'

GLO  Bk 

3 P. 67

28 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Fir – N 19 deg. W, 7.9'                               

14” Tamarack – S 15 deg. E, 19.8'                       

GLO  Bk 

3 P. 66

28 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Fir – S 48 deg. W, 1.3'                               

24” Birch – N 45 deg. W, 11.2'                         

10” Fir – N 45 deg. W, 11.2'                              

8” Black Ash – N 57 deg. E, 28.4'

GLO  Bk 

3 P. 54

28 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 27 deg. E, 13.2'                               

7” Tamarack – S 47 deg. E, 4.0'                         

6” Tamarack – N 39 deg. W, 5.9'                              

7” Tamarack – S 42 deg. W, 17.8'

GLO  Bk 

3 P. 65

28 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 16 deg. E, 11.9'                               

6” Tamarack – N 55 deg. W, 9.2'                       

GLO  Bk 

3 P. 67

28 44-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section - orig. cors and B.Ts. inp.      

Distance and Mag. Var. shown 

Book 1, 

Page 152

29 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 16 deg. E, 11.9'                               

6” Tamarack – N 55 deg. W, 9.2'                       

GLO  Bk 

3 P. 67

29 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – N 69 deg. E, 13.2'                               

6” Maple – S 64 deg. W, 4.0'                       

GLO  Bk 

3 P. 80

29 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 15 deg. W, 4.0'                               

5” Tamarack – N 16 deg. E, 2.6'                         

8” Tamarack – S 50 deg. W, 8.6'                              

10” Tamarack – S 08 deg. E, 6.6'

GLO  Bk 

3 P. 67

29 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Linden – S 64 deg. W, 7.3'                               

8” Elm – N 64 deg. E, 19.8'                         6” 

Aspen – S 78 deg. E, 12.5'                              

8” Elm – N 30 deg. W, 23.1'

GLO  Bk 

3 P. 79

29 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – N 79 deg. W, 6.6'                               

3” Tamarack – S 40 deg. W, 3.3'                       

GLO  Bk 

3 P. 77
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29 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 27 deg. E, 13.2'                               

7” Tamarack – S 47 deg. E, 4.0'                         

6” Tamarack – N 39 deg. W, 5.9'                              

7” Tamarack – S 42 deg. W, 17.8'

GLO  Bk 

3 P. 65

29 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 14 deg. W, 13.2'                               

3” Tamarack – N 11 deg. E, 9.2'                         

4” Tamarack – S 29 deg. E, 16.5'                              

4” Tamarack – S 23 deg. W, 21.8'

GLO  Bk 

3 P. 76

29 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 86 deg. W, 13.2'                               

11” Birch – N 85 deg. E, 16.5'                       

GLO  Bk 

3 P. 79

29 44-22
Road Survey on E line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on E line of Section - orig. cors and B.Ts. inp.       

Distance and Mag. Var. shown 

Book 1, 

Page 152

30 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 86 deg. W, 13.2'                               

11” Birch – N 85 deg. E, 16.5'                       

GLO  Bk 

3 P. 79

30 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 09 deg. E, 10.6'                               

3” Tamarack – N 80 deg. W, 16.5'                       

GLO  Bk 

3 P. 81

30 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Linden – S 64 deg. W, 7.3'                               

8” Elm – N 64 deg. E, 19.8'                         6” 

Aspen – S 78 deg. E, 12.5'                              

8” Elm – N 30 deg. W, 23.1'

GLO  Bk 

3 P. 79

30 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Ash – N 60 deg. W, 46.2'                               

10” White Birch – N 20 deg. E, 16.5'                       

12” Tamarack – S 74 deg. E, 13.2'                              

8” White Birch – S 80 deg. W, 72.6'

GLO  Bk 

3 P. 18

30 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Elm – N 22 deg. E, 11.9'                               

9” Black Ash – S 15 deg. W, 17.2'                       

GLO  Bk 

3 P. 78

30 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 14 deg. W, 13.2'                               

3” Tamarack – N 11 deg. E, 9.2'                         

4” Tamarack – S 29 deg. E, 16.5'                              

4” Tamarack – S 23 deg. W, 21.8'

GLO  Bk 

3 P. 76

30 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 44 deg. W, 58.1'                               

5” Tamarack – S 38 deg. E, 25.1'                       

5” Tamarack – N 40 deg. E, 28.4'                              

5” Tamarack – S 38 deg. W, 31.0'

GLO  Bk 

3 P. 17

30 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 19 deg. E, 5.9'                               

8” White Birch – S 89 deg. W, 16.5'                    

GLO  Bk 

3 P. 18

31 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – N 30 deg. W, 6.6'                               

10” Black Ash – N 70 deg. E, 9.2'                       

GLO  Bk 

3 P. 76

31 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Elm – N 22 deg. E, 11.9'                               

9” Black Ash – S 15 deg. W, 17.2'                       

GLO  Bk 

3 P. 78

31 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 14 deg. W, 13.2'                               

3” Tamarack – N 11 deg. E, 9.2'                         

4” Tamarack – S 29 deg. E, 16.5'                              

4” Tamarack – S 23 deg. W, 21.8'

GLO  Bk 

3 P. 76

31 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 44 deg. W, 58.1'                               

5” Tamarack – S 38 deg. E, 25.1'                       

5” Tamarack – N 40 deg. E, 28.4'                              

5” Tamarack – S 38 deg. W, 31.0'

GLO  Bk 

3 P. 17

31 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
14” White Pine – N 77 deg. W, 4.6'                               

6” Maple – S 24 deg. E, 15.8'                    

GLO  Bk 

3 P. 14

31 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

7” Tamarack – N 51 deg. W, 23.1'                               

5” Tamarack – N 28 deg. E, 10.6'                       

5” Tamarack – S 37 deg. E, 10.6'                              

5” Tamarack – S 20 deg. W, 9.9'

GLO  Bk 

3 P. 13

31 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Elm – S 10 deg. E, 13.2'                               

7” White Birch – S 52 deg. W, 30.4'                       

12” Aspen – N 48 deg. W, 25.7'                              

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

3 P. 16

31 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Elm - S 10 deg. E, 13.2'                                    

7" White Birch - S 52 deg. W, 30.4'                      

12" Aspen - N 48 deg. W, 25.7'                             

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

8 P. 18

31 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – S 85 deg. W, 7.9'                               

12” Aspen – N 87 deg. E, 5.9'                    

GLO  Bk 

3 P. 16
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32 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 17 deg. W, 11.2'                               

8” Tamarack – N 53 deg. E, 14.5'                       

GLO  Bk 

3 P. 65

32 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – N 79 deg. W, 6.6'                               

3” Tamarack – S 40 deg. W, 3.3'                       

GLO  Bk 

3 P. 77

32 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 27 deg. E, 13.2'                               

7” Tamarack – S 47 deg. E, 4.0'                         

6” Tamarack – N 39 deg. W, 5.9'                              

7” Tamarack – S 42 deg. W, 17.8'

GLO  Bk 

3 P. 65

32 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 14 deg. W, 13.2'                               

3” Tamarack – N 11 deg. E, 9.2'                         

4” Tamarack – S 29 deg. E, 16.5'                              

4” Tamarack – S 23 deg. W, 21.8'

GLO  Bk 

3 P. 76

32 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
7” Tamarack – N 51 deg. W, 4.0'                               

6” Tamarack – S 20 deg. W, 17.8'                       

GLO  Bk 

3 P. 13

32 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Tamarack – N 47 deg. E, 17.8'                               

8” Tamarack – S 77 deg. E, 19.1'                       

9” Tamarack – S 80 deg. W, 5.9'                              

9” Tamarack – N 06 deg. W, 29.7'

GLO  Bk 

3 P. 12

32 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

7” Tamarack – N 51 deg. W, 23.1'                               

5” Tamarack – N 28 deg. E, 10.6'                       

5” Tamarack – S 37 deg. E, 10.6'                              

5” Tamarack – S 20 deg. W, 9.9'

GLO  Bk 

3 P. 13

32 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – N 30 deg. W, 6.6'                               

10” Black Ash – N 70 deg. E, 9.2'                       

GLO  Bk 

3 P. 76

32 44-22
Road Survey on E line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on E line of Section - orig. cors and B.Ts. inp.       

Distance and Mag. Var. shown 

Book 1, 

Page 152

33 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Fir – N 78 deg. W, 4.6'                               5” 

Black Ash – N 70 deg. E, 6.6'                       

GLO  Bk 

3 P. 54

33 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Fir – N 19 deg. W, 7.9'                               

14” Tamarack – S 15 deg. E, 19.8'                       

GLO  Bk 

3 P. 66

33 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Fir – S 48 deg. W, 1.3'                               

24” Birch – N 45 deg. W, 11.2'                         

10” Fir – N 45 deg. W, 11.2'                              

8” Black Ash – N 57 deg. E, 28.4'

GLO  Bk 

3 P. 54

33 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 27 deg. E, 13.2'                               

7” Tamarack – S 47 deg. E, 4.0'                         

6” Tamarack – N 39 deg. W, 5.9'                              

7” Tamarack – S 42 deg. W, 17.8'

GLO  Bk 

3 P. 65

33 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10” Elm – N 70 deg. E, 27.7'                               

12” White Birch – S 16 deg. W, 70.6'                    

GLO  Bk 

3 P. 12

33 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Sugar – N 51 deg. E, 11.2'                               

7” Aspen – N 57 deg. W, 9.9'                       8” 

Aspen – S 42 deg. W, 12.5'                              

12” Aspen – S 53 deg. E, 7.9'

GLO  Bk 

3 P. 11

33 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Tamarack – N 47 deg. E, 17.8'                               

8” Tamarack – S 77 deg. E, 19.1'                       

9” Tamarack – S 80 deg. W, 5.9'                              

9” Tamarack – N 06 deg. W, 29.7'

GLO  Bk 

3 P. 12

33 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 17 deg. W, 11.2'                               

8” Tamarack – N 53 deg. E, 14.5'                       

GLO  Bk 

3 P. 65

33 44-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section - orig. cors and B.Ts. inp.        

Distance and Mag. Var. shown 

Book 1, 

Page 152

34 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 52 deg. W, 18.5'                               

5” Tamarack – S 43 deg. E, 9.2'                       

GLO  Bk 

3 P. 43

34 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 30 deg. E, 6.6'                               

5” Tamarack – S 79 deg. E, 9.9'                       

GLO  Bk 

3 P. 55

34 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Ash – S 45 deg. E, 73.9'                               

8” Tamarack – S 52 deg. E, 48.8'                             

No other trees near to use for ties 

GLO  Bk 

3 P. 43

34 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Fir – S 48 deg. W, 1.3'                               

24” Birch – N 45 deg. W, 11.2'                         

10” Fir – N 45 deg. W, 11.2'                              

8” Black Ash – N 57 deg. E, 28.4'

GLO  Bk 

3 P. 54
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34 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
8” Aspen – N 09 deg. W, 5.9'                               

14” Aspen – S 50 deg. W, 10.6'                    

GLO  Bk 

3 P. 10

34 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26” White Pine – N 37 deg. E, 9.2'                               

17” White Pine – S 73 deg. W, 6.6'                       

12” White Pine – S 31 deg. E, 4.0'                              

6” Maple – N 44 deg. W, 26.4'

GLO  Bk 

3 P. 10

34 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

6” Sugar – N 51 deg. E, 11.2'                               

7” Aspen – N 57 deg. W, 9.9'                       8” 

Aspen – S 42 deg. W, 12.5'                              

12” Aspen – S 53 deg. E, 7.9'

GLO  Bk 

3 P. 11

34 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Fir – N 78 deg. W, 4.6'                               5” 

Black Ash – N 70 deg. E, 6.6'                       

GLO  Bk 

3 P. 54

35 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” White Pine – N 49 deg. W, 20.5'                               

10” Tamarack – N 10 deg. E, 23.1'                       

GLO  Bk 

3 P. 32

35 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Maple – S 07 deg. W, 17.8'                               

12” Red Oak – N 24 deg. W, 6.6'                       

GLO  Bk 

3 P. 44

35 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 10 deg. E, 5.9'                               

15” White Pine – S 07 deg. E, 11.9'                       

9” Tamarack – N 59 deg. W, 23.8'                              

8” Birch – S 09 deg. W, 13.9'

GLO  Bk 

3 P. 32

35 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Ash – S 45 deg. E, 73.9'                               

8” Tamarack – S 52 deg. E, 48.8'                             

No other trees near to use for ties 

GLO  Bk 

3 P. 43

35 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
7” White Birch – N 00 deg. E, 17.2'                               

6” White Birch – S 00 deg. W, 9.2'                    

GLO  Bk 

3 P. 9

35 44-22 SE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” W. Birch – N 45 deg. E, 50.7'                          

8” W. Birch  – N 45 deg. W, 59.3'                          

10” Maple – S 45 deg. E, 57.5'

Book 1, 

Page 413

35 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” White Birch – N 48 deg. W, 36.3'                               

13” Aspen – S 75 deg. W, 18.5'                       

12” Aspen – S 45 deg. E, 29.0'                              

13” Aspen – N 62 deg. E, 44.9'

GLO  Bk 

3 P. 8

35 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

26” White Pine – N 37 deg. E, 9.2'                               

17” White Pine – S 73 deg. W, 6.6'                       

12” White Pine – S 31 deg. E, 4.0'                              

6” Maple – N 44 deg. W, 26.4'

GLO  Bk 

3 P. 10

35 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 52 deg. W, 18.5'                               

5” Tamarack – S 43 deg. E, 9.2'                       

GLO  Bk 

3 P. 43

36 44-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12” Aspen – S 71 deg. E, 15.8'                               

7” Oak – N 71 deg. W, 19.8'                    

GLO  Bk 

3 P. 1

36 44-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – N 45 deg. W, 11.2'                               

10” Birch – S 59 deg. W, 13.9'                       

GLO  Bk 

3 P. 33

36 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

10” Elm – N 81 deg. E, 28.4'                               

14” White Pine – S 47 deg. E, 4.6'                    

10” Sugar – S 37 deg. W, 11.2'                              

12” Linden – N 33 deg. W, 38.9'

GLO  Bk 

3 P. 1

36 44-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Aspen – N 30 deg. E, 6.6'                                

8” White Birch – S 24 deg. E, 29.7'                        

11” White Birch – S 66 deg. W, 11.2'                     

12” White Birch – N 05 deg. W, 26.4'

GLO  Bk 

8 P. 6

36 44-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20” White Pine – N 10 deg. E, 5.9'                               

15” White Pine – S 07 deg. E, 11.9'                       

9” Tamarack – N 59 deg. W, 23.8'                              

8” Birch – S 09 deg. W, 13.9'

GLO  Bk 

3 P. 32

36 44-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
9” Aspen – S 20 deg. W, 5.9'                               

6” Aspen – N 28 deg. E, 13.2'                    

GLO  Bk 

3 P. 8

36 44-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” Aspen – N 30 deg. E, 6.6'                               

8” White Birch – S 24 deg. E, 29.7'                    

11” White Birch – S 66 deg. W, 11.2'                 

12” White Birch – N 05 deg. W, 26.4'

GLO  Bk 

3 P. 1

36 44-22 SW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” W. Birch – N 45 deg. E, 50.7'                          

8” W. Birch  – N 45 deg. W, 59.3'                          

10” Maple – S 45 deg. E, 57.5'

Book 1, 

Page 413
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36 44-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8” White Birch – N 48 deg. W, 36.3'                               

13” Aspen – S 75 deg. W, 18.5'                       

12” Aspen – S 45 deg. E, 29.0'                              

13” Aspen – N 62 deg. E, 44.9'

GLO  Bk 

3 P. 8

36 44-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” White Pine – N 49 deg. W, 20.5'                               

10” Tamarack – N 10 deg. E, 23.1'                       

GLO  Bk 

3 P. 32

1 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 61 deg. W, 18.5'                               

12” Aspen – S 30 deg. E, 25.7'                       

GLO  Bk 

3 P. 22

1 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Spruce - S 03 deg. W, 5.9'                                          

7" White Birch - N 05 deg. W, 17.8' 

GLO BK 

5 P 10

1 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” White Birch – N 52 deg. W, 23.8'                               

14” White Birch – N 41 deg. E, 32.3'                           

8” Linden – S 37 deg. W, 19.1'                              

14” Black Oak – S 70 deg. E, 39.6'

GLO  Bk 

3 P. 23

1 44-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

24” W. Pine – N 15 deg. W, 81.2'                          

18” Birch – S 16 deg. E, 40.7'

Book 1, 

Page 350

1 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

24" W. Pine - N 15 deg. W, 81.2'                           

8" Birch - S 16 deg. E, 40.6'  

Book 1, 

Page 86

1 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 27 deg. W, 28.4'                                    

11" White Birch - S 25 deg. E, 14.5'                                           

6" Tamarack - N 50 deg. E, 31.8'                                  

No other ties stated

GLO BK 

5 P 10

1 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Pine - S 36 deg. W, 7.9'                                          

20" Fir - N 26 deg. E, 10.6' 

GLO BK 

5 P 20

1 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 70 deg. W, 12.5'                               

12” Aspen – S 15 deg. E, 15.8'                           

8" Spruce – N 33 deg. E, 5.3'                              

8” Spruce – S 35 deg. W, 38.3'

GLO  Bk 

3 P. 21

1 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - N 12 deg. E, 8.6'                                    

12" Birch - N 84 deg. W, 25.1'                                         

10" Linden - S 18 deg. W, 17.8'                                  

5" Fir - S 29 deg. E, 4.0' 

GLO BK 

5 P 17

1 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - S 00 deg. E, 25.1'                                          

18" Tamarack - S 52 deg. W, 38.3' 

GLO BK 

5 P 20

1 44-23
Survey of S line of SW 1/4 of Section 

by Fred Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 355

1 44-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 351

2 44-23  
Survey of N. Line Section 2 by F.J. 

O'Hara, County Surveyor
1903

found NE and NW cors. Survey of N line of 

NE1/4 Distance. and Mag. Var. shown 

Book 1, 

Page 86

2 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - S 00 deg. E, 25.1'                                          

18" Tamarack - S 52 deg. W, 38.3' 

GLO BK 

5 P 20

2 44-23 N 1/4
Spike set in c-l road from County ties 

by John Walker of DNR
2003

Top of steel fence post - N 28 deg. E, 88.58'         

Top of steel fence post - N 10 deg. W, 96.19' 
352110 165152.290 556291.660

2 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14" Elm - N 85 deg. E, 101.0'                                          

14" Elm - S 80 deg. E, 153.8' 

GLO BK 

5 P 9

2 44-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

24” W. Pine – N 15 deg. W, 81.2'                          

18” Birch – S 16 deg. E, 40.7'

Book 1, 

Page 350

2 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

24" W. Pine - N 15 deg. W, 81.2'                            

18" Birch - S 16 deg. E, 40.6'   

Book 1, 

Page 86

2 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 27 deg. W, 28.4'                                    

11" White Birch - S 25 deg. E, 14.5'                                           

6" Tamarack - N 50 deg. E, 31.8'                                  

No other ties stated

GLO BK 

5 P 10

2 44-23 NW

Spike set in c-l road at road to the 

north from County ties by John Walker 

of DNR

2003
P-K nail in Power Pole - N 05 deg. E, 156.38'    

Spike in Red Oak - N 40 deg. E, 136.88' 
352111 165161.810 553662.330

2 44-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

18” Birch – N 14 deg. W, 42.8'                              

14” Birch – S 36 deg. W, 38.3'

Book 1, 

Page 349

2 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

18" Birch - N 15 deg. W, 30.4'                                

14" Birch - S 36 deg. W, 38.3'                            

Book 1, 

Page 86

2 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Aspen - N 78 deg. E, 23.8'                                    

6" Maple - N 10 deg. W, 13.2'                                           

14" Oak - S 87 deg. W, 21.1'                                  

6" White Birch - S 18 deg. E, 18.5' 

GLO BK 

5 P 8
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2 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 54 deg. W, 21.8'                                          

12" Birch - S 58 deg. E, 8.6' 

GLO BK 

5 P 30

2 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - N 12 deg. E, 8.6'                                    

12" Birch - N 84 deg. W, 25.1'                                         

10" Linden - S 18 deg. W, 17.8'                                  

5" Fir - S 29 deg. E, 4.0' 

GLO BK 

5 P 17

2 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Aspen - S 45 deg. W, 2.0'                                    

15" Aspen - S 15 deg. E, 7.3'                                         

16" Aspen - N 20 deg. W, 28.4'                                  

12" Birch - N 38 deg. E, 9.2' 

GLO BK 

5 P 29

2 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - N 62 deg. W, 6.6'                                          

6" Fir - S 84 deg. E, 6.6' 

GLO BK 

5 P 31

2 44-23
Survey of S line of SE 1/4 of Section 

by Fred Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 355

2 44-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 350

3 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - N 62 deg. W, 6.6'                                          

6" Fir - S 84 deg. E, 6.6' 

GLO BK 

5 P 31

3 44-23 N 1/4
Spike set in c-l road from County ties 

by John Walker of DNR
2003

DNR RP in 12" Ash - N 10 deg. E, 55.98'          

DNR RP in triple 8" Ash - N 25 deg. E, 57.18'       

Spk in E side tree - S 30 deg. W, 81.17'

352109 165168.290 551021.860

3 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Maple - S 00 deg. E, 1.3'                                          

6" Tamarack - N 60 deg. W, 13.2' 

GLO BK 

5 P 8

3 44-23 NE

Spike set in c-l road at road to the 

north from County ties by John Walker 

of DNR

2003
P-K nail in Power Pole - N 05 deg. E, 156.38'    

Spike in Red Oak - N 40 deg. E, 136.88' 
352111 165161.810 553662.330

3 44-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

18” Birch – N 14 deg. W, 42.8'                                

14” Birch – S 36 deg. W, 38.3'

Book 1, 

Page 349

3 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

18" Birch - N 15 deg. W, 30.4'                                

14" Birch - S 36 deg. W, 38.3'                         

Book 1, 

Page 86

3 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Aspen - N 78 deg. E, 23.8'                                    

6" Maple - N 10 deg. W, 13.2'                                           

14" Oak - S 87 deg. W, 21.1'                                  

6" White Birch - S 18 deg. E, 18.5' 

GLO BK 

5 P 8

3 44-23 NW
P-K nail set in c-l road from County 

ties by John Walker of DNR
2003

Spike in 14" Birch - N 10 deg. W, 53.53'               

P-K in east end culvert - S 35 deg. E, 56.13'       

P-K in west end culvert - S 30 deg. W, 54.86'

352108 165174.770 548381.350

3 44-23 NW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

3 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8" White Birch - N 25 deg. E, 5.3'                                    

6" White Birch - S 23 deg. E, 10.6'                                           

15" White Pine - S 21 deg. W, 23.1'                                  

14" White Pine - N 71 deg. W, 16.5' 

GLO BK 

5 P 7

3 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Birch - N 88 deg. W, 6.6'                                          

10" Pine - S 79 deg. E, 7.3' 

GLO BK 

5 P 41

3 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Aspen - S 45 deg. W, 2.0'                                    

15" Aspen - S 15 deg. E, 7.3'                                         

16" Aspen - N 20 deg. W, 28.4'                                  

12" Birch - N 38 deg. E, 9.2' 

GLO BK 

5 P 29

3 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 78 deg. W, 2.6'                                    

10" Tamarack - S 60 deg. E, 24.4'                                         

5" Fir - N 49 deg. E, 31.0'                                  

6" Fir - N 25 deg. W, 29.0' 

GLO BK 

5 P 40

3 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 31 deg. W, 18.5'                                          

10" Tamarack - S 73 deg. E, 7.9' 

GLO BK 

5 P 42

3 44-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 349

4 44-23  
Tract Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

2 acre lot in NW 1/4-NW ¼                            

Distance only stated

Book 2, 

Page 115

4 44-23  
Survey of 5 acre piece in Section 4 by 

F.J. O'Hara, County Surveyor 
1908

is in N1/2-NW1/4 of Section 4.                          

Distances and Mag. Var. shown 

Book 1, 

Page 87

4 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 31 deg. W, 18.5'                                          

10" Tamarack - S 73 deg. E, 7.9' 

GLO BK 

5 P 42
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4 44-23 N 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

4 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Tamarack - N 55 deg. W, 2.0'                                          

5" Tamarack - N 70 deg. E, 14.5' 

GLO BK 

5 P 7

4 44-23 NE
P-K nail set in c-l road from County 

ties by John Walker of DNR
2003

Spike in 14" Birch - N 10 deg. W, 53.53'            

P-K in east end culvert - S 35 deg. E, 56.13'       

P-K in west end culvert - S 30 deg. W, 54.86'

352108 165174.770 548381.350

4 44-23 NE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

4 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8" White Birch - N 25 deg. E, 5.3'                                    

6" White Birch - S 23 deg. E, 10.6'                                           

15" White Pine - S 21 deg. W, 23.1'                                  

14" White Pine - N 71 deg. W, 16.5' 

GLO BK 

5 P 7

4 44-23 NW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

4 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1908

6" Tamarack - S 22 deg. W, 104.3'                        

3" Tamarack - S 63 deg. E, 48.3'     

Book 1, 

Page 87

4 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 72 deg. E, 9.2'                                    

5" Tamarack - N 70 deg. W, 15.2'                                           

6" Tamarack - S 68 deg. W, 21.8'                                  

6" Tamarack - S 34 deg. E, 13.9' 

GLO BK 

5 P 6

4 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 25 deg. E, 2.6'                                          

12" Tamarack - S 52 deg. E, 11.9' 

GLO BK 

5 P 51

4 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 78 deg. W, 2.6'                                    

10" Tamarack - S 60 deg. E, 24.4'                                         

5" Fir - N 49 deg. E, 31.0'                                  

6" Fir - N 25 deg. W, 29.0' 

GLO BK 

5 P 40

4 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 78 deg. (?), 3.3'                                    

10" Aspen - S 42 deg. (?), 12.5'                                         

10" Aspen - S 25 deg. (?), 2.0'                                  

10" Aspen - N 02 deg. (?), 11.2'

GLO BK 

5 P 50

4 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 68 deg. W, 8.6'                                          

7" Tamarack - N 25 deg. E, 9.2' 

GLO BK 

5 P 52

5 44-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1928

Complete subdivision – all acreages shown        

Distance and angles shown

Book 1,  

Page 429

5 44-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on W line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 114

5 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 68 deg. W, 8.6'                                          

7" Tamarack - N 25 deg. E, 9.2' 

GLO BK 

5 P 52

5 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Ash - N 10 deg. E, 23.8'                                          

12" Aspen - S 20 deg. W, 7.9' 

GLO BK 

5 P 6

5 44-23 NE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

5 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1908

6" Tamarack - S 22 deg. W, 104.3'                        

3" Tamarack - S 63 deg. E, 48.3'       

Book 1, 

Page 87

5 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 72 deg. E, 9.2'                                    

5" Tamarack - N 70 deg. W, 15.2'                                           

6" Tamarack - S 68 deg. W, 21.8'                                  

6" Tamarack - S 34 deg. E, 13.9' 

GLO BK 

5 P 6

5 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13" White Birch - N 42 deg. W, 17.2'                                    

6" White Birch - S 44 deg. W, 24.4'                                           

14" Aspen - N 68 deg. E, 21.1'                                  

12" Aspen - S 66 deg. E, 10.6' 

GLO BK 

5 P 5

5 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Aspen - N 39 deg. E, 2.6'                                          

18" Aspen - S 10 deg. W, 9.8' 

GLO BK 

5 P 67

5 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 78 deg. (?), 3.3'                                    

10" Aspen - S 42 deg. (?), 12.5'                                         

10" Aspen - S 25 deg. (?), 2.0'                                  

10" Aspen - N 02 deg. (?), 11.2'

GLO BK 

5 P 50

5 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 48 deg. E, 4.0'                                    

8" Tamarack - S 02 deg. E, 9.9'                                         

8" Tamarack - S 27 deg. W, 16.5'                                  

6" Tamarack - N 41 deg. W, 25.1' 

GLO BK 

5 P 65

5 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Aspen - S 32 deg. W, 10.6'                                          

6" Aspen - S 51 deg. E, 5.3' 

GLO BK 

5 P 68
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6 44-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on E line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 114

6 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Aspen - S 32 deg. W, 10.6'                                          

6" Aspen - S 51 deg. E, 5.3' 

GLO BK 

5 P 68

6 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10" Tamarack - N 30 deg. W, 6.6'                                          

9" Tamarack - S 25 deg. W, 17.8' 

GLO BK 

5 P 5

6 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13" White Birch - N 42 deg. W, 17.2'                                    

6" White Birch - S 44 deg. W, 24.4'                                           

14" Aspen - N 68 deg. E, 21.1'                                  

12" Aspen - S 66 deg. E, 10.6' 

GLO BK 

5 P 5

6 44-23 NW
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 62.2' SE                                                

iron pipe - 44.25' S                                              

iron pipe - 94.1' NW

158896

6 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Birch - N 02 deg. E, 17.8'                                    

10" Birch - S 90 deg. W, 128.0'                                           

12" Birch - S 42 deg. W, 62.0'                                  

7" Birch - S 04 deg. E, 4.6' 

GLO BK 

5 P 4

6 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Aspen - N 39 deg. E, 2.6'                                          

18" Aspen - S 10 deg. W, 9.9' 

GLO BK 

5 P 67

6 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 48 deg. E, 4.0'                                    

8" Tamarack - S 02 deg. E, 9.9'                                         

8" Tamarack - S 27 deg. W, 16.5'                                  

6" Tamarack - N 41 deg. W, 25.1' 

GLO BK 

5 P 65

6 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 21 deg. E, 6.6'                                    

5" Tamarack - N 47 deg. W, 21.8'                                           

5" Tamarack - S 68 deg. W, 11.2'                                  

6" Tamarack - S 58 deg. E, 17.8' 

GLO BK 

5 P 4

6 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
5" Tamarack - N 26 deg. E, 5.9'                                          

5" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

5 P 4

7 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 47 deg. E, 7.9'                                          

5" Tamarack - N 25 deg. E, 9.9' 

GLO BK 

5 P 65

7 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Aspen - N 39 deg. E, 2.6'                                          

18" Aspen - S 10 deg. W, 9.9' 

GLO BK 

5 P 67

7 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 48 deg. E, 4.0'                                    

8" Tamarack - S 02 deg. E, 9.9'                                         

8" Tamarack - S 27 deg. W, 16.5'                                  

6" Tamarack - N 41 deg. W, 25.1' 

GLO BK 

5 P 65

7 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 21 deg. E, 6.6'                                    

5" Tamarack - N 47 deg. W, 21.8'                                           

5" Tamarack - S 68 deg. W, 11.2'                                  

6" Tamarack - S 58 deg. E, 17.8' 

GLO BK 

5 P 4

7 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - N 25 deg. W, 7.9'                                          

7" Tamarack - S 25 deg. E, 4.6' 

GLO BK 

5 P 64

7 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 62 deg. E, 2.6'                                    

10" Tamarack - N 14 deg. E, 16.5'                                         

12" Tamarack - S 32 deg. W, 13.2'                                  

8" Tamarack - N 22 deg. W, 21.8' 

GLO BK 

5 P 62

7 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

10" Pine - N 55 deg. E, 11.9'                                    

7" Pine - N 27 deg. W, 4.6'                                           

15" Birch - S 38 deg. W, 21.1'                                  

18" Birch - S 60 deg. E, 37.6' 

GLO BK 

5 P 3

7 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
8" Tamarack - N 68 deg. E, 7.9'                                          

7" Tamarack - N 20 deg. W, 3.3' 

GLO BK 

5 P 3

8 44-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivision of Section into 1/4s – set iron mon.     

Distances and angles shown

Book 1,  

Page 344

8 44-23 E 1/4
Set 1 1/4“ iron pipe for corner - no new 

ties by H. D Keath, County Surveyor 
1915 No ties set

Book 1, 

Page 231

8 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Ash - S 84 deg. E, 117.5'                                          

12" Elm - S 70 deg. E, 84.5' 

GLO BK 

5 P 50

8 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Aspen - N 39 deg. E, 2.6'                                          

18" Aspen - S 10 deg. W, 9.8' 

GLO BK 

5 P 67
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8 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 78 deg. (?), 3.3'                                    

10" Aspen - S 42 deg. (?), 12.5'                                         

10" Aspen - S 25 deg. (?), 2.0'                                  

10" Aspen - N 02 deg. (?), 11.2'

GLO BK 

5 P 50

8 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 48 deg. E, 4.0'                                    

8" Tamarack - S 02 deg. E, 9.9'                                         

8" Tamarack - S 27 deg. W, 16.5'                                  

6" Tamarack - N 41 deg. W, 25.1' 

GLO BK 

5 P 65

8 44-23 S 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

12” Tamarack - S 45 deg W, 52.0'                          

12” Birch - N 45 deg E, 54.4'

Book 1, 

Page 239

8 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 40 deg. E, 5.3'                                          

10" Birch - N 24 deg. W, 19.8' 

GLO BK 

5 P 63

8 44-23 SE

Corner falls in Snake River - no wood 

post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No ties since corner is in River
GLO BK 

5 P 48

8 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 62 deg. E, 2.6'                                    

10" Tamarack - N 14 deg. E, 16.5'                                         

12" Tamarack - S 32 deg. W, 13.2'                                  

8" Tamarack - N 22 deg. W, 21.8' 

GLO BK 

5 P 62

8 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 47 deg. E, 7.9'                                          

5" Tamarack - N 25 deg. E, 9.9' 

GLO BK 

5 P 65

8 44-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on S line of Section                                     

Distance and Mag. Var. shown 

Book 1, 

Page 239

8 44-23
Survey of E line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 231

9 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - N 71 deg. E, 9.2'                                          

6" Tamarack - S 74 deg. W, 7.3' 

GLO BK 

5 P 40

9 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 25 deg. E, 2.6'                                          

12" Tamarack - S 52 deg. E, 11.9' 

GLO BK 

5 P 51

9 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 78 deg. W, 2.6'                                    

10" Tamarack - S 60 deg. E, 24.4'                                         

5" Fir - N 49 deg. E, 31.0'                                  

6" Fir - N 25 deg. W, 29.0' 

GLO BK 

5 P 40

9 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 78 deg. (?), 3.3'                                    

10" Aspen - S 42 deg. (?), 12.5'                                         

10" Aspen - S 25 deg. (?), 2.0'                                  

10" Aspen - N 02 deg. (?), 11.2'

GLO BK 

5 P 50

9 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Fir - S 29 deg. W, 18.5'                                          

6" Fir - N 31 deg. E, 22.4' 

GLO BK 

5 P 49

9 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 31 deg. E, 15.2'                                    

2" Tamarack - N 83 deg. W, 9.9'                                         

5" Tamarack - N 09 deg. E, 29.0'                                  

6" Tamarack - S 09 deg. W, 54.1' 

GLO BK 

5 P 38

9 44-23 SW

Corner falls in Snake River - no wood 

post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No ties since corner is in River
GLO BK 

5 P 48

9 44-23 W 1/4
Set 1 1/4“ iron pipe for corner - no new 

ties by H. D Keath, County Surveyor 
1915 No ties set

Book 1, 

Page 231

9 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Ash - S 84 deg. E, 117.5'                                          

12" Elm - S 70 deg. E, 84.5' 

GLO BK 

5 P 50

9 44-23
Survey of W line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 231

10 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20" Pine - S 39 deg. W, 10.6'                                          

24" Pine - N 45 deg. E, 5.9' 

GLO BK 

5 P 29

10 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Birch - N 88 deg. W, 6.6'                                          

10" Pine - S 79 deg. E, 7.3' 

GLO BK 

5 P 41

10 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Aspen - S 45 deg. W, 2.0'                                    

15" Aspen - S 15 deg. E, 7.3'                                         

16" Aspen - N 20 deg. W, 28.4'                                  

12" Birch - N 38 deg. E, 9.2' 

GLO BK 

5 P 29
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10 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 78 deg. W, 2.6'                                    

10" Tamarack - S 60 deg. E, 24.4'                                         

5" Fir - N 49 deg. E, 31.0'                                  

6" Fir - N 25 deg. W, 29.0' 

GLO BK 

5 P 40

10 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 29 deg. E, 2.6'                                          

5" Tamarack - S 19 deg. E, 11.9' 

GLO BK 

5 P 39

10 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Black Ash - N 43 deg. W, 10.6'                                    

9" Black Ash - S 04 deg. E, 9.2'                                         

6" Black Ash - N 40 deg. E, 9.9'                                  

9" Black Ash - S 31 deg. W, 13.9' 

GLO BK 

5 P 27

10 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 31 deg. E, 15.2'                                    

2" Tamarack - N 83 deg. W, 9.9'                                         

5" Tamarack - N 09 deg. E, 29.0'                                  

6" Tamarack - S 09 deg. W, 54.1' 

GLO BK 

5 P 38

10 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - N 71 deg. E, 9.2'                                          

6" Tamarack - S 74 deg. W, 7.3' 

GLO BK 

5 P 40

11 44-23  
Road Survey on E line of SE 1/4 of 

Sec. 11 by F.J. O'Hara, Co. Surveyor 
1909

Road is on E line of SE1/4 of Section.  

Distances and Mag. Var. shown 

Book 1, 

Page 94

11 44-23 E 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Tamarack - N 55 deg. W, 40.6'                       

10" Birch - S 44 deg. E, 35.6'   

Book 1, 

Page 94

11 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 11 deg. E, 12.5'                                          

7" Tamarack - S 89 deg. W, 7.9' 

GLO BK 

5 P 18

11 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 54 deg. W, 21.8'                                          

12" Birch - S 58 deg. E, 8.6' 

GLO BK 

5 P 30

11 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - N 12 deg. E, 8.6'                                    

12" Birch - N 84 deg. W, 25.1'                                         

10" Linden - S 18 deg. W, 17.8'                                  

5" Fir - S 29 deg. E, 4.0' 

GLO BK 

5 P 17

11 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Aspen - S 45 deg. W, 2.0'                                    

15" Aspen - S 15 deg. E, 7.3'                                         

16" Aspen - N 20 deg. W, 28.4'                                  

12" Birch - N 38 deg. E, 9.2' 

GLO BK 

5 P 29

11 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Maple - N 70 deg. E, 19.8'                                          

30" Pine stump - S 71 deg. W, 198.0' 

GLO BK 

5 P 28

11 44-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Balsam - N 55 deg. E, 34.7'                             

10" Balsam - S 30 deg. W, 37.0'  

Book 1, 

Page 94

11 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 34 deg. E, 10.6'                                    

8" Birch - N 80 deg. W, 11.2'                                         

7" Elm - S 74 deg. W, 24.4'                                  

(?)" Birch - N 20 deg. E, 7.9' 

GLO BK 

5 P 17

11 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Black Ash - N 43 deg. W, 10.6'                                    

9" Black Ash - S 04 deg. E, 9.2'                                         

6" Black Ash - N 40 deg. E, 9.9'                                  

9" Black Ash - S 31 deg. W, 13.9' 

GLO BK 

5 P 27

11 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20" Pine - S 39 deg. W, 10.6'                                          

24" Pine - N 45 deg. E, 5.9' 

GLO BK 

5 P 29

11 44-23
Survey of N line of NE 1/4 of Section 

by Fred Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 355

12 44-23  
Road Survey on E-W 1/4 line of Sec. 

12 by F.J. O'Hara, Co. Surveyor 
1909

Road is on E-W 1/4 line and W. Line SW1/4 of 

Section.  Distances and Mag. Var. shown 

Book 1, 

Page 94

12 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – S 45 deg. W, 7.9'                               

12” Spruce – N 38 deg. E, 17.8'                       

GLO  Bk 

3 P. 21

12 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Pine - S 36 deg. W, 7.9'                                          

20" Fir - N 26 deg. E, 10.6' 

GLO BK 

5 P 20

12 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 70 deg. W, 12.5'                               

12” Aspen – S 15 deg. E, 15.8'                           

8" Spruce – N 33 deg. E, 5.3'                              

8” Spruce – S 35 deg. W, 38.3'

GLO  Bk 

3 P. 21

12 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - N 12 deg. E, 8.6'                                    

12" Birch - N 84 deg. W, 25.1'                                         

10" Linden - S 18 deg. W, 17.8'                                  

5" Fir - S 29 deg. E, 4.0' 

GLO BK 

5 P 17

12 44-23 S 1/4
4" Tamarack set for cor. by Fred 

Heuer, Deputy County Surveyor
1913 6" Black Ash - N 72 deg. W, 10.6'                                                                       

Book 1, 

Page 147
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12 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Black Ash - S 41 deg. E, 4.6'                                          

8" Black Ash - N 37 deg. W, 19.1' 

GLO BK 

5 P 18

12 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Birch – N 38 deg. E, 10.6'                               

18” Birch – N 45 deg. W, 5.9'                           

10” Linden – S 41 deg. W, 8.6'                              

10” Aspen – S 59 deg. E, 19.1'

GLO  Bk 

3 P. 20

12 44-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Balsam - N 55 deg. E, 34.7'                             

10" Balsam - S 30 deg. W, 37.0'        

Book 1, 

Page 94

12 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 34 deg. E, 10.6'                                    

8" Birch - N 80 deg. W, 11.2'                                         

7" Elm - S 74 deg. W, 24.4'                                  

(?)" Birch - N 20 deg. E, 7.9' 

GLO BK 

5 P 17

12 44-23 W 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Tamarack - N 55 deg. W, 40.6'                       

10" Birch - S 44 deg. E, 35.6'                   

Book 1, 

Page 94

12 44-23 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 11 deg. E, 12.5'                                          

7" Tamarack - S 89 deg. W, 7.9' 

GLO BK 

5 P 18

12 44-23
Survey of N line of NW 1/4 of Section 

by Fred Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 355

13 44-23  
Road Survey on W. line of Section by 

F.J. O'Hara, Co. Surveyor 
1909

Road is on W. line of Section.                          

Distances and Mag. Var. shown 

Book 1, 

Page 94

13 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 85 deg. E, 4.6'                               

5” Tamarack – S 60 deg. W, 5.3'                       

GLO  Bk 

3 P. 20

13 44-23 N 1/4
4" Tamarack set for cor. by Fred 

Heuer, Deputy County Surveyor
1913 6" Black Ash - N 72 deg. W, 10.6'                                                                       

Book 1, 

Page 147

13 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Black Ash - S 41 deg. E, 4.6'                                          

8" Black Ash - N 37 deg. W, 19.1' 

GLO BK 

5 P 18

13 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Birch – N 38 deg. E, 10.6'                               

18” Birch – N 45 deg. W, 5.9'                           

10” Linden – S 41 deg. W, 8.6'                              

10” Aspen – S 59 deg. E, 19.1'

GLO  Bk 

3 P. 20

13 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Balsam - N 55 deg. E, 34.7'                             

10" Balsam - S 30 deg. W, 37.0'  

Book 1, 

Page 94

13 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 34 deg. E, 10.6'                                    

8" Birch - N 80 deg. W, 11.2'                                         

7" Elm - S 74 deg. W, 24.4'                                  

(?)" Birch - N 20 deg. E, 7.9' 

GLO BK 

5 P 17

13 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Birch - N 78 deg. W, 16.5'                                          

20" Pine - S 50 deg. E, 7.9' 

GLO BK 

5 P 16

13 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 25 deg. E, 8.6'                               

8” Tamarack – N 44 deg. W, 17.8'                       

10” Tamarack – S 31 deg. E, 11.2'                              

8” Tamarack – S 54 deg. W, 28.4'

GLO  Bk 

3 P. 20

13 44-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

20" W. Oak - N 81 deg. W, 52.8'                            

8" Maple - N 50 deg. E, 31.0'   

Book 1, 

Page 94

13 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - S 03 deg. W, 17.8'                                    

20" Fir - N 05 deg. E, 16.5'                                           

8" Fir - S 38 deg. E, 23.8'                                  

10" Tamarack - N 55 deg. W, 24.4' 

GLO BK 

5 P 15

13 44-23 W 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" R. Oak - N 65 deg. W, 36.3'                           

10" Maple - N 71 deg. E, 40.3'  

Book 1, 

Page 94

13 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Birch - N 89 deg. E, 13.2'                                          

11" Birch - S 87 deg. W, 15.2' 

GLO BK 

5 P 17

13 44-23
Subdivision of Section 13 by Fred 

Heuer, Deputy County Surveyor 
1913

4" posts set at 1/16th Cors. all old B.T. inp.          

Mag. Var. and distances shown 

Book 1, 

Page 147

14 44-23  
Road Survey on E. line of Section by 

F.J. O'Hara, Co. Surveyor 
1909

Road is on E. line of Section.                          

Distances and Mag. Var. shown 

Book 1, 

Page 94

14 44-23 E 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" R. Oak - N 65 deg. W, 36.3'                           

10" Maple - N 71 deg. E, 40.3'      

Book 1, 

Page 94

14 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Birch - N 89 deg. E, 13.2'                                          

11" Birch - S 87 deg. W, 15.2' 

GLO BK 

5 P 17

14 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Maple - N 70 deg. E, 19.8'                                          

30" Pine stump - S 71 deg. W, 198.0' 

GLO BK 

5 P 28

14 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Balsam - N 55 deg. E, 34.7'                             

10" Balsam - S 30 deg. W, 37.0'              

Book 1, 

Page 94
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14 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 34 deg. E, 10.6'                                    

8" Birch - N 80 deg. W, 11.2'                                         

7" Elm - S 74 deg. W, 24.4'                                  

(?)" Birch - N 20 deg. E, 7.9' 

GLO BK 

5 P 17

14 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Black Ash - N 43 deg. W, 10.6'                                    

9" Black Ash - S 04 deg. E, 9.2'                                         

6" Black Ash - N 40 deg. E, 9.9'                                  

9" Black Ash - S 31 deg. W, 13.9' 

GLO BK 

5 P 27

14 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 62 deg. E, 5.3'                                          

10" Tamarack - N 33 deg. W, 15.2' 

GLO BK 

5 P 26

14 44-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

20" W. Oak - N 81 deg. W, 52.8'                           

8" Maple - N 50 deg. E, 31.0'    

Book 1, 

Page 94

14 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - S 03 deg. W, 17.8'                                    

20" Fir - N 05 deg. E, 16.5'                                           

8" Fir - S 38 deg. E, 23.8'                                  

10" Tamarack - N 55 deg. W, 24.4' 

GLO BK 

5 P 15

14 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 28 deg. W, 5.9'                                    

6" Birch - N 36 deg. W, 23.1'                                         

10" Birch - N 73 deg. E, 16.5'                                  

6" Tamarack - S 49 deg. E, 14.5' 

GLO BK 

5 P 25

14 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Birch - S 59 deg. E, 49.5'                                          

6" Oak - N 30 deg. W, 44.2' 

GLO BK 

5 P 27

14 44-23
Subdivision of Section 14 by Fred 

Heuer, Deputy County Surveyor 
1913

Subd. SE 1/4, 4" posts set, all old B.T. inp.            

Mag. Var. and distances shown 

Book 1, 

Page 148

15 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Birch - S 59 deg. E, 49.5'                                          

6" Oak - N 30 deg. W, 44.2' 

GLO BK 

5 P 27

15 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 29 deg. E, 2.6'                                          

5" Tamarack - S 19 deg. E, 11.9' 

GLO BK 

5 P 39

15 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Black Ash - N 43 deg. W, 10.6'                                    

9" Black Ash - S 04 deg. E, 9.2'                                         

6" Black Ash - N 40 deg. E, 9.9'                                  

9" Black Ash - S 31 deg. W, 13.9' 

GLO BK 

5 P 27

15 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 31 deg. E, 15.2'                                    

2" Tamarack - N 83 deg. W, 9.9'                                         

5" Tamarack - N 09 deg. E, 29.0'                                  

6" Tamarack - S 09 deg. W, 54.1' 

GLO BK 

5 P 38

15 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Birch - S 74 deg. W, 48.8'                                          

6" Elm - N 22 deg. W, 43.6' 

GLO BK 

5 P 37

15 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 28 deg. W, 5.9'                                    

6" Birch - N 36 deg. W, 23.1'                                         

10" Birch - N 73 deg. E, 16.5'                                  

6" Tamarack - S 49 deg. E, 14.5' 

GLO BK 

5 P 25

15 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 19 deg. W, 5.9'                                    

5" Tamarack - S 48 deg. W, 11.2'                                         

6" Tamarack - N 34 deg. E, 12.5'                                  

5" Fir - S 58 deg. E, 13.2' 

GLO BK 

5 P 36

15 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - S 73 deg. W, 9.9'                                          

8" Aspen - N 60 deg. E, 14.5' 

GLO BK 

5 P 38

16 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - S 73 deg. W, 9.9'                                          

8" Aspen - N 60 deg. E, 14.5' 

GLO BK 

5 P 38

16 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Fir - S 29 deg. W, 18.5'                                          

6" Fir - N 31 deg. E, 22.4' 

GLO BK 

5 P 49

16 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 31 deg. E, 15.2'                                    

2" Tamarack - N 83 deg. W, 9.9'                                         

5" Tamarack - N 09 deg. E, 29.0'                                  

6" Tamarack - S 09 deg. W, 54.1' 

GLO BK 

5 P 38

16 44-23 NW

Corner falls in Snake River - no wood 

post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No ties since corner is in River
GLO BK 

5 P 48

16 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - N 05 deg. W, 5.9'                                          

10" Aspen - S 02 deg. W, 13.2' 

GLO BK 

5 P 47

16 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 19 deg. W, 5.9'                                    

5" Tamarack - S 48 deg. W, 11.2'                                         

6" Tamarack - N 34 deg. E, 12.5'                                  

5" Fir - S 58 deg. E, 13.2' 

GLO BK 

5 P 36
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16 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Birch - N 65 deg. W, 1.3'                                    

6" Birch - S 53 deg. E, 4.0'                                         

12" Aspen - S 48 deg. W, 14.5'                                  

6" Maple - N 20 deg. E, 15.8'

GLO BK 

5 P 46

16 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - N 63 deg. W, 18.5'                                          

10" Pine - S 32 deg. E, 13.2'

GLO BK 

5 P 48

16 44-23 W. C.

W.C. is on W. line NW 1/4 on E side 

Snake River - Set wood post as part 

of original Government Land Office 

Survey by J.R. King, U.S. Deputy 

Surveyor

1872
24" Pine - N 11 deg. E, 68.0'                                          

10" Aspen - S 58 deg. E, 16.5' 

GLO BK 

5 P 48

17 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - N 63 deg. W, 18.5'                                          

10" Pine - S 32 deg. E, 13.2'

GLO BK 

5 P 48

17 44-23 N 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

12” Tamarack - S 45 deg W, 52.0'                        

12” Birch - N 45 deg E, 54.4'

Book 1, 

Page 239

17 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 40 deg. E, 5.3'                                          

10" Birch - N 24 deg. W, 19.8' 

GLO BK 

5 P 63

17 44-23 NE

Corner falls in Snake River - no wood 

post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No ties since corner is in River
GLO BK 

5 P 48

17 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 62 deg. E, 2.6'                                    

10" Tamarack - N 14 deg. E, 16.5'                                         

12" Tamarack - S 32 deg. W, 13.2'                                  

8" Tamarack - N 22 deg. W, 21.8' 

GLO BK 

5 P 62

17 44-23 S 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

16” Balsam - S 00 deg E, 54.3'                             

8” Tamarack - N 00 deg E, 46.0'

Book 1, 

Page 240

17 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 65 deg. W, 7.3'                                          

9" Tamarack - N 31 deg. W, 6.6' 

GLO BK 

5 P 59

17 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Birch - N 65 deg. W, 1.3'                                    

6" Birch - S 53 deg. E, 4.0'                                         

12" Aspen - S 48 deg. W, 14.5'                                  

6" Maple - N 20 deg. E, 15.8'

GLO BK 

5 P 46

17 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - S 44 deg. W, 19.8'                                    

10" Tamarack - N 50 deg. E, 4.6'                                         

12" Tamarack - N 51 deg. W, 13.2'                                  

8" Tamarack - S 52 deg. E, 29.7' 

GLO BK 

5 P 59

17 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Elm - N 44 deg. E, 16.5'                                          

12" Elm - S 89 deg. W, 14.5' 

GLO BK 

5 P 62

17 44-23 W. C.

W.C. is on E. line NE 1/4 on E side 

Snake River - Set wood post as part 

of original Government Land Office 

Survey by J.R. King, U.S. Deputy 

Surveyor

1872
24" Pine - N 11 deg. E, 68.0'                                          

10" Aspen - S 58 deg. E, 16.5' 

GLO BK 

5 P 48

17 44-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on S line of SE ¼ of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 240

17 44-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on N line of Section                                     

Distance and Mag. Var. shown 

Book 1, 

Page 239

18 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Elm - N 44 deg. E, 16.5'                                          

12" Elm - S 89 deg. W, 14.5' 

GLO BK 

5 P 62

18 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - N 25 deg. W, 7.9'                                          

7" Tamarack - S 25 deg. E, 4.6' 

GLO BK 

5 P 64

18 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 62 deg. E, 2.6'                                    

10" Tamarack - N 14 deg. E, 16.5'                                         

12" Tamarack - S 32 deg. W, 13.2'                                  

8" Tamarack - N 22 deg. W, 21.8' 

GLO BK 

5 P 62

18 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

10" Pine - N 55 deg. E, 11.9'                                    

7" Pine - N 27 deg. W, 4.6'                                           

15" Birch - S 38 deg. W, 21.1'                                  

18" Birch - S 60 deg. E, 37.6' 

GLO BK 

5 P 3

18 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Linden - S 55 deg. W, 7.9'                                          

10" Ash - N 85 deg. W, 16.5' 

GLO BK 

5 P 61

Page 83 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

18 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - S 44 deg. W, 19.8'                                    

10" Tamarack - N 50 deg. E, 4.6'                                         

12" Tamarack - N 51 deg. W, 13.2'                                  

8" Tamarack - S 52 deg. E, 29.7' 

GLO BK 

5 P 59

18 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 44 deg. E, 10.6'                                    

10" Tamarack - N 32 deg. W, 11.2'                                           

9" Tamarack - S 27 deg. W, 12.5'                                  

6" Tamarack - S 70 deg. E, 7.3' 

GLO BK 

5 P 2

18 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
10" Tamarack - N 66 deg. E, 7.3'                                          

9" Tamarack - S 85 deg. W, 5.3' 

GLO BK 

5 P 3

19 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 43 deg. W, 7.9'                                          

6" Tamarack - N 64 deg. E, 16.5' 

GLO BK 

5 P 59

19 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Linden - S 55 deg. W, 7.9'                                          

10" Ash - N 85 deg. W, 16.5' 

GLO BK 

5 P 61

19 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - S 44 deg. W, 19.8'                                    

10" Tamarack - N 50 deg. E, 4.6'                                         

12" Tamarack - N 51 deg. W, 13.2'                                  

8" Tamarack - S 52 deg. E, 29.7' 

GLO BK 

5 P 59

19 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 44 deg. E, 10.6'                                    

10" Tamarack - N 32 deg. W, 11.2'                                           

9" Tamarack - S 27 deg. W, 12.5'                                  

6" Tamarack - S 70 deg. E, 7.3' 

GLO BK 

5 P 2

19 44-23 S 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

14” W. Birch - N 45 deg W, 44.0'                             

6” Maple – S 45 deg W, 49.4'  

Book 1, 

Page 179

19 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Fir - N 45 deg. W, 7.9'                                          

10" Fir - S 42 deg. W, 13.2' 

GLO BK 

5 P 58

19 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Aspen - N 88 deg. W, 5.9'                                    

14" Aspen - N 48 deg. E, 7.9'                                         

16" Aspen - S 11 deg. E, 33.0'                                  

14" Birch - S 69 deg. W, 26.4'

GLO BK 

5 P 56

19 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 58 deg. E, 16.5'                                    

8" Tamarack - N 49 deg. W, 6.6'                                           

7" Tamarack - S 53 deg. W, 7.9'                                  

6" Tamarack - S 61 deg. E, 9.2' 

GLO BK 

5 P 2

19 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
9" Tamarack - N 83 deg. W, 11.2'                                          

8" Tamarack - S 73 deg. E, 9.2' 

GLO BK 

5 P 2

19 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 19                                        

Distance and Mag. Var. shown 

Book 1, 

Page 179

20 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Birch - S 63 deg. W, 6.6'                                          

10" Aspen - N 61 deg. E, 27.1' 

GLO BK 

5 P 46

20 44-23 N 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

16” Balsam - S 00 deg E, 54.3'                             

8” Tamarack - N 00 deg E, 46.0'

Book 1, 

Page 240

20 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 65 deg. W, 7.3'                                          

9" Tamarack - N 31 deg. W, 6.6' 

GLO BK 

5 P 59

20 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Birch - N 65 deg. W, 1.3'                                    

6" Birch - S 53 deg. E, 4.0'                                         

12" Aspen - S 48 deg. W, 14.5'                                  

6" Maple - N 20 deg. E, 15.8'

GLO BK 

5 P 46

20 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - S 44 deg. W, 19.8'                                    

10" Tamarack - N 50 deg. E, 4.6'                                         

12" Tamarack - N 51 deg. W, 13.2'                                  

8" Tamarack - S 52 deg. E, 29.7' 

GLO BK 

5 P 59

20 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Aspen - N 62 deg. W, 16.5'                                          

3" Alder - S 50 deg. W, 13.2' 

GLO BK 

5 P 50

20 44-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" Balsam - S 25 deg. E, 121.4'                          

10" Spruce - N 35 deg. E, 149.2

Book 1, 

Page 94

20 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 16 deg. E, 66.0'                                    

6" Birch - S 40 deg. E, 39.6'                                         

6" Birch - S 33 deg. W, 62.7'                                  

No other trees near

GLO BK 

5 P 44

20 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Aspen - N 88 deg. W, 5.9'                                    

14" Aspen - N 48 deg. E, 7.9'                                         

16" Aspen - S 11 deg. E, 33.0'                                  

14" Birch - S 69 deg. W, 26.4'

GLO BK 

5 P 56
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20 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9" Tamarack - N 43 deg. W, 7.9'                                          

6" Tamarack - N 64 deg. E, 16.5' 

GLO BK 

5 P 59

20 44-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on N line of NE ¼ of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 240

21 44-23  
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1919

Set iron mon. at 1/16th cors. On S line          

Distances and Mag. Var. shown

Book 1,  

Page 285

21 44-23  
Road Survey along S. Line of Section 

21 by F.J. O'Hara, Co. Surveyor 
1909

Road runs along entire S. Line of Section.            

Distances and Mag. Var. shown 

Book 1, 

Page 94

21 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 66 deg. E, 15.8'                                          

12" Ash - N 32 deg. W, 22.4' 

GLO BK 

5 P 36

21 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - N 05 deg. W, 5.9'                                          

10" Aspen - S 02 deg. W, 13.2' 

GLO BK 

5 P 47

21 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 19 deg. W, 5.9'                                    

5" Tamarack - S 48 deg. W, 11.2'                                         

6" Tamarack - N 34 deg. E, 12.5'                                  

5" Fir - S 58 deg. E, 13.2' 

GLO BK 

5 P 36

21 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Birch - N 65 deg. W, 1.3'                                    

6" Birch - S 53 deg. E, 4.0'                                         

12" Aspen - S 48 deg. W, 14.5'                                  

6" Maple - N 20 deg. E, 15.8'

GLO BK 

5 P 46

21 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 44 deg. E, 13.2'                                          

6" Tamarack - S 73 deg. E, 33.0' 

GLO BK 

5 P 45

21 44-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Basswood - N 73 deg. E, 37.0'                          

8" Basswood - N 82 deg. W, 26.4'  

Book 1, 

Page 94

21 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Birch - N 77 deg. E, 33.0'                                    

15" Aspen - S 51 deg. E, 23.1'                                         

8" Birch - S 40 deg. W, 19.8'                                  

No other tie stated

GLO BK 

5 P 34

21 44-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" Balsam - S 25 deg. E, 121.4'                          

10" Spruce - N 35 deg. E, 149.2                            

Book 1, 

Page 94

21 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 16 deg. E, 66.0'                                    

6" Birch - S 40 deg. E, 39.6'                                         

6" Birch - S 33 deg. W, 62.7'                                  

No other trees near

GLO BK 

5 P 44

21 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Birch - S 63 deg. W, 6.6'                                          

10" Aspen - N 61 deg. E, 27.1' 

GLO BK 

5 P 46

22 44-23  
Road Survey along S. Line of Section 

22 by F.J. O'Hara, Co. Surveyor 
1909

Road runs along entire S. Line of Section.             

Distances and Mag. Var. shown 

Book 1, 

Page 94

22 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 43 deg. W, 58.1'                                          

8" Tamarack - S 41 deg. E, 57.4' 

GLO BK 

5 P 25

22 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Birch - S 74 deg. W, 48.8'                                          

6" Elm - N 22 deg. W, 43.6' 

GLO BK 

5 P 37

22 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 28 deg. W, 5.9'                                    

6" Birch - N 36 deg. W, 23.1'                                         

10" Birch - N 73 deg. E, 16.5'                                  

6" Tamarack - S 49 deg. E, 14.5' 

GLO BK 

5 P 25

22 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 19 deg. W, 5.9'                                    

5" Tamarack - S 48 deg. W, 11.2'                                         

6" Tamarack - N 34 deg. E, 12.5'                                  

5" Fir - S 58 deg. E, 13.2' 

GLO BK 

5 P 36

22 44-23 S 1/4
new ties set for S 1/4 corner by F.J. 

O'Hara, County Surveyor
1909

24" Birch - S 28 deg. E, 41.6'                                 

12" Elm - N 45 deg E, 28.4'                    

Book 1, 

Page 94

22 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Linden - N 54 deg. E, 5.3'                                          

5" Linden - S 45 deg. E, 19.8' 

GLO BK 

5 P 35

22 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Birch - N 37 deg. W, 13.2'                                    

14" Tamarack - S 43 deg. E, 34.3'                                         

16" Birch - N 84 deg. E, 17.2'                                  

13" Birch - S 43 deg. W, 26.4' 

GLO BK 

5 P 23

22 44-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Basswood - N 73 deg. E, 37.0'                          

8" Basswood - N 82 deg. W, 26.4'  

Book 1, 

Page 94

22 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Birch - N 77 deg. E, 33.0'                                    

15" Aspen - S 51 deg. E, 23.1'                                         

8" Birch - S 40 deg. W, 19.8'                                  

No other tie stated

GLO BK 

5 P 34
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22 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 66 deg. E, 15.8'                                          

12" Ash - N 32 deg. W, 22.4' 

GLO BK 

5 P 36

23 44-23  
Road Survey across Section 23 by 

F.J. O'Hara, Co. Surveyor 
1909

Road runs SW to NE across Section.                   

Distances and Mag. Var. shown 

Book 1, 

Page 94

23 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Birch - S 13 deg. E, 4.6'                                          

14" Birch - N 37 deg. E, 12.5' 

GLO BK 

5 P 15

23 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 62 deg. E, 5.3'                                          

10" Tamarack - N 33 deg. W, 15.2' 

GLO BK 

5 P 26

23 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

20" W. Oak - N 81 deg. W, 52.8'                            

8" Maple - N 50 deg. E, 31.0'                           

Book 1, 

Page 94

23 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - S 03 deg. W, 17.8'                                    

20" Fir - N 05 deg. E, 16.5'                                           

8" Fir - S 38 deg. E, 23.8'                                  

10" Tamarack - N 55 deg. W, 24.4' 

GLO BK 

5 P 15

23 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Birch - S 28 deg. W, 5.9'                                    

6" Birch - N 36 deg. W, 23.1'                                         

10" Birch - N 73 deg. E, 16.5'                                  

6" Tamarack - S 49 deg. E, 14.5' 

GLO BK 

5 P 25

23 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 55 deg. E, 5.3'                                          

6" Tamarack - N 31 deg. E, 6.6' 

GLO BK 

5 P 24

23 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 77 deg. W, 9.9'                                    

10" Fir - S 46 deg. E, 51.5'                                           

18" Pine - N 31 deg. W, 40.3'                                  

12" Birch - N 60 deg. E, 28.4' 

GLO BK 

5 P 13

23 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Birch - N 37 deg. W, 13.2'                                    

14" Tamarack - S 43 deg. E, 34.3'                                         

16" Birch - N 84 deg. E, 17.2'                                  

13" Birch - S 43 deg. W, 26.4' 

GLO BK 

5 P 23

23 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 43 deg. W, 58.1'                                          

8" Tamarack - S 41 deg. E, 57.4' 

GLO BK 

5 P 25

24 44-23  
Road Survey along W Line of Section 

22 by F.J. O'Hara, Co. Surveyor 
1909

Road runs along W line NW 1/4 of Section.           

Distances and Mag. Var. shown 

Book 1, 

Page 94

24 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Aspen – N 48 deg. E, 5.9'                               

12” White Birch – N 70 deg. W, 7.9'                    

GLO  Bk 

3 P. 19

24 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Birch - N 78 deg. W, 16.5'                                          

20" Pine - S 50 deg. E, 7.9' 

GLO BK 

5 P 16

24 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 25 deg. E, 8.6'                               

8” Tamarack – N 44 deg. W, 17.8'                       

10” Tamarack – S 31 deg. E, 11.2'                              

8” Tamarack – S 54 deg. W, 28.4'

GLO  Bk 

3 P. 20

24 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

20" W. Oak - N 81 deg. W, 52.8'                            

8" Maple - N 50 deg. E, 31.0'                      

Book 1, 

Page 94

24 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - S 03 deg. W, 17.8'                                    

20" Fir - N 05 deg. E, 16.5'                                           

8" Fir - S 38 deg. E, 23.8'                                  

10" Tamarack - N 55 deg. W, 24.4' 

GLO BK 

5 P 15

24 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20" Pine - N 03 deg. W, 28.4'                                          

12" Tamarack - S 12 deg. W, 53.5' 

GLO BK 

5 P 14

24 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Ash – N 60 deg. W, 46.2'                               

10” White Birch – N 20 deg. E, 16.5'                       

12” Tamarack – S 74 deg. E, 13.2'                              

8” White Birch – S 80 deg. W, 72.6'

GLO  Bk 

3 P. 18

24 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 77 deg. W, 9.9'                                    

10" Fir - S 46 deg. E, 51.5'                                           

18" Pine - N 31 deg. W, 40.3'                                  

12" Birch - N 60 deg. E, 28.4' 

GLO BK 

5 P 13

24 44-23 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Birch - S 13 deg. E, 4.6'                                          

14" Birch - N 37 deg. E, 12.5' 

GLO BK 

5 P 15

25 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 19 deg. E, 5.9'                               

8” White Birch – S 89 deg. W, 16.5'                    

GLO  Bk 

3 P. 18

25 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20" Pine - N 03 deg. W, 28.4'                                          

12" Tamarack - S 12 deg. W, 53.5' 

GLO BK 

5 P 14
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25 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Ash – N 60 deg. W, 46.2'                               

10” White Birch – N 20 deg. E, 16.5'                       

12” Tamarack – S 74 deg. E, 13.2'                              

8” White Birch – S 80 deg. W, 72.6'

GLO  Bk 

3 P. 18

25 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 77 deg. W, 9.9'                                    

10" Fir - S 46 deg. E, 51.5'                                           

18" Pine - N 31 deg. W, 40.3'                                  

12" Birch - N 60 deg. E, 28.4' 

GLO BK 

5 P 13

25 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Maple - N 15 deg. W, 15.8'                                          

10" Birch - S 23 deg. E, 19.8' 

GLO BK 

5 P 12

25 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 44 deg. W, 58.1'                               

5” Tamarack – S 38 deg. E, 25.1'                       

5” Tamarack – N 40 deg. E, 28.4'                              

5” Tamarack – S 38 deg. W, 31.0'

GLO  Bk 

3 P. 17

25 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - N 16 deg. W, 12.5'                                    

6" Elm - N 49 deg. E, 9.9'                                           

6" Birch - S 42 deg. W, 23.8'                                  

10" Maple - S 22 deg. E, 13.2' 

GLO BK 

5 P 11

25 44-23 W 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 45 deg W, 29.0'                               

14” Birch – S 45 deg E, 27.0'  

Book 1, 

Page 176

25 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
18" Oak - N 34 deg. W, 21.8'                                          

10" Pine - S 74 deg. E, 17.2' 

GLO BK 

5 P 13

26 44-23  
Subdivision of Section 26 by H.D. 

Keath, County Surveyor 
1914

set cors. In NW 1/4 – set W ¼ and SW cor.          

Distance and Mag. Var. shown

Book 1, 

Page 176

26 44-23 E 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 45 deg W, 29.0'                               

14” Birch – S 45 deg E, 27.0'  

Book 1, 

Page 176

26 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
18" Oak - N 34 deg. W, 21.8'                                          

10" Pine - S 74 deg. E, 17.2' 

GLO BK 

5 P 13

26 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 55 deg. E, 5.3'                                          

6" Tamarack - N 31 deg. E, 6.6' 

GLO BK 

5 P 24

26 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 77 deg. W, 9.9'                                    

10" Fir - S 46 deg. E, 51.5'                                           

18" Pine - N 31 deg. W, 40.3'                                  

12" Birch - N 60 deg. E, 28.4' 

GLO BK 

5 P 13

26 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Birch - N 37 deg. W, 13.2'                                    

14" Tamarack - S 43 deg. E, 34.3'                                         

16" Birch - N 84 deg. E, 17.2'                                  

13" Birch - S 43 deg. W, 26.4' 

GLO BK 

5 P 23

26 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 33 deg. W, 4.0'                                          

5" Tamarack - S 67 deg. W, 6.6' 

GLO BK 

5 P 22

26 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - N 16 deg. W, 12.5'                                    

6" Elm - N 49 deg. E, 9.9'                                           

6" Birch - S 42 deg. W, 23.8'                                  

10" Maple - S 22 deg. E, 13.2' 

GLO BK 

5 P 11

26 44-23 SW
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 63 deg W, 97.5'                               

8” Ash – N 15 deg E, 95.0'  

Book 1, 

Page 176

26 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Maple - N 21 deg. E, 4.0'                                    

8" Aspen - S 31 deg. E, 6.6'                                         

12" Oak - S 47 deg. W, 6.6'                                  

8" Linden - N 84 deg. W, 26.4' 

GLO BK 

5 P 21

26 44-23 W 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

14” Tamarack - S 45 deg E, 50.0'                         

14” Tamarack – N 45 deg W, 69.5'  

Book 1, 

Page 177

26 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 83 deg. W, 9.9'                                          

14" Tamarack - N 83 deg. E, 18.5' 

GLO BK 

5 P 23

26 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on W line of Section 26                           

Distance and Mag. Var. shown 

Book 1, 

Page 177

27 44-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivision of Section into 1/4s – set iron mon.     

Distances only shown

Book 1,  

Page 340

27 44-23  
Road Survey along N. Line of Section 

28 by F.J. O'Hara, Co. Surveyor 
1909

Road runs along entire N. Line of Section.            

Distances and Mag. Var. shown 

Book 1, 

Page 94

27 44-23 E 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

14” Tamarack - S 45 deg E, 50.0'                         

14” Tamarack – N 45 deg W, 69.5'  

Book 1, 

Page 177

27 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 83 deg. W, 9.9'                                          

14" Tamarack - N 83 deg. E, 18.5' 

GLO BK 

5 P 23

27 44-23 N 1/4
new ties set for N 1/4 corner by F.J. 

O'Hara, County Surveyor
1909

24" Birch - S 28 deg. E, 41.6'                                

12" Elm - N 45 deg E, 28.4'                

Book 1, 

Page 94
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27 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Linden - N 54 deg. E, 5.3'                                          

5" Linden - S 45 deg. E, 19.8' 

GLO BK 

5 P 35

27 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Birch - N 37 deg. W, 13.2'                                    

14" Tamarack - S 43 deg. E, 34.3'                                         

16" Birch - N 84 deg. E, 17.2'                                  

13" Birch - S 43 deg. W, 26.4' 

GLO BK 

5 P 23

27 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Basswood - N 73 deg. E, 37.0'                          

8" Basswood - N 82 deg. W, 26.4'  

Book 1, 

Page 94

27 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Birch - N 77 deg. E, 33.0'                                    

15" Aspen - S 51 deg. E, 23.1'                                         

8" Birch - S 40 deg. W, 19.8'                                  

No other tie stated

GLO BK 

5 P 34

27 44-23 S 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

8” Maple - N 45 deg W, 33.0'                                 

8” W. Pine – S 00 deg E, 44.0'    

Book 1, 

Page 177

27 44-23 S 1/4
Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 32 deg. E, 16.5'                                          

12" Tamarack - S 73 deg. E, 19.8' 

GLO BK 

5 P 33

27 44-23 SE
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 63 deg W, 97.5'                               

8” Ash – N 15 deg E, 95.0'  

Book 1, 

Page 176

27 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Maple - N 21 deg. E, 4.0'                                    

8" Aspen - S 31 deg. E, 6.6'                                         

12" Oak - S 47 deg. W, 6.6'                                  

8" Linden - N 84 deg. W, 26.4' 

GLO BK 

5 P 21

27 44-23 SW
1" pinch top pipe found on c/l E-W 

road at fence line to N by T. Betley
1993

Power Pole - N 72 deg. W, 123.50'                        

CFP - N 00 deg. E, 25.50'                                   

Tele. Jct. Box - S 80 deg. E, 147.60'         

282867

27 44-23 SW
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Tamarack - S 45 deg W, 35.8'                        

10” Tamarack. – N 45 deg W, 37.5'  

Book 1, 

Page 177

27 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 08 deg. E, 2.6'                                    

6" Tamarack - S 30 deg. W, 2.0'                                         

4" Tamarack - N 36 deg. W, 11.9'                                  

8" Tamarack - S 66 deg. E, 18.5' 

GLO BK 

5 P 32

27 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 88 deg. E, 16.5'                                          

9" Birch - S 43 deg. W, 15.8' 

GLO BK 

5 P 34

27 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on E and S lines of Section 27                           

Distance and Mag. Var. shown 

Book 1, 

Page 177

28 44-23  
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1919

Set iron mon. at 1/16th cors. On N line          

Distances and Mag. Var. shown

Book 1,  

Page 285

28 44-23  
Road Survey along N. Line of Section 

27 by F.J. O'Hara, Co. Surveyor 
1909

Road runs along entire N. Line of Section.            

Distances and Mag. Var. shown 

Book 1, 

Page 94

28 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 88 deg. E, 16.5'                                          

9" Birch - S 43 deg. W, 15.8' 

GLO BK 

5 P 34

28 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 44 deg. E, 13.2'                                          

6" Tamarack - S 73 deg. E, 33.0' 

GLO BK 

5 P 45

28 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Basswood - N 73 deg. E, 37.0'                          

8" Basswood - N 82 deg. W, 26.4'                          

Book 1, 

Page 94

28 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Birch - N 77 deg. E, 33.0'                                    

15" Aspen - S 51 deg. E, 23.1'                                         

8" Birch - S 40 deg. W, 19.8'                                  

No other tie stated

GLO BK 

5 P 34

28 44-23 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" Balsam - S 25 deg. E, 121.4'                           

10" Spruce - N 35 deg. E, 149.2'                      

Book 1, 

Page 94

28 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 16 deg. E, 66.0'                                    

6" Birch - S 40 deg. E, 39.6'                                         

6" Birch - S 33 deg. W, 62.7'                                  

No other trees near

GLO BK 

5 P 44

28 44-23 S 1/4
1" pipe found approx. 5' S of c/l E-W 

road by T. Betley
1993

Power Pole - N 34 deg. E, 39.44'                         

Nail in top FP - S 57 deg. E, 34.14'                          

6" Aspen - S 57 deg. W, 24.17'         

282868

28 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - N 48 deg. E, 13.2'                                          

12" Tamarack - S 00 deg. E, 16.5' 

GLO BK 

5 P 43

28 44-23 SE
1" pinch top pipe found on c/l E-W 

road at fence line to N by T. Betley
1993

Power Pole - N 72 deg. W, 123.50'                        

CFP - N 00 deg. E, 25.50'                                  

Tele. Jct. Box - S 80 deg. E, 147.60'         

282867

28 44-23 SE
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Tamarack - S 45 deg W, 35.8'                          

10” Tamarack. – N 45 deg W, 37.5'  

Book 1, 

Page 177
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28 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 08 deg. E, 2.6'                                    

6" Tamarack - S 30 deg. W, 2.0'                                         

4" Tamarack - N 36 deg. W, 11.9'                                  

8" Tamarack - S 66 deg. E, 18.5' 

GLO BK 

5 P 32

28 44-23 SW
C.I.M. set 46' W of c/l N-S highway on 

c/l of field entr. by G. Quade
1994

Steel post - N 36 deg. E, 138.01'                           

N & D in 6' Ped. Post - S 83 deg. E, 130.68'         

N & D in 9" Basswood - S 10 deg. W, 110.60'

287528 138670.228 543187.768

28 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 07 deg. W, 10.6'                                    

20" Aspen - N 34 deg. E, 10.6'                                         

8" Maple - N 43 deg. W, 12.5'                                  

10" Maple - S 78 deg. E, 6.6'

GLO BK 

5 P 42

28 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Maple - S 70 deg. E, 11.9'                                          

9" Pine - S 04 deg. W, 16.5' 

GLO BK 

5 P 44

29 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Maple - S 70 deg. E, 11.9'                                          

9" Pine - S 04 deg. W, 16.5' 

GLO BK 

5 P 44

29 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Aspen - N 62 deg. W, 16.5'                                          

3" Alder - S 50 deg. W, 13.2' 

GLO BK 

5 P 50

29 44-23 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

10" Balsam - S 25 deg. E, 121.4'                           

10" Spruce - N 35 deg. E, 149.2'    

Book 1, 

Page 94

29 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Birch - N 16 deg. E, 66.0'                                    

6" Birch - S 40 deg. E, 39.6'                                         

6" Birch - S 33 deg. W, 62.7'                                  

No other trees near

GLO BK 

5 P 44

29 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Aspen - N 88 deg. W, 5.9'                                    

14" Aspen - N 48 deg. E, 7.9'                                         

16" Aspen - S 11 deg. E, 33.0'                                  

14" Birch - S 69 deg. W, 26.4'

GLO BK 

5 P 56

29 44-23 S 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Tamarack stump - N 45 deg E, 55.7'                

8” Tamarack – S 45 deg W, 66.0'  

Book 1, 

Page 178

29 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 61 deg. W, 16.5"                                         

12" Tamarack - N 47 deg. W, 11.9' 

GLO BK 

5 P 54

29 44-23 SE
C.I.M. set 46' W of c/l N-S highway on 

c/l of field entr. by G. Quade
1994

Steel post - N 36 deg. E, 138.01'                          

N & D in 6' Ped. Post - S 83 deg. E, 130.68'          

N & D in 9" Basswood - S 10 deg. W, 110.60'

287528 138670.228 543187.768

29 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 07 deg. W, 10.6'                                    

20" Aspen - N 34 deg. E, 10.6'                                         

8" Maple - N 43 deg. W, 12.5'                                  

10" Maple - S 78 deg. E, 6.6'

GLO BK 

5 P 42

29 44-23 SW 1/2" capped rebar set by T. Betley 1993

12" Aspen - N 38 deg. E, 101.60'                       

10" Aspen - S 82 deg. E, 85.27'                            

10" Aspen - S 30 deg. E, 70.79'

282869

29 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 42 deg. E, 23.1'                                          

6" Tamarack - S 25 deg. W, 16.5'                                        

No other trees near to use for ties

GLO BK 

5 P 53

29 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 22 deg. E, 14.5'                                          

5" Tamarack - S 21 deg. W, 5.3' 

GLO BK 

5 P 56

29 44-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 276

29 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of SE ¼ of Section 29                        

Distance and Mag. Var. shown 

Book 1, 

Page 178

30 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 22 deg. E, 14.5'                                          

5" Tamarack - S 21 deg. W, 5.3' 

GLO BK 

5 P 56

30 44-23 N 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

14” W. Birch - N 45 deg W, 44.0'                             

6” Maple – S 45 deg W, 49.4'  

Book 1, 

Page 179

30 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Fir - N 45 deg. W, 7.9'                                          

10" Fir - S 42 deg. W, 13.2' 

GLO BK 

5 P 58

30 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Aspen - N 88 deg. W, 5.9'                                    

14" Aspen - N 48 deg. E, 7.9'                                         

16" Aspen - S 11 deg. E, 33.0'                                  

14" Birch - S 69 deg. W, 26.4'

GLO BK 

5 P 56

30 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 58 deg. E, 16.5'                                    

8" Tamarack - N 49 deg. W, 6.6'                                           

7" Tamarack - S 53 deg. W, 7.9'                                  

6" Tamarack - S 61 deg. E, 9.2' 

GLO BK 

5 P 2
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30 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 53 deg. W, 8.6'                                          

3" Tamarack - N 53 deg. W, 5.3' 

GLO BK 

5 P 55

30 44-23 SE 1/2" capped rebar set by T. Betley 1993

12" Aspen - N 38 deg. E, 101.60'                       

10" Aspen - S 82 deg. E, 85.27'                            

10" Aspen - S 30 deg. E, 70.79'

282869   

30 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

5" Tamarack - N 46 deg. E, 8.6'                                    

5" Tamarack - N 67 deg. W, 4.6'                                           

5" Tamarack - S 68 deg. W, 5.3'                                  

5" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

5 P 1

30 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
6" Tamarack - N 69 deg. E, 8.6'                                          

8" Tamarack - S 78 deg. W, 10.6' 

GLO BK 

5 P 1

30 44-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 276

30 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 30                                        

Distance and Mag. Var. shown 

Book 1, 

Page 179

31 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 53 deg. W, 8.6'                                          

3" Tamarack - N 53 deg. W, 5.3' 

GLO BK 

5 P 53

31 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 53 deg. W, 8.6'                                          

3" Tamarack - N 53 deg. W, 5.3' 

GLO BK 

5 P 55

31 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
12" Aspen - N 47 deg. W, 15.8'                                          

15" Aspen - S 23 deg. E, 18.5' 

GLO BK 

5 P 14

31 44-23 NE 1/2" capped rebar set by T. Betley 1993

12" Aspen - N 38 deg. E, 101.60'                       

10" Aspen - S 82 deg. E, 85.27'                            

10" Aspen - S 30 deg. E, 70.79'

282869  

31 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 42 deg. E, 23.1'                                          

6" Tamarack - S 25 deg. W, 16.5'                                        

No other trees near to use for ties

GLO BK 

5 P 55

31 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

5" Tamarack - N 46 deg. E, 8.6'                                    

5" Tamarack - N 67 deg. W, 4.6'                                           

5" Tamarack - S 68 deg. W, 5.3'                                  

5" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

5 P 1

31 44-23 SE
1 1/4" pipe at intersection of fences N-

S-E-W found by T. Betley
1992

6" Burr Oak - N 38 deg. E, 14.67'                            

8" Aspen - S 12 deg. W, 21.45'                             

12" Aspen - S 54 deg. W, 14.65'

283402

31 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Aspen - N 80 deg. E, 4.0'                                    

13" Aspen - S 16 deg. W, 9.2'                                           

15" Aspen - S 42 deg. E, 16.5'                                  

14" White Pine - N 57 deg. W, 19.8' 

GLO BK 

5 P 14

31 44-23 SW

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 51 deg. E, 14.5'                                    

8" Tamarack - N 09 deg. W, 15.2'                                           

9" Tamarack - S 79 deg. W, 18.5'                                  

8" Tamarack - S 21 deg. E, 5.9' 

GLO BK 

5 P 12

31 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Tamarack - S 60 deg. W, 4.6'                                          

7" Tamarack - S 40 deg. E, 4.6' 

GLO BK 

5 P 1

31 44-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 276

32 44-23 E 1/4
2"x2" steel tube w/cap set 5.5' W of E 

edge old N-S roadbed by G. Quade
1994

steel post - N 43 deg. E, 23.97'                               

steel post - S 42 deg. E, 25.24'                          

steel post - S 49 deg. W, 36.37'         

287529 136047.343 543173.367

32 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 45 deg. W, 5.3'                                          

12" Aspen - S 10 deg. E, 9.9' 

GLO BK 

5 P 42

32 44-23 N 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Tamarack stump - N 45 deg E, 55.7'                

8” Tamarack – S 45 deg W, 66.0'  

Book 1, 

Page 178

32 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - S 61 deg. W, 16.5"                                         

12" Tamarack - N 47 deg. W, 11.9' 

GLO BK 

5 P 54

32 44-23 NE
C.I.M. set 46' W of c/l N-S highway on 

c/l of field entr. by G. Quade
1994

Steel post - N 36 deg. E, 138.01'                          

N & D in 6' Ped. Post - S 83 deg. E, 130.68'        

N & D in 9" Basswood - S 10 deg. W, 110.60'

287528 138670.228 543187.768

32 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 07 deg. W, 10.6'                                    

20" Aspen - N 34 deg. E, 10.6'                                         

8" Maple - N 43 deg. W, 12.5'                                  

10" Maple - S 78 deg. E, 6.6'

GLO BK 

5 P 42

32 44-23 NW 1/2" capped rebar set by T. Betley 1993

12" Aspen - N 38 deg. E, 101.60'                       

10" Aspen - S 82 deg. E, 85.27'                            

10" Aspen - S 30 deg. E, 70.79'

282869  
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32 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 42 deg. E, 23.1'                                          

6" Tamarack - S 25 deg. W, 16.5'                                        

No other trees near to use for ties

GLO BK 

5 P 53

32 44-23 S 1/4

3" capped pipe stamped "1/4" found 

14' SW of fence corner at SE cor. 

open field by G. Quade

1994

N & D in 15" Oak - N 54 deg. E, 39.59'                  

N & D in 20" Oak - S 31 deg. E, 35.79'                  

N & D in 10" Oak - S 50 deg. W, 36.20'

287530 133424.008 540532.623

32 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
13" Spruce - N 03 deg. W, 16.5'                                          

12" Spruce - S 62 deg. E, 8.6' 

GLO BK 

5 P 15

32 44-23 SE

3/4" capped (Aitkin Co.) iron shaft 

found in line with c/l roads North - East 

by G. Quade

1994

N & D in 8" Elm - N 46 deg. W, 71.66'                  

10" Ash - S 15 deg. W, 16.23'                               

N & D in 6" Ash - S 40 deg. E, 58.52'         

287527 133424.376 543158.939

32 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

13" Spruce - N 09 deg. E, 5.3'                                    

7" Spruce - N 18 deg. W, 9.2'                                           

12" White Birch - S 50 deg. W, 25.1'                                  

6" White Birch - S 34 deg. E, 22.4' 

GLO BK 

5 P 15

32 44-23 SW
1 1/4" pipe found at intersection of 

fences N-S-E-W by T. Betley
1992

6" Burr Oak - N 38 deg. E, 14.67'                        

8" Aspen - S 12 deg. W, 21.45'                             

12" Aspen - S 54 deg. W, 14.65'

283402

32 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15" Aspen - N 80 deg. E, 4.0'                                    

13" Aspen - S 16 deg. W, 9.2'                                           

15" Aspen - S 42 deg. E, 16.5'                                  

14" White Pine - N 57 deg. W, 19.8' 

GLO BK 

5 P 14

32 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 53 deg. W, 8.6'                                          

3" Tamarack - N 53 deg. W, 5.3' 

GLO BK 

5 P 53

32 44-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 276

32 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of NE ¼ of Section 32                        

Distance and Mag. Var. shown 

Book 1, 

Page 178

33 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 62 deg. E, 13.2'                                          

6" Tamarack - N 43 deg. W, 6.6' 

GLO BK 

5 P 32

33 44-23 N 1/4
1" pipe found approx. 5' S of c/l E-W 

road by T. Betley
1993

Power Pole - N 34 deg. E, 39.44'                         

Nail in top FP - S 57 deg. E, 34.14'                         

6" Aspen - S 57 deg. W, 24.17'         

282868

33 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Tamarack - N 48 deg. E, 13.2'                                          

12" Tamarack - S 00 deg. E, 16.5' 

GLO BK 

5 P 43

33 44-23 NE
1" pinch top pipe found on c/l E-W 

road at fence line to N by T. Betley
1993

Power Pole - N 72 deg. W, 123.50'                        

CFP - N 00 deg. E, 25.50'                                     

Tele. Jct. Box - S 80 deg. E, 147.60'         

282867

33 44-23 NE
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Tamarack - S 45 deg W, 35.8'                          

10” Tamarack. – N 45 deg W, 37.5'  

Book 1, 

Page 177

33 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 08 deg. E, 2.6'                                    

6" Tamarack - S 30 deg. W, 2.0'                                         

4" Tamarack - N 36 deg. W, 11.9'                                  

8" Tamarack - S 66 deg. E, 18.5' 

GLO BK 

5 P 32

33 44-23 NW
C.I.M. set 46' W of c/l N-S highway on 

c/l of field entr. By G. Quade
1994

Steel post - N 36 deg. E, 138.01'                          

N & D in 6' Ped. Post - S 83 deg. E, 130.68'        

N & D in 9" Basswood - S 10 deg. W, 110.60'

287528 138670.228 543187.768

33 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Fir - S 07 deg. W, 10.6'                                    

20" Aspen - N 34 deg. E, 10.6'                                         

8" Maple - N 43 deg. W, 12.5'                                  

10" Maple - S 78 deg. E, 6.6'

GLO BK 

5 P 42

33 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
15" Aspen - S 64 deg. W, 5.3'                                          

5" Maple - S 88 deg. E, 5.9' 

GLO BK 

5 P 16

33 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Birch - N 32 deg. E, 4.0'                                    

6" Maple - N 40 deg. W, 27.1'                                           

8" Maple - S 30 deg. W, 13.2'                                  

10" Elm - S 27 deg. E, 21.1' 

GLO BK 

5 P 17

33 44-23 SW

3/4" capped (Aitkin Co.) iron shaft 

found in line with c/l roads North - East 

by G. Quade

1994

N & D in 8" Elm - N 46 deg. W, 71.66'               

10" Ash - S 15 deg. W, 16.23'                               

N & D in 6" Ash - S 40 deg. E, 58.52'         

287527 133424.376 543158.939

33 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

13" Spruce - N 09 deg. E, 5.3'                                    

7" Spruce - N 18 deg. W, 9.2'                                           

12" White Birch - S 50 deg. W, 25.1'                                  

6" White Birch - S 34 deg. E, 22.4' 

GLO BK 

5 P 15

33 44-23 W 1/4
2"x2" steel tube w/cap set 5.5' W of E 

edge old N-S roadbed by G. Quade
1994

steel post - N 43 deg. E, 23.97'                               

steel post - S 42 deg. E, 25.24'                          

steel post - S 49 deg. W, 36.37'         

287529 133424.376 543158.939
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33 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Aspen - S 45 deg. W, 5.3'                                          

12" Aspen - S 10 deg. E, 9.9' 

GLO BK 

5 P 42

34 44-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1919

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and angles shown

Book 1,  

Page 284

34 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - N 50 deg. W, 16.5'                                          

3" Tamarack - S 57 deg. E, 17.2' 

GLO BK 

5 P 21

34 44-23 N 1/4
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

8” Maple - N 45 deg W, 33.0'                                 

8” W. – S 45 deg E, 27.0'  

Book 1, 

Page 177

34 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 32 deg. E, 16.5'                                          

12" Tamarack - S 73 deg. E, 19.8' 

GLO BK 

5 P 33

34 44-23 NE
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 63 deg W, 97.5'                               

8” Ash – N 15 deg E, 95.0'  

Book 1, 

Page 176

34 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Maple - N 21 deg. E, 4.0'                                    

8" Aspen - S 31 deg. E, 6.6'                                         

12" Oak - S 47 deg. W, 6.6'                                  

8" Linden - N 84 deg. W, 26.4' 

GLO BK 

5 P 21

34 44-23 NW
1" pinch top pipe found on c/l E-W 

road at fence line to N by T. Betley
1993

Power Pole - N 72 deg. W, 123.50'                        

CFP - N 00 deg. E, 25.50'                                     

Tele. Jct. Box - S 80 deg. E, 147.60'         

282867

34 44-23 NW
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Tamarack - S 45 deg W, 35.8'                        

10” Tamarack. – N 45 deg W, 37.5'  

Book 1, 

Page 177

34 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 08 deg. E, 2.6'                                    

6" Tamarack - S 30 deg. W, 2.0'                                         

4" Tamarack - N 36 deg. W, 11.9'                                  

8" Tamarack - S 66 deg. E, 18.5' 

GLO BK 

5 P 32

34 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Maple - S 00 deg. E, 1.3'                                          

6" Tamarack - N 60 deg. W, 13.2' 

GLO BK 

5 P 8

34 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
4" Tamarack - N 40 deg. E, 3.3'                                          

4" Tamarack - N 89 deg. W, 4.0' 

GLO BK 

5 P 17

34 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

5" Maple - N 60 deg. E, 11.2'                                    

7" Aspen - S 87 deg. E, 9.2'                                           

7" Aspen - S 23 deg. W, 7.9'                                  

8" Aspen - N 23 deg. W, 14.5' 

GLO BK 

5 P 18

34 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

12" White Birch - N 32 deg. E, 4.0'                                    

6" Maple - N 40 deg. W, 27.1'                                           

8" Maple - S 30 deg. W, 13.2'                                  

10" Elm - S 27 deg. E, 21.1' 

GLO BK 

5 P 17

34 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 62 deg. E, 13.2'                                          

6" Tamarack - N 43 deg. W, 6.6' 

GLO BK 

5 P 32

34 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on E and N lines of Section 34                           

Distance and Mag. Var. shown 

Book 1, 

Page 177

35 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 54 deg. E, 4.6'                                          

12" Tamarack - S 41 deg. W, 24.4' 

GLO BK 

5 P 11

35 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 33 deg. W, 4.0'                                          

5" Tamarack - S 67 deg. W, 6.6' 

GLO BK 

5 P 22

35 44-23 NE
New ties to Cor. Set by H.D Keath, 

County Surveyor
1913

10" Maple - N 45 deg E, 52.0'                               

14” Balsam - S 45 deg E, 46.9' 

Book 1, 

Page 158

35 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - N 16 deg. W, 12.5'                                    

6" Elm - N 49 deg. E, 9.9'                                           

6" Birch - S 42 deg. W, 23.8'                                  

10" Maple - S 22 deg. E, 13.2' 

GLO BK 

5 P 11

35 44-23 NW
Took new ties to Cor. By H.D. Keath, 

County Surveyor
1914

10” Maple - N 63 deg W, 97.5'                               

8” Ash – N 15 deg E, 95.0'  

Book 1, 

Page 176

35 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Maple - N 21 deg. E, 4.0'                                    

8" Aspen - S 31 deg. E, 6.6'                                         

12" Oak - S 47 deg. W, 6.6'                                  

8" Linden - N 84 deg. W, 26.4' 

GLO BK 

5 P 21

35 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
10" Aspen - S 59 deg. E, 15.8'                                          

13" Spruce - S 77 deg. W, 23.8' 

GLO BK 

5 P 19

35 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - N 17 deg. E, 5.9'                                    

8" White Birch - N 06 deg. W, 6.6'                                           

4" Spruce - S 45 deg. W, 18.5'                                  

10" White Birch - S 30 deg. E, 29.7' 

GLO BK 

5 P 19
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35 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

5" Maple - N 60 deg. E, 11.2'                                    

7" Aspen - S 87 deg. E, 9.2'                                           

7" Aspen - S 23 deg. W, 7.9'                                  

8" Aspen - N 23 deg. W, 14.5' 

GLO BK 

5 P 18

35 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - N 50 deg. W, 16.5'                                          

3" Tamarack - S 57 deg. E, 17.2' 

GLO BK 

5 P 21

35 44-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on W line of Section 35                           

Distance and Mag. Var. shown 

Book 1, 

Page 177

36 44-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – S 85 deg. W, 7.9'                               

12” Aspen – N 87 deg. E, 5.9'                    

GLO  Bk 

3 P. 16

36 44-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Maple - N 15 deg. W, 15.8'                                          

10" Birch - S 23 deg. E, 19.8' 

GLO BK 

5 P 12

36 44-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 44 deg. W, 58.1'                               

5” Tamarack – S 38 deg. E, 25.1'                       

5” Tamarack – N 40 deg. E, 28.4'                              

5” Tamarack – S 38 deg. W, 31.0'

GLO  Bk 

3 P. 17

36 44-23 NW
New ties to Cor. Set by H.D Keath, 

County Surveyor
1913

10" Maple - N 45 deg E, 52.0'                               

14” Balsam - S 45 deg E, 46.9' 

Book 1, 

Page 158

36 44-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Linden - N 16 deg. W, 12.5'                                    

6" Elm - N 49 deg. E, 9.9'                                           

6" Birch - S 42 deg. W, 23.8'                                  

10" Maple - S 22 deg. E, 13.2' 

GLO BK 

5 P 11

36 44-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863
18" Aspen - N 76 deg. W, 15.8'                                          

13" White Pine - N 43 deg. E, 19.8' 

GLO BK 

5 P 20

36 44-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" Elm - S 10 deg. E, 13.2'                                    

7" White Birch - S 52 deg. W, 30.4'                      

12" Aspen - N 48 deg. W, 25.7'                             

12” White Ash – N 08 deg. E, 49.5'

GLO  Bk 

8 P. 18

36 44-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

8" White Birch - N 17 deg. E, 5.9'                                    

8" White Birch - N 06 deg. W, 6.6'                                           

4" Spruce - S 45 deg. W, 18.5'                                  

10" White Birch - S 30 deg. E, 29.7' 

GLO BK 

5 P 19

36 44-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 54 deg. E, 4.6'                                          

12" Tamarack - S 41 deg. W, 24.4' 

GLO BK 

5 P 11

1 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
5" Tamarack - N 26 deg. E, 5.9'                                          

5" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

5 P 4

1 44-24 N 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

Tamarack - 62.2' SE                                                

iron pipe - 75.35' N                                               

Tamarack - 50.1' SW   

158895

1 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 70 deg. E, 17.2'                                    

5" Tamarack - S 24 deg. W, 17.2'       

GLO BK 

11, P 1

1 44-24 NE
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 62.2' SE                                                

iron pipe - 44.25' S                                              

iron pipe - 94.1' NW

158896

1 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Birch - N 02 deg. E, 17.8'                                    

10" Birch - S 90 deg. W, 128.0'                                           

12" Birch - S 42 deg. W, 62.0'                                  

7" Birch - S 04 deg. E, 4.6' 

GLO BK 

5 P 4

1 44-24 NW
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

dead Poplar - 103.7' SW                                        

iron pipe - 78.0' NE                                               

Wood Hub - 100.0' NW        

158894

1 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Spruce - N 61 deg. E, 13.9'                                    

6" Spruce - N 10 deg. W, 3.3'                          

7" Spruce - S 84 deg. W, 13.9'                           

7" Spruce - S 26 deg. E, 11.9'

GLO BK 

11, P 1

1 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Linden - N 12 deg. E, 12.5'                                    

6" Maple - S 36 deg. E, 24.4'

GLO BK 

11, P 15

1 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 21 deg. E, 6.6'                                    

5" Tamarack - N 47 deg. W, 21.8'                                           

5" Tamarack - S 68 deg. W, 11.2'                                  

6" Tamarack - S 58 deg. E, 17.8' 

GLO BK 

5 P 4

1 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 82 deg. W, 14.5'                                    

6" Aspen - N 12 deg. E, 7.3'                          6" 

Basswood - S 18 deg. W, 13.9'                           

10" White Birch - S 22 deg. E, 17.2'

GLO BK 

11, P 14

Page 93 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

1 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" Aspen - S 21 deg. W, 11.9'                          

6" White Birch - S 68 deg. E, 14.5'

GLO BK 

11, P 16

2 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" Aspen - S 21 deg. W, 11.9'                          

6" White Birch - S 68 deg. E, 14.5'

GLO BK 

11, P 16

2 44-24 N 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

8" B. Ash - 64.6' SE                                                

iron pipe - 75.0' N                                                 

6" B. Ash - 41.5' SW                                              

158893

2 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Linden - N 10 deg. E, 9.2'                                    

9" Black Ash - S 00 deg. E, 8.6'       

GLO BK 

11, P 2

2 44-24 NE
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

dead Poplar - 103.7' SW                                        

iron pipe - 78.0' NE                                               

Wood Hub - 100.0' NW   

158894

2 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Spruce - N 61 deg. E, 13.9'                                    

6" Spruce - N 10 deg. W, 3.3'                          

7" Spruce - S 84 deg. W, 13.9'                           

7" Spruce - S 26 deg. E, 11.9'

GLO BK 

11, P 1

2 44-24 NW
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 18.4' SSE                                             

iron pipe - 60.0' N                                               

14" Maple - 70.0' SW                                              

158891

2 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 44 deg. E, 29.7'                                    

10" Birch - N 09 deg. W, 25.7'                          

8" Birch - S 80 deg. W, 12.5'                           

10" Aspen - S 05 deg. E, 3.3'

GLO BK 

11, P 2

2 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - N 14 deg. E, 6.6'                                    

8" White Pine - S 49 deg. W, 11.2'

GLO BK 

11, P 26

2 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 82 deg. W, 14.5'                                    

6" Aspen - N 12 deg. E, 7.3'                          6" 

Basswood - S 18 deg. W, 13.9'                           

10" White Birch - S 22 deg. E, 17.2'

GLO BK 

11, P 14

2 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. E, 14.5'                                    

10" Tamarack - S 20 deg. W, 14.5'                          

6" Tamarack - N 53 deg. W, 7.9'                           

8" Tamarack - N 18 deg. E, 17.8'

GLO BK 

11, P 25

2 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 89 deg. E, 4.0'                                    

6" Spruce - N 26 deg. W, 5.9'

GLO BK 

11, P 27

3 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 89 deg. E, 4.0'                                    

6" Spruce - N 26 deg. W, 5.9'

GLO BK 

11, P 27

3 44-24 N 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

5" B. Ash - 67.1' SE                                                

iron pipe - 50.0' N                                                  

6" B. Ash - 54.55' SW         

158889

3 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 36 deg. E, 11.2'                                    

10" Tamarack - S 23 deg. E, 8.6'       

GLO BK 

11, P 3

3 44-24 NE
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 18.4' SSE                                             

iron pipe - 60.0' N                                               

14" Maple - 70.0' SW                                              

158891

3 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 44 deg. E, 29.7'                                    

10" Birch - N 09 deg. W, 25.7'                          

8" Birch - S 80 deg. W, 12.5'                           

10" Aspen - S 05 deg. E, 3.3'

GLO BK 

11, P 2

3 44-24 NW
(Mon. type not stated) found on c/l E-

W road at road to S by J. Halverson
1966

4" Twin Hickory - 78.0' SE                                       

iron pipe - 38.0' N                                                 

4" Red Oak - 42.6' NW        

158887

3 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

9" Tamarack - N 25 deg. E, 4.0'                                    

9" Tamarack - N 31 deg. W, 19.8'                          

7" Tamarack - S 79 deg. W, 13.9'                           

9" Tamarack - S 20 deg. E, 4.0'

GLO BK 

11, P 3

3 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" White Birch - N 41 deg. E, 17.8'                          

10" Aspen - S 32 deg. E, 27.1'

GLO BK 

11, P 37

3 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. E, 14.5'                                    

10" Tamarack - S 20 deg. W, 14.5'                          

6" Tamarack - N 53 deg. W, 7.9'                           

8" Tamarack - N 18 deg. E, 17.8'

GLO BK 

11, P 25

3 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 22 deg. E, 21.1'                                    

12" White Birch - S 19 deg. W, 21.8'                          

5" White Birch - N 31 deg. W, 23.8'                           

5" Maple - N 46 deg. E, 29.0'

GLO BK 

11, P 36
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3 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 50 deg. E, 4.0'                                    

6" Ash - N 62 deg. W, 9.9'

GLO BK 

11, P 38

4 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 50 deg. E, 4.0'                                    

6" Ash - N 62 deg. W, 9.9'

GLO BK 

11, P 38

4 44-24 N 1/4

(Mon. type not stated) found on c/l E-

W road at fence line to N by J. 

Halverson

1966

8" Poplar - 54.6' SE                                                

iron pipe - 34.1' N                                                 

8" Maple - 58.6' SW                                              

158888

4 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Aspen - N 18 deg. W, 4.6'                                    

9" Aspen - S 06 deg. W, 5.3'       

GLO BK 

11, P 4

4 44-24 NE
(Mon. type not stated) found on c/l E-

W road at road to S by J. Halverson
1966

4" Twin Hickory - 78.0' SE                                       

iron pipe - 38.0' N                                                 

4" Red Oak - 42.6' NW             

158887

4 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

9" Tamarack - N 25 deg. E, 4.0'                                    

9" Tamarack - N 31 deg. W, 19.8'                          

7" Tamarack - S 79 deg. W, 13.9'                           

9" Tamarack - S 20 deg. E, 4.0'

GLO BK 

11, P 3

4 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 34 deg. W, 3.3'                                    

10" Aspen - N 38 deg. E, 7.9'                          

8" Tamarack - S 37 deg. W, 13.9'                           

8" Tamarack - S 03 deg. E, 15.8'

GLO BK 

11, P 4

4 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
15" White Oak - S 50 deg. E, 3.3'                          

6" Maple - N 31 deg. W, 2.6'

GLO BK 

11, P 48

4 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 22 deg. E, 21.1'                                    

12" White Birch - S 19 deg. W, 21.8'                          

5" White Birch - N 31 deg. W, 23.8'                           

5" Maple - N 46 deg. E, 29.0'

GLO BK 

11, P 36

4 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 85 deg. E, 16.5'                                    

6" Oak - S 37 deg. W, 23.1'                          6" 

Aspen - N 75 deg. W, 19.8'                           6" 

Oak - N 05 deg. E, 22.4'

GLO BK 

11, P 47

4 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 18 deg. E, 26.4'                                    

10" Tamarack - S 63 deg. W, 17.8'

GLO BK 

11, P 49

5 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 18 deg. E, 26.4'                                    

10" Tamarack - S 63 deg. W, 17.8'

GLO BK 

11, P 49

5 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Aspen - N 22 deg. E, 13.9'                                    

8" Sugar - S 17 deg. E, 9.2'       

GLO BK 

11, P 5

5 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 34 deg. W, 3.3'                                    

10" Aspen - N 38 deg. E, 7.9'                          

8" Tamarack - S 37 deg. W, 13.9'                           

8" Tamarack - S 03 deg. E, 15.8'

GLO BK 

11, P 4

5 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 68 deg. E, 21.1'                                    

8" Birch - N 46 deg. W, 5.3'                          8" 

Birch - S 49 deg. W, (0)'                           10" 

Tamarack - S 87 deg. E, 10.6'

GLO BK 

11, P 5

5 44-24 NW
(Mon. type not stated) found on c/l E-

W road at fe. line to S by J. Halverson
1966

Power Pole - 73.8' SW                                            

iron pipe - 35.85' N                                              
158886

5 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 68 deg. E, 21.1'                                    

8" Birch - N 46 deg. W, 5.3'                          8" 

Birch - S 49 deg. W, (0)'                           10" 

Tamarack - S 87 deg. E, 10.6'

GLO BK 

11, P 5

5 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 11 deg. W, 13.9'                                    

6" Tamarack - S 17 deg. E, 19.8'

GLO BK 

11, P 63

5 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 85 deg. E, 16.5'                                    

6" Oak - S 37 deg. W, 23.1'                          6" 

Aspen - N 75 deg. W, 19.8'                           6" 

Oak - N 05 deg. E, 22.4'

GLO BK 

11, P 47

5 44-24 SW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1915

8” Poplar – N 45 deg. E, 33.7'                               

9” Maple – S 45 deg. E, 47.7'                                

8“ Poplar – N45 deg. W, 26.0'               

Book 2, 

Page 106

5 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Spruce - N 76 deg. E, 14.5'                                    

5" White Birch - S 44 deg. E, 13.2'                          

4" White Birch - S 61 deg. W, 8.6'                           

6" White Birch - N 41 deg. W, 4.0'

GLO BK 

11, P 61

5 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Oak - N 13 deg. W, 13.2'                                    

6" Oak - N 23 deg. E, 13.22'

GLO BK 

11, P 65
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6 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Oak - N 13 deg. W, 13.2'                                    

6" Oak - N 23 deg. E, 13.22'

GLO BK 

11, P 65

6 44-24 N 1/4

(Mon. type not stated) found on c/l E-

W road at fence line to N by J. 

Halverson

1966

14" Red Oak - 85.9' SE                                           

iron pipe - 46.0' N                                                  

Power Pole - 46.1' SW      

158885

6 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Birch - N 35 deg. E, 14.5'                                    

7" Birch - S 64 deg. W, 24.4'       

GLO BK 

11, P 6

6 44-24 NE
(Mon. type not stated) found on c/l E-

W road at fe. line to S by J. Halverson
1966

Power Pole - 73.8' SW                                           

iron pipe - 35.85' N                                              
158886

6 44-24 NW
(Mon. type not stated) found on c/l-c/l 

roads E-W-S by J. Halverson
1966

8" Red Oak - 74.25' NE                                           

iron pipe - 44.55' NW      
158884

6 44-24 NW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

16” Black Oak – N 42 deg. W, 104.3'                    

10” Maple – N 21 deg. E, 23.6'

Book 2, 

Page 18

6 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

11, P 6

6 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

2, P 10

6 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 71 deg. W, 9.2'                                    

9" Aspen - S 60 deg. W, 24.4'

GLO BK 

11, P 64

6 44-24 SE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1915

8” Poplar – N 45 deg. E, 33.7'                               

9” Maple – S 45 deg. E, 47.7'                                

8“ Poplar – N45 deg. W, 26.0'               

Book 2, 

Page 106

6 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Spruce - N 76 deg. E, 14.5'                                    

5" White Birch - S 44 deg. E, 13.2'                          

4" White Birch - S 61 deg. W, 8.6'                           

6" White Birch - N 41 deg. W, 4.0'

GLO BK 

11, P 61

6 44-24 SW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

9” Black Ash – S 68 deg. E, 41.6'                          

7” Black Ash – S 22 deg. W, 51.2'  

Book 2, 

Page 18

6 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 68 deg. E, 31.7'                                    

8" Tamarack - N 45 deg. W, 11.9'                                           

5" Tamarack - S 80 deg. W, 23.8'                                  

8" Tamarack - S 52 deg. E, 23.1' 

GLO BK 

2, P 9

6 44-24 W 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 14” White Birch – S 20 deg. W, 45.5'                    

Book 2, 

Page 18

6 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Birch - N 42 deg. W, 5.9'                                    

9" Birch -S 23 deg. E, 12.5'                          

GLO BK 

2, P 10

7 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - S 66 deg. W, 6.6'                          

12" Aspen - N 42 deg. E, 16.5'

GLO BK 

11, P 61

7 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 71 deg. W, 9.2'                                    

9" Aspen - S 60 deg. W, 24.4'

GLO BK 

11, P 64

7 44-24 NE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1915

8” Poplar – N 45 deg. E, 33.7'                               

9” Maple – S 45 deg. E, 47.7'                                

8“ Poplar – N45 deg. W, 26.0'               

Book 2, 

Page 106

7 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Spruce - N 76 deg. E, 14.5'                                    

5" White Birch - S 44 deg. E, 13.2'                          

4" White Birch - S 61 deg. W, 8.6'                           

6" White Birch - N 41 deg. W, 4.0'

GLO BK 

11, P 61

7 44-24 NW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

9” Black Ash – S 68 deg. E, 41.6'                          

7” Black Ash – S 22 deg. W, 51.2'  

Book 2, 

Page 18

7 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 68 deg. E, 31.7'                                    

8" Tamarack - N 45 deg. W, 11.9'                                           

5" Tamarack - S 80 deg. W, 23.8'                                  

8" Tamarack - S 52 deg. E, 23.1' 

GLO BK 

2, P 9

7 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 42 deg. E, 21.1'                          

7" White Birch - S 61 deg. E, 12.5'

GLO BK 

11, P 62

7 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 50 deg. W, 4.0'                                    

8" Tamarack - N 31 deg. E, 3.3'                          

8" Tamarack - S 41 deg. W, 7.9'                           

5" Tamarack - S 44 deg. E, 13.2'

GLO BK 

11, P 59
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7 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Spruce - N 62 deg. E, 25.1'                                    

5" Spruce - N 42 deg. W, 13.2'                          

5" Spruce - S 09 deg. W, 70.6'                           

5" Spruce - S 44 deg. E, 72.6'

GLO BK 

2, P 8

7 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Tamarack - N 86 deg. E, 10.6'                                    

7" Tamarack -N 68 deg. W, 5.3'                          

GLO BK 

2, P 9

8 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 25 deg. W, 7.3'                          

6" Aspen - S 54 deg. E, 9.2'

GLO BK 

11, P 47

8 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 11 deg. W, 13.9'                                    

6" Tamarack - S 17 deg. E, 19.8'

GLO BK 

11, P 63

8 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 85 deg. E, 16.5'                                    

6" Oak - S 37 deg. W, 23.1'                          6" 

Aspen - N 75 deg. W, 19.8'                           6" 

Oak - N 05 deg. E, 22.4'

GLO BK 

11, P 47

8 44-24 NW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1915

8” Poplar – N 45 deg. E, 33.7'                               

9” Maple – S 45 deg. E, 47.7'                                

8“ Poplar – N45 deg. W, 26.0'               

Book 2, 

Page 106

8 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Spruce - N 76 deg. E, 14.5'                                    

5" White Birch - S 44 deg. E, 13.2'                          

4" White Birch - S 61 deg. W, 8.6'                           

6" White Birch - N 41 deg. W, 4.0'

GLO BK 

11, P 61

8 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 27 deg. E, 7.3'                                    

5" Tamarack - N 17 deg. W, 11.2'

GLO BK 

11, P 60

8 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - S 58 deg. W, 7.9'                                    

8" Aspen - N 21 deg. W, 18.5'                          

10" Aspen - S 17 deg. E, 12.5'                           

8" Maple - N 39 deg. E, 15.8'

GLO BK 

11, P 45

8 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 50 deg. W, 4.0'                                    

8" Tamarack - N 31 deg. E, 3.3'                          

8" Tamarack - S 41 deg. W, 7.9'                           

5" Tamarack - S 44 deg. E, 13.2'

GLO BK 

11, P 59

8 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - S 66 deg. W, 6.6'                          

12" Aspen - N 42 deg. E, 16.5'

GLO BK 

11, P 61

9 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Tamarack - N 31 deg. E, 21.1'                                    

8" Tamarack - N 82 deg. W, 39.6'

GLO BK 

11, P 36

9 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
15" White Oak - S 50 deg. E, 3.3'                          

6" Maple - N 31 deg. W, 2.6'

GLO BK 

11, P 48

9 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 22 deg. E, 21.1'                                    

12" White Birch - S 19 deg. W, 21.8'                          

5" White Birch - N 31 deg. W, 23.8'                           

5" Maple - N 46 deg. E, 29.0'

GLO BK 

11, P 36

9 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 85 deg. E, 16.5'                                    

6" Oak - S 37 deg. W, 23.1'                          6" 

Aspen - N 75 deg. W, 19.8'                           6" 

Oak - N 05 deg. E, 22.4'

GLO BK 

11, P 47

9 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 64 deg. E, 10.6'                                    

6" Tamarack - S 49 deg. E, 15.2'

GLO BK 

11, P 46

9 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" White Birch - N 19 deg. E, 7.9'                                    

8" Aspen - N 61 deg. W, 13.9'                          

7" Aspen - S 70 deg. W, 11.9'                           

8" Maple - S 21 deg. E, 6.6'

GLO BK 

11, P 34

9 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - S 58 deg. W, 7.9'                                    

8" Aspen - N 21 deg. W, 18.5'                          

10" Aspen - S 17 deg. E, 12.5'                           

8" Maple - N 39 deg. E, 15.8'

GLO BK 

11, P 45

9 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 25 deg. W, 7.3'                          

6" Aspen - S 54 deg. E, 9.2'

GLO BK 

11, P 47

10 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 58 deg. E, 1.3'                          6" 

Balsam - S 89 deg. W, 2.6'

GLO BK 

11, P 25

10 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" White Birch - N 41 deg. E, 17.8'                          

10" Aspen - S 32 deg. E, 27.1'

GLO BK 

11, P 37
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10 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. E, 14.5'                                    

10" Tamarack - S 20 deg. W, 14.5'                          

6" Tamarack - N 53 deg. W, 7.9'                           

8" Tamarack - N 18 deg. E, 17.8'

GLO BK 

11, P 25

10 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 22 deg. E, 21.1'                                    

12" White Birch - S 19 deg. W, 21.8'                          

5" White Birch - N 31 deg. W, 23.8'                           

5" Maple - N 46 deg. E, 29.0'

GLO BK 

11, P 36

10 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 79 deg. E, 11.2'                                    

8" Tamarack - S 43 deg. E, 12.5'

GLO BK 

11, P 35

10 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 54 deg. E, 6.6'                                    

12" White Birch - N 44 deg. W, 6.6'                          

10" White Birch - S 56 deg. E, 19.1'                           

6" Maple - S 65 deg. W, 35.6'

GLO BK 

11, P 23

10 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" White Birch - N 19 deg. E, 7.9'                                    

8" Aspen - N 61 deg. W, 13.9'                          

7" Aspen - S 70 deg. W, 11.9'                           

8" Maple - S 21 deg. E, 6.6'

GLO BK 

11, P 34

10 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Tamarack - N 31 deg. E, 21.1'                                    

8" Tamarack - N 82 deg. W, 39.6'

GLO BK 

11, P 36

11 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 21 deg. E, 14.5'                                    

10" Aspen - S 80 deg. W, 12.5'

GLO BK 

11, P 14

11 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - N 14 deg. E, 6.6'                                    

8" White Pine - S 49 deg. W, 11.2'

GLO BK 

11, P 26

11 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. E, 14.5'                                    

10" Tamarack - S 20 deg. W, 14.5'                          

6" Tamarack - N 53 deg. W, 7.9'                           

8" Tamarack - N 18 deg. E, 17.8'

GLO BK 

11, P 25

11 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 11 deg. E, 13.9'                                    

4" Spruce - S 53 deg. E, 10.6'

GLO BK 

11, P 24

11 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 55 deg. W, 9.9'                                    

6" Aspen - N 13 deg. E, 6.6'                          8" 

Birch - S 25 deg. W, 13.2'                           6" 

Birch - S 26 deg. E, 11.9'

GLO BK 

11, P 12

11 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 82 deg. W, 14.5'                                    

6" Aspen - N 12 deg. E, 7.3'                          6" 

Basswood - S 18 deg. W, 13.9'                           

10" White Birch - S 22 deg. E, 17.2'

GLO BK 

11, P 14

11 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 54 deg. E, 6.6'                                    

12" White Birch - N 44 deg. W, 6.6'                          

10" White Birch - S 56 deg. E, 19.1'                           

6" Maple - S 65 deg. W, 35.6'

GLO BK 

11, P 23

11 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 58 deg. E, 1.3'                          6" 

Balsam - S 89 deg. W, 2.6'

GLO BK 

11, P 25

12 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
8" Tamarack - N 68 deg. E, 7.9'                                          

7" Tamarack - N 20 deg. W, 3.3' 

GLO BK 

5 P 3

12 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Linden - N 12 deg. E, 12.5'                                    

6" Maple - S 36 deg. E, 24.4'

GLO BK 

11, P 15

12 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 21 deg. E, 6.6'                                    

5" Tamarack - N 47 deg. W, 21.8'                                           

5" Tamarack - S 68 deg. W, 11.2'                                  

6" Tamarack - S 58 deg. E, 17.8' 

GLO BK 

5 P 4

12 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 82 deg. W, 14.5'                                    

6" Aspen - N 12 deg. E, 7.3'                          6" 

Basswood - S 18 deg. W, 13.9'                           

10" White Birch - S 22 deg. E, 17.2'

GLO BK 

11, P 14

12 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 07 deg. W, 9.2'                                    

7" Tamarack - S 61 deg. W, 17.8'

GLO BK 

11, P 13

12 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

10" Pine - N 55 deg. E, 11.9'                                    

7" Pine - N 27 deg. W, 4.6'                                           

15" Birch - S 38 deg. W, 21.1'                                  

18" Birch - S 60 deg. E, 37.6' 

GLO BK 

5 P 3

12 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 55 deg. W, 9.9'                                    

6" Aspen - N 13 deg. E, 6.6'                          8" 

Birch - S 25 deg. W, 13.2'                           6" 

Birch - S 26 deg. E, 11.9'

GLO BK 

11, P 12
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12 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 21 deg. E, 14.5'                                    

10" Aspen - S 80 deg. W, 12.5'

GLO BK 

11, P 14

13 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
10" Tamarack - N 66 deg. E, 7.3'                                          

9" Tamarack - S 85 deg. W, 5.3' 

GLO BK 

5 P 3

13 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 07 deg. W, 9.2'                                    

7" Tamarack - S 61 deg. W, 17.8'

GLO BK 

11, P 13

13 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

10" Pine - N 55 deg. E, 11.9'                                    

7" Pine - N 27 deg. W, 4.6'                                           

15" Birch - S 38 deg. W, 21.1'                                  

18" Birch - S 60 deg. E, 37.6' 

GLO BK 

5 P 3

13 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 55 deg. W, 9.9'                                    

6" Aspen - N 13 deg. E, 6.6'                          8" 

Birch - S 25 deg. W, 13.2'                           6" 

Birch - S 26 deg. E, 11.9'

GLO BK 

11, P 12

13 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 12 deg. W, 8.6'                                    

6" Tamarack - S 36 deg. W, 2.0'

GLO BK 

11, P 11

13 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 44 deg. E, 10.6'                                    

10" Tamarack - N 32 deg. W, 11.2'                                           

9" Tamarack - S 27 deg. W, 12.5'                                  

6" Tamarack - S 70 deg. E, 7.3' 

GLO BK 

5 P 2

13 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. W, 16.5'                                    

8" Tamarack - N 27 deg. W, 13.9'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 11

13 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 43 deg. W, 3.3'                                    

8" Tamarack - N 71 deg. E, 13.2'

GLO BK 

11, P 12

14 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 43 deg. W, 3.3'                                    

8" Tamarack - N 71 deg. E, 13.2'

GLO BK 

11, P 12

14 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 11 deg. E, 13.9'                                    

4" Spruce - S 53 deg. E, 10.6'

GLO BK 

11, P 24

14 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 55 deg. W, 9.9'                                    

6" Aspen - N 13 deg. E, 6.6'                          8" 

Birch - S 25 deg. W, 13.2'                           6" 

Birch - S 26 deg. E, 11.9'

GLO BK 

11, P 12

14 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 54 deg. E, 6.6'                                    

12" White Birch - N 44 deg. W, 6.6'                          

10" White Birch - S 56 deg. E, 19.1'                           

6" Maple - S 65 deg. W, 35.6'

GLO BK 

11, P 23

14 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Pine - N 11 deg. E, 7.3'                          

6" White Pine - S 34 deg. E, 5.9'

GLO BK 

11, P 22

14 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. W, 16.5'                                    

8" Tamarack - N 27 deg. W, 13.9'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 11

14 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 4.0'                                    

6" Tamarack - S 15 deg. E, 7.9'                          

6" Tamarack - N 09 deg. W, 2.6'                           

4" Spruce - N 64 deg. E, 7.3'

GLO BK 

11, P 21

14 44-24 W 1/4
1 1/4” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1927 Did not take new ties  

Book 1, 

Page 444

14 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 73 deg. W, 51.5'                                    

6" Tamarack - S 41 deg. E, 87.1'

GLO BK 

11, P 23

14 44-24
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of W line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 444

15 44-24 E 1/4
1 1/4” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1927 Did not take new ties  

Book 1, 

Page 444

15 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 73 deg. W, 51.5'                                    

6" Tamarack - S 41 deg. E, 87.1'

GLO BK 

11, P 23

15 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 79 deg. E, 11.2'                                    

8" Tamarack - S 43 deg. E, 12.5'

GLO BK 

11, P 35

15 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 54 deg. E, 6.6'                                    

12" White Birch - N 44 deg. W, 6.6'                          

10" White Birch - S 56 deg. E, 19.1'                           

6" Maple - S 65 deg. W, 35.6'

GLO BK 

11, P 23
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15 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" White Birch - N 19 deg. E, 7.9'                                    

8" Aspen - N 61 deg. W, 13.9'                          

7" Aspen - S 70 deg. W, 11.9'                           

8" Maple - S 21 deg. E, 6.6'

GLO BK 

11, P 34

15 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 48 deg. W, 13.2'                          

8" Aspen - N 23 deg. E, 13.2'

GLO BK 

11, P 33

15 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 4.0'                                    

6" Tamarack - S 15 deg. E, 7.9'                          

6" Tamarack - N 09 deg. W, 2.6'                           

4" Spruce - N 64 deg. E, 7.3'

GLO BK 

11, P 21

15 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 79 deg. E, 5.3'                                    

6" Tamarack - N 10 deg. W, 15.8'                          

8" Tamarack - S 31 deg. W, 19.1'                           

10" Tamarack - S 32 deg. E, 5.9'

GLO BK 

11, P 32

15 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 83 deg. W, 8.6'                                    

6" Tamarack - S 84 deg. E, 5.3'

GLO BK 

11, P 34

15 44-24
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of E line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 444

16 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 83 deg. W, 8.6'                                    

6" Tamarack - S 84 deg. E, 5.3'

GLO BK 

11, P 34

16 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 64 deg. E, 10.6'                                    

6" Tamarack - S 49 deg. E, 15.2'

GLO BK 

11, P 46

16 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" White Birch - N 19 deg. E, 7.9'                                    

8" Aspen - N 61 deg. W, 13.9'                          

7" Aspen - S 70 deg. W, 11.9'                           

8" Maple - S 21 deg. E, 6.6'

GLO BK 

11, P 34

16 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - S 58 deg. W, 7.9'                                    

8" Aspen - N 21 deg. W, 18.5'                          

10" Aspen - S 17 deg. E, 12.5'                           

8" Maple - N 39 deg. E, 15.8'

GLO BK 

11, P 45

16 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 30 deg. E, 4.6'                          

8" Aspen - N 47 deg. E, 6.6'

GLO BK 

11, P 44

16 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 79 deg. E, 5.3'                                    

6" Tamarack - N 10 deg. W, 15.8'                          

8" Tamarack - S 31 deg. W, 19.1'                           

10" Tamarack - S 32 deg. E, 5.9'

GLO BK 

11, P 32

16 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 27 deg. W, 9.2'                                    

12" Tamarack - N 07 deg. E, 8.6'                          

10" White Pine - S 63 deg. E, 23.4'                           

10" White Birch - S 43 deg. W, 23.1'

GLO BK 

11, P 43

16 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Maple - S 87 deg. E, 13.2'                          

6" White Birch - S 83 deg. W, 12.5'

GLO BK 

11, P 45

17 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Maple - S 87 deg. E, 13.2'                          

6" White Birch - S 83 deg. W, 12.5'

GLO BK 

11, P 45

17 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 27 deg. E, 7.3'                                    

5" Tamarack - N 17 deg. W, 11.2'

GLO BK 

11, P 60

17 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - S 58 deg. W, 7.9'                                    

8" Aspen - N 21 deg. W, 18.5'                          

10" Aspen - S 17 deg. E, 12.5'                           

8" Maple - N 39 deg. E, 15.8'

GLO BK 

11, P 45

17 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 50 deg. W, 4.0'                                    

8" Tamarack - N 31 deg. E, 3.3'                          

8" Tamarack - S 41 deg. W, 7.9'                           

5" Tamarack - S 44 deg. E, 13.2'

GLO BK 

11, P 59

17 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 61 deg. E, 6.6'                          

5" White Birch - S 43 deg. E, 7.9'

GLO BK 

11, P 57

17 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 27 deg. W, 9.2'                                    

12" Tamarack - N 07 deg. E, 8.6'                          

10" White Pine - S 63 deg. E, 23.4'                           

10" White Birch - S 43 deg. W, 23.1'

GLO BK 

11, P 43

17 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 76 deg. E, 14.5'                                    

6" Tamarack - N 85 deg. E, 13.2'                          

5" Spruce - N 25 deg. W, 19.8'                           

4" Tamarack - S 50 deg. W, 13.2'

GLO BK 

11, P 56
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17 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - S 80 deg. W, 15.8'                                    

6" Tamarack - N 44 deg. E, 26.4'

GLO BK 

11, P 59

18 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - S 80 deg. W, 15.8'                                    

6" Tamarack - N 44 deg. E, 26.4'

GLO BK 

11, P 59

18 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 42 deg. E, 21.1'                          

7" White Birch - S 61 deg. E, 12.5'

GLO BK 

11, P 62

18 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 50 deg. W, 4.0'                                    

8" Tamarack - N 31 deg. E, 3.3'                          

8" Tamarack - S 41 deg. W, 7.9'                           

5" Tamarack - S 44 deg. E, 13.2'

GLO BK 

11, P 59

18 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Spruce - N 62 deg. E, 25.1'                                    

5" Spruce - N 42 deg. W, 13.2'                          

5" Spruce - S 09 deg. W, 70.6'                           

5" Spruce - S 44 deg. E, 72.6'

GLO BK 

2, P 8

18 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 62 deg. W, 6.6'                                    

4" Tamarack - N 71 deg. E, 19.1'

GLO BK 

11, P 58

18 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 76 deg. E, 14.5'                                    

6" Tamarack - N 85 deg. E, 13.2'                          

5" Spruce - N 25 deg. W, 19.8'                           

4" Tamarack - S 50 deg. W, 13.2'

GLO BK 

11, P 56

18 44-24 SW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

4” Tamarack – S 53 deg. E, 42.6'                          

4” Tamarack – S 69 deg. W, 45.5'  

Book 2, 

Page 18

18 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 05 deg. E, 17.2'                                    

5" Tamarack - N 63 deg. W, 35.0'                                           

5" Tamarack - S 34 deg. W, 21.1'                                  

5" Tamarack - S 44 deg. E, 15.8' 

GLO BK 

2, P 7

18 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Spruce - N 71 deg. E, 16.5'                                    

5" Spruce -N 40 deg. W, 15.8'                          

GLO BK 

2, P 8

19 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Balsam - N 88 deg. E, 3.3'                          

6" White Birch - N 65 deg. W, 5.3'

GLO BK 

11, P 56

19 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 62 deg. W, 6.6'                                    

4" Tamarack - N 71 deg. E, 19.1'

GLO BK 

11, P 58

19 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 76 deg. E, 14.5'                                    

6" Tamarack - N 85 deg. E, 13.2'                          

5" Spruce - N 25 deg. W, 19.8'                           

4" Tamarack - S 50 deg. W, 13.2'

GLO BK 

11, P 56

19 44-24 NW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

4” Tamarack – S 53 deg. E, 42.6'                          

4” Tamarack – S 69 deg. W, 45.5'  

Book 2, 

Page 18

19 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 05 deg. E, 17.2'                                    

5" Tamarack - N 63 deg. W, 35.0'                                           

5" Tamarack - S 34 deg. W, 21.1'                                  

5" Tamarack - S 44 deg. E, 15.8' 

GLO BK 

2, P 7

19 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 27 deg. W, 11.22'                          

6" White Oak - S 01 deg. E, 5.9'

GLO BK 

11, P 55

19 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 25 deg. W, 13.2'                                    

8" Spruce - N 42 deg. E, 11.9'                          

10" Tamarack - S 33 deg. E, 9.9'                           

6" Tamarack - S 30 deg. W, 12.5'

GLO BK 

11, P 53

19 44-24 SW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

8” Maple – N 41 deg. W, 39.9'                             

6” Maple – S 50 deg. E, 36.6'

Book 2, 

Page 18

19 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Birch - N 34 deg. E, 22.4'                                    

10" Aspen - N 85 deg. W, 9.9'                          

14" Aspen - S 36 deg. W, 19.1'                           

15" Aspen - S 31 deg. E, 27.7'

GLO BK 

2, P 6

19 44-24 W 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

10” Maple – N 87 deg. W, 28.4'                             

6” Fir – S 70 deg. E, 39.6'

Book 2, 

Page 18

19 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Sugar - N 78 deg. E, 17.8'                                    

6" Birch -N 20 deg. E, 7.3'                          

GLO BK 

2, P 7

20 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 17 deg. E, 6.6'                          

10" Aspen - S 20 deg. W, 8.6'

GLO BK 

11, P 43

20 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 61 deg. E, 6.6'                          

5" White Birch - S 43 deg. E, 7.9'

GLO BK 

11, P 57
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20 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 27 deg. W, 9.2'                                    

12" Tamarack - N 07 deg. E, 8.6'                          

10" White Pine - S 63 deg. E, 23.4'                           

10" White Birch - S 43 deg. W, 23.1'

GLO BK 

11, P 43

20 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 76 deg. E, 14.5'                                    

6" Tamarack - N 85 deg. E, 13.2'                          

5" Spruce - N 25 deg. W, 19.8'                           

4" Tamarack - S 50 deg. W, 13.2'

GLO BK 

11, P 56

20 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 71 deg. W, 17.8'                          

10" Aspen - N 53 deg. E, 7.3'

GLO BK 

11, P 54

20 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Maple - N 35 deg. E, 9.2'                                    

10" Aspen - N 84 deg. W, 5.9'                          

10" Ash - S 18 deg. W, 8.6'                           

10" Aspen - S 49 deg. E, 6.6'

GLO BK 

11, P 41

20 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 25 deg. W, 13.2'                                    

8" Spruce - N 42 deg. E, 11.9'                          

10" Tamarack - S 33 deg. E, 9.9'                           

6" Tamarack - S 30 deg. W, 12.5'

GLO BK 

11, P 53

20 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Balsam - N 88 deg. E, 3.3'                          

6" White Birch - N 65 deg. W, 5.3'

GLO BK 

11, P 56

21 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Pine - N 65 deg. W, 4.0'                          

6" Balsam - N 59 deg. E, 5.9'

GLO BK 

11, P 31

21 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 30 deg. E, 4.6'                          

8" Aspen - N 47 deg. E, 6.6'

GLO BK 

11, P 44

21 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 79 deg. E, 5.3'                                    

6" Tamarack - N 10 deg. W, 15.8'                          

8" Tamarack - S 31 deg. W, 19.1'                           

10" Tamarack - S 32 deg. E, 5.9'

GLO BK 

11, P 32

21 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 27 deg. W, 9.2'                                    

12" Tamarack - N 07 deg. E, 8.6'                          

10" White Pine - S 63 deg. E, 23.4'                           

10" White Birch - S 43 deg. W, 23.1'

GLO BK 

11, P 43

21 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 14 deg. W, 9.2'                          

7" Balsam - S 29 deg. W, 20.5'

GLO BK 

11, P 42

21 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - N 39 deg. W, 11.2'                                    

10" White Birch - S 59 deg. W, 5.9'                          

10" Aspen - S 45 deg. E, 10.6'                           

7" White Birch - N 25 deg. E, 6.6'

GLO BK 

11, P 30

21 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Maple - N 35 deg. E, 9.2'                                    

10" Aspen - N 84 deg. W, 5.9'                          

10" Ash - S 18 deg. W, 8.6'                           

10" Aspen - S 49 deg. E, 6.6'

GLO BK 

11, P 41

21 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 17 deg. E, 6.6'                          

10" Aspen - S 20 deg. W, 8.6'

GLO BK 

11, P 43

22 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 83 deg. W, 5.9'                                    

6" Tamarack - S 60 deg. E, 5.9'

GLO BK 

11, P 21

22 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 48 deg. W, 13.2'                          

8" Aspen - N 23 deg. E, 13.2'

GLO BK 

11, P 33

22 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 4.0'                                    

6" Tamarack - S 15 deg. E, 7.9'                          

6" Tamarack - N 09 deg. W, 2.6'                           

4" Spruce - N 64 deg. E, 7.3'

GLO BK 

11, P 21

22 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 79 deg. E, 5.3'                                    

6" Tamarack - N 10 deg. W, 15.8'                          

8" Tamarack - S 31 deg. W, 19.1'                           

10" Tamarack - S 32 deg. E, 5.9'

GLO BK 

11, P 32

22 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 10 deg. E, 8.6'                                    

5" Spruce - S 29 deg. E, 7.3'

GLO BK 

11, P 31

22 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 39 deg. W, 16.5'                                    

6" White Birch - N 19 deg. E, 33.0'                          

12" Tamarack - S 49 deg. E, 26.4'                           

6" Tamarack - S 27 deg. W, 29.7'

GLO BK 

11, P 19

22 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - N 39 deg. W, 11.2'                                    

10" White Birch - S 59 deg. W, 5.9'                          

10" Aspen - S 45 deg. E, 10.6'                           

7" White Birch - N 25 deg. E, 6.6'

GLO BK 

11, P 30
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22 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Pine - N 65 deg. W, 4.0'                          

6" Balsam - N 59 deg. E, 5.9'

GLO BK 

11, P 31

23 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 53 deg. W, 4.0'                                    

6" Tamarack - S 68 deg. E, 4.0'

GLO BK 

11, P 10

23 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Pine - N 11 deg. E, 7.3'                          

6" White Pine - S 34 deg. E, 5.9'

GLO BK 

11, P 22

23 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. W, 16.5'                                    

8" Tamarack - N 27 deg. W, 13.9'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 11

23 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 4.0'                                    

6" Tamarack - S 15 deg. E, 7.9'                          

6" Tamarack - N 09 deg. W, 2.6'                           

4" Spruce - N 64 deg. E, 7.3'

GLO BK 

11, P 21

23 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
11" Aspen - N 19 deg. E, 17.8'                          

12" Aspen - S 29 deg. E, 20.5'

GLO BK 

11, P 20

23 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 78 deg. E, 19.1'                                    

8" Tamarack - N 48 deg. E, 21.8'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 9

23 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 39 deg. W, 16.5'                                    

6" White Birch - N 19 deg. E, 33.0'                          

12" Tamarack - S 49 deg. E, 26.4'                           

6" Tamarack - S 27 deg. W, 29.7'

GLO BK 

11, P 19

23 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 83 deg. W, 5.9'                                    

6" Tamarack - S 60 deg. E, 5.9'

GLO BK 

11, P 21

24 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
9" Tamarack - N 83 deg. W, 11.2'                                          

8" Tamarack - S 73 deg. E, 9.2' 

GLO BK 

5 P 2

24 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 12 deg. W, 8.6'                                    

6" Tamarack - S 36 deg. W, 2.0'

GLO BK 

11, P 11

24 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

6" Tamarack - N 44 deg. E, 10.6'                                    

10" Tamarack - N 32 deg. W, 11.2'                                           

9" Tamarack - S 27 deg. W, 12.5'                                  

6" Tamarack - S 70 deg. E, 7.3' 

GLO BK 

5 P 2

24 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 53 deg. W, 16.5'                                    

8" Tamarack - N 27 deg. W, 13.9'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 11

24 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 43 deg. E, 11.2'                                    

7" Tamarack - S 57 deg. E, 8.6'

GLO BK 

11, P 10

24 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 43 deg. E, 11.2'                                    

7" Tamarack - S 57 deg. E, 8.6'

GLO BK 

11, P 10

24 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 58 deg. E, 16.5'                                    

8" Tamarack - N 49 deg. W, 6.6'                                           

7" Tamarack - S 53 deg. W, 7.9'                                  

6" Tamarack - S 61 deg. E, 9.2' 

GLO BK 

5 P 2

24 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 78 deg. E, 19.1'                                    

8" Tamarack - N 48 deg. E, 21.8'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 9

24 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 53 deg. W, 4.0'                                    

6" Tamarack - S 68 deg. E, 4.0'

GLO BK 

11, P 10

25 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
6" Tamarack - N 69 deg. E, 8.6'                                          

8" Tamarack - S 78 deg. W, 10.6' 

GLO BK 

5 P 1

25 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 58 deg. E, 16.5'                                    

8" Tamarack - N 49 deg. W, 6.6'                                           

7" Tamarack - S 53 deg. W, 7.9'                                  

6" Tamarack - S 61 deg. E, 9.2' 

GLO BK 

5 P 2

25 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 78 deg. E, 19.1'                                    

8" Tamarack - N 48 deg. E, 21.8'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 9
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25 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 12 deg. E, 5.9'                                    

8" Tamarack - N 37 deg. E, 9.2'       

GLO BK 

11, P 8

25 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

5" Tamarack - N 46 deg. E, 8.6'                                    

5" Tamarack - N 67 deg. W, 4.6'                                           

5" Tamarack - S 68 deg. W, 5.3'                                  

5" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

5 P 1

25 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 63 deg. W, 8.6'                                    

6" Tamarack - N 41 deg. W, 11.2'                          

6" Tamarack - N 64 deg. E, 14.5'                           

6" Tamarack - S 54 deg. E, 6.6'

GLO BK 

11, P 7

25 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Spruce - N 10 deg. E, 93.7'                                    

7" Spruce - N 18 deg. W, 108.2'                          

7" Tamarack - S 83 deg. W, 118.8'                           

7" Spruce - S 38 deg. E, 44.9'

GLO BK 

2, P 5

25 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 27deg. E, 1.3'                                    

8" White Birch - S 82 deg. W, 19.1'       

GLO BK 

11, P 9

26 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 27deg. E, 1.3'                                    

8" White Birch - S 82 deg. W, 19.1'       

GLO BK 

11, P 9

26 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
11" Aspen - N 19 deg. E, 17.8'                          

12" Aspen - S 29 deg. E, 20.5'

GLO BK 

11, P 20

26 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 78 deg. E, 19.1'                                    

8" Tamarack - N 48 deg. E, 21.8'                          

14" Spruce - N 38 deg. W, 17.2'                           

20" White Pine - S 32 deg. W, 19.1'

GLO BK 

11, P 9

26 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 39 deg. W, 16.5'                                    

6" White Birch - N 19 deg. E, 33.0'                          

12" Tamarack - S 49 deg. E, 26.4'                           

6" Tamarack - S 27 deg. W, 29.7'

GLO BK 

11, P 19

26 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 70 deg. W, 5.9'                                    

5" Tamarack - N 42 deg. W, 8.6'

GLO BK 

11, P 18

26 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Oak - S 24 deg. W, 20.5'                          9" 

White Birch - S 70 deg. E, 17.8'

GLO BK 

11, P 29

26 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 63 deg. W, 8.6'                                    

6" Tamarack - N 41 deg. W, 11.2'                          

6" Tamarack - N 64 deg. E, 14.5'                           

6" Tamarack - S 54 deg. E, 6.6'

GLO BK 

11, P 7

26 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" White Birch - N 56 deg. E, 8.6'                                    

10" White Birch - S 53 deg. W, 5.9'                          

12" White Birch - N 43 deg. W, 10.6'                           

12" Aspen - S 08 deg. E, 11.2'

GLO BK 

11, P 17

26 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 63 deg. E, 6.6'                                    

3" Tamarack - S 72 deg. W, 3.3'

GLO BK 

11, P 19

27 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 63 deg. E, 6.6'                                    

3" Tamarack - S 72 deg. W, 3.3'

GLO BK 

11, P 19

27 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 10 deg. E, 8.6'                                    

5" Spruce - S 29 deg. E, 7.3'

GLO BK 

11, P 31

27 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 39 deg. W, 16.5'                                    

6" White Birch - N 19 deg. E, 33.0'                          

12" Tamarack - S 49 deg. E, 26.4'                           

6" Tamarack - S 27 deg. W, 29.7'

GLO BK 

11, P 19

27 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - N 39 deg. W, 11.2'                                    

10" White Birch - S 59 deg. W, 5.9'                          

10" Aspen - S 45 deg. E, 10.6'                           

7" White Birch - N 25 deg. E, 6.6'

GLO BK 

11, P 30

27 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" White Birch - N 56 deg. E, 8.6'                                    

10" White Birch - S 53 deg. W, 5.9'                          

12" White Birch - N 43 deg. W, 10.6'                           

12" Aspen - S 08 deg. E, 11.2'

GLO BK 

11, P 17

27 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 50 deg. W, 5.3'                                    

6" Spruce - N 55 deg. W, 7.9'                          

4" Spruce - N 12 deg. E, 7.3'                           

6" Spruce - S 58 deg. E, 18.5'

GLO BK 

11, P 28

27 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 28 deg. W, 4.0'                          

16" Aspen - N 16 deg. E, 15.8'

GLO BK 

11, P 30
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28 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 28 deg. W, 4.0'                          

16" Aspen - N 16 deg. E, 15.8'

GLO BK 

11, P 30

28 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 14 deg. W, 9.2'                          

7" Balsam - S 29 deg. W, 20.5'

GLO BK 

11, P 42

28 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - N 39 deg. W, 11.2'                                    

10" White Birch - S 59 deg. W, 5.9'                          

10" Aspen - S 45 deg. E, 10.6'                           

7" White Birch - N 25 deg. E, 6.6'

GLO BK 

11, P 30

28 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Maple - N 35 deg. E, 9.2'                                    

10" Aspen - N 84 deg. W, 5.9'                          

10" Ash - S 18 deg. W, 8.6'                           

10" Aspen - S 49 deg. E, 6.6'

GLO BK 

11, P 41

28 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - S 27 deg. E, 19.1'                          

7" Aspen - N 71 deg. W, 33.7'

GLO BK 

11, P 40

28 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 50 deg. W, 5.3'                                    

6" Spruce - N 55 deg. W, 7.9'                          

4" Spruce - N 12 deg. E, 7.3'                           

6" Spruce - S 58 deg. E, 18.5'

GLO BK 

11, P 28

28 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 51 deg. E, 17.2'                                    

5" Tamarack - S 51 deg. W, 15.2'                          

4" Tamarack - N 06 deg. W, 32.3'                           

12" Balsam - N 32 deg. E, 29.0'

GLO BK 

11, P 39

28 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Balsam - N 05 deg. E, 6.6'                          

6" White Birch - N 80 deg. W, 5.3'

GLO BK 

11, P 41

29 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Balsam - N 05 deg. E, 6.6'                          

6" White Birch - N 80 deg. W, 5.3'

GLO BK 

11, P 41

29 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Maple - S 71 deg. W, 17.8'                          

10" Aspen - N 53 deg. E, 7.3'

GLO BK 

11, P 54

29 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Maple - N 35 deg. E, 9.2'                                    

10" Aspen - N 84 deg. W, 5.9'                          

10" Ash - S 18 deg. W, 8.6'                           

10" Aspen - S 49 deg. E, 6.6'

GLO BK 

11, P 41

29 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 25 deg. W, 13.2'                                    

8" Spruce - N 42 deg. E, 11.9'                          

10" Tamarack - S 33 deg. E, 9.9'                           

6" Tamarack - S 30 deg. W, 12.5'

GLO BK 

11, P 53

29 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - N 12 deg. E, 11.2'                          

6" Aspen - S 61 deg. E, 8.6'

GLO BK 

11, P 51

29 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 51 deg. E, 17.2'                                    

5" Tamarack - S 51 deg. W, 15.2'                          

4" Tamarack - N 06 deg. W, 32.3'                           

12" Balsam - N 32 deg. E, 29.0'

GLO BK 

11, P 39

29 44-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

3" White Pine - S 67 deg. E, 9.9'                                    

15" White Birch - N 45 deg. W, 19.8'                          

10" Balsam - S 30 deg. W, 13.2'                           

12" Balsam - N 47 deg. E, 12.5'

GLO BK 

11, P 50

29 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 03 deg. E, 5.9'                          

10" Ash - N 85 deg. W, 4.0'

GLO BK 

11, P 53

30 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 03 deg. E, 5.9'                          

10" Ash - N 85 deg. W, 4.0'

GLO BK 

11, P 53

30 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 27 deg. W, 11.22'                          

6" White Oak - S 01 deg. E, 5.9'

GLO BK 

11, P 55

30 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 25 deg. W, 13.2'                                    

8" Spruce - N 42 deg. E, 11.9'                          

10" Tamarack - S 33 deg. E, 9.9'                           

6" Tamarack - S 30 deg. W, 12.5'

GLO BK 

11, P 53

30 44-24 NW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

8” Maple – N 41 deg. W, 39.9'                             

6” Maple – S 50 deg. E, 36.6'

Book 2, 

Page 18

30 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Spruce - N 10 deg. E, 93.7'                                    

7" Spruce - N 18 deg. W, 108.2'                          

7" Tamarack - S 83 deg. W, 118.8'                           

7" Spruce - S 38 deg. E, 44.9'

GLO BK 

2, P 5
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30 44-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Birch - N 34 deg. E, 22.4'                                    

10" Aspen - N 85 deg. W, 9.9'                          

14" Aspen - S 36 deg. W, 19.1'                           

15" Aspen - S 31 deg. E, 27.7'

GLO BK 

2, P 6

30 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 19 deg. W, 27.1'                          

8" White Birch - N 24 deg. W, 11.9'

GLO BK 

11, P 52

30 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

3" White Pine - S 67 deg. E, 9.9'                                    

15" White Birch - N 45 deg. W, 19.8'                          

10" Balsam - S 30 deg. W, 13.2'                           

12" Balsam - N 47 deg. E, 12.5'

GLO BK 

11, P 50

30 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Birch - N 48 deg. E, 59.4'                                    

10" Birch -N 69 deg. W, 39.6'                          

GLO BK 

2, P 6

31 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 05 deg. E, 6.6'                                    

5" Tamarack - N 63 deg. W, 13.2'

GLO BK 

11, P 50

31 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 19 deg. W, 27.1'                          

8" White Birch - N 24 deg. W, 11.9'

GLO BK 

11, P 52

31 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

3" White Pine - S 67 deg. E, 9.9'                                    

15" White Birch - N 45 deg. W, 19.8'                          

10" Balsam - S 30 deg. W, 13.2'                           

12" Balsam - N 47 deg. E, 12.5'

GLO BK 

11, P 50

31 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
10" Birch - N 53 deg. E, 8.6'                                    

10" Birch - S 69 deg. E, 14.5'       

GLO BK 

11, P 18

31 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 74 deg. E, 22.4'                                    

8" Birch - N 29 deg. W, 22.4'                          6" 

Birch - S 61 deg. W, 27.1'                           6" 

Birch - S 62 deg. E, 19.1'

GLO BK 

11, P 17

31 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 45 deg. E, 5.9'                                    

10" Birch - N 52 deg. W, 51.5'                          

8" Elm - S 72 deg. W, 17.2'                           

10" Tamarack - S 35 deg. E, 27.7'

GLO BK 

2, P 1

31 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Birch - N 45 deg. E, 5.9'                                    

10" Birch - N 52 deg. W, 51.5'                          

8" Elm - S 72 deg. W, 17.2'                           

10" Tamarack - S 35 deg. E, 27.7'

GLO BK 

11, P 12

31 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Ash - N 38 deg. E, 9.9'                                    

8" Black Ash - S 44 deg. W, 7.3'                          

GLO BK 

2, P 5

32 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 21 deg. E, 12.5'                          

7" White Oak - S 62 deg. W, 17.8'

GLO BK 

11, P 39

32 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - N 12 deg. E, 11.2'                          

6" Aspen - S 61 deg. E, 8.6'

GLO BK 

11, P 51

32 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 51 deg. E, 17.2'                                    

5" Tamarack - S 51 deg. W, 15.2'                          

4" Tamarack - N 06 deg. W, 32.3'                           

12" Balsam - N 32 deg. E, 29.0'

GLO BK 

11, P 39

32 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

3" White Pine - S 67 deg. E, 9.9'                                    

15" White Birch - N 45 deg. W, 19.8'                          

10" Balsam - S 30 deg. W, 13.2'                           

12" Balsam - N 47 deg. E, 12.5'

GLO BK 

11, P 50

32 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Tamarack - N 60 deg. W, 4.0'                                    

8" Birch - S 05 deg. E, 5.3'       

GLO BK 

11, P 17

32 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

6" Spruce - N 12 deg. E, 12.5'                                    

6" Spruce - N 41 deg. W, 9.2'                          

7" Tamarack - S 08 deg. W, 19.8'                           

8" Tamarack - S 57 deg. E, 11.9'

GLO BK 

11, P 16

32 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 74 deg. E, 22.4'                                    

8" Birch - N 29 deg. W, 22.4'                          6" 

Birch - S 61 deg. W, 27.1'                           6" 

Birch - S 62 deg. E, 19.1'

GLO BK 

11, P 17

32 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 05 deg. E, 6.6'                                    

5" Tamarack - N 63 deg. W, 13.2'

GLO BK 

11, P 50
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33 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Pine - S 86 deg. W, 21.8'                          

10" White Birch - S 14 deg. E, 9.2'

GLO BK 

11, P 28

33 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - S 27 deg. E, 19.1'                          

7" Aspen - N 71 deg. W, 33.7'

GLO BK 

11, P 40

33 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 50 deg. W, 5.3'                                    

6" Spruce - N 55 deg. W, 7.9'                          

4" Spruce - N 12 deg. E, 7.3'                           

6" Spruce - S 58 deg. E, 18.5'

GLO BK 

11, P 28

33 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 51 deg. E, 17.2'                                    

5" Tamarack - S 51 deg. W, 15.2'                          

4" Tamarack - N 06 deg. W, 32.3'                           

12" Balsam - N 32 deg. E, 29.0'

GLO BK 

11, P 39

33 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
6" Spruce - N 12 deg. W, 8.6'                                    

9" Spruce - S 22 deg. E, 5.9'       

GLO BK 

11, P 16

33 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 70 deg. E, 27.7'                                    

9" Birch - N 05 deg. W, 17.2'                          

10" Birch - S 72 deg. E, 11.2'                           

7" Birch - S 10 deg. W, 18.5'

GLO BK 

11, P 15

33 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

6" Spruce - N 12 deg. E, 12.5'                                    

6" Spruce - N 41 deg. W, 9.2'                          

7" Tamarack - S 08 deg. W, 19.8'                           

8" Tamarack - S 57 deg. E, 11.9'

GLO BK 

11, P 16

33 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 21 deg. E, 12.5'                          

7" White Oak - S 62 deg. W, 17.8'

GLO BK 

11, P 39

34 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Oak - S 44 deg. E, 6.6'                          12" 

Oak - N 45 deg. W, 23.1'

GLO BK 

11, P 17

34 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" White Birch - N 56 deg. E, 8.6'                                    

10" White Birch - S 53 deg. W, 5.9'                          

12" White Birch - N 43 deg. W, 10.6'                           

12" Aspen - S 08 deg. E, 11.2'

GLO BK 

11, P 17

34 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 50 deg. W, 5.3'                                    

6" Spruce - N 55 deg. W, 7.9'                          

4" Spruce - N 12 deg. E, 7.3'                           

6" Spruce - S 58 deg. E, 18.5'

GLO BK 

11, P 28

34 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Birch - N 18 deg. W, 19.8'                                    

9" Birch - S 15 deg. W, 10.6'       

GLO BK 

11, P 15

34 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

7" Black Ash - N 31 deg. E, 9.9'                                    

7" Black Ash - N 29 deg. W, 23.8'                          

7" Tamarack - S 72 deg. W, 9.9'                           

9" Black Ash - S 58 deg. E, 14.5'

GLO BK 

11, P 14

34 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

10" Birch - N 70 deg. E, 27.7'                                    

9" Birch - N 05 deg. W, 17.2'                          

10" Birch - S 72 deg. E, 11.2'                           

7" Birch - S 10 deg. W, 18.5'

GLO BK 

11, P 15

34 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Pine - S 86 deg. W, 21.8'                          

10" White Birch - S 14 deg. E, 9.2'

GLO BK 

11, P 28

35 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 56 deg. W, 6.6'                                    

4" Tamarack - S 53 deg. E, 7.9'       

GLO BK 

11, P 7

35 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 70 deg. W, 5.9'                                    

5" Tamarack - N 42 deg. W, 8.6'

GLO BK 

11, P 18

35 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Oak - S 24 deg. W, 20.5'                          9" 

White Birch - S 70 deg. E, 17.8'

GLO BK 

11, P 29

35 44-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 63 deg. W, 8.6'                                    

6" Tamarack - N 41 deg. W, 11.2'                          

6" Tamarack - N 64 deg. E, 14.5'                           

6" Tamarack - S 54 deg. E, 6.6'

GLO BK 

11, P 7

35 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" White Birch - N 56 deg. E, 8.6'                                    

10" White Birch - S 53 deg. W, 5.9'                          

12" White Birch - N 43 deg. W, 10.6'                           

12" Aspen - S 08 deg. E, 11.2'

GLO BK 

11, P 17
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35 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
8" Tamarack - N 69 deg. W, 17.8'                                    

7" Tamarack - S 32 deg. E, 8.6'       

GLO BK 

11, P 14

35 44-24 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Spruce - N 56 deg. E, 22.4'                                    

7" Birch - N 41 deg. W, 28.4'                          8" 

Aspen - S 15 deg. W, 28.4'                           8" 

Tamarack - S 62 deg. E, 16.5'

GLO BK 

11, P 13

35 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

7" Black Ash - N 31 deg. E, 9.9'                                    

7" Black Ash - N 29 deg. W, 23.8'                          

7" Tamarack - S 72 deg. W, 9.9'                           

9" Black Ash - S 58 deg. E, 14.5'

GLO BK 

11, P 14

35 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Oak - S 44 deg. E, 6.6'                          12" 

Oak - N 45 deg. W, 23.1'

GLO BK 

11, P 17

36 44-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856
7" Tamarack - S 60 deg. W, 4.6'                                          

7" Tamarack - S 40 deg. E, 4.6' 

GLO BK 

5 P 1

36 44-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 12 deg. E, 5.9'                                    

8" Tamarack - N 37 deg. E, 9.2'       

GLO BK 

11, P 8

36 44-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

5" Tamarack - N 46 deg. E, 8.6'                                    

5" Tamarack - N 67 deg. W, 4.6'                                           

5" Tamarack - S 68 deg. W, 5.3'                                  

5" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

5 P 1

36 44-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 63 deg. W, 8.6'                                    

6" Tamarack - N 41 deg. W, 11.2'                          

6" Tamarack - N 64 deg. E, 14.5'                           

6" Tamarack - S 54 deg. E, 6.6'

GLO BK 

11, P 7

36 44-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849
6" Spruce - N 63 deg. W, 17.2'                                    

7" Birch - S 36 deg. E, 8.6'       

GLO BK 

11, P 13

36 44-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

Chaney, U.S. Deputy Surveyor

1856

8" Tamarack - N 51 deg. E, 14.5'                                    

8" Tamarack - N 09 deg. W, 15.2'                                           

9" Tamarack - S 79 deg. W, 18.5'                                  

8" Tamarack - S 21 deg. E, 5.9' 

GLO BK 

5 P 12

36 44-24 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1849

9" Spruce - N 56 deg. E, 22.4'                                    

7" Birch - N 41 deg. W, 28.4'                          8" 

Aspen - S 15 deg. W, 28.4'                           8" 

Tamarack - S 62 deg. E, 16.5'

GLO BK 

11, P 13

36 44-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 56 deg. W, 6.6'                                    

4" Tamarack - S 53 deg. E, 7.9'       

GLO BK 

11, P 7

1 44-25 E 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 14” White Birch – S 20 deg. W, 45.5'                    

Book 2, 

Page 18

1 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Birch - N 42 deg. W, 5.9'                                    

9" Birch -S 23 deg. E, 12.5'                          

GLO BK 

2, P 10

1 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 16 deg. E, 12.5'                                    

7" Tamarack -S 53 deg. W, 9.2'                          

GLO BK 

2, P 11

1 44-25 NE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

16” Black Oak – N 42 deg. W, 104.3'                    

10” Maple – N 21 deg. E, 23.6'

Book 2, 

Page 18

1 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

2, P 10

1 44-25 NE 
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

8" Red Oak - 74.25' NE                                          

iron pipe - 44.55' NW     
158884

1 44-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 27 deg. E, 19.1'                                    

8" Tamarack - N 67 deg. W, 51.5'                                           

8" Tamarack - S 83 deg. W, 38.9'                                  

5" Tamarack - S 82 deg. E, 11.2' 

GLO BK 

2, P 11

1 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 37 deg. E, 8.6'                                    

10" Tamarack - N 03 deg. W, 15.8'                          

GLO BK 

2, P 25

1 44-25 SE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

9” Black Ash – S 68 deg. E, 41.6'                          

7” Black Ash – S 22 deg. W, 51.2'  

Book 2, 

Page 18

1 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 68 deg. E, 31.7'                                    

8" Tamarack - N 45 deg. W, 11.9'                                           

5" Tamarack - S 80 deg. W, 23.8'                                  

8" Tamarack - S 52 deg. E, 23.1' 

GLO BK 

2, P 9
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1 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 63 deg. W, 14.5'                                    

18" Aspen - N 77 deg. W, 15.8'                                           

12" Black Oak - N 08 deg. E, 14.5'                                  

10" White Birch - S 75 deg. E, 10.6' 

GLO BK 

2, P 24

1 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Maple - N 66 deg. E, 2.6'                                                      

5" White Birch - S 70 deg. W, 6.6'                                                             

GLO BK 

2, P 26

2 44-25  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1917

Subd. Section and set 1/16th cors.                

Distances and Mag. Var. stated

Book 1,  

Page 253

2 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Maple - N 66 deg. E, 2.6'                                                      

5" White Birch - S 70 deg. W, 6.6'                                                             

GLO BK 

2, P 26

2 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - N 11 deg. E, 70.0'                                    

8" Tamarack -N 39 deg. W, 72.6'                          

GLO BK 

2, P 12

2 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 27 deg. E, 19.1'                                    

8" Tamarack - N 67 deg. W, 51.5'                                           

8" Tamarack - S 83 deg. W, 38.9'                                  

5" Tamarack - S 82 deg. E, 11.2' 

GLO BK 

2, P 11

2 44-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 38 deg. E, 24.4'                                    

8" Black Ash -S 26 deg. W, 21.1'                           

No other trees near to use for ties

GLO BK 

2, P 12

2 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 62 deg. W, 2.6'                                    

7" Tamarack - S 32 deg. E, 6.6'                          

GLO BK 

2, P 36

2 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 63 deg. W, 14.5'                                    

18" Aspen - N 77 deg. W, 15.8'                                           

12" Black Oak - N 08 deg. E, 14.5'                                  

10" White Birch - S 75 deg. E, 10.6' 

GLO BK 

2, P 24

2 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 41 deg. E, 7.9'                                              

12" Aspen - S 17 deg. W, 13.2'                                                                               

10" Aspen - N 63 deg. W, 7.3'                                  

20" Aspen - N 53 deg. E, 22.4' 

GLO BK 

2, P 35

2 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 68 deg. E, 6.6'                                                      

20" Aspen - N 50 deg. W, 11.9'                                                             

GLO BK 

2, P 37

3 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 68 deg. E, 6.6'                                                      

20" Aspen - N 50 deg. W, 11.9'                                                             

GLO BK 

2, P 37

3 44-25 N 1/4
C.I.M. set on c/l of E-W road at fence 

lines N-S by A. Welle
1976

N & D in Twin Elm - 102.55' NNE                            

N & D in 6" Ash - 82.38' ENE                                

N & D in 10" Ash - 113.20' SE

191168

3 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Black Ash - N 47 deg. E, 17.8'                                    

6" Black Ash -S 72 deg. E, 9.9'                          

GLO BK 

2, P 12

3 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 38 deg. E, 24.4'                                    

8" Black Ash -S 26 deg. W, 21.1'                           

No other trees near to use for ties

GLO BK 

2, P 12

3 44-25 NW
C.I.M. set on c/l-c/l of E-W and N-S 

roads by A. Welle
1976

N & D in 8" Ash - 113.35' NNE                                

N & D in 6" Ash - 130.08' NE                                

N & D in 12" Elm - 129.22' NW

191167

3 44-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Linden - N 49 deg. E, 9.9'                                    

8" Elm - N 13 deg. W, 17.2'                             

8" Fir - S 13 deg. W, 7.9'                                            

8" Fir - S 59 deg. W, 8.6'

GLO BK 

2, P 12

3 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 40 deg. E, 5.3'                                                      

16" Aspen - N 41 deg. E, 12.5'                                                             

GLO BK 

2, P 48

3 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 41 deg. E, 7.9'                                              

12" Aspen - S 17 deg. W, 13.2'                                                                               

10" Aspen - N 63 deg. W, 7.3'                                  

20" Aspen - N 53 deg. E, 22.4' 

GLO BK 

2, P 35

3 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 19 deg. W, 5.3'                                    

8" Tamarack - N 62 deg. E, 15.2'                                           

10" Spruce - S 19 deg. E, 12.5'                                  

6" Tamarack - N 40 deg. W, 18.5' 

GLO BK 

2, P 46

3 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Ash - N 10 deg. W, 4.0'                                                      

6" Balsam - S 61 deg. E, 4.0'                                                             

GLO BK 

2, P 49
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4 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Ash - N 10 deg. W, 4.0'                                                      

6" Balsam - S 61 deg. E, 4.0'                                                             

GLO BK 

2, P 49

4 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Spruce - N 77 deg. E, 9.2'                                    

6" Fir - S 42 deg. E, 5.9'                          

GLO BK 

2, P 13

4 44-25 NE
C.I.M. set on c/l-c/l of E-W and N-S 

roads by A. Welle
1976

N & D in 8" Ash - 113.35' NNE                                 

N & D in 6" Ash - 130.08' NE                               

N & D in 12" Elm - 129.22' NW

191167

4 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Linden - N 49 deg. E, 9.9'                                    

8" Elm - N 13 deg. W, 17.2'                             

8" Fir - S 13 deg. W, 7.9'                                            

8" Fir - S 59 deg. W, 8.6'

GLO BK 

2, P 12

4 44-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Aspen - N 30 deg. E, 4.0'                                    

9" Aspen - N 71 deg. W, 9.2'                          5" 

Ironwood - S 38 deg. W, 15.8'                           

10" Fir - S 44 deg. E, 13.2'

GLO BK 

2, P 13

4 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - N 40 deg. W, 7.3'                                                      

10" Aspen - S 22 deg. E, 15.2'                                                             

GLO BK 

2, P 62

4 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 19 deg. W, 5.3'                                    

8" Tamarack - N 62 deg. E, 15.2'                                           

10" Spruce - S 19 deg. E, 12.5'                                  

6" Tamarack - N 40 deg. W, 18.5' 

GLO BK 

2, P 46

4 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" White Birch - S 72 deg. E, 11.2'                                                      

8" Aspen - S 25 deg. W, 19.8'                      7" 

White Birch - N 48 deg. W, 13.2'                                                 

5" Black Ash - N 17 deg. E, 25.7'                                                             

GLO BK 

2, P 61

4 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - N 67 deg. E, 6.6'                                                      

5" Spruce - N 85 deg. W, 9.9'                                                             

GLO BK 

2, P 64

5 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - N 67 deg. E, 6.6'                                                      

5" Spruce - N 85 deg. W, 9.9'                                                             

GLO BK 

2, P 64

5 44-25 M.C.

M.C. on N line NW1/4 on E side of 

Mille Lacs, 324.7 feet W of N 1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Ash - N 18 deg. E, 9.2'                                    

9" Black Ash - S 43 deg. E, 19.8'                          

GLO BK 

2, P 14

5 44-25 M.C. 

M.C. on S line SW1/4 on E side of 

Mille Lacs at S 1/4 corner location - 

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Ash - S 41 deg. W, 6.6'                                    

8" Ash - N 23 deg. W, 8.6'                          

GLO BK 

2, P 63

5 44-25 N 1/4

3/4" iron pin found on projection of 

road c/l from N with projection of road 

c/l from E by A. Welle

1977

N & D in 12" Maple - 64.29' NE                                

N & D in 10" Elm - 26.53' SE                               

N & D in 10" Maple - 32.99' SW

199658

5 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" White Ash - N 49 deg. E, 13.2'                                    

9" White Ash -S 52 deg. E, 8.6'                          

GLO BK 

2, P 14

5 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Aspen - N 30 deg. E, 4.0'                                    

9" Aspen - N 71 deg. W, 9.2'                          5" 

Ironwood - S 38 deg. W, 15.8'                           

10" Fir - S 44 deg. E, 13.2'

GLO BK 

2, P 13

5 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" White Birch - S 72 deg. E, 11.2'                                                      

8" Aspen - S 25 deg. W, 19.8'                      7" 

White Birch - N 48 deg. W, 13.2'                                                 

5" Black Ash - N 17 deg. E, 25.7'                                                             

GLO BK 

2, P 61

8 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - S 59 deg. W, 4.0'                                                      

10" White Birch - N 66 deg. E, 25.7'                                                             

GLO BK 

2, P 61

8 44-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs, 1709.4 feet W of S 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 11 deg. W, 1.3'                                    

8" White Birch - N 34 deg. E, 8.6'                          

GLO BK 

2, P 60

8 44-25 M.C. 

M.C. on N line NW1/4 on E side of 

Mille Lacs at N 1/4 corner location - 

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Ash - S 41 deg. W, 6.6'                                    

8" Ash - N 23 deg. W, 8.6'                          

GLO BK 

2, P 63
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8 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" White Birch - S 72 deg. E, 11.2'                                                      

8" Aspen - S 25 deg. W, 19.8'                      7" 

White Birch - N 48 deg. W, 13.2'                                                 

5" Black Ash - N 17 deg. E, 25.7'                                                             

GLO BK 

2, P 61

8 44-25 S 1/4
Set pipe and took new ties by Bill  

Voigt, Private Surveyor
1961 28” Elm - N 20 deg. W, 9.3'                                    

10” Elm – S 45 deg. E, 16.0'                                                 

Book V-

14  Page 

7

8 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Basswood - N 01 deg. E, 4.0'                                    

10" Basswood - S 26 deg. W, 11.9'                          

GLO BK 

2, P 60

8 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 37 deg. E, 17.2'                                    

7" Tamarack - S 46 deg. W, 20.5'                                           

8" Tamarack - N 46 deg. W, 11.2'                                  

10" Tamarack - N 55 deg. E, 33.7' 

GLO BK 

2, P 58

9 44-25  
School Lot Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

2 acres in NE 1/4-NE1/4                               

Angles and Distance stated

Book 2, 

Page 124

9 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 13 deg. W, 5.3'                                    

5" Tamarack - N 35 deg. E, 9.2'                          

GLO BK 

2, P 46

9 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - N 40 deg. W, 7.3'                                                      

10" Aspen - S 22 deg. E, 15.2'                                                             

GLO BK 

2, P 62

9 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 19 deg. W, 5.3'                                    

8" Tamarack - N 62 deg. E, 15.2'                                           

10" Spruce - S 19 deg. E, 12.5'                                  

6" Tamarack - N 40 deg. W, 18.5' 

GLO BK 

2, P 46

9 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" White Birch - S 72 deg. E, 11.2'                                                      

8" Aspen - S 25 deg. W, 19.8'                      7" 

White Birch - N 48 deg. W, 13.2'                                                 

5" Black Ash - N 17 deg. E, 25.7'                                                             

GLO BK 

2, P 61

9 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - S 01 deg. W, 4.0'                                                      

14" Aspen - N 48 deg. E, 9.2'                                                             

GLO BK 

2, P 59

9 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 52 deg. W, 4.6'                                    

8" Tamarack - S 83 deg. E, 5.3'                                           

5" Tamarack - N 19 deg. E, 5.9'                                  

8" Tamarack - N 37 deg. W, 10.6' 

GLO BK 

2, P 44

9 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 37 deg. E, 17.2'                                    

7" Tamarack - S 46 deg. W, 20.5'                                           

8" Tamarack - N 46 deg. W, 11.2'                                  

10" Tamarack - N 55 deg. E, 33.7' 

GLO BK 

2, P 58

9 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - S 59 deg. W, 4.0'                                                      

10" White Birch - N 66 deg. E, 25.7'                                                             

GLO BK 

2, P 61

10 44-25  
Road Survey in Section 10 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N. Line SW1/4-SW1/4.                   

Mag. Var. and dist. shown 

Book 1, 

Page 77

10 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Oak - N 20 deg. W, 3.3'                                                      

14" Aspen - N 38 deg. E, 15.2'                                                             

GLO BK 

2, P 35

10 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 40 deg. E, 5.3'                                                      

16" Aspen - N 41 deg. E, 12.5'                                                             

GLO BK 

2, P 48

10 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 41 deg. E, 7.9'                                              

12" Aspen - S 17 deg. W, 13.2'                                                                               

10" Aspen - N 63 deg. W, 7.3'                                  

20" Aspen - N 53 deg. E, 22.4' 

GLO BK 

2, P 35

10 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 19 deg. W, 5.3'                                    

8" Tamarack - N 62 deg. E, 15.2'                                           

10" Spruce - S 19 deg. E, 12.5'                                  

6" Tamarack - N 40 deg. W, 18.5' 

GLO BK 

2, P 46

10 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Ash - S 01 deg. E, 13.9'                                                      

20" Ash - N 17 deg. W, 24.4'                                                             

GLO BK 

2, P 45

10 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Basswood - S 38 deg. W, 7.3'                                    

9" Aspen - S 14 deg. E, 14.5'                                           

20" Aspen - N 58 deg. W, 11.2'                                  

8" Maple - N 48 deg. E, 14.5' 

GLO BK 

2, P 33

10 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 52 deg. W, 4.6'                                    

8" Tamarack - S 83 deg. E, 5.3'                                           

5" Tamarack - N 19 deg. E, 5.9'                                  

8" Tamarack - N 37 deg. W, 10.6' 

GLO BK 

2, P 44
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10 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 13 deg. W, 5.3'                                    

5" Tamarack - N 35 deg. E, 9.2'                          

GLO BK 

2, P 46

11 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 30 deg. E, 4.6'                                                      

6" White Birch - S 66 deg. W, 4.6'                                                             

GLO BK 

2, P 24

11 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - N 62 deg. W, 2.6'                                    

7" Tamarack - S 32 deg. E, 6.6'                          

GLO BK 

2, P 36

11 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 63 deg. W, 14.5'                                    

18" Aspen - N 77 deg. W, 15.8'                                           

12" Black Oak - N 08 deg. E, 14.5'                                  

10" White Birch - S 75 deg. E, 10.6' 

GLO BK 

2, P 24

11 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 41 deg. E, 7.9'                                              

12" Aspen - S 17 deg. W, 13.2'                                                                               

10" Aspen - N 63 deg. W, 7.3'                                  

20" Aspen - N 53 deg. E, 22.4' 

GLO BK 

2, P 35

11 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Tamarack - N 12 deg. E, 3.3'                                                      

8" Aspen - S 63 deg. E, 5.3'                                                             

GLO BK 

2, P 34

11 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - S 42 deg. W, 3.3'                                    

4" White Birch - S 41 deg. E, 5.3'                                           

8" White Birch - N 44 deg. W, 11.9'                                  

7" White Birch - N 29 deg. E, 14.5' 

GLO BK 

2, P 22

11 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Basswood - S 38 deg. W, 7.3'                                    

9" Aspen - S 14 deg. E, 14.5'                                           

20" Aspen - N 58 deg. W, 11.2'                                  

8" Maple - N 48 deg. E, 14.5' 

GLO BK 

2, P 33

11 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Oak - N 20 deg. W, 3.3'                                                      

14" Aspen - N 38 deg. E, 15.2'                                                             

GLO BK 

2, P 35

12 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Tamarack - N 86 deg. E, 10.6'                                    

7" Tamarack -N 68 deg. W, 5.3'                          

GLO BK 

2, P 9

12 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 37 deg. E, 8.6'                                    

10" Tamarack - N 03 deg. W, 15.8'                          

GLO BK 

2, P 25

12 44-25 NE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

9” Black Ash – S 68 deg. E, 41.6'                          

7” Black Ash – S 22 deg. W, 51.2'  

Book 2, 

Page 18

12 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 68 deg. E, 31.7'                                    

8" Tamarack - N 45 deg. W, 11.9'                                           

5" Tamarack - S 80 deg. W, 23.8'                                  

8" Tamarack - S 52 deg. E, 23.1' 

GLO BK 

2, P 9

12 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 63 deg. W, 14.5'                                    

18" Aspen - N 77 deg. W, 15.8'                                           

12" Black Oak - N 08 deg. E, 14.5'                                  

10" White Birch - S 75 deg. E, 10.6' 

GLO BK 

2, P 24

12 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 19 deg. W, 9.2'                                                      

5" Ash - S 07 deg. W, 13.2'                                                             

GLO BK 

2, P 23

12 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Spruce - N 62 deg. E, 25.1'                                    

5" Spruce - N 42 deg. W, 13.2'                          

5" Spruce - S 09 deg. W, 70.6'                           

5" Spruce - S 44 deg. E, 72.6'

GLO BK 

2, P 8

12 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - S 42 deg. W, 3.3'                                    

4" White Birch - S 41 deg. E, 5.3'                                           

8" White Birch - N 44 deg. W, 11.9'                                  

7" White Birch - N 29 deg. E, 14.5' 

GLO BK 

2, P 22

12 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 30 deg. E, 4.6'                                                      

6" White Birch - S 66 deg. W, 4.6'                                                             

GLO BK 

2, P 24

13 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Spruce - N 71 deg. E, 16.5'                                    

5" Spruce -N 40 deg. W, 15.8'                          

GLO BK 

2, P 8

13 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 19 deg. W, 9.2'                                                      

5" Ash - S 07 deg. W, 13.2'                                                             

GLO BK 

2, P 23

13 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Spruce - N 62 deg. E, 25.1'                                    

5" Spruce - N 42 deg. W, 13.2'                          

5" Spruce - S 09 deg. W, 70.6'                           

5" Spruce - S 44 deg. E, 72.6'

GLO BK 

2, P 8
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13 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - S 42 deg. W, 3.3'                                    

4" White Birch - S 41 deg. E, 5.3'                                           

8" White Birch - N 44 deg. W, 11.9'                                  

7" White Birch - N 29 deg. E, 14.5' 

GLO BK 

2, P 22

13 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 44 deg. E, 11.9'                                    

4" Tamarack - S 34 deg. E, 23.1'                          

GLO BK 

2, P 21

13 44-25 SE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

4” Tamarack – S 53 deg. E, 42.6'                          

4” Tamarack – S 69 deg. W, 45.5'  

Book 2, 

Page 18

13 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 05 deg. E, 17.2'                                    

5" Tamarack - N 63 deg. W, 35.0'                                           

5" Tamarack - S 34 deg. W, 21.1'                                  

5" Tamarack - S 44 deg. E, 15.8' 

GLO BK 

2, P 7

13 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 12 deg. W, 16.5'                                    

8" White Ash - S 55 deg. E, 42.2'                                           

10" White Birch - N 38 deg. E, 44.9'                                  

8" White Birch - N 82 deg. W, 33.0' 

GLO BK 

2, P 20

13 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 37 deg. E, 2.6'                                    

7" Tamarack - S 72 deg. W, 11.9'                          

GLO BK 

2, P 22

14 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 37 deg. E, 2.6'                                    

7" Tamarack - S 72 deg. W, 11.9'                          

GLO BK 

2, P 22

14 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Tamarack - N 12 deg. E, 3.3'                                                      

8" Aspen - S 63 deg. E, 5.3'                                                             

GLO BK 

2, P 34

14 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Aspen - S 42 deg. W, 3.3'                                    

4" White Birch - S 41 deg. E, 5.3'                                           

8" White Birch - N 44 deg. W, 11.9'                                  

7" White Birch - N 29 deg. E, 14.5' 

GLO BK 

2, P 22

14 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Basswood - S 38 deg. W, 7.3'                                    

9" Aspen - S 14 deg. E, 14.5'                                           

20" Aspen - N 58 deg. W, 11.2'                                  

8" Maple - N 48 deg. E, 14.5' 

GLO BK 

2, P 33

14 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Spruce - S 52 deg. W, 6.6'                                                      

4" Spruce - N 50 deg. E, 13.9'                                                             

GLO BK 

2, P 32

14 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - S 12 deg. W, 16.5'                                    

8" White Ash - S 55 deg. E, 42.2'                                           

10" White Birch - N 38 deg. E, 44.9'                                  

8" White Birch - N 82 deg. W, 33.0' 

GLO BK 

2, P 20

14 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

14 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

14 44-25 W 1/4
new tie set for W 1/4 corner by F.J. 

O'Hara, County Surveyor
1909 4" Poplar - N 40 deg. E, 10.9'                                                                                  

Book 1, 

Page 76

14 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 61 deg. W, 5.3'                                                      

10" Aspen - S 86 deg. E, 15.8'                                                             

GLO BK 

2, P 33

15 44-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1935

Partial subd.– SW 1/4                                 

Distance and angle shown

Book 1, 

Page 477

15 44-25  
Road Survey in Section 15 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E-W 1/4 line thru Section.                

No bearings or dist. shown 

Book 1, 

Page 76

15 44-25 E 1/4
new tie set for E 1/4 corner by F.J. 

O'Hara, County Surveyor
1909 4" Poplar - N 40 deg. E, 10.9'                                                                          

Book 1, 

Page 76

15 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 61 deg. W, 5.3'                                                      

10" Aspen - S 86 deg. E, 15.8'                                                             

GLO BK 

2, P 33

15 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Ash - S 01 deg. E, 13.9'                                                      

20" Ash - N 17 deg. W, 24.4'                                                             

GLO BK 

2, P 45

15 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Basswood - S 38 deg. W, 7.3'                                    

9" Aspen - S 14 deg. E, 14.5'                                           

20" Aspen - N 58 deg. W, 11.2'                                  

8" Maple - N 48 deg. E, 14.5' 

GLO BK 

2, P 33

15 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 52 deg. W, 4.6'                                    

8" Tamarack - S 83 deg. E, 5.3'                                           

5" Tamarack - N 19 deg. E, 5.9'                                  

8" Tamarack - N 37 deg. W, 10.6' 

GLO BK 

2, P 44

15 44-25 S 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375
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15 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 81 deg. E, 6.6'                                    

10" Tamarack - S 54 deg. E, 19.8'                          

GLO BK 

2, P 43

15 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

15 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

15 44-25 SW
3”x 4” x 10” blue stone in road found 

by H.D. Keath, County Surveyor
1935

14” Red Oak - S 45 deg. E, 67.5'                          

8” W. Oak – S 45 deg. W, 73.7'      

Book 1, 

Page 477

15 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

15 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 61 deg. W, (?)'                                              

8" Maple - S 88 deg. W, ?'                                                                               

8" White Birch - N 37 deg. W, ?'                                  

4" Tamarack - N 09 deg. E, ?' 

GLO BK 

2, P 42

15 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - N 77 deg. E, 18.5'                                                      

10" White Birch - S 78 deg. W, 25.1'                                                             

GLO BK 

2, P 44

16 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - N 77 deg. E, 18.5'                                                      

10" White Birch - S 78 deg. W, 25.1'                                                             

GLO BK 

2, P 44

16 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - S 01 deg. W, 4.0'                                                      

14" Aspen - N 48 deg. E, 9.2'                                                             

GLO BK 

2, P 59

16 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 52 deg. W, 4.6'                                    

8" Tamarack - S 83 deg. E, 5.3'                                           

5" Tamarack - N 19 deg. E, 5.9'                                  

8" Tamarack - N 37 deg. W, 10.6' 

GLO BK 

2, P 44

16 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 37 deg. E, 17.2'                                    

7" Tamarack - S 46 deg. W, 20.5'                                           

8" Tamarack - N 46 deg. W, 11.2'                                  

10" Tamarack - N 55 deg. E, 33.7' 

GLO BK 

2, P 58

16 44-25 S 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

16 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Balsam - N 20 deg. E, 7.3'                                    

6" White Birch - S 29 deg. E, 2.6'                                                                                                          

GLO BK 

2, P 56

16 44-25 SE
3”x 4” x 10” blue stone in road found 

by H.D. Keath, County Surveyor
1935

14” Red Oak - S 45 deg. E, 67.5'                          

8” W. Oak – S 45 deg. W, 73.7'      

Book 1, 

Page 477

16 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

16 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 61 deg. W, (?)'                                              

8" Maple - S 88 deg. W, ?'                                                                               

8" White Birch - N 37 deg. W, ?'                                  

4" Tamarack - N 09 deg. E, ?' 

GLO BK 

2, P 42

16 44-25 SW
Set pipe over existing corner (concrete 

mon.) by Bill  Voigt, Private Surveyor
1961

10” White Oak - S 45 deg. E, 43.1'                        

16” Ash – N 00 deg. E, 51.6'                                 

7” Elm – North 80 deg. W, 73.1'                 

Book V-

11  Page 

60

16 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

16 44-25 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Ash – N 37 deg. W, 51.5'                                  

14” Ash – N 22 deg. E, 52.0'

Book 1, 

Page 341

16 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 31 deg. E, 19.8'                                              

5" Ash - N 21 deg. W, 11.9'                                                                               

24" Tamarack - N 72 deg. E, 44.9'                                  

9" White Birch - S 14 deg. W, 30.4' 

GLO BK 

2, P 55

16 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Ash - S 73 deg. W, 14.5'                                                      

13" Ash - N 88 deg. E, 9.2'                                                             

GLO BK 

2, P 58

16 44-25
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 341

17 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Ash - S 73 deg. W, 14.5'                                                      

13" Ash - N 88 deg. E, 9.2'                                                             

GLO BK 

2, P 58

17 44-25 M.C
M.C. on S line SW 1/4 of Section set 

by Fred Heuer, County Surveyor
1921

10” Basswood – N 45 deg. E, 32.9'                       

28” W. Oak – S 45 deg. E, 37.1'

Book 1, 

Page 341

17 44-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs, 2402.4 feet W of S 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 19 deg. E, 4.0'                                    

16" Basswood - N 07 deg. E, 16.5'                          

GLO BK 

2, P 57
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17 44-25 M.C.

M.C. on N line NW1/4 on E side of 

Mille Lacs, 1709.4 feet W of N 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 11 deg. W, 1.3'                                    

8" White Birch - N 34 deg. E, 8.6'                          

GLO BK 

2, P 60

17 44-25 N 1/4
Set pipe and took new ties by Bill  

Voigt, Private Surveyor
1961

28” Elm - N 20 deg. W, 9.3'                                    

10” Elm – S 45 deg. E, 16.0'                                                 

Book V-

14  Page 

7

17 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Basswood - N 01 deg. E, 4.0'                                    

10" Basswood - S 26 deg. W, 11.9'                          

GLO BK 

2, P 60

17 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 37 deg. E, 17.2'                                    

7" Tamarack - S 46 deg. W, 20.5'                                           

8" Tamarack - N 46 deg. W, 11.2'                                  

10" Tamarack - N 55 deg. E, 33.7' 

GLO BK 

2, P 58

17 44-25 S 1/4
Set new cor. And took new tie by Fred 

Heuer, County Surveyor 
1921 N. edge 5'x5' Granite Bldr. - S 3 deg. W, 22.0'                                    

Book 1, 

Page 341

17 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Ash - N 10 deg. W, 7.9'                                                      

7" Maple - S 10 deg. E, 13.9'                                                             

GLO BK 

2, P 57

17 44-25 SE
Set pipe over existing corner (concrete 

mon.) by Bill  Voigt, Private Surveyor
1961

10” White Oak - S 45 deg. E, 43.1'                        

16” Ash – N 00 deg. E, 51.6'                                 

7” Elm – North 80 deg. W, 73.1'                 

Book V-

11  Page 

60

17 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

17 44-25 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Ash – N 37 deg. W, 51.5'                                  

14” Ash – N 22 deg. E, 52.0'

Book 1, 

Page 341

17 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 31 deg. E, 19.8'                                              

5" Ash - N 21 deg. W, 11.9'                                                                               

24" Tamarack - N 72 deg. E, 44.9'                                  

9" White Birch - S 14 deg. W, 30.4' 

GLO BK 

2, P 55

17 44-25
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 341

20 44-25  
Road Survey in Section 20 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S line of Sec. to Mille Lacs.             

Distances and Mag. Var. stated 

Book 1, 

Page 96

20 44-25 E 1/4

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961
10” Maple  - S 15 deg. E, 18.7'                             

10” Twin Maple – N 60 deg. W 65.7'                              

Book V-

11  Page 

60

20 44-25 E 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

20 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Ash - S 38 deg. E, 14.5'                                                      

7" Ash - N 86 deg. W, 5.9'                                                             

GLO BK 

2, P 55

20 44-25 M.C
M.C. on N line NW 1/4 of Section set 

by Fred Heuer, County Surveyor
1921

10” Basswood – N 45 deg. E, 32.9'                       

28” W. Oak – S 45 deg. E, 37.1'

Book 1, 

Page 341

20 44-25 M.C
new ties set for M.C. on S line SW 1/4 

on E side Mille Lacs by F.J. O'Hara
1909

26" Oak - S 11 deg. E, 42.9'                                    

8" Maple - N 05 deg. E, 27.7'               

Book 1, 

Page 96

20 44-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs, 2075.0 feet W of S 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
24" Elm - N 18 deg. W, 2.0'                                    

5" Basswood - S 67 deg. E, 7.3'                          

GLO BK 

2, P 54

20 44-25 M.C.

M.C. on N line NW1/4 on E side of 

Mille Lacs, 2402.4 feet W of N 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 19 deg. E, 4.0'                                    

16" Basswood - N 07 deg. E, 16.5'                          

GLO BK 

2, P 57

20 44-25 N 1/4
Set new cor. And took new tie by Fred 

Heuer, County Surveyor 
1921 N. edge 5'x5' Granite Bldr. - S 3 deg. W, 22.0'                                    

Book 1, 

Page 341

20 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Ash - N 10 deg. W, 7.9'                                                      

7" Maple - S 10 deg. E, 13.9'                                                             

GLO BK 

2, P 57

20 44-25 NE
Set pipe over existing corner (concrete 

mon.) by Bill  Voigt, Private Surveyor
1961

10” White Oak - S 45 deg. E, 43.1'                        

16” Ash – N 00 deg. E, 51.6'                                 

7” Elm – North 80 deg. W, 73.1'                 

Book V-

11  Page 

60

20 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

20 44-25 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Ash – N 37 deg. W, 51.5'                                  

14” Ash – N 22 deg. E, 52.0'

Book 1, 

Page 341
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20 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 31 deg. E, 19.8'                                              

5" Ash - N 21 deg. W, 11.9'                                                                               

24" Tamarack - N 72 deg. E, 44.9'                                  

9" White Birch - S 14 deg. W, 30.4' 

GLO BK 

2, P 55

20 44-25 S 1/4
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1969

16” Maple - N 65 deg. W, 55.0'                           

10” Maple - S 40 deg. W, 62.4'                             

10” Maple – North 80 deg. W, 21.5'

Book CH-

9  Page 

57

20 44-25 S 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

12" Ash - S 12 deg. W, 31.7'                                   

16" Ash - N 39 deg. E, 37.0'               

Book 1, 

Page 96

20 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 45 deg. E, 4.7'                                                      

5" Ash - N 19 deg. W, 6.6'                                                             

GLO BK 

2, P 54

20 44-25 SE

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961

14” Ash - S 40 deg. W, 16.3'                               

10” Tamarack – N 80 deg. E 44.2'                          

6” Elm – S 05 deg. W, 23.7'

Book V-

11  Page 

60

20 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

20 44-25 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

4" Ash - S 04 deg. W, 34.3'                                    

5" Tamarack - S 34 deg. E, 33.0'                         

Book 1, 

Page 96

20 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 56 deg. W, 4.0'                                    

8" Tamarack - N 54 deg. E, 13.9'                                           

6" Tamarack - S 28 deg. E, 16.5'                                  

6" Tamarack - S 42 deg. W, 19.8' 

GLO BK 

2, P 53

20 44-25
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 341

21 44-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

set conc. Mon. at all corners - no new ties    

Distances and angles shown

Book 1,  

Page 364

21 44-25  
Road Survey in Section 21 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S line of Section                        

Distances and Mag. Var. stated 

Book 1, 

Page 96

21 44-25 E 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

21 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Maple - N 17 deg. W, 6.6'                                                      

7" Black Oak - N 29 deg. E, 15.8'                                                             

GLO BK 

2, P 42

21 44-25 N 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Balsam - N 20 deg. E, 7.3'                                    

6" White Birch - S 29 deg. E, 2.6'                                                                                                          

GLO BK 

2, P 56

21 44-25 NE
3”x 4” x 10” blue stone in road found 

by H.D. Keath, County Surveyor
1935

14” Red Oak - S 45 deg. E, 67.5'                          

8” W. Oak – S 45 deg. W, 73.7'      

Book 1, 

Page 477

21 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 61 deg. W, (?)'                                              

8" Maple - S 88 deg. W, ?'                                                                               

8" White Birch - N 37 deg. W, ?'                                  

4" Tamarack - N 09 deg. E, ?' 

GLO BK 

2, P 42

21 44-25 NW
Set pipe over existing corner (concrete 

mon.) by Bill  Voigt, Private Surveyor
1961

10” White Oak - S 45 deg. E, 43.1'                        

16” Ash – N 00 deg. E, 51.6'                                 

7” Elm – North 80 deg. W, 73.1'                 

Book V-

11  Page 

60

21 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Ash – N 37 deg. W, 51.5'                                  

14” Ash – N 22 deg. E, 52.0'

Book 1, 

Page 341

21 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

20" Aspen - S 31 deg. E, 19.8'                                              

5" Ash - N 21 deg. W, 11.9'                                                                               

24" Tamarack - N 72 deg. E, 44.9'                                  

9" White Birch - S 14 deg. W, 30.4' 

GLO BK 

2, P 55

21 44-25 S 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 S 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Tamarack - NE                                                  

8 " Tamarack - NE                

Book 1, 

Page 96

21 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 31 deg. W, 5.9'                                    

5" Tamarack - N 20 deg. W, 5.3'                          

GLO BK 

2, P 54

21 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

21 44-25 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

18" Balsam - N 49 deg. E, 78.5'                            

18" Balsam - S 57 deg. E, 57.4'   

Book 1, 

Page 96

21 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 25 deg. W, 8.6'                                              

6" Aspen - S 51 deg. E, 4.0'                                                                               

8" Aspen - N 73 deg. E, 13.9'                                  

6" Aspen - S 64 deg. W, 23.1' 

GLO BK 

2, P 40
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21 44-25 SW

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961

14” Ash - S 40 deg. W, 16.3'                               

10” Tamarack – N 80 deg. E 44.2'                          

6” Elm – S 05 deg. W, 23.7'

Book V-

11  Page 

60

21 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

4" Ash - S 04 deg. W, 34.3'                                    

5" Tamarack - S 34 deg. E, 33.0'       

Book 1, 

Page 96

21 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 56 deg. W, 4.0'                                    

8" Tamarack - N 54 deg. E, 13.9'                                           

6" Tamarack - S 28 deg. E, 16.5'                                  

6" Tamarack - S 42 deg. W, 19.8' 

GLO BK 

2, P 53

21 44-25 W 1/4

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961
10” Maple  - S 15 deg. E, 18.7'                             

10” Twin Maple – N 60 deg. W 65.7'                              

Book V-

11  Page 

60

21 44-25 W 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

21 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Ash - S 38 deg. E, 14.5'                                                      

7" Ash - N 86 deg. W, 5.9'                                                             

GLO BK 

2, P 55

21 44-25
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 341

22 44-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Complete Subd. of Section – set conc. Mon.         

Distances and angles shown

Book 1,  

Page 375

22 44-25 E 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - S 39 deg. E, 14.5'                                    

10" Tamarack - S 54 deg. W, 17.2'                          

GLO BK 

2, P 31

22 44-25 N 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 N 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

8" Tamarack - NE                                                  

8 " Tamarack - NE                

Book 1, 

Page 96

22 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 81 deg. E, 6.6'                                    

10" Tamarack - S 54 deg. E, 19.8'                          

GLO BK 

2, P 43

22 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

22 44-25 NW
3”x 4” x 10” blue stone in road found 

by H.D. Keath, County Surveyor
1935

14” Red Oak - S 45 deg. E, 67.5'                          

8” W. Oak – S 45 deg. W, 73.7'      

Book 1, 

Page 477

22 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 61 deg. W, (?)'                                              

8" Maple - S 88 deg. W, ?'                                                                               

8" White Birch - N 37 deg. W, ?'                                  

4" Tamarack - N 09 deg. E, ?' 

GLO BK 

2, P 42

22 44-25 S 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - N 12 deg. W, 10.6'                                                      

3" Aspen - S 21 deg. W, 19.8'                                                             

GLO BK 

2, P 41

22 44-25 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

22 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - N 37 deg. W, 112.20'                                                      

3" Aspen - S 28 deg. E, 69.3'                             

No other trees near to use for ties                                           

GLO BK 

2, P 29

22 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

22 44-25 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

18" Balsam - N 49 deg. E, 78.5'                            

18" Balsam - S 57 deg. E, 57.4'                          

Book 1, 

Page 96

22 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 25 deg. W, 8.6'                                              

6" Aspen - S 51 deg. E, 4.0'                                                                               

8" Aspen - N 73 deg. E, 13.9'                                  

6" Aspen - S 64 deg. W, 23.1' 

GLO BK 

2, P 40

22 44-25 W 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

22 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Maple - N 17 deg. W, 6.6'                                                      

7" Black Oak - N 29 deg. E, 15.8'                                                             

GLO BK 

2, P 42

23 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" White Birch - N 85 deg. E, 12.5'                                                      

9" Aspen - S 49 deg. W, 14.5'                                                             

GLO BK 

2, P 19
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23 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Spruce - S 52 deg. W, 6.6'                                                      

4" Spruce - N 50 deg. E, 13.9'                                                             

GLO BK 

2, P 32

23 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

23 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

23 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

23 44-25 S 1/4
Set 2'x3' stone w/x  for Cor. by J.M. 

Burns, Deputy County Surveyor 
1911 Stone – S 83 deg. W, 15.8'                              

Book 2, 

Page 41

23 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 38 deg. E, 66.0'                                                      

10" Aspen - N 29 deg. E, 68.6'                                                             

GLO BK 

2, P 30

23 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Dead Tamarack - N 49 deg. W, 105.6'                                    

4" Dead Tamarack - S 65 deg. W, 23.1'                                           

4" Dead Tamarack - N 68 deg. E, 62.7'                                  

4" Tamarack - S 68 deg. E, 27.7' 

GLO BK 

2, P 18

23 44-25 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

23 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - N 37 deg. W, 112.20'                                                      

3" Aspen - S 28 deg. E, 69.3'                             

No other trees near to use for ties                                           

GLO BK 

2, P 29

23 44-25 W 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

23 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - S 39 deg. E, 14.5'                                    

10" Tamarack - S 54 deg. W, 17.2'                          

GLO BK 

2, P 31

24 44-25 E 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

10” Maple – N 87 deg. W, 28.4'                             

6” Fir – S 70 deg. E, 39.6'

Book 2, 

Page 18

24 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Sugar - N 78 deg. E, 17.8'                                    

6" Birch -N 20 deg. E, 7.3'                          

GLO BK 

2, P 7

24 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 44 deg. E, 11.9'                                    

4" Tamarack - S 34 deg. E, 23.1'                          

GLO BK 

2, P 21

24 44-25 NE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

4” Tamarack – S 53 deg. E, 42.6'                          

4” Tamarack – S 69 deg. W, 45.5'  

Book 2, 

Page 18

24 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 05 deg. E, 17.2'                                    

5" Tamarack - N 63 deg. W, 35.0'                                           

5" Tamarack - S 34 deg. W, 21.1'                                  

5" Tamarack - S 44 deg. E, 15.8' 

GLO BK 

2, P 7

24 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - N 39 deg. E, 2.0'                                    

4" Spruce - N 84 deg. W, 9.9'                                           

5" Spruce - S 26 deg. W, 25.1'                                  

4" Spruce - S 13 deg. E, 12.5' 

GLO BK 

2, P 31

24 44-25 S 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

10” Elm – N 20 deg. W, 88.4'                              

11” Maple – S 02 deg. E, 55.4'

Book 2, 

Page 41

24 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - N 38 deg. W, 42.9'                                    

6" Maple - S 75 deg. W, 33.0'                          

GLO BK 

2, P 19

24 44-25 SE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

8” Maple – N 41 deg. W, 39.9'                             

6” Maple – S 50 deg. E, 36.6'

Book 2, 

Page 18

24 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Birch - N 34 deg. E, 22.4'                                    

10" Aspen - N 85 deg. W, 9.9'                          

14" Aspen - S 36 deg. W, 19.1'                           

15" Aspen - S 31 deg. E, 27.7'

GLO BK 

2, P 6

24 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Dead Tamarack - N 49 deg. W, 105.6'                                    

4" Dead Tamarack - S 65 deg. W, 23.1'                                           

4" Dead Tamarack - N 68 deg. E, 62.7'                                  

4" Tamarack - S 68 deg. E, 27.7' 

GLO BK 

2, P 18

24 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" White Birch - N 85 deg. E, 12.5'                                                      

9" Aspen - S 49 deg. W, 14.5'                                                             

GLO BK 

2, P 19

25 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Birch - N 48 deg. E, 59.4'                                    

10" Birch -N 69 deg. W, 39.6'                          

GLO BK 

2, P 6

25 44-25 N 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

10” Elm – N 20 deg. W, 88.4'                              

11” Maple – S 02 deg. E, 55.4'

Book 2, 

Page 41
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25 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - N 38 deg. W, 42.9'                                    

6" Maple - S 75 deg. W, 33.0'                          

GLO BK 

2, P 19

25 44-25 NE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

8” Maple – N 41 deg. W, 39.9'                             

6” Maple – S 50 deg. E, 36.6'

Book 2, 

Page 18

25 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Birch - N 34 deg. E, 22.4'                                    

10" Aspen - N 85 deg. W, 9.9'                          

14" Aspen - S 36 deg. W, 19.1'                           

15" Aspen - S 31 deg. E, 27.7'

GLO BK 

2, P 6

25 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Dead Tamarack - N 49 deg. W, 105.6'                                    

4" Dead Tamarack - S 65 deg. W, 23.1'                                           

4" Dead Tamarack - N 68 deg. E, 62.7'                                  

4" Tamarack - S 68 deg. E, 27.7' 

GLO BK 

2, P 18

25 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 72 deg. E, 59.4'                                    

10" Tamarack - N 39 deg. E, 41.6'                          

GLO BK 

2, P 16

25 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Spruce - N 10 deg. E, 93.7'                                    

7" Spruce - N 18 deg. W, 108.2'                          

7" Tamarack - S 83 deg. W, 118.8'                           

7" Spruce - S 38 deg. E, 44.9'

GLO BK 

2, P 5

25 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 63 deg. E, 83.8'                                    

6" Tamarack - S 56 deg. E, 135.3'                                           

4" Tamarack - N 09 deg. W, 82.5'                                  

4" Tamarack - S 89 deg. W, 81.8' 

GLO BK 

2, P 15

25 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - S 39 deg. E, 11.2'                                    

8" White Birch - S 52 deg. W, 47.5'                          

GLO BK 

2, P 17

26 44-25  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N-S1/4 line and S line SW1/4 of Section       

Distance and Mag. Var. shown

Book 2, 

Page 41

26 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - S 39 deg. E, 11.2'                                    

8" White Birch - S 52 deg. W, 47.5'                          

GLO BK 

2, P 17

26 44-25 N 1/4
Set 2'x3' stone w/x  for Cor. by J.M. 

Burns, Deputy County Surveyor 
1911 Stone – S 83 deg. W, 15.8'                              

Book 2, 

Page 41

26 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 38 deg. E, 66.0'                                                      

10" Aspen - N 29 deg. E, 68.6'                                                             

GLO BK 

2, P 30

26 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Dead Tamarack - N 49 deg. W, 105.6'                                    

4" Dead Tamarack - S 65 deg. W, 23.1'                                           

4" Dead Tamarack - N 68 deg. E, 62.7'                                  

4" Tamarack - S 68 deg. E, 27.7' 

GLO BK 

2, P 18

26 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

26 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - N 37 deg. W, 112.20'                                                      

3" Aspen - S 28 deg. E, 69.3'                             

No other trees near to use for ties                                           

GLO BK 

2, P 29

26 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Aspen - N 21 deg. E, 33.0'                                                      

2" Aspen - S 64 deg. W, 7.9'                                                             

GLO BK 

2, P 28

26 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 63 deg. E, 83.8'                                    

6" Tamarack - S 56 deg. E, 135.3'                                           

4" Tamarack - N 09 deg. W, 82.5'                                  

4" Tamarack - S 89 deg. W, 81.8' 

GLO BK 

2, P 15

26 44-25 SW
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

26” White Pine – N 60 deg. E, 52.8'                   

15” Maple – N 76 deg.W, 64.0'

Book 2, 

Page 45

26 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

24" Aspen - N 24 deg. W, 27.7'                                    

8" White Birch - S 29 deg. W, 40.9'                                           

8" Tamarack - N 58 deg. E, 24.4'                                  

5" Ironwood - S 61 deg. E, 26.4' 

GLO BK 

2, P 27

26 44-25 W 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by E. N. Darling, U.S. Deputy 

Surveyor

1860
8" Ash - N 32 deg. E, 27.7'                                    

6" Tamarack - S 32 deg. W, 83.2'                          

GLO BK 

2, P 29

27 44-25 E 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by E. N. Darling, U.S. Deputy 

Surveyor

1860
8" Ash - N 32 deg. E, 27.7'                                    

6" Tamarack - S 32 deg. W, 83.2'                          

GLO BK 

2, P 29

27 44-25 N 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

27 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - N 12 deg. W, 10.6'                                                      

3" Aspen - S 21 deg. W, 19.8'                                                             

GLO BK 

2, P 41

27 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375
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27 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - N 37 deg. W, 112.20'                                                      

3" Aspen - S 28 deg. E, 69.3'                             

No other trees near to use for ties                                           

GLO BK 

2, P 29

27 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

27 44-25 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

18" Balsam - N 49 deg. E, 78.5'                           

18" Balsam - S 57 deg. E, 57.4'  

Book 1, 

Page 96

27 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 25 deg. W, 8.6'                                              

6" Aspen - S 51 deg. E, 4.0'                                                                               

8" Aspen - N 73 deg. E, 13.9'                                  

6" Aspen - S 64 deg. W, 23.1' 

GLO BK 

2, P 40

27 44-25 S 1/4
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

NE cor. F church – S 27 deg. W, 141.2'                 

3” Oak – S 31 deg.E, 24.4'

Book 2, 

Page 45

27 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" White Birch - S 11 deg. W, 16.5'                                                      

3" White Birch - N 35 deg. E, 25.1'                                                             

GLO BK 

2, P 39

27 44-25 SE
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

26” White Pine – N 60 deg. E, 52.8'                   

15” Maple – N 76 deg.W, 64.0'

Book 2, 

Page 45

27 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

24" Aspen - N 24 deg. W, 27.7'                                    

8" White Birch - S 29 deg. W, 40.9'                                           

8" Tamarack - N 58 deg. E, 24.4'                                  

5" Ironwood - S 61 deg. E, 26.4' 

GLO BK 

2, P 27

27 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - N 03 deg. W, 66.0'                                    

7" Tamarack - N 41 deg. E, 85.8'                          

8" Aspen - S 20 deg. E, 91.1'                                  

3" Willow - S 63 deg. W, 31.2'

GLO BK 

2, P 38

27 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" Aspen - N 87 deg. W, 17.8'                                                      

7" Aspen - S 84 deg. E, 19.1'                                                             

GLO BK 

2, P 40

28 44-25  
Road Survey in Section 28 by F.J. 

O'Hara, County Surveyor 
1909

Is on North and West lines of Section                    

Distance and Mag. Var. stated 

Book 1, 

Page 96

28 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" Aspen - N 87 deg. W, 17.8'                                                      

7" Aspen - S 84 deg. E, 19.1'                                                             

GLO BK 

2, P 40

28 44-25 N 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

28 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 31 deg. W, 5.9'                                    

5" Tamarack - N 20 deg. W, 5.3'                          

GLO BK 

2, P 54

28 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 375

28 44-25 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

18" Balsam - N 49 deg. E, 78.5'                           

18" Balsam - S 57 deg. E, 57.4'                     

Book 1, 

Page 96

28 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 25 deg. W, 8.6'                                              

6" Aspen - S 51 deg. E, 4.0'                                                                               

8" Aspen - N 73 deg. E, 13.9'                                  

6" Aspen - S 64 deg. W, 23.1' 

GLO BK 

2, P 40

28 44-25 NW

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961

14” Ash - S 40 deg. W, 16.3'                               

10” Tamarack – N 80 deg. E 44.2'                          

6” Elm – S 05 deg. W, 23.7'

Book V-

11  Page 

60

28 44-25 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

28 44-25 NW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

4" Ash - S 04 deg. W, 34.3'                                    

5" Tamarack - S 34 deg. E, 33.0'    

Book 1, 

Page 96

28 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 56 deg. W, 4.0'                                    

8" Tamarack - N 54 deg. E, 13.9'                                           

6" Tamarack - S 28 deg. E, 16.5'                                  

6" Tamarack - S 42 deg. W, 19.8' 

GLO BK 

2, P 53

28 44-25 S 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Red Oak– S 17 deg. W, 40.6'                          

10” Red Oak – N 38 deg. E, 52.8'

Book 2, 

Page 43

28 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Spruce - N 20 deg. E, 13.2'                                                      

15" Pine - S 56 deg. W, 9.2'                                                             

GLO BK 

2, P 51

28 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - N 03 deg. W, 66.0'                                    

7" Tamarack - N 41 deg. E, 85.8'                          

8" Aspen - S 20 deg. E, 91.1'                                  

3" Willow - S 63 deg. W, 31.2'

GLO BK 

2, P 38

28 44-25 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 74 deg. E, 10.6'                                    

6" Tamarack - N 29 deg. W, 12.5'                                           

5" Tamarack - S 37 deg. W, 15.2'                                  

8" Tamarack - N 37 deg. E, 19.8' 

GLO BK 

2, P 50

28 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 64 deg. W, 5.9'                                                      

10" Aspen - S 34 deg. E, 7.3'                                                             

GLO BK 

2, P 52
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29 44-25  
Road Survey in Section 29 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N line of Sec. to Mille Lacs.             

Distances and Mag. Var. stated 

Book 1, 

Page 96

29 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 64 deg. W, 5.9'                                                      

10" Aspen - S 34 deg. E, 7.3'                                                             

GLO BK 

2, P 52

29 44-25 M.C
new ties set for M.C. on N line NW 1/4 

on E side Mille Lacs by F.J. O'Hara
1909

26" Oak - S 11 deg. E, 42.9'                                    

8" Maple - N 05 deg. E, 27.7'               

Book 1, 

Page 96

29 44-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs, 2481.6 feet W of S 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Hackberry - S 41 deg. W, 2.6'                                    

8" Elm - N 01 deg. W, 13.2'                          

GLO BK 

2, P 52

29 44-25 M.C.

M.C. on N line NW1/4 on E side of 

Mille Lacs, 2075.0 feet W of N 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
24" Elm - N 18 deg. W, 2.0'                                    

5" Basswood - S 67 deg. E, 7.3'                          

GLO BK 

2, P 54

29 44-25 N 1/4
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1969

16” Maple - N 65 deg. W, 55.0'                           

10” Maple - S 40 deg. W, 62.4'                             

10” Maple – North 80 deg. W, 21.5'

Book CH-

9  Page 

57

29 44-25 N 1/4
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

12" Ash - S 12 deg. W, 31.7'                                

16" Ash - N 39 deg. E, 37.0'               

Book 1, 

Page 96

29 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 45 deg. E, 4.7'                                                      

5" Ash - N 19 deg. W, 6.6'                                                             

GLO BK 

2, P 54

29 44-25 NE

Took new ties to existing corner 

(concrete mon.) by Bill  Voigt, Private 

Surveyor

1961

14” Ash - S 40 deg. W, 16.3'                               

10” Tamarack – N 80 deg. E 44.2'                          

6” Elm – S 05 deg. W, 23.7'

Book V-

11  Page 

60

29 44-25 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 364

29 44-25 NE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1909

4" Ash - S 04 deg. W, 34.3'                                     

5" Tamarack - S 34 deg. E, 33.0'                          

Book 1, 

Page 96

29 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 56 deg. W, 4.0'                                    

8" Tamarack - N 54 deg. E, 13.9'                                           

6" Tamarack - S 28 deg. E, 16.5'                                  

6" Tamarack - S 42 deg. W, 19.8' 

GLO BK 

2, P 53

29 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Tamarack - N 26 deg. W, 3.3'                                    

3" Tamarack - S 04 deg. W, 4.6'                          

GLO BK 

2, P 51

29 44-25 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 74 deg. E, 10.6'                                    

6" Tamarack - N 29 deg. W, 12.5'                                           

5" Tamarack - S 37 deg. W, 15.2'                                  

8" Tamarack - N 37 deg. E, 19.8' 

GLO BK 

2, P 50

31 44-25 M.C. 

M.C. on E line NE1/4 on E side of 

Mille Lacs Lake, 295.0 feet S of NE 

cor - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" White Birch - S 73 deg. W, 4.6'                                    

4" Basswood - N 84 deg. E, 7.3'                          

GLO BK 

2, P 65

31 44-25 M.C. 

M.C. on E line NE1/4 on E side of 

Mille Lacs Lake, 1926.5 feet S of NE 

cor - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Butternut - N 34 deg. W, 15.8'                                    

10" Butternut - N 70 deg. E, 6.6'                          

GLO BK 

2, P 65

32 44-25 E 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – N 31 deg. E, 27.7'                          

8” Black Ash – N 30 deg. W, 35.6'

Book 2, 

Page 43

32 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Willow - N 71 deg. W, 14.5'                                                      

4" Willow - N 22 deg. E, 12.5'                                                             

GLO BK 

2, P 50

32 44-25 M.C.

M.C. on N line NW1/4 on E side of 

Mille Lacs, 2481.6 feet W of N 1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Hackberry - S 41 deg. W, 2.6'                                    

8" Elm - N 01 deg. W, 13.2'                          

GLO BK 

2, P 52
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32 44-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs,1560.9 feet W of S 1/4 Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
12" Linden - S 40 deg. E, 9.2'                                    

9" Black Oak - N 63 deg. E, 4.0'                          

GLO BK 

2, P 4

32 44-25 M.C. 

M.C. on W line NW1/4 on E side of 

Mille Lacs Lake, 295.0 feet S of NW 

cor - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" White Birch - S 73 deg. W, 4.6'                                    

4" Basswood - N 84 deg. E, 7.3'                          

GLO BK 

2, P 65

32 44-25 M.C. 

M.C. on W line NW1/4 on E side of 

Mille Lacs Lake, 1926.5 feet S of NW 

cor - Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Butternut - N 34 deg. W, 15.8'                                    

10" Butternut - N 70 deg. E, 6.6'                          

GLO BK 

2, P 65

32 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Tamarack - N 26 deg. W, 3.3'                                    

3" Tamarack - S 04 deg. W, 4.6'                          

GLO BK 

2, P 51

32 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 74 deg. E, 10.6'                                    

6" Tamarack - N 29 deg. W, 12.5'                                           

5" Tamarack - S 37 deg. W, 15.2'                                  

8" Tamarack - N 37 deg. E, 19.8' 

GLO BK 

2, P 50

32 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Elm - N 10 deg. E, 7.3'                                    

9" White Ash - S 35 deg. E, 14.5'                          

GLO BK 

2, P 4

32 44-25 SE
Took new ties to existing cor. by J.M. 

Burns, Deputy, County Surveyor 
1911

15” Sugar Maple – N 05 deg. W, 46.9'                   

20” White Oak – S 12 deg. W, 67.3'                       

14” Elm – N 62 deg. W, 59.4'

Book 2, 

Page 43

32 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Sugar - N 03 deg. E, 17.2'                                    

10" Sugar - N 74 deg. W, 31.7'                          

7" Sugar - S 50 deg. W, 5.9'                           

12" Black Ash - S 17 deg. E, 9.9'

GLO BK 

2, P 4

33 44-25  
Section Subdivision by J.M. Burns, 

Deputy County Surveyor 
1911

Subdivision of N ½ of Section                              

Distances only shown

Book 2, 

Page 43

33 44-25 E 1/4
Set iron mon. for cor. by J.M. Burns, 

Deputy County Surveyor 
1911

10” Sugar Maple – S 31 deg. W, 45.5'                   

12” Red Oak – N 51 deg.W, 40.9'

Book 2, 

Page 43

33 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 47 deg. W, 21.8'                                                      

11" White Birch - N 63 deg. E, 19.1'                                                             

GLO BK 

2, P 38

33 44-25 N 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Red Oak– S 17 deg. W, 40.6'                          

10” Red Oak – N 38 deg. E, 52.8'

Book 2, 

Page 43

33 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Spruce - N 20 deg. E, 13.2'                                                      

15" Pine - S 56 deg. W, 9.2'                                                             

GLO BK 

2, P 51

33 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - N 03 deg. W, 66.0'                                    

7" Tamarack - N 41 deg. E, 85.8'                          

8" Aspen - S 20 deg. E, 91.1'                                  

3" Willow - S 63 deg. W, 31.2'

GLO BK 

2, P 38

33 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 74 deg. E, 10.6'                                    

6" Tamarack - N 29 deg. W, 12.5'                                           

5" Tamarack - S 37 deg. W, 15.2'                                  

8" Tamarack - N 37 deg. E, 19.8' 

GLO BK 

2, P 50

33 44-25 S 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

14” Linden – S 40 deg. E, 53.5'                             

22” B. Oak – N 24 deg.E, 37.0'

Book 2, 

Page 43

33 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Aspen - N 13 deg. W, 6.6'                                    

8" Birch - S 25 deg. W, 9.2'                          

GLO BK 

2, P 3

33 44-25 SE
Set iron mon. for cor. by J.M. Burns, 

Deputy County Surveyor 
1911 17” B. Oak – S 48 deg.E, 58.7

Book 2, 

Page 43

33 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Black Oak - N 66 deg. E, 23.8'                                    

14" Black Oak - N 32 deg. W, 29.7'                          

10" Birch - S 19 deg. W, 16.5'                           

10" Birch - S 34 deg. E, 23.8'

GLO BK 

2, P 3

33 44-25 SW
Took new ties to existing cor. by J.M. 

Burns, Deputy, County Surveyor 
1911

15” Sugar Maple – N 05 deg. W, 46.9'                  

20” White Oak – S 12 deg. W, 67.3'                       

14” Elm – N 62 deg. W, 59.4'

Book 2, 

Page 43
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33 44-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Sugar - N 03 deg. E, 17.2'                                    

10" Sugar - N 74 deg. W, 31.7'                          

7" Sugar - S 50 deg. W, 5.9'                           

12" Black Ash - S 17 deg. E, 9.9'

GLO BK 

2, P 4

33 44-25 W 1/4
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

8” Black Ash – N 31 deg. E, 27.7'                          

8” Black Ash – N 30 deg. W, 35.6'

Book 2, 

Page 43

33 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Willow - N 71 deg. W, 14.5'                                                      

4" Willow - N 22 deg. E, 12.5'                                                             

GLO BK 

2, P 50

34 44-25 E 1/4
Took new ties to existing cor. By J.M.  

Burns, Deputy County Surveyor 
1911

6” White Oak – S 36 deg. W, 46.2'                       

10” Aspen – S 71 deg. W, 48.2'

Book 2, 

Page 45

34 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Oak - N 87 deg. E, 40.3'                                                      

16" Black Oak - S 50 deg. W, 59.4'                                                             

GLO BK 

2, P 27

34 44-25 N 1/4
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

NE cor. F church – S 27 deg. W, 141.2'                 

3” Oak – S 31 deg.E, 24.4'

Book 2, 

Page 45

34 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" White Birch - S 11 deg. W, 16.5'                                                      

3" White Birch - N 35 deg. E, 25.1'                                                             

GLO BK 

2, P 39

34 44-25 NE
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

26” White Pine – N 60 deg. E, 52.8'                   

15” Maple – N 76 deg.W, 64.0'

Book 2, 

Page 45

34 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

24" Aspen - N 24 deg. W, 27.7'                                    

8" White Birch - S 29 deg. W, 40.9'                                           

8" Tamarack - N 58 deg. E, 24.4'                                  

5" Ironwood - S 61 deg. E, 26.4' 

GLO BK 

2, P 27

34 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - N 03 deg. W, 66.0'                                    

7" Tamarack - N 41 deg. E, 85.8'                          

8" Aspen - S 20 deg. E, 91.1'                                  

3" Willow - S 63 deg. W, 31.2'

GLO BK 

2, P 38

34 44-25 S 1/4
Took new ties to existing cor. By J.M.  

Burns, Deputy County Surveyor 
1911

Tamarack – S 17 deg. W, 30.4'                           

11” Tamarack – N 32 deg. E, 7.3'

Book 2, 

Page 45

34 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Black Ash - N 42 deg. E, 7.3'                                    

7" Pine - S 75 deg. E, 33.0'                          

GLO BK 

2, P 3

34 44-25 SE
Took new ties to existing cor. by J.M. 

Burns, Deputy, County Surveyor 
1911

5” Aspen – N 45 deg. E, 72.6'                               

7” Aspen – S 74 deg. E, 47.5'                               

8” White Oak – N 87 deg. W, 98.3'

Book 2, 

Page 43

34 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

4" Aspen - N 90 deg. E, 26.4'                                    

8" Tamarack - S 06 deg. W, 114.8'                          

4" Birch - N 84 deg. W, 12.5'                           

No other trees near to use for ties

GLO BK 

2, P 2

34 44-25 SW
Set iron mon. for cor. by J.M. Burns, 

Deputy County Surveyor 
1911 17” B. Oak – S 48 deg.E, 58.7

Book 2, 

Page 43

34 44-25 SW
Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

1856
10" Black Oak - N 66 deg. E, 23.8'                                    

14" Black Oak - N 32 deg. W, 29.7'                          

10" Birch - S 19 deg. W, 16.5'                           

GLO BK 

2, P 3

34 44-25 W 1/4
Set iron mon. for cor. by J.M. Burns, 

Deputy County Surveyor 
1911

10” Sugar Maple – S 31 deg. W, 45.5'                   

12” Red Oak – N 51 deg.W, 40.9'

Book 2, 

Page 43

34 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - N 47 deg. W, 21.8'                                                      

11" White Birch - N 63 deg. E, 19.1'                                                             

GLO BK 

2, P 38

35 44-25  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of NW1/4 of Section                   

Distance and Mag. Var. shown

Book 2, 

Page 41

35 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" White Pine - S 05 deg. E, 81.8'                                    

7" Balsam -S 14 deg. W, 85.8'                          

GLO BK 

2, P 15

35 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Aspen - N 21 deg. E, 33.0'                                                      

2" Aspen - S 64 deg. W, 7.9'                                                             

GLO BK 

2, P 28

35 44-25 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 63 deg. E, 83.8'                                    

6" Tamarack - S 56 deg. E, 135.3'                                           

4" Tamarack - N 09 deg. W, 82.5'                                  

4" Tamarack - S 89 deg. W, 81.8' 

GLO BK 

2, P 15

35 44-25 NW
Set stone mon. w/”x” for cor. by J.M. 

Burns, Deputy County Surveyor 
1911

26” White Pine – N 60 deg. E, 52.8'                   

15” Maple – N 76 deg.W, 64.0'

Book 2, 

Page 45

35 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

24" Aspen - N 24 deg. W, 27.7'                                    

8" White Birch - S 29 deg. W, 40.9'                                           

8" Tamarack - N 58 deg. E, 24.4'                                  

5" Ironwood - S 61 deg. E, 26.4' 

GLO BK 

2, P 27
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35 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Black Ash - N 78 deg. E, 15.8'                                    

8" Black Ash - S 86 deg. E, 16.5'                          

GLO BK 

2, P 2

35 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 68 deg. E, 15.8'                                    

6" Black Ash - N 52 deg. W, 12.5'                          

6" Black Ash - S 73 deg. W, 11.2'                           

7" Black Ash - S 18 deg. E, 27.7'

GLO BK 

2, P 1

35 44-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

4" Aspen - N 90 deg. E, 26.4'                                    

8" Tamarack - S 06 deg. W, 114.8'                          

4" Birch - N 84 deg. W, 12.5'                           

No other trees near to use for ties

GLO BK 

2, P 2

35 44-25 W 1/4
Took new ties to existing cor. By J.M.  

Burns, Deputy County Surveyor 
1911

6” White Oak – S 36 deg. W, 46.2'                       

10” Aspen – S 71 deg. W, 48.2'

Book 2, 

Page 45

35 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" White Oak - N 87 deg. E, 40.3'                                                      

16" Black Oak - S 50 deg. W, 59.4'                                                             

GLO BK 

2, P 27

36 44-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Ash - N 38 deg. E, 9.9'                                    

8" Black Ash - S 44 deg. W, 7.3'                          

GLO BK 

2, P 5

36 44-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 72 deg. E, 59.4'                                    

10" Tamarack - N 39 deg. E, 41.6'                          

GLO BK 

2, P 16

36 44-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Spruce - N 10 deg. E, 93.7'                                    

7" Spruce - N 18 deg. W, 108.2'                          

7" Tamarack - S 83 deg. W, 118.8'                           

7" Spruce - S 38 deg. E, 44.9'

GLO BK 

2, P 5

36 44-25 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 63 deg. E, 83.8'                                    

6" Tamarack - S 56 deg. E, 135.3'                                           

4" Tamarack - N 09 deg. W, 82.5'                                  

4" Tamarack - S 89 deg. W, 81.8' 

GLO BK 

2, P 15

36 44-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Ash - N 67 deg. E, 19.1'                                    

7" White Ash - S 39 deg. E, 10.6'                          

GLO BK 

2, P 1

36 44-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 45 deg. E, 5.9'                                    

10" Birch - N 52 deg. W, 51.5'                          

8" Elm - S 72 deg. W, 17.2'                           

10" Tamarack - S 35 deg. E, 27.7'

GLO BK 

2, P 1

36 44-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 68 deg. E, 15.8'                                    

6" Black Ash - N 52 deg. W, 12.5'                          

6" Black Ash - S 73 deg. W, 11.2'                           

7" Black Ash - S 18 deg. E, 27.7'

GLO BK 

2, P 1

36 44-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" White Pine - S 05 deg. E, 81.8'                                    

7" Balsam -S 14 deg. W, 85.8'                          

GLO BK 

2, P 15

4 44-27 M.C.

M.C. On W line NW ¼ - 2 ½” Iron pipe 

set at cor. by H.D. Keath, Co. 

Surveyor

1925 4” Elm – S 90 deg. W, 1.0'                              
Book 1, 

Page 406

4 44-27 M.C.

M.C. On W line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8” Basswood – N 03 deg. E, 7.9'                   

10” Basswood – S 67 deg.W, 27.7'

GLO BK 

4, P 6

4 44-27 M.C.

M.C. On N line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
14” Black Oak – S 80 deg. W, 25.1'                   

12” Sugar – N 50 deg.W, 19.8'

GLO BK 

4, P 8

4 44-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

10” Ash – N 37 deg. W, 12.5'                       8” 

Ash – N 43 deg. E, 23.1'                                       

18" Ash - S 15 deg. E, 11.9'                                           

5" Ash - S 66 deg. W, 5.9'

GLO BK 

4, P 7

5 44-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1925  

Book 1,  

Page 406

5 44-27 M.C.

M.C. On W line NW ¼ - Iron bolt set at 

corner by H.D. Keath, County 

Surveyor

1925
20” Oak – S 90 deg. W, 27.2'                              

10” Basswood – N 45 deg. E, 29.4'

Book 1, 

Page 406

5 44-27 M.C.

M.C. On E line NE ¼ - 2 ½” Iron pipe 

set at cor. by H.D. Keath, Co. 

Surveyor

1925 4” Elm – S 90 deg. W, 1.0'                              
Book 1, 

Page 406

Page 124 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

5 44-27 M.C.

M.C. On W line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
15” Basswood – N 04 deg. E, 33.0'                   

20” Burr Oak – N 02 deg.W, 9.9'

GLO BK 

4, P 5

5 44-27 M.C.

M.C. On E line NE ¼ on NW side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
8” Basswood – N 03 deg. E, 7.9'                   

10” Basswood – S 67 deg.W, 27.7'

GLO BK 

4, P 6

5 44-27 N 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925

Set by lost methods                                            

Did not take new ties  

Book 1, 

Page 406

5 44-27 N 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12” Ash – N 10 deg. E, 15.2'                                 

10” Ash – S 55 deg.E, 7.9'

GLO BK 

4, P 7

5 44-27 NE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

10” Ash – N 37 deg. W, 12.5'                       8” 

Ash – N 43 deg. E, 23.1'                                       

18" Ash - S 15 deg. E, 11.9'                                           

5" Ash - S 66 deg. W, 5.9'

GLO BK 

4, P 7

5 44-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

12” Black Oak – N 25 deg. W, 2.0'                       

8” Black Oak – N 44 deg. E, 26.4'                                       

16" Black Oak - S 69 deg. E, 39.6'                                           

12" Black Oak - S 26 deg. W, 38.9'

GLO BK 

4, P 6

6 44-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1931

Partial subdivision – SW 1/4                        

Distance and Mag. Var. shown

Book 1, 

Page 445

6 44-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided all of Section                           

Distances and Mag. Var. shown

Book 1,  

Page 319

6 44-27 M.C.

M.C. # 4 on W line NW 1/4 Sec. 6 on 

S side Round Lake - 3/4" capped pipe 

found by L. Pommerering

1986

22" N. Pine - S 68 deg. E, 40.6'                             

ctr. 11" N. Pine - N 70 deg. W, 53.6'                      

NE Cor. Hse - S 85 deg. W, 41.45'

241257

6 44-27 M.C.

M.C.#2 is on N. line NE 1/4 Sec. 6 -   

2 3/4" pipe found by 16" stump on E 

shore Round Lake by L. 

Pommerening

1986

Nail in 10" R. Oak - S 76 deg. E, 28.00'                 

Nail in 9" R. Oak - S 58 deg. E, 35.65'                  

Nail in 15" R. Oak - S 39 deg. E, 24.20'

241256

6 44-27 M.C.

M.C. On E line NE ¼ - Iron bolt set at 

corner by H.D. Keath, County 

Surveyor

1925
20” Oak – S 90 deg. W, 27.2'                              

10” Basswood – N 45 deg. E, 29.4'

Book 1, 

Page 406

6 44-27 M.C.

M.C. On W line NW ¼ on S side 

Round Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
7” Black Oak – N 89 deg. W, 19.8'                   

12” Red Pine – S 64 deg.E, 39.6'

GLO BK 

4, P 3

6 44-27 M.C.

M.C. On E line NE ¼ on NW side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Basswood – N 04 deg. E, 33.0'                   

20” Burr Oak – N 02 deg.W, 9.9'

GLO BK 

4, P 5

6 44-27 M.C.

M.C. On S line SW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12” Burr Oak – N 10 deg. W, 29.7'                   

18” Burr Oak – S 82 deg.W, 29.7'

GLO BK 

4, P 5

6 44-27 M.C.

M.C. On N line NW ¼ on E side 

Round Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
10” Black Oak – N 85 deg. E, 23.8'                   

6” Black Oak – S 62 deg.E, 25.1'

GLO BK 

4, P 6

6 44-27 NE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

12” Black Oak – N 25 deg. W, 2.0'                       

8” Black Oak – N 44 deg. E, 26.4'                                       

16" Black Oak - S 69 deg. E, 39.6'                                           

12" Black Oak - S 26 deg. W, 38.9'

GLO BK 

4, P 6

6 44-27 NW

Corner falls in Round Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 corner falls in Round Lake - no ties taken
GLO BK 

4, P 6

6 44-27 SW
4" pump head found on E-W fence 

line by L. Pommerering
1985

DNR RP in 20" Oak - S 74 deg. E, 37.21'              

DNR RP in W. Pine - S 12 deg. E, 44.22'              

DNR RP in 22" Maple - N 00 deg. W, 25.56' 

241252

6 44-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Black Oak – N 12 deg. W, 296.3'                       

6” Burr Oak – N 08 deg. E, 304.3'                                       

6" Aspen - S 53 deg. E, 1126.1'                                           

6" Aspen - S 23 deg. E, 105.6'

GLO BK 

4, P 3

6 44-27 W 1/4

1 1/4" pipe found approx. 39' SSE of 

Cor. fences E and S by L. 

Pommerering

1986

DNR RP in 6" Oak - S 88 deg. E, 44.03'                

DNR RP in 7" Oak - S 35 deg. E, 68.00'                

DNR RP in T. 11" Maple - N 85 deg. W, 37.58' 

241255

6 44-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Aspen – N 55 deg. W, 95.0'                       

7” Burr Oak – S 62 deg. E, 97.0'

GLO BK 

4, P 3
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7 44-27 M.C.

M.C. On W line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10” Sugar – N 65 deg. W, 19.1'                   10” 

Sugar – N 04 deg.E, 62.7'

GLO BK 

4, P 4

7 44-27 M.C.

M.C. On N line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12” Burr Oak – N 10 deg. W, 29.7'                   

18” Burr Oak – S 82 deg.W, 29.7'

GLO BK 

4, P 5

7 44-27 NW
4" pump head found on E-W fence 

line by L. Pommerering
1985

DNR RP in 20" Oak - S 74 deg. E, 37.21'              

DNR RP in W. Pine - S 12 deg. E, 44.22'              

DNR RP in 22" Maple - N 00 deg. W, 25.56'  

241252

7 44-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Black Oak – N 12 deg. W, 296.3'                       

6” Burr Oak – N 08 deg. E, 304.3'                                       

6" Aspen - S 53 deg. E, 1126.1'                                           

6" Aspen - S 23 deg. E, 105.6'

GLO BK 

4, P 3

1 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7” Tamarack – S 15 deg. W, 11.2'                               

10” White Birch – N 80 deg. W, 13.2'                       

GLO  Bk 

3 P. 6

1 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Fir – N 30 deg. W, 9.9'                               

10” Spruce – S 12 deg. W, 4.0'                       

GLO  Bk 

3 P. 15

1 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. W, 8.6'                               

6” White Birch – N 43 deg. W, 8.6'                       

12” Tamarack - (?) 54 deg. E, 52.8'                              

9” Spruce – S 36 deg. W, 9.9'

GLO  Bk 

3 P. 15

1 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 00 deg. E, 3.3'                               

10” Birch – S 00 deg. W, 2.6'                       

GLO  Bk 

3 P. 30

1 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” White Birch – N 28 deg. E, 18.5'                               

10” Ash – N 50 deg. W, 17.2'                       6” 

Birch – S 34 deg. W, 21.1'                              

16” Aspen – S 54 deg. E, 29.7'

GLO  Bk 

3 P. 5

1 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 26 deg. E, 15.2'                               

10” Linden – S 44 deg. W, 13.2'                                   

10” Linden – S 18 deg. E, 29.7'                              

12” Birch – N 16 deg. W, 29.7'

GLO  Bk 

3 P. 29

1 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – S 61 deg. W, 5.3'                               

8” Birch – N 61 deg. E, 19.8'                       

GLO  Bk 

3 P. 31

2 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – S 61 deg. W, 5.3'                               

8” Birch – N 61 deg. E, 19.8'                       

GLO  Bk 

3 P. 31

2 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack – N 70 deg. W, 17.8'                               

3” Tamarack – S 85 deg. W, 31.0'                       

GLO  Bk 

3 P. 16

2 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. W, 8.6'                               

6” White Birch – N 43 deg. W, 8.6'                       

12” Tamarack - (?) 54 deg. E, 52.8'                              

9” Spruce – S 36 deg. W, 9.9'

GLO  Bk 

3 P. 15

2 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 42 deg. W, 60.7'                               

8” Tamarack – N 75 deg. E, 7.3'                       

12” Tamarack – S 10 deg. E, 11.9'                              

No other tree near to use for ties

GLO  Bk 

3 P. 17

2 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Linden – N 27 deg. E, 3.3'                               

11” Linden – S 44 deg. E, 13.2'                       

GLO  Bk 

3 P. 41

2 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 26 deg. E, 15.2'                               

10” Linden – S 44 deg. W, 13.2'                                   

10” Linden – S 18 deg. E, 29.7'                              

12” Birch – N 16 deg. W, 29.7'

GLO  Bk 

3 P. 29

2 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – N 81 deg. E, 15.2'                               

12” Birch – N 12 deg. W, 3.3'                                   

9” Birch – S 86 deg. W, 16.5'                              

12” Birch – S 37 deg. E, 29.7'

GLO  Bk 

3 P. 40

2 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 71 deg. E, 11.9'                               

9” Tamarack – S 71 deg. W, 9.9'                       

GLO  Bk 

3 P. 42

3 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 71 deg. E, 11.9'                               

9” Tamarack – S 71 deg. W, 9.9'                       

GLO  Bk 

3 P. 42

3 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 10 deg. E, 23.8'                               

8” Maple – S 15 deg. E, 13.2'                       

GLO  Bk 

3 P. 17
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3 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 42 deg. W, 60.7'                               

8” Tamarack – N 75 deg. E, 7.3'                       

12” Tamarack – S 10 deg. E, 11.9'                              

No other tree near to use for ties

GLO  Bk 

3 P. 17

3 45-22 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Elm - N 45 deg W, 73.5'                                   

6” Aspen – S 45 deg E, 51.5'  

Book 1, 

Page 214

3 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Aspen – N 60 deg. E, 9.9'                               

14” White Birch – N 12 deg. W, 13.2'                       

16” Aspen – S 41 deg. W, 29.7'                              

15” Aspen – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 18

3 45-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

8” Spruce- N 45 deg W, 39.3'                                

8” Tamarack - S 45 deg W, 31.5'

Book 1, 

Page 214

3 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 15 deg. E, 7.9'                               

10” Tamarack – S 63 deg. W, 19.8'                       

GLO  Bk 

3 P. 52

3 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – N 81 deg. E, 15.2'                               

12” Birch – N 12 deg. W, 3.3'                                   

9” Birch – S 86 deg. W, 16.5'                              

12” Birch – S 37 deg. E, 29.7'

GLO  Bk 

3 P. 40

3 45-22 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

6” Spruce- S 45 deg W, 45.5'                                 

3” Spruce – N 45 deg W, 63.5'  

Book 1, 

Page 214

3 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 42 deg. W, 9.9'                               

7” Fir – S 34 deg. E, 11.2'                                   

5” Fir – S 22 deg. W, 10.6'                              

7” Birch – N 13 deg. E, 13.2'

GLO  Bk 

3 P. 51

3 45-22 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915 18” Twin Birch- S 90 deg W, 33.0

Book 1, 

Page 214

3 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Birch – N 67 deg. W, 3.3'                               

14” Aspen – S 25 deg. E, 26.4'                       

GLO  Bk 

3 P. 53

3 45-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on W and S line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 214

4 45-22 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915 18” Twin Birch- S 90 deg W, 33.0

Book 1, 

Page 214

4 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
20” Birch – N 67 deg. W, 3.3'                               

14” Aspen – S 25 deg. E, 26.4'                       

GLO  Bk 

3 P. 53

4 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – S 38 deg. W, 9.9'                               

13” Fir – N 21 deg. W, 29.0'                       

GLO  Bk 

3 P. 18

4 45-22 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Elm - N 45 deg W, 73.5'                                   

6” Aspen – S 45 deg E, 51.5'  

Book 1, 

Page 214

4 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Aspen – N 60 deg. E, 9.9'                               

14” White Birch – N 12 deg. W, 13.2'                       

16” Aspen – S 41 deg. W, 29.7'                              

15” Aspen – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 18

4 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3 P. 19

4 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 02 deg. E, 7.9'                               

8” Tamarack – N 25 deg. W, 54.1'                       

GLO  Bk 

3 P. 63

4 45-22 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

6” Spruce- S 45 deg W, 45.5'                                 

3” Spruce – N 45 deg W, 63.5'  

Book 1, 

Page 214

4 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 42 deg. W, 9.9'                               

7” Fir – S 34 deg. E, 11.2'                                   

5” Fir – S 22 deg. W, 10.6'                              

7” Birch – N 13 deg. E, 13.2'

GLO  Bk 

3 P. 51

4 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 88 deg. W, 37.0'                               

6” Fir – N 67 deg. E, 39.6'                                   

5” Fir – S 33 deg. E, 22.4'                              5” 

Birch – N 82 deg. W, 88.4'

GLO  Bk 

3 P. 62

4 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – S 78 deg. W, 10.6'                               

10” Aspen – S 38 deg. E, 12.5'                       

GLO  Bk 

3 P. 63

4 45-22
Road Survey on E line of Section by 

H. D Keath, County Surveyor 
1915

Is on E line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 214

5 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – S 78 deg. W, 10.6'                               

10” Aspen – S 38 deg. E, 12.5'                       

GLO  Bk 

3 P. 63

5 45-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

12” Red Oak - S 00 deg E, 57.4'                             

8” Spruce stump - N 45 deg W, 59.3'

Book 1, 

Page 215

5 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 20 deg. W, 12.5'                               

8” Tamarack – S 61 deg. E, 14.5'                       

GLO  Bk 

3 P. 20

Page 127 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

5 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3 P. 19

5 45-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" Basswood - S 43 deg. W, 51.4'                      

16" Elm - S 54 deg. E, 62.7'                         

Book 1, 

Page 79

5 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16” Aspen – N 20 deg. E, 12.5'                               

15” Aspen – S 45 deg. W, 30.4'                       

8” Elm – S 63 deg. E, 23.8'                              

16” White Birch – N 45 deg. W, 24.4'

GLO  Bk 

3 P. 20

5 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Fir – N 00 deg. E, 3.3'                               5” 

Fir – S 33 deg. W, 16.5'                       

GLO  Bk 

3 P. 76

5 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 88 deg. W, 37.0'                               

6” Fir – N 67 deg. E, 39.6'                                   

5” Fir – S 33 deg. E, 22.4'                              5” 

Birch – N 82 deg. W, 88.4'

GLO  Bk 

3 P. 62

5 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 45 deg. E, 2.0'                               

10” Fir – S 26 deg. W, 13.2'                                   

10” Birch – N 27 deg. W, 25.1'                              

6” Fir – S 60 deg. E, 15.2'

GLO  Bk 

3 P. 75

5 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 75 deg. E, 9.9'                               

16” Oak – S 52 deg. W, 23.1'                       

GLO  Bk 

3 P. 78

5 45-22
School lot Survey in NE ¼ of Section 

by H. D Keath, County Surveyor 
1915

2 acres in NE 1/4-NE1/4 of Section                        

Distance and Mag. Var. shown 

Book 1, 

Page 215

6 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 75 deg. E, 9.9'                               

16” Oak – S 52 deg. W, 23.1'                       

GLO  Bk 

3 P. 78

6 45-22 N 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 213

6 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Aspen – N 10 deg. E, 39.6'                               

3” Aspen – S 50 deg. W, 19.8'                       

GLO  Bk 

3 P. 21

6 45-22 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" Basswood - S 43 deg. W, 51.4'                     

16" Elm - S 54 deg. E, 62.7'                         

Book 1, 

Page 79

6 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16” Aspen – N 20 deg. E, 12.5'                               

15” Aspen – S 45 deg. W, 30.4'                       

8” Elm – S 63 deg. E, 23.8'                              

16” White Birch – N 45 deg. W, 24.4'

GLO  Bk 

3 P. 20

6 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – N 57 deg. E, 30.4'                               

12” White Birch – N 21 deg. W, 37.0'                       

11” White Birch – S 68 deg. W, 18.5'                              

10” Balm of Giliad – S 49 deg. E, 16.5'

GLO  Bk 

3 P. 14

6 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 45 deg. E, 2.0'                               

10” Fir – S 26 deg. W, 13.2'                                   

10” Birch – N 27 deg. W, 25.1'                              

6” Fir – S 60 deg. E, 15.2'

GLO  Bk 

3 P. 75

6 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 70 deg. E, 6.6'                               

8” Tamarack – N 31 deg. E, 13.9'                       

12” Tamarack – N 44 deg. W, 24.4'                              

9” Tamarack – S 56 deg. W, 31.0'

GLO  Bk 

3 P. 13

6 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 87 deg. W, 19.8'                               

4” Aspen – N 90 deg. E, 2.0'                       

GLO  Bk 

3 P. 14

6 45-22 W. C.

W.C. to S 1/4 Cor. set 1934' E of SW 

Sec. On S. line SW1/4 on W. side 

pond - is wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 70 deg. W, 79.2'                               

8” Fir – S 85 deg. W, 66.0'                       

GLO  Bk 

3 P. 77

6 45-22 W.C.
Took new ties to W.C. On S line SW 

¼ by H. D Keath, County Surveyor 
1915

6” Tamarack - N 45 deg W, 50.5'                           

6” Tamarack – S 45 deg W, 44.0'  

Book 1, 

Page 213

6 45-22
Road Survey on N-S1/4 line of Section 

by H.D. Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 213

7 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 49 deg. W, 6.6'                               

6” Fir – N 57 deg. E, 11.2'                       

GLO  Bk 

3 P. 75

7 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 45 deg. E, 2.0'                               

10” Fir – S 26 deg. W, 13.2'                                   

10” Birch – N 27 deg. W, 25.1'                              

6” Fir – S 60 deg. E, 15.2'

GLO  Bk 

3 P. 75
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7 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 70 deg. E, 6.6'                               

8” Tamarack – N 31 deg. E, 13.9'                       

12” Tamarack – N 44 deg. W, 24.4'                              

9” Tamarack – S 56 deg. W, 31.0'

GLO  Bk 

3 P. 13

7 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 31 deg. W, 4.6'                               

7” Tamarack – N 34 deg. E, 25.1'                       

GLO  Bk 

3 P. 74

7 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – S 58 deg. W, 12.5'                               

8” Maple – N 62 deg. W, 21.1'                                   

7” Maple – S 30 deg. E, 19.1'                              

14” Oak – N 21 deg. E, 11.2'

GLO  Bk 

3 P. 72

7 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 54 deg. W, 6.6'                               

7” Tamarack – N 57 deg. W, 13.2'                       

9” Tamarack – N 65 deg. E, 10.6'                              

8” Tamarack – S 51 deg. E, 17.2'

GLO  Bk 

3 P. 12

7 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Fir – N 72 deg. W, 19.8'                               

6” Fir – S 63 deg. E, 19.8'                       

GLO  Bk 

3 P. 13

7 45-22 W. C.

W.C. to N 1/4 Cor. set 1934' E of NW 

Sec. On N. line NW1/4 on W. side 

pond - is wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 70 deg. W, 79.2'                               

8” Fir – S 85 deg. W, 66.0'                       

GLO  Bk 

3 P. 77

7 45-22 W.C.
Took new ties to W.C. On N line NW 

¼ by H. D Keath, County Surveyor 
1915

6” Tamarack - N 45 deg W, 50.5'                           

6” Tamarack – S 45 deg W, 44.0'  

Book 1, 

Page 213

8 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 56 deg. W, 5.3'                               

6” Tamarack – S 20 deg. E, 38.9'                       

GLO  Bk 

3 P. 62

8 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Fir – N 00 deg. E, 3.3'                               5” 

Fir – S 33 deg. W, 16.5'                       

GLO  Bk 

3 P. 76

8 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 88 deg. W, 37.0'                               

6” Fir – N 67 deg. E, 39.6'                                   

5” Fir – S 33 deg. E, 22.4'                              5” 

Birch – N 82 deg. W, 88.4'

GLO  Bk 

3 P. 62

8 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – N 45 deg. E, 2.0'                               

10” Fir – S 26 deg. W, 13.2'                                   

10” Birch – N 27 deg. W, 25.1'                              

6” Fir – S 60 deg. E, 15.2'

GLO  Bk 

3 P. 75

8 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 56 deg. W, 15.2'                               

7” Fir – S 07 deg. E, 8.6'                       

GLO  Bk 

3 P. 73

8 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – S 34 deg. E, 13.2'                               

4” Tamarack – N 68 deg. W, 9.9'                                   

3” Tamarack – N 22 deg. E, 5.3'                              

3” Tamarack – S 02 deg. W, 19.8'

GLO  Bk 

3 P. 60

8 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – S 58 deg. W, 12.5'                               

8” Maple – N 62 deg. W, 21.1'                                   

7” Maple – S 30 deg. E, 19.1'                              

14” Oak – N 21 deg. E, 11.2'

GLO  Bk 

3 P. 72

8 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 49 deg. W, 6.6'                               

6” Fir – N 57 deg. E, 11.2'                       

GLO  Bk 

3 P. 75

9 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 47 deg. E, 7.3'                               

7” Tamarack – S 62 deg. W, 22.4'                       

GLO  Bk 

3 P. 51

9 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 02 deg. E, 7.9'                               

8” Tamarack – N 25 deg. W, 54.1'                       

GLO  Bk 

3 P. 63

9 45-22 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

6” Spruce- S 45 deg W, 45.5'                                 

3” Spruce – N 45 deg W, 63.5'  

Book 1, 

Page 214

9 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 42 deg. W, 9.9'                               

7” Fir – S 34 deg. E, 11.2'                                   

5” Fir – S 22 deg. W, 10.6'                              

7” Birch – N 13 deg. E, 13.2'

GLO  Bk 

3 P. 51

9 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – S 88 deg. W, 37.0'                               

6” Fir – N 67 deg. E, 39.6'                                   

5” Fir – S 33 deg. E, 22.4'                              5” 

Birch – N 82 deg. W, 88.4'

GLO  Bk 

3 P. 62

9 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 70 deg. E, 13.2'                               

10” Elm – N 36 deg. W, 26.4'                       

GLO  Bk 

3 P. 61
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9 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 6.6'                               

10” Birch – S 19 deg. W, 19.8'                                   

8” Birch – N 63 deg. E, 9.2'                              

9” Birch – N 28 deg. W, 5.3'

GLO  Bk 

3 P. 49

9 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – S 34 deg. E, 13.2'                               

4” Tamarack – N 68 deg. W, 9.9'                                   

3” Tamarack – N 22 deg. E, 5.3'                              

3” Tamarack – S 02 deg. W, 19.8'

GLO  Bk 

3 P. 60

9 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 56 deg. W, 5.3'                               

6” Tamarack – S 20 deg. E, 38.9'                       

GLO  Bk 

3 P. 62

10 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 45 deg. W, 14.5'                               

4” Tamarack – S 42 deg. E, 12.5'                       

GLO  Bk 

3 P. 40

10 45-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

8” Spruce- N 45 deg W, 39.3'                                

8” Tamarack - S 45 deg W, 31.5'

Book 1, 

Page 214

10 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – N 15 deg. E, 7.9'                               

10” Tamarack – S 63 deg. W, 19.8'                       

GLO  Bk 

3 P. 52

10 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – N 81 deg. E, 15.2'                               

12” Birch – N 12 deg. W, 3.3'                                   

9” Birch – S 86 deg. W, 16.5'                              

12” Birch – S 37 deg. E, 29.7'

GLO  Bk 

3 P. 40

10 45-22 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

6” Spruce- S 45 deg W, 45.5'                                 

3” Spruce – N 45 deg W, 63.5'  

Book 1, 

Page 214

10 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 42 deg. W, 9.9'                               

7” Fir – S 34 deg. E, 11.2'                                   

5” Fir – S 22 deg. W, 10.6'                              

7” Birch – N 13 deg. E, 13.2'

GLO  Bk 

3 P. 51

10 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 57 deg. E, 2.6'                               

3” Tamarack – N 86 deg. W, 17.8'                       

GLO  Bk 

3 P. 50

10 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Oak – N 57 deg. W, 2.6'                               

15” Birch – N 08 deg. E, 4.0'                                   

4” Ironwood – S 48 deg. E, 13.2'                              

8” Linden – S 64 deg. W,16.5'

GLO  Bk 

3 P. 38

10 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 6.6'                               

10” Birch – S 19 deg. W, 19.8'                                   

8” Birch – N 63 deg. E, 9.2'                              

9” Birch – N 28 deg. W, 5.3'

GLO  Bk 

3 P. 49

10 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 47 deg. E, 7.3'                               

7” Tamarack – S 62 deg. W, 22.4'                       

GLO  Bk 

3 P. 51

10 45-22
Road Survey on N line of Section by 

H. D Keath, County Surveyor 
1915

Is on N line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 214

11 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – S 54 deg. E, 5.3'                               

8” Birch – N 70 deg. W, 9.2'                       

GLO  Bk 

3 P. 29

11 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Linden – N 27 deg. E, 3.3'                               

11” Linden – S 44 deg. E, 13.2'                       

GLO  Bk 

3 P. 41

11 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 26 deg. E, 15.2'                               

10” Linden – S 44 deg. W, 13.2'                                   

10” Linden – S 18 deg. E, 29.7'                              

12” Birch – N 16 deg. W, 29.7'

GLO  Bk 

3 P. 29

11 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – N 81 deg. E, 15.2'                               

12” Birch – N 12 deg. W, 3.3'                                   

9” Birch – S 86 deg. W, 16.5'                              

12” Birch – S 37 deg. E, 29.7'

GLO  Bk 

3 P. 40

11 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 15 deg. W, 23.1'                               

12” Birch – S 54 deg. E, 35.6'                       

GLO  Bk 

3 P. 39

11 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 49 deg. W, 9.2'                               

9” Tamarack – N 72 deg. W, 18.5'                                   

6” Tamarck – N 85 deg. E, 8.6'                              

12” Tamarack – S 12 deg. E, 37.0'

GLO  Bk 

3 P. 27

11 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Oak – N 57 deg. W, 2.6'                               

15” Birch – N 08 deg. E, 4.0'                                   

4” Ironwood – S 48 deg. E, 13.2'                              

8” Linden – S 64 deg. W,16.5'

GLO  Bk 

3 P. 38

11 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 45 deg. W, 14.5'                               

4” Tamarack – S 42 deg. E, 12.5'                       

GLO  Bk 

3 P. 40
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12 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Birch – N 85 deg. E, 32.3'                               

6” Ash – N 75 deg. W, 23.1'                       

GLO  Bk 

3 P. 5

12 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 00 deg. E, 3.3'                               

10” Birch – S 00 deg. W, 2.6'                       

GLO  Bk 

3 P. 30

12 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” White Birch – N 28 deg. E, 18.5'                               

10” Ash – N 50 deg. W, 17.2'                       6” 

Birch – S 34 deg. W, 21.1'                              

16” Aspen – S 54 deg. E, 29.7'

GLO  Bk 

3 P. 5

12 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – N 26 deg. E, 15.2'                               

10” Linden – S 44 deg. W, 13.2'                                   

10” Linden – S 18 deg. E, 29.7'                              

12” Birch – N 16 deg. W, 29.7'

GLO  Bk 

3 P. 29

12 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – S 74 deg. W, 5.3'                               

14” Aspen – N 45 deg. E, 4.0'                       

GLO  Bk 

3 P. 28

12 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Birch – N 30 deg. E, 21.8'                               

12” Birch – S 24 deg. E, 34.3'                       

11” Birch – S 30 deg. W, 24.4'                              

14” Tamarack – N 43 deg. W, 48.8'

GLO  Bk 

3 P. 4

12 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 49 deg. W, 9.2'                               

9” Tamarack – N 72 deg. W, 18.5'                                   

6” Tamarck – N 85 deg. E, 8.6'                              

12” Tamarack – S 12 deg. E, 37.0'

GLO  Bk 

3 P. 27

12 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Maple – S 54 deg. E, 5.3'                               

8” Birch – N 70 deg. W, 9.2'                       

GLO  Bk 

3 P. 29

13 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Fir – S 80 deg. W, 75.9'                               

4” Willow – S 10 deg. E, 44.2'                       

GLO  Bk 

3 P. 4

13 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – S 74 deg. W, 5.3'                               

14” Aspen – N 45 deg. E, 4.0'                       

GLO  Bk 

3 P. 28

13 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Birch – N 30 deg. E, 21.8'                               

12” Birch – S 24 deg. E, 34.3'                       

11” Birch – S 30 deg. W, 24.4'                              

14” Tamarack – N 43 deg. W, 48.8'

GLO  Bk 

3 P. 4

13 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 49 deg. W, 9.2'                               

9” Tamarack – N 72 deg. W, 18.5'                                   

6” Tamarck – N 85 deg. E, 8.6'                              

12” Tamarack – S 12 deg. E, 37.0'

GLO  Bk 

3 P. 27

13 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Aspen – S 67 deg. E, 4.6'                               

14” Aspen – N 15 deg. W, 13.2'                       

GLO  Bk 

3 P. 26

13 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 70 deg. E, 13.2'                               

10” Tamarack – N 32 deg. W, 4.6'                       

10” Tamarack – S 40 deg. W, 15.8'                              

10” Tamarack – S 28 deg. E, 17.2'

GLO  Bk 

3 P. 30

13 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 65 deg. E, 13.2'                               

3” Tamarack – S 52 deg. W, 4.6'                                   

4” Tamarck – N 63 deg. W, 19.8'                              

3” Tamarack – S 46 deg. E, 19.8'

GLO  Bk 

3 P. 25

13 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – N 69 deg. E, 7.9'                               

12” Pine – S 34 deg. W, 13.2'                       

GLO  Bk 

3 P. 27

13 45-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section                                             

Distance and Mag. Var. shown 

Book 1, 

Page 151

14 45-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of S. line SE 1/4                                         

Distance and Mag. Var. stated

Book 2, 

Page 95

14 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – N 69 deg. E, 7.9'                               

12” Pine – S 34 deg. W, 13.2'                       

GLO  Bk 

3 P. 27

14 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 15 deg. W, 23.1'                               

12” Birch – S 54 deg. E, 35.6'                       

GLO  Bk 

3 P. 39

14 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 49 deg. W, 9.2'                               

9” Tamarack – N 72 deg. W, 18.5'                                   

6” Tamarck – N 85 deg. E, 8.6'                              

12” Tamarack – S 12 deg. E, 37.0'

GLO  Bk 

3 P. 27
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14 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Oak – N 57 deg. W, 2.6'                               

15” Birch – N 08 deg. E, 4.0'                                   

4” Ironwood – S 48 deg. E, 13.2'                              

8” Linden – S 64 deg. W,16.5'

GLO  Bk 

3 P. 38

14 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 37 deg. E, 11.2'                               

6” Tamarack – S 05 deg. E, 6.6'                       

GLO  Bk 

3 P. 37

14 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 65 deg. E, 13.2'                               

3” Tamarack – S 52 deg. W, 4.6'                                   

4” Tamarck – N 63 deg. W, 19.8'                              

3” Tamarack – S 46 deg. E, 19.8'

GLO  Bk 

3 P. 25

14 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 53 deg. W, 13.2'                               

8” Tamarack – N 21 deg. W, 16.5'                                   

10” Tamarack – S 34 deg. E, 23.1'                              

9” Tamarack – N 63 deg. E, 13.2'

GLO  Bk 

3 P. 36

14 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Linden – S 88 deg. W, 5.3'                               

8” Maple – N 34 deg. E, 9.9'                       

GLO  Bk 

3 P. 38

14 45-22
Road Survey on E line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on E line of Section                                                 

Distance and Mag. Var. shown 

Book 1, 

Page 151

15 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 57 deg. E, 2.6'                               

3” Tamarack – N 86 deg. W, 17.8'                       

GLO  Bk 

3 P. 50

15 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Oak – N 57 deg. W, 2.6'                               

15” Birch – N 08 deg. E, 4.0'                                   

4” Ironwood – S 48 deg. E, 13.2'                              

8” Linden – S 64 deg. W,16.5'

GLO  Bk 

3 P. 38

15 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 6.6'                               

10” Birch – S 19 deg. W, 19.8'                                   

8” Birch – N 63 deg. E, 9.2'                              

9” Birch – N 28 deg. W, 5.3'

GLO  Bk 

3 P. 49

15 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – N 41 deg. W, 13.2'                               

8” Tamarack – S 53 deg. E, (?)'                       

GLO  Bk 

3 P. 48

15 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 53 deg. W, 13.2'                               

8” Tamarack – N 21 deg. W, 16.5'                                   

10” Tamarack – S 34 deg. E, 23.1'                              

9” Tamarack – N 63 deg. E, 13.2'

GLO  Bk 

3 P. 36

15 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Aspen – S 30 deg. E, 26.4'                               

4” Ironwood – N 28 deg. W, 13.2'                                   

10” Maple – S 80 deg. W, 22.4'                              

6” Linden – N 19 deg. E, 19.8'

GLO  Bk 

3 P. 47

15 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Linden – N 57 deg. E, 13.2'                               

4” Elm – S 47 deg. W, 13.2'                       

GLO  Bk 

3 P. 49

16 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Linden – N 57 deg. E, 13.2'                               

4” Elm – S 47 deg. W, 13.2'                       

GLO  Bk 

3 P. 49

16 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 70 deg. E, 13.2'                               

10” Elm – N 36 deg. W, 26.4'                       

GLO  Bk 

3 P. 61

16 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 6.6'                               

10” Birch – S 19 deg. W, 19.8'                                   

8” Birch – N 63 deg. E, 9.2'                              

9” Birch – N 28 deg. W, 5.3'

GLO  Bk 

3 P. 49

16 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – S 34 deg. E, 13.2'                               

4” Tamarack – N 68 deg. W, 9.9'                                   

3” Tamarack – N 22 deg. E, 5.3'                              

3” Tamarack – S 02 deg. W, 19.8'

GLO  Bk 

3 P. 60

16 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 45 deg. W, 2.0'                               

12” Aspen – S 20 deg. E, 13.2'                       

GLO  Bk 

3 P. 59

16 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Aspen – S 30 deg. E, 26.4'                               

4” Ironwood – N 28 deg. W, 13.2'                                   

10” Maple – S 80 deg. W, 22.4'                              

6” Linden – N 19 deg. E, 19.8'

GLO  Bk 

3 P. 47

16 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 72 deg. W, 25.1'                               

3” Tamarack – N 55 deg. E, 19.8'                                   

3” Tamarack – N 33 deg. W, 35.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 58

16 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 68 deg. E, 7.9'                               

5” Tamarack – S 21 deg. W, 18.5'                       

GLO  Bk 

3 P. 60
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17 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 68 deg. E, 7.9'                               

5” Tamarack – S 21 deg. W, 18.5'                       

GLO  Bk 

3 P. 60

17 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 56 deg. W, 15.2'                               

7” Fir – S 07 deg. E, 8.6'                       

GLO  Bk 

3 P. 73

17 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4” Tamarack – S 34 deg. E, 13.2'                               

4” Tamarack – N 68 deg. W, 9.9'                                   

3” Tamarack – N 22 deg. E, 5.3'                              

3” Tamarack – S 02 deg. W, 19.8'

GLO  Bk 

3 P. 60

17 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – S 58 deg. W, 12.5'                               

8” Maple – N 62 deg. W, 21.1'                                   

7” Maple – S 30 deg. E, 19.1'                              

14” Oak – N 21 deg. E, 11.2'

GLO  Bk 

3 P. 72

17 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 75 deg. W, 9.9'                               

8” Tamarack – N 33 deg. E, 17.2'                       

GLO  Bk 

3 P. 70

17 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 72 deg. W, 25.1'                               

3” Tamarack – N 55 deg. E, 19.8'                                   

3” Tamarack – N 33 deg. W, 35.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 58

17 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – N 48 deg. W, 24.4'                               

12” Birch – S 41 deg. E, 29.7'                                   

10” Birch – N 20 deg. E, 9.9'                              

10” Birch – S 52 deg. W, 14.5'

GLO  Bk 

3 P. 69

17 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Pine – S 73 deg. W, 19.1'                               

20” Pine – N 38 deg. E, 10.6'                       

GLO  Bk 

3 P. 72

18 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Pine – S 73 deg. W, 19.1'                               

20” Pine – N 38 deg. E, 10.6'                       

GLO  Bk 

3 P. 72

18 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 31 deg. W, 4.6'                               

7” Tamarack – N 34 deg. E, 25.1'                       

GLO  Bk 

3 P. 74

18 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – S 58 deg. W, 12.5'                               

8” Maple – N 62 deg. W, 21.1'                                   

7” Maple – S 30 deg. E, 19.1'                              

14” Oak – N 21 deg. E, 11.2'

GLO  Bk 

3 P. 72

18 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 54 deg. W, 6.6'                               

7” Tamarack – N 57 deg. W, 13.2'                       

9” Tamarack – N 65 deg. E, 10.6'                              

8” Tamarack – S 51 deg. E, 17.2'

GLO  Bk 

3 P. 12

18 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Fir – N 20 deg. E, 4.0'                               6” 

Fir – S 25 deg. E, 16.5'                       

GLO  Bk 

3 P. 71

18 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – N 48 deg. W, 24.4'                               

12” Birch – S 41 deg. E, 29.7'                                   

10” Birch – N 20 deg. E, 9.9'                              

10” Birch – S 52 deg. W, 14.5'

GLO  Bk 

3 P. 69

18 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

18” Aspen – S 11 deg. E, 15.2'                               

12” White Birch – N 33 deg. E, 25.7'                       

12” Black Oak – N 42 deg. W, 26.4'                              

6” Tamarack – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 11

18 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – S 40 deg. W, 11.2'                               

8” Tamarack – N 21 deg. E, 9.9'                       

GLO  Bk 

3 P. 12

19 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 66 deg. E, 6.6'                               

9” Tamarack – S 54 deg. W, 24.4'                       

GLO  Bk 

3 P. 69

19 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Fir – N 20 deg. E, 4.0'                               6” 

Fir – S 25 deg. E, 16.5'                       

GLO  Bk 

3 P. 71

19 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – N 48 deg. W, 24.4'                               

12” Birch – S 41 deg. E, 29.7'                                   

10” Birch – N 20 deg. E, 9.9'                              

10” Birch – S 52 deg. W, 14.5'

GLO  Bk 

3 P. 69

19 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

18” Aspen – S 11 deg. E, 15.2'                               

12” White Birch – N 33 deg. E, 25.7'                       

12” Black Oak – N 42 deg. W, 26.4'                              

6” Tamarack – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 11

19 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 22 deg. E, 9.2'                               

5” Tamarack – N 63 deg. W, 7.9'                       

GLO  Bk 

3 P. 69
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19 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 52 deg. W, 11.2'                               

5” Tamarack – N 34 deg. W, 11.9'                                   

6” Tamarack – N 25 deg. E, 12.5'                              

5” Tamarack – S 06 deg. E, 4.6'

GLO  Bk 

3 P. 67

19 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 56 deg. W, 23.1'                               

9” Tamarack – S 53 deg. W, 7.9'                       

6” Tamarack – S 72 deg. E, 11.9'                              

6” Tamarack – N 11 deg. E, 24.4'

GLO  Bk 

3 P. 10

19 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – N 25 deg. E, 4.6'                               

12” White Birch – S 87 deg. W, 36.3'                       

GLO  Bk 

3 P. 11

20 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 25 deg. E, 19.8'                               

8” Ash – S 62 deg. W, 11.9'                       

GLO  Bk 

3 P. 58

20 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 75 deg. W, 9.9'                               

8” Tamarack – N 33 deg. E, 17.2'                       

GLO  Bk 

3 P. 70

20 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 72 deg. W, 25.1'                               

3” Tamarack – N 55 deg. E, 19.8'                                   

3” Tamarack – N 33 deg. W, 35.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 58

20 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – N 48 deg. W, 24.4'                               

12” Birch – S 41 deg. E, 29.7'                                   

10” Birch – N 20 deg. E, 9.9'                              

10” Birch – S 52 deg. W, 14.5'

GLO  Bk 

3 P. 69

20 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 71 deg. W, 2.0'                               

5” Tamarack – N 32 deg. W, 10.6'                       

GLO  Bk 

3 P. 68

20 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 58 deg. E, 13.2'                               

7” Tamarack – S 23 deg. W, 8.6'                                   

9” Tamarack – N 48 deg. W, 10.6'                              

9” Tamarack – S 60 deg. E, 22.4'

GLO  Bk 

3 P. 56

20 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 52 deg. W, 11.2'                               

5” Tamarack – N 34 deg. W, 11.9'                                   

6” Tamarack – N 25 deg. E, 12.5'                              

5” Tamarack – S 06 deg. E, 4.6'

GLO  Bk 

3 P. 67

20 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 66 deg. E, 6.6'                               

9” Tamarack – S 54 deg. W, 24.4'                       

GLO  Bk 

3 P. 69

21 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – S 75 deg. W, 13.2'                               

10” Tamarack – N 40 deg. W, 33.0'                       

GLO  Bk 

3 P. 47

21 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 45 deg. W, 2.0'                               

12” Aspen – S 20 deg. E, 13.2'                       

GLO  Bk 

3 P. 59

21 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Aspen – S 30 deg. E, 26.4'                               

4” Ironwood – N 28 deg. W, 13.2'                                   

10” Maple – S 80 deg. W, 22.4'                              

6” Linden – N 19 deg. E, 19.8'

GLO  Bk 

3 P. 47

21 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Tamarack – S 72 deg. W, 25.1'                               

3” Tamarack – N 55 deg. E, 19.8'                                   

3” Tamarack – N 33 deg. W, 35.6'                              

No other tree near to use for ties

GLO  Bk 

3 P. 58

21 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 53 deg. W, 2.6'                               

6” Tamarack – N 21 deg. E, 14.5'                       

GLO  Bk 

3 P. 57

21 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Pine – N 16 deg. W, 25.7'                               

6” Birch – S 29 deg. W, 14.5'                                   

6” Tamarack – N 14 deg. E, 11.9'                              

7” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

3 P. 45

21 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 58 deg. E, 13.2'                               

7” Tamarack – S 23 deg. W, 8.6'                                   

9” Tamarack – N 48 deg. W, 10.6'                              

9” Tamarack – S 60 deg. E, 22.4'

GLO  Bk 

3 P. 56

21 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 25 deg. E, 19.8'                               

8” Ash – S 62 deg. W, 11.9'                       

GLO  Bk 

3 P. 58

22 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – N 31 deg. E, 6.6'                               

6” Tamarack – N 71 deg. W, 2.0'                       

GLO  Bk 

3 P. 36

22 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – N 41 deg. W, 13.2'                               

8” Tamarack – S 53 deg. E, (?)'                       

GLO  Bk 

3 P. 48
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22 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 53 deg. W, 13.2'                               

8” Tamarack – N 21 deg. W, 16.5'                                   

10” Tamarack – S 34 deg. E, 23.1'                              

9” Tamarack – N 63 deg. E, 13.2'

GLO  Bk 

3 P. 36

22 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Aspen – S 30 deg. E, 26.4'                               

4” Ironwood – N 28 deg. W, 13.2'                                   

10” Maple – S 80 deg. W, 22.4'                              

6” Linden – N 19 deg. E, 19.8'

GLO  Bk 

3 P. 47

22 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 70 deg. E, 19.1'                               

20” Ash – N 38 deg. W, 24.4'                       

GLO  Bk 

3 P. 46

22 45-22 SE

1" iron pin set in field at c/l roads to 

the N and E and fence line to the S by 

T. Betley

1994

Power Pole - S 76 deg. E, 160.20'                        

old FP - S 00 deg. E, 18.64'                                  

Gate post - N 72 deg. W, 15.62'   

285822

22 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Pine – S 65 deg. EW, 9.2'                               

8” Pine – N 20 deg. E, 25.1'                                   

7” Tamarack – N 46 deg. W, 24.4'                              

12” Birch – S 28 deg. W, 15.8'

GLO  Bk 

3 P. 34

22 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Pine – N 16 deg. W, 25.7'                               

6” Birch – S 29 deg. W, 14.5'                                   

6” Tamarack – N 14 deg. E, 11.9'                              

7” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

3 P. 45

22 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Birch – S 75 deg. W, 13.2'                               

10” Tamarack – N 40 deg. W, 33.0'                       

GLO  Bk 

3 P. 47

23 45-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of N. line NE 1/4                                         

Distance and Mag. Var. stated

Book 2, 

Page 95

23 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
19” Tamarack – S 63 deg. E, 6.6'                               

9” Tamarack – S 62 deg. W, 5.3'                       

GLO  Bk 

3 P. 25

23 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 37 deg. E, 11.2'                               

6” Tamarack – S 05 deg. E, 6.6'                       

GLO  Bk 

3 P. 37

23 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 65 deg. E, 13.2'                               

3” Tamarack – S 52 deg. W, 4.6'                                   

4” Tamarck – N 63 deg. W, 19.8'                              

3” Tamarack – S 46 deg. E, 19.8'

GLO  Bk 

3 P. 25

23 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 53 deg. W, 13.2'                               

8” Tamarack – N 21 deg. W, 16.5'                                   

10” Tamarack – S 34 deg. E, 23.1'                              

9” Tamarack – N 63 deg. E, 13.2'

GLO  Bk 

3 P. 36

23 45-22 S 1/4
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

5" Maple - N 48 deg. E, 18.99'                              

10" Aspen - S 05 deg. E, 11.95'                           

10" Aspen - N 35 deg. W, 30.42' 

285821

23 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Tamarack – S 01 deg. W, 12.5'                               

17” Tamarack – N 13 deg. E, 13.9'                       

GLO  Bk 

3 P. 35

23 45-22 SE
orig. cor. still there - new ties set by 

Fred Heuer,  Deputy County Surveyor
1913

6" Balsam - N 45 deg. W, 17.2'                            

18" Ash - S 45 deg. W, 27.7'               

Book 1, 

Page 151

23 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – N 60 deg. W, 13.2'                               

18” Ash – S 71 deg. W, 13.9'                                   

8” Ash – S 18 deg. E, 12.5'                              

6” Maple – N 52 deg. E, 15.2'

GLO  Bk 

3 P. 24

23 45-22 SW

1" iron pin set in field at c/l roads to 

the N and E and fence line to the S by 

T. Betley

1994

Power Pole - S 76 deg. E, 160.20'                        

old FP - S 00 deg. E, 18.64'                                  

Gate post - N 72 deg. W, 15.62'

285822

23 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Pine – S 65 deg. EW, 9.2'                               

8” Pine – N 20 deg. E, 25.1'                                   

7” Tamarack – N 46 deg. W, 24.4'                              

12” Birch – S 28 deg. W, 15.8'

GLO  Bk 

3 P. 34

23 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – N 31 deg. E, 6.6'                               

6” Tamarack – N 71 deg. W, 2.0'                       

GLO  Bk 

3 P. 36

23 45-22

Road Survey on S and E line of 

Sec.by Fred Heuer, Deputy County 

Surveyor 

1913
on S and E line of Section and along RR               

Distance and Mag. Var. shown 

Book 1, 

Page 151

24 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack – S 80 deg. E, 7.9'                               

4” Tamarack – N 85 deg. W, 7.9'                       

GLO  Bk 

3 P. 30

24 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Aspen – S 67 deg. E, 4.6'                               

14” Aspen – N 15 deg. W, 13.2'                       

GLO  Bk 

3 P. 26
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24 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 70 deg. E, 13.2'                               

10” Tamarack – N 32 deg. W, 4.6'                       

10” Tamarack – S 40 deg. W, 15.8'                              

10” Tamarack – S 28 deg. E, 17.2'

GLO  Bk 

3 P. 30

24 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Tamarack – N 65 deg. E, 13.2'                               

3” Tamarack – S 52 deg. W, 4.6'                                   

4” Tamarck – N 63 deg. W, 19.8'                              

3” Tamarack – S 46 deg. E, 19.8'

GLO  Bk 

3 P. 25

24 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 08 deg. W, 4.6'                               

8” Tamarack – S 44 deg. E, 7.9'                       

GLO  Bk 

3 P. 25

24 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 38 deg. E, 29.7'                               

6” Tamarack – N 40 deg. W, 17.2'                       

6” Tamarack – S 61 deg. E, 3.3'                              

4” Tamarack – S 60 deg. W, 17.8'

GLO  Bk 

3 P. 2

24 45-22 SW
orig. cor. still there - new ties set by 

Fred Heuer,  Deputy County Surveyor
1913

6" Balsam - N 45 deg. W, 17.2'                            

18" Ash - S 45 deg. W, 27.7'        

Book 1, 

Page 151

24 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – N 60 deg. W, 13.2'                               

18” Ash – S 71 deg. W, 13.9'                                   

8” Ash – S 18 deg. E, 12.5'                              

6” Maple – N 52 deg. E, 15.2'

GLO  Bk 

3 P. 24

24 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
19” Tamarack – S 63 deg. E, 6.6'                               

9” Tamarack – S 62 deg. W, 5.3'                       

GLO  Bk 

3 P. 25

24 45-22
Road Survey on W line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on W line of Section                                                

Distance and Mag. Var. shown 

Book 1, 

Page 151

25 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 30 deg. E, 12.5'                               

5” Tamarack – N 85 deg. W, 5.3'                       

GLO  Bk 

3 P. 2

25 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 08 deg. W, 4.6'                               

8” Tamarack – S 44 deg. E, 7.9'                       

GLO  Bk 

3 P. 25

25 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 38 deg. E, 29.7'                               

6” Tamarack – N 40 deg. W, 17.2'                       

6” Tamarack – S 61 deg. E, 3.3'                              

4” Tamarack – S 60 deg. W, 17.8'

GLO  Bk 

3 P. 2

25 45-22 NW
orig. cor. still there - new ties set by 

Fred Heuer,  Deputy County Surveyor
1913

6" Balsam - N 45 deg. W, 17.2'                            

18" Ash - S 45 deg. W, 27.7'         

Book 1, 

Page 151

25 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – N 60 deg. W, 13.2'                               

18” Ash – S 71 deg. W, 13.9'                                   

8” Ash – S 18 deg. E, 12.5'                              

6” Maple – N 52 deg. E, 15.2'

GLO  Bk 

3 P. 24

25 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Fir – N 50 deg. W, 10.6'                               

6” Fir – S 43 deg. E, 9.2'                       

GLO  Bk 

3 P. 23

25 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – S 38 deg. E, 28.4'                               

13” Elm – N 23 deg. E, 11.2'                                  

12" White Pine – N 45 deg. W, 12.5'                              

11” Fir – S 46 deg. W, 16.5'

GLO  Bk 

3 P. 2

25 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Ash – N 30 deg. E, 2.6'                               

6” Ash – N 16 deg. W, 16.5'                                   

8” Elm – S 11 deg. E, 19.8'                              

6” Fir – S 71 deg. W, 19.8'

GLO  Bk 

3 P. 22

25 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Linden – N 52 deg. W, 16.5'                               

12” Linden – N 65 deg. E, 16.5'                       

GLO  Bk 

3 P. 24

26 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Linden – N 52 deg. W, 16.5'                               

12” Linden – N 65 deg. E, 16.5'                       

GLO  Bk 

3 P. 24

26 45-22 N 1/4
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

5" Maple - N 48 deg. E, 18.99'                               

10" Aspen - S 05 deg. E, 11.95'                             

10" Aspen - N 35 deg. W, 30.42'  

285821

26 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Tamarack – S 01 deg. W, 12.5'                               

17” Tamarack – N 13 deg. E, 13.9'                       

GLO  Bk 

3 P. 35

26 45-22 NE
orig. cor. still there - new ties set by 

Fred Heuer,  Deputy County Surveyor
1913

6" Balsam - N 45 deg. W, 17.2'                            

18" Ash - S 45 deg. W, 27.7'                      

Book 1, 

Page 151

26 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – N 60 deg. W, 13.2'                               

18” Ash – S 71 deg. W, 13.9'                                   

8” Ash – S 18 deg. E, 12.5'                              

6” Maple – N 52 deg. E, 15.2'

GLO  Bk 

3 P. 24
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26 45-22 NW

1" iron pin set in field at c/l roads to 

the N and E and fence line to the S by 

T. Betley

1994

Power Pole - S 76 deg. E, 160.20'                        

old FP - S 00 deg. E, 18.64'                                

Gate post - N 72 deg. W, 15.62'     

285822

26 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Pine – S 65 deg. EW, 9.2'                               

8” Pine – N 20 deg. E, 25.1'                                   

7” Tamarack – N 46 deg. W, 24.4'                              

12” Birch – S 28 deg. W, 15.8'

GLO  Bk 

3 P. 34

26 45-22 S 1/4
1/2" capped rebar set approx. 5' N of 

c/l E-W road by T. Betley
1994

6" Aspen - S 29 deg. E, 19.49'                               

6" Aspen - S 24 deg. W, 21.45'                           

6" Aspen - S 35 deg. W, 20.60'  

285823

26 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 26 deg. E, 11.2'                               

4” Fir – N 47 deg. E, 19.8'                       

GLO  Bk 

3 P. 33

26 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Ash – N 30 deg. E, 2.6'                               

6” Ash – N 16 deg. W, 16.5'                                   

8” Elm – S 11 deg. E, 19.8'                              

6” Fir – S 71 deg. W, 19.8'

GLO  Bk 

3 P. 22

26 45-22 SW
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

12" Aspen - S 12 deg. W, 32.05'                            

5" Maple - S 40 deg. W, 32.15'       
285824

26 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 43 deg. W, 42.9'                               

No other trees near to use for ties              

GLO  Bk 

3 P. 32

26 45-22 W 1/4 1/2" capped rebar set T. Betley 1994

6" Aspen - S 36 deg. W, 27.05'                             

14" Aspen - S 46 deg. W, 27.05'                          

8" Aspen - S 75 deg. W, 24.63'              

285820

26 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Ash – N 76 deg. W, 5.3'                               

10” Elm – S 70 deg. E, 7.3'                       

GLO  Bk 

3 P. 34

26 45-22
Road Survey on N line of Section by 

Fred Heuer, Deputy County Surveyor 
1913

on N line of Section E to RR                                   

Distance and Mag. Var. shown 

Book 1, 

Page 151

27 45-22 E 1/4 1/2" capped rebar set T. Betley 1994

6" Aspen - S 36 deg. W, 27.05'                              

14" Aspen - S 46 deg. W, 27.05'                            

8" Aspen - S 75 deg. W, 24.63'  

285820

27 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Ash – N 76 deg. W, 5.3'                               

10” Elm – S 70 deg. E, 7.3'                       

GLO  Bk 

3 P. 34

27 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 70 deg. E, 19.1'                               

20” Ash – N 38 deg. W, 24.4'                       

GLO  Bk 

3 P. 46

27 45-22 NE

1" iron pin set in field at c/l roads to 

the N and E and fence line to the S by 

T. Betley

1994

Power Pole - S 76 deg. E, 160.20'                       

old FP - S 00 deg. E, 18.64'                                

Gate post - N 72 deg. W, 15.62'  

285822

27 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Pine – S 65 deg. EW, 9.2'                               

8” Pine – N 20 deg. E, 25.1'                                   

7” Tamarack – N 46 deg. W, 24.4'                              

12” Birch – S 28 deg. W, 15.8'

GLO  Bk 

3 P. 34

27 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Pine – N 16 deg. W, 25.7'                               

6” Birch – S 29 deg. W, 14.5'                                   

6” Tamarack – N 14 deg. E, 11.9'                              

7” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

3 P. 45

27 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 21 deg. E, 4.0'                               

6” Tamarack – S 73 deg. E, 7.9'                       

GLO  Bk 

3 P. 44

27 45-22 SE
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

12" Aspen - S 12 deg. W, 32.05'                            

5" Maple - S 40 deg. W, 32.15'  
285824

27 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 43 deg. W, 42.9'                               

No other trees near to use for ties              

GLO  Bk 

3 P. 32

27 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Birch – S 52 deg. E, 23.1'                               

16” Birch – N 60 deg. E, 19.8'                                   

14” Tamarack – N 28 deg. W, 29.7'                              

20” Birch – S 57 deg. W, 37.0'

GLO  Bk 

3 P. 43

27 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 66 deg. W, 13.9'                               

4” Tamarack – S 09 deg. E, 14.5'                       

GLO  Bk 

3 P. 45

28 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 66 deg. W, 13.9'                               

4” Tamarack – S 09 deg. E, 14.5'                       

GLO  Bk 

3 P. 45

28 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 53 deg. W, 2.6'                               

6” Tamarack – N 21 deg. E, 14.5'                       

GLO  Bk 

3 P. 57
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28 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Pine – N 16 deg. W, 25.7'                               

6” Birch – S 29 deg. W, 14.5'                                   

6” Tamarack – N 14 deg. E, 11.9'                              

7” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

3 P. 45

28 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 58 deg. E, 13.2'                               

7” Tamarack – S 23 deg. W, 8.6'                                   

9” Tamarack – N 48 deg. W, 10.6'                              

9” Tamarack – S 60 deg. E, 22.4'

GLO  Bk 

3 P. 56

28 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 30 deg. W, 13.2'                               

5” Tamarack – N 83 deg. W, 13.2'                       

GLO  Bk 

3 P. 55

28 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Birch – S 52 deg. E, 23.1'                               

16” Birch – N 60 deg. E, 19.8'                                   

14” Tamarack – N 28 deg. W, 29.7'                              

20” Birch – S 57 deg. W, 37.0'

GLO  Bk 

3 P. 43

28 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 63 deg. E, 19.8'                               

8” Aspen – S 41 deg. W, 19.8'                                   

8” Fir – N 74 deg. W, 13.2'                              

5” Elm – S 50 deg. E, 10.6'

GLO  Bk 

3 P. 54

28 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Oak – S 64 deg. E, 19.8'                               

10” Maple – N 64 deg. W, 6.6'                       

GLO  Bk 

3 P. 56

29 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Oak – S 64 deg. E, 19.8'                               

10” Maple – N 64 deg. W, 6.6'                       

GLO  Bk 

3 P. 56

29 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 71 deg. W, 2.0'                               

5” Tamarack – N 32 deg. W, 10.6'                       

GLO  Bk 

3 P. 68

29 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 58 deg. E, 13.2'                               

7” Tamarack – S 23 deg. W, 8.6'                                   

9” Tamarack – N 48 deg. W, 10.6'                              

9” Tamarack – S 60 deg. E, 22.4'

GLO  Bk 

3 P. 56

29 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 52 deg. W, 11.2'                               

5” Tamarack – N 34 deg. W, 11.9'                                   

6” Tamarack – N 25 deg. E, 12.5'                              

5” Tamarack – S 06 deg. E, 4.6'

GLO  Bk 

3 P. 67

29 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 33 deg. W, 9.2'                               

8” Tamarack – S 76 deg. W, 16.5'                       

GLO  Bk 

3 P. 65

29 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 63 deg. E, 19.8'                               

8” Aspen – S 41 deg. W, 19.8'                                   

8” Fir – N 74 deg. W, 13.2'                              

5” Elm – S 50 deg. E, 10.6'

GLO  Bk 

3 P. 54

29 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 35 deg. W, 9.2'                               

9” Tamarack – S 65 deg. E, 29.0'                                   

3” Tamarack – N 68 deg. E, 27.7'                              

5” Tamarack – S 09 deg. W, 16.5'

GLO  Bk 

3 P. 64

29 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Maple – N 90 deg. E, 1.3'                               

10” Aspen – S 22 deg. W, 21.8'                       

GLO  Bk 

3 P. 67

30 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Maple – N 90 deg. E, 1.3'                               

10” Aspen – S 22 deg. W, 21.8'                       

GLO  Bk 

3 P. 67

30 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 22 deg. E, 9.2'                               

5” Tamarack – N 63 deg. W, 7.9'                       

GLO  Bk 

3 P. 69

30 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 52 deg. W, 11.2'                               

5” Tamarack – N 34 deg. W, 11.9'                                   

6” Tamarack – N 25 deg. E, 12.5'                              

5” Tamarack – S 06 deg. E, 4.6'

GLO  Bk 

3 P. 67

30 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 56 deg. W, 23.1'                               

9” Tamarack – S 53 deg. W, 7.9'                       

6” Tamarack – S 72 deg. E, 11.9'                              

6” Tamarack – N 11 deg. E, 24.4'

GLO  Bk 

3 P. 10

30 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Fir – S 10 deg. E, 37.0'                               

14” Aspen – N 59 deg. W, 29.7'                       

GLO  Bk 

3 P. 66

30 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 35 deg. W, 9.2'                               

9” Tamarack – S 65 deg. E, 29.0'                                   

3” Tamarack – N 68 deg. E, 27.7'                              

5” Tamarack – S 09 deg. W, 16.5'

GLO  Bk 

3 P. 64

30 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 35 deg. W, 11.9'                               

6” Tamarack – S 40 deg. W, 9.9'                       

10” Tamarack – S 39 deg. E, 15.8'                              

6” Tamarack – N 18 deg. E, 16.5'

GLO  Bk 

3 P. 9
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30 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Elm – S 87 deg. W, 13.2'                               

10” Linden – S 75 deg. E, 24.4'                       

GLO  Bk 

3 P. 9

31 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 14 deg. E, 8.6'                               

7” Tamarack – N 61 deg. W, 23.8'                       

GLO  Bk 

3 P. 64

31 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Fir – S 10 deg. E, 37.0'                               

14” Aspen – N 59 deg. W, 29.7'                       

GLO  Bk 

3 P. 66

31 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 35 deg. W, 9.2'                               

9” Tamarack – S 65 deg. E, 29.0'                                   

3” Tamarack – N 68 deg. E, 27.7'                              

5” Tamarack – S 09 deg. W, 16.5'

GLO  Bk 

3 P. 64

31 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 35 deg. W, 11.9'                               

6” Tamarack – S 40 deg. W, 9.9'                       

10” Tamarack – S 39 deg. E, 15.8'                              

6” Tamarack – N 18 deg. E, 16.5'

GLO  Bk 

3 P. 9

31 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack – N 86 deg. W, 3.3'                               

3” Tamarack – S 28 deg. W, 2.0'                       

GLO  Bk 

3 P. 30

31 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Tamarack – N 70 deg. E, 13.2'                               

8” Tamarack – N 37 deg. W, 23.8'                       

6” Tamarack – S 35 deg. W, 23.8'                              

12” Tamarack – S 43 deg. E, 16.5'

GLO  Bk 

3 P. 29

31 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” White Birch – N 52 deg. W, 23.8'                               

14” White Birch – N 41 deg. E, 32.3'                           

8” Linden – S 37 deg. W, 19.1'                              

14” Black Oak – S 70 deg. E, 39.6'

GLO  Bk 

3 P. 23

31 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – N 45 deg. E, 9.9'                               

12” Spruce – S 80 deg. E, 3.3'                       

GLO  Bk 

3 P. 8

32 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 11 deg. W, 14.5'                               

12” Birch – S 45 deg. E, 23.1'                       

GLO  Bk 

3 P. 54

32 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 33 deg. W, 9.2'                               

8” Tamarack – S 76 deg. W, 16.5'                       

GLO  Bk 

3 P. 65

32 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 63 deg. E, 19.8'                               

8” Aspen – S 41 deg. W, 19.8'                                   

8” Fir – N 74 deg. W, 13.2'                              

5” Elm – S 50 deg. E, 10.6'

GLO  Bk 

3 P. 54

32 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 35 deg. W, 9.2'                               

9” Tamarack – S 65 deg. E, 29.0'                                   

3” Tamarack – N 68 deg. E, 27.7'                              

5” Tamarack – S 09 deg. W, 16.5'

GLO  Bk 

3 P. 64

32 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – N 46 deg. W, 2.6'                               

12” Aspen – N 78 deg. E, 12.5'                       

GLO  Bk 

3 P. 29

32 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

9” Tamarack – N 43 deg. W, 25.7'                               

7” Black Ash – S 50 deg. W, 2.6'                       

8” Black Ash – S 75 deg. E, 16.5'                              

12” Tamarack – N 80 deg. E, 20.5'

GLO  Bk 

3 P. 28

32 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Tamarack – N 70 deg. E, 13.2'                               

8” Tamarack – N 37 deg. W, 23.8'                       

6” Tamarack – S 35 deg. W, 23.8'                              

12” Tamarack – S 43 deg. E, 16.5'

GLO  Bk 

3 P. 29

32 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 14 deg. E, 8.6'                               

7” Tamarack – N 61 deg. W, 23.8'                       

GLO  Bk 

3 P. 64

33 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Linden – N 31 deg. W, 16.5'                               

8” Maple – N 53 deg. E, 19.8'                       

GLO  Bk 

3 P. 43

33 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 30 deg. W, 13.2'                               

5” Tamarack – N 83 deg. W, 13.2'                       

GLO  Bk 

3 P. 55

33 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Birch – S 52 deg. E, 23.1'                               

16” Birch – N 60 deg. E, 19.8'                                   

14” Tamarack – N 28 deg. W, 29.7'                              

20” Birch – S 57 deg. W, 37.0'

GLO  Bk 

3 P. 43

33 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – N 63 deg. E, 19.8'                               

8” Aspen – S 41 deg. W, 19.8'                                   

8” Fir – N 74 deg. W, 13.2'                              

5” Elm – S 50 deg. E, 10.6'

GLO  Bk 

3 P. 54
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33 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Aspen – N 15 deg. E, 19.8'                               

10” Tamarack – S 74 deg. E, 8.6'                       

GLO  Bk 

3 P. 28

33 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

20” Yellow Birch – N 55 deg. E, 19.8'                               

10” Elm – N 30 deg. W, 16.5'                                  

8" Elm – S 64 deg. W, 9.9'                              

8” White Birch – S 40 deg. E, 33.0'

GLO  Bk 

3 P. 27

33 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

9” Tamarack – N 43 deg. W, 25.7'                               

7” Black Ash – S 50 deg. W, 2.6'                       

8” Black Ash – S 75 deg. E, 16.5'                              

12” Tamarack – N 80 deg. E, 20.5'

GLO  Bk 

3 P. 28

33 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 11 deg. W, 14.5'                               

12” Birch – S 45 deg. E, 23.1'                       

GLO  Bk 

3 P. 54

34 45-22  
Subdivision of Section 34 by E.W. 

Kelly, Deputy County Surveyor 
1903

found and set posts on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 24

34 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Linden – N 78 deg. W, 6.6'                               

8” Elm – N 28 deg. E, 12.5'                       

GLO  Bk 

3 P. 32

34 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 21 deg. E, 4.0'                               

6” Tamarack – S 73 deg. E, 7.9'                       

GLO  Bk 

3 P. 44

34 45-22 NE
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

12" Aspen - S 12 deg. W, 32.05'                             

5" Maple - S 40 deg. W, 32.15'   
285824

34 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 43 deg. W, 42.9'                               

No other trees near to use for ties              

GLO  Bk 

3 P. 32

34 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

16” Birch – S 52 deg. E, 23.1'                               

16” Birch – N 60 deg. E, 19.8'                                   

14” Tamarack – N 28 deg. W, 29.7'                              

20” Birch – S 57 deg. W, 37.0'

GLO  Bk 

3 P. 43

34 45-22 S 1/4
new tie set for S 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903 14" W. Birch - S 06 deg. W, 40.3'                                                                                         

Book 1, 

Page 24

34 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Birch – N 60 deg. E, 13.2'                               

10” Linden – N 25 deg. W, 9.9'                       

GLO  Bk 

3 P. 27

34 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 65 deg. E, 6.6'                               

10” Tamarack – N 44 deg. W, 24.4'                       

6” Tamarack – S 47 deg. W, 12.5'                              

6” Tamarack – S 55 deg. E, 1.3'

GLO  Bk 

3 P. 26

34 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

20” Yellow Birch – N 55 deg. E, 19.8'                               

10” Elm – N 30 deg. W, 16.5'                                  

8" Elm – S 64 deg. W, 9.9'                              

8” White Birch – S 40 deg. E, 33.0'

GLO  Bk 

3 P. 27

34 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Linden – N 31 deg. W, 16.5'                               

8” Maple – N 53 deg. E, 19.8'                       

GLO  Bk 

3 P. 43

35 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 78 deg. W, 10.6'                               

15” Tamarack – S 41 deg. E, 13.2'                       

GLO  Bk 

3 P. 22

35 45-22 N 1/4
1/2" capped rebar set approx. 5' N of 

c/l E-W road by T. Betley
1994

6" Aspen - S 29 deg. E, 19.49'                             

6" Aspen - S 24 deg. W, 21.45'                             

6" Aspen - S 35 deg. W, 20.60' 

285823

35 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 26 deg. E, 11.2'                               

4” Fir – N 47 deg. E, 19.8'                       

GLO  Bk 

3 P. 33

35 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Ash – N 30 deg. E, 2.6'                               

6” Ash – N 16 deg. W, 16.5'                                   

8” Elm – S 11 deg. E, 19.8'                              

6” Fir – S 71 deg. W, 19.8'

GLO  Bk 

3 P. 22

35 45-22 NW
1" iron pin set in c/l E-W road at fence 

line to the N by T. Betley
1994

12" Aspen - S 12 deg. W, 32.05'                          

5" Maple - S 40 deg. W, 32.15'     
285824

35 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 43 deg. W, 42.9'                               

No other trees near to use for ties              

GLO  Bk 

3 P. 32

35 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

11” Aspen – N 45 deg. E, 17.8'                               

8” Maple – N 35 deg. W, 2.0'                                  

7" White Birch – S 20 deg. W, 16.5'                              

6” White Birch – S 70 deg. E, 16.5'

GLO  Bk 

3 P. 24

35 45-22 SW
Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Tamarack – N 65 deg. E, 6.6'                               

10” Tamarack – N 44 deg. W, 24.4'                       

6” Tamarack – S 47 deg. W, 12.5'                              

GLO  Bk 

3 P. 26

35 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Linden – N 78 deg. W, 6.6'                               

8” Elm – N 28 deg. E, 12.5'                       

GLO  Bk 

3 P. 32
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35 45-22
School lot Survey in NW ¼ of Section 

by H. D Keath, County Surveyor 
1915

5 acres in NW1/4-NW1/4 of Section                      

Distance and Mag. Var. shown 

Book 1, 

Page 216

36 45-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 65 deg. W, 2.6'                               

10” Tamarack – N 88 deg. E, 4.6'                       

GLO  Bk 

3 P. 1

36 45-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Fir – N 50 deg. W, 10.6'                               

6” Fir – S 43 deg. E, 9.2'                       

GLO  Bk 

3 P. 23

36 45-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – S 38 deg. E, 28.4'                               

13” Elm – N 23 deg. E, 11.2'                                  

12" White Pine – N 45 deg. W, 12.5'                              

11” Fir – S 46 deg. W, 16.5'

GLO  Bk 

3 P. 2

36 45-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Ash – N 30 deg. E, 2.6'                               

6” Ash – N 16 deg. W, 16.5'                                   

8” Elm – S 11 deg. E, 19.8'                              

6” Fir – S 71 deg. W, 19.8'

GLO  Bk 

3 P. 22

36 45-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7” Black Ash – N 43 deg. W, 8.6'                               

10” White Birch – S 47 deg. W, 2.6'                       

GLO  Bk 

3 P. 24

36 45-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Rufus Cook, U.S. Deputy Surveyor

1863

15” Black Ash – N 70 deg. W, 2.0'                               

12” Fir – S 32 deg. W, 3.3'                                    

7” Fir – S 81 deg. E, 31.7'                              

18” Black Ash – N 33 deg. E, 38.3'

GLO  Bk 

3 P. 7

36 45-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

11” Aspen – N 45 deg. E, 17.8'                               

8” Maple – N 35 deg. W, 2.0'                                  

7" White Birch – S 20 deg. W, 16.5'                              

6” White Birch – S 70 deg. E, 16.5'

GLO  Bk 

3 P. 24

36 45-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 78 deg. W, 10.6'                               

15” Tamarack – S 41 deg. E, 13.2'                       

GLO  Bk 

3 P. 22

1 45-23 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 87 deg. W, 19.8'                               

4” Aspen – N 90 deg. E, 2.0'                       

GLO  Bk 

3 P. 14

1 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4" Spruce - N 40 deg. E, 16.5'                                          

3" Tamarack - S 35 deg. W, 26.4' 

GLO BK 

5 P 11

1 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – N 57 deg. E, 30.4'                               

12” White Birch – N 21 deg. W, 37.0'                       

11” White Birch – S 68 deg. W, 18.5'                              

10” Balm of Giliad – S 49 deg. E, 16.5'

GLO  Bk 

3 P. 14

1 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 84 deg. E, 39.6'                                    

6" Tamarack - N 48 deg. W, 82.5'                                         

4" Tamarack - S 58 deg. W, 36.3'                                  

3" Spruce - S 35 deg. E, 85.8' 

GLO BK 

5 P 11

1 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Pine - N 57 deg. E, 4.6'                                          

10" Birch - S 08 deg. W, 24.4' 

GLO BK 

5 P 23

1 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 70 deg. E, 6.6'                               

8” Tamarack – N 31 deg. E, 13.9'                       

12” Tamarack – N 44 deg. W, 24.4'                              

9” Tamarack – S 56 deg. W, 31.0'

GLO  Bk 

3 P. 13

1 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Pine – S 26 deg. W, 2.6'                               

18” Pine – S 37 deg. E, 28.4'                                   

24 Pine – N 65 deg. W, 10.6'                              

7" Fir – N 54 deg. E, 21.8'

GLO  Bk 

5 P. 22

1 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - N 49 deg. W, 5.3'                                          

5" Tamarack - N 58 deg. E, 17.2' 

GLO BK 

5 P 24

2 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - N 49 deg. W, 5.3'                                          

5" Tamarack - N 58 deg. E, 17.2' 

GLO BK 

5 P 24

2 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7" Ash - N 50 deg. E, 9.2'                                          

8" Ash - S 15 deg. W, 4.6' 

GLO BK 

5 P 10

2 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 84 deg. E, 39.6'                                    

6" Tamarack - N 48 deg. W, 82.5'                                         

4" Tamarack - S 58 deg. W, 36.3'                                  

3" Spruce - S 35 deg. E, 85.8' 

GLO BK 

5 P 11

2 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

7" Tamarack - N 30 deg. E, 18.5'                                    

5" Tamarack - N 32 deg. W, 13.2'                                         

7" Tamarack - S 48 deg. W, 7.9'                                  

6" Tamarack - S 56 deg. E, 9.9' 

GLO BK 

5 P 10
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2 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - N 77 deg. E, 48.2'                                          

10" Tamarack - S 74 deg. W, 17.2' 

GLO BK 

5 P 34

2 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Pine – S 26 deg. W, 2.6'                               

18” Pine – S 37 deg. E, 28.4'                                   

24 Pine – N 65 deg. W, 10.6'                              

7" Fir – N 54 deg. E, 21.8'

GLO  Bk 

5 P. 22

2 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 83 deg. E, 4.6'                                    

4" Tamarack - N 34 deg. E, 11.2'                                         

3" Tamarack - S 42 deg. W, 5.3'                                  

3" Tamarack - N 25 deg. W, 11.9' 

GLO BK 

5 P 33

2 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Pine - N 62 deg. E, 9.9'                                          

4" Tamarack - S 57 deg. W, 31.7' 

GLO BK 

5 P 35

3 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Pine - N 62 deg. E, 9.9'                                          

4" Tamarack - S 57 deg. W, 31.7' 

GLO BK 

5 P 35

3 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5" Tamarack - N 40 deg. E, 49.5'                                          

64" Tamarack - N 15 deg. W, 6.6' 

GLO BK 

5 P 9

3 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5" Tamarack - N 40 deg. E, 49.5'                                          

6" Tamarack - N 60 deg. W, 23.1' 

GLO BK 

5 P 10

3 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

7" Tamarack - N 30 deg. E, 18.5'                                    

5" Tamarack - N 32 deg. W, 13.2'                                         

7" Tamarack - S 48 deg. W, 7.9'                                  

6" Tamarack - S 56 deg. E, 9.9' 

GLO BK 

5 P 10

3 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 35 deg. E, 13.2'                                    

5" Tamarack - N 65 deg. W, 8.6'                                         

6" Tamarack - S 83 deg. W, 6.6'                                  

5" Tamarack - S 41 deg. E, 9.9' 

GLO BK 

5 P 9

3 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 34 deg. E, 37.6'                                          

4" Tamarack - S 80 deg. W, 39.6' 

GLO BK 

5 P 44

3 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 83 deg. E, 4.6'                                    

4" Tamarack - N 34 deg. E, 11.2'                                         

3" Tamarack - S 42 deg. W, 5.3'                                  

3" Tamarack - N 25 deg. W, 11.9' 

GLO BK 

5 P 33

3 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Tamarack - S 60 deg. E, 18.5'                                    

6" Tamarack - N 56 deg. E, 19.8'                                         

5" Tamarack - S 54 deg. W, 29.0'                                  

4" Tamarack - N 53 deg. W, 8.6' 

GLO BK 

5 P 43

3 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 54 deg. W, 33.6'                                          

6" Tamarack - N 45 deg. E, 6.6' 

GLO BK 

5 P 44

4 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 54 deg. W, 33.6'                                          

6" Tamarack - N 45 deg. E, 6.6' 

GLO BK 

5 P 44

4 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4" Tamarack - S 50 deg. E, 13.2'                                          

4" Tamarack - N 15 deg. W, 6.6' 

GLO BK 

5 P 9

4 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 35 deg. E, 13.2'                                    

5" Tamarack - N 65 deg. W, 8.6'                                         

6" Tamarack - S 83 deg. W, 6.6'                                  

5" Tamarack - S 41 deg. E, 9.9' 

GLO BK 

5 P 9

4 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. E, 36.3'                                    

3" Tamarack - N 33 deg. W, 6.6'                                         

3" Tamarack - S 48 deg. W, 23.1'                                  

5" Tamarack - S 12 deg. E, 26.4' 

GLO BK 

5 P 8

4 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 17 deg. W, 2.6'                                          

8" Tamarack - N 60 deg. E, 7.9' 

GLO BK 

5 P 54

4 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Tamarack - S 60 deg. E, 18.5'                                    

6" Tamarack - N 56 deg. E, 19.8'                                         

5" Tamarack - S 54 deg. W, 29.0'                                  

4" Tamarack - N 53 deg. W, 8.6' 

GLO BK 

5 P 43

4 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 65 deg. E, 11.9'                                    

5" Tamarack - N 55 deg. W, 6.6'                                         

7" Tamarack - S 62 deg. E, 15.2'                                  

7" Tamarack - S 58 deg. W, 17.2' 

GLO BK 

5 P 53

4 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 85 deg. E, 11.9'                                          

8" Tamarack - S 23 deg. W, 11.9' 

GLO BK 

5 P 54
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5 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 85 deg. E, 11.9'                                          

8" Tamarack - S 23 deg. W, 11.9' 

GLO BK 

5 P 54

5 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Tamarack - S 10 deg. E, 6.6'                                          

6" Tamarack - N 16 deg. W, 49.5' 

GLO BK 

5 P 8

5 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. E, 36.3'                                    

3" Tamarack - N 33 deg. W, 6.6'                                         

3" Tamarack - S 48 deg. W, 23.1'                                  

5" Tamarack - S 12 deg. E, 26.4' 

GLO BK 

5 P 8

5 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Aspen - N 55 deg. E, 31.7'                                    

12" Spruce - N 40 deg. W, 25.1'                                         

8" Fir - S 62 deg. W, 36.3'                                  

8" Spruce - S 35 deg. E, 97.0' 

GLO BK 

5 P 8

5 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 04 deg. W, 9.9'                                          

10" Tamarack - S 37 deg. W, 23.8' 

GLO BK 

5 P 66

5 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 65 deg. E, 11.9'                                    

5" Tamarack - N 55 deg. W, 6.6'                                         

7" Tamarack - S 62 deg. E, 15.2'                                  

7" Tamarack - S 58 deg. W, 17.2' 

GLO BK 

5 P 53

5 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 11 deg. E, 10.6'                                    

10" Tamarack - S 19 deg. W, 13.9'                                         

12" Tamarack - N 25 deg. W, 43.6'                                  

8" Tamarack - N 79 deg. E, 40.9' 

GLO BK 

5 P 65

5 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 82 deg. W, 7.3'                                          

3" Tamarack - S 65 deg. E, 4.6' 

GLO BK 

5 P 656

6 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 82 deg. W, 7.3'                                          

3" Tamarack - S 65 deg. E, 4.6' 

GLO BK 

5 P 656

6 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1856
4" Tamarack - N 25 deg. E, 100.3'                                          

6" Tamarack - S 85 deg. W, 26.4' 

GLO BK 

5 P 7

6 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Aspen - N 55 deg. E, 31.7'                                    

12" Spruce - N 40 deg. W, 25.1'                                         

8" Fir - S 62 deg. W, 36.3'                                  

8" Spruce - S 35 deg. E, 97.0' 

GLO BK 

5 P 8

6 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 50 deg. W, 11.2'                                    

7" Birch - S 53 deg. W, 11.9'                                         

12" Aspen - S 41 deg. E, 18.5'                                  

(?") Birch - N 65 deg. E, 4.6' 

GLO BK 

5 P 6

6 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 29 deg. W, 8.6'                                          

5" Tamarack - N 83 deg. E, 47.5' 

GLO BK 

5 P 656

6 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 11 deg. E, 10.6'                                    

10" Tamarack - S 19 deg. W, 13.9'                                         

12" Tamarack - N 25 deg. W, 43.6'                                  

8" Tamarack - N 79 deg. E, 40.9' 

GLO BK 

5 P 65

6 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

5" Tamarack - N 66 deg. W, 20.5'                                    

5" Tamarack - S 03 deg. W, 31.7'                                         

6" Tamarack - S 46 deg. E, 4.6'                                  

5" Tamarack - N 45 deg. E, 9.2' 

GLO BK 

5 P 5

6 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
9" Tamarack - S 15 deg. W, 4.6'                                          

5" Tamarack - S 39 deg. E, 6.6' 

GLO BK 

5 P 6

7 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 27 deg. W, 19.8'                                          

7" Tamarack - S 63 deg. E, 17.2' 

GLO BK 

5 P 65

7 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 29 deg. W, 8.6'                                          

5" Tamarack - N 83 deg. E, 47.5' 

GLO BK 

5 P 656

7 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 11 deg. E, 10.6'                                    

10" Tamarack - S 19 deg. W, 13.9'                                         

12" Tamarack - N 25 deg. W, 43.6'                                  

8" Tamarack - N 79 deg. E, 40.9' 

GLO BK 

5 P 65

7 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

5" Tamarack - N 66 deg. W, 20.5'                                    

5" Tamarack - S 03 deg. W, 31.7'                                         

6" Tamarack - S 46 deg. E, 4.6'                                  

5" Tamarack - N 45 deg. E, 9.2' 

GLO BK 

5 P 5

7 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Black Ash - S 57 deg. E, 5.9'                                          

8" Black Ash - N 45 deg. W, 1.3' 

GLO BK 

5 P 64
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7 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 24 deg. E, 5.9'                                    

5" Tamarack - S 15 deg. W, 29.7'                                         

4" Tamarack - N 29 deg. W, 58.7'                                  

No other trees near to use as ties

GLO BK 

5 P 63

7 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

6" Balsam - N 35 deg. W, 2.6'                                    

6" Balsam - S 48 deg. W, 11.2'                                         

12" Balsam - S 14 deg. W, 9.2'                                  

7" Birch - N 51 deg. E, 15.2' 

GLO BK 

5 P 4

7 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Tamarack - N 61 deg. W, 11.9'                                          

5" Tamarack - S 48 deg. E, 19.8' 

GLO BK 

5 P 5

8 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 63 deg. E, 7.9'                                          

4" Tamarack - N 34 deg. W, 13.2' 

GLO BK 

5 P 53

8 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 04 deg. W, 9.9'                                          

10" Tamarack - S 37 deg. W, 23.8' 

GLO BK 

5 P 66

8 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 65 deg. E, 11.9'                                    

5" Tamarack - N 55 deg. W, 6.6'                                         

7" Tamarack - S 62 deg. E, 15.2'                                  

7" Tamarack - S 58 deg. W, 17.2' 

GLO BK 

5 P 53

8 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 11 deg. E, 10.6'                                    

10" Tamarack - S 19 deg. W, 13.9'                                         

12" Tamarack - N 25 deg. W, 43.6'                                  

8" Tamarack - N 79 deg. E, 40.9' 

GLO BK 

5 P 65

8 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 79 deg. W, 23.8'                                          

5" Tamarack - N 27 deg. E, 17.8' 

GLO BK 

5 P 64

8 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 15 deg. W, 33.0'                                    

10" Tamarack - N 65 deg. E, 14.5'                                         

8" Fir - N 03 deg. W, 19.8'                                  

7" Tamarack - S 41 deg. E, 49.5' 

GLO BK 

5 P 51

8 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 24 deg. E, 5.9'                                    

5" Tamarack - S 15 deg. W, 29.7'                                         

4" Tamarack - N 29 deg. W, 58.7'                                  

No other trees near to use as ties

GLO BK 

5 P 63

8 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Tamarack - S 27 deg. W, 19.8'                                          

7" Tamarack - S 63 deg. E, 17.2' 

GLO BK 

5 P 65

9 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 74 deg. E, 73.3'                                          

5" Tamarack - N 83 deg. W, 66.0' 

GLO BK 

5 P 43

9 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 17 deg. W, 2.6'                                          

8" Tamarack - N 60 deg. E, 7.9' 

GLO BK 

5 P 54

9 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Tamarack - S 60 deg. E, 18.5'                                    

6" Tamarack - N 56 deg. E, 19.8'                                         

5" Tamarack - S 54 deg. W, 29.0'                                  

4" Tamarack - N 53 deg. W, 8.6' 

GLO BK 

5 P 43

9 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - N 65 deg. E, 11.9'                                    

5" Tamarack - N 55 deg. W, 6.6'                                         

7" Tamarack - S 62 deg. E, 15.2'                                  

7" Tamarack - S 58 deg. W, 17.2' 

GLO BK 

5 P 53

9 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Dead Tamarack - N 49 deg. W, 16.5'                                          

5" Dead Tamarack - S 22 deg. W, 10.6' 

GLO BK 

5 P 52

9 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 71 deg. W, 9.2'                                    

7" Tamarack - S 85 deg. E, 15.8'                                         

8" Tamarack - N 35 deg. E, 44.2'                                  

7" Tamarack - S 08 deg. W, 16.5' 

GLO BK 

5 P 42

9 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 15 deg. W, 33.0'                                    

10" Tamarack - N 65 deg. E, 14.5'                                         

8" Fir - N 03 deg. W, 19.8'                                  

7" Tamarack - S 41 deg. E, 49.5' 

GLO BK 

5 P 51

9 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 63 deg. E, 7.9'                                          

4" Tamarack - N 34 deg. W, 13.2' 

GLO BK 

5 P 53

10 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 35 deg. W, 18.5'                                          

9" Tamarack - S 23 deg. E, 25.7' 

GLO BK 

5 P 33

10 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 34 deg. E, 37.6'                                          

4" Tamarack - S 80 deg. W, 39.6' 

GLO BK 

5 P 44
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10 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 83 deg. E, 4.6'                                    

4" Tamarack - N 34 deg. E, 11.2'                                         

3" Tamarack - S 42 deg. W, 5.3'                                  

3" Tamarack - N 25 deg. W, 11.9' 

GLO BK 

5 P 33

10 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6" Tamarack - S 60 deg. E, 18.5'                                    

6" Tamarack - N 56 deg. E, 19.8'                                         

5" Tamarack - S 54 deg. W, 29.0'                                  

4" Tamarack - N 53 deg. W, 8.6' 

GLO BK 

5 P 43

10 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 22 deg. W, 51.5'                                          

8" Tamarack - N 23 deg. W, 41.6' 

GLO BK 

5 P 42

10 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3" Tamarack - S 79 deg. W, 4.0'                                    

7" Tamarack - S 27 deg. E, 31.0'                                         

7" Tamarack - N 68 deg. E, 33.7'                                  

6" Tamarack - N 42 deg. W, 23.1' 

GLO BK 

5 P 31

10 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 71 deg. W, 9.2'                                    

7" Tamarack - S 85 deg. E, 15.8'                                         

8" Tamarack - N 35 deg. E, 44.2'                                  

7" Tamarack - S 08 deg. W, 16.5' 

GLO BK 

5 P 42

10 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 74 deg. E, 73.3'                                          

5" Tamarack - N 83 deg. W, 66.0' 

GLO BK 

5 P 43

11 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 28 deg. W, 26.4'                                          

3" Tamarack - S 35 deg. E, 25.7' 

GLO BK 

5 P 22

11 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - N 77 deg. E, 48.2'                                          

10" Tamarack - S 74 deg. W, 17.2' 

GLO BK 

5 P 34

11 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Pine – S 26 deg. W, 2.6'                               

18” Pine – S 37 deg. E, 28.4'                                   

24 Pine – N 65 deg. W, 10.6'                              

7" Fir – N 54 deg. E, 21.8'

GLO  Bk 

5 P. 22

11 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 83 deg. E, 4.6'                                    

4" Tamarack - N 34 deg. E, 11.2'                                         

3" Tamarack - S 42 deg. W, 5.3'                                  

3" Tamarack - N 25 deg. W, 11.9' 

GLO BK 

5 P 33

11 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 24 deg. E, 24.4'                                          

5" Fir - S 46 deg. W, 30.4' 

GLO BK 

5 P 32

11 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Elm - S 19 deg. E, 6.6'                                    

11" Elm - N 05 deg. E, 10.6'                                         

12" Birch - S 11 deg. W, 21.8'                                  

6" Fir - N 61 deg. W, 16.5' 

GLO BK 

5 P 20

11 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3" Tamarack - S 79 deg. W, 4.0'                                    

7" Tamarack - S 27 deg. E, 31.0'                                         

7" Tamarack - N 68 deg. E, 33.7'                                  

6" Tamarack - N 42 deg. W, 23.1' 

GLO BK 

5 P 31

11 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - N 35 deg. W, 18.5'                                          

9" Tamarack - S 23 deg. E, 25.7' 

GLO BK 

5 P 33

12 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Fir – N 72 deg. W, 19.8'                               

6” Fir – S 63 deg. E, 19.8'                       

GLO  Bk 

3 P. 13

12 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Pine - N 57 deg. E, 4.6'                                          

10" Birch - S 08 deg. W, 24.4' 

GLO BK 

5 P 23

12 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 70 deg. E, 6.6'                               

8” Tamarack – N 31 deg. E, 13.9'                       

12” Tamarack – N 44 deg. W, 24.4'                              

9” Tamarack – S 56 deg. W, 31.0'

GLO  Bk 

3 P. 13

12 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Pine – S 26 deg. W, 2.6'                               

18” Pine – S 37 deg. E, 28.4'                                   

24 Pine – N 65 deg. W, 10.6'                              

7" Fir – N 54 deg. E, 21.8'

GLO  Bk 

5 P. 22

12 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Pine - S 12 deg. W, 42.9'                                          

8" Tamarack - N 15 deg. E, 59.4' 

GLO BK 

5 P 21

12 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 54 deg. W, 6.6'                               

7” Tamarack – N 57 deg. W, 13.2'                       

9” Tamarack – N 65 deg. E, 10.6'                              

8” Tamarack – S 51 deg. E, 17.2'

GLO  Bk 

3 P. 12

12 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Elm - S 19 deg. E, 6.6'                                    

11" Elm - N 05 deg. E, 10.6'                                         

12" Birch - S 11 deg. W, 21.8'                                  

6" Fir - N 61 deg. W, 16.5' 

GLO BK 

5 P 20
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13 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – S 40 deg. W, 11.2'                               

8” Tamarack – N 21 deg. E, 9.9'                       

GLO  Bk 

3 P. 12

13 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Pine - S 12 deg. W, 42.9'                                          

8" Tamarack - N 15 deg. E, 59.4' 

GLO BK 

5 P 21

13 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – S 54 deg. W, 6.6'                               

7” Tamarack – N 57 deg. W, 13.2'                       

9” Tamarack – N 65 deg. E, 10.6'                              

8” Tamarack – S 51 deg. E, 17.2'

GLO  Bk 

3 P. 12

13 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Elm - S 19 deg. E, 6.6'                                    

11" Elm - N 05 deg. E, 10.6'                                         

12" Birch - S 11 deg. W, 21.8'                                  

6" Fir - N 61 deg. W, 16.5' 

GLO BK 

5 P 20

13 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 85 deg. E, 26.4'                                          

8" Fir - N 55 deg. E, 155.1' 

GLO BK 

5 P 19

13 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

18” Aspen – S 11 deg. E, 15.2'                               

12” White Birch – N 33 deg. E, 25.7'                       

12” Black Oak – N 42 deg. W, 26.4'                              

6” Tamarack – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 11

13 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Aspen - N 18 deg. E, 48.2'                                          

10" Maple - N 45 deg. W, 122.1'                    

No other trees near to use for ties

GLO BK 

5 P 18

13 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Fir - S 51 deg. W, 5.9'                                          

3" Fir - N 72 deg. E, 7.3' 

GLO BK 

5 P 20

14 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Fir - S 51 deg. W, 5.9'                                          

3" Fir - N 72 deg. E, 7.3' 

GLO BK 

5 P 20

14 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 24 deg. E, 24.4'                                          

5" Fir - S 46 deg. W, 30.4' 

GLO BK 

5 P 32

14 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9" Elm - S 19 deg. E, 6.6'                                    

11" Elm - N 05 deg. E, 10.6'                                         

12" Birch - S 11 deg. W, 21.8'                                  

6" Fir - N 61 deg. W, 16.5' 

GLO BK 

5 P 20

14 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3" Tamarack - S 79 deg. W, 4.0'                                    

7" Tamarack - S 27 deg. E, 31.0'                                         

7" Tamarack - N 68 deg. E, 33.7'                                  

6" Tamarack - N 42 deg. W, 23.1' 

GLO BK 

5 P 31

14 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - S 03 deg. W, 15.8'                                          

9" Birch - N 58 deg. W, 5.3' 

GLO BK 

5 P 30

14 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Aspen - N 18 deg. E, 48.2'                                          

10" Maple - N 45 deg. W, 122.1'                    

No other trees near to use for ties

GLO BK 

5 P 18

14 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 69 deg. W, 7.9'                                    

3" Tamarack - S 72 deg. E, 2.0'                                         

5" Tamarack - N 72 deg. W, 13.2'                                  

7" Tamarack - N 46 deg. E, 29.0' 

GLO BK 

5 P 29

14 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 41 deg. E, 43.6'                                          

6" Tamarack - N 61 deg. W, 5.3' 

GLO BK 

5 P 31

15 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 41 deg. E, 43.6'                                          

6" Tamarack - N 61 deg. W, 5.3' 

GLO BK 

5 P 31

15 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 22 deg. W, 51.5'                                          

8" Tamarack - N 23 deg. W, 41.6' 

GLO BK 

5 P 42

15 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3" Tamarack - S 79 deg. W, 4.0'                                    

7" Tamarack - S 27 deg. E, 31.0'                                         

7" Tamarack - N 68 deg. E, 33.7'                                  

6" Tamarack - N 42 deg. W, 23.1' 

GLO BK 

5 P 31

15 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 71 deg. W, 9.2'                                    

7" Tamarack - S 85 deg. E, 15.8'                                         

8" Tamarack - N 35 deg. E, 44.2'                                  

7" Tamarack - S 08 deg. W, 16.5' 

GLO BK 

5 P 42

15 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 45 deg. E, 40.3'                                          

8" Tamarack - S 45 deg. W, 39.6' 

GLO BK 

5 P 41

15 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 69 deg. W, 7.9'                                    

3" Tamarack - S 72 deg. E, 2.0'                                         

5" Tamarack - N 72 deg. W, 13.2'                                  

7" Tamarack - N 46 deg. E, 29.0' 

GLO BK 

5 P 29
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15 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - N 18 deg. E, 10.6'                                    

5" Tamarack - S 07 deg. E, 6.6'                                         

6" Tamarack - S 56 deg. W, 19.1'                                  

5" Tamarack - N 76 deg. W, 14.5' 

GLO BK 

5 P 40

15 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 73 deg. E, 25.7'                                          

8" Tamarack - S 59 deg. W, 15.2' 

GLO BK 

5 P 42

16 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 73 deg. E, 25.7'                                          

8" Tamarack - S 59 deg. W, 15.2' 

GLO BK 

5 P 42

16 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Dead Tamarack - N 49 deg. W, 16.5'                                          

5" Dead Tamarack - S 22 deg. W, 10.6' 

GLO BK 

5 P 52

16 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - N 71 deg. W, 9.2'                                    

7" Tamarack - S 85 deg. E, 15.8'                                         

8" Tamarack - N 35 deg. E, 44.2'                                  

7" Tamarack - S 08 deg. W, 16.5' 

GLO BK 

5 P 42

16 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 15 deg. W, 33.0'                                    

10" Tamarack - N 65 deg. E, 14.5'                                         

8" Fir - N 03 deg. W, 19.8'                                  

7" Tamarack - S 41 deg. E, 49.5' 

GLO BK 

5 P 51

16 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 13 deg. E, 10.6'                                          

4" Tamarack - N 43 deg. E, 19.1' 

GLO BK 

5 P 51

16 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - N 18 deg. E, 10.6'                                    

5" Tamarack - S 07 deg. E, 6.6'                                         

6" Tamarack - S 56 deg. W, 19.1'                                  

5" Tamarack - N 76 deg. W, 14.5' 

GLO BK 

5 P 40

16 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Pine - S 86 deg. E, 33.0'                                    

6" Tamarack - S 49 deg. W, 13.2'                                         

10" Fir - N 80 deg. W, 16.5'                                  

8" Birch - N 10 deg. E, 33.0' 

GLO BK 

5 P 49

16 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - N 65 deg. E, 4.0'                                          

6" Tamarack - N 30 deg. W, 15.8' 

GLO BK 

5 P 51

17 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - N 65 deg. E, 4.0'                                          

6" Tamarack - N 30 deg. W, 15.8' 

GLO BK 

5 P 51

17 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 79 deg. W, 23.8'                                          

5" Tamarack - N 27 deg. E, 17.8' 

GLO BK 

5 P 64

17 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 15 deg. W, 33.0'                                    

10" Tamarack - N 65 deg. E, 14.5'                                         

8" Fir - N 03 deg. W, 19.8'                                  

7" Tamarack - S 41 deg. E, 49.5' 

GLO BK 

5 P 51

17 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 24 deg. E, 5.9'                                    

5" Tamarack - S 15 deg. W, 29.7'                                         

4" Tamarack - N 29 deg. W, 58.7'                                  

No other trees near to use as ties

GLO BK 

5 P 63

17 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 00 deg. E, 5.9'                                          

7" Tamarack - S 43 deg. W, 6.6' 

GLO BK 

5 P 61

17 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Pine - S 86 deg. E, 33.0'                                    

6" Tamarack - S 49 deg. W, 13.2'                                         

10" Fir - N 80 deg. W, 16.5'                                  

8" Birch - N 10 deg. E, 33.0' 

GLO BK 

5 P 49

17 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 08 deg. W, 38.9'                                    

6" Tamarack - N 23 deg. W, 49.5'                                         

2" Tamarack - N 04 deg. E, 33.7'                                  

2" Tamarack - S 37 deg. E, 18.5' 

GLO BK 

5 P 60

17 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 18 deg. W, 35.0'                                          

5" Tamarack - N 65 deg. E, 50.2' 

GLO BK 

5 P 63

18 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Tamarack - S 18 deg. W, 35.0'                                          

5" Tamarack - N 65 deg. E, 50.2' 

GLO BK 

5 P 63

18 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Black Ash - S 57 deg. E, 5.9'                                          

8" Black Ash - N 45 deg. W, 1.3' 

GLO BK 

5 P 64

18 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

4" Tamarack - S 24 deg. E, 5.9'                                    

5" Tamarack - S 15 deg. W, 29.7'                                         

4" Tamarack - N 29 deg. W, 58.7'                                  

No other trees near to use as ties

GLO BK 

5 P 63
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18 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

6" Balsam - N 35 deg. W, 2.6'                                    

6" Balsam - S 48 deg. W, 11.2'                                         

12" Balsam - S 14 deg. W, 9.2'                                  

7" Birch - N 51 deg. E, 15.2' 

GLO BK 

5 P 4

18 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - S 37 deg. E, 5.9'                                          

8" Fir - N 59 deg. E, 4.6' 

GLO BK 

5 P 62

18 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 08 deg. W, 38.9'                                    

6" Tamarack - N 23 deg. W, 49.5'                                         

2" Tamarack - N 04 deg. E, 33.7'                                  

2" Tamarack - S 37 deg. E, 18.5' 

GLO BK 

5 P 60

18 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 22 deg. W, 13.9'                                    

8" White Pine - N 60 deg. W, 2.0'                                         

8" Birch - S 73 deg. E, 19.8'                                  

12" Birch - S 35 deg. E, 5.9' 

GLO BK 

5 P 3

18 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Balsam - S 22 deg. W, 4.6'                                          

12" Aspen - N 15 deg. E, 9.2' 

GLO BK 

5 P 4

19 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 15 deg. W, 31.0'                                          

7" Tamarack - S 76 deg. E, 7.3' 

GLO BK 

5 P 60

19 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - S 37 deg. E, 5.9'                                          

8" Fir - N 59 deg. E, 4.6' 

GLO BK 

5 P 62

19 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 08 deg. W, 38.9'                                    

6" Tamarack - N 23 deg. W, 49.5'                                         

2" Tamarack - N 04 deg. E, 33.7'                                  

2" Tamarack - S 37 deg. E, 18.5' 

GLO BK 

5 P 60

19 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 22 deg. W, 13.9'                                    

8" White Pine - N 60 deg. W, 2.0'                                         

8" Birch - S 73 deg. E, 19.8'                                  

12" Birch - S 35 deg. E, 5.9' 

GLO BK 

5 P 3

19 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Pine - S 36 deg. E, 26.41.3'                                          

6" Pine - N 58 deg. W, 14.5' 

GLO BK 

5 P 60

19 45-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Spruce – S 45 deg. W, 42.3'                            

3” Spruce – N 45 deg. W, 49.7'

Book 1, 

Page 345

19 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Fir - S 27 deg. W, 3.3'                                    

5" Fir - N 41 deg. W, 23.8'                                         

5" Fir - S 15 deg. E, 5.9'                                  

6" Tamarack - N 66 deg. E, 29.0' 

GLO BK 

5 P 58

19 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

19 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
5" Tamarack - S 67 deg. W, 15.2'                                          

6" Tamarack - S 29 deg. E, 10.6' 

GLO BK 

5 P 3

20 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 63 deg. W, 17.8'                                          

3" Tamarack - S 22 deg. E, 9.2' 

GLO BK 

5 P 48

20 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 00 deg. E, 5.9'                                          

7" Tamarack - S 43 deg. W, 6.6' 

GLO BK 

5 P 61

20 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Pine - S 86 deg. E, 33.0'                                    

6" Tamarack - S 49 deg. W, 13.2'                                         

10" Fir - N 80 deg. W, 16.5'                                  

8" Birch - N 10 deg. E, 33.0' 

GLO BK 

5 P 49

20 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 08 deg. W, 38.9'                                    

6" Tamarack - N 23 deg. W, 49.5'                                         

2" Tamarack - N 04 deg. E, 33.7'                                  

2" Tamarack - S 37 deg. E, 18.5' 

GLO BK 

5 P 60

20 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - N 12 deg. W, 1.3'                                          

6" Fir - S 08 deg. E, 11.9' 

GLO BK 

5 P 59

20 45-23 SE
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

20 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

11" Birch - N 68 deg. E, 13.9'                                    

10" Birch - S 72 deg. W, 11.2'                                         

6" Pine - N 65 deg. W, 19.1'                                  

10" Birch - S 62 deg. E, 10.6' 

GLO BK 

5 P 47

20 45-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Spruce – S 45 deg. W, 42.3'                            

3” Spruce – N 45 deg. W, 49.7'

Book 1, 

Page 345
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20 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Fir - S 27 deg. W, 3.3'                                    

5" Fir - N 41 deg. W, 23.8'                                         

5" Fir - S 15 deg. E, 5.9'                                  

6" Tamarack - N 66 deg. E, 29.0' 

GLO BK 

5 P 58

20 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 15 deg. W, 31.0'                                          

7" Tamarack - S 76 deg. E, 7.3' 

GLO BK 

5 P 54

21 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - N 11 deg. W, 49.5'                                          

3" Fir - N 34 deg. E, 40.9' 

GLO BK 

5 P 40

21 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3" Tamarack - S 13 deg. E, 10.6'                                          

4" Tamarack - N 43 deg. E, 19.1' 

GLO BK 

5 P 51

21 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - N 18 deg. E, 10.6'                                    

5" Tamarack - S 07 deg. E, 6.6'                                         

6" Tamarack - S 56 deg. W, 19.1'                                  

5" Tamarack - N 76 deg. W, 14.5' 

GLO BK 

5 P 40

21 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Pine - S 86 deg. E, 33.0'                                    

6" Tamarack - S 49 deg. W, 13.2'                                         

10" Fir - N 80 deg. W, 16.5'                                  

8" Birch - N 10 deg. E, 33.0' 

GLO BK 

5 P 49

21 45-23 S 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

21 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Tamarack - S 01 deg. E, 54.8'                                          

8" Tamarack - N 23 deg. W, 17.2' 

GLO BK 

5 P 48

21 45-23 SE
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

21 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 04 deg. W, 48.8'                                    

24" Pine - N 01 deg. E, 114.2'                                         

6" Tamarack - N 36 deg. W, 130.0'                                  

6" Tamarack - S 82 deg. E, 112.2' 

GLO BK 

5 P 38

21 45-23 SW
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

21 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

11" Birch - N 68 deg. E, 13.9'                                    

10" Birch - S 72 deg. W, 11.2'                                         

6" Pine - N 65 deg. W, 19.1'                                  

10" Birch - S 62 deg. E, 10.6' 

GLO BK 

5 P 47

21 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4" Tamarack - S 63 deg. W, 17.8'                                          

3" Tamarack - S 22 deg. E, 9.2' 

GLO BK 

5 P 48

22 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 77 deg. W, 3.3'                                          

8" Fir - S 08 deg. E, 3.3' 

GLO BK 

5 P 29

22 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 45 deg. E, 40.3'                                          

8" Tamarack - S 45 deg. W, 39.6' 

GLO BK 

5 P 41

22 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 69 deg. W, 7.9'                                    

3" Tamarack - S 72 deg. E, 2.0'                                         

5" Tamarack - N 72 deg. W, 13.2'                                  

7" Tamarack - N 46 deg. E, 29.0' 

GLO BK 

5 P 29

22 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - N 18 deg. E, 10.6'                                    

5" Tamarack - S 07 deg. E, 6.6'                                         

6" Tamarack - S 56 deg. W, 19.1'                                  

5" Tamarack - N 76 deg. W, 14.5' 

GLO BK 

5 P 40

22 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 57 deg. E, 30.4'                                          

8" Tamarack - N 65 deg. W, 64.7' 

GLO BK 

5 P 39

22 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Oak - S 47 deg. E, 6.6'                                    

6" Oak - S 61 deg. W, 9.9'                                         

8" Aspen - N 64 deg. W, 11.2'                                  

7" Maple - N 27 deg. E, 6.6' 

GLO BK 

5 P 27

22 45-23 SW
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

22 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 04 deg. W, 48.8'                                    

24" Pine - N 01 deg. E, 114.2'                                         

6" Tamarack - N 36 deg. W, 130.0'                                  

6" Tamarack - S 82 deg. E, 112.2' 

GLO BK 

5 P 38

22 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - N 11 deg. W, 49.5'                                          

3" Fir - N 34 deg. E, 40.9' 

GLO BK 

5 P 40

23 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Aspen - S 74 deg. W, 2.6'                                          

8" Maple - N 19 deg. E, 9.9' 

GLO BK 

5 P 18
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23 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - S 03 deg. W, 15.8'                                          

9" Birch - N 58 deg. W, 5.3' 

GLO BK 

5 P 30

23 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Aspen - N 18 deg. E, 48.2'                                          

10" Maple - N 45 deg. W, 122.1'                    

No other trees near to use for ties

GLO BK 

5 P 18

23 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Tamarack - S 69 deg. W, 7.9'                                    

3" Tamarack - S 72 deg. E, 2.0'                                         

5" Tamarack - N 72 deg. W, 13.2'                                  

7" Tamarack - N 46 deg. E, 29.0' 

GLO BK 

5 P 29

23 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 74 deg. E, 14.5'                                          

8" Birch - S 03 deg. W, 9.2' 

GLO BK 

5 P 28

23 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 17 deg. E, 20.5'                                    

10" Tamarack - N 63 deg. W, 25.1'                                         

8" Tamarack - N 57 deg. E, 30.4'                                  

8" Tamarack - S 61 deg. W, 31.0' 

GLO BK 

5 P 16

23 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Oak - S 47 deg. E, 6.6'                                    

6" Oak - S 61 deg. W, 9.9'                                         

8" Aspen - N 64 deg. W, 11.2'                                  

7" Maple - N 27 deg. E, 6.6' 

GLO BK 

5 P 27

23 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 77 deg. W, 3.3'                                          

8" Fir - S 08 deg. E, 3.3' 

GLO BK 

5 P 29

24 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – N 25 deg. E, 4.6'                               

12” White Birch – S 87 deg. W, 36.3'                       

GLO  Bk 

3 P. 11

24 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 85 deg. E, 26.4'                                          

8" Fir - N 55 deg. E, 155.1' 

GLO BK 

5 P 19

24 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

18” Aspen – S 11 deg. E, 15.2'                               

12” White Birch – N 33 deg. E, 25.7'                       

12” Black Oak – N 42 deg. W, 26.4'                              

6” Tamarack – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 11

24 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Aspen - N 18 deg. E, 48.2'                                          

10" Maple - N 45 deg. W, 122.1'                    

No other trees near to use for ties

GLO BK 

5 P 18

24 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Fir - N 01 deg. W, 14.5'                                          

14" Aspen - S 26 deg. E, 8.6' 

GLO BK 

5 P 17

24 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 56 deg. W, 23.1'                               

9” Tamarack – S 53 deg. W, 7.9'                       

6” Tamarack – S 72 deg. E, 11.9'                              

6” Tamarack – N 11 deg. E, 24.4'

GLO  Bk 

3 P. 10

24 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 17 deg. E, 20.5'                                    

10" Tamarack - N 63 deg. W, 25.1'                                         

8" Tamarack - N 57 deg. E, 30.4'                                  

8" Tamarack - S 61 deg. W, 31.0' 

GLO BK 

5 P 16

24 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Aspen - S 74 deg. W, 2.6'                                          

8" Maple - N 19 deg. E, 9.9' 

GLO BK 

5 P 18

25 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Elm – S 87 deg. W, 13.2'                               

10” Linden – S 75 deg. E, 24.4'                       

GLO  Bk 

3 P. 9

25 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Fir - N 01 deg. W, 14.5'                                          

14" Aspen - S 26 deg. E, 8.6' 

GLO BK 

5 P 17

25 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 56 deg. W, 23.1'                               

9” Tamarack – S 53 deg. W, 7.9'                       

6” Tamarack – S 72 deg. E, 11.9'                              

6” Tamarack – N 11 deg. E, 24.4'

GLO  Bk 

3 P. 10

25 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 17 deg. E, 20.5'                                    

10" Tamarack - N 63 deg. W, 25.1'                                         

8" Tamarack - N 57 deg. E, 30.4'                                  

8" Tamarack - S 61 deg. W, 31.0' 

GLO BK 

5 P 16

25 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Elm - N 03 deg. W, 106.9'                                          

8" Fir - S 81 deg. E, 148.5' 

GLO BK 

5 P 15

25 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 35 deg. W, 11.9'                               

6” Tamarack – S 40 deg. W, 9.9'                       

10” Tamarack – S 39 deg. E, 15.8'                              

6” Tamarack – N 18 deg. E, 16.5'

GLO  Bk 

3 P. 9

25 45-23 SW
Set new post and took new ties by 

Fred Heuer, County Surveyor
1922

11” Elm – N 45 deg. E, 44.6'                                 

14” Elm – S 45 deg. W, 63.9'

Book 1, 

Page 368
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25 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7" Fir - S 40 deg. W, 11.9'                                    

26" Pine - S 83 deg. E, 12.5'                                         

16" Pine - N 53 deg. E, 25.1'                                  

6" Fir - N 27 deg. W, 17.2' 

GLO BK 

5 P 14

25 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Oak - S 46 deg. E, 14.5'                                          

8" Oak - N 50 deg. W, 4.0' 

GLO BK 

5 P 16

26 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Oak - S 46 deg. E, 14.5'                                          

8" Oak - N 50 deg. W, 4.0' 

GLO BK 

5 P 16

26 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Tamarack - N 74 deg. E, 14.5'                                          

8" Birch - S 03 deg. W, 9.2' 

GLO BK 

5 P 28

26 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Tamarack - S 17 deg. E, 20.5'                                    

10" Tamarack - N 63 deg. W, 25.1'                                         

8" Tamarack - N 57 deg. E, 30.4'                                  

8" Tamarack - S 61 deg. W, 31.0' 

GLO BK 

5 P 16

26 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Oak - S 47 deg. E, 6.6'                                    

6" Oak - S 61 deg. W, 9.9'                                         

8" Aspen - N 64 deg. W, 11.2'                                  

7" Maple - N 27 deg. E, 6.6' 

GLO BK 

5 P 27

26 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 48 deg. E, 9.9'                                          

8" Tamarack - S 48 deg. W, 4.0' 

GLO BK 

5 P 26

26 45-23 SE
Set new post and took new ties by 

Fred Heuer, County Surveyor
1922

11” Elm – N 45 deg. E, 44.6'                                 

14” Elm – S 45 deg. W, 63.9'

Book 1, 

Page 368

26 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7" Fir - S 40 deg. W, 11.9'                                    

26" Pine - S 83 deg. E, 12.5'                                         

16" Pine - N 53 deg. E, 25.1'                                  

6" Fir - N 27 deg. W, 17.2' 

GLO BK 

5 P 14

26 45-23 SW
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 14" Aspen - N 28 deg. E, 59.50'          

DNR RP in 14" Birch - S 50 deg. E, 53.87'          

DNR RP in 14" Poplar - S 10 deg. W, 86.38'

352107 170443.200 553672.430

26 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 64 deg. W, 14.5'                                    

10" Pine - N 60 deg. E, 5.3'                                         

12" Birch - S 21 deg. E, 5.9'                                  

16" Fir - N 37 deg. W, 11.9' 

GLO BK 

5 P 25

26 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14" Birch - N 78 deg. E, 9.2'                                          

8" Birch - S 41 deg. W, 12.5' 

GLO BK 

5 P 27

27 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14" Birch - N 78 deg. E, 9.2'                                          

8" Birch - S 41 deg. W, 12.5' 

GLO BK 

5 P 27

27 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - S 57 deg. E, 30.4'                                          

8" Tamarack - N 65 deg. W, 64.7' 

GLO BK 

5 P 39

27 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14" Oak - S 47 deg. E, 6.6'                                    

6" Oak - S 61 deg. W, 9.9'                                         

8" Aspen - N 64 deg. W, 11.2'                                  

7" Maple - N 27 deg. E, 6.6' 

GLO BK 

5 P 27

27 45-23 NW
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

27 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 04 deg. W, 48.8'                                    

24" Pine - N 01 deg. E, 114.2'                                         

6" Tamarack - N 36 deg. W, 130.0'                                  

6" Tamarack - S 82 deg. E, 112.2' 

GLO BK 

5 P 38

27 45-23 S 1/4
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 12" Birch - N 70 deg. E, 31.40'          

DNR RP in 10" Maple - S 38 deg. E, 28.92'          

DNR RP in 10" Birch - N 60 deg. W, 44.78'

352113 170445.440 551034.410

27 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Pine - S 31 deg. E, 18.5'                                          

20" Pine - N 49 deg. E, 4.6' 

GLO BK 

5 P 37

27 45-23 SE
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 14" Aspen - N 28 deg. E, 59.50'          

DNR RP in 14" Birch - S 50 deg. E, 53.87'          

DNR RP in 14" Poplar - S 10 deg. W, 86.38'

352107 170443.200 553672.430

27 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 64 deg. W, 14.5'                                    

10" Pine - N 60 deg. E, 5.3'                                         

12" Birch - S 21 deg. E, 5.9'                                  

16" Fir - N 37 deg. W, 11.9' 

GLO BK 

5 P 25

27 45-23 SW

4”x4” conc. Mon. found on c-l roads to 

south and west by John Walker of 

DNR

2003

DNR RP in 4" Poplar - N 28 deg. W, 8.80'          

DNR RP in 4" Oak - N 90 deg. E, 7.10'               

DNR RP in 3" Oak - S 28 deg. W, 30.53'

352112 170451.170 548414.070

27 45-23 SW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401
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27 45-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

8” Spruce - N 90 deg E, 22.4'                                

14” Birch - N 45 deg E, 40.0'

Book 1, 

Page 281

27 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - N 29 deg. E, 13.2'                                    

8" Tamarack - S 81 deg. E, 11.9'                                         

6" Tamarack - S 09 deg. W, 15.8'                                  

12" Birch - N 74 deg. W, 25.1' 

GLO BK 

5 P 36

27 45-23 W 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

27 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Ash - S 20 deg. W, 19.8'                                          

5" Aspen - S 72 deg. E, 7.9' 

GLO BK 

5 P 38

28 45-23  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1925

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 402

28 45-23 E 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Ash - S 20 deg. W, 19.8'                                          

5" Aspen - S 72 deg. E, 7.9' 

GLO BK 

5 P 38

28 45-23 N 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
15" Tamarack - S 01 deg. E, 54.8'                                          

8" Tamarack - N 23 deg. W, 17.2' 

GLO BK 

5 P 48

28 45-23 NE
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8" Tamarack - S 04 deg. W, 48.8'                                    

24" Pine - N 01 deg. E, 114.2'                                         

6" Tamarack - N 36 deg. W, 130.0'                                  

6" Tamarack - S 82 deg. E, 112.2' 

GLO BK 

5 P 38

28 45-23 NW
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

11" Birch - N 68 deg. E, 13.9'                                    

10" Birch - S 72 deg. W, 11.2'                                         

6" Pine - N 65 deg. W, 19.1'                                  

10" Birch - S 62 deg. E, 10.6' 

GLO BK 

5 P 47

28 45-23 S 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

28 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No trees in the area to use for ties
GLO BK 

5 P 46

28 45-23 SE

4”x4” conc. Mon. found on c-l roads to 

south and west by John Walker of 

DNR

2003

DNR RP in 4" Poplar - N 28 deg. W, 8.80'          

DNR RP in 4" Oak - N 90 deg. E, 7.10'               

DNR RP in 3" Oak - S 28 deg. W, 30.53'

352112 170451.170 548414.070

28 45-23 SE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 SE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

28 45-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

8” Spruce - N 90 deg E, 22.4'                                

14” Birch - N 45 deg E, 40.0'

Book 1, 

Page 281

28 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - N 29 deg. E, 13.2'                                    

8" Tamarack - S 81 deg. E, 11.9'                                         

6" Tamarack - S 09 deg. W, 15.8'                                  

12" Birch - N 74 deg. W, 25.1' 

GLO BK 

5 P 36

28 45-23 SW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

Bridge Rail – N 45 deg. W, 14.7'                             

Bridge Rail – N 45 deg. E, 15.4'

Book 1, 

Page 402

28 45-23 SW
2 1/2” iron pipe set by H. D. Keath, 

County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

28 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20" Pine - S 40 deg. E, 30.4'                                    

10" Fir - S 39 deg. W, 14.5'                                         

10" Tamarack - N 43 deg. E, 25.1'                                  

6" Tamarack - N 15 deg. W, 31.0' 

GLO BK 

5 P 45

28 45-23 W 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

28 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - S 24 deg. W, 3.3'                                          

10" Fir - N 72 deg. E, 43.6' 

GLO BK 

5 P 47

28 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 281

29 45-23 E 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

29 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5" Fir - S 24 deg. W, 3.3'                                          

10" Fir - N 72 deg. E, 43.6' 

GLO BK 

5 P 47
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29 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - N 12 deg. W, 1.3'                                          

6" Fir - S 08 deg. E, 11.9' 

GLO BK 

5 P 59

29 45-23 NE
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

29 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

11" Birch - N 68 deg. E, 13.9'                                    

10" Birch - S 72 deg. W, 11.2'                                         

6" Pine - N 65 deg. W, 19.1'                                  

10" Birch - S 62 deg. E, 10.6' 

GLO BK 

5 P 47

29 45-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Spruce – S 45 deg. W, 42.3'                            

3” Spruce – N 45 deg. W, 49.7'

Book 1, 

Page 345

29 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Fir - S 27 deg. W, 3.3'                                    

5" Fir - N 41 deg. W, 23.8'                                         

5" Fir - S 15 deg. E, 5.9'                                  

6" Tamarack - N 66 deg. E, 29.0' 

GLO BK 

5 P 58

29 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - N 15 deg. E, 15.2'                                          

12" Fir - S 16 deg. E, 15.2' 

GLO BK 

5 P 56

29 45-23 SE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

Bridge Rail – N 45 deg. W, 14.7'                           

Bridge Rail – N 45 deg. E, 15.4'

Book 1, 

Page 402

29 45-23 SE
2 1/2” iron pipe set by H. D. Keath, 

County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

29 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20" Pine - S 40 deg. E, 30.4'                                    

10" Fir - S 39 deg. W, 14.5'                                         

10" Tamarack - N 43 deg. E, 25.1'                                  

6" Tamarack - N 15 deg. W, 31.0' 

GLO BK 

5 P 45

29 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 71 deg. W, 15.8'                                    

14" Pine - S 23 deg. E, 35.0'                                         

9" Aspen - N 66 deg. E, 6.6'                                  

6" Aspen - N 07 deg. W, 6.6' 

GLO BK 

5 P 55

29 45-23 W 1/4
Set new Cor. And took new ties to 

Cor. By Fred Heuer, County Surveyor
1921

5” Spruce – S 90 deg. W, 37.8'                            

5” Spruce – N 45 deg. E, 29.4'

Book 1, 

Page 345

29 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - S 49 deg. W, 7.3'                                          

5" Fir - N 39 deg. E, 5.9' 

GLO BK 

5 P 58

29 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on W line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 345

30 45-23 E 1/4
Set new Cor. And took new ties to 

Cor. By Fred Heuer, County Surveyor
1921

5” Spruce – S 90 deg. W, 37.8'                            

5” Spruce – N 45 deg. E, 29.4'

Book 1, 

Page 345

30 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - S 49 deg. W, 7.3'                                          

5" Fir - N 39 deg. E, 5.9' 

GLO BK 

5 P 58

30 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Pine - S 36 deg. E, 26.41.3'                                          

6" Pine - N 58 deg. W, 14.5' 

GLO BK 

5 P 60

30 45-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Spruce – S 45 deg. W, 42.3'                            

3” Spruce – N 45 deg. W, 49.7'

Book 1, 

Page 345

30 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5" Fir - S 27 deg. W, 3.3'                                    

5" Fir - N 41 deg. W, 23.8'                                         

5" Fir - S 15 deg. E, 5.9'                                  

6" Tamarack - N 66 deg. E, 29.0' 

GLO BK 

5 P 58

30 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

30 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

30 45-23 S 1/4

10" ring gear found on c/l E-W road at 

fence lines to the N and S by R. 

Thornton

1981

N & D in CFP - N 03 deg. W, 27.88'                      

N & D in Power Pole - S 57 deg. E, 37.45'             

steel post - N 53 deg. W, 40.42'         

212656

30 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Aspen - (?) 45 deg. W, 6.6'                                          

8" Aspen - (?) 45 deg. E, 11.9' 

GLO BK 

5 P 57

30 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 71 deg. W, 15.8'                                    

14" Pine - S 23 deg. E, 35.0'                                         

9" Aspen - N 66 deg. E, 6.6'                                  

6" Aspen - N 07 deg. W, 6.6' 

GLO BK 

5 P 55

30 45-23 SW

1 1/4"  pipe found on c/l road to E and 

S at fence line to the W by R. 

Thornton

1981

steel post - S 65 deg. E, 45.39'                              

N & D in Power Pole - S 43 deg. W, 36.15'           

steel post - N 85 deg. W, 50.10'         

212657
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30 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Black Pine - N 6 deg. W, 21.8'                                    

8" Black Pine - S 57 deg. W, 10.6'                                         

10" Black Pine - S 12 deg. E, 26.4'                                  

7" Black Pine - N 09 deg. E, 19.1' 

GLO BK 

5 P 1

30 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Black Pine - S  63 deg. W, 7.3'                                          

10" Black Pine - S 23 deg. E, 8.6' 

GLO BK 

5 P 2
 

30 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 345

30 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N-S 1/4 line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 272

31 45-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and angles shown

Book 1,  

Page 295

31 45-23  
Tract Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

1 acre lot in SE 1/4-SE ¼                            

Distance only stated

Book 2, 

Page 115

31 45-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on E line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 114

31 45-23 E 1/4

Set new post at cor. And took new ties  

By Fred Heuer, Deputy County 

Surveyor 

1916
6” Ash – N 45 deg. E, 43.5'                                    

16” White Birch – N 45 deg.W, 57.2'

Book 2, 

Page 114

31 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14" Birch - S 36 deg. W, 2.0'                                          

12" Birch - N 08 deg. W, 15.2' 

GLO BK 

5 P 55

31 45-23 N 1/4

10" ring gear found on c/l E-W road at 

fence lines to the N and S by R. 

Thornton

1981

N & D in CFP - N 03 deg. W, 27.88'                      

N & D in Power Pole - S 57 deg. E, 37.45'             

steel post - N 53 deg. W, 40.42'         

212656

31 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7" Aspen - (?) 45 deg. W, 6.6'                                          

8" Aspen - (?) 45 deg. E, 11.9' 

GLO BK 

5 P 57

31 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 71 deg. W, 15.8'                                    

14" Pine - S 23 deg. E, 35.0'                                         

9" Aspen - N 66 deg. E, 6.6'                                  

6" Aspen - N 07 deg. W, 6.6' 

GLO BK 

5 P 55

31 45-23 NW

1 1/4"  pipe found on c/l road to E and 

S at fence line to the W by R. 

Thornton

1981

steel post - S 65 deg. E, 45.39'                              

N & D in Power Pole - S 43 deg. W, 36.15'            

steel post - N 85 deg. W, 50.10'         

212657

31 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Black Pine - N 6 deg. W, 21.8'                                    

8" Black Pine - S 57 deg. W, 10.6'                                         

10" Black Pine - S 12 deg. E, 26.4'                                  

7" Black Pine - N 09 deg. E, 19.1' 

GLO BK 

5 P 1

31 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10" Tamarack - N 30 deg. W, 6.6'                                          

9" Tamarack - S 25 deg. W, 17.8' 

GLO BK 

5 P 5

31 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13" White Birch - N 42 deg. W, 17.2'                                    

6" White Birch - S 44 deg. W, 24.4'                                           

14" Aspen - N 68 deg. E, 21.1'                                  

12" Aspen - S 66 deg. E, 10.6' 

GLO BK 

5 P 5

31 45-23 SW
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 62.2' SE                                                

iron pipe - 44.25' S                                              

iron pipe - 94.1' NW

158896

31 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Birch - N 02 deg. E, 17.8'                                    

10" Birch - S 90 deg. W, 128.0'                                           

12" Birch - S 42 deg. W, 62.0'                                  

7" Birch - S 04 deg. E, 4.6' 

GLO BK 

5 P 4

31 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
12" Tamarack - S 54 deg. E, 4.0'                                          

5" Cedar - S 43 deg. W, 6.6' 

GLO BK 

5 P 1
 

32 45-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and angles shown

Book 1,  

Page 296

32 45-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on E line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 114

32 45-23 E 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

32 45-23 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Maple - S 60 deg.W, 42.0'                               

16” White Birch – S 55 deg. E, 54.5'  

Book 1, 

Page 331

32 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 38 deg. W, 44.2'                                          

No other trees near to use for ties

GLO BK 

5 P 45

32 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Birch - N 15 deg. E, 15.2'                                          

12" Fir - S 16 deg. E, 15.2' 

GLO BK 

5 P 56

32 45-23 NE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

Bridge Rail – N 45 deg. W, 14.7'                             

Bridge Rail – N 45 deg. E, 15.4'

Book 1, 

Page 402
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32 45-23 NE
2 1/2” iron pipe set by H. D. Keath, 

County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

32 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20" Pine - S 40 deg. E, 30.4'                                    

10" Fir - S 39 deg. W, 14.5'                                         

10" Tamarack - N 43 deg. E, 25.1'                                  

6" Tamarack - N 15 deg. W, 31.0' 

GLO BK 

5 P 45

32 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 71 deg. W, 15.8'                                    

14" Pine - S 23 deg. E, 35.0'                                         

9" Aspen - N 66 deg. E, 6.6'                                  

6" Aspen - N 07 deg. W, 6.6' 

GLO BK 

5 P 55

32 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Ash - N 10 deg. E, 23.8'                                          

12" Aspen - S 20 deg. W, 7.9' 

GLO BK 

5 P 6

32 45-23 SE
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

32 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 72 deg. E, 9.2'                                    

5" Tamarack - N 70 deg. W, 15.2'                                           

6" Tamarack - S 68 deg. W, 21.8'                                  

6" Tamarack - S 34 deg. E, 13.9' 

GLO BK 

5 P 6

32 45-23 SE 
new ties set for corner by F.J. O'Hara, 

County Surveyor
1908

6" Tamarack - S 22 deg. W, 104.3'                        

3" Tamarack - S 63 deg. E, 48.3'               

Book 1, 

Page 87

32 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13" White Birch - N 42 deg. W, 17.2'                                    

6" White Birch - S 44 deg. W, 24.4'                                           

14" Aspen - N 68 deg. E, 21.1'                                  

12" Aspen - S 66 deg. E, 10.6' 

GLO BK 

5 P 5

32 45-23 W 1/4

Set new post at cor. And took new ties  

By Fred Heuer, Deputy County 

Surveyor 

1916
6” Ash – N 45 deg. E, 43.5'                                    

16” White Birch – N 45 deg.W, 57.2'

Book 2, 

Page 114

32 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14" Birch - S 36 deg. W, 2.0'                                          

12" Birch - N 08 deg. W, 15.2' 

GLO BK 

5 P 55

32 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E-W ¼  line and on E line SE 1/4                

Distance and Mag. Var. shown 

Book 1, 

Page 331

33 45-23  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1923

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 401

33 45-23 E 1/4

4”x4” conc. Mon. found by John 

Walker of DNR (set 3/4” iron rod on N 

and steel fence post on S.

2003
DNR RP in 20" Oak - N 00 deg. E, 60.87'          

DNR RP in 8" Oak - N 55 deg. W, 54.80'         
352115 167815.930 548412.600

33 45-23 E 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 81 deg. W, 8.6'                                          

12" Birch - N 23 deg. E, 25.7' 

GLO BK 

5 P 36

33 45-23 N 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

33 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872 No trees in the area to use for ties
GLO BK 

5 P 46

33 45-23 NE

4”x4” conc. Mon. found on c-l roads to 

south and west by John Walker of 

DNR

2003

DNR RP in 4" Poplar - N 28 deg. W, 8.80'          

DNR RP in 4" Oak - N 90 deg. E, 7.10'                   

DNR RP in 3" Oak - S 28 deg. W, 30.53'

352112 170451.170 548414.070

33 45-23 NE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

33 45-23 NE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

8” Spruce - N 90 deg E, 22.4'                                

14” Birch - N 45 deg E, 40.0'

Book 1, 

Page 281

33 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - N 29 deg. E, 13.2'                                    

8" Tamarack - S 81 deg. E, 11.9'                                         

6" Tamarack - S 09 deg. W, 15.8'                                  

12" Birch - N 74 deg. W, 25.1' 

GLO BK 

5 P 36

33 45-23 NW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

Bridge Rail – N 45 deg. W, 14.7'                             

Bridge Rail – N 45 deg. E, 15.4'

Book 1, 

Page 402

33 45-23 NW
2 1/2” iron pipe set by H. D. Keath, 

County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

20" Pine - S 40 deg. E, 30.4'                                    

10" Fir - S 39 deg. W, 14.5'                                         

10" Tamarack - N 43 deg. E, 25.1'                                  

6" Tamarack - N 15 deg. W, 31.0' 

GLO BK 

5 P 45

33 45-23 S 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Tamarack - N 55 deg. W, 2.0'                                          

5" Tamarack - N 70 deg. E, 14.5' 

GLO BK 

5 P 7
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33 45-23 SE
P-K nail set in c-l road from County 

ties by John Walker of DNR
2003

Spike in 14" Birch - N 10 deg. W, 53.5 '        P-

K in east end culvert - S 35 deg. E, 56.1'       P-

K in west end culvert - S 30 deg. W, 54.9'

352108 165174.770 548381.350

33 45-23 SE
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8" White Birch - N 25 deg. E, 5.3'                                    

6" White Birch - S 23 deg. E, 10.6'                                           

15" White Pine - S 21 deg. W, 23.1'                                  

14" White Pine - N 71 deg. W, 16.5' 

GLO BK 

5 P 7

33 45-23 SW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1908

6" Tamarack - S 22 deg. W, 104.3'                        

3" Tamarack - S 63 deg. E, 48.3'             

Book 1, 

Page 87

33 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 72 deg. E, 9.2'                                    

5" Tamarack - N 70 deg. W, 15.2'                                           

6" Tamarack - S 68 deg. W, 21.8'                                  

6" Tamarack - S 34 deg. E, 13.9' 

GLO BK 

5 P 6

33 45-23 W 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

33 45-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Maple - S 60 deg.W, 42.0'                               

16” White Birch – S 55 deg. E, 54.5'  

Book 1, 

Page 331

33 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - N 38 deg. W, 44.2'                                          

No other trees near to use for ties

GLO BK 

5 P 45

33 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 281

34 45-23 E 1/4

4”x4” conc. Mon. found by John 

Walker of DNR on c-l roads to west 

and south and fence line to the north

2003 No good ties available 352114 167800.630 553661.140

34 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - S 67 deg. E, 14.5'                                          

6" Pine - S 66 deg. W, 4.0' 

GLO BK 

5 P 25

34 45-23 N 1/4
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 12" Birch - N 70 deg. E, 31.40'          

DNR RP in 10" Maple - S 38 deg. E, 28.92'          

DNR RP in 10" Birch - N 60 deg. W, 44.78'

352113 170445.440 551034.410

34 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24" Pine - S 31 deg. E, 18.5'                                          

20" Pine - N 49 deg. E, 4.6' 

GLO BK 

5 P 37

34 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 64 deg. W, 14.5'                                    

10" Pine - N 60 deg. E, 5.3'                                         

12" Birch - S 21 deg. E, 5.9'                                  

16" Fir - N 37 deg. W, 11.9' 

GLO BK 

5 P 25

34 45-23 NE 
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 14" Aspen - N 28 deg. E, 59.50'          

DNR RP in 14" Birch - S 50 deg. E, 53.87'          

DNR RP in 14" Poplar - S 10 deg. W, 86.38'

352107 170443.200 553672.430

34 45-23 NW

4”x4” conc. Mon. found on c-l roads to 

south and west by John Walker of 

DNR

2003

DNR RP in 4" Poplar - N 28 deg. W, 8.80'          

DNR RP in 4" Oak - N 90 deg. E, 7.10'               

DNR RP in 3" Oak - S 28 deg. W, 30.53'

352112 170451.170 548414.070

34 45-23 NW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 402

34 45-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

8” Spruce - N 90 deg E, 22.4'                                

14” Birch - N 45 deg E, 40.0'

Book 1, 

Page 281

34 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12" Tamarack - N 29 deg. E, 13.2'                                    

8" Tamarack - S 81 deg. E, 11.9'                                         

6" Tamarack - S 09 deg. W, 15.8'                                  

12" Birch - N 74 deg. W, 25.1' 

GLO BK 

5 P 36

34 45-23 S 1/4
Spike set in c-l road from County ties 

by John Walker of DNR
2003

DNR RP in 12" Ash - N 10 deg. E, 55.98'          

DNR RP in triple 8" Ash - N 25 deg. E, 57.18'       

Spk in E side tree - S 30 deg. W, 81.17'

352109 165168.290 551021.860

34 45-23 SE

Spike set in c-l road at road to the 

north from County ties by John Walker 

of DNR

2003
P-K nail in Power Pole - N 05 deg. E, 156.38'    

Spike in Red Oak - N 40 deg. E, 136.88' 
352111 165161.810 553662.330

34 45-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

18” Birch – N 14 deg. W, 42.8'                                

14” Birch – S 36 deg. W, 38.3'

Book 1, 

Page 349

34 45-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

18" Birch - N 15 deg. W, 30.4'                              

14" Birch - S 36 deg. W, 38.3'    

Book 1, 

Page 86

34 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Aspen - N 78 deg. E, 23.8'                                    

6" Maple - N 10 deg. W, 13.2'                                           

14" Oak - S 87 deg. W, 21.1'                                  

6" White Birch - S 18 deg. E, 18.5' 

GLO BK 

5 P 8

34 45-23 SW
P-K nail set in c-l road from County 

ties by John Walker of DNR
2003

Spike in 14" Birch - N 10 deg. W, 53.53'              

P-K in east end culvert - S 35 deg. E, 56.13'       

P-K in west end culvert - S 30 deg. W, 54.86'

352108 165174.770 548381.350
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34 45-23 SW
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

34 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8" White Birch - N 25 deg. E, 5.3'                                    

6" White Birch - S 23 deg. E, 10.6'                                           

15" White Pine - S 21 deg. W, 23.1'                                  

14" White Pine - N 71 deg. W, 16.5' 

GLO BK 

5 P 7

34 45-23 W 1/4

4”x4” conc. Mon. found by John 

Walker of DNR (set 3/4” iron rod on N 

and steel fence post on S.

2003
DNR RP in 20" Oak - N 00 deg. E, 60.87'          

DNR RP in 8" Oak - N 55 deg. W, 54.80'         
352115 167815.930 548412.600

34 45-23 W 1/4
4”x4” conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 401

34 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8" Tamarack - S 81 deg. W, 8.6'                                          

12" Birch - N 23 deg. E, 25.7' 

GLO BK 

5 P 36

34 45-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 349

34 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of SE ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 369

34 45-23
Survey of E-W ¼ line of Section by 

Fred Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 354

35 45-23  
School Lot Survey in Section by F.J. 

O'Hara, County Surveyor 
1910

Is in SE1/4-SE1/4                                       

Bearings and Distances stated

Book 2, 

Page 10

35 45-23  
Survey of S. Line Section 35 by F.J. 

O'Hara, County Surveyor
1903

found SE and SW cors. Survey is on S line of 

SE1/4 Distance and Mag. Var. shown 

Book 1, 

Page 86

35 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - N 65 deg. E, 15.8'                                          

5" Fir - N 65 deg. W, 14.5' 

GLO BK 

5 P 14

35 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Tamarack - N 48 deg. E, 9.9'                                          

8" Tamarack - S 48 deg. W, 4.0' 

GLO BK 

5 P 26

35 45-23 NE
Set new post and took new ties by 

Fred Heuer, County Surveyor
1922

11” Elm – N 45 deg. E, 44.6'                                 

14” Elm – S 45 deg. W, 63.9'

Book 1, 

Page 368

35 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7" Fir - S 40 deg. W, 11.9'                                    

26" Pine - S 83 deg. E, 12.5'                                         

16" Pine - N 53 deg. E, 25.1'                                  

6" Fir - N 27 deg. W, 17.2' 

GLO BK 

5 P 14

35 45-23 NW
4”x4” conc. Mon. found by John 

Walker of DNR
2003

DNR RP in 14" Aspen - N 28 deg. E, 59.50'          

DNR RP in 14" Birch - S 50 deg. E, 53.87'          

DNR RP in 14" Poplar - S 10 deg. W, 86.38'

352107 170443.200 553672.430

35 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10" Pine - S 64 deg. W, 14.5'                                    

10" Pine - N 60 deg. E, 5.3'                                         

12" Birch - S 21 deg. E, 5.9'                                  

16" Fir - N 37 deg. W, 11.9' 

GLO BK 

5 P 25

35 45-23 S 1/4
Spike set in c-l road from County ties 

by John Walker of DNR
2003

Top of steel fence post - N 28 deg. E, 88.58'         

Top of steel fence post - N 10 deg. W, 96.19' 
352110 165152.290 556291.660

35 45-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14" Elm - N 85 deg. E, 101.0'                                          

14" Elm - S 80 deg. E, 153.8' 

GLO BK 

5 P 9

35 45-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

24” W. Pine – N 15 deg. W, 81.2'                          

18” Birch – S 16 deg. E, 40.7'

Book 1, 

Page 350

35 45-23 SE
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

24" W. Pine - N 15 deg. W, 81.2'                         

18" Birch - S 16 deg. E, 40.6'            

Book 1, 

Page 86

35 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1872

12" White Birch - N 27 deg. W, 28.4'                                    

11" White Birch - S 25 deg. E, 14.5'                                           

6" Tamarack - N 50 deg. E, 31.8'                                  

No other ties stated

GLO BK 

5 P 10

35 45-23 SW

Spike set in c-l road at road to the 

north from County ties by John Walker 

of DNR

2003
P-K nail in Power Pole - N 05 deg. E, 156.38'    

Spike in Red Oak - N 40 deg. E, 136.88' 
352111 165161.810 553662.330

35 45-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

18” Birch – N 14 deg. W, 42.8'                                

14” Birch – S 36 deg. W, 38.3'

Book 1, 

Page 349

35 45-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

18" Birch - N 15 deg. W, 30.4'                                

14" Birch - S 36 deg. W, 38.3'             

Book 1, 

Page 86

35 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Aspen - N 78 deg. E, 23.8'                                    

6" Maple - N 10 deg. W, 13.2'                                           

14" Oak - S 87 deg. W, 21.1'                                  

6" White Birch - S 18 deg. E, 18.5' 

GLO BK 

5 P 8

35 45-23 W 1/4

4”x4” conc. Mon. found by John 

Walker of DNR on c-l roads to west 

and south and fence line to the north

2003 No good ties available 352114 167800.630 553661.140

35 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12" Pine - S 67 deg. E, 14.5'                                          

6" Pine - S 66 deg. W, 4.0' 

GLO BK 

5 P 25
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35 45-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of SW ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 369

35 45-23
Survey of E line of Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 368

35 45-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 350

36 45-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – N 45 deg. E, 9.9'                               

12” Spruce – S 80 deg. E, 3.3'                       

GLO  Bk 

3 P. 8

36 45-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10" Elm - N 03 deg. W, 106.9'                                          

8" Fir - S 81 deg. E, 148.5' 

GLO BK 

5 P 15

36 45-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6” Tamarack – N 35 deg. W, 11.9'                               

6” Tamarack – S 40 deg. W, 9.9'                       

10” Tamarack – S 39 deg. E, 15.8'                              

6” Tamarack – N 18 deg. E, 16.5'

GLO  Bk 

3 P. 9

36 45-23 NW
Set new post and took new ties by 

Fred Heuer, County Surveyor
1922

11” Elm – N 45 deg. E, 44.6'                                 

14” Elm – S 45 deg. W, 63.9'

Book 1, 

Page 368

36 45-23 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7" Fir - S 40 deg. W, 11.9'                                    

26" Pine - S 83 deg. E, 12.5'                                         

16" Pine - N 53 deg. E, 25.1'                                  

6" Fir - N 27 deg. W, 17.2' 

GLO BK 

5 P 14

36 45-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” White Birch – N 52 deg. W, 23.8'                               

14” White Birch – N 41 deg. E, 32.3'                           

8” Linden – S 37 deg. W, 19.1'                              

14” Black Oak – S 70 deg. E, 39.6'

GLO  Bk 

3 P. 23

36 45-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

24” W. Pine – N 15 deg. W, 81.2'                          

18” Birch – S 16 deg. E, 40.7'

Book 1, 

Page 350

36 45-23 SW
new ties set for corner by F.J. O'Hara, 

County Surveyor
1903

24" W. Pine - N 15 deg. W, 81.2'                         

18" Birch - S 16 deg. E, 40.6'                   

Book 1, 

Page 86

36 45-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1872

12" White Birch - N 27 deg. W, 28.4'                                    

11" White Birch - S 25 deg. E, 14.5'                                           

6" Tamarack - N 50 deg. E, 31.8'                                  

No other ties stated

GLO BK 

5 P 10

36 45-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6" Fir - N 65 deg. E, 15.8'                                          

5" Fir - N 65 deg. W, 14.5' 

GLO BK 

5 P 14

36 45-23
Survey of W line of Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 368

36 45-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. and reset iron mon.                    

Distance and Mag. Var. shown 

Book 1, 

Page 351

1 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
9" Tamarack - S 15 deg. W, 4.6'                                          

5" Tamarack - S 39 deg. E, 6.6' 

GLO BK 

5 P 6

1 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - N 20 deg. W, 9.9'                                    

9" Birch - S 37 deg. E, 8.6'

GLO BK 

11, P 1

1 45-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 50 deg. W, 11.2'                                    

7" Birch - S 53 deg. W, 11.9'                                         

12" Aspen - S 41 deg. E, 18.5'                                  

(?") Birch - N 65 deg. E, 4.6' 

GLO BK 

5 P 6

1 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 25 deg. W, 24.4'                                    

5" Tamarack - N 77 deg. E, 21.8'                          

7" Tamarack - S 75 deg. E, 18.5'                           

12" Tamarack - S 68 deg. W, 37.0'

GLO BK 

11, P 1

1 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 30 deg. W, 1.3'                                    

8" Tamarack - N 03 deg. W, 5.3'

GLO BK 

11, P 16

1 45-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

5" Tamarack - N 66 deg. W, 20.5'                                    

5" Tamarack - S 03 deg. W, 31.7'                                         

6" Tamarack - S 46 deg. E, 4.6'                                  

5" Tamarack - N 45 deg. E, 9.2' 

GLO BK 

5 P 5

1 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Tamarack - S 81 deg. W, 9.2'                                    

5" Tamarack - N 19 deg. W, 16.5'                          

14" Tamarack - N 13 deg. E, 24.4'                           

5" Tamarack - S 79 deg. E, 17.8'

GLO BK 

11, P 15

1 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 54 deg. W, 7.9'                                    

6" Tamarack - S 45 deg. E, 5.9'

GLO BK 

11, P 17

2 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 54 deg. W, 7.9'                                    

6" Tamarack - S 45 deg. E, 5.9'

GLO BK 

11, P 17
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2 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 25 deg. E, 9.9'                                    

7" Tamarack - S 71 deg. E, 4.6'

GLO BK 

11, P 2

2 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 25 deg. W, 24.4'                                    

5" Tamarack - N 77 deg. E, 21.8'                          

7" Tamarack - S 75 deg. E, 18.5'                           

12" Tamarack - S 68 deg. W, 37.0'

GLO BK 

11, P 1

2 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Tamarack - N 70 deg. E, 18.5'                                    

6" Tamarack - N 62 deg. W, 11.2'                          

7" Tamarack - S 30 deg. W, 6.6'                           

5" Tamarack - S 88 deg. E, 21.1'

GLO BK 

11, P 2

2 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 31 deg. W, 8.6'                                    

10" Tamarack - S 52 deg. W, 5.9'

GLO BK 

11, P 27

2 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Tamarack - S 81 deg. W, 9.2'                                    

5" Tamarack - N 19 deg. W, 16.5'                          

14" Tamarack - N 13 deg. E, 24.4'                           

5" Tamarack - S 79 deg. E, 17.8'

GLO BK 

11, P 15

2 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Cedar - N 17 deg. W, 8.6'                                    

7" Cedar - N 10 deg. E, 14.5'                          

10" Cedar - S 11 deg. E, 15.8'                           

6" Tamarack - S 31 deg. W, 5.3'

GLO BK 

11, P 26

2 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 61 deg. W, 3.3'                                    

6" Tamarack - N 68 deg. E, 7.3'

GLO BK 

11, P 28

3 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 61 deg. W, 3.3'                                    

6" Tamarack - N 68 deg. E, 7.3'

GLO BK 

11, P 28

3 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Black Ash - N 28 deg. E, 23.8'                                    

6" Black Ash - S 18 deg. E, 7.3'

GLO BK 

11, P 3

3 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Tamarack - N 70 deg. E, 18.5'                                    

6" Tamarack - N 62 deg. W, 11.2'                          

7" Tamarack - S 30 deg. W, 6.6'                           

5" Tamarack - S 88 deg. E, 21.1'

GLO BK 

11, P 2

3 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Birch - N 73 deg. W, 6.6'                                    

7" Maple - N 73 deg. E, 19.8'                          

7" Sugar - N 79 deg. E, 15.2'                           

7" Birch - S 24 deg. W, 10.6'

GLO BK 

11, P 3

3 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 49 deg. E, 6.6'                                    

15" White Birch - N 40 deg. W, 31.0'

GLO BK 

11, P 38

3 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Cedar - N 17 deg. W, 8.6'                                    

7" Cedar - N 10 deg. E, 14.5'                          

10" Cedar - S 11 deg. E, 15.8'                           

6" Tamarack - S 31 deg. W, 5.3'

GLO BK 

11, P 26

3 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - S 50 deg. W, 7.3'                                    

12" Aspen - S 53 deg. E, 16.5'                          

14" Aspen - N 08 deg. W, 20.5'                           

8" Balsam - N 55 deg. E, 20.5'

GLO BK 

11, P 37

3 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 17 deg. E, 4.0'                                    

6" Spruce - N 53 deg. E, 15.8'

GLO BK 

11, P 39

4 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 17 deg. E, 4.0'                                    

6" Spruce - N 53 deg. E, 15.8'

GLO BK 

11, P 39

4 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Burr Oak - N 17 deg. W, 13.2'                                    

8" Burr Oak - S 81 deg. E, 11.9'

GLO BK 

11, P 4

4 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Birch - N 73 deg. W, 6.6'                                    

7" Maple - N 73 deg. E, 19.8'                          

7" Sugar - N 79 deg. E, 15.2'                           

7" Birch - S 24 deg. W, 10.6'

GLO BK 

11, P 3

4 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Black Ash - N 60 deg. W, 5.9'                                    

7" Black Ash - S 64 deg. W, 6.6'                          

7" Tamarack - S 07 deg. E, 7.3'                           

5" Black Ash - N 89 deg. E, 4.6'

GLO BK 

11, P 4

4 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - N 16 deg. E, 15.2'                                    

8" Aspen - S 21 deg. W, 12.5'

GLO BK 

11, P 49

4 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - S 50 deg. W, 7.3'                                    

12" Aspen - S 53 deg. E, 16.5'                          

14" Aspen - N 08 deg. W, 20.5'                           

8" Balsam - N 55 deg. E, 20.5'

GLO BK 

11, P 37
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4 45-24 SW
2" capped iron found approx. 8' E of 

c/l N-S road by T. Betley
1991

4" Aspen - N 79 deg. E, 17.46'                              

4" Aspen - S 36 deg. E, 24.70'   
265864

4 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 51 deg. E, 18.5'                                    

8" Elm - N 19 deg. W, 13.2'                          9" 

Elm - S 46 deg. W, 26.4'                           8" 

Aspen - S 28 deg. E, 23.1'

GLO BK 

11, P 48

4 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 21 deg. W, 10.6'                                    

7" White Birch - N 27 deg. E, 7.3'

GLO BK 

11, P 50

5 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 21 deg. W, 10.6'                                    

7" White Birch - N 27 deg. E, 7.3'

GLO BK 

11, P 50

5 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Birch - N 23 deg. E, 2.6'                                    

12" Aspen - S 42 deg. E, 3.3'

GLO BK 

11, P 4

5 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Black Ash - N 60 deg. W, 5.9'                                    

7" Black Ash - S 64 deg. W, 6.6'                          

7" Tamarack - S 07 deg. E, 7.3'                           

5" Black Ash - N 89 deg. E, 4.6'

GLO BK 

11, P 4

5 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 20 deg. W, 19.8'                                    

5" Tamarack - S 75 deg. E, 12.5'                          

5" Tamarack - N 46 deg. E, 19.8'                           

6" Tamarack - S 44 deg. W, 26.4'

GLO BK 

11, P 5

5 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - S 46 deg. W, 27.7'                                    

6" Aspen - N 72 deg. W, 42.9'

GLO BK 

11, P 64

5 45-24 SE
2" capped iron found approx. 8' E of 

c/l N-S road by T. Betley
1991

4" Aspen - N 79 deg. E, 17.46'                             

4" Aspen - S 36 deg. E, 24.70'  
265864

5 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 51 deg. E, 18.5'                                    

8" Elm - N 19 deg. W, 13.2'                          9" 

Elm - S 46 deg. W, 26.4'                           8" 

Aspen - S 28 deg. E, 23.1'

GLO BK 

11, P 48

5 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Aspen - S 12 deg. E, 5.9'                                    

15" Aspen - S 23 deg. W, 28.4'                          

12" Aspen - N 47 deg. E, 16.5'                           

6" Balsam - N 61 deg. W, 15.2'

GLO BK 

11, P 63

5 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 38 deg. E, 17.8'                                    

7" White Birch - N 62 deg. W, 8.6'

GLO BK 

11, P 66

6 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 38 deg. E, 17.8'                                    

7" White Birch - N 62 deg. W, 8.6'

GLO BK 

11, P 66

6 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Birch - N 59 deg. W, 7.3'                                    

No other tree near

GLO BK 

11, P 6

6 45-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Maple - N 48 deg E, 42.2'                                

10" Maple - S 13 deg E, 38.9'

Book 1, 

Page 92

6 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 20 deg. W, 19.8'                                    

5" Tamarack - S 75 deg. E, 12.5'                          

5" Tamarack - N 46 deg. E, 19.8'                           

6" Tamarack - S 44 deg. W, 26.4'

GLO BK 

11, P 5

6 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Sugar - N 86 deg. W, 15.8'                                    

8" Maple - N 74 deg. E, 25.7'                          

12" Aspen - S 73 deg. E, 36.3'                           

14" Aspen - S 71 deg. W, 23.1'

GLO BK 

11, P 6

6 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Linden - N 86 deg. W, 15.8'                                   

8" Maple - N 74 deg. E, 25.7'                                                      

12" Aspen - S 73 deg. E, 36.3'                            

14" Aspen - S 71 deg. W, 23.1'                                                             

GLO BK 

2, P 6

6 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 11 deg. E, 8.6'                                    

5" Spruce - S 60 deg. W, 9.9'

GLO BK 

11, P 65

6 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Aspen - S 12 deg. E, 5.9'                                    

15" Aspen - S 23 deg. W, 28.4'                          

12" Aspen - N 47 deg. E, 16.5'                           

6" Balsam - N 61 deg. W, 15.2'

GLO BK 

11, P 63

6 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Aspen - N 55 deg. W, 35.6'                                   

8" Birch - S 53 deg. W, 17.8'                                                      

8" Birch - S 58 deg. E, 17.8'                            

8" Black Oak - N 28 deg. E, 12.5'                                                             

GLO BK 

2, P 5

6 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Aspen - S 80 deg. W, 19.1'                                                      

8" Aspen - N 40 deg. E, 12.5'                                                             

GLO BK 

2, P 6
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7 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 57 deg. E, 14.5'                                    

7" Spruce - N 37 deg. W, 23.1'

GLO BK 

11, P 63

7 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 11 deg. E, 8.6'                                    

5" Spruce - S 60 deg. W, 9.9'

GLO BK 

11, P 65

7 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Aspen - S 12 deg. E, 5.9'                                    

15" Aspen - S 23 deg. W, 28.4'                          

12" Aspen - N 47 deg. E, 16.5'                           

6" Balsam - N 61 deg. W, 15.2'

GLO BK 

11, P 63

7 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Aspen - N 55 deg. W, 35.6'                                   

8" Birch - S 53 deg. W, 17.8'                                                      

8" Birch - S 58 deg. E, 17.8'                            

8" Black Oak - N 28 deg. E, 12.5'                                                             

GLO BK 

2, P 5

7 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 04 deg. W, 3.3'                                    

8" Tamarack - N 66 deg. E, 1.3'

GLO BK 

11, P 62

7 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 10 deg. E, 4.6'                                    

6" Tamarack - S 73 deg. W, 23.1'                          

8" Tamarack - N 46 deg. W, 11.9'                           

8" Tamarack - N 39 deg. E, 27.7'

GLO BK 

11, P 60

7 45-24 SW
2" capped pipe found in Ash swamp 

SW of NW-SE trail by T. Betley
1991

12" B. Ash - N 04 deg. E, 34.88'                             

7" B. Ash - S 44 deg. E, 2.34'                                 

9" B. Ash - N 33 deg. W, 10.21'   

265869

7 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Tamarack - N 01 deg. W, 4.6'                                    

10" Tamarack - S 73 deg. W, 5.9'                                           

10" Tamarack - S 37 deg. E, 15.8'                                  

7" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

2, P 4

7 45-24 W 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Basswood - N 23 deg. W, 11.9'                         

10" Tamarack - S 23 deg. E, 23.8'              

Book 1, 

Page 7

7 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Balsam - S 84 deg. W, 5.3'                                                      

8" Balsam - S 72 deg. E, 4.6'                                                             

GLO BK 

2, P 5

8 45-24 E 1/4
1/2" capped iron shaft found approx. 

21' E of c/l N-S road by T. Betley
1991

4" Maple - S 60 deg. E, 21.93'                                 

6" Dbl Maple - S 54 deg. W, 51.01'                      

6" Aspen - N 38 deg. W, 53.10'      

265865

8 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Maple - N 74 deg. E, 14.5'                                    

8 Tamarack - S 64 deg. W, 4.0'

GLO BK 

11, P 48

8 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - S 46 deg. W, 27.7'                                    

6" Aspen - N 72 deg. W, 42.9'

GLO BK 

11, P 64

8 45-24 NE
2" capped iron found approx. 8' E of 

c/l N-S road by T. Betley
1991

4" Aspen - N 79 deg. E, 17.46'                              

4" Aspen - S 36 deg. E, 24.70'       
265864

8 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 51 deg. E, 18.5'                                    

8" Elm - N 19 deg. W, 13.2'                          9" 

Elm - S 46 deg. W, 26.4'                           8" 

Aspen - S 28 deg. E, 23.1'

GLO BK 

11, P 48

8 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Aspen - S 12 deg. E, 5.9'                                    

15" Aspen - S 23 deg. W, 28.4'                          

12" Aspen - N 47 deg. E, 16.5'                           

6" Balsam - N 61 deg. W, 15.2'

GLO BK 

11, P 63

8 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 04 deg. W, 3.3'                                    

8" Tamarack - N 66 deg. E, 1.3'

GLO BK 

11, P 61

8 45-24 SE
2" capped pipe found E of N-S road by 

T. Betley
1991

6" Tamarack - N 04 deg. E, 11.38'                         

5" B. Spruce - N 58 deg. E, 9.99'                         

6" Tamarck - S 38 deg. W, 5.45'    

265867

8 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 54 deg. E, 14.5'                                    

9" Tamarack - S 39 deg. W, 11.9'                          

8" Tamarack - N 48 deg. E, 15.2'                           

8" Spruce - N 71 deg. W, 18.5'

GLO BK 

11, P 46

8 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 10 deg. E, 4.6'                                    

6" Tamarack - S 73 deg. W, 23.1'                          

8" Tamarack - N 46 deg. W, 11.9'                           

8" Tamarack - N 39 deg. E, 27.7'

GLO BK 

11, P 60

8 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 57 deg. E, 14.5'                                    

7" Spruce - N 37 deg. W, 23.1'

GLO BK 

11, P 63

9 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 25 deg. W, 4.0'                                    

6" Balsam - S 64 deg. E, 5.9'

GLO BK 

11, P 37
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9 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - N 16 deg. E, 15.2'                                    

8" Aspen - S 21 deg. W, 12.5'

GLO BK 

11, P 49

9 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - S 50 deg. W, 7.3'                                    

12" Aspen - S 53 deg. E, 16.5'                          

14" Aspen - N 08 deg. W, 20.5'                           

8" Balsam - N 55 deg. E, 20.5'

GLO BK 

11, P 37

9 45-24 NW
2" capped iron found approx. 8' E of 

c/l N-S road by T. Betley
1991

4" Aspen - N 79 deg. E, 17.46'                              

4" Aspen - S 36 deg. E, 24.70'       
265864

9 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Aspen - N 51 deg. E, 18.5'                                    

8" Elm - N 19 deg. W, 13.2'                          9" 

Elm - S 46 deg. W, 26.4'                           8" 

Aspen - S 28 deg. E, 23.1'

GLO BK 

11, P 48

9 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" White Pine - N 15 deg. W, 3.3'                                    

16" Aspen - S 08 deg. E, 28.4'

GLO BK 

11, P 47

9 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Yellow Pine - N 21 deg. W, 3.3'                                    

8" White Pine - N 31 deg. E, 9.9'                          

14" Yellow Pine - S 77 deg. E, 13.9'                           

6" White Pine - S 40 deg. W, 12.5'

GLO BK 

11, P 35

9 45-24 SW
2" capped pipe found E of N-S road by 

T. Betley
1991

6" Tamarack - N 04 deg. E, 11.38'                         

5" B. Spruce - N 58 deg. E, 9.99'                         

6" Tamarck - S 38 deg. W, 5.45'    

265867

9 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 54 deg. E, 14.5'                                    

9" Tamarack - S 39 deg. W, 11.9'                          

8" Tamarack - N 48 deg. E, 15.2'                           

8" Spruce - N 71 deg. W, 18.5'

GLO BK 

11, P 46

9 45-24 W 1/4
1/2" capped iron shaft found approx. 

21' E of c/l N-S road by T. Betley
1991

4" Maple - S 60 deg. E, 21.93'                                 

6" Dbl Maple - S 54 deg. W, 51.01'                      

6" Aspen - N 38 deg. W, 53.10'      

265865

9 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Maple - N 74 deg. E, 14.5'                                    

8 Tamarack - S 64 deg. W, 4.0'

GLO BK 

11, P 48

10 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 50 deg. W, 7.9'                                    

14" White Birch - N 73 deg. E, 3.6'

GLO BK 

11, P 26

10 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 49 deg. E, 6.6'                                    

15" White Birch - N 40 deg. W, 31.0'

GLO BK 

11, P 38

10 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Cedar - N 17 deg. W, 8.6'                                    

7" Cedar - N 10 deg. E, 14.5'                          

10" Cedar - S 11 deg. E, 15.8'                           

6" Tamarack - S 31 deg. W, 5.3'

GLO BK 

11, P 26

10 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - S 50 deg. W, 7.3'                                    

12" Aspen - S 53 deg. E, 16.5'                          

14" Aspen - N 08 deg. W, 20.5'                           

8" Balsam - N 55 deg. E, 20.5'

GLO BK 

11, P 37

10 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 54 deg. W, 6.6'                                    

8" Tamarack - N 03 deg. E, 15.8'

GLO BK 

11, P 36

10 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 17 deg. E, 7.3'                                    

6" Tamarack - N 09 deg. W, 7.9'                          

6" Cedar - S 76 deg. W, 4.0'                           

5" Tamarack - S 30 deg. E, 1.3'

GLO BK 

11, P 24

10 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

11, P 46

10 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Yellow Pine - N 21 deg. W, 3.3'                                    

8" White Pine - N 31 deg. E, 9.9'                          

14" Yellow Pine - S 77 deg. E, 13.9'                           

6" White Pine - S 40 deg. W, 12.5'

GLO BK 

11, P 35

10 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 25 deg. W, 4.0'                                    

6" Balsam - S 64 deg. E, 5.9'

GLO BK 

11, P 37

11 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" Ash - S 74 deg. E, 11.9'                                    

14" Yellow Birch - N 32 deg. W, 5.3'

GLO BK 

11, P 15

11 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 31 deg. W, 8.6'                                    

10" Tamarack - S 52 deg. W, 5.9'

GLO BK 

11, P 27

11 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Tamarack - S 81 deg. W, 9.2'                                    

5" Tamarack - N 19 deg. W, 16.5'                          

14" Tamarack - N 13 deg. E, 24.4'                           

5" Tamarack - S 79 deg. E, 17.8'

GLO BK 

11, P 15

Page 162 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

11 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Cedar - N 17 deg. W, 8.6'                                    

7" Cedar - N 10 deg. E, 14.5'                          

10" Cedar - S 11 deg. E, 15.8'                           

6" Tamarack - S 31 deg. W, 5.3'

GLO BK 

11, P 26

11 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Maple - S 19 deg. W, 5.3'                                    

10" White Birch - N 71 deg. W, 7.3'

GLO BK 

11, P 25

11 45-24 SE
(Mon. type not stated) found by J. 

Halverson
1966

6" Tamarack - 9.5' NE                                       

12" W. Pine - 16.5' SW                                      

12" W. Pine - 18.3' NNW

158880

11 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 36 deg. E, 19.8'                                    

8" Tamarack - S 52 deg. W, 33.0'                          

6" Tamarack - N 38 deg. W, 10.6'                           

5" Tamarack - N 24 deg. E, 12.5'

GLO BK 

11, P 13

11 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 17 deg. E, 7.3'                                    

6" Tamarack - N 09 deg. W, 7.9'                          

6" Cedar - S 76 deg. W, 4.0'                           

5" Tamarack - S 30 deg. E, 1.3'

GLO BK 

11, P 24

11 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

11, P 46

11 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 50 deg. W, 7.9'                                    

14" White Birch - N 73 deg. E, 3.6'

GLO BK 

11, P 26

12 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 30 deg. W, 1.3'                                    

8" Tamarack - N 03 deg. W, 5.3'

GLO BK 

11, P 16

12 45-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

5" Tamarack - N 66 deg. W, 20.5'                                    

5" Tamarack - S 03 deg. W, 31.7'                                         

6" Tamarack - S 46 deg. E, 4.6'                                  

5" Tamarack - N 45 deg. E, 9.2' 

GLO BK 

5 P 5

12 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

18" Tamarack - S 81 deg. W, 9.2'                                    

5" Tamarack - N 19 deg. W, 16.5'                          

14" Tamarack - N 13 deg. E, 24.4'                           

5" Tamarack - S 79 deg. E, 17.8'

GLO BK 

11, P 15

12 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 64 deg. E, 5.9'                                    

8" Tamarack - S 66 deg. W, 10.6'

GLO BK 

11, P 14

12 45-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

6" Balsam - N 35 deg. W, 2.6'                                    

6" Balsam - S 48 deg. W, 11.2'                                         

12" Balsam - S 14 deg. W, 9.2'                                  

7" Birch - N 51 deg. E, 15.2' 

GLO BK 

5 P 4

12 45-24 SW
(Mon. type not stated) found by J. 

Halverson
1966

6" Tamarack - 9.5' NE                                           

12" W. Pine - 16.5' SW                                       

12" W. Pine - 18.3' NNW  

158880

12 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 36 deg. E, 19.8'                                    

8" Tamarack - S 52 deg. W, 33.0'                          

6" Tamarack - N 38 deg. W, 10.6'                           

5" Tamarack - N 24 deg. E, 12.5'

GLO BK 

11, P 13

12 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" Ash - S 74 deg. E, 11.9'                                    

14" Yellow Birch - N 32 deg. W, 5.3'

GLO BK 

11, P 15

13 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Balsam - S 22 deg. W, 4.6'                                          

12" Aspen - N 15 deg. E, 9.2' 

GLO BK 

5 P 4

13 45-24 M.C.

M.C. on S line SW 1/4 on SE side 

Porcupine Lake is wood post set as 

part of original Government Land 

Office Survey by E. N. Darling, U.S. 

Deputy Surveyor

1860
12" Tamarack - S 59 deg. E, 31.0'                                    

16" White Birch - N 81 deg. E, 71.3'

GLO BK 

11, P 12

13 45-24 M.C.

M.C. on S line SW 1/4 on SW side 

Porcupine Lake is wood post set as 

part of original Government Land 

Office Survey by E. N. Darling, U.S. 

Deputy Surveyor

1860
12" Tamarack - S 59 deg. E, 31.0'                                    

16" White Birch - N 81 deg. E, 71.3'

GLO BK 

11, P 12

13 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 64 deg. E, 5.9'                                    

8" Tamarack - S 66 deg. W, 10.6'

GLO BK 

11, P 14

13 45-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

6" Balsam - N 35 deg. W, 2.6'                                    

6" Balsam - S 48 deg. W, 11.2'                                         

12" Balsam - S 14 deg. W, 9.2'                                  

7" Birch - N 51 deg. E, 15.2' 

GLO BK 

5 P 4
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13 45-24 NW
(Mon. type not stated) found by J. 

Halverson
1966

6" Tamarack - 9.5' NE                                           

12" W. Pine - 16.5' SW                                       

12" W. Pine - 18.3' NNW 

158880

13 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 36 deg. E, 19.8'                                    

8" Tamarack - S 52 deg. W, 33.0'                          

6" Tamarack - N 38 deg. W, 10.6'                           

5" Tamarack - N 24 deg. E, 12.5'

GLO BK 

11, P 13

13 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
28" White Pine - N 24 deg. E, 18.5'                                    

10" White Pine - S 20 deg. E, 7.9'

GLO BK 

11, P 12

13 45-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 22 deg. W, 13.9'                                    

8" White Pine - N 60 deg. W, 2.0'                                         

8" Birch - S 73 deg. E, 19.8'                                  

12" Birch - S 35 deg. E, 5.9' 

GLO BK 

5 P 3

13 45-24 SW
(Mon. type not stated) found by J. 

Halverson
1966

4" Tamarack - 30.3' NE                                           

6" Tamarack - 40.5' NW                                    

iron pipe - 21.0' N                                         

158881

13 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - S 43 deg. W, 28.4'                                    

6" Tamarack - N 77 deg. E, 11.9'                          

4" Tamarack - N 61 deg. W, 24.4'                           

6" Tamarack - S 35 deg. W, 3.3'

GLO BK 

11, P 11

13 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 78 deg. W, 18.5'                                    

10" Maple - N 05 deg. E, 15.2'

GLO BK 

11, P 13

14 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Basswood - S 78 deg. W, 18.5'                                    

10" Maple - N 05 deg. E, 15.2'

GLO BK 

11, P 13

14 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Maple - S 19 deg. W, 5.3'                                    

10" White Birch - N 71 deg. W, 7.3'

GLO BK 

11, P 25

14 45-24 NE
(Mon. type not stated) found by J. 

Halverson
1966

6" Tamarack - 9.5' NE                                             

12" W. Pine - 16.5' SW                                       

12" W. Pine - 18.3' NNW 

158880

14 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 36 deg. E, 19.8'                                    

8" Tamarack - S 52 deg. W, 33.0'                          

6" Tamarack - N 38 deg. W, 10.6'                           

5" Tamarack - N 24 deg. E, 12.5'

GLO BK 

11, P 13

14 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 17 deg. E, 7.3'                                    

6" Tamarack - N 09 deg. W, 7.9'                          

6" Cedar - S 76 deg. W, 4.0'                           

5" Tamarack - S 30 deg. E, 1.3'

GLO BK 

11, P 24

14 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

11, P 46

14 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 62 deg. W, 19.1'                                    

10" White Birch - N 41 deg. W, 23.8'

GLO BK 

11, P 23

14 45-24 SE
(Mon. type not stated) found by J. 

Halverson
1966

4" Tamarack - 30.3' NE                                           

6" Tamarack - 40.5' NW                                    

iron pipe - 21.0' N                                         

158881

14 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - S 43 deg. W, 28.4'                                    

6" Tamarack - N 77 deg. E, 11.9'                          

4" Tamarack - N 61 deg. W, 24.4'                           

6" Tamarack - S 35 deg. W, 3.3'

GLO BK 

11, P 11

14 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Pine - S 84 deg. W, 25.1'                                    

6" Maple - N 16 deg. W, 27.1'                          

6" Balsam - N 60 deg. E, 25.1'                           

6" Maple - S 31 deg. E, 20.5'

GLO BK 

11, P 22

14 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 81 deg. W, 11.9'                                    

12" White Birch - N 74 deg. E, 25.7'

GLO BK 

11, P 24

15 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 81 deg. W, 11.9'                                    

12" White Birch - N 74 deg. E, 25.7'

GLO BK 

11, P 24

15 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 54 deg. W, 6.6'                                    

8" Tamarack - N 03 deg. E, 15.8'

GLO BK 

11, P 36

15 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 17 deg. E, 7.3'                                    

6" Tamarack - N 09 deg. W, 7.9'                          

6" Cedar - S 76 deg. W, 4.0'                           

5" Tamarack - S 30 deg. E, 1.3'

GLO BK 

11, P 24
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15 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

11, P 46

15 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Yellow Pine - N 21 deg. W, 3.3'                                    

8" White Pine - N 31 deg. E, 9.9'                          

14" Yellow Pine - S 77 deg. E, 13.9'                           

6" White Pine - S 40 deg. W, 12.5'

GLO BK 

11, P 35

15 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 16 deg. E, 5.9'                                    

8" White Birch - N 01 deg. E, 23.8'

GLO BK 

11, P 34

15 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Pine - S 84 deg. W, 25.1'                                    

6" Maple - N 16 deg. W, 27.1'                          

6" Balsam - N 60 deg. E, 25.1'                           

6" Maple - S 31 deg. E, 20.5'

GLO BK 

11, P 22

15 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 29 deg. W, 13.2'                                    

12" White Birch - S 59 deg. E, 17.2'                          

10" Aspen - N 19 deg. E, 9.9'                           

8" Aspen - S 49 deg. W, 20.5'

GLO BK 

11, P 33

15 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 71 deg. E, 26.4'                                    

10" White Birch - N 78 deg. W, 16.5'

GLO BK 

11, P 35

16 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Spruce - N 71 deg. E, 26.4'                                    

10" White Birch - N 78 deg. W, 16.5'

GLO BK 

11, P 35

16 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" White Pine - N 15 deg. W, 3.3'                                    

16" Aspen - S 08 deg. E, 28.4'

GLO BK 

11, P 47

16 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Yellow Pine - N 21 deg. W, 3.3'                                    

8" White Pine - N 31 deg. E, 9.9'                          

14" Yellow Pine - S 77 deg. E, 13.9'                           

6" White Pine - S 40 deg. W, 12.5'

GLO BK 

11, P 35

16 45-24 NW
2" capped pipe found E of N-S road by 

T. Betley
1991

6" Tamarack - N 04 deg. E, 11.38'                         

5" B. Spruce - N 58 deg. E, 9.99'                         

6" Tamarck - S 38 deg. W, 5.45'    

265867

16 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 54 deg. E, 14.5'                                    

9" Tamarack - S 39 deg. W, 11.9'                          

8" Tamarack - N 48 deg. E, 15.2'                           

8" Spruce - N 71 deg. W, 18.5'

GLO BK 

11, P 46

16 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Ash - N 19 deg. W, 7.9'                                    

12" Ash - S 31 deg. W, 11.9'

GLO BK 

11, P 45

16 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 29 deg. W, 13.2'                                    

12" White Birch - S 59 deg. E, 17.2'                          

10" Aspen - N 19 deg. E, 9.9'                           

8" Aspen - S 49 deg. W, 20.5'

GLO BK 

11, P 33

16 45-24 SW
2" capped pipe found at c/l-c/l roads N-

S-E by T. Betley
1991

5" B. Oak - N 27 deg. E, 63.31'                              

3" B. Ash - S 70 deg. W, 30.50'                             

8" R. Oak - N 47 deg. W, 46.04'   

265868

16 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Pine - S 53 deg. E, 9.9'                                    

6" Balsam - S 63 deg. W, 17.2'                          

6" White Birch - N 27 deg. W, 21.8'                           

5" Ash - N 61 deg. E, 21.1'

GLO BK 

11, P 44

16 45-24 W 1/4
1/2" capped iron shaft set in ditch on E 

side N-S road by T. Betley
1991

5" Maple - N 41 deg. E, 20.47'                              

5" Maple - N 86 deg. E, 10.45'                             

5" Maple - S 79 deg. W, 27.62' 

265866

16 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - S 58 deg. E, 19.1'                                    

10 Tamarack - N 74 deg. W, 17.8'

GLO BK 

11, P 46

17 45-24 E 1/4
1/2" capped iron shaft set in ditch on E 

side N-S road by T. Betley
1991

5" Maple - N 41 deg. E, 20.47'                              

5" Maple - N 86 deg. E, 10.45'                             

5" Maple - S 79 deg. W, 27.62'                     

265866

17 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - S 58 deg. E, 19.1'                                    

10 Tamarack - N 74 deg. W, 17.8'

GLO BK 

11, P 46

17 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 04 deg. W, 3.3'                                    

8" Tamarack - N 66 deg. E, 1.3'

GLO BK 

11, P 61

17 45-24 NE
2" capped pipe found E of N-S road by 

T. Betley
1991

6" Tamarack - N 04 deg. E, 11.38'                          

5" B. Spruce - N 58 deg. E, 9.99'                           

6" Tamarck - S 38 deg. W, 5.45'     

265867

17 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 54 deg. E, 14.5'                                    

9" Tamarack - S 39 deg. W, 11.9'                          

8" Tamarack - N 48 deg. E, 15.2'                           

8" Spruce - N 71 deg. W, 18.5'

GLO BK 

11, P 46
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17 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 10 deg. E, 4.6'                                    

6" Tamarack - S 73 deg. W, 23.1'                          

8" Tamarack - N 46 deg. W, 11.9'                           

8" Tamarack - N 39 deg. E, 27.7'

GLO BK 

11, P 60

17 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 17 deg. W, 4.0'                                    

7" Balsam - S 21 deg. W, 11.9'

GLO BK 

11, P 58

17 45-24 SE
2" capped pipe found at c/l-c/l roads N-

S-E by T. Betley
1991

5" B. Oak - N 27 deg. E, 63.31'                              

3" B. Ash - S 70 deg. W, 30.50'                              

8" R. Oak - N 47 deg. W, 46.04'                 

265868

17 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Pine - S 53 deg. E, 9.9'                                    

6" Balsam - S 63 deg. W, 17.2'                          

6" White Birch - N 27 deg. W, 21.8'                           

5" Ash - N 61 deg. E, 21.1'

GLO BK 

11, P 44

17 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 63 deg. E, 2.6'                                    

10" White Birch - S 31 deg. E, 15.8'                          

9" White Birch - S 29 deg. W, 5.3'                           

10" White Birch - N 75 deg. W, 13.9'

GLO BK 

11, P 57

17 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Cedar - N 13 deg. W, 5.3'                                    

6" Cedar - N 53 deg. E, 2.6'

GLO BK 

11, P 60

18 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Cedar - N 13 deg. W, 5.3'                                    

6" Cedar - N 53 deg. E, 2.6'

GLO BK 

11, P 60

18 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 04 deg. W, 3.3'                                    

8" Tamarack - N 66 deg. E, 1.3'

GLO BK 

11, P 62

18 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 10 deg. E, 4.6'                                    

6" Tamarack - S 73 deg. W, 23.1'                          

8" Tamarack - N 46 deg. W, 11.9'                           

8" Tamarack - N 39 deg. E, 27.7'

GLO BK 

11, P 60

18 45-24 NW
2" capped pipe found in Ash swamp 

SW of NW-SE trail by T. Betley
1991

12" B. Ash - N 04 deg. E, 34.88'                             

7" B. Ash - S 44 deg. E, 2.34'                                 

9" B. Ash - N 33 deg. W, 10.21'            

265869

18 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Tamarack - N 01 deg. W, 4.6'                                    

10" Tamarack - S 73 deg. W, 5.9'                                           

10" Tamarack - S 37 deg. E, 15.8'                                  

7" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

2, P 4

18 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 60 deg. E, 5.9'                                    

6" Balsam - S 28 deg. E, 12.5'

GLO BK 

11, P 59

18 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 63 deg. E, 2.6'                                    

10" White Birch - S 31 deg. E, 15.8'                          

9" White Birch - S 29 deg. W, 5.3'                           

10" White Birch - N 75 deg. W, 13.9'

GLO BK 

11, P 57

18 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

19" Aspen - N 56 deg. W, 6.6'                                   

10" Aspen - S 27 deg. W, 13.2'                                                      

10" Birch - S 33 deg. E, 13.9'                            

7" Aspen - N 70 deg. E, 6.6'                                                             

GLO BK 

2, P 3

18 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - S 34 deg. W, 13.9'                                                      

10" Birch - S 09 deg. E, 13.9'                                                             

GLO BK 

2, P 4

19 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 65 deg. E, 4.0'                                    

7" Tamarack - S 71 deg. W, 13.2'

GLO BK 

11, P 57

19 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 60 deg. E, 5.9'                                    

6" Balsam - S 28 deg. E, 12.5'

GLO BK 

11, P 59

19 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 63 deg. E, 2.6'                                    

10" White Birch - S 31 deg. E, 15.8'                          

9" White Birch - S 29 deg. W, 5.3'                           

10" White Birch - N 75 deg. W, 13.9'

GLO BK 

11, P 57

19 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

19" Aspen - N 56 deg. W, 6.6'                                   

10" Aspen - S 27 deg. W, 13.2'                                                      

10" Birch - S 33 deg. E, 13.9'                            

7" Aspen - N 70 deg. E, 6.6'                                                             

GLO BK 

2, P 3

19 45-24 S 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

Linden – S 48 deg. E, 54.8'                                   

Hard Maple – N 37 deg. W, 29.0'

Book 2, 

Page 30

19 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" White Birch - S 40 deg. E, 20.5'                                    

18" Burr Oak - N 46 deg. W, 15.8'

GLO BK 

11, P 56
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19 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 56 deg. E, 23.8'                                    

14" Tamarack - S 56 deg. E, 25.1'                          

18" Tamarack - N 76 deg. W, 9.2'                           

8" White Birch - S 31 deg. W, 27.7'

GLO BK 

11, P 54

19 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 45 deg. W, 17.8'                                   

6" Birch - S 40 deg. W, 38.3'                                                      

10" Birch - S 15 deg. E, 31.7'                            

6" Tamarack - N 61 deg. E, 81.8'                                                             

GLO BK 

2, P 2

19 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - N 19 deg. W, 13.2'                                                      

6" Birch - S 56 deg. E, 14.5'                                                             

GLO BK 

2, P 3

20 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 73 deg. E, 6.6'                                    

6" Tamarack - S 90 deg. W, 1.3'

GLO BK 

11, P 44

20 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 17 deg. W, 4.0'                                    

7" Balsam - S 21 deg. W, 11.9'

GLO BK 

11, P 58

20 45-24 NE
2" capped pipe found at c/l-c/l roads N-

S-E by T. Betley
1991

5" B. Oak - N 27 deg. E, 63.31'                               

3" B. Ash - S 70 deg. W, 30.50'                              

8" R. Oak - N 47 deg. W, 46.04'               

265868

20 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Pine - S 53 deg. E, 9.9'                                    

6" Balsam - S 63 deg. W, 17.2'                          

6" White Birch - N 27 deg. W, 21.8'                           

5" Ash - N 61 deg. E, 21.1'

GLO BK 

11, P 44

20 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" White Birch - N 63 deg. E, 2.6'                                    

10" White Birch - S 31 deg. E, 15.8'                          

9" White Birch - S 29 deg. W, 5.3'                           

10" White Birch - N 75 deg. W, 13.9'

GLO BK 

11, P 57

20 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Aspen - S 53 deg. E, 11.9'                                    

6" Maple - N 35 deg. E, 8.6'

GLO BK 

11, P 55

20 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - S 26 deg. W, 11.9'                                    

6" Balsam - N 56 deg. W, 5.3'                          

8" Tamarack - N 56 deg. E, 19.1'                           

6" Tamarack - S 67 deg. E, 12.5'

GLO BK 

11, P 42

20 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 56 deg. E, 23.8'                                    

14" Tamarack - S 56 deg. E, 25.1'                          

18" Tamarack - N 76 deg. W, 9.2'                           

8" White Birch - S 31 deg. W, 27.7'

GLO BK 

11, P 54

20 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 65 deg. E, 4.0'                                    

7" Tamarack - S 71 deg. W, 13.2'

GLO BK 

11, P 57

21 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 51 deg. W, 9.9'                                    

6" Tamarack - N 31 deg. E, 9.9'

GLO BK 

11, P 33

21 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Ash - N 19 deg. W, 7.9'                                    

12" Ash - S 31 deg. W, 11.9'

GLO BK 

11, P 45

21 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 29 deg. W, 13.2'                                    

12" White Birch - S 59 deg. E, 17.2'                          

10" Aspen - N 19 deg. E, 9.9'                           

8" Aspen - S 49 deg. W, 20.5'

GLO BK 

11, P 33

21 45-24 NW
2" capped pipe found at c/l-c/l roads N-

S-E by T. Betley
1991

5" B. Oak - N 27 deg. E, 63.31'                               

3" B. Ash - S 70 deg. W, 30.50'                              

8" R. Oak - N 47 deg. W, 46.04'               

265868

21 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" White Pine - S 53 deg. E, 9.9'                                    

6" Balsam - S 63 deg. W, 17.2'                          

6" White Birch - N 27 deg. W, 21.8'                           

5" Ash - N 61 deg. E, 21.1'

GLO BK 

11, P 44

21 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 45 deg. E, 2.0'                                    

10" Aspen - S 38 deg. W, 5.9'

GLO BK 

11, P 43

21 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 27 deg. W, 14.5'                                    

10" Tamarack - N 37 deg. E, 14.5'                          

5" Tamarack - S 26 deg. E, 19.1'                           

12" Tamarack - S 50 deg. W, 7.9'

GLO BK 

11, P 31

21 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - S 26 deg. W, 11.9'                                    

6" Balsam - N 56 deg. W, 5.3'                          

8" Tamarack - N 56 deg. E, 19.1'                           

6" Tamarack - S 67 deg. E, 12.5'

GLO BK 

11, P 42

21 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 73 deg. E, 6.6'                                    

6" Tamarack - S 90 deg. W, 1.3'

GLO BK 

11, P 44
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22 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - S 89 deg. W, 7.3'                                    

6" Spruce - N 12 deg. E, 5.3'

GLO BK 

11, P 22

22 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 16 deg. E, 5.9'                                    

8" White Birch - N 01 deg. E, 23.8'

GLO BK 

11, P 34

22 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Pine - S 84 deg. W, 25.1'                                    

6" Maple - N 16 deg. W, 27.1'                          

6" Balsam - N 60 deg. E, 25.1'                           

6" Maple - S 31 deg. E, 20.5'

GLO BK 

11, P 22

22 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Aspen - N 29 deg. W, 13.2'                                    

12" White Birch - S 59 deg. E, 17.2'                          

10" Aspen - N 19 deg. E, 9.9'                           

8" Aspen - S 49 deg. W, 20.5'

GLO BK 

11, P 33

22 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Spruce - N 11 deg. W, 13.9'                                    

4" Spruce - S 08 deg. W, 6.6'

GLO BK 

11, P 32

22 45-24 SE
(Mon. type not stated) found by J. 

Halverson
1966

5" B. Ash - 15.3' NE                                                

10" B. Ash - 5.2' SW                                              

10" B. Ash - 15.3' NW

158882

22 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 25 deg. E, 13.2'                                    

14" Tamarack - S 07 deg. W, 13.2'                          

10" Tamarack - N 71 deg. E, 11.2'                           

12" Tamarack - N 21 deg. W, 5.9'

GLO BK 

11, P 20

22 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 27 deg. W, 14.5'                                    

10" Tamarack - N 37 deg. E, 14.5'                          

5" Tamarack - S 26 deg. E, 19.1'                           

12" Tamarack - S 50 deg. W, 7.9'

GLO BK 

11, P 31

22 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 51 deg. W, 9.9'                                    

6" Tamarack - N 31 deg. E, 9.9'

GLO BK 

11, P 33

23 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Spruce - N 23 deg. W, 6.6'                                    

3" Spruce - N 64 deg. E, 9.9'

GLO BK 

11, P 11

23 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Willow - S 20 deg. W, 9.2'                                    

6" Spruce - N 43 deg. E, 31.7'

GLO BK 

11, P 21

23 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 62 deg. W, 19.1'                                    

10" White Birch - N 41 deg. W, 23.8'

GLO BK 

11, P 23

23 45-24 NE
(Mon. type not stated) found by J. 

Halverson
1966

4" Tamarack - 30.3' NE                                          

6" Tamarack - 40.5' NW                                    

iron pipe - 21.0' N                                         

158881

23 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - S 43 deg. W, 28.4'                                    

6" Tamarack - N 77 deg. E, 11.9'                          

4" Tamarack - N 61 deg. W, 24.4'                           

6" Tamarack - S 35 deg. W, 3.3'

GLO BK 

11, P 11

23 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Pine - S 84 deg. W, 25.1'                                    

6" Maple - N 16 deg. W, 27.1'                          

6" Balsam - N 60 deg. E, 25.1'                           

6" Maple - S 31 deg. E, 20.5'

GLO BK 

11, P 22

23 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Willow - S 20 deg. W, 9.2'                                    

6" Spruce - N 43 deg. E, 31.7'

GLO BK 

11, P 21

23 45-24 SE
capped iron pipe set on c/l-c/l roads to 

W and S by J. Halverson
1966

8" Balsam - 54.6' ENE                                           

10" Birch - 64.6' ENE                                             
158883

23 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - N 06 deg. W, 32.3'                                    

10" Tamarack - N 65 deg. W, 23.8'                          

10" Tamarack - S 63 deg. E, 37.0'                           

8" Tamarack - S 31 deg. E, 14.5'

GLO BK 

11, P 9

23 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

No other tie stated

GLO BK 

11, P 33

23 45-24 SW
(Mon. type not stated) found by J. 

Halverson
1966

5" B. Ash - 15.3' NE                                                

10" B. Ash - 5.2' SW                                              

10" B. Ash - 15.3' NW

158882

23 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 25 deg. E, 13.2'                                    

14" Tamarack - S 07 deg. W, 13.2'                          

10" Tamarack - N 71 deg. E, 11.2'                           

12" Tamarack - N 21 deg. W, 5.9'

GLO BK 

11, P 20

23 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - S 89 deg. W, 7.3'                                    

6" Spruce - N 12 deg. E, 5.3'

GLO BK 

11, P 22
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24 45-24 M.C.

M.C. on N line NW 1/4 on SE side 

Porcupine Lake is wood post set as 

part of original Government Land 

Office Survey by E. N. Darling, U.S. 

Deputy Surveyor

1860
12" Tamarack - S 59 deg. E, 31.0'                                    

16" White Birch - N 81 deg. E, 71.3'

GLO BK 

11, P 12

24 45-24 M.C.

M.C. on N line NW 1/4 on SW side 

Porcupine Lake is wood post set as 

part of original Government Land 

Office Survey by E. N. Darling, U.S. 

Deputy Surveyor

1860
12" Tamarack - S 29 deg. W, 23.1'                                    

4" Spruce - N 79 deg. W, 48.8'

GLO BK 

11, P 13

24 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
28" White Pine - N 24 deg. E, 18.5'                                    

10" White Pine - S 20 deg. E, 7.9'

GLO BK 

11, P 12

24 45-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 22 deg. W, 13.9'                                    

8" White Pine - N 60 deg. W, 2.0'                                         

8" Birch - S 73 deg. E, 19.8'                                  

12" Birch - S 35 deg. E, 5.9' 

GLO BK 

5 P 3

24 45-24 NW
(Mon. type not stated) found by J. 

Halverson
1966

4" Tamarack - 30.3' NE                                           

6" Tamarack - 40.5' NW                                    

iron pipe - 21.0' N                                         

158881

24 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

4" Tamarack - S 43 deg. W, 28.4'                                    

6" Tamarack - N 77 deg. E, 11.9'                          

4" Tamarack - N 61 deg. W, 24.4'                           

6" Tamarack - S 35 deg. W, 3.3'

GLO BK 

11, P 11

24 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 37 deg. W, 5.9'                                    

10" Aspen - S 51 deg. W, 10.6'

GLO BK 

11, P 10

24 45-24 SW
capped iron pipe set on c/l-c/l roads to 

W and S by J. Halverson
1966

8" Balsam - 54.6' ENE                                           

10" Birch - 64.6' ENE               
158883

24 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - N 06 deg. W, 32.3'                                    

10" Tamarack - N 65 deg. W, 23.8'                          

10" Tamarack - S 63 deg. E, 37.0'                           

8" Tamarack - S 31 deg. E, 14.5'

GLO BK 

11, P 9

24 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

No other tie stated

GLO BK 

11, P 33

24 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
3" Spruce - N 23 deg. W, 6.6'                                    

3" Spruce - N 64 deg. E, 9.9'

GLO BK 

11, P 11

25 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 37 deg. W, 5.9'                                    

10" Aspen - S 51 deg. W, 10.6'

GLO BK 

11, P 10

25 45-24 NW
capped iron pipe set on c/l-c/l roads to 

W and S by J. Halverson
1966

8" Balsam - 54.6' ENE                                            

10" Birch - 64.6' ENE                                             
158883

25 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - N 06 deg. W, 32.3'                                    

10" Tamarack - N 65 deg. W, 23.8'                          

10" Tamarack - S 63 deg. E, 37.0'                           

8" Tamarack - S 31 deg. E, 14.5'

GLO BK 

11, P 9

25 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

No other tie stated

GLO BK 

11, P 33

25 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" Tamarack - N 40 deg. E, 32.3'                                    

8" Tamarack - S 52 deg. E, 37.0'

GLO BK 

11, P 8

25 45-24 SE

1 1/4"  pipe found on c/l road to E and 

S at fence line to the W by R. 

Thornton

1981

steel post - S 65 deg. E, 45.39'                               

N & D in Power Pole - S 43 deg. W, 36.15'            

steel post - N 85 deg. W, 50.10'         

212657

25 45-24 SW
C.I.M. set in c/l N-S road at Power line 

to E by R. Thornton
1979

steel post - N 45 deg. E, 45.08'                       

steel post - S 45 deg. E, 32.68'                              

steel post - S 52 deg. W, 37.2'         

205191

25 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 41 deg. W, 11.9'                                    

6" Spruce - S 40 deg. W, 19.8'                          

6" Spruce - S 63 deg. E, 13.9'                           

5" Spruce - N 18 deg. E, 4.6'

GLO BK 

11, P 7

25 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 58 deg. E, 5.3'                                    

10" Spruce - S 34 deg. W, 5.3'

GLO BK 

11, P 9

26 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Spruce - N 58 deg. E, 5.3'                                    

10" Spruce - S 34 deg. W, 5.3'

GLO BK 

11, P 9

26 45-24 NE
capped iron pipe set on c/l-c/l roads to 

W and S by J. Halverson
1966

8" Balsam - 54.6' ENE                                            

10" Birch - 64.6' ENE                         
158883
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26 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - N 06 deg. W, 32.3'                                    

10" Tamarack - N 65 deg. W, 23.8'                          

10" Tamarack - S 63 deg. E, 37.0'                           

8" Tamarack - S 31 deg. E, 14.5'

GLO BK 

11, P 9

26 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

No other tie stated

GLO BK 

11, P 33

26 45-24 NW
(Mon. type not stated) found by J. 

Halverson
1966

5" B. Ash - 15.3' NE                                                

10" B. Ash - 5.2' SW                                              

10" B. Ash - 15.3' NW

158882

26 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 25 deg. E, 13.2'                                    

14" Tamarack - S 07 deg. W, 13.2'                          

10" Tamarack - N 71 deg. E, 11.2'                           

12" Tamarack - N 21 deg. W, 5.9'

GLO BK 

11, P 20

26 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - S 24 deg. W, 4.6'

GLO BK 

11, P 19

26 45-24 SE
C.I.M. set in c/l N-S road at Power line 

to E by R. Thornton
1979

steel post - N 45 deg. E, 45.08'                        

steel post - S 45 deg. E, 32.68'                             

steel post - S 52 deg. W, 37.2'         

205191

26 45-24 SW
(Mon. type not stated) found in woods 

by J. Halverson
1966

12" Birch - 67.5' NE                                                

8" Maple - 7.4' SW                                               

8" Balsam - 63.0' NW  

158890

26 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Balsam - S 41 deg. E, 27.1'                                    

12" Birch - N 05 deg. E, 14.5'                          

6" Ash - N 29 deg. W, 32.3'                           8" 

Sugar - S 22 deg. W, 12.5'

GLO BK 

11, P 18

26 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 50 deg. W, 1.3'                                    

6" Tamarack - N 79 deg. E, 5.9'

GLO BK 

11, P 20

27 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Spruce - N 11 deg. W, 13.9'                                    

4" Spruce - S 08 deg. W, 6.6'

GLO BK 

11, P 32

27 45-24 NE
(Mon. type not stated) found by J. 

Halverson
1966

5" B. Ash - 15.3' NE                                                

10" B. Ash - 5.2' SW                                              

10" B. Ash - 15.3' NW

158882

27 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 25 deg. E, 13.2'                                    

14" Tamarack - S 07 deg. W, 13.2'                          

10" Tamarack - N 71 deg. E, 11.2'                           

12" Tamarack - N 21 deg. W, 5.9'

GLO BK 

11, P 20

27 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 27 deg. W, 14.5'                                    

10" Tamarack - N 37 deg. E, 14.5'                          

5" Tamarack - S 26 deg. E, 19.1'                           

12" Tamarack - S 50 deg. W, 7.9'

GLO BK 

11, P 31

27 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 01 deg. W, 1.3'                                    

4" Tamarack - N 04 deg. E, 9.0'

GLO BK 

11, P 30

27 45-24 SE
(Mon. type not stated) found in woods 

by J. Halverson
1966

12" Birch - 67.5' NE                                                

8" Maple - 7.4' SW                                               

8" Balsam - 63.0' NW      

158890

27 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Balsam - S 41 deg. E, 27.1'                                    

12" Birch - N 05 deg. E, 14.5'                          

6" Ash - N 29 deg. W, 32.3'                           8" 

Sugar - S 22 deg. W, 12.5'

GLO BK 

11, P 18

27 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 48 deg. W, 3.3'                                    

10" Tamarack - N 31 deg. E, 21.8'                          

8" Tamarack - S 43 deg. E, 12.5'                           

8" Tamarack - S 19 deg. W, 22.4'

GLO BK 

11, P 29

27 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 32 deg. E, 29.7'                                    

4" Tamarack - S 53 deg. W, 17.8'

GLO BK 

11, P 31

28 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 32 deg. E, 29.7'                                    

4" Tamarack - S 53 deg. W, 17.8'

GLO BK 

11, P 31

28 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 45 deg. E, 2.0'                                    

10" Aspen - S 38 deg. W, 5.9'

GLO BK 

11, P 43

28 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 27 deg. W, 14.5'                                    

10" Tamarack - N 37 deg. E, 14.5'                          

5" Tamarack - S 26 deg. E, 19.1'                           

12" Tamarack - S 50 deg. W, 7.9'

GLO BK 

11, P 31
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28 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - S 26 deg. W, 11.9'                                    

6" Balsam - N 56 deg. W, 5.3'                          

8" Tamarack - N 56 deg. E, 19.1'                           

6" Tamarack - S 67 deg. E, 12.5'

GLO BK 

11, P 42

28 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 07 deg. E, 14.5'                                    

8" Tamarack - N 26 deg. W, 7.3'

GLO BK 

11, P 41

28 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 48 deg. W, 3.3'                                    

10" Tamarack - N 31 deg. E, 21.8'                          

8" Tamarack - S 43 deg. E, 12.5'                           

8" Tamarack - S 19 deg. W, 22.4'

GLO BK 

11, P 29

28 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 19 deg. W, 5.9'                                    

7" Tamarack - N 26 deg. E, 30.4'                          

8" Tamarack - S 82 deg. E, 4.6'                           

6" Tamarack - S 26 deg. W, 9.9'

GLO BK 

11, P 40

28 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 58 deg. W, 1.3'                                    

4" Tamarack - S 18 deg. E, 2.6'

GLO BK 

11, P 42

29 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 58 deg. W, 1.3'                                    

4" Tamarack - S 18 deg. E, 2.6'

GLO BK 

11, P 42

29 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
14" Aspen - S 53 deg. E, 11.9'                                    

6" Maple - N 35 deg. E, 8.6'

GLO BK 

11, P 55

29 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - S 26 deg. W, 11.9'                                    

6" Balsam - N 56 deg. W, 5.3'                          

8" Tamarack - N 56 deg. E, 19.1'                           

6" Tamarack - S 67 deg. E, 12.5'

GLO BK 

11, P 42

29 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 56 deg. E, 23.8'                                    

14" Tamarack - S 56 deg. E, 25.1'                          

18" Tamarack - N 76 deg. W, 9.2'                           

8" White Birch - S 31 deg. W, 27.7'

GLO BK 

11, P 54

29 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 02 deg. W, 2.0'                                    

4" Tamarack - N 44 deg. W, 7.9'

GLO BK 

11, P 52

29 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 19 deg. W, 5.9'                                    

7" Tamarack - N 26 deg. E, 30.4'                          

8" Tamarack - S 82 deg. E, 4.6'                           

6" Tamarack - S 26 deg. W, 9.9'

GLO BK 

11, P 40

29 45-24 SW
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Tamarack – N 37 deg. E, 39.6'                      

10” Tamarack – S 62 deg. E, 45.5'                        

7” Black Ash – N 42 deg. W, 55.4'

Book 2, 

Page 30

29 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 35 deg. W, 3.3'                                    

8" Tamarack - N 55 deg. E, 15.8'                          

8" Tamarack - S 25 deg. E, 17.8'                           

8" Tamarack - S 15 deg. W, 13.2'

GLO BK 

11, P 51

29 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - S 58 deg. E, 2.0'                                    

12" Aspen - S 62 deg. W, 5.3'

GLO BK 

11, P 54

30 45-24  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section (Qtrs. only)                         

Distances and Mag. Var. shown

Book 2, 

Page 31

30 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - S 58 deg. E, 2.0'                                    

12" Aspen - S 62 deg. W, 5.3'

GLO BK 

11, P 54

30 45-24 N 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

Linden – S 48 deg. E, 54.8'                                   

Hard Maple – N 37 deg. W, 29.0'

Book 2, 

Page 30

30 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
18" White Birch - S 40 deg. E, 20.5'                                    

18" Burr Oak - N 46 deg. W, 15.8'

GLO BK 

11, P 56

30 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - N 56 deg. E, 23.8'                                    

14" Tamarack - S 56 deg. E, 25.1'                          

18" Tamarack - N 76 deg. W, 9.2'                           

8" White Birch - S 31 deg. W, 27.7'

GLO BK 

11, P 54

30 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 45 deg. W, 17.8'                                   

6" Birch - S 40 deg. W, 38.3'                                                      

10" Birch - S 15 deg. E, 31.7'                            

6" Tamarack - N 61 deg. E, 81.8'                                                             

GLO BK 

2, P 2

30 45-24 S 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

20” Elm – N 53 deg. W, 45.9'                                 

12” Black Ash – S 41 deg. E, 61.1'

Book 2, 

Page 30

30 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Ash - N 57 deg. W, 4.6'                                    

8" Ash - S 57 deg. E, 2.0'

GLO BK 

11, P 53
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30 45-24 SE
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Tamarack – N 37 deg. E, 39.6'                      

10” Tamarack – S 62 deg. E, 45.5'                        

7” Black Ash – N 42 deg. W, 55.4'

Book 2, 

Page 30

30 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 35 deg. W, 3.3'                                    

8" Tamarack - N 55 deg. E, 15.8'                          

8" Tamarack - S 25 deg. E, 17.8'                           

8" Tamarack - S 15 deg. W, 13.2'

GLO BK 

11, P 51

30 45-24 SW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 6” Soft Maple – N 51 deg. E, 25.1'

Book 2, 

Page 18

30 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Maple - S 12 deg. W, 26.4'                                   

7" Aspen - N 79 deg. W, 21.1'                                                      

9" Maple - N 27 deg. E, 19.8'                            

10" Maple - S 37 deg. E, 27.7'                                                             

GLO BK 

2, P 1

30 45-24 W 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 14” Black Oak – S 24 deg. E, 80.5'

Book 2, 

Page 18

30 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - S 44 deg. W, 9.2'                                                      

10" Birch - N 75 deg. E, 18.5'                                                             

GLO BK 

2, P 2

31 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 80 deg. E, 13.9'                                    

8" Cedar - N 45 deg. W, 16.5'

GLO BK 

11, P 51

31 45-24 N 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

20” Elm – N 53 deg. W, 45.9'                                 

12” Black Ash – S 41 deg. E, 61.1'

Book 2, 

Page 30

31 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Ash - N 57 deg. W, 4.6'                                    

8" Ash - S 57 deg. E, 2.0'

GLO BK 

11, P 53

31 45-24 NE
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Tamarack – N 37 deg. E, 39.6'                      

10” Tamarack – S 62 deg. E, 45.5'                        

7” Black Ash – N 42 deg. W, 55.4'

Book 2, 

Page 30

31 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 35 deg. W, 3.3'                                    

8" Tamarack - N 55 deg. E, 15.8'                          

8" Tamarack - S 25 deg. E, 17.8'                           

8" Tamarack - S 15 deg. W, 13.2'

GLO BK 

11, P 51

31 45-24 NW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 6” Soft Maple – N 51 deg. E, 25.1'

Book 2, 

Page 18

31 45-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Maple - S 12 deg. W, 26.4'                                   

7" Aspen - N 79 deg. W, 21.1'                                                      

9" Maple - N 27 deg. E, 19.8'                            

10" Maple - S 37 deg. E, 27.7'                                                             

GLO BK 

2, P 1

31 45-24 S 1/4

(Mon. type not stated) found on c/l E-

W road at fence line to N by J. 

Halverson

1966

14" Red Oak - 85.9' SE                                         

iron pipe - 46.0' N                                                   

Power Pole - 46.1' SW  

158885

31 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Birch - N 35 deg. E, 14.5'                                    

7" Birch - S 64 deg. W, 24.4'       

GLO BK 

11, P 6

31 45-24 SE
(Mon. type not stated) found on c/l E-

W road at fe. line to S by J. Halverson
1966

Power Pole - 73.8' SW                                           

iron pipe - 35.85' N                                              
158886

31 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 68 deg. E, 21.1'                                    

8" Birch - N 46 deg. W, 5.3'                          8" 

Birch - S 49 deg. W, (0)'                           10" 

Tamarack - S 87 deg. E, 10.6'

GLO BK 

11, P 5

31 45-24 SW
(Mon. type not stated) found on c/l-c/l 

roads E-W-S by J. Halverson
1966

8" Red Oak - 74.25' NE                                         

iron pipe - 44.55' NW                  
158884

31 45-24 SW
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

16” Black Oak – N 42 deg. W, 104.3'                    

10” Maple – N 21 deg. E, 23.6'

Book 2, 

Page 18

31 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

11, P 6

31 45-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

2, P 10

31 45-24 W 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

5” Black Oak – S 45 deg. W, 44.9'                         

5” Poplar – S 61 deg. W, 24.8'

Book 2, 

Page 18

31 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
12" Aspen - N 35 deg. E, 7.9'                                                      

8" Aspen - S 19 deg. W, 4.6'                                                             

GLO BK 

2, P 1

32 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 16 deg. W, 9.9'                                    

8" Aspen - N 51 deg. E, 3.3'

GLO BK 

11, P 40
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32 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 02 deg. W, 2.0'                                    

4" Tamarack - N 44 deg. W, 7.9'

GLO BK 

11, P 52

32 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 19 deg. W, 5.9'                                    

7" Tamarack - N 26 deg. E, 30.4'                          

8" Tamarack - S 82 deg. E, 4.6'                           

6" Tamarack - S 26 deg. W, 9.9'

GLO BK 

11, P 40

32 45-24 NW
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Tamarack – N 37 deg. E, 39.6'                      

10” Tamarack – S 62 deg. E, 45.5'                        

7” Black Ash – N 42 deg. W, 55.4'

Book 2, 

Page 30

32 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - N 35 deg. W, 3.3'                                    

8" Tamarack - N 55 deg. E, 15.8'                          

8" Tamarack - S 25 deg. E, 17.8'                           

8" Tamarack - S 15 deg. W, 13.2'

GLO BK 

11, P 51

32 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Aspen - N 22 deg. E, 13.9'                                    

8" Sugar - S 17 deg. E, 9.2'       

GLO BK 

11, P 5

32 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 34 deg. W, 3.3'                                    

10" Aspen - N 38 deg. E, 7.9'                          

8" Tamarack - S 37 deg. W, 13.9'                           

8" Tamarack - S 03 deg. E, 15.8'

GLO BK 

11, P 4

32 45-24 SW
(Mon. type not stated) found on c/l E-

W road at fe. line to S by J. Halverson
1966

Power Pole - 73.8' SW                                           

iron pipe - 35.85' N                                              
158886

32 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Aspen - N 68 deg. E, 21.1'                                    

8" Birch - N 46 deg. W, 5.3'                          8" 

Birch - S 49 deg. W, (0)'                           10" 

Tamarack - S 87 deg. E, 10.6'

GLO BK 

11, P 5

32 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 80 deg. E, 13.9'                                    

8" Cedar - N 45 deg. W, 16.5'

GLO BK 

11, P 51

33 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 44 deg. W, 5.9'                                    

5" Ash - S 83 deg. E, 5.9'

GLO BK 

11, P 29

33 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 07 deg. E, 14.5'                                    

8" Tamarack - N 26 deg. W, 7.3'

GLO BK 

11, P 41

33 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 48 deg. W, 3.3'                                    

10" Tamarack - N 31 deg. E, 21.8'                          

8" Tamarack - S 43 deg. E, 12.5'                           

8" Tamarack - S 19 deg. W, 22.4'

GLO BK 

11, P 29

33 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 19 deg. W, 5.9'                                    

7" Tamarack - N 26 deg. E, 30.4'                          

8" Tamarack - S 82 deg. E, 4.6'                           

6" Tamarack - S 26 deg. W, 9.9'

GLO BK 

11, P 40

33 45-24 S 1/4

(Mon. type not stated) found on c/l E-

W road at fence line to N by J. 

Halverson

1966

8" Poplar - 54.6' SE                                                

iron pipe - 34.1' N                                                  

8" Maple - 58.6' SW                                              

158888

33 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
9" Aspen - N 18 deg. W, 4.6'                                    

9" Aspen - S 06 deg. W, 5.3'       

GLO BK 

11, P 4

33 45-24 SE
(Mon. type not stated) found on c/l E-

W road at road to S by J. Halverson
1966

4" Twin Hickory - 78.0' SE                                       

iron pipe - 38.0' N                                                 

4" Red Oak - 42.6' NW             

158887

33 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

9" Tamarack - N 25 deg. E, 4.0'                                    

9" Tamarack - N 31 deg. W, 19.8'                          

7" Tamarack - S 79 deg. W, 13.9'                           

9" Tamarack - S 20 deg. E, 4.0'

GLO BK 

11, P 3

33 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 34 deg. W, 3.3'                                    

10" Aspen - N 38 deg. E, 7.9'                          

8" Tamarack - S 37 deg. W, 13.9'                           

8" Tamarack - S 03 deg. E, 15.8'

GLO BK 

11, P 4

33 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" White Birch - N 16 deg. W, 9.9'                                    

8" Aspen - N 51 deg. E, 3.3'

GLO BK 

11, P 40

34 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 82 deg. W, 14.5'                                    

10" Tamarack - N 44 deg. E, 6.6'

GLO BK 

11, P 18

34 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 01 deg. W, 1.3'                                    

4" Tamarack - N 04 deg. E, 9.0'

GLO BK 

11, P 30

34 45-24 NE
(Mon. type not stated) found in woods 

by J. Halverson
1966

12" Birch - 67.5' NE                                                

8" Maple - 7.4' SW                                               

8" Balsam - 63.0' NW   

158890
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34 45-24 NE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Balsam - S 41 deg. E, 27.1'                                    

12" Birch - N 05 deg. E, 14.5'                          

6" Ash - N 29 deg. W, 32.3'                           8" 

Sugar - S 22 deg. W, 12.5'

GLO BK 

11, P 18

34 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 48 deg. W, 3.3'                                    

10" Tamarack - N 31 deg. E, 21.8'                          

8" Tamarack - S 43 deg. E, 12.5'                           

8" Tamarack - S 19 deg. W, 22.4'

GLO BK 

11, P 29

34 45-24 S 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

5" B. Ash - 67.1' SE                                                

iron pipe - 50.0' N                                                 

6" B. Ash - 54.55' SW        

158889

34 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 36 deg. E, 11.2'                                    

10" Tamarack - S 23 deg. E, 8.6'       

GLO BK 

11, P 3

34 45-24 SE
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 18.4' SSE                                           

iron pipe - 60.0' N                                               

14" Maple - 70.0' SW                                              

158891

34 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 44 deg. E, 29.7'                                    

10" Birch - N 09 deg. W, 25.7'                          

8" Birch - S 80 deg. W, 12.5'                           

10" Aspen - S 05 deg. E, 3.3'

GLO BK 

11, P 2

34 45-24 SW
(Mon. type not stated) found on c/l E-

W road at road to S by J. Halverson
1966

4" Twin Hickory - 78.0' SE                                    

iron pipe - 38.0' N                                                 

4" Red Oak - 42.6' NW      

158887

34 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

9" Tamarack - N 25 deg. E, 4.0'                                    

9" Tamarack - N 31 deg. W, 19.8'                          

7" Tamarack - S 79 deg. W, 13.9'                           

9" Tamarack - S 20 deg. E, 4.0'

GLO BK 

11, P 3

34 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 44 deg. W, 5.9'                                    

5" Ash - S 83 deg. E, 5.9'

GLO BK 

11, P 29

35 45-24 E 1/4
C.I.M. set in c/l N-S road by R. 

Thornton
1979

steel post - N 45 deg. E, 34.46'                             

steel post - S 45 deg. E, 44.35'                              

steel post - S 45 deg. W, 44.82'         

205192

35 45-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 43 deg. W, 15.8'                                    

10" Tamarack - N 27 deg. E, 20.5'

GLO BK 

11, P 7

35 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - S 24 deg. W, 4.6'

GLO BK 

11, P 19

35 45-24 NE
C.I.M. set in c/l N-S road at Power line 

to E by R. Thornton
1979

steel post - N 45 deg. E, 45.08'                             

steel post - S 45 deg. E, 32.68'                             

steel post - S 52 deg. W, 37.2'         

205191

35 45-24 NW
(Mon. type not stated) found in woods 

by J. Halverson
1966

12" Birch - 67.5' NE                                                

8" Maple - 7.4' SW                                               

8" Balsam - 63.0' NW        

158890

35 45-24 NW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

15" Balsam - S 41 deg. E, 27.1'                                    

12" Birch - N 05 deg. E, 14.5'                          

6" Ash - N 29 deg. W, 32.3'                           8" 

Sugar - S 22 deg. W, 12.5'

GLO BK 

11, P 18

35 45-24 S 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

8" B. Ash - 64.6' SE                                                

iron pipe - 75.0' N                                                 

6" B. Ash - 41.5' SW                                              

158893

35 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
10" Linden - N 10 deg. E, 9.2'                                    

9" Black Ash - S 00 deg. E, 8.6'       

GLO BK 

11, P 2

35 45-24 SE
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

dead Poplar - 103.7' SW                                        

iron pipe - 78.0' NE                                               

Wood Hub - 100.0' NW            

158894

35 45-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Spruce - N 61 deg. E, 13.9'                                    

6" Spruce - N 10 deg. W, 3.3'                          

7" Spruce - S 84 deg. W, 13.9'                           

7" Spruce - S 26 deg. E, 11.9'

GLO BK 

11, P 1

35 45-24 SW
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 18.4' SSE                                              

iron pipe - 60.0' N                                               

14" Maple - 70.0' SW                                              

158891

35 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

10" Birch - N 44 deg. E, 29.7'                                    

10" Birch - N 09 deg. W, 25.7'                          

8" Birch - S 80 deg. W, 12.5'                           

10" Aspen - S 05 deg. E, 3.3'

GLO BK 

11, P 2

35 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 82 deg. W, 14.5'                                    

10" Tamarack - N 44 deg. E, 6.6'

GLO BK 

11, P 18
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36 45-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
20" Tamarack - N 40 deg. E, 32.3'                                    

8" Tamarack - S 52 deg. E, 37.0'

GLO BK 

11, P 8

36 45-24 NE

1 1/4"  pipe found on c/l road to E and 

S at fence line to the W by R. 

Thornton

1981

steel post - S 65 deg. E, 45.39'                               

N & D in Power Pole - S 43 deg. W, 36.15'           

steel post - N 85 deg. W, 50.10'         

212657

36 45-24 NW
C.I.M. set in c/l N-S road at Power line 

to E by R. Thornton
1979

steel post - N 45 deg. E, 45.08'                           

steel post - S 45 deg. E, 32.68'                             

steel post - S 52 deg. W, 37.2'         

205191

36 45-24 S 1/4
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

Tamarack - 62.2' SE                                              

iron pipe - 75.35' N                                               

Tamarack - 50.1' SW 

158895

36 45-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - N 70 deg. E, 17.2'                                    

5" Tamarack - S 24 deg. W, 17.2'       

GLO BK 

11, P 1

36 45-24 SE
(Mon. type not stated) found on c/l E-

W road by J. Halverson
1966

14" Maple - 62.2' SE                                              

iron pipe - 44.25' S                                              

iron pipe - 94.1' NW

158896

36 45-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett Chaney, U.S. Deputy Surveyor

1856

8" Birch - N 02 deg. E, 17.8'                                    

10" Birch - S 90 deg. W, 128.0'                                           

12" Birch - S 42 deg. W, 62.0'                                  

7" Birch - S 04 deg. E, 4.6' 

GLO BK 

5 P 4

36 45-24 SW
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

dead Poplar - 103.7' SW                                       

iron pipe - 78.0' NE                                               

Wood Hub - 100.0' NW              

158894

36 45-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Spruce - N 61 deg. E, 13.9'                                    

6" Spruce - N 10 deg. W, 3.3'                          

7" Spruce - S 84 deg. W, 13.9'                           

7" Spruce - S 26 deg. E, 11.9'

GLO BK 

11, P 1

36 45-24 W 1/4
C.I.M. set in c/l N-S road by R. 

Thornton
1979

steel post - N 45 deg. E, 34.46'                             

steel post - S 45 deg. E, 44.35'                              

steel post - S 45 deg. W, 44.82'         

205192

36 45-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 43 deg. W, 15.8'                                    

10" Tamarack - N 27 deg. E, 20.5'

GLO BK 

11, P 7

1 45-25  
Subdivision of Section 1 by C.O. 

Armstead, County Surveyor 
1896

Set posts at 1/16th cors in N 1/2 and took ties 

at these cors. No distances shown

Book 1, 

Page 8

1 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Aspen - S 80 deg. W, 19.1'                                                      

8" Aspen - N 40 deg. E, 12.5'                                                             

GLO BK 

2, P 6

1 45-25 N 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Tamarack - N 35 deg. W, 24.4'                         

6" Tamarack - S 7 deg. E, 24.4'    

Book 1, 

Page 8

1 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" White Pine - N 24 deg. E, 31.0'                                                      

9" Birch - S 03 deg. E, 36.3'                                                             

GLO BK 

2, P 7

1 45-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Maple - N 48 deg E, 42.2'                                

10" Maple - S 13 deg E, 38.9'

Book 1, 

Page 92

1 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Linden - N 86 deg. W, 15.8'                                   

8" Maple - N 74 deg. E, 25.7'                                                      

12" Aspen - S 73 deg. E, 36.3'                            

14" Aspen - S 71 deg. W, 23.1'                                                             

GLO BK 

2, P 6

1 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 53 deg. W, 7.9'                                    

6" Tamarack - N 01 deg. E, 9.2'                                           

6" Tamarack - S 57 deg. E, 5.3'                                  

6" Tamarack - S 20 deg. W, 16.5' 

GLO BK 

2, P 7

1 45-25 S 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Maple - S 37 deg. W, 6.6'                                   

10" Tamarack - N 40 deg. W, 16.5'    

Book 1, 

Page 7

1 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - N 64 deg. W, 10.6'                                                      

10" Tamarack - S 09 deg. W, 20.5'                                                             

GLO BK 

2, P 26

1 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Aspen - N 55 deg. W, 35.6'                                   

8" Birch - S 53 deg. W, 17.8'                                                      

8" Birch - S 58 deg. E, 17.8'                            

8" Black Oak - N 28 deg. E, 12.5'                                                             

GLO BK 

2, P 5

1 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 50 deg. E, 33.0'                                    

8" Aspen - N 32 deg. E, 13.2'                                             

12" Aspen - S 41 deg. W, 25.7'                                  

8" White Birch - N 65 deg. W, 27.1' 

GLO BK 

2, P 25

1 45-25 W 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

2" Tamarack - S 20 deg. E, 9.9'                             

2" Tamarack - N 29 deg. W, 3.3'

Book 1, 

Page 8
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1 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 79 deg. E, 16.5'                                                      

5" Tamarack - N 65 deg. W, 11.2'                                                             

GLO BK 

2, P 27

2 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 79 deg. E, 16.5'                                                      

5" Tamarack - N 65 deg. W, 11.2'                                                             

GLO BK 

2, P 27

2 45-25 M.C.

M.C is on W line NW 1/4, on N side 

Sugar Lake - 297' S of NW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
14" Yellow Pine - N 13 deg. W, 9.2'                                                      

14" Yellow Pine - S 63 deg. E, 7.9'                                                             

GLO BK 

2, P 38

2 45-25 M.C.

M.C is on W line SW 1/4, on S side 

Sugar Lake - 2158.2' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Cedar - N 75 deg. E, 4.6'                                                      

20" White Pine - S 88 deg. W, 7.3'                                                             

GLO BK 

2, P 38

2 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Balsam - N 54 deg. W, 7.9'                                                      

10" Balsam - S 45 deg. E, 11.2'                                                             

GLO BK 

2, P 8

2 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 53 deg. W, 7.9'                                    

6" Tamarack - N 01 deg. E, 9.2'                                           

6" Tamarack - S 57 deg. E, 5.3'                                  

6" Tamarack - S 20 deg. W, 16.5' 

GLO BK 

2, P 7

2 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1860

9" Sugar - N 50 deg. W, 31.0'                                    

18" Sugar - N 80 deg. E, 7.3'                                             

12" Black Oak - S 35 deg. E, 19.8'                                  

10" Birch - S 20 deg. W, (?')' 

GLO BK 

2, P 8

2 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Pine - S 72 deg. E, 7.3'                                                      

14" Pine - N 42 deg. E, 4.6'                                                             

GLO BK 

2, P 37

2 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 50 deg. E, 33.0'                                    

8" Aspen - N 32 deg. E, 13.2'                                             

12" Aspen - S 41 deg. W, 25.7'                                  

8" White Birch - N 65 deg. W, 27.1' 

GLO BK 

2, P 25

2 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 31 deg. E, 15.8'                                    

14" White Birch - S 23 deg. W, 17.8'                                           

8" Basswood - N 24 deg. W, 22.4'                                  

8" Spruce - N 50 deg. E, 19.8' 

GLO BK 

2, P 37

2 45-25 W 1/4

Cor falls in Sugar Lake-no wood post 

set as part of original Government 

Land Office Survey by E.N. Darling, 

U.S. Deputy Surveyor

1860 no ties as corner falls in Sugar Lake
GLO BK 

2, P 38

3 45-25  
Tract Survey in W1/2 of Section by 

Don Mellem, County Surveyor 
1958

Is in G.L. 2 (W side of Sugar Lake)                         

Distances and angles shown

Book 1, 

Page 518

3 45-25 E 1/4

Cor falls in Sugar Lake-no wood post 

set as part of original Government 

Land Office Survey by E.N. Darling, 

U.S. Deputy Surveyor

1860 no ties as corner falls in Sugar Lake
GLO BK 

2, P 38

3 45-25 M.C.

M.C is on E line NE 1/4, on N side 

Sugar Lake - 297' S of NW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
14" Yellow Pine - N 13 deg. W, 9.2'                                                      

14" Yellow Pine - S 63 deg. E, 7.9'                                                             

GLO BK 

2, P 38

3 45-25 M.C.

M.C is on E line SE 1/4, on S side 

Sugar Lake - 2158.2' N of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Cedar - N 75 deg. E, 4.6'                                                      

20" White Pine - S 88 deg. W, 7.3'                                                             

GLO BK 

2, P 38

3 45-25 M.C. 

M.C. on N line NE1/4 on E side of 

Sugar Lake, 186.1 feet W of NE cor - 

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" White Pine - N 23 deg. E, 22.4'                                    

7" White Pine - N 69 deg. E, 17.2'                          

GLO BK 

2, P 9

3 45-25 M.C. 

M.C. on N line NW1/4 on W side of 

Sugar Lake, 1254.0 feet E of NW cor - 

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
14" Red Pine - N 01 deg. E, 30.4'                                    

7" White Pine - N 69 deg. E, 17.2'                          

GLO BK 

2, P 9

3 45-25 N 1/4

corner falls in Sugar Lake - no post as 

part of original Government Land 

Office Survey by Everett & Chaney, 

U.S. Deputy Surveyors

1856 corner falls in Sugar Lake - no ties
GLO BK 

2, P 9
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3 45-25 NE
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

SE Cor. house - N 45 deg. W, 87.5'                      

15” Norway Pine – S 20 deg. E, 58.0'                    

Power pole – S 45 deg.W, 42.6'

Book CH-

5  Page 

22

3 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1860

9" Sugar - N 50 deg. W, 31.0'                                    

18" Sugar - N 80 deg. E, 7.3'                                             

12" Black Oak - S 35 deg. E, 19.8'                                  

10" Birch - S 20 deg. W, (?')' 

GLO BK 

2, P 8

3 45-25 NW
Took new ties to existing corner by Bill  

Voigt, Private Surveyor
1958

12” Red Oak - N 45 deg. E, 38.8'                            

REA Pole – S 45 deg. W, 58.9'                              

REA Guy Pole – N 70 deg. W, 49.4'

Book V-1,  

Page 11

3 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Birch - N 69 deg. E, 16.5'                                   

12" Black Oak - N 61 deg. W, 27.1'                                                      

10" Sugar - S 45 deg. W, 30.4'                            

12" Black Oak - S 39 deg. E, 11.2'                                                             

GLO BK 

2, P 9

3 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Burr Oak - N 27 deg. E, 8.6'                                                      

6" Sugar - S 03 deg. E, 17.8'                                                             

GLO BK 

2, P 48

3 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 31 deg. E, 15.8'                                    

14" White Birch - S 23 deg. W, 17.8'                                           

8" Basswood - N 24 deg. W, 22.4'                                  

8" Spruce - N 50 deg. E, 19.8' 

GLO BK 

2, P 37

3 45-25 SW
Axle shaft set by Don Mellem, County 

Surveyor
1958

Tele. Pole - N 45 deg. E, 26.5'                                

Tele. Pole – S 45 deg. E, 28.5'                               

REA Pole – S 45 deg. W, 42.0'

Book 1, 

Page 518

3 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 74 deg. W, 7.3'                                    

10" White Birch - N 36 deg. E, 4.6'                                           

8" Yellow Pine - S 39 deg. E, 11.9'                                  

14" Yellow Pine - S 29 deg. W, 25.7' 

GLO BK 

2, P 47

3 45-25 W 1/4
1 1/2" pipe found on c/l N-S road by J. 

Miller
1979

BT Tag in CFP - N 55 deg. E, 27.06'                      

BT Tag in 4" W. Pine - S 32 deg. E, 58.28'           

BT Tag in Power Pole - N 40 deg. W, 62.13'

206874

3 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - N 29 deg. W, 4.6'                                                      

6" Aspen - N 20 deg. E, 10.6'                                                             

GLO BK 

2, P 49

4 45-25 E 1/4
1 1/2" pipe found on c/l N-S road by J. 

Miller
1979

BT Tag in CFP - N 55 deg. E, 27.06'                      

BT Tag in 4" W. Pine - S 32 deg. E, 58.28'           

BT Tag in Power Pole - N 40 deg. W, 62.13'

206874

4 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - N 29 deg. W, 4.6'                                                      

6" Aspen - N 20 deg. E, 10.6'                                                             

GLO BK 

2, P 49

4 45-25 N 1/4

Took new ties to existing corner (1” 

pipe in road) by Bill  Voigt, Private 

Surveyor

1961
Tele. pole - N 50 deg. W, 46.3'                               

REA pole – S 25 deg. W 25.8'                          

Book V-

12  Page 

54

4 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Tamarack - N 60 deg. E, 23.1'                                                      

5" Tamarack - S 10 deg. W, 17.8'                                                             

GLO BK 

2, P 10

4 45-25 NE
Took new ties to existing corner by Bill  

Voigt, Private Surveyor
1958

12” Red Oak - N 45 deg. E, 38.8'                            

REA Pole – S 45 deg. W, 58.9'                              

REA Guy Pole – N 70 deg. W, 49.4'

Book V-1,  

Page 11

4 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Birch - N 69 deg. E, 16.5'                                   

12" Black Oak - N 61 deg. W, 27.1'                                                      

10" Sugar - S 45 deg. W, 30.4'                            

12" Black Oak - S 39 deg. E, 11.2'                                                             

GLO BK 

2, P 9

4 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Birch - N 66 deg. W, 15.8'                                   

6" White Pine - N 89 deg. E, 7.9'                                                      

12" Birch - S 56 deg. E, 14.5'                            

6" Birch - S 30 deg. W, 4.0'                                                             

GLO BK 

2, P 10

4 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 01 deg. E, 2.0'                                                      

6" Spruce - N 09 deg. E, 15.2'                                                             

GLO BK 

2, P 60

4 45-25 SE
Axle shaft set by Don Mellem, County 

Surveyor
1958

Tele. Pole - N 45 deg. E, 26.5'                                

Tele. Pole – S 45 deg. E, 28.5'                               

REA Pole – S 45 deg. W, 42.0'

Book 1, 

Page 518

4 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 74 deg. W, 7.3'                                    

10" White Birch - N 36 deg. E, 4.6'                                           

8" Yellow Pine - S 39 deg. E, 11.9'                                  

14" Yellow Pine - S 29 deg. W, 25.7' 

GLO BK 

2, P 47

4 45-25 SW
3/4" pipe found on c/l highway at c/l 

roads E-W by J. Nielsen
1981

N & D in Anchor Pole - 64.02' NE                         

N & D in Power Pole - 62.86' SE                            

N & D in Power Pole - 44.34' SW

220327

4 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

14" White Birch - S 23 deg. W, 11.2'                                    

10" Ash - N 40 deg. W, 11.2'                                           

6" Ash - S 26 deg. E, 4.6'                                  

10" Pine - N 65 deg. E, 12.5' 

GLO BK 

2, P 59
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4 45-25 W 1/4
1/2" pipe set on c/l highway over old 

3" pipe by J. Nielsen
1981

N & D in 12" Spruce - 35.82' E                               

N & D in 16" W.Pine - 42.96' SE                             

N & D in 24" W. Pine - 44.66' SW

220326

4 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Pine - N 88 deg. E, 8.6'                                                      

16" Pine - N 26 deg. W, 16.5'                                                             

GLO BK 

2, P 61

5 45-25 E 1/4
1/2" pipe set on c/l highway over old 

3" pipe by J. Nielsen
1981

N & D in 12" Spruce - 35.82' E                               

N & D in 16" W.Pine - 42.96' SE                             

N & D in 24" W. Pine - 44.66' SW

220326

5 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Pine - N 88 deg. E, 8.6'                                                      

16" Pine - N 26 deg. W, 16.5'                                                             

GLO BK 

2, P 61

5 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Black Ash - N 17 deg. W, 8.6'                                                      

6" Black Ash - S 64 deg. W, 9.2'                                                             

GLO BK 

2, P 11

5 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Birch - N 66 deg. W, 15.8'                                   

6" White Pine - N 89 deg. E, 7.9'                                                      

12" Birch - S 56 deg. E, 14.5'                            

6" Birch - S 30 deg. W, 4.0'                                                             

GLO BK 

2, P 10

5 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

5 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - S 40 deg. W, 3.3'                                                      

12" White Birch - N 20 deg. W, 5.3'                                                  

GLO BK 

2, P 75

5 45-25 SE
3/4" pipe found on c/l highway at c/l 

roads E-W by J. Nielsen
1981

N & D in Anchor Pole - 64.02' NE                         

N & D in Power Pole - 62.86' SE                            

N & D in Power Pole - 44.34' SW

220327

5 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

14" White Birch - S 23 deg. W, 11.2'                                    

10" Ash - N 40 deg. W, 11.2'                                           

6" Ash - S 26 deg. E, 4.6'                                  

10" Pine - N 65 deg. E, 12.5' 

GLO BK 

2, P 59

5 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 38 deg. E, 6.6'                                    

12" Aspen - S 55 deg. W, 22.4'                                             

14" Pine - N 50 deg. W, 6.6'                                  

10" Pine - N 52 deg. E, 23.8' 

GLO BK 

2, P 74

5 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - N 74 deg. E, 4.6'                                                      

6" Tamarack - S 52 deg. W, 4.0'                                                             

GLO BK 

2, P 77

6 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
7" Tamarack - N 74 deg. E, 4.6'                                                      

6" Tamarack - S 52 deg. W, 4.0'                                                             

GLO BK 

2, P 77

6 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
16" White Pine - N 20 deg. E, 30.4'                                                      

14" White Pine - N 44 deg. W, 50.2'                                                             

GLO BK 

2, P 12

6 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

6 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Black Ash - N 35 deg. W, 2.0'                                   

7" Black Ash - S 41 deg. W, 8.6'                                                      

8" Black Ash - S 71 deg. E, 11.9'                            

6" Black Ash - N 45 deg. E, 7.3'                                                             

GLO BK 

2, P 12

6 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Tamarack - N 10 deg. W, 8.6'                                                      

8" Tamarack - S 04 deg. W, 3.3'                                                             

GLO BK 

2, P 76

6 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 38 deg. E, 6.6'                                    

12" Aspen - S 55 deg. W, 22.4'                                             

14" Pine - N 50 deg. W, 6.6'                                  

10" Pine - N 52 deg. E, 23.8' 

GLO BK 

2, P 74

6 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Aspen - N 08 deg. E, 21.1'                                   

7" Aspen - N 26 deg. W, 16.5'                                                      

8" Aspen - S 53 deg. E, 5.9'                            

6" Maple - S 67 deg. W, 15.8'                                                             

GLO BK 

2, P 13

6 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Spruce - N 15 deg. W, 2.6'                                                      

10" Balsam - N 82 deg. E, 14.5'                                                             

GLO BK 

2, P 13

7 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
40" Pine - S 88 deg. W, 29.0'                                                      

8" Ash - N 56 deg. E, 17.8'                                                  

GLO BK 

2, P 73
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7 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Tamarack - N 10 deg. W, 8.6'                                                      

8" Tamarack - S 04 deg. W, 3.3'                                                             

GLO BK 

2, P 76

7 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 38 deg. E, 6.6'                                    

12" Aspen - S 55 deg. W, 22.4'                                             

14" Pine - N 50 deg. W, 6.6'                                  

10" Pine - N 52 deg. E, 23.8' 

GLO BK 

2, P 74

7 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Aspen - N 08 deg. E, 21.1'                                   

7" Aspen - N 26 deg. W, 16.5'                                                      

8" Aspen - S 53 deg. E, 5.9'                            

6" Maple - S 67 deg. W, 15.8'                                                             

GLO BK 

2, P 13

7 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Ash - N 05 deg. W, 4.0'                                                      

6" Balsam - S 14 deg. E, 6.6'                                                  

GLO BK 

2, P 73

7 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 05 deg. E, 10.6'                                    

7" Tamarack - S 86 deg. W, 15.8'                                           

4" Tamarack - N 22 deg. W, 11.2'                                  

4" Tamarack - N 45 deg. E, 11.9' 

GLO BK 

2, P 71

7 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

7 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 09 deg. W, 10.6'                                                      

7" Tamarack - N 08 deg. E, 7.3'                                                             

GLO BK 

2, P 14

8 45-25 E 1/4
C.I.M. set 2.5' E of c/l N-S highway by 

J. Nielsen
1981

N & D in 8" Spruce - 43.70' NE                             

N & D in 4" Balsam - 46.00' SE                               

N & D in 10" Maple - 50.47' SW

220328

8 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 88 deg. E, 11.2'                                                      

10" Tamarack - N 79 deg. W, 15.2'                                                             

GLO BK 

2, P 59

8 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - S 40 deg. W, 3.3'                                                      

12" White Birch - N 20 deg. W, 5.3'                                                  

GLO BK 

2, P 75

8 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

14" White Birch - S 23 deg. W, 11.2'                                    

10" Ash - N 40 deg. W, 11.2'                                           

6" Ash - S 26 deg. E, 4.6'                                  

10" Pine - N 65 deg. E, 12.5' 

GLO BK 

2, P 59

8 45-25 NE 
3/4" pipe found on c/l highway at c/l 

roads E-W by J. Nielsen
1981

N & D in Anchor Pole - 64.02' NE                          

N & D in Power Pole - 62.86' SE                           

N & D in Power Pole - 44.34' SW

220327

8 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 38 deg. E, 6.6'                                    

12" Aspen - S 55 deg. W, 22.4'                                             

14" Pine - N 50 deg. W, 6.6'                                  

10" Pine - N 52 deg. E, 23.8' 

GLO BK 

2, P 74

8 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 26 deg. W, 4.0'                                                      

8" Tamarack - S 34 deg. E, 6.6'                                                             

GLO BK 

2, P 72

8 45-25 SE
3/4" Iron Pin set 6' W of c/l N-S 

highway at roads E-W by J. Nielsen
1981

N & D in Power Pole - 58.30' SE                             

N & D in Tele. Pole - 42.90' SW                             

N & D in triple Maple - 51.00' SW

220329

8 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 50 deg. E, 8.6'                                    

12" Tamarack - N 54 deg. W, 28.4'                                           

10" Tamarack - S 29 deg. W, 24.4'                                  

14" Tamarack - S 34 deg. E, 32.3' 

GLO BK 

2, P 57

8 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 05 deg. E, 10.6'                                    

7" Tamarack - S 86 deg. W, 15.8'                                           

4" Tamarack - N 22 deg. W, 11.2'                                  

4" Tamarack - N 45 deg. E, 11.9' 

GLO BK 

2, P 71

8 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
40" Pine - S 88 deg. W, 29.0'                                                      

8" Ash - N 56 deg. E, 17.8'                                                  

GLO BK 

2, P 73

9 45-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1939

Brkdwn into Qtrs.                                        

Distance and angles stated

Book 1, 

Page 502

9 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 18 deg. W, 4.6'                                                      

12" Pine - N 43 deg. E, 33.7'                                                             

GLO BK 

2, P 47

9 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - S 01 deg. E, 2.0'                                                      

6" Spruce - N 09 deg. E, 15.2'                                                             

GLO BK 

2, P 60

9 45-25 NE
Axle shaft set by Don Mellem, County 

Surveyor
1958

Tele. Pole - N 45 deg. E, 26.5'                                

Tele. Pole – S 45 deg. E, 28.5'                               

REA Pole – S 45 deg. W, 42.0'

Book 1, 

Page 518
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9 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 74 deg. W, 7.3'                                    

10" White Birch - N 36 deg. E, 4.6'                                           

8" Yellow Pine - S 39 deg. E, 11.9'                                  

14" Yellow Pine - S 29 deg. W, 25.7' 

GLO BK 

2, P 47

9 45-25 NW
3/4" pipe found on c/l highway at c/l 

roads E-W by J. Nielsen
1981

N & D in Anchor Pole - 64.02' NE                           

N & D in Power Pole - 62.86' SE                            

N & D in Power Pole - 44.34' SW

220327

9 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

14" White Birch - S 23 deg. W, 11.2'                                    

10" Ash - N 40 deg. W, 11.2'                                           

6" Ash - S 26 deg. E, 4.6'                                  

10" Pine - N 65 deg. E, 12.5' 

GLO BK 

2, P 59

9 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 32 deg. E, 4.6'                                                      

8" Tamarack - S 42 deg. E, 7.3'                                                             

GLO BK 

2, P 58

9 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 10.6'                                    

6" Yellow Birch - N 30 deg. W, 13.2'                                           

10" Ash - N 51 deg. E, 16.5'                                  

6" Spruce - S 85 deg. E, 5.9' 

GLO BK 

2, P 46

9 45-25 SW
3/4" Iron Pin set 6' W of c/l N-S 

highway at roads E-W by J. Nielsen
1981

N & D in Power Pole - 58.30' SE                           

N & D in Tele. Pole - 42.90' SW                             

N & D in triple Maple - 51.00' SW

220329

9 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 50 deg. E, 8.6'                                    

12" Tamarack - N 54 deg. W, 28.4'                                           

10" Tamarack - S 29 deg. W, 24.4'                                  

14" Tamarack - S 34 deg. E, 32.3' 

GLO BK 

2, P 57

9 45-25 W 1/4
C.I.M. set 2.5' E of c/l N-S highway by 

J. Nielsen
1981

N & D in 8" Spruce - 43.70' NE                             

N & D in 4" Balsam - 46.00' SE                               

N & D in 10" Maple - 50.47' SW

220328

9 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 88 deg. E, 11.2'                                                      

10" Tamarack - N 79 deg. W, 15.2'                                                             

GLO BK 

2, P 59

10 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - S 59 deg. W, 9.2'                                                      

5" Spruce - S 38 deg. E, 9.2'                                                             

GLO BK 

2, P 36

10 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Burr Oak - N 27 deg. E, 8.6'                                                      

6" Sugar - S 03 deg. E, 17.8'                                                             

GLO BK 

2, P 48

10 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 31 deg. E, 15.8'                                    

14" White Birch - S 23 deg. W, 17.8'                                           

8" Basswood - N 24 deg. W, 22.4'                                  

8" Spruce - N 50 deg. E, 19.8' 

GLO BK 

2, P 37

10 45-25 NW
Axle shaft set by Don Mellem, County 

Surveyor
1958

Tele. Pole - N 45 deg. E, 26.5'                                

Tele. Pole – S 45 deg. E, 28.5'                               

REA Pole – S 45 deg. W, 42.0'

Book 1, 

Page 518

10 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - N 74 deg. W, 7.3'                                    

10" White Birch - N 36 deg. E, 4.6'                                           

8" Yellow Pine - S 39 deg. E, 11.9'                                  

14" Yellow Pine - S 29 deg. W, 25.7' 

GLO BK 

2, P 47

10 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
24" Balsam - N 06 deg. E, 8.6'                                                      

10" Maple - S 27 deg. E, 10.6'                                                             

GLO BK 

2, P 46

10 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 69 deg. W, 10.6'                                    

6" Tamarack - N 44 deg. W, 20.5'                                           

6" Tamarack - S 56 deg. E, 13.9'                                  

10" Tamarack - N 75 deg. E, 19.1' 

GLO BK 

2, P 34

10 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 10.6'                                    

6" Yellow Birch - N 30 deg. W, 13.2'                                           

10" Ash - N 51 deg. E, 16.5'                                  

6" Spruce - S 85 deg. E, 5.9' 

GLO BK 

2, P 46

10 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Aspen - S 18 deg. W, 4.6'                                                      

12" Pine - N 43 deg. E, 33.7'                                                             

GLO BK 

2, P 47

11 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 86 deg. E, 18.5'                                                      

13" White Birch - N 24 deg. W, 5.3'                                                             

GLO BK 

2, P 25

11 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Pine - S 72 deg. E, 7.3'                                                      

14" Pine - N 42 deg. E, 4.6'                                                             

GLO BK 

2, P 37

11 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 50 deg. E, 33.0'                                    

8" Aspen - N 32 deg. E, 13.2'                                             

12" Aspen - S 41 deg. W, 25.7'                                  

8" White Birch - N 65 deg. W, 27.1' 

GLO BK 

2, P 25
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11 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" White Birch - S 31 deg. E, 15.8'                                    

14" White Birch - S 23 deg. W, 17.8'                                           

8" Basswood - N 24 deg. W, 22.4'                                  

8" Spruce - N 50 deg. E, 19.8' 

GLO BK 

2, P 37

11 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Pine - S 51 deg. E, 9.2'                                                      

8" Spruce - N 43 deg. E, 9.9'                                                             

GLO BK 

2, P 35

11 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Maple - S 67 deg. E, 20.5'                                    

6" Tamarack - N 14 deg. E, 15.2'                                           

6" Tamarack - S 24 deg. W, 29.7'                                  

12" Tamarack - N 62 deg. W, 30.4' 

GLO BK 

2, P 23

11 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 69 deg. W, 10.6'                                    

6" Tamarack - N 44 deg. W, 20.5'                                           

6" Tamarack - S 56 deg. E, 13.9'                                  

10" Tamarack - N 75 deg. E, 19.1' 

GLO BK 

2, P 34

11 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Spruce - S 59 deg. W, 9.2'                                                      

5" Spruce - S 38 deg. E, 9.2'                                                             

GLO BK 

2, P 36

12 45-25  
Subdivision of Section 12 by C.O. 

Armstead, County Surveyor 
1896

Set posts at almost all 1/16th cors. and took 

ties at these cors. Mag. Var. & Dist. shown

Book 1, 

Page 7

12 45-25 E 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Basswood - N 23 deg. W, 11.9'                         

10" Tamarack - S 23 deg. E, 23.8'                   

Book 1, 

Page 7

12 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Balsam - S 84 deg. W, 5.3'                                                      

8" Balsam - S 72 deg. E, 4.6'                                                             

GLO BK 

2, P 5

12 45-25 N 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Maple - S 37 deg. W, 6.6'                                   

10" Tamarack - N 40 deg. W, 16.5    

Book 1, 

Page 7

12 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - N 64 deg. W, 10.6'                                                      

10" Tamarack - S 09 deg. W, 20.5'                                                             

GLO BK 

2, P 26

12 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Aspen - N 55 deg. W, 35.6'                                   

8" Birch - S 53 deg. W, 17.8'                                                      

8" Birch - S 58 deg. E, 17.8'                            

8" Black Oak - N 28 deg. E, 12.5'                                                             

GLO BK 

2, P 5

12 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

15" Aspen - S 50 deg. E, 33.0'                                    

8" Aspen - N 32 deg. E, 13.2'                                             

12" Aspen - S 41 deg. W, 25.7'                                  

8" White Birch - N 65 deg. W, 27.1' 

GLO BK 

2, P 25

12 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Yellow Birch - S 66 deg. E, 1.3'                                                      

4" Tamarack - N 66 deg. W, 1.2'                                                             

GLO BK 

2, P 24

12 45-25 SE
2" capped pipe found in Ash swamp 

SW of NW-SE trail by T. Betley
1991

12" B. Ash - N 04 deg. E, 34.88'                             

7" B. Ash - S 44 deg. E, 2.34'                                 

9" B. Ash - N 33 deg. W, 10.21'            

265869

12 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Tamarack - N 01 deg. W, 4.6'                                    

10" Tamarack - S 73 deg. W, 5.9'                                           

10" Tamarack - S 37 deg. E, 15.8'                                  

7" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

2, P 4

12 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Maple - S 67 deg. E, 20.5'                                    

6" Tamarack - N 14 deg. E, 15.2'                                           

6" Tamarack - S 24 deg. W, 29.7'                                  

12" Tamarack - N 62 deg. W, 30.4' 

GLO BK 

2, P 23

12 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 86 deg. E, 18.5'                                                      

13" White Birch - N 24 deg. W, 5.3'                                                             

GLO BK 

2, P 25

13 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - S 34 deg. W, 13.9'                                                      

10" Birch - S 09 deg. E, 13.9'                                                             

GLO BK 

2, P 4

13 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Yellow Birch - S 66 deg. E, 1.3'                                                      

4" Tamarack - N 66 deg. W, 1.2'                                                             

GLO BK 

2, P 24

13 45-25 NE
2" capped pipe found in Ash swamp 

SW of NW-SE trail by T. Betley
1991

12" B. Ash - N 04 deg. E, 34.88'                             

7" B. Ash - S 44 deg. E, 2.34'                                 

9" B. Ash - N 33 deg. W, 10.21'            

265869

13 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Tamarack - N 01 deg. W, 4.6'                                    

10" Tamarack - S 73 deg. W, 5.9'                                           

10" Tamarack - S 37 deg. E, 15.8'                                  

7" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

2, P 4
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13 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Maple - S 67 deg. E, 20.5'                                    

6" Tamarack - N 14 deg. E, 15.2'                                           

6" Tamarack - S 24 deg. W, 29.7'                                  

12" Tamarack - N 62 deg. W, 30.4' 

GLO BK 

2, P 23

13 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 31 deg. W, 5.9'                                                      

6" Maple - S 55 deg. W, 15.2'                                                             

GLO BK 

2, P 22

13 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

19" Aspen - N 56 deg. W, 6.6'                                   

10" Aspen - S 27 deg. W, 13.2'                                                      

10" Birch - S 33 deg. E, 13.9'                            

7" Aspen - N 70 deg. E, 6.6'                                                             

GLO BK 

2, P 3

13 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 51 deg. E, 11.2'                                    

6" Tamarack - N 35 deg. E, 17.8'                                           

8" Tamarack - N 53 deg. W, 11.2'                                  

10" Tamarack - S 62 deg. W, 13.2' 

GLO BK 

2, P 21

13 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 51 deg. E, 5.3'                                                      

3" Tamarack - S 89 deg. W, 5.3'                                                             

GLO BK 

2, P 23

14 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 51 deg. E, 5.3'                                                      

3" Tamarack - S 89 deg. W, 5.3'                                                             

GLO BK 

2, P 23

14 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Pine - S 51 deg. E, 9.2'                                                      

8" Spruce - N 43 deg. E, 9.9'                                                             

GLO BK 

2, P 35

14 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Maple - S 67 deg. E, 20.5'                                    

6" Tamarack - N 14 deg. E, 15.2'                                           

6" Tamarack - S 24 deg. W, 29.7'                                  

12" Tamarack - N 62 deg. W, 30.4' 

GLO BK 

2, P 23

14 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 69 deg. W, 10.6'                                    

6" Tamarack - N 44 deg. W, 20.5'                                           

6" Tamarack - S 56 deg. E, 13.9'                                  

10" Tamarack - N 75 deg. E, 19.1' 

GLO BK 

2, P 34

14 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 31 deg. W, 14.5'                                                      

12" Pine - N 40 deg. W, 12.5'                                                             

GLO BK 

2, P 34

14 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 51 deg. E, 11.2'                                    

6" Tamarack - N 35 deg. E, 17.8'                                           

8" Tamarack - N 53 deg. W, 11.2'                                  

10" Tamarack - S 62 deg. W, 13.2' 

GLO BK 

2, P 21

14 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Ash - S 19 deg. E, 2.6'                                    

8" Ash - N 17 deg. W, 11.9'                                                   

8" Cedar - S 19 deg. W, 11.2'                                  

6" Cedar - N 68 deg. E, 7.3' 

GLO BK 

2, P 33

14 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 15 deg. E, 5.3'                                                      

5" Tamarack - S 72 deg. W, 2.0'                                                             

GLO BK 

2, P 34

15 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 15 deg. E, 5.3'                                                      

5" Tamarack - S 72 deg. W, 2.0'                                                             

GLO BK 

2, P 34

15 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
24" Balsam - N 06 deg. E, 8.6'                                                      

10" Maple - S 27 deg. E, 10.6'                                                             

GLO BK 

2, P 46

15 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 69 deg. W, 10.6'                                    

6" Tamarack - N 44 deg. W, 20.5'                                           

6" Tamarack - S 56 deg. E, 13.9'                                  

10" Tamarack - N 75 deg. E, 19.1' 

GLO BK 

2, P 34

15 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 10.6'                                    

6" Yellow Birch - N 30 deg. W, 13.2'                                           

10" Ash - N 51 deg. E, 16.5'                                  

6" Spruce - S 85 deg. E, 5.9' 

GLO BK 

2, P 46

15 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Sugar - S 46 deg. E, 4.0'                                                      

6" Pine - N 70 deg. E, 3.3'                                                             

GLO BK 

2, P 44

15 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Ash - S 19 deg. E, 2.6'                                    

8" Ash - N 17 deg. W, 11.9'                                                   

8" Cedar - S 19 deg. W, 11.2'                                  

6" Cedar - N 68 deg. E, 7.3' 

GLO BK 

2, P 33

15 45-25 SW
Set Stone Mon. by J.M. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 39

15 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 66 deg. E, 6.6'                                    

16" Aspen - N 33 deg. E, 7.9'                                           

8" White Birch - N 70 deg. W, 13.2'                                  

8" Pine - S 42 deg. W, 25.7' 

GLO BK 

2, P 44
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15 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - S 74 deg. W, 4.6'                                                      

4" Tamarack - N 49 deg. E, 8.6'                                                             

GLO BK 

2, P 45

16 45-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1919

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and angles shown

Book 1,  

Page 283

16 45-25  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on W and S lines of Section                              

Distance and Mag. Var. shown

Book 2, 

Page 39

16 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Tamarack - S 74 deg. W, 4.6'                                                      

4" Tamarack - N 49 deg. E, 8.6'                                                             

GLO BK 

2, P 45

16 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 32 deg. E, 4.6'                                                      

8" Tamarack - S 42 deg. E, 7.3'                                                             

GLO BK 

2, P 58

16 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Tamarack - S 34 deg. W, 10.6'                                    

6" Yellow Birch - N 30 deg. W, 13.2'                                           

10" Ash - N 51 deg. E, 16.5'                                  

6" Spruce - S 85 deg. E, 5.9' 

GLO BK 

2, P 46

16 45-25 NW
3/4" Iron Pin set 6' W of c/l N-S 

highway at roads E-W by J. Nielsen
1981

N & D in Power Pole - 58.30' SE                           

N & D in Tele. Pole - 42.90' SW                             

N & D in triple Maple - 51.00' SW

220329

16 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 50 deg. E, 8.6'                                    

12" Tamarack - N 54 deg. W, 28.4'                                           

10" Tamarack - S 29 deg. W, 24.4'                                  

14" Tamarack - S 34 deg. E, 32.3' 

GLO BK 

2, P 57

16 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 39 deg. E, 38.9'                                                      

6" Tamarack - S 27 deg. E, 41.6'                                                             

GLO BK 

2, P 56

16 45-25 SE
Set Stone Mon. by J.M. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 39

16 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 66 deg. E, 6.6'                                    

16" Aspen - N 33 deg. E, 7.9'                                           

8" White Birch - N 70 deg. W, 13.2'                                  

8" Pine - S 42 deg. W, 25.7' 

GLO BK 

2, P 44

16 45-25 SW
3/4" Iron Pin set 3.5' W of c/l N-S 

highway at road to W by J. Nielsen
1981

N & D in Power Pole - 61.96' NE                            

SW Cor. Hse fndtn. - 110.55' SE                            

N & D in Tele. pole - 35.69' SW

220331

16 45-25 SW
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Aspen – N 70 deg. W, 46.2'                           

10” Aspen – S 10 deg. W, 21.8'

Book 2, 

Page 39

16 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - S 72 deg. E, 7.9'                                    

8" Aspen - N 31 deg. E, 39.6'                                           

4" Aspen - N 34 deg. W, 8.6'                                  

4" Aspen - S 36 deg. W, 14.5' 

GLO BK 

2, P 55

16 45-25 W 1/4
3" pipe found on c/l highway at fence 

lines E-W by J. Nielsen
1981

N & D in Power Pole - 110.77' SE                          

N & D in Tele. Pole - 42.51' NW                            

N & D in Tele. Pole - 153.43' NW

220330

16 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - N 06 deg. W, 33.0'                                                      

4" Aspen - S 56 deg. E, 23.8'                                                             

GLO BK 

2, P 57

17 45-25  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                         

Distance and Mag. Var. shown

Book 2, 

Page 39

17 45-25 E 1/4
3" pipe found on c/l highway at fence 

lines E-W by J. Nielsen
1981

N & D in Power Pole - 110.77' SE                          

N & D in Tele. Pole - 42.51' NW                             

N & D in Tele. Pole - 153.43' NW

220330

17 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Aspen - N 06 deg. W, 33.0'                                                      

4" Aspen - S 56 deg. E, 23.8'                                                             

GLO BK 

2, P 57

17 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 26 deg. W, 4.0'                                                      

8" Tamarack - S 34 deg. E, 6.6'                                                             

GLO BK 

2, P 72

17 45-25 NE
3/4" Iron Pin set 6' W of c/l N-S 

highway at roads E-W by J. Nielsen
1981

N & D in Power Pole - 58.30' SE                           

N & D in Tele. Pole - 42.90' SW                             

N & D in triple Maple - 51.00' SW

220329

17 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 50 deg. E, 8.6'                                    

12" Tamarack - N 54 deg. W, 28.4'                                           

10" Tamarack - S 29 deg. W, 24.4'                                  

14" Tamarack - S 34 deg. E, 32.3' 

GLO BK 

2, P 57

17 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 05 deg. E, 10.6'                                    

7" Tamarack - S 86 deg. W, 15.8'                                           

4" Tamarack - N 22 deg. W, 11.2'                                  

4" Tamarack - N 45 deg. E, 11.9' 

GLO BK 

2, P 71

17 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
15" Aspen - S 08 deg. E, 13.9'                                                      

8" Basswood - N 01 deg. W, 8.6'                                                  

GLO BK 

2, P 69
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17 45-25 SE
3/4" Iron Pin set 3.5' W of c/l N-S 

highway at road to W by J. Nielsen
1981

N & D in Power Pole - 61.96' NE                            

SW Cor. Hse fndtn. - 110.55' SE                            

N & D in Tele. pole - 35.69' SW

220331

17 45-25 SE
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Aspen – N 70 deg. W, 46.2'                           

10” Aspen – S 10 deg. W, 21.8'

Book 2, 

Page 39

17 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - S 72 deg. E, 7.9'                                    

8" Aspen - N 31 deg. E, 39.6'                                           

4" Aspen - N 34 deg. W, 8.6'                                  

4" Aspen - S 36 deg. W, 14.5' 

GLO BK 

2, P 55

17 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - S 61 deg. W, 5.9'                                    

12" Tamarack - S 12 deg. E, 8.6'                                           

14" Tamarack - N 25 deg. W, 19.1'                                  

8" Tamarack - N 77 deg. E, 15.2' 

GLO BK 

2, P 68

17 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 43 deg. E, 4.6'                                                      

8" Tamarack - N 81 deg. W, 5.9'                                                             

GLO BK 

2, P 71

18 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 43 deg. E, 4.6'                                                      

8" Tamarack - N 81 deg. W, 5.9'                                                             

GLO BK 

2, P 71

18 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Ash - N 05 deg. W, 4.0'                                                      

6" Balsam - S 14 deg. E, 6.6'                                                  

GLO BK 

2, P 73

18 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - S 05 deg. E, 10.6'                                    

7" Tamarack - S 86 deg. W, 15.8'                                           

4" Tamarack - N 22 deg. W, 11.2'                                  

4" Tamarack - N 45 deg. E, 11.9' 

GLO BK 

2, P 71

18 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

18 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Spruce - S 38 deg. E, 6.6'                                                      

5" Tamarack - N 02 deg. W, 9.2'                                                             

GLO BK 

2, P 70

18 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - S 61 deg. W, 5.9'                                    

12" Tamarack - S 12 deg. E, 8.6'                                           

14" Tamarack - N 25 deg. W, 19.1'                                  

8" Tamarack - N 77 deg. E, 15.2' 

GLO BK 

2, P 68

18 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 18 deg. W, 17.2'                                    

10" Tamarack - S 23 deg. W, 15.8'                                           

7" Tamarack - N 15 deg. E, 13.2'                                  

12" Tamarack - S 50 deg. E, 11.9' 

GLO BK 

2, P 15

18 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Tamarack - N 27 deg. W, 12.5'                                                      

6" Tamarack - S 42 deg. E, 5.9'                                                             

GLO BK 

2, P 15

19 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - N 67 deg. E, 13.9'                                                      

5" Aspen - N 35 deg. W, 20.5'                                                  

GLO BK 

2, P 68

19 45-25 M.C.

M.C is on S line SW 1/4, on N side 

Mille Lacs Lake - 138.6' W of SW Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 77 deg. E, 36.3'                                                      

22" Bur Oak - N 24 deg. E, 20.5'                                                             

GLO BK 

2, P 67

19 45-25 M.C. 

M.C. on W line SW1/4 on N side of 

Mille Lacs Lake, 2442.0 feet S of W 

1/4 cor - Set wood post as part of 

original Government Land Office 

Survey by Everett & Chaney, U.S. 

Deputy Surveyors

1856
14" Burr Oak - N 28 deg. W, 52.1'                                    

14" Burr Oak - N 07 deg. E, 37.6'                          

GLO BK 

2, P 16

19 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Spruce - S 38 deg. E, 6.6'                                                      

5" Tamarack - N 02 deg. W, 9.2'                                                             

GLO BK 

2, P 70

19 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - S 61 deg. W, 5.9'                                    

12" Tamarack - S 12 deg. E, 8.6'                                           

14" Tamarack - N 25 deg. W, 19.1'                                  

8" Tamarack - N 77 deg. E, 15.2' 

GLO BK 

2, P 68

19 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 18 deg. W, 17.2'                                    

10" Tamarack - S 23 deg. W, 15.8'                                           

7" Tamarack - N 15 deg. E, 13.2'                                  

12" Tamarack - S 50 deg. E, 11.9' 

GLO BK 

2, P 15

19 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 18 deg. E, 8.6'                                                      

6" Spruce - N 08 deg. E, 6.6'                                                             

GLO BK 

2, P 67
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19 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Pine - S 12 deg. E, 52.8'                                    

5" White Birch - S 54 deg. W, 64.0'                                           

7" Poplar - N 47 deg. E, 88.4'                                  

5" Poplar - N 10 deg. W, 75.2' 

GLO BK 

2, P 65

19 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Tamarack - N 06 deg. W, 48.2'                                                      

9" Tamarack - N 14 deg. E, 56.1'                                                             

GLO BK 

2, P 16

20 45-25 E 1/4
C.I.M. set 1.0' W of c/l N-S highway by 

J. Nielsen
1981

N & D in 6" Twin Ash - 53.65' NW                          

N & D in 10" W. Oak - 38.03' W                            

N & D in 8" Ash - 37.40' WSW

220332

20 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 34 deg. E, 19.1'                                                      

10" White Birch - N 76 deg. W, 22.4'                                                             

GLO BK 

2, P 54

20 45-25 M.C.

M.C is on S line SW 1/4, on SE side 

Twenty Lake - 2388.5' W of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
7" Aspen - S 62 deg. E, 30.4'                                                      

8" Aspen - N 87 deg. E, 35.6'                                                             

GLO BK 

2, P 66

20 45-25 M.C.

M.C is on S line SW 1/4, on W side 

Twenty Lake - 990.0' E of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 74 deg. W, 17.2'                                                      

10" Pine - N 30 deg. W, 91.1'                                                             

GLO BK 

2, P 66

20 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
15" Aspen - S 08 deg. E, 13.9'                                                      

8" Basswood - N 01 deg. W, 8.6'                                                  

GLO BK 

2, P 69

20 45-25 NE
3/4" Iron Pin set 3.5' W of c/l N-S 

highway at road to W by J. Nielsen
1981

N & D in Power Pole - 61.96' NE                           

SW Cor. Hse fndtn. - 110.55' SE                            

N & D in Tele. pole - 35.69' SW

220331

20 45-25 NE
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Aspen – N 70 deg. W, 46.2'                           

10” Aspen – S 10 deg. W, 21.8'

Book 2, 

Page 39

20 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - S 72 deg. E, 7.9'                                    

8" Aspen - N 31 deg. E, 39.6'                                           

4" Aspen - N 34 deg. W, 8.6'                                  

4" Aspen - S 36 deg. W, 14.5' 

GLO BK 

2, P 55

20 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Tamarack - S 61 deg. W, 5.9'                                    

12" Tamarack - S 12 deg. E, 8.6'                                           

14" Tamarack - N 25 deg. W, 19.1'                                  

8" Tamarack - N 77 deg. E, 15.2' 

GLO BK 

2, P 68

20 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 37 deg. W, 8.6'                                                      

6" Balsam - N 31 deg. E, 19.8'                                                  

GLO BK 

2, P 66

20 45-25 SE
C.I.M. set on c/l N-S highway and road 

to E by J. Nielsen
1981

N & D in 10" Red Oak - 130.55' NE                      

N & D in Power Pole - 58.75' SE                            

N & D in Tele. Pole - 51.22' NW

220333

20 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - N 43 deg. E, 6.6'                                    

6" Balsam - S 57 deg. E, 11.2'                                           

8" Balsam - S 19 deg. W, 10.6'                                  

10" Balsam - N 67 deg. W, 11.9' 

GLO BK 

2, P 53

20 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Pine - S 12 deg. E, 52.8'                                    

5" White Birch - S 54 deg. W, 64.0'                                           

7" Poplar - N 47 deg. E, 88.4'                                  

5" Poplar - N 10 deg. W, 75.2' 

GLO BK 

2, P 65

20 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - N 67 deg. E, 13.9'                                                      

5" Aspen - N 35 deg. W, 20.5'                                                  

GLO BK 

2, P 68

21 45-25  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                                         

Distance and Mag. Var. shown

Book 2, 

Page 39

21 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 72 deg. E, 17.8'                                                      

8" Tamarack - N 39 deg. W, 6.6'                                                             

GLO BK 

2, P 43

21 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 39 deg. E, 38.9'                                                      

6" Tamarack - S 27 deg. E, 41.6'                                                             

GLO BK 

2, P 56

21 45-25 NE
Set Stone Mon. by J.M. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 39

21 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 66 deg. E, 6.6'                                    

16" Aspen - N 33 deg. E, 7.9'                                           

8" White Birch - N 70 deg. W, 13.2'                                  

8" Pine - S 42 deg. W, 25.7' 

GLO BK 

2, P 44

21 45-25 NW
3/4" Iron Pin set 3.5' W of c/l N-S 

highway at road to W by J. Nielsen
1981

N & D in Power Pole - 61.96' NE                         

SW Cor. Hse fndtn. - 110.55' SE                           

N & D in Tele. pole - 35.69' SW

220331
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21 45-25 NW
Took new ties to inp. Cor. by J.M. 

Burns, Deputy County Surveyor 
1911

12” Aspen – N 70 deg. W, 46.2'                           

10” Aspen – S 10 deg. W, 21.8'

Book 2, 

Page 39

21 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Aspen - S 72 deg. E, 7.9'                                    

8" Aspen - N 31 deg. E, 39.6'                                           

4" Aspen - N 34 deg. W, 8.6'                                  

4" Aspen - S 36 deg. W, 14.5' 

GLO BK 

2, P 55

21 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 28 deg. W, 7.3'                                                      

8" Tamarack - N 46 deg. E, 9.9'                                                             

GLO BK 

2, P 54

21 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 61 deg. W, 6.6'                                    

8" Tamarack - N 73 deg. W, 21.1'                                           

8" Tamarack - S 86 deg. E, 15.2'                                  

5" Tamarack - N 18 deg. E, 16.5' 

GLO BK 

2, P 41

21 45-25 SW
C.I.M. set on c/l N-S highway and road 

to E by J. Nielsen
1981

N & D in 10" Red Oak - 130.55' NE                      

N & D in Power Pole - 58.75' SE                          

N & D in Tele. Pole - 51.22' NW

220333

21 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - N 43 deg. E, 6.6'                                    

6" Balsam - S 57 deg. E, 11.2'                                           

8" Balsam - S 19 deg. W, 10.6'                                  

10" Balsam - N 67 deg. W, 11.9' 

GLO BK 

2, P 53

21 45-25 W 1/4
C.I.M. set 1.0' W of c/l N-S highway by 

J. Nielsen
1981

N & D in 6" Twin Ash - 53.65' NW                        

N & D in 10" W. Oak - 38.03' W                             

N & D in 8" Ash - 37.40' WSW

220332

21 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 34 deg. E, 19.1'                                                      

10" White Birch - N 76 deg. W, 22.4'                                                             

GLO BK 

2, P 54

22 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Cedar - S 89 deg. E, 5.3'                                                      

5" Cedar - S 79 deg. W, 13.2'                                                             

GLO BK 

2, P 32

22 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Sugar - S 46 deg. E, 4.0'                                                      

6" Pine - N 70 deg. E, 3.3'                                                             

GLO BK 

2, P 44

22 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Ash - S 19 deg. E, 2.6'                                    

8" Ash - N 17 deg. W, 11.9'                                                   

8" Cedar - S 19 deg. W, 11.2'                                  

6" Cedar - N 68 deg. E, 7.3' 

GLO BK 

2, P 33

22 45-25 NW
Set Stone Mon. by J.M. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 39

22 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Pine - S 66 deg. E, 6.6'                                    

16" Aspen - N 33 deg. E, 7.9'                                           

8" White Birch - N 70 deg. W, 13.2'                                  

8" Pine - S 42 deg. W, 25.7' 

GLO BK 

2, P 44

22 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - N 15 deg. W, 15.8'                                                      

4" Balsam - S 20 deg. E, 14.5'                                                             

GLO BK 

2, P 42

22 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Pine - N 46 deg. E, 13.2'                                    

12" Balsam - S 41 deg. W, 19.8'                                             

10" Balsam - S 28 deg. E, 19.8'                                  

8" Balsam - N 58 deg. W, 4.0' 

GLO BK 

2, P 31

22 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 61 deg. W, 6.6'                                    

8" Tamarack - N 73 deg. W, 21.1'                                           

8" Tamarack - S 86 deg. E, 15.2'                                  

5" Tamarack - N 18 deg. E, 16.5' 

GLO BK 

2, P 41

22 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - S 72 deg. E, 17.8'                                                      

8" Tamarack - N 39 deg. W, 6.6'                                                             

GLO BK 

2, P 43

23 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 83 deg. W, 17.8'                                                      

12" Pine - N 22 deg. E, 20.5'                                                             

GLO BK 

2, P 21

23 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 31 deg. W, 14.5'                                                      

12" Pine - N 40 deg. W, 12.5'                                                             

GLO BK 

2, P 34

23 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 51 deg. E, 11.2'                                    

6" Tamarack - N 35 deg. E, 17.8'                                           

8" Tamarack - N 53 deg. W, 11.2'                                  

10" Tamarack - S 62 deg. W, 13.2' 

GLO BK 

2, P 21

23 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Ash - S 19 deg. E, 2.6'                                    

8" Ash - N 17 deg. W, 11.9'                                                   

8" Cedar - S 19 deg. W, 11.2'                                  

6" Cedar - N 68 deg. E, 7.3' 

GLO BK 

2, P 33

23 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 30 deg. W, 6.6'                                                      

5" Tamarack - N 36 deg. W, 3.3'                                                             

GLO BK 

2, P 32
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23 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Cedar - N 26 deg. E, 7.3'                                    

8" Cedar - N 50 deg. W, 16.5'                                             

5" Cedar - S 63 deg. W, 11.9'                                  

6" Cedar - S 44 deg. E, 19.1' 

GLO BK 

2, P 19

23 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Pine - N 46 deg. E, 13.2'                                    

12" Balsam - S 41 deg. W, 19.8'                                             

10" Balsam - S 28 deg. E, 19.8'                                  

8" Balsam - N 58 deg. W, 4.0' 

GLO BK 

2, P 31

23 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
5" Cedar - S 89 deg. E, 5.3'                                                      

5" Cedar - S 79 deg. W, 13.2'                                                             

GLO BK 

2, P 32

24 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - N 19 deg. W, 13.2'                                                      

6" Birch - S 56 deg. E, 14.5'                                                             

GLO BK 

2, P 3

24 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Tamarack - N 31 deg. W, 5.9'                                                      

6" Maple - S 55 deg. W, 15.2'                                                             

GLO BK 

2, P 22

24 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

19" Aspen - N 56 deg. W, 6.6'                                   

10" Aspen - S 27 deg. W, 13.2'                                                      

10" Birch - S 33 deg. E, 13.9'                            

7" Aspen - N 70 deg. E, 6.6'                                                             

GLO BK 

2, P 3

24 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - S 51 deg. E, 11.2'                                    

6" Tamarack - N 35 deg. E, 17.8'                                           

8" Tamarack - N 53 deg. W, 11.2'                                  

10" Tamarack - S 62 deg. W, 13.2' 

GLO BK 

2, P 21

24 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 31 deg. E, 11.9'                                                      

4" Tamarack - S 19 deg. W, 10.6'                                                             

GLO BK 

2, P 20

24 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 45 deg. W, 17.8'                                   

6" Birch - S 40 deg. W, 38.3'                                                      

10" Birch - S 15 deg. E, 31.7'                            

6" Tamarack - N 61 deg. E, 81.8'                                                             

GLO BK 

2, P 2

24 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Cedar - N 26 deg. E, 7.3'                                    

8" Cedar - N 50 deg. W, 16.5'                                             

5" Cedar - S 63 deg. W, 11.9'                                  

6" Cedar - S 44 deg. E, 19.1' 

GLO BK 

2, P 19

24 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 83 deg. W, 17.8'                                                      

12" Pine - N 22 deg. E, 20.5'                                                             

GLO BK 

2, P 21

25 45-25 E 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 14” Black Oak – S 24 deg. E, 80.5'

Book 2, 

Page 18

25 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - S 44 deg. W, 9.2'                                                      

10" Birch - N 75 deg. E, 18.5'                                                             

GLO BK 

2, P 2

25 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 31 deg. E, 11.9'                                                      

4" Tamarack - S 19 deg. W, 10.6'                                                             

GLO BK 

2, P 20

25 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 45 deg. W, 17.8'                                   

6" Birch - S 40 deg. W, 38.3'                                                      

10" Birch - S 15 deg. E, 31.7'                            

6" Tamarack - N 61 deg. E, 81.8'                                                             

GLO BK 

2, P 2

25 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Cedar - N 26 deg. E, 7.3'                                    

8" Cedar - N 50 deg. W, 16.5'                                             

5" Cedar - S 63 deg. W, 11.9'                                  

6" Cedar - S 44 deg. E, 19.1' 

GLO BK 

2, P 19

25 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 63 deg. W, 7.3'                                                      

4" Tamarack - S 51 deg. W, 6.6'                                                             

GLO BK 

2, P 18

25 45-25 SE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 6” Soft Maple – N 51 deg. E, 25.1'

Book 2, 

Page 18

25 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Maple - S 12 deg. W, 26.4'                                   

7" Aspen - N 79 deg. W, 21.1'                                                      

9" Maple - N 27 deg. E, 19.8'                            

10" Maple - S 37 deg. E, 27.7'                                                             

GLO BK 

2, P 1

25 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 53 deg. W, 13.9'                                    

6" Spruce - N 53 deg. W, 25.1'                                           

4" Spruce - N 48 deg. E, 24.4'                                  

5" Spruce - S 80 deg. E, 25.7' 

GLO BK 

2, P 17

25 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 34 deg. W, 2.6'                                                      

8" White Birch - N 71 deg. E, 7.9'                                                             

GLO BK 

2, P 19
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26 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" White Birch - S 34 deg. W, 2.6'                                                      

8" White Birch - N 71 deg. E, 7.9'                                                             

GLO BK 

2, P 19

26 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Ash - S 30 deg. W, 6.6'                                                      

5" Tamarack - N 36 deg. W, 3.3'                                                             

GLO BK 

2, P 32

26 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Cedar - N 26 deg. E, 7.3'                                    

8" Cedar - N 50 deg. W, 16.5'                                             

5" Cedar - S 63 deg. W, 11.9'                                  

6" Cedar - S 44 deg. E, 19.1' 

GLO BK 

2, P 19

26 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Pine - N 46 deg. E, 13.2'                                    

12" Balsam - S 41 deg. W, 19.8'                                             

10" Balsam - S 28 deg. E, 19.8'                                  

8" Balsam - N 58 deg. W, 4.0' 

GLO BK 

2, P 31

26 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Balsam - S 74 deg. W, 12.5'                                                      

10" Balsam - N 82 deg. W, 23.1'                                                             

GLO BK 

2, P 30

26 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 53 deg. W, 13.9'                                    

6" Spruce - N 53 deg. W, 25.1'                                           

4" Spruce - N 48 deg. E, 24.4'                                  

5" Spruce - S 80 deg. E, 25.7' 

GLO BK 

2, P 17

26 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Spruce - S 18 deg. E, 21.8'                                    

12" Spruce - S 86 deg. W, 13.9'                                             

5" Balsam - N 85 deg. E, 24.4'                                  

22" White Birch - N 52 deg. W, 37.0' 

GLO BK 

2, P 29

26 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - N 60 deg. E, 7.9'                                                      

8" Tamarack - S 76 deg. W, 6.6'                                                             

GLO BK 

2, P 30

27 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
9" Tamarack - N 60 deg. E, 7.9'                                                      

8" Tamarack - S 76 deg. W, 6.6'                                                             

GLO BK 

2, P 30

27 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - N 15 deg. W, 15.8'                                                      

4" Balsam - S 20 deg. E, 14.5'                                                             

GLO BK 

2, P 42

27 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

12" Pine - N 46 deg. E, 13.2'                                    

12" Balsam - S 41 deg. W, 19.8'                                             

10" Balsam - S 28 deg. E, 19.8'                                  

8" Balsam - N 58 deg. W, 4.0' 

GLO BK 

2, P 31

27 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 61 deg. W, 6.6'                                    

8" Tamarack - N 73 deg. W, 21.1'                                           

8" Tamarack - S 86 deg. E, 15.2'                                  

5" Tamarack - N 18 deg. E, 16.5' 

GLO BK 

2, P 41

27 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 05 deg. W, 13.2'                                                      

8" Birch - N 36 deg. E, 7.9'                                                             

GLO BK 

2, P 40

27 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Spruce - S 18 deg. E, 21.8'                                    

12" Spruce - S 86 deg. W, 13.9'                                             

5" Balsam - N 85 deg. E, 24.4'                                  

22" White Birch - N 52 deg. W, 37.0' 

GLO BK 

2, P 29

27 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 61 deg. W, 7.3'                                    

6" Spruce - S 21 deg. E, 13.9'                                           

4" Tamarack - S 38 deg. W, 15.2'                                  

8" Tamarack - N 45 deg. E, 27.1' 

GLO BK 

2, P 39

27 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 37 deg. W, 8.6'                                                      

12" Tamarack - S 56 deg. E, 6.6'                                                             

GLO BK 

2, P 41

28 45-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1919

set posts at 1/16th cors. - no ties                           

Distances and angles shown

Book 1,  

Page 266

28 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - N 37 deg. W, 8.6'                                                      

12" Tamarack - S 56 deg. E, 6.6'                                                             

GLO BK 

2, P 41

28 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 28 deg. W, 7.3'                                                      

8" Tamarack - N 46 deg. E, 9.9'                                                             

GLO BK 

2, P 54

28 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

10" Tamarack - S 61 deg. W, 6.6'                                    

8" Tamarack - N 73 deg. W, 21.1'                                           

8" Tamarack - S 86 deg. E, 15.2'                                  

5" Tamarack - N 18 deg. E, 16.5' 

GLO BK 

2, P 41

28 45-25 NW
C.I.M. set on c/l N-S highway and road 

to E by J. Nielsen
1981

N & D in 10" Red Oak - 130.55' NE                      

N & D in Power Pole - 58.75' SE                           

N & D in Tele. Pole - 51.22' NW

220333

28 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - N 43 deg. E, 6.6'                                    

6" Balsam - S 57 deg. E, 11.2'                                           

8" Balsam - S 19 deg. W, 10.6'                                  

10" Balsam - N 67 deg. W, 11.9' 

GLO BK 

2, P 53
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28 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 03 deg. E, 9.9'                                                      

12" Aspen - S 63 deg. E, 18.5'                                                             

GLO BK 

2, P 52

28 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 61 deg. W, 7.3'                                    

6" Spruce - S 21 deg. E, 13.9'                                           

4" Tamarack - S 38 deg. W, 15.2'                                  

8" Tamarack - N 45 deg. E, 27.1' 

GLO BK 

2, P 39

28 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Tamarack - N 54 deg. E, 5.9'                                    

12" White Birch - S 51 deg. E, 33.0'                                           

5" Alder - S 16 deg. W, 13.2'                                  

No other trees available for ties

GLO BK 

2, P 51

28 45-25 W 1/4

3/4" iron pin set inside found 3" pipe 

on c/l N-S highway and c/l roads to E-

W by J. Nielsen

1981

N & D in Power Pole - 51.23' SE                           

N & D in 8" R. Oak - 88.84' SW                             

N & D in Tele. Pole - 47.71' NW

220334

28 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" White Birch - N 76 deg. E, 5.3'                                                      

12" White Birch - S 59 deg. W, 14.5'                                                             

GLO BK 

2, P 52

29 45-25  

Tract Survey in SE1/4-SE1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Survey of 2 acre site                                      

Angles and Distances shown

Book 1, 

Page 537

29 45-25 E 1/4

3/4" iron pin set inside found 3" pipe 

on c/l N-S highway and c/l roads to E-

W by J. Nielsen

1981

N & D in Power Pole - 51.23' SE                           

N & D in 8" R. Oak - 88.84' SW                               

N & D in Tele. Pole - 47.71' NW

220334

29 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" White Birch - N 76 deg. E, 5.3'                                                      

12" White Birch - S 59 deg. W, 14.5'                                                             

GLO BK 

2, P 52

29 45-25 M.C.

M.C is on N line NW 1/4, on SE side 

Twenty Lake - 2388.5' W of NE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
7" Aspen - S 62 deg. E, 30.4'                                                      

8" Aspen - N 87 deg. E, 35.6'                                                             

GLO BK 

2, P 66

29 45-25 M.C.

M.C is on N line NW 1/4, on W side 

Twenty Lake - 990.0' E of NW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Tamarack - S 74 deg. W, 17.2'                                                      

10" Pine - N 30 deg. W, 91.1'                                                             

GLO BK 

2, P 66

29 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Aspen - S 37 deg. W, 8.6'                                                      

6" Balsam - N 31 deg. E, 19.8'                                                  

GLO BK 

2, P 66

29 45-25 NE
C.I.M. set on c/l N-S highway and road 

to E by J. Nielsen
1981

N & D in 10" Red Oak - 130.55' NE                       

N & D in Power Pole - 58.75' SE                           

N & D in Tele. Pole - 51.22' NW

220333

29 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

8" Balsam - N 43 deg. E, 6.6'                                    

6" Balsam - S 57 deg. E, 11.2'                                           

8" Balsam - S 19 deg. W, 10.6'                                  

10" Balsam - N 67 deg. W, 11.9' 

GLO BK 

2, P 53

29 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Pine - S 12 deg. E, 52.8'                                    

5" White Birch - S 54 deg. W, 64.0'                                           

7" Poplar - N 47 deg. E, 88.4'                                  

5" Poplar - N 10 deg. W, 75.2' 

GLO BK 

2, P 65

29 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 13 deg. W, 10.6'                                                      

6" Aspen - S 06 deg. E, 9.9'                                                             

GLO BK 

2, P 63

29 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Tamarack - N 54 deg. E, 5.9'                                    

12" White Birch - S 51 deg. E, 33.0'                                           

5" Alder - S 16 deg. W, 13.2'                                  

No other trees available for ties

GLO BK 

2, P 51

29 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

24" Elm - S 75 deg. W, 14.5'                                    

18" Sugar - N 49 deg. W, 33.7'                                           

20" Sugar - N 44 deg. E, 18.5'                                  

24" Sugar - S 71 deg. E, 25.1' 

GLO BK 

2, P 62

29 45-25 W 1/4
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

10” Poplar – S 45 deg. E, 78.2'                             

5” Poplar – S 18 deg. W, 103.8' 

Book 1, 

Page 384

29 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 43 deg. W, 273.9'                                                      

No other tree near to use for ties                                                         

GLO BK 

2, P 64

30 45-25  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Subd. of Sec. To set S. line Lot 3             

Distances and angles shown

Book 1,  

Page 384

30 45-25 E 1/4
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

10” Poplar – S 45 deg. E, 78.2'                             

5” Poplar – S 18 deg. W, 103.8' 

Book 1, 

Page 384

30 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Aspen - S 43 deg. W, 273.9'                                                      

No other tree near to use for ties                                                         

GLO BK 

2, P 64
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30 45-25 M.C.

M.C is on N line NW 1/4, on N side 

Mille Lacs Lake - 138.6' W of NW Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Basswood - S 77 deg. E, 36.3'                                                      

22" Bur Oak - N 24 deg. E, 20.5'                                                             

GLO BK 

2, P 67

30 45-25 M.C.

M.C is on S line SE 1/4, on N side 

Mille Lacs Lake - 181.5' W of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Burr Oak - N 74 deg. E, 6.6'                                                      

12" Burr Oak - S 41 deg. E, 38.3'                                                             

GLO BK 

2, P 77

30 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 18 deg. E, 8.6'                                                      

6" Spruce - N 08 deg. E, 6.6'                                                             

GLO BK 

2, P 67

30 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Pine - S 12 deg. E, 52.8'                                    

5" White Birch - S 54 deg. W, 64.0'                                           

7" Poplar - N 47 deg. E, 88.4'                                  

5" Poplar - N 10 deg. W, 75.2' 

GLO BK 

2, P 65

30 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

24" Elm - S 75 deg. W, 14.5'                                    

18" Sugar - N 49 deg. W, 33.7'                                           

20" Sugar - N 44 deg. E, 18.5'                                  

24" Sugar - S 71 deg. E, 25.1' 

GLO BK 

2, P 62

31 45-25 M.C.

M.C is on E line NE 1/4, on NE side 

Mille Lacs Lake - 157.7' S of NE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
14" Burr Oak - N 42 deg. E, 15.2'                                                      

10" Burr Oak - N 21 deg. W, 15.8'                                                             

GLO BK 

2, P 62

31 45-25 M.C.

M.C is on N line NE 1/4, on N side 

Mille Lacs Lake - 181.5' W of NE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Burr Oak - N 74 deg. E, 6.6'                                                      

12" Burr Oak - S 41 deg. E, 38.3'                                                             

GLO BK 

2, P 77

31 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

24" Elm - S 75 deg. W, 14.5'                                    

18" Sugar - N 49 deg. W, 33.7'                                           

20" Sugar - N 44 deg. E, 18.5'                                  

24" Sugar - S 71 deg. E, 25.1' 

GLO BK 

2, P 62

32 45-25 E 1/4
C.I.M. set on c/l N-S highway and 

fence line to W by J. Nielsen
1981

N & D in Tele. Pole - 97.61' SSW                           

N & D in 5" Red Oak - 51.26' W                            

N & D in 6" Maple Clump - 89.68' NW

220336

32 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
15" Aspen - S 70 deg. E, 2.0'                                                      

12" Black Oak - N 36 deg. W, 15.2'                                                             

GLO BK 

2, P 50

32 45-25 M.C.

M.C is on W line NW 1/4, on NE side 

Mille Lacs Lake - 157.7' S of NW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
14" Burr Oak - N 42 deg. E, 15.2'                                                      

10" Burr Oak - N 21 deg. W, 15.8'                                                             

GLO BK 

2, P 62

32 45-25 M.C.

M.C is on E line SE 1/4, on SW side 

Deer Lake - 1216.4' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Willow - N 71 deg. W, 18.5'                                                      

4" Willow - S 60 deg. W, 9.9'                                                             

GLO BK 

2, P 50

32 45-25 M.C.

M.C is on E line SE 1/4, on N side 

Deer Lake - 1682.3' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
3" Alder - N 71 deg. E, 13.9'                                                      

4" Alder - N 70 deg. W, 48.2'                                                             

GLO BK 

2, P 50

32 45-25 M.C.

M.C. on S line SW1/4 on E side of 

Mille Lacs, 324.7 feet W of S 1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Ash - N 18 deg. E, 9.2'                                    

9" Black Ash - S 43 deg. E, 19.8'                          

GLO BK 

2, P 14

32 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
10" Aspen - N 13 deg. W, 10.6'                                                      

6" Aspen - S 06 deg. E, 9.9'                                                             

GLO BK 

2, P 63

32 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Tamarack - N 54 deg. E, 5.9'                                    

12" White Birch - S 51 deg. E, 33.0'                                           

5" Alder - S 16 deg. W, 13.2'                                  

No other trees available for ties

GLO BK 

2, P 51

Page 190 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

32 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

24" Elm - S 75 deg. W, 14.5'                                    

18" Sugar - N 49 deg. W, 33.7'                                           

20" Sugar - N 44 deg. E, 18.5'                                  

24" Sugar - S 71 deg. E, 25.1' 

GLO BK 

2, P 62

32 45-25 S 1/4

3/4" iron pin found on projection of 

road c/l from N with projection of road 

c/l from E by A. Welle

1977

N & D in 12" Maple - 64.29' NE                                

N & D in 10" Elm - 26.53' SE                               

N & D in 10" Maple - 32.99' SW

199658

32 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" White Ash - N 49 deg. E, 13.2'                                    

9" White Ash -S 52 deg. E, 8.6'                          

GLO BK 

2, P 14

32 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Aspen - N 30 deg. E, 4.0'                                    

9" Aspen - N 71 deg. W, 9.2'                          5" 

Ironwood - S 38 deg. W, 15.8'                           

10" Fir - S 44 deg. E, 13.2'

GLO BK 

2, P 13

33 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Oak - S 81 deg. E, 14.5'                                                      

15" Tamarack - S 40 deg. W, 13.2'                                                             

GLO BK 

2, P 39

33 45-25 M.C.

M.C is on W line SW 1/4, on SW side 

Deer Lake - 1216.4' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
4" Willow - N 71 deg. W, 18.5'                                                      

4" Willow - S 60 deg. W, 9.9'                                                             

GLO BK 

2, P 50

33 45-25 M.C.

M.C is on W line SW 1/4, on N side 

Deer Lake - 1682.3' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
3" Alder - N 71 deg. E, 13.9'                                                      

4" Alder - N 70 deg. W, 48.2'                                                             

GLO BK 

2, P 50

33 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Balsam - N 03 deg. E, 9.9'                                                      

12" Aspen - S 63 deg. E, 18.5'                                                             

GLO BK 

2, P 52

33 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 61 deg. W, 7.3'                                    

6" Spruce - S 21 deg. E, 13.9'                                           

4" Tamarack - S 38 deg. W, 15.2'                                  

8" Tamarack - N 45 deg. E, 27.1' 

GLO BK 

2, P 39

33 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

16" Tamarack - N 54 deg. E, 5.9'                                    

12" White Birch - S 51 deg. E, 33.0'                                           

5" Alder - S 16 deg. W, 13.2'                                  

No other trees available for ties

GLO BK 

2, P 51

33 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Spruce - N 77 deg. E, 9.2'                                    

6" Fir - S 42 deg. E, 5.9'                          

GLO BK 

2, P 13

33 45-25 SE
C.I.M. set on c/l-c/l of E-W and N-S 

roads by A. Welle
1976

N & D in 8" Ash - 113.35' NNE                               

N & D in 6" Ash - 130.08' NE                               

N & D in 12" Elm - 129.22' NW

191167

33 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Linden - N 49 deg. E, 9.9'                                    

8" Elm - N 13 deg. W, 17.2'                             

8" Fir - S 13 deg. W, 7.9'                                            

8" Fir - S 59 deg. W, 8.6'

GLO BK 

2, P 12

33 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Aspen - N 30 deg. E, 4.0'                                    

9" Aspen - N 71 deg. W, 9.2'                          5" 

Ironwood - S 38 deg. W, 15.8'                           

10" Fir - S 44 deg. E, 13.2'

GLO BK 

2, P 13

33 45-25 W 1/4
C.I.M. set on c/l N-S highway and 

fence line to W by J. Nielsen
1981

N & D in Tele. Pole - 97.61' SSW                          

N & D in 5" Red Oak - 51.26' W                            

N & D in 6" Maple Clump - 89.68' NW

220336

33 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
15" Aspen - S 70 deg. E, 2.0'                                                      

12" Black Oak - N 36 deg. W, 15.2'                                                             

GLO BK 

2, P 50

34 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 32 deg. W, 20.5'                                                      

8" Balsam - N 16 deg. E, 10.6'                                                             

GLO BK 

2, P 28

34 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
6" Tamarack - S 05 deg. W, 13.2'                                                      

8" Birch - N 36 deg. E, 7.9'                                                             

GLO BK 

2, P 40

34 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Spruce - S 18 deg. E, 21.8'                                    

12" Spruce - S 86 deg. W, 13.9'                                             

5" Balsam - N 85 deg. E, 24.4'                                  

22" White Birch - N 52 deg. W, 37.0' 

GLO BK 

2, P 29

34 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

6" Spruce - N 61 deg. W, 7.3'                                    

6" Spruce - S 21 deg. E, 13.9'                                           

4" Tamarack - S 38 deg. W, 15.2'                                  

8" Tamarack - N 45 deg. E, 27.1' 

GLO BK 

2, P 39
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34 45-25 S 1/4
C.I.M. set on c/l of E-W road at fence 

lines N-S by A. Welle
1976

N & D in Twin Elm - 102.55' NNE                             

N & D in 6" Ash - 82.38' ENE                               

N & D in 10" Ash - 113.20' SE

191168

34 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Black Ash - N 47 deg. E, 17.8'                                    

6" Black Ash -S 72 deg. E, 9.9'                          

GLO BK 

2, P 12

34 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 38 deg. E, 24.4'                                    

8" Black Ash -S 26 deg. W, 21.1'                           

No other trees near to use for ties

GLO BK 

2, P 12

34 45-25 SW
C.I.M. set on c/l-c/l of E-W and N-S 

roads by A. Welle
1976

N & D in 8" Ash - 113.35' NNE                                

N & D in 6" Ash - 130.08' NE                                

N & D in 12" Elm - 129.22' NW

191167

34 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Linden - N 49 deg. E, 9.9'                                    

8" Elm - N 13 deg. W, 17.2'                             

8" Fir - S 13 deg. W, 7.9'                                            

8" Fir - S 59 deg. W, 8.6'

GLO BK 

2, P 12

34 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Oak - S 81 deg. E, 14.5'                                                      

15" Tamarack - S 40 deg. W, 13.2'                                                             

GLO BK 

2, P 39

35 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 77 deg. E, 14.5'                                                      

10" White Birch - N 55 deg. W, 32.3'                                                             

GLO BK 

2, P 17

35 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" Balsam - S 74 deg. W, 12.5'                                                      

10" Balsam - N 82 deg. W, 23.1'                                                             

GLO BK 

2, P 30

35 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 53 deg. W, 13.9'                                    

6" Spruce - N 53 deg. W, 25.1'                                           

4" Spruce - N 48 deg. E, 24.4'                                  

5" Spruce - S 80 deg. E, 25.7' 

GLO BK 

2, P 17

35 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

5" Spruce - S 18 deg. E, 21.8'                                    

12" Spruce - S 86 deg. W, 13.9'                                             

5" Balsam - N 85 deg. E, 24.4'                                  

22" White Birch - N 52 deg. W, 37.0' 

GLO BK 

2, P 29

35 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
8" Birch - N 11 deg. E, 70.0'                                    

8" Tamarack -N 39 deg. W, 72.6'                          

GLO BK 

2, P 12

35 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 27 deg. E, 19.1'                                    

8" Tamarack - N 67 deg. W, 51.5'                                           

8" Tamarack - S 83 deg. W, 38.9'                                  

5" Tamarack - S 82 deg. E, 11.2' 

GLO BK 

2, P 11

35 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

9" Birch - N 38 deg. E, 24.4'                                    

8" Black Ash -S 26 deg. W, 21.1'                           

No other trees near to use for ties

GLO BK 

2, P 12

35 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
12" White Birch - S 32 deg. W, 20.5'                                                      

8" Balsam - N 16 deg. E, 10.6'                                                             

GLO BK 

2, P 28

36 45-25 E 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

5” Black Oak – S 45 deg. W, 44.9'                         

5” Poplar – S 61 deg. W, 24.8'

Book 2, 

Page 18

36 45-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
12" Aspen - N 35 deg. E, 7.9'                                                      

8" Aspen - S 19 deg. W, 4.6'                                                             

GLO BK 

2, P 1

36 45-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 63 deg. W, 7.3'                                                      

4" Tamarack - S 51 deg. W, 6.6'                                                             

GLO BK 

2, P 18

36 45-25 NE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911 6” Soft Maple – N 51 deg. E, 25.1'

Book 2, 

Page 18

36 45-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Maple - S 12 deg. W, 26.4'                                   

7" Aspen - N 79 deg. W, 21.1'                                                      

9" Maple - N 27 deg. E, 19.8'                            

10" Maple - S 37 deg. E, 27.7'                                                             

GLO BK 

2, P 1

36 45-25 NW

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860

4" Spruce - S 53 deg. W, 13.9'                                    

6" Spruce - N 53 deg. W, 25.1'                                           

4" Spruce - N 48 deg. E, 24.4'                                  

5" Spruce - S 80 deg. E, 25.7' 

GLO BK 

2, P 17

36 45-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 16 deg. E, 12.5'                                    

7" Tamarack -S 53 deg. W, 9.2'                          

GLO BK 

2, P 11

36 45-25 SE
(Mon. type not stated) found on c/l-c/l 

roads N-S-E-W by J. Halverson
1966

8" Red Oak - 74.25' NE                                           

iron pipe - 44.55' NW   
158884
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36 45-25 SE
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

16” Black Oak – N 42 deg. W, 104.3'                    

10” Maple – N 21 deg. E, 23.6'

Book 2, 

Page 18

36 45-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Birch - N 48 deg. E, 14.5'                                    

8" Birch - N 41 deg. W, 11.2'                          8" 

Birch - S 65 deg. W, 9.9'                           10" 

Birch - S 25 deg. E, 13.2'

GLO BK 

2, P 10

36 45-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 27 deg. E, 19.1'                                    

8" Tamarack - N 67 deg. W, 51.5'                                           

8" Tamarack - S 83 deg. W, 38.9'                                  

5" Tamarack - S 82 deg. E, 11.2' 

GLO BK 

2, P 11

36 45-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

E.N. Darling, U.S. Deputy Surveyor

1860
8" White Birch - N 77 deg. E, 14.5'                                                      

10" White Birch - N 55 deg. W, 32.3'                                                             

GLO BK 

2, P 17

1 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Spruce - N 15 deg. W, 2.6'                                                      

10" Balsam - N 82 deg. E, 14.5'                                                             

GLO BK 

2, P 13

1 45-26 N 1/4
Set iron pin and took new ties by Leo 

Shaw, Private Surveyor
1964

Spk in Tele. pole - N 45 deg. E, 78.95'                  

Spk in CFP – S 70 deg. E, 42.90'                                                 

Bk V-20  

Page 16

1 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Tamarack - N 79 deg. W, 39.6'                                                      

12" Tamarack - S 30 deg. E, 42.2'                                                             

GLO BK 

1, P 5

1 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Black Ash - N 35 deg. W, 2.0'                                   

7" Black Ash - S 41 deg. W, 8.6'                                                      

8" Black Ash - S 71 deg. E, 11.9'                            

6" Black Ash - N 45 deg. E, 7.3'                                                             

GLO BK 

2, P 12

1 45-26 NW
Took new ties to existing iron pin by 

Leo Shaw, Private Surveyor
1964

Spk in Tele. pole - S 70 deg. E, 57.75'               

Spk in CFP on E side of gate – S 70 deg. W, 

30.85'                                                 

Bk V-20  

Page 16

1 45-26 NW
corner established by C.O. Armstead, 

County Surveyor (no description)
1896 14" W. Pine  - N 37 deg. E, 252.8'                                                          

Book 1, 

Page 12

1 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 51 deg. E, 136.0'                                    

8" Tamarack - S 36 deg. E, 194.0'                          

7" Tamarack - N 08 deg. W, 159.1'                           

No other trees near to use for ties

GLO BK 

1, P 5

1 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Aspen - S 53 deg. E, 13.9'                                                      

10" Birch - N 66 deg. E, 11.2'                                                             

GLO BK 

1, P 15

1 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Aspen - N 08 deg. E, 21.1'                                   

7" Aspen - N 26 deg. W, 16.5'                                                      

8" Aspen - S 53 deg. E, 5.9'                            

6" Maple - S 67 deg. W, 15.8'                                                             

GLO BK 

2, P 13

1 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 80 deg. E, 32.3'                                    

4" Spruce - S 40 deg. E, 3.3'                          5" 

Spruce - S 19 deg. W, 33.0'                           

No other trees near to use for ties

GLO BK 

1, P 14

1 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Tamarack - N 71 deg. E, 12.5'                                                      

7" Tamarack - S 43 deg. W, 6.6'                                                             

GLO BK 

1, P 16

2 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Tamarack - N 71 deg. E, 12.5'                                                      

7" Tamarack - S 43 deg. W, 6.6'                                                             

GLO BK 

1, P 16

2 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Red Pine - N 60 deg. E, 56.1'                                                      

8" White Pine - S 52 deg. W, 156.4'                                                             

GLO BK 

1, P 6

2 45-26 NE
Took new ties to existing iron pin by 

Leo Shaw, Private Surveyor
1964

Spk in Tele. pole - S 70 deg. E, 57.75'               

Spk in CFP E side of gate – S 70 deg. W, 

30.85'                                                 

Bk V-20  

Page 16

2 45-26 NE
corner established by C.O. Armstead, 

County Surveyor (no description)
1896 14" W. Pine  - N 37 deg. E, 252.8'                                                                            

Book 1, 

Page 12

2 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 51 deg. E, 136.0'                                    

8" Tamarack - S 36 deg. E, 194.0'                          

7" Tamarack - N 08 deg. W, 159.1'                           

No other trees near to use for ties

GLO BK 

1, P 5

2 45-26 NW
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

SE Cor. house - N 45 deg. W, 87.5'                      

15” Norway Pine – S 20 deg. E, 58.0'                    

Power pole – S 45 deg.W, 42.6'

Bk CH-5  

Page 22

2 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Red Pine - N 72 deg. E, 80.5'                                    

6" Red Pine - N 23 deg. W, 92.4'                          

7" Red Pine - S 40 deg. W, 19.8'                           

7" Red Pine - S 81 deg. E, 25.1'

GLO BK 

1, P 6
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2 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Tamarack - N 63 deg. E, 66.0'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 22

2 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 80 deg. E, 32.3'                                    

4" Spruce - S 40 deg. E, 3.3'                          5" 

Spruce - S 19 deg. W, 33.0'                           

No other trees near to use for ties

GLO BK 

1, P 14

2 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

5" Tamarack - S 63 deg. E, 33.0'                                                      

8" Spruce - S 77 deg. W, 141.2'                                     

No other trees near to use for ties                                                   

GLO BK 

1, P 21

2 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
3" Aspen - N 11 deg. E, 6.6'                                                      

4" Aspen - N 10 deg. W, 5.3'                                                             

GLO BK 

1, P 23

3 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
3" Aspen - N 11 deg. E, 6.6'                                                      

4" Aspen - N 10 deg. W, 5.3'                                                             

GLO BK 

1, P 23

3 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
14" Black Oak - N 60 deg. W, 19.1'                                                      

9" Linden - S 63 deg. W, 19.1'                                                             

GLO BK 

1, P 7

3 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Red Pine - N 72 deg. E, 80.5'                                    

6" Red Pine - N 23 deg. W, 92.4'                          

7" Red Pine - S 40 deg. W, 19.8'                           

7" Red Pine - S 81 deg. E, 25.1'

GLO BK 

1, P 6

3 45-26 NW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence lines N-E-

W by B. Shepperd

1983
N & D in 4-10" Bwoods - S 83 deg. E, 27.25'         

N & D in Power Pole - S 45 deg. W, 1.30'
257250

3 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Red Pine - N 70 deg. E, 274.6'                                                      

12" Linden - N 88 deg. W, 454.7'                       

No other trees listed for ties                                                  

GLO BK 

1, P 7

3 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Fir - S 22 deg. W, 6.6'                                                      

7" White Cedar - N 76 deg. W, 9.9'                                                             

GLO BK 

1, P 27

3 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

5" Tamarack - S 63 deg. E, 33.0'                                                      

8" Spruce - S 77 deg. W, 141.2'                                     

No other trees near to use for ties                                                   

GLO BK 

1, P 21

3 45-26 SW
C.I.M. set approx. 33' E of c/l N-S trail 

by B. Shepperd
1982

N & D in triple 5" Maple - N 08 deg. W, 11.46'      

N & D in 7" Oak - N 35 deg. E, 37.63'                   

N & D in 9" Oak - S 24 deg. W, 54.34'

257257

3 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

14" White Pine - N 41 deg. E, 33.0'                                    

15" White Pine - S 26 deg. W, 33.0'                          

17" White Pine - N 40 deg. W, 75.9'                           

8" Birch - S 40 deg. E, 59.4'

GLO BK 

1, P 27

3 45-26 W 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set in woods by B. 

Shepperd

1983

N & D in 7" Oak - S 80 deg. E, 23.90'                   

N & D in Tw. 4" Oak - S 14 deg. E, 42.10'              

N & D in 14" Oak - N 14 deg. W, 31.17'

257252

3 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859 No trees near to use for ties
GLO BK 

1, P 28

4 45-26 E 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set in woods by B. 

Shepperd

1983

N & D in 7" Oak - S 80 deg. E, 23.90'                    

N & D in Tw. 4" Oak - S 14 deg. E, 42.10'              

N & D in 14" Oak - N 14 deg. W, 31.17'

257252

4 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859 No trees near to use for ties
GLO BK 

1, P 28

4 45-26 N 1/4
steel post set in woods by B. 

Shepperd
1989

N & D in 8" Cedar - S 13 deg. E, 11.03'                 

N & D in 11" Cedar - S 36 deg. W, 17.22'               

N & D in 7" Cedar - N 78 deg. W, 16.16'

257251

4 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856 No trees listed for ties                                                  
GLO BK 

1, P 8

4 45-26 NE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence lines N-E-

W by B. Shepperd

1983
N & D in 4-10" Bwoods - S 83 deg. E, 27.25'         

N & D in Power Pole - S 45 deg. W, 1.30'
257250

4 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Red Pine - N 70 deg. E, 274.6'                                                      

12" Linden - N 88 deg. W, 454.7'                       

No other trees listed for ties                                                  

GLO BK 

1, P 7

4 45-26 NW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence line to 

the W by B. Shepperd

1989
(No ties) - Cor. Is under N end of foot bridge, 

28' W of c/l of N-S ditch
257249
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4 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 50 deg. E, 72.6'                                    

5" Tamarack - N 47 deg. W, 75.2'                          

7" Tamarack - S 47 deg. W, 52.1'                           

5" Tamarack - S 11 deg. E, 63.4'

GLO BK 

1, P 8

4 45-26 S 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set in woods by B. 

Shepperd

1983

N & D in 11" Oak - S 87 deg. E, 18.84'                   

N & D in 10" Oak - S 57 deg. E, 41.86'                  

N & D in 12" Oak - S 17 deg. W, 21.33'

257256

4 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Aspen - S 61 deg. E, 17.8'                                                      

7" Aspen - N 63 deg. E, 39.6'                                                             

GLO BK 

1, P 34

4 45-26 SE
C.I.M. set approx. 33' E of c/l N-S trail 

by B. Shepperd
1982

N & D in triple 5" Maple - N 08 deg. W, 11.46'        

N & D in 7" Oak - N 35 deg. E, 37.63'                   

N & D in 9" Oak - S 24 deg. W, 54.34'

257257

4 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

14" White Pine - N 41 deg. E, 33.0'                                    

15" White Pine - S 26 deg. W, 33.0'                          

17" White Pine - N 40 deg. W, 75.9'                           

8" Birch - S 40 deg. E, 59.4'

GLO BK 

1, P 27

4 45-26 SW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on E-W fence line 

149' W of creek by B. Shepperd

1983

N & D in 6" Balsam - N 30 deg. E, 15.90'               

N & D in 5" Balsam - N 78 deg. W, 4.87'              

N & D in 10" Ash - N 20 deg. W, 13.68'

257255

4 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

9" Tamarack - S 47 deg. W, 6.6'                                    

7" Tamarack - N 52 deg. E, 6.6'                          

10" Tamarack - N 36 deg. W, 26.4'                           

No other trees near to use for ties

GLO BK 

1, P 33

4 45-26 W 1/4

3/4" capped rebar "DNR Survey 

Marker" set in line with c/l ditch to W 

and in c/l trail N-S by J. Walker

1999
DNR RP in 12" Maple - N 74 deg. E, 12.32'        

DNR RP in 8" R. Oak - N 60 deg. W, 28.74'                                  
317690 193487.460 446990.480

4 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Spruce - S 96 deg. E, 8.6'                                                      

7" Tamarack - N 87 deg. W, 17.2'                                                             

GLO BK 

1, P 35

5 45-26 E 1/4

3/4" capped rebar "DNR Survey 

Marker" set in line with c/l ditch to W 

and in c/l trail N-S by J. Walker

1999
DNR RP in 12" Maple - N 74 deg. E, 12.32'        

DNR RP in 8" R. Oak - N 60 deg. W, 28.74'                                  
317690 193487.460 446990.480

5 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Spruce - S 96 deg. E, 8.6'                                                      

7" Tamarack - N 87 deg. W, 17.2'                                                             

GLO BK 

1, P 35

5 45-26 N 1/4

3/4" capped rebar "DNR Survey 

Marker" set 2' E of c/l N-S road in line 

with fence to the W by J. Walker

1992
DNR RP in 6th FP S - 60.89' SW                           

DNR RP in CFP - 44.45' W  
275536 196080.103 444314.212

5 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 75 deg. E, 108.2'                                                      

6" Tamarack - S 17 deg. E, 116.2'                                                             

GLO BK 

1, P 9

5 45-26 NE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence line to 

the W by B. Shepperd

1989
(No ties) - Cor. Is under N end of foot bridge, 

28' W of c/l of N-S ditch
257249

5 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 50 deg. E, 72.6'                                    

5" Tamarack - N 47 deg. W, 75.2'                          

7" Tamarack - S 47 deg. W, 52.1'                           

5" Tamarack - S 11 deg. E, 63.4'

GLO BK 

1, P 8

5 45-26 NW
Reset 3" capped pipe in woods by J. 

Walker
1992

DNR RP in 3" Pine - N 08 deg. E, 40.90'              

DNR RP in 10" Pine - S 22 deg. E, 64.13'            

DNR RP in 4" Tam. - N 58 deg. W, 66.75' 

275535 196180.304 441555.689

5 45-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

5 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 46 deg. E, 2.6'                                    

6" Spruce - N 30 deg. W, 8.6'                          

7" Spruce - S 30 deg. W, 6.6'                           

8" Tamarack - S 39 deg. E, 6.6'

GLO BK 

1, P 9

5 45-26 S 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on c/l N-S road at 

fence line to W by B. Shepperd

1989

N & D in CFP - N 60 deg. E, 37.90'                         

Bolt hole in gate post - N 89 deg. E, 55.99'          

N & D in Power Pole - S 58 deg. E, 70.01'

257254

5 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
18" Red Pine - N 75 deg. E, 95.0'                                                      

17" Red Pine - S 54 deg. E, 96.4'                                                             

GLO BK 

1, P 43

5 45-26 SE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on E-W fence line 

149' W of creek by B. Shepperd

1983

N & D in 6" Balsam - N 30 deg. E, 15.90'               

N & D in 5" Balsam - N 78 deg. W, 4.87'                

N & D in 10" Ash - N 20 deg. W, 13.68'

257255

5 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

9" Tamarack - S 47 deg. W, 6.6'                                    

7" Tamarack - N 52 deg. E, 6.6'                          

10" Tamarack - N 36 deg. W, 26.4'                           

No other trees near to use for ties

GLO BK 

1, P 33
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5 45-26 SW
"T" steel post set 28' E of N-S ditch 

and 28' S of E-W ditch by J. Walker
1999 DNR RP in Power Pole - S 25 deg. W, 49.25'                          317692 190929.752 441724.145

5 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Tamarack - N 13 deg. E, 23.1'                                    

16" Tamarack - S 73 deg. E, 6.6'                          

18" Aspen - N 51 deg. W, 15.2'                           

16" Aspen - S 32 deg. W, 85.8'

GLO BK 

1, P 42

5 45-26 W 1/4

3/4" capped rebar "DNR Survey 

Marker" set 3' W of c/l dike approx 28' 

E of N-S ditch by J. Walker

1999

DNR RP in 12" Oak - S 80 deg. E, 14.86'             

DNR RP in 6" Oak - S 15 deg. E, 14.10'               

DNR RP in 3" Ironwood - N 55 deg. W, 18.01'   

317691 193573.130 441637.110

5 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Aspen - S 58 deg. W, 3.3'                                                      

4" Aspen - S 45 deg. E, 19.1'                                                             

GLO BK 

1, P 45

6 45-26 E 1/4

3/4" capped rebar "DNR Survey 

Marker" set 3' W of c/l dike approx 28' 

E of N-S ditch by J. Walker

1999

DNR RP in 12" Oak - S 80 deg. E, 14.86'             

DNR RP in 6" Oak - S 15 deg. E, 14.10'                

DNR RP in 3" Ironwood - N 55 deg. W, 18.01'  

317691 193573.130 441637.110

6 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Aspen - S 58 deg. W, 3.3'                                                      

4" Aspen - S 45 deg. E, 19.1'                                                             

GLO BK 

1, P 45

6 45-26 N 1/4
3/4" iron rod set in ctr. of spoil pile by 

J. Walker
2003 No good ties available 196170.970 438825.670

6 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 05 deg. E, 75.9'                                                      

5" Tamarack - N 48 deg. W, 50.2'                                                             

GLO BK 

1, P 10

6 45-26 NE
Reset 3" capped pipe in woods by J. 

Walker
1992

DNR RP in 3" Pine - N 08 deg. E, 40.90'              

DNR RP in 10" Pine - S 22 deg. E, 64.13'             

DNR RP in 4" Tam. - N 58 deg. W, 66.75'   

275535 196180.304 441555.689

6 45-26 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

6 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 46 deg. E, 2.6'                                    

6" Spruce - N 30 deg. W, 8.6'                          

7" Spruce - S 30 deg. W, 6.6'                           

8" Tamarack - S 39 deg. E, 6.6'

GLO BK 

1, P 9

6 45-26 NW

3" capped pipe found 7' E of c/l N-S 

road and 28' S of ditch to E by J. 

Walker

1992 (No ties taken) 275505 196161.644 436095.658

6 45-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

6 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 50 deg. E, 3.3'                                    

5" Tamarack - N 58 deg. W, 5.9'                          

7" Tamarack - S 80 deg. W, 5.3'                           

5" Tamarack - S 25 deg. E, 4.0'

GLO BK 

1, P 10

6 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 67 deg. W, 15.2'                                                      

5" Tamarack - N 41 deg. W, 14.5'                                                             

GLO BK 

1, P 44

6 45-26 SE
"T" steel post set 28' E of N-S ditch 

and 28' S of E-W ditch by J. Walker
1999 DNR RP in Power Pole - S 25 deg. W, 49.25'   317692 190929.752 441724.145

6 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Tamarack - N 13 deg. E, 23.1'                                    

16" Tamarack - S 73 deg. E, 6.6'                          

18" Aspen - N 51 deg. W, 15.2'                           

16" Aspen - S 32 deg. W, 85.8'

GLO BK 

1, P 42

6 45-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

6 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

18" Aspen - N 10 deg. W, 17.2'                                    

10" Birch - S 15 deg. W, 26.4'                          

12" Aspen - S 43 deg. E, 18.5'                           

12" Aspen - N 16 deg. E, 20.5'

GLO BK 

1, P 1

6 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - S 04 deg. W, 55.4'                                                      

5" Tamarack - N 83 deg. E, 29.7'                                                             

GLO BK 

1, P 1

7 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Aspen - S 67 deg. W, 85.8'                                                      

7" Aspen - N 89 deg. E, 45.5'                                                             

GLO BK 

1, P 42

7 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 67 deg. W, 15.2'                                                      

5" Tamarack - N 41 deg. W, 14.5'                                                             

GLO BK 

1, P 44

7 45-26 NE
"T" steel post set 28' E of N-S ditch 

and 28' S of E-W ditch by J. Walker
1999 DNR RP in Power Pole - S 25 deg. W, 49.25'                          317692 190929.752 441724.145

7 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Tamarack - N 13 deg. E, 23.1'                                    

16" Tamarack - S 73 deg. E, 6.6'                          

18" Aspen - N 51 deg. W, 15.2'                           

16" Aspen - S 32 deg. W, 85.8'

GLO BK 

1, P 42
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7 45-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

7 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

18" Aspen - N 10 deg. W, 17.2'                                    

10" Birch - S 15 deg. W, 26.4'                          

12" Aspen - S 43 deg. E, 18.5'                           

12" Aspen - N 16 deg. E, 20.5'

GLO BK 

1, P 1

7 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Aspen - N 73 deg. E, 36.3'                                                      

12" Aspen - S 20 deg. E, 41.6'                                                             

GLO BK 

1, P 41

7 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Red Pine - N 22 deg. W, 21.8'                                                      

13" Aspen - S 33 deg. W, 150.5'                                                             

GLO BK 

1, P 39

7 45-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

7 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 33 deg. W, 15.8'                                    

6" Tamarack - S 65 deg. W, 4.6'                          

5" Tamarack - S 59 deg. E, 11.9'                           

6" Tamarack - N 28 deg. E, 19.8'

GLO BK 

1, P 2

7 45-26 W 1/4
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

7 45-26 W 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

8” Tamarack - S 45 deg W, 92.0'                            

7” Tamarack - N 45 deg W, 120.0'

Book 1, 

Page 233

7 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
14" Aspen - N 78 deg. W, 177.5'                                                      

18" Spruce - S 88 deg. W, 176.2'                                                             

GLO BK 

1, P 1

8 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12" Tamarack - N 71 deg. E, 19.8'                                                      

7" Tamarack - S 54 deg. W, 10.6'                                                             

GLO BK 

1, P 33

8 45-26 N 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on c/l N-S road at 

fence line to W by B. Shepperd

1989

N & D in CFP - N 60 deg. E, 37.90'                        

Bolt hole in gate post - N 89 deg. E, 55.99'          

N & D in Power Pole - S 58 deg. E, 70.01'

257254

8 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
18" Red Pine - N 75 deg. E, 95.0'                                                      

17" Red Pine - S 54 deg. E, 96.4'                                                             

GLO BK 

1, P 43

8 45-26 NE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on E-W fence line 

149' W of creek by B. Shepperd

1983

N & D in 6" Balsam - N 30 deg. E, 15.90'               

N & D in 5" Balsam - N 78 deg. W, 4.87'               

N & D in 10" Ash - N 20 deg. W, 13.68'

257255

8 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

9" Tamarack - S 47 deg. W, 6.6'                                    

7" Tamarack - N 52 deg. E, 6.6'                          

10" Tamarack - N 36 deg. W, 26.4'                           

No other trees near to use for ties

GLO BK 

1, P 33

8 45-26 NW
"T" steel post set 28' E of N-S ditch 

and 28' S of E-W ditch by J. Walker
1999 DNR RP in Power Pole - S 25 deg. W, 49.25'                          317692 190929.752 441724.145

8 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Tamarack - N 13 deg. E, 23.1'                                    

16" Tamarack - S 73 deg. E, 6.6'                          

18" Aspen - N 51 deg. W, 15.2'                           

16" Aspen - S 32 deg. W, 85.8'

GLO BK 

1, P 42

8 45-26 S 1/4

DNR Survey marker set in c/l N-S 

road at fence line to the E by J. 

Walker

1991

DNR RP in Power Pole - S 77 deg. E, 37.37'        

DNR RP in 18" Oak - S 63 deg. W, 140.90'          

DNR RP in 26" Oak - N 65 deg. W, 120.06'  

266219

8 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
18" Red Pine - N 32 deg. W, 169.6'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 40

8 45-26 SE
Steel tube capped with "DNR Survey 

Marker" set in woods by J. Walker
1991

DNR RP in 10" Bwood - N 65 deg. E, 14.22'         

DNR RP in 6" Maple - S 25 deg. E, 30.40'              

DNR RP in tr. 10" Maple - S 40 deg. W 10.83' 

266220

8 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

16" Sugar - S 85 deg. E, 168.3'                                    

8" Elm - S 62 deg. W, 33.0'                          No 

other trees near to use for ties

GLO BK 

1, P 31

8 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Red Pine - N 22 deg. W, 21.8'                                                      

13" Aspen - S 33 deg. W, 150.5'                                                             

GLO BK 

1, P 39

8 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Aspen - S 67 deg. W, 85.8'                                                      

7" Aspen - N 89 deg. E, 45.5'                                                             

GLO BK 

1, P 42

9 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 62 deg. E, 19.9'                                                      

9" Tamarack - S 39 deg. W, 16.5'                                                             

GLO BK 

1, P 27

9 45-26 N 1/4

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set in woods by B. 

Shepperd

1983

N & D in 11" Oak - S 87 deg. E, 18.84'                 

N & D in 10" Oak - S 57 deg. E, 41.86'                

N & D in 12" Oak - S 17 deg. W, 21.33'

257256
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9 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Aspen - S 61 deg. E, 17.8'                                                      

7" Aspen - N 63 deg. E, 39.6'                                                             

GLO BK 

1, P 34

9 45-26 NE
C.I.M. set approx. 33' E of c/l N-S trail 

by B. Shepperd
1982

N & D in triple 5" Maple - N 08 deg. W, 11.46'      

N & D in 7" Oak - N 35 deg. E, 37.63'                   

N & D in 9" Oak - S 24 deg. W, 54.34'

257257

9 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

14" White Pine - N 41 deg. E, 33.0'                                    

15" White Pine - S 26 deg. W, 33.0'                          

17" White Pine - N 40 deg. W, 75.9'                           

8" Birch - S 40 deg. E, 59.4'

GLO BK 

1, P 27

9 45-26 NW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on E-W fence line 

149' W of creek by B. Shepperd

1983

N & D in 6" Balsam - N 30 deg. E, 15.90'               

N & D in 5" Balsam - N 78 deg. W, 4.87'              

N & D in 10" Ash - N 20 deg. W, 13.68'

257255

9 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

9" Tamarack - S 47 deg. W, 6.6'                                    

7" Tamarack - N 52 deg. E, 6.6'                          

10" Tamarack - N 36 deg. W, 26.4'                           

No other trees near to use for ties

GLO BK 

1, P 33

9 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Tamarack - S 36 deg. W, 29.7'                                                      

7" Tamarack - N 57 deg. W, 21.1'                                                             

GLO BK 

1, P 32

9 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - N 43 deg. E, 29.7'                                                      

8" Tamarack - N 06 deg. W, 23.1'                                                             

GLO BK 

1, P 26

9 45-26 SW
Steel tube capped with "DNR Survey 

Marker" set in woods by J. Walker
1991

DNR RP in 10" Bwood - N 65 deg. E, 14.22'          

DNR RP in 6" Maple - S 25 deg. E, 30.40'             

DNR RP in tr. 10" Maple - S 40 deg. W 10.83'    

266220

9 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

16" Sugar - S 85 deg. E, 168.3'                                    

8" Elm - S 62 deg. W, 33.0'                          No 

other trees near to use for ties

GLO BK 

1, P 31

9 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12" Tamarack - N 71 deg. E, 19.8'                                                      

7" Tamarack - S 54 deg. W, 10.6'                                                             

GLO BK 

1, P 33

10 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 28 deg. W, 19.8'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 21

10 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Fir - S 22 deg. W, 6.6'                                                      

7" White Cedar - N 76 deg. W, 9.9'                                                             

GLO BK 

1, P 27

10 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

5" Tamarack - S 63 deg. E, 33.0'                                                      

8" Spruce - S 77 deg. W, 141.2'                                     

No other trees near to use for ties                                                   

GLO BK 

1, P 21

10 45-26 NW
C.I.M. set approx. 33' E of c/l N-S trail 

by B. Shepperd
1982

N & D in triple 5" Maple - N 08 deg. W, 11.46'      

N & D in 7" Oak - N 35 deg. E, 37.63'                   

N & D in 9" Oak - S 24 deg. W, 54.34'

257257

10 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

14" White Pine - N 41 deg. E, 33.0'                                    

15" White Pine - S 26 deg. W, 33.0'                          

17" White Pine - N 40 deg. W, 75.9'                           

8" Birch - S 40 deg. E, 59.4'

GLO BK 

1, P 27

10 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 26 deg. W, 19.8'                                                      

6" Tamarack - N 27 deg. E, 19.8'                                                             

GLO BK 

1, P 26

10 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Spruce - N 33 deg. W, 8.6'                                    

9" Spruce - N 49 deg. E, 23.1'                          

23" White Pine - S 81 deg. W, 20.5'                           

28" White Pine - S 48 deg. E, 49.5'

GLO BK 

1, P 19

10 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - N 43 deg. E, 29.7'                                                      

8" Tamarack - N 06 deg. W, 23.1'                                                             

GLO BK 

1, P 26

10 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 62 deg. E, 19.9'                                                      

9" Tamarack - S 39 deg. W, 16.5'                                                             

GLO BK 

1, P 27

11 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
16" Red Pine - S 82 deg. E, 10.6'                                                      

14" White Pine - N 78 deg. W, 27.1'                                                             

GLO BK 

1, P 14

11 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Tamarack - N 63 deg. E, 66.0'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 22

11 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 80 deg. E, 32.3'                                    

4" Spruce - S 40 deg. E, 3.3'                          5" 

Spruce - S 19 deg. W, 33.0'                           

No other trees near to use for ties

GLO BK 

1, P 14
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11 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

5" Tamarack - S 63 deg. E, 33.0'                                                      

8" Spruce - S 77 deg. W, 141.2'                                     

No other trees near to use for ties                                                   

GLO BK 

1, P 21

11 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - N 55 deg. W, 36.3'                                                      

4" Tamarack - S 33 deg. E, 24.4'                                                             

GLO BK 

1, P 20

11 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 26 deg. W, 10.6'                                    

5" Tamarack - N 55 deg. E, 41.6'                          

7" Tamarack - S 53 deg. E, 57.4'                           

8" Tamarack - S 14 deg. W, 58.1'

GLO BK 

1, P 12

11 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Spruce - N 33 deg. W, 8.6'                                    

9" Spruce - N 49 deg. E, 23.1'                          

23" White Pine - S 81 deg. W, 20.5'                           

28" White Pine - S 48 deg. E, 49.5'

GLO BK 

1, P 19

11 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 28 deg. W, 19.8'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 21

12 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 09 deg. W, 10.6'                                                      

7" Tamarack - N 08 deg. E, 7.3'                                                             

GLO BK 

2, P 14

12 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Aspen - S 53 deg. E, 13.9'                                                      

10" Birch - N 66 deg. E, 11.2'                                                             

GLO BK 

1, P 15

12 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Aspen - N 08 deg. E, 21.1'                                   

7" Aspen - N 26 deg. W, 16.5'                                                      

8" Aspen - S 53 deg. E, 5.9'                            

6" Maple - S 67 deg. W, 15.8'                                                             

GLO BK 

2, P 13

12 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 80 deg. E, 32.3'                                    

4" Spruce - S 40 deg. E, 3.3'                          5" 

Spruce - S 19 deg. W, 33.0'                           

No other trees near to use for ties

GLO BK 

1, P 14

12 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 11 deg. E, 34.3'                                                      

8" Aspen - N 02 deg. W, 16.5'                                                             

GLO BK 

1, P 13

12 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

12 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 26 deg. W, 10.6'                                    

5" Tamarack - N 55 deg. E, 41.6'                          

7" Tamarack - S 53 deg. E, 57.4'                           

8" Tamarack - S 14 deg. W, 58.1'

GLO BK 

1, P 12

12 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
16" Red Pine - S 82 deg. E, 10.6'                                                      

14" White Pine - N 78 deg. W, 27.1'                                                             

GLO BK 

1, P 14

13 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Tamarack - N 27 deg. W, 12.5'                                                      

6" Tamarack - S 42 deg. E, 5.9'                                                             

GLO BK 

2, P 15

13 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 11 deg. E, 34.3'                                                      

8" Aspen - N 02 deg. W, 16.5'                                                             

GLO BK 

1, P 13

13 45-26 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

13 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

13 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 26 deg. W, 10.6'                                    

5" Tamarack - N 55 deg. E, 41.6'                          

7" Tamarack - S 53 deg. E, 57.4'                           

8" Tamarack - S 14 deg. W, 58.1'

GLO BK 

1, P 12

13 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 67 deg. W, 10.6'                                                      

6" Tamarack - N 16 deg. E, 82.5'                                                             

GLO BK 

1, P 11

13 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 18 deg. W, 17.2'                                    

10" Tamarack - S 23 deg. W, 15.8'                                           

7" Tamarack - N 15 deg. E, 13.2'                                  

12" Tamarack - S 50 deg. E, 11.9' 

GLO BK 

2, P 15

13 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 40 deg. E, 23.1'                                    

6" Tamarack - N 88 deg. E, 37.0'                          

8" Tamarack - S 84 deg. W, 29.0'                           

7" Tamarack - N 07 deg. W, 9.2'

GLO BK 

1, P 11
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13 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - N 53 deg. E, 9.9'                                                      

7" Tamarack - N 40 deg. W, 9.2'                                                             

GLO BK 

1, P 12

14 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - N 53 deg. E, 9.9'                                                      

7" Tamarack - N 40 deg. W, 9.2'                                                             

GLO BK 

1, P 12

14 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - N 55 deg. W, 36.3'                                                      

4" Tamarack - S 33 deg. E, 24.4'                                                             

GLO BK 

1, P 20

14 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 26 deg. W, 10.6'                                    

5" Tamarack - N 55 deg. E, 41.6'                          

7" Tamarack - S 53 deg. E, 57.4'                           

8" Tamarack - S 14 deg. W, 58.1'

GLO BK 

1, P 12

14 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Spruce - N 33 deg. W, 8.6'                                    

9" Spruce - N 49 deg. E, 23.1'                          

23" White Pine - S 81 deg. W, 20.5'                           

28" White Pine - S 48 deg. E, 49.5'

GLO BK 

1, P 19

14 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - S 33 deg. W, 12.5'                                                      

6" Tamarack - N 30 deg. E, 6.6'                                                             

GLO BK 

1, P 18

14 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 40 deg. E, 23.1'                                    

6" Tamarack - N 88 deg. E, 37.0'                          

8" Tamarack - S 84 deg. W, 29.0'                           

7" Tamarack - N 07 deg. W, 9.2'

GLO BK 

1, P 11

14 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 05 deg. W, 15.8'                                    

6" Tamarack - N 51 deg. W, 25.1'                          

5" Tamarack - S 69 deg. E, 25.1'                           

8" Tamarack - N 45 deg. E, 31.7'

GLO BK 

1, P 18

14 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
14" Tamarack - N 77 deg. W, 19.8'                                                      

12" Birch - S 63 deg. E, 25.1'                                                             

GLO BK 

1, P 19

15 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
14" Tamarack - N 77 deg. W, 19.8'                                                      

12" Birch - S 63 deg. E, 25.1'                                                             

GLO BK 

1, P 19

15 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 26 deg. W, 19.8'                                                      

6" Tamarack - N 27 deg. E, 19.8'                                                             

GLO BK 

1, P 26

15 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Spruce - N 33 deg. W, 8.6'                                    

9" Spruce - N 49 deg. E, 23.1'                          

23" White Pine - S 81 deg. W, 20.5'                           

28" White Pine - S 48 deg. E, 49.5'

GLO BK 

1, P 19

15 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - N 43 deg. E, 29.7'                                                      

8" Tamarack - N 06 deg. W, 23.1'                                                             

GLO BK 

1, P 26

15 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Birch - S 34 deg. W, 21.1'                                                      

10" Tamarack - N 69 deg. E, 31.7'                                                             

GLO BK 

1, P 25

15 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 05 deg. W, 15.8'                                    

6" Tamarack - N 51 deg. W, 25.1'                          

5" Tamarack - S 69 deg. E, 25.1'                           

8" Tamarack - N 45 deg. E, 31.7'

GLO BK 

1, P 18

15 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Tamarack - S 42 deg. E, 9.9'                                    

7" Tamarack - N 28 deg. W, 13.2'                          

6" Tamarack - N 37 deg. E, 33.0'                           

5" Tamarack - S 55 deg. W, 19.8'

GLO BK 

1, P 25

15 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 89 deg. W, 10.6'                                                      

6" Tamarack - N 67 deg. E, 16.5'                                                             

GLO BK 

1, P 26

16 45-26  
Subdivision of Section 16 by H.D. 

Keath, County Surveyor 
1914

set center of Section – Suspicious brkdwn. 

Distance and Mag. Var. shown (5280' used)

Book 1,  

Page 185

16 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 89 deg. W, 10.6'                                                      

6" Tamarack - N 67 deg. E, 16.5'                                                             

GLO BK 

1, P 26

16 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Tamarack - S 36 deg. W, 29.7'                                                      

7" Tamarack - N 57 deg. W, 21.1'                                                             

GLO BK 

1, P 32

16 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - N 43 deg. E, 29.7'                                                      

8" Tamarack - N 06 deg. W, 23.1'                                                             

GLO BK 

1, P 26

16 45-26 NW
Steel tube capped with "DNR Survey 

Marker" set in woods by J. Walker
1991

DNR RP in 10" Bwood - N 65 deg. E, 14.22'        

DNR RP in 6" Maple - S 25 deg. E, 30.40'          

DNR RP in tr. 10" Maple - S 40 deg. W 10.83'  

266220
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16 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

16" Sugar - S 85 deg. E, 168.3'                                    

8" Elm - S 62 deg. W, 33.0'                          No 

other trees near to use for ties

GLO BK 

1, P 31

16 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - S 13 deg. E, 46.2'                                                      

6" Spruce - N 05 deg. W, 29.7'                                                             

GLO BK 

1, P 30

16 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Tamarack - S 42 deg. E, 9.9'                                    

7" Tamarack - N 28 deg. W, 13.2'                          

6" Tamarack - N 37 deg. E, 33.0'                           

5" Tamarack - S 55 deg. W, 19.8'

GLO BK 

1, P 25

16 45-26 SW

DNR Survey marker set 8' W of c/l N-

S trail at fence line to the E and W by 

J. Walker

1991

DNR RP in 6" Maple - N 66 deg. E, 26.26'             

DNR RP in 16" Oak - S 38 deg. E, 22.59'              

DNR RP in 11" Ash - N 38 deg. W, 32.03' 

266218

16 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Sugar - N 70 deg. E, 20.5'                                    

7" Sugar - S 55 deg. W, 16.5'                          

8" Sugar - N 58 deg. W, 14.5'                           

10" Black Oak - S 51 deg. E, 39.6'

GLO BK 

1, P 30

16 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12" White Pine - N 39 deg. W, 109.6'                                                      

No other trees near to use for ties                                                  

GLO BK 

1, P 30

17 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12" White Pine - N 39 deg. W, 109.6'                                                      

No other trees near to use for ties                                                  

GLO BK 

1, P 30

17 45-26 N 1/4

DNR Survey marker set in c/l N-S 

road at fence line to the E by J. 

Walker

1991

DNR RP in Power Pole - S 77 deg. E, 37.37'          

DNR RP in 18" Oak - S 63 deg. W, 140.90'          

DNR RP in 26" Oak - N 65 deg. W, 120.06' 

266219

17 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
18" Red Pine - N 32 deg. W, 169.6'                                                      

No other trees near to use for ties                                                   

GLO BK 

1, P 40

17 45-26 NE
Steel tube capped with "DNR Survey 

Marker" set in woods by J. Walker
1991

DNR RP in 10" Bwood - N 65 deg. E, 14.22'          

DNR RP in 6" Maple - S 25 deg. E, 30.40'             

DNR RP in tr. 10" Maple - S 40 deg. W 10.83'  

266220

17 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

16" Sugar - S 85 deg. E, 168.3'                                    

8" Elm - S 62 deg. W, 33.0'                          No 

other trees near to use for ties

GLO BK 

1, P 31

17 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Red Pine - N 22 deg. W, 21.8'                                                      

13" Aspen - S 33 deg. W, 150.5'                                                             

GLO BK 

1, P 39

17 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Aspen - S 55 deg. E, 19.8'                                                      

10" Maple - N 76 deg. E, 9.9'                                                             

GLO BK 

1, P 37

17 45-26 SE

DNR Survey marker set 8' W of c/l N-

S trail at fence line to the E and W by 

J. Walker

1991

DNR RP in 6" Maple - N 66 deg. E, 26.26'           

DNR RP in 16" Oak - S 38 deg. E, 22.59'           

DNR RP in 11" Ash - N 38 deg. W, 32.03'  

266218

17 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Sugar - N 70 deg. E, 20.5'                                    

7" Sugar - S 55 deg. W, 16.5'                          

8" Sugar - N 58 deg. W, 14.5'                           

10" Black Oak - S 51 deg. E, 39.6'

GLO BK 

1, P 30

17 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 51 deg. E, 36.3'                                    

8" Pine - N 09 deg. W, 42.9'                          

10" Aspen - S 45 deg. W, 23.1'                           

12" Birch - S 20 deg. E, 19.8'

GLO BK 

1, P 37

17 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 62 deg. E, 6.6'                                                      

12" Tamarack - S 50 deg. W, 9.2'                                                             

GLO BK 

1, P 37

18 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Tamarack - S 62 deg. E, 6.6'                                                      

12" Tamarack - S 50 deg. W, 9.2'                                                             

GLO BK 

1, P 37

18 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Aspen - N 73 deg. E, 36.3'                                                      

12" Aspen - S 20 deg. E, 41.6'                                                             

GLO BK 

1, P 41

18 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Red Pine - N 22 deg. W, 21.8'                                                      

13" Aspen - S 33 deg. W, 150.5'                                                             

GLO BK 

1, P 39

18 45-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

18 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 33 deg. W, 15.8'                                    

6" Tamarack - S 65 deg. W, 4.6'                          

5" Tamarack - S 59 deg. E, 11.9'                           

6" Tamarack - N 28 deg. E, 19.8'

GLO BK 

1, P 2

18 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Aspen - S 80 deg. W, 13.9'                                                      

8" Aspen - N 62 deg. W, 9.9'                                                             

GLO BK 

1, P 38

Page 201 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

18 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 51 deg. E, 36.3'                                    

8" Pine - N 09 deg. W, 42.9'                          

10" Aspen - S 45 deg. W, 23.1'                           

12" Birch - S 20 deg. E, 19.8'

GLO BK 

1, P 37

18 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" White Pine - N 10 deg. W, 28.4'                                    

8" Linden - S 31 deg. W, 21.1'                          

8" Linden - S 11 deg. W, 15.2'                           

12" White Pine - N 72 deg. E, 33.0'

GLO BK 

1, P 2

18 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Tamarack - N 51 deg. W, 4.0'                                                      

8" Tamarack - N 86 deg. E, 7.9'                                                             

GLO BK 

1, P 2

19 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
15" Ash - N 60 deg. W, 11.9'                                                      

22" Ash - N 34 deg. E, 35.0'                                                             

GLO BK 

1, P 46

19 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Aspen - S 80 deg. W, 13.9'                                                      

8" Aspen - N 62 deg. W, 9.9'                                                             

GLO BK 

1, P 38

19 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 51 deg. E, 36.3'                                    

8" Pine - N 09 deg. W, 42.9'                          

10" Aspen - S 45 deg. W, 23.1'                           

12" Birch - S 20 deg. E, 19.8'

GLO BK 

1, P 37

19 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" White Pine - N 10 deg. W, 28.4'                                    

8" Linden - S 31 deg. W, 21.1'                          

8" Linden - S 11 deg. W, 15.2'                           

12" White Pine - N 72 deg. E, 33.0'

GLO BK 

1, P 2

19 45-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Birch - S 81 deg. W, 6.6'                                                      

7" Birch - N 52 deg. E, 9.9'                                                             

GLO BK 

1, P 47

19 45-26 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Ash - S 89 deg. W, 8.6'                                    

8" Ash - N 38 deg. W, 13.2'                          16" 

Birch - N 15 deg. E, 5.3'                           16" 

Linden - S 76 deg. E, 9.9'

GLO BK 

1, P 46

19 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Sugar - N 46 deg. W, 25.7'                                    

10" Black Oak - S 59 deg. W, 14.5'                          

8" Linden - S 34 deg. E, 9.9'                           

7" Sugar - N 15 deg. E, 15.2'

GLO BK 

1, P 3

19 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Oak - N 17 deg. W, 12.5'                                                      

8" Black Oak - N 60 deg. E, 51.5'                                                             

GLO BK 

1, P 3

20 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - N 43 deg. W, 15.8'                                                      

7" Tamarack - S 84 deg. E, 5.3'                                                             

GLO BK 

1, P 36

20 45-26 M.C.

M.C is on E line SE 1/4, on N side 

Mille Lacs Lake - 1293.6' S of E1/4 

Cor. - Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
22" Elm - S 32 deg. W, 7.9'                                                      

14" Sugar - N 15 deg. E, 26.4'                                                             

GLO BK 

1, P 36

20 45-26 M.C.

M.C is on S line SW 1/4, on N side 

Mille Lacs Lake, is a 14" Maple  - 

2227.5' E of SW Cor. - Set wood post 

as part of original Government Land 

Office Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24" Maple - N 61 deg. E, 19.8'                                                      

20" Linden - S 51 deg. W, 13.2'                                                             

GLO BK 

1, P 49

20 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Aspen - S 55 deg. E, 19.8'                                                      

10" Maple - N 76 deg. E, 9.9'                                                             

GLO BK 

1, P 37

20 45-26 NE

DNR Survey marker set 8' W of c/l N-

S trail at fence line to the E and W by 

J. Walker

1991

DNR RP in 6" Maple - N 66 deg. E, 26.26'             

DNR RP in 16" Oak - S 38 deg. E, 22.59'             

DNR RP in 11" Ash - N 38 deg. W, 32.03' 

266218

20 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Sugar - N 70 deg. E, 20.5'                                    

7" Sugar - S 55 deg. W, 16.5'                          

8" Sugar - N 58 deg. W, 14.5'                           

10" Black Oak - S 51 deg. E, 39.6'

GLO BK 

1, P 30

20 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

6" Tamarack - N 51 deg. E, 36.3'                                    

8" Pine - N 09 deg. W, 42.9'                          

10" Aspen - S 45 deg. W, 23.1'                           

12" Birch - S 20 deg. E, 19.8'

GLO BK 

1, P 37

20 45-26 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Ash - S 89 deg. W, 8.6'                                    

8" Ash - N 38 deg. W, 13.2'                          16" 

Birch - N 15 deg. E, 5.3'                           16" 

Linden - S 76 deg. E, 9.9'

GLO BK 

1, P 46
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20 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
15" Ash - N 60 deg. W, 11.9'                                                      

22" Ash - N 34 deg. E, 35.0'                                                             

GLO BK 

1, P 46

21 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Butternut - S 12 deg. E, 181.5'                                                      

14" Maple - S 19 deg. W, 184.8'                                                             

GLO BK 

1, P 29

21 45-26 M.C.

M.C is on E line SE 1/4, on N side 

Mille Lacs Lake - 369.6' S of E1/4 Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Elm - N 25 deg. W, 23.1'                                                      

14" White Oak - N 38 deg. E, 43.6'                                                             

GLO BK 

1, P 29

21 45-26 M.C.

M.C is on W line SW 1/4, on N side 

Mille Lacs Lake - 1293.6' S of W1/4 

Cor. - Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
22" Elm - S 32 deg. W, 7.9'                                                      

14" Sugar - N 15 deg. E, 26.4'                                                             

GLO BK 

1, P 36

21 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Tamarack - S 13 deg. E, 46.2'                                                      

6" Spruce - N 05 deg. W, 29.7'                                                             

GLO BK 

1, P 30

21 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Tamarack - S 42 deg. E, 9.9'                                    

7" Tamarack - N 28 deg. W, 13.2'                          

6" Tamarack - N 37 deg. E, 33.0'                           

5" Tamarack - S 55 deg. W, 19.8'

GLO BK 

1, P 25

21 45-26 NW

DNR Survey marker set 8' W of c/l N-

S trail at fence line to the E and W by 

J. Walker

1991

DNR RP in 6" Maple - N 66 deg. E, 26.26'           

DNR RP in 16" Oak - S 38 deg. E, 22.59'           

DNR RP in 11" Ash - N 38 deg. W, 32.03'  

266218

21 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Sugar - N 70 deg. E, 20.5'                                    

7" Sugar - S 55 deg. W, 16.5'                          

8" Sugar - N 58 deg. W, 14.5'                           

10" Black Oak - S 51 deg. E, 39.6'

GLO BK 

1, P 30

21 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - N 43 deg. W, 15.8'                                                      

7" Tamarack - S 84 deg. E, 5.3'                                                             

GLO BK 

1, P 36

22 45-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of NE ¼                                            

Distance and Mag. Var. stated

Book 1, 

Page 495

22 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
16" Sugar - S 90 deg. W, 2.6'                                                      

18" Elm - N 90 deg. E, 2.6'                                                             

GLO BK 

1, P 24

22 45-26 M.C.

M.C is on E line SE 1/4, on N side 

Mille Lacs Lake - 107.6' S of E1/4 

Cor.. - Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" White Oak - N 53 deg. E, 9.9'                                                      

8" Sugar - N 65 deg. W, 25.7'                                                             

GLO BK 

1, P 24

22 45-26 M.C.

M.C is on W line SW 1/4, on N side 

Mille Lacs Lake - 369.6' S of W1/4 

Cor. - Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
10" Elm - N 25 deg. W, 23.1'                                                      

14" White Oak - N 38 deg. E, 43.6'                                                             

GLO BK 

1, P 29

22 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
8" Birch - S 34 deg. W, 21.1'                                                      

10" Tamarack - N 69 deg. E, 31.7'                                                             

GLO BK 

1, P 25

22 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 05 deg. W, 15.8'                                    

6" Tamarack - N 51 deg. W, 25.1'                          

5" Tamarack - S 69 deg. E, 25.1'                           

8" Tamarack - N 45 deg. E, 31.7'

GLO BK 

1, P 18

22 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

10" Tamarack - S 42 deg. E, 9.9'                                    

7" Tamarack - N 28 deg. W, 13.2'                          

6" Tamarack - N 37 deg. E, 33.0'                           

5" Tamarack - S 55 deg. W, 19.8'

GLO BK 

1, P 25

22 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6" Butternut - S 12 deg. E, 181.5'                                                      

14" Maple - S 19 deg. W, 184.8'                                                             

GLO BK 

1, P 29

23 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Elm - S 74 deg. W, 15.2'                                                      

12" Elm - N 63 deg. E, 26.4'                                                             

GLO BK 

1, P 17

23 45-26 M.C.

M.C is on E line SE 1/4, on N side 

Mille Lacs Lake - 676.5' S of E1/4 Cor. 

- Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
20" Sugar - N 15 deg. E, 49.5'                                                      

13" Elm - N 70 deg. W, 34.3'                                                             

GLO BK 

1, P 17
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23 45-26 M.C.

M.C is on W line SW 1/4, on N side 

Mille Lacs Lake - 107.6' S of W1/4 

Cor. - Set wood post as part of 

orig.Government Land Office Survey 

by J.R. King, U.S. Deputy Surveyor

1859
10" White Oak - N 53 deg. E, 9.9'                                                      

8" Sugar - N 65 deg. W, 25.7'                                                             

GLO BK 

1, P 24

23 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
7" Tamarack - S 33 deg. W, 12.5'                                                      

6" Tamarack - N 30 deg. E, 6.6'                                                             

GLO BK 

1, P 18

23 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 40 deg. E, 23.1'                                    

6" Tamarack - N 88 deg. E, 37.0'                          

8" Tamarack - S 84 deg. W, 29.0'                           

7" Tamarack - N 07 deg. W, 9.2'

GLO BK 

1, P 11

23 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 05 deg. W, 15.8'                                    

6" Tamarack - N 51 deg. W, 25.1'                          

5" Tamarack - S 69 deg. E, 25.1'                           

8" Tamarack - N 45 deg. E, 31.7'

GLO BK 

1, P 18

23 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
16" Sugar - S 90 deg. W, 2.6'                                                      

18" Elm - N 90 deg. E, 2.6'                                                             

GLO BK 

1, P 24

24 45-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Tamarack - N 06 deg. W, 48.2'                                                      

9" Tamarack - N 14 deg. E, 56.1'                                                             

GLO BK 

2, P 16

24 45-26 M.C.

M.C is on W line SW 1/4, on N side 

Mille Lacs Lake - 676.5' S of W1/4 

Cor. - Set wood post as part of orig. 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
20" Sugar - N 15 deg. E, 49.5'                                                      

13" Elm - N 70 deg. W, 34.3'                                                             

GLO BK 

1, P 17

24 45-26 M.C. 

M.C. on E line SE1/4 on N side of 

Mille Lacs Lake, 2442.0 feet S of E 

1/4 cor - Set wood post as part of 

original Government Land Office 

Survey by Everett & Chaney, U.S. 

Deputy Surveyors

1856
14" Burr Oak - N 28 deg. W, 52.1'                                    

14" Burr Oak - N 07 deg. E, 37.6'                          

GLO BK 

2, P 16

24 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
5" Tamarack - S 67 deg. W, 10.6'                                                      

6" Tamarack - N 16 deg. E, 82.5'                                                             

GLO BK 

1, P 11

24 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 18 deg. W, 17.2'                                    

10" Tamarack - S 23 deg. W, 15.8'                                           

7" Tamarack - N 15 deg. E, 13.2'                                  

12" Tamarack - S 50 deg. E, 11.9' 

GLO BK 

2, P 15

24 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

7" Tamarack - S 40 deg. E, 23.1'                                    

6" Tamarack - N 88 deg. E, 37.0'                          

8" Tamarack - S 84 deg. W, 29.0'                           

7" Tamarack - N 07 deg. W, 9.2'

GLO BK 

1, P 11

24 45-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
13" Elm - S 74 deg. W, 15.2'                                                      

12" Elm - N 63 deg. E, 26.4'                                                             

GLO BK 

1, P 17

29 45-26 M.C.

M.C is on W line NW 1/4, on N side 

Mille Lacs Lake, is a 24" Elm  - 973.5' 

S of NW Cor. - Set wood post as part 

of original Government Land Office 

Survey by J.R. King, U.S. Deputy 

Surveyor

1859
10" Oak - N 31 deg. E, 26.4'                                                      

15" Elm - N 40 deg. W, 19.8'                                                             

GLO BK 

1, P 48

29 45-26 M.C.

M.C is on N line NW 1/4, on N side 

Mille Lacs Lake, is a 14" Maple  - 

2227.5' E of NW Cor. - Set wood post 

as part of original Government Land 

Office Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24" Maple - N 61 deg. E, 19.8'                                                      

20" Linden - S 51 deg. W, 13.2'                                                             

GLO BK 

1, P 49

29 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Ash - S 89 deg. W, 8.6'                                    

8" Ash - N 38 deg. W, 13.2'                          16" 

Birch - N 15 deg. E, 5.3'                           16" 

Linden - S 76 deg. E, 9.9'

GLO BK 

1, P 46

30 45-26 M.C.

M.C is on E line NE 1/4, on N side 

Mille Lacs Lake, is a 24" Elm  - 973.5' 

S of NE Cor. - Set wood post as part 

of original Government Land Office 

Survey by J.R. King, U.S. Deputy 

Surveyor

1859
10" Oak - N 31 deg. E, 26.4'                                                      

15" Elm - N 40 deg. W, 19.8'                                                             

GLO BK 

1, P 48
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30 45-26 M.C.

M.C is on W line NW 1/4, on N side 

Mille Lacs Lake - 1320.0' S of NW 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
12" Sugar - N 10 deg. W, 33.0'                                                      

14" Sugar - N 07 deg. E, 20.5'                                                             

GLO BK 

1, P 4

30 45-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859
9" Birch - S 81 deg. W, 6.6'                                                      

7" Birch - N 52 deg. E, 9.9'                                                             

GLO BK 

1, P 47

30 45-26 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1859

12" Ash - S 89 deg. W, 8.6'                                    

8" Ash - N 38 deg. W, 13.2'                          16" 

Birch - N 15 deg. E, 5.3'                           16" 

Linden - S 76 deg. E, 9.9'

GLO BK 

1, P 46

30 45-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Sugar - N 46 deg. W, 25.7'                                    

10" Black Oak - S 59 deg. W, 14.5'                          

8" Linden - S 34 deg. E, 9.9'                           

7" Sugar - N 15 deg. E, 15.2'

GLO BK 

1, P 3

1 45-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - S 04 deg. W, 55.4'                                                      

5" Tamarack - N 83 deg. E, 29.7'                                                             

GLO BK 

1, P 1

1 45-27 N 1/4
"T" steel post set in swamp by J. 

Walker
1996 (No ties taken) 296545

1 45-27 N 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12" Aspen - N 89 deg. E, 1273.8'                                           

12" Aspen - S 89 deg. E, 281.1'

GLO BK 

4, P 1

1 45-27 NE
3" capped pipe fnd 7' E of c/l N-S road 

and 28' S of ditch to E by J. Walker
1992 (No ties taken) 275505 196161.644 436095.658

1 45-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

1 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 50 deg. E, 3.3'                                    

5" Tamarack - N 58 deg. W, 5.9'                          

7" Tamarack - S 80 deg. W, 5.3'                           

5" Tamarack - S 25 deg. E, 4.0'

GLO BK 

1, P 10

1 45-27 NW
3/4" rebar "DNR Survey Marker" set 1' 

NE of edge of ditch by J. Walker
1996

(No ties taken)  Mon. is 28' E of N-S ditch c/l 

and is 28' N of E-W ditch c/l 
296546

1 45-27 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

1 45-27 NW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 44 deg. E, 139.9'                                    

5" Tamarack - N 66 deg. W, 466.0'                          

5" Tamarack - S 01 deg. E, 39.1'                           

no other tree stated for ties

GLO BK 

4, P 1

1 45-27 S 1/4
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

1 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” Spruce – N 22 deg. E, 7.3'                                 

6” Tamarack – S 23 deg.W, 14.5'

GLO BK 

4, P 22

1 45-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

1 45-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

18" Aspen - N 10 deg. W, 17.2'                                    

10" Birch - S 15 deg. W, 26.4'                          

12" Aspen - S 43 deg. E, 18.5'                           

12" Aspen - N 16 deg. E, 20.5'

GLO BK 

1, P 1

1 45-27 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

1 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

13” Aspen – N 38 deg. E, 10.6'                       

6” Aspen – N 32 deg. W, 52.1'                                       

6" Basswood - S 33 deg. E, 15.8'                                           

8" Tamarack - S 08 deg. W, 27.1'

GLO BK 

4, P 21

1 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Tamarack – N 58 deg. E, 42.9'                                 

4” Tamarack – N 63 deg.W, 23.8'

GLO BK 

4, P 23

2 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Tamarack – N 58 deg. E, 42.9'                                 

4” Tamarack – N 63 deg.W, 23.8'

GLO BK 

4, P 23

2 45-27 M.C.

M.C. On S line SW ¼ on SE side 

Mallard Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
5” Poplar – S 70 deg. E, 73.9'                                

No other tree near to use for ties

GLO BK 

4, P 31

2 45-27 N 1/4

3/4" rebar "DNR Survey Marker" set 

on old E-W fence line approx. 80' W of 

fence line to N by J. Walker

1996 (No ties taken)  296547

Page 205 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

2 45-27 N 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
5" Tamarack - N 05 deg. W, 42.9'                                           

5" Tamarack - N 55 deg. E, 40.3'

GLO BK 

4, P 2

2 45-27 NE
3/4" rebar "DNR Survey Marker" set 1' 

NE of edge of ditch by J. Walker
1996

(No ties taken)  Mon. is 28' E of N-S ditch c/l 

and is 28' N of E-W ditch c/l 
296546

2 45-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

2 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 44 deg. E, 139.9'                                    

5" Tamarack - N 66 deg. W, 466.0'                          

5" Tamarack - S 01 deg. E, 39.1'                           

no other tree stated for ties

GLO BK 

4, P 1

2 45-27 NW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set approx. S 45 deg. 

E 18.5' of road at curve by B. 

Shepperd

1989

N & D in Twin 6" Elm - N 55 deg. E, 43.43'             

N & D in Dbl 7" Ash - N 83 deg. E, 62.56'            

Nail in N end 15" CMP - N 81 deg. W, 72.90'

259394

2 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Elm – N 67 deg. E, 17.8'                            7” 

Burr Oak – N 21 deg. W, 19.8'                                       

7" Ash - S 49 deg. W, 17.2'                                           

6" Ash - S 71 deg. E, 14.5'

GLO BK 

4, P 2

2 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
14” Poplar – S 70 deg. W, 10.6'                                 

11” Black Oak – N 41 deg.E, 15.8'

GLO BK 

4, P 31

2 45-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

2 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

13” Aspen – N 38 deg. E, 10.6'                       

6” Aspen – N 32 deg. W, 52.1'                                       

6" Basswood - S 33 deg. E, 15.8'                                           

8" Tamarack - S 08 deg. W, 27.1'

GLO BK 

4, P 21

2 45-27 SW

corner falls in Mallard Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 30

2 45-27 W 1/4
C.I.M. set on fence line to N and W 

165' W of Rice Lake by B. Shepperd
1989

N & D in Twin 4" Ash - N 05 deg. E, 25.65'             

N & D in 5" Ash - S 85 deg. W, 31.32'                   

N & D in 8" Ash - N 45 deg. W, 34.22'

259391

2 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Ash – N 43 deg. W, 102.3'                                 

8” Ash – N 09 deg.E, 214.5'

GLO BK 

4, P 32

3 45-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances only shown

Book 1,  

Page 288

3 45-27 E 1/4
C.I.M. set on fence line to N and W 

165' W of Rice Lake by B. Shepperd
1989

N & D in Twin 4" Ash - N 05 deg. E, 25.65'           

N & D in 5" Ash - S 85 deg. W, 31.32'                   

N & D in 8" Ash - N 45 deg. W, 34.22'

259391

3 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Ash – N 43 deg. W, 102.3'                                 

8” Ash – N 09 deg.E, 214.5'

GLO BK 

4, P 32

3 45-27 M.C.

M.C. # 20 is on S. line SE 1/4 and is a 

C.I.M. set 181.50' W of SE Cor. on W. 

side Rice Lake by B. Shepperd

1989
(No ties taken)  Mon. is 7' E of N-S low ice 

ridge located just W of the shore of Rice Lake 
259389

3 45-27 M.C.

M.C. On S line SE ¼ on SW side 

Mallard Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Tamarack – S 87 deg. W, 283.1'                                 

8” Tamarack – N 89 deg.W, 308.2'

GLO BK 

4, P 41

3 45-27 N 1/4
1 1/4" pipe set 3' W of 18' wide N-S 

ditch by B. Shepperd  
1989

N & D in 6" W. Oak - S 26 deg. E, 40.70'               

N & D in 3" Ash - S 70 deg. W, 32.00'                   

N & D in 10" Elm - N 09 deg. W, 29.50'

259390

3 45-27 N 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
10" Tamarack - N 25 deg. E, 21.8'                                           

12" Tamarack - S 20 deg. W, 19.8'

GLO BK 

4, P 2

3 45-27 NE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set approx. S 45 deg. 

E 18.5' of road at curve by B. 

Shepperd

1989

N & D in Twin 6" Elm - N 55 deg. E, 43.43'            

N & D in Dbl 7" Ash - N 83 deg. E, 62.56'              

Nail in N end 15" CMP - N 81 deg. W, 72.90'

259394

3 45-27 NE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Elm – N 67 deg. E, 17.8'                            7” 

Burr Oak – N 21 deg. W, 19.8'                                       

7" Ash - S 49 deg. W, 17.2'                                           

6" Ash - S 71 deg. E, 14.5'

GLO BK 

4, P 2

3 45-27 NW
RR spk over iron rod set on c/l road at 

3' ditch to N by B. Shepperd
1989

N & D in 8" W. Pine - N 36 deg. E, 43.01'              

N & Cap in 3" Spruce - S 16 deg. E, 24.75'           

N & Cap in Power Pole - S 70 deg. W, 37.65'

259392

3 45-27 NW iron pipe shown as set by C.Betley 1976 4 Parcels in Gov't Lot 1, Section 4, T 45,-R27

Auditor's 

Bk 11,           

1-5     
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3 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

6” Tamarack – N 71 deg. W, 106.9'                       

5” Tamarack – S 42 deg. W, 59.4'                                       

5" Tamarack - S 88 deg. E, 59.4'                                           

No other tree listed

GLO BK 

4, P 23

3 45-27 S 1/4

C.I.M. w/"DNR" cap set on c/l E-W 

highway at fence line to the N by B. 

Shepperd

1989

N & D in 5" Poplar - S 11 deg. W, 67.67'              

N & D in dead 6" Poplar - 40.13' SW                     

Cor. Fence post - N 05 deg. W, 35.01'

259395

3 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
13” Tamarack – S 61 deg. W, 25.7'                                 

7” Tamarack – N 16 deg.W, 14.5'

GLO BK 

4, P 41

3 45-27 SE

corner falls in Mallard Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 30

3 45-27 SW
3/4" iron rod set on c/l N-S highway at 

c/l roads E-W by B. Shepperd
1989

N & D in Tele. pole - N 48 deg. E, 90.81'               

Top Ctr. E end 24" RCP - S 48 deg. E, 49.13'        

Top Ctr. W end 24" RCP - S 48 deg. W, 56.07'

259393

3 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 69 deg. W, 11.9'                       

14” Tamarack – N 36 deg. E, 17.8'                                       

7" Tamarack - S 72 deg. E, 15.2'                                           

8" Tamarack - S 37 deg. W, 31.7'

GLO BK 

4, P 40

3 45-27 W 1/4
3/4" iron rod set on c/l N-S highway at 

fence line to E by B. Shepperd
1989

N & D in Tele. pole - S 82 deg. E, 74.15'           

Top Ctr. E end 24" RCP - S 63 deg. E, 52.00'      

Top Ctr. W end 24" RCP - S 51 deg. W, 53.13'

259396

3 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Tamarack – S 82 deg. W, 31.7'                                 

5” White Pine – N 88 deg.E, 36.3'

GLO BK 

4, P 42

3 45-27
Road Survey in Section by H. D. 

Keath, County Surveyor 
1916

Is on W line of E 1/2-E 1/2-NE ¼ of Section          

Distance and Mag. Var. shown 

Book 1, 

Page 243

4 45-27  

Tract Survey in W1/2-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1958
Is in G.L. 6 (W side of Spirit Lake)                         

Distances and angles shown

Book 1, 

Page 517

4 45-27 E 1/4
3/4" iron rod set on c/l N-S highway at 

fence line to E by B. Shepperd
1989

N & D in Tele. pole - S 82 deg. E, 74.15'               

Top Ctr. E end 24" RCP - S 63 deg. E, 52.00'       

Top Ctr. W end 24" RCP - S 51 deg. W, 53.13'

259396

4 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Tamarack – S 82 deg. W, 31.7'                                 

5” White Pine – N 88 deg.E, 36.3'

GLO BK 

4, P 42

4 45-27 M.C.

M.C. On W line SW ¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
8” White Pine – N 83 deg. E, 23.8'                                 

20” White Pine – S 59 deg.W, 50.8'

GLO BK 

4, P 52

4 45-27 M.C.

M.C. On N line NE ¼ on E side Farm 

Island Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
12” Red Pine – S 30 deg. E, 2.0'                   

10” Sugar – N 60 deg.E, 55.4'

GLO BK 

4, P 4

4 45-27 N 1/4

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everrett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

4 45-27 NE iron pipe shown as set by C.Betley 1976 4 Parcels in Gov't Lot 1, Section 4, T 45,-R27

Auditor's 

Bk 11,           

1-5     

4 45-27 NE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

6” Tamarack – N 71 deg. W, 106.9'                       

5” Tamarack – S 42 deg. W, 59.4'                                       

5" Tamarack - S 88 deg. E, 59.4'                                           

No other tree listed

GLO BK 

4, P 3

4 45-27 NE  
RR spk over iron rod set on c/l road at 

3' ditch to N by B. Shepperd
1989

N & D in 8" W. Pine - N 36 deg. E, 43.01'               

N & Cap in 3" Spruce - S 16 deg. E, 24.75'             

N & Cap in Power Pole - S 70 deg. W, 37.65'

259392

4 45-27 NW

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

4 45-27 POL

3/8" Hex. Steel rod set on Sec. Line 

betw. Sec. 4-5 at a point 65' N of SW 

Sec. Cor by M. Landecker

1984

NW cor. Cabin Fndtn - S 38 deg. E, 16.73'           

NE cor. Cabin Fndtn - S 70 deg. E, 32.32'             

11" Oak - S 45 deg. W, 30.80'

227557

4 45-27 S 1/4

3/8" steel rod set on c/l road approx. 

273' W of fence line on S. side road 

by M. Landecker

1984

N & D in 5" Poplar - N 15 deg. E, 37.87'               

N & D in 5" Oak - N 55 deg. W, 91.54'                  

N & D in 7" Poplar - N 30 deg. W, 61.83'

227553
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4 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Fir – N 05 deg. E, 9.9'                                 

24” Pine – S 42 deg.E, 19.8'

GLO BK 

4, P 51

4 45-27 SE
3/4" iron rod set on c/l N-S highway at 

c/l roads E-W by B. Shepperd
1989

N & D in Tele. pole - N 48 deg. E, 90.81'               

Top Ctr. E end 24" RCP - S 48 deg. E, 49.13'       

Top Ctr. W end 24" RCP - S 48 deg. W, 56.07'

259393

4 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 69 deg. W, 11.9'                       

14” Tamarack – N 36 deg. E, 17.8'                                       

7" Tamarack - S 72 deg. E, 15.2'                                           

8" Tamarack - S 37 deg. W, 31.7'

GLO BK 

4, P 40

4 45-27 SW

4" pipe w/USGS cap stamped 1276 

found approx. 74' S of Farm Island 

Lake by M. Landecker

1984

SW cor. Cabin Fndtn - N 30 deg. E, 39.20'           

SW cor. Cabin Fndtn - N 77 deg. E, 82.28'           

10" Oak - N 37 deg. W, 24.50'

227556

4 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

26” White Pine – S 43 deg. W, 7.9'                       

23” White Pine – S 47 deg. E, 15.2'                                       

6" Maple - N 81 deg. E, 17.8'                                           

14" Red Pine - N 59 deg. W, 38.9'

GLO BK 

4, P 50

4 45-27 W 1/4

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 52

5 45-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1932

Complete subd.– W side of Farm Island Lake    

Distance and Mag. Var. shown

Book 1, 

Page 457

5 45-27 E 1/4

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 52

5 45-27 M.C.

M.C. On E line SE ¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
8” White Pine – N 83 deg. E, 23.8'                                 

20” White Pine – S 59 deg.W, 50.8'

GLO BK 

4, P 52

5 45-27 M.C.

M.C. On S line SE¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
8” White Pine – N 82 deg. E, 23.1'                                 

7” Maple – S 49 deg.W, 19.8'

GLO BK 

4, P 65

5 45-27 M.C.

M.C. On S line SE¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Red Pine – S 88 deg. W, 26.4'                                 

30” White Pine – S 22 deg.E, 26.4'

GLO BK 

4, P 66

5 45-27 M.C.

M.C. On W line NW¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Tamarack – S 05 deg. E, 99.0'                                 

6” Tamarack – S 06 deg.W, 95.7'

GLO BK 

4, P 68

5 45-27 N 1/4

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

5 45-27 NE

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

5 45-27 NW

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

5 45-27 POL

3/8" Hex. Steel rod set on Sec. Line 

betw. Sec. 4-5 at a point 65' N of SE 

Sec. Cor by M. Landecker

1984

NW cor. Cabin Fndtn - S 38 deg. E, 16.73'           

NE cor. Cabin Fndtn - S 70 deg. E, 32.32'            

11" Oak - S 45 deg. W, 30.80'

227557

5 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – N 30 deg. W, 5.3'                                 

10” Tamarack – S 25 deg.E, 4.6'

GLO BK 

4, P 66

5 45-27 SE

4" pipe w/USGS cap stamped 1276 

found approx. 74' S of Farm Island 

Lake by M. Landecker

1984

SW cor. Cabin Fndtn - N 30 deg. E, 39.20'            

SW cor. Cabin Fndtn - N 77 deg. E, 82.28'           

10" Oak - N 37 deg. W, 24.50'

227556

5 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

26” White Pine – S 43 deg. W, 7.9'                       

23” White Pine – S 47 deg. E, 15.2'                                       

6" Maple - N 81 deg. E, 17.8'                                           

14" Red Pine - N 59 deg. W, 38.9'

GLO BK 

4, P 50

5 45-27 SW
2" pipe found at SW cor. Woods by J. 

Walker
1997

N & D in 6" Maple - N 48 deg. E, 4.85'                   

N & D in 10" Oak - S 75 deg. E, 40.87'                 

N & D in 7" Maple - N 84 deg. W, 51.35'

301933 191051.470 409577.370
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5 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Birch – N 52 deg. W, 25.1'                       10” 

Aspen – N 30 deg. E, 31.7'                                       

8" Aspen - S 31 deg. W, 11.9'                                           

8" Aspen - S 30 deg. E, 18.5'

GLO BK 

4, P 64

5 45-27 W 1/4

1" capped pipe w/"DNR Survey 

Marker" set in swamp approx. 150' N 

of Tag Alders by J. Walker

1997 (No ties available) 301934 193697.780 409561.960

5 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Birch – S 90 deg. W, 79.2'                                 

10” Birch – S 23 deg.E, 9.9'

GLO BK 

4, P 68

6 45-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided all of Section                           

Distances and Mag. Var. shown

Book 1,  

Page 325

6 45-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section and around lake                

Bearing and Distance stated

Book 2, 

Page 61

6 45-27 E 1/4

1" capped pipe w/"DNR Survey 

Marker" set in swamp approx. 150' N 

of Tag Alders by J. Walker

1997 (No ties available) 301934 193697.780 409561.960

6 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Birch – S 90 deg. W, 79.2'                                 

10” Birch – S 23 deg.E, 9.9'

GLO BK 

4, P 68

6 45-27 M.C.

M.C. On S line SW¼ on E side Tame 

Fish Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
10” Black Oak – N 60 deg. E, 35.0'                                 

8” Elm – S 35 deg.E, 34.3'

GLO BK 

4, P 67

6 45-27 M.C.

M.C. On E line NE¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Tamarack – S 05 deg. E, 99.0'                                 

6” Tamarack – S 06 deg.W, 95.7'

GLO BK 

4, P 68

6 45-27 M.C.

M.C. On N line NE ¼ on W side Farm 

Island Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
16” Red Pine – N 50 deg. W, 7.3'                   6” 

Burr Oak – S 08 deg.E, 22.4'

GLO BK 

4, P 5

6 45-27 M.C.

M.C. On W line SW ¼ on N side 

Tame Fish Lake - set wood post as 

part of original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
8” Burr Oak – N 10 deg. E, 46.9'                                

14” Burr Oak – N 71 deg.E, 102.3'

GLO BK 

4, P 14

6 45-27 N 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set on fence cor. at fence 

lines E and S by J. Walker

1997
N & D in 16" Oak - N 20 deg. E, 18.77'                  

N & D in 16" Oak - N 80 deg. E, 25.52'
301932 196184.120 407061.940

6 45-27 N 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12” Sugar – N 18 deg. E, 25.1'                   24” 

White Pine – S 59 deg.W, 29.7'

GLO BK 

4, P 5

6 45-27 NE

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

6 45-27 NW
RR Spk found in c/l N-S road at fence 

line to E by Dean Anderson
1971

BT tag in 10" W. Oak - 92.15' SSW                     

BT tag in Tw. 12" R. Oak - 29.00' WSW                 

BT tag in 14" R. Oak - 81.10' NNW

Crow 

Wing

6 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

9” Aspen – N 61 deg. W, 19.8'                       9” 

Aspen – N 28 deg. E, 7.3'                                       

8" Aspen - S 64 deg. E, 13.2'                                           

8" Aspen - S 05 deg. W, 13.2'

GLO BK 

4, P 5

6 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

10” Aspen – N 46 deg. W, 7.3'                       

12” Aspen – N 31 deg. E, 25.7'                                       

12" Aspen - S 33 deg. E, 24.4'                                           

10" Aspen - S 36 deg. W, 17.2'

GLO BK 

4, P 14

6 45-27 S 1/4

1 1/2" (i.d.) well point found at NE cor. 

of open field 300' S of Ripple River by 

J. Walker

1997

N & D in 10" Oak - N 70 deg. E, 27.56'                 

N & D in 8" Oak - S 40 deg. E, 11.83'                   

N & D in 18" Oak - N 68 deg. W, 21.19'

301935 191108.510 406968.190

6 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Birch – N 67 deg. E, 16.5'                                 

8” Birch – S 64 deg.E, 27.7'

GLO BK 

4, P 67

6 45-27 SE
2" pipe found at SW cor. Woods by J. 

Walker
1997

N & D in 6" Maple - N 48 deg. E, 4.85'                   

N & D in 10" Oak - S 75 deg. E, 40.87'                  

N & D in 7" Maple - N 84 deg. W, 51.35'

301933 191051.470 409577.370

6 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Birch – N 52 deg. W, 25.1'                       10” 

Aspen – N 30 deg. E, 31.7'                                       

8" Aspen - S 31 deg. W, 11.9'                                           

8" Aspen - S 30 deg. E, 18.5'

GLO BK 

4, P 64
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6 45-27 SW

corner falls in Tame Fish Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 13

6 45-27 W 1/4

corner falls in Pond - no wood post set 

as part of original Government Survey 

by Everett & Chaney, U.S. Deputy 

Surveyors

1856 no ties to corner as corner is in Pond
GLO BK 

4, P 14

6 45-27 W.C.

W.C. On W line SW ¼ on S side of 

Pond - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
10” Black Oak – S 45 deg. W, 5.9'                                

8” Aspen – S 17 deg.E, 19.1'

GLO BK 

4, P 14

7 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” Black Oak – N 35 deg. W, 9.9'                                 

7” Birch – S 26 deg.E, 10.6'

GLO BK 

4, P 64

7 45-27 M.C.

M.C. On E line SE¼ on S side Spruce 

Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
7” Tamarack – N 74 deg. W, 13.9'                                 

7” Tamarack – S 41 deg.E, 19.8'

GLO BK 

4, P 64

7 45-27 M.C.

M.C. On E line SE¼ on N side Spruce 

Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
7” Spruce – N 48 deg. W, 13.2'                                 

4” Tamarack – N 41 deg.E, 9.9'

GLO BK 

4, P 64

7 45-27 M.C.

M.C. On N line NW¼ on E side Tame 

Fish Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
10” Black Oak – N 60 deg. E, 35.0'                                 

8” Elm – S 35 deg.E, 34.3'

GLO BK 

4, P 67

7 45-27 M.C.

M.C. On W line NW ¼ on S side 

Tame Fish Lake - set wood post as 

part of original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
8” White Pine – S 13 deg. W, 74.6'                                

12” Sugar – S 53 deg.E, 112.2'

GLO BK 

4, P 13

7 45-27 N 1/4

1 1/2" (i.d.) well point found at NE cor. 

of open field 300' S of Ripple River by 

J. Walker

1997

N & D in 10" Oak - N 70 deg. E, 27.56'                 

N & D in 8" Oak - S 40 deg. E, 11.83'                   

N & D in 18" Oak - N 68 deg. W, 21.19'

301935 191108.510 406968.190

7 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Birch – N 67 deg. E, 16.5'                                 

8” Birch – S 64 deg.E, 27.7'

GLO BK 

4, P 67

7 45-27 NE
2" pipe found at SW cor. Woods by J. 

Walker
1997

N & D in 6" Maple - N 48 deg. E, 4.85'                 

N & D in 10" Oak - S 75 deg. E, 40.87'                 

N & D in 7" Maple - N 84 deg. W, 51.35'

301933 191051.470 409577.370

7 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Birch – N 52 deg. W, 25.1'                       10” 

Aspen – N 30 deg. E, 31.7'                                       

8" Aspen - S 31 deg. W, 11.9'                                           

8" Aspen - S 30 deg. E, 18.5'

GLO BK 

4, P 64

7 45-27 NW

corner falls in Tame Fish Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 13

7 45-27 S 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

8” Poplar - S 45 deg W, 73.9'                               

9” W. Oak - N 45 deg W, 114.0'

Book 1, 

Page 286

7 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Birch – N 11 deg. E, 5.3'                                 

6” Birch – S 46 deg.W, 14.5'

GLO BK 

4, P 63

7 45-27 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

5” Tamarack stump - N 45 deg E, 114.1'             

18” R. Oak - S 45 deg W, 324.8'

Book 1, 

Page 286

7 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

7” Tamarack – S 18 deg. W, 16.5'                       

7” Tamarack – S 48 deg. E, 23.8'                                       

8" Tamarack - N 73 deg. W, 21.1'                                           

6" Tamarack - N 18 deg. E, 5.3'

GLO BK 

4, P 61

7 45-27 SW
C.I.M. set in c/l E-W road by T. 

Johnson
1983

Spk in PP - 127.21 ' ENE                                        

Spk in 12" R. Oak - 44.25 SSE                             

Spk in 5" W. Oak - 48.80 SSW

Crow 

Wing

7 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Black Oak – S 85 deg. E, 34.3'                       

16” White Pine – N 33 deg. E, 33.7'                                       

14" White Pine - S 32 deg. W, 171.6'                                           

No other trees stated

GLO BK 

4, P 12

7 45-27 W 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
14” White Pine – S 25 deg. W, 2.6'                                 

14” White Pine – S 70 deg.W, 47.5'

GLO BK 

4, P 13

7 45-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on W line of SW1/4 and S line of Section           

Distance and Mag. Var. shown 

Book 1, 

Page 286
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8 45-27 E 1/4
1/2" rebar found at c/l roads N-S-W by 

M. Landecker
1984

N & D in 7" J. Pine -N 51 deg. E, 53.30'                

N & D in 25" Oak - S 59 deg. E, 69.89'                  

N & D in Power Pole - N 17 deg. W, 79.23'

227558

8 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Burr Oak – N 78 deg. W, 27.1'                                 

6” Aspen – N 38 deg.E, 12.5'

GLO BK 

4, P 50

8 45-27 M.C.

M.C. On W line SW¼ on S side 

Spruce Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
7” Tamarack – N 74 deg. W, 13.9'                                 

7” Tamarack – S 41 deg.E, 19.8'

GLO BK 

4, P 64

8 45-27 M.C.

M.C. On W line SW¼ on N side 

Spruce Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
7” Spruce – N 48 deg. W, 13.2'                                 

4” Tamarack – N 41 deg.E, 9.9'

GLO BK 

4, P 64

8 45-27 M.C.

M.C. On N line NE¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
8” White Pine – N 82 deg. E, 23.1'                                 

7” Maple – S 49 deg.W, 19.8'

GLO BK 

4, P 65

8 45-27 M.C.

M.C. On N line NE¼ on S side Farm 

Island Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Red Pine – S 88 deg. W, 26.4'                                 

30” White Pine – S 22 deg.E, 26.4'

GLO BK 

4, P 66

8 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – N 30 deg. W, 5.3'                                 

10” Tamarack – S 25 deg.E, 4.6'

GLO BK 

4, P 66

8 45-27 NE

4" pipe w/USGS cap stamped 1276 

found approx. 74' S of Farm Island 

Lake by M. Landecker

1984

SW cor. Cabin Fndtn - N 30 deg. E, 39.20'           

SW cor. Cabin Fndtn - N 77 deg. E, 82.28'         

10" Oak - N 37 deg. W, 24.50'

227556

8 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

26” White Pine – S 43 deg. W, 7.9'                       

23” White Pine – S 47 deg. E, 15.2'                                       

6" Maple - N 81 deg. E, 17.8'                                           

14" Red Pine - N 59 deg. W, 38.9'

GLO BK 

4, P 50

8 45-27 NW
2" pipe found at SW cor. Woods by J. 

Walker
1997

N & D in 6" Maple - N 48 deg. E, 4.85'                    

N & D in 10" Oak - S 75 deg. E, 40.87'                  

N & D in 7" Maple - N 84 deg. W, 51.35'

301933 191051.470 409577.370

8 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Birch – N 52 deg. W, 25.1'                       10” 

Aspen – N 30 deg. E, 31.7'                                       

8" Aspen - S 31 deg. W, 11.9'                                           

8" Aspen - S 30 deg. E, 18.5'

GLO BK 

4, P 64

8 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – N 10 deg. E, 34.3'                                 

10” Tamarack – S 56 deg.E, 29.7'

GLO BK 

4, P 62

8 45-27 SE
Set 1 1/4” shaft and took new ties by 

Fred Heuer, County Surveyor
1920

30” W. Pine stump - N 45 deg E, 73.0'                   

28” W. Pine stump - S 45 deg E, 49.5'

Book 1, 

Page 286

8 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

35” Tamarack – S 79 deg. W, 34.3'                       

30” Pine – S 72 deg. E, 49.5'                                       

37" Pine - N 60 deg. E, 33.0'                                           

No other tree near

GLO BK 

4, P 48

8 45-27 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

5” Tamarack stump - N 45 deg E, 114.1'             

18” R. Oak - S 45 deg W, 324.8'

Book 1, 

Page 286

8 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

7” Tamarack – S 18 deg. W, 16.5'                       

7” Tamarack – S 48 deg. E, 23.8'                                       

8" Tamarack - N 73 deg. W, 21.1'                                           

6" Tamarack - N 18 deg. E, 5.3'

GLO BK 

4, P 61

8 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” Black Oak – N 35 deg. W, 9.9'                                 

7” Birch – S 26 deg.E, 10.6'

GLO BK 

4, P 64

8 45-27
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 457

8 45-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 286

9 45-27  
Survey of west line of Section 9 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SW & NW cor. and set W1/4 cor. lost. 

Distance and mag. var. shown 

Book 1, 

Page 25

9 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – S 47 deg. W, 46.2'                                 

6” Tamarack – S 06 deg.E, 9.9'

GLO BK 

4, P 40

9 45-27 N 1/4

3/8" steel rod set on c/l road approx. 

273' W of fence line on S. side road 

by M. Landecker

1984

N & D in 5" Poplar - N 15 deg. E, 37.87'               

N & D in 5" Oak - N 55 deg. W, 91.54'                  

N & D in 7" Poplar - N 30 deg. W, 61.83'

227553

9 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Fir – N 05 deg. E, 9.9'                                 

24” Pine – S 42 deg.E, 19.8'

GLO BK 

4, P 51
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9 45-27 NE
3/4" iron rod set on c/l N-S highway at 

c/l roads E-W by B. Shepperd
1989

N & D in Tele. pole - N 48 deg. E, 90.81'                

Top Ctr. E end 24" RCP - S 48 deg. E, 49.13'       

Top Ctr. W end 24" RCP - S 48 deg. W, 56.07'

259393

9 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 69 deg. W, 11.9'                       

14” Tamarack – N 36 deg. E, 17.8'                                       

7" Tamarack - S 72 deg. E, 15.2'                                           

8" Tamarack - S 37 deg. W, 31.7'

GLO BK 

4, P 48

9 45-27 NW

4" pipe w/USGS cap stamped 1276 

found approx. 74' S of Farm Island 

Lake by M. Landecker

1984

SW cor. Cabin Fndtn - N 30 deg. E, 39.20'             

SW cor. Cabin Fndtn - N 77 deg. E, 82.28'         

10" Oak - N 37 deg. W, 24.50'

227556

9 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

26” White Pine – S 43 deg. W, 7.9'                       

23” White Pine – S 47 deg. E, 15.2'                                       

6" Maple - N 81 deg. E, 17.8'                                           

14" Red Pine - N 59 deg. W, 38.9'

GLO BK 

4, P 50

9 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – S 05 deg. E, 21.8'                                 

6” Tamarack – N 55 deg.E, 11.9'

GLO BK 

4, P 49

9 45-27 SE
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

24” W. Pine stump - N 50 deg E, 48.9'                   

3” Poplar - S 13 deg W, 28.8'

Book 1, 

Page 255

9 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Poplar – S 56 deg. W, 12.5'                       

13” Poplar - N 10 deg. W, 31.0'                                       

10" White Pine - S 72 deg. E, 39.6'                                           

22" White Pine - N 82 deg. E, 19.8'

GLO BK 

4, P 38

9 45-27 SW
Set 1 1/4” shaft and took new ties by 

Fred Heuer, County Surveyor
1920

30” W. Pine stump - N 45 deg E, 73.0'                   

28” W. Pine stump - S 45 deg E, 49.5'

Book 1, 

Page 286

9 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

35” Tamarack – S 79 deg. W, 34.3'                       

30” Pine – S 72 deg. E, 49.5'                                       

37" Pine - N 60 deg. E, 33.0'                                           

No other tree near

GLO BK 

4, P 48

9 45-27 W 1/4
1/2" rebar found at c/l roads N-S-W by 

M. Landecker
1984

N & D in 7" J. Pine -N 51 deg. E, 53.30'                

N & D in 25" Oak - S 59 deg. E, 69.89'                 

N & D in Power Pole - N 17 deg. W, 79.23'

227558

9 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Burr Oak – N 78 deg. W, 27.1'                                 

6” Aspen – N 38 deg.E, 12.5'

GLO BK 

4, P 50

9 45-27
Survey of S line of Section by H. D. 

Keath, County Surveyor 
1916

Set new post and took new ties to Cors.           

Distance and Mag. Var. shown 

Book 1, 

Page 255

10 45-27 E 1/4

1“ iron pipe set in road for corner – 

new ties by H. D Keath, County 

Surveyor 

1915
9” W. Oak - S 45 deg W, 98.4'                               

10” Elm - N 45 deg E, 69..3'

Book 1, 

Page 235

10 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Poplar – N 51 deg. E, 25.1'                                 

11” Poplar – N 89 deg.W, 101.6'

GLO BK 

4, P 30

10 45-27 M.C.

M.C. #20 is on N. line NE 1/4 and is a 

C.I.M. set 181.50' W of NE Cor. on W. 

side Rice Lake by B. Shepperd

1989
(No ties taken)  Mon. is 7' E of N-S low ice 

ridge located just W of the shore of Rice Lake 
259389

10 45-27 M.C.

M.C. On N line NE ¼ on SW side 

Mallard Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Tamarack – S 87 deg. W, 283.1'                                 

8” Tamarack – N 89 deg.W, 308.2'

GLO BK 

4, P 41

10 45-27 N 1/4

C.I.M. w/"DNR" cap set on c/l E-W 

highway at fence line to the N by B. 

Shepperd

1989

N & D in 5" Poplar - S 11 deg. W, 67.67'               

N & D in dead 6" Poplar - 40.13' SW                   

Cor. Fence post - N 05 deg. W, 35.01'

259395

10 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
13” Tamarack – S 61 deg. W, 25.7'                                 

7” Tamarack – N 16 deg.W, 14.5'

GLO BK 

4, P 41

10 45-27 NE

corner falls in Mallard Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 30

10 45-27 NW
3/4" iron rod set on c/l N-S highway at 

c/l roads E-W by B. Shepperd
1989

N & D in Tele. pole - N 48 deg. E, 90.81'              

Top Ctr. E end 24" RCP - S 48 deg. E, 49.13'      

Top Ctr. W end 24" RCP - S 48 deg. W, 56.07'

259393

10 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 69 deg. W, 11.9'                       

14” Tamarack – N 36 deg. E, 17.8'                                       

7" Tamarack - S 72 deg. E, 15.2'                                           

8" Tamarack - S 37 deg. W, 31.7'

GLO BK 

4, P 40

10 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – S 17 deg. W, 37.0'                                 

5” Spruce – N 12 deg.W, 26.4'

GLO BK 

4, P 39
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10 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Tamarack – N 28 deg. W, 9.8'                       

6” Tamarack – N 26 deg. E, 11.9'                                       

8" Tamarack - S 76 deg. W, 5.3'                                           

10" Tamarack - S 53 deg. E, 49.5'

GLO BK 

4, P 28

10 45-27 SW
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

24” W. Pine stump - N 50 deg E, 48.9'                   

3” Poplar - S 13 deg W, 28.8'

Book 1, 

Page 255

10 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Poplar – S 56 deg. W, 12.5'                       

13” Poplar - N 10 deg. W, 31.0'                                       

10" White Pine - S 72 deg. E, 39.6'                                           

22" White Pine - N 82 deg. E, 19.8'

GLO BK 

4, P 38

10 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – S 47 deg. W, 46.2'                                 

6” Tamarack – S 06 deg.E, 9.9'

GLO BK 

4, P 40

10 45-27
Survey of E line of Section by H. D 

Keath, County Surveyor 
1917

Resurvey of his line done in 1915                    

Distance and Mag. Var. shown 

Book 1, 

Page 235

10 45-27
Survey of E line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 235

10 45-27
Road survey in NE1/4 by F.J. O'Hara, 

Deputy Co. Surveyor
1907

Road is in E1/2-NE1/4.                                          

No Brgs and distances shown

Book 1, 

Page 66

11 45-27 E 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

16” W. Oak  - S 45 deg E, 72.2'                              

14” W. Oak - N 45 deg W, 60.5'

Book 1, 

Page 233

11 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” White Birch – N 46 deg. W, 19.8'                                 

6” Ash – S 86 deg.E, 23.8'

GLO BK 

4, P 21

11 45-27 M.C.

M.C. On N line NW ¼ on SE side 

Mallard Lake - set wood post as part 

of original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
5” Poplar – S 70 deg. E, 73.9'                                

No other tree near to use for ties

GLO BK 

4, P 30

11 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
14” Poplar – S 70 deg. W, 10.6'                                 

11” Black Oak – N 41 deg.E, 15.8'

GLO BK 

4, P 31

11 45-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

11 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

13” Aspen – N 38 deg. E, 10.6'                       

6” Aspen – N 32 deg. W, 52.1'                                       

6" Basswood - S 33 deg. E, 15.8'                                           

8" Tamarck - S 08 deg. W, 27.1'

GLO BK 

4, P 21

11 45-27 NW

corner falls in Mallard Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 30

11 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – N 58 deg. E, 56.8'                                 

6” Tamarack – N 56 deg.W, 35.0'

GLO BK 

4, P 29

11 45-27 SE
1 1/2“ well point pipe for corner – new 

ties by H. D Keath, County Surveyor 
1915

10” Elm - N 53 deg W, 26.4'                                 

16” Maple - N 55 deg E, 31.0'

Book 1, 

Page 233

11 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Basswood – N 31 deg. E, 15.8'                       

10” Elm – N 53 deg. W, 26.4'                                       

10" Ash - S 45 deg. E, 2.0'                                           

9" Black Oak - S 25 deg. W, 22.4'

GLO BK 

4, P 19

11 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Tamarack – N 28 deg. W, 9.8'                       

6” Tamarack – N 26 deg. E, 11.9'                                       

8" Tamarack - S 76 deg. W, 5.3'                                           

10" Tamarack - S 53 deg. E, 49.5'

GLO BK 

4, P 28

11 45-27 W 1/4

1“ iron pipe set in road for corner – 

new ties by H. D Keath, County 

Surveyor 

1915
9” W. Oak - S 45 deg W, 98.4'                               

10” Elm - N 45 deg E, 69..3'

Book 1, 

Page 235

11 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Poplar – N 51 deg. E, 25.1'                                 

11” Poplar – N 89 deg.W, 101.6'

GLO BK 

4, P 30

11 45-27
Survey of W line of Section by H. D 

Keath, County Surveyor 
1917

Resurvey of his line done in 1915                    

Distance and Mag. Var. shown 

Book 1, 

Page 235

11 45-27
Survey of E line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 233

11 45-27
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on E-W ¼ line of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 235

11 45-27
Survey of W line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 235

12 45-27 E 1/4
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125
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12 45-27 E 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

8” Tamarack - S 45 deg W, 92.0'                            

7” Tamarack - N 45 deg W, 120.0'

Book 1, 

Page 233

12 45-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
14" Aspen - N 78 deg. W, 177.5'                                                      

18" Spruce - S 88 deg. W, 176.2'                                                             

GLO BK 

1, P 1

12 45-27 N 1/4
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

12 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” Spruce – N 22 deg. E, 7.3'                                 

6” Tamarack – S 23 deg.W, 14.5'

GLO BK 

4, P 22

12 45-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

12 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

18" Aspen - N 10 deg. W, 17.2'                                    

10" Birch - S 15 deg. W, 26.4'                          

12" Aspen - S 43 deg. E, 18.5'                           

12" Aspen - N 16 deg. E, 20.5'

GLO BK 

1, P 1

12 45-27 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

12 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

13” Aspen – N 38 deg. E, 10.6'                       

6” Aspen – N 32 deg. W, 52.1'                                       

6" Basswood - S 33 deg. E, 15.8'                                           

8" Tamarack - S 08 deg. W, 27.1'

GLO BK 

4, P 21

12 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” Tamarack – N 35 deg. E, 49.5'                                 

4” Tamarack – S 40 deg.W, 3.3'

GLO BK 

4, P 20

12 45-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

12 45-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 33 deg. W, 15.8'                                    

6" Tamarack - S 65 deg. W, 4.6'                          

5" Tamarack - S 59 deg. E, 11.9'                           

6" Tamarack - N 28 deg. E, 19.8'

GLO BK 

1, P 2

12 45-27 SW
1 1/2“ well point pipe for corner – new 

ties by H. D Keath, County Surveyor 
1915

10” Elm - N 53 deg W, 26.4'                                 

16” Maple - N 55 deg E, 31.0'

Book 1, 

Page 233

12 45-27 SW
wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Basswood – N 31 deg. E, 15.8'                       

10” Elm – N 53 deg. W, 26.4'                                       

10" Ash - S 45 deg. E, 2.0'                                           

GLO BK 

4, P 19

12 45-27 W 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

16” W. Oak  - S 45 deg E, 72.2'                              

14” W. Oak - N 45 deg W, 60.5'

Book 1, 

Page 233

12 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
7” White Birch – N 46 deg. W, 19.8'                                 

6” Ash – S 86 deg.E, 23.8'

GLO BK 

4, P 21

12 45-27
Survey of W line of Section by H. D 

Keath, County Surveyor 
1915

Found inp cors. And set new 1/4 cor.                    

Distance and Mag. Var. shown 

Book 1, 

Page 233

12 45-27
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on E-W ¼ line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 233

13 45-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Tamarack - N 51 deg. W, 4.0'                                                      

8" Tamarack - N 86 deg. E, 7.9'                                                             

GLO BK 

1, P 2

13 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” Tamarack – N 35 deg. E, 49.5'                                 

4” Tamarack – S 40 deg.W, 3.3'

GLO BK 

4, P 20

13 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 33 deg. W, 15.8'                                    

6" Tamarack - S 65 deg. W, 4.6'                          

5" Tamarack - S 59 deg. E, 11.9'                           

6" Tamarack - N 28 deg. E, 19.8'

GLO BK 

1, P 2

13 45-27 NW
1 1/2“ well point pipe for corner – new 

ties by H. D Keath, County Surveyor 
1915

10” Elm - N 53 deg W, 26.4'                                 

16” Maple - N 55 deg E, 31.0'

Book 1, 

Page 233

13 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Basswood – N 31 deg. E, 15.8'                       

10” Elm – N 53 deg. W, 26.4'                                       

10" Ash - S 45 deg. E, 2.0'                                           

9" Black Oak - S 25 deg. W, 22.4'

GLO BK 

4, P 19

13 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
9” Tamarack – N 57 deg. E, 7.9'                                 

7” Tamarack – S 06 deg.E, 25.7'

GLO BK 

4, P 17

13 45-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" White Pine - N 10 deg. W, 28.4'                                    

8" Linden - S 31 deg. W, 21.1'                          

8" Linden - S 11 deg. W, 15.2'                           

12" White Pine - N 72 deg. E, 33.0'

GLO BK 

1, P 2
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13 45-27 SW
Set new post at at corner by H.D. 

Keath, County Surveyor
1932

24” Red Oak - S 45 deg. E, 124.6'                     

24” Elm – N 45 deg. E, 67.0'      

Book 1, 

Page 455

13 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Elm – N 22 deg. W, 64.7'                       8” 

Black Oak – N 81 deg. E, 14.5'                                       

6" Tamarack - S 67 deg. E, 19.8'                                           

8" Tamarack - S 24 deg. W, 26.4'

GLO BK 

4, P 16

13 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” Tamarack – N 20 deg. E, 7.9'                                 

7” Tamarack – S 85 deg.W, 21.1'

GLO BK 

4, P 19

13 45-27
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of S line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 455

14 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” Tamarack – N 20 deg. E, 7.9'                                 

7” Tamarack – S 85 deg.W, 21.1'

GLO BK 

4, P 19

14 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – N 58 deg. E, 56.8'                                 

6” Tamarack – N 56 deg.W, 35.0'

GLO BK 

4, P 29

14 45-27 NE
1 1/2“ well point pipe for corner – new 

ties by H. D Keath, County Surveyor 
1915

10” Elm - N 53 deg W, 26.4'                                 

16” Maple - N 55 deg E, 31.0'

Book 1, 

Page 233

14 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Basswood – N 31 deg. E, 15.8'                       

10” Elm – N 53 deg. W, 26.4'                                       

10" Ash - S 45 deg. E, 2.0'                                           

9" Black Oak - S 25 deg. W, 22.4'

GLO BK 

4, P 19

14 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Tamarack – N 28 deg. W, 9.8'                       

6” Tamarack – N 26 deg. E, 11.9'                                       

8" Tamarack - S 76 deg. W, 5.3'                                           

10" Tamarack - S 53 deg. E, 49.5'

GLO BK 

4, P 28

14 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Basswood – N 34 deg. W, 23.1'                                 

10” Sugar – S 21 deg.W, 27.1'

GLO BK 

4, P 27

14 45-27 SE
Set new post at at corner by H.D. 

Keath, County Surveyor
1932

24” Red Oak - S 45 deg. E, 124.6'                     

24” Elm – N 45 deg. E, 67.0'      

Book 1, 

Page 455

14 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Elm – N 22 deg. W, 64.7'                       8” 

Black Oak – N 81 deg. E, 14.5'                                       

6" Tamarack - S 67 deg. E, 19.8'                                           

8" Tamarack - S 24 deg. W, 26.4'

GLO BK 

4, P 16

14 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Black Oak – N 80 deg. W, 20.5'                       

7” White Pine – N 29 deg. E, 21.8'                                       

12" Black Oak - S 44 deg. E, 64.7'                                           

No other trees near

GLO BK 

4, P 26

14 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Aspen – N 62 deg. W, 33.0'                                 

4” Aspen – N 56 deg.E, 6.6'

GLO BK 

4, P 28

15 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Aspen – N 62 deg. W, 33.0'                                 

4” Aspen – N 56 deg.E, 6.6'

GLO BK 

4, P 28

15 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – S 17 deg. W, 37.0'                                 

5” Spruce – N 12 deg.W, 26.4'

GLO BK 

4, P 39

15 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Tamarack – N 28 deg. W, 9.8'                       

6” Tamarack – N 26 deg. E, 11.9'                                       

8" Tamarack - S 76 deg. W, 5.3'                                           

10" Tamarack - S 53 deg. E, 49.5'

GLO BK 

4, P 28

15 45-27 NW
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

24” W. Pine stump - N 50 deg E, 48.9'                   

3” Poplar - S 13 deg W, 28.8'

Book 1, 

Page 255

15 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Poplar – S 56 deg. W, 12.5'                       

13” Poplar - N 10 deg. W, 31.0'                                       

10" White Pine - S 72 deg. E, 39.6'                                           

22" White Pine - N 82 deg. E, 19.8'

GLO BK 

4, P 38

15 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
15” White Pine – S 05 deg. E, 29.7'                                 

12” White Pine – N 75 deg.W, 33.0'

GLO BK 

4, P 38

15 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Black Oak – N 80 deg. W, 20.5'                       

7” White Pine – N 29 deg. E, 21.8'                                       

12" Black Oak - S 44 deg. E, 64.7'                                           

No other trees near

GLO BK 

4, P 29

15 45-27 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

15 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” White Pine – N 45 deg. W, 105.6'                       

12” White Pine - S 45 deg. W, 20.5'                                       

10" White Pine - N 66 deg. E, 26.4'                                           

24" White Pine - S 40 deg. E, 19.8'

GLO BK 

4, P 37
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15 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24” White Pine – N 82 deg. W, 123.4'                                 

12” Sugar – N 74 deg.E, 65.3'

GLO BK 

4, P 38

16 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24” White Pine – N 82 deg. W, 123.4'                                 

12” Sugar – N 74 deg.E, 65.3'

GLO BK 

4, P 38

16 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – S 05 deg. E, 21.8'                                 

6” Tamarack – N 55 deg.E, 11.9'

GLO BK 

4, P 49

16 45-27 NE
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

24” W. Pine stump - N 50 deg E, 48.9'                   

3” Poplar - S 13 deg W, 28.8'

Book 1, 

Page 255

16 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Poplar – S 56 deg. W, 12.5'                       

13” Poplar - N 10 deg. W, 31.0'                                       

10" White Pine - S 72 deg. E, 39.6'                                           

22" White Pine - N 82 deg. E, 19.8'

GLO BK 

4, P 38

16 45-27 NW
Set 1 1/4” shaft and took new ties by 

Fred Heuer, County Surveyor
1920

30” W. Pine stump - N 45 deg E, 73.0'                   

28” W. Pine stump - S 45 deg E, 49.5'

Book 1, 

Page 286

16 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

35” Tamarack – S 79 deg. W, 34.3'                       

30” Pine – S 72 deg. E, 49.5'                                       

37" Pine - N 60 deg. E, 33.0'                                           

No other tree near

GLO BK 

4, P 48

16 45-27 S 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

16 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – N 06 deg. W, 59.4'                                 

22” White Pine – S 01 deg.W, 22.4'

GLO BK 

4, P 47

16 45-27 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

16 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” White Pine – N 45 deg. W, 105.6'                       

12” White Pine - S 45 deg. W, 20.5'                                       

10" White Pine - N 66 deg. E, 26.4'                                           

24" White Pine - S 40 deg. E, 19.8'

GLO BK 

4, P 37

16 45-27 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

16 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” White Pine – S 17 deg. W, 29.0'                       

8” White Pine – N 34 deg. W, 29.0'                                       

8" Black Oak - N 03 deg. E, 23.8'                                           

5" Black Oak - S 02 deg. E, 23.1'

GLO BK 

4, P 46

16 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
(?”) Pine – S 42 deg. W, 38.3'                                 

No other tree near to use for ties

GLO BK 

4, P 48

16 45-27
Survey of N line of Section by H. D. 

Keath, County Surveyor 
1916

Set new post and took new ties to Cors.           

Distance and Mag. Var. shown 

Book 1, 

Page 255

17 45-27  
Subdivision of Section 17 by E.W. 

Kelly, Deputy County Surveyor 
1903

found and set posts on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 26

17 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
(?”) Pine – S 42 deg. W, 38.3'                                 

No other tree near to use for ties

GLO BK 

4, P 48

17 45-27 M.C.

M.C. On W line SW ¼ on S side 

Spectacle Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12” White Pine – S 71 deg. W, 58.1'                                 

6” Birch – S 69 deg.E, 72.6'

GLO BK 

4, P 61

17 45-27 M.C.

M.C. On W line NW ¼ on N side 

Spectacle Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6” Black Oak – N 04 deg. E, 23.1'                                 

6” Black Oak – N 18 deg.W, 46.2'

GLO BK 

4, P 61

17 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – N 10 deg. E, 34.3'                                 

10” Tamarack – S 56 deg.E, 29.7'

GLO BK 

4, P 62

17 45-27 NE
Set 1 1/4” shaft and took new ties by 

Fred Heuer, County Surveyor
1920

30” W. Pine stump - N 45 deg E, 73.0'                   

28” W. Pine stump - S 45 deg E, 49.5'

Book 1, 

Page 286

17 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

35” Tamarack – S 79 deg. W, 34.3'                       

30” Pine – S 72 deg. E, 49.5'                                       

37" Pine - N 60 deg. E, 33.0'                                           

No other tree near

GLO BK 

4, P 48

17 45-27 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

5” Tamarack stump - N 45 deg E, 114.1'             

18” R. Oak - S 45 deg W, 324.8'

Book 1, 

Page 286

17 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

7” Tamarack – S 18 deg. W, 16.5'                       

7” Tamarack – S 48 deg. E, 23.8'                                       

8" Tamarack - N 73 deg. W, 21.1'                                           

6" Tamarack - N 18 deg. E, 5.3'

GLO BK 

4, P 61

17 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Jack Oak (?) – S 25 deg. E, 81.2'                                 

8” White Pine – N 53 deg.W, 254.8'

GLO BK 

4, P 59
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17 45-27 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

17 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” White Pine – S 17 deg. W, 29.0'                       

8” White Pine – N 34 deg. W, 46.2'                                       

8" Black Oak - N 03 deg. E, 23.8'                                           

5" Black Oak - S 02 deg. E, 23.1'

GLO BK 

4, P 47

17 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Tamarack – N 15 deg. W, 34.3'                       

8” Tamarack – N 20 deg. E, 33.0'                                       

6" Tamarack - S 49 deg. W, 14.5'                                           

7" Tamarack - S 22 deg. E, 42.9'

GLO BK 

4, P 58

17 45-27 W 1/4

corner falls in Spectacle Lake - no 

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 61

17 45-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 286

18 45-27 E 1/4

corner falls in Spectacle Lake - no 

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 61

18 45-27 M.C.

M.C. On S line SW ¼ on N side Birch 

Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
30” White Pine – N 15 deg. W, 27.7'                                 

30” White Pine – S 84 deg.E, 99.0'

GLO BK 

4, P 60

18 45-27 M.C.

M.C. On E line SE ¼ on S side 

Spectacle Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12” White Pine – S 71 deg. W, 58.1'                                 

6” Birch – S 69 deg.E, 72.6'

GLO BK 

4, P 61

18 45-27 M.C.

M.C. On E line NE ¼ on N side 

Spectacle Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
6” Black Oak – N 04 deg. E, 23.1'                                 

6” Black Oak – N 18 deg.W, 46.2'

GLO BK 

4, P 61

18 45-27 M.C.

M.C. On W line SW ¼ on N side Birch 

Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
24” White Pine – N 53 deg. W, 13.2'                                

16” White Pine – N 85 deg.E, 14.5'

GLO BK 

4, P 12

18 45-27 N 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

8” Poplar - S 45 deg W, 73.9'                               

9” W. Oak - N 45 deg W, 114.0'

Book 1, 

Page 286

18 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Birch – N 11 deg. E, 5.3'                                 

6” Birch – S 46 deg.W, 14.5'

GLO BK 

4, P 63

18 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Birch – N 11 deg. E, 5.3'                                 

6” Birch – S 46 deg.W, 14.5'

GLO BK 

4, P 63

18 45-27 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

5” Tamarack stump - N 45 deg E, 114.1'             

18” R. Oak - S 45 deg W, 324.8'

Book 1, 

Page 286

18 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

7” Tamarack – S 18 deg. W, 16.5'                       

7” Tamarack – S 48 deg. E, 23.8'                                       

8" Tamarack - N 73 deg. W, 21.1'                                           

6" Tamarack - N 18 deg. E, 5.3'

GLO BK 

4, P 61

18 45-27 NW
C.I.M. set in c/l E-W road by T. 

Johnson
1983

Spk in PP - 127.21 ' ENE                                      

Spk in 12" R. Oak - 44.25 SSE                              

Spk in 5" W. Oak - 48.80 SSW

Crow 

Wing Co.

18 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Black Oak – S 85 deg. E, 34.3'                       

16” White Pine – N 33 deg. E, 33.7'                                       

14" White Pine - S 32 deg. W, 171.6'                                           

No other trees stated

GLO BK 

4, P 12

18 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – N 36 deg. W, 16.5'                                 

8” Tamarack – N 90 deg.E, 2.0'

GLO BK 

4, P 60

18 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Tamarack – N 15 deg. W, 34.3'                       

8” Tamarack – N 20 deg. E, 33.0'                                       

6" Tamarack - S 49 deg. W, 14.5'                                           

7" Tamarack - S 22 deg. E, 42.9'

GLO BK 

4, P 58

18 45-27 SW

corner falls in Birch Lake - no wood 

post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 11

18 45-27 W 1/4

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870
3” White Birch – N 69 deg. E, 3.3'                                 

6” Tamarack – N 37 deg.W, 13.2'

GLO BK 

4, P 7

18 45-27 W 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
6” Tamarack – S 85 deg. W, 48.8'                                 

5” Tamarack – N 72 deg.E, 15.8'

GLO BK 

4, P 12
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18 45-27
Survey of Section line by H.D. Keath, 

County Surveyor 
1930

Survey of E-W ¼ line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 454

18 45-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 286

19 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24” White Pine – N 09 deg. W, 99.0'                                 

12” Sugar – N 15 deg.E, 112.2'

GLO BK 

4, P 58

19 45-27 M.C.

M.C. is on W line SW 1/4 Sec 19 and 

is C.I.M. set 3' S of Birch Lake and 53' 

W of N-S fence by T. Johnson

1983

Spk in 12" R. Oak - 75.15' ENE                             

Spk in 5" Ash - 41.32' SW                                     

Spk in 6" Maple - 59.70' WSW

Crow 

Wing Co.

19 45-27 M.C.

M.C. On N line NW ¼ on N side Birch 

Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
30” White Pine – N 15 deg. W, 27.7'                                 

30” White Pine – S 84 deg.E, 99.0'

GLO BK 

4, P 60

19 45-27 M.C.

M.C. On W line SW ¼ on S side Birch 

Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
7” Birch – S 19 deg. W, 8.6'                                

6” Birch – S 44 deg.E, 8.6'

GLO BK 

4, P 11

19 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Tamarack – N 36 deg. W, 16.5'                                 

8” Tamarack – N 90 deg.E, 2.0'

GLO BK 

4, P 60

19 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Tamarack – N 15 deg. W, 34.3'                       

8” Tamarack – N 20 deg. E, 33.0'                                       

6" Tamarack - S 49 deg. W, 14.5'                                           

7" Tamarack - S 22 deg. E, 42.9'

GLO BK 

4, P 58

19 45-27 NW

corner falls in Birch Lake - no wood 

post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 11

19 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Ash – N 00 deg. E, 8.6'                                 

8” Linden – N 18 deg.W, 13.9'

GLO BK 

4, P 55

19 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Aspen – N 66 deg. W, 44.2'                       

12” Butternut – N 30 deg. E, 90.4'                                       

8" White Pine - S 28 deg. W, 49.5'                                           

7" Birch - S 13 deg. E, 39.6'

GLO BK 

4, P 55

19 45-27 SW

Set new 5” Oak post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
6” Poplar - N 45 deg E, 34.3'                                 

7” Maple – S 45 deg W, 40.3'                            

Book 1, 

Page 168

19 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Aspen – N 47 deg. W, 25.1'                       

10” Aspen – S 35 deg. W, 27.1'                                       

12" Aspen - S 35 deg. E, 5.9'                                           

8" Aspen - N 35 deg. E, 2.0'

GLO BK 

4, P 10

19 45-27 W 1/4

corner falls in Birch Lake - no wood 

post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 11

20 45-27  
Subd. of Section 20 to set ctr. Sec. by 

E.W. Kelly, Deputy County Surveyor 
1903

found and set posts on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 27

20 45-27 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Red Oak – N 45 deg. E, 38.8'                          

5” White Oak – S 90 deg. W, 19.5'

Book 1, 

Page 379

20 45-27 E 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

20 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Maple – S 87 deg. W, 2.0'                                 

9” Black Oak – N 87 deg.E, 2.6'

GLO BK 

4, P 46

20 45-27 M.C
Took new ties to M.C. On E line SE 

1/4 by Fred Heuer, County Surveyor
1922

20” Pine – S 45 deg. E, 22.0'                                

22” Red Oak – S 90 deg. W, 35.5'

Book 1, 

Page 379

20 45-27 M.C.

M.C. On E line SE ¼ on N side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
22” Black Oak – N 66 deg. W, 12.5'                                 

16” White Pine – N 78 deg.E, 40.3'

GLO BK 

4, P 46

20 45-27 M.C.

M.C. On S line SE ¼ on W side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
18” Pine – N 19 deg. W, 26.4'                                 

21” Pine – S 35 deg.W, 25.1'

GLO BK 

4, P 56

20 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Jack Oak (?) – S 25 deg. E, 81.2'                                 

8” White Pine – N 53 deg.W, 254.8'

GLO BK 

4, P 59

20 45-27 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379
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20 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” White Pine – S 17 deg. W, 29.0'                       

8” White Pine – N 34 deg. W, 29.0'                                       

8" Black Oak - N 03 deg. E, 23.8'                                           

5" Black Oak - S 02 deg. E, 23.1'

GLO BK 

4, P 46

20 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

8” Tamarack – N 15 deg. W, 34.3'                       

8” Tamarack – N 20 deg. E, 33.0'                                       

6" Tamarack - S 49 deg. W, 14.5'                                           

7" Tamarack - S 22 deg. E, 42.9'

GLO BK 

4, P 58

20 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Tamarack – S 58 deg. W, 5.3'                                 

7” Tamarack – S 55 deg.E, 3.3'

GLO BK 

4, P 56

20 45-27 SE

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

20 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Aspen – N 66 deg. W, 44.2'                       

12” Butternut – N 30 deg. E, 90.4'                                       

8" White Pine - S 28 deg. W, 49.5'                                           

7" Birch - S 13 deg. E, 39.6'

GLO BK 

4, P 46

20 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
24” White Pine – N 09 deg. W, 99.0'                                 

12” Sugar – N 15 deg.E, 112.2'

GLO BK 

4, P 58

21 45-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Complete Subd. of Section – set conc. Mon.         

Distances and angles shown

Book 1,  

Page 379

21 45-27  

Road survey along W line Section and 

along NE side Pine Lake by E.W. 

Kelly, Deputy County Surveyor 

1903

found posts at NE & N 1/4 Cor., original ties 

ok, dist. and mag. var. Shown.                                    

Has Brgs. & Dists. For road c/l 

Book 1, 

Page 28

21 45-27 E 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

21 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – S 76 deg. W, 17.8'                                 

12” White Pine – N 82 deg.E, 23.8'

GLO BK 

4, P 36

21 45-27 M.C
Took new ties to M.C. On W line SW 

1/4 by Fred Heuer, County Surveyor
1922

20” Pine – S 45 deg. E, 22.0'                                

22” Red Oak – S 90 deg. W, 35.5'

Book 1, 

Page 379

21 45-27 M.C
Took new ties to M.C. On S line SE 

1/4 by Fred Heuer, County Surveyor
1922

12” Black Ash – S 45 deg. E, 22.5'                      

8” Black Ash – N 45 deg. E, 35.5'

Book 1, 

Page 379

21 45-27 M.C.
M.C. On S line SE ¼ - Conc. mon. set 

at cor. by H.D. Keath, Co. Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

21 45-27 M.C.

M.C. On S line SE ¼ on E side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
12” White Birch – S 25 deg. W, 79.9'                                 

15” Aspen – N 74 deg.E, 54.8'

GLO BK 

4, P 45

21 45-27 M.C.

M.C. On W line SW ¼ on N side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
22” Black Oak – N 66 deg. W, 12.5'                                 

16” White Pine – N 78 deg.E, 40.3'

GLO BK 

4, P 46

21 45-27 N 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

21 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – N 06 deg. W, 59.4'                                 

22” White Pine – S 01 deg.W, 22.4'

GLO BK 

4, P 47

21 45-27 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

21 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” White Pine – N 45 deg. W, 105.6'                       

12” White Pine - S 45 deg. W, 20.5'                                       

10" White Pine - N 66 deg. E, 26.4'                                           

24" White Pine - S 40 deg. E, 19.8'

GLO BK 

4, P 37

21 45-27 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

21 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” White Pine – S 17 deg. W, 29.0'                       

8” White Pine – N 34 deg. W, 29.0'                                       

8" Black Oak - N 03 deg. E, 23.8'                                           

5" Black Oak - S 02 deg. E, 23.1'

GLO BK 

4, P 46

21 45-27 S 1/4

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

21 45-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

8” Poplar – N 45 deg. E, 99.0'                              

6” Poplar – S 45 deg. W, 76.0'                             

6” Birch – S 45 deg. W, 78.0'

Book 1, 

Page 408

21 45-27 SE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379
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21 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

17” Poplar – N 44 deg. W, 3.3'                                 

14” Poplar – N 38 deg.E, 14.5'                                                   

15" Poplar - S 68 deg. W, 21.8'                                           

No other tree listed 

GLO BK 

4, P 33

21 45-27 SW

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

21 45-27 W 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Red Oak – N 45 deg. E, 38.8'                          

5” White Oak – S 90 deg. W, 19.5'

Book 1, 

Page 379

21 45-27 W 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

21 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Maple – S 87 deg. W, 2.0'                                 

9” Black Oak – N 87 deg.E, 2.6'

GLO BK 

4, P 46

22 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Balsam – S 25 deg. E, 17.2'                                 

10” White Pine – N 68 deg.W, 12.5'

GLO BK 

4, P 26

22 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
15” White Pine – S 05 deg. E, 29.7'                                 

12” White Pine – N 75 deg.W, 33.0'

GLO BK 

4, P 38

22 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Black Oak – N 80 deg. W, 20.5'                       

7” White Pine – N 29 deg. E, 21.8'                                       

12" Black Oak - S 44 deg. E, 64.7'                                           

No other trees near

GLO BK 

4, P 26

22 45-27 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

22 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” White Pine – N 45 deg. W, 105.6'                       

12” White Pine - S 45 deg. W, 20.5'                                       

10" White Pine - N 66 deg. E, 26.4'                                           

24" White Pine - S 40 deg. E, 19.8'

GLO BK 

4, P 37

22 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” White Birch – S 08 deg. E, 9.2'                                 

4” White Birch – N 03 deg.W, 5.9'

GLO BK 

4, P 33

22 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Aspen – N 49 deg. W, 7.3'                       

16” Aspen – S 09 deg. E, 6.6'                                       

16" Aspen - S 83 deg. W, 8.6'                                           

7" White Birch - N 56 deg. E, 23.8'

GLO BK 

4, P 26

22 45-27 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

8” Poplar – N 45 deg. E, 99.0'                              

6” Poplar – S 45 deg. W, 76.0'                             

6” Birch – S 45 deg. W, 78.0'

Book 1, 

Page 408

22 45-27 SW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

22 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

17” Poplar – N 44 deg. W, 3.3'                                 

14” Poplar – N 38 deg.E, 14.5'                                                   

15" Poplar - S 68 deg. W, 21.8'                                           

No other tree listed 

GLO BK 

4, P 33

22 45-27 W 1/4
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

22 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” White Pine – S 76 deg. W, 17.8'                                 

12” White Pine – N 82 deg.E, 23.8'

GLO BK 

4, P 36

23 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Ash – S 75 deg. W, 110.2'                                 

16” Aspen – S 75 deg.E, 82.5'

GLO BK 

4, P 16

23 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Basswood – N 34 deg. W, 23.1'                                 

10” Sugar – S 21 deg.W, 27.1'

GLO BK 

4, P 27

23 45-27 NE
Set new post at at corner by H.D. 

Keath, County Surveyor
1932

24” Red Oak - S 45 deg. E, 124.6'                     

24” Elm – N 45 deg. E, 67.0'      

Book 1, 

Page 455

23 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Elm – N 22 deg. W, 64.7'                       8” 

Black Oak – N 81 deg. E, 14.5'                                       

6" Tamarack - S 67 deg. E, 19.8'                                           

8" Tamarack - S 24 deg. W, 26.4'

GLO BK 

4, P 16

23 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Black Oak – N 80 deg. W, 20.5'                       

7” White Pine – N 29 deg. E, 21.8'                                       

12" Black Oak - S 44 deg. E, 64.7'                                           

No other trees near

GLO BK 

4, P 26

23 45-27 S 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1936

5” Elm - N 45 deg. W, 43.9'                                     

10” Maple – N 45 deg. E, 48.87'      

Book 1, 

Page 481

23 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Sugar – N 84 deg. E, 27.1'                                 

7” Black Oak – S 08 deg.E, 17.2'

GLO BK 

4, P 24

Page 220 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

23 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Tamarack – S 65 deg. W, 35.6'                       

15” Tamarack – N 74 deg. W, 25.1'                                       

15" Tamarack - N 30 deg. E, 27.1'                                           

10" Tamarack - S 27 deg. E, 25.7'

GLO BK 

4, P 15

23 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Aspen – N 49 deg. W, 7.3'                       

16” Aspen – S 09 deg. E, 6.6'                                       

16" Aspen - S 83 deg. W, 8.6'                                           

7" White Birch - N 56 deg. E, 23.8'

GLO BK 

4, P 24

23 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Balsam – S 25 deg. E, 17.2'                                 

10” White Pine – N 68 deg.W, 12.5'

GLO BK 

4, P 26

23 45-27
Survey of S line by H.D. Keath, 

County Surveyor 
1936

Survey of S line                                          

Distance and Mag. Var. stated

Book 1, 

Page 481

23 45-27
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of E line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 455

24 45-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
9" Black Oak - N 17 deg. W, 12.5'                                                      

8" Black Oak - N 60 deg. E, 51.5'                                                             

GLO BK 

1, P 3

24 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
9” Tamarack – N 57 deg. E, 7.9'                                 

7” Tamarack – S 06 deg.E, 25.7'

GLO BK 

4, P 17

24 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" White Pine - N 10 deg. W, 28.4'                                    

8" Linden - S 31 deg. W, 21.1'                          

8" Linden - S 11 deg. W, 15.2'                           

12" White Pine - N 72 deg. E, 33.0'

GLO BK 

1, P 2

24 45-27 NW
Set new post at at corner by H.D. 

Keath, County Surveyor
1932

24” Red Oak - S 45 deg. E, 124.6'                     

24” Elm – N 45 deg. E, 67.0'      

Book 1, 

Page 455

24 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Elm – N 22 deg. W, 64.7'                       8” 

Black Oak – N 81 deg. E, 14.5'                                       

6" Tamarack - S 67 deg. E, 19.8'                                           

8" Tamarack - S 24 deg. W, 26.4'

GLO BK 

4, P 16

24 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
16” Sugar – S 41 deg. W, 20.5'                                 

16” Sugar – N 70 deg.W, 26.4'

GLO BK 

4, P 15

24 45-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Sugar - N 46 deg. W, 25.7'                                    

10" Black Oak - S 59 deg. W, 14.5'                          

8" Linden - S 34 deg. E, 9.9'                           

7" Sugar - N 15 deg. E, 15.2'

GLO BK 

1, P 3

24 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Tamarack – S 65 deg. W, 35.6'                       

15” Tamarack – N 74 deg. W, 25.1'                                       

15" Tamarack - N 30 deg. E, 27.1'                                           

10" Tamarack - S 27 deg. E, 25.7'

GLO BK 

4, P 15

24 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Ash – S 75 deg. W, 110.2'                                 

16” Aspen – S 75 deg.E, 82.5'

GLO BK 

4, P 16

24 45-27
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of N and W lines of Section                      

Distance and Mag. Var. stated

Book 1, 

Page 455

25 45-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1933

Partial subd.– only Qtrs.                                 

Distance and Mag. Var. shown

Book 1, 

Page 467

25 45-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Partial subd. - primarily west half                  

Angles and distances shown

Book 1,  

Page 417

25 45-27 M.C.

M.C. On W line NW ¼ on N side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyors

1859
17” Burr Oak – N 45 deg. W, 26.4'                                

18” Burr Oak – N 45 deg.E, 29.7'

GLO BK 

4, P 18

25 45-27 M.C.

M.C is on E line NE 1/4, on N side 

Mille Lacs Lake - 1320.0' S of NE Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
12" Sugar - N 10 deg. W, 33.0'                                                      

14" Sugar - N 07 deg. E, 20.5'                                                             

GLO BK 

1, P 4

25 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
16” Sugar – S 41 deg. W, 20.5'                                 

16” Sugar – N 70 deg.W, 26.4'

GLO BK 

4, P 15

25 45-27 NE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

10" Sugar - N 46 deg. W, 25.7'                                    

10" Black Oak - S 59 deg. W, 14.5'                          

8" Linden - S 34 deg. E, 9.9'                           

7" Sugar - N 15 deg. E, 15.2'

GLO BK 

1, P 3

25 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Tamarack – S 65 deg. W, 35.6'                       

15” Tamarack – N 74 deg. W, 25.1'                                       

15" Tamarack - N 30 deg. E, 27.1'                                           

10" Tamarack - S 27 deg. E, 25.7'

GLO BK 

4, P 15
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26 45-27 M.C.

M.C. On E line NE ¼ on N side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyors

1859
17” Burr Oak – N 45 deg. W, 26.4'                                

18” Burr Oak – N 45 deg.E, 29.7'

GLO BK 

4, P 18

26 45-27 M.C.

M.C. On E line SE ¼ on N side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
24” Burr Oak – N 49 deg. E, 15.2'                                

12” Burr Oak – N 05 deg.W, 35.6'

GLO BK 

4, P 25

26 45-27 N 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1936

5” Elm - N 45 deg. W, 43.9'                                     

10” Maple – N 45 deg. E, 48.87'      

Book 1, 

Page 481

26 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Sugar – N 84 deg. E, 27.1'                                 

7” Black Oak – S 08 deg.E, 17.2'

GLO BK 

4, P 21

26 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

12” Tamarack – S 65 deg. W, 35.6'                       

15” Tamarack – N 74 deg. W, 25.1'                                       

15" Tamarack - N 30 deg. E, 27.1'                                           

10" Tamarack - S 27 deg. E, 25.7'

GLO BK 

4, P 15

26 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Aspen – N 49 deg. W, 7.3'                       

16” Aspen – S 09 deg. E, 6.6'                                       

16" Aspen - S 83 deg. W, 8.6'                                           

7" White Birch - N 56 deg. E, 23.8'

GLO BK 

4, P 24

26 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – N 84 deg. W, 14.5'                                 

5” Tamarack – S 76 deg.E, 18.5'

GLO BK 

4, P 25

26 45-27
Survey of N line by H.D. Keath, 

County Surveyor 
1936

Survey of N line                                          

Distance and Mag. Var. stated

Book 1, 

Page 481

27 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – N 84 deg. W, 14.5'                                 

5” Tamarack – S 76 deg.E, 18.5'

GLO BK 

4, P 25

27 45-27 M.C.

M.C. On E line SE ¼ on N side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
24” Burr Oak – N 49 deg. E, 15.2'                                

12” Burr Oak – N 05 deg.W, 35.6'

GLO BK 

4, P 25

27 45-27 M.C.

M.C. On S line SE ¼ on NW side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Burr Oak – N 45 deg. E, 39.6'                                 

10” Burr Oak – S 81 deg.W, 21.1'

GLO BK 

4, P 35

27 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
5” White Birch – S 08 deg. E, 9.2'                                 

4” White Birch – N 03 deg.W, 5.9'

GLO BK 

4, P 33

27 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

14” Aspen – N 49 deg. W, 7.3'                       

16” Aspen – S 09 deg. E, 6.6'                                       

16" Aspen - S 83 deg. W, 8.6'                                           

7" White Birch - N 56 deg. E, 23.8'

GLO BK 

4, P 25

27 45-27 NW
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

27 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

17” Poplar – N 44 deg. W, 3.3'                                 

14” Poplar – N 38 deg.E, 14.5'                                                   

15" Poplar - S 68 deg. W, 21.8'                                           

No other tree listed 

GLO BK 

4, P 33

27 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
15” Poplar – N 32 deg. W, 6.6'                                 

6” Basswood – S 06 deg.W, 2.0'

GLO BK 

4, P 35

27 45-27 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

20” Elm – N 90 deg. E, 32.5'                                 

14” Ash stump – N 45 deg. E, 67.8'      

Book 1, 

Page 408

27 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Ash – N 15 deg. E, 19.8'                       15” 

Ash – N 40 deg. W, 32.3'                                       

18" Ash - S 35 deg. W, 35.0'                                           

14" Elm - S 47 deg. E, 39.6'

GLO BK 

4, P 34

27 45-27 W 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1926

8” White Oak – N 45 deg. E, 53.9'                         

16” Maple – S 45 deg. W, 59.7'                             

Book 1, 

Page 408

27 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Elm – S 18 deg. W, 23.8'                                 

9” Basswood – N 14 deg.E, 37.0'

GLO BK 

4, P 34

28 45-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 408

28 45-27 E 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1926

8” White Oak – N 45 deg. E, 53.9'                         

16” Maple – S 45 deg. W, 59.7'                             

Book 1, 

Page 408

28 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Elm – S 18 deg. W, 23.8'                                 

9” Basswood – N 14 deg.E, 37.0'

GLO BK 

4, P 34

28 45-27 M.C
Took new ties to M.C. On N line NE 

1/4 by Fred Heuer, County Surveyor
1922

12” Black Ash – S 45 deg. E, 22.5'                      

8” Black Ash – N 45 deg. E, 35.5'

Book 1, 

Page 379
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28 45-27 M.C.
M.C. On N line NE ¼ - Conc. mon. set 

at cor. by H.D. Keath, Co. Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

28 45-27 M.C.

M.C. On W line SW ¼ - Conc. mon. 

set at cor. by H.D. Keath, Co. 

Surveyor

1926 Did not take new ties  
Book 1, 

Page 408

28 45-27 M.C.

M.C. On W line SW ¼ on S side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Elm – S 41 deg. W, 23.1'                                 

10” Tamarack – S 11 deg.E, 21.1'

GLO BK 

4, P 45

28 45-27 M.C.

M.C. On N line NE ¼ on E side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
12” White Birch – S 25 deg. W, 79.9'                                 

15” Aspen – N 74 deg.E, 54.8'

GLO BK 

4, P 45

28 45-27 N 1/4

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

28 45-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

8” Poplar – N 45 deg. E, 99.0'                              

6” Poplar – S 45 deg. W, 76.0'                             

6” Birch – S 45 deg. W, 78.0'

Book 1, 

Page 408

28 45-27 NE
4”x4” conc. Mon. set at corner by Fred 

Heuer, County Surveyor
1922 Did not set new ties – original ones inp.

Book 1, 

Page 379

28 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

17” Poplar – N 44 deg. W, 3.3'                                 

14” Poplar – N 38 deg.E, 14.5'                                                   

15" Poplar - S 68 deg. W, 21.8'                                           

No other tree listed 

GLO BK 

4, P 33

28 45-27 NW

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

28 45-27 S 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

28 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Tamarack – N 27 deg. E, 2.6'                                 

4” Tamarack – S 79 deg.E, 13.2'

GLO BK 

4, P 43

28 45-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

20” Elm – N 90 deg. E, 32.5'                                 

14” Ash stump – N 45 deg. E, 67.8'      

Book 1, 

Page 408

28 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Ash – N 15 deg. E, 19.8'                       15” 

Ash – N 40 deg. W, 32.3'                                       

18" Ash - S 35 deg. W, 35.0'                                           

14" Elm - S 47 deg. E, 39.6'

GLO BK 

4, P 34

28 45-27 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

28 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 45 deg. W, 6.6'                       

3” Tamarack – N 65 deg. E, 13.2'                                       

6" Tamarack - S 40 deg. W, 19.8'                                           

5" Tamarack - S 39 deg. E, 26.4'

GLO BK 

4, P 43

28 45-27 W 1/4

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

28 45-27
Lot Survey in Section by Fred Heuer, 

County Surveyor 
1922

Is in NW1/4-NE1/4 of Section                              

Bearing and Distances stated 

Book 1, 

Page 380

29 45-27  
Lot Survey in SE ¼ of Section by H.D. 

Keath, County Surveyor
1933

In Gov't Lot 8 on W side Big Pine Lake                

Distances and bearings shown                       

Book 1, 

Page 463

29 45-27  
Survey of S & E lines of Section 29 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SW and SE cor. and set S1/4 cor. Lost       

Distance and mag. var. shown 

Book 1, 

Page 29

29 45-27 E 1/4

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

29 45-27 M.C.
M.C. On E line SE ¼ - Conc. mon. set 

at cor. by H.D. Keath, Co. Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

29 45-27 M.C.

M.C. On E line SE ¼ on S side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
6” Elm – S 41 deg. W, 23.1'                                 

10” Tamarack – S 11 deg.E, 21.1'

GLO BK 

4, P 45

29 45-27 M.C.

M.C. On N line NE ¼ on W side Big 

Pine Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
18” Pine – N 19 deg. W, 26.4'                                 

21” Pine – S 35 deg.W, 25.1'

GLO BK 

4, P 56
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29 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Tamarack – S 58 deg. W, 5.3'                                 

7” Tamarack – S 55 deg.E, 3.3'

GLO BK 

4, P 56

29 45-27 NE

corner falls in Big Pine Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

29 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Aspen – N 66 deg. W, 44.2'                       

12” Butternut – N 30 deg. E, 90.4'                                       

8" White Pine - S 28 deg. W, 49.5'                                           

7" Birch - S 13 deg. E, 39.6'

GLO BK 

4, P 55

29 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Elm – N 75 deg. E, 4.0'                                 

8” Linden – S 45 deg.E, 4.6'

GLO BK 

4, P 54

29 45-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

29 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 45 deg. W, 6.6'                       

3” Tamarack – N 65 deg. E, 13.2'                                       

6" Tamarack - S 40 deg. W, 19.8'                                           

5" Tamarack - S 39 deg. E, 26.4'

GLO BK 

4, P 43

29 45-27 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Linden – N 46 deg. W, 17.8'                       

10” Linden – S 42 deg. W, 15.8'                                       

12" Linden - S 12 deg. E, 11.9'                                           

8" Ash - N 20 deg. E, 25.7'

GLO BK 

4, P 53

29 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Sugar – N 75 deg. W, 27.7'                                 

16” Sugar – N 68 deg.E, 10.6'

GLO BK 

4, P 55

30 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
12” Sugar – N 75 deg. W, 27.7'                                 

16” Sugar – N 68 deg.E, 10.6'

GLO BK 

4, P 56

30 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
6” Ash – N 00 deg. E, 8.6'                                 

8” Linden – N 18 deg.W, 13.9'

GLO BK 

4, P 57

30 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Aspen – N 66 deg. W, 44.2'                       

12” Butternut – N 30 deg. E, 90.4'                                       

8" White Pine - S 28 deg. W, 49.5'                                           

7" Birch - S 13 deg. E, 39.6'

GLO BK 

4, P 55

30 45-27 NW

Set new 5” Oak post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
6” Poplar - N 45 deg E, 34.3'                                 

7” Maple – S 45 deg W, 40.3'                            

Book 1, 

Page 168

30 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Aspen – N 47 deg. W, 25.1'                       

10” Aspen – S 35 deg. W, 27.1'                                       

12" Aspen - S 35 deg. E, 5.9'                                           

8" Aspen - N 35 deg. E, 2.0'

GLO BK 

4, P 10

30 45-27 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Aspen – N 33 deg. E, 7.9'                                 

11” Aspen – S 04 deg.E, 9.9'

GLO BK 

4, P 54

30 45-27 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Linden – N 46 deg. W, 17.8'                       

10” Linden – S 42 deg. W, 15.8'                                       

12" Linden - S 12 deg. E, 11.9'                                           

8" Ash - N 20 deg. E, 25.7'

GLO BK 

4, P 53

30 45-27 SW
1 1/2" pipe found in woods by L. 

Pommerening
1986

Nail in 9" Maple - S 76 deg. E, 20.60'                    

Nail in 5" Maple - S 68 deg. W, 16.67'                    

Nail in 7" Maple - North, 24.40'

241254

30 45-27 SW

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1913
7” B. Oak - N 45 deg E, 36.6'                                  

7” Maple – S 45 deg E, 23.4'                            

Book 1, 

Page 168

30 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7” Birch – N 37 deg. W, 7.9'                           6” 

Black Oak – S 10 deg. W, 19.1'                                       

8" Birch - S 16 deg. E, 11.2'                                           

7" Black Oak - N 71 deg. E, 18.5'

GLO BK 

4, P 9

30 45-27 W 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12” Sugar – S 18 deg. W, 202.6'                                 

14” Burr Oak – S 21 deg.E, 155.8'

GLO BK 

4, P 10

30 45-27
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1913

Is on W line of E 1/2-E1/2 of Section 30               

Distance and Mag. Var. shown 

Book 1, 

Page 168

31 45-27  
Tract Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1912

7 acres in Gov't Lot 4                                     

Distance and Bearings stated

Book 2, 

Page 83

31 45-27 E 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

14” Black Ash – S 74 deg. E, 78.0'                         

14 Black Ash – N 22 deg.W, 112.0'

Book 2, 

Page 83

31 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Linden – S 75 deg. E, 9.2'                                 

12” Linden – S 90 deg.W, 5.9'

GLO BK 

4, P 52
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31 45-27 M.C.

M.C.#3 is on W. line NW 1/4 Sec. 31 

and is 3/4" pipe found on N side 

Round Lake by L. Pommerening

1986

N & D in 12" R. Oak - N 20 deg. E, 12.93'              

N & D in 10" R. Oak - N 76 deg. E, 19.80'              

N & D in 10" R. Oak - N 85 deg. W, 8.41'

241253

31 45-27 M.C.

M.C. #2 is on S. line SE 1/4 Sec. 31 - 

2 3/4" pipe found by 16" stump on E 

shore Round Lake by L. 

Pommerening

1986

Nail in 10" R. Oak - S 76 deg. E, 28.00'                

Nail in 9" R. Oak - S 58 deg. E, 35.65'                  

Nail in 15" R. Oak - S 39 deg. E, 24.20'

241256

31 45-27 M.C.

M.C. On E line SE ¼ on SE side 

Round Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Red Pine – S 01 deg. W, 16.5'                                 

12” Black Oak – N 85 deg.E, 17.2'

GLO BK 

4, P 52

31 45-27 M.C.

M.C. On E line SE ¼ on NE side 

Round Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
10” Black Oak – N 48 deg. W, 29.7'                                 

10” Black Oak – N 48 deg.E, 17.8'

GLO BK 

4, P 52

31 45-27 M.C.

M.C. On S line SW ¼ on E side 

Round Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
10” Black Oak – N 85 deg. E, 23.8'                   

6” Black Oak – S 62 deg.E, 25.1'

GLO BK 

4, P 6

31 45-27 M.C.

M.C. On W line NW ¼ on W side 

Round Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
6” Burr Oak – N 87 deg. W, 11.9'                   9” 

Black Oak – S 88 deg.E, 7.9'

GLO BK 

4, P 9

31 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Aspen – N 33 deg. E, 7.9'                                 

11” Aspen – S 04 deg.E, 9.9'

GLO BK 

4, P 54

31 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Linden – N 46 deg. W, 17.8'                       

10” Linden – S 42 deg. W, 15.8'                                       

12" Linden - S 12 deg. E, 11.9'                                           

8" Ash - N 20 deg. E, 25.7'

GLO BK 

4, P 53

31 45-27 NW

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1913
7” B. Oak - N 45 deg E, 36.6'                                

7” Maple – S 45 deg E, 23.4'                            

Book 1, 

Page 168

31 45-27 NW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7” Birch – N 37 deg. W, 7.9'                           6” 

Black Oak – S 10 deg. W, 19.1'                                       

8" Birch - S 16 deg. E, 11.2'                                           

7" Black Oak - N 71 deg. E, 18.5'

GLO BK 

4, P 9

31 45-27 NW 
1 1/2" pipe found in woods by L. 

Pommerening
1986

Nail in 9" Maple - S 76 deg. E, 20.60'                    

Nail in 5" Maple - S 68 deg. W, 16.67'                    

Nail in 7" Maple - North, 24.40'

241254

31 45-27 SE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

12” Black Oak – N 25 deg. W, 2.0'                       

8” Black Oak – N 44 deg. E, 26.4'                                       

16" Black Oak - S 69 deg. E, 39.6'                                           

12" Black Oak - S 26 deg. W, 38.9'

GLO BK 

4, P 6

31 45-27 SW

Corner falls in Round Lake - no wood 

post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859 corner falls in Round Lake - no ties taken
GLO BK 

4, P 6

31 45-27 W 1/4

corner falls in Round Lake - no wood 

post set as part of original 

Government Survey by Everrett & 

Chaney, U.S. Deputy Surveyors

1859 no ties to corner as corner is in Lake
GLO BK 

4, P 45

32 45-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1934

Is on E side of Round Lake in SW ¼ of Section     

Distance and angles shown

Book 1, 

Page 471

32 45-27 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – S 31 deg. E, 23.1'                                 

10” Tamarack – S 11 deg.W, 13.2'

GLO BK 

4, P 43

32 45-27 M.C.

M.C. On W line SW ¼ on SE side 

Round Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Red Pine – S 01 deg. W, 16.5'                                 

12” Black Oak – N 85 deg.E, 17.2'

GLO BK 

4, P 52

32 45-27 M.C.

M.C. On W line SW ¼ on NE side 

Round Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
10” Black Oak – N 48 deg. W, 29.7'                                 

10” Black Oak – N 48 deg.E, 17.8'

GLO BK 

4, P 52

32 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
10” Elm – N 75 deg. E, 4.0'                                 

8” Linden – S 45 deg.E, 4.6'

GLO BK 

4, P 54

32 45-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408
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32 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 45 deg. W, 6.6'                       

3” Tamarack – N 65 deg. E, 13.2'                                       

6" Tamarack - S 40 deg. W, 19.8'                                           

5" Tamarack - S 39 deg. E, 26.4'

GLO BK 

4, P 43

32 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Linden – N 46 deg. W, 17.8'                       

10” Linden – S 42 deg. W, 15.8'                                       

12" Linden - S 12 deg. E, 11.9'                                           

8" Ash - N 20 deg. E, 25.7'

GLO BK 

4, P 53

32 45-27 S 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925

Set by lost methods                                            

Did not take new ties  

Book 1, 

Page 406

32 45-27 S 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12” Ash – N 10 deg. E, 15.2'                                 

10” Ash – S 55 deg.E, 7.9'

GLO BK 

4, P 7

32 45-27 SE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

10” Ash – N 37 deg. W, 12.5'                       8” 

Ash – N 43 deg. E, 23.1'                                       

18" Ash - S 15 deg. E, 11.9'                                           

5" Ash - S 66 deg. W, 5.9'

GLO BK 

4, P 7

32 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

12” Black Oak – N 25 deg. W, 2.0'                       

8” Black Oak – N 44 deg. E, 26.4'                                       

16" Black Oak - S 69 deg. E, 39.6'                                           

12" Black Oak - S 26 deg. W, 38.9'

GLO BK 

4, P 6

32 45-27 W 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

14” Black Ash – S 74 deg. E, 78.0'                         

14 Black Ash – N 22 deg.W, 112.0'

Book 2, 

Page 83

32 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Linden – S 75 deg. E, 9.2'                                 

12” Linden – S 90 deg.W, 5.9'

GLO BK 

4, P 52

33 45-27  
Resurvey of Bickley Survey by H.D. 

Keath, County Surveyor 
1930

Resurveyed NE1/4-NE1/4.                        

Distance and angle shown

Book 1, 

Page 446

33 45-27 M.C.

M.C. On E line NE ¼ on NW side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
12” Burr Oak – N 30 deg. E, 26.4'                                 

10” Sugar – N 37 deg.W, 25.7'

GLO BK 

4, P 36

33 45-27 M.C.

M.C. On S line SW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
14” Black Oak – S 80 deg. W, 25.1'                   

12” Sugar – N 50 deg.W, 19.8'

GLO BK 

4, P 8

33 45-27 N 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

33 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
4” Tamarack – N 27 deg. E, 2.6'                                 

4” Tamarack – S 79 deg.E, 13.2'

GLO BK 

4, P 43

33 45-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

20” Elm – N 90 deg. E, 32.5'                                 

14” Ash stump – N 45 deg. E, 67.8'      

Book 1, 

Page 408

33 45-27 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Ash – N 15 deg. E, 19.8'                       15” 

Ash – N 40 deg. W, 32.3'                                       

18" Ash - S 35 deg. W, 35.0'                                           

14" Elm - S 47 deg. E, 39.6'

GLO BK 

4, P 34

33 45-27 NW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 408

33 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

6” Tamarack – N 45 deg. W, 6.6'                       

3” Tamarack – N 65 deg. E, 13.2'                                       

6" Tamarack - S 40 deg. W, 19.8'                                           

5" Tamarack - S 39 deg. E, 26.4'

GLO BK 

4, P 43

33 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

10” Ash – N 37 deg. W, 12.5'                       8” 

Ash – N 43 deg. E, 23.1'                                       

18" Ash - S 15 deg. E, 11.9'                                           

5" Ash - S 66 deg. W, 5.9'

GLO BK 

4, P 7

33 45-27 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
8” Tamarack – S 31 deg. E, 23.1'                                 

10” Tamarack – S 11 deg.W, 13.2'

GLO BK 

4, P 43

34 45-27 M.C.

M.C. On N line NE ¼ on NW side Mille 

Lacs Lake - set wood post as part of 

original Government Survey by J.R. 

King, U.S. Deputy Surveyor

1859
15” Burr Oak – N 45 deg. E, 39.6'                                 

10” Burr Oak – S 81 deg.W, 21.1'

GLO BK 

4, P 35

34 45-27 M.C.

M.C. On W line NW ¼ on NW side 

Mille Lacs Lake - set wood post as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1859
12” Burr Oak – N 30 deg. E, 26.4'                                 

10” Sugar – N 37 deg.W, 25.7'

GLO BK 

4, P 36

34 45-27 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859
15” Poplar – N 32 deg. W, 6.6'                                 

6” Basswood – S 06 deg.W, 2.0'

GLO BK 

4, P 35

34 45-27 NW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

20” Elm – N 90 deg. E, 32.5'                                 

14” Ash stump – N 45 deg. E, 67.8'      
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34 45-27 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1859

10” Ash – N 15 deg. E, 19.8'                       15” 

Ash – N 40 deg. W, 32.3'                                       

18" Ash - S 35 deg. W, 35.0'                                           

14" Elm - S 47 deg. E, 39.6'

GLO BK 

4, P 34

35 45-27 SE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7” Tamarack – N 44 deg. E, 139.9'                       

5” Tamarack – N 66 deg. W, 466.0'                                       

5" Tamarack - S 01 deg. E, 50.8'                                           

No other tree listed

GLO BK 

4, P 1

35 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

8” Elm – N 67 deg. E, 17.8'                            7” 

Burr Oak – N 21 deg. W, 19.8'                                       

7" Ash - S 49 deg. W, 17.2'                                           

6" Ash - S 71 deg. E, 14.5'

GLO BK 

4, P 2

36 45-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 50 deg. E, 3.3'                                    

5" Tamarack - N 58 deg. W, 5.9'                          

7" Tamarack - S 80 deg. W, 5.3'                           

5" Tamarack - S 25 deg. E, 4.0'

GLO BK 

1, P 10

36 45-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7” Tamarack – N 44 deg. E, 139.9'                       

5” Tamarack – N 66 deg. W, 466.0'                                       

5" Tamarack - S 01 deg. E, 50.8'                                           

No other tree listed

GLO BK 

4, P 1

1 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce – N 17 deg. E, 15.2'                               

7” Tamarack – N 15 deg. W, 4.0'                       

GLO  Bk 

3 P. 7

1 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Fir – N 26 deg. E, 21.8'                               

8” Linden – S 49 deg. W, 15.2'                       

GLO  Bk 

3 P. 15

1 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Sugar – N 43 deg. W, 15.2'                               

12” White Pine – S 60 deg. W, 15.2'                       

12” Linden - S 46 deg. E, 50.8'                              

17” Aspen – N 77 deg. E, 35.0'

GLO  Bk 

3 P. 7

1 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3” Spruce – N 28 deg. E, 11.2'                               

4” Spruce –N 35 deg. W, 16.5'                       3" 

Spruce - S 47 deg. W, 9.2'                              

4” Spruce – S 73 deg. E, 7.3'

GLO  Bk 

3 P. 15

1 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 50 deg. W, 15.2'                               

15” Maple – N 36 deg. E, 15.2'                       

GLO  Bk 

3 P. 30

1 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – S 68 deg. W, 6.6'                               

8” Balm of Giliad – N 70 deg. W, 19.8'                       

7” Oak - N 67 deg. E, 2.6'                              

13” Aspen – S 36 deg. E, 31.7'

GLO  Bk 

3 P. 6

1 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – S 21 deg. W, 9.9'                               

8” Spruce – S 22 deg. E, 19.8'                       

15" Birch - N 56 deg. W, 4.6'                              

14” Aspen – N 79 deg. E, 13.2'

GLO  Bk 

3 P. 29

1 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – N 15 deg. W, 4.6'                               

8” Maple – N 14 deg. E, 7.9'                       

GLO  Bk 

3 P. 31

2 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – N 15 deg. W, 4.6'                               

8” Maple – N 14 deg. E, 7.9'                       

GLO  Bk 

3 P. 31

2 46-22 N 1/4
12" W. Pine marked for cor. by H.D. 

Keath, County Surveyor
1913

6" Balsam - N 45 deg. W, 1.3'                               

10" Balsam - S 45 deg. W, 13.2'

Book 1, 

Page 145

2 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – S 20 deg. E, 9.2'                               

4” White Oak – N 25 deg. W, 14.5'                       

GLO  Bk 

3 P. 16

2 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3” Spruce – N 28 deg. E, 11.2'                               

4” Spruce –N 35 deg. W, 16.5'                       3" 

Spruce - S 47 deg. W, 9.2'                              

4” Spruce – S 73 deg. E, 7.3'

GLO  Bk 

3 P. 15

2 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. E, 9.9'                               

6” Tamarack – N 48 deg. W, 15.2'                       

10” Tamarack - S 18 deg. W, 7.9'                              

7” Tamarack – S 68 deg. E, 12.5'

GLO  Bk 

3 P. 16

2 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 75 deg. W, 19.8'                               

14” Birch – S 15 deg. E, 19.8'                       

GLO  Bk 

3 P. 41

2 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – S 21 deg. W, 9.9'                               

8” Spruce – S 22 deg. E, 19.8'                       

15" Birch - N 56 deg. W, 4.6'                              

14” Aspen – N 79 deg. E, 13.2'

GLO  Bk 

3 P. 29

2 46-22 SW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 45 deg E, 35.0'                           

9” Balsam - N 45 deg W, 34.8'

Book 1, 
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2 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Pine – S 51 deg. W, 15.2'                               

24” Pine – N 33 deg. E, 7.9'                       20" 

Pine - N 47 deg. W, 26.4'                              8” 

Birch – S 63 deg. E, 22.4'

GLO  Bk 

3 P. 40

2 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 07 deg. W, 13.2'                               

4” Tamarack – S 16 deg. E, 7.9'                       

GLO  Bk 

3 P. 42

2 46-22
Survey of N line of Section by H.D. 

Keath, County Surveyor 
1913

marked 12" pine for N 1/4 Cor.                               

Distance and Mag. Var. shown 

Book 1, 

Page 145

3 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Tamarack – S 07 deg. W, 13.2'                               

4” Tamarack – S 16 deg. E, 7.9'                       

GLO  Bk 

3 P. 42

3 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack – N 25 deg. E, 14.5'                               

4” Tamarack – S 83 deg. W, 9.2'                       

GLO  Bk 

3 P. 17

3 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. E, 9.9'                               

6” Tamarack – N 48 deg. W, 15.2'                       

10” Tamarack - S 18 deg. W, 7.9'                              

7” Tamarack – S 68 deg. E, 12.5'

GLO  Bk 

3 P. 16

3 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Ash – N 48 deg. E, 12.5'                               

8” Ash – N 52 deg. W, 9.2'                         10" 

Tamarack - S 84 deg. W, 10.6'                              

6” Ash – S 35 deg. E, 7.9'

GLO  Bk 

3 P. 17

3 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 66 deg. W, 10.6'                               

3” Tamarack – N 09 deg. E, 10.6'                       

GLO  Bk 

3 P. 52

3 46-22 SE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 45 deg E, 35.0'                           

9” Balsam - N 45 deg W, 34.8'
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3 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Pine – S 51 deg. W, 15.2'                               

24” Pine – N 33 deg. E, 7.9'                       20" 

Pine - N 47 deg. W, 26.4'                              8” 

Birch – S 63 deg. E, 22.4'

GLO  Bk 

3 P. 40

3 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 19 deg. E, 13.2'                               

3” Spruce – N 41 deg. W, 15.8'                       

5" Spruce - S 71 deg. E, 7.9'                              

3” Spruce – S 27 deg. W, 9.9'

GLO  Bk 

3 P. 51

3 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – N 57 deg. E, 19.8'                               

5” Tamarack – S 79 deg. W, 7.9'                       

GLO  Bk 

3 P. 53

4 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – N 57 deg. E, 19.8'                               

5” Tamarack – S 79 deg. W, 7.9'                       

GLO  Bk 

3 P. 53

4 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
9” Spruce – N 10 deg. E, 7.3'                               

15” White Birch – S 42 deg. W, 9.2'                       

GLO  Bk 

3 P. 18

4 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Ash – N 48 deg. E, 12.5'                               

8” Ash – N 52 deg. W, 9.2'                         10" 

Tamarack - S 84 deg. W, 10.6'                              

6” Ash – S 35 deg. E, 7.9'

GLO  Bk 

3 P. 17

4 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 45 deg. E, 17.2'                               

6” Tamarack – N 84 deg. W, 8.6'                       

6” Tamarack - S 76 deg. W, 7.9'                              

7” Tamarack – S 78 deg. E, 9.9'

GLO  Bk 

3 P. 18

4 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 65 deg. E, 25.1'                               

11” Birch – S 80 deg. E, 33.0'                       

GLO  Bk 

3 P. 62

4 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 19 deg. E, 13.2'                               

3” Spruce – N 41 deg. W, 15.8'                       

5" Spruce - S 71 deg. E, 7.9'                              

3” Spruce – S 27 deg. W, 9.9'

GLO  Bk 

3 P. 51

4 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 32 deg. W, 2.0'                               

6” Tamarack – N 49 deg. E, 3.3'                       

5" Tamarack - N 77 deg. W, 4.6'                              

6” Tamarack – S 43 deg. E, 5.9'

GLO  Bk 

3 P. 62

4 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 88 deg. E, 27.7'                               

12” Ash – N 58 deg. W, 4.6'                       

GLO  Bk 

3 P. 64

5 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 88 deg. E, 27.7'                               

12” Ash – N 58 deg. W, 4.6'                       

GLO  Bk 

3 P. 64

5 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce – N 62 deg. E, 6.6'                               

5” Spruce – S 00 deg. E, 4.0'                       

GLO  Bk 

3 P. 19
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5 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 45 deg. E, 17.2'                               

6” Tamarack – N 84 deg. W, 8.6'                       

6” Tamarack - S 76 deg. W, 7.9'                              

7” Tamarack – S 78 deg. E, 9.9'

GLO  Bk 

3 P. 18

5 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Spruce – N 70 deg. E, 36.3'                               

6” Spruce – N 51 deg. W, 18.5'                       

7" White Birch - S 33 deg. W, 31.7'                              

7” White Birch – S 45 deg. E, 40.3'

GLO  Bk 

3 P. 19

5 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 36 deg. E, 1.3'                               

7” Birch – N 34 deg. W, 15.2'                       

GLO  Bk 

3 P. 78

5 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 32 deg. W, 2.0'                               

6” Tamarack – N 49 deg. E, 3.3'                       

5" Tamarack - N 77 deg. W, 4.6'                              

6” Tamarack – S 43 deg. E, 5.9'

GLO  Bk 

3 P. 62

5 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruice – N 85 deg. E, 5.9'                               

6” Fir – S 49 deg. E, 4.0'                                            

7" Tamarack - S 07 deg. W, 19.1'                              

10” Tamarack – N 85 deg. W, 39.6

GLO  Bk 

3 P. 77

5 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 56 deg. E, 2.6'                                           

7” Spruce – S 44 deg. W, 17.8'                       

GLO  Bk 

3 P. 80

6 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – S 56 deg. E, 2.6'                                           

7” Spruce – S 44 deg. W, 17.8'                       

GLO  Bk 

3 P. 80

6 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 30 deg. E, 5.3'                               

5” Tamarack – S 25 deg. W, 4.6'                       

GLO  Bk 

3 P. 20

6 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Spruce – N 70 deg. E, 36.3'                               

6” Spruce – N 51 deg. W, 18.5'                       

7" White Birch - S 33 deg. W, 31.7'                              

7” White Birch – S 45 deg. E, 40.3'

GLO  Bk 

3 P. 19

6 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – N 51 deg. E, 57.4'                               

12” Aspen –N 55 deg. W, 7.9'                       

10" Spruce - S 61 deg. W, 11.9'                              

12” Aspen – S 31 deg. E, 54.1'

GLO  Bk 

3 P. 14

6 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 58 deg. E, 2.6'                                           

8” Tamarack – S 25 deg. E, 7.3'                       

GLO  Bk 

3 P. 79

6 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruice – N 85 deg. E, 5.9'                               

6” Fir – S 49 deg. E, 4.0'                                            

7" Tamarack - S 07 deg. W, 19.1'                              

10” Tamarack – N 85 deg. W, 39.6

GLO  Bk 

3 P. 77

6 46-22 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Twin Elm - N 45 deg E, 33.5'                            

18” Baumegiliad - N 45 deg W, 47.0'

Book 1, 

Page 225

6 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – N 36 deg. E, 7.9'                               

11” Tamarack – N 47 deg. W, 7.3'                       

12” Tamarack - S 78 deg. W, 36.3'                              

12” Tamarack – S 68 deg. E, 11.9'

GLO  Bk 

3 P. 13

6 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Tamarack – N 30 deg. E, 19.8'                               

7” Spruce – S 25 deg. W, 21.1'                       

GLO  Bk 

3 P. 13

7 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
11” Aspen – S 71 deg. W, 9.2'                               

7” Birch – S 23 deg. E, 13.2'                       

GLO  Bk 

3 P. 77

7 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 58 deg. E, 2.6'                                           

8” Tamarack – S 25 deg. E, 7.3'                       

GLO  Bk 

3 P. 79

7 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruice – N 85 deg. E, 5.9'                               

6” Fir – S 49 deg. E, 4.0'                                            

7" Tamarack - S 07 deg. W, 19.1'                              

10” Tamarack – N 85 deg. W, 39.6

GLO  Bk 

3 P. 77

7 46-22 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Twin Elm - N 45 deg E, 33.5'                            

18” Baumegiliad - N 45 deg W, 47.0'

Book 1, 

Page 225

7 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – N 36 deg. E, 7.9'                               

11” Tamarack – N 47 deg. W, 7.3'                       

12” Tamarack - S 78 deg. W, 36.3'                              

12” Tamarack – S 68 deg. E, 11.9'

GLO  Bk 

3 P. 13

7 46-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

12” Maple - N 45 deg W, 23.1'                              

6” Balsam- N 45 deg E, 31.0'

Book 1, 

Page 223

7 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 19 deg. E, 10.6'                               

9” Birch – N 37 deg. E, 9.2'                       

GLO  Bk 

3 P. 76
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7 46-22 SE
Set 1/2“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

Tele. Pole - N 45 deg W, 44.2'                                

Fence post - N 45 deg E, 23.1'

Book 1, 

Page 223

7 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 11 deg. E, 21.1'                               

10” Spruce – S 52 deg. W, 19.8'                                     

8" Fir - N 37 deg. W, 20.5'                              9” 

Spruce – N 19 deg. E, 5.3'

GLO  Bk 

3 P. 74

7 46-22 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Birch – S 45 deg. W, 42.4'                           

12” Birch – N 45 deg. W, 37.5'

Book 1, 

Page 358

7 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Ash - S 15 deg. E, 25.7'                                     

6" Tamarack - S 67 deg. W, 46.9'                         

Book 1, 

Page 83

7 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 34 deg. E, 17.2'                               

12” Tamarack – N 33 deg. W, 7.3'                       

10” Tamarack - S 47 deg. W, 18.5'                              

12” Tamarack – S 38 deg. E, 8.6'

GLO  Bk 

3 P. 11

7 46-22 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

9” Balsam - S 45 deg E, 32.5'                                

10” Balsam - N 85 deg W, 35.0'

Book 1, 

Page 225

7 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Aspen – S 80 deg. W, 6.6'                               

6” Sugar – N 44 deg. E, 4.0'                       

GLO  Bk 

3 P. 12

7 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line Section                                        

Distance and Mag. Var. shown 

Book 1, 

Page 223

7 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on W line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 225

8 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 44 deg. E, 3.3'                               

8” Tamarack – S 57 deg. W, 13.2'                       

GLO  Bk 

3 P. 62

8 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 36 deg. E, 1.3'                               

7” Birch – N 34 deg. W, 15.2'                       

GLO  Bk 

3 P. 79

8 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 32 deg. W, 2.0'                               

6” Tamarack – N 49 deg. E, 3.3'                       

5" Tamarack - N 77 deg. W, 4.6'                              

6” Tamarack – S 43 deg. E, 5.9'

GLO  Bk 

3 P. 62

8 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruice – N 85 deg. E, 5.9'                               

6” Fir – S 49 deg. E, 4.0'                                            

7" Tamarack - S 07 deg. W, 19.1'                              

10” Tamarack – N 85 deg. W, 39.6

GLO  Bk 

3 P. 77

8 46-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

8” Balsam - N 45 deg E, 49.6'                              

12” Birch - S 45 deg W, 31.1'

Book 1, 

Page 223

8 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 30 deg. W, 10.6'                               

9” Maple – N 18 deg. E, 5.9'                       

GLO  Bk 

3 P. 75

8 46-22 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.0'                              

10” Balsam - S 45 deg E, 69.8'

Book 1, 

Page 223

8 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – N 63 deg. W, 5.9'                               

10” Birch – S 04 deg. W, 17.2'                       

12" Aspen - N 25 deg. E, 9.9'                              

4” Ironwood – S 63 deg. E, 10.6'

GLO  Bk 

3 P. 60

8 46-22 SW
Set 1/2“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

Tele. Pole - N 45 deg W, 44.2'                                

Fence post - N 45 deg E, 23.1'

Book 1, 

Page 223

8 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 11 deg. E, 21.1'                               

10” Spruce – S 52 deg. W, 19.8'                                     

8" Fir - N 37 deg. W, 20.5'                              9” 

Spruce – N 19 deg. E, 5.3'

GLO  Bk 

3 P. 74

8 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
11” Aspen – S 71 deg. W, 9.2'                               

7” Birch – S 23 deg. E, 13.2'                       

GLO  Bk 

3 P. 77

8 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line Section                                        

Distance and Mag. Var. shown 

Book 1, 

Page 223

9 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Spruce – S 62 deg. E, 20.5'                               

5” Spruce – N 62 deg. W, 27.1'                       

GLO  Bk 

3 P. 51

9 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Tamarack – N 65 deg. E, 25.1'                               

11” Birch – S 80 deg. E, 33.0'                       

GLO  Bk 

3 P. 62

9 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 19 deg. E, 13.2'                               

3” Spruce – N 41 deg. W, 15.8'                       

5" Spruce - S 71 deg. E, 7.9'                              

3” Spruce – S 27 deg. W, 9.9'

GLO  Bk 

3 P. 51

9 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 32 deg. W, 2.0'                               

6” Tamarack – N 49 deg. E, 3.3'                       

5" Tamarack - N 77 deg. W, 4.6'                              

6” Tamarack – S 43 deg. E, 5.9'

GLO  Bk 

3 P. 62
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9 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 48 deg. W, 7.3'                               

9” Tamarack – S 30 deg. E, 14.5'                       

GLO  Bk 

3 P. 61

9 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Spruce – S 68 deg. W, 13.9'                               

4” Spruce – N 78 deg. E, 17.2'                       3" 

Spruce - N 67 deg. E, 5.3'                              4” 

Spruce – N 42 deg. W, 5.9'

GLO  Bk 

3 P. 49

9 46-22 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.0'                              

10” Balsam - S 45 deg E, 69.8'

Book 1, 

Page 223

9 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – N 63 deg. W, 5.9'                               

10” Birch – S 04 deg. W, 17.2'                       

12" Aspen - N 25 deg. E, 9.9'                              

4” Ironwood – S 63 deg. E, 10.6'

GLO  Bk 

3 P. 60

9 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – S 44 deg. E, 3.3'                               

8” Tamarack – S 57 deg. W, 13.2'                       

GLO  Bk 

3 P. 62

10 46-22 E 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Basswood - N 90 deg E, 40.6'                           

8” W. Birch - S 45 deg W, 67.4'

Book 1, 

Page 245

10 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Birch – N 52 deg. E, 4.0'                               

6” Maple – S 67 deg. W, 19.8'                       

GLO  Bk 

3 P. 40

10 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
3” Tamarack – S 66 deg. W, 10.6'                               

3” Tamarack – N 09 deg. E, 10.6'                       

GLO  Bk 

3 P. 52

10 46-22 NE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 45 deg E, 35.0'                           

9” Balsam - N 45 deg W, 34.8'

Book 1, 

Page 245

10 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Pine – S 51 deg. W, 15.2'                               

24” Pine – N 33 deg. E, 7.9'                       20" 

Pine - N 47 deg. W, 26.4'                              8” 

Birch – S 63 deg. E, 22.4'

GLO  Bk 

3 P. 40

10 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 19 deg. E, 13.2'                               

3” Spruce – N 41 deg. W, 15.8'                       

5" Spruce - S 71 deg. E, 7.9'                              

3” Spruce – S 27 deg. W, 9.9'

GLO  Bk 

3 P. 51

10 46-22 S 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

20” Black Ash - N 45 deg W, 40.5'                         

16” Elm - N 00 deg E, 28.4'

Book 1, 

Page 245

10 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – N 67 deg. W, 7.9'                               

14” Tamarack – S 43 deg. E, 7.9'                       

GLO  Bk 

3 P. 50

10 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 24 deg. W, 17.2'                               

6” Birch – N 32 deg. E, 29.7'                       10” 

Tamarack - S 25 deg. W, 13.2'                              

5” Tamarack – S 33 deg. E, 26.4'

GLO  Bk 

3 P. 38

10 46-22 SE 
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” White Ash - N 33 deg E, 35.4'                           

5” Spruce - S 10 deg E, 39.5'

Book 1, 

Page 245

10 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Spruce – S 68 deg. W, 13.9'                               

4” Spruce – N 78 deg. E, 17.2'                       3" 

Spruce - N 67 deg. E, 5.3'                              4” 

Spruce – N 42 deg. W, 5.9'

GLO  Bk 

3 P. 49

10 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Spruce – S 62 deg. E, 20.5'                               

5” Spruce – N 62 deg. W, 27.1'                       

GLO  Bk 

3 P. 51

10 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on E and S line of SE ¼ of Section                    

Distance and Mag. Var. shown 

Book 1, 

Page 245

11 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 78 deg. E, 7.9'                               

6” Birch – N 55 deg. W, 11.9'                       

GLO  Bk 

3 P. 29

11 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 75 deg. W, 19.8'                               

14” Birch – S 15 deg. E, 19.8'                       

GLO  Bk 

3 P. 41

11 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – S 21 deg. W, 9.9'                               

8” Spruce – S 22 deg. E, 19.8'                       

15" Birch - N 56 deg. W, 4.6'                              

14” Aspen – N 79 deg. E, 13.2'

GLO  Bk 

3 P. 29

11 46-22 NW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 45 deg E, 35.0'                           

9” Balsam - N 45 deg W, 34.8'

Book 1, 

Page 245

11 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

9” Pine – S 51 deg. W, 15.2'                               

24” Pine – N 33 deg. E, 7.9'                       20" 

Pine - N 47 deg. W, 26.4'                              8” 

Birch – S 63 deg. E, 22.4'

GLO  Bk 

3 P. 40
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11 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 08 deg. E, 5.9'                               

3” Tamarack – N 08 deg. W, 5.9'                       

GLO  Bk 

3 P. 39

11 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 85 deg. W, 13.2'                               

8” Maple – S 54 deg. E, 16.5'                       10" 

Birch - S 06 deg. W, 33.0'                              

12” Aspen – N 27 deg. E, 31.7'

GLO  Bk 

3 P. 27

11 46-22 SW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” White Ash - N 33 deg E, 35.4'                           

5” Spruce - S 10 deg E, 39.5'

Book 1, 

Page 245

11 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 24 deg. W, 17.2'                               

6” Birch – N 32 deg. E, 29.7'                       10” 

Tamarack - S 25 deg. W, 13.2'                              

5” Tamarack – S 33 deg. E, 26.4'

GLO  Bk 

3 P. 38

11 46-22 W 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Basswood - N 90 deg E, 40.6'                           

8” W. Birch - S 45 deg W, 67.4'

Book 1, 

Page 245

11 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Birch – N 52 deg. E, 4.0'                               

6” Maple – S 67 deg. W, 19.8'                       

GLO  Bk 

3 P. 40

11 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on W line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 245

12 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Birch – S 33 deg. E, 6.6'                               

9” Tamarack – S 60 deg. W, 9.2'                       

GLO  Bk 

3 P. 6

12 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 50 deg. W, 15.2'                               

15” Maple – N 36 deg. E, 15.2'                       

GLO  Bk 

3 P. 30

12 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – S 68 deg. W, 6.6'                               

8” Balm of Giliad – N 70 deg. W, 19.8'                       

7” Oak - N 67 deg. E, 2.6'                              

13” Aspen – S 36 deg. E, 31.7'

GLO  Bk 

3 P. 6

12 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

14” Birch – S 21 deg. W, 9.9'                               

8” Spruce – S 22 deg. E, 19.8'                       

15" Birch - N 56 deg. W, 4.6'                              

14” Aspen – N 79 deg. E, 13.2'

GLO  Bk 

3 P. 29

12 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
16” Aspen – S 73 deg. W, 6.6'                               

20” Aspen – N 07 deg. E, 9.2'                       

GLO  Bk 

3 P. 28

12 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Sugar – N 36 deg. W, 8.6'                               

12” Aspen – N 42 deg. E, 4.0'                       

14” Aspen - S 63 deg. W, 26.4'                              

16” Sugar – S 17 deg. E, 13.2'

GLO  Bk 

3 P. 5

12 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 85 deg. W, 13.2'                               

8” Maple – S 54 deg. E, 16.5'                       10" 

Birch - S 06 deg. W, 33.0'                              

12” Aspen – N 27 deg. E, 31.7'

GLO  Bk 

3 P. 27

12 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 78 deg. E, 7.9'                               

6” Birch – N 55 deg. W, 11.9'                       

GLO  Bk 

3 P. 29

13 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Aspen – S 60 deg. W, 3.3'                               

7” Aspen – S 55 deg. E, 11.9'                       

GLO  Bk 

3 P. 5

13 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
16” Aspen – S 73 deg. W, 6.6'                               

20” Aspen – N 07 deg. E, 9.2'                       

GLO  Bk 

3 P. 28

13 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Sugar – N 36 deg. W, 8.6'                               

12” Aspen – N 42 deg. E, 4.0'                       

14” Aspen - S 63 deg. W, 26.4'                              

16” Sugar – S 17 deg. E, 13.2'

GLO  Bk 

3 P. 5

13 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 85 deg. W, 13.2'                               

8” Maple – S 54 deg. E, 16.5'                       10" 

Birch - S 06 deg. W, 33.0'                              

12” Aspen – N 27 deg. E, 31.7'

GLO  Bk 

3 P. 27

13 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 49 deg. E, 15.2'                               

3” Tamarack – N 49 deg. W, 6.6'                       

GLO  Bk 

3 P. 26

13 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 30 deg. W, 20.5'                               

15” Birch – S 65 deg. W, 36.3'                       

14” Aspen - S 65 deg. E, 20.5'                              

12” Aspen – N 55 deg. E, 17.2'

GLO  Bk 

3 P. 4

13 46-22 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Poplar – N 45 deg. E, 35.0'                                

6” Maple– N 45 deg. W, 25.0'

Book 1, 

Page 359
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13 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Aspen – S 48 deg. E, 10.6'                               

12” Aspen – N 48 deg. W, 7.9'                       

10" Aspen - S 60 deg. W, 10.6'                              

6” Birch – N 69 deg. E, 16.5'

GLO  Bk 

3 P. 25

13 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 14 deg. W, 6.6'                               

14” Aspen – N 78 deg. E, 17.2'                       

GLO  Bk 

3 P. 27

14 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – S 14 deg. W, 6.6'                               

14” Aspen – N 78 deg. E, 17.2'                       

GLO  Bk 

3 P. 27

14 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
4” Tamarack – S 08 deg. E, 5.9'                               

3” Tamarack – N 08 deg. W, 5.9'                       

GLO  Bk 

3 P. 39

14 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 85 deg. W, 13.2'                               

8” Maple – S 54 deg. E, 16.5'                       10" 

Birch - S 06 deg. W, 33.0'                              

12” Aspen – N 27 deg. E, 31.7'

GLO  Bk 

3 P. 27

14 46-22 NW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” White Ash - N 33 deg E, 35.4'                           

5” Spruce - S 10 deg E, 39.5'

Book 1, 

Page 245

14 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 24 deg. W, 17.2'                               

6” Birch – N 32 deg. E, 29.7'                       10” 

Tamarack - S 25 deg. W, 13.2'                              

5” Tamarack – S 33 deg. E, 26.4'

GLO  Bk 

3 P. 38

14 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – S 75 deg. W, 3.3'                               

8” Aspen – N 73 deg. E, 16.5'                       

GLO  Bk 

3 P. 37

14 46-22 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Poplar – N 45 deg. E, 35.0'                                

6” Maple– N 45 deg. W, 25.0'

Book 1, 

Page 359

14 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Aspen – S 48 deg. E, 10.6'                               

12” Aspen – N 48 deg. W, 7.9'                       

10" Aspen - S 60 deg. W, 10.6'                              

6” Birch – N 69 deg. E, 16.5'

GLO  Bk 

3 P. 25

14 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 39 deg. W, 14.5'                               

9” Tamarack – S 33 deg. E, 4.0'                       

8” Tamarack - N 39 deg. E, 16.5'                              

8” Tamarack – S 73 deg. W, 13.2'

GLO  Bk 

3 P. 36

14 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 59 deg. W, 4.0'                               

4” Tamarack – S 89 deg. E, 13.2'                       

GLO  Bk 

3 P. 38

15 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Tamarack – N 59 deg. W, 4.0'                               

4” Tamarack – S 89 deg. E, 13.2'                       

GLO  Bk 

3 P. 38

15 46-22 N 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

20” Black Ash - N 45 deg W, 40.5'                         

16” Elm - N 00 deg E, 28.4'

Book 1, 

Page 245

15 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Black Ash – N 67 deg. W, 7.9'                               

14” Tamarack – S 43 deg. E, 7.9'                       

GLO  Bk 

3 P. 50

15 46-22 NE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” White Ash - N 33 deg E, 35.4'                           

5” Spruce - S 10 deg E, 39.5'

Book 1, 

Page 245

15 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 24 deg. W, 17.2'                               

6” Birch – N 32 deg. E, 29.7'                       10” 

Tamarack - S 25 deg. W, 13.2'                              

5” Tamarack – S 33 deg. E, 26.4'

GLO  Bk 

3 P. 38

15 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Spruce – S 68 deg. W, 13.9'                               

4” Spruce – N 78 deg. E, 17.2'                       3" 

Spruce - N 67 deg. E, 5.3'                              4” 

Spruce – N 42 deg. W, 5.9'

GLO  Bk 

3 P. 49

15 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – S 50 deg. E, 4.0'                               

15” Tamarack – N 06 deg. W, 13.2'                       

GLO  Bk 

3 P. 48

15 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 39 deg. W, 14.5'                               

9” Tamarack – S 33 deg. E, 4.0'                       

8” Tamarack - N 39 deg. E, 16.5'                              

8” Tamarack – S 73 deg. W, 13.2'

GLO  Bk 

3 P. 36

15 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 57 deg. W, 3.3'                               

10” Birch – N 39 deg. W, 21.1'                       7” 

Tamarack - S 48 deg. E, 19.8'                              

8” Tamarack – N 20 deg. E, 23.8'

GLO  Bk 

3 P. 47

15 46-22 W 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” Tamarack - S 45 deg W, 39.3'                         

6” Tamarack - N 45 deg E, 43.6'

Book 1, 

Page 245
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15 46-22 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

5” Tamarack - S 45 deg W, 50.6                            

8” Tamarack - N 45 deg E, 52.5'

Book 1, 

Page 223

15 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 31 deg. W, 10.6'                               

4” Tamarack – S 48 deg. E, 4.0'                       

GLO  Bk 

3 P. 49

15 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on W line NE ¼ and S line NW ¼ of Section     

Distance and Mag. Var. shown 

Book 1, 

Page 245

16 46-22 E 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

5” Tamarack - S 45 deg W, 39.3'                         

6” Tamarack - N 45 deg E, 43.6'

Book 1, 

Page 245

16 46-22 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

5” Tamarack - S 45 deg W, 50.6                            

8” Tamarack - N 45 deg E, 52.5'

Book 1, 

Page 223

16 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 31 deg. W, 10.6'                               

4” Tamarack – S 48 deg. E, 4.0'                       

GLO  Bk 

3 P. 49

16 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 48 deg. W, 7.3'                               

9” Tamarack – S 30 deg. E, 14.5'                       

GLO  Bk 

3 P. 61

16 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

3” Spruce – S 68 deg. W, 13.9'                               

4” Spruce – N 78 deg. E, 17.2'                       3" 

Spruce - N 67 deg. E, 5.3'                              4” 

Spruce – N 42 deg. W, 5.9'

GLO  Bk 

3 P. 49

16 46-22 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.0'                              

10” Balsam - S 45 deg E, 69.8'

Book 1, 

Page 223

16 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – N 63 deg. W, 5.9'                               

10” Birch – S 04 deg. W, 17.2'                       

12" Aspen - N 25 deg. E, 9.9'                              

4” Ironwood – S 63 deg. E, 10.6'

GLO  Bk 

3 P. 60

16 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 49 deg. W, 13.2'                               

10” Maple – S 44 deg. E, 20.5'                       

GLO  Bk 

3 P. 59

16 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 57 deg. W, 3.3'                               

10” Birch – N 39 deg. W, 21.1'                       7” 

Tamarack - S 48 deg. E, 19.8'                              

8” Tamarack – N 20 deg. E, 23.8'

GLO  Bk 

3 P. 47

16 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 9.9'                               

6” Birch – S 44 deg. W, 17.8'                       5" 

Birch - N 49 deg. W, 13.9'                              

10” Birch – N 42 deg. E, 7.3'

GLO  Bk 

3 P. 58

16 46-22 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Birch - S 45 deg W, 42.5'                                

8” Balsam - N 45 deg W, 47.0'

Book 1, 

Page 223

16 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – S 82 deg. W,17.2'                               

10” Tamarack – N 48 deg. E, 6.6'                       

GLO  Bk 

3 P. 60

16 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on E-W 1/4 line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 223

17 46-22 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Birch - S 45 deg W, 42.5'                                

8” Balsam - N 45 deg W, 47.0'

Book 1, 

Page 223

17 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – S 82 deg. W,17.2'                               

10” Tamarack – N 48 deg. E, 6.6'                       

GLO  Bk 

3 P. 60

17 46-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

8” Balsam - N 45 deg E, 49.6'                              

12” Birch - S 45 deg W, 31.1'

Book 1, 

Page 223

17 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 30 deg. W, 10.6'                               

9” Maple – N 18 deg. E, 5.9'                       

GLO  Bk 

3 P. 75

17 46-22 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.0'                              

10” Balsam - S 45 deg E, 69.8'

Book 1, 

Page 223

17 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

7” Birch – N 63 deg. W, 5.9'                               

10” Birch – S 04 deg. W, 17.2'                       

12" Aspen - N 25 deg. E, 9.9'                              

4” Ironwood – S 63 deg. E, 10.6'

GLO  Bk 

3 P. 60

17 46-22 NW
Set 1/2“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

Tele. Pole - N 45 deg W, 44.2'                                

Fence post - N 45 deg E, 23.1'

Book 1, 

Page 223

17 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 11 deg. E, 21.1'                               

10” Spruce – S 52 deg. W, 19.8'                                     

8" Fir - N 37 deg. W, 20.5'                              9” 

Spruce – N 19 deg. E, 5.3'

GLO  Bk 

3 P. 74

17 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 15 deg. W, 21.1'                              

10" Balsam - N 35 deg. E, 39.3'                         

Book 1, 

Page 83

17 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 60 deg. W, 3.3'                               

5” Tamarack – S 18 deg. E, 8.6'                       

GLO  Bk 

3 P. 72
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17 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 9.9'                               

6” Birch – S 44 deg. W, 17.8'                       5" 

Birch - N 49 deg. W, 13.9'                              

10” Birch – N 42 deg. E, 7.3'

GLO  Bk 

3 P. 58

17 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – S 27 deg. E, 22.4'                               

10” Ash – N 54 deg. W, 7.9'                          8" 

Maple - S 13 deg. W, 21.1'                              

8” Ash – N 22 deg. E, 9.9'

GLO  Bk 

3 P. 71

17 46-22 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 50 deg. E, 11.9'                            

14" Pine - S 55 deg. W, 52.8'                         

Book 1, 

Page 83

17 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Spruce – S 59 deg. E, 13.2'                               

7” Maple – N 42 deg. W, 4.6'                       

GLO  Bk 

3 P. 74

17 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N and E lines Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 223

18 46-22  
Road Survey in Sec. 18 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N. Line SE1/4, W. Line NE1/4 & 

N. Line NW1/4.      Dist. & Var. shown 

Book 1, 

Page 83

18 46-22 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 50 deg. E, 11.9'                           

14" Pine - S 55 deg. W, 52.8'                         

Book 1, 

Page 83

18 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Spruce – S 59 deg. E, 13.2'                               

7” Maple – N 42 deg. W, 4.6'                       

GLO  Bk 

3 P. 74

18 46-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

12” Maple - N 45 deg W, 23.1'                              

6” Balsam- N 45 deg E, 31.0'

Book 1, 

Page 223

18 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 15 deg. W, 21.1'                              

10" Balsam - N 35 deg. E, 39.3'                         

Book 1, 

Page 83

18 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 19 deg. E, 10.6'                               

9” Birch – N 37 deg. E, 9.2'                       

GLO  Bk 

3 P. 76

18 46-22 NE
Set 1/2“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

Tele. Pole - N 45 deg W, 44.2'                                

Fence post - N 45 deg E, 23.1'

Book 1, 

Page 223

18 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Tamarack – S 11 deg. E, 21.1'                               

10” Spruce – S 52 deg. W, 19.8'                                     

8" Fir - N 37 deg. W, 20.5'                              9” 

Spruce – N 19 deg. E, 5.3'

GLO  Bk 

3 P. 74

18 46-22 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Birch – S 45 deg. W, 42.4'                           

12” Birch – N 45 deg. W, 37.5'

Book 1, 

Page 358

18 46-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Ash - S 15 deg. E, 25.7'                                      

6" Tamarack - S 67 deg. W, 46.9'                         

Book 1, 

Page 83

18 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 34 deg. E, 17.2'                               

12” Tamarack – N 33 deg. W, 7.3'                       

10” Tamarack - S 47 deg. W, 18.5'                              

12” Tamarack – S 38 deg. E, 8.6'

GLO  Bk 

3 P. 11

18 46-22 S 1/4
Large stone found with "x" by F.J. 

O'Hara,  County Surveyor
1909

12" Birch - N 19 deg. E, 9.2'                                 

10" Tamarack - S 43 deg. E, 11.1'                         

Book 1, 

Page 83

18 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 67 deg. E, 7.3'                               

9” Tamarack – N 26 deg. E, 6.6'                       

GLO  Bk 

3 P. 73

18 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – S 27 deg. E, 22.4'                               

10” Ash – N 54 deg. W, 7.9'                          8" 

Maple - S 13 deg. W, 21.1'                              

8” Ash – N 22 deg. E, 9.9'

GLO  Bk 

3 P. 71

18 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Birch – N 30 deg. E, 29.0'                               

12” Birch – S 24 deg. E, 77.9'                       

17" Aspen - N 50 deg. W, 21.8'                              

12” Linden – S 65 deg. W, 15.2'

GLO  Bk 

3 P. 10

18 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 79 deg. E, 8.6'                               

7” Black Ash – N 90 deg. E, 2.6'                       

GLO  Bk 

3 P. 11

18 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line Section                                        

Distance and Mag. Var. shown 

Book 1, 

Page 223

19 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 21 deg. W, 25.7'                               

10” Birch – S 87 deg. E, 21.1'                       

GLO  Bk 

3 P. 71

19 46-22 N 1/4
Large stone found with "x" by F.J. 

O'Hara,  County Surveyor
1909

12" Birch - N 19 deg. E, 9.2'                                

10" Tamarack - S 43 deg. E, 11.1'                         

Book 1, 

Page 83

19 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Tamarack – S 67 deg. E, 7.3'                               

9” Tamarack – N 26 deg. E, 6.6'                       

GLO  Bk 

3 P. 73

19 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – S 27 deg. E, 22.4'                               

10” Ash – N 54 deg. W, 7.9'                          8" 

Maple - S 13 deg. W, 21.1'                              

8” Ash – N 22 deg. E, 9.9'

GLO  Bk 

3 P. 71

Page 235 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

19 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Birch – N 30 deg. E, 29.0'                               

12” Birch – S 24 deg. E, 77.9'                       

17" Aspen - N 50 deg. W, 21.8'                              

12” Linden – S 65 deg. W, 15.2'

GLO  Bk 

3 P. 10

19 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 28 deg. E, 9.2'                               

9” Birch – N 45 deg. W, 12.5'                       

GLO  Bk 

3 P. 70

19 46-22 SE
1 1/2" capped pipe set on c/l N-S road 

at fence line to E by T. Troolin
1975

N & D in 8" Poplar - 52.95' E                                   

N & D in 8" Elm - 78.85' SE                                  

N & D in 8" Poplar - 61.60' WSW

185411

19 46-22 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Basswood - S 52 deg. W, 31.7'                      

10" Birch - N 68 deg. W, 41.6'                         

Book 1, 

Page 79

19 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 42 deg. E, 8.6'                               

10” Aspen – N 36 deg. W, 14.5'                       

10" Aspen - S 19 deg. E, 11.9'                              

7” Birch – S 58 deg. W, 12.5'

GLO  Bk 

3 P. 68

19 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 70 deg. E, 13.2'                               

10” White Birch –N 66 deg. W, 5.3'                       

8" White Birch - S 36 deg. W, 32.3'                              

7” Maple – S 44 deg. E, 24.4'

GLO  Bk 

3 P. 9

19 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
16” Aspen – S 52 deg. E, 17.2'                               

14” Aspen – N 42 deg. W, 9.9'                       

GLO  Bk 

3 P. 10

20 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Maple – S 75 deg. E, 2.0'                               

8” Maple – N 63 deg. W, 23.8'                       

GLO  Bk 

3 P. 58

20 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Tamarack – N 60 deg. W, 3.3'                               

5” Tamarack – S 18 deg. E, 8.6'                       

GLO  Bk 

3 P. 72

20 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 9.9'                               

6” Birch – S 44 deg. W, 17.8'                       5" 

Birch - N 49 deg. W, 13.9'                              

10” Birch – N 42 deg. E, 7.3'

GLO  Bk 

3 P. 58

20 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Ash – S 27 deg. E, 22.4'                               

10” Ash – N 54 deg. W, 7.9'                          8" 

Maple - S 13 deg. W, 21.1'                              

8” Ash – N 22 deg. E, 9.9'

GLO  Bk 

3 P. 71

20 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – N 07 deg. E, 7.3'                               

9” Birch – S 61 deg. E, 13.2'                       

GLO  Bk 

3 P. 69

20 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?)” Birch – S 22 deg. W, 42.2'                               

(?”) Elm – S 40 deg. E, 47.5'                       (?") 

Birch - N 75 deg. W, 48.8'                              

(?”) Birch – N 60 deg. E, 6.6'

GLO  Bk 

3 P. 56

20 46-22 SW
1 1/2" capped pipe set on c/l N-S road 

at fence line to E by T. Troolin
1975

N & D in 8" Poplar - 52.95' E                                   

N & D in 8" Elm - 78.85' SE                                  

N & D in 8" Poplar - 61.60' WSW

185411

20 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Basswood - S 52 deg. W, 31.7'                      

10" Birch - N 68 deg. W, 41.6'                         

Book 1, 

Page 80

20 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 42 deg. E, 8.6'                               

10” Aspen – N 36 deg. W, 14.5'                       

10" Aspen - S 19 deg. E, 11.9'                              

7” Birch – S 58 deg. W, 12.5'

GLO  Bk 

3 P. 68

20 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 21 deg. W, 25.7'                               

10” Birch – S 87 deg. E, 21.1'                       

GLO  Bk 

3 P. 71

21 46-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of E. line SE 1/4                                         

Distance and Mag. Var. stated

Book 2, 

Page 95

21 46-22 E 1/4

Set new 3” Maple post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1914 14” White Birch – N 45 deg. W, 16.5'                     
Book 2, 

Page 95

21 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
11” Birch – N 87 deg. W, 9.9'                               

6” Maple – N 16 deg. E, 7.3'                       

GLO  Bk 

3 P. 47

21 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 49 deg. W, 13.2'                               

10” Maple – S 44 deg. E, 20.5'                       

GLO  Bk 

3 P. 59

21 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 57 deg. W, 3.3'                               

10” Birch – N 39 deg. W, 21.1'                       7” 

Tamarack - S 48 deg. E, 19.8'                              

8” Tamarack – N 20 deg. E, 23.8'

GLO  Bk 

3 P. 47
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21 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 43 deg. E, 9.9'                               

6” Birch – S 44 deg. W, 17.8'                       5" 

Birch - N 49 deg. W, 13.9'                              

10” Birch – N 42 deg. E, 7.3'

GLO  Bk 

3 P. 58

21 46-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.5'                             

10” Balsam - S 45 deg E, 41.2'

Book 1, 

Page 220

21 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
13” Aspen – N 32 deg. E, 16.5'                               

6” Maple – S 19 deg. E, 5.3'                       

GLO  Bk 

3 P. 57

21 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – S 30 deg. W, 3.3'                               

12” Birch – S 56 deg. E, 13.2'                       9" 

Maple - N 55 deg. W, 17.2'                              

8” Ash – N 75 deg. E, 22.4'

GLO  Bk 

3 P. 45

21 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?)” Birch – S 22 deg. W, 42.2'                               

(?”) Elm – S 40 deg. E, 47.5'                       (?") 

Birch - N 75 deg. W, 48.8'                              

(?”) Birch – N 60 deg. E, 6.6'

GLO  Bk 

3 P. 56

21 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Maple – S 75 deg. E, 2.0'                               

8” Maple – N 63 deg. W, 23.8'                       

GLO  Bk 

3 P. 58

22 46-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of W. line SW 1/4                                       

Distance and Mag. Var. stated

Book 2, 

Page 95

22 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – S 70 deg. E, 18.5'                               

4” Maple – N 46 deg. W, 13.2'                       

GLO  Bk 

3 P. 36

22 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – S 50 deg. E, 4.0'                               

15” Tamarack – N 06 deg. W, 13.2'                       

GLO  Bk 

3 P. 48

22 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 39 deg. W, 14.5'                               

9” Tamarack – S 33 deg. E, 4.0'                       

8” Tamarack - N 39 deg. E, 16.5'                              

8” Tamarack – S 73 deg. W, 13.2'

GLO  Bk 

3 P. 36

22 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 57 deg. W, 3.3'                               

10” Birch – N 39 deg. W, 21.1'                       7” 

Tamarack - S 48 deg. E, 19.8'                              

8” Tamarack – N 20 deg. E, 23.8'

GLO  Bk 

3 P. 47

22 46-22 S 1/4
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 16" Maple - 32.00' ENE                          

N & D in 6" R. Oak - 19.55' SE                                

N & D in 8" Poplar - 63.33' WSW

185410

22 46-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg E, 51.8'                             

16” W. Birch - S 45 deg W, 61.0'

Book 1, 

Page 220

22 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 00 deg. E, 16.5'                               

11” Birch – N 00 deg. E, 16.5'                       

GLO  Bk 

3 P. 46

22 46-22 SE
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. E, 61.0'                                 

7” Poplar – S 45 deg. W, 88.7'  

Book 1, 

Page 381

22 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 71 deg. E, 7.9'                               

13” Aspen – N 52 deg. W, 19.8'                       

8" Birch - N 15 deg. E, 13.9'                              

8” Maple – S 10 deg. W, 11.9'

GLO  Bk 

3 P. 34

22 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – S 30 deg. W, 3.3'                               

12” Birch – S 56 deg. E, 13.2'                       9" 

Maple - N 55 deg. W, 17.2'                              

8” Ash – N 75 deg. E, 22.4'

GLO  Bk 

3 P. 45

22 46-22 W 1/4

Set new 3” Maple post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1914 14” White Birch – N 45 deg. W, 16.5'                     
Book 2, 

Page 95

22 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
11” Birch – N 87 deg. W, 9.9'                               

6” Maple – N 16 deg. E, 7.3'                       

GLO  Bk 

3 P. 47

22 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N-S 1/4 line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 220

23 46-22 E 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Elm – N 45 deg. W, 47.6'                                

8” Balsam– S 45 deg. E, 44.6'

Book 1, 

Page 359

23 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 16 deg. E, 11.9'                               

14” Aspen – N 40 deg. W, 14.5'                       

GLO  Bk 

3 P. 25

23 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – S 75 deg. W, 3.3'                               

8” Aspen – N 73 deg. E, 16.5'                       

GLO  Bk 

3 P. 37

23 46-22 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Poplar – N 45 deg. E, 35.0'                                

6” Maple– N 45 deg. W, 25.0'

Book 1, 

Page 359
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23 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Aspen – S 48 deg. E, 10.6'                               

12” Aspen – N 48 deg. W, 7.9'                       

10" Aspen - S 60 deg. W, 10.6'                              

6” Birch – N 69 deg. E, 16.5'

GLO  Bk 

3 P. 25

23 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 39 deg. W, 14.5'                               

9” Tamarack – S 33 deg. E, 4.0'                       

8” Tamarack - N 39 deg. E, 16.5'                              

8” Tamarack – S 73 deg. W, 13.2'

GLO  Bk 

3 P. 36

23 46-22 S 1/4
1" pipe found on c/l N-S road at fence 

line to E by T. Troolin
1975

N & D in 6" Maple - 18.73' E                                    

N & D in 5" Maple - 28.25' SE                                

N & D in 8" Balsam - 38.34' SE

185408

23 46-22 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 90 deg. W, 74.0'                               

16” Birch – S 45 deg. E, 74.0'  

Book 1, 

Page 381

23 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

9" Balsam - S 80 deg. W, 33.0'                               

5" Birch - N 60 deg. E, 28.7'                         

Book 1, 

Page 80

23 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 84 deg. W, 19.8'                               

15” Birch – S 84 deg. W, 19.8'                       

GLO  Bk 

3 P. 35

23 46-22 SE

4"x4" conc. Mon. w/3/4" iron found on 

c/l N-S road at fence line to E by T. 

Troolin

1975

N & D in 6" Balsam - 24.85' E                                

N & D in 10" Poplar - 20.10' SE                              

N & D in 10" Poplar - 45.56' NNW

185407

23 46-22 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Birch – S 45 deg. E, 54.4'                                

8” Balsam– N 45 deg. E, 51.0'

Book 1, 

Page 359

23 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 56 deg. W, 9.9'                               

12” Aspen – N 56 deg. E, 9.9'                       

12" Aspen - N 68 deg. W, 28.4'                              

12” Aspen – S 54 deg. E, 23.1'

GLO  Bk 

3 P. 23

23 46-22 SW
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. E, 61.0'                                 

7” Poplar – S 45 deg. W, 88.7'  

Book 1, 

Page 381

23 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 71 deg. E, 7.9'                               

13” Aspen – N 52 deg. W, 19.8'                       

8" Birch - N 15 deg. E, 13.9'                              

8” Maple – S 10 deg. W, 11.9'

GLO  Bk 

3 P. 34

23 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – S 70 deg. E, 18.5'                               

4” Maple – N 46 deg. W, 13.2'                       

GLO  Bk 

3 P. 36

24 46-22  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1924

Subd. of Section into 1/4s. Set conc. mons.           

Distances and angles shown

Book 1,  

Page 359

24 46-22 E 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924 5” Birch – S 45 deg. W, 9.5'                         

Book 1, 

Page 359

24 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Fir – N 90 deg. E, 6.6'                               

6” Fir – S 45 deg. W, 25.7'                       

GLO  Bk 

3 P. 4

24 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 49 deg. E, 15.2'                               

3” Tamarack – N 49 deg. W, 6.6'                       

GLO  Bk 

3 P. 26

24 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 30 deg. W, 20.5'                               

15” Birch – S 65 deg. W, 36.3'                       

14” Aspen - S 65 deg. E, 20.5'                              

12” Aspen – N 55 deg. E, 17.2'

GLO  Bk 

3 P. 4

24 46-22 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Poplar – N 45 deg. E, 35.0'                                

6” Maple– N 45 deg. W, 25.0'

Book 1, 

Page 359

24 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Aspen – S 48 deg. E, 10.6'                               

12” Aspen – N 48 deg. W, 7.9'                       

10" Aspen - S 60 deg. W, 10.6'                              

6” Birch – N 69 deg. E, 16.5'

GLO  Bk 

3 P. 25

24 46-22 S 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

12” Ash – S 45 deg. W, 14.2'                                

5” Ash – S 45 deg. E, 48.9'

Book 1, 

Page 359

24 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – N 00 deg. E, 13.2'                               

6” Ash – S 00 deg. E, 19.8'                       

GLO  Bk 

3 P. 24

24 46-22 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Basswood – N 45 deg. W, 32.7'                         

8” Maple – S 45 deg. W, 48.9'

Book 1, 

Page 359

24 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – S 70 deg. E, 9.2'                               

12” Aspen – S 55 deg. W, 21.8'                       

10” Ash - N 23 deg. W, 3.3'                              

14” Aspen – S 64 deg. E, 19.8'

GLO  Bk 

3 P. 3

24 46-22 SW

4"x4" conc. Mon. w/3/4" iron found on 

c/l N-S road at fence line to E by T. 

Troolin

1975

N & D in 6" Balsam - 24.85' E                                

N & D in 10" Poplar - 20.10' SE                               

N & D in 10" Poplar - 45.56' NNW

185407

24 46-22 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Birch – S 45 deg. E, 54.4'                                

8” Balsam– N 45 deg. E, 51.0'

Book 1, 

Page 359
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24 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 56 deg. W, 9.9'                               

12” Aspen – N 56 deg. E, 9.9'                       

12" Aspen - N 68 deg. W, 28.4'                              

12” Aspen – S 54 deg. E, 23.1'

GLO  Bk 

3 P. 23

24 46-22 W 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Elm – N 45 deg. W, 47.6'                                

8” Balsam– S 45 deg. E, 44.6'

Book 1, 

Page 359

24 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Aspen – N 16 deg. E, 11.9'                               

14” Aspen – N 40 deg. W, 14.5'                       

GLO  Bk 

3 P. 25

25 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 75 deg. W, 9.2'                               

6” Fir – S 80 deg. E, 21.1'                       

GLO  Bk 

3 P. 2

25 46-22 N 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

12” Ash – S 45 deg. W, 14.2'                                

5” Ash – S 45 deg. E, 48.9'

Book 1, 

Page 359

25 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
5” Birch – N 00 deg. E, 13.2'                               

6” Ash – S 00 deg. E, 19.8'                       

GLO  Bk 

3 P. 24

25 46-22 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

6” Basswood – N 45 deg. W, 32.7'                         

8” Maple – S 45 deg. W, 48.9'

Book 1, 

Page 359

25 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – S 70 deg. E, 9.2'                               

12” Aspen – S 55 deg. W, 21.8'                       

10” Ash - N 23 deg. W, 3.3'                              

14” Aspen – S 64 deg. E, 19.8'

GLO  Bk 

3 P. 3

25 46-22 NW

4"x4" conc. Mon. w/3/4" iron found on 

c/l N-S road at fence line to E by T. 

Troolin

1975

N & D in 6" Balsam - 24.85' E                                

N & D in 10" Poplar - 20.10' SE                              

N & D in 10" Poplar - 45.56' NNW

185407

25 46-22 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Birch – S 45 deg. E, 54.4'                                

8” Balsam– N 45 deg. E, 51.0'

Book 1, 

Page 359

25 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 56 deg. W, 9.9'                               

12” Aspen – N 56 deg. E, 9.9'                       

12" Aspen - N 68 deg. W, 28.4'                              

12” Aspen – S 54 deg. E, 23.1'

GLO  Bk 

3 P. 23

25 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – N 25 deg. E, 9.2'                               

14” Aspen – S 44 deg. E, 19.8'                       

GLO  Bk 

3 P. 22

25 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 60 deg. W, 11.2'                               

14” Aspen – N 28 deg. E, 25.1'                       

14” Aspen - S 32 deg. E, 18.5'                              

15” Aspen – S 85 deg. W, 13.9'

GLO  Bk 

3 P. 2

25 46-22 SW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

12” Maple – N 45 deg. W, 51.6'                             

10” Red Oak – S 45 deg. W, 55.6'                          

6” Maple – N 45 deg. E, 44.4'

Book 1, 

Page 378

25 46-22 SW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 56 deg E, 40.1'                           

12” Maple - N 54 deg W, 51.6'

Book 1, 

Page 246

25 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 54 deg. E, 19.8'                               

14” Birch – S 07 deg. W, 10.6'                       

10" Maple - N 48 deg. E, 26.4'                              

6” Aspen – N 35 deg. W, 7.9'

GLO  Bk 

3 P. 21

25 46-22 W 1/4

1 1/2" pipe found on c/l N-S road 

approx. 173' S of Split Rock River at 

property split by T. Troolin

1975

steel post - 24.20' NE                                             

N & D in wood FP - 81.93' SE                                

N & D in 12" Elm - 74.40' NW

185409

25 46-22 W 1/4
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – N 45 deg. W, 74.4'                                 

24” Elm – N 90 deg. E, 97.5'  

Book 1, 

Page 381

25 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Elm – S 77 deg. E, 25.1'                               

16” Birch – S 59 deg. W, 9.9'                       

GLO  Bk 

3 P. 22

25 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on W line SW ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 246

26 46-22  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set iron. Mon.         

Distances and angles shown

Book 1,  

Page 381

26 46-22  
Road Survey in Sec. 26 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N-S 1/4 Line of Section.                   

Mag. Var. And distances shown 

Book 1, 

Page 80

26 46-22 E 1/4

1 1/2" pipe found on c/l N-S road 

approx. 173' S of Split Rock River at 

property split by T. Troolin

1975

steel post - 24.20' NE                                             

N & D in wood FP - 81.93' SE                                

N & D in 12" Elm - 74.40' NW

185409

26 46-22 E 1/4
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – N 45 deg. W, 74.4'                                 

24” Elm – N 90 deg. E, 97.5'  

Book 1, 

Page 381

26 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
14” Elm – S 77 deg. E, 25.1'                               

16” Birch – S 59 deg. W, 9.9'                       

GLO  Bk 

3 P. 22

26 46-22 N 1/4
1" pipe found on c/l N-S road at fence 

line to E by T. Troolin
1975

N & D in 6" Maple - 18.73' E                                    

N & D in 5" Maple - 28.25' SE                                

N & D in 8" Balsam - 38.34' SE

185408
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26 46-22 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

6” Poplar – S 90 deg. W, 74.0'                               

16” Birch – S 45 deg. E, 74.0'  

Book 1, 

Page 381

26 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

9" Balsam - S 80 deg. W, 33.0'                               

5" Birch - N 60 deg. E, 28.7'                         

Book 1, 

Page 80

26 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – N 84 deg. W, 19.8'                               

15” Birch – S 84 deg. W, 19.8'                       

GLO  Bk 

3 P. 35

26 46-22 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1924

10” Birch – S 45 deg. E, 54.4'                                

8” Balsam– N 45 deg. E, 51.0'

Book 1, 

Page 359

26 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 56 deg. W, 9.9'                               

12” Aspen – N 56 deg. E, 9.9'                       

12" Aspen - N 68 deg. W, 28.4'                              

12” Aspen – S 54 deg. E, 23.1'

GLO  Bk 

3 P. 23

26 46-22 NE  

4"x4" conc. Mon. w/3/4" iron found on 

c/l N-S road at fence line to E by T. 

Troolin

1975

N & D in 6" Balsam - 24.85' E                                

N & D in 10" Poplar - 20.10' SE                               

N & D in 10" Poplar - 45.56' NNW

185407

26 46-22 NW
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. E, 61.0'                               

7” Poplar – S 45 deg. W, 88.7'  

Book 1, 

Page 381

26 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 71 deg. E, 7.9'                               

13” Aspen – N 52 deg. W, 19.8'                       

8" Birch - N 15 deg. E, 13.9'                              

8” Maple – S 10 deg. W, 11.9'

GLO  Bk 

3 P. 34

26 46-22 S 1/4
1/2” iron bolt set at corner by Glen 

Bickley, County Surveyor
1923

6” Birch – S 45 deg. E, 32.8'                                 

4” Poplar – S 45 deg. W, 38.0'  

Book 1, 

Page 381

26 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Maple - N 16 deg. E, 71.9'                               

10" Birch - S 52 deg. E, 29.4'                         

Book 1, 

Page 80

26 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 65 deg. W, 17.2'                               

9” Pine – S 05 deg. W, 15.8'                       

GLO  Bk 

3 P. 33

26 46-22 SE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

12” Maple – N 45 deg. W, 51.6'                             

10” Red Oak – S 45 deg. W, 55.6'                          

6” Maple – N 45 deg. E, 44.4'

Book 1, 

Page 378

26 46-22 SE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 56 deg E, 40.1'                           

12” Maple - N 54 deg W, 51.6'

Book 1, 

Page 246

26 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 54 deg. E, 19.8'                               

14” Birch – S 07 deg. W, 10.6'                       

10" Maple - N 48 deg. E, 26.4'                              

6” Aspen – N 35 deg. W, 7.9'

GLO  Bk 

3 P. 21

26 46-22 SW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. W, 52.5'                             

4” Poplar – S 45 deg. E, 19.5'                               

4” Poplar – N 45 deg. W, 30.0'

Book 1, 

Page 381

26 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 61 deg. E, 17.8'                               

4” Maple – S 49 deg. E, 17.2'                       16" 

Aspen - S 08 deg. W, 29.0'                              

5” Maple – N 30 deg. W, 27.7'

GLO  Bk 

3 P. 32

26 46-22 W 1/4
1” iron rod set at corner by Glen 

Bickley, County Surveyor
1923

8” Balsam – N 45 deg. W, 29.3'                             

12” Birch – S 45 deg. W, 45.0'  

Book 1, 

Page 381

26 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 69 deg. E, 13.2'                               

12” Tamarack – N 47 deg. W, 13.2'                       

GLO  Bk 

3 P. 34

26 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on E line SE ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 246

27 46-22  
Road Survey in Sec. 27 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S. Line SW1/4 of Section.                

Mag. Var. And distances shown 

Book 1, 

Page 81

27 46-22 E 1/4
1” iron rod set at corner by Glen 

Bickley, County Surveyor
1923

8” Balsam – N 45 deg. W, 29.3'                             

12” Birch – S 45 deg. W, 45.0'  

Book 1, 

Page 381

27 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 69 deg. E, 13.2'                               

12” Tamarack – N 47 deg. W, 13.2'                       

GLO  Bk 

3 P. 34

27 46-22 N 1/4
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 16" Maple - 32.00' ENE                           

N & D in 6" R. Oak - 19.55' SE                                

N & D in 8" Poplar - 63.33' WSW

185410

27 46-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg E, 51.8'                             

16” W. Birch - S 45 deg W, 61.0'

Book 1, 

Page 220

27 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
6” Birch – S 00 deg. E, 16.5'                               

11” Birch – N 00 deg. E, 16.5'                       

GLO  Bk 

3 P. 46

27 46-22 NE
1 ¼” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. E, 61.0'                                 

7” Poplar – S 45 deg. W, 88.7'  

Book 1, 

Page 381

27 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 71 deg. E, 7.9'                               

13” Aspen – N 52 deg. W, 19.8'                       

8" Birch - N 15 deg. E, 13.9'                              

8” Maple – S 10 deg. W, 11.9'

GLO  Bk 

3 P. 34
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27 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – S 30 deg. W, 3.3'                               

12” Birch – S 56 deg. E, 13.2'                       9" 

Maple - N 55 deg. W, 17.2'                              

8” Ash – N 75 deg. E, 22.4'

GLO  Bk 

3 P. 45

27 46-22 S 1/4
1 1/2" capped pipe found on c/l N-S 

road by T. Troolin
1975

N & D in 14" R. Oak - 90.35' ENE                          

N & D in 10" R. Oak - 28.35' SW                            

N & D in 14" Ash - 53.80' NW

185413

27 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" R. Oak - N 56 deg. E, 33.3'                              

10" Birch - S 57 deg. E, 39.3'                         

Book 1, 

Page 81

27 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 61 deg. E, 4.0'                               

5” Maple – S 38 deg. E, 9.2'                       

GLO  Bk 

3 P. 44

27 46-22 SE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. W, 52.5'                             

4” Poplar – S 45 deg. E, 19.5'                               

4” Poplar – N 45 deg. W, 30.0'

Book 1, 

Page 381

27 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 61 deg. E, 17.8'                               

4” Maple – S 49 deg. E, 17.2'                       16" 

Aspen - S 08 deg. W, 29.0'                              

5” Maple – N 30 deg. W, 27.7'

GLO  Bk 

3 P. 32

27 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 51 deg. W, 42.6'                           

10" Spruce - S 44 deg. E, 41.6'                         

Book 1, 

Page 81

27 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 67 deg. E, 13.2'                               

14” Aspen – S 37 deg. W, 26.4'                       

9" Birch - S 46 deg. E, 16.5'                              

10” Birch – N 05 deg. W, 7.2'

GLO  Bk 

3 P. 43

27 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 80 deg. W, 5.3'                               

10” Tamarack – N 88 deg. E, 14.5'                       

GLO  Bk 

3 P. 45

27 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N-S 1/4 line North of T.H 27                         

Distance and Mag. Var. shown 

Book 1, 

Page 220

28 46-22  
Road Survey in Sec. 28 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S. Line SE1/4 of Section.                 

Mag. Var. And distances shown 

Book 1, 

Page 81

28 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 80 deg. W, 5.3'                               

10” Tamarack – N 88 deg. E, 14.5'                       

GLO  Bk 

3 P. 45

28 46-22 N 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Balsam - N 45 deg W, 49.5'                             

10” Balsam - S 45 deg E, 41.2'

Book 1, 

Page 220

28 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
13” Aspen – N 32 deg. E, 16.5'                               

6” Maple – S 19 deg. E, 5.3'                       

GLO  Bk 

3 P. 57

28 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Maple – S 30 deg. W, 3.3'                               

12” Birch – S 56 deg. E, 13.2'                       9" 

Maple - N 55 deg. W, 17.2'                              

8” Ash – N 75 deg. E, 22.4'

GLO  Bk 

3 P. 45

28 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?)” Birch – S 22 deg. W, 42.2'                               

(?”) Elm – S 40 deg. E, 47.5'                       (?") 

Birch - N 75 deg. W, 48.8'                              

(?”) Birch – N 60 deg. E, 6.6'

GLO  Bk 

3 P. 56

28 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

5" Maple - N 46 deg. W, 49.5'                               

10" Balsam - S 13 deg. E, 34.0'                         

Book 1, 

Page 81

28 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” Tamarack – N 22 deg. E, 5.9'                               

6” Tamarack – S 16 deg. W, 8.6'                       

GLO  Bk 

3 P. 55

28 46-22 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 51 deg. W, 42.6'                           

10" Spruce - S 44 deg. E, 41.6'                         

Book 1, 

Page 81

28 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 67 deg. E, 13.2'                               

14” Aspen – S 37 deg. W, 26.4'                       

9" Birch - S 46 deg. E, 16.5'                              

10” Birch – N 05 deg. W, 7.2'

GLO  Bk 

3 P. 43

28 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 33 deg. W, 47.9'                             

5" Birch - N 82 deg. E, 28.4'                         

Book 1, 

Page 82

28 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 22 deg. E, 7.9'                               

10” Aspen – N 12 deg. W, 7.3'                       8" 

Birch - N 21 deg. E, 40.3'                              

12” Birch – S 10 deg. W, 48.8'

GLO  Bk 

3 P. 54

28 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 35 deg. E, 7.3'                               

10” Maple – N 34 deg. W, 21.1'                       

GLO  Bk 

3 P. 56

28 46-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N-S 1/4 line South of T.H 27                         

Distance and Mag. Var. shown 

Book 1, 

Page 221

29 46-22  
Road Survey in Sec. 29 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S. Line of Section.                        

Mag. Var. And distance shown 

Book 1, 

Page 82

29 46-22  
Road Survey in Sec 29 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line Section                          

Only distances shown 

Book 1, 

Page 79
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29 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – N 35 deg. E, 7.3'                               

10” Maple – N 34 deg. W, 21.1'                       

GLO  Bk 

3 P. 56

29 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Aspen – N 07 deg. E, 7.3'                               

9” Birch – S 61 deg. E, 13.2'                       

GLO  Bk 

3 P. 69

29 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

(?)” Birch – S 22 deg. W, 42.2'                               

(?”) Elm – S 40 deg. E, 47.5'                       (?") 

Birch - N 75 deg. W, 48.8'                              

(?”) Birch – N 60 deg. E, 6.6'

GLO  Bk 

3 P. 56

29 46-22 NW
1 1/2" capped pipe set on c/l N-S road 

at fence line to E by T. Troolin
1975

N & D in 8" Poplar - 52.95' E                                  

N & D in 8" Elm - 78.85' SE                                  

N & D in 8" Poplar - 61.60' WSW

185411

29 46-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Basswood - S 52 deg. W, 31.7'                        

10" Birch - N 68 deg. W, 41.6'                         

Book 1, 

Page 79

29 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 42 deg. E, 8.6'                               

10” Aspen – N 36 deg. W, 14.5'                       

10" Aspen - S 19 deg. E, 11.9'                              

7” Birch – S 58 deg. W, 12.5'

GLO  Bk 

3 P. 68

29 46-22 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Balsam - N 69 deg. W, 27.7'                             

12" Birch - S 32 deg. E, 13.2'                         

Book 1, 

Page 82

29 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 33 deg. E, 13.2'                               

10” Birch – N 80 deg. W, 8.6'                       

GLO  Bk 

3 P. 66

29 46-22 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 33 deg. W, 47.9'                             

5" Birch - N 82 deg. E, 28.4'                         

Book 1, 

Page 82

29 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 22 deg. E, 7.9'                               

10” Aspen – N 12 deg. W, 7.3'                       8" 

Birch - N 21 deg. E, 40.3'                              

12” Birch – S 10 deg. W, 48.8'

GLO  Bk 

3 P. 54

29 46-22 SW
1 1/2" pipe set on c/l N-S road by J. 

Halverson
1966

12" Oak - 59.00' ENE                                              

24" Pine - 43.05' WNW                                           

18" Oak - 67.75' NW

158911

29 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 75 deg. E, 56.4'                             

12" Birch - N 23 deg. W, 66.0'                         

Book 1, 

Page 79

29 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 71 deg. E, 8.6'                               

10” Birch – S 60 deg. E, 4.0'                       10" 

Birch - N 75 deg. W, 24.4'                              9” 

Birch – S 02 deg. W, 11.2'

GLO  Bk 

3 P. 65

29 46-22 W 1/4
1 1/2" capped pipe found on c/l N-S 

road at c/l road to W by T. Troolin
1975

N & D in 14" Birch - 74.35' NE                               

N & D in 10" Birch - 70.80' SE                                

N & D in 18" Basswood - 69.15' WSW

185412

29 46-22 W 1/4
New tie set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Balsam - S 90 deg. W, 25.1'                            

12" Birch - N 23 deg W, 57.8'                

Book 1, 

Page 79

29 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 40 deg. E, 7.9'                               

12” Birch – S 72 deg. W, 17.2'                       

GLO  Bk 

3 P. 68

30 46-22  
Survey of West line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 222

30 46-22  
Road Survey in Sec. 30 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line Section                             

Only distances shown 

Book 1, 

Page 79

30 46-22 E 1/4
1 1/2" capped pipe found on c/l N-S 

road at c/l road to W by T. Troolin
1975

N & D in 14" Birch - 74.35' NE                               

N & D in 10" Birch - 70.80' SE                                

N & D in 18" Basswood - 69.15' WSW

185412

30 46-22 E 1/4
New tie set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Balsam - S 90 deg. W, 25.1'                             

12" Birch - N 23 deg W, 57.8'                

Book 1, 

Page 79

30 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 40 deg. E, 7.9'                               

12” Birch – S 72 deg. W, 17.2'                       

GLO  Bk 

3 P. 68

30 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
10” Birch – S 28 deg. E, 9.2'                               

9” Birch – N 45 deg. W, 12.5'                       

GLO  Bk 

3 P. 70

30 46-22 NE
1 1/2" capped pipe set on c/l N-S road 

at fence line to E by T. Troolin
1975

N & D in 8" Poplar - 52.95' E                                 

N & D in 8" Elm - 78.85' SE                                   

N & D in 8" Poplar - 61.60' WSW

185411

30 46-22 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Basswood - S 52 deg. W, 31.7'                       

10" Birch - N 68 deg. W, 41.6'                         

Book 1, 

Page 79

30 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 42 deg. E, 8.6'                               

10” Aspen – N 36 deg. W, 14.5'                       

10" Aspen - S 19 deg. E, 11.9'                              

7” Birch – S 58 deg. W, 12.5'

GLO  Bk 

3 P. 68

30 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 70 deg. E, 13.2'                               

10” White Birch –N 66 deg. W, 5.3'                       

8" White Birch - S 36 deg. W, 32.3'                              

7” Maple – S 44 deg. E, 24.4'

GLO  Bk 

3 P. 9
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30 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 70 deg. W, 7.9'                               

12” Tamarack – N 87 deg. E, 5.9'                       

GLO  Bk 

3 P. 67

30 46-22 SE
1 1/2" pipe set on c/l N-S road by J. 

Halverson
1966

12" Oak - 59.00' ENE                                              

24" Pine - 43.05' WNW                                         

18" Oak - 67.75' NW

158911

30 46-22 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 75 deg. E, 56.4'                               

12" Birch - N 23 deg. W, 66.0'                         

Book 1, 

Page 79

30 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 71 deg. E, 8.6'                               

10” Birch – S 60 deg. E, 4.0'                       10" 

Birch - N 75 deg. W, 24.4'                              9” 

Birch – S 02 deg. W, 11.2'

GLO  Bk 

3 P. 65

30 46-22 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Spruce - N 45 deg E, 26.2'                                

4” Spruce- S 45 deg E, 21.8'

Book 1, 

Page 222

30 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4” Tamarack – S 43 deg. E, 14.5'                               

4” Tamarack – N 50 deg. W, 32.3'                       

5” Tamarack - N 64 deg. E, 37.6'                              

4” Tamarack – S 63 deg. W, 32.3'

GLO  Bk 

3 P. 8

30 46-22 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Tamarack - S 00 deg E, 4.0'                              

5” Spruce- N 00 deg E, 2.0'

Book 1, 

Page 222

30 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – S 15 deg. W, 11.9'                               

5” Tamarack – N 35 deg. E, 17.2'                       

GLO  Bk 

3 P. 9

31 46-22  
Road Survey in Sec. 31 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line Section                          

Only distances shown 

Book 1, 

Page 79

31 46-22 E 1/4
New tie set for cor. By F.J. O'Hara,  

County Surveyor
1909 10" Ash - N 29 deg. W, 88.4'                                                       

Book 1, 

Page 79

31 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 22 deg. W, 4.0'                               

7” Birch – N 71 deg. E, 6.6'                       

GLO  Bk 

3 P. 65

31 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
9” Tamarack – S 70 deg. W, 7.9'                               

12” Tamarack – N 87 deg. E, 5.9'                       

GLO  Bk 

3 P. 67

31 46-22 NE
1 1/2" pipe set on c/l N-S road by J. 

Halverson
1966

12" Oak - 59.00' ENE                                            

24" Pine - 43.05' WNW                                           

18" Oak - 67.75' NW

158911

31 46-22 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 75 deg. E, 56.4'                               

12" Birch - N 23 deg. W, 66.0'                         

Book 1, 

Page 79

31 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 71 deg. E, 8.6'                               

10” Birch – S 60 deg. E, 4.0'                       10" 

Birch - N 75 deg. W, 24.4'                              9” 

Birch – S 02 deg. W, 11.2'

GLO  Bk 

3 P. 65

31 46-22 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Spruce - N 45 deg E, 26.2'                                

4” Spruce- S 45 deg E, 21.8'

Book 1, 

Page 222

31 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4” Tamarack – S 43 deg. E, 14.5'                               

4” Tamarack – N 50 deg. W, 32.3'                       

5” Tamarack - N 64 deg. E, 37.6'                              

4” Tamarack – S 63 deg. W, 32.3'

GLO  Bk 

3 P. 8

31 46-22 S 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 213

31 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Aspen – N 10 deg. E, 39.6'                               

3” Aspen – S 50 deg. W, 19.8'                       

GLO  Bk 

3 P. 21

31 46-22 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" Basswood - S 43 deg. W, 51.4'                     

16" Elm - S 54 deg. E, 62.7'                         

Book 1, 

Page 79

31 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16” Aspen – N 20 deg. E, 12.5'                               

15” Aspen – S 45 deg. W, 30.4'                       

8” Elm – S 63 deg. E, 23.8'                              

16” White Birch – N 45 deg. W, 24.4'

GLO  Bk 

3 P. 20

31 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – N 57 deg. E, 30.4'                               

12” White Birch – N 21 deg. W, 37.0'                       

11” White Birch – S 68 deg. W, 18.5'                              

10” Balm of Giliad – S 49 deg. E, 16.5'

GLO  Bk 

3 P. 14

31 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Birch – N 73 deg. E, 5.3'                               

8” White Birch – S 90 deg. W, 16.5'                       

GLO  Bk 

3 P. 8

31 46-22

Road Survey on S line SE1/4 of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 213

32 46-22  
Road Survey in Sec. 32 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line Section                             

Only distances shown 

Book 1, 

Page 79

32 46-22  
Road Survey in Sec. 32 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N. Line of Section.                     

Mag. Var. And distance shown 

Book 1, 

Page 82
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32 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 18 deg. E, 5.3'                               

10” Birch – N 73 deg. W, 33.0'                       

GLO  Bk 

3 P. 54

32 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Balsam - N 69 deg. W, 27.7'                            

12" Birch - S 32 deg. E, 13.2'                         

Book 1, 

Page 82

32 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 33 deg. E, 13.2'                               

10” Birch – N 80 deg. W, 8.6'                       

GLO  Bk 

3 P. 66

32 46-22 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 33 deg. W, 47.9'                             

5" Birch - N 82 deg. E, 28.4'                         

Book 1, 

Page 82

32 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 22 deg. E, 7.9'                               

10” Aspen – N 12 deg. W, 7.3'                       8" 

Birch - N 21 deg. E, 40.3'                              

12” Birch – S 10 deg. W, 48.8'

GLO  Bk 

3 P. 54

32 46-22 NW
1 1/2" pipe set on c/l N-S road by J. 

Halverson
1966

12" Oak - 59.00' ENE                                             

24" Pine - 43.05' WNW                                           

18" Oak - 67.75' NW

158911

32 46-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Maple - N 75 deg. E, 56.4'                             

12" Birch - N 23 deg. W, 66.0'                         

Book 1, 

Page 79

32 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

6” Birch – N 71 deg. E, 8.6'                               

10” Birch – S 60 deg. E, 4.0'                       10" 

Birch - N 75 deg. W, 24.4'                              9” 

Birch – S 02 deg. W, 11.2'

GLO  Bk 

3 P. 65

32 46-22 S 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

12” Red Oak - S 00 deg E, 57.4'                             

8” Spruce stump - N 45 deg W, 59.3'

Book 1, 

Page 215

32 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 20 deg. W, 12.5'                               

8” Tamarack – S 61 deg. E, 14.5'                       

GLO  Bk 

3 P. 20

32 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3 P. 19

32 46-22 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" Basswood - S 43 deg. W, 51.4'                      

16" Elm - S 54 deg. E, 62.7'                         

Book 1, 

Page 79

32 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16” Aspen – N 20 deg. E, 12.5'                               

15” Aspen – S 45 deg. W, 30.4'                       

8” Elm – S 63 deg. E, 23.8'                              

16” White Birch – N 45 deg. W, 24.4'

GLO  Bk 

3 P. 20

32 46-22 W 1/4
New tie set for cor. By F.J. O'Hara,  

County Surveyor
1909 10" Ash - N 29 deg. W, 88.4'                                                       

Book 1, 

Page 79

32 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 22 deg. W, 4.0'                               

7” Birch – N 71 deg. E, 6.6'                       

GLO  Bk 

3 P. 65

33 46-22  
Road Survey in Sec. 33 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N. Line NE1/4 of Section.               

Mag. Var. and distances shown 

Book 1, 

Page 81

33 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 18 deg. W, 5.9'                               

14” Aspen – S 73 deg. E, 9.9'                       

GLO  Bk 

3 P. 43

33 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

5" Maple - N 46 deg. W, 49.5'                               

10" Balsam - S 13 deg. E, 34.0'                         

Book 1, 

Page 81

33 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
24” Tamarack – N 22 deg. E, 5.9'                               

6” Tamarack – S 16 deg. W, 8.6'                       

GLO  Bk 

3 P. 55

33 46-22 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 51 deg. W, 42.6'                           

10" Spruce - S 44 deg. E, 41.6'                         

Book 1, 

Page 81

33 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 67 deg. E, 13.2'                               

14” Aspen – S 37 deg. W, 26.4'                       

9" Birch - S 46 deg. E, 16.5'                              

10” Birch – N 05 deg. W, 7.2'

GLO  Bk 

3 P. 43

33 46-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 33 deg. W, 47.9'                             

5" Birch - N 82 deg. E, 28.4'                         

Book 1, 

Page 82

33 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Birch – S 22 deg. E, 7.9'                               

10” Aspen – N 12 deg. W, 7.3'                       8" 

Birch - N 21 deg. E, 40.3'                              

12” Birch – S 10 deg. W, 48.8'

GLO  Bk 

3 P. 54

33 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – S 38 deg. W, 9.9'                               

13” Fir – N 21 deg. W, 29.0'                       

GLO  Bk 

3 P. 18

33 46-22 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Elm - N 45 deg W, 73.5'                                   

6” Aspen – S 45 deg E, 51.5'  

Book 1, 

Page 214

33 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Aspen – N 60 deg. E, 9.9'                               

14” White Birch – N 12 deg. W, 13.2'                       

16” Aspen – S 41 deg. W, 29.7'                              

15” Aspen – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 18
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33 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3 P. 19

33 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
7” Birch – N 18 deg. E, 5.3'                               

10” Birch – N 73 deg. W, 33.0'                       

GLO  Bk 

3 P. 54

34 46-22  
Road Survey in Sec. 34 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on N. Line NW1/4 of Section.               

Mag. Var. And distances shown 

Book 1, 

Page 81

34 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 30 deg. W, 5.9'                               

10” Birch – S 18 deg. E, 16.5'                       

GLO  Bk 

3 P. 32

34 46-22 N 1/4
1 1/2" capped pipe found on c/l N-S 

road by T. Troolin
1975

N & D in 14" R. Oak - 90.35' ENE                         

N & D in 10" R. Oak - 28.35' SW                            

N & D in 14" Ash - 53.80' NW

185413

34 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

14" R. Oak - N 56 deg. E, 33.3'                             

10" Birch - S 57 deg. E, 39.3'                         

Book 1, 

Page 81

34 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Birch – N 61 deg. E, 4.0'                               

5” Maple – S 38 deg. E, 9.2'                       

GLO  Bk 

3 P. 44

34 46-22 NE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. W, 52.5'                             

4” Poplar – S 45 deg. E, 19.5'                               

4” Poplar – N 45 deg. W, 30.0'

Book 1, 

Page 381

34 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 61 deg. E, 17.8'                               

4” Maple – S 49 deg. E, 17.2'                       16" 

Aspen - S 08 deg. W, 29.0'                              

5” Maple – N 30 deg. W, 27.7'

GLO  Bk 

3 P. 32

34 46-22 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

10" Balsam - S 51 deg. W, 42.6'                           

10" Spruce - S 44 deg. E, 41.6'                         

Book 1, 

Page 81

34 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

12” Aspen – N 67 deg. E, 13.2'                               

14” Aspen – S 37 deg. W, 26.4'                       

9" Birch - S 46 deg. E, 16.5'                              

10” Birch – N 05 deg. W, 7.2'

GLO  Bk 

3 P. 43

34 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 10 deg. E, 23.8'                               

8” Maple – S 15 deg. E, 13.2'                       

GLO  Bk 

3 P. 17

34 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 42 deg. W, 60.7'                               

8” Tamarack – N 75 deg. E, 7.3'                       

12” Tamarack – S 10 deg. E, 11.9'                              

No other tree near to use for ties

GLO  Bk 

3 P. 17

34 46-22 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Elm - N 45 deg W, 73.5'                                   

6” Aspen – S 45 deg E, 51.5'  

Book 1, 

Page 214

34 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

13” Aspen – N 60 deg. E, 9.9'                               

14” White Birch – N 12 deg. W, 13.2'                       

16” Aspen – S 41 deg. W, 29.7'                              

15” Aspen – S 15 deg. W, 25.7'

GLO  Bk 

3 P. 18

34 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Aspen – N 18 deg. W, 5.9'                               

14” Aspen – S 73 deg. E, 9.9'                       

GLO  Bk 

3 P. 43

35 46-22 E 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

18” Ash - S 62 deg E, 48.5'                                 

14” Elm - S 70 deg W, 22.8'

Book 1, 

Page 246

35 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Elm – S 60 deg. E, 9.2'                               

7” Ash – S 48 deg. W, 16.5'                       

GLO  Bk 

3 P. 21

35 46-22 N 1/4
1/2” iron bolt set at corner by Glen 

Bickley, County Surveyor
1923

6” Birch – S 45 deg. E, 32.8'                                 

4” Poplar – S 45 deg. W, 38.0'  

Book 1, 

Page 381

35 46-22 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Maple - N 16 deg. E,  71.9'                                

10" Birch - S 52 deg. E, 29.4'                         

Book 1, 

Page 80

35 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Tamarack – N 65 deg. W, 17.2'                               

9” Pine – S 05 deg. W, 15.8'                       

GLO  Bk 

3 P. 33

35 46-22 NE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

12” Maple – N 45 deg. W, 51.6'                             

10” Red Oak – S 45 deg. W, 55.6'                          

6” Maple – N 45 deg. E, 44.4'

Book 1, 

Page 378

35 46-22 NE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 56 deg E, 40.1'                           

12” Maple - N 54 deg W, 51.6'

Book 1, 

Page 246

35 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 54 deg. E, 19.8'                               

14” Birch – S 07 deg. W, 10.6'                       

10" Maple - N 48 deg. E, 26.4'                              

6” Aspen – N 35 deg. W, 7.9'

GLO  Bk 

3 P. 21

35 46-22 NW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

5” Poplar – S 45 deg. W, 52.5'                             

4” Poplar – S 45 deg. E, 19.5'                               

4” Poplar – N 45 deg. W, 30.0'

Book 1, 

Page 381
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35 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

8” Maple – N 61 deg. E, 17.8'                               

4” Maple – S 49 deg. E, 17.2'                       16" 

Aspen - S 08 deg. W, 29.0'                              

5” Maple – N 30 deg. W, 27.7'

GLO  Bk 

3 P. 32

35 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack – N 70 deg. W, 17.8'                               

3” Tamarack – S 85 deg. W, 31.0'                       

GLO  Bk 

3 P. 16

35 46-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. W, 8.6'                               

6” White Birch – N 43 deg. W, 8.6'                       

12” Tamarack - (?) 54 deg. E, 52.8'                              

9” Spruce – S 36 deg. W, 9.9'

GLO  Bk 

3 P. 15

35 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 42 deg. W, 60.7'                               

8” Tamarack – N 75 deg. E, 7.3'                       

12” Tamarack – S 10 deg. E, 11.9'                              

No other tree near to use for ties

GLO  Bk 

3 P. 17

35 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Birch – S 30 deg. W, 5.9'                               

10” Birch – S 18 deg. E, 16.5'                       

GLO  Bk 

3 P. 32

35 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on E line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 246

36 46-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Aspen – N 74 deg. E, 13.2'                               

6” Birch – S 74 deg. W, 9.2'                       

GLO  Bk 

3 P. 1

36 46-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
8” Maple – N 25 deg. E, 9.2'                               

14” Aspen – S 44 deg. E, 19.8'                       

GLO  Bk 

3 P. 22

36 46-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Aspen – N 60 deg. W, 11.2'                               

14” Aspen – N 28 deg. E, 25.1'                       

14” Aspen - S 32 deg. E, 18.5'                              

15” Aspen – S 85 deg. W, 13.9'

GLO  Bk 

3 P. 2

36 46-22 NW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

12” Maple – N 45 deg. W, 51.6'                             

10” Red Oak – S 45 deg. W, 55.6'                          

6” Maple – N 45 deg. E, 44.4'

Book 1, 

Page 378

36 46-22 NW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

12” W. Birch - S 56 deg E, 40.1'                           

12” Maple - N 54 deg W, 51.6'

Book 1, 

Page 246

36 46-22 NW

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872

10” Birch – S 54 deg. E, 19.8'                               

14” Birch – S 07 deg. W, 10.6'                       

10" Maple - N 48 deg. E, 26.4'                              

6” Aspen – N 35 deg. W, 7.9'

GLO  Bk 

3 P. 21

36 46-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Fir – N 30 deg. W, 9.9'                               

10” Spruce – S 12 deg. W, 4.0'                       

GLO  Bk 

3 P. 15

36 46-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. W, 8.6'                               

6” White Birch – N 43 deg. W, 8.6'                       

12” Tamarack - (?) 54 deg. E, 52.8'                              

9” Spruce – S 36 deg. W, 9.9'

GLO  Bk 

3 P. 15

36 46-22 W 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

18” Ash - S 62 deg E, 48.5'                                 

14” Elm - S 70 deg W, 22.8'

Book 1, 

Page 246

36 46-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1872
12” Elm – S 60 deg. E, 9.2'                               

7” Ash – S 48 deg. W, 16.5'                       

GLO  Bk 

3 P. 21

36 46-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on W line of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 246

1 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Tamarack – N 30 deg. E, 19.8'                               

7” Spruce – S 25 deg. W, 21.1'                       

GLO  Bk 

3 P. 13

1 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ White Birch – S 80 deg. E, 6.6'                       

6” Sugar – N 84 deg. W, 2.0'

GLO  Bk 

12 P. 12

1 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – N 51 deg. E, 57.4'                               

12” Aspen –N 55 deg. W, 7.9'                       

10" Spruce - S 61 deg. W, 11.9'                              

12” Aspen – S 31 deg. E, 54.1'

GLO  Bk 

3 P. 14

1 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 50 deg. E, 17.2'                        

7“ Tamarack – N 40 deg. W, 9.9'                           

6” Spruce – S 75 deg. W, 13.2'                             

6” Spruce – S 10 deg. E, 3.3'

GLO  Bk 

12 P. 12

1 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Aspen – S 78 deg. W, 5.9'                            

10” Birch – N 30 deg. W, 21.1'

GLO  Bk 

12 P. 24

1 46-23 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Twin Elm - N 45 deg E, 33.5'                            

18” Baumegiliad - N 45 deg W, 47.0'

Book 1, 

Page 225
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1 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – N 36 deg. E, 7.9'                               

11” Tamarack – N 47 deg. W, 7.3'                       

12” Tamarack - S 78 deg. W, 36.3'                              

12” Tamarack – S 68 deg. E, 11.9'

GLO  Bk 

3 P. 13

1 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 26 deg. W, 9.9'                         

9“ Tamarack – N 83 deg. E, 17.8'                        

9” Tamarack – S 74 deg. W, 15.2'                        

8” Tamarack – S 38 deg. E, 7.9'

GLO  Bk 

12 P. 23

1 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Fir – N 88 deg. E, 17.2'                                   

10” Fir – S 70 deg. W, 5.9'

GLO  Bk 

12 P. 24

1 46-23
Road survey on S line of SW1/4 by 

F.J. O'Hara, Deputy Co. Surveyor
1906

Found SW and S1/4 Cor. - Road is on S Sec. 

line. No Brgs and distances shown

Book 1, 

Page 62

2 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Fir – N 88 deg. E, 17.2'                                   

10” Fir – S 70 deg. W, 5.9'

GLO  Bk 

12 P. 24

2 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ Tamarack – N 86 deg. E, 6.6'                          

10” Tamarack – N 20 deg. W, 5.9'

GLO  Bk 

12 P. 11

2 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 50 deg. E, 17.2'                        

7“ Tamarack – N 40 deg. W, 9.9'                           

6” Spruce – S 75 deg. W, 13.2'                             

6” Spruce – S 10 deg. E, 3.3'

GLO  Bk 

12 P. 12

2 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Aspen – N 43 deg. E, 6.6'                            

13“ Aspen – N 64 deg. W, 18.5'                            

12” Aspen – S 19 deg. W, 21.8'                            

10” Aspen – S 37 deg. E, 32.3'

GLO  Bk 

12 P. 11

2 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Spruce – S 44 deg. E, 2.6'                                

14” Tamarack – N 36 deg. W, 9.2'

GLO  Bk 

12 P. 33

2 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 26 deg. W, 9.9'                         

9“ Tamarack – N 83 deg. E, 17.8'                        

9” Tamarack – S 74 deg. W, 15.2'                        

8” Tamarack – S 38 deg. E, 7.9'

GLO  Bk 

12 P. 23

2 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 03 deg. E, 28.4'                              

8“ Aspen – S 68 deg. W, 52.1'                               

6” Birch – N 70 deg. W, 62.7'                                 

5” Willow – S 80 deg. E, 5.3'

GLO  Bk 

12 P. 32

2 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
16“ Tamarack – N 40 deg. W, 5.3'                         

6” Spruce – S 26 deg. E, 7.3'

GLO  Bk 

12 P. 34

3 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
16“ Tamarack – N 40 deg. W, 5.3'                         

6” Spruce – S 26 deg. E, 7.3'

GLO  Bk 

12 P. 34

3 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Tamarack – N 49 deg. E, 4.0'                            

4” Tamarack – S 20 deg. W, 7.9'

GLO  Bk 

12 P. 7

3 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Aspen – N 43 deg. E, 6.6'                            

13“ Aspen – N 64 deg. W, 18.5'                              

12” Aspen – S 19 deg. W, 21.8'                            

10” Aspen – S 37 deg. E, 32.3'

GLO  Bk 

12 P. 11

3 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 15.8'                        

12“ Tamarack – N 30 deg. W, 16.5'                       

6” Tamarack – S 35 deg. W, 19.1'                         

8” Tamarack – S 29 deg. E, 12.5'

GLO  Bk 

12 P. 10

3 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Aspen – N 50 deg. E, 4.0'                              

14” Aspen – S 40 deg. W, 7.9'

GLO  Bk 

12 P. 44

3 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 03 deg. E, 28.4'                              

8“ Aspen – S 68 deg. W, 52.1'                               

6” Birch – N 70 deg. W, 62.7'                                 

5” Willow – S 80 deg. E, 5.3'

GLO  Bk 

12 P. 32

3 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

14” White Pine – N 43 deg. E, 98.3'                       

24“ White Pine – S 20 deg. E, 94.4'                      

12” Aspen – S 59 deg.W, 68.6'                              

8” Aspen – N 49 deg. W, 77.2'

GLO  Bk 

12 P. 43

3 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Tamarack – S 64 deg. W, 79.9'                         

9” Tamarack – N 64 deg. E, 101.6'

GLO  Bk 

12 P. 45

4 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Tamarack – S 64 deg. W, 79.9'                         

9” Tamarack – N 64 deg. E, 101.6'

GLO  Bk 

12 P. 45

4 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
14“ Aspen – N 51 deg. E, 4.6'                             

12” Aspen – S 39 deg. W, 5.3'

GLO  Bk 

12 P. 9
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4 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 15.8'                        

12“ Tamarack – N 30 deg. W, 16.5'                       

6” Tamarack – S 35 deg. W, 19.1'                         

8” Tamarack – S 29 deg. E, 12.5'

GLO  Bk 

12 P. 10

4 46-23 NW
1/2" capped pipe set on c/l E-W road 

at c/l road to N by B. Grivna
1995

spk in 6" Aspen - 66.16' NE                                

1/2" iron pipe - 30.93' SE                                   

Tele. Ped. - 48.00' SW

292277

4 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Aspen – N 15 deg. E, 36.3'                            

14“ Aspen – N 76 deg. W, 5.9'                              

12” Aspen – S 30 deg. W, 6.6'                             

10” Aspen – S 81 deg. E, 13.3'

GLO  Bk 

12 P. 9

4 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
20“ Spruce – N 76 deg. E, 27.7'                          

11” Aspen – S 18 deg. E, 9.9'

GLO  Bk 

12 P. 55

4 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

14” White Pine – N 43 deg. E, 98.3'                       

24“ White Pine – S 20 deg. E, 94.4'                      

12” Aspen – S 59 deg.W, 68.6'                              

8” Aspen – N 49 deg. W, 77.2'

GLO  Bk 

12 P. 43

4 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

2” Aspen – N 50 deg. E, 13.2'                                

2“ Aspen – N 65 deg. W, 11.9'                             

2” Aspen – S 52 deg. W, 13.2'                               

No other trees near

GLO  Bk 

12 P. 54

4 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
16“ Aspen – N 88 deg. W, 23.1'                           

9” Aspen – S 80 deg. E, 29.0'

GLO  Bk 

12 P. 56

5 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
16“ Aspen – N 88 deg. W, 23.1'                           

9” Aspen – S 80 deg. E, 29.0'

GLO  Bk 

12 P. 56

5 46-23 N 1/4
1/2" capped pipe set on c/l E-W road 

at c/l road to S by B. Grivna
1995

spk in 8" Tamarack - 94.19' SE                              

spk in 6" Aspen - 64.82' SW                                   

spk in Power Pole - 44.75' NW

292279

5 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7“ White Pine – N 10 deg. E, 99.0'                       

3” Tamarack – S 35 deg. E, 26.4'

GLO  Bk 

12 P. 8

5 46-23 NE
1/2" capped pipe set on c/l E-W road 

at c/l road to N by B. Grivna
1995

spk in 6" Aspen - 66.16' NE                                

1/2" iron pipe - 30.93' SE                                   

Tele. Ped. - 48.00' SW

292277

5 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Aspen – N 15 deg. E, 36.3'                            

14“ Aspen – N 76 deg. W, 5.9'                              

12” Aspen – S 30 deg. W, 6.6'                              

10” Aspen – S 81 deg. E, 13.3'

GLO  Bk 

12 P. 9

5 46-23 NW
1 1/2" pipe found on c/l E-W road at N-

S power line by B. Grivna
1995

spk in 12" Oak - 50.89' ESE                                

spk in Power Pole - 38.73' SW                               

spk in Power Pole - 43.12' NW

292278

5 46-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Aspen - N 15 deg. E, 36.3'                              

14” Aspen – N 76 deg. W, 3.3'      

Book 2, 

Page 11

5 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” Aspen – N 15 deg. E, 13.9'                            

13“ Aspen – N 35 deg. W, 9.9'                              

11” Aspen – S 47 deg. W, 9.9'                                

5” Sugar – S 41 deg. E, 3.3'

GLO  Bk 

12 P. 8

5 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

2” Aspen – N 50 deg. E, 13.2'                                

2“ Aspen – N 65 deg. W, 11.9'                             

2” Aspen – S 52 deg. W, 13.2'                               

No other trees near

GLO  Bk 

12 P. 54

5 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 16.5'                                

13“ Aspen – S 64 deg. W, 26.4'                             

10” Aspen – S 56 deg. E, 19.8'                             

14” Aspen – N 69 deg. E, 59.4'

GLO  Bk 

12 P. 68

5 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 16.5'                                

13“ Aspen – S 64 deg. W, 26.4'                             

10” Aspen – S 56 deg. E, 19.8'                             

14” Aspen – N 69 deg. E, 59.4'

GLO  Bk 

12 P. 68

6 46-23 N 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

4” Tamarack - N 49 deg. E, 4.0'                              

4” Tamarack – S 20 deg. W, 7.9'      

Book 2, 

Page 11

6 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Tamarack – N 49 deg. E, 4.0'                            

4” Tamarack – S 20 deg. W, 7.9'

GLO  Bk 

12 P. 7

6 46-23 NE
1 1/2" pipe found on c/l E-W road at N-

S power line by B. Grivna
1995

spk in 12" Oak - 50.89' ESE                                

spk in Power Pole - 38.73' SW                               

spk in Power Pole - 43.12' NW

292278

6 46-23 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Aspen - N 15 deg. E, 36.3'                              

14” Aspen – N 76 deg. W, 3.3'      

Book 2, 

Page 11
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6 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” Aspen – N 15 deg. E, 13.9'                            

13“ Aspen – N 35 deg. W, 9.9'                              

11” Aspen – S 47 deg. W, 9.9'                                

5” Sugar – S 41 deg. E, 3.3'

GLO  Bk 

12 P. 8

6 46-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

11” Black Ash - N 38 deg. E, 7.3'                          

14” Cedar – N 72 deg. W, 15.2'      

Book 2, 

Page 11

6 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

11” Black Ash – N 38 deg. E, 7.3'                        

14“ Cedar – N 72 deg. W, 15.2'                              

9” Black Ash – S 46 deg. W, 23.8'                        

8” Black Ash – S 20 deg. E, 18.5'

GLO  Bk 

12 P. 6

6 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 60 deg. E, 19.8'                        

6“ Tamarack – N 65 deg. W, 33.0'                       

6” Tamarack – S 45 deg. W, 29.7'                         

6” Tamarack – S 45 deg. E, 23.1'

GLO  Bk 

12 P. 5

6 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Aspen – N 85 deg. E, 14.5'                             

12” Aspen – N 47 deg. W, 3.3'

GLO  Bk 

12 P. 6

6 46-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of NE 1/4 of Section 6                   

Mag. Var. and Distance shown

Book 1, 

Page 202

7 46-23 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

10”  Poplar - N 45 deg E, 15.0'                             

5” Birch - S 45 deg W, 20.4'

Book 1, 

Page 259

7 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
2“ Aspen – N 10 deg. W, 19.8'                              

3” Aspen – N 54 deg. E, 49.5'

GLO  Bk 

12 P. 68

7 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 60 deg. E, 19.8'                        

6“ Tamarack – N 65 deg. W, 33.0'                       

6” Tamarack – S 45 deg. W, 29.7'                         

6” Tamarack – S 45 deg. E, 23.1'

GLO  Bk 

12 P. 5

7 46-23 S 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

6” Poplar - S 45 deg E, 36.2'                                 

10” Poplar - N 45 deg W, 33.2'

Book 1, 

Page 256

7 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Dead Aspen – S 74 deg. W, 23.1'                   

10” Dead Aspen – N 10 deg. W, 48.2'

GLO  Bk 

12 P. 67

7 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6“ Ash – N 38 deg. E, 29.7'                                  

3” Aspen – S 35 deg. W, 19.8'                              

No other trees near

GLO  Bk 

12 P. 66

7 46-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Poplar – S 45 deg. W,  29.3'                             

5” Poplar – N 90 deg. W, 38.2'  

Book 1, 

Page 328

7 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” White Birch – N 60 deg. E, 21.1'                    

12“ White Birch – N 70 deg. W, 8.6'                   

10” White Birch – S 20 deg. W, 14.5'                   

10” White Birch – S 62 deg. E, 27.7'

GLO  Bk 

12 P. 4

7 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ White Birch – N 75 deg. E, 6.6'                       

4” Fir – N 70 deg. W, 5.3'

GLO  Bk 

12 P. 5

8 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
4“ Tamarack – N 05 deg. E, 66.0'                         

2” Aspen – S 64 deg. W, 2.0'

GLO  Bk 

12 P. 54

8 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

2” Aspen – N 50 deg. E, 13.2'                                

2“ Aspen – N 65 deg. W, 11.9'                             

2” Aspen – S 52 deg. W, 13.2'                               

No other trees near

GLO  Bk 

12 P. 54

8 46-23 S 1/4
Set 1” iron bolt and took new ties to 

Cor. By H.D. Keath, County Surveyor
1918

N. end culvert - N 45 deg W, 24.5'                        

S. end culvert - S 45 deg W, 24.2'

Book 1, 

Page 259

8 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Dead Aspen – N 58 deg. W, 19.1'                   

20” Dead Aspen – S 28 deg. W, 19.8'

GLO  Bk 

12 P. 67

8 46-23 SE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Aspen - N 45 deg W, 27.4'                              

6” Tamarack - N 45 deg E, 26.7'

Book 1, 

Page 244

8 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Dead Aspen – N 44 deg. W, 33.0'                    

9“ Dead Aspen – N 83 deg. E, 26.4'                      

8” Dead Aspen – S 36 deg. E, 19.8'                     

No other trees near

GLO  Bk 

12 P. 52

8 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6“ Ash – N 38 deg. E, 29.7'                                  

3” Aspen – S 35 deg. W, 19.8'                              

No other trees near

GLO  Bk 

12 P. 66

8 46-23 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

10”  Poplar - N 45 deg E, 15.0'                             

5” Birch - S 45 deg W, 20.4'

Book 1, 

Page 259

8 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
2“ Aspen – N 10 deg. W, 19.8'                              

3” Aspen – N 54 deg. E, 49.5'

GLO  Bk 

12 P. 68

8 46-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on E-W ¼ line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 259
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8 46-23
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on S line of SE 1/4 of Section                      

Distance and Mag. Var. shown 

Book 1, 

Page 244

9 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Aspen – N 23 deg. W, 45.5'                              

6” Aspen – N 54 deg. E, 35.0'

GLO  Bk 

12 P. 43

9 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
20“ Spruce – N 76 deg. E, 27.7'                          

11” Aspen – S 18 deg. E, 9.9'

GLO  Bk 

12 P. 55

9 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

14” White Pine – N 43 deg. E, 98.3'                       

24“ White Pine – S 20 deg. E, 94.4'                      

12” Aspen – S 59 deg.W, 68.6'                              

8” Aspen – N 49 deg. W, 77.2'

GLO  Bk 

12 P. 43

9 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

2” Aspen – N 50 deg. E, 13.2'                                

2“ Aspen – N 65 deg. W, 11.9'                             

2” Aspen – S 52 deg. W, 13.2'                               

No other trees near

GLO  Bk 

12 P. 54

9 46-23 S 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

4” Tamarack - N 45 deg W, 40.7'                           

6” Tamarack - S 45 deg E, 36.5'

Book 1, 

Page 244

9 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Spruce – N 02 deg. E, 73.9'                              

8” Spruce – S 00 deg. E, 97.0'

GLO  Bk 

12 P. 53

9 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 03 deg. W, 76.6'                             

5“ Spruce – N 15 deg. E, 82.5'                             

7” Tamarack – S 79 deg.W, 82.5'                          

no other trees near

GLO  Bk 

12 P. 41

9 46-23 SW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Aspen - N 45 deg W, 27.4'                              

6” Tamarack - N 45 deg E, 26.7'

Book 1, 

Page 244

9 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Dead Aspen – N 44 deg. W, 33.0'                    

9“ Dead Aspen – N 83 deg. E, 26.4'                      

8” Dead Aspen – S 36 deg. E, 19.8'                     

No other trees near

GLO  Bk 

12 P. 52

9 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
4“ Tamarack – N 05 deg. E, 66.0'                         

2” Aspen – S 64 deg. W, 2.0'

GLO  Bk 

12 P. 54

9 46-23
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on S line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 244

10 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 78 deg. W, 27.1'                         

6” Tamarack – N 81 deg. E, 37.0'

GLO  Bk 

12 P. 32

10 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Aspen – N 50 deg. E, 4.0'                              

14” Aspen – S 40 deg. W, 7.9'

GLO  Bk 

12 P. 44

10 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 03 deg. E, 28.4'                              

8“ Aspen – S 68 deg. W, 52.1'                               

6” Birch – N 70 deg. W, 62.7'                                 

5” Willow – S 80 deg. E, 5.3'

GLO  Bk 

12 P. 32

10 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

14” White Pine – N 43 deg. E, 98.3'                       

24“ White Pine – S 20 deg. E, 94.4'                      

12” Aspen – S 59 deg.W, 68.6'                                

8” Aspen – N 49 deg. W, 77.2'

GLO  Bk 

12 P. 43

10 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Aspen – N 55 deg. E, 27.7'                              

12” Aspen – S 84 deg. E, 101.0'

GLO  Bk 

12 P. 42

10 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Tamarack – S 28 deg. W, 5.9'                           

5“ Tamarack – N 26 deg. W, 5.3'                           

5” Tamarack – N 50 deg. E, 15.8'                        

5” Tamarack – S 41 deg. E, 11.2'

GLO  Bk 

12 P. 30

10 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 03 deg. W, 76.6'                             

5“ Spruce – N 15 deg. E, 82.5'                             

7” Tamarack – S 79 deg.W, 82.5'                          

no other trees near

GLO  Bk 

12 P. 41

10 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Aspen – N 23 deg. W, 45.5'                              

6” Aspen – N 54 deg. E, 35.0'

GLO  Bk 

12 P. 43

11 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – S 83 deg. E, 33.0'                        

12” Aspen – S 56 deg. W, 64.7'

GLO  Bk 

12 P. 23

11 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Spruce – S 44 deg. E, 2.6'                                

14” Tamarack – N 36 deg. W, 9.2'

GLO  Bk 

12 P. 33
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11 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 26 deg. W, 9.9'                         

9“ Tamarack – N 83 deg. E, 17.8'                        

9” Tamarack – S 74 deg. W, 15.2'                        

8” Tamarack – S 38 deg. E, 7.9'

GLO  Bk 

12 P. 23

11 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 03 deg. E, 28.4'                              

8“ Aspen – S 68 deg. W, 52.1'                               

6” Birch – N 70 deg. W, 62.7'                                 

5” Willow – S 80 deg. E, 5.3'

GLO  Bk 

12 P. 32

11 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 04 deg. E, 9.2'                           

4” Tamarack – S 01 deg. W, 34.3'

GLO  Bk 

12 P. 31

11 46-23 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

10” Birch – N 45 deg. W, 46.0'                              

20” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 358

11 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Tamarack – N 46 deg. W, 9.9'                         

12“ Ash – N 51 deg. E, 23.8'                                

8” Birch – S 67 deg. W, 12.5'                                 

12” Birch – S 40 deg. E, 43.6'

GLO  Bk 

12 P. 21

11 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Tamarack – S 28 deg. W, 5.9'                           

5“ Tamarack – N 26 deg. W, 5.3'                           

5” Tamarack – N 50 deg. E, 15.8'                        

5” Tamarack – S 41 deg. E, 11.2'

GLO  Bk 

12 P. 30

11 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 78 deg. W, 27.1'                         

6” Tamarack – N 81 deg. E, 37.0'

GLO  Bk 

12 P. 32

12 46-23 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

9” Balsam - S 45 deg E, 32.5'                                

10” Balsam - N 85 deg W, 35.0'

Book 1, 

Page 225

12 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Aspen – S 80 deg. W, 6.6'                               

6” Sugar – N 44 deg. E, 4.0'                       

GLO  Bk 

3 P. 12

12 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Tamarack - N 61 deg. W, 11.9'                                          

5" Tamarack - S 48 deg. E, 19.8' 

GLO BK 

5 P 5

12 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Aspen – S 78 deg. W, 5.9'                            

10” Birch – N 30 deg. W, 21.1'

GLO  Bk 

12 P. 24

12 46-23 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Twin Elm - N 45 deg E, 33.5'                            

18” Baumegiliad - N 45 deg W, 47.0'

Book 1, 

Page 225

12 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12” Tamarack – N 36 deg. E, 7.9'                               

11” Tamarack – N 47 deg. W, 7.3'                       

12” Tamarack - S 78 deg. W, 36.3'                              

12” Tamarack – S 68 deg. E, 11.9'

GLO  Bk 

3 P. 13

12 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Tamarack – N 26 deg. W, 9.9'                         

9“ Tamarack – N 83 deg. E, 17.8'                        

9” Tamarack – S 74 deg. W, 15.2'                        

8” Tamarack – S 38 deg. E, 7.9'

GLO  Bk 

12 P. 23

12 46-23 S 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

18” Dead Birch – S 45 deg. E, 42.3'                       

18” Dead Birch – S 45 deg. W, 41.5'

Book 1, 

Page 358

12 46-23 S 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

8” Tamarack - S 45 deg E, 24.0'                            

7” Tamarack - N 45 deg W, 22.8'

Book 1, 

Page 258

12 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Tamarack – N 07 deg. W, 11.9'                        

8” Tamarack – S 07 deg. W, 13.2'

GLO  Bk 

12 P. 22

12 46-23 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Birch – S 45 deg. W, 42.4'                           

12” Birch – N 45 deg. W, 37.5'

Book 1, 

Page 358

12 46-23 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Ash - S 15 deg. E, 25.7'                                      

6" Tamarack - S 67 deg. W, 46.9'                         

Book 1, 

Page 83

12 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 34 deg. E, 17.2'                               

12” Tamarack – N 33 deg. W, 7.3'                       

10” Tamarack - S 47 deg. W, 18.5'                              

12” Tamarack – S 38 deg. E, 8.6'

GLO  Bk 

3 P. 11

12 46-23 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

10” Birch – N 45 deg. W, 46.0'                                

20” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 358

12 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Tamarack – N 46 deg. W, 9.9'                         

12“ Ash – N 51 deg. E, 23.8'                                

8” Birch – S 67 deg. W, 12.5'                                 

12” Birch – S 40 deg. E, 43.6'

GLO  Bk 

12 P. 21

12 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – S 83 deg. E, 33.0'                        

12” Aspen – S 56 deg. W, 64.7'

GLO  Bk 

12 P. 23

12 46-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. - set conc. Mons. took new 

ties   Distance and Mag. Var. shown 

Book 1, 

Page 358

12 46-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on N-S ¼ line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 258
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12 46-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on E line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 225

12 46-23
Road survey on N line of NW1/4 by 

F.J. O'Hara, Deputy Co. Surveyor
1906

Found NW and N1/4 Cor. - Road is on N Sec. 

line. No Brgs and distances shown

Book 1, 

Page 62

13 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack – N 79 deg. E, 8.6'                               

7” Black Ash – N 90 deg. E, 2.6'                       

GLO  Bk 

3 P. 11

13 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Aspen – S 65 deg. E, 11.9'                                

3” Aspen – N 80 deg. W, 25.7'

GLO  Bk 

12 P. 4

13 46-23 N 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

18” Dead Birch – S 45 deg. E, 42.3'                       

18” Dead Birch – S 45 deg. W, 41.5'

Book 1, 

Page 358

13 46-23 N 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

8” Tamarack - S 45 deg E, 24.0'                            

7” Tamarack - N 45 deg W, 22.8'

Book 1, 

Page 258

13 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Tamarack – N 07 deg. W, 11.9'                          

8” Tamarack – S 07 deg. W, 13.2'

GLO  Bk 

12 P. 22

13 46-23 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Birch – S 45 deg. W, 42.4'                           

12” Birch – N 45 deg. W, 37.5'

Book 1, 

Page 358

13 46-23 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

4" Ash - S 15 deg. E, 25.7'                                      

6" Tamarack - S 67 deg. W, 46.9'                         

Book 1, 

Page 83

13 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Tamarack – N 34 deg. E, 17.2'                               

12” Tamarack – N 33 deg. W, 7.3'                       

10” Tamarack - S 47 deg. W, 18.5'                              

12” Tamarack – S 38 deg. E, 8.6'

GLO  Bk 

3 P. 11

13 46-23 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

10” Birch – N 45 deg. W, 46.0'                                

20” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 358

13 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Tamarack – N 46 deg. W, 9.9'                         

12“ Ash – N 51 deg. E, 23.8'                                

8” Birch – S 67 deg. W, 12.5'                                 

12” Birch – S 40 deg. E, 43.6'

GLO  Bk 

12 P. 21

13 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
18“ Oak – S 38 deg. W, 4.0'                                  

8” Pine – N 17 deg. W, 9.2'

GLO  Bk 

12 P. 20

13 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Birch – N 30 deg. E, 29.0'                               

12” Birch – S 24 deg. E, 77.9'                       

17" Aspen - N 50 deg. W, 21.8'                              

12” Linden – S 65 deg. W, 15.2'

GLO  Bk 

3 P. 10

13 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

4” Tamarack – (N) 11 deg. W, 7.3'                        

6“ Tamarack – (N) 44 deg. E, 20.5'                       

4” Tamarack – (S) 19 deg. W, 13.94                     

8” Tamarack – (S) 65 deg. E, 13.2'

GLO  Bk 

12 P. 19

13 46-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. - set conc. Mons. took new 

ties   Distance and Mag. Var. shown 

Book 1, 

Page 358

14 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 04 deg. E, 9.2'                           

4” Tamarack – S 01 deg. W, 34.3'

GLO  Bk 

12 P. 31

14 46-23 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922

10” Birch – N 45 deg. W, 46.0'                                

20” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 358

14 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Tamarack – N 46 deg. W, 9.9'                         

12“ Ash – N 51 deg. E, 23.8'                                

8” Birch – S 67 deg. W, 12.5'                                 

12” Birch – S 40 deg. E, 43.6'

GLO  Bk 

12 P. 21

14 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Tamarack – S 28 deg. W, 5.9'                           

5“ Tamarack – N 26 deg. W, 5.3'                           

5” Tamarack – N 50 deg. E, 15.8'                        

5” Tamarack – S 41 deg. E, 11.2'

GLO  Bk 

12 P. 30

14 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Birch – N 31 deg. E, 11.9'                              

10” Birch – S 40 deg. E, 13.2'

GLO  Bk 

12 P. 30

14 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

4” Tamarack – (N) 11 deg. W, 7.3'                        

6“ Tamarack – (N) 44 deg. E, 20.5'                       

4” Tamarack – (S) 19 deg. W, 13.94                     

8” Tamarack – (S) 65 deg. E, 13.2'

GLO  Bk 

12 P. 19

14 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 15 deg. E, 25.1'                         

5“ Tamarack – S 50 deg. W, 3.3'                           

6” Tamarack – N 28 deg. W, 20.5'                        

6” Tamarack – S 75 deg. E, 25.1'

GLO  Bk 

12 P. 29

14 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Aspen – N 67 deg. E, 2.6'                              

10” Fir – S 63 deg. W, 16.5'

GLO  Bk 

12 P. 30

14 46-23
Road survey on E-W 1/4 line Sec. 14 

by F.J. O'Hara, Deputy Co. Surveyor
1906

Found W1/4 and E1/4 Cor. - Road is on E-W 

Qtr. Sec. Line. No Brgs and distances shown

Book 1, 

Page 61
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14 46-23

road survey on E-W 1/4 line of Sec. 

14 by F.J. O'Hara, Deputy Co. 

Surveyor

1896
Found W1/4 and E1/4 Cor. - Road is on E-W 

1/4 Line. No Brgs and distances shown

Book 1, 

Page 61

15 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Aspen – N 67 deg. E, 2.6'                              

10” Fir – S 63 deg. W, 16.5'

GLO  Bk 

12 P. 30

15 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Aspen – N 55 deg. E, 27.7'                              

12” Aspen – S 84 deg. E, 101.0'

GLO  Bk 

12 P. 42

15 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Tamarack – S 28 deg. W, 5.9'                           

5“ Tamarack – N 26 deg. W, 5.3'                           

5” Tamarack – N 50 deg. E, 15.8'                        

5” Tamarack – S 41 deg. E, 11.2'

GLO  Bk 

12 P. 30

15 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 03 deg. W, 76.6'                             

5“ Spruce – N 15 deg. E, 82.5'                             

7” Tamarack – S 79 deg.W, 82.5'                          

no other trees near

GLO  Bk 

12 P. 41

15 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 24 deg. W, 15.2'                         

10” Tamarack – N 25 deg. E, 38.9'

GLO  Bk 

12 P. 40

15 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 15 deg. E, 25.1'                         

5“ Tamarack – S 50 deg. W, 3.3'                           

6” Tamarack – N 28 deg. W, 20.5'                        

6” Tamarack – S 75 deg. E, 25.1'

GLO  Bk 

12 P. 29

15 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 25 deg. W, 23.8'                          

18“ Aspen – N 05 deg. E, 21.1'                             

8” Birch – S 30 deg.W, 15.2'                                

8” Birch – S 23 deg. E, 15.2'

GLO  Bk 

12 P. 39

15 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 52 deg. W, 9.2'                         

8” Fir – N 43 deg. E, 6.6'

GLO  Bk 

12 P. 41

16 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 52 deg. W, 9.2'                         

8” Fir – N 43 deg. E, 6.6'

GLO  Bk 

12 P. 41

16 46-23 N 1/4
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

4” Tamarack - N 45 deg W, 40.7'                           

6” Tamarack - S 45 deg E, 36.5'

Book 1, 

Page 244

16 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Spruce – N 02 deg. E, 73.9'                              

8” Spruce – S 00 deg. E, 97.0'

GLO  Bk 

12 P. 53

16 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

5” Spruce – N 03 deg. W, 76.6'                             

5“ Spruce – N 15 deg. E, 82.5'                             

7” Tamarack – S 79 deg.W, 82.5'                          

no other trees near

GLO  Bk 

12 P. 41

16 46-23 NW
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Aspen - N 45 deg W, 27.4'                              

6” Tamarack - N 45 deg E, 26.7'

Book 1, 

Page 244

16 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Dead Aspen – N 44 deg. W, 33.0'                    

9“ Dead Aspen – N 83 deg. E, 26.4'                      

8” Dead Aspen – S 36 deg. E, 19.8'                     

No other trees near

GLO  Bk 

12 P. 52

16 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Linden – N 49 deg. E, 6.6'                              

10” Fir – S 36 deg. W, 8.6'

GLO  Bk 

12 P. 51

16 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 25 deg. W, 23.8'                          

18“ Aspen – N 05 deg. E, 21.1'                             

8” Birch – S 30 deg.W, 15.2'                                

8” Birch – S 23 deg. E, 15.2'

GLO  Bk 

12 P. 39

16 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 24 deg. E, 33.0'                         

16“ Aspen – S 53 deg. W, 33.0'                             

5” Aspen – N 45 deg. E, 30.4'                              

6” Tamarack – N 85 deg. W, 7.3'

GLO  Bk 

12 P. 50

16 46-23 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

8” Spruce - N 45 deg E, 16.3'                                 

7” Tamarack - N 45 deg W, 36.0'

Book 1, 

Page 257

16 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
2“ Aspen – S 01 deg. E, 66.0'                              

2” Aspen – S 05 deg. W, 66.0'

GLO  Bk 

12 P. 52

16 46-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is on W line of SW ¼ of Section                          

Distance and Mag. Var. shown 

Book 1, 

Page 257

16 46-23
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 244

17 46-23 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

8” Spruce - N 45 deg E, 16.3'                                 

7” Tamarack - N 45 deg W, 36.0'

Book 1, 

Page 257
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17 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
2“ Aspen – S 01 deg. E, 66.0'                              

2” Aspen – S 05 deg. W, 66.0'

GLO  Bk 

12 P. 52

17 46-23 N 1/4
Set 1” iron bolt and took new ties to 

Cor. By H.D. Keath, County Surveyor
1918

N. end culvert - N 45 deg W, 24.5'                        

S. end culvert - S 45 deg W, 24.2'

Book 1, 

Page 259

17 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Dead Aspen – N 58 deg. W, 19.1'                   

20” Dead Aspen – S 28 deg. W, 19.8'

GLO  Bk 

12 P. 67

17 46-23 NE
Found inp. Cor. and took new ties by 

Fred Heuer, Deputy County Surveyor 
1916

10” Aspen - N 45 deg W, 27.4'                              

6” Tamarack - N 45 deg E, 26.7'

Book 1, 

Page 244

17 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Dead Aspen – N 44 deg. W, 33.0'                    

9“ Dead Aspen – N 83 deg. E, 26.4'                      

8” Dead Aspen – S 36 deg. E, 19.8'                     

No other trees near

GLO  Bk 

12 P. 52

17 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6“ Ash – N 38 deg. E, 29.7'                                  

3” Aspen – S 35 deg. W, 19.8'                              

No other trees near

GLO  Bk 

12 P. 66

17 46-23 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Tamarack - N 47 deg. W, 16.5'                         

4" Tamarack - S 70 deg. W, 0.6'                         

Book 1, 

Page 126

17 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – N 47 deg. W, 16.5'                         

4” Tamarack – S 70 deg. W, 10.6'

GLO  Bk 

12 P. 64

17 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 24 deg. E, 33.0'                         

16“ Aspen – S 53 deg. W, 33.0'                             

5” Aspen – N 45 deg. E, 30.4'                              

6” Tamarack – N 85 deg. W, 7.3'

GLO  Bk 

12 P. 50

17 46-23 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Linden - S 45 deg. W, 23.1'                             

10" Oak - S 36 deg. E, 59.4'                         

Book 1, 

Page 126

17 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Linden – S 45 deg. W, 23.1'                              

10“ Oak – S 36 deg. E, 59.4'                             

12” Tamarack – N 79 deg. W, 79.2'                       

No other trees near

GLO  Bk 

12 P. 63

17 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
18“ Pine – S 12 deg. E, 82.5'                                

8” Fir – S 13 deg. W, 49.5'

GLO  Bk 

12 P. 66

17 46-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is on E line of SE ¼ of Section                          

Distance and Mag. Var. shown 

Book 1, 

Page 257

17 46-23
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Is on N line of NE 1/4 of Section                      

Distance and Mag. Var. shown 

Book 1, 

Page 244

17 46-23
Road Survey on S line of Section 17 

by F.J. O'Hara, County Surveyor 
1910

runs along S line of SW 1/4 of Section 17               

No Bearings and distances shown 

Book 1, 

Page 126

17 46-23
Road survey in SW 1/4 by F.J. 

O'Hara, County Surveyor
1907

Road is on W & N line SW1/4.                              

No Brgs and distances shown

Book 1, 

Page 69

18 46-23  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1933

Is on W line of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 464

18 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
18“ Pine – S 12 deg. E, 82.5'                                

8” Fir – S 13 deg. W, 49.5'

GLO  Bk 

12 P. 66

18 46-23 N 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1916

6” Poplar - S 45 deg E, 36.2'                                 

10” Poplar - N 45 deg W, 33.2'

Book 1, 

Page 256

18 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Dead Aspen – S 74 deg. W, 23.1'                   

10” Dead Aspen – N 10 deg. W, 48.2'

GLO  Bk 

12 P. 67

18 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6“ Ash – N 38 deg. E, 29.7'                                  

3” Aspen – S 35 deg. W, 19.8'                              

No other trees near

GLO  Bk 

12 P. 66

18 46-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Poplar – S 45 deg. W,  29.3'                             

5” Poplar – N 90 deg. W, 38.2'  

Book 1, 

Page 328

18 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” White Birch – N 60 deg. E, 21.1'                    

12“ White Birch – N 70 deg. W, 8.6'                   

10” White Birch – S 20 deg. W, 14.5'                   

10” White Birch – S 62 deg. E, 27.7'

GLO  Bk 

12 P. 4

18 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Dead Tamarack – N 26 deg. E, 23.1'                

No other trees near

GLO  Bk 

12 P. 65

18 46-23 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Linden - S 45 deg. W, 23.1'                                

10" Oak - S 36 deg. E, 59.4'                         

Book 1, 

Page 126

18 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Linden – S 45 deg. W, 23.1'                              

10“ Oak – S 36 deg. E, 59.4'                             

12” Tamarack – N 79 deg. W, 79.2'                       

No other trees near

GLO  Bk 

12 P. 63

18 46-23 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

12" Fir - N 30 deg. W, 3.3'                                      

7" Linden - N 62 deg. E, 22.4'                         

Book 1, 

Page 126
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18 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Fir – N 30 deg. W, 3.3'                                     

7“ Linden – N 62 deg. E, 22.4'                              

14” White Birch – S 62 deg. W, 20.5'                   

8” Sugar – S 31 deg. E, 13.2'

GLO  Bk 

12 P. 3

18 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Aspen – S 65 deg. E, 11.9'                                

3” Aspen – N 80 deg. W, 25.7'

GLO  Bk 

12 P. 4

18 46-23
Survey of N-S ¼  line of Section by H. 

D. Keath, County Surveyor 
1918

Set new post and took new ties to Cors.           

Distance and Mag. Var. shown 

Book 1, 

Page 256

18 46-23
Road Survey on S line of Section 18 

by F.J. O'Hara, County Surveyor 
1910

runs along S line of Section 18                            

No Bearings and distances shown 

Book 1, 

Page 126

18 46-23
Road survey on E line SE 1/4 by F.J. 

O'Hara, County Surveyor
1907

Road is on E line SE1/4.                                       

No Brgs and distances shown

Book 1, 

Page 69

19 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – N 16 deg. E, 19.8'                          

6” Tamarack – S 50 deg. W, 19.8'

GLO  Bk 

12 P. 63

19 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Dead Tamarack – N 26 deg. E, 23.1'                

No other trees near

GLO  Bk 

12 P. 65

19 46-23 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Linden - S 45 deg. W, 23.1'                                

10" Oak - S 36 deg. E, 59.4'                         

Book 1, 

Page 126

19 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Linden – S 45 deg. W, 23.1'                              

10“ Oak – S 36 deg. E, 59.4'                             

12” Tamarack – N 79 deg. W, 79.2'                       

No other trees near

GLO  Bk 

12 P. 63

19 46-23 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

12" Fir - N 30 deg. W, 3.3'                                     

7" Linden - N 62 deg. E, 22.4'                         

Book 1, 

Page 126

19 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Fir – N 30 deg. W, 3.3'                                     

7“ Linden – N 62 deg. E, 22.4'                              

14” White Birch – S 62 deg. W, 20.5'                   

8” Sugar – S 31 deg. E, 13.2'

GLO  Bk 

12 P. 3

19 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – S 14 deg. E, 9.9'                          

4” Tamarack – N 07 deg. W, 15.2'

GLO  Bk 

12 P. 62

19 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – N 63 deg. (?), 26.4'                                 

7“ Fir – S 07 deg. (?), 9.2'                                  

12” Fir – S 76 deg. (?), 19.8'                                

9” Fir – N 15 deg. (?), 59.4'

GLO  Bk 

12 P. 60

19 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 52 deg. E, 75.2'                         

10“ Fir – N 39 deg. W, 1.3'                                    

9” Willow – S 77 deg. E, 13.9'                              

6” Fir – S 53 deg. E, 14.5'

GLO  Bk 

12 P. 2

19 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

19 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
6“ Fir – N 78 deg. E, 14.5'                                     

6” White Pine – S 56 deg. W, 13.9'

GLO  Bk 

12 P. 3

19 46-23
Road Survey on N line of Section 19 

by F.J. O'Hara, County Surveyor 
1910

runs along N line of Section 19                            

No Bearings and distances shown 

Book 1, 

Page 126

20 46-23 E 1/4
"T" steel post found at c/l roads to W 

and S by T. Troolin
1974

N & D in 8" Poplar - 37.27' NE                                 

N & D in 5" Elm - 40.65' SE                                  

N & D in 6" Birch - 20.57' SSW

185414

20 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
Tamarack stump – N 21 deg. W, 19.8'                  

No other trees near

GLO  Bk 

12 P. 50

20 46-23 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Tamarack - N 47 deg. W, 16.5'                         

4" Tamarack - S 70 deg. W, 0.6'                         

Book 1, 

Page 126

20 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – N 47 deg. W, 16.5'                         

4” Tamarack – S 70 deg. W, 10.6'

GLO  Bk 

12 P. 64

20 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 24 deg. E, 33.0'                         

16“ Aspen – S 53 deg. W, 33.0'                             

5” Aspen – N 45 deg. E, 30.4'                              

6” Tamarack – N 85 deg. W, 7.3'

GLO  Bk 

12 P. 50

20 46-23 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Linden - S 45 deg. W, 23.1'                               

10" Oak - S 36 deg. E, 59.4'                         

Book 1, 

Page 126

20 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Linden – S 45 deg. W, 23.1'                              

10“ Oak – S 36 deg. E, 59.4'                             

12” Tamarack – N 79 deg. W, 79.2'                       

No other trees near

GLO  Bk 

12 P. 63

20 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Fir – S 52 deg. E, 23.1'                                     

6” Tamarack – N 50 deg. W, 39.6'

GLO  Bk 

12 P. 61
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20 46-23 SE

"X" on top of Red Stone found at c/l 

Highway to S and on c/l road E-W by 

T. Troolin

1974

N & D in Power Pole - 87.86' ENE                          

N & D in 12" Willow - 83.10' ESE                        

PK Nail in Top N end CMP - 143.90' S

185418

20 46-23 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Birch - S 30 deg. E, 22.8'                                   

8" Birch - N 46 deg. E, 43.9'                         

Book 1, 

Page 84

20 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 23.1”                                

8“ Pine – N 17 deg. E, 39.6'                                

10” Aspen – S 46 deg. W, 33.0'                            

9” Pine – S 31 deg. E, 92.4'

GLO  Bk 

12 P. 48

20 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – N 63 deg. (?), 26.4'                                 

7“ Fir – S 07 deg. (?), 9.2'                                  

12” Fir – S 76 deg. (?), 19.8'                                

9” Fir – N 15 deg. (?), 59.4'

GLO  Bk 

12 P. 60

20 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – N 16 deg. E, 19.8'                          

6” Tamarack – S 50 deg. W, 19.8'

GLO  Bk 

12 P. 63

20 46-23
Road Survey on N line of Section 20 

by F.J. O'Hara, County Surveyor 
1910

runs along N line of NW 1/4 of Section 20              

No Bearings and distances shown 

Book 1, 

Page 126

21 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – S 89 deg. E, 16.5'                       

12” Birch – N 75 deg. W, 15.2'

GLO  Bk 

12 P. 39

21 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Linden – N 49 deg. E, 6.6'                              

10” Fir – S 36 deg. W, 8.6'

GLO  Bk 

12 P. 51

21 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 25 deg. W, 23.8'                          

18“ Aspen – N 05 deg. E, 21.1'                             

8” Birch – S 30 deg.W, 15.2'                                

8” Birch – S 23 deg. E, 15.2'

GLO  Bk 

12 P. 39

21 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Tamarack – S 24 deg. E, 33.0'                         

16“ Aspen – S 53 deg. W, 33.0'                             

5” Aspen – N 45 deg. E, 30.4'                              

6” Tamarack – N 85 deg. W, 7.3'

GLO  Bk 

12 P. 50

21 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – N 64 deg. E, 15.8'                         

5” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

12 P. 49

21 46-23 SE
1" pipe found on c/l E-W road at fence 

line to the S by T. Troolin
1975

N & D in 10" Ash - 120.25' SE                                 

N & D in 6" Ash - 73.30' S                                 

Top S end 24" RCP Apron - 105.07' W

185417

21 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Birch – N 57 deg. E, 9.9'                                

15“ Aspen – N 35 deg. W, 13.2'                             

6” Linden – S 24 deg. E, 13.9'                               

8” Linden – S 31 deg. W, 14.5'

GLO  Bk 

12 P. 36

21 46-23 SW

"X" on top of Red Stone found at c/l 

Highway to S and on c/l road E-W by 

T. Troolin

1974

N & D in Power Pole - 87.86' ENE                          

N & D in 12" Willow - 83.10' ESE                        

PK Nail in Top N end CMP - 143.90' S

185418

21 46-23 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Birch - S 30 deg. E, 22.8'                                  

8" Birch - N 46 deg. E, 43.9'                         

Book 1, 

Page 84

21 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 23.1”                                

8“ Pine – N 17 deg. E, 39.6'                                

10” Aspen – S 46 deg. W, 33.0'                            

9” Pine – S 31 deg. E, 92.4'

GLO  Bk 

12 P. 48

21 46-23 W 1/4
"T" steel post found at c/l roads to W 

and S by T. Troolin
1974

N & D in 8" Poplar - 37.27' NE                                

N & D in 5" Elm - 40.65' SE                                  

N & D in 6" Birch - 20.57' SSW

185414

21 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
Tamarack stump – N 21 deg. W, 19.8'                  

No other trees near

GLO  Bk 

12 P. 50

21 46-23
Road survey in SE1/4 of Sec. 21 by 

F.J. O'Hara, Deputy County Surveyor
1906

Found SE and S 1/4 Cor. - Road is not on Sec. 

Line. Brgs and dist. shown on c/l

Book 1, 

Page 60

22 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 85 deg. E, 9.9'                           

6” Tamarack – N 51 deg. W, 2.0'

GLO  Bk 

12 P. 29

22 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 24 deg. W, 15.2'                         

10” Tamarack – N 25 deg. E, 38.9'

GLO  Bk 

12 P. 40

22 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 04 deg. E, 9.2'                           

4” Tamarack – S 01 deg. W, 34.3'

GLO  Bk 

12 P. 29

22 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Aspen – N 25 deg. W, 23.8'                          

18“ Aspen – N 05 deg. E, 21.1'                             

8” Birch – S 30 deg.W, 15.2'                                

8” Birch – S 23 deg. E, 15.2'

GLO  Bk 

12 P. 39
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22 46-23 S 1/4
1 1/2" pipe set on c/l N-S road by T. 

Troolin
1975

N & D in 6" Tamarack - 71.95' NE                          

N & D in 4" Spruce - 73.87' SE                               

N & D in 6" Tamarack - 36.45' NW

185415

22 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 68 deg. E, 10.6'                         

5” Tamarack – N 08 deg. E, 9.2'

GLO  Bk 

12 P. 37

22 46-23 SE
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 10" Poplar - 19.60' NE                             

N & D in 16" Poplar - 26.75' E                                 

N & D in 6" Elm - 25.67' SW

185416

22 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

11” Birch – N 67 deg. W, 14.5'                              

10“ Birch – N 50 deg. E, 15.2'                               

8” Maple – S 75 deg. E, 25.7'                                 

10” Maple – S 49 deg. W, 33.0'

GLO  Bk 

12 P. 27

22 46-23 SW
1" pipe found on c/l E-W road at fence 

line to the S by T. Troolin
1975

N & D in 10" Ash - 120.25' SE                                

N & D in 6" Ash - 73.30' S                                 

Top S end 24" RCP Apron - 105.07' W

185417

22 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Birch – N 57 deg. E, 9.9'                                

15“ Aspen – N 35 deg. W, 13.2'                             

6” Linden – S 24 deg. E, 13.9'                               

8” Linden – S 31 deg. W, 14.5'

GLO  Bk 

12 P. 36

22 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – S 89 deg. E, 16.5'                       

12” Birch – N 75 deg. W, 15.2'

GLO  Bk 

12 P. 39

23 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Linden – S 41 deg. W, 9.9'                                

10” Birch – N 81 deg. E, 13.9'

GLO  Bk 

12 P. 19

23 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Birch – N 31 deg. E, 11.9'                              

10” Birch – S 40 deg. E, 13.2'

GLO  Bk 

12 P. 30

23 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

4” Tamarack – (N) 11 deg. W, 7.3'                        

6“ Tamarack – (N) 44 deg. E, 20.5'                       

4” Tamarack – (S) 19 deg. W, 13.94                     

8” Tamarack – (S) 65 deg. E, 13.2'

GLO  Bk 

12 P. 19

23 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

7” Tamarack – N 15 deg. E, 25.1'                           

5“ Tamarack – S 50 deg. W, 3.3'                           

6” Tamarack – N 28 deg. W, 20.5'                        

6” Tamarack – S 75 deg. E, 25.1'

GLO  Bk 

12 P. 29

23 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Spruce – S 12 deg. E, 21.8'                              

3” Spruce – N 20 deg. E, 8.6'

GLO  Bk 

12 P. 28

23 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 58 deg. E, 3.3'                              

6“ Fir – N 49 deg. E, 9.9'                                      

6” Fir – S 59 deg. W, 14.5'                                     

6” Fir – N 53 deg. W, 26.4'

GLO  Bk 

12 P. 17

23 46-23 SW
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 10" Poplar - 19.60' NE                            

N & D in 16" Poplar - 26.75' E                                 

N & D in 6" Elm - 25.67' SW

185416

23 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

11” Birch – N 67 deg. W, 14.5'                              

10“ Birch – N 50 deg. E, 15.2'                               

8” Maple – S 75 deg. E, 25.7'                                 

10” Maple – S 49 deg. W, 33.0'

GLO  Bk 

12 P. 27

23 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Tamarack – N 85 deg. E, 9.9'                           

6” Tamarack – N 51 deg. W, 2.0'

GLO  Bk 

12 P. 29

24 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
16” Aspen – S 52 deg. E, 17.2'                               

14” Aspen – N 42 deg. W, 9.9'                       

GLO  Bk 

3 P. 10

24 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
5" Tamarack - S 67 deg. W, 15.2'                                          

6" Tamarack - S 29 deg. E, 10.6' 

GLO BK 

5 P 3

24 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
18“ Oak – S 38 deg. W, 4.0'                                  

8” Pine – N 17 deg. W, 9.2'

GLO  Bk 

12 P. 20

24 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Birch – N 30 deg. E, 29.0'                               

12” Birch – S 24 deg. E, 77.9'                       

17" Aspen - N 50 deg. W, 21.8'                              

12” Linden – S 65 deg. W, 15.2'

GLO  Bk 

3 P. 10

24 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

4” Tamarack – (N) 11 deg. W, 7.3'                        

6“ Tamarack – (N) 44 deg. E, 20.5'                       

4” Tamarack – (S) 19 deg. W, 13.94                     

8” Tamarack – (S) 65 deg. E, 13.2'

GLO  Bk 

12 P. 19

24 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Ash – S 55 deg. W, 13.9'                                

12” Aspen – N 07 deg. W, 20.5'

GLO  Bk 

12 P. 18

Page 257 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

24 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 70 deg. E, 13.2'                               

10” White Birch –N 66 deg. W, 5.3'                       

8" White Birch - S 36 deg. W, 32.3'                              

7” Maple – S 44 deg. E, 24.4'

GLO  Bk 

3 P. 9

24 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 58 deg. E, 3.3'                              

6“ Fir – N 49 deg. E, 9.9'                                      

6” Fir – S 59 deg. W, 14.5'                                     

6” Fir – N 53 deg. W, 26.4'

GLO  Bk 

12 P. 17

24 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Linden – S 41 deg. W, 9.9'                                

10” Birch – N 81 deg. E, 13.9'

GLO  Bk 

12 P. 19

25 46-23  
Survey of East line of Section by H. D. 

Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 222

25 46-23 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Tamarack - S 00 deg E, 4.0'                              

5” Spruce- N 00 deg E, 2.0'

Book 1, 

Page 222

25 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
6" Black Pine - S  63 deg. W, 7.3'                                          

10" Black Pine - S 23 deg. E, 8.6' 

GLO BK 

5 P 2
 

25 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Ash – S 55 deg. W, 13.9'                                

12” Aspen – N 07 deg. W, 20.5'

GLO  Bk 

12 P. 18

25 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” Aspen – N 70 deg. E, 13.2'                               

10” White Birch –N 66 deg. W, 5.3'                       

8" White Birch - S 36 deg. W, 32.3'                              

7” Maple – S 44 deg. E, 24.4'

GLO  Bk 

3 P. 9

25 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 58 deg. E, 3.3'                              

6“ Fir – N 49 deg. E, 9.9'                                      

6” Fir – S 59 deg. W, 14.5'                                     

6” Fir – N 53 deg. W, 26.4'

GLO  Bk 

12 P. 17

25 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Birch – S 09 deg. W, 25.1'                                

7” Spruce – N 65 deg. W, 14.5'

GLO  Bk 

12 P. 16

25 46-23 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Spruce - N 45 deg E, 26.2'                                

4” Spruce- S 45 deg E, 21.8'

Book 1, 

Page 222

25 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4” Tamarack – S 43 deg. E, 14.5'                               

4” Tamarack – N 50 deg. W, 32.3'                       

5” Tamarack - N 64 deg. E, 37.6'                              

4” Tamarack – S 63 deg. W, 32.3'

GLO  Bk 

3 P. 8

25 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Black Pine - N 6 deg. W, 21.8'                                    

8" Black Pine - S 57 deg. W, 10.6'                                         

10" Black Pine - S 12 deg. E, 26.4'                                  

7" Black Pine - N 09 deg. E, 19.1' 

GLO BK 

5 P 1

25 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Birch – S 37 deg. E, 37.6'                            

10“ Fir – N 48 deg. W, 40.9'                                  

9” Fir – S 81 deg. W, 40.3'                                    

10” Birch – N 79 deg. E, 69.3'

GLO  Bk 

12 P. 15

25 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
11“ Elm – S 18 deg. E, 29.7'                                

12” Birch – N 43 deg. W, 23.1'

GLO  Bk 

12 P. 17

26 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
11“ Elm – S 18 deg. E, 29.7'                                

12” Birch – N 43 deg. W, 23.1'

GLO  Bk 

12 P. 17

26 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Spruce – S 12 deg. E, 21.8'                              

3” Spruce – N 20 deg. E, 8.6'

GLO  Bk 

12 P. 28

26 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Aspen – S 58 deg. E, 3.3'                              

6“ Fir – N 49 deg. E, 9.9'                                      

6” Fir – S 59 deg. W, 14.5'                                     

6” Fir – N 53 deg. W, 26.4'

GLO  Bk 

12 P. 17

26 46-23 NW
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 10" Poplar - 19.60' NE                            

N & D in 16" Poplar - 26.75' E                                 

N & D in 6" Elm - 25.67' SW

185416

26 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

11” Birch – N 67 deg. W, 14.5'                              

10“ Birch – N 50 deg. E, 15.2'                               

8” Maple – S 75 deg. E, 25.7'                                 

10” Maple – S 49 deg. W, 33.0'

GLO  Bk 

12 P. 27

26 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Tamarack – N 37 deg. W, 5.9'                          

6” Tamarack – S 18 deg. E, 6.6'

GLO  Bk 

12 P. 26

26 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Birch – S 37 deg. E, 37.6'                            

10“ Fir – N 48 deg. W, 40.9'                                  

9” Fir – S 81 deg. W, 40.3'                                    

10” Birch – N 79 deg. E, 69.3'

GLO  Bk 

12 P. 15
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26 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Birch – S 26 deg. W, 5.3'                                 

12“ Birch – S 75 deg. E, 13.2'                                

16” Birch – N 11 deg. E, 23.8'                               

10” Aspen – N 57 deg. W, 25.7'

GLO  Bk 

12 P. 25

26 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 52 deg. W, 4.6'                          

9” Pine – N 90 deg. E, 6.6'

GLO  Bk 

12 P. 27

27 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 52 deg. W, 4.6'                          

9” Pine – N 90 deg. E, 6.6'

GLO  Bk 

12 P. 27

27 46-23 N 1/4
1 1/2" pipe set on c/l N-S road by T. 

Troolin
1975

N & D in 6" Tamarack - 71.95' NE                          

N & D in 4" Spruce - 73.87' SE                               

N & D in 6" Tamarack - 36.45' NW

185415

27 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 68 deg. E, 10.6'                         

5” Tamarack – N 08 deg. E, 9.2'

GLO  Bk 

12 P. 37

27 46-23 NE
1 1/2" pipe found on c/l N-S road by T. 

Troolin
1975

N & D in 10" Poplar - 19.60' NE                            

N & D in 16" Poplar - 26.75' E                               

N & D in 6" Elm - 25.67' SW

185416

27 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

11” Birch – N 67 deg. W, 14.5'                              

10“ Birch – N 50 deg. E, 15.2'                               

8” Maple – S 75 deg. E, 25.7'                                 

10” Maple – S 49 deg. W, 33.0'

GLO  Bk 

12 P. 27

27 46-23 NW
1" pipe found on c/l E-W road at fence 

line to the S by T. Troolin
1975

N & D in 10" Ash - 120.25' SE                                 

N & D in 6" Ash - 73.30' S                                 

Top S end 24" RCP Apron - 105.07' W

185417

27 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Birch – N 57 deg. E, 9.9'                                

15“ Aspen – N 35 deg. W, 13.2'                             

6” Linden – S 24 deg. E, 13.9'                               

8” Linden – S 31 deg. W, 14.5'

GLO  Bk 

12 P. 36

27 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 49 deg. E, 13.2'                         

5” Tamarack – S 11 deg. W, 16.5'

GLO  Bk 

12 P. 35

27 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Birch – S 26 deg. W, 5.3'                                 

12“ Birch – S 75 deg. E, 13.2'                                

16” Birch – N 11 deg. E, 23.8'                                 

10” Aspen – N 57 deg. W, 25.7'

GLO  Bk 

12 P. 25

27 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” dead Tamarack – N 23 deg. E, 19.8'                  

6“ dead Tamarack – S 27 deg. E, 7.3'                  

10” dead Tamarack – S 35 deg. W, 7.9'                

8” dead Tamarack – N 46 deg. W, 33.0'

GLO  Bk 

12 P. 34

27 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – S 26 deg. E, 7.9'                         

10” Tamarack – S 55 deg. W, 13.2'

GLO  Bk 

12 P. 36

28 46-23  
Road Survey in Sec 28 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section                      

Mag. Var. and distances shown 

Book 1, 

Page 84

28 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – S 26 deg. E, 7.9'                         

10” Tamarack – S 55 deg. W, 13.2'

GLO  Bk 

12 P. 36

28 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Tamarack – N 64 deg. E, 15.8'                         

5” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

12 P. 49

28 46-23 NE
1" pipe found on c/l E-W road at fence 

line to the S by T. Troolin
1975

N & D in 10" Ash - 120.25' SE                                

N & D in 6" Ash - 73.30' S                                 

Top S end 24" RCP Apron - 105.07' W

185417

28 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

12” Birch – N 57 deg. E, 9.9'                                

15“ Aspen – N 35 deg. W, 13.2'                             

6” Linden – S 24 deg. E, 13.9'                               

8” Linden – S 31 deg. W, 14.5'

GLO  Bk 

12 P. 36

28 46-23 NW

"X" on top of Red Stone found at c/l 

Highway to S and on c/l road E-W by 

T. Troolin

1974

N & D in Power Pole - 87.86' ENE                        

N & D in 12" Willow - 83.10' ESE                          

PK Nail in Top N end CMP - 143.90' S

185418

28 46-23 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Birch - S 30 deg. E, 22.8'                                   

8" Birch - N 46 deg. E, 43.9'                         

Book 1, 

Page 84

28 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 23.1”                                

8“ Pine – N 17 deg. E, 39.6'                                

10” Aspen – S 46 deg. W, 33.0'                            

9” Pine – S 31 deg. E, 92.4'

GLO  Bk 

12 P. 48

28 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 80 deg. W, 82.5'                        

5” Birch – N 83 deg. W, 59.4'

GLO  Bk 

12 P. 47

28 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” dead Tamarack – N 23 deg. E, 19.8'                  

6“ dead Tamarack – S 27 deg. E, 7.3'                  

10” dead Tamarack – S 35 deg. W, 7.9'                

8” dead Tamarack – N 46 deg. W, 33.0'

GLO  Bk 

12 P. 34
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28 46-23 SW
RR spike set on centerline T.H. 65 by 

Larry Huhn
2005

MNDOT R/W Mon. - 164.02' NNW                                

MNDOT R/W Mon. - 74.89' East                                 

MNDOT R/W Mon. - 164.27' SW

28 46-23 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Tamarack - S 66 deg. E, 49.5'                          

20" Pine - S 83 deg. W, 39.6'                         

Book 1, 

Page 84

28 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10“ Pine – S 83 deg. W, 39.6'                                

4” Spruce – N 67 deg. W, 46.2'                              

No other trees near

GLO  Bk 

12 P. 46

28 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – N 01 deg. W, 79.2'                        

No other trees near

GLO  Bk 

12 P. 48

29 46-23  
Road Survey in Sec 29 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section                      

Mag. Var. and distances shown 

Book 1, 

Page 84

29 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – N 01 deg. W, 79.2'                        

No other trees near

GLO  Bk 

12 P. 48

29 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Fir – S 52 deg. E, 23.1'                                     

6” Tamarack – N 50 deg. W, 39.6'

GLO  Bk 

12 P. 61

29 46-23 NE

"X" on top of Red Stone found at c/l 

Highway to S and on c/l road E-W by 

T. Troolin

1974

N & D in Power Pole - 87.86' ENE                        

N & D in 12" Willow - 83.10' ESE                           

PK Nail in Top N end CMP - 143.90' S

185418

29 46-23 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Birch - S 30 deg. E, 22.8'                                  

8" Birch - N 46 deg. E, 43.9'                         

Book 1, 

Page 84

29 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Pine – N 38 deg. W, 23.1”                                

8“ Pine – N 17 deg. E, 39.6'                                

10” Aspen – S 46 deg. W, 33.0'                            

9” Pine – S 31 deg. E, 92.4'

GLO  Bk 

12 P. 48

29 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – N 63 deg. (?), 26.4'                                 

7“ Fir – S 07 deg. (?), 9.2'                                  

12” Fir – S 76 deg. (?), 19.8'                                

9” Fir – N 15 deg. (?), 59.4'

GLO  Bk 

12 P. 60

29 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Dead Aspen – N 13 deg. W, 36.3'                    

9” Dead Aspen – S 13 deg. E, 9.9'

GLO  Bk 

12 P. 58

29 46-23 SE
RR spike set on centerline T.H. 65 by 

Larry Huhn
2005

MNDOT R/W Mon. - 164.02' NNW                                

MNDOT R/W Mon. - 74.89' East                                 

MNDOT R/W Mon. - 164.27' SW

29 46-23 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Tamarack - S 66 deg. E, 49.5'                          

20" Pine - S 83 deg. W, 39.6'                         

Book 1, 

Page 84

29 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10“ Pine – S 83 deg. W, 39.6'                                

4” Spruce – N 67 deg. W, 46.2'                              

No other trees near

GLO  Bk 

12 P. 46

29 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – S 69 deg. W, 39.6'                                   

10“ Aspen – N 69 deg. W, 40.9'                             

20” Aspen – S 23 deg. E, 66.0'                             

No other trees near

GLO  Bk 

12 P. 57

29 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Birch – N 89 deg. E, 9.9'                                 

8” Ash – N 20 deg. W, 11.9'

GLO  Bk 

12 P. 60

30 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Birch – N 89 deg. E, 9.9'                                 

8” Ash – N 20 deg. W, 11.9'

GLO  Bk 

12 P. 60

30 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – S 14 deg. E, 9.9'                          

4” Tamarack – N 07 deg. W, 15.2'

GLO  Bk 

12 P. 62

30 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – N 63 deg. (?), 26.4'                                 

7“ Fir – S 07 deg. (?), 9.2'                                  

12” Fir – S 76 deg. (?), 19.8'                                

9” Fir – N 15 deg. (?), 59.4'

GLO  Bk 

12 P. 60

30 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 52 deg. E, 75.2'                         

10“ Fir – N 39 deg. W, 1.3'                                    

9” Willow – S 77 deg. E, 13.9'                              

6” Fir – S 53 deg. E, 14.5'

GLO  Bk 

12 P. 2

30 46-23 NW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

30 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
24“ Pine – N 59 deg. E, 19.8'                               

20” Pine – S 61 deg. E, 33.0'

GLO  Bk 

12 P. 59

30 46-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – S 69 deg. W, 39.6'                                   

10“ Aspen – N 69 deg. W, 40.9'                             

20” Aspen – S 23 deg. E, 66.0'                             

No other trees near

GLO  Bk 

12 P. 57
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30 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Sugar – N 27 deg. E, 14.5'                               

11“ White Birch – N 33 deg. W, 35.0'                   

14” White Birch – S 18 deg. W, 11.2'                   

11” White Birch – S 52 deg. E, 42.9'

GLO  Bk 

12 P. 1

30 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Linden – S 65 deg. E, 18.5'                             

12” Elm – N 10 deg. W, 6.6'

GLO  Bk 

12 P. 2

31 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Maple – N 28 deg. W, 8.6'                               

6” Ash – N 05 deg. E, 29.7'

GLO  Bk 

12 P. 57

31 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
24“ Pine – N 59 deg. E, 19.8'                               

20” Pine – S 61 deg. E, 33.0'

GLO  Bk 

12 P. 59

31 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – S 69 deg. W, 39.6'                                   

10“ Aspen – N 69 deg. W, 40.9'                             

20” Aspen – S 23 deg. E, 66.0'                             

No other trees near

GLO  Bk 

12 P. 57

31 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Sugar – N 27 deg. E, 14.5'                               

11“ White Birch – N 33 deg. W, 35.0'                   

14” White Birch – S 18 deg. W, 11.2'                   

11” White Birch – S 52 deg. E, 42.9'

GLO  Bk 

12 P. 1

31 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1856
4" Tamarack - N 25 deg. E, 100.3'                                          

6" Tamarack - S 85 deg. W, 26.4' 

GLO BK 

5 P 7

31 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Aspen - N 55 deg. E, 31.7'                                    

12" Spruce - N 40 deg. W, 25.1'                                         

8" Fir - S 62 deg. W, 36.3'                                  

8" Spruce - S 35 deg. E, 97.0' 

GLO BK 

5 P 8

31 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 50 deg. W, 11.2'                                    

7" Birch - S 53 deg. W, 11.9'                                         

12" Aspen - S 41 deg. E, 18.5'                                  

(?") Birch - N 65 deg. E, 4.6' 

GLO BK 

5 P 6

31 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Pine – N 69 deg. W, 6.6'                                

12” Aspen – N 06 deg. E, 9.9'

GLO  Bk 

12 P. 1

32 46-23  
Road Survey in Sec 32 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line NE 1/4                            

Mag. Var. and distances shown 

Book 1, 

Page 84

32 46-23 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Basswood- S 90 deg. E, 32.7'                            

8" Maple - S 39 deg. W, 28.4'                         

Book 1, 

Page 84

32 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Linden – S 32 deg. W, 5.3'                                

Birch – S 41 deg. E, 13.2'

GLO  Bk 

12 P. 46

32 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Dead Aspen – N 13 deg. W, 36.3'                    

9” Dead Aspen – S 13 deg. E, 9.9'

GLO  Bk 

12 P. 58

32 46-23 NE
RR spike set on centerline T.H. 65 by 

Larry Huhn
2005

MNDOT R/W Mon. - 164.02' NNW                                

MNDOT R/W Mon. - 74.89' East                                 

MNDOT R/W Mon. - 164.27' SW

32 46-23 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Tamarack - S 66 deg. E, 49.5'                          

20" Pine - S 83 deg. W, 39.6'                         

Book 1, 

Page 84

32 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10“ Pine – S 83 deg. W, 39.6'                                

4” Spruce – N 67 deg. W, 46.2'                              

No other trees near

GLO  Bk 

12 P. 46

32 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” Fir – S 69 deg. W, 39.6'                                   

10“ Aspen – N 69 deg. W, 40.9'                             

20” Aspen – S 23 deg. E, 66.0'                             

No other trees near

GLO  Bk 

12 P. 57

32 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6" Tamarack - S 10 deg. E, 6.6'                                          

6" Tamarack - N 16 deg. W, 49.5' 

GLO BK 

5 P 8

32 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. E, 36.3'                                    

3" Tamarack - N 33 deg. W, 6.6'                                         

3" Tamarack - S 48 deg. W, 23.1'                                  

5" Tamarack - S 12 deg. E, 26.4' 

GLO BK 

5 P 8

32 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Aspen - N 55 deg. E, 31.7'                                    

12" Spruce - N 40 deg. W, 25.1'                                         

8" Fir - S 62 deg. W, 36.3'                                  

8" Spruce - S 35 deg. E, 97.0' 

GLO BK 

5 P 8

32 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
9“ Maple – N 28 deg. W, 8.6'                               

6” Ash – N 05 deg. E, 29.7'

GLO  Bk 

12 P. 57

33 46-23  
Road Survey in Sec 33 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line NW 1/4                          

Mag. Var. and distances shown 

Book 1, 

Page 84

Page 261 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

33 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
20“ Pine – S 52 deg. E, 16.5'                              

14” Pine – N 84 deg. W, 19.8'

GLO  Bk 

12 P. 34

33 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
8“ Tamarack – S 80 deg. W, 82.5'                        

5” Birch – N 83 deg. W, 59.4'

GLO  Bk 

12 P. 47

33 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” dead Tamarack – N 23 deg. E, 19.8'                  

6“ dead Tamarack – S 27 deg. E, 7.3'                 

10” dead Tamarack – S 35 deg. W, 7.9'                

8” dead Tamarack – N 46 deg. W, 33.0'

GLO  Bk 

12 P. 34

33 46-23 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Tamarack - S 66 deg. E, 49.5'                           

20" Pine - S 83 deg. W, 39.6'                         

Book 1, 

Page 84

33 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10“ Pine – S 83 deg. W, 39.6'                                

4” Spruce – N 67 deg. W, 46.2'                              

No other trees near

GLO  Bk 

12 P. 46

33 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4" Tamarack - S 50 deg. E, 13.2'                                          

4" Tamarack - N 15 deg. W, 6.6' 

GLO BK 

5 P 9

33 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 35 deg. E, 13.2'                                    

5" Tamarack - N 65 deg. W, 8.6'                                         

6" Tamarack - S 83 deg. W, 6.6'                                  

5" Tamarack - S 41 deg. E, 9.9' 

GLO BK 

5 P 9

33 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. E, 36.3'                                    

3" Tamarack - N 33 deg. W, 6.6'                                         

3" Tamarack - S 48 deg. W, 23.1'                                  

5" Tamarack - S 12 deg. E, 26.4' 

GLO BK 

5 P 8

33 46-23 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Basswood- S 90 deg. E, 32.7'                           

8" Maple - S 39 deg. W, 28.4'                         

Book 1, 

Page 84

33 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
6“ Linden – S 32 deg. W, 5.3'                                

Birch – S 41 deg. E, 13.2'

GLO  Bk 

12 P. 46

34 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – S 50 deg. E, 6.6'                          

5” Tamarack – N 25 deg. W, 5.3'

GLO  Bk 

12 P. 25

34 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
10“ Tamarack – N 49 deg. E, 13.2'                         

5” Tamarack – S 11 deg. W, 16.5'

GLO  Bk 

12 P. 35

34 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Birch – S 26 deg. W, 5.3'                                 

12“ Birch – S 75 deg. E, 13.2'                                

16” Birch – N 11 deg. E, 23.8'                              

10” Aspen – N 57 deg. W, 25.7'

GLO  Bk 

12 P. 25

34 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

8” dead Tamarack – N 23 deg. E, 19.8'                

6“ dead Tamarack – S 27 deg. E, 7.3'                  

10” dead Tamarack – S 35 deg. W, 7.9'                

8” dead Tamarack – N 46 deg. W, 33.0'

GLO  Bk 

12 P. 34

34 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5" Tamarack - N 40 deg. E, 49.5'                                          

6" Tamarack - N 60 deg. W, 23.1' 

GLO BK 

5 P 10

34 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

7" Tamarack - N 30 deg. E, 18.5'                                    

5" Tamarack - N 32 deg. W, 13.2'                                         

7" Tamarack - S 48 deg. W, 7.9'                                  

6" Tamarack - S 56 deg. E, 9.9' 

GLO BK 

5 P 10

34 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 35 deg. E, 13.2'                                    

5" Tamarack - N 65 deg. W, 8.6'                                         

6" Tamarack - S 83 deg. W, 6.6'                                  

5" Tamarack - S 41 deg. E, 9.9' 

GLO BK 

5 P 9

34 46-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 15.8'                        

12“ Tamarack – N 30 deg. W, 16.5'                       

6” Tamarack – S 35 deg. W, 19.1'                         

8” Tamarack – S 29 deg. E, 12.5'

GLO  Bk 

12 P. 10

34 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
20“ Pine – S 52 deg. E, 16.5'                              

14” Pine – N 84 deg. W, 19.8'

GLO  Bk 

12 P. 34

35 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – N 33 deg. W, 4.6'                          

4” Tamarack – N 38 deg. E, 3.3'

GLO  Bk 

12 P. 15

35 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
7“ Tamarack – N 37 deg. W, 5.9'                          

6” Tamarack – S 18 deg. E, 6.6'

GLO  Bk 

12 P. 26

35 46-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Birch – S 37 deg. E, 37.6'                            

10“ Fir – N 48 deg. W, 40.9'                                  

9” Fir – S 81 deg. W, 40.3'                                    

10” Birch – N 79 deg. E, 69.3'

GLO  Bk 

12 P. 15
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35 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

6” Birch – S 26 deg. W, 5.3'                                 

12“ Birch – S 75 deg. E, 13.2'                                

16” Birch – N 11 deg. E, 23.8'                               

10” Aspen – N 57 deg. W, 25.7'

GLO  Bk 

12 P. 25

35 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7" Ash - N 50 deg. E, 9.2'                                          

8" Ash - S 15 deg. W, 4.6' 

GLO BK 

5 P 10

35 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 84 deg. E, 39.6'                                    

6" Tamarack - N 48 deg. W, 82.5'                                         

4" Tamarack - S 58 deg. W, 36.3'                                  

3" Spruce - S 35 deg. E, 85.8' 

GLO BK 

5 P 11

35 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

7" Tamarack - N 30 deg. E, 18.5'                                    

5" Tamarack - N 32 deg. W, 13.2'                                         

7" Tamarack - S 48 deg. W, 7.9'                                  

6" Tamarack - S 56 deg. E, 9.9' 

GLO BK 

5 P 10

35 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – S 50 deg. E, 6.6'                          

5” Tamarack – N 25 deg. W, 5.3'

GLO  Bk 

12 P. 25

36 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Birch – N 73 deg. E, 5.3'                               

8” White Birch – S 90 deg. W, 16.5'                       

GLO  Bk 

3 P. 8

36 46-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856
12" Tamarack - S 54 deg. E, 4.0'                                          

5" Cedar - S 43 deg. W, 6.6' 

GLO BK 

5 P 1
 

36 46-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
14“ Birch – S 09 deg. W, 25.1'                                

7” Spruce – N 65 deg. W, 14.5'

GLO  Bk 

12 P. 16

36 46-23 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

4” Spruce - N 45 deg E, 26.2'                                

4” Spruce- S 45 deg E, 21.8'

Book 1, 

Page 222

36 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1872

10" Black Pine - N 6 deg. W, 21.8'                                    

8" Black Pine - S 57 deg. W, 10.6'                                         

10" Black Pine - S 12 deg. E, 26.4'                                  

7" Black Pine - N 09 deg. E, 19.1' 

GLO BK 

5 P 1

36 46-23 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4” Tamarack – S 43 deg. E, 14.5'                               

4” Tamarack – N 50 deg. W, 32.3'                       

5” Tamarack - N 64 deg. E, 37.6'                              

4” Tamarack – S 63 deg. W, 32.3'

GLO  Bk 

3 P. 8

36 46-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872

10” Birch – S 37 deg. E, 37.6'                            

10“ Fir – N 48 deg. W, 40.9'                                  

9” Fir – S 81 deg. W, 40.3'                                    

10” Birch – N 79 deg. E, 69.3'

GLO  Bk 

12 P. 15

36 46-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4" Spruce - N 40 deg. E, 16.5'                                          

3" Tamarack - S 35 deg. W, 26.4' 

GLO BK 

5 P 11

36 46-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14” White Birch – N 57 deg. E, 30.4'                               

12” White Birch – N 21 deg. W, 37.0'                       

11” White Birch – S 68 deg. W, 18.5'                              

10” Balm of Giliad – S 49 deg. E, 16.5'

GLO  Bk 

3 P. 14

36 46-23 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 84 deg. E, 39.6'                                    

6" Tamarack - N 48 deg. W, 82.5'                                         

4" Tamarack - S 58 deg. W, 36.3'                                  

3" Spruce - S 35 deg. E, 85.8' 

GLO BK 

5 P 11

36 46-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
5“ Tamarack – N 33 deg. W, 4.6'                          

4” Tamarack – N 38 deg. E, 3.3'

GLO  Bk 

12 P. 15

1 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Aspen – N 85 deg. E, 14.5'                             

12” Aspen – N 47 deg. W, 3.3'

GLO  Bk 

12 P. 6

1 46-24 N 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Maple - N 51 deg. W, 13.2'                                 

10” Birch – S 2 deg. E, 8.6'      

Book 2, 

Page 11

1 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Maple – N 51 deg. W, 13.2'                              

10” Birch – S 02 deg. E, 8.6'                                      

GLO  Bk 

14 P. 1

1 46-24 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

11” Black Ash - N 38 deg. E, 7.3'                          

14” Cedar – N 72 deg. W, 15.2'      

Book 2, 

Page 11

1 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

11” Black Ash – N 38 deg. E, 7.3'                        

14“ Cedar – N 72 deg. W, 15.2'                              

9” Black Ash – S 46 deg. W, 23.8'                        

8” Black Ash – S 20 deg. E, 18.5'

GLO  Bk 

12 P. 6

1 46-24 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 33 deg. W, 6.6'                           

6” Balsam – S 25 deg. E, 19.1'      

Book 2, 

Page 11
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1 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9” Black Ash – N 33 deg. W, 6.6'                              

6” Black Ash – N 71 deg. E, 11.2'                             

7" Black Ash - S 40 deg. W, 15.2'                              

6" Balsam - S 25 deg. E, 19.1'                              

GLO  Bk 

14 P. 1

1 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
15” Birch – N 15 deg. W, 4.0'                              

7” Basswood – S 52 deg. W, 13.9'                                      

GLO  Bk 

14 P. 15

1 46-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 60 deg. E, 19.8'                        

6“ Tamarack – N 65 deg. W, 33.0'                       

6” Tamarack – S 45 deg. W, 29.7'                         

6” Tamarack – S 45 deg. E, 23.1'

GLO  Bk 

12 P. 5

1 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Birch – N 50 deg. W, 5.3'                              

6” Birch – N 60 deg. E, 17.8'                             

7" White Pine - S 58 deg. E, 14.5'                              

8" Basswood - S 55 deg. W, 14.1'                              

GLO  Bk 

14 P. 14

1 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Black Ash – N 85 deg. E, 8.6'                              

10” Poplar – N 84 deg. W, 15.2'                                      

GLO  Bk 

14 P. 16

2 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Black Ash – N 85 deg. E, 8.6'                              

10” Poplar – N 84 deg. W, 15.2'                                      

GLO  Bk 

14 P. 16

2 46-24 N 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

7” Birch - N 38 deg. E, 5.9'                                    

10” Balsam – S 46 deg. E, 5.9'      

Book 2, 

Page 11

2 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Birch – N 38 deg. E, 5.9'                              

10” Balsam – S 46 deg. E, 5.9'                                      

GLO  Bk 

14 P. 2

2 46-24 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 10 deg. W, 13.2'                           

10” Black Ash – N 71 deg. E, 10.6'      

Book 2, 

Page 11

2 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9” Black Ash – N 33 deg. W, 6.6'                              

6” Black Ash – N 71 deg. E, 11.2'                             

7" Black Ash - S 40 deg. W, 15.2'                              

6" Balsam - S 25 deg. E, 19.1'                              

GLO  Bk 

14 P. 1

2 46-24 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 10 deg. W, 13.2'                         

10” Black Ash – N 71 deg. E, 10.6'      

Book 2, 

Page 11

2 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Black Ash – N 71 deg. W, 13.2'                              

10” Black Ash – N 71 deg. E, 10.6'                             

12" Black Ash - S 25 deg. E, 13.2'                              

8" Black Ash - S 35 deg. W, 5.9'                              

GLO  Bk 

14 P. 2

2 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – N 43 deg. W, 2.6'                              

8” Pine – S 54 deg. E, 2.6'                                      

GLO  Bk 

14 P. 26

2 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Birch – N 50 deg. W, 5.3'                              

6” Birch – N 60 deg. E, 17.8'                             

7" White Pine - S 58 deg. E, 14.5'                              

8" Basswood - S 55 deg. W, 14.1'                              

GLO  Bk 

14 P. 14

2 46-24 SW
5”x6”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923

8” Maple – N 45 deg. W, 39.0'                                

8” Elm – S 45 deg. W, 73.0'                             

Book 1, 

Page 399

2 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Maple – N 26 deg. E, 13.2'                              

5” Balsam – N 55 deg. W, 18.5'                             

10" Maple - S 43 deg. E, 15.2'                              

10" Birch - S 39 deg. W, 11.9'                              

GLO  Bk 

14 P. 25

2 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Basswood – S 04 deg. W, 15.2'                              

7” Basswood – S 42 deg. E, 12.5'                                      

GLO  Bk 

14 P. 27

3 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Basswood – S 04 deg. W, 15.2'                              

7” Basswood – S 42 deg. E, 12.5'                                      

GLO  Bk 

14 P. 27

3 46-24 M.C.

M.C. on N. line NE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870
8” Birch – N 86 deg. E, 9.9'                              

12” Elm – S 35 deg. W, 7.3'                                      

GLO  Bk 

14 P. 3

3 46-24 M.C.

M.C. on W. line NW1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870

14" Elm – S 56 deg. W, 29.0'                              

14” Elm – S 37 deg. E, 25.7'                             

8" Birch - N 22 deg. W, 18.5'                              

8" Balsam - S 40 deg. E, 12.5'                              

GLO  Bk 

14 P. 38

3 46-24 N 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

3 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Black Ash – N 71 deg. W, 13.2'                              

10” Black Ash – N 71 deg. E, 10.6'                             

12" Black Ash - S 25 deg. E, 13.2'                              

8" Black Ash - S 35 deg. W, 5.9'                              

GLO  Bk 

14 P. 2
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3 46-24 NW

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

3 46-24 S 1/4
1” iron pipe set at corner by Glen 

Bickley, County Surveyor
1923

8” Maple – S 45 deg. E, 66.0'                                

8” Elm – S 45 deg. W, 41.5'                             

Book 1, 

Page 399

3 46-24 S 1/4

10" Black Ash used as corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870
9” Black Ash – N 09 deg. W, 19.1'                              

10” Black Ash – S 24 deg. E, 13.2'                                      

GLO  Bk 

14 P. 37

3 46-24 SE
5”x6”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923

8” Maple – N 45 deg. W, 39.0'                                

8” Elm – S 45 deg. W, 73.0'                             

Book 1, 

Page 399

3 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Maple – N 26 deg. E, 13.2'                              

5” Balsam – N 55 deg. W, 18.5'                             

10" Maple - S 43 deg. E, 15.2'                              

10" Birch - S 39 deg. W, 11.9'                              

GLO  Bk 

14 P. 25

3 46-24 SW
10”x10x24” Stone set at corner by 

Glen Bickley, County Surveyor
1923

12” Poplar – S 45 deg. W, 34.7                              

10” Poplar – N 45 deg. W, 58.3'                             

8” Black Ash – S 45 deg. E, 46.5'

Book 1, 

Page 399

3 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" White Pine – N 45 deg. E, 56.8'                              

6” Elm – S 45 deg. E, 122.2'                             

5" Balsam - N 45 deg. W, 56.1'                              

2" Poplar - S 45 deg. W, 66.0'                              

GLO  Bk 

14 P. 36

3 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 No ties set for corner
GLO  Bk 

14 P. 38

3 46-24
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of N-S ¼ line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 473

3 46-24
Survey of S line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Only Distances shown 

Book 1, 

Page 399

4 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 No ties set for corner
GLO  Bk 

14 P. 38

4 46-24 M.C.

M.C. on W. line SW1/4 is on S side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
6” Poplar – S 12 deg. E,176.9'                              

6” Cedar – S 22 deg. W, 178.2'                                      

GLO  Bk 

14 P. 49

4 46-24 M.C.

M.C. on E. line NE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870

14" Elm – S 56 deg. W, 29.0'                              

14” Elm – S 37 deg. E, 25.7'                             

8" Birch - N 22 deg. W, 18.5'                              

8" Balsam - S 40 deg. E, 12.5'                              

GLO  Bk 

14 P. 38

4 46-24 N 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

4 46-24 NE

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

4 46-24 NW

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

4 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Basswood – S 43 deg. W, 9.2'                              

8” Balsam – N 37 deg. W, 20.5'                                      

GLO  Bk 

14 P. 48

4 46-24 SE
10”x10x24” Stone set at corner by 

Glen Bickley, County Surveyor
1923

12” Poplar – S 45 deg. W, 34.7                              

10” Poplar – N 45 deg. W, 58.3'                             

8” Black Ash – S 45 deg. E, 46.5'

Book 1, 

Page 399

4 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" White Pine – N 45 deg. E, 56.8'                              

6” Elm – S 45 deg. E, 122.2'                             

5" Balsam - N 45 deg. W, 56.1'                              

2" Poplar - S 45 deg. W, 66.0'                              

GLO  Bk 

14 P. 36

4 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 71 deg. E, 39.6'                              

4” Tamarack – S 41 deg. E, 21.1'                             

5" Tamarack - S 72 deg. W, 62.0'                              

2" Spruce - N 03 deg. W, 89.1'                              

GLO  Bk 

14 P. 47

5 46-24 M.C.

M.C. on E. line SE1/4 is on S side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
6” Poplar – S 12 deg. E,176.9'                              

6” Cedar – S 22 deg. W, 178.2'                                      

GLO  Bk 

14 P. 49

Page 265 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

5 46-24 M.C.

M.C. on N. line NW1/4 is on SW side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

5 46-24 N 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

5 46-24 NE

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

5 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 88 deg. W, 630.3'                              

10” White Pine – S 32 deg. W, 392.0'                             

No other trees near                

GLO  Bk 

14 P. 4

5 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Cedar – N 03 deg. E, 2.6'                              

10” Black Ash – S 02 deg. E, 9.9'                                      

GLO  Bk 

14 P. 61

5 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 71 deg. E, 39.6'                              

4” Tamarack – S 41 deg. E, 21.1'                             

5" Tamarack - S 72 deg. W, 62.0'                              

2" Spruce - N 03 deg. W, 89.1'                              

GLO  Bk 

14 P. 47

5 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

12" Black Ash – N 31 deg. E, 21.8'                              

8” Black Ash – N 49 deg. W, 14.5'                             

6" Black Ash - S 63 deg. W, 7.9'                              

12" Black Ash - S 73 deg. E, 6.6'                              

GLO  Bk 

14 P. 60

5 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Black Ash – N 72 deg. W, 11.9'                              

7" Black Ash – N 34 deg. E, 11.2'                                      

GLO  Bk 

14 P. 63

6 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Black Ash – N 72 deg. W, 11.9'                              

7" Black Ash – N 34 deg. E, 11.2'                                      

GLO  Bk 

14 P. 63

6 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Basswood – S 14 deg. E, 17.2'                              

10” Poplar – N 02 deg. E, 16.5'                                      

GLO  Bk 

14 P. 5

6 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 88 deg. W, 630.3'                              

10” White Pine – S 32 deg. W, 392.0'                             

No other trees near                

GLO  Bk 

14 P. 4

6 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 35 deg. E, 99.0'                                    

5" Tamarack - N 18 deg. W, 53.5'                                           

4" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 6

6 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Pine – N 40 deg. E, 4.0'                              

6” Birch – S 20 deg. E, 5.3'                                      

GLO  Bk 

14 P. 62

6 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

12" Black Ash – N 31 deg. E, 21.8'                              

8” Black Ash – N 49 deg. W, 14.5'                             

6" Black Ash - S 63 deg. W, 7.9'                              

12" Black Ash - S 73 deg. E, 6.6'                              

GLO  Bk 

14 P. 60

6 46-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Pine - N 02 deg. E, 17.2'                                    

12" Birch - N 45 deg. W, 4.6'                                           

5" Linden - S 05 deg. W, 7.3'                                  

14" Birch - S 48 deg. E, 19.8' 

GLO BK 

2, P 5

6 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Elm - S 68 deg. E, 105.6'                                                      

7" Cedar - N 50 deg. W, 52.8'                                                             

GLO BK 

2, P 6

7 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Pine – S 40 deg. E, 8.6'                              

4” Birch – S 89 deg. W, 4.0'                                      

GLO  Bk 

14 P. 60

7 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Pine – N 40 deg. E, 4.0'                              

6” Birch – S 20 deg. E, 5.3'                                      

GLO  Bk 

14 P. 62

7 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

12" Black Ash – N 31 deg. E, 21.8'                              

8” Black Ash – N 49 deg. W, 14.5'                             

6" Black Ash - S 63 deg. W, 7.9'                              

12" Black Ash - S 73 deg. E, 6.6'                              

GLO  Bk 

14 P. 60

7 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Pine - N 02 deg. E, 17.2'                                    

12" Birch - N 45 deg. W, 4.6'                                           

5" Linden - S 05 deg. W, 7.3'                                  

14" Birch - S 48 deg. E, 19.8' 

GLO BK 

2, P 5

7 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Birch – S 63 deg. W, 9.2'                              

12” Birch – N 56 deg. W, 6.6'                                      

GLO  Bk 

14 P. 59
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7 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" Black Ash – N 32 deg. E, 19.8'                              

8” Elm – S 47 deg. E, 13.9'                             

8" Black Ash - N 57 deg. W, 25.1'                              

12" Elm - S 42 deg. W, 13.2'                              

GLO  Bk 

14 P. 66

7 46-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Sugar - N 82 deg. E, 6.6'                                    

4" Linden - N 40 deg. W, 19.1'                                           

6" Black Ash - S 01 deg. W, 24.4'                                  

8" Black Ash - S 40 deg. E, 37.0' 

GLO BK 

2, P 4

7 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
8" Aspen - S 50 deg. E, 27.1'                                                      

6" White Pine - S 83 deg. W, 11.2'                                                             

GLO BK 

2, P 5

7 46-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on E line NE 1/4 of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 297

7 46-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N-S ¼ line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 294

8 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Black Ash – N 87 deg. E, 3.3'                              

5” Black Ash – S 37 deg. W, 5.9'                                      

GLO  Bk 

14 P. 47

8 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Cedar – N 03 deg. E, 2.6'                              

10” Black Ash – S 02 deg. E, 9.9'                                      

GLO  Bk 

14 P. 61

8 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 71 deg. E, 39.6'                              

4” Tamarack – S 41 deg. E, 21.1'                             

5" Tamarack - S 72 deg. W, 62.0'                              

2" Spruce - N 03 deg. W, 89.1'                              

GLO  Bk 

14 P. 47

8 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

12" Black Ash – N 31 deg. E, 21.8'                              

8” Black Ash – N 49 deg. W, 14.5'                             

6" Black Ash - S 63 deg. W, 7.9'                              

12" Black Ash - S 73 deg. E, 6.6'                              

GLO  Bk 

14 P. 60

8 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 42 deg. E, 2.6'                              

3” Tamarack – S 48 deg. E, 2.0'                                      

GLO  Bk 

14 P. 58

8 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Pine – N 61 deg. W, 27.1'                              

7” Pine – N 57 deg. E, 15.2'                             

7" Pine - S 44 deg. W, 17.2'                              

15" Birch - S 45 deg. E, 16.5'                  

GLO  Bk 

14 P. 45

8 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" Black Ash – N 32 deg. E, 19.8'                              

8” Elm – S 47 deg. E, 13.9'                             

8" Black Ash - N 57 deg. W, 25.1'                              

12" Elm - S 42 deg. W, 13.2'                              

GLO  Bk 

14 P. 66

8 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Pine – S 40 deg. E, 8.6'                              

4” Birch – S 89 deg. W, 4.0'                                      

GLO  Bk 

14 P. 60

8 46-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on W line NW 1/4 of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 297

9 46-24  
Road Survey in Sec 9 by F.J. O'Hara, 

County Surveyor 
1909

Road runs on E. Line of Section                          

Only distances shown 

Book 1, 

Page 78

9 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – S 11 deg. W, 11.9'                              

8” Poplar – S 64 deg. E, 15.8'                                      

GLO  Bk 

14 P. 36

9 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Basswood – S 43 deg. W, 9.2'                              

8” Balsam – N 37 deg. W, 20.5'                                      

GLO  Bk 

14 P. 48

9 46-24 NE
10”x10x24” Stone set at corner by 

Glen Bickley, County Surveyor
1923

12” Poplar – S 45 deg. W, 34.7                              

10” Poplar – N 45 deg. W, 58.3'                             

8” Black Ash – S 45 deg. E, 46.5'

Book 1, 

Page 399

9 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" White Pine – N 45 deg. E, 56.8'                              

6” Elm – S 45 deg. E, 122.2'                             

5" Balsam - N 45 deg. W, 56.1'                              

2" Poplar - S 45 deg. W, 66.0'                              

GLO  Bk 

14 P. 36

9 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 71 deg. E, 39.6'                              

4” Tamarack – S 41 deg. E, 21.1'                             

5" Tamarack - S 72 deg. W, 62.0'                              

2" Spruce - N 03 deg. W, 89.1'                              

GLO  Bk 

14 P. 47

9 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Birch – S 44 deg. W, 5.3'                              

6” Birch – N 40 deg. W, 9.9'                                      

GLO  Bk 

14 P. 46

9 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Poplar – N 49 deg. W, 29.7'                              

4” Balsam – S 05 deg. E, 56.1'                             

5" Balsam - S 28 deg. W, 72.6'                              

8" Basswood - S 87 deg. E, 56.1'                              

GLO  Bk 

14 P. 34
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9 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Pine – N 61 deg. W, 27.1'                              

7” Pine – N 57 deg. E, 15.2'                             

7" Pine - S 44 deg. W, 17.2'                              

15" Birch - S 45 deg. E, 16.5'                  

GLO  Bk 

14 P. 45

9 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Black Ash – N 87 deg. E, 3.3'                              

5” Black Ash – S 37 deg. W, 5.9'                                      

GLO  Bk 

14 P. 47

9 46-24
Survey of E line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Only Distances shown 

Book 1, 

Page 399

10 46-24  
Road Survey in Sec 10 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line and in NW 1/4 Section        

Only distances shown 

Book 1, 

Page 78

10 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Black Oak – N 85 deg. W, 9.2'                              

6” White Pine – S 79 deg. E, 8.6'                                      

GLO  Bk 

14 P. 25

10 46-24 N 1/4

10" Black Ash used as corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870
9” Black Ash – N 09 deg. W, 19.1'                              

10” Black Ash – S 24 deg. E, 13.2'                                      

GLO  Bk 

14 P. 37

10 46-24 NE
5”x6”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923

8” Maple – N 45 deg. W, 39.0'                                

8” Elm – S 45 deg. W, 73.0'                             

Book 1, 

Page 399

10 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Maple – N 26 deg. E, 13.2'                              

5” Balsam – N 55 deg. W, 18.5'                             

10" Maple - S 43 deg. E, 15.2'                              

10" Birch - S 39 deg. W, 11.9'                              

GLO  Bk 

14 P. 25

10 46-24 NW
10”x10x24” Stone set at corner by 

Glen Bickley, County Surveyor
1923

12” Poplar – S 45 deg. W, 34.7                              

10” Poplar – N 45 deg. W, 58.3'                             

8” Black Ash – S 45 deg. E, 46.5'

Book 1, 

Page 399

10 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" White Pine – N 45 deg. E, 56.8'                              

6” Elm – S 45 deg. E, 122.2'                             

5" Balsam - N 45 deg. W, 56.1'                              

2" Poplar - S 45 deg. W, 66.0'                              

GLO  Bk 

14 P. 36

10 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Poplar – S 06 deg. W, 13.2'                              

6” Poplar – S 15 deg. E, 19.8'                                      

GLO  Bk 

14 P. 35

10 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 26 deg. E, 44.9'                              

12” Elm – S 58 deg. W, 26.4'                             

11" White Pine - N 31 deg. W, 92.4'                              

10" Elm - S 31 deg. E, 87.1'                              

GLO  Bk 

14 P. 23

10 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Poplar – N 49 deg. W, 29.7'                              

4” Balsam – S 05 deg. E, 56.1'                             

5" Balsam - S 28 deg. W, 72.6'                              

8" Basswood - S 87 deg. E, 56.1'                              

GLO  Bk 

14 P. 34

10 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – S 11 deg. W, 11.9'                              

8” Poplar – S 64 deg. E, 15.8'                                      

GLO  Bk 

14 P. 36

10 46-24
Survey of N and W lines of Section by 

Glen Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Only Distances shown 

Book 1, 

Page 399

11 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – N 50 deg. E, 5.3'                              

10” Poplar – N 27 deg. W, 7.9'                                      

GLO  Bk 

14 P. 14

11 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – N 43 deg. W, 2.6'                              

8” Pine – S 54 deg. E, 2.6'                                      

GLO  Bk 

14 P. 26

11 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Birch – N 50 deg. W, 5.3'                              

6” Birch – N 60 deg. E, 17.8'                             

7" White Pine - S 58 deg. E, 14.5'                              

8" Basswood - S 55 deg. W, 14.1'                              

GLO  Bk 

14 P. 14

11 46-24 NW
5”x6”x12” Stone set at corner by Glen 

Bickley, County Surveyor
1923

8” Maple – N 45 deg. W, 39.0'                                

8” Elm – S 45 deg. W, 73.0'                             

Book 1, 

Page 399

11 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Maple – N 26 deg. E, 13.2'                              

5” Balsam – N 55 deg. W, 18.5'                             

10" Maple - S 43 deg. E, 15.2'                              

10" Birch - S 39 deg. W, 11.9'                              

GLO  Bk 

14 P. 25

11 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Poplar – S 39 deg. E, 10.6'                              

3” Balsam – N 72 deg. W, 46.2'                                      

GLO  Bk 

14 P. 24

11 46-24 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Basswood – S 45 deg.E,  31.0'                        

10” Balsam – S 45 deg. W, 44.6'  

Book 1, 

Page 328

11 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Poplar – N 56 deg. E, 52.8'                              

10” Poplar – N 30 deg. W, 13.2'                             

10" Poplar - S 69 deg. E, 51.5'                              

8" Poplar - S 17 deg. W, 29.0'                              

GLO  Bk 

14 P. 12
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11 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 26 deg. E, 44.9'                              

12” Elm – S 58 deg. W, 26.4'                             

11" White Pine - N 31 deg. W, 92.4'                              

10" Elm - S 31 deg. E, 87.1'                              

GLO  Bk 

14 P. 23

11 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Black Oak – N 85 deg. W, 9.2'                              

6” White Pine – S 79 deg. E, 8.6'                                      

GLO  Bk 

14 P. 25

12 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ White Birch – N 75 deg. E, 6.6'                       

4” Fir – N 70 deg. W, 5.3'

GLO  Bk 

12 P. 5

12 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
15” Birch – N 15 deg. W, 4.0'                              

7” Basswood – S 52 deg. W, 13.9'                                      

GLO  Bk 

14 P. 15

12 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 60 deg. E, 19.8'                        

6“ Tamarack – N 65 deg. W, 33.0'                       

6” Tamarack – S 45 deg. W, 29.7'                         

6” Tamarack – S 45 deg. E, 23.1'

GLO  Bk 

12 P. 5

12 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Birch – N 50 deg. W, 5.3'                              

6” Birch – N 60 deg. E, 17.8'                             

7" White Pine - S 58 deg. E, 14.5'                              

8" Basswood - S 55 deg. W, 14.1'                              

GLO  Bk 

14 P. 14

12 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Birch – N 14 deg. W, 9.9'                              

6” Balsam – S 39 deg. W, 4.0'                                      

GLO  Bk 

14 P. 13

12 46-24 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Poplar – S 45 deg. W,  29.3'                             

5” Poplar – N 90 deg. W, 38.2'  

Book 1, 

Page 328

12 46-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” White Birch – N 60 deg. E, 21.1'                    

12“ White Birch – N 70 deg. W, 8.6'                   

10” White Birch – S 20 deg. W, 14.5'                   

10” White Birch – S 62 deg. E, 27.7'

GLO  Bk 

12 P. 4

12 46-24 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Basswood – S 45 deg.E,  31.0'                        

10” Balsam – S 45 deg. W, 44.6'  

Book 1, 

Page 328

12 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Poplar – N 56 deg. E, 52.8'                              

10” Poplar – N 30 deg. W, 13.2'                             

10" Poplar - S 69 deg. E, 51.5'                              

8" Poplar - S 17 deg. W, 29.0'                              

GLO  Bk 

14 P. 12

12 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Poplar – N 50 deg. E, 5.3'                              

10” Poplar – N 27 deg. W, 7.9'                                      

GLO  Bk 

14 P. 14

13 46-24  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1933

Is on E line of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 464

13 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Birch – N 14 deg. W, 9.9'                              

6” Balsam – S 39 deg. W, 4.0'                                      

GLO  Bk 

14 P. 13

13 46-24 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Poplar – S 45 deg. W,  29.3'                             

5” Poplar – N 90 deg. W, 38.2'  

Book 1, 

Page 328

13 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” White Birch – N 60 deg. E, 21.1'                    

12“ White Birch – N 70 deg. W, 8.6'                   

10” White Birch – S 20 deg. W, 14.5'                   

10” White Birch – S 62 deg. E, 27.7'

GLO  Bk 

12 P. 4

13 46-24 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Basswood – S 45 deg.E,  31.0'                        

10” Balsam – S 45 deg. W, 44.6'  

Book 1, 

Page 328

13 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Poplar – N 56 deg. E, 52.8'                              

10” Poplar – N 30 deg. W, 13.2'                             

10" Poplar - S 69 deg. E, 51.5'                              

8" Poplar - S 17 deg. W, 29.0'                              

GLO  Bk 

14 P. 12

13 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Black Ash – S 62 deg. W, 9.2'                              

14” Black Ash – N 53 deg. W, 46.2'                                      

GLO  Bk 

14 P. 11

13 46-24 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

12" Fir - N 30 deg. W, 3.3'                                       

7" Linden - N 62 deg. E, 22.4'                         

Book 1, 

Page 126

13 46-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Fir – N 30 deg. W, 3.3'                                     

7“ Linden – N 62 deg. E, 22.4'                              

14” White Birch – S 62 deg. W, 20.5'                   

8” Sugar – S 31 deg. E, 13.2'

GLO  Bk 

12 P. 3

13 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 Corner set in a Windfall area - no trees for ties
GLO  Bk 

14 P. 10

13 46-24 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

18” Black Ash - N 45 deg.W, 46.2'                        

16” Aspen – N 45 deg. E, 81.2'  

Book 1, 

Page 328

13 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Elm – N 15 deg. E, 377.5'                              

2” Poplar – N 69 deg. W, 238.3'                                      

GLO  Bk 

14 P. 12

13 46-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on N-S ¼  line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 328
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14 46-24 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

18” Black Ash - N 45 deg.W, 46.2'                        

16” Aspen – N 45 deg. E, 81.2'  

Book 1, 

Page 328

14 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Elm – N 15 deg. E, 377.5'                              

2” Poplar – N 69 deg. W, 238.3'                                      

GLO  Bk 

14 P. 12

14 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Poplar – S 39 deg. E, 10.6'                              

3” Balsam – N 72 deg. W, 46.2'                                      

GLO  Bk 

14 P. 24

14 46-24 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Basswood – S 45 deg.E,  31.0'                        

10” Balsam – S 45 deg. W, 44.6'  

Book 1, 

Page 328

14 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Poplar – N 56 deg. E, 52.8'                              

10” Poplar – N 30 deg. W, 13.2'                             

10" Poplar - S 69 deg. E, 51.5'                              

8" Poplar - S 17 deg. W, 29.0'                              

GLO  Bk 

14 P. 12

14 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 26 deg. E, 44.9'                              

12” Elm – S 58 deg. W, 26.4'                             

11" White Pine - N 31 deg. W, 92.4'                              

10" Elm - S 31 deg. E, 87.1'                              

GLO  Bk 

14 P. 23

14 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Poplar – N 02 deg. W, 26.4'                              

6” Poplar – S 20 deg. E, 33.0'                                      

GLO  Bk 

14 P. 22

14 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 Corner set in a Windfall area - no trees for ties
GLO  Bk 

14 P. 10

14 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – N 89 deg. W, 11.2'                              

5” Tamarack – S 27 deg. E, 34.2'                             

6" Tamarack - N 08 deg. E, 66.0'                              

4" Tamarack - S 32 deg. W, 148.5'                              

GLO  Bk 

14 P. 21

14 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Black Ash – N 32 deg. E, 13.2'                              

10” Black Ash – S 26 deg. W, 64.0'                                      

GLO  Bk 

14 P. 23

15 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Black Ash – N 32 deg. E, 13.2'                              

10” Black Ash – S 26 deg. W, 64.0'                                      

GLO  Bk 

14 P. 23

15 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Poplar – S 06 deg. W, 13.2'                              

6” Poplar – S 15 deg. E, 19.8'                                      

GLO  Bk 

14 P. 35

15 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 26 deg. E, 44.9'                              

12” Elm – S 58 deg. W, 26.4'                             

11" White Pine - N 31 deg. W, 92.4'                              

10" Elm - S 31 deg. E, 87.1'                              

GLO  Bk 

14 P. 23

15 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Poplar – N 49 deg. W, 29.7'                              

4” Balsam – S 05 deg. E, 56.1'                             

5" Balsam - S 28 deg. W, 72.6'                              

8" Basswood - S 87 deg. E, 56.1'                              

GLO  Bk 

14 P. 34

15 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Tamarack – N 53 deg. W, 6.6'                              

5” Black Ash – S 25 deg. E, 5.9'                                      

GLO  Bk 

14 P. 33

15 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – N 89 deg. W, 11.2'                              

5” Tamarack – S 27 deg. E, 34.2'                             

6" Tamarack - N 08 deg. E, 66.0'                              

4" Tamarack - S 32 deg. W, 148.5'                              

GLO  Bk 

14 P. 21

15 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – S 32 deg. W, 15.2'                              

6” Tamarack – S 57 deg. E, 17.8'                             

6" Tamarack - N 50 deg. E, 25.1'                              

6" Tamarack - N 37 deg. W, 7.3'                              

GLO  Bk 

14 P. 22

15 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Birch – S 53 deg. W, 5.3'                              

8” Birch – N 81 deg. E, 17.2'                                      

GLO  Bk 

14 P. 34

16 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Birch – S 53 deg. W, 5.3'                              

8” Birch – N 81 deg. E, 17.2'                                      

GLO  Bk 

14 P. 34

16 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Birch – S 44 deg. W, 5.3'                              

6” Birch – N 40 deg. W, 9.9'                                      

GLO  Bk 

14 P. 46

16 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Pine – N 61 deg. W, 27.1'                              

7” Pine – N 57 deg. E, 15.2'                             

7" Pine - S 44 deg. W, 17.2'                              

15" Birch - S 45 deg. E, 16.5'                  

GLO  Bk 

14 P. 45

16 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Poplar – N 49 deg. W, 29.7'                              

4” Balsam – S 05 deg. E, 56.1'                             

5" Balsam - S 28 deg. W, 72.6'                              

8" Basswood - S 87 deg. E, 56.1'                              

GLO  Bk 

14 P. 34
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16 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 20 deg. W, 28.4'                              

4” Tamarack – S 03 deg. W, 61.4'                                      

GLO  Bk 

14 P. 44

16 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – S 32 deg. W, 15.2'                              

6” Tamarack – S 57 deg. E, 17.8'                             

6" Tamarack - N 50 deg. E, 25.1'                              

6" Tamarack - N 37 deg. W, 7.3'                              

GLO  Bk 

14 P. 22

16 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Balsam – N 31 deg. E, 46.2'                              

8” Elm – S 65 deg. W, 29.0'                             

4" Birch - N 83 deg. W, 50.2'                              

No other trees near                          

GLO  Bk 

14 P. 43

16 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
(?”) Maple – S 53 deg. E, 16.5'                              

(?") Birch – N 63 deg. W, 7.3'                                      

GLO  Bk 

14 P. 45

17 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
(?”) Maple – S 53 deg. E, 16.5'                              

(?") Birch – N 63 deg. W, 7.3'                                      

GLO  Bk 

14 P. 45

17 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 42 deg. E, 2.6'                              

3” Tamarack – S 48 deg. E, 2.0'                                      

GLO  Bk 

14 P. 58

17 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Pine – N 61 deg. W, 27.1'                              

7” Pine – N 57 deg. E, 15.2'                             

7" Pine - S 44 deg. W, 17.2'                              

15" Birch - S 45 deg. E, 16.5'                  

GLO  Bk 

14 P. 45

17 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" Black Ash – N 32 deg. E, 19.8'                              

8” Elm – S 47 deg. E, 13.9'                             

8" Black Ash - N 57 deg. W, 25.1'                              

12" Elm - S 42 deg. W, 13.2'                              

GLO  Bk 

14 P. 66

17 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
15” White Pine – S 19 deg. E, 22.4'                              

6” Tamarack – N 21 deg. W, 5.9'                                      

GLO  Bk 

14 P. 56

17 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Balsam – N 31 deg. E, 46.2'                              

8” Elm – S 65 deg. W, 29.0'                             

4" Birch - N 83 deg. W, 50.2'                              

No other trees near                          

GLO  Bk 

14 P. 43

17 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 38 deg. W, 19.1'                              

5” Tamarack – S 30 deg. W, 15.8'                             

6" Tamarack - S 52 deg. E, 25.1'                              

6" Tamarack - N 53 deg. E, 33.0'                              

GLO  Bk 

14 P. 55

17 46-24 W 1/4
7/8" capped iron set on c/l road to N at 

fence cor. W and S by T. Betley
1990

3" B. Ash - S 60 deg E, 31.67'                             

4" B. Ash - N 55 deg. W, 36.73'
265870

17 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Birch – N 38 deg. E, 5.3'                              

6” Black Ash – S 56 deg. W, 8.6'                                      

GLO  Bk 

14 P. 66

18 46-24  
Road Survey in Sec. 18 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section.                       

Distances and Mag. Var. stated 

Book 1, 

Page 93

18 46-24 E 1/4
7/8" capped iron set on c/l road to N at 

fence cor. W and S by T. Betley
1990

3" B. Ash - S 60 deg E, 31.67'                             

4" B. Ash - N 55 deg. W, 36.73'
265870

18 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Birch – N 38 deg. E, 5.3'                              

6” Black Ash – S 56 deg. W, 8.6'                                      

GLO  Bk 

14 P. 66

18 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Birch – S 63 deg. W, 9.2'                              

12” Birch – N 56 deg. W, 6.6'                                      

GLO  Bk 

14 P. 59

18 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" Black Ash – N 32 deg. E, 19.8'                              

8” Elm – S 47 deg. E, 13.9'                             

8" Black Ash - N 57 deg. W, 25.1'                              

12" Elm - S 42 deg. W, 13.2'                              

GLO  Bk 

14 P. 66

18 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Sugar - N 82 deg. E, 6.6'                                    

4" Linden - N 40 deg. W, 19.1'                                           

6" Black Ash - S 01 deg. W, 24.4'                                  

8" Black Ash - S 40 deg. E, 37.0' 

GLO BK 

2, P 4

18 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Spruce – N 32 deg. E, 4.0'                              

6” Spruce – S 42 deg. E, 9.9'                                      

GLO  Bk 

14 P. 57

18 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 38 deg. W, 19.1'                              

5” Tamarack – S 30 deg. W, 15.8'                             

6" Tamarack - S 52 deg. E, 25.1'                              

6" Tamarack - N 53 deg. E, 33.0'                              

GLO  Bk 

14 P. 55

18 46-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Maple - N 87 deg E, 37.0'                                  

8" Oak - S 39 deg E, 45.5'

Book 1, 

Page 93

18 46-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" White Pine - N 30 deg. W, 12.5'                                    

14" White Oak - S 54 deg. W, 29.0'                                           

7" White Birch - S 53 deg. E, 9.9'                                  

10" White Pine - N 63 deg. E, 16.5' 

GLO BK 

2, P 3
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18 46-24 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Oak - N 23 deg W, 45.9'                                 

14" Oak - S 52 deg W, 73.6'

Book 1, 

Page 93

18 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Black Ash - S 19 deg. W, 18.5'                                                      

9" Black Ash - N 15 deg. E, 6.6'                                                             

GLO BK 

2, P 4

19 46-24  
Road Survey in Sec. 19 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 93

19 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 72 deg. E, 39.6'                              

3” Tamarack – S 59 deg. W, 50.2'                                      

GLO  Bk 

14 P. 55

19 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Spruce – N 32 deg. E, 4.0'                              

6” Spruce – S 42 deg. E, 9.9'                                      

GLO  Bk 

14 P. 57

19 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 38 deg. W, 19.1'                              

5” Tamarack – S 30 deg. W, 15.8'                             

6" Tamarack - S 52 deg. E, 25.1'                              

6" Tamarack - N 53 deg. E, 33.0'                              

GLO  Bk 

14 P. 55

19 46-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Maple - N 87 deg E, 37.0'                                  

8" Oak - S 39 deg E, 45.5'

Book 1, 

Page 93

19 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" White Pine - N 30 deg. W, 12.5'                                    

14" White Oak - S 54 deg. W, 29.0'                                           

7" White Birch - S 53 deg. E, 9.9'                                  

10" White Pine - N 63 deg. E, 16.5' 

GLO BK 

2, P 3

19 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Tamarack – S 24 deg. E, 10.6'                              

6” Tamarack – N 60 deg. W, 4.6'                                      

GLO  Bk 

14 P. 54

19 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5" Tamarack – N 31 deg. W, 54.1'                              

6” Tamarack – S 75 deg. E, 56.8'                             

6" Tamarack - N 65 deg. E, 52.1'                              

5" Tamarack - S 57 deg. W, 30.4'                              

GLO  Bk 

14 P. 52

19 46-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Pine stump - S 57 deg W, 28.4'                     

16" Pine stump - S 70 deg E, 50.8'

Book 1, 

Page 92

19 46-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" White Pine - N 62 deg. W, 13.9'                                    

10" White Pine - S 40 deg. W, 11.2'                                           

7" Cedar - S 47 deg. E, 15.2'                                  

12" Birch - N 42 deg. E, 9.2' 

GLO BK 

2, P 2

19 46-24 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Basswood - N 85 deg E, 50.5'                          

10" Oak - N 53 deg W, 29.7'

Book 1, 

Page 93

19 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Birch - S 00 deg. E, 3.3'                                                      

20" White Pine - S 70 deg. W, 15.8'                                                             

GLO BK 

2, P 3

20 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – S 67 deg. W, 16.5'                              

5” Spruce – S 11 deg. E, 35.6'                                      

GLO  Bk 

14 P. 43

20 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
15” White Pine – S 19 deg. E, 22.4'                              

6” Tamarack – N 21 deg. W, 5.9'                                      

GLO  Bk 

14 P. 56

20 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Balsam – N 31 deg. E, 46.2'                              

8” Elm – S 65 deg. W, 29.0'                             

4" Birch - N 83 deg. W, 50.2'                              

No other trees near                          

GLO  Bk 

14 P. 43

20 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 38 deg. W, 19.1'                              

5” Tamarack – S 30 deg. W, 15.8'                             

6" Tamarack - S 52 deg. E, 25.1'                              

6" Tamarack - N 53 deg. E, 33.0'                              

GLO  Bk 

14 P. 55

20 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 79 deg. E, 22.4'                              

4” Tamarack – N 13 deg. W, 82.5'                                      

GLO  Bk 

14 P. 53

20 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Tamarack – N 57 deg. W, 26.4'                              

4” Tamarack – S 34 deg. W, 68.6'                             

3" Tamarack - S 42 deg. E, 9.9'                              

2" Tamarack - N 19 deg. E, 37.6'                              

GLO  Bk 

14 P. 41

20 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5" Tamarack – N 31 deg. W, 54.1'                              

6” Tamarack – S 75 deg. E, 56.8'                             

6" Tamarack - N 65 deg. E, 52.1'                              

5" Tamarack - S 57 deg. W, 30.4'                              

GLO  Bk 

14 P. 52

20 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 72 deg. E, 39.6'                              

3” Tamarack – S 59 deg. W, 50.2'                                      

GLO  Bk 

14 P. 55

21 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – S 31 deg. W, 4.0'                              

7” Tamarack – S 41 deg. E, 42.9'                                      

GLO  Bk 

14 P. 22
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21 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 20 deg. W, 28.4'                              

4” Tamarack – S 03 deg. W, 61.4'                                      

GLO  Bk 

14 P. 44

21 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – S 32 deg. W, 15.2'                              

6” Tamarack – S 57 deg. E, 17.8'                             

6" Tamarack - N 50 deg. E, 25.1'                              

6" Tamarack - N 37 deg. W, 7.3'                              

GLO  Bk 

14 P. 22

21 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Balsam – N 31 deg. E, 46.2'                              

8” Elm – S 65 deg. W, 29.0'                             

4" Birch - N 83 deg. W, 50.2'                              

No other trees near                          

GLO  Bk 

14 P. 43

21 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 No trees in area for ties
GLO  Bk 

14 P. 42

21 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Tamarack – S 39 deg. W, 17.8'                              

6” Tamarack – S 64 deg. E, 27.1'                             

5" Tamarack - N 37 deg. E, 27.7'                              

6" Tamarack - N 57 deg. W, 17.8'                              

GLO  Bk 

14 P. 30

21 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Tamarack – N 57 deg. W, 26.4'                              

4” Tamarack – S 34 deg. W, 68.6'                             

3" Tamarack - S 42 deg. E, 9.9'                              

2" Tamarack - N 19 deg. E, 37.6'                              

GLO  Bk 

14 P. 41

21 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – S 67 deg. W, 16.5'                              

5” Spruce – S 11 deg. E, 35.6'                                      

GLO  Bk 

14 P. 43

22 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” White Pine – N 86 deg. E, 15.8'                              

10” White Pine – S 42 deg. W, 37.6'                                      

GLO  Bk 

14 P. 21

22 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Tamarack – N 53 deg. W, 6.6'                              

5” Black Ash – S 25 deg. E, 5.9'                                      

GLO  Bk 

14 P. 33

22 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – N 89 deg. W, 11.2'                              

5” Tamarack – S 27 deg. E, 34.2'                             

6" Tamarack - N 08 deg. E, 66.0'                              

4" Tamarack - S 32 deg. W, 148.5'                              

GLO  Bk 

14 P. 21

22 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – S 32 deg. W, 15.2'                              

6” Tamarack – S 57 deg. E, 17.8'                             

6" Tamarack - N 50 deg. E, 25.1'                              

6" Tamarack - N 37 deg. W, 7.3'                              

GLO  Bk 

14 P. 22

22 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – S 24 deg. E, 3.3'                              

15” White Pine – N 72 deg. W, 22.4'                                      

GLO  Bk 

14 P. 31

22 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9" Poplar – S 56 deg. E, 32.3'                              

4” Balsam – S 83 deg. W, 45.5'                             

10" Balsam - N 33 deg. W, 48.8'                              

6" Balsam - N 61 deg. E, 124.7'                              

GLO  Bk 

14 P. 19

22 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Tamarack – S 39 deg. W, 17.8'                              

6” Tamarack – S 64 deg. E, 27.1'                             

5" Tamarack - N 37 deg. E, 27.7'                              

6" Tamarack - N 57 deg. W, 17.8'                              

GLO  Bk 

14 P. 30

22 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – S 31 deg. W, 4.0'                              

7” Tamarack – S 41 deg. E, 42.9'                                      

GLO  Bk 

14 P. 22

23 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Pine – N 02 deg. E, 195.4'                              

10” Birch – N 03 deg. W, 238.9'                                      

GLO  Bk 

14 P. 10

23 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Poplar – N 02 deg. W, 26.4'                              

6” Poplar – S 20 deg. E, 33.0'                                      

GLO  Bk 

14 P. 22

23 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 Corner set in a Windfall area - no trees for ties
GLO  Bk 

14 P. 10

23 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

6" Tamarack – N 89 deg. W, 11.2'                              

5” Tamarack – S 27 deg. E, 34.2'                             

6" Tamarack - N 08 deg. E, 66.0'                              

4" Tamarack - S 32 deg. W, 148.5'                              

GLO  Bk 

14 P. 21

23 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” White Ash – S 19 deg. E, 11.9'                              

12” Pine – N 52 deg. W, 11.9'                                      

GLO  Bk 

14 P. 20

23 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Birch – N 54 deg. W, 25.7'                              

12” Birch – N 29 deg. E, 9.9'                             

6" Birch - S 64 deg. W, 19.1'                              

12" Birch - S 16 deg. E, 9.9'                              

GLO  Bk 

14 P. 8

Page 273 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

23 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9" Poplar – S 56 deg. E, 32.3'                              

4” Balsam – S 83 deg. W, 45.5'                             

10" Balsam - N 33 deg. W, 48.8'                              

6" Balsam - N 61 deg. E, 124.7'                              

GLO  Bk 

14 P. 19

23 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” White Pine – N 86 deg. E, 15.8'                              

10” White Pine – S 42 deg. W, 37.6'                                      

GLO  Bk 

14 P. 21

24 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
6“ Fir – N 78 deg. E, 14.5'                                     

6” White Pine – S 56 deg. W, 13.9'

GLO  Bk 

12 P. 3

24 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Black Ash – S 62 deg. W, 9.2'                              

14” Black Ash – N 53 deg. W, 46.2'                                      

GLO  Bk 

14 P. 11

24 46-24 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

12" Fir - N 30 deg. W, 3.3'                                       

7" Linden - N 62 deg. E, 22.4'                         

Book 1, 

Page 126

24 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Fir – N 30 deg. W, 3.3'                                     

7“ Linden – N 62 deg. E, 22.4'                              

14” White Birch – S 62 deg. W, 20.5'                   

8” Sugar – S 31 deg. E, 13.2'

GLO  Bk 

12 P. 3

24 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 Corner set in a Windfall area - no trees for ties
GLO  Bk 

14 P. 10

24 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Pine – N 41 deg. W, 7.3'                              

10” Pine – N 50 deg. E, 12.5'                                      

GLO  Bk 

14 P. 9

24 46-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 52 deg. E, 75.2'                         

10“ Fir – N 39 deg. W, 1.3'                                    

9” Willow – S 77 deg. E, 13.9'                              

6” Fir – S 53 deg. E, 14.5'

GLO  Bk 

12 P. 2

24 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

24 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Birch – N 54 deg. W, 25.7'                              

12” Birch – N 29 deg. E, 9.9'                             

6" Birch - S 64 deg. W, 19.1'                              

12" Birch - S 16 deg. E, 9.9'                              

GLO  Bk 

14 P. 8

24 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Pine – N 02 deg. E, 195.4'                              

10” Birch – N 03 deg. W, 238.9'                                      

GLO  Bk 

14 P. 10

25 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Linden – S 65 deg. E, 18.5'                             

12” Elm – N 10 deg. W, 6.6'

GLO  Bk 

12 P. 2

25 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Pine – N 41 deg. W, 7.3'                              

10” Pine – N 50 deg. E, 12.5'                                      

GLO  Bk 

14 P. 9

25 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 52 deg. E, 75.2'                         

10“ Fir – N 39 deg. W, 1.3'                                    

9” Willow – S 77 deg. E, 13.9'                              

6” Fir – S 53 deg. E, 14.5'

GLO  Bk 

12 P. 2

25 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" White Pine - N 55 deg. W, 28.4'                                    

6" Spruce - S 53 deg. W, 27.7'                                         

10" Spruce - N 13 deg. E, 31.7'                                  

6" Spruce - S 46 deg. E, 33.0' 

GLO BK 

5 P 2

25 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Birch – N 54 deg. W, 25.7'                              

12” Birch – N 29 deg. E, 9.9'                             

6" Birch - S 64 deg. W, 19.1'                              

12" Birch - S 16 deg. E, 9.9'                              

GLO  Bk 

14 P. 8

25 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” White Maple – S 23 deg. W, 2.0'                              

8” Black Ash – N 08 deg. W, 11.2'                                      

GLO  Bk 

14 P. 7

25 46-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Sugar – N 27 deg. E, 14.5'                               

11“ White Birch – N 33 deg. W, 35.0'                   

14” White Birch – S 18 deg. W, 11.2'                   

11” White Birch – S 52 deg. E, 42.9'

GLO  Bk 

12 P. 1

25 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – S 50 deg. E, 15.8'                              

6” Tamarack – N 34 deg. E, 11.9'                             

6" Black Ash - N 45 deg. W, 10.6'                              

12" Tamarack - S 46 deg. W, 11.9'                              

GLO  Bk 

14 P. 6

25 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Black Ash – S 65 deg. E, 4.0'                              

6” Black Ash – N 51 deg. W, 16.5'                                      

GLO  Bk 

14 P. 8

26 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Black Ash – S 65 deg. E, 4.0'                              

6” Black Ash – N 51 deg. W, 16.5'                                      

GLO  Bk 

14 P. 8
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26 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” White Ash – S 19 deg. E, 11.9'                              

12” Pine – N 52 deg. W, 11.9'                                      

GLO  Bk 

14 P. 20

26 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Birch – N 54 deg. W, 25.7'                              

12” Birch – N 29 deg. E, 9.9'                             

6" Birch - S 64 deg. W, 19.1'                              

12" Birch - S 16 deg. E, 9.9'                              

GLO  Bk 

14 P. 8

26 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9" Poplar – S 56 deg. E, 32.3'                              

4” Balsam – S 83 deg. W, 45.5'                             

10" Balsam - N 33 deg. W, 48.8'                              

6" Balsam - N 61 deg. E, 124.7'                              

GLO  Bk 

14 P. 19

26 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
5” Tamarack – N 35 deg. E, 4.0'                              

5” Tamarack – S 14 deg. W, 11.9'                                      

GLO  Bk 

14 P. 18

26 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – S 50 deg. E, 15.8'                              

6” Tamarack – N 34 deg. E, 11.9'                             

6" Black Ash - N 45 deg. W, 10.6'                              

12" Tamarack - S 46 deg. W, 11.9'                              

GLO  Bk 

14 P. 6

26 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – N 58 deg. W, 24.4'                              

6” Balsam – N 34 deg. E, 19.8'                             

12" White Pine - S 19 deg. E, 24.4'                              

7" Tamarack - S 14 deg. W, 23.8'                              

GLO  Bk 

14 P. 17

26 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – N 77 deg. W, 10.6'                              

6” Tamarack – N 73 deg. E, 13.9'                                      

GLO  Bk 

14 P. 19

27 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – N 77 deg. W, 10.6'                              

6” Tamarack – N 73 deg. E, 13.9'                                      

GLO  Bk 

14 P. 19

27 46-24 MNE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9" Poplar – S 56 deg. E, 32.3'                              

4” Balsam – S 83 deg. W, 45.5'                             

10" Balsam - N 33 deg. W, 48.8'                              

6" Balsam - N 61 deg. E, 124.7'                              

GLO  Bk 

14 P. 19

27 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – S 24 deg. E, 3.3'                              

15” White Pine – N 72 deg. W, 22.4'                                      

GLO  Bk 

14 P. 31

27 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Tamarack – S 39 deg. W, 17.8'                              

6” Tamarack – S 64 deg. E, 27.1'                             

5" Tamarack - N 37 deg. E, 27.7'                              

6" Tamarack - N 57 deg. W, 17.8'                              

GLO  Bk 

14 P. 30

27 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 02 deg. E, 7.9'                              

6” Tamarack – S 15 deg. E, 6.6'                                      

GLO  Bk 

14 P. 29

27 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – N 58 deg. W, 24.4'                              

6” Balsam – N 34 deg. E, 19.8'                             

12" White Pine - S 19 deg. E, 24.4'                              

7" Tamarack - S 14 deg. W, 23.8'                              

GLO  Bk 

14 P. 17

27 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – S 42 deg. E, 2.6'                              

6” Tamarack – S 22 deg. W, 9.9'                             

6" Tamarack - N 16 deg. W, 10.6'                              

10" White Pine - N 45 deg. E, 29.0'                              

GLO  Bk 

14 P.28

27 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – S 66 deg. W, 15.8'                              

9” Tamarack – S 40 deg. E, 20.5'                                      

GLO  Bk 

14 P. 30

28 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
8” Tamarack – S 66 deg. W, 15.8'                              

9” Tamarack – S 40 deg. E, 20.5'                                      

GLO  Bk 

14 P. 30

28 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870 No trees in area for ties
GLO  Bk 

14 P. 42

28 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

5" Tamarack – S 39 deg. W, 17.8'                              

6” Tamarack – S 64 deg. E, 27.1'                             

5" Tamarack - N 37 deg. E, 27.7'                              

6" Tamarack - N 57 deg. W, 17.8'                              

GLO  Bk 

14 P. 30

28 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Tamarack – N 57 deg. W, 26.4'                              

4” Tamarack – S 34 deg. W, 68.6'                             

3" Tamarack - S 42 deg. E, 9.9'                              

2" Tamarack - N 19 deg. E, 37.6'                              

GLO  Bk 

14 P. 41

28 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Birch – S 24 deg. E, 16.5'                              

6” Birch – N 70 deg. E, 11.9'                                      

GLO  Bk 

14 P. 40

28 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – S 42 deg. E, 2.6'                              

6” Tamarack – S 22 deg. W, 9.9'                             

6" Tamarack - N 16 deg. W, 10.6'                              

10" White Pine - N 45 deg. E, 29.0'                              

GLO  Bk 

14 P.28
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28 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – N 35 deg. E, 5.3'                              

8” Tamarack – S 41 deg. E, 13.2'                             

8" Tamarack - S 53 deg. W, 12.5'                              

5" Tamarack - N 27 deg. W, 16.5'                              

GLO  Bk 

14 P. 39

28 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 83 deg. E, 4.6'                              

5” Tamarack – S 65 deg. W, 5.3'                                      

GLO  Bk 

14 P. 41

29 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 83 deg. E, 4.6'                              

5” Tamarack – S 65 deg. W, 5.3'                                      

GLO  Bk 

14 P. 41

29 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 79 deg. E, 22.4'                              

4” Tamarack – N 13 deg. W, 82.5'                                      

GLO  Bk 

14 P. 53

29 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

4" Tamarack – N 57 deg. W, 26.4'                              

4” Tamarack – S 34 deg. W, 68.6'                             

3" Tamarack - S 42 deg. E, 9.9'                              

2" Tamarack - N 19 deg. E, 37.6'                              

GLO  Bk 

14 P. 41

29 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5" Tamarack – N 31 deg. W, 54.1'                              

6” Tamarack – S 75 deg. E, 56.8'                             

6" Tamarack - N 65 deg. E, 52.1'                              

5" Tamarack - S 57 deg. W, 30.4'                              

GLO  Bk 

14 P. 52

29 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Birch – N 49 deg. W, 8.6'                              

8” Cedar – S 46 deg. E, 17.8'                                      

GLO  Bk 

14 P. 51

29 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – N 35 deg. E, 5.3'                              

8” Tamarack – S 41 deg. E, 13.2'                             

8" Tamarack - S 53 deg. W, 12.5'                              

5" Tamarack - N 27 deg. W, 16.5'                              

GLO  Bk 

14 P. 39

29 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Tamarack – N 16 deg. W, 5.3'                              

9” Tamarack – N 40 deg. E, 2.6'                             

9" Tamarack - S 32 deg. E, 9.2'                              

6" Birch - S 37 deg. W, 15.8'                              

GLO  Bk 

14 P. 49

29 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 52 deg. E, 29.0'                              

3” Tamarack – N 45 deg. W, 73.3'                                      

GLO  Bk 

14 P. 52

30 46-24  
Road Survey in Sec. 30 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section.                    

Distances and Mag. Var. stated 

Book 1, 

Page 92

30 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 52 deg. E, 29.0'                              

3” Tamarack – N 45 deg. W, 73.3'                                      

GLO  Bk 

14 P. 52

30 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Tamarack – S 24 deg. E, 10.6'                              

6” Tamarack – N 60 deg. W, 4.6'                                      

GLO  Bk 

14 P. 54

30 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5" Tamarack – N 31 deg. W, 54.1'                              

6” Tamarack – S 75 deg. E, 56.8'                             

6" Tamarack - N 65 deg. E, 52.1'                              

5" Tamarack - S 57 deg. W, 30.4'                              

GLO  Bk 

14 P. 52

30 46-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Pine stump - S 57 deg W, 28.4'                       

16" Pine stump - S 70 deg E, 50.8'

Book 1, 

Page 92

30 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" White Pine - N 62 deg. W, 13.9'                                    

10" White Pine - S 40 deg. W, 11.2'                                           

7" Cedar - S 47 deg. E, 15.2'                                  

12" Birch - N 42 deg. E, 9.2' 

GLO BK 

2, P 2

30 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Tamarack – N 16 deg. W, 5.3'                              

9” Tamarack – N 40 deg. E, 2.6'                             

9" Tamarack - S 32 deg. E, 9.2'                              

6" Birch - S 37 deg. W, 15.8'                              

GLO  Bk 

14 P. 49

30 46-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

10" W. Pine - N 71 deg W, 31.0'                            

10" Tamarack - S 40 deg E, 36.6'

Book 1, 

Page 92

30 46-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 31 deg. E, 13.2'                                    

10" Tamarack - N 44 deg. W, 7.3'                                           

8" Tamarack - S 58 deg. W, 7.9'                                  

7" Tamarack - S 52 deg. E, 2.0' 

GLO BK 

2, P 1

30 46-24 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Tamarack - N 72 deg W, 29.7'                           

8" Tamarack - N 77 deg E, 39.6'

Book 1, 

Page 92

30 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Cedar - S 68 deg. W, 17.8'                                                      

6" Cedar - S 55 deg. E, 7.3'                                                             

GLO BK 

2, P 2

31 46-24  
Road Survey in Sec. 31 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section.                       

Distances and Mag. Var. stated 

Book 1, 

Page 92

31 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 29 deg. W, 4.0'                              

5” Tamarack – S 46 deg. E, 26.4'                                      

GLO  Bk 

14 P. 49
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31 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Tamarack – N 16 deg. W, 5.3'                              

9” Tamarack – N 40 deg. E, 2.6'                             

9" Tamarack - S 32 deg. E, 9.2'                              

6" Birch - S 37 deg. W, 15.8'                              

GLO  Bk 

14 P. 49

31 46-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

10" W. Pine - N 71 deg W, 31.0'                            

10" Tamarack - S 40 deg E, 36.6'

Book 1, 

Page 92

31 46-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 31 deg. E, 13.2'                                    

10" Tamarack - N 44 deg. W, 7.3'                                           

8" Tamarack - S 58 deg. W, 7.9'                                  

7" Tamarack - S 52 deg. E, 2.0' 

GLO BK 

2, P 1

31 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Birch - N 59 deg. W, 7.3'                                    

No other tree near

GLO BK 

11, P 6

31 46-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 20 deg. W, 19.8'                                    

5" Tamarack - S 75 deg. E, 12.5'                          

5" Tamarack - N 46 deg. E, 19.8'                           

6" Tamarack - S 44 deg. W, 26.4'

GLO BK 

11, P 5

31 46-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Maple - N 48 deg E, 42.2'                                 

10" Maple - S 13 deg E, 38.9'

Book 1, 

Page 92

31 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

12" Sugar - N 86 deg. W, 15.8'                                    

8" Maple - N 74 deg. E, 25.7'                          

12" Aspen - S 73 deg. E, 36.3'                           

14" Aspen - S 71 deg. W, 23.1'

GLO BK 

11, P 6

31 46-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Linden - N 86 deg. W, 15.8'                                   

8" Maple - N 74 deg. E, 25.7'                                                      

12" Aspen - S 73 deg. E, 36.3'                            

14" Aspen - S 71 deg. W, 23.1'                                                             

GLO BK 

2, P 6

31 46-24 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

7" Maple - N 85 deg E, 47.5'                               

20" Pine stump - S 90 deg W, 31.7'

Book 1, 

Page 92

31 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Sugar - N 13 deg. E, 11.9'                                                      

5" Sugar - N 52 deg. W, 9.9'                                                             

GLO BK 

2, P 1

32 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Tamarack – N 89 deg. E, 7.9'                              

8” Cedar – S 90 deg. W, 16.5'                                      

GLO  Bk 

14 P. 39

32 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Birch – N 49 deg. W, 8.6'                              

8” Cedar – S 46 deg. E, 17.8'                                      

GLO  Bk 

14 P. 51

32 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – N 35 deg. E, 5.3'                              

8” Tamarack – S 41 deg. E, 13.2'                             

8" Tamarack - S 53 deg. W, 12.5'                              

5" Tamarack - N 27 deg. W, 16.5'                              

GLO  Bk 

14 P. 39

32 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Tamarack – N 16 deg. W, 5.3'                              

9” Tamarack – N 40 deg. E, 2.6'                             

9" Tamarack - S 32 deg. E, 9.2'                              

6" Birch - S 37 deg. W, 15.8'                              

GLO  Bk 

14 P. 49

32 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7“ White Pine – N 10 deg. E, 99.0'                       

3” Tamarack – S 35 deg. E, 26.4'

GLO  Bk 

12 P. 8

32 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Birch - N 23 deg. E, 2.6'                                    

12" Aspen - S 42 deg. E, 3.3'

GLO BK 

11, P 4

32 46-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Black Ash - N 60 deg. W, 5.9'                                    

7" Black Ash - S 64 deg. W, 6.6'                          

7" Tamarack - S 07 deg. E, 7.3'                           

5" Black Ash - N 89 deg. E, 4.6'

GLO BK 

11, P 4

32 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

5" Tamarack - N 20 deg. W, 19.8'                                    

5" Tamarack - S 75 deg. E, 12.5'                          

5" Tamarack - N 46 deg. E, 19.8'                           

6" Tamarack - S 44 deg. W, 26.4'

GLO BK 

11, P 5

32 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 29 deg. W, 4.0'                              

5” Tamarack – S 46 deg. E, 26.4'                                      

GLO  Bk 

14 P. 49

33 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Birch – S 64 deg. W, 6.6'                              

8” Tamarack – S 47 deg. E, 11.2'                                      

GLO  Bk 

14 P. 28

33 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
10” Birch – S 24 deg. E, 16.5'                              

6” Birch – N 70 deg. E, 11.9'                                      

GLO  Bk 

14 P. 40

33 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – S 42 deg. E, 2.6'                              

6” Tamarack – S 22 deg. W, 9.9'                             

6" Tamarack - N 16 deg. W, 10.6'                              

10" White Pine - N 45 deg. E, 29.0'                              

GLO  Bk 

14 P.28
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33 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – N 35 deg. E, 5.3'                              

8” Tamarack – S 41 deg. E, 13.2'                             

8" Tamarack - S 53 deg. W, 12.5'                              

5" Tamarack - N 27 deg. W, 16.5'                              

GLO  Bk 

14 P. 39

33 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
6" Burr Oak - N 17 deg. W, 13.2'                                    

8" Burr Oak - S 81 deg. E, 11.9'

GLO BK 

11, P 4

33 46-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Birch - N 73 deg. W, 6.6'                                    

7" Maple - N 73 deg. E, 19.8'                          

7" Sugar - N 79 deg. E, 15.2'                           

7" Birch - S 24 deg. W, 10.6'

GLO BK 

11, P 3

33 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Black Ash - N 60 deg. W, 5.9'                                    

7" Black Ash - S 64 deg. W, 6.6'                          

7" Tamarack - S 07 deg. E, 7.3'                           

5" Black Ash - N 89 deg. E, 4.6'

GLO BK 

11, P 4

33 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
12” Tamarack – N 89 deg. E, 7.9'                              

8” Cedar – S 90 deg. W, 16.5'                                      

GLO  Bk 

14 P. 39

34 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 65 deg. E, 4.0'                              

6” Tamarack – S 86 deg. W, 15.2'                                      

GLO  Bk 

14 P. 17

34 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 02 deg. E, 7.9'                              

6” Tamarack – S 15 deg. E, 6.6'                                      

GLO  Bk 

14 P. 29

34 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – N 58 deg. W, 24.4'                              

6” Balsam – N 34 deg. E, 19.8'                             

12" White Pine - S 19 deg. E, 24.4'                              

7" Tamarack - S 14 deg. W, 23.8'                              

GLO  Bk 

14 P. 17

34 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

8" Tamarack – S 42 deg. E, 2.6'                              

6” Tamarack – S 22 deg. W, 9.9'                             

6" Tamarack - N 16 deg. W, 10.6'                              

10" White Pine - N 45 deg. E, 29.0'                              

GLO  Bk 

14 P.28

34 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
7" Black Ash - N 28 deg. E, 23.8'                                    

6" Black Ash - S 18 deg. E, 7.3'

GLO BK 

11, P 3

34 46-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Tamarack - N 70 deg. E, 18.5'                                    

6" Tamarack - N 62 deg. W, 11.2'                          

7" Tamarack - S 30 deg. W, 6.6'                           

5" Tamarack - S 88 deg. E, 21.1'

GLO BK 

11, P 2

34 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Birch - N 73 deg. W, 6.6'                                    

7" Maple - N 73 deg. E, 19.8'                          

7" Sugar - N 79 deg. E, 15.2'                           

7" Birch - S 24 deg. W, 10.6'

GLO BK 

11, P 3

34 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” Birch – S 64 deg. W, 6.6'                              

8” Tamarack – S 47 deg. E, 11.2'                                      

GLO  Bk 

14 P. 28

35 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
4” Spruce – S 06 deg. W, 6.6'                              

6” Spruce – S 71 deg. E, 10.6'                                      

GLO  Bk 

14 P. 6

35 46-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – S 50 deg. E, 15.8'                              

6” Tamarack – N 34 deg. E, 11.9'                             

6" Black Ash - N 45 deg. W, 10.6'                              

12" Tamarack - S 46 deg. W, 11.9'                              

GLO  Bk 

14 P. 6

35 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – N 58 deg. W, 24.4'                              

6” Balsam – N 34 deg. E, 19.8'                             

12" White Pine - S 19 deg. E, 24.4'                              

7" Tamarack - S 14 deg. W, 23.8'                              

GLO  Bk 

14 P. 17

35 46-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860
8" Tamarack - N 25 deg. E, 9.9'                                    

7" Tamarack - S 71 deg. E, 4.6'

GLO BK 

11, P 2

35 46-24 SE

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 25 deg. W, 24.4'                                    

5" Tamarack - N 77 deg. E, 21.8'                          

7" Tamarack - S 75 deg. E, 18.5'                           

12" Tamarack - S 68 deg. W, 37.0'

GLO BK 

11, P 1

35 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

7" Tamarack - N 70 deg. E, 18.5'                                    

6" Tamarack - N 62 deg. W, 11.2'                          

7" Tamarack - S 30 deg. W, 6.6'                           

5" Tamarack - S 88 deg. E, 21.1'

GLO BK 

11, P 2

35 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Tamarack – N 65 deg. E, 4.0'                              

6” Tamarack – S 86 deg. W, 15.2'                                      

GLO  Bk 

14 P. 17

36 46-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12“ Pine – N 69 deg. W, 6.6'                                

12” Aspen – N 06 deg. E, 9.9'

GLO  Bk 

12 P. 1
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36 46-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
9” White Maple – S 23 deg. W, 2.0'                              

8” Black Ash – N 08 deg. W, 11.2'                                      

GLO  Bk 

14 P. 7

36 46-24 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Sugar – N 27 deg. E, 14.5'                               

11“ White Birch – N 33 deg. W, 35.0'                   

14” White Birch – S 18 deg. W, 11.2'                   

11” White Birch – S 52 deg. E, 42.9'

GLO  Bk 

12 P. 1

36 46-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

12" Tamarack – S 50 deg. E, 15.8'                              

6” Tamarack – N 34 deg. E, 11.9'                             

6" Black Ash - N 45 deg. W, 10.6'                              

12" Tamarack - S 46 deg. W, 11.9'                              

GLO  Bk 

14 P. 6

36 46-24 SE

Set wood post as part of original 

Government Land Office Survey by 

Everrett Chaney, U.S. Deputy 

Surveyor

1856

10" Birch - N 50 deg. W, 11.2'                                    

7" Birch - S 53 deg. W, 11.9'                                         

12" Aspen - S 41 deg. E, 18.5'                                  

(?") Birch - N 65 deg. E, 4.6' 

GLO BK 

5 P 6

36 46-24 SW

Set wood post as part of original 

Government Land Office Survey by E. 

N. Darling, U.S. Deputy Surveyor

1860

6" Tamarack - N 25 deg. W, 24.4'                                    

5" Tamarack - N 77 deg. E, 21.8'                          

7" Tamarack - S 75 deg. E, 18.5'                           

12" Tamarack - S 68 deg. W, 37.0'

GLO BK 

11, P 1

36 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1872
12“ Pine – N 69 deg. W, 6.6'                              

12” Aspen – N 06 deg. E, 9.9'

GLO  Bk 

12 P. 1

36 46-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
4” Spruce – S 06 deg. W, 6.6'                              

6” Spruce – S 71 deg. E, 10.6'                                      

GLO  Bk 

14 P. 6

1 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Elm - S 68 deg. E, 105.6'                                                      

7" Cedar - N 50 deg. W, 52.8'                                                             

GLO BK 

2, P 6

1 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
10" Oak - S 39 deg. W, 23.1'                                                      

12" Aspen - N 20 deg. W, 7.9'                                                             

GLO BK 

2, P 15

1 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 35 deg. E, 99.0'                                    

5" Tamarack - N 18 deg. W, 53.5'                                           

4" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 6

1 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Cedar - N 50 deg. E, 9.9'                                    

6" Cedar - N 57 deg. W, 7.3'                                           

11" Cedar - S 31 deg. W, 5.3'                                  

10" Cedar - S 10 deg. E, 6.6' 

GLO BK 

2, P 15

1 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Poplar - N 33 deg. W, 13.2'                                                      

12" Poplar - S 47 deg. W, 13.9'                                                             

GLO BK 

2, P 29

1 46-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Pine - N 02 deg. E, 17.2'                                    

12" Birch - N 45 deg. W, 4.6'                                           

5" Linden - S 05 deg. W, 7.3'                                  

14" Birch - S 48 deg. E, 19.8' 

GLO BK 

2, P 5

1 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Elm - S 36 deg. W, 17.2'                                    

12" Poplar - S 25 deg. E, 16.5'                                           

12" Pine - N 10 deg. W, 15.2'                                  

10" Maple - N 65 deg. E, 16.5' 

GLO BK 

2, P 28

1 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
16" Pine - N 28 deg. E, 6.6'                                                      

15" Pine - N 81 deg. W, 11.2'                                                             

GLO BK 

2, P 30

2 46-25  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1933

Is in N 1/2 of Section                                 

Distance and angles shown

Book 1, 

Page 465

2 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
16" Pine - N 28 deg. E, 6.6'                                                      

15" Pine - N 81 deg. W, 11.2'                                                             

GLO BK 

2, P 30

2 46-25 M.C

M.C. On W line NW1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

2 46-25 M.C

Set new M.C. On N line NE1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
14” Poplar – S 12 deg. W, 30.0'                             

4” Birch – N 00 deg. E, 21.9'  

Book 1, 

Page 338

2 46-25 M.C.

M.C is on N line NE 1/4, on SE side 

Dam Lake - 1961.5' W of NE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Pine - N 12 deg. E, 42.9'                                                      

18" Pine - S 12 deg. W, 23.1'                                                             

GLO BK 

2, P 16

Page 279 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

2 46-25 M.C.

M.C is on W line NW 1/4, on SW side 

Dam Lake - 1386.0' N of W1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Pine - N 50 deg. W, 18.5'                                                      

8" Pine - S 62 deg. E, 33.0'                                                             

GLO BK 

2, P 41

2 46-25 N 1/4

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

2 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Cedar - N 50 deg. E, 9.9'                                    

6" Cedar - N 57 deg. W, 7.3'                                           

11" Cedar - S 31 deg. W, 5.3'                                  

10" Cedar - S 10 deg. E, 6.6' 

GLO BK 

2, P 15

2 46-25 NW

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

2 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Cedar - N 33 deg. W, 13.9'                                                      

18" Birch - S 40 deg. W, 12.5'                                                             

GLO BK 

2, P 40

2 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Elm - S 36 deg. W, 17.2'                                    

12" Poplar - S 25 deg. E, 16.5'                                           

12" Pine - N 10 deg. W, 15.2'                                  

10" Maple - N 65 deg. E, 16.5' 

GLO BK 

2, P 28

2 46-25 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Poplar – N 45 deg. W, 57.5'                               

5” Poplar – S 45 deg. W, 43.0'

Book 1, 

Page 374

2 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Pine - N 40 deg. W, 19.8'                                    

12" Pine - N 40 deg. E, 8.6'                                           

14" Tamarack - S 15 deg. W, 4.6'                                  

7" Black Ash - N 32 deg. E, 5.3' 

GLO BK 

2, P 39

2 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
Tamarack listed as a tie tree - no distance or 

bearing stated                                                                                                

GLO BK 

2, P 41

3 46-25  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923   

Book 1,  

Page 389

3 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
Tamarack listed as a tie tree - no distance or 

bearing stated                                                                                                

GLO BK 

2, P 41

3 46-25 M.C

M.C. On W line SW ¼ - took new ties 

to existing monument by Leo Shaw, 

Private Surveyor

1964
30” Norway Pine - S 90 deg. W, 19.77'                 

10 ” Elm – N 45 deg. E, 41.72'  

Book V-

20  Page 

45

3 46-25 M.C

M.C. On E line NE1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

3 46-25 M.C

M.C. On W line SW1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

3 46-25 M.C

M.C. On N line NE1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

3 46-25 M.C
M.C. On W line SW ¼ -took new ties 

by F.J. O'Hara, County Surveyor
1909

10” Oak – N 80 deg. E, 31.0'                                  

8” Poplar – N 78 deg. W, 38.3' 

Book 2, 

Page 14

3 46-25 M.C.

M.C is on N line NE 1/4, on SW side 

Dam Lake - 712.1' W of NE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Oak - N 25 deg. W, 33.7'                                                      

12" Oak - S 09 deg. E, 51.5'                                                             

GLO BK 

2, P 16

3 46-25 M.C.

M.C is on E line NE 1/4, on SW side 

Dam Lake - 1386.0' N of E1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Pine - N 50 deg. W, 18.5'                                                      

8" Pine - S 62 deg. E, 33.0'                                                             

GLO BK 

2, P 41

3 46-25 M.C.

M.C is on W line SW 1/4, on N side 

Long Lake - 1162.3' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Oak - N 80 deg. E, 31.0'                                                      

8" Poplar- N 78 deg. W, 38.3'                                                             

GLO BK 

2, P 52
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3 46-25 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 389

3 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Pine - N 07 deg. E, 31.7'                                                      

12" Pine - S 08 deg. W, 20.5'                                                             

GLO BK 

2, P 17

3 46-25 NE

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

3 46-25 NW
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

10” Pine – N 32 deg. W, 21.1'                                 

5” Tamarack – N 60 deg. E, 17.8'                          

8” Cedar – S 42 deg. W, 26.4'

Book 2, 

Page 14

3 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 17.8'                                    

10" Pine - N 32 deg. W, 21.1'                                           

8" Cedar - S 42 deg. W, 26.4'                                  

5" Tamarack - S 56 deg. E, 23.8' 

GLO BK 

2, P 17

3 46-25 S 1/4

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 53

3 46-25 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Poplar – N 45 deg. W, 57.5'                               

5” Poplar – S 45 deg. W, 43.0'

Book 1, 

Page 374

3 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Pine - N 40 deg. W, 19.8'                                    

12" Pine - N 40 deg. E, 8.6'                                           

14" Tamarack - S 15 deg. W, 4.6'                                  

7" Black Ash - N 32 deg. E, 5.3' 

GLO BK 

2, P 39

3 46-25 SW

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 53

3 46-25 W 1/4
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

22” Oak - N 80 deg. W, 49.1'                                  

6 ” Ash – N 70 deg. E, 14.1' 

Book V-

20  Page 

45

3 46-25 W 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 389

3 46-25 W 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 10” Poplar – S 85 deg. E, 9.9'                                

Book 2, 

Page 14

3 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870
10" Poplar - S 85 deg. E, 9.9'                                                      

7" Oak - N 75 deg. W, 0.7'                                                             

GLO BK 

2, P 54

4 46-25  
Subdivision of Section by F.J. O'Hara, 

County Surveyor 
1909

Complete Subdivision of Section                           

Distances only shown

Book 2, 

Page 14

4 46-25 E 1/4
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

22” Oak - N 80 deg. W, 49.1'                                  

6 ” Ash – N 70 deg. E, 14.1'  

Book V-

20  Page 

45

4 46-25 E 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 389

4 46-25 E 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 10” Poplar – S 85 deg. E, 9.9'                                

Book 2, 

Page 14

4 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Poplar - S 85 deg. E, 9.9'                                                      

7" Oak - N 75 deg. W, 0.7'                                                             

GLO BK 

2, P 54

4 46-25 M.C

M.C. On E line SE ¼ - took new ties to 

existing monument by Leo Shaw, 

Private Surveyor

1964
30” Norway Pine - S 90 deg. W, 19.77'                 

10 ” Elm – N 45 deg. E, 41.72'  

Book V-

20  Page 

45

4 46-25 M.C

M.C. On E line SE1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

4 46-25 M.C
M.C. On S line SE ¼ -took new ties by 

F.J. O'Hara, County Surveyor
1909 24” Pine – S 84 deg. W, 11.9'                                  

Book 2, 

Page 14

4 46-25 M.C
M.C. On E line SE ¼ -took new ties by 

F.J. O'Hara, County Surveyor
1909

10” Oak – N 80 deg. E, 31.0'                                  

8” Poplar – N 78 deg. W, 38.3' 

Book 2, 

Page 14

4 46-25 M.C.

M.C is on E line SE 1/4, on N side 

Long Lake - 1162.3' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Oak - N 80 deg. E, 31.0'                                                      

8" Poplar- N 78 deg. W, 38.3'                                                             

GLO BK 

2, P 52

Page 281 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

4 46-25 M.C.

M.C is on S line SE 1/4, on W side 

Long Lake - 1749.0' E of S1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
24" Pine - S 84 deg. W, 11.9'                                                      

(?)" Birch - S 17 deg. E, 5.3'                                                             

GLO BK 

2, P 63

4 46-25 N 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

5” Aspen – N 04 deg. W, 9.9'                                  

9” Aspen – S 17 deg. E, 19.8' 

Book 2, 

Page 14

4 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Aspen - N 04 deg. W, 9.9'                                                      

9" Aspen - S 17 deg. E, 19.8'                                                             

GLO BK 

2, P 17

4 46-25 NE
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

10” Pine – N 32 deg. W, 21.1'                                 

5” Tamarack – N 60 deg. E, 17.8'                          

8” Cedar – S 42 deg. W, 26.4'

Book 2, 

Page 14

4 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 17.8'                                    

10" Pine - N 32 deg. W, 21.1'                                           

8" Cedar - S 42 deg. W, 26.4'                                  

5" Tamarack - S 56 deg. E, 23.8' 

GLO BK 

2, P 17

4 46-25 NW
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

4 46-25 NW
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 6” Tamarack – S 45 deg. E, 37.6'                                  

Book 2, 

Page 14

4 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 20 deg. W, 31.7'                                    

6" Tamarack - S 80 deg. E, 37.6'                                           

3" Tamarack - N 15 deg. E, 66.0'                                  

4" Tamarack - S 32 deg. W, 83.2' 

GLO BK 

2, P 18

4 46-25 S 1/4

No mention of having set cornert as 

part of original Government Land 

Office Survey by Warren M. Alley, 

U.S. Deputy Surveyor.

1870
I think this corner was not recorded as having 

been set 

GLO BK 

2, P 63

4 46-25 SE

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 53

4 46-25 SW
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

4 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 60 deg. W, 151.8'                                    

5" Fir - N 30 deg. E, 118.8'                                           

3" Cedar - S 50 deg. E, 128.7'                                  

6" Tamarack - S 20 deg. W, 136.6' 

GLO BK 

2, P 62

4 46-25 W 1/4
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

4 46-25 W 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 5” Poplar – N 28 deg. E, 7.9'

Book 2, 

Page 14

4 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 28 deg. E, 7.9'                                                      

4" Birch - N 55 deg. W, 13.9'                                                             

GLO BK 

2, P 64

5 46-25 E 1/4
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

5 46-25 E 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 5” Poplar – N 28 deg. E, 7.9'

Book 2, 

Page 14

5 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 28 deg. E, 7.9'                                                      

4" Birch - N 55 deg. W, 13.9'                                                             

GLO BK 

2, P 64

5 46-25 N 1/4
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

5 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Pine - N 45 deg. W, 11.9'                                                      

7" Elm - S 26 deg. W, 11.2'                                                             

GLO BK 

2, P 18

5 46-25 NE
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

5 46-25 NE
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

6” Tamarack – S 45 deg. E, 37.6'                                  

Book 2, 

Page 14

5 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 20 deg. W, 31.7'                                    

6" Tamarack - S 80 deg. E, 37.6'                                           

3" Tamarack - N 15 deg. E, 66.0'                                  

4" Tamarack - S 32 deg. W, 83.2' 

GLO BK 

2, P 18
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5 46-25 NW
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

5 46-25 NW
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 3” White Birch – S 45 deg. W, 50.8'          

Book 1, 

Page 403

5 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 20 deg. E, 28.4'                                    

14" Pine - N 25 deg. W, 11.9'                                           

4" Spruce - S 35 deg. W, 15.8'                                  

4" Spruce - S 57 deg. E, 16.5' 

GLO BK 

2, P 19

5 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Cedar - N 40 deg. E, 6.6'                                                      

4" Fir - S 25 deg. W, 9.9'                                                   

GLO BK 

2, P 79

5 46-25 SE
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

5 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 60 deg. W, 151.8'                                    

5" Fir - N 30 deg. E, 118.8'                                           

3" Cedar - S 50 deg. E, 128.7'                                  

6" Tamarack - S 20 deg. W, 136.6' 

GLO BK 

2, P 62

5 46-25 SW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Poplar – N 45 deg. W, 87.8'                               

4” Poplar – N 45 deg. E, 81.7'      

Book 1, 

Page 416

5 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Ash - N 11 deg. E, 15.2'                                    

12" Black Ash - S 31 deg. W, 5.9'                                           

4" Fir - N 20 deg. W, 7.9'                                  

5" Fir - S 31 deg. E, 2.6' 

GLO BK 

2, P 78

5 46-25 W 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

5” Poplar – S 45 deg. W, 25.2'                               

5” Poplar – N 45 deg. W, 25.5'      

Book 1, 

Page 416

5 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Fir - S 36 deg. E, 14.5'                                                      

10" Fir - N 64 deg. W, 11.9'                                                   

GLO BK 

2, P 81

6 46-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 416

6 46-25 E 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

5” Poplar – S 45 deg. W, 25.2'                               

5” Poplar – N 45 deg. W, 25.5'      

Book 1, 

Page 416

6 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Fir - S 36 deg. E, 14.5'                                                      

10" Fir - N 64 deg. W, 11.9'                                                   

GLO BK 

2, P 81

6 46-25 N 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

6 46-25 N 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

6 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Pine - N 38 deg. E, 13.9'                                                      

12" Spruce - S 56 deg. W, 37.0'                                                             

GLO BK 

2, P 19

6 46-25 NE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

6 46-25 NE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 3” White Birch – S 45 deg. W, 50.8'          

Book 1, 

Page 403

6 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 20 deg. E, 28.4'                                    

14" Pine - N 25 deg. W, 11.9'                                           

4" Spruce - S 35 deg. W, 15.8'                                  

4" Spruce - S 57 deg. E, 16.5' 

GLO BK 

2, P 19

6 46-25 NW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

6 46-25 NW
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

6 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

10" Pine - N 20 deg. E, 9.9'                                    

10" Tamarack - N 35 deg. W, 11.9'                                           

10" Tamarack - S 54 deg. W, 9.9'                                  

10" Tamarack - S 05 deg. E, 7.3' 

GLO BK 

2, P 14

6 46-25 S 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Elm – N 45 deg. W, 27.7'                                    

8” Elm – S 45 deg. W, 33.5'      

Book 1, 

Page 416

6 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
20" Tamarack - S 55 deg. W, 11.9'                                                      

4" Poplar - N 56 deg. E, 29.7'                                                   

GLO BK 

2, P 80

6 46-25 SE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Poplar – N 45 deg. W, 87.8'                               

4” Poplar – N 45 deg. E, 81.7'      

Book 1, 

Page 416

6 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Ash - N 11 deg. E, 15.2'                                    

12" Black Ash - S 31 deg. W, 5.9'                                           

4" Fir - N 20 deg. W, 7.9'                                  

5" Fir - S 31 deg. E, 2.6' 

GLO BK 

2, P 78

Page 283 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

6 46-25 SW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

6 46-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Spruce - N 25 deg. E, 44.2'                                    

8" Tamarack - N 26 deg. W, 20.5'                                           

7" Tamarack - S 42 deg. W, 13.9'                                  

7" Tamarack - S 28 deg. E, 11.9' 

GLO BK 

2, P 13

6 46-25 W 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

6 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Tamarack - S 89 deg. W, 4.6'                                                      

7" Tamarack - S 69 deg. E, 7.3'                                                             

GLO BK 

2, P 14

7 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Fir - S 75 deg. W, 46.2'                                                      

4" Tamarack - N 65 deg. E, 48.2'                                                   

GLO BK 

2, P 78

7 46-25 N 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Elm – N 45 deg. W, 27.7'                                    

8” Elm – S 45 deg. W, 33.5'      

Book 1, 

Page 416

7 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
20" Tamarack - S 55 deg. W, 11.9'                                                      

4" Poplar - N 56 deg. E, 29.7'                                                   

GLO BK 

2, P 80

7 46-25 NE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Poplar – N 45 deg. W, 87.8'                               

4” Poplar – N 45 deg. E, 81.7'      

Book 1, 

Page 416

7 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Ash - N 11 deg. E, 15.2'                                    

12" Black Ash - S 31 deg. W, 5.9'                                           

4" Fir - N 20 deg. W, 7.9'                                  

5" Fir - S 31 deg. E, 2.6' 

GLO BK 

2, P 78

7 46-25 NW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

7 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Spruce - N 25 deg. E, 44.2'                                    

8" Tamarack - N 26 deg. W, 20.5'                                           

7" Tamarack - S 42 deg. W, 13.9'                                  

7" Tamarack - S 28 deg. E, 11.9' 

GLO BK 

2, P 13

7 46-25 S 1/4
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

16” Twin W. Oak - S 45 deg E, 48.9'                      

16” W. Oak - N 45 deg W, 98.0'

Book 1, 

Page 252

7 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 85 deg. W, 13.2'                                                      

8" Poplar - S 18 deg. W, 16.5'                                                   

GLO BK 

2, P 77

7 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

15" Pine - S 08 deg. E, 24.4'                                    

10" Birch - S 64 deg. W, 19.1'                                           

10" Birch - N 33 deg. E, 7.3'                                  

16" Poplar - N 29 deg. W, 23.8' 

GLO BK 

2, P 75

7 46-25 SW
Set 1“ iron bolt in road and took new 

ties by H. D Keath, County Surveyor 
1917

6” Poplar - S 45 deg W, 27.0                                  

6” Poplar - S 45 deg E, 34.3'

Book 1, 

Page 252

7 46-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 84 deg. E, 35.0'                                    

4" Aspen - N 45 deg. W, 11.9'                                           

12" Tamarack - S 40 deg. W, 23.8'                                  

6" Tamarack - S 37 deg. E, 37.0' 

GLO BK 

2, P 12

7 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Aspen - N 62 deg. W, 17.8'                                                      

4" Aspen - N 24 deg. E, 21.1'                                                             

GLO BK 

2, P 13

7 46-25
Survey of S line Section by H. D. 

Keath, County Surveyor 
1917

Set iron mon. and took new ties to Cors.           

Distance and Mag. Var. shown 

Book 1, 

Page 252

8 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Tamarack - (?) 46 deg. E, 3.3'                                                      

3" Tamarack - S 63 deg. W, 7.3'                                                             

GLO BK 

2, P 62

8 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Cedar - N 40 deg. E, 6.6'                                                      

4" Fir - S 25 deg. W, 9.9'                                                   

GLO BK 

2, P 79

8 46-25 NE
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

8 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 60 deg. W, 151.8'                                    

5" Fir - N 30 deg. E, 118.8'                                           

3" Cedar - S 50 deg. E, 128.7'                                  

6" Tamarack - S 20 deg. W, 136.6' 

GLO BK 

2, P 62

8 46-25 NW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926

6” Poplar – N 45 deg. W, 87.8'                               

4” Poplar – N 45 deg. E, 81.7'      

Book 1, 

Page 416
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8 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Ash - N 11 deg. E, 15.2'                                    

12" Black Ash - S 31 deg. W, 5.9'                                           

4" Fir - N 20 deg. W, 7.9'                                  

5" Fir - S 31 deg. E, 2.6' 

GLO BK 

2, P 78

8 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Pine - N 52 deg. W, 59.4'                                                      

16" Pine - N 70 deg. W, 72.6'                                                   

GLO BK 

2, P 76

8 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Poplar - S 85 deg. W, 29.7'                                    

12" Poplar - N 69 deg. W, 33.7'                                           

10" Poplar - S 60 deg. E, 37.0'                                  

8" Poplar - N 42 deg. E, 18.5' 

GLO BK 

2, P 60

8 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

15" Pine - S 08 deg. E, 24.4'                                    

10" Birch - S 64 deg. W, 19.1'                                           

10" Birch - N 33 deg. E, 7.3'                                  

16" Poplar - N 29 deg. W, 23.8' 

GLO BK 

2, P 75

8 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Fir - S 75 deg. W, 46.2'                                                      

4" Tamarack - N 65 deg. E, 48.2'                                                   

GLO BK 

2, P 78

9 46-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of NE ¼                                            

Distance and angles stated

Book 1, 

Page 497

9 46-25 E 1/4

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 51

9 46-25 M.C
M.C. On N line NE ¼ -took new ties by 

F.J. O'Hara, County Surveyor
1909 24” Pine – S 84 deg. W, 11.9'                                  

Book 2, 

Page 14

9 46-25 M.C.

M.C is on E line SE 1/4, on SE side 

Long Lake - 1874.4' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Poplar - S 20 deg. W, 5.3'                                                      

6" Poplar- S 15 deg. W, 1.3'                                                             

GLO BK 

2, P 51

9 46-25 M.C.

M.C is on E line NE 1/4, on SE side 

Long Lake - 2919.8' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Poplar - N 66 deg. E, 2.0'                                                      

8" Poplar- N 87 deg. W, 19.8'                                                             

GLO BK 

2, P 51

9 46-25 M.C.

M.C is on N line NE 1/4, on W side 

Long Lake - 1749.0' E of N1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
24" Pine - S 84 deg. W, 11.9'                                                      

(?)" Birch - S 17 deg. E, 5.3'                                                             

GLO BK 

2, P 63

9 46-25 N 1/4

No mention of having set cornert as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870
I think this corner was not recorded as having 

been set 

GLO BK 

2, P 63

9 46-25 NE

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 53

9 46-25 NW
iron monument shown as found by M. 

Kohout
1998

survey of 4 "40's" in Section 4 and 2 "40's" in 

Section 5, T46-R25

Auditors              

Bk. 9,      

1-10

9 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 60 deg. W, 151.8'                                    

5" Fir - N 30 deg. E, 118.8'                                           

3" Cedar - S 50 deg. E, 128.7'                                  

6" Tamarack - S 20 deg. W, 136.6' 

GLO BK 

2, P 62

9 46-25 S 1/4 3" pipe found in woods by J. Walker 1998

N & D in 10" Oak - N 28 deg. E, 14.45'                  

N & D in 4" Maple - S 40 deg. E, 7.58'                   

N & D in 10" Oak - S 60 deg. W, 12.73'

311805 217429.570 481886.680

9 46-25 S 1/4
3” capped pipe set by H.D. Keath, 

County Surveyor
1938 24” N. Pine - S 45 deg. E, 72.0'                                           

Book 1, 

Page 493

9 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Red Pine - N 31 deg. E, 10.6'                                                      

3" Poplar - S 16 deg. W, 7.3'                                                             

GLO BK 

2, P 61

9 46-25 SE
1 1/4" pipe found at projection of c/l-c/l 

roads to W and S by J. Walker
1998

N & D in 10" Oak - S 60 deg. E, 3.97'                 

spk in 5" Oak - S 45 deg. W, 11.90'                   

spk in 12" Oak - N 80 deg. W, 6.84'

311804 217454.600 484568.460
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9 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 32 deg. W, 9.9'                                    

8" Poplar - N 15 deg. W, 9.9'                                           

5" Poplar - N 24 deg. E, 16.5'                                  

9" Poplar - S 49 deg. E, 10.6' 

GLO BK 

2, P 49

9 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Poplar - S 85 deg. W, 29.7'                                    

12" Poplar - N 69 deg. W, 33.7'                                           

10" Poplar - S 60 deg. E, 37.0'                                  

8" Poplar - N 42 deg. E, 18.5' 

GLO BK 

2, P 60

9 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Tamarack - (?) 46 deg. E, 3.3'                                                      

3" Tamarack - S 63 deg. W, 7.3'                                                             

GLO BK 

2, P 62

9 46-25
Survey of N-S ¼ line by H.D. Keath, 

County Surveyor 
1938

Survey of N-S ¼ line only                            

Distance and Mag. Var. stated

Book 1, 

Page 493

10 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Birch - N 13 deg. E, 13.9'                                                      

10" Black Oak - S 52 deg. W, 26.4'                                                             

GLO BK 

2, P 39

10 46-25 M.C.

M.C is on W line SW 1/4, on SE side 

Long Lake - 1874.4' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Poplar - S 20 deg. W, 5.3'                                                      

6" Poplar- S 15 deg. W, 1.3'                                                             

GLO BK 

2, P 51

10 46-25 M.C.

M.C is on W line NW 1/4, on SE side 

Long Lake - 2919.8' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Poplar - N 66 deg. E, 2.0'                                                      

8" Poplar- N 87 deg. W, 19.8'                                                             

GLO BK 

2, P 51

10 46-25 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Poplar – N 45 deg. W, 57.5'                               

5” Poplar – S 45 deg. W, 43.0'

Book 1, 

Page 374

10 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Pine - N 40 deg. W, 19.8'                                    

12" Pine - N 40 deg. E, 8.6'                                           

14" Tamarack - S 15 deg. W, 4.6'                                  

7" Black Ash - N 32 deg. E, 5.3' 

GLO BK 

2, P 39

10 46-25 NW

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 53

10 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Poplar - S 48 deg. W, 4.0'                                                      

10" Poplar - N 45 deg. W, 4.6'                                                             

GLO BK 

2, P 50

10 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Birch - S 34 deg. E, 23.8'                                    

18" Pine - N 63 deg. E, 33.7'                                           

5" Fir - S 67 deg. W, 15.2'                                  

12" Tamarack - N 74 deg. W, 14.5' 

GLO BK 

2, P 37

10 46-25 SW
1 1/4" pipe found at projection of c/l-c/l 

roads to W and S by J. Walker
1998

N & D in 10" Oak - S 60 deg. E, 3.97'                 

spk in 5" Oak - S 45 deg. W, 11.90'                      

spk in 12" Oak - N 80 deg. W, 6.84'

311804 217454.600 484568.460

10 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 32 deg. W, 9.9'                                    

8" Poplar - N 15 deg. W, 9.9'                                           

5" Poplar - N 24 deg. E, 16.5'                                  

9" Poplar - S 49 deg. E, 10.6' 

GLO BK 

2, P 49

10 46-25 W 1/4

Corner falls in Long Lake - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor.

1870 No ties taken as corner falls in Lake
GLO BK 

2, P 51

11 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
14" Pine - S 16 deg. W, 9.9'                                                      

16" Spruce - N 44 deg. E, 12.5'                                                             

GLO BK 

2, P 28

11 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Cedar - N 33 deg. W, 13.9'                                                      

18" Birch - S 40 deg. W, 12.5'                                                             

GLO BK 

2, P 40

11 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Elm - S 36 deg. W, 17.2'                                    

12" Poplar - S 25 deg. E, 16.5'                                           

12" Pine - N 10 deg. W, 15.2'                                  

10" Maple - N 65 deg. E, 16.5' 

GLO BK 

2, P 28

11 46-25 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Poplar – N 45 deg. W, 57.5'                               

5” Poplar – S 45 deg. W, 43.0'

Book 1, 

Page 374
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11 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Pine - N 40 deg. W, 19.8'                                    

12" Pine - N 40 deg. E, 8.6'                                           

14" Tamarack - S 15 deg. W, 4.6'                                  

7" Black Ash - N 32 deg. E, 5.3' 

GLO BK 

2, P 39

11 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
11" Maple - S 46 deg. E, 3.3'                                                      

5" Fir - N 09 deg. E, 7.9'                                                             

GLO BK 

2, P 38

11 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

16" Pine - N 64 deg. E, 29.7'                                    

10" Birch - S 43 deg. E, 3.3'                                           

10" Birch - N 88 deg. W, 13.2'                                  

5" Maple - S 48 deg. W, 12.5' 

GLO BK 

2, P 26

11 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Birch - S 34 deg. E, 23.8'                                    

18" Pine - N 63 deg. E, 33.7'                                           

5" Fir - S 67 deg. W, 15.2'                                  

12" Tamarack - N 74 deg. W, 14.5' 

GLO BK 

2, P 37

11 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Birch - N 13 deg. E, 13.9'                                                      

10" Black Oak - S 52 deg. W, 26.4'                                                             

GLO BK 

2, P 39

12 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
8" Aspen - S 50 deg. E, 27.1'                                                      

6" White Pine - S 83 deg. W, 11.2'                                                             

GLO BK 

2, P 5

12 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Poplar - N 33 deg. W, 13.2'                                                      

12" Poplar - S 47 deg. W, 13.9'                                                             

GLO BK 

2, P 29

12 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Pine - N 02 deg. E, 17.2'                                    

12" Birch - N 45 deg. W, 4.6'                                           

5" Linden - S 05 deg. W, 7.3'                                  

14" Birch - S 48 deg. E, 19.8' 

GLO BK 

2, P 5

12 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Elm - S 36 deg. W, 17.2'                                    

12" Poplar - S 25 deg. E, 16.5'                                           

12" Pine - N 10 deg. W, 15.2'                                  

10" Maple - N 65 deg. E, 16.5' 

GLO BK 

2, P 28

12 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Black Ash - N 20 deg. W, 9.2'                                                      

7" Linden - S 27 deg. W, 6.6'                                                             

GLO BK 

2, P 27

12 46-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Sugar - N 82 deg. E, 6.6'                                    

4" Linden - N 40 deg. W, 19.1'                                           

6" Black Ash - S 01 deg. W, 24.4'                                  

8" Black Ash - S 40 deg. E, 37.0' 

GLO BK 

2, P 4

12 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

16" Pine - N 64 deg. E, 29.7'                                    

10" Birch - S 43 deg. E, 3.3'                                           

10" Birch - N 88 deg. W, 13.2'                                  

5" Maple - S 48 deg. W, 12.5' 

GLO BK 

2, P 26

12 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
14" Pine - S 16 deg. W, 9.9'                                                      

16" Spruce - N 44 deg. E, 12.5'                                                             

GLO BK 

2, P 28

13 46-25  
Road Survey in Sec. 13 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 93

13 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Black Ash - S 19 deg. W, 18.5'                                                      

9" Black Ash - N 15 deg. E, 6.6'                                                             

GLO BK 

2, P 4

13 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Black Ash - N 20 deg. W, 9.2'                                                      

7" Linden - S 27 deg. W, 6.6'                                                             

GLO BK 

2, P 27

13 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Sugar - N 82 deg. E, 6.6'                                    

4" Linden - N 40 deg. W, 19.1'                                           

6" Black Ash - S 01 deg. W, 24.4'                                  

8" Black Ash - S 40 deg. E, 37.0' 

GLO BK 

2, P 4

13 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

16" Pine - N 64 deg. E, 29.7'                                    

10" Birch - S 43 deg. E, 3.3'                                           

10" Birch - N 88 deg. W, 13.2'                                  

5" Maple - S 48 deg. W, 12.5' 

GLO BK 

2, P 26

13 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Birch - S 20 deg. W, 10.6'                                                      

8" Birch - N 47 deg. E, 15.2'                                                             

GLO BK 

2, P 25
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13 46-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Maple - N 87 deg E, 37.0'                                  

8" Oak - S 39 deg E, 45.5'

Book 1, 

Page 93

13 46-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" White Pine - N 30 deg. W, 12.5'                                    

14" White Oak - S 54 deg. W, 29.0'                                           

7" White Birch - S 53 deg. E, 9.9'                                  

10" White Pine - N 63 deg. E, 16.5' 

GLO BK 

2, P 3

13 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Pine - S 48 deg. E, 16.5'                                    

9" Linden - N 72 deg. W, 10.6'                                           

12" Birch - S 53 deg. W, 1.3'                                  

14" Birch - N 52 deg. E, 36.3' 

GLO BK 

2, P 24

13 46-25 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Oak - N 23 deg W, 45.9'                                

14" Oak - S 52 deg W, 73.6'

Book 1, 

Page 93

13 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Maple - N 76 deg. E, 7.9'                                                      

8" Pine - N 46 deg. W, 15.2'                                                             

GLO BK 

2, P 26

14 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Maple - N 76 deg. E, 7.9'                                                      

8" Pine - N 46 deg. W, 15.2'                                                             

GLO BK 

2, P 26

14 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
11" Maple - S 46 deg. E, 3.3'                                                      

5" Fir - N 09 deg. E, 7.9'                                                             

GLO BK 

2, P 38

14 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

16" Pine - N 64 deg. E, 29.7'                                    

10" Birch - S 43 deg. E, 3.3'                                           

10" Birch - N 88 deg. W, 13.2'                                  

5" Maple - S 48 deg. W, 12.5' 

GLO BK 

2, P 26

14 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Birch - S 34 deg. E, 23.8'                                    

18" Pine - N 63 deg. E, 33.7'                                           

5" Fir - S 67 deg. W, 15.2'                                  

12" Tamarack - N 74 deg. W, 14.5' 

GLO BK 

2, P 37

14 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Tamarack - S 44 deg. E, 9.2'                                                      

4" Tamarack - N 40 deg. E, 8.6'                                                             

GLO BK 

2, P 36

14 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Pine - S 48 deg. E, 16.5'                                    

9" Linden - N 72 deg. W, 10.6'                                           

12" Birch - S 53 deg. W, 1.3'                                  

14" Birch - N 52 deg. E, 36.3' 

GLO BK 

2, P 24

14 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Oak - S 26 deg. E, 7.3'                                    

11" Black Oak - N 09 deg. W, 6.6'                                           

14" Birch - N 21 deg. E, 6.6'                                  

9" Black Ash - S 62 deg. W, 21.8' 

GLO BK 

2, P 35

14 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - S 36 deg. E, 14.5'                                                      

12" Poplar - N 66 deg. E, 23.8'                                                             

GLO BK 

2, P 37

15 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - S 36 deg. E, 14.5'                                                      

12" Poplar - N 66 deg. E, 23.8'                                                             

GLO BK 

2, P 37

15 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Poplar - S 48 deg. W, 4.0'                                                      

10" Poplar - N 45 deg. W, 4.6'                                                             

GLO BK 

2, P 50

15 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Birch - S 34 deg. E, 23.8'                                    

18" Pine - N 63 deg. E, 33.7'                                           

5" Fir - S 67 deg. W, 15.2'                                  

12" Tamarack - N 74 deg. W, 14.5' 

GLO BK 

2, P 37

15 46-25 NW
1 1/4" pipe found at projection of c/l-c/l 

roads to W and S by J. Walker
1998

N & D in 10" Oak - S 60 deg. E, 3.97'                   

spk in 5" Oak - S 45 deg. W, 11.90'                       

spk in 12" Oak - N 80 deg. W, 6.84'

311804 217454.600 484568.460

15 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 32 deg. W, 9.9'                                    

8" Poplar - N 15 deg. W, 9.9'                                           

5" Poplar - N 24 deg. E, 16.5'                                  

9" Poplar - S 49 deg. E, 10.6' 

GLO BK 

2, P 49

15 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
7" Poplar - S 31 deg. E, 19.1'                                                      

5" Poplar - N 75 deg. W, 7.3'                                                             

GLO BK 

2, P 48

15 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Oak - S 26 deg. E, 7.3'                                    

11" Black Oak - N 09 deg. W, 6.6'                                           

14" Birch - N 21 deg. E, 6.6'                                  

9" Black Ash - S 62 deg. W, 21.8' 

GLO BK 

2, P 35
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15 46-25 SW

1 1/4" pipe found at fence cor. of 

fence lines N and W and brush line E 

by J. Walker

1998

N & D in 3" Oak - N 00 deg. E, 37.54'                   

N & D in 3" Maple - S 25 deg. E, 14.70'                 

N & D in 4" Oak - N 50 deg. W, 26.52'

311626 212154.970 484473.380

15 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - S 82 deg. E, 15.2'                                    

6" Poplar - N 09 deg. W, 9.2'                                           

6" Poplar - S 84 deg. W, 9.9'                                  

12" Pine - S 36 deg. E, 41.6' 

GLO BK 

2, P 47

15 46-25 W 1/4

3/4" capped rebar w/"DNR" cap found 

6' W of c/l N-S trail at fence line to W 

by J. Walker

1998

N & D in 12" Oak - S 86 deg. E, 24.73'                 

N & D in CFP - S 90 deg. W, 5.55'                        

N & D in 10" Oak - N 30 deg. W, 29.70'

311803 214802.680 484520.880

15 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 26 deg. E, 16.5'                                                      

8" White Oak - S 65 deg. E, 19.8'                                                             

GLO BK 

2, P 49

16 46-25 E 1/4

3/4" capped rebar w/"DNR" cap found 

6' W of c/l N-S trail at fence line to W 

by J. Walker

1998

N & D in 12" Oak - S 86 deg. E, 24.73'                 

N & D in CFP - S 90 deg. W, 5.55'                         

N & D in 10" Oak - N 30 deg. W, 29.70'

311803 214802.680 484520.880

16 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 26 deg. E, 16.5'                                                      

8" White Oak - S 65 deg. E, 19.8'                                                             

GLO BK 

2, P 49

16 46-25 N 1/4 3" pipe found in woods by J. Walker 1998

N & D in 10" Oak - N 28 deg. E, 14.45'                 

N & D in 4" Maple - S 40 deg. E, 7.58'                   

N & D in 10" Oak - S 60 deg. W, 12.73'

311805 217429.570 481886.680

16 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Red Pine - N 31 deg. E, 10.6'                                                      

3" Poplar - S 16 deg. W, 7.3'                                                             

GLO BK 

2, P 61

16 46-25 NE
1 1/4" pipe found at projection of c/l-c/l 

roads to W and S by J. Walker
1998

N & D in 10" Oak - S 60 deg. E, 3.97'                   

spk in 5" Oak - S 45 deg. W, 11.90'                     

spk in 12" Oak - N 80 deg. W, 6.84'

311804 217454.600 484568.460

16 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 32 deg. W, 9.9'                                    

8" Poplar - N 15 deg. W, 9.9'                                           

5" Poplar - N 24 deg. E, 16.5'                                  

9" Poplar - S 49 deg. E, 10.6' 

GLO BK 

2, P 49

16 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Poplar - S 85 deg. W, 29.7'                                    

12" Poplar - N 69 deg. W, 33.7'                                           

10" Poplar - S 60 deg. E, 37.0'                                  

8" Poplar - N 42 deg. E, 18.5' 

GLO BK 

2, P 60

16 46-25 S 1/4

DNR Survey Marker set on c/l E-W 

road approx. 113' E of fence line to N 

by J. Walker

1998
Tree - N 15 deg. E, 24.20'                                   

Tree - N 18 deg. W, 38.78'            
311627 212122.830 481791.550

16 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 30 deg. W, 9.9'                                                      

6" Poplar - S 15 deg. E, 7.3'                                                             

GLO BK 

2, P 59

16 46-25 SE

1 1/4" pipe found at fence cor. of 

fence lines N and W and brush line E 

by J. Walker

1998

N & D in 3" Oak - N 00 deg. E, 37.54'                   

N & D in 3" Maple - S 25 deg. E, 14.70'                 

N & D in 4" Oak - N 50 deg. W, 26.52'

311626 212154.970 484473.380

16 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - S 82 deg. E, 15.2'                                    

6" Poplar - N 09 deg. W, 9.2'                                           

6" Poplar - S 84 deg. W, 9.9'                                  

12" Pine - S 36 deg. E, 41.6' 

GLO BK 

2, P 47

16 46-25 SW

DNR Survey Marker set at fence cor. 

of fence lines N-S-W in middle of 

Power line cut-out area by J. Walker

1998

N & D in 20" Pine - S 85 deg. E, 62.67'                

N & D in 24" Pine - S 50 deg. E, 93.88'                 

N & D in 18" N. Pine - N 80 deg. W, 51.09'

311628 212083.100 479109.770

16 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 75 deg. E, 44.9'                                    

3" Spruce - S 15 deg. E, 14.5'                                           

6" Tamarack - N 62 deg. W, 27.7'                                  

8" Tamarack - S 65 deg. W, 43.6' 

GLO BK 

2, P 58

16 46-25 W 1/4
1" iron w/cap stamped "1/4-1/4" found 

at N-S-E-W fence cor. by J. Walker
1998

N & D in 8" W. Oak - N 10 deg. E, 16.04'               

N & D in 3" Ash - S 05 deg. E, 29.70'                   

N & D in 6" Ash - S 25 deg. W, 8.03'               

311802 214775.490 479185.160

16 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Spruce - N 79 deg. E, 5.9'                                                      

6" Spruce - N 72 deg. W, 5.9'                                                             

GLO BK 

2, P 60

17 46-25 E 1/4
1" iron w/cap stamped "1/4-1/4" found 

at N-S-E-W fence cor. by J. Walker
1998

N & D in 8" W. Oak - N 10 deg. E, 16.04'              

N & D in 3" Ash - S 05 deg. E, 29.70'                   

N & D in 6" Ash - S 25 deg. W, 8.03'               

311802 214775.490 479185.160
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17 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Spruce - N 79 deg. E, 5.9'                                                      

6" Spruce - N 72 deg. W, 5.9'                                                             

GLO BK 

2, P 60

17 46-25 M.C.

M.C is on W line SW 1/4, on N side 

Rabbit Lake - 488.4' S of W1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Pine - N 82 deg. E, 21.8'                                                      

7" Black Oak - N 18 deg. W, 10.6'                                                   

GLO BK 

2, P 75

17 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Pine - N 52 deg. W, 59.4'                                                      

16" Pine - N 70 deg. W, 72.6'                                                   

GLO BK 

2, P 76

17 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Poplar - S 85 deg. W, 29.7'                                    

12" Poplar - N 69 deg. W, 33.7'                                           

10" Poplar - S 60 deg. E, 37.0'                                  

8" Poplar - N 42 deg. E, 18.5' 

GLO BK 

2, P 60

17 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

15" Pine - S 08 deg. E, 24.4'                                    

10" Birch - S 64 deg. W, 19.1'                                           

10" Birch - N 33 deg. E, 7.3'                                  

16" Poplar - N 29 deg. W, 23.8' 

GLO BK 

2, P 75

17 46-25 S 1/4
1/2" pipe found on c/l N-S road at 

fence line to E by J. Walker
1998

N & D in 18" Oak - N 40 deg. E, 54.76'                 

N & D in 12" Oak - N 80 deg. E, 29.75'                 

N & D in Power Pole - N 60 deg. W, 43.97'

311629 212173.660 476491.550

17 46-25 S 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

5” Poplar - N 45 deg W, 48.3'                               

5” Birch - N 45 deg E, 41.8'

Book 1, 

Page 308

17 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
11" Poplar - N 36 deg. E, 17.8'                                                      

8" Poplar - S 89 deg. W, 19.1'                                                   

GLO BK 

2, P 72

17 46-25 SE

DNR Survey Marker set at fence cor. 

of fence lines N-S-W in middle of 

Power line cut-out area by J. Walker

1998

N & D in 20" Pine - S 85 deg. E, 62.67'                 

N & D in 24" Pine - S 50 deg. E, 93.88'                  

N & D in 18" N. Pine - N 80 deg. W, 51.09'

311628 212083.100 479109.770

17 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 75 deg. E, 44.9'                                    

3" Spruce - S 15 deg. E, 14.5'                                           

6" Tamarack - N 62 deg. W, 27.7'                                  

8" Tamarack - S 65 deg. W, 43.6' 

GLO BK 

2, P 58

17 46-25 SW
1 3/8" pipe found 1' E of water's edge 

on E side Rabbit Lake by J. Walker
1997

N & D in 9" Birch - N 25 deg. E, 11.35'                   

N & D in 6" Basswood - S 68 deg. E, 13.81'         

N & D in triple 8" Bwood - S 26 deg. E, 18.84'

311806 212267.370 473888.440

17 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 04 deg. W, 15.8'                                    

7" Poplar - S 17 deg. E, 27.7'                                           

8" Poplar - N 26 deg. E, 14.5'                                  

4" Birch - N 63 deg. W, 21.8' 

GLO BK 

2, P 71

17 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - N 12 deg. W, 17.2'                                                      

5" Oak - S 45 deg. E, 19.8'                                                   

GLO BK 

2, P 75

17 46-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of S line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 468

18 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - N 12 deg. W, 17.2'                                                      

5" Oak - S 45 deg. E, 19.8'                                                   

GLO BK 

2, P 75

18 46-25 M.C.

M.C is on S line SE 1/4, on W side 

Rabbit Lake - 292.4' E of S1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Pine - S 17 deg. W, 13.2'                                                      

6" Pine - N 10 deg. E, 111.5.'                                                   

GLO BK 

2, P 74

18 46-25 M.C.

M.C is on E line SE 1/4, on N side 

Rabbit Lake - 488.4' S of E1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Pine - N 82 deg. E, 21.8'                                                      

7" Black Oak - N 18 deg. W, 10.6'                                                   

GLO BK 

2, P 75

18 46-25 N 1/4
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

16” Twin W. Oak - S 45 deg E, 48.9'                      

16” W. Oak - N 45 deg W, 98.0'

Book 1, 

Page 252

18 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 85 deg. W, 13.2'                                                      

8" Poplar - S 18 deg. W, 16.5'                                                   

GLO BK 

2, P 77
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18 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

15" Pine - S 08 deg. E, 24.4'                                    

10" Birch - S 64 deg. W, 19.1'                                           

10" Birch - N 33 deg. E, 7.3'                                  

16" Poplar - N 29 deg. W, 23.8' 

GLO BK 

2, P 75

18 46-25 NW
Set 1“ iron bolt in road and took new 

ties by H. D Keath, County Surveyor 
1917

6” Poplar - S 45 deg W, 27.0                                  

6” Poplar - S 45 deg E, 34.3'

Book 1, 

Page 252

18 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 84 deg. E, 35.0'                                    

4" Aspen - N 45 deg. W, 11.9'                                           

12" Tamarack - S 40 deg. W, 23.8'                                  

6" Tamarack - S 37 deg. E, 37.0' 

GLO BK 

2, P 12

18 46-25 S 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

18 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
14" Oak - N 64 deg. E, 91.1'                                                      

No other tree near to use for ties                                           

GLO BK 

2, P 73

18 46-25 SE
1 3/8" pipe found 1' E of water's edge 

on E side Rabbit Lake by J. Walker
1997

N & D in 9" Birch - N 25 deg. E, 11.35'                 

N & D in 6" Basswood - S 68 deg. E, 13.81'         

N & D in triple 8" Bwood - S 26 deg. E, 18.84'

311806 212267.370 473888.440

18 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 04 deg. W, 15.8'                                    

7" Poplar - S 17 deg. E, 27.7'                                           

8" Poplar - N 26 deg. E, 14.5'                                  

4" Birch - N 63 deg. W, 21.8' 

GLO BK 

2, P 71

18 46-25 SW

"DNR Survey Marker" set on E edge 

Power line cut-out area - 29' E of c/l 

Power lines by J. Walker

1998

DNR RP in 4" Oak - N 72 deg. E, 18.80'                

DNR RP in 14" Oak - S 20 deg. E, 28.11'            

DNR RP in 12" Tam. - N 68 deg. W, 51.13'

311507 211744.300 468235.490

18 46-25 SW iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

18 46-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 69 deg. E, 40.9'                                    

6" Tamarack - N 63 deg. W, 23.8'                                           

6" Pine - S 64 deg. W, 31.7'                                  

5" Aspen - S 64 deg. E, 33.0' 

GLO BK 

2, P 11

18 46-25 W 1/4

3/4" capped rebar "DNR Survey 

Marker" set on c/l N-S road at fence 

lines to E and W by J. Walker

1998
DNR RP in 20" Oak - N 46 deg. E, 72.26'             

DNR RP in CFP - N 90 deg. E, 19.97'                                                  
311508 214385.380 468237.130

18 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Ash - N 10 deg. E, 35.6'                                                      

7" Oak - S 20 deg. W, 10.6'                                                             

GLO BK 

2, P 12

18 46-25
Survey of N line Section by H. D. 

Keath, County Surveyor 
1917

Set iron mon. and took new ties to Cors.           

Distance and Mag. Var. shown 

Book 1, 

Page 252

19 46-25 E 1/4
3/4" iron rod w/ steel fence post on E 

side found by J. Walker
1998

N & D in 6" Maple - N 20 deg. W, 28.02'               

N & D in 14" W. Pine - S 85 deg. E, 36.41'           

N & D in 16" W. Pine - S 16 deg. E, 20.24'

311625 209512.880 473796.300

19 46-25 E 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

19 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 73 deg. W, 24.4'                                                      

2" Poplar - N 65 deg. E, 32.3'                                                   

GLO BK 

2, P 71

19 46-25 M.C.

M.C is on W line SW 1/4, on S side 

Turtle Lake - 561.0' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - S 19 deg. W, 32.3'                                                      

5" Tamarack - S 11 deg. E, 37.0'                                                             

GLO BK 

2, P 10

19 46-25 M.C.

M.C is on W line SW 1/4, on E side 

Turtle Lake - 1287.0' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 56 deg. E, 37.6'                                                      

5" Tamarack - N 14 deg. W, 62.0'                                                             

GLO BK 

2, P 10

19 46-25 M.C.

M.C is on W line SW 1/4, on E side 

Turtle Lake - 1667.8' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Willow - S 36 deg. E, 22.4'                                                      

6" Willow - S 48 deg. W, 27.7'                                                             

GLO BK 

2, P 10
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19 46-25 M.C.

M.C is on W line SW 1/4, on N side 

Turtle Lake - 2251.9' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 36 deg. W, 78.5'                                                      

6" Tamarack - S 74 deg. E, 83.8'                                                             

GLO BK 

2, P 11

19 46-25 M.C.

M.C is on E line NE 1/4, on S side 

Rabbit Lake - 175.6' N of E1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
6" Poplar - S 50 deg. E, 8.6'                                                      

6" Ash - S 22 deg. E, 11.2.'                                                   

GLO BK 

2, P 71

19 46-25 M.C.

M.C is on N line NE 1/4, on W side 

Rabbit Lake - 292.4' E of N1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
20" Pine - S 17 deg. W, 13.2'                                                      

6" Pine - N 10 deg. E, 111.5.'                                                   

GLO BK 

2, P 74

19 46-25 N 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

19 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
14" Oak - N 64 deg. E, 91.1'                                                      

No other tree near to use for ties                                           

GLO BK 

2, P 73

19 46-25 NE
1 3/8" pipe found 1' E of water's edge 

on E side Rabbit Lake by J. Walker
1997

N & D in 9" Birch - N 25 deg. E, 11.35'                   

N & D in 6" Basswood - S 68 deg. E, 13.81          

N & D in triple 8" Bwood - S 26 deg. E, 18.84'

311806 212267.370 473888.440

19 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 04 deg. W, 15.8'                                    

7" Poplar - S 17 deg. E, 27.7'                                           

8" Poplar - N 26 deg. E, 14.5'                                  

4" Birch - N 63 deg. W, 21.8' 

GLO BK 

2, P 71

19 46-25 NW

"DNR Survey Marker" set on E edge 

Power line cut-out area - 29' E of c/l 

Power lines by J. Walker

1998

DNR RP in 4" Oak - N 72 deg. E, 18.80'                

DNR RP in 14" Oak - S 20 deg. E, 28.11'             

DNR RP in 12" Tam. - N 68 deg. W, 51.13'

311507 211744.300 468235.490

19 46-25 NW iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

19 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 69 deg. E, 40.9'                                    

6" Tamarack - N 63 deg. W, 23.8'                                           

6" Pine - S 64 deg. W, 31.7'                                  

5" Aspen - S 64 deg. E, 33.0' 

GLO BK 

2, P 11

19 46-25 S 1/4

DNR Survey Marker set in woods 

approx. 53' W of old N-S logging road 

by J. Walker

1998

N & D in 6" Maple - S 32 deg. E, 19.44'                

N & D in 14" Oak - S 00 deg. E, 18.30'                 

N & D in twin 8" Maple - N 68 deg. W, 3.29'

311513 206693.850 471137.140

19 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 46 deg. W, 10.6'                                                      

4" Poplar - S 26 deg. E, 13.9'                                                   

GLO BK 

2, P 70

19 46-25 SE

1 3/4" pipe up 3' with wildlife signs on 

N and W sides found in Ash swamp 

by J. Walker

1998

N & D in 6" Ash - N 00 deg. E, 18.04'                     

N & D in 4" Ash - N 60 deg. E, 8.75'                     

N & D in 6" Ash - N 55 deg. W, 9.13'

311621 206812.110 473703.250

19 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Tamarack - S 32 deg. W, 11.9'                                    

12" Tamarack - N 52 deg. W, 7.3'                                           

5" Tamarack - S 55 deg. E, 19.1'                                  

13" Tamarack - N 81 deg. E, 17.8' 

GLO BK 

2, P 68

19 46-25 SW

1" pipe w/ DNR Survey cap set in bog - 

200' E of W edge - 100' W of E edge - 

180' N of S edge by J. Walker 

1998 (No good ties available) 311505 206559.150 468227.180

19 46-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 47 deg. E, 10.6'                                    

7" Pine - N 10 deg. W, 27.7'                                           

10" Tamarack - S 31 deg. W, 33.0'                                  

10" Tamarack - S 28 deg. E, 12.5' 

GLO BK 

2, P 9

19 46-25 W 1/4

3/4" rebar w/"DNR Survey Marker" set 

on E side Power Line cut-out area 80' 

N of high bank by J. Walker

1998

DNR RP in 16" Oak - N 20 deg. E, 23.2'                

DNR RP in 26" Oak - N 72 deg. E, 13.86'            

DNR RP in 10" Spruce - N 80 deg. W, 30.00'

311506 209103.220 468233.840

19 46-25 W 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

19 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Oak - N 83 deg. E, 16.5'                                                      

6" Oak - N 34 deg. W, 18.5'                                                             

GLO BK 

2, P 11
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20 46-25 E 1/4

DNR Survey Marker set at c/l N-S 

highway at c/l road to E and fence line 

to W by J. Walker

1998

N & D in Tele. Jct box - N 60 deg. E, 41.99'           

N & D in CFP - S 55 deg. E, 43.36'                        

N & D in Tele. Jct Box - N 60 deg. W, 41.35'

311624 209467.420 479092.090

20 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 20 deg. W, 6.6'                                                      

3" Poplar - S 40 deg. E, 26.4'                                                             

GLO BK 

2, P 58

20 46-25 M.C.

M.C is on W line NW 1/4, on S side 

Rabbit Lake - 175.6' N of W1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

1870
6" Poplar - S 50 deg. E, 8.6'                                                      

6" Ash - S 22 deg. E, 11.2.'                                                   

GLO BK 

2, P 71

20 46-25 N 1/4
1/2" pipe found on c/l N-S road at 

fence line to E by J. Walker
1998

N & D in 18" Oak - N 40 deg. E, 54.76'                 

N & D in 12" Oak - N 80 deg. E, 29.75'                  

N & D in Power Pole - N 60 deg. W, 43.97'

311629 212173.660 476491.550

20 46-25 N 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

5” Poplar - N 45 deg W, 48.3'                               

5” Birch - N 45 deg E, 41.8'

Book 1, 

Page 308

20 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
11" Poplar - N 36 deg. E, 17.8'                                                      

8" Poplar - S 89 deg. W, 19.1'                                                   

GLO BK 

2, P 72

20 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 75 deg. E, 44.9'                                    

3" Spruce - S 15 deg. E, 14.5'                                           

6" Tamarack - N 62 deg. W, 27.7'                                  

8" Tamarack - S 65 deg. W, 43.6' 

GLO BK 

2, P 58

20 46-25 NE  

DNR Survey Marker set at fence cor. 

of fence lines N-S-W in middle of 

Power line cut-out area by J. Walker

1998

N & D in 20" Pine - S 85 deg. E, 62.67'                 

N & D in 24" Pine - S 50 deg. E, 93.88'                  

N & D in 18" N. Pine - N 80 deg. W, 51.09'

311628 212083.100 479109.770

20 46-25 NW
1 3/8" pipe found 1' E of water's edge 

on E side Rabbit Lake by J. Walker
1997

N & D in 9" Birch - N 25 deg. E, 11.35'                   

N & D in 6" Basswood - S 68 deg. E, 13.81'         

N & D in triple 8" Bwood - S 26 deg. E, 18.84'

311806 212267.370 473888.440

20 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

6" Poplar - S 04 deg. W, 15.8'                                    

7" Poplar - S 17 deg. E, 27.7'                                           

8" Poplar - N 26 deg. E, 14.5'                                  

4" Birch - N 63 deg. W, 21.8' 

GLO BK 

2, P 71

20 46-25 S 1/4

(No Mon. set) Position of this corner 

computed lost by J. Walker. 2697.58' 

to SE & SW Sec. Cor. 

1998 No ties 311622 206812.030 476400.830

20 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Tamarack - S 40 deg. W, 7.3'                                                      

12" Tamarack - N 72 deg. E, 9.9'                                                             

GLO BK 

2, P 69

20 46-25 SE

DNR cap set on top of found 1/2" pipe   

1' W of c/l N-S highway at driveway to 

E by J. Walker

1998

N & D in 10" J. Pine - N 40 deg. E, 69.35'             

N & D in CFP - S 58 deg. E, 41.48'                        

N & D in Power Pole - N 87 deg. W, 45.60'

311623 206811.960 479098.400

20 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Pine - S 48 deg. W, 46.2'                                    

10" Pine - N 16 deg. E, 15.8'                                           

4" Birch - S 75 deg. E, 15.2'                                  

8" Pine - N 64 deg. W, 17.8' 

GLO BK 

2, P 57

20 46-25 SW

1 3/4" pipe up 3' with wildlife signs on 

N and W sides found in Ash swamp 

by J. Walker

1998

N & D in 6" Ash - N 00 deg. E, 18.04'                     

N & D in 4" Ash - N 60 deg. E, 8.75'                       

N & D in 6" Ash - N 55 deg. W, 9.13'

311621 206812.110 473703.250

20 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Tamarack - S 32 deg. W, 11.9'                                    

12" Tamarack - N 52 deg. W, 7.3'                                           

5" Tamarack - S 55 deg. E, 19.1'                                  

13" Tamarack - N 81 deg. E, 17.8' 

GLO BK 

2, P 68

20 46-25 W 1/4
3/4" iron rod w/ steel fence post on E 

side found by J. Walker
1998

N & D in 6" Maple - N 20 deg. W, 28.02'              

N & D in 14" W. Pine - S 85 deg. E, 36.41'           

N & D in 16" W. Pine - S 16 deg. E, 20.24'

311625 209512.880 473796.300

20 46-25 W 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

20 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 73 deg. W, 24.4'                                                      

2" Poplar - N 65 deg. E, 32.3'                                                   

GLO BK 

2, P 71

20 46-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 468

21 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Poplar - N 67 deg. W, 44.2'                                                      

5" Poplar - S 71 deg. E, 11.2'                                                             

GLO BK 

2, P 47

21 46-25 N 1/4

DNR Survey Marker set on c/l E-W 

road approx. 113' E of fence line to N 

by J. Walker

1998
Tree - N 15 deg. E, 24.20'                                   

Tree - N 18 deg. W, 38.78'         
311627 212122.830 481791.550
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21 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 30 deg. W, 9.9'                                                      

6" Poplar - S 15 deg. E, 7.3'                                                             

GLO BK 

2, P 59

21 46-25 NE

1 1/4" pipe found at fence cor. of 

fence lines N and W and brush line to 

the E by J. Walker

1998

N & D in 3" Oak - N 00 deg. E, 37.54'                   

N & D in 3" Maple - S 25 deg. E, 14.70'                

N & D in 4" Oak - N 50 deg. W, 26.52'

311626 212154.970 484473.380

21 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - S 82 deg. E, 15.2'                                    

6" Poplar - N 09 deg. W, 9.2'                                           

6" Poplar - S 84 deg. W, 9.9'                                  

12" Pine - S 36 deg. E, 41.6' 

GLO BK 

2, P 47

21 46-25 NW

DNR Survey Marker set at fence cor. 

of fence lines N-S-W in middle of 

Power line cut-out area by J. Walker

1998

N & D in 20" Pine - S 85 deg. E, 62.67'                 

N & D in 24" Pine - S 50 deg. E, 93.88'                  

N & D in 18" N. Pine - N 80 deg. W, 51.09'

311628 212083.100 479109.770

21 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 75 deg. E, 44.9'                                    

3" Spruce - S 15 deg. E, 14.5'                                           

6" Tamarack - N 62 deg. W, 27.7'                                  

8" Tamarack - S 65 deg. W, 43.6' 

GLO BK 

2, P 58

21 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Birch - S 15 deg. W, 5.9'                                                      

3" Poplar - N 15 deg. E, 1.3'                                                             

GLO BK 

2, P 57

21 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Poplar - S 67 deg. E, 3.3'                                    

6" Poplar - S 05 deg. W, 23.8'                                           

5" Poplar - N 27 deg. W, 21.8'                                  

6" Poplar - N 55 deg. E, 18.5' 

GLO BK 

2, P 45

21 46-25 SW

DNR cap set on top of found 1/2" pipe   

1' W of c/l N-S highway at driveway to 

E by J. Walker

1998

N & D in 10" J. Pine - N 40 deg. E, 69.35'            

N & D in CFP - S 58 deg. E, 41.48'                       

N & D in Power Pole - N 87 deg. W, 45.60'

311623 206811.960 479098.400

21 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Pine - S 48 deg. W, 46.2'                                    

10" Pine - N 16 deg. E, 15.8'                                           

4" Birch - S 75 deg. E, 15.2'                                  

8" Pine - N 64 deg. W, 17.8' 

GLO BK 

2, P 57

21 46-25 W 1/4

DNR Survey Marker set on c/l N-S 

highway at c/l road to E and fence line 

to W by J. Walker

1998

N & D in Tele. Jct box - N 60 deg. E, 41.99'         

N & D in CFP - S 55 deg. E, 43.36'                        

N & D in Tele. Jct Box - N 60 deg. W, 41.35'

311624 209467.420 479092.090

21 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 20 deg. W, 6.6'                                                      

3" Poplar - S 40 deg. E, 26.4'                                                             

GLO BK 

2, P 58

22 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Birch - N 49 deg. W, 9.2'                                                      

6" Fir - S 41 deg. E, 6.6'                                                             

GLO BK 

2, P 35

22 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
7" Poplar - S 31 deg. E, 19.1'                                                      

5" Poplar - N 75 deg. W, 7.3'                                                             

GLO BK 

2, P 48

22 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Oak - S 26 deg. E, 7.3'                                    

11" Black Oak - N 09 deg. W, 6.6'                                           

14" Birch - N 21 deg. E, 6.6'                                  

9" Black Ash - S 62 deg. W, 21.8' 

GLO BK 

2, P 35

22 46-25 NW

1 1/4" pipe found at fence cor. of 

fence lines N and W and brush line E 

by J. Walker

1998

N & D in 3" Oak - N 00 deg. E, 37.54'                    

N & D in 3" Maple - S 25 deg. E, 14.70'                 

N & D in 4" Oak - N 50 deg. W, 26.52'

311626 212154.970 484473.380

22 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - S 82 deg. E, 15.2'                                    

6" Poplar - N 09 deg. W, 9.2'                                           

6" Poplar - S 84 deg. W, 9.9'                                  

12" Pine - S 36 deg. E, 41.6' 

GLO BK 

2, P 47

22 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
7" Poplar - N 10 deg. E, 6.6'                                                      

6" Poplar - S 04 deg. E, 4.0'                                                             

GLO BK 

2, P 46

22 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Dead Tamarack - N 44 deg. E, 8.6'                                                      

8" Dead Tamarack - S 39 deg. E, 7.3'                                                

6" Dead Tamarack - N 11 deg. W, 5.3'                                                       

10" Dead Tamarack - S 69 deg. W, 12.5'                                                           

GLO BK 

2, P 33

22 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Poplar - S 67 deg. E, 3.3'                                    

6" Poplar - S 05 deg. W, 23.8'                                           

5" Poplar - N 27 deg. W, 21.8'                                  

6" Poplar - N 55 deg. E, 18.5' 

GLO BK 

2, P 45
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22 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Poplar - N 67 deg. W, 44.2'                                                      

5" Poplar - S 71 deg. E, 11.2'                                                             

GLO BK 

2, P 47

23 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Tamarack - N 18 deg. W, 3.3'                                                      

5" Tamarack - S 35 deg. E, 5.9'                                                             

GLO BK 

2, P 24

23 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Tamarack - S 44 deg. E, 9.2'                                                      

4" Tamarack - N 40 deg. E, 8.6'                                                             

GLO BK 

2, P 36

23 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Pine - S 48 deg. E, 16.5'                                    

9" Linden - N 72 deg. W, 10.6'                                           

12" Birch - S 53 deg. W, 1.3'                                  

14" Birch - N 52 deg. E, 36.3' 

GLO BK 

2, P 24

23 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

14" Black Oak - S 26 deg. E, 7.3'                                    

11" Black Oak - N 09 deg. W, 6.6'                                           

14" Birch - N 21 deg. E, 6.6'                                  

9" Black Ash - S 62 deg. W, 21.8' 

GLO BK 

2, P 35

23 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Maple - N 49 deg. W, 16.5'                                                      

8" Maple - S 46 deg. W, 15.8'                                                             

GLO BK 

2, P 34

23 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 48 deg. W, 44.9'                                                      

5" Tamarack - S 55 deg. W, 50.8'                      

No other trees near to use for ties                                             

GLO BK 

2, P 22

23 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Dead Tamarack - N 44 deg. E, 8.6'                                                      

8" Dead Tamarack - S 39 deg. E, 7.3'                                                

6" Dead Tamarack - N 11 deg. W, 5.3'                                                       

10" Dead Tamarack - S 69 deg. W, 12.5'                                                           

GLO BK 

2, P 33

23 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Birch - N 49 deg. W, 9.2'                                                      

6" Fir - S 41 deg. E, 6.6'                                                             

GLO BK 

2, P 35

24 46-25  
Road Survey in Sec. 24 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section.                        

Distances and Mag. Var. stated 

Book 1, 

Page 93

24 46-25 E 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Basswood - N 85 deg E, 50.5'                         

10" Oak - N 53 deg W, 29.7'

Book 1, 

Page 93

24 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Birch - S 00 deg. E, 3.3'                                                      

20" White Pine - S 70 deg. W, 15.8'                                                             

GLO BK 

2, P 3

24 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Birch - S 20 deg. W, 10.6'                                                      

8" Birch - N 47 deg. E, 15.2'                                                             

GLO BK 

2, P 25

24 46-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Maple - N 87 deg E, 37.0'                                  

8" Oak - S 39 deg E, 45.5'

Book 1, 

Page 93

24 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" White Pine - N 30 deg. W, 12.5'                                    

14" White Oak - S 54 deg. W, 29.0'                                           

7" White Birch - S 53 deg. E, 9.9'                                  

10" White Pine - N 63 deg. E, 16.5' 

GLO BK 

2, P 3

24 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

12" Pine - S 48 deg. E, 16.5'                                    

9" Linden - N 72 deg. W, 10.6'                                           

12" Birch - S 53 deg. W, 1.3'                                  

14" Birch - N 52 deg. E, 36.3' 

GLO BK 

2, P 24

24 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 61 deg. W, 45.5'                                                      

10" Poplar - S 53 deg. E, 17.2'                                                             

GLO BK 

2, P 23

24 46-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Pine stump - S 57 deg W, 28.4'                     

16" Pine stump - S 70 deg E, 50.8'

Book 1, 

Page 92

24 46-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" White Pine - N 62 deg. W, 13.9'                                    

10" White Pine - S 40 deg. W, 11.2'                                           

7" Cedar - S 47 deg. E, 15.2'                                  

12" Birch - N 42 deg. E, 9.2' 

GLO BK 

2, P 2

24 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 48 deg. W, 44.9'                                                      

5" Tamarack - S 55 deg. W, 50.8'                      

No other trees near to use for ties                                             

GLO BK 

2, P 22
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24 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Tamarack - N 18 deg. W, 3.3'                                                      

5" Tamarack - S 35 deg. E, 5.9'                                                             

GLO BK 

2, P 24

25 46-25  
Road Survey in Sec. 25 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section.                       

Distances and Mag. Var. stated 

Book 1, 

Page 92

25 46-25 E 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Tamarack - N 72 deg W, 29.7'                          

8" Tamarack - N 77 deg E, 39.6'

Book 1, 

Page 92

25 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Cedar - S 68 deg. W, 17.8'                                                      

6" Cedar - S 55 deg. E, 7.3'                                                             

GLO BK 

2, P 2

25 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Poplar - N 61 deg. W, 45.5'                                                      

10" Poplar - S 53 deg. E, 17.2'                                                             

GLO BK 

2, P 23

25 46-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

14" Pine stump - S 57 deg W, 28.                        

16" Pine stump - S 70 deg E, 50.8'

Book 1, 

Page 92

25 46-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" White Pine - N 62 deg. W, 13.9'                                    

10" White Pine - S 40 deg. W, 11.2'                                           

7" Cedar - S 47 deg. E, 15.2'                                  

12" Birch - N 42 deg. E, 9.2' 

GLO BK 

2, P 2

25 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 48 deg. W, 44.9'                                                      

5" Tamarack - S 55 deg. W, 50.8'                      

No other trees near to use for ties                                             

GLO BK 

2, P 22

25 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Tamarack - S 49 deg. W, 20.5'                                                      

3" Tamarack - N 86 deg. E, 49.5'                                                             

GLO BK 

2, P 21

25 46-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

10" W. Pine - N 71 deg W, 31.0'                             

10" Tamarack - S 40 deg E, 36.6'

Book 1, 

Page 92

25 46-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 31 deg. E, 13.2'                                    

10" Tamarack - N 44 deg. W, 7.3'                                           

8" Tamarack - S 58 deg. W, 7.9'                                  

7" Tamarack - S 52 deg. E, 2.0' 

GLO BK 

2, P 1

25 46-25 SW
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1928

9” Poplar - N 45 deg. E, 87.3'                                 

7” Pine – S 45 deg. E, 74.6'      

Book 1, 

Page 432

25 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Poplar - S 21 deg. E, 2.0'                                    

10" Poplar - S 87 deg. W, 12.5'                                           

24" Poplar - N 27 deg. W, 17.2'                                  

12" Poplar - N 43 deg. E, 7.3' 

GLO BK 

2, P 20

25 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Birch - N 61 deg. E, 3.3'                                                      

10" Pine - N 76 deg. W, 21.1'                                                             

GLO BK 

2, P 22

25 46-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1928

Survey of W and S lines of SW1/4 of Section         

Distance and Mag. Var. stated

Book 1, 

Page 432

26 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Birch - N 61 deg. E, 3.3'                                                      

10" Pine - N 76 deg. W, 21.1'                                                             

GLO BK 

2, P 22

26 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Maple - N 49 deg. W, 16.5'                                                      

8" Maple - S 46 deg. W, 15.8'                                                             

GLO BK 

2, P 34

26 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - N 48 deg. W, 44.9'                                                      

5" Tamarack - S 55 deg. W, 50.8'                      

No other trees near to use for ties                                             

GLO BK 

2, P 22

26 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Dead Tamarack - N 44 deg. E, 8.6'                                                      

8" Dead Tamarack - S 39 deg. E, 7.3'                                                

6" Dead Tamarack - N 11 deg. W, 5.3'                                                       

10" Dead Tamarack - S 69 deg. W, 12.5'                                                           

GLO BK 

2, P 33

26 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Black Oak - S 05 deg. E, 7.9'                                                      

8" White Oak - N 14 deg. W, 13.2'                                                             

GLO BK 

2, P 32

26 46-25 SE
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1928

9” Poplar - N 45 deg. E, 87.3'                                 

7” Pine – S 45 deg. E, 74.6'      

Book 1, 

Page 432

26 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Poplar - S 21 deg. E, 2.0'                                    

10" Poplar - S 87 deg. W, 12.5'                                           

24" Poplar - N 27 deg. W, 17.2'                                  

12" Poplar - N 43 deg. E, 7.3' 

GLO BK 

2, P 20
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26 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 52 deg. W, 89.1'                                                      

7" Pine - S 60 deg. W, 70.6'                                       

No other trees near to use for ties                                          

GLO BK 

2, P 31

26 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Dead Tamarack - S 64 deg. W, 4.6'                                                      

7" Dead Tamarack - S 86 deg. E, 15.8'                                                             

GLO BK 

2, P 33

27 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
8" Dead Tamarack - S 64 deg. W, 4.6'                                                      

7" Dead Tamarack - S 86 deg. E, 15.8'                                                             

GLO BK 

2, P 33

27 46-25 M.C.

M.C is on S line SW 1/4, on E side 

Clear Lake - 337.3' E of SW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Birch - S 58 deg. E, 25.1'                                                      

9" Poplar- N 09 deg. W, 32.3'                                                             

GLO BK 

2, P 42

27 46-25 M.C.

M.C is on W line SW 1/4, on NE side 

Clear Lake - 200.0' N of SW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 68 deg. E, 23.1'                                                      

8" Pine- N 02 deg. W, 4.0'                                                             

GLO BK 

2, P 45

27 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
7" Poplar - N 10 deg. E, 6.6'                                                      

6" Poplar - S 04 deg. E, 4.0'                                                             

GLO BK 

2, P 46

27 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Dead Tamarack - N 44 deg. E, 8.6'                                                      

8" Dead Tamarack - S 39 deg. E, 7.3'                                                

6" Dead Tamarack - N 11 deg. W, 5.3'                                                      

10" Dead Tamarack - S 69 deg. W, 12.5'                                                           

GLO BK 

2, P 33

27 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Poplar - S 67 deg. E, 3.3'                                    

6" Poplar - S 05 deg. W, 23.8'                                           

5" Poplar - N 27 deg. W, 21.8'                                  

6" Poplar - N 55 deg. E, 18.5' 

GLO BK 

2, P 45

27 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Tamarack - S 32 deg. E, 50.8'                                                      

10" Poplar - N 23 deg. E, 25.7'                                                             

GLO BK 

2, P 44

27 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 52 deg. W, 89.1'                                                      

7" Pine - S 60 deg. W, 70.6'                                       

No other trees near to use for ties                                          

GLO BK 

2, P 31

27 46-25 SW

corner falls in Clear Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870 No ties as point falls in Clear Lake
GLO BK 

2, P 42

27 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - N 70 deg. E, 9.9'                                                      

7" Poplar - N 31 deg. W, 8.6'                                                             

GLO BK 

2, P 45

28 46-25  
Road Traverse on North side of Clear 

Lake by Bill  Voigt, Private Surveyor
1961 Tied into Plat corners 

Bk V-11  

Page 41

28 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - N 70 deg. E, 9.9'                                                      

7" Poplar - N 31 deg. W, 8.6'                                                             

GLO BK 

2, P 45

28 46-25 M.C.

M.C is on E line SE 1/4, on NE side 

Clear Lake - 200.0' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 68 deg. E, 23.1'                                                      

8" Pine- N 02 deg. W, 4.0'                                                             

GLO BK 

2, P 45

28 46-25 M.C.

M.C is on S line SW 1/4, on W side 

Clear Lake - 174.2' E of SW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 05 deg. E, 4.0'                                                      

13" Pine - N 43 deg. W, 17.8'                                                             

GLO BK 

2, P 56

28 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Birch - S 15 deg. W, 5.9'                                                      

3" Poplar - N 15 deg. E, 1.3'                                                             

GLO BK 

2, P 57
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28 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

7" Poplar - S 67 deg. E, 3.3'                                    

6" Poplar - S 05 deg. W, 23.8'                                           

5" Poplar - N 27 deg. W, 21.8'                                  

6" Poplar - N 55 deg. E, 18.5' 

GLO BK 

2, P 45

28 46-25 NW

DNR cap set on top of found 1/2" pipe   

1' W of c/l N-S highway at driveway to 

E by J. Walker

1998

N & D in 10" J. Pine - N 40 deg. E, 69.35'            

N & D in CFP - S 58 deg. E, 41.48'                      

N & D in Power Pole - N 87 deg. W, 45.60'

311623 206811.960 479098.400

28 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Pine - S 48 deg. W, 46.2'                                    

10" Pine - N 16 deg. E, 15.8'                                           

4" Birch - S 75 deg. E, 15.2'                                  

8" Pine - N 64 deg. W, 17.8' 

GLO BK 

2, P 57

28 46-25 SE

corner falls in Clear Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870 No ties as point falls in Clear Lake
GLO BK 

2, P 42

28 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - S 40 deg. E, 33.0'                                    

12" Birch - N 82 deg. W, 53.5'                                           

12" Poplar - N 11 deg. W, 117.5'                                  

4" Tamarack - N 79 deg. E, 54.8' 

GLO BK 

2, P 55

28 46-25 W 1/4

DNR Survey Marker set 3 1/2' E of c/l  

N-S highway at fence line to E by J. 

Walker

1998

N & D in 10" Cedar - N 89 deg. E, 38.07'               

N & D in 8" N. Pine - S 38 deg. E, 52.46'              

N & D in Power Pole - N 49 deg. W, 63.07'

311512 204166.510 479106.840

28 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
13" Poplar - N 04 deg. E, 134.6'                                                      

12" Poplar - N 09 deg. W, 128.7'                                                             

GLO BK 

2, P 56

29 46-25  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1936

Is on S line N 1/2-N1/2 of Section             

Distance and angles shown

Book 1, 

Page 471

29 46-25 E 1/4

DNR Survey Marker set 3 1/2' E of c/l    

N-S highway at fence line to E by J. 

Walker

1998

N & D in 10" Cedar - N 89 deg. E, 38.07'             

N & D in 8" N. Pine - S 38 deg. E, 52.46'N             

N & D in Power Pole - N 49 deg. W, 63.07'

311512 204166.510 479106.840

29 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
13" Poplar - N 04 deg. E, 134.6'                                                      

12" Poplar - N 09 deg. W, 128.7'                                                             

GLO BK 

2, P 56

29 46-25 N 1/4

(No Mon. set) Position of this corner 

computed lost by J. Walker. 2697.58' 

to NE & NW Sec. Cor. 

1998 No ties 311622 206812.030 476400.830

29 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Tamarack - S 40 deg. W, 7.3'                                                      

12" Tamarack - N 72 deg. E, 9.9'                                                             

GLO BK 

2, P 69

29 46-25 NE

DNR cap set on top of found 1/2" pipe    

1' W of c/l N-S highway at driveway to 

E by J. Walker

1998

N & D in 10" J. Pine - N 40 deg. E, 69.35'             

N & D in CFP - S 58 deg. E, 41.48'                       

N & D in Power Pole - N 87 deg. W, 45.60'

311623 206811.960 479098.400

29 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Pine - S 48 deg. W, 46.2'                                    

10" Pine - N 16 deg. E, 15.8'                                           

4" Birch - S 75 deg. E, 15.2'                                  

8" Pine - N 64 deg. W, 17.8' 

GLO BK 

2, P 57

29 46-25 NW

1 3/4" pipe up 3' with wildlife signs on 

N and W sides found in Ash swamp 

by J. Walker

1998

N & D in 6" Ash - N 00 deg. E, 18.04'                    

N & D in 4" Ash - N 60 deg. E, 8.75'                     

N & D in 6" Ash - N 55 deg. W, 9.13'

311621 206812.110 473703.250

29 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Tamarack - S 32 deg. W, 11.9'                                    

12" Tamarack - N 52 deg. W, 7.3'                                           

5" Tamarack - S 55 deg. E, 19.1'                                  

13" Tamarack - N 81 deg. E, 17.8' 

GLO BK 

2, P 68

29 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Tamarack - S 28 deg. E, 1.3'                                                      

6" Ash - N 51 deg. W, 7.3'                                                             

GLO BK 

2, P 66

29 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - S 40 deg. E, 33.0'                                    

12" Birch - N 82 deg. W, 53.5'                                           

12" Poplar - N 11 deg. W, 117.5'                                  

4" Tamarack - N 79 deg. E, 54.8' 

GLO BK 

2, P 55

29 46-25 SW
DNR Survey Marker set at c/l-c/l roads 

N-S-E by J. Walker
1998

N & D in Dbl 10" Oak - S 44 deg. E, 103.75'         

N & D in Brace Post - S  40 deg. W, 45.58'           

N & D in 6" Maple - N 18 deg. W, 66.21'

311509 201514.780 473886.640

29 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Poplar - S 08 deg. E, 112.2'                                                      

5" Poplar - S 02 deg. W, 77.2'                          

No other trees near to use for ties                                   

GLO BK 

2, P 65

29 46-25 W 1/4

DNR Survey Marker set 4 1/2' N of old    

E-W fence line and approx. 33' W of 

old N-S road by J. Walker

1998

N & D in 7" Maple - N 00 deg. E, 16.1'                   

N & D in 8" Ironwod - S 25 deg. E, 12.37'             

N & D in 5" Maple - N 54 deg. W, 11.42'

311511 204163.440 473794.950
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29 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Tamarack - S 54 deg. W, 21.8'                                                      

10" Tamarack - S 52 deg. E, 33.0'                                                             

GLO BK 

2, P 68

30 46-25 E 1/4

DNR Survey Marker set 4 1/2' N of old    

E-W fence line and approx. 33' W of 

old N-S road by J. Walker

1998

N & D in 7" Maple - N 00 deg. E, 16.1'                    

N & D in 8" Ironwod - S 25 deg. E, 12.37'             

N & D in 5" Maple - N 54 deg. W, 11.42'

311511 204163.440 473794.950

30 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Tamarack - S 54 deg. W, 21.8'                                                      

10" Tamarack - S 52 deg. E, 33.0'                                                             

GLO BK 

2, P 68

30 46-25 N 1/4

DNR Survey Marker set in woods 

approx. 53' W of old N-S logging road 

by J. Walker

1998

N & D in 6" Maple - S 32 deg. E, 19.44'                 

N & D in 14" Oak - S 00 deg. E, 18.30'                 

N & D in twin 8" Maple - N 68 deg. W, 3.29'

311513 206693.850 471137.140

30 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
3" Poplar - N 46 deg. W, 10.6'                                                      

4" Poplar - S 26 deg. E, 13.9'                                                   

GLO BK 

2, P 70

30 46-25 NE

1 3/4" pipe up 3' with wildlife signs on 

N and W sides found in Ash swamp 

by J. Walker

1998

N & D in 6" Ash - N 00 deg. E, 18.04'                    

N & D in 4" Ash - N 60 deg. E, 8.75'                     

N & D in 6" Ash - N 55 deg. W, 9.13'

311621 206812.110 473703.250

30 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Tamarack - S 32 deg. W, 11.9'                                    

12" Tamarack - N 52 deg. W, 7.3'                                           

5" Tamarack - S 55 deg. E, 19.1'                                  

13" Tamarack - N 81 deg. E, 17.8' 

GLO BK 

2, P 68

30 46-25 NW

1" pipe w/ DNR Survey cap set in bog - 

200' E of W edge - 100' W of E edge - 

180' N of S edge by J. Walker 

1998 (No good ties available) 311505 206559.150 468227.180

30 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 47 deg. E, 10.6'                                    

7" Pine - N 10 deg. W, 27.7'                                           

10" Tamarack - S 31 deg. W, 33.0'                                  

10" Tamarack - S 28 deg. E, 12.5' 

GLO BK 

2, P 9

30 46-25 S 1/4

DNR Survey Marker set 15' S of E-W 

fence line and 26' W of N-S fence line 

by J. Walker

1998

N & D in CFP - N 60 deg. E, 30.07'                      

N & D in Brace Post - S  40 deg. E, 36.09'             

N & D in 12" Maple - S 50 deg. W, 86.71'

311510 201495.160 471234.560

30 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - S 08 deg. W, 5.9'                                                      

6" Poplar - N 71 deg. E, 33.0'                                                   

GLO BK 

2, P 67

30 46-25 SE
DNR Survey Marker set at c/l-c/l roads 

N-S-E by J. Walker
1998

N & D in Dbl 10" Oak - S 44 deg. E, 103.75'         

N & D in Brace Post - S  40 deg. W, 45.58'           

N & D in 6" Maple - N 18 deg. W, 66.21'

311509 201514.780 473886.640

30 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Poplar - S 08 deg. E, 112.2'                                                      

5" Poplar - S 02 deg. W, 77.2'                          

No other trees near to use for ties                                   

GLO BK 

2, P 65

30 46-25 SW
"DNR Survey Marker" set at CFP of 

fences to the E and S by J. Walker
1998

DNR RP in 5" Maple - N 65 deg. W, 35.87'            

DNR RP in 18" Pine - S 70 deg. W, 77.20' 
311504 201472.830 468213.850

30 46-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

20" Pine - N 36 deg. E, 138.6'                                    

12" Pine - N 75 deg. W, 122.8'                                           

20" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 8

30 46-25 W 1/4

No post set as corner falls in bog as 

part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as corner falls in bog
GLO BK 

2, P 8

30 46-25 W.C.

W.C is on W line SW 1/4, on S side 

bog - 2128.5' N of SW Cor. - Set wood 

post as part of original Government 

Land Office Survey by A.& W.F. 

Ingerson, U.S. Deputy Surveyors

1870
20" Pine - S 51 deg. W, 108.2'                                                      

4" Birch - S 46 deg. E, 49.5'                                                             

GLO BK 

2, P 8

31 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 75 deg. E, 47.5'                                                      

6" Pine - N 51 deg. W, 77.2'                                                             

GLO BK 

2, P 65

31 46-25 M.C.

M.C is on W line SW 1/4, on SW side 

Thirty-One Lake - 2277.0' N of SW 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
8" Tamarack - S 84 deg. W, 136.0'                                                      

6" Aspen - S 47 deg. E, 95.7'                                                             

GLO BK 

2, P 7
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31 46-25 M.C.

M.C is on W line NW 1/4, on NW side 

Thirty-One Lake - 2422.2' S of NW 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Spruce - N 50 deg. W, 37.6'                                                      

4" Spruce - N 16 deg. E, 49.5'                                                             

GLO BK 

2, P 7

31 46-25 N 1/4

DNR Survey Marker set 15' S of E-W 

fence line and 26' W of N-S fence line 

by J. Walker

1998

N & D in CFP - N 60 deg. E, 30.07'                        

N & D in Brace Post - S  40 deg. E, 36.09'           

N & D in 12" Maple - S 50 deg. W, 86.71'

311510 201495.160 471234.560

31 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Poplar - S 08 deg. W, 5.9'                                                      

6" Poplar - N 71 deg. E, 33.0'                                                   

GLO BK 

2, P 67

31 46-25 NE
DNR Survey Marker set at c/l-c/l roads 

N-S-E by J. Walker
1998

N & D in Dbl 10" Oak - S 44 deg. E, 103.75'        

N & D in Brace Post - S  40 deg. W, 45.58'            

N & D in 6" Maple - N 18 deg. W, 66.21'

311509 201514.780 473886.640

31 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870

4" Poplar - S 08 deg. E, 112.2'                                                      

5" Poplar - S 02 deg. W, 77.2'                          

No other trees near to use for ties                                   

GLO BK 

2, P 65

31 46-25 NW
"DNR Survey Marker" set at CFP of 

fences to the E and S by J. Walker
1998

DNR RP in 5" Maple - N 65 deg. W, 35.87'            

DNR RP in 18" Pine - S 70 deg. W, 77.20'   
311504 201472.830 468213.850

31 46-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

20" Pine - N 36 deg. E, 138.6'                                    

12" Pine - N 75 deg. W, 122.8'                                           

20" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 8

31 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
16" White Pine - N 20 deg. E, 30.4'                                                      

14" White Pine - N 44 deg. W, 50.2'                                                             

GLO BK 

2, P 12

31 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11

31 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Black Ash - N 35 deg. W, 2.0'                                   

7" Black Ash - S 41 deg. W, 8.6'                                                      

8" Black Ash - S 71 deg. E, 11.9'                            

6" Black Ash - N 45 deg. E, 7.3'                                                             

GLO BK 

2, P 12

31 46-25 W 1/4

Corner falls in Thirty One Lake - No 

wood post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 No ties taken as corner falls in Thirty OneLake
GLO BK 

2, P 7

32 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Pine - S 41 deg. E, 20.5'                                                      

15" Black Oak - N 69 deg. W, 25.7'                                                             

GLO BK 

2, P 55

32 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
12" Tamarack - S 28 deg. E, 1.3'                                                      

6" Ash - N 51 deg. W, 7.3'                                                             

GLO BK 

2, P 66

32 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - S 40 deg. E, 33.0'                                    

12" Birch - N 82 deg. W, 53.5'                                           

12" Poplar - N 11 deg. W, 117.5'                                  

4" Tamarack - N 79 deg. E, 54.8' 

GLO BK 

2, P 55

32 46-25 NW
DNR Survey Marker set at c/l-c/l roads 

N-S-E by J. Walker
1998

N & D in Dbl 10" Oak - S 44 deg. E, 103.75'         

N & D in Brace Post - S  40 deg. W, 45.58'          

N & D in 6" Maple - N 18 deg. W, 66.21'

311509 201514.780 473886.640

32 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Poplar - S 08 deg. E, 112.2'                                                      

5" Poplar - S 02 deg. W, 77.2'                          

No other trees near to use for ties                                   

GLO BK 

2, P 65

32 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Black Ash - N 17 deg. W, 8.6'                                                      

6" Black Ash - S 64 deg. W, 9.2'                                                             

GLO BK 

2, P 11

32 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Birch - N 66 deg. W, 15.8'                                   

6" White Pine - N 89 deg. E, 7.9'                                                      

12" Birch - S 56 deg. E, 14.5'                            

6" Birch - S 30 deg. W, 4.0'                                                             

GLO BK 

2, P 10

32 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 41 deg. W, 15.8'                                    

6" Tamarack - N 61 deg. E, 11.2'                                           

6" Tamarack - S 25 deg. E, 4.6'                                  

6" Tamarack - S 36 deg. W, 4.0' 

GLO BK 

2, P 11
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32 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
5" Poplar - N 75 deg. E, 47.5'                                                      

6" Pine - N 51 deg. W, 77.2'                                                             

GLO BK 

2, P 65

33 46-25  

Lake shore Road Traverse on Souh 

side of Clear Lake by Bill  Voigt, 

Private Surveyor

1961 Tied into Section corners 

Book V-

12  Page 

53-58

33 46-25  

Tract Survey in NW1/4-NW1/4 of 

Section by Don Mellem, County 

Surveyor 

1959
Is in G.L. 1, 2 and 3                                                 

Distances and angles shown

Book 1, 

Page 514

33 46-25  

Tract Survey in NW1/4-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1958
Is in G.L. 3                                                  

Distances and angles shown

Book 1, 

Page 514

33 46-25  
Survey in South Half of Section by Bill  

Voigt, Private Surveyor
1958 Tied into SW Cor. And SE Cor. of Section 33

Bk V-1,  

Page 11

33 46-25 E 1/4
Iron mon. set by H.D. Keath, County 

Surveyor
1939  No new ties taken 

Book 1, 

Page 504

33 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Birch - N 67 deg. W, 5.9'                                                      

12" Birch - S 08 deg. E, 12.5'                                                             

GLO BK 

2, P 42

33 46-25 M.C.

M.C is on E line NE 1/4, on SE side 

Clear Lake - 499.0' N of E1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - S 25 deg. W, 19.1'                                                      

14" Pine - S 80 deg. E, 17.8'                                                             

GLO BK 

2, P 42

33 46-25 M.C.

M.C is on N line NW 1/4, on W side 

Clear Lake - 174.2' E of NW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 05 deg. E, 4.0'                                                      

13" Pine - N 43 deg. W, 17.8'                                                             

GLO BK 

2, P 56

33 46-25 NE

corner falls in Clear Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870 No ties as point falls in Clear Lake
GLO BK 

2, P 42

33 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

4" Tamarack - S 40 deg. E, 33.0'                                    

12" Birch - N 82 deg. W, 53.5'                                           

12" Poplar - N 11 deg. W, 117.5'                                  

4" Tamarack - N 79 deg. E, 54.8' 

GLO BK 

2, P 55

33 46-25 S 1/4

Took new ties to existing corner (1” 

pipe in road) by Bill  Voigt, Private 

Surveyor

1961
Tele. pole - N 50 deg. W, 46.3'                               

REA pole – S 25 deg. W 25.8'                          

Book V-

12  Page 

54

33 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
5" Tamarack - N 60 deg. E, 23.1'                                                      

5" Tamarack - S 10 deg. W, 17.8'                                                             

GLO BK 

2, P 10

33 46-25 SE
Took new ties to existing corner by Bill  

Voigt, Private Surveyor
1958

12” Red Oak - N 45 deg. E, 38.8'                            

REA Pole – S 45 deg. W, 58.9'                              

REA Guy Pole – N 70 deg. W, 49.4'

Book V-1,  

Page 11

33 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Birch - N 69 deg. E, 16.5'                                   

12" Black Oak - N 61 deg. W, 27.1'                                                      

10" Sugar - S 45 deg. W, 30.4'                            

12" Black Oak - S 39 deg. E, 11.2'                                                             

GLO BK 

2, P 9

33 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Birch - N 66 deg. W, 15.8'                                   

6" White Pine - N 89 deg. E, 7.9'                                                      

12" Birch - S 56 deg. E, 14.5'                            

6" Birch - S 30 deg. W, 4.0'                                                             

GLO BK 

2, P 10

33 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
15" Pine - S 41 deg. E, 20.5'                                                      

15" Black Oak - N 69 deg. W, 25.7'                                                             

GLO BK 

2, P 55

34 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Tamarack - N 71 deg. E, 23.8'                                                      

5" Tamarack - N 35 deg. W, 5.3'                                                             

GLO BK 

2, P 31

34 46-25 M.C.

M.C is on W line NW 1/4, on SE side 

Clear Lake - 499.0' N of W1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - S 25 deg. W, 19.1'                                                      

14" Pine - S 80 deg. E, 17.8'                                                             

GLO BK 

2, P 42
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34 46-25 M.C.

M.C is on N line NW 1/4, on E side 

Clear Lake - 337.3' E of NW Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Birch - S 58 deg. E, 25.1'                                                      

9" Poplar- N 09 deg. W, 32.3'                                                             

GLO BK 

2, P 42

34 46-25 M.C. 

M.C. on S line SE1/4 on E side of 

Sugar Lake, 186.1 feet W of SE cor - 

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" White Pine - N 23 deg. E, 22.4'                                    

7" White Pine - N 69 deg. E, 17.2'                          

GLO BK 

2, P 9

34 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Tamarack - S 32 deg. E, 50.8'                                                      

10" Poplar - N 23 deg. E, 25.7'                                                             

GLO BK 

2, P 44

34 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 52 deg. W, 89.1'                                                      

7" Pine - S 60 deg. W, 70.6'                                       

No other trees near to use for ties                                          

GLO BK 

2, P 31

34 46-25 NW

corner falls in Clear Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor.

1870 No ties as point falls in Clear Lake
GLO BK 

2, P 42

34 46-25 S 1/4

corner falls in Sugar Lake - no post as 

part of original Government Land 

Office Survey by Everett & Chaney, 

U.S. Deputy Surveyors

1856 corner falls in Sugar Lake - no ties
GLO BK 

2, P 9

34 46-25 SW
Took new ties to existing corner by Bill  

Voigt, Private Surveyor
1958

12” Red Oak - N 45 deg. E, 38.8'                            

REA Pole – S 45 deg. W, 58.9'                              

REA Guy Pole – N 70 deg. W, 49.4'

Book V-1,  

Page 11

34 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Birch - N 69 deg. E, 16.5'                                   

12" Black Oak - N 61 deg. W, 27.1'                                                      

10" Sugar - S 45 deg. W, 30.4'                            

12" Black Oak - S 39 deg. E, 11.2'                                                             

GLO BK 

2, P 9

34 46-25 W 1/4
Iron mon. set by H.D. Keath, County 

Surveyor
1939  No new ties taken 

Book 1, 

Page 504

34 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Birch - N 67 deg. W, 5.9'                                                      

12" Birch - S 08 deg. E, 12.5'                                                             

GLO BK 

2, P 42

35 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
16" Pine - S 76 deg. W, 7.9'                                                      

10" Pine - S 33 deg. E, 27.7'                                                             

GLO BK 

2, P 20

35 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
10" Black Oak - S 05 deg. E, 7.9'                                                      

8" White Oak - N 14 deg. W, 13.2'                                                             

GLO BK 

2, P 32

35 46-25 NE
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1928

9” Poplar - N 45 deg. E, 87.3'                                 

7” Pine – S 45 deg. E, 74.6'      

Book 1, 

Page 432

35 46-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Poplar - S 21 deg. E, 2.0'                                    

10" Poplar - S 87 deg. W, 12.5'                                           

24" Poplar - N 27 deg. W, 17.2'                                  

12" Poplar - N 43 deg. E, 7.3' 

GLO BK 

2, P 20

35 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

8" Pine - N 52 deg. W, 89.1'                                                      

7" Pine - S 60 deg. W, 70.6'                                       

No other trees near to use for ties                                          

GLO BK 

2, P 31

35 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Balsam - N 54 deg. W, 7.9'                                                      

10" Balsam - S 45 deg. E, 11.2'                                                             

GLO BK 

2, P 8

35 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 53 deg. W, 7.9'                                    

6" Tamarack - N 01 deg. E, 9.2'                                           

6" Tamarack - S 57 deg. E, 5.3'                                  

6" Tamarack - S 20 deg. W, 16.5' 

GLO BK 

2, P 7

35 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
6" Tamarack - N 71 deg. E, 23.8'                                                      

5" Tamarack - N 35 deg. W, 5.3'                                                             

GLO BK 

2, P 31

36 46-25  
Road Survey in Sec. 36 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 92
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36 46-25 E 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

7" Maple - N 85 deg E, 47.5'                                

20" Pine stump - S 90 deg W, 31.7'

Book 1, 

Page 92

36 46-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Sugar - N 13 deg. E, 11.9'                                                      

5" Sugar - N 52 deg. W, 9.9'                                                             

GLO BK 

2, P 1

36 46-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
4" Tamarack - S 49 deg. W, 20.5'                                                      

3" Tamarack - N 86 deg. E, 49.5'                                                             

GLO BK 

2, P 21

36 46-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

10" W. Pine - N 71 deg W, 31.0'                            

10" Tamarack - S 40 deg E, 36.6'

Book 1, 

Page 92

36 46-25 NW
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1928

9” Poplar - N 45 deg. E, 87.3'                                 

7” Pine – S 45 deg. E, 74.6'      

Book 1, 

Page 432

36 46-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870

10" Poplar - S 21 deg. E, 2.0'                                    

10" Poplar - S 87 deg. W, 12.5'                                           

24" Poplar - N 27 deg. W, 17.2'                                  

12" Poplar - N 43 deg. E, 7.3' 

GLO BK 

2, P 20

36 46-25 S 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1896

6" Tamarack - N 35 deg. W, 24.4'                           

6" Tamarack - S 7 deg. E, 24.4'      

Book 1, 

Page 8

36 46-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" White Pine - N 24 deg. E, 31.0'                                                      

9" Birch - S 03 deg. E, 36.3'                                                             

GLO BK 

2, P 7

36 46-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Maple - N 48 deg E, 42.2'                                

10" Maple - S 13 deg E, 38.9'

Book 1, 

Page 92

36 46-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Linden - N 86 deg. W, 15.8'                                   

8" Maple - N 74 deg. E, 25.7'                                                      

12" Aspen - S 73 deg. E, 36.3'                            

14" Aspen - S 71 deg. W, 23.1'                                                             

GLO BK 

2, P 6

36 46-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 53 deg. W, 7.9'                                    

6" Tamarack - N 01 deg. E, 9.2'                                           

6" Tamarack - S 57 deg. E, 5.3'                                  

6" Tamarack - S 20 deg. W, 16.5' 

GLO BK 

2, P 7

36 46-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor.

1870
16" Pine - S 76 deg. W, 7.9'                                                      

10" Pine - S 33 deg. E, 27.7'                                                             

GLO BK 

2, P 20

36 46-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1928

Survey of W and S lines of NW1/4 of Section       

Distance and Mag. Var. stated

Book 1, 

Page 432

1 46-26 E 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

1 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Spruce - S 80 deg. E, 23.1'                                                      

8" Tamarack - N 10 deg. W, 9.9'                                                             

GLO BK 

1, P 7

1 46-26 NE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

1 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

10" Pine - N 20 deg. E, 9.9'                                    

10" Tamarack - N 35 deg. W, 11.9'                                           

10" Tamarack - S 54 deg. W, 9.9'                                  

10" Tamarack - S 05 deg. E, 7.3' 

GLO BK 

2, P 14

1 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Tamarack - N 03 deg. E, 34.3'                                                      

9" Tamarack - N 20 deg. W, 14.5'                         

9" Tamarack - S 33 deg. W, 35.0'                                             

8" Tamarack - S 82 deg. E, 30.4'                                               

GLO BK 

1, P 7

1 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - N 36 deg. W, 1.3'                                                      

3" Tamarack - S 55 deg. E, 4.0'                                                             

GLO BK 

1, P 23

1 46-26 SE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

1 46-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Spruce - N 25 deg. E, 44.2'                                    

8" Tamarack - N 26 deg. W, 20.5'                                           

7" Tamarack - S 42 deg. W, 13.9'                                  

7" Tamarack - S 28 deg. E, 11.9' 

GLO BK 

2, P 13

1 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Black Oak - S 88 deg. W, 18.5'                                                      

18" Pine - N 03 deg. W, 17.2'                         4" 

White Oak - N 64 deg. E, 5.9'                                             

5" Poplar - S 43 deg. E, 35.0'                                               

GLO BK 

1, P 22

1 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 38 deg. E, 1.3'                                                      

4" Tamarack - N 46 deg. W, 19.1'                                                             

GLO BK 

1, P 25
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1 46-26
Subdivision of Section 1 by H.D. 

Keath, County Surveyor 
1913

all orig. cors. inp.- set 1/16th Cors., took new 

ties at 1/16ths  Mag. Var. and dist. shown 

Book 1, 

Page 149

2 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 38 deg. E, 1.3'                                                      

4" Tamarack - N 46 deg. W, 19.1'                                                             

GLO BK 

1, P 25

2 46-26 M.C.

M.C is on N line NW 1/4, on NE side 

Sissabagamah Lake - 1240.8' W of 

N1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
15" Pine - N 11 deg. W, 5.9'                                                      

9" Aspen - S 49 deg. E, 11.9'                                                             

GLO BK 

1, P 8

2 46-26 M.C.

M.C is on W line NW 1/4, on S side 

Sissabagamah Lake - 844.8' N of 

W1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" White Ash - S 25 deg. E, 4.0'                                                      

4" White Ash - S 23 deg. W, 13.2'                                                             

GLO BK 

1, P 39

2 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Tamarack - N 70 deg. W, 35.6'                                                      

4" Tamarack - S 62 deg. W, 35.0'                                                             

GLO BK 

1, P 7

2 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Tamarack - N 03 deg. E, 34.3'                                                      

9" Tamarack - N 20 deg. W, 14.5'                         

9" Tamarack - S 33 deg. W, 35.0'                                             

8" Tamarack - S 82 deg. E, 30.4'                                               

GLO BK 

1, P 7

2 46-26 NW

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 8

2 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Willow - N 44 deg. W, 9.2'                                                      

3" Poplar - S 62 deg. W, 16.5'                                                             

GLO BK 

1, P 38

2 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Black Oak - S 88 deg. W, 18.5'                                                      

18" Pine - N 03 deg. W, 17.2'                         4" 

White Oak - N 64 deg. E, 5.9'                                             

5" Poplar - S 43 deg. E, 35.0'                                               

GLO BK 

1, P 22

2 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Poplar - N 37 deg. E, 22.4'                                                      

10" Black Oak - N 19 deg. W, 22.4'                             

8" White Ash - S 56 deg. E, 23.1'                                             

20" Poplar - S 60 deg. W, 18.5'                                               

GLO BK 

1, P 37

2 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no ties stated for corner
GLO BK 

1, P 39

3 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no ties stated for corner
GLO BK 

1, P 39

3 46-26 M.C.

M.C is on N line NW 1/4, on NW side 

Sissabagamah Lake - 2326.5' E of 

NW Cor. - wood post set as part of 

original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
18" Pine - N 10 deg. W, 31.7'                                                      

6" Black Oak - S 55 deg. W, 13.2'                                                             

GLO BK 

1, P 9

3 46-26 M.C.

M.C is on E line NE 1/4, on S side 

Sissabagamah Lake - 844.8' N of 

E1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" White Ash - S 25 deg. E, 4.0'                                                      

4" White Ash - S 23 deg. W, 13.2'                                                             

GLO BK 

1, P 39

3 46-26 M.C.

M.C is on S line SE 1/4, on N side 

Wladimiraf Lake - 726.0' W of SE Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Maple - S 30 deg. E, 5.9'                                                     

5" Tamarack - N 16 deg. E, 6.6'                                                             

GLO BK 

1, P 50
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3 46-26 M.C.

M.C is on S line SW 1/4, on NW side 

Wladimiraf Lake - 2500.1' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Birch - S 60 deg. W, 6.6'                                                     

4" Pine - N 56 deg. E, 5.3'                                                             

GLO BK 

1, P 50

3 46-26 N 1/4

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 9

3 46-26 NE

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 8

3 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 62 deg. E, 19.8'                                                      

14" Aspen - N 15 deg. W, 19.8'                           

11" Pine - S 66 deg. W, 54.1'                                             

10" Maple - S 40 deg. E, 18.5'                                               

GLO BK 

1, P 9

3 46-26 S 1/4
Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 50

3 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Poplar - N 37 deg. E, 22.4'                                                      

10" Black Oak - N 19 deg. W, 22.4'                             

8" White Ash - S 56 deg. E, 23.1'                                             

20" Poplar - S 60 deg. W, 18.5'                                               

GLO BK 

1, P 37

3 46-26 SW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

5” R. Oak - N 59 deg E, 29.2'                                

12” R. Oak – S 61 deg W, 26.6'  

Book 1, 

Page 181

3 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Pine - N 36 deg. E, 16.5'                                                      

12" Black Oak - N 30 deg. W, 23.8'                             

4" Black Oak - S 38 deg. E, 17.8'                                             

5" Birch - S 32 deg. W, 12.5'                                               

GLO BK 

1, P 48

3 46-26 W 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

8” Sugar - N 90 deg E, 67.5'                                   

8” Basswood – N 45 deg W, 40.5'  

Book 1, 

Page 181

3 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 22 deg. W, 7.3'                                                      

10" Poplar - S 23 deg. E, 5.9'                                                             

GLO BK 

1, P 51

4 46-26 E 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

8” Sugar - N 90 deg E, 67.5'                                   

8” Basswood – N 45 deg W, 40.5'  

Book 1, 

Page 181

4 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 22 deg. W, 7.3'                                                      

10" Poplar - S 23 deg. E, 5.9'                                                             

GLO BK 

1, P 51

4 46-26 M.C.

M.C is on W line SW 1/4, on E side 

Nord Lake - 812.5' N of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 44 deg. E, 9.9'                                                     

2" Tamarack - N 77 deg. W, 6.6'                                                             

GLO BK 

1, P 63

4 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Nord Lake - 1398.5' S of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 47 deg. W, 2.6'                                                     

4" Tamarack - N 48 deg. E, 5.9'                                                             

GLO BK 

1, P 64

4 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Black Oak - N 62 deg. E, 15.8'                                                      

4" Black Oak - S 32 deg. E, 5.9'                                                             

GLO BK 

1, P 7

4 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 62 deg. E, 19.8'                                                      

14" Aspen - N 15 deg. W, 19.8'                           

11" Pine - S 66 deg. W, 54.1'                                             

10" Maple - S 40 deg. E, 18.5'                                               

GLO BK 

1, P 9

4 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Black Oak - N 47 deg. E, 21.8'                                                      

8" Pine - N 51 deg. W, 22.4'                           5" 

Maple - S 46 deg. W, 23.8'                                             

5" Maple - S 58 deg. E, 11.2'                                               

GLO BK 

1, P 10

4 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 30 deg. W, 29.0'                                                     

3" Tamarack - N 17 deg. W, 11.2'                                                             

GLO BK 

1, P 62

4 46-26 SE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

5” R. Oak - N 59 deg E, 29.2'                                

12” R. Oak – S 61 deg W, 26.6'  

Book 1, 

Page 181
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4 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Pine - N 36 deg. E, 16.5'                                                      

12" Black Oak - N 30 deg. W, 23.8'                             

4" Black Oak - S 38 deg. E, 17.8'                                             

5" Birch - S 32 deg. W, 12.5'                                               

GLO BK 

1, P 48

4 46-26 SW

DNR Survey Marker set on c/l roads to 

S and E and 1.5' E of c/l drive to N by 

B. Eveland

1981

top ctr. Tele box - N 50 deg. E, 26.79'                    

N & D in 8" Poplar - S 30 deg. W, 23.03'              

N & D in gate post - S 80 deg. W, 8.48'

245126

4 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 19 deg. W, 4.6'                                                      

4" Poplar - S 18 deg. E, 9.2'                             

5" Poplar - N 18 deg. E, 6.6'                                             

3" Poplar - S 45 deg. W, 5.3'                                               

GLO BK 

1, P 61

4 46-26 W 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

6” Poplar - N 45 deg W, 103.5'                             

18” W. Birch – S 45 deg W, 68.5'  

Book 1, 

Page 181

4 46-26 W 1/4

Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 63

4 46-26 W 1/4

Corner falls in Nord Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Nord Lake, no ties taken
GLO BK 

1, P 80

4 46-26
Subdivision of Section by H.D. Keath, 

County Surveyor 
1914

Subd. Entire Section – set new cors. set new 

ties Distance and Mag. Var. shown 

Book 1, 

Page 181

5 46-26  
Survey in NE ¼ of Section by Chas. 

Handschu, Private Surveyor
1960 Surveyed Parcel on West side of Nord Lake

Bk CH-3  

Page 1-6

5 46-26  
Survey in North Half of Section by 

Chas. Handschu, Private Surveyor
1960 Located north shore of Nord Lake

Bk CH-2  

Page 21

5 46-26  
Survey in West Half of Section by 

Chas. Handschu, Private Surveyor
1960 Surveyed Parcel on West side of Nord Lake

Bk CH-2  

Page 70

5 46-26  
Survey in West Half of Section by 

Chas. Handschu, Private Surveyor
1960 Surveyed Parcel on West side of Nord Lake

Bk CH-2  

Page 41

5 46-26  
Road Survey in Sec. 5 by F.J. O'Hara, 

County Surveyor 
1909

Road runs on W. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 89

5 46-26 E 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

6” Poplar - N 45 deg W, 103.5'                             

18” W. Birch – S 45 deg W, 68.5'  

Book 1, 

Page 181

5 46-26 E 1/4

Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 63

5 46-26 E 1/4

Corner falls in Nord Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Nord Lake, no ties taken
GLO BK 

1, P 80

5 46-26 M.C

M.C. On N line NE 1/4 - took new ties 

to existing monument by Chas. 

Handschu, Private Surveyor

1960
8” Spruce - N 49 deg. E, 17.2'                               

4” Tamarack – S 11 deg. W, 19.8'  

Bk CH-2  

Page 21

5 46-26 M.C.

M.C. # 48 is on S. line SE 1/4 Sec. 5 - 

is 3.5' E of Nord Lake and is a 3 1/2" 

brass cap found by B. Eveland

1981

N & D in 20" N. Pine - N 60 deg. E, 28.16'            

N & D in 10" Elm - S 47 deg. W, 5.64'                   

N & D in 20" R. Oak - N 35 deg. E, 7.26'

245128

5 46-26 M.C.

M.C is on E line SE 1/4, on E side 

Nord Lake - 812.5' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 44 deg. E, 9.9'                                                     

2" Tamarack - N 77 deg. W, 6.6'                                                             

GLO BK 

1, P 63

5 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Nord Lake - 1398.5' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 47 deg. W, 2.6'                                                     

4" Tamarack - N 48 deg. E, 5.9'                                                             

GLO BK 

1, P 64

5 46-26 M.C.

M.C is on S line SE1/4, on E side of 

Nord Lake - 1056.0' W of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 21 deg. E, 26.4'                                                     

6" White Birch - S 18 deg. E, 5.3'                                                             

GLO BK 

1, P 80

5 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
8" Spruce - N 49 deg. E, 11.2'                                                      

4" Tamarack - S 11 deg. W, 19.8'                                                             

GLO BK 

1, P 11
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5 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Black Oak - N 47 deg. E, 21.8'                                                      

8" Pine - N 51 deg. W, 22.4'                           5" 

Maple - S 46 deg. W, 23.8'                                             

5" Maple - S 58 deg. E, 11.2'                                               

GLO BK 

1, P 10

5 46-26 NW

Found 1 1/2” iron pipe and took new 

ties by Chas. Handschu, Private 

Surveyor

1960
10” Maple - N 80 deg. W, 22.4'                               

8” Red Oak – S 65 deg. E, 5.9' 

Bk CH-2  

Page 21

5 46-26 NW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Aspen – S 45 deg. W, 40.2'                             

6” Aspen – N 45 deg. E, 46.5'                               

7“ Aspen - N 45 deg. W, 40.2'               

Book 2, 

Page 122

5 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Aspen - N 60 deg. E, 5.3'                                                      

11" Aspen - N 45 deg. W, 23.8'                           

12" Aspen - S 55 deg. W, 7.9'                                             

12" Aspen - S 65 deg. E, 4.0'                                               

GLO BK 

1, P 11

5 46-26 S 1/4

Corner falls in Nord Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Nord Lake, no ties taken
GLO BK 

1, P 80

5 46-26 SE

DNR Survey Marker set on c/l roads to 

S and E and 1.5' E of c/l drive to N by 

B. Eveland

1981

top ctr. Tele box - N 50 deg. E, 26.79'                   

N & D in 8" Poplar - S 30 deg. W, 23.03'                

N & D in gate post - S 80 deg. W, 8.48'

245126

5 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 19 deg. W, 4.6'                                                      

4" Poplar - S 18 deg. E, 9.2'                             

5" Poplar - N 18 deg. E, 6.6'                                             

3" Poplar - S 45 deg. W, 5.3'                                               

GLO BK 

1, P 61

5 46-26 SW

(Also is M.C. # 46) 5/8" iron pipe found 

in a 13" Oak stump 15' N of swamp by 

B. Eveland

1981

N & D in 2" B. Oak - N 30 deg. E, 50.98'              

N & D in 10" W. Oak - S 80 deg. E, 43.17'             

N & D in 4" Elm - S 75 deg. W, 22.59'

245127

5 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Black Oak - N 21 deg. W, 46.2'                                                     

3" Poplar - N 28 deg. E, 6.6'                            

No other trees near to use for ties                                        

GLO BK 

1, P 78

5 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 19 deg. W, 8.6'                                                     

9" Poplar - S 53 deg. E, 7.3'                                                             

GLO BK 

1, P 81

6 46-26  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1917

Survey of N line of Section                          

Distance and Mag. Var. stated

Book 2, 

Page 122

6 46-26  
Road Survey in Sec. 6 by F.J. O'Hara, 

County Surveyor 
1909

Road runs on E. Line of Section                       

Distances and Mag. Var. stated 

Book 1, 

Page 89

6 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 19 deg. W, 8.6'                                                     

9" Poplar - S 53 deg. E, 7.3'                                                             

GLO BK 

1, P 81

6 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
5" Tamarack - S 10 deg. W, 5.9'                                                      

5" Tamarack - N 24 deg. W, 8.6'                                                             

GLO BK 

1, P 12

6 46-26 NE

Found 1 1/2” iron pipe and took new 

ties by Chas. Handschu, Private 

Surveyor

1960
10” Maple - N 80 deg. W, 22.4'                               

8” Red Oak – S 65 deg. E, 5.9' 

Book CH-

2  Page 

21

6 46-26 NE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Aspen – S 45 deg. W, 40.2'                             

6” Aspen – N 45 deg. E, 46.5'                               

7“ Aspen - N 45 deg. W, 40.2'               

Book 2, 

Page 122

6 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

12" Aspen - N 60 deg. E, 5.3'                                                      

11" Aspen - N 45 deg. W, 23.8'                           

12" Aspen - S 55 deg. W, 7.9'                                             

12" Aspen - S 65 deg. E, 4.0'                                               

GLO BK 

1, P 11

6 46-26 NW

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1917
7” Spruce - S 45 deg. E, 36.9'                               

5” Spruce – N 45 deg. E, 47.5'

Book 2, 

Page 122

6 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Aspen - N 18 deg. E, 3.3'                                                      

10" Pine - N 21 deg. W, 11.9'                           

6" Tamarack - S 48 deg. W, 21.1'                                             

6" Pine - S 81 deg. E, 9.2'                                               

GLO BK 

1, P 6

6 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Poplar - S 01 deg. W, 12.5'                                                     

4" Poplar - N 15 deg. W, 7.9'                                                             

GLO BK 

1, P 82

6 46-26 SE

(Also is M.C. # 46) 5/8" iron pipe found 

in a 13" Oak stump 15' N of swamp by 

B. Eveland

1981

N & D in 2" B. Oak - N 30 deg. E, 50.98'               

N & D in 10" W. Oak - S 80 deg. E, 43.17'           

N & D in 4" Elm - S 75 deg. W, 22.59'

245127
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6 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Black Oak - N 21 deg. W, 46.2'                                                     

3" Poplar - N 28 deg. E, 6.6'                            

No other trees near to use for ties                                        

GLO BK 

1, P 78

6 46-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 52 deg. E, 3.3'                                                      

6" Tamarack - N 24 deg. W, 10.6'                         

6" Tamarack - S 22 deg. W, 11.2'                                             

7" Tamarack - S 40 deg. E, 21.1'                                               

GLO BK 

1, P 5

6 46-26 W 1/4
Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

1870
12" Oak - N 35 deg. W, 11.2'                                                      

12" Oak - N 29 deg. E, 21.1'                                                             

GLO BK 

1, P 6

7 46-26 E 1/4

3/4" iron pipe found on c/l N-S road 

and 20' N of entr. to gravel pit to the E 

by B. Eveland

1981

N & D in 12" R. Oak - N 36 deg. E, 40.77'               

N & D in 5" S. Pine - S 57 deg. E, 60.06'              

spk in power Pole - S 23 deg. W, 69.83'

245131

7 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 31 deg. W, 29.0'                                                     

13" Poplar - S 27 deg. E, 17.2'                                                             

GLO BK 

1, P 78

7 46-26 M.C.
M.C. #47 is on E line NE 1/4 Sec. 7 

and is 1 3/4" iron pipe found 11' S of 

Nord Lake by B. Eveland

1981
N & D in 4" W. Oak - S 15 deg. E, 26.27'               

N & D in 12" Birch - S 40 deg. W, 13.17'               

N & D in 5" Birch - N 60 deg. W, 13.05'

245132

7 46-26 M.C.
M.C is on E line NE1/4, on SW side of 

Ripple Lake - 1491.6' N of E 1/4 Cor. - 

wood post set as part of original 

1870
4" Pine - S 40 deg. E, 17.8'                                                     

5" Maple - N 53 deg. W, 19.8'                                                             

GLO BK 

1, P 78

7 46-26 N 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
4" Poplar - S 01 deg. W, 12.5'                                                     

4" Poplar - N 15 deg. W, 7.9'                                                             

GLO BK 

1, P 82

7 46-26 NE

(Also is M.C. # 46) 5/8" iron pipe found 

in a 13" Oak stump 15' N of swamp by 

B. Eveland

1981

N & D in 2" B. Oak - N 30 deg. E, 50.98'               

N & D in 10" W. Oak - S 80 deg. E, 43.17'            

N & D in 4" Elm - S 75 deg. W, 22.59'

245127

7 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Black Oak - N 21 deg. W, 46.2'                                                     

3" Poplar - N 28 deg. E, 6.6'                            

No other trees near to use for ties                                        

GLO BK 

1, P 78

7 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 52 deg. E, 3.3'                                                      

6" Tamarack - N 24 deg. W, 10.6'                         

6" Tamarack - S 22 deg. W, 11.2'                                             

7" Tamarack - S 40 deg. E, 21.1'                                               

GLO BK 

1, P 5

7 46-26 S 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

18”  Elm - N 45 deg E, 41.5'                                  

24” W. Pine - S 45 deg W, 88.7'

Book 1, 

Page 261

7 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Maple - S 60 deg. W, 13.2'                                                     

14" Maple - N 38 deg. E, 19.8'                                                             

GLO BK 

1, P 77

7 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" White Ash - S 17 deg. W, 8.6'                                                      

12" White Birch - S 28 deg. E, 11.2'                             

4" Maple - N 27 deg. E, 17.2'                                             

4" Maple - N 54 deg. W, 11.9'                                

GLO BK 

1, P 75

7 46-26 SW
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

7 46-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

14" Oak - N 25 deg. E, 21.8'                                                      

12" Oak - N 56 deg. W, 7.9'                           7" 

Pine - S 61 deg. W, 27.1'                                             

6" Ash - S 61 deg. E, 7.3'                                               

GLO BK 

1, P 5

7 46-26 W 1/4
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

7 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
10" Aspen - S 83 deg. E, 6.6'                                                      

13" Oak - S 25 deg. W, 11.9'                                                             

GLO BK 

1, P 5

7 46-26
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on S line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 261

8 46-26 E 1/4

3/8" iron rod set on c/l old N-S road at 

fence lines to the E and W by B. 

Eveland

1981

N & D in 7" J. Pine - N 40 deg. E, 44.51'               

N & D in 7" Spruce - S 87 deg. E, 21.64'               

N & D in twin 4" Birch - S 64 deg. W, 26.48'

245130

8 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 17 deg. E, 9.2'                                                     

3" Tamarack - S 72 deg. W, 12.5                                                             

GLO BK 

1, P 61

8 46-26 M.C.
M.C. #47 is on W line NW 1/4 Sec. 8 

and is 1 3/4" iron pipe found 11' S of 

Nord Lake by B. Eveland

1981
N & D in 4" W. Oak - S 15 deg. E, 26.27'               

N & D in 12" Birch - S 40 deg. W, 13.17'               

N & D in 5" Birch - N 60 deg. W, 13.05'

245132

8 46-26 M.C.

M.C. # 48 is on N. line NE 1/4 Sec. 8 -

is 3.5' E of Nord Lake and is a 3 1/2"  

brass cap found by Eveland

1981

N & D in 20" N. Pine - N 60 deg. E, 28.16'              

N & D in 10" Elm - S 47 deg. W, 5.64'                    

N & D in 20" R. Oak - N 35 deg. E, 7.26'

245128
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8 46-26 M.C.

M.C is on W line NW1/4, on SW side 

of Ripple Lake - 1491.6' N of W 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Pine - S 40 deg. E, 17.8'                                                     

5" Maple - N 53 deg. W, 19.8'                                                             

GLO BK 

1, P 78

8 46-26 M.C.

M.C is on N line NE1/4, on E side of 

Nord Lake - 1056.0' W of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 21 deg. E, 26.4'                                                     

6" White Birch - S 18 deg. E, 5.3'                                                             

GLO BK 

1, P 80

8 46-26 N 1/4

Corner falls in Nord Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Nord Lake, no ties taken
GLO BK 

1, P 80

8 46-26 NE

DNR Survey Marker set on c/l roads to 

S and E and 1.5' E of c/l drive to N by 

B. Eveland

1981

top ctr. Tele box - N 50 deg. E, 26.79'                   

N & D in 8" Poplar - S 30 deg. W, 23.03'              

N & D in gate post - S 80 deg. W, 8.48'

245126

8 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 19 deg. W, 4.6'                                                      

4" Poplar - S 18 deg. E, 9.2'                             

5" Poplar - N 18 deg. E, 6.6'                                             

3" Poplar - S 45 deg. W, 5.3'                                               

GLO BK 

1, P 61

8 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 19 deg. W, 4.6'                                                      

4" Poplar - S 18 deg. E, 9.2'                             

5" Poplar - N 18 deg. E, 6.6'                                             

3" Poplar - S 45 deg. W, 5.3'                                               

GLO BK 

1, P 61

8 46-26 NW

(Also is M.C. # 46) 5/8" iron pipe found 

in a 13" Oak stump 15' N of swamp by 

B. Eveland

1981

N & D in 2" B. Oak - N 30 deg. E, 50.98'               

N & D in 10" W. Oak - S 80 deg. E, 43.17'            

N & D in 4" Elm - S 75 deg. W, 22.59'

245127

8 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Black Oak - N 21 deg. W, 46.2'                                                     

3" Poplar - N 28 deg. E, 6.6'                            

No other trees near to use for ties                                        

GLO BK 

1, P 78

8 46-26 S 1/4

1 " iron pipe found on old E-W fence 

line 22.5' W of c/l old N-S trail by B. 

Eveland

1981

3/4" iron - 15.80' E                                            

DNR RP in 11" Oak - S 56 deg. E, 6.78'                

DNR RP in 10" R. Oak - N 78 deg. W, 14.38'

245129

8 46-26 S 1/4
Set pipe and took new ties by Bill  

Voigt, Private Surveyor
1962

10” Red Oak - S 10 deg. W, 7.4'                             

6 ” Red Oak – N 70 deg. W, 14.5'                                                 

Book V-

14  Page 

42

8 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Pine - S 67 deg. E, 20.5'                                                     

6" Pine - N 67 deg. W, 20.5'                                                             

GLO BK 

1, P 76

8 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 50 deg. E, 4.0'                                                      

18" Pine - S 40 deg. E, 19.1'                             

8" White Birch - S 39 deg. W, 26.4'                                             

10" White Birch - N 63 deg. W, 33.0'                                               

GLO BK 

1, P 59

8 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" White Ash - S 17 deg. W, 8.6'                                                      

12" White Birch - S 28 deg. E, 11.2'                             

4" Maple - N 27 deg. E, 17.2'                                             

4" Maple - N 54 deg. W, 11.9'                                

GLO BK 

1, P 75

8 46-26 W 1/4

3/4" iron pipe found on c/l N-S road 

and 20' N of entr. to gravel pit to the E 

by B. Eveland

1981

N & D in 12" R. Oak - N 36 deg. E, 40.77'               

N & D in 5" S. Pine - S 57 deg. E, 60.06'               

spk in power Pole - S 23 deg. W, 69.83'

245131

8 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - N 31 deg. W, 29.0'                                                     

13" Poplar - S 27 deg. E, 17.2'                                                             

GLO BK 

1, P 78

9 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 30 deg. E, 2.0'                                                      

5" Poplar - N 42 deg. W, 8.6'                                                             

GLO BK 

1, P 48

9 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 30 deg. W, 29.0'                                                     

3" Tamarack - N 17 deg. W, 11.2'                                                             

GLO BK 

1, P 62

9 46-26 NE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

5” R. Oak - N 59 deg E, 29.2'                                

12” R. Oak – S 61 deg W, 26.6'  

Book 1, 

Page 181

9 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Pine - N 36 deg. E, 16.5'                                                      

12" Black Oak - N 30 deg. W, 23.8'                             

4" Black Oak - S 38 deg. E, 17.8'                                             

5" Birch - S 32 deg. W, 12.5'                                               

GLO BK 

1, P 48
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9 46-26 NW

DNR Survey Marker set on c/l roads to 

S and E and 1.5' E of c/l drive to N by 

B. Eveland

1981

top ctr. Tele box - N 50 deg. E, 26.79'                   

N & D in 8" Poplar - S 30 deg. W, 23.03'                

N & D in gate post - S 80 deg. W, 8.48'

245126

9 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Tamarack - S 24 deg. E, 9.2'                                                     

11" Tamarack - S 16 deg. W, 15.2                                                             

GLO BK 

1, P 60

9 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 16 deg. W, 44.9'                                                      

5" Poplar - N 71 deg. E, 11.9'                             

5" Birch - S 77 deg. W, 21.8'                                             

6" Poplar - S 49 deg. E, 19.8'                                               

GLO BK 

1, P 46

9 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 50 deg. E, 4.0'                                                      

18" Pine - S 40 deg. E, 19.1'                             

8" White Birch - S 39 deg. W, 26.4'                                             

10" White Birch - N 63 deg. W, 33.0'                                               

GLO BK 

1, P 59

9 46-26 W 1/4

3/8" iron rod set on c/l old N-S road at 

fence lines to the E and W by B. 

Eveland

1981

N & D in 7" J. Pine - N 40 deg. E, 44.51'                

N & D in 7" Spruce - S 87 deg. E, 21.64'               

N & D in twin 4" Birch - S 64 deg. W, 26.48'

245130

9 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 17 deg. E, 9.2'                                                     

3" Tamarack - S 72 deg. W, 12.5                                                             

GLO BK 

1, P 61

10 46-26  
Subdivision of Section by H.D. Keath 

County Surveyor 
1913

Complete Subd. of Section                                   

Distance and Mag. Var. stated

Book 2, 

Page 89

10 46-26 E 1/4

Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 37

10 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Wladimiraf Lake - 1252.7' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" White Birch - S 46 deg. W, 6.6'                                                      

5" Tamarack - S 14 deg. E, 10.6'                                                             

GLO BK 

1, P 36

10 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Wladimiraf Lake - 442.2' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" White Oak - N 47 deg. E, 25.7'                                                      

8" White Oak - N 43 deg. W, 35.0'                                                             

GLO BK 

1, P 37

10 46-26 M.C.

M.C is on N line NE 1/4, on N side 

Wladimiraf Lake - 726.0' W of NE Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Maple - S 30 deg. E, 5.9'                                                     

5" Tamarack - N 16 deg. E, 6.6'                                                             

GLO BK 

1, P 50

10 46-26 M.C.

M.C is on N line NW 1/4, on NW side 

Wladimiraf Lake - 2500.1' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Birch - S 60 deg. W, 6.6'                                                     

4" Pine - N 56 deg. E, 5.3'                                                             

GLO BK 

1, P 50

10 46-26 N 1/4

Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 50

10 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Poplar - N 37 deg. E, 22.4'                                                      

10" Black Oak - N 19 deg. W, 22.4'                             

8" White Ash - S 56 deg. E, 23.1'                                             

20" Poplar - S 60 deg. W, 18.5'                                               

GLO BK 

1, P 37

10 46-26 NW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

5” R. Oak - N 59 deg E, 29.2'                                

12” R. Oak – S 61 deg W, 26.6'  

Book 1, 

Page 181

10 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Pine - N 36 deg. E, 16.5'                                                      

12" Black Oak - N 30 deg. W, 23.8'                             

4" Black Oak - S 38 deg. E, 17.8'                                             

5" Birch - S 32 deg. W, 12.5'                                               

GLO BK 

1, P 48

10 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 79 deg. E, 46.2'                                                      

3" Tamarack - N 39 deg. E, 31.0'                                                             

GLO BK 

1, P 47

10 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

20" Pine - N 12 deg. W, 22.4'                                                      

16" Pine - S 62 deg. W, 14.5'                             

5" Pine - N 57 deg. E, 35.6'                                             

9" Tamarack - N 09 deg. W, 27.1'                                               

GLO BK 

1, P 35
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10 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 16 deg. W, 44.9'                                                      

5" Poplar - N 71 deg. E, 11.9'                             

5" Birch - S 77 deg. W, 21.8'                                             

6" Poplar - S 49 deg. E, 19.8'                                               

GLO BK 

1, P 46

10 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 30 deg. E, 2.0'                                                      

5" Poplar - N 42 deg. W, 8.6'                                                             

GLO BK 

1, P 48

11 46-26  
Survey in Gov't Lot 5 by Chas. 

Handschu, Private Surveyor
1964

Survey of Lakeshore and Lots on E side of 

Wladimiraf Lake

Book CH-

4  P. 50

11 46-26 E 1/4

Corner falls in Section 12 Lake - not 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no ties as corner falls in Section 12 Lake
GLO BK 

1, P 22

11 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Section 12 Lake - 1584.0' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Poplar - S 55 deg. W, 11.2'                                                      

4" Poplar - N 74 deg. E, 7.3'                                                             

GLO BK 

1, P 21

11 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Section 12 Lake - 1407.1' S of NE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - N 40 deg. W, 19.8'                                                      

18" Spruce - N 80 deg. E, 7.9'                                                             

GLO BK 

1, P 22

11 46-26 M.C.

M.C is on W line SW 1/4, on S side 

Wladimiraf Lake - 1252.7' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" White Birch - S 46 deg. W, 6.6'                                                      

5" Tamarack - S 14 deg. E, 10.6'                                                             

GLO BK 

1, P 36

11 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Wladimiraf Lake - 442.2' S of NW Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" White Oak - N 47 deg. E, 25.7'                                                      

8" White Oak - N 43 deg. W, 35.0'                                                             

GLO BK 

1, P 37

11 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Willow - N 44 deg. W, 9.2'                                                      

3" Poplar - S 62 deg. W, 16.5'                                                             

GLO BK 

1, P 38

11 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Black Oak - S 88 deg. W, 18.5'                                                      

18" Pine - N 03 deg. W, 17.2'                         4" 

White Oak - N 64 deg. E, 5.9'                                             

5" Poplar - S 43 deg. E, 35.0'                                               

GLO BK 

1, P 22

11 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Poplar - N 37 deg. E, 22.4'                                                      

10" Black Oak - N 19 deg. W, 22.4'                             

8" White Ash - S 56 deg. E, 23.1'                                             

20" Poplar - S 60 deg. W, 18.5'                                               

GLO BK 

1, P 37

11 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - N 40 deg. W, 4.0'                                                      

4" Tamarack - (?) 42 deg. E, 6.6'                                                             

GLO BK 

1, P 36

11 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

20" Pine - N 12 deg. W, 22.4'                                                      

16" Pine - S 62 deg. W, 14.5'                             

5" Pine - N 57 deg. E, 35.6'                                             

9" Tamarack - N 09 deg. W, 27.1'                                               

GLO BK 

1, P 35

11 46-26 W 1/4

Corner falls in Wladimiraf Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Wladimiraf Lake, no ties taken
GLO BK 

1, P 37

11 46-26 W. C.

W.C is on S line SE 1/4, on W side 

slough - 2290.2' E of S1/4 Cor. - wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 67 deg. W, 16.5'                                                      

5" Tamarack - N 05 deg. W, 21.8'                                                             

GLO BK 

1, P 36

12 46-26  
Subdivision of Section by Don Mellem, 

County Surveyor 
1960

Partial subd. (G.L. 5)                                  

Bearings and Distances shown

Book 1, 

Page 526
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12 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Aspen - N 62 deg. W, 17.8'                                                      

4" Aspen - N 24 deg. E, 21.1'                                                             

GLO BK 

2, P 13

12 46-26 M.C.

M.C is on W line SW 1/4, on S side 

Section 12 Lake - 1584.0' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Poplar - S 55 deg. W, 11.2'                                                      

4" Poplar - N 74 deg. E, 7.3'                                                             

GLO BK 

1, P 21

12 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Section 12 Lake - 1407.1' S of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - N 40 deg. W, 19.8'                                                      

18" Spruce - N 80 deg. E, 7.9'                                                             

GLO BK 

1, P 22

12 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - N 36 deg. W, 1.3'                                                      

3" Tamarack - S 55 deg. E, 4.0'                                                             

GLO BK 

1, P 23

12 46-26 NE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

12 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Spruce - N 25 deg. E, 44.2'                                    

8" Tamarack - N 26 deg. W, 20.5'                                           

7" Tamarack - S 42 deg. W, 13.9'                                  

7" Tamarack - S 28 deg. E, 11.9' 

GLO BK 

2, P 13

12 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Black Oak - S 88 deg. W, 18.5'                                                      

18" Pine - N 03 deg. W, 17.2'                         4" 

White Oak - N 64 deg. E, 5.9'                                             

5" Poplar - S 43 deg. E, 35.0'                                               

GLO BK 

1, P 22

12 46-26 S 1/4
1 1/4” well point set by H. D. Keath, 

County Surveyor
1928

6” Red Oak - S 45 deg. E, 84.7'                             

10” Jack Pine – S 45 deg. E, 92.0'      

Book 1, 

Page 427

12 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 20 deg. E, 12.5'                                                      

5" Poplar - N 08 deg. W, 19.8'                                                             

GLO BK 

1, P 20

12 46-26 SE
Set 1“ iron bolt in road and took new 

ties by H. D Keath, County Surveyor 
1917

6” Poplar - S 45 deg W, 27.0                                  

6” Poplar - S 45 deg E, 34.3'

Book 1, 

Page 252

12 46-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 84 deg. E, 35.0'                                    

4" Aspen - N 45 deg. W, 11.9'                                           

12" Tamarack - S 40 deg. W, 23.8'                                  

6" Tamarack - S 37 deg. E, 37.0' 

GLO BK 

2, P 12

12 46-26 W 1/4

Corner falls in Section 12 Lake - not 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no ties as corner falls in Section 12 Lake
GLO BK 

1, P 22

13 46-26 E 1/4

3/4" capped rebar "DNR Survey 

Marker" set on c/l N-S road at fence 

lines to E and W by J. Walker

1998
DNR RP in 20" Oak - N 46 deg. E, 72.26'              

DNR RP in CFP - N 90 deg. E, 19.97'  
311508 214385.380 468237.130

13 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Ash - N 10 deg. E, 35.6'                                                      

7" Oak - S 20 deg. W, 10.6'                                                             

GLO BK 

2, P 12

13 46-26 N 1/4
1 1/4” well point set by H. D. Keath, 

County Surveyor
1928

6” Red Oak - S 45 deg. E, 84.7'                             

10” Jack Pine – S 45 deg. E, 92.0'      

Book 1, 

Page 427

13 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 20 deg. E, 12.5'                                                      

5" Poplar - N 08 deg. W, 19.8'                                                             

GLO BK 

1, P 20

13 46-26 NE
Set 1“ iron bolt in road and took new 

ties by H. D Keath, County Surveyor 
1917

6” Poplar - S 45 deg W, 27.0                                  

6” Poplar - S 45 deg E, 34.3'

Book 1, 

Page 252

13 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 84 deg. E, 35.0'                                    

4" Aspen - N 45 deg. W, 11.9'                                           

12" Tamarack - S 40 deg. W, 23.8'                                  

6" Tamarack - S 37 deg. E, 37.0' 

GLO BK 

2, P 12

13 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 21 deg. E, 9.9'                                                      

10" Poplar - N 11 deg. W, 26.4'                                                             

GLO BK 

1, P 18

13 46-26 SE

"DNR Survey Marker" set on E edge 

Power line cut-out area - 29' E of c/l 

Power lines by J. Walker

1998

DNR RP in 4" Oak - N 72 deg. E, 18.80'               

DNR RP in 14" Oak - S 20 deg. E, 28.11'             

DNR RP in 12" Tam. - N 68 deg. W, 51.13'  

311507 211744.300 468235.490

Page 312 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

13 46-26 SE iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

13 46-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 69 deg. E, 40.9'                                    

6" Tamarack - N 63 deg. W, 23.8'                                           

6" Pine - S 64 deg. W, 31.7'                                  

5" Aspen - S 64 deg. E, 33.0' 

GLO BK 

2, P 11

13 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Tamarack - S 05 deg. W, 56.8'                                                      

5" Black Oak - N 49 deg. W, 37.0'                         

3" Poplar - N 36 deg. E, 44.9'                                             

4" Poplar - S 87 deg. E, 196.7'                                               

GLO BK 

1, P 17

13 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 82 deg. W, 11.9'                                                      

4" Tamarack - S 17 deg. E, 7.9'                                                             

GLO BK 

1, P 19

13 46-26 W. C.

W.C is on W line NW 1/4, on S side 

slough - 1386.0' N of W1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 33 deg. E, 11.9'                                                      

4" Tamarack - S 10 deg. W, 15.2'                                                             

GLO BK 

1, P 12

13 46-26
Survey of Section lines by H.D. Keath, 

County Surveyor 
1928

Survey of N line and N-S ¼ line of Section         

Distance and Mag. Var. stated

Book 1, 

Page 427

14 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 82 deg. W, 11.9'                                                      

4" Tamarack - S 17 deg. E, 7.9'                                                             

GLO BK 

1, P 19

14 46-26 M.C.

M.C is on S line SE 1/4, on SE side 

Sweetman Lake - 1634.2' W of SE1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 40 deg. W, 9.9'                                                      

3" Tamarack - N 60 deg. E, 19.8'                                                             

GLO BK 

1, P 33

14 46-26 M.C.

M.C is on S line SW 1/4, on SW side 

Sweetman Lake - 2310.0' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Spruce - N 89 deg. W, 4.6'                                                      

4" Tamarack - N 68 deg. W, 11.9'                                                             

GLO BK 

1, P 33

14 46-26 M.C.

M.C is on W line NW 1/4, on S side 

Linde Lake - 844.1' N of W1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 70 deg. W, 33.7'                                                      

15" Pine - N 84 deg. E, 39.6'                                                             

GLO BK 

1, P 34

14 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Linde Lake - 578.8' S of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Oak - N 80 deg. E, 11.2'                                                      

5" Pine - N 04 deg. E, 19.8'                                                             

GLO BK 

1, P 35

14 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - N 40 deg. W, 4.0'                                                      

4" Tamarack - (?) 42 deg. E, 6.6'                                                             

GLO BK 

1, P 36

14 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

20" Pine - N 12 deg. W, 22.4'                                                      

16" Pine - S 62 deg. W, 14.5'                             

5" Pine - N 57 deg. E, 35.6'                                             

9" Tamarack - N 09 deg. W, 27.1'                                               

GLO BK 

1, P 35

14 46-26 S 1/4

Corner falls in Sweetman Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Sweetman Lake, no ties taken
GLO BK 

1, P 33

14 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Tamarack - S 05 deg. W, 56.8'                                                      

5" Black Oak - N 49 deg. W, 37.0'                         

3" Poplar - N 36 deg. E, 44.9'                                             

4" Poplar - S 87 deg. E, 196.7'                                               

GLO BK 

1, P 17

14 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - S 81 deg. E, 19.8'                                                      

5" Birch - N 24 deg. E, 11.2'                         2" 

Poplar - S 43 deg. W, 5.9'                                             

2" Birch - N 26 deg. W, 4.7'                                               

GLO BK 

1, P 31
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14 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Linden - S 47 deg. E, 13.9'                                                      

4" Poplar - N 59 deg. W, 25.7'                                           

GLO BK 

1, P 34

14 46-26 W. C.

W.C is on E line NE 1/4, on S side 

slough - 1386.0' N of E1/4 Cor. - wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 33 deg. E, 11.9'                                                      

4" Tamarack - S 10 deg. W, 15.2'                                                             

GLO BK 

1, P 12

14 46-26 W. C.

W.C is on N line NE 1/4, on W side 

slough - 2290.2' E of N1/4 Cor. - wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 67 deg. W, 16.5'                                                      

5" Tamarack - N 05 deg. W, 21.8'                                                             

GLO BK 

1, P 36

15 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Linden - S 47 deg. E, 13.9'                                                      

4" Poplar - N 59 deg. W, 25.7'                                           

GLO BK 

1, P 34

15 46-26 M.C.

M.C is on E line NE 1/4, on S side 

Linde Lake - 844.1' N of E1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 70 deg. W, 33.7'                                                      

15" Pine - N 84 deg. E, 39.6'                                                             

GLO BK 

1, P 34

15 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Linde Lake - 578.8' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Oak - N 80 deg. E, 11.2'                                                      

5" Pine - N 04 deg. E, 19.8'                                                             

GLO BK 

1, P 35

15 46-26 M.C.

M.C is on W line SW 1/4, on E side 

Elm Island Lake - 153.1' N of SW Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" White Ash - S 50 deg. E, 4.0'                                                     

6" Elm - S 34 deg. W, 14.5'                                                             

GLO BK 

1, P 46

15 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Elm Island Lake - 2137.1' S of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Oak - N 59 deg. W, 14.5'                                                     

5" Birch - N 41 deg. E, 25.1'                                                             

GLO BK 

1, P 46

15 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 79 deg. E, 46.2'                                                      

3" Tamarack - N 39 deg. E, 31.0'                                                             

GLO BK 

1, P 47

15 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

20" Pine - N 12 deg. W, 22.4'                                                      

16" Pine - S 62 deg. W, 14.5'                             

5" Pine - N 57 deg. E, 35.6'                                             

9" Tamarack - N 09 deg. W, 27.1'                                               

GLO BK 

1, P 35

15 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 16 deg. W, 44.9'                                                      

5" Poplar - N 71 deg. E, 11.9'                             

5" Birch - S 77 deg. W, 21.8'                                             

6" Poplar - S 49 deg. E, 19.8'                                               

GLO BK 

1, P 46

15 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Birch - N 39 deg. E, 9.9'                                                     

3" Fir - S 74 deg. W, 14.5'                                                             

GLO BK 

1, P 45

15 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - S 81 deg. E, 19.8'                                                      

5" Birch - N 24 deg. E, 11.2'                         2" 

Poplar - S 43 deg. W, 5.9'                                             

2" Birch - N 26 deg. W, 4.7'                                               

GLO BK 

1, P 31

15 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

18" Elm - S 20 deg. E, 21.1'                                                      

6" White Ash - N 65 deg. E, 31.0'                             

12" Elm - N 47 deg. W, 31.7'                                             

No other trees near to use for ties                                   

GLO BK 

1, P 44

15 46-26 W 1/4

Corner falls in Elm Island Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Elm Island Lake, no ties taken
GLO BK 

1, P 46
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16 46-26 E 1/4

Corner falls in Elm Island Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Elm Island Lake, no ties taken
GLO BK 

1, P 46

16 46-26 M.C.

M.C is on E line SE 1/4, on E side Elm 

Island Lake - 153.1' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" White Ash - S 50 deg. E, 4.0'                                                     

6" Elm - S 34 deg. W, 14.5'                                                             

GLO BK 

1, P 46

16 46-26 M.C.

M.C is on E line NE 1/4, on N side Elm 

Island Lake - 2137.1' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Oak - N 59 deg. W, 14.5'                                                     

5" Birch - N 41 deg. E, 25.1'                                                             

GLO BK 

1, P 46

16 46-26 M.C.

M.C is on S line SW 1/4, on W side 

Elm Island Lake - 1306.1' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Linden - N 31 deg. W, 5.9'                                                     

4" White Ash - S 28 deg. W, 13.2'                                                             

GLO BK 

1, P 58

16 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Tamarack - S 24 deg. E, 9.2'                                                     

11" Tamarack - S 16 deg. W, 15.2                                                             

GLO BK 

1, P 60

16 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 16 deg. W, 44.9'                                                      

5" Poplar - N 71 deg. E, 11.9'                             

5" Birch - S 77 deg. W, 21.8'                                             

6" Poplar - S 49 deg. E, 19.8'                                               

GLO BK 

1, P 46

16 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 50 deg. E, 4.0'                                                      

18" Pine - S 40 deg. E, 19.1'                             

8" White Birch - S 39 deg. W, 26.4'                                             

10" White Birch - N 63 deg. W, 33.0'                                               

GLO BK 

1, P 59

16 46-26 S 1/4

Corner falls in Elm Island Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Elm Island Lake, no ties taken
GLO BK 

1, P 46

16 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

18" Elm - S 20 deg. E, 21.1'                                                      

6" White Ash - N 65 deg. E, 31.0'                             

12" Elm - N 47 deg. W, 31.7'                                             

No other trees near to use for ties                                   

GLO BK 

1, P 44

16 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 70 deg. E, 174.9'                                                      

2" Poplar - S 79 deg. E, 139.3'                             

No other trees near to use for ties                                

GLO BK 

1, P 58

16 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Spruce - N 61 deg. W, 16.5'                                                      

5" White Ash - N 59 deg. E, 8.6'                                                             

GLO BK 

1, P 59

17 46-26  

Tract Survey in SW1/4-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1958
Is in G.L. 1                                                  

Distance only shown

Book 1, 

Page 513

17 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Spruce - N 61 deg. W, 16.5'                                                      

5" White Ash - N 59 deg. E, 8.6'                                                             

GLO BK 

1, P 59

17 46-26 M.C.

M.C is on S line SW 1/4, on E side 

Ripple Lake - 561.0' W of S 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Poplar - N 10 deg. W, 3.3'                                                     

6" Poplar - S 35 deg. E, 28.4'                                                             

GLO BK 

1, P 74

17 46-26 M.C.

M.C is on S line SW 1/4, on W side 

arm of Ripple Lake - 1801.1' W of S 

1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Linden - S 48 deg. E, 11.9'                                                     

12" White Ash - N 47 deg. W, 1.3'                                                             

GLO BK 

1, P 74

17 46-26 N 1/4

1 " iron pipe found on old E-W fence 

line 22.5' W of c/l old N-S trail by B. 

Eveland

1981

3/4" iron - 15.80' E                                            

DNR RP in 11" Oak - S 56 deg. E, 6.78'                

DNR RP in 10" R. Oak - N 78 deg. W, 14.38'

245129
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17 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Pine - S 67 deg. E, 20.5'                                                     

6" Pine - N 67 deg. W, 20.5'                                                             

GLO BK 

1, P 76

17 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 50 deg. E, 4.0'                                                      

18" Pine - S 40 deg. E, 19.1'                             

8" White Birch - S 39 deg. W, 26.4'                                             

10" White Birch - N 63 deg. W, 33.0'                                               

GLO BK 

1, P 59

17 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" White Ash - S 17 deg. W, 8.6'                                                      

12" White Birch - S 28 deg. E, 11.2'                             

4" Maple - N 27 deg. E, 17.2'                                             

4" Maple - N 54 deg. W, 11.9'                                

GLO BK 

1, P 75

17 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Tamarack - N 09 deg. E, 6.6'                                                     

14" Black Ash - S 30 deg. E, 4.0'                                                             

GLO BK 

1, P 74

17 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 70 deg. E, 174.9'                                                      

2" Poplar - S 79 deg. E, 139.3'                             

No other trees near to use for ties                                

GLO BK 

1, P 58

17 46-26 SW iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

17 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Elm - N 85 deg. E, 15.8'                                                     

12" White Ash - N 54 deg. W, 26.4'                            

No other trees near to use for ties                                        

GLO BK 

1, P 72

17 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Ash - N 37 deg. W, 15.2'                                                     

8" White Oak - N 88 deg. E, 23.8'                                                             

GLO BK 

1, P 75

18 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Ash - N 37 deg. W, 15.2'                                                     

8" White Oak - N 88 deg. E, 23.8'                                                             

GLO BK 

1, P 75

18 46-26 M.C.

M.C is on W line SW 1/4, on NW side 

Ripple Lake - 1524.6' S of W1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1870
6" Swamp Ash - S 78 deg. W, 7.9'                                                      

7" Swamp Ash - N 78 deg. E, 13.2'                                                             

GLO BK 

1, P 4

18 46-26 N 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1918

18”  Elm - N 45 deg E, 41.5'                                  

24” W. Pine - S 45 deg W, 88.7'

Book 1, 

Page 261

18 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Maple - S 60 deg. W, 13.2'                                                     

14" Maple - N 38 deg. E, 19.8'                                                             

GLO BK 

1, P 77

18 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" White Ash - S 17 deg. W, 8.6'                                                      

12" White Birch - S 28 deg. E, 11.2'                             

4" Maple - N 27 deg. E, 17.2'                                             

4" Maple - N 54 deg. W, 11.9'                                

GLO BK 

1, P 75

18 46-26 NW
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

18 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

14" Oak - N 25 deg. E, 21.8'                                                      

12" Oak - N 56 deg. W, 7.9'                           7" 

Pine - S 61 deg. W, 27.1'                                             

6" Ash - S 61 deg. E, 7.3'                                               

GLO BK 

1, P 5

18 46-26 S 1/4

Corner falls in Ripple Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Ripple Lake, no ties taken
GLO BK 

1, P 75

18 46-26 SE iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

18 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Elm - N 85 deg. E, 15.8'                                                     

12" White Ash - N 54 deg. W, 26.4'                            

No other trees near to use for ties                                        

GLO BK 

1, P 72

18 46-26 SW

Corner falls in Ripple Lake - no post 

set as part of original Government 

Land Office Survey by A. & W.F. 

Iverson, U.S. Deputy Surveyors

1870 no ties as corner falls in Ripple Lake
GLO BK 

1, P 4
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18 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
10" Black Oak - S 26 deg. W, 7.9'                                                      

5" Maple - S 40 deg. E, 4.0'                                                             

GLO BK 

1, P 4

18 46-26
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on N line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 261

19 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 88 deg. E, 13.2'                                                     

11" Pine - S 78 deg. W, 6.6'                                                             

GLO BK 

1, P 72

19 46-26 M.C.

M.C is on W line NW 1/4, on SW side 

Ripple Lake, is a 12" Ash  - 2197.8' N 

of W1/4 Cor. - as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1870
12" Linden - S 66 deg. E, 17.2'                                                      

9" Linden - N 66 deg. W, 17.8'                                                             

GLO BK 

1, P 3

19 46-26 M.C.

M.C is on S line SE 1/4, on NW side 

Lone Lake - 755.7' E of S 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
30" Pine - S 04 deg. E, 4.0'                                                     

4" Black Oak - N 30 deg. W, 21.1'                                                             

GLO BK 

1, P 71

19 46-26 M.C.

M.C is on S line SE 1/4, on NE side 

Lone Lake - 909.5' W of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
18" Pine - N 13 deg. W, 62.7'                                                     

28" Pine - S 52 deg. E, 74.6'                                                             

GLO BK 

1, P 71

19 46-26 M.C.

M.C is on E line NE 1/4, on S side 

Ripple Lake - 1289.0' N of E 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

1870
10" Birch - S 88 deg. E, 3.3'                                                     

4" Linden - S 51 deg. W, 5.9'                                                             

GLO BK 

1, P 72

19 46-26 N 1/4

Corner falls in Ripple Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Ripple Lake, no ties taken
GLO BK 

1, P 75

19 46-26 NE iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

19 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Elm - N 85 deg. E, 15.8'                                                     

12" White Ash - N 54 deg. W, 26.4'                            

No other trees near to use for ties                                        

GLO BK 

1, P 72

19 46-26 NW

Corner falls in Ripple Lake - no post 

set as part of original Government 

Land Office Survey by A. & W.F. 

Iverson, U.S. Deputy Surveyors

1870 no ties as corner falls in Ripple Lake
GLO BK 

1, P 4

19 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Poplar - S 16 deg. E, 17.2'                                                     

3" Black Oak - N 44 deg. W, 13.2'                                                             

GLO BK 

1, P 71

19 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 15 deg. W, 5.3'                                                      

3" Poplar - S 04 deg. E, 4.0'                             

14" Black Oak - S 19 deg. W, 22.4'                                             

No other trees near to use for ties                                          

GLO BK 

1, P 67

19 46-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

12" White Birch - N 18 deg. E, 8.6'                                                      

6" Ash - N 54 deg. W, 10.6'                       8" 

Ash - S 60 deg. W, 10.6'                                             

16" Pine - S 70 deg. E, 9.9'                                               

GLO BK 

1, P 2

19 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
5" Aspen - N 67 deg. E, 7.3'                                                      

6" Black Oak - S 45 deg. W, 27.1'                                                             

GLO BK 

1, P 3

20 46-26  
Subdivision of Section 20 by F.J. 

O'Hara, Deputy Co. Surveyor 
1904

found all Sec Cor. to subd. S1/2 of Section. 

Distance and mag. var. shown 

Book 1, 

Page 53

20 46-26  
Subdivision of Section 20 by Allison 

Wilber, County Surveyor 
1892

set posts at 1/16th cors. - no ties or distances  

Only shows dots at cors. that he set

Book 1,  

Page 4

20 46-26 E 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1958

15” Norway Pine - N 70 deg. E, 78.7'                     

18” White Pine - N 45 deg. E, 100.0'     

Bk CH-5  

Page 38

20 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - S 32 deg. W, 97.7'                                                      

2" Poplar - N 50 deg. E, 9.2'                                                             

GLO BK 

1, P 57
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20 46-26 M.C.

M.C is on E line SE 1/4, on NE side 

Lone Lake - 445.5' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 83 deg. E, 2.6'                                                     

11" Pine - N 11 deg. E, 2.0'                                                             

GLO BK 

1, P 55

20 46-26 M.C.

M.C is on S line SW 1/4, on N side 

Lone Lake - 1941.7' E of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Oak - S 44 deg. W, 52.8'                                                     

24" Pine - N 37 deg. E, 92.4'                                                             

GLO BK 

1, P 69

20 46-26 M.C.

M.C is on W line NW 1/4, on S side 

Ripple Lake - 1289.0' N of W 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Birch - S 88 deg. E, 3.3'                                                     

4" Linden - S 51 deg. W, 5.9'                                                             

GLO BK 

1, P 72

20 46-26 M.C.

M.C is on N line NW 1/4, on E side 

Ripple Lake - 561.0' W of N 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Poplar - N 10 deg. W, 3.3'                                                     

6" Poplar - S 35 deg. E, 28.4'                                                             

GLO BK 

1, P 74

20 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Tamarack - N 09 deg. E, 6.6'                                                     

14" Black Ash - S 30 deg. E, 4.0'                                                             

GLO BK 

1, P 74

20 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 70 deg. E, 174.9'                                                      

2" Poplar - S 79 deg. E, 139.3'                             

No other trees near to use for ties                                

GLO BK 

1, P 58

20 46-26 NW iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

20 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Elm - N 85 deg. E, 15.8'                                                     

12" White Ash - N 54 deg. W, 26.4'                            

No other trees near to use for ties                                        

GLO BK 

1, P 72

20 46-26 S 1/4

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 70

20 46-26 SE

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 55

20 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 15 deg. W, 5.3'                                                      

3" Poplar - S 04 deg. E, 4.0'                             

14" Black Oak - S 19 deg. W, 22.4'                                             

No other trees near to use for ties                                          

GLO BK 

1, P 67

20 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 88 deg. E, 13.2'                                                     

11" Pine - S 78 deg. W, 6.6'                                                             

GLO BK 

1, P 72

21 46-26  
Survey in SW ¼ of Section by Chas. 

Handschu, Private Surveyor
1962

Survey of Road and Lots on NE side of Lone 

Lake

Book CH-

3  Page 

52-53

21 46-26  

Tract Surveys in NE 1/4-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1960
Lots are on W side of Elm Island Lake           

Angles and Distances shown

Book 1, 

Page 533

21 46-26 E 1/4

Corner falls in Elm Island Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Elm Island Lake, no ties taken
GLO BK 

1, P 44

21 46-26 M.C.

M.C is on E line SE 1/4, on S side Elm 

Island Lake - 1294.9' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Elm - N 72 deg. E, 9.9'                                                     

10" Elm - S 20 deg. E, 18.5'                                                             

GLO BK 

1, P 43
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21 46-26 M.C.

M.C is on E line NE 1/4, on E side Elm 

Island Lake - 2094.2' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Elm - N 26 deg. W, 9.9'                                                     

18" Black Oak- N 49 deg. E, 11.2'                                                             

GLO BK 

1, P 44

21 46-26 M.C.

M.C is on W line SW 1/4, on NE side 

Lone Lake - 445.5' N of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 83 deg. E, 2.6'                                                     

11" Pine - N 11 deg. E, 2.0'                                                             

GLO BK 

1, P 55

21 46-26 M.C.

M.C is on S line SW 1/4, on NE side 

Lone Lake - 264.0' E of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Pine - S 49 deg. E, 9.9'                                                     

7" Pine - N 67 deg. E, 8.6'                                                             

GLO BK 

1, P 55

21 46-26 M.C.

M.C is on N line NW 1/4, on W side 

Elm Island Lake - 1306.1' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Linden - N 31 deg. W, 5.9'                                                     

4" White Ash - S 28 deg. W, 13.2'                                                             

GLO BK 

1, P 58

21 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

18" Elm - S 20 deg. E, 21.1'                                                      

6" White Ash - N 65 deg. E, 31.0'                             

12" Elm - N 47 deg. W, 31.7'                                             

No other trees near to use for ties                                   

GLO BK 

1, P 44

21 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 70 deg. E, 174.9'                                                      

2" Poplar - S 79 deg. E, 139.3'                             

No other trees near to use for ties                                

GLO BK 

1, P 58

21 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 41 deg. E, 2.6'                                                      

4" Poplar - S 17 deg. E, 9.2'                                                             

GLO BK 

1, P 56

21 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 36 deg. E, 21.8'                                                      

6" Linden - S 06 deg. W, 17.8'                             

4" Poplar - N 39 deg. W, 2.0'                                             

5" Poplar - N 71 deg. W, 12.5'                                               

GLO BK 

1, P 42

21 46-26 SW

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 55

21 46-26 W 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1958

15” Norway Pine - N 70 deg. E, 78.7'                     

18” White Pine - N 45 deg. E, 100.0'     

Book CH-

5  Page 

38

21 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - S 32 deg. W, 97.7'                                                      

2" Poplar - N 50 deg. E, 9.2'                                                             

GLO BK 

1, P 57

22 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Black Oak - N 57 deg. E, 4.0'                                                      

4" Poplar - S 89 deg. W, 3.3'                                           

GLO BK 

1, P 31

22 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Monson Lake - 1320.0' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 49 deg. E, 48.2'                                                      

8" Tamarack - S 43 deg. W, 39.6'                                                             

GLO BK 

1, P 30

22 46-26 M.C.

M.C is on E line SE 1/4, on N side 

Monson Lake - 145.9.0' S of E1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 70 deg. E, 4.0'                                                      

6" Birch - N 50 deg. W, 6.6'                                                             

GLO BK 

1, P 31

22 46-26 M.C.

M.C is on W line SW 1/4, on S side 

Elm Island Lake - 1294.9' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Elm - N 72 deg. E, 9.9'                                                     

10" Elm - S 20 deg. E, 18.5'                                                             

GLO BK 

1, P 43
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22 46-26 M.C.

M.C is on W line NW 1/4, on E side 

Elm Island Lake - 2094.2' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Elm - N 26 deg. W, 9.9'                                                     

18" Black Oak- N 49 deg. E, 11.2'                                                             

GLO BK 

1, P 44

22 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Birch - N 39 deg. E, 9.9'                                                     

3" Fir - S 74 deg. W, 14.5'                                                             

GLO BK 

1, P 45

22 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - S 81 deg. E, 19.8'                                                      

5" Birch - N 24 deg. E, 11.2'                         2" 

Poplar - S 43 deg. W, 5.9'                                             

2" Birch - N 26 deg. W, 4.7'                                               

GLO BK 

1, P 31

22 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

18" Elm - S 20 deg. E, 21.1'                                                      

6" White Ash - N 65 deg. E, 31.0'                             

12" Elm - N 47 deg. W, 31.7'                                             

No other trees near to use for ties                                   

GLO BK 

1, P 44

22 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 30 deg. E, 28.4'                                                     

2" Birch - S 30 deg. E, 10.6'                                                             

GLO BK 

1, P 43

22 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 66 deg. W, 43.6'                                                      

8" Pine - N 37 deg. E, 70.6'                               

No other trees near to use for ties                              

GLO BK 

1, P 28

22 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 36 deg. E, 21.8'                                                      

6" Linden - S 06 deg. W, 17.8'                             

4" Poplar - N 39 deg. W, 2.0'                                             

5" Poplar - N 71 deg. W, 12.5'                                               

GLO BK 

1, P 42

22 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Black Oak - N 57 deg. E, 4.0'                                                      

4" Poplar - S 89 deg. W, 3.3'                                           

GLO BK 

1, P 31

22 46-26 W 1/4

Corner falls in Elm Island Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Elm Island Lake, no ties taken
GLO BK 

1, P 44

23 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Pine - S 50 deg. E, 4.0'                                                      

10" Pine - S 67 deg. W, 31.0'                                                             

GLO BK 

1, P 17

23 46-26 M.C.

M.C is on W line SW 1/4, on S side 

Monson Lake - 1320.0' N of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 49 deg. E, 48.2'                                                      

8" Tamarack - S 43 deg. W, 39.6'                                                             

GLO BK 

1, P 30

23 46-26 M.C.

M.C is on W line SW 1/4, on N side 

Monson Lake - 145.9.0' S of W1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 70 deg. E, 4.0'                                                      

6" Birch - N 50 deg. W, 6.6'                                                             

GLO BK 

1, P 31

23 46-26 M.C.

M.C is on N line NE 1/4, on SE side 

Sweetman Lake - 1634.2' W of NE1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 40 deg. W, 9.9'                                                      

3" Tamarack - N 60 deg. E, 19.8'                                                             

GLO BK 

1, P 33

23 46-26 M.C.

M.C is on N line NW 1/4, on SW side 

Sweetman Lake - 2310.0' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Spruce - N 89 deg. W, 4.6'                                                      

4" Tamarack - N 68 deg. W, 11.9'                                                             

GLO BK 

1, P 33

23 46-26 N 1/4

Corner falls in Sweetman Lake - no 

corner set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Sweetman Lake, no ties taken
GLO BK 

1, P 33
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23 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Tamarack - S 05 deg. W, 56.8'                                                      

5" Black Oak - N 49 deg. W, 37.0'                         

3" Poplar - N 36 deg. E, 44.9'                                             

4" Poplar - S 87 deg. E, 196.7'                                               

GLO BK 

1, P 17

23 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - S 81 deg. E, 19.8'                                                      

5" Birch - N 24 deg. E, 11.2'                         2" 

Poplar - S 43 deg. W, 5.9'                                             

2" Birch - N 26 deg. W, 4.7'                                               

GLO BK 

1, P 31

23 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Poplar - N 65 deg. E, 8.6'                                                      

4" Poplar - S 45 deg. W, 83.2'                                           

GLO BK 

1, P 29

23 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

16" Poplar - N 22 deg. E, 10.6'                                                      

12" Poplar - S 23 deg. E, 15.2'                         

8" Poplar - S 75 deg. W, 27.7'                                             

4" Tamarack - N 22 deg. W, 21.1'                                               

GLO BK 

1, P 15

23 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 66 deg. W, 43.6'                                                      

8" Pine - N 37 deg. E, 70.6'                               

No other trees near to use for ties                              

GLO BK 

1, P 28

23 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Black Oak - N 57 deg. E, 4.0'                                                      

4" Poplar - S 89 deg. W, 3.3'                                           

GLO BK 

1, P 31

24 46-26  
Subdivision of Section 24 by F.J. 

O'Hara, County Surveyor 
1909

found most Sec Cor. - Subd. E 1/2 Sec.                  

Set  E 1/4 cor. Distances only shown 

Book 1, 

Page 70

24 46-26 E 1/4

3/4" rebar w/"DNR Survey Marker" set 

on E side Power Line cut-out area 80' 

N of high bank by J. Walker

1998

DNR RP in 16" Oak - N 20 deg. E, 23.2'              

DNR RP in 26" Oak - N 72 deg. E, 13.86'            

DNR RP in 10" Spruce - N 80 deg. W, 30.00'

311506 209103.220 468233.840

24 46-26 E 1/4 iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

24 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Oak - N 83 deg. E, 16.5'                                                      

6" Oak - N 34 deg. W, 18.5'                                                             

GLO BK 

2, P 11

24 46-26 M.C.

M.C is on E line SE 1/4, on N side 

Turtle Lake - 2251.9' N of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 36 deg. W, 78.5'                                                      

4" Tamarack - S 74 deg. E, 83.8'                                                             

GLO BK 

2, P 11

24 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Turtle Lake - 561.0' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - S 19 deg. W, 32.3'                                                      

5" Tamarack - S 11 deg. E, 37.0'                                                             

GLO BK 

2, P 10

24 46-26 M.C.

M.C is on E line SE 1/4, on E side 

Turtle Lake - 1287.0' N of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 56 deg. E, 37.6'                                                      

5" Tamarack - N 14 deg. W, 62.0'                                                             

GLO BK 

2, P 10

24 46-26 M.C.

M.C is on E line SE 1/4, on E side 

Turtle Lake - 1667.8' N of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Willow - S 36 deg. E, 22.4'                                                      

6" Willow - S 48 deg. W, 27.7'                                                             

GLO BK 

2, P 10

24 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 21 deg. E, 9.9'                                                      

10" Poplar - N 11 deg. W, 26.4'                                                             

GLO BK 

1, P 18

24 46-26 NE

"DNR Survey Marker" set on E edge 

Power line cut-out area - 29' E of c/l 

Power lines by J. Walker

1998

DNR RP in 4" Oak - N 72 deg. E, 18.80'              

DNR RP in 14" Oak - S 20 deg. E, 28.11'         

DNR RP in 12" Tam. - N 68 deg. W, 51.13'

311507 211744.300 468235.490

24 46-26 NE iron pipe shown as set by J.Halverson 1967 Section Breakdown of entire Section 19

Auditor's 

Bk 9,           

11-24              

24 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 69 deg. E, 40.9'                                    

6" Tamarack - N 63 deg. W, 23.8'                                           

6" Pine - S 64 deg. W, 31.7'                                  

5" Aspen - S 64 deg. E, 33.0' 

GLO BK 

2, P 11
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24 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Tamarack - S 05 deg. W, 56.8'                                                      

5" Black Oak - N 49 deg. W, 37.0'                         

3" Poplar - N 36 deg. E, 44.9'                                             

4" Poplar - S 87 deg. E, 196.7'                                               

GLO BK 

1, P 17

24 46-26 S 1/4
1/2" capped iron pipe set 45' north of 

E-W Twp. Rd. by Chris Hoglund
2007

DNR RP in 4" Oak - N 72 deg. E, 18.80'              

DNR RP in 14" Oak - S 20 deg. E, 28.11'         

DNR RP in 12" Tam. - N 68 deg. W, 51.13'

311507 211744.300 468235.490

24 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 06 deg. W, 33.7'                                                      

4" Birch - S 62 deg. W, 8.6'                                                             

GLO BK 

1, P 16

24 46-26 SE

1" pipe w/ DNR Survey cap set in bog - 

200' E of W edge - 100' W of E edge - 

180' N of S edge by J. Walker 

1998 (No good ties available) 311505 206559.150 468227.180

24 46-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 47 deg. E, 10.6'                                    

7" Pine - N 10 deg. W, 27.7'                                           

10" Tamarack - S 31 deg. W, 33.0'                                  

10" Tamarack - S 28 deg. E, 12.5' 

GLO BK 

2, P 9

24 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

16" Poplar - N 22 deg. E, 10.6'                                                      

12" Poplar - S 23 deg. E, 15.2'                         

8" Poplar - S 75 deg. W, 27.7'                                             

4" Tamarack - N 22 deg. W, 21.1'                                               

GLO BK 

1, P 15

24 46-26 W 1/4
iron monument shown as found by G. 

Stevenson - no ties
2003

2 tracts surveyed in Gov't Lot 1 of Section 24, 

T46-R27

Auditor's 

Bk 7       

21-26

24 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Pine - S 50 deg. E, 4.0'                                                      

10" Pine - S 67 deg. W, 31.0'                                                             

GLO BK 

1, P 17

25 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
6" Oak - N 45 deg. E, 13.2'                                                      

4" Oak - N 62 deg. W, 15.2'                                                             

GLO BK 

1, P 2

25 46-26 E 1/4

No post set as corner falls in bog as 

part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as corner falls in bog
GLO BK 

2, P 8

25 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 06 deg. W, 33.7'                                                      

4" Birch - S 62 deg. W, 8.6'                                                             

GLO BK 

1, P 16

25 46-26 NE

1" pipe w/ DNR Survey cap set in bog - 

200' E of W edge - 100' W of E edge - 

180' N of S edge by J. Walker 

1998 (No good ties available) 311505 206559.150 468227.180

25 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

8" Tamarack - N 47 deg. E, 10.6'                                    

7" Pine - N 10 deg. W, 27.7'                                           

10" Tamarack - S 31 deg. W, 33.0'                                  

10" Tamarack - S 28 deg. E, 12.5' 

GLO BK 

2, P 9

25 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

16" Poplar - N 22 deg. E, 10.6'                                                      

12" Poplar - S 23 deg. E, 15.2'                         

8" Poplar - S 75 deg. W, 27.7'                                             

4" Tamarack - N 22 deg. W, 21.1'                                               

GLO BK 

1, P 15

25 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Jack Pine - S 14 deg. E, 21.1'                                                      

3" Jack Pine - N 77 deg. E, 8.6'                                                             

GLO BK 

1, P 14

25 46-26 SE
"DNR Survey Marker" set at CFP of 

fences to the E and S by J. Walker
1998

DNR RP in 5" Maple - N 65 deg. W, 35.87'            

DNR RP in 18" Pine - S 70 deg. W, 77.20'     
311504 201472.830 468213.850

25 46-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

20" Pine - N 36 deg. E, 138.6'                                    

12" Pine - N 75 deg. W, 122.8'                                           

20" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 8

25 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Tamarack - N 38 deg. E, 7.3'                                                      

10" Tamarack - S 48 deg. E, 8.6'                         

7" Tamarack - S 24 deg. W, 17.8'                                             

8" Tamarack - N 04 deg. W, 7.3'                                               

GLO BK 

1, P 13

25 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 55 deg. W, 26.4'                                                      

6" Birch - S 62 deg. E, 42.2'                                                             

GLO BK 

1, P 15
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25 46-26 W.C.

W.C is on E line SE 1/4, on S side bog 

- 2128.5' N of SE Cor. - Set wood post 

as part of original Government Land 

Office Survey by A.& W.F. Ingerson, 

U.S. Deputy Surveyors

1870
20" Pine - S 51 deg. W, 108.2'                                                      

4" Birch - S 46 deg. E, 49.5'                                                             

GLO BK 

2, P 8

26 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 55 deg. W, 26.4'                                                      

6" Birch - S 62 deg. E, 42.2'                                                             

GLO BK 

1, P 15

26 46-26 M.C.

M.C is on N line NW 1/4, on W side 

arm of Ripple River - 1801.1' W of N 

1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Linden - S 48 deg. E, 11.9'                                                     

12" White Ash - N 47 deg. W, 1.3'                                                             

GLO BK 

1, P 74

26 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Poplar - N 65 deg. E, 8.6'                                                      

4" Poplar - S 45 deg. W, 83.2'                                           

GLO BK 

1, P 29

26 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

16" Poplar - N 22 deg. E, 10.6'                                                      

12" Poplar - S 23 deg. E, 15.2'                         

8" Poplar - S 75 deg. W, 27.7'                                             

4" Tamarack - N 22 deg. W, 21.1'                                               

GLO BK 

1, P 15

26 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 66 deg. W, 43.6'                                                      

8" Pine - N 37 deg. E, 70.6'                               

No other trees near to use for ties                              

GLO BK 

1, P 28

26 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - S 85 deg. E, 23.1'                                                      

12" Birch - N 75 deg. W, 30.4'                                                             

GLO BK 

1, P 27

26 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Tamarack - N 38 deg. E, 7.3'                                                      

10" Tamarack - S 48 deg. E, 8.6'                         

7" Tamarack - S 24 deg. W, 17.8'                                             

8" Tamarack - N 04 deg. W, 7.3'                                               

GLO BK 

1, P 13

26 46-26 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” White Oak - N 55 deg. W, 50.0'                         

4” Poplar – N 52 deg. E, 50.0'                                 

2” White Oak – S 47 deg. E, 24.0'                 

Bk CH-5  

Page 22

26 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 55 deg. W, 33.0'                                                      

4" Poplar - N 52 deg. E, 33.0'                         2" 

White Oak - S 47 deg. E, 15.8'                                             

3" Birch - S 27 deg. W, 39.6'                                               

GLO BK 

1, P 26

26 46-26 W 1/4

Apparently no corner set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870 No ties as apparently no corner set
GLO BK 

1, P 28

26 46-26 W. C.

W.C is on W line NW 1/4, on N side 

slough - 2298.1' S of NW Cor. - wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Pine - N 49 deg. W, 103.0'                                                      

8" Pine - N 55 deg. E, 91.1'                                                             

GLO BK 

1, P 28

27 46-26 E 1/4

Apparently no corner set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870 No ties as apparently no corner set
GLO BK 

1, P 28

27 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 30 deg. E, 28.4'                                                     

2" Birch - S 30 deg. E, 10.6'                                                             

GLO BK 

1, P 43

27 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 66 deg. W, 43.6'                                                      

8" Pine - N 37 deg. E, 70.6'                               

No other trees near to use for ties                              

GLO BK 

1, P 28

27 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 36 deg. E, 21.8'                                                      

6" Linden - S 06 deg. W, 17.8'                             

4" Poplar - N 39 deg. W, 2.0'                                             

5" Poplar - N 71 deg. W, 12.5'                                               

GLO BK 

1, P 42

27 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Poplar - N 46 deg. E, 85.8'                                                     

3" Poplar - S 65 deg. W, 62.7'                                                             

GLO BK 

1, P 41
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27 46-26 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” White Oak - N 55 deg. W, 50.0'                         

4” Poplar – N 52 deg. E, 50.0'                                 

2” White Oak – S 47 deg. E, 24.0'                 

Book CH-

5  Page 

22

27 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 55 deg. W, 33.0'                                                      

4" Poplar - N 52 deg. E, 33.0'                         2" 

White Oak - S 47 deg. E, 15.8'                                             

3" Birch - S 27 deg. W, 39.6'                                               

GLO BK 

1, P 26

27 46-26 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

8” Poplar - N 58 deg. W, 49.0'                              

2” Poplar – N 48 deg. E, 13.0'                                 

4” Poplar – S 59 deg. E, 10.3'                 

Book CH-

5  Page 

22

27 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 58 deg. W, 31.0'                                                      

2" Poplar - N 48 deg. E, 8.6'                             

4" Poplar - S 59 deg. E, 68.0'                                             

14" Poplar - S 67 deg. W, 112.9'                                               

GLO BK 

1, P 40

27 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 30 deg. E, 28.4'                                                     

2" Birch - S 30 deg. E, 10.6'                                                             

GLO BK 

1, P 105

27 46-26 W. C.

W.C is on E line NE 1/4, on N side 

slough - 2298.1' S of NE Cor. - wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Pine - N 49 deg. W, 103.0'                                                      

8" Pine - N 55 deg. E, 91.1'                                                             

GLO BK 

1, P 28

27 46-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1927

Is in S1/2 of Section                                   

Distance and angles stated

Book 1, 

Page 426

28 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 30 deg. E, 28.4'                                                     

2" Birch - S 30 deg. E, 10.6'                                                             

GLO BK 

1, P 105

28 46-26 M.C

M.C. On W line NW1/4 – took new 

ties to inp. Cor. By Fred Heuer, Co. 

Surveyor

1922
5” Pine – S 90 deg. W, 11.4'                                

5” Pine – S 12 deg. E, 15.0'

Book 1, 

Page 347

28 46-26 M.C.

M.C is on W line NW 1/4, on SE side 

Lone Lake - 735.9' N of W1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Pine - N 44 deg. W, 7.9'                                                     

8" Pine - S 10 deg. E, 5.3'                                                             

GLO BK 

1, P 54

28 46-26 M.C.

M.C is on N line NW 1/4, on NE side 

Lone Lake - 264.0' E of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Pine - S 49 deg. E, 9.9'                                                     

7" Pine - N 67 deg. E, 8.6'                                                             

GLO BK 

1, P 55

28 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Pine - N 41 deg. E, 2.6'                                                      

4" Poplar - S 17 deg. E, 9.2'                                                             

GLO BK 

1, P 56

28 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 36 deg. E, 21.8'                                                      

6" Linden - S 06 deg. W, 17.8'                             

4" Poplar - N 39 deg. W, 2.0'                                             

5" Poplar - N 71 deg. W, 12.5'                                               

GLO BK 

1, P 42

28 46-26 NW

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 55

28 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 51 deg. E, 11.2'                                                      

6" Tamarack - N 30 deg. E, 5.9'                                                             

GLO BK 

1, P 53

28 46-26 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

8” Poplar - N 58 deg. W, 49.0'                              

2” Poplar – N 48 deg. E, 13.0'                                 

4” Poplar – S 59 deg. E, 10.3'                 

Bk CH-5  

Page 22

28 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 58 deg. W, 31.0'                                                      

2" Poplar - N 48 deg. E, 8.6'                             

4" Poplar - S 59 deg. E, 68.0'                                             

14" Poplar - S 67 deg. W, 112.9'                                               

GLO BK 

1, P 40

28 46-26 SW
5/8" rebar found 5' E of c/l N-S road 

and 23.5' N of E-W road by J. Walker
1992

RP in Power Pole - N 35 deg. W, 56.63'               

PK in S End 36" RCP - S 25 deg. E, 66.47'           

RP in Power Pole - S 16 deg. W, 89.47'

275539 201176.031 446937.029

28 46-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

Page 324 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

28 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Poplar - S 31 deg. W, 18.5'                                                      

16" Poplar - N 05 deg. E, 11.9'                             

3" Poplar - N 63 deg. W, 18.5'                                             

14" Poplar - S 14 deg. E, 19.8'                                               

GLO BK 

1, P 52

28 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Poplar - S 84 deg. E, 99.0'                                                      

2" Poplar - S 69 deg. W, 74.6'                                                             

GLO BK 

1, P 54

29 46-26  
Survey in Gov't Lot 5 by Chas. 

Handschu, Private Surveyor
1963

Survey of Lakeshore and Lot on S side of Lone 

Lake

Book CH-

3  Page 

66-69

29 46-26  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Subd. of Section into 1/4s – set new cors.   

Distances and Mag. Var. shown

Book 1,  

Page 347

29 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Poplar - S 84 deg. E, 99.0'                                                      

2" Poplar - S 69 deg. W, 74.6'                                                             

GLO BK 

1, P 54

29 46-26 M.C

M.C. On E line NE1/4 – took new ties 

to inp. Cor. By Fred Heuer, Co. 

Surveyor

1922
5” Pine – S 90 deg. W, 11.4'                                

5” Pine – S 12 deg. E, 15.0'

Book 1, 

Page 347

29 46-26 M.C.

M.C is on E line NE 1/4, on SE side 

Lone Lake - 735.9' N of E1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Pine - N 44 deg. W, 7.9'                                                     

8" Pine - S 10 deg. E, 5.3'                                                             

GLO BK 

1, P 54

29 46-26 M.C.

M.C is on W line SW 1/4, on S side 

Lone Lake - 1669.8' N of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 50 deg. E, 8.6'                                                     

3" Tamarack - S 43 deg. W, 19.8'                                                             

GLO BK 

1, P 67

29 46-26 M.C.

M.C is on W line NW 1/4, on N side 

Lone Lake - 528.0' S of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 50 deg. E, 8.6'                                                     

3" Tamarack - S 43 deg. W, 19.8'                                                             

GLO BK 

1, P 67

29 46-26 M.C.

M.C is on N line NW 1/4, on N side 

Lone Lake - 1941.7' E of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Oak - S 44 deg. W, 52.8'                                                     

24" Pine - N 37 deg. E, 92.4'                                                             

GLO BK 

1, P 69

29 46-26 N 1/4

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 70

29 46-26 NE

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 55

29 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 15 deg. W, 5.3'                                                      

3" Poplar - S 04 deg. E, 4.0'                             

14" Black Oak - S 19 deg. W, 22.4'                                             

No other trees near to use for ties                                          

GLO BK 

1, P 67

29 46-26 S 1/4

5/8" rebar found 31' N of c/l E-W road 

and 9' W of N-S fence line by J. 

Walker

1992

RP in Power Pole - N 41 deg. E, 65.08'               

RP in E end 21" CMP - N 74 deg. E, 89.13'          

RP in E end 24" CMP - S 22 deg. E, 82.40'

275540 201333.620 444185.928

29 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 46 deg. E, 12.5'                                                     

4" Tamarack - S 62 deg. W, 8.6'                                                             

GLO BK 

1, P 65

29 46-26 SE
5/8" rebar found 5' E of c/l N-S road 

and 23.5' N of E-W road by J. Walker
1992

RP in Power Pole - N 35 deg. W, 56.63'              

PK in S End 36" RCP - S 25 deg. E, 66.47'          

RP in Power Pole - S 16 deg. W, 89.47'

275539 201176.031 446937.029

29 46-26 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. as part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

29 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Poplar - S 31 deg. W, 18.5'                                                      

16" Poplar - N 05 deg. E, 11.9'                             

3" Poplar - N 63 deg. W, 18.5'                                             

14" Poplar - S 14 deg. E, 19.8'                                               

GLO BK 

1, P 52

29 46-26 SW
5/8" rebar found 40' N of c/l E-W road 

and 11' W of N-S road by J. Walker
1992

RP in E end 30" CMP - N 51 deg. E, 36.41'           

RP in E end 15" CMP - S 20 deg. E, 84.93'           

RP in W end 30" CMP - N 12 deg. W, 24.65'

275541 201507.391 441440.253
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29 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Spruce - N 52 deg. E, 19.1'                                                      

4" Spruce - S 23 deg. E, 12.5'                             

5" Tamarack - S 40 deg. W, 6.6'                                             

5" Tamarack - N 78 deg. W, 3.3'                                               

GLO BK 

1, P 64

29 46-26 W 1/4

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 67

30 46-26  
Survey in Gov't Lot 1 by Chas. 

Handschu, Private Surveyor
1957

Survey of Lakeshore and Lot on N side of 

Lone Lake

Book CH-

5  P. 7

30 46-26  
Survey in Gov't Lot 1 by Chas. 

Handschu, Private Surveyor
1957

Survey of Parcels and Lakeshore on N side of 

Lone Lake

Book CH-

5  P. 8

30 46-26 E 1/4

Corner falls in Lone Lake - no corner 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 corner falls in Lone Lake, no ties taken
GLO BK 

1, P 67

30 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Lone Lake - 1669.8' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 50 deg. E, 8.6'                                                     

3" Tamarack - S 43 deg. W, 19.8'                                                             

GLO BK 

1, P 67

30 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Lone Lake - 528.0' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 50 deg. E, 8.6'                                                     

3" Tamarack - S 43 deg. W, 19.8'                                                             

GLO BK 

1, P 67

30 46-26 M.C.

M.C is on N line NE 1/4, on NE side 

Lone Lake - 755.7' E of N 1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
30" Pine - S 04 deg. E, 4.0'                                                     

4" Black Oak - N 30 deg. W, 21.1'                                                             

GLO BK 

1, P 71

30 46-26 M.C.

M.C is on N line NE 1/4, on NE side 

Lone Lake - 909.5' W of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
18" Pine - N 13 deg. W, 62.7'                                                     

28" Pine - S 52 deg. E, 74.6'                                                             

GLO BK 

1, P 71

30 46-26 N 1/4
Set wood post as part of original 

Government Land Office Survey by 
1870

11" Poplar - S 16 deg. E, 17.2'                                                     

3" Black Oak - N 44 deg. W, 13.2'                                                             

GLO BK 

1, P 71

30 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Poplar - N 15 deg. W, 5.3'                                                      

3" Poplar - S 04 deg. E, 4.0'                             

14" Black Oak - S 19 deg. W, 22.4'                                             

No other trees near to use for ties                                          

GLO BK 

1, P 67

30 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" White Birch - N 18 deg. E, 8.6'                                                      

6" Ash - N 54 deg. W, 10.6'                                   

8" Ash - S 60 deg. W, 10.6'                                             

16" Pine - S 70 deg. E, 9.9'                                               

GLO BK 

1, P 2

30 46-26 S 1/4

3/4" iron rod set 1 foot W of c/l N-S 

Twp Rd at a point 31' N of c/l E-W 

road by J. Walker

2003
PK Nail top E end Culvert - N 40 deg. E, 32.2'       

PK Nail top W end Culv. - N 40 deg. W, 30.6'
201478.820 438817.850

30 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 79 deg. W, 38.3'                                                     

3" Tamarack - S 61 deg. E, 32.3'                                                             

GLO BK 

1, P 66

30 46-26 SE
5/8" rebar found 40' N of c/l E-W road 

and 11' W of N-S road by J. Walker
1992

RP in E end 30" CMP - N 51 deg. E, 36.41'         

RP in E End 15" CMP - S 20 deg. E, 84.93'        

RP in W End 30" CMP - N 12 deg. W, 24.65'

275541 201507.391 441440.253

30 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Spruce - N 52 deg. E, 19.1'                                                      

4" Spruce - S 23 deg. E, 12.5'                             

5" Tamarack - S 40 deg. W, 6.6'                                             

5" Tamarack - N 78 deg. W, 3.3'                                               

GLO BK 

1, P 64

30 46-26 SW

3/8" capped rebar found 32' N of E-W 

road and 16' E of N-S road by J. 

Walker

1996

Nail in Power Pole - N 35 deg. E, 57.49'                

PK Nail in c/l Hwy - S 00 deg. E, 32.02'                

Ctr Tele. Box - S 14 deg. W, 110.51'

296515

30 46-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

30 46-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 01 deg. E, 80.5'                                                      

7" Tamarack - S 12 deg. W, 77.9'                       

7" Tamarack - S 20 deg. E, 47.5'                                             

10" Black Oak - N 08 deg. W, 101.6'                                               

GLO BK 

1, P 1
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30 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Oak - N 45 deg. E, 13.2'                                                      

4" Oak - N 62 deg. W, 15.2'                                                             

GLO BK 

1, P 2

31 46-26 E 1/4

1 1/4" pipe set in ctr. of 4' wide E-W 

ditch approx. 30' E of ctr. of 15' wide N-

S ditch by J. Walker

1992 (No ties taken) 275538 198843.847 441497.971

31 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 30 deg. W, 29.0'                                                     

3" Tamarack - N 17 deg. W, 11.2'                                                             

GLO BK 

1, P 62

31 46-26 N 1/4

3/4" iron rod set 1 foot W of c/l N-S 

Twp Rd at a point 31' N of c/l E-W 

road by J. Walker

2003
PK Nail top E end Culvert - N 40 deg. E, 32.2'       

PK Nail top W end Culv. - N 40 deg. W, 30.6'
201478.820 438817.850

31 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 79 deg. W, 38.3'                                                     

3" Tamarack - S 61 deg. E, 32.3'                                                             

GLO BK 

1, P 66

31 46-26 NE
5/8" rebar found 40' N of c/l E-W road 

and 11' W of N-S road by J. Walker
1992

RP in E end 30" CMP - N 51 deg. E, 36.41'           

RP in E End 15" CMP - S 20 deg. E, 84.93'          

RP in W End 30" CMP - N 12 deg. W, 24.65'

275541 201507.391 441440.253

31 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Spruce - N 52 deg. E, 19.1'                                                      

4" Spruce - S 23 deg. E, 12.5'                             

5" Tamarack - S 40 deg. W, 6.6'                                             

5" Tamarack - N 78 deg. W, 3.3'                                               

GLO BK 

1, P 64

31 46-26 NW

3/8" capped rebar found 32' N of E-W 

road and 16' E of N-S road by J. 

Walker

1996

Nail in Power Pole - N 35 deg. E, 57.49'                

PK Nail in c/l Hwy - S 00 deg. E, 32.02'                

Ctr Tele. Box - S 14 deg. W, 110.51'

296515

31 46-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

31 46-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 01 deg. E, 80.5'                                                      

7" Tamarack - S 12 deg. W, 77.9'                       

7" Tamarack - S 20 deg. E, 47.5'                                             

10" Black Oak - N 08 deg. W, 101.6'                                               

GLO BK 

1, P 1

31 46-26 S 1/4
3/4" iron rod set in ctr. of spoil pile by 

J. Walker
2003 No good ties available 196170.970 438825.670

31 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 05 deg. E, 75.9'                                                      

5" Tamarack - N 48 deg. W, 50.2'                                                             

GLO BK 

1, P 10

31 46-26 SE
Reset 3" capped pipe in woods by J. 

Walker
1992

DNR RP in 3" Pine - N 08 deg. E, 40.90'              

DNR RP in 10" Pine - S 22 deg. E, 64.13'            

DNR RP in 4" Tam - N 58 deg. W, 66.75' 

275535 196180.304 441555.689

31 46-26 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

31 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 46 deg. E, 2.6'                                    

6" Spruce - N 30 deg. W, 8.6'                          

7" Spruce - S 30 deg. W, 6.6'                           

8" Tamarack - S 39 deg. E, 6.6'

GLO BK 

1, P 9

31 46-26 SW

3" capped pipe found 7' E of c/l N-S 

road and 28' S of ditch to E by J. 

Walker

1992 (No ties taken) 275505 196161.644 436095.658

31 46-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

31 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

12" Tamarack - N 50 deg. E, 3.3'                                    

5" Tamarack - N 58 deg. W, 5.9'                          

7" Tamarack - S 80 deg. W, 5.3'                           

5" Tamarack - S 25 deg. E, 4.0'

GLO BK 

1, P 10

31 46-26 W 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 22' W of c/l N-S ditch in 

line with c/l ditch to E by J. Walker

1996
(No ties taken)  Mon. is 6' E of c/l N-S spoil 

bank 
296543 198843.847 441497.971

31 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Tamarack - N 35 deg. E, 7.9'                                                      

5" Tamarack - N 10 deg. W, 12.5'                                                             

GLO BK 

1, P 1

32 46-26 E 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 3' E of c/l N-S spoil bank 

at c/l small ditch to W by J. Walker

1992

DNR RP in 12" Maple - N 17 deg. E, 66.32'         

DNR RP in 7" Cherry - S 28 deg. E, 35.14'          

DNR RP in 6" W. Oak - S 50 deg. W, 47.92'   

275537 198584.874 446994.979

32 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 64 deg. W, 8.6'                                                      

4" Tamarack - N 60 deg. E, 23.1'                                                             

GLO BK 

1, P 52

Page 327 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

32 46-26 N 1/4

5/8" rebar found 31' N of c/l E-W road 

and 9' W of N-S fence line by J. 

Walker

1992

RP in Power Pole - N 41 deg. E, 65.08'              

RP in E End 21" CMP - N 74 deg. E, 89.13'         

RP in E End 24" CMP - S 22 deg. E, 82.40'

275540 201333.620 444185.928

32 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 46 deg. E, 12.5'                                                     

4" Tamarack - S 62 deg. W, 8.6'                                                             

GLO BK 

1, P 65

32 46-26 NE
5/8" rebar found 5' E of c/l N-S road 

and 23.5' N of E-W road by J. Walker
1992

RP in Power Pole - N 35 deg. W, 56.63'              

PK in S End 36" RCP - S 25 deg. E, 66.47'          

RP in Power Pole - S 16 deg. W, 89.47'

275539 201176.031 446937.029

32 46-26 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

32 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Poplar - S 31 deg. W, 18.5'                                                      

16" Poplar - N 05 deg. E, 11.9'                             

3" Poplar - N 63 deg. W, 18.5'                                             

14" Poplar - S 14 deg. E, 19.8'                                               

GLO BK 

1, P 52

32 46-26 NW
5/8" rebar found 40' N of c/l E-W road 

and 11' W of N-S road by J. Walker
1992

RP in E end 30" CMP - N 51 deg. E, 36.41'         

RP in E End 15" CMP - S 20 deg. E, 84.93          

RP in W End 30" CMP - N 12 deg. W, 24.65'

275541 201507.391 441440.253

32 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Spruce - N 52 deg. E, 19.1'                                                      

4" Spruce - S 23 deg. E, 12.5'                             

5" Tamarack - S 40 deg. W, 6.6'                                             

5" Tamarack - N 78 deg. W, 3.3'                                               

GLO BK 

1, P 64

32 46-26 S 1/4

3/4" capped rebar "DNR Survey 

Marker" set 2' E of c/l N-S road in line 

with fence to the W by J. Walker

1992
DNR RP in 6th FP S - 60.89' SW                          

DNR RP in CFP - 44.45' W   
275536 196080.103 444314.212

32 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
6" Tamarack - N 75 deg. E, 108.2'                                    

6" Tamarack - S 17 deg. E, 116.2'                           

GLO BK 

1, P 9

32 46-26 SE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence line to 

the W by B. Shepperd

1989
(No ties) - Cor. Is under N end of foot bridge, 

28' W of c/l of N-S ditch
257249

32 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 50 deg. E, 72.6'                                    

5" Tamarack - N 47 deg. W, 75.2'                          

7" Tamarack - S 47 deg. W, 52.1'                           

5" Tamarack - S 11 deg. E, 63.4'

GLO BK 

1, P 8

32 46-26 SW
Reset 3" capped pipe in woods by J. 

Walker
1992

DNR RP in 3" Pine - N 08 deg. E, 40.90'               

DNR RP in 10" Pine - S 22 deg. E, 64.13'             

DNR RP in 4" Tam - N 58 deg. W, 66.75'

275535 196180.304 441555.689

32 46-26 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

32 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Tamarack - N 46 deg. E, 2.6'                                    

6" Spruce - N 30 deg. W, 8.6'                          

7" Spruce - S 30 deg. W, 6.6'                           

8" Tamarack - S 39 deg. E, 6.6'

GLO BK 

1, P 9

32 46-26 W 1/4

1 1/4" pipe set in ctr. of 4' wide E-W 

ditch approx. 30' E of ctr. of 15' wide N-

S ditch by J. Walker

1992 (No ties taken) 275538 198843.847 441497.971

32 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 30 deg. W, 29.0'                                                     

3" Tamarack - N 17 deg. W, 11.2'                                                             

GLO BK 

1, P 62

33 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
(?)" Poplar - (?) 23 deg. W, 25.7'                                                      

6" Poplar - N 29 deg. E, 19.1'                                                             

GLO BK 

1, P 40

33 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Tamarack - S 51 deg. E, 11.2'                                                      

6" Tamarack - N 30 deg. E, 5.9'                                                             

GLO BK 

1, P 53

33 46-26 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

8” Poplar - N 58 deg. W, 49.0'                              

2” Poplar – N 48 deg. E, 13.0'                                

4” Poplar – S 59 deg. E, 10.3'                 

Bk CH-5  

Page 22

33 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 58 deg. W, 31.0'                                                      

2" Poplar - N 48 deg. E, 8.6'                             

4" Poplar - S 59 deg. E, 68.0'                                             

14" Poplar - S 67 deg. W, 112.9'                                               

GLO BK 

1, P 40

33 46-26 NW
5/8" rebar found 5' E of c/l N-S road 

and 23.5' N of E-W road by J. Walker
1992

RP in Power Pole - N 35 deg. W, 56.63'              

PK in S End 36" RCP - S 25 deg. E, 66.47'        

RP in Power Pole - S 16 deg. W, 89.47'

275539 201176.031 446937.029
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33 46-26 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

33 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

15" Poplar - S 31 deg. W, 18.5'                                                      

16" Poplar - N 05 deg. E, 11.9'                             

3" Poplar - N 63 deg. W, 18.5'                                             

14" Poplar - S 14 deg. E, 19.8'                                               

GLO BK 

1, P 52

33 46-26 S 1/4
steel post set in woods by B. 

Shepperd
1989

N & D in 8" Cedar - S 13 deg. E, 11.03'                 

N & D in 11" Cedar - S 36 deg. W, 17.22'             

N & D in 7" Cedar - N 78 deg. W, 16.16'

257251

33 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856 No trees listed for ties                                                  
GLO BK 

1, P 8

33 46-26 SE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence lines N-E-

W by B. Shepperd

1983
N & D in 4-10" Bwoods - S 83 deg. E, 27.25'         

N & D in Power Pole - S 45 deg. W, 1.30'
257250

33 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

14" Red Pine - N 70 deg. E, 274.6'                                                      

12" Linden - N 88 deg. W, 454.7'                       

No other trees listed for ties                                                  

GLO BK 

1, P 7

33 46-26 SW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence line to 

the W by B. Shepperd

1989
(No ties) - Cor. is under N end of foot bridge, 

28' W of c/l of N-S ditch
257249

33 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

7" Tamarack - N 50 deg. E, 72.6'                                    

5" Tamarack - N 47 deg. W, 75.2'                          

7" Tamarack - S 47 deg. W, 52.1'                           

5" Tamarack - S 11 deg. E, 63.4'

GLO BK 

1, P 8

33 46-26 W 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 3' E of c/l N-S spoil bank 

at c/l small ditch to W by J. Walker

1992

DNR RP in 12" Maple - N 17 deg. E, 66.32'          

DNR RP in 7" Cherry - S 28 deg. E, 35.14'         

DNR RP in 6" W. Oak - S 50 deg. W, 47.92'  

275537 198584.874 446994.979

33 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 64 deg. W, 8.6'                                                      

4" Tamarack - N 60 deg. E, 23.1'                                                             

GLO BK 

1, P 52

34 46-26 E 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” Cedar - N 31 deg. W, 15.0'                                 

6” Fir – S 40 deg. E, 11.0'                   

Book CH-

5  Page 

22

34 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Cedar - N 31 deg. W, 9.9'                                                      

6" Fir - S 40 deg. E, 7.3'                                                             

GLO BK 

1, P 26

34 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Poplar - N 46 deg. E, 85.8'                                                     

3" Poplar - S 65 deg. W, 62.7'                                                             

GLO BK 

1, P 41

34 46-26 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” White Oak - N 55 deg. W, 50.0'                         

4” Poplar – N 52 deg. E, 50.0'                                 

2” White Oak – S 47 deg. E, 24.0'                 

Book CH-

5  Page 

22

34 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 55 deg. W, 33.0'                                                      

4" Poplar - N 52 deg. E, 33.0'                         2" 

White Oak - S 47 deg. E, 15.8'                                             

3" Birch - S 27 deg. W, 39.6'                                               

GLO BK 

1, P 26

34 46-26 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

8” Poplar - N 58 deg. W, 49.0'                              

2” Poplar – N 48 deg. E, 13.0'                                 

4” Poplar – S 59 deg. E, 10.3'                 

Book CH-

5  Page 

22

34 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Poplar - N 58 deg. W, 31.0'                                                      

2" Poplar - N 48 deg. E, 8.6'                             

4" Poplar - S 59 deg. E, 68.0'                                             

14" Poplar - S 67 deg. W, 112.9'                                               

GLO BK 

1, P 40

34 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
14" Black Oak - N 60 deg. W, 19.1'                                                      

9" Linden - S 63 deg. W, 19.1'                                                             

GLO BK 

1, P 7

34 46-26 SE
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

SE Cor. house - N 45 deg. W, 87.5'                      

15” Norway Pine – S 20 deg. E, 58.0'                    

Power pole – S 45 deg.W, 42.6'

Book CH-

5  Page 

22

34 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Red Pine - N 72 deg. E, 80.5'                                    

6" Red Pine - N 23 deg. W, 92.4'                          

7" Red Pine - S 40 deg. W, 19.8'                           

7" Red Pine - S 81 deg. E, 25.1'

GLO BK 

1, P 6
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34 46-26 SW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set on fence lines N-E-

W by B. Shepperd

1983
N & D in 4-10" Bwoods - S 83 deg. E, 27.25'         

N & D in Power Pole - S 45 deg. W, 1.30'
257250

34 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
(?)" Poplar - (?) 23 deg. W, 25.7'                                                      

6" Poplar - N 29 deg. E, 19.1'                                                             

GLO BK 

1, P 40

35 46-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Jack Pine - S 07 deg. W, 29.0'                                                      

4" Jack Pine - S 12 deg. E, 54.1'                                                             

GLO BK 

1, P 13

35 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - S 85 deg. E, 23.1'                                                      

12" Birch - N 75 deg. W, 30.4'                                                             

GLO BK 

1, P 27

35 46-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Tamarack - N 38 deg. E, 7.3'                                                      

10" Tamarack - S 48 deg. E, 8.6'                         

7" Tamarack - S 24 deg. W, 17.8'                                             

8" Tamarack - N 04 deg. W, 7.3'                                               

GLO BK 

1, P 13

35 46-26 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” White Oak - N 55 deg. W, 50.0'                         

4” Poplar – N 52 deg. E, 50.0'                                 

2” White Oak – S 47 deg. E, 24.0'                 

Book CH-

5  Page 

22

35 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 55 deg. W, 33.0'                                                      

4" Poplar - N 52 deg. E, 33.0'                         2" 

White Oak - S 47 deg. E, 15.8'                                             

3" Birch - S 27 deg. W, 39.6'                                               

GLO BK 

1, P 26

35 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
10" Red Pine - N 60 deg. E, 56.1'                                                      

8" White Pine - S 52 deg. W, 156.4'                                                             

GLO BK 

1, P 6

35 46-26 SE
Took new ties to existing iron pin by 

Leo Shaw, Private Surveyor
1964

Spk in Tele. pole - S 70 deg. E, 57.75'               

Spk in CFP E side of gate – S 70 deg. W, 

30.85'                                                 

Book V-

20  Page 

16

35 46-26 SE
corner established by C.O. Armstead, 

County Surveyor (no description)
1896 14" W. Pine  - N 37 deg. E, 252.8'                                                                                     

Book 1, 

Page 12

35 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 51 deg. E, 136.0'                                    

8" Tamarack - S 36 deg. E, 194.0'                          

7" Tamarack - N 08 deg. W, 159.1'                           

No other trees near to use for ties

GLO BK 

1, P 5

35 46-26 SW
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

SE Cor. house - N 45 deg. W, 87.5'                      

15” Norway Pine – S 20 deg. E, 58.0'                    

Power pole – S 45 deg.W, 42.6'

Book CH-

5  Page 

22

35 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Red Pine - N 72 deg. E, 80.5'                                    

6" Red Pine - N 23 deg. W, 92.4'                          

7" Red Pine - S 40 deg. W, 19.8'                           

7" Red Pine - S 81 deg. E, 25.1'

GLO BK 

1, P 6

35 46-26 W 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

6” Cedar - N 31 deg. W, 15.0'                                 

6” Fir – S 40 deg. E, 11.0'                   

Book CH-

5  Page 

22

35 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Cedar - N 31 deg. W, 9.9'                                                      

6" Fir - S 40 deg. E, 7.3'                                                             

GLO BK 

1, P 26

36 46-26 E 1/4

Corner falls in Thirty-one Lake - no 

corner set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 corner falls in Thirty-one Lake, no ties taken
GLO BK 

2, P 8

36 46-26 M.C.

M.C is on E line SE 1/4, on S side 

Thirty-one Lake - 2277.0' N of SE Cor. 

- wood post set as part of original 

Government Land Office Survey by A 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
8" Tamarack - S 84 deg. W, 136.0'                                                     

6" Aspen - S 47 deg. E, 95.7'                                                             

GLO BK 

2, P 7

36 46-26 M.C.

M.C is on E line NE 1/4, on N side 

Thirty-one Lake - 2158.2' S of NE Cor. 

- wood post set as part of original 

Government Land Office Survey by A 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Spruce - N 50 deg. W, 37.6'                                                     

4" Spruce - N 16 deg. E, 49.5'                                                             

GLO BK 

2, P 7
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36 46-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Jack Pine - S 14 deg. E, 21.1'                                                      

3" Jack Pine - N 77 deg. E, 8.6'                                                             

GLO BK 

1, P 14

36 46-26 NE
"DNR Survey Marker" set at CFP of 

fences to the E and S by J. Walker
1998

DNR RP in 5" Maple - N 65 deg. W, 35.87'     

DNR RP in 18" Pine - S 70 deg. W, 77.20'  
311504 201472.830 468213.850

36 46-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

20" Pine - N 36 deg. E, 138.6'                                    

12" Pine - N 75 deg. W, 122.8'                                           

20" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 8

36 46-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Tamarack - N 38 deg. E, 7.3'                                                      

10" Tamarack - S 48 deg. E, 8.6'                         

7" Tamarack - S 24 deg. W, 17.8'                                             

8" Tamarack - N 04 deg. W, 7.3'                                               

GLO BK 

1, P 13

36 46-26 S 1/4
Set iron pin and took new ties by Leo 

Shaw, Private Surveyor
1964

Spk in Tele. pole - N 45 deg. E, 78.95'                  

Spk in CFP – S 70 deg. E, 42.90'                                                 

Book V-

20  Page 

16

36 46-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856
7" Tamarack - N 79 deg. W, 39.6'                                                      

12" Tamarack - S 30 deg. E, 42.2'                                                             

GLO BK 

1, P 5

36 46-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

5" Black Ash - N 35 deg. W, 2.0'                                   

7" Black Ash - S 41 deg. W, 8.6'                                                      

8" Black Ash - S 71 deg. E, 11.9'                            

6" Black Ash - N 45 deg. E, 7.3'                                                             

GLO BK 

2, P 12

36 46-26 SW
Took new ties to existing iron pin by 

Leo Shaw, Private Surveyor
1964

Spk in Tele. pole - S 70 deg. E, 57.75'               

Spk in CFP E side of gate – S 70 deg. W, 

30.85'                                                 

Book V-

20  Page 

16

36 46-26 SW
corner established by C.O. Armstead, 

County Surveyor (no description)
1896 14" W. Pine  - N 30 deg. E, 252.8'   

Book 1, 

Page 12

36 46-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Everett & Chaney, U.S. Deputy 

Surveyors

1856

8" Tamarack - N 51 deg. E, 136.0'                                    

8" Tamarack - S 36 deg. E, 194.0'                          

7" Tamarack - N 08 deg. W, 159.1'                           

No other trees near to use for ties

GLO BK 

1, P 5

36 46-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Jack Pine - S 07 deg. W, 29.0'                                                      

4" Jack Pine - S 12 deg. E, 54.1'                                                             

GLO BK 

1, P 13

36 46-26
Survey of E side Lingroth Lake by 

Fred Heuer, County Surveyor 
1921

Is in SW1/4 of Section                                         

Distance and Bearings shown 

Book 1, 

Page 318

1 46-27  
Road Survey in Sec. 1 by F.J. O'Hara, 

County Surveyor 
1909

Road runs on N Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 91

1 46-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
12" Oak - N 35 deg. W, 11.2'                                                      

12" Oak - N 29 deg. E, 21.1'                                                             

GLO BK 

1, P 6

1 46-27 N 1/4

Set 1 ¼ “ iron pipe for corner and took 

new tie by H. D Keath, County 

Surveyor 

1915 5” Spruce- N 45 deg W, 1.7'                                
Book 1, 

Page 217

1 46-27 N 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
6” Aspen – S 22 deg. E, 3.3'                                   

5” Aspen – N 62 deg. E, 3.3'                                          

GLO BK 

4, P 14

1 46-27 NE

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1917
7” Spruce - S 45 deg. E, 36.9'                               

5” Spruce – N 45 deg. E, 47.5'

Book 2, 

Page 122

1 46-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Aspen - N 18 deg. E, 3.3'                                                      

10" Pine - N 21 deg. W, 11.9'                           

6" Tamarack - S 48 deg. W, 21.1'                                             

6" Pine - S 81 deg. E, 9.2'                                               

GLO BK 

1, P 6

1 46-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Tamarack – N 16 deg. E, 50.8'                                   

4" Tamarack – N 60 deg. W, 5.3'                                          

4" Tamarack - S 40 deg. W, 8.6'                                           

5" Tamarack - S 37 deg. W, 41.6'

GLO BK 

4, P 14

1 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Tamarack – S 48 deg. E, 7.3'                                       

12” Pine – N 40 deg. W, 7.9'                                       

GLO BK 

4, P 32

1 46-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 52 deg. E, 3.3'                                                      

6" Tamarack - N 24 deg. W, 10.6'                         

6" Tamarack - S 22 deg. W, 11.2'                                             

7" Tamarack - S 40 deg. E, 21.1'                                               

GLO BK 

1, P 5

1 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Fir – N 25 deg. E, 33.0'                                   

10” Fir – N 40 deg. W, 5.3'                                          

6" Ironwood - S 38 deg. W, 25.1'                                           

7" Linden - S 70 deg. E, 13.9'

GLO BK 

4, P 30
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1 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 71 deg. W, 11.9'                                       

7” Aspen – S 39 deg. E, 7.9'                                       

GLO BK 

4, P 33

2 46-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1931

Is on N line NE1/4 of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 453

2 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 71 deg. W, 11.9'                                       

7” Aspen – S 39 deg. E, 7.9'                                       

GLO BK 

4, P 33

2 46-27 N 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
10” Black Oak – S 51 deg. W, 16.5'                                   

4” Ironwood – N 38 deg. E, 17.8'                                          

GLO BK 

4, P 13

2 46-27 NE

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Tamarack – N 16 deg. E, 50.8'                                   

4" Tamarack – N 60 deg. W, 5.3'                                          

4" Tamarack - S 40 deg. W, 8.6'                                           

5" Tamarack - S 37 deg. W, 41.6'

GLO BK 

4, P 14

2 46-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

(?”) White Birch – N 61 deg. E, 5.9'                                   

(?") White Birch – N 67 deg. W, 5.3'                                          

(?")" White Birch - S 31 deg. W, 11.9'                                           

(?") White Birch - S 37 deg. E, 18.5'

GLO BK 

4, P 13

2 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Spruce – N 23 deg. E, 33.7'                                       

18” Norway Pine – S 35 deg. W, 36.3'                                       

GLO BK 

4, P 50

2 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Fir – N 25 deg. E, 33.0'                                   

10” Fir – N 40 deg. W, 5.3'                                          

6" Ironwood - S 38 deg. W, 25.1'                                           

7" Linden - S 70 deg. E, 13.9'

GLO BK 

4, P 30

2 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Black Oak – N 33 deg. E, 21.8'                                   

3” Butternut – N 47 deg. W, 3.3'                                          

4" White Birch - S 71 deg. W, 19.1'                                           

9" Burr Oak - S 37 deg. E, 9.2'

GLO BK 

4, P 34

2 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 05 deg. E, 14.5'                                       

6” Tamarack – S 90 deg. W, 27.1'                                       

GLO BK 

4, P 51

3 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 05 deg. E, 14.5'                                       

6” Tamarack – S 90 deg. W, 27.1'                                       

GLO BK 

4, P 51

3 46-27 M.C.

M.C. # 41 is on W line NW 1/4 Sec. 3 

just S of Blue Lake and is 1/2" pipe 

found 4' S of Blue Lake by J. Walker

1987

DNR RP in 8" R. Oak - S 72 deg. E, 28.19'           

DNR RP in Tw. 8" R. Oak - S 00 deg. E, 9.04'      

DNR RP in 5" Maple - S 44 deg. W, 10.02'

248030

3 46-27 M.C.

M.C. On S line SW¼ on NW side of 

Hammal Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
7” Butternut – N 27 deg. W, 26.4'                                       

7” Tamarack – S 79 deg. W, 33.7'                                       

GLO BK 

4, P 68

3 46-27 M.C.

M.C. On S line SE¼ on NE side of 

Hammal Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
16” Pine – S 89 deg. E, 56.1'                                       

5” Aspen – N 33 deg. E, 40.9'                                       

GLO BK 

4, P 69

3 46-27 M.C.

M.C. On W line NW¼ on SE side of 

Blue Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Oak – S 40 deg. E, 16.5'                                       

8” Aspen – S 13 deg. W, 39.6'                                       

GLO BK 

4, P 72

3 46-27 N 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
10” Aspen – N 17 deg. E, 10.6'                                   

4” Linden – S 46 deg. W, 14.5'                                          

GLO BK 

4, P 12

3 46-27 NE

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

(?”) White Birch – N 61 deg. E, 5.9'                                   

(?") White Birch – N 67 deg. W, 5.3'                                          

(?")" White Birch - S 31 deg. W, 11.9'                                           

(?") White Birch - S 37 deg. E, 18.5'

GLO BK 

4, P 13

3 46-27 NW

Corner falls in Blue Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 72

3 46-27 S 1/4

Corner falls in Hammal Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 69

3 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Black Oak – N 33 deg. E, 21.8'                                   

3” Butternut – N 47 deg. W, 3.3'                                          

4" White Birch - S 71 deg. W, 19.1'                                           

9" Burr Oak - S 37 deg. E, 9.2'

GLO BK 

4, P 48

Page 332 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

3 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Hickory – N 36 deg. E, 9.9'                                   

7” Butternut – N 63 deg. W, 26.4'                                          

6" Linden - S 52 deg. W, 16.5'                                           

7" Red Elm - S 35 deg. E, 15.2'

GLO BK 

4, P 68

3 46-27 W 1/4
1 1/4" pipe found in woods by J. 

Walker
1987

DNR RP in 14" R. Oak - N 32 deg. E, 17.03'        

DNR RP in 10" R. Oak - S 60 deg. E, 26.55'         

DNR RP in 11" R. Oak - S 12 deg. W, 19.82'

248031

3 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Aspen – N 20 deg. E, 20.5'                                       

6” Aspen – S 51 deg. W, 11.9'                                       

GLO BK 

4, P 72

4 46-27  
Survey in Gov't Lot 4 by Chas. 

Handschu, Private Surveyor
1963

Survey of Lakeshore and Lots on E side of 

Cedar Lake

Bk CH-4  

Page 24

4 46-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1934

Partial subd.– only Qtrs.                                 

Distance and Mag. Var. shown

Book 1, 

Page 470

4 46-27 E 1/4
1 1/4" pipe found in woods by J. 

Walker
1987

DNR RP in 14" R. Oak - N 32 deg. E, 17.03'         

DNR RP in 10" R. Oak - S 60 deg. E, 26.55'          

DNR RP in 11" R. Oak - S 12 deg. W, 19.82'

248031

4 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Aspen – N 20 deg. E, 20.5'                                       

6” Aspen – S 51 deg. W, 11.9'                                       

GLO BK 

4, P 72

4 46-27 M.C.

M.C. # 41 is on E line NE 1/4 Sec. 4 

just S of Blue Lake and is 1/2" pipe 

found 4' S of Blue Lake by J. Walker

1987

DNR RP in 8" R. Oak - S 72 deg. E, 28.19'           

DNR RP in Tw. 8" R. Oak - S 00 deg. E, 9.04'      

DNR RP in 5" Maple - S 44 deg. W, 10.02'

248030

4 46-27 M.C.

M.C. On N line NW 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1963
4” White Birch - N 12 deg. W, 23.0'                     

12 ” Oak – S 22 deg. W, 48.0'                   

Bk CH-4  

Page 24

4 46-27 M.C.

M.C. On W line NW 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1963
4” White Birch - N 12 deg. W, 23.0'                     

12 ” Oak – S 22 deg. W, 48.0'                   

Bk CH-4  

Page 24

4 46-27 M.C.

M.C. On N line NW¼ on E side of 

Cedar Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Black Oak – S 28 deg. E, 21.1'                                       

6” Black Oak – N 54 deg. E, 12.5'                                       

GLO BK 

4, P 11

4 46-27 M.C.

M.C. On N line NE¼ on W side of 

Blue Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” White Birch – N 12 deg. W, 15.2'                                       

12” Black Oak – S 22 deg. W, 31.7'                                       

GLO BK 

4, P 11

4 46-27 M.C.

M.C. On W line NW¼ on S side of 

Cedar Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Swamp Ash – N 67 deg. E, 13.2'                                       

9” Swamp Ash – S 45 deg. W, 21.8'                                       

GLO BK 

4, P 91

4 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Burr Oak – S 35 deg. E, 17.2'                                       

10” Burr Oak – N 44 deg. W, 9.9'                                       

GLO BK 

4, P 11

4 46-27 NE

Corner falls in Blue Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 72

4 46-27 NW

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 11

4 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Oak – N 40 deg. W, 23.1'                                       

6” Oak – S 38 deg. E, 5.9'                                       

GLO BK 

4, P 90

4 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Hickory – N 36 deg. E, 9.9'                                   

7” Butternut – N 63 deg. W, 26.4'                                          

6" Linden - S 52 deg. W, 16.5'                                           

7" Red Elm - S 35 deg. E, 15.2'

GLO BK 

4, P 68

4 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 64 deg. E, 7.9'                                   

5” Aspen – N 22 deg. W, 5.3'                                          

10" Aspen - S 73 deg. W, 11.9'                                           

5" Aspen - S 18 deg. E, 15.8'

GLO BK 

4, P 89

4 46-27 W 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

4” Oak - N 27 deg. W, 20.0'                                 

10 ” Oak – N 75 deg. E, 35.0'                   

Bk CH-4  

Page 24

4 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Oak – S 27 deg. W, 13.2'                                       

10” Oak – N 75 deg. E, 23.1'                                       

GLO BK 

4, P 91
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5 46-27 E 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

4” Oak - N 27 deg. W, 20.0'                                 

10 ” Oak – N 75 deg. E, 35.0'                   

Book CH-

4  Page 

24

5 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Oak – S 27 deg. W, 13.2'                                       

10” Oak – N 75 deg. E, 23.1'                                       

GLO BK 

4, P 91

5 46-27 M.C.

M.C. On E line NE 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1963
4” White Birch - N 12 deg. W, 23.0'                     

12 ” Oak – S 22 deg. W, 48.0'                   

Book CH-

4  Page 

24

5 46-27 M.C.

M.C. On E line NE¼ on S side of 

Cedar Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Swamp Ash – N 67 deg. E, 13.2'                                       

9” Swamp Ash – S 45 deg. W, 21.8'                                       

GLO BK 

4, P 91

5 46-27 M.C.

M.C. On W line NW¼ on E side of 

Cedar Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
 5" Aspen – S 27 deg. W, 30.4'                                       

5” Ash – S 75 deg. E, 5.3'                                       

GLO BK 

4, P 126

5 46-27 N 1/4

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 11

5 46-27 NE

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 11

5 46-27 NW

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 11

5 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 35 deg. W, 3.3'                                       

6” Aspen – N 07 deg. E, 44.2'                                       

GLO BK 

4, P 124

5 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 64 deg. E, 7.9'                                   

5” Aspen – N 22 deg. W, 5.3'                                          

10" Aspen - S 73 deg. W, 11.9'                                           

5" Aspen - S 18 deg. E, 15.8'

GLO BK 

4, P 89

5 46-27 SW
3/4" capped pipe found at fence cor. 

fences to N-S-E-W by J. Walker
1992

DNR RP in 10" Ash - N 26 deg. E, 12.60'            

DNR RP in 8" Ash - S 75 deg. E, 5.03'             

DNR RP in 16" Ash - N 26 deg. W, 22.49'

303126

5 46-27 SW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

12” White Birch – S 45 deg. E, 20.5'                      

8” Balsam – N 45 deg. E, 19.0'                              

6“ Basswood – S 45 deg. W, 30.5'               

Book 2, 

Page 113

5 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Fir – N 22 deg. E, 22.4'                                   

7” Fir – N 41 deg. W, 17.2'                                          

4" Fir - S 64 deg. W, 9.9'                                           

6" Fir - S 56 deg. E, 26.4'

GLO BK 

4, P 123

5 46-27 W 1/4

1/2" pipe found 5' S of c/l E-W road 

and 12' E of c/l road to N by M. 

Landecker

1984

N & D in 3" Ash - N 22 deg. E, 34.35'                    

N & D in 9" Elm - N 62 deg. E, 47.23'                    

N & D in 18" Maple - N 85 deg. W, 93.39'

227555

5 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Maple – N 85 deg. W, 13.9'                                       

5” Birch – S 77 deg. E, 9.2'                                       

GLO BK 

4, P 126

6 46-27 E 1/4

1/2" pipe found 5' S of c/l E-W road 

and 12' E of c/l road to N by M. 

Landecker

1984

N & D in 3" Ash - N 22 deg. E, 34.35'                    

N & D in 9" Elm - N 62 deg. E, 47.23'                     

N & D in 18" Maple - N 85 deg. W, 93.39'

227555

6 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Maple – N 85 deg. W, 13.9'                                       

5” Birch – S 77 deg. E, 9.2'                                       

GLO BK 

4, P 126

6 46-27 M.C.

M.C. # 67 is on S line SE 1/4 Sec. 6 

approx. 1576' W of NE Cor. - is a 1/2" 

pipe found 11.5' E of water by J 

Walker

1992

DNR RP in 12" Ash - N 40 deg. E, 20.67'            

DNR RP in 20" Bswood - S 75 deg. E, 21.24'      

DNR RP in 16" Ash - S 40 deg. W, 18.63'

303127

6 46-27 M.C.

M.C. # 74 is on the N line of NW 1/4 of 

Sec. 6 and is a 2" pipe found at the E 

end E-W fence line on the W side of 

Cedar Lake by M. Landecker

1985

N & D in 4" Maple - S 25 deg. W, 46.00'                

N & D in 8" Maple - S 70 deg. W, 39.44'               

N & D in 7" Ash - N 85 deg. W, 25.04'

235833

6 46-27 M.C.

M.C. # 75 is on the N line of NW 1/4 of 

Sec. 6 and is a 2" pipe set 55' E of 

Clear Lake and 58' W of c/l of a N-S 

road by M. Landecker

1985

N & D in 10" Ash - N 30 deg. E, 26.56'                 

N & D in 8" Ash - N 80 deg. E, 11.42'                    

N & D in 6" Ash - S 35 deg. E, 6.30'

235832
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6 46-27 M.C.

M.C. On W line SW¼ on N side Cedar 

Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
6” Ash – N 29 deg. E, 16.5'                                 

10” Ash – N 78 deg.W, 12.5'

GLO BK 

4, P 9

6 46-27 M.C.

9” Elm used as M.C. On S line SE¼ 

on E side of Cedar Lake - set wood 

post as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870
 10" White Ash – S 20 deg. E, 15.8'                                       

9” Linden – N 71 deg. E, 21.8'                                       

GLO BK 

4, P 125

6 46-27 M.C.

M.C. On E line NE¼ on E side of 

Cedar Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
 5" Aspen – S 27 deg. W, 30.4'                                       

5” Ash – S 75 deg. E, 5.3'                                       

GLO BK 

4, P 126

6 46-27 N 1/4

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 10

6 46-27 NW
Iron pipe w/large spk over it found at 

c/l roads N-S-W by T. Betley 
1986

Nail in 12" R. Oak - N 30 deg. E, 68.50'                 

Nail in 16" W. Oak - N 78 deg. E, 60.3'                  

Nail in Power Pole - N 45 deg. W, 51.85'

239092

6 46-27 NW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

12” Burr Oak – N 85 deg. E, 49.5'                       

19” White Pine – N 65 deg. W, 42.2'                                       

24" White Pine - S 85 deg. W, 36.3'                                           

14" Burr Oak - S 63 deg. E, 44.2'

GLO BK 

4, P 10

6 46-27 SE
3/4" capped pipe found at fence cor. 

fences to N-S-E-W by J. Walker
1992

DNR RP in 10" Ash - N 26 deg. E, 12.60'            

DNR RP in 8" Ash - S 75 deg. E, 5.03'                

DNR RP in 16" Ash - N 26 deg. W, 22.49'

303126

6 46-27 SE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

12” White Birch – S 45 deg. E, 20.5'                      

8” Balsam – N 45 deg. E, 19.0'                              

6“ Basswood – S 45 deg. W, 30.5'               

Book 2, 

Page 113

6 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Fir – N 22 deg. E, 22.4'                                   

7” Fir – N 41 deg. W, 17.2'                                          

4" Fir - S 64 deg. W, 9.9'                                           

6" Fir - S 56 deg. E, 26.4'

GLO BK 

4, P 123

6 46-27 SW
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1963

Power pole - N 45 deg. W, 48.0'                           

6” White Birch – S 45 deg. W, 68.4'                        

12” Red Oak – N 70 deg.E, 60.3'

Book CH-

4  Page 

28

6 46-27 SW

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 9

6 46-27 W 1/4

1 1/2" pipe found on c/l old N-S 

roadbed approx. 26' NE of Tele Ped. 

by M. Landecker

1984

N & D in 13" Oak - N 35 deg. E, 26.01'                  

N & D in 15" Oak - S 50 deg. E, 61.15'                 

Tele. Ped. - S 38 deg. W, 26.12'

227554

7 46-27  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on E line of  Section                      

Distance and Bearings stated

Book 2, 

Page 113

7 46-27 E 1/4

1 1/4" "DNR Survey Marker" set 31' E 

of c/l N-S road in N-S fence line by J. 

Walker

1992

DNR RP in 4" Tamarack - N 72 deg. E, 53.21'       

DNR RP in 9" Tamarack - S 65 deg. E, 87.67'     

DNR RP in 8" Ash - S 28 deg. W, 19.32'

303125

7 46-27 E 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Maple – N 45 deg. W, 47.7'                             

7” Tamarack – S 45 deg.E, 28.7'

Book 2, 

Page 113

7 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Tamarack – S 65 deg. W, 3.3'                                       

6” Tamarack – N 61 deg. E, 11.9'                                       

GLO BK 

4, P 123

7 46-27 M.C.

M.C. # 69 is on W line NW 1/4 Sec. 7 

at the approx. W 1/4 cor.-is a 1/2" pipe 

found 14.5' N of water by J. Walker

1992

DNR RP in 14" Maple - N 20 deg. E, 72.55'         

DNR RP in 18" Oak - N 90 deg. E, 6.80'             

DNR RP in 16" Oak - N 44 deg. W, 18.90'

303121

7 46-27 M.C.

M.C. # 70 is on the W line of NW 1/4 

of Sec. 7 approx. 1000' S of NW cor. -

is a 1/2" pipe found in swamp w/1/2" 

rebar (up 16") on W side by J. Walker

1992 (No ties available) 303120

7 46-27 M.C.

M.C. # 67 is on N line NE 1/4 Sec. 7 

approx. 1576' W of NE Cor. - is a 1/2" 

pipe found 11.5' E of water by J 

Walker

1992

DNR RP in 12" Ash - N 40 deg. E, 20.67'               

DNR RP in 20" Bswood - S 75 deg. E, 21.24'        

DNR RP in 16" Ash - S 40 deg. W, 18.63'

303127
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7 46-27 M.C.

M.C. On W line SW¼ on S side Cedar 

Lake - used 6 " Ash for corner as part 

of original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
10” Fir – S 28 deg. W, 15.8'                                 

11” Sugar – S 21 deg.E, 35.0'

GLO BK 

4, P 8

7 46-27 M.C.

M.C. On W line SW¼ on N side Cedar 

Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
5” Ash – N 62 deg. E, 19.8'                                 

5” Ash – N 10 deg.W, 15.2'

GLO BK 

4, P 8

7 46-27 M.C.

M.C. On W line NW¼ on S side Cedar 

Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
8” Ash – S 24 deg. W, 52.8'                                 

5” Ash – S 22 deg.E, 60.7'

GLO BK 

4, P 9

7 46-27 M.C.

9” Elm used as M.C. On N line NE¼ 

on E side of Cedar Lake - set wood 

post as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870
 10" White Ash – S 20 deg. E, 15.8'                                       

9” Linden – N 71 deg. E, 21.8'                                       

GLO BK 

4, P 125

7 46-27 NE
3/4" capped pipe found at fence cor. 

fences to N-S-E-W by J. Walker
1992

DNR RP in 10" Ash - N 26 deg. E, 12.60'         

DNR RP in 8" Ash - S 75 deg. E, 5.03'                  

DNR RP in 16" Ash - N 26 deg. W, 22.49'

303126

7 46-27 NE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

12” White Birch – S 45 deg. E, 20.5'                      

8” Balsam – N 45 deg. E, 19.0'                              

6“ Basswood – S 45 deg. W, 30.5'               

GLO BK 

4, P 113

7 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Fir – N 22 deg. E, 22.4'                                   

7” Fir – N 41 deg. W, 17.2'                                          

4" Fir - S 64 deg. W, 9.9'                                           

6" Fir - S 56 deg. E, 26.4'

GLO BK 

4, P 123

7 46-27 NW

Corner falls in Cedar Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 9

7 46-27 S 1/4
1 1/4"x1 1/4" steel tube set 12' N of c/l 

creek in a swamp by J. Walker
1992

DNR RP in 4" Ash - N 00 deg. E, 81.15'             

DNR RP in 5" Ash - N 65 deg. W, 70.03'            

DNR RP in 7" Ash - N 30 deg. W, 76.18'

303123

7 46-27 S 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Elm – S 38 deg. E, 62.8'                                     

6” Elm – N 01 deg.W, 37.2'

GLO BK 

4, P 112

7 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Aspen – N 10 deg. E, 7.9'                                       

6” Willow – S 05 deg. W, 33.7'                                       

GLO BK 

4, P 122

7 46-27 SE
RR spk set 1' N of c/l E-W road at 

fence line to the N by J. Walker
1992

DNR RP in 4" R.Oak - N 27 deg. E, 79.03'         

DNR RP in 9" Maple - S 35 deg. E, 49.50'         

DNR RP in 12" Poplar - S 46 deg. W, 50.27'

303124

7 46-27 SE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

8” Balsam – N 45 deg. W, 35.5'                             

8” Maple – S 45 deg. W, 29.0'                                

14“ Basswood – S 45 deg. E, 50.6'               

GLO BK 

4, P 112

7 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Fir – N 71 deg. E, 7.9'                                   

14” Pine – N 61 deg. W, 16.5'                                          

4" Oak - S 48 deg. W, 15.2'                                           

6" Linden - S 05 deg. E, 13.2'

GLO BK 

4, P 120

7 46-27 SW

1 1/2" pipe found at CFP of fences N 

and W. - Cor. is 10' W of c/l N-S trail 

by J. Walker

1992

Nail in 16" Ash - N 60 deg. E, 2.18'                      

Nail in Power Pole - S 65 deg. E, 25.83'              

Nail in 8" Ash - S 35 deg. W, 21.74'

303122

7 46-27 SW

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
16” B. Ash – N 45 deg. W, 45.6'                            

6 ”Maple – S 45 deg.W, 62.8'

GLO BK 

4, P 112

7 46-27 SW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Maple – N 44 deg. E, 13.2'                       11” 

Fir – N 36 deg. W, 4.6'                                       

11" Pine - S 45 deg. W, 7.9'                                           

11" White Birch - S 64 deg. E, 17.2'

GLO BK 

4, P 7

8 46-27  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on E-W ¼ and W line of  Section             

Distance and Bearings stated

Book 2, 

Page 113

8 46-27 E 1/4

W.C. set 165.0' S of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarck – S 78 deg. W, 4.6'                                       

6” Tamarack – S 43 deg. E, 18.5'                                       

GLO BK 

4, P 88

8 46-27 M.C

M.C. On E line SE ¼ - iron mon. set at 

cor. By Fred Heuer, Deputy Co. 

Surveyor 

1916 6” Tamarack – S 45 deg.W, 10.2'
Book 2, 

Page 113

8 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 35 deg. W, 3.3'                                       

6” Aspen – N 07 deg. E, 44.2'                                       

GLO BK 

4, P 124
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8 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 64 deg. E, 7.9'                                   

5” Aspen – N 22 deg. W, 5.3'                                          

10" Aspen - S 73 deg. W, 11.9'                                           

5" Aspen - S 18 deg. E, 15.8'

GLO BK 

4, P 89

8 46-27 NW
3/4" capped pipe found at fence cor. 

fences to N-S-E-W by J. Walker
1992

DNR RP in 10" Ash - N 26 deg. E, 12.60'           

DNR RP in 8" Ash - S 75 deg. E, 5.03'                

DNR RP in 16" Ash - N 26 deg. W, 22.49'

303126

8 46-27 NW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

12” White Birch – S 45 deg. E, 20.5'                      

8” Balsam – N 45 deg. E, 19.0'                              

6“ Basswood – S 45 deg. W, 30.5'               

Book 2, 

Page 113

8 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Fir – N 22 deg. E, 22.4'                                   

7” Fir – N 41 deg. W, 17.2'                                          

4" Fir - S 64 deg. W, 9.9'                                           

6" Fir - S 56 deg. E, 26.4'

GLO BK 

4, P 123

8 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – N 03 deg. E, 8.6'                                       

4” Aspen – S 15 deg. E, 11.2'                                       

GLO BK 

4, P 121

8 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Sugar – N 42 deg. (?), 4.6'                                   

10” Linden – N 55 deg. (?), 6.6'                                          

6" Sugar - S 40 deg. (?), 23.1'                                           

7" Sugar - S 38 deg. (?), 11.2'

GLO BK 

4, P 88

8 46-27 SW
RR spk set 1' N of c/l E-W road at 

fence line to the N by J. Walker
1992

DNR RP in 4" R.Oak - N 27 deg. E, 79.03'          

DNR RP in 9" Maple - S 35 deg. E, 49.50'           

DNR RP in 12" Poplar - S 46 deg. W, 50.27'

303124

8 46-27 SW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

8” Balsam – N 45 deg. W, 35.5'                             

8” Maple – S 45 deg. W, 29.0'                                

14“ Basswood – S 45 deg. E, 50.6'               

Book 2, 

Page 112

8 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Fir – N 71 deg. E, 7.9'                                   

14” Pine – N 61 deg. W, 16.5'                                          

4" Oak - S 48 deg. W, 15.2'                                           

6" Linden - S 05 deg. E, 13.2'

GLO BK 

4, P 120

8 46-27 W 1/4

1 1/4" "DNR Survey Marker" set 31' E 

of c/l N-S road in N-S fence line by J. 

Walker

1992

DNR RP in 4" Tamarack - N 72 deg. E, 53.21'   

DNR RP in 9" Tamarack - S 65 deg. E, 87.67'     

DNR RP in 8" Ash - S 28 deg. W, 19.32'

303125

8 46-27 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Maple – N 45 deg. W, 47.7'                             

7” Tamarack – S 45 deg.E, 28.7'

Book 2, 

Page 113

8 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Tamarack – S 65 deg. W, 3.3'                                       

6” Tamarack – N 61 deg. E, 11.9'                                       

GLO BK 

4, P 123

9 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Aspen – N 20 deg. E, 20.5'                                       

6” Aspen – S 51 deg. W, 11.9'                                       

GLO BK 

4, P 72

9 46-27 M.C

M.C. On W line SW ¼ - iron mon. set 

at cor. By Fred Heuer, Deputy Co. 

Surveyor 

1916 6” Tamarack – S 45 deg.W, 10.2'
Book 2, 

Page 113

9 46-27 M.C.

M.C. is on E line SE 1/4 Sec. 9 appr. 

340' N of SE Cor.- is a 1" pipe found 

30' S of Hammal Lake by J. Halverson

1966
N & D in 12" Birch - S 10 deg. E, 21.3'                  

N & D in 10" Elm - N 70 deg. W, 5.3'   
158918

9 46-27 M.C.

M.C. On S line SW¼ on E side of Hill 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 67 deg. E, 15.8'                                       

4” Tamarack – S 00 deg. W, 6.6'                                       

GLO BK 

4, P 84

9 46-27 M.C.

M.C. On S line SW¼ on W side of Hill 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
24” Pine – N 43 deg. W, 43.6'                                       

24” Pine – S 45 deg. W, 67.3'                                       

GLO BK 

4, P 85

9 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Oak – N 40 deg. W, 23.1'                                       

6” Oak – S 38 deg. E, 5.9'                                       

GLO BK 

4, P 90

9 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Hickory – N 36 deg. E, 9.9'                                   

7” Butternut – N 63 deg. W, 26.4'                                          

6" Linden - S 52 deg. W, 16.5'                                           

7" Red Elm - S 35 deg. E, 15.2'

GLO BK 

4, P 68

9 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 64 deg. E, 7.9'                                   

5” Aspen – N 22 deg. W, 5.3'                                          

10" Aspen - S 73 deg. W, 11.9'                                           

5" Aspen - S 18 deg. E, 15.8'

GLO BK 

4, P 89
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9 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Oak – S 16 deg. W, 25.7'                                       

7” Sugar – N 32 deg. E, 27.1'                                       

GLO BK 

4, P 84

9 46-27 SE
1" pipe found appr. 370' S of Hammal 

Lake on c/l road to E by J. Halverson
1966

N & D in 10" Spruce - 98.6' NE                               

N & D in Power Pole - 28.3' NW     
158918

9 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties stated
GLO BK 

4, P 60

9 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Sugar – N 42 deg. (?), 4.6'                                   

10” Linden – N 55 deg. (?), 6.6'                                          

6" Sugar - S 40 deg. (?), 23.1'                                           

7" Sugar - S 38 deg. (?), 11.2'

GLO BK 

4, P 83

9 46-27 W 1/4

W.C. set 165.0' S of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarck – S 78 deg. W, 4.6'                                       

6” Tamarack – S 43 deg. E, 18.5'                                       

GLO BK 

4, P 88

10 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
24” Pine – S 12 deg. E, 76.6'                                       

12” Black Oak – S 11 deg. W, 107.6'                                       

GLO BK 

4, P 48

10 46-27 M.C.

M.C. is on W line SW 1/4 Sec. 10 app. 

340' N of SW Cor.-is a 1" pipe fnd 30' 

S of Hammal Lake by J. Halverson

1966
N & D in 12" Birch - S 10 deg. E, 21.3'                   

N & D in 10" Elm - N 70 deg. W, 5.3'   
158918

10 46-27 M.C.

M.C. On S line SE¼ on E side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Aspen – S 81 deg. E, 29.7'                                       

6” Aspen – N 19 deg. E, 26.4'                                       

GLO BK 

4, P 63

10 46-27 M.C.

M.C. On S line SE¼ on W side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Aspen – S 50 deg. W, 9.9'                                       

6” Elm – N 25 deg. E, 9.9'                                       

GLO BK 

4, P 63

10 46-27 M.C.

M.C. On N line NW¼ on NW side of 

Hammal Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
7” Butternut – N 27 deg. W, 26.4'                                       

7” Tamarack – S 79 deg. W, 33.7'                                       

GLO BK 

4, P 68

10 46-27 M.C.

M.C. On N line NE¼ on NE side of 

Hammal Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
16” Pine – S 89 deg. E, 56.1'                                       

5” Aspen – N 33 deg. E, 40.9'                                       

GLO BK 

4, P 69

10 46-27 N 1/4

Corner falls in Hammal Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 69

10 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Black Oak – N 33 deg. E, 21.8'                                   

3” Butternut – N 47 deg. W, 3.3'                                          

4" White Birch - S 71 deg. W, 19.1'                                           

9" Burr Oak - S 37 deg. E, 9.2'

GLO BK 

4, P 48

10 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Hickory – N 36 deg. E, 9.9'                                   

7” Butternut – N 63 deg. W, 26.4'                                          

6" Linden - S 52 deg. W, 16.5'                                           

7" Red Elm - S 35 deg. E, 15.2'

GLO BK 

4, P 68

10 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 00 deg. E, 9.9'                                       

6” Elm – N 25 deg. E, 9.9'                                       

GLO BK 

4, P 63

10 46-27 SE
1" Sq. Harrow tooth fnd approx. 5' NW 

of fence cor. N-E-S by J. Winiecki
1982

N & D in 4" Thornapple - N 85 deg. E, 12.12'       

N & D in triple 12" Ash - N 54 deg. W, 17.72'     
244462

10 46-27 SE
Fnd. Harrow tooth and took new tie by 

H. D Keath, County Surveyor 
1918 18” W. Birch stump - S 45 deg E, 45.6'                     

Book 1, 

Page 251

10 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 38 deg. E, 12.5'                                   

5” Aspen – N 35 deg. W, 16.5'                                          

5" Aspen - S 68 deg. W, 7.3'                                           

10" Aspen - S 15 deg. E, 14.5'

GLO BK 

4, P 46

10 46-27 SW
1" pipe found appr. 370' S of Hammal 

Lake on c/l road to E by J. Halverson
1966

N & D in 10" Spruce - 98.6' NE                              

N & D in Power Pole - 28.3' NW                            
158918

10 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties stated
GLO BK 

4, P 60
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10 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Aspen – N 20 deg. E, 20.5'                                       

6” Aspen – S 51 deg. W, 11.9'                                       

GLO BK 

4, P 72

11 46-27  
Subdivision of Section 11 by F.J. 

O'Hara, County Surveyor 
1908

found all Sec Cor. - Subd. entire Section. 

Distance and mag. var. shown 

Book 1, 

Page 68

11 46-27 E 1/4
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

11 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
14” Pine – S 60 deg. W, 46.9'                                       

16” Sugar – N 59 deg. E, 33.0'                                       

GLO BK 

4, P 30

11 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Spruce – N 23 deg. E, 33.7'                                       

18” Norway Pine – S 35 deg. W, 36.3'                                       

GLO BK 

4, P 50

11 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Fir – N 25 deg. E, 33.0'                                   

10” Fir – N 40 deg. W, 5.3'                                          

6" Ironwood - S 38 deg. W, 25.1'                                           

7" Linden - S 70 deg. E, 13.9'

GLO BK 

4, P 30

11 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Black Oak – N 33 deg. E, 21.8'                                   

3” Butternut – N 47 deg. W, 3.3'                                          

4" White Birch - S 71 deg. W, 19.1'                                           

9" Burr Oak - S 37 deg. E, 9.2'

GLO BK 

4, P 48

11 46-27 S 1/4
3/4" rod set in c/l E-W road by J. 

Winiecki
1983

"Dead End" sign post - S 80 deg. W, 93.31'         

R/W marker post - S 18 deg. W, 74.6' (slope)
244466

11 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” White Birch – N 29 deg. E, 10.6'                                       

3” Butternut – S 09 deg. E, 7.9'                                       

GLO BK 

4, P 47

11 46-27 SE
fence post shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

11 46-27 SE
iron monument shown as found by T. 

Betley - no ties
1987

10 tracts surveyed in Gov't Lots 1 & 2, Sec. 12, 

T46-R27

Auditor's 

Bk 7       

11-20

11 46-27 SE
1" Channel iron found 20' S of c/l E-W 

road by J. Winiecki
1982

N & D in Power Pole - N 19 deg. E, 49.40'             

N & D in 9" Maple - S 79 deg. E, 8.24'                  

N & D in 14" Maple - S 78 deg. W, 3.19'

244468

11 46-27 SE
Fnd. Harrow tooth and took new tie by 

H. D Keath, County Surveyor 
1918 18” W. Birch stump - S 45 deg E, 45.6'    

Book 1, 

Page 251

11 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Ash – N 84 deg. E, 17.8'                                   

6” Ironwood – N 22 deg. W, 17.2'                                       

18" Black Oak - S 70 deg. W, 8.6'                                           

7" Red Elm - S 20 deg. E, 15.8'

GLO BK 

4, P 23

11 46-27 SW
1" Sq. Harrow tooth fnd approx. 5' NW 

of fence cor. N-E-S by J. Winiecki
1982

N & D in 4" Thornapple - N 85 deg. E, 12.12'         

N & D in triple 12" Ash - N 54 deg. W, 17.72'  
244462

11 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 38 deg. E, 12.5'                                   

5” Aspen – N 35 deg. W, 16.5'                                          

5" Aspen - S 68 deg. W, 7.3'                                           

10" Aspen - S 15 deg. E, 14.5'

GLO BK 

4, P 46

11 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
24” Pine – S 12 deg. E, 76.6'                                       

12” Black Oak – S 11 deg. W, 107.6'                                       

GLO BK 

4, P 48

11 46-27
School lot Survey by H.D. Keath, 

County Surveyor 
1936

Survey is if E 1/2-NW1/4                                

Distance only stated

Book 1, 

Page 487

12 46-27 E 1/4
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

12 46-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
10" Aspen - S 83 deg. E, 6.6'                                                      

13" Oak - S 25 deg. W, 11.9'                                                             

GLO BK 

1, P 5

12 46-27 M.C.

M.C. On S line SE¼ on E side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
11” Black Oak – N 50 deg. E, 17.2'                                 

11” Black Oak – S 26 deg.E, 27.1'

GLO BK 

4, P 24

12 46-27 M.C.

M.C. On S line SW¼ on N side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Black Oak – N 20 deg. W, 19.8'                                 

12” Black Oak – S 21 deg.W, 36.3'

GLO BK 

4, P 24
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12 46-27 M.C.

M.C. On S line SW¼ on N side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Willow – S 21 deg. W, 20.5'                                 

7” Elm – N 20 deg.W, 11.9'

GLO BK 

4, P 26

12 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Tamarack – S 48 deg. E, 7.3'                                       

12” Pine – N 40 deg. W, 7.9'                                       

GLO BK 

4, P 32

12 46-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Tamarack - N 52 deg. E, 3.3'                                                      

6" Tamarack - N 24 deg. W, 10.6'                         

6" Tamarack - S 22 deg. W, 11.2'                                             

7" Tamarack - S 40 deg. E, 21.1'                                               

GLO BK 

1, P 5

12 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

9” Fir – N 25 deg. E, 33.0'                                   

10” Fir – N 40 deg. W, 5.3'                                          

6" Ironwood - S 38 deg. W, 25.1'                                           

7" Linden - S 70 deg. E, 13.9'

GLO BK 

4, P 30

12 46-27 S 1/4

Corner falls in Hanging Kettle Lake - 

no corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 69

12 46-27 SE
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

12 46-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

14" Oak - N 25 deg. E, 21.8'                                                      

12" Oak - N 56 deg. W, 7.9'                           7" 

Pine - S 61 deg. W, 27.1'                                             

6" Ash - S 61 deg. E, 7.3'                                               

GLO BK 

1, P 5

12 46-27 SW
fence post shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

12 46-27 SW
iron monument shown as found by T. 

Betley - no ties
1987

10 tracts surveyed in Gov't Lots 1 & 2, Sec. 12, 

T46-R27

Auditor's 

Bk 7       

11-20

12 46-27 SW
1" Channel iron found 20' S of c/l E-W 

road by J. Winiecki
1982

N & D in Power Pole - N 19 deg. E, 49.40'            

N & D in 9" Maple - S 79 deg. E, 8.24'                  

N & D in 14" Maple - S 78 deg. W, 3.19'

244468

12 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Ash – N 84 deg. E, 17.8'                                   

6” Ironwood – N 22 deg. W, 17.2'                                       

18" Black Oak - S 70 deg. W, 8.6'                                           

7" Red Elm - S 20 deg. E, 15.8'

GLO BK 

4, P 23

12 46-27 W 1/4
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

12 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
14” Pine – S 60 deg. W, 46.9'                                       

16” Sugar – N 59 deg. E, 33.0'                                       

GLO BK 

4, P 30

13 46-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
10" Black Oak - S 26 deg. W, 7.9'                                                      

5" Maple - S 40 deg. E, 4.0'                                                             

GLO BK 

1, P 4

13 46-27 M.C.

R.P. to M.C. # 26 (act. M.C. is 14.19' 

S in Lake) - is a DNR Survey Marker 

on W line NW 1/4 Sec. 13 approx. 

222' S of NW Cor. set by J. Winiecki

1983

N & D in 10" Maple - N 46 deg. E, 23.11'             

N & D in 5" Ash - S 60 deg. E, 8.92'                       

N & D in 9" Oak - N 22 deg. W, 25.32'

244464

13 46-27 M.C.

R.P. to M.C. # 25 (act. M.C. is 138.37' 

N in swamp) - is a DNR Survey 

Marker on W line SW 1/4 Sec. 13 

approx. 2036' N of SW Cor. set by J. 

Winiecki

1983

N & D in 7" Elm - N 06 deg. E, 4.69'                     

N & D in 5" Ash - S 60 deg. E, 1.33'                      

N & D in 12" Maple - S 30 deg. W, 35.47'

244469

13 46-27 M.C.

M.C is on E line SE 1/4, on NW side 

Ripple Lake - 1524.6' S of E1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1870
6" Swamp Ash - S 78 deg. W, 7.9'                                                      

7" Swamp Ash - N 78 deg. E, 13.2'                                                             

GLO BK 

1, P 4

13 46-27 M.C.

M.C. On S line SE¼ on W side Ripple 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Linden – S 25 deg. W, 13.2'                                 

10” Linden – N 61 deg.W, 33.0'

GLO BK 

4, P 18
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13 46-27 M.C.

M.C. On W line SW¼ on S side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
10” Ash – S 85 deg. W, 33.0'                                 

7” Aspen – S 60 deg.E, 162.4'

GLO BK 

4, P 19

13 46-27 M.C.

M.C. On W line NW¼ on N side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
30” Pine – N 19 deg. E, 87.8'                                 

8” Black Oak – S 90 deg.W, 29.0'

GLO BK 

4, P 23

13 46-27 M.C.

M.C. On N line NE¼ on E side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
11” Black Oak – N 50 deg. E, 17.2'                                 

11” Black Oak – S 26 deg.E, 27.1'

GLO BK 

4, P 24

13 46-27 M.C.

M.C. On N line NW¼ on N side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Black Oak – N 20 deg. W, 19.8'                                 

12” Black Oak – S 21 deg.W, 36.3'

GLO BK 

4, P 24

13 46-27 M.C.

M.C. On N line NW¼ on N side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Willow – S 21 deg. W, 20.5'                                 

7” Elm – N 20 deg.W, 11.9'

GLO BK 

4, P 26

13 46-27 N 1/4

Corner falls in Hanging Kettle Lake - 

no corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 69

13 46-27 NE
iron monument shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

13 46-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

14" Oak - N 25 deg. E, 21.8'                                                      

12" Oak - N 56 deg. W, 7.9'                           7" 

Pine - S 61 deg. W, 27.1'                                             

6" Ash - S 61 deg. E, 7.3'                                               

GLO BK 

1, P 5

13 46-27 NW
fence post shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

13 46-27 NW
iron monument shown as found by T. 

Betley - no ties
1987

10 tracts surveyed in Gov't Lots 1 & 2, Sec. 12, 

T46-R27

Auditor's 

Bk 7       

11-20

13 46-27 NW
1" Channel iron found 20' S of c/l E-W 

road by J. Winiecki
1982

N & D in Power Pole - N 19 deg. E, 49.40'            

N & D in 9" Maple - S 79 deg. E, 8.24'                  

N & D in 14" Maple - S 78 deg. W, 3.19'

244468

13 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Ash – N 84 deg. E, 17.8'                                   

6” Ironwood – N 22 deg. W, 17.2'                                       

18" Black Oak - S 70 deg. W, 8.6'                                           

7" Red Elm - S 20 deg. E, 15.8'

GLO BK 

4, P 23

13 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Pine – N 80 deg. E, 4.0'                                       

6” Birch – S 30 deg. E, 31.7'                                       

GLO BK 

4, P 19

13 46-27 SE

Corner falls in Ripple Lake - no post 

set as part of original Government 

Land Office Survey by A. & W.F. 

Iverson, U.S. Deputy Surveyors

1870 no ties as corner falls in Ripple Lake
GLO BK 

1, P 4

13 46-27 SW
1 1/4"x1 1/4" DNR Survey Marker set 

at CFP of fences N-E-S by J. Winiecki
1982

N & D in 10" B. Oak - N 04 deg. E, 70.31'              

N & D in 4" Elm - N 64 deg. E, 18.50'                     

N & D in 4" Birch - S 35 deg. E, 26.28'  

244463

13 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 56 deg. E, 14.5'                       4” 

Aspen – N 64 deg. W, 79.2'                                       

14" Pine - S 70 deg. W, 198.0'                                           

4" Aspen - S 55 deg. E, 19.8'

GLO BK 

4, P 17

13 46-27 W 1/4

Corner falls in Hanging Kettle Lake - 

no corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 69

14 46-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1918

Subd. Section and set 1/16th cors.                

Distances and Mag. Var. stated

Book 1,  

Page 251

14 46-27 M.C.

R.P. to M.C. # 25 (act. M.C. is 138.37' 

N in swamp) - is a DNR Survey 

Marker on E line SE 1/4 Sec. 14 

approx. 2036' N of SE Cor. set by J. 

Winiecki

1983

N & D in 7" Elm - N 06 deg. E, 4.69'                     

N & D in 5" Ash - S 60 deg. E, 1.33'                      

N & D in 12" Maple - S 30 deg. W, 35.47'

244469
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14 46-27 M.C.

R.P. to M.C. # 26 (act. M.C. is 14.19' 

S in Lake) - is a DNR Survey Marker 

on E line NE 1/4 Sec. 14 approx. 222' 

S of NE Cor. set by J. Winiecki

1983

N & D in 10" Maple - N 46 deg. E, 23.11'              

N & D in 5" Ash - S 60 deg. E, 8.92'                      

N & D in 9" Oak - N 22 deg. W, 25.32'

244464

14 46-27 M.C.

M.C. On E line SE¼ on S side 

Hanging Kettle Lake - set wood post 

as part of original Government Survey 

by Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
10” Ash – S 85 deg. W, 33.0'                                 

7” Aspen – S 60 deg.E, 162.4'

GLO BK 

4, P 19

14 46-27 M.C.

M.C. On W line NW¼ on S side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
5” Aspen – S 47 deg. E, 13.2'                                 

12” Aspen – S 23 deg.W, 22.4'

GLO BK 

4, P 45

14 46-27 M.C.

M.C. On W line NW¼ on N side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 14 deg. E, 46.9'                                 

6” Aspen – N 14 deg.W, 34.3'

GLO BK 

4, P 46

14 46-27 N 1/4
3/4" rod set in c/l E-W road by J. 

Winiecki
1983

"Dead End" sign post - S 80 deg. W, 93.31'         

R/W marker post - S 18 deg. W, 74.6' (slope)
244466

14 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” White Birch – N 29 deg. E, 10.6'                                       

3” Butternut – S 09 deg. E, 7.9'                                       

GLO BK 

4, P 47

14 46-27 NE
fence post shown as found by M. 

Kohout - no ties
1999

13 tracts surveyed in SW 1/4 Sec. 12, T46-

R27

Auditor's 

Bk 7       

11-20

14 46-27 NE
iron monument shown as found by T. 

Betley - no ties
1987

10 tracts surveyed in Gov't Lots 1 & 2, Sec. 12, 

T46-R27

Auditor's 

Bk 7       

11-20

14 46-27 NE
1" Channel iron found 20' S of c/l E-W 

road by J. Winiecki
1982

N & D in Power Pole - N 19 deg. E, 49.40'             

N & D in 9" Maple - S 79 deg. E, 8.24'                   

N & D in 14" Maple - S 78 deg. W, 3.19'

244468

14 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Ash – N 84 deg. E, 17.8'                                   

6” Ironwood – N 22 deg. W, 17.2'                                       

18" Black Oak - S 70 deg. W, 8.6'                                           

7" Red Elm - S 20 deg. E, 15.8'

GLO BK 

4, P 23

14 46-27 NW
1" Sq. Harrow tooth fnd approx. 5' NW 

of fence cor. N-E-S by J. Winiecki
1982

N & D in 4" Thornapple - N 85 deg. E, 12.12'         

N & D in triple 12" Ash - N 54 deg. W, 17.72'     
244462

14 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 38 deg. E, 12.5'                                   

5” Aspen – N 35 deg. W, 16.5'                                          

5" Aspen - S 68 deg. W, 7.3'                                           

10" Aspen - S 15 deg. E, 14.5'

GLO BK 

4, P 46

14 46-27 S 1/4 1 1/4" pipe set in woods by J. Winiecki 1982

N & D in 9" Ash - N 42 deg. E, 36.77'                      

N & D in 7" Birch - N 88 deg. E, 12.37'                  

N & D in 14" Ash - S 27 deg. W, 11.13'        

244465

14 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Tamarack – N 59 deg. E, 11.2'                                       

6” White Pine – S 55 deg. W, 4.6'                                       

GLO BK 

4, P 44

14 46-27 SE
1 1/4"x1 1/4" DNR Survey Marker set 

at CFP of fences N-E-S by J. Winiecki
1982

N & D in 10" B. Oak - N 04 deg. E, 70.31'             

N & D in 4" Elm - N 64 deg. E, 18.50'                    

N & D in 4" Birch - S 35 deg. E, 26.28'               

244463

14 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 56 deg. E, 14.5'                       4” 

Aspen – N 64 deg. W, 79.2'                                       

14" Pine - S 70 deg. W, 198.0'                                           

4" Aspen - S 55 deg. E, 19.8'

GLO BK 

4, P 17

14 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

14 46-27 W 1/4

5/8" pipe set approx. 1.5' SE of fence 

cor. of fences E-W-S on old down 

fence to the E by J. Winiecki

1982

N & D in 22" R. Oak - N 43 deg. E, 19.98'              

N & D in 7" Elm - S 79 deg. E, 52.83'                    

N & D in 6" Maple - S 60 deg. W, 33.65'               

244467

14 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
3” Aspen – N 76 deg. W, 6.6'                                       

5” White Birch – S 55 deg. E, 7.9'                                       

GLO BK 

4, P 45

15 46-27 E 1/4

5/8" pipe set approx. 1.5' SE of fence 

cor. of fences E-W-S on old down 

fence to the E by J. Winiecki

1982

N & D in 22" R. Oak - N 43 deg. E, 19.98'             

N & D in 7" Elm - S 79 deg. E, 52.83'                     

N & D in 6" Maple - S 60 deg. W, 33.65'          

244467

15 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
3” Aspen – N 76 deg. W, 6.6'                                       

5” White Birch – S 55 deg. E, 7.9'                                       

GLO BK 

4, P 45
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15 46-27 M.C.

M.C. On E line NE¼ on S side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
5” Aspen – S 47 deg. E, 13.2'                                 

12” Aspen – S 23 deg.W, 22.4'

GLO BK 

4, P 45

15 46-27 M.C.

M.C. On E line NE¼ on N side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 14 deg. E, 46.9'                                 

6” Aspen – N 14 deg.W, 34.3'

GLO BK 

4, P 46

15 46-27 M.C.

M.C. On N line NE¼ on E side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Aspen – S 81 deg. E, 29.7'                                       

6” Aspen – N 19 deg. E, 26.4'                                       

GLO BK 

4, P 63

15 46-27 M.C.

M.C. On N line NE¼ on W side of 

Bachelor Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Aspen – S 50 deg. W, 9.9'                                       

6” Elm – N 25 deg. E, 9.9'                                       

GLO BK 

4, P 63

15 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 00 deg. E, 9.9'                                       

6” Elm – N 25 deg. E, 9.9'                                       

GLO BK 

4, P 63

15 46-27 NE
1" Sq. Harrow tooth found approx. 5' 

NW of fence cor. N-E-S by J. Winiecki
1982

N & D in 4" Thornapple - N 85 deg. E, 12.12'          

N & D in triple 12" Ash - N 54 deg. W, 17.72'   
244462

15 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 38 deg. E, 12.5'                                   

5” Aspen – N 35 deg. W, 16.5'                                          

5" Aspen - S 68 deg. W, 7.3'                                           

10" Aspen - S 15 deg. E, 14.5'

GLO BK 

4, P 46

15 46-27 NW
1" pipe found appr. 370' S of Hammal 

Lake on c/l road to E by J. Halverson
1966

N & D in 10" Spruce - 98.6' NE                              

N & D in Power Pole - 28.3' NW                             
158918

15 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties stated
GLO BK 

4, P 60

15 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 57 deg. W, 7.9'                                       

4” Aspen – N 55 deg. E, 6.6'                                       

GLO BK 

4, P 60

15 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

15 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 31 deg. E, 15.2'                                   

10” Pine – N 32 deg. W, 23.8'                                          

6" Aspen - S 15 deg. W, 9.2'                                           

6" Aspen - S 60 deg. E, 9.2'

GLO BK 

4, P 59

15 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Tamarack – N 55 deg. W, 7.3'                                       

6” Tamarack – S 73 deg. E, 15.2'                                       

GLO BK 

4, P 61

16 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Tamarack – N 55 deg. W, 7.3'                                       

6” Tamarack – S 73 deg. E, 15.2'                                       

GLO BK 

4, P 61

16 46-27 M.C.

M.C. On N line NW¼ on E side of Hill 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 67 deg. E, 15.8'                                       

4” Tamarack – S 00 deg. W, 6.6'                                       

GLO BK 

4, P 84

16 46-27 M.C.

M.C. On N line NW¼ on W side of Hill 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
24” Pine – N 43 deg. W, 43.6'                                       

24” Pine – S 45 deg. W, 67.3'                                       

GLO BK 

4, P 85

16 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Oak – S 16 deg. W, 25.7'                                       

7” Sugar – N 32 deg. E, 27.1'                                       

GLO BK 

4, P 84

16 46-27 NE
1" pipe found appr. 370' S of Hammal 

Lake on c/l road to E by J. Halverson
1966

N & D in 10" Spruce - 98.6' NE                              

N & D in Power Pole - 28.3' NW                       
158918

16 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties stated
GLO BK 

4, P 60

16 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Sugar – N 42 deg. (?), 4.6'                                   

10” Linden – N 55 deg. (?), 6.6'                                          

6" Sugar - S 40 deg. (?), 23.1'                                           

7" Sugar - S 38 deg. (?), 11.2'

GLO BK 

4, P 83
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16 46-27 S 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

18” Red Oak – S 45 deg. W,  26.4'                        

5” Red Oak – N 90 deg. E, 17.5'  

Book 1, 

Page 327

16 46-27 S 1/4
1 1/4" iron pipe set at cor. H.D. Keath, 

County Surveyor
1913 15" Red Oak - S 28 deg. W, 26.4'                                                                       

Book 1, 

Page 139

16 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – N 00 deg. E, 2.0'                                       

5” Aspen – S 60 deg. E, 3.3'                                       

GLO BK 

4, P 82

16 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 31 deg. E, 15.2'                                   

10” Pine – N 32 deg. W, 23.8'                                          

6" Aspen - S 15 deg. W, 9.2'                                           

6" Aspen - S 60 deg. E, 9.2'

GLO BK 

4, P 59

16 46-27 SW

W.C. set 102.3' N of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 42 deg. E, 5.9'                                   

5” Aspen – N 26 deg. W, 13.9'                                          

4" Aspen - S 82 deg. W, 19.1'                                           

4" White Birch - S 55 deg. E, 25.7'

GLO BK 

4, P 81

16 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – S 78 deg. E, 15.8'                                       

5” Black Oak – N 75 deg. W, 13.9'                                       

GLO BK 

4, P 83

16 46-27
Section subdivision of SE 1/4 by H.D. 

Keath, County Surveyor 
1913

Iron pipes set at 1/16th Cors.                                 

Distance and Mag. Var. shown 

Book 1, 

Page 139

17 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – S 78 deg. E, 15.8'                                       

5” Black Oak – N 75 deg. W, 13.9'                                       

GLO BK 

4, P 83

17 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – N 03 deg. E, 8.6'                                       

4” Aspen – S 15 deg. E, 11.2'                                       

GLO BK 

4, P 121

17 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Sugar – N 42 deg. (?), 4.6'                                   

10” Linden – N 55 deg. (?), 6.6'                                          

6" Sugar - S 40 deg. (?), 23.1'                                           

7" Sugar - S 38 deg. (?), 11.2'

GLO BK 

4, P 83

17 46-27 NW
RR spk set 1' N of c/l E-W road at 

fence line to the N by J. Walker
1992

DNR RP in 4" R.Oak - N 27 deg. E, 79.03'          

DNR RP in 9" Maple - S 35 deg. E, 49.50'            

DNR RP in 12" Poplar - S 46 deg. W, 50.27'

303124

17 46-27 NW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

8” Balsam – N 45 deg. W, 35.5'                             

8” Maple – S 45 deg. W, 29.0'                                

14“ Basswood – S 45 deg. E, 50.6'               

GLO BK 

4, P 112

17 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Fir – N 71 deg. E, 7.9'                                   

14” Pine – N 61 deg. W, 16.5'                                          

4" Oak - S 48 deg. W, 15.2'                                           

6" Linden - S 05 deg. E, 13.2'

GLO BK 

4, P 120

17 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Burr Oak – N 13 deg. W, 23.8'                                       

12” Sugar – S 23 deg. E, 10.6'                                       

GLO BK 

4, P 113

17 46-27 SE

W.C. set 102.3' N of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 42 deg. E, 5.9'                                   

5” Aspen – N 26 deg. W, 13.9'                                          

4" Aspen - S 82 deg. W, 19.1'                                           

4" White Birch - S 55 deg. E, 25.7'

GLO BK 

4, P 81

17 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

11” Pine – N 34 deg. E, 7.3'                                   

3” Aspen – N 46 deg. W, 19.8'                                          

8" Aspen - S 27 deg. W, 5.3'                                           

10" Aspen - S 68 deg. E, 13.9'

GLO BK 

4, P 114

17 46-27 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
14” Poplar – S 45 deg. E, 22.8'                             

11” Poplar – N 45 deg.W, 27.3'

GLO BK 

4, P 112

17 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
12” Aspen – N 90 deg. E, 6.6'                                       

10” Aspen – S 70 deg. W, 13.9'                                       

GLO BK 

4, P 119

18 46-27  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1916

Subdivided Section into ¼'s                                 

Distance and Mag. Var. stated

Book 2, 

Page 112

18 46-27  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on N line of  Section                      

Distance and Bearings stated

Book 2, 

Page 112

18 46-27 E 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
14” Poplar – S 45 deg. E, 22.8'                             

11” Poplar – N 45 deg.W, 27.3'

Book 2, 

Page 112

18 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
12” Aspen – N 90 deg. E, 6.6'                                       

10” Aspen – S 70 deg. W, 13.9'                                       

GLO BK 

4, P 119

18 46-27 M.C.

M.C. On N line NW¼ on N side of 

Townline Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
5” Birch – N 75 deg. W, 13.2'                                       

6” Black Oak – S 47 deg. W, 17.8'                                       

GLO BK 

4, P 115

18 46-27 N 1/4
1 1/4"x1 1/4" steel tube set 12' N of c/l 

creek in swamp by J. Walker
1992

DNR RP in 4" Ash - N 00 deg. E, 81.15'               

DNR RP in 5" Ash - N 65 deg. W, 70.03'              

DNR RP in 7" Ash - N 30 deg. W, 76.18'

303123
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18 46-27 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Elm – S 38 deg. E, 62.8'                                     

6” Elm – N 01 deg.W, 37.2'

Book 2, 

Page 112

18 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Aspen – N 10 deg. E, 7.9'                                       

6” Willow – S 05 deg. W, 33.7'                                       

GLO BK 

4, P 122

18 46-27 NE
RR spk set 1' N of c/l E-W road at 

fence line to the N by J. Walker
1992

DNR RP in 4" R.Oak - N 27 deg. E, 79.03'          

DNR RP in 9" Maple - S 35 deg. E, 49.50'         

DNR RP in 12" Poplar - S 46 deg. W, 50.27'

303124

18 46-27 NE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

8” Balsam – N 45 deg. W, 35.5'                             

8” Maple – S 45 deg. W, 29.0'                                

14“ Basswood – S 45 deg. E, 50.6'               

Book 2, 

Page 112

18 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

6” Fir – N 71 deg. E, 7.9'                                   

14” Pine – N 61 deg. W, 16.5'                                          

4" Oak - S 48 deg. W, 15.2'                                           

6" Linden - S 05 deg. E, 13.2'

GLO BK 

4, P 120

18 46-27 NW

1 1/2" pipe found at CFP of fences N 

and W. - Cor. is 10' W of c/l N-S trail 

by J. Walker

1992

Nail in 16" Ash - N 60 deg. E, 2.18'                      

Nail in Power Pole - S 65 deg. E, 25.83'               

Nail in 8" Ash - S 35 deg. W, 21.74'

303122

18 46-27 NW

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
16” B. Ash – N 45 deg. W, 45.6'                            

6 ”Maple – S 45 deg.W, 62.8'

Book 2, 

Page 112

18 46-27 NW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Maple – N 44 deg. E, 13.2'                       11” 

Fir – N 36 deg. W, 4.6'                                       

11" Pine - S 45 deg. W, 7.9'                                           

11" White Birch - S 64 deg. E, 17.2'

GLO BK 

4, P 7

18 46-27 S 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Red Oak– N 26 deg. E, 68.2'                             

5” Maple – N 23 deg.W, 65.6'

Book 2, 

Page 112

18 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Aspen – N 06 deg. E, 7.3'                                       

12” Aspen – S 20 deg. E, 9.2'                                       

GLO BK 

4, P 115

18 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

11” Pine – N 34 deg. E, 7.3'                                   

3” Aspen – N 46 deg. W, 19.8'                                          

8" Aspen - S 27 deg. W, 5.3'                                           

10" Aspen - S 68 deg. E, 13.9'

GLO BK 

4, P 114

18 46-27 SW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

10” White Birch – N 51 deg. E, 13.2'                       

9” Aspen – N 42 deg. W, 23.4'                                       

10" Black Oak - S 65 deg. W, 29.7'                                           

9" Aspen - S 48 deg. E, 19.8'

GLO BK 

4, P 6

18 46-27 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
5” White Oak– N 54 deg. W, 28.1'                          

8” Tamarack – S 60 deg.E, 28.6'

Book 2, 

Page 112

18 46-27 W 1/4

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870
3” White Birch – N 69 deg. E, 3.3'                             

6” Tamarack – N 37 deg.W, 13.2'

GLO BK 

4, P 7

19 46-27  
Subdivision of Section 19 by H.D. 

Keath, County Surveyor 
1915

Found cors. Inp. set posts at 1/16th cors.            

Distances and Mag. Var. shown

Book 1,  

Page 237

19 46-27 E 1/4
iron monument shown as found by G. 

Stevenson - no ties
2003

2 tracts surveyed in Gov't Lot 1 of Section 24, 

T46-R27

Auditor's 

Bk 7       

21-26

19 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
9” Birch – S 56 deg. E, 35.0'                                       

8” Birch – S 26 deg. W, 21.8'                                       

GLO BK 

4, P 114

19 46-27 M.C.

M.C. On W line SW¼ on S side 

Townline Lake - set wood post as part 

of original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
14” North Pine – S 04 deg. W, 19.8'                                 

10” Black Oak – S 25 deg.E, 23.1'

GLO BK 

4, P 5

19 46-27 M.C.

M.C. On W line NW¼ on N side 

Townline Lake - set wood post as part 

of original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
16” Pine – N 78 deg. W, 25.1'                                 

4” Aspen – N 27 deg.E, 23.1'

GLO BK 

4, P 6

19 46-27 M.C.

M.C. On S line SW¼ on W side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 72 deg. W, 6.6'                                       

5” Aspen – N 46 deg. W, 12.5'                                       

GLO BK 

4, P 100
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19 46-27 M.C.

M.C. On S line SW¼ on E side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” White Birch – N 23 deg. E, 13.2'                                       

6” Aspen – S 56 deg. E, 4.0'                                       

GLO BK 

4, P 100

19 46-27 M.C.

M.C. On E line NE¼ on SE side of 

Thornton Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Black Oak – N 55 deg. E, 15.8'                                       

10” White Pine – N 09 deg. W, 17.8'                                       

GLO BK 

4, P 114

19 46-27 M.C.

M.C. On E line NE¼ on NE side of 

Thornton Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Black Oak – S 56 deg. E, 9.2'                                       

11” Aspen – S 34 deg. W, 19.8'                                       

GLO BK 

4, P 114

19 46-27 M.C.

M.C. On N line NE¼ on N side of 

Townline Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
5” Birch – N 75 deg. W, 13.2'                                       

6” Black Oak – S 47 deg. W, 17.8'                                       

GLO BK 

4, P 115

19 46-27 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Red Oak– N 26 deg. E, 68.2'                             

5” Maple – N 23 deg.W, 65.6'

Book 2, 

Page 112

19 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Aspen – N 06 deg. E, 7.3'                                       

12” Aspen – S 20 deg. E, 9.2'                                       

GLO BK 

4, P 115

19 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

11” Pine – N 34 deg. E, 7.3'                                   

3” Aspen – N 46 deg. W, 19.8'                                          

8" Aspen - S 27 deg. W, 5.3'                                           

10" Aspen - S 68 deg. E, 13.9'

GLO BK 

4, P 114

19 46-27 NW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

10” White Birch – N 51 deg. E, 13.2'                       

9” Aspen – N 42 deg. W, 23.4'                                       

10" Black Oak - S 65 deg. W, 29.7'                                           

9" Aspen - S 48 deg. E, 19.8'

GLO BK 

4, P 6

19 46-27 S 1/4
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

19 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Sugar – N 00 deg. E, 28.4'                                       

5” Ironwood – S 19 deg. W, 10.6'                                       

GLO BK 

4, P 108

19 46-27 SE
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

19 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

12” White Pine – N 45 deg. E, 3.3'                                   

12” White Birch – N 75 deg. W, 10.6'                                          

9" White Birch - S 40 deg. W, 7.9'                                           

9" Black Oak - S 40 deg. E, 33.0'

GLO BK 

4, P 95

19 46-27 SW
iron monument shown as found by 

W.. Buckler - no ties
1983

6 tracts surveyed in Gov't Lot 2,  Sec. 30, T46-

R27

Auditor's 

Bk 7       

27-31

19 46-27 SW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

11” Black Oak – N 62 deg. E, 27.1'                       

9” Black Oak – N 39 deg. W, 30.4'                                       

12" Black Oak - S 31 deg. W, 35.6'                                           

10" Black Oak - S 42 deg. E, 25.7'

GLO BK 

4, P 4

20 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Tamarack – N 90 deg. E, 9.2'                                       

6” Tamarack – N 50 deg. W, 20.5'                                       

GLO BK 

4, P 80

20 46-27 M.C.

M.C. On W line NW¼ on SE side of 

Thornton Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Black Oak – N 55 deg. E, 15.8'                                       

10” White Pine – N 09 deg. W, 17.8'                                       

GLO BK 

4, P 114

20 46-27 M.C.

M.C. On W line NW¼ on NE side of 

Thornton Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Black Oak – S 56 deg. E, 9.2'                                       

11” Aspen – S 34 deg. W, 19.8'                                       

GLO BK 

4, P 114

20 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Burr Oak – N 13 deg. W, 23.8'                                       

12” Sugar – S 23 deg. E, 10.6'                                       

GLO BK 

4, P 113

20 46-27 NE

W.C. set 102.3' N of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 42 deg. E, 5.9'                                   

5” Aspen – N 26 deg. W, 13.9'                                          

4" Aspen - S 82 deg. W, 19.1'                                           

4" White Birch - S 55 deg. E, 25.7'

GLO BK 

4, P 81
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20 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

11” Pine – N 34 deg. E, 7.3'                                   

3” Aspen – N 46 deg. W, 19.8'                                          

8" Aspen - S 27 deg. W, 5.3'                                           

10" Aspen - S 68 deg. E, 13.9'

GLO BK 

4, P 114

20 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
11” Sugar – N 60 deg. E, 7.9'                                       

8” Linden – S 35 deg. E, 11.9'                                       

GLO BK 

4, P 95

20 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Birch – N 74 deg. E, 5.3'                                   

4” Birch – N 25 deg. W, 4.0'                                          

6" Ironwood - S 25 deg. W, 21.8'                                           

6" Ironwood - S 21 deg. E, 14.5'

GLO BK 

4, P 78

20 46-27 SW
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

20 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

12” White Pine – N 45 deg. E, 3.3'                                   

12” White Birch – N 75 deg. W, 10.6'                                          

9" White Birch - S 40 deg. W, 7.9'                                           

9" Black Oak - S 40 deg. E, 33.0'

GLO BK 

4, P 95

20 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
9” Birch – S 56 deg. E, 35.0'                                       

8” Birch – S 26 deg. W, 21.8'                                       

GLO BK 

4, P 114

21 46-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1939

Partial subd.– SE1/4                                  

Distance and Mag. Var. shown

Book 1, 

Page 467

21 46-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided to set center of Section only              

Distances and Mag. Var. shown

Book 1,  

Page 327

21 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
14” Sugar – S 67 deg. W, 21.1'                                       

16” Sugar – N 52 deg. W, 10.6'                                       

GLO BK 

4, P 59

21 46-27 M.C
M.C. Is on S line SE ¼ - Iron mon. set 

at corner by Charles Handschu
1966

6” Oak - N 90 deg. E, 1.5'                                       

8” Oak – S 20 deg. E, 4.8'      

Book 1, 

Page 539

21 46-27 M.C

M.C. Is on S line SE ¼ - Iron mon. set 

at corner by H.D. Keath, County 

Surveyor

1939
3” Elm - S 45 deg. E, 5.6'                                       

5” Red Oak – N 45 deg. W, 12.5'      

Book 1, 

Page 511

21 46-27 M.C
New ties to M.C. On S line SW1/4  By 

Fred Heuer, County Surveyor
1921

9” Basswood – N 45 deg. E,  13.0'                        

14” Red Oak – N 45 deg. W, 14.8'  

Book 1, 

Page 327

21 46-27 M.C.

M.C. On E line SE¼ on N side of Little 

Pine Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Black Oak – N 15 deg. E, 8.6'                                 

10” Pine – S 90 deg.W, 35.0'

GLO BK 

4, P 58

21 46-27 M.C.

M.C. On S line SE¼ on W side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4”Oak – N 26 deg. W, 15.2'                                       

6” Oak – S 44 deg. W, 5.3'                                       

GLO BK 

4, P 77

21 46-27 N 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

18” Red Oak – S 45 deg. W,  26.4'                        

5” Red Oak – N 90 deg. E, 17.5'  

Book 1, 

Page 327

21 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – N 00 deg. E, 2.0'                                       

5” Aspen – S 60 deg. E, 3.3'                                       

GLO BK 

4, P 82

21 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 31 deg. E, 15.2'                                   

10” Pine – N 32 deg. W, 23.8'                                          

6" Aspen - S 15 deg. W, 9.2'                                           

6" Aspen - S 60 deg. E, 9.2'

GLO BK 

4, P 59

21 46-27 NW

W.C. set 102.3' N of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 42 deg. E, 5.9'                                   

5” Aspen – N 26 deg. W, 13.9'                                          

4" Aspen - S 82 deg. W, 19.1'                                           

4" White Birch - S 55 deg. E, 25.7'

GLO BK 

4, P 81

21 46-27 S 1/4
iron pipe shown as found by R. 

Anderson - no ties
1977

2 tracts surveyed in Gov't Lot 2,  Sec. 28, T46-

R27

Auditor's 

Bk 7       

27-31

21 46-27 S 1/4
Inp. Iron mon. fnd at fence corner by 

Charles Handschu
1966

PP - S 45 deg. W, 2.3'                                           

8” Poplar – S 90 deg. W, 29.2'      

Book 1, 

Page 539

21 46-27 S 1/4
Took new tie to inp. Corner by H.D. 

Keath, County Surveyor
1939 14” W. Oak - N 45 deg. E, 21.2'                        

Book 1, 

Page 511

21 46-27 S 1/4
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1921 14” White Oak – N 45 deg E, 21.2'                               

Book 1, 

Page 327

21 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Pine – S 25 deg. W, 22.4'                                       

12” Pine – N 60 deg. E, 66.0'                                       

GLO BK 

4, P 78

21 46-27 SE

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53
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21 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Birch – N 74 deg. E, 5.3'                                   

4” Birch – N 25 deg. W, 4.0'                                          

6" Ironwood - S 25 deg. W, 21.8'                                           

6" Ironwood - S 21 deg. E, 14.5'

GLO BK 

4, P 78

21 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Tamarack – N 90 deg. E, 9.2'                                       

6” Tamarack – N 50 deg. W, 20.5'                                       

GLO BK 

4, P 80

22 46-27  
Subdivision of Section 22 by F.J. 

O'Hara, County Surveyor 
1910

Detailed breakdown of Section. Shows lakes 

and roads. Only distances shown

Book 1, 

Page 116

22 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

22 46-27 M.C.

M.C. On S line SW¼ on N side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Butternut – S 17 deg. E, 3.3'                                 

8” Oak – N 39 deg.E, 22.4'

GLO BK 

4, P 56

22 46-27 M.C.

M.C. On W line SW¼ on N side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
5” Black Oak – N 15 deg. E, 8.6'                                 

10” Pine – S 90 deg.W, 35.0'

GLO BK 

4, P 58

22 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 57 deg. W, 7.9'                                       

4” Aspen – N 55 deg. E, 6.6'                                       

GLO BK 

4, P 60

22 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

22 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 31 deg. E, 15.2'                                   

10” Pine – N 32 deg. W, 23.8'                                          

6" Aspen - S 15 deg. W, 9.2'                                           

6" Aspen - S 60 deg. E, 9.2'

GLO BK 

4, P 59

22 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – N 17 deg. E, 18.5'                                       

6” Aspen – S 14 deg. W, 22.4'                                       

GLO BK 

4, P 56

22 46-27 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

7” Tamarack - N 38 deg. E, 28.0'                           

6” Pine – N 27 deg. W, 62.0'                                

3” Tamarack – S 66 deg. W, 47.0' 

Book CH-

5  Page 

29

22 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Tamarack – N 38 deg. E, 18.5'                                   

6” Pine – N 27 deg. W, 40.9'                                          

3" Tamarack - S 66 deg. W, 31.0'                                           

6" Tamarack - S 67 deg. E, 50.2'

GLO BK 

4, P 37

22 46-27 SW

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

22 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
14” Sugar – S 67 deg. W, 21.1'                                       

16” Sugar – N 52 deg. W, 10.6'                                       

GLO BK 

4, P 59

22 46-27
Survey of S line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. With iron mon. - no new ties         

Only Distances shown 

Book 1, 

Page 390

23 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Burr Oak – S 05 deg. E, 39.6'                       

4” Aspen – N 56 deg. W, 26.4'                                       

GLO BK 

4, P 17

23 46-27 M.C.

M.C. On E line SE¼ on NW side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Black Oak – N 30 deg. E, 42.2'                                 

30” White Pine – S 53 deg.E, 31.0'

GLO BK 

4, P 16

23 46-27 M.C.

M.C. On S line SE¼ on NW side of 

Spirit Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Black Oak – N 46 deg. W, 40.9'                                 

5” Burr Oak – S 49 deg.W, 70.0'

GLO BK 

4, P 40

23 46-27 N 1/4 1 1/4" pipe set in woods by J. Winiecki 1982

N & D in 9" Ash - N 42 deg. E, 36.77'                   

N & D in 7" Birch - N 88 deg. E, 12.37'                 

N & D in 14" Ash - S 27 deg. W, 11.13'   

244465

23 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Tamarack – N 59 deg. E, 11.2'                                       

6” White Pine – S 55 deg. W, 4.6'                                       

GLO BK 

4, P 44

23 46-27 NE
1 1/4"x1 1/4" DNR Survey Marker set 

at CFP of fences N-E-S by J. Winiecki
1982

N & D in 10" B. Oak - N 04 deg. E, 70.31'             

N & D in 4" Elm - N 64 deg. E, 18.50'                   

N & D in 4" Birch - S 35 deg. E, 26.28' 

244463
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23 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 56 deg. E, 14.5'                       4” 

Aspen – N 64 deg. W, 79.2'                                       

14" Pine - S 70 deg. W, 198.0'                                           

4" Aspen - S 55 deg. E, 19.8'

GLO BK 

4, P 17

23 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

23 46-27 SE

Corner falls in Spirit Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 17

23 46-27 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

7” Tamarack - N 38 deg. E, 28.0'                           

6” Pine – N 27 deg. W, 62.0'                                

3” Tamarack – S 66 deg. W, 47.0' 

Book CH-

5  Page 

29

23 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Tamarack – N 38 deg. E, 18.5'                                   

6” Pine – N 27 deg. W, 40.9'                                          

3" Tamarack - S 66 deg. W, 31.0'                                           

6" Tamarack - S 67 deg. E, 50.2'

GLO BK 

4, P 37

23 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Aspen – N 30 deg. W, 4.0'                                       

16” Aspen – N 53 deg. E, 19.1'                                  

Could not cross bog to get additional ties                 

GLO BK 

4, P 43

23 46-27 W.C.

W.C. to S 1/4 corner - on S line SE¼ 

on bank of bog - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 14 deg. E, 27.1'                                 

5” Aspen – S 15 deg.E, 17.2'

GLO BK 

4, P 41

24 46-27  
Survey in Gov't Lot 4 by Chas. 

Handschu, Private Surveyor
1964

Survey of Lakeshore and Lots on N side of 

Spirit Lake

Book CH-

4  Page 

24

24 46-27  

Tract Survey in W1/2-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1958
Is in G.L. 5 (W side of Spirit Lake)                         

Distances and angles shown

Book 1, 

Page 515

24 46-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
5" Aspen - N 67 deg. E, 7.3'                                                      

6" Black Oak - S 45 deg. W, 27.1'                                                             

GLO BK 

1, P 3

24 46-27 M.C.

M.C is on E line NE 1/4, on SW side 

Ripple Lake, is a 12" Ash  - 2197.8' N 

of E1/4 Cor. - as part of original 

Government Land Office Survey by 

J.R. King, U.S. Deputy Surveyor

1870
12" Linden - S 66 deg. E, 17.2'                                                      

9" Linden - N 66 deg. W, 17.8'                                                             

GLO BK 

1, P 3

24 46-27 M.C.

M.C. On S line SW¼ on E side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – S 20 deg. E, 7.9'                                 

6” Linden – N 70 deg.E, 23.1'

GLO BK 

4, P 13

24 46-27 M.C.

M.C. On S line SE¼ on E side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – N 55 deg. E, 24.4'                                 

10” Pine – S 31 deg.W, 31.7'

GLO BK 

4, P 14

24 46-27 M.C.

M.C. On S line SE¼ on S side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Oak – S 28 deg. W, 19.8'                                 

3” Aspen – S 54 deg.W, 27.7'

GLO BK 

4, P 14

24 46-27 M.C.

M.C. On W line SW¼ on NW side 

Spirit Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Black Oak – N 30 deg. E, 42.2'                                 

30” White Pine – S 53 deg.E, 31.0'

GLO BK 

4, P 16

24 46-27 M.C.

M.C. On N line NE¼ on W side Ripple 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
7” Linden – S 25 deg. W, 13.2'                                 

10” Linden – N 61 deg.W, 33.0'

GLO BK 

4, P 18

24 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Pine – N 80 deg. E, 4.0'                                       

6” Birch – S 30 deg. E, 31.7'                                       

GLO BK 

4, P 19

24 46-27 NE

Corner falls in Ripple Lake - no post 

set as part of original Government 

Land Office Survey by A. & W.F. 

Iverson, U.S. Deputy Surveyors

1870 no ties as corner falls in Ripple Lake
GLO BK 

1, P 4

Page 349 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

24 46-27 NW
1 1/4"x1 1/4" DNR Survey Marker set 

at CFP of fences N-E-S by J. Winiecki
1982

N & D in 10" B. Oak - N 04 deg. E, 70.31'             

N & D in 4" Elm - N 64 deg. E, 18.50'                     

N & D in 4" Birch - S 35 deg. E, 26.28'          

244463

24 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Aspen – N 56 deg. E, 14.5'                       4” 

Aspen – N 64 deg. W, 79.2'                                       

14" Pine - S 70 deg. W, 198.0'                                           

4" Aspen - S 55 deg. E, 19.8'

GLO BK 

4, P 17

24 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Linden – S 40 deg. W, 3.3'                       6” 

Linden – S 22 deg. E, 26.4'                                       

GLO BK 

4, P 14

24 46-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

12" White Birch - N 18 deg. E, 8.6'                                                      

6" Ash - N 54 deg. W, 10.6'                          8" 

Ash - S 60 deg. W, 10.6'                                             

16" Pine - S 70 deg. E, 9.9'                                               

GLO BK 

1, P 2

24 46-27 SW

Corner falls in Spirit Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 17

24 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Burr Oak – S 05 deg. E, 39.6'                       

4” Aspen – N 56 deg. W, 26.4'                                       

GLO BK 

4, P 17

25 46-27 M.C.

M.C. On W line SW¼ on S side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Norway Pine – N 04 deg. E, 41.6'                                 

6” White Birch – S 00 deg.E, 49.5'

GLO BK 

4, P 12

25 46-27 M.C.

M.C. On N line NW¼ on E side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – S 20 deg. E, 7.9'                                 

6” Linden – N 70 deg.E, 23.1'

GLO BK 

4, P 13

25 46-27 M.C.

M.C. On N line NE¼ on E side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – N 55 deg. E, 24.4'                                 

10” Pine – S 31 deg.W, 31.7'

GLO BK 

4, P 14

25 46-27 M.C.

M.C. On N line NE¼ on S side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Oak – S 28 deg. W, 19.8'                                 

3” Aspen – S 54 deg.W, 27.7'

GLO BK 

4, P 14

25 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Linden – S 40 deg. W, 3.3'                       6” 

Linden – S 22 deg. E, 26.4'                                       

GLO BK 

4, P 14

25 46-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

12" White Birch - N 18 deg. E, 8.6'                                                      

6" Ash - N 54 deg. W, 10.6'                           8" 

Ash - S 60 deg. W, 10.6'                                             

16" Pine - S 70 deg. E, 9.9'                                               

GLO BK 

1, P 2

25 46-27 NW

Corner falls in Spirit Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 17

25 46-27 S 1/4
1" pipe found 32' N of c/l E-W road at 

W edge woods on N by J. Walker
1996

R/W post - N 00 deg. E, 33.00'                             

R/W post - S 00 deg. E, 107.00'               
296516

25 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Pine – N 33 deg. E, 57.4'                       15” 

Pine – S 84 deg. E, 46.9'                                       

GLO BK 

4, P 12

25 46-27 SE

3/8" capped rebar found 32' N of E-W 

road and 16' E of N-S road by J. 

Walker

1996

Nail in Power Pole - N 35 deg. E, 57.49'              

PK Nail in c/l Hwy - S 00 deg. E, 32.02'               

Ctr Tele. Box - S 14 deg. W, 110.51'

296515

25 46-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

25 46-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 01 deg. E, 80.5'                                                      

7" Tamarack - S 12 deg. W, 77.9'                       

7" Tamarack - S 20 deg. E, 47.5'                                             

10" Black Oak - N 08 deg. W, 101.6'                                               

GLO BK 

1, P 1

25 46-27 SW

5/8" iron rod found 32' N of c/l E-W 

road and on W edge driveway to N by 

J. Walker

1996

DNR RP in Power Pole - N 26 deg. W, 46.62'      

DNR RP in Tr. 8" Oak - N 05 deg. E, 98.65'         

Ctr Tele. Box - S 26 deg. W, 105.65'

296513

25 46-27 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125
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25 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

10” Pine – N 33 deg. E, 11.9'                       5” 

Birch – N 33 deg. W, 38.3'                                       

30" Pine - S 35 deg. W, 38.9'                                           

3" Birch - S 38 deg. E, 48.8'

GLO BK 

4, P 11

26 46-27 M.C.

M.C. On E line SE¼ on S side Spirit 

Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Norway Pine – N 04 deg. E, 41.6'                                 

6” White Birch – S 00 deg.E, 49.5'

GLO BK 

4, P 12

26 46-27 M.C.

M.C. On W line SW¼ on SE side of 

Hickory Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
15” Black Oak – S 85 deg. E, 6.6'                                 

8” Maple – S 22 deg.W, 9.9'

GLO BK 

4, P 37

26 46-27 M.C.

M.C. On W line NW¼ on NE side of 

Hickory Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
7” Burr Oak – S 50 deg. E, 160.4'                                 

No other tree near to use for ties

GLO BK 

4, P 37

26 46-27 M.C.

M.C. On N line NE¼ on NW side of 

Spirit Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Black Oak – N 46 deg. W, 40.9'                                 

5” Burr Oak – S 49 deg.W, 70.0'

GLO BK 

4, P 40

26 46-27 NE

Corner falls in Spirit Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 17

26 46-27 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

7” Tamarack - N 38 deg. E, 28.0'                           

6” Pine – N 27 deg. W, 62.0'                                

3” Tamarack – S 66 deg. W, 47.0' 

Book CH-

5  Page 

29

26 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Tamarack – N 38 deg. E, 18.5'                                   

6” Pine – N 27 deg. W, 40.9'                                          

3" Tamarack - S 66 deg. W, 31.0'                                           

6" Tamarack - S 67 deg. E, 50.2'

GLO BK 

4, P 37

26 46-27 S 1/4
PK Nail found in c/l E-W road 20' E of 

field approach to N and S by J. Walker
1996

DNR RP in Tw. 16" Oak - N 45 deg. E, 145.77'     

DNR RP in 22" Oak - N 04 deg. E, 120.01'   
296514

26 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – S 26 deg. W, 19.1'                                       

4” Linden – N 05 deg. W, 32.3'                                       

GLO BK 

4, P 36

26 46-27 SE

5/8" iron rod found 32' N of c/l E-W 

road and on W edge driveway to N by 

J. Walker

1996

DNR RP in Power Pole - N 26 deg. W, 46.62'    

DNR RP in Tr. 8" Oak - N 05 deg. E, 98.65'         

Ctr Tele. Box - S 26 deg. W, 105.65'

296513

26 46-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

26 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

10” Pine – N 33 deg. E, 11.9'                       5” 

Birch – N 33 deg. W, 38.3'                                       

30" Pine - S 35 deg. W, 38.9'                                           

3" Birch - S 38 deg. E, 48.8'

GLO BK 

4, P 11

26 46-27 SW

5/8" iron rod found 1' N of c/l E-W 

road at fence lines to N and S by J. 

Walker

1996

Nail in 10" Oak - N 18 deg. E, 95.15'                      

DNR RP in CFP - S 00 deg. E, 75.66'                    

DNR RP in Power Pole - N 58 deg. W, 90.77'

296544

26 46-27 SW
iron monument shown as found by C. 

Betley - no ties
1982

6 tracts surveyed in Gov't Lot 8,  Sec. 27, T46-

R27

Auditor's 

Bk 7       

27-31

26 46-27 SW
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Power Pole - N 45 deg. W, 81.4'                     

10” Elm - N 00 deg. E, 69.5'                                

12” Red Oak – North 45 deg. E, 90.0'

Book CH-

7  Page 

32

26 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

13” Butternut – N 30 deg. E, 33.7'                                   

6” Linden – N 33 deg. W, 13.9'                                          

10" Linden - S 51 deg. W, 23.1'                                           

10" Sugar - S 75 deg. E, 33.0'

GLO BK 

4, P 35

26 46-27 W 1/4

Corner falls in Hickory Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 37

26 46-27 W.C.

W.C. to N 1/4 corner - on N line NE¼ 

on bank of bog - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 14 deg. E, 27.1'                                 

5” Aspen – S 15 deg.E, 17.2'

GLO BK 

4, P 41
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26 46-27
Survey in Section by H.D. Keath, 

County Surveyor 
1930

Is in SW1/4 -SW1/4 of Section                             

Distance and angles stated

Book 1, 

Page 438

27 46-27  

Survey in Government Lot 5 of 

Section by Chas. Handschu, Private 

Surveyor

1960
Located roads, lots, cabins and north shore of 

Little Pine Lake Lake

Book CH-

2  P. 24-

30

27 46-27  
Subdivision of Section 27 by E.W. 

Kelly, Deputy County Surveyor 
1903

set posts at most 1/16th cors. and took ties at 

these cors. distances and mag. var. shown 

Book 1, 

Page 16

27 46-27 E 1/4

Corner falls in Hickory Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 37

27 46-27 M.C.

M.C. On E line SE¼ on SE side of 

Hickory Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
15” Black Oak – S 85 deg. E, 6.6'                                 

8” Maple – S 22 deg.W, 9.9'

GLO BK 

4, P 37

27 46-27 M.C.

M.C. On E line NE¼ on NE side of 

Hickory Lake - set wood post as part 

of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
7” Burr Oak – S 50 deg. E, 160.4'                                 

No other tree near to use for ties

GLO BK 

4, P 37

27 46-27 M.C.

M.C. On W line SW¼ on S side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Black Oak – S 20 deg. W, 34.3'                                 

5” Maple – S 80 deg.E, 29.0'

GLO BK 

4, P 53

27 46-27 M.C.

M.C. On N line NW¼ on N side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” Butternut – S 17 deg. E, 3.3'                                 

8” Oak – N 39 deg.E, 22.4'

GLO BK 

4, P 56

27 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Aspen – N 17 deg. E, 18.5'                                       

6” Aspen – S 14 deg. W, 22.4'                                       

GLO BK 

4, P 56

27 46-27 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

7” Tamarack - N 38 deg. E, 28.0'                           

6” Pine – N 27 deg. W, 62.0'                                

3” Tamarack – S 66 deg. W, 47.0' 

Book CH-

5  Page 

29

27 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

7” Tamarack – N 38 deg. E, 18.5'                                   

6” Pine – N 27 deg. W, 40.9'                                          

3" Tamarack - S 66 deg. W, 31.0'                                           

6" Tamarack - S 67 deg. E, 50.2'

GLO BK 

4, P 37

27 46-27 NW

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

27 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 11 deg. E, 19.8'                                       

6” Tamarack – S 00 deg. E, 32.3'                                       

GLO BK 

4, P 53

27 46-27 SE

5/8" iron rod found 1' N of c/l E-W 

road at fence lines to N and S by J. 

Walker

1996

Nail in 10" Oak - N 18 deg. E, 95.15'                    

DNR RP in CFP - S 00 deg. E, 75.66'                    

DNR RP in Power Pole - N 58 deg. W, 90.77'

296544

27 46-27 SE
iron monument shown as found by C. 

Betley - no ties
1982

6 tracts surveyed in Gov't Lot 8,  Sec. 27, T46-

R27

Auditor's 

Bk 7       

27-31

27 46-27 SE
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Power Pole - N 45 deg. W, 81.4'                     

10” Elm - N 00 deg. E, 69.5'                                

12” Red Oak – North 45 deg. E, 90.0'

Book CH-

7  Page 

32

27 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

13” Butternut – N 30 deg. E, 33.7'                                   

6” Linden – N 33 deg. W, 13.9'                                          

10" Linden - S 51 deg. W, 23.1'                                           

10" Sugar - S 75 deg. E, 33.0'

GLO BK 

4, P 35

27 46-27 SW
Iron mon. set at corner by Charles 

Handschu
1966

PP - N 00 deg. E, 33.1'                                           

Tele.Pole – S 00 deg. W, 33.0'                               

9” Birch – S 45 deg. W, 86.0'

Book 1, 

Page 539

27 46-27 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

12” Sugar - N 63 deg. W, 21.0'                            

4” Linden - S 34 deg. W, 22.0'                                

11” Poplar – S 77 deg. E, 33.0' 

Book CH-

5  Page 

29

27 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Ironwood – N 29 deg. E, 11.2'                                   

12” Sugar – N 63 deg. W, 13.9'                                          

4" Linden - S 34 deg. W, 14.5'                                           

11" Aspen - S 77 deg. E, 21.8'

GLO BK 

4, P 52
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27 46-27 W 1/4

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

27 46-27
Lot Survey in Section by H.D. Keath, 

County Surveyor 
1927

1.65 acre Lot in SE1/4 of Section              

Distance and angles stated

Book 1, 

Page 421

27 46-27
Survey of N line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. With iron mon. - no new ties         

Only Distances shown 

Book 1, 

Page 390

28 46-27  
Subdivision of Section by Charles 

Handschu 
1966

Subd. of E ½ (G.L. 1,2,5,6)                                    

Bearings and Distances shown

Book 1, 

Page 539

28 46-27  
Survey in NW ¼ of Section by Chas. 

Handschu, Private Surveyor
1962 Survey of Lot 

Book CH-

3  Page 

76

28 46-27 E 1/4

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

28 46-27 M.C
M.C. Is on S line SW ¼ - Iron mon. set 

at corner by Charles Handschu
1966

6” Elm - N 45 deg. E, 11.3'                                     

12” Oak – N 90 deg. E, 20.9'      

Book 1, 

Page 539

28 46-27 M.C
M.C. Is on N line NE ¼ - Iron mon. set 

at corner by Charles Handschu
1966

6” Oak - N 90 deg. E, 1.5'                                       

8” Oak – S 20 deg. E, 4.8'      

Book 1, 

Page 539

28 46-27 M.C

M.C. Is on N line NE ¼ - Iron mon. set 

at corner by H.D. Keath, County 

Surveyor

1939
3” Elm - S 45 deg. E, 5.6'                                       

5” Red Oak – N 45 deg. W, 12.5'      

Book 1, 

Page 511

28 46-27 M.C

M.C. Is on S line SW ¼ - Iron pipe set 

at corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 442

28 46-27 M.C
New ties to M.C. On N line NW1/4  By 

Fred Heuer, County Surveyor
1921

9” Basswood – N 45 deg. E,  13.0'                        

14” Red Oak – N 45 deg. W, 14.8'  

Book 1, 

Page 327

28 46-27 M.C.

M.C. On E line SE¼ on S side of Little 

Pine Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
12” Black Oak – S 20 deg. W, 34.3'                                 

5” Maple – S 80 deg.E, 29.0'

GLO BK 

4, P 53

28 46-27 M.C.

M.C. On S line SW¼ on E side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” White Pine – S 19 deg. W, 45.5'                                       

4” Aspen – N 67 deg. E, 29.0'                                       

GLO BK 

4, P 73

28 46-27 M.C.

M.C. On N line NE¼ on W side of 

Little Pine Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4”Oak – N 26 deg. W, 15.2'                                       

6” Oak – S 44 deg. W, 5.3'                                       

GLO BK 

4, P 77

28 46-27 M.C.

M.C. On W line NW¼ on N side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Birch – N 31 deg. E, 23.1'                                       

4” Birch – N 44 deg. W, 12.5'                                       

GLO BK 

4, P 78

28 46-27 N 1/4
iron pipe shown as found by R. 

Anderson - no ties
1977

2 tracts surveyed in Gov't Lot 2,  Sec. 28, T46-

R27

Auditor's 

Bk 7       

27-31

28 46-27 N 1/4
Inp. Iron mon. fnd at fence corner by 

Charles Handschu
1966

PP - S 45 deg. W, 2.3'                                           

8” Poplar – S 90 deg. W, 29.2'      

Book 1, 

Page 539

28 46-27 N 1/4
Took new tie to inp. Corner by H.D. 

Keath, County Surveyor
1939 14” W. Oak - N 45 deg. E, 21.2'                        

Book 1, 

Page 511

28 46-27 N 1/4
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1921 14” White Oak – N 45 deg E, 21.2'                               

Book 1, 

Page 327

28 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
16” Pine – S 25 deg. W, 22.4'                                       

12” Pine – N 60 deg. E, 66.0'                                       

GLO BK 

4, P 78

28 46-27 NE

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

28 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Birch – N 74 deg. E, 5.3'                                   

4” Birch – N 25 deg. W, 4.0'                                          

6" Ironwood - S 25 deg. W, 21.8'                                           

6" Ironwood - S 21 deg. E, 14.5'

GLO BK 

4, P 78
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28 46-27 S 1/4
iron pipe shown as found by R. 

Anderson - no ties
1977

2 tracts surveyed in Gov't Lot 2,  Sec. 28, T46-

R27

Auditor's 

Bk 7       

27-31

28 46-27 S 1/4
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1930 Did not take new ties  

Book 1, 

Page 442

28 46-27 S 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Black Oak – N 25 deg. E, 11.9'                                       

4” Linden – S 14 deg. W, 16.5'                                       

GLO BK 

4, P 73

28 46-27 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

12” Sugar - N 63 deg. W, 21.0'                            

4” Linden - S 34 deg. W, 22.0'                                

11” Poplar – S 77 deg. E, 33.0' 

Book CH-

5  Page 

29

28 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Ironwood – N 29 deg. E, 11.2'                                   

12” Sugar – N 63 deg. W, 13.9'                                          

4" Linden - S 34 deg. W, 14.5'                                           

11" Aspen - S 77 deg. E, 21.8'

GLO BK 

4, P 52

28 46-27 SW

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

28 46-27 W 1/4

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

28 46-27
Subdivision of Section by H.D. Keath, 

County Surveyor 
1914

In NW ¼ and Gov't Lot 3 of Section                     

Distance and Brgs. shown 

Book 1, 

Page 172

29 46-27 E 1/4

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

29 46-27 M.C.

M.C. On S line SW ¼ - Conc. mon. 

set at cor. by H.D. Keath, Co. 

Surveyor

1925
12” White Pine – S 45 deg. E, 14.0'                      

18” Yellow Birch – N 45 deg. W, 6.0'      

Book 1, 

Page 410

29 46-27 M.C.

M.C. On E line NE¼ on N side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
4” Birch – N 31 deg. E, 23.1'                                       

4” Birch – N 44 deg. W, 12.5'                                       

GLO BK 

4, P 78

29 46-27 M.C.

M.C. On S line SW¼ on W side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
15” Black Oak – S 20 deg. W, 5.3'                                       

4” Sugar – N 70 deg. W, 7.9'                                       

GLO BK 

4, P 97

29 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
11” Sugar – N 60 deg. E, 7.9'                                       

8” Linden – S 35 deg. E, 11.9'                                       

GLO BK 

4, P 95

29 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

4” Birch – N 74 deg. E, 5.3'                                   

4” Birch – N 25 deg. W, 4.0'                                          

6" Ironwood - S 25 deg. W, 21.8'                                           

6" Ironwood - S 21 deg. E, 14.5'

GLO BK 

4, P 78

29 46-27 NW
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

29 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

12” White Pine – N 45 deg. E, 3.3'                                   

12” White Birch – N 75 deg. W, 10.6'                                          

9" White Birch - S 40 deg. W, 7.9'                                           

9" Black Oak - S 40 deg. E, 33.0'

GLO BK 

4, P 95

29 46-27 S 1/4

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

29 46-27 SE

Corner falls in Little Pine Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

29 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Tamarack – N 49 deg. E, 7.9'                                   

5” Tamarack – N 41 deg. W, 6.6'                                          

5" Tamarack - S 20 deg. W, 7.3'                                           

6" Tamarack - S 30 deg. E, 8.6'

GLO BK 

4, P 96

29 46-27 W 1/4
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

29 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Fir – S 60 deg. W, 14.5'                                       

4” Fir – N 75 deg. E, 7.3'                                       

GLO BK 

4, P 96
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29 46-27
Survey of W and S lines of Section by 

H.D. Keath, County Surveyor 
1925

Survey of W. and S lines SW ¼                            

Distance and Mag. Var. stated

Book 1, 

Page 410

30 46-27  

Tract Survey in Plat of OVERLAKE 

PARK by Don Mellem, County 

Surveyor 

1958
Part of Outlot I (in G. L. 4)                        

Distances and angles shown

Book 1, 

Page 516

30 46-27 E 1/4
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

30 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
6” Fir – S 60 deg. W, 14.5'                                       

4” Fir – N 75 deg. E, 7.3'                                       

GLO BK 

4, P 96

30 46-27 M.C.

M.C. On W line NW¼ on N side 

Sunset Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
6” Black Oak – N 81 deg. W, 12.5'                                 

4” White Birch – N 76 deg.E, 26.4'

GLO BK 

4, P 3

30 46-27 M.C.

M.C. On W line NW¼ on S side 

Sunset Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
4” Aspen – S 10 deg. W, 26.4'                                 

28” Pine – S 60 deg.E, 6.6'

GLO BK 

4, P 4

30 46-27 M.C.

M.C. On W line NW¼ on N side 

Sunset Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
6” Aspen – N 29 deg. E, 7.3'                                 

5” Aspen – N 37 deg.W, 7.3'

GLO BK 

4, P 4

30 46-27 M.C.

M.C. On S line SW¼ on E side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Butternut – N 83 deg. E, 21.1'                                       

5” Black Oak – S 05 deg. W, 15.2'                                       

GLO BK 

4, P 99

30 46-27 M.C.

M.C. On N line NW¼ on W side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Aspen – S 72 deg. W, 6.6'                                       

5” Aspen – N 46 deg. W, 12.5'                                       

GLO BK 

4, P 100

30 46-27 M.C.

M.C. On N line NW¼ on E side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” White Birch – N 23 deg. E, 13.2'                                       

6” Aspen – S 56 deg. E, 4.0'                                       

GLO BK 

4, P 100

30 46-27 N 1/4
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

30 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Sugar – N 00 deg. E, 28.4'                                       

5” Ironwood – S 19 deg. W, 10.6'                                       

GLO BK 

4, P 108

30 46-27 NE
iron pipe shown as found by R. 

Anderson - no ties
1979 3 tracts surveyed in NE 1/4,  Sec. 30, T46-R27

Auditor's 

Bk 7       

27-31

30 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

12” White Pine – N 45 deg. E, 3.3'                                   

12” White Birch – N 75 deg. W, 10.6'                                          

9" White Birch - S 40 deg. W, 7.9'                                           

9" Black Oak - S 40 deg. E, 33.0'

GLO BK 

4, P 95

30 46-27 NW
iron monument shown as found by 

W.. Buckler - no ties
1983

6 tracts surveyed in Gov't Lot 2,  Sec. 30, T46-

R27

Auditor's 

Bk 7       

27-31

30 46-27 NW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

11” Black Oak – N 62 deg. E, 27.1'                       

9” Black Oak – N 39 deg. W, 30.4'                                       

12" Black Oak - S 31 deg. W, 35.6'                                           

10" Black Oak - S 42 deg. E, 25.7'

GLO BK 

4, P 4

30 46-27 S 1/4

W.C. set 229.0' E of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
3” White Birch – N 22 deg. E, 79.9'                                       

4” Aspen – S 00 deg. E, 13.2'                                       

GLO BK 

4, P 99

30 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Tamarack – N 49 deg. E, 7.9'                                   

5” Tamarack – N 41 deg. W, 6.6'                                          

5" Tamarack - S 20 deg. W, 7.3'                                           

6" Tamarack - S 30 deg. E, 8.6'

GLO BK 

4, P 96

30 46-27 SW

Corner falls in Sunset Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 2
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30 46-27 W 1/4

Corner falls in Sunset Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 2

30 46-27
Survey of E line of Section by H.D. 

Keath, County Surveyor 
1925

Survey of E line SE ¼                                

Distance and Mag. Var. stated

Book 1, 

Page 410

31 46-27  

Tract Survey in SE1/4-SE1/4 of 

Section by Don Mellem, County 

Surveyor 

1958
Is in G.L. 7 (on Farm Island Lake)                        

Distance and angles shown

Book 1, 

Page 512

31 46-27 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

10” Black Oak - N 45 deg W, 8.2'                        

20” Basswood - S 45 deg E, 10.8'

Book 1, 

Page 287

31 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
11” Sugar – S 75 deg. E, 9.2'                                       

11” Aspen – N 65 deg. W, 3.3'                                       

GLO BK 

4, P 96

31 46-27 M.C.
M.C. On E. line SE ¼ - took new ties 

by Fred Heuer, County Surveyor
1920

7” Poplar - S 45 deg E, 10.8'                                  

6” Poplar - S 45 deg W, 21.8'

Book 1, 

Page 287

31 46-27 M.C.

M.C. On W line NW¼ on S side 

Sunset Lake - set wood post as part of 

original Government Survey by A> & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
18” White Pine – S 51 deg. W, 23.8'                                 

24” White Pine – S 73 deg.E, 27.1'

GLO BK 

4, P 1

31 46-27 M.C.

M.C. On E line SE¼ on W side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 74 deg. W, 17.8'                                       

4” Aspen – N 12 deg. E, 26.4'                                       

GLO BK 

4, P 97

31 46-27 M.C.

M.C. On N line NW¼ on E side of 

Sunset Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
5” Butternut – N 83 deg. E, 21.1'                                       

5” Black Oak – S 05 deg. W, 15.2'                                       

GLO BK 

4, P 99

31 46-27 M.C.

M.C. On S line SE ¼ on W side Farm 

Island Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1856
16” Red Pine – N 50 deg. W, 7.3'                   6” 

Burr Oak – S 08 deg.E, 22.4'

GLO BK 

4, P 5

31 46-27 N 1/4

W.C. set 229.0' E of true corner - set 

wood post as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
3” White Birch – N 22 deg. E, 79.9'                                       

4” Aspen – S 00 deg. E, 13.2'                                       

GLO BK 

4, P 99

31 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Tamarack – N 49 deg. E, 7.9'                                   

5” Tamarack – N 41 deg. W, 6.6'                                          

5" Tamarack - S 20 deg. W, 7.3'                                           

6" Tamarack - S 30 deg. E, 8.6'

GLO BK 

4, P 96

31 46-27 NW

Corner falls in Sunset Lake - no corner 

set as part of original Government 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 2

31 46-27 S 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set on fence cor. at fence 

lines E and S by J. Walker

1997
N & D in 16" Oak - N 20 deg. E, 18.77'                 

N & D in 16" Oak - N 80 deg. E, 25.52'
301932 196184.120 407061.940

31 46-27 S 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12” Sugar – N 18 deg. E, 25.1'                   24” 

White Pine – S 59 deg.W, 29.7'

GLO BK 

4, P 5

31 46-27 SE

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

31 46-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

9” Aspen – N 61 deg. W, 19.8'                       9” 

Aspen – N 28 deg. E, 7.3'                                       

8" Aspen - S 64 deg. E, 13.2'                                           

8" Aspen - S 05 deg. W, 13.2'

GLO BK 

4, P 5

31 46-27 W.C.

W.C. On W line SW¼ on S side 

Sunset Lake - set wood post as part of 

original Government Survey by A. & 

W.F. Ingerson, U.S. Deputy Surveyors

1870
4” Linden – S 71 deg. E, 18.5'                                 

6” Sugar – S 62 deg.W, 25.1'

GLO BK 

4, P 1

31 46-27

Section Subd. of Section by Fred 

Heuer, County Surveyor (Fnd. To be 

in error)

1920
Subd. S ½ of Section (S ¼ Cor. In error)             

Distance and Mag. Var. shown 

Book 1, 

Page 287

32 46-27 E 1/4

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53
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32 46-27 M.C.

M.C. On N line NW ¼ - Conc. mon. 

set at cor. by H.D. Keath, Co. 

Surveyor

1925
12” White Pine – S 45 deg. E, 14.0'                      

18” Yellow Birch – N 45 deg. W, 6.0'      

Book 1, 

Page 410

32 46-27 M.C.
M.C. On W. line SW ¼ - took new ties 

by Fred Heuer, County Surveyor
1920

7” Poplar - S 45 deg E, 10.8'                                  

6” Poplar - S 45 deg W, 21.8'

Book 1, 

Page 287

32 46-27 M.C.

M.C. On W line SW¼ on W side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
6” Aspen – N 74 deg. W, 17.8'                                       

4” Aspen – N 12 deg. E, 26.4'                                       

GLO BK 

4, P 97

32 46-27 M.C.

M.C. On N line NW¼ on W side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
15” Black Oak – S 20 deg. W, 5.3'                                       

4” Sugar – N 70 deg. W, 7.9'                                       

GLO BK 

4, P 97

32 46-27 N 1/4

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

32 46-27 NE

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

32 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Tamarack – N 49 deg. E, 7.9'                                   

5” Tamarack – N 41 deg. W, 6.6'                                          

5" Tamarack - S 20 deg. W, 7.3'                                           

6" Tamarack - S 30 deg. E, 8.6'

GLO BK 

4, P 96

32 46-27 S 1/4

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

32 46-27 SE iron pipe shown as set by C.Betley 1976 4 Parcels in Gov't Lot 1, Section 4, T 45,-R27

Auditor's 

Bk 11,           

1-5     

32 46-27 SE

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

32 46-27 SW

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

32 46-27 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

10” Black Oak - N 45 deg W, 8.2'                        

20” Basswood - S 45 deg E, 10.8'

Book 1, 

Page 287

32 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
11” Sugar – S 75 deg. E, 9.2'                                       

11” Aspen – N 65 deg. W, 3.3'                                       

GLO BK 

4, P 97

32 46-27 W 1/4

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

32 46-27
Resurvey of plat of RESTHAVEN bdry 

by Glen Bickley, County Surveyor
1923 Set iron mons. On boundary of plat  

Book 1, 

Page 387

33 46-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1930

Is in NE1/4 of Section                                     

Distance and Mag. Var. shown

Book 1, 

Page 448

33 46-27 E 1/4

Corner falls in Apple Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 52

33 46-27 M.C
M.C. Is on N line NW ¼ - Iron mon. 

set at corner by Charles Handschu
1966

6” Elm - N 45 deg. E, 11.3'                                     

12” Oak – N 90 deg. E, 20.9'      

Book 1, 

Page 539

33 46-27 M.C

M.C. Is on N line NW ¼ - Iron pipe set 

at corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 442

33 46-27 M.C.

M.C. On N line NW¼ on E side of 

Farm Island Lake - set wood post as 

part of original Government Survey by 

Ashbel Ingerson, U.S. Deputy 

Surveyor

1870
12” White Pine – S 19 deg. W, 45.5'                                       

4” Aspen – N 67 deg. E, 29.0'                                       

GLO BK 

4, P 73
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33 46-27 M.C.

M.C. On S line SE ¼ on E side Farm 

Island Lake - set wood post as part of 

original Government Survey by 

Everrett & Chaney, U.S. Deputy 

Surveyors

1859
12” Red Pine – S 30 deg. E, 2.0'                   

10” Sugar – N 60 deg.E, 55.4'

GLO BK 

4, P 4

33 46-27 N 1/4
iron pipe shown as found by R. 

Anderson - no ties
1977

2 tracts surveyed in Gov't Lot 2,  Sec. 28, T46-

R27

Auditor's 

Bk 7       

27-31

33 46-27 N 1/4
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1930 Did not take new ties  

Book 1, 

Page 442

33 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
13” Black Oak – N 25 deg. E, 11.9'                                       

4” Linden – S 14 deg. W, 16.5'                                       

GLO BK 

4, P 73

33 46-27 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

12” Sugar - N 63 deg. W, 21.0'                            

4” Linden - S 34 deg. W, 22.0'                                

11” Poplar – S 77 deg. E, 33.0' 

Book CH-

5  Page 

29

33 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Ironwood – N 29 deg. E, 11.2'                                   

12” Sugar – N 63 deg. W, 13.9'                                          

4" Linden - S 34 deg. W, 14.5'                                           

11" Aspen - S 77 deg. E, 21.8'

GLO BK 

4, P 52

33 46-27 NW

Corner falls in Farm Island Lake - no 

corner set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 53

33 46-27 S 1/4

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everrett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

33 46-27 SE
RR spk over iron rod set on c/l road at 

3' ditch to N by B. Shepperd
1989

N & D in 8" W. Pine - N 36 deg. E, 43.01'              

N & Cap in 3" Spruce - S 16 deg. E, 24.75'             

N & Cap in Power Pole - S 70 deg. W, 37.65'

259392

33 46-27 SE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

6” Tamarack – N 71 deg. W, 106.9'                       

5” Tamarack – S 42 deg. W, 59.4'                                       

5" Tamarack - S 88 deg. E, 59.4'                                           

No other tree listed

GLO BK 

4, P 3

33 46-27 SW iron pipe shown as set by C.Betley 1976 4 Parcels in Gov't Lot 1, Section 4, T 45,-R27

Auditor's 

Bk 11,           

1-5     

33 46-27 SW

corner falls in Farm Island Lake - no 

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856 no ties to corner as corner is in Lake
GLO BK 

4, P 4

33 46-27 W.C.

W.C. On E line SE¼ on S side of 

Apple Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – S 77 deg. E, 17.8'                                 

4” Tamarack – S 48 deg.W, 22.4'

GLO BK 

4, P 51

34 46-27  
Subdivision of Section 34 by E.W. 

Kelly, Deputy Co. Surveyor 
1903

found all Sec Cor. to subd. SE 1/4 of Section. 

Distance and mag. var. shown 

Book 1, 

Page 52

34 46-27 E 1/4

3/4" capped rebar "DNR Survey 

Marker" set in c/l N-S road at tree line 

to west by J. Walker

1996
DNR RP in 12" Birch - N 46 deg. E, 75.43'          

DNR RP in 24" W. Pine - S 30 deg. E, 57.05'  
299207

34 46-27 E 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Pine – N 69 deg. E, 10.6'                                       

7” Fir – S 56 deg. W, 15.2'                                       

GLO BK 

4, P 34

34 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – N 11 deg. E, 19.8'                                       

6” Tamarack – S 00 deg. E, 32.3'                                       

GLO BK 

4, P 53

34 46-27 NE

5/8" iron rod found 1' N of c/l E-W 

road at fence lines to N and S by J. 

Walker

1996

Nail in 10" Oak - N 18 deg. E, 95.15'                     

DNR RP in CFP - S 00 deg. E, 75.66'                  

DNR RP in Power Pole - N 58 deg. W, 90.77'

296544

34 46-27 NE
iron monument shown as found by C. 

Betley - no ties
1982

6 tracts surveyed in Gov't Lot 8,  Sec. 27, T46-

R27

Auditor's 

Bk 7       

27-31

34 46-27 NE
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Power Pole - N 45 deg. W, 81.4'                     

10” Elm - N 00 deg. E, 69.5'                                

12” Red Oak – North 45 deg. E, 90.0'

Book CH-

7  Page 

32

34 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

13” Butternut – N 30 deg. E, 33.7'                                   

6” Linden – N 33 deg. W, 13.9'                                          

10" Linden - S 51 deg. W, 23.1'                                           

10" Sugar - S 75 deg. E, 33.0'

GLO BK 

4, P 35
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34 46-27 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

12” Sugar - N 63 deg. W, 21.0'                            

4” Linden - S 34 deg. W, 22.0'                                

11” Poplar – S 77 deg. E, 33.0' 

Book CH-

5  Page 

29

34 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

5” Ironwood – N 29 deg. E, 11.2'                                   

12” Sugar – N 63 deg. W, 13.9'                                          

4" Linden - S 34 deg. W, 14.5'                                           

11" Aspen - S 77 deg. E, 21.8'

GLO BK 

4, P 52

34 46-27 S 1/4
1 1/4" pipe set 3' W of 18' wide N-S 

ditch by B. Shepperd  
1989

N & D in 6" W. Oak - S 26 deg. E, 40.70'              

N & D in 3" Ash - S 70 deg. W, 32.00'                   

N & D in 10" Elm - N 09 deg. W, 29.50'

259390

34 46-27 S 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
10" Tamarack - N 25 deg. E, 21.8'                                           

12" Tamarack - S 20 deg. W, 19.8'

GLO BK 

4, P 3

34 46-27 SE

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set approx. S 45 deg. 

E 18.5' of road at curve by B. 

Shepperd

1989

N & D in Twin 6" Elm - N 55 deg. E, 43.43'            

N & D in Dbl 7" Ash - N 83 deg. E, 62.56'             

Nail in N end 15" CMP - N 81 deg. W, 72.90'

259394

34 46-27 SE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Elm – N 67 deg. E, 17.8'                                   

7” Burr Oak – N 21 deg. W, 19.8'                                            

7" Ash - S 49 deg. W, 17.2'                                           

6" Ash - S 71 deg. E, 14.5'

GLO BK 

4, P 3

34 46-27 SW
RR spk over iron rod set on c/l road at 

3' ditch to N by B. Shepperd
1989

N & D in 8" W. Pine - N 36 deg. E, 43.01'              

N & Cap in 3" Spruce - S 16 deg. E, 24.75'            

N & Cap in Power Pole - S 70 deg. W, 37.65'

259392

34 46-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

6” Tamarack – N 71 deg. W, 106.9'                       

5” Tamarack – S 42 deg. W, 59.4'                                       

5" Tamarack - S 88 deg. E, 59.4'                                           

No other tree listed

GLO BK 

4, P 3

34 46-27 W 1/4

Corner falls in Apple Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
GLO BK 

4, P 52

34 46-27 W.C.

W.C. On W line SW¼ on S side of 

Apple Lake - set wood post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
4” Tamarack – S 77 deg. E, 17.8'                                 

4” Tamarack – S 48 deg.W, 22.4'

GLO BK 

4, P 51

35 46-27  
Subdivision of Section 35 by E.W. 

Kelly, Deputy Co. Surveyor 
1903

found and set all Sec Cor. on perimeter of 

Section. Distance and mag. var. shown 

Book 1, 

Page 51

35 46-27 E 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 25' E of c/l N-S ditch and 

7' W of N-S spoil pile by J. Walker

1996
(No ties taken)  Mon. set lost (2644.40' from 

NE and SE Sec. Cors.)
296512

35 46-27 E 1/4

no mention of setting a post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
no ties as no corner mentioned as having been 

set

GLO BK 

4, P 11

35 46-27 N 1/4
PK Nail found in c/l E-W road 20' E of 

field approach to N and S by J. Walker
1996

DNR RP in Tw. 16" Oak - N 45 deg. E, 145.77'     

DNR RP in 22" Oak - N 04 deg. E, 120.01'  
296514

35 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
20” Pine – S 26 deg. W, 19.1'                                       

4” Linden – N 05 deg. W, 32.3'                                       

GLO BK 

4, P 36

35 46-27 NE

5/8" iron rod found 32' N of c/l E-W 

road and on W edge driveway to N by 

J. Walker

1996

DNR RP in Power Pole - N 26 deg. W, 46.62'       

DNR RP in Tr. 8" Oak - N 05 deg. E, 98.65'         

Ctr Tele. Box - S 26 deg. W, 105.65'

296513

35 46-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

35 46-27 NE

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

10” Pine – N 33 deg. E, 11.9'                       5” 

Birch – N 33 deg. W, 38.3'                                       

30" Pine - S 35 deg. W, 38.9'                                           

3" Birch - S 38 deg. E, 48.8'

GLO BK 

4, P 11

35 46-27 NW

5/8" iron rod found 1' N of c/l E-W 

road at fence lines to N and S by J. 

Walker

1996

Nail in 10" Oak - N 18 deg. E, 95.15'                      

DNR RP in CFP - S 00 deg. E, 75.66'                 

DNR RP in Power Pole - N 58 deg. W, 90.77'

296544

35 46-27 NW
iron monument shown as found by C. 

Betley - no ties
1982

6 tracts surveyed in Gov't Lot 8,  Sec. 27, T46-

R27

Auditor's 

Bk 7       

27-31

35 46-27 NW
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Power Pole - N 45 deg. W, 81.4'                     

10” Elm - N 00 deg. E, 69.5'                                

12” Red Oak – North 45 deg. E, 90.0'

Book CH-

7  Page 

32
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35 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

13” Butternut – N 30 deg. E, 33.7'                                   

6” Linden – N 33 deg. W, 13.9'                                          

10" Linden - S 51 deg. W, 23.1'                                           

10" Sugar - S 75 deg. E, 33.0'

GLO BK 

4, P 35

35 46-27 S 1/4

3/4" rebar "DNR Survey Marker" set 

on down E-W fence line approx. 80' W 

of fence line to N by J. Walker

1996 (No ties taken)  296547

35 46-27 S 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
5" Tamarack - N 05 deg. W, 42.9'                                           

5" Tamarack - N 55 deg. E, 40.3'

GLO BK 

4, P 2

35 46-27 SE
3/4" rebar "DNR Survey Marker" set 1' 

NE of edge of ditch by J. Walker
1996

(No ties taken)  Mon. is 28' E of N-S ditch c/l 

and is 28' N of E-W ditch c/l 
296546

35 46-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

35 46-27 SE

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7" Tamarack - N 44 deg. E, 139.9'                                           

5" Tamarack - N 66 deg. W, 466.0'                                           

5" Tamarack - S 01 deg. E, 50.8'

GLO BK 

4, P 1

35 46-27 SW

1 1/4"x1 1/4" capped Alum. "DNR 

Survey Marker" set approx. S 45 deg. 

E 18.5' of road at curve by B. 

Shepperd

1989

N & D in Twin 6" Elm - N 55 deg. E, 43.43'          

N & D in Dbl 7" Ash - N 83 deg. E, 62.56'             

Nail in N end 15" CMP - N 81 deg. W, 72.90'

259394

35 46-27 SW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

8” Elm – N 67 deg. E, 17.8'                                   

7” Burr Oak – N 21 deg. W, 19.8'                                            

7" Ash - S 49 deg. W, 17.2'                                           

6" Ash - S 71 deg. E, 14.5'

GLO BK 

4, P 3

35 46-27 W 1/4

3/4" capped rebar "DNR Survey 

Marker" set in c/l N-S road at tree line 

to west by J. Walker

1996
DNR RP in 12" Birch - N 46 deg. E, 75.43'          

DNR RP in 24" W. Pine - S 30 deg. E, 57.05'                                 
299207

35 46-27 W 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Pine – N 69 deg. E, 10.6'                                       

7” Fir – S 56 deg. W, 15.2'                                       

GLO BK 

4, P 34

36 46-27 E 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 22' W of c/l N-S ditch in 

line with c/l ditch to E by J. Walker

1996
(No ties taken)  Mon. is 6' E of c/l N-S spoil 

bank 
296543

36 46-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
7" Tamarack - N 35 deg. E, 7.9'                                                      

5" Tamarack - N 10 deg. W, 12.5'                                                             

GLO BK 

1, P 1

36 46-27 N 1/4
1" pipe found 32' N of c/l E-W road at 

W edge woods on N by J. Walker
1996

R/W post - N 00 deg. E, 33.00'                              

R/W post - S 00 deg. E, 107.00'          
296516

36 46-27 N 1/4

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
10” Pine – N 33 deg. E, 57.4'                       15” 

Pine – S 84 deg. E, 46.9'                                       

GLO BK 

4, P 12

36 46-27 NE

3/8" capped rebar found 32' N of E-W 

road and 16' E of N-S road by J. 

Walker

1996

Nail in Power Pole - N 35 deg. E, 57.49'              

PK Nail in c/l Hwy - S 00 deg. E, 32.02'               

Ctr Tele. Box - S 14 deg. W, 110.51'

296515

36 46-27 NE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

36 46-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

7" Tamarack - N 01 deg. E, 80.5'                                                      

7" Tamarack - S 12 deg. W, 77.9'                       

7" Tamarack - S 20 deg. E, 47.5'                                             

10" Black Oak - N 08 deg. W, 101.6'                                               

GLO BK 

1, P 1

36 46-27 NW

5/8" iron rod found 32' N of c/l E-W 

road and on W edge driveway to N by 

J. Walker

1996

DNR RP in Power Pole - N 26 deg. W, 46.62'     

DNR RP in Tr. 8" Oak - N 05 deg. E, 98.65'         

Ctr Tele. Box - S 26 deg. W, 105.65'

296513

36 46-27 NW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

36 46-27 NW

wood post set as part of original 

Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870

10” Pine – N 33 deg. E, 11.9'                       5” 

Birch – N 33 deg. W, 38.3'                                       

30" Pine - S 35 deg. W, 38.9'                                           

3" Birch - S 38 deg. E, 48.8'

GLO BK 

4, P 11

36 46-27 S 1/4
"T" steel post set in swamp by J. 

Walker
1996 (No ties taken) 296545

36 46-27 S 1/4

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856
12" Aspen - N 89 deg. E, 1273.8'                                           

12" Aspen - S 89 deg. E, 281.1'

GLO BK 

4, P 16

36 46-27 SE
3" pipe found 7' E of c/l N-S road and 

28' S of ditch to E by J. Walker
1992 (No ties taken) 275505 196161.644 436095.658

36 46-27 SE
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

36 46-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870
10” Pine – N 33 deg. E, 57.4'                       15” 

Pine – S 84 deg. E, 46.9'                                       

GLO BK 

1, P 1

Page 360 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

36 46-27 SW
3/4" rebar "DNR Survey Marker" set 1' 

NE of edge of ditch by J. Walker
1996

(No ties taken)  Mon. is 28' E of N-S ditch c/l 

and is 28' N of E-W ditch c/l 
296546

36 46-27 SW
Iron pipe monument set for corner by 

Glen Bickley, County Surveyor
1923

Set mons. As part of Ditch Survey                        

No new ties taken 

Book 2, 

Page 125

36 46-27 SW

wood post set as part of original 

Government Survey by Everett & 

Chaney, U.S. Deputy Surveyors

1856

7" Tamarack - N 44 deg. E, 139.9'                                           

5" Tamarack - N 66 deg. W, 466.0'                                           

5" Tamarack - S 01 deg. E, 50.8'

GLO BK 

4, P 1

36 46-27 W 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 25' E of c/l N-S ditch and 

7' W of N-S spoil pile by J. Walker

1996
(No ties taken)  Mon. set lost (2644.40' from 

NE and SE Sec. Cors.)
286512

36 46-27 W 1/4

no mention of setting a post as part of 

original Government Survey by Ashbel 

Ingerson, U.S. Deputy Surveyor

1870
no ties as no corner mentioned as having been 

set

GLO BK 

4, P 11

1 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Fir – N 15 deg. W, 18.5'                                    

8” Fir – N 90 deg. E, 3.3'

GLO  Bk 

8 P. 6

1 47-22 N 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
10” Cedar – N 34 deg. E, 20.5'                                   

10” Cedar – N 11 deg. W, 17.2'                                          

GLO  Bk 

3 P. 8

1 47-22 NW

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Spruce – S 20 deg. E, 19.8'                                

5” White Birch – S 20 deg. W, 15.2'

GLO  Bk 

8 P. 18

1 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Tamarack – N 73 deg. E, 4.6'                                   

5” Tamarack – N 09 deg. W, 5.3'                                          

GLO  Bk 

3 P. 8

1 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Ash – N 20 deg. E, 19.8'                                   

5” Aspen – S 40 deg. W, 13.2'

GLO  Bk 

8 P. 17

1 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 31 deg. E, 14.5'                          

3” Tamarack - N 33 deg. W, 16.5'                           

3” Tamarack - S 47 deg. W, 18.5'                         

3” Tamarack - S 58 deg. E, 19.8'

GLO  Bk 

8 P. 6

1 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Fir - N 48 deg. E, 14.5'                                      

6” White Birch - N 25 deg. W, 16.5'                       

8” Ash - S 60 deg. W, 13.2'                                   

4” Ash – S 30 deg. E, 7.9'

GLO  Bk 

8 P. 16

1 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Aspen – S 15 deg. E, 13.2'                                

8” Spruce – S 45 deg. W, 19.8'

GLO  Bk 

8 P. 18

2 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Aspen – S 15 deg. E, 13.2'                                

8” Spruce – S 45 deg. W, 19.8'

GLO  Bk 

8 P. 18

2 47-22 N 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Aspen – N 46 deg. E, 17.2'                                   

8” Aspen – N 29 deg. W, 9.2'                                          

Book 3, 

Page 9

2 47-22 NE

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Spruce – S 20 deg. E, 19.8'                              

5” White Birch – S 20 deg. W, 15.2'

GLO  Bk 

8 P. 18

2 47-22 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Tamarack – N 73 deg. E, 4.6'                                   

5” Tamarack – N 09 deg. W, 5.3'                                          

Book 3, 

Page 8

2 47-22 NW

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Fir – S 10 deg. W, 9.2'                                       

6” Sugar – S 30 deg. E, 14.5'

GLO  Bk 

8 P. 29

2 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 43 deg. E, 10.6'                                   

7” Tamarack – N 37 deg. W, 11.9'                                          

Book 3, 

Page 9

2 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack – N 00 deg. E, 9.9'                           

6” Tamarack – S 50 deg. W, 16.5'

GLO  Bk 

8 P. 28

2 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Fir - N 48 deg. E, 14.5'                                      

6” White Birch - N 25 deg. W, 16.5'                       

8” Ash - S 60 deg. W, 13.2'                                   

4” Ash – S 30 deg. E, 7.9'

GLO  Bk 

8 P. 16

2 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 7.9'                             

6” Tamarack- N 85 deg. W, 9.9'                             

5” Tamarack - S 30 deg. W, 16.5'                         

5” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

8 P. 27
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2 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
2 1/2” Tamarack – N 15 deg. W, 18.5'                    

3” Tamarack – N 75 deg. E, 14.5'

GLO  Bk 

8 P. 29

3 47-22  
Survey of west line of Section 3 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SW cor. and set W1/4 & NW cor. from 

B.T.s  Distance and mag. var. shown 

Book 1, 

Page 39

3 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
2 1/2” Tamarack – N 15 deg. W, 18.5'                    

3” Tamarack – N 75 deg. E, 14.5'

GLO  Bk 

8 P. 29

3 47-22 NE

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Fir – S 10 deg. W, 9.2'                                       

6” Sugar – S 30 deg. E, 14.5'

GLO  Bk 

8 P. 29

3 47-22 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 43 deg. E, 10.6'                                   

7” Tamarack – N 37 deg. W, 11.9'                                          

Book 3, 

Page 9

3 47-22 NW

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Aspen – S 20 deg. E, 6.6'                                  

9” Aspen – S 85 deg. W, 2.6'

GLO  Bk 

8 P. 40

3 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 40 deg. E, 13.2'                                   

9” Tamarack – N 42 deg. W, 11.9'                                          

Book 3, 

Page 10

3 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack -N 51 deg. E, 16.5'                            

4” Tamarack – S 87 deg. W, 10.6'

GLO  Bk 

8 P. 39

3 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 7.9'                             

6” Tamarack- N 85 deg. W, 9.9'                             

5” Tamarack - S 30 deg. W, 16.5'                         

5” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

8 P. 27

3 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 16.5'                          

6” Tamarack- N 45 deg. W, 7.9'                            

4” Tamarack - S 55 deg. W, 19.8'                        

3” Tamarack – S 43 deg. E, 2.6'

GLO  Bk 

8 P. 38

3 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Pine – N 63 deg. E, 20.5'                        

9” White Birch – S 42 deg. W, 11.2'

GLO  Bk 

8 P. 40

4 47-22  
Survey of east line of Section 4 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SE cor. and set E1/4 & NE cor. from 

B.T.s  Distance and mag. var. shown 

Book 1, 

Page 39

4 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Pine – N 63 deg. E, 20.5'                        

9” White Birch – S 42 deg. W, 11.2'

GLO  Bk 

8 P. 40

4 47-22 M.C.

M.C. is on N line NE 1/4 - 1089  feet 

East of 1/4 Cor.- wood post set as part 

of original Government Survey by 

Milton Nye, U.S. Deputy Surveyor

1857
8” Tamarack – S 12 deg. W, 96.4'                                   

7” Tamarack – S 27 deg. E, 89.1'                                          

Book 3, 

Page 11

4 47-22 M.C.

M.C. is on N line NW 1/4 - 1202  feet 

West of 1/4 Cor.- wood post set as 

part of original Government Survey by 

Milton Nye, U.S. Deputy Surveyor

1857
6” White Pine – N 39 deg. W, 50.8'                                   

5” White Pine – N 54 deg. W, 44.9'                                          

Book 3, 

Page 11

4 47-22 N 1/4

Corner falls in Rice Lake - no wood 

post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857 No ties as corner falls in lake
Book 3, 

Page 11

4 47-22 NE

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Aspen – S 20 deg. E, 6.6'                                  

9” Aspen – S 85 deg. W, 2.6'

GLO  Bk 

8 P. 40

4 47-22 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 40 deg. E, 13.2'                                   

9” Tamarack – N 42 deg. W, 11.9'                                          

Book 3, 

Page 10

4 47-22 NW

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Spruce – S 75 deg. E, 13.2'                               

10” Spruce – S 80 deg. W, 23.1'

GLO  Bk 

8 P. 51

4 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Spruce – N 05 deg. E, 12.9'                                   

7” Tamarack – N 58 deg. W, 20.5'                                          

Book 3, 

Page 12

4 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack - N 71 deg. E, 113.5'                         

3” Tamarack – S 62 deg. W, 92.4'

GLO  Bk 

8 P. 50
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4 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 16.5'                          

6” Tamarack- N 45 deg. W, 7.9'                            

4” Tamarack - S 55 deg. W, 19.8'                        

3” Tamarack – S 43 deg. E, 2.6'

GLO  Bk 

8 P. 38

4 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 46 deg. E, 7.9'                                  

4” Spruce - N 50 deg. W, 11.2'                             

4” Spruce - S 55 deg. W, 4.6'                                

4” Spruce – S 15 deg. E, 19.8'

GLO  Bk 

8 P. 49

4 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Aspen - N 36 deg. E, 13.2'                    

11” White Aspen – N 28 deg. W, 11.2'

GLO  Bk 

8 P. 51

4 47-22
Subdivision of Section 4 by H.D. 

Keath, County Surveyor 
1913

3" posts set at 1/16th Cors., No new ties               

Distance only shown 

Book 1, 

Page 146

5 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Aspen - N 36 deg. E, 13.2'                    

11” White Aspen – N 28 deg. W, 11.2'

GLO  Bk 

8 P. 51

5 47-22 N 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
10” Aspen – N 70 deg. E, 33.0'                                   

7” Aspen – N 49 deg. W, 25.7'                                          

Book 3, 

Page 12

5 47-22 NE

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
6” Spruce – S 75 deg. E, 13.2'                               

10” Spruce – S 80 deg. W, 23.1'

GLO  Bk 

8 P. 51

5 47-22 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Spruce – N 05 deg. E, 12.9'                                   

7” Tamarack – N 58 deg. W, 20.5'                                          

Book 3, 

Page 12

5 47-22 NW

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
10” Aspen – S 10 deg. W, 19.8'                             

18” Aspen – S 87 deg. E, 15.2'

GLO  Bk 

8 P. 68

5 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
9” Tamarack – N 89 deg. E, 5.3'                                   

10” Tamarack – N 87 deg. W, 42.2'                                          

Book 3, 

Page 13

5 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack - N 00 deg. E, 16.5'                           

4” Tamarack – S 30 deg. W, 7.9'

GLO  Bk 

8 P. 65

5 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 46 deg. E, 7.9'                                  

4” Spruce - N 50 deg. W, 11.2'                             

4” Spruce - S 55 deg. W, 4.6'                                

4” Spruce – S 15 deg. E, 19.8'

GLO  Bk 

8 P. 49

5 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 45 deg. W, 3.3'                                

5” Spruce - N 83 deg. E, 5.9'                                

5” Spruce - S 40 deg. W, 4.6'                               

4” Spruce – S 60 deg. E, 4.6'

GLO  Bk 

8 P. 64

6 47-22  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1927

Partial subd. - primarily E1/2, set 1/16th cors.        

Distance and Mag. Var. shown

Book 1,  

Page 425

6 47-22 N 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Linden – N 32 deg. E, 4.6'                                   

7” Linden – N 24 deg. W, 25.7'                                          

Book 3, 

Page 13

6 47-22 NE

Set wood post for CC as part of 

original Government Land Office 

Survey by B.F. Jenness, U.S. Deputy 

Surveyor

1870
10” Aspen – S 10 deg. W, 19.8'                             

18” Aspen – S 87 deg. E, 15.2'

GLO  Bk 

8 P. 68

6 47-22 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
9” Tamarack – N 89 deg. E, 5.3'                                   

10” Tamarack – N 87 deg. W, 42.2'                                          

Book 3, 

Page 13

6 47-22 NW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
4” Tamarack – N 67 deg. E, 192.1'                                   

4” Spruce – N 27 deg. W, 178.2'                                          

Book 3, 

Page 14

6 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack - N 30 deg. W, 7.9'                           

3” Tamarack – S 36 deg. E, 16.5'

GLO  Bk 

8 P. 66

6 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 45 deg. W, 3.3'                                

5” Spruce - N 83 deg. E, 5.9'                                

5” Spruce - S 40 deg. W, 4.6'                               

4” Spruce – S 60 deg. E, 4.6'

GLO  Bk 

8 P. 64

6 47-22 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. E, 11.9'                      6“ 

Spruce – N 60 deg. W, 7.9'                              

4” Tamarack – S 33 deg. W, 15.2'                            

6" Spruce - S 38 deg. E, 9.2'

GLO  Bk 

12 P. 5

6 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
13“ White Birch – S 38 deg. E, 2.0'                          

12” White Birch - N 31 deg. W, 12.5'

GLO  Bk 

12 P. 6
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7 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Spruce - N 61 deg. E, 6.6'                              

6” Fir – N 33 deg. W, 7.9'

GLO  Bk 

8 P. 64

7 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack - N 30 deg. W, 7.9'                           

3” Tamarack – S 36 deg. E, 16.5'

GLO  Bk 

8 P. 66

7 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 45 deg. W, 3.3'                                

5” Spruce - N 83 deg. E, 5.9'                                

5” Spruce - S 40 deg. W, 4.6'                               

4” Spruce – S 60 deg. E, 4.6'

GLO  Bk 

8 P. 64

7 47-22 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. E, 11.9'                      6“ 

Spruce – N 60 deg. W, 7.9'                              

4” Tamarack – S 33 deg. W, 15.2'                            

6" Spruce - S 38 deg. E, 9.2'

GLO  Bk 

12 P. 5

7 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack - N 80 deg. E, 4.6'                          

7” Fir – S 40 deg. W, 7.9'

GLO  Bk 

8 P. 63

7 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Spruce - N 45 deg. W, 5.9'                                

4” Spruce - S 45 deg. W, 5.3'                                

4” Spruce - S 45 deg. E, 4.6'                                

4” Spruce – N 45 deg. E, 9.9'

GLO  Bk 

8 P. 61

7 47-22 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Tamarack – N 33 deg. E, 17.8'                      

13“ Tamarack – N 31 deg. W, 13.9'                              

12” White Pine – S 70 deg. W, 15.8'                            

11" White Pine - S 27 deg. E, 15.2'

GLO  Bk 

12 P. 4

7 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ Aspen – S 80 deg. E, 9.2'                          

6” White Pine - S 66 deg. W, 4.6'

GLO  Bk 

12 P. 45

8 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - S 60 deg. E, 18.5'                           

4” Spruce – S 50 deg. W, 19.1'

GLO  Bk 

8 P. 49

8 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack - N 00 deg. E, 16.5'                           

4” Tamarack – S 30 deg. W, 7.9'

GLO  Bk 

8 P. 65

8 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 46 deg. E, 7.9'                                  

4” Spruce - N 50 deg. W, 11.2'                             

4” Spruce - S 55 deg. W, 4.6'                                

4” Spruce – S 15 deg. E, 19.8'

GLO  Bk 

8 P. 49

8 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 45 deg. W, 3.3'                                

5” Spruce - N 83 deg. E, 5.9'                                

5” Spruce - S 40 deg. W, 4.6'                               

4” Spruce – S 60 deg. E, 4.6'

GLO  Bk 

8 P. 64

8 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce – N 40 deg. W, 14.5'                             

5” Spruce – S 22 deg. E, 3.3'

GLO  Bk 

8 P. 62

8 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 10 deg. E, 13.9'                       

6” Sugar - N 27 deg. W, 9.9'                                

10” Linden - S 36 deg. W, 28.4'                             

8” White Birch – S 49 deg. E, 4.6'

GLO  Bk 

8 P. 47

8 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Spruce - N 45 deg. W, 5.9'                                

4” Spruce - S 45 deg. W, 5.3'                                

4” Spruce - S 45 deg. E, 4.6'                                

4” Spruce – N 45 deg. E, 9.9'

GLO  Bk 

8 P. 61

8 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Spruce - N 61 deg. E, 6.6'                              

6” Fir – N 33 deg. W, 7.9'

GLO  Bk 

8 P. 64

9 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” White Pine – N 47 deg. E, 5.9'                           

12” Tamarack – S 23 deg. W, 13.9'

GLO  Bk 

8 P. 38

9 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack - N 71 deg. E, 113.5'                         

3” Tamarack – S 62 deg. W, 92.4'

GLO  Bk 

8 P. 50

9 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 16.5'                          

6” Tamarack- N 45 deg. W, 7.9'                            

4” Tamarack - S 55 deg. W, 19.8'                           

3” Tamarack – S 43 deg. E, 2.6'

GLO  Bk 

8 P. 38

9 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Spruce - N 46 deg. E, 7.9'                                  

4” Spruce - N 50 deg. W, 11.2'                             

4” Spruce - S 55 deg. W, 4.6'                                

4” Spruce – S 15 deg. E, 19.8'

GLO  Bk 

8 P. 49

9 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - N 72 deg. E, 6.6'                           

3” Tamarack – S 30 deg. W, 4.6'

GLO  Bk 

8 P. 48
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9 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" Tamarack - N 11 deg. E, 13.2'                        

12” Tamarack- N 21 deg. W, 7.3'                          

6” Tamarack - S 73 deg. E, 19.8'                           

5” Tamarack – S 09 deg. W, 20.5'

GLO  Bk 

8 P. 36

9 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 10 deg. E, 13.9'                       

6” Sugar - N 27 deg. W, 9.9'                                

10” Linden - S 36 deg. W, 28.4'                             

8” White Birch – S 49 deg. E, 4.6'

GLO  Bk 

8 P. 47

9 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - S 60 deg. E, 18.5'                           

4” Spruce – S 50 deg. W, 19.1'

GLO  Bk 

8 P. 49

9 47-22
Road Survey along E. line of Sec. 9 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for SE and E1/4 cor. No new ties. 

Distance and mag. var. shown 

Book 1, 

Page 40

10 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Birch – S 27 deg. E, 9.9'                       

36” White Pine – S 90 deg. W, 11.9'

GLO  Bk 

8 P. 27

10 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack -N 51 deg. E, 16.5'                            

4” Tamarack – S 87 deg. W, 10.6'

GLO  Bk 

8 P. 39

10 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 7.9'                             

6” Tamarack- N 85 deg. W, 9.9'                             

5” Tamarack - S 30 deg. W, 16.5'                         

5” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

8 P. 27

10 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 16.5'                          

6” Tamarack- N 45 deg. W, 7.9'                            

4” Tamarack - S 55 deg. W, 19.8'                        

3” Tamarack – S 43 deg. E, 2.6'

GLO  Bk 

8 P. 38

10 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Fir – N 10 deg. W, 5.3'                                       

5” Sugar – S 00 deg. E, 3.3'

GLO  Bk 

8 P. 37

10 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Spruce - S 27 deg. E, 19.8'                             

10” Spruce- S 75 deg. W, 18.5'                             

24” White Pine - N 73 deg. W, 32.3'                       

13” White Birch – N 28 deg. E, 46.2'

GLO  Bk 

8 P. 25

10 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" Tamarack - N 11 deg. E, 13.2'                        

12” Tamarack- N 21 deg. W, 7.3'                          

6” Tamarack - S 73 deg. E, 19.8'                           

5” Tamarack – S 09 deg. W, 20.5'

GLO  Bk 

8 P. 36

10 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” White Pine – N 47 deg. E, 5.9'                           

12” Tamarack – S 23 deg. W, 13.9'

GLO  Bk 

8 P. 38

10 47-22
Road Survey along W. line of Sec. 10 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for SW and W1/4 cor. No new ties. 

Distance and mag. var. shown 

Book 1, 

Page 40

11 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Spruce – S 30 deg. E, 14.5'                               

24” White Pine – S 90 deg. W, 13.2'

GLO  Bk 

8 P. 16

11 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack – N 00 deg. E, 9.9'                           

6” Tamarack – S 50 deg. W, 16.5'

GLO  Bk 

8 P. 28

11 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Fir - N 48 deg. E, 14.5'                                      

6” White Birch - N 25 deg. W, 16.5'                       

8” Ash - S 60 deg. W, 13.2'                                   

4” Ash – S 30 deg. E, 7.9'

GLO  Bk 

8 P. 16

11 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 7.9'                             

6” Tamarack- N 85 deg. W, 9.9'                             

5” Tamarack - S 30 deg. W, 16.5'                         

5” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

8 P. 27

11 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 10 deg. W, 16.5'                     

10” Spruce – S 60 deg. W, 9.9'

GLO  Bk 

8 P. 26

11 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Spruce - N 50 deg. E, 11.2'                              

3” Spruce - N 85 deg. W, 22.4'                             

3” Spruce - S 30 deg. E, 14.5'                               

3” Spruce – S 55 deg. W, 22.4'

GLO  Bk 

8 P. 14

11 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Spruce - S 27 deg. E, 19.8'                             

10” Spruce- S 75 deg. W, 18.5'                             

24” White Pine - N 73 deg. W, 32.3'                       

13” White Birch – N 28 deg. E, 46.2'

GLO  Bk 

8 P. 25

11 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Birch – S 27 deg. E, 9.9'                       

36” White Pine – S 90 deg. W, 11.9'

GLO  Bk 

8 P. 27
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12 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Linden – N 35 deg. E, 16.5'                              

11” Sugar – S 55 deg. W, 10.6'

GLO  Bk 

8 P. 5

12 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Ash – N 20 deg. E, 19.8'                                   

5” Aspen – S 40 deg. W, 13.2'

GLO  Bk 

8 P. 17

12 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 31 deg. E, 14.5'                         

3” Tamarack - N 33 deg. W, 16.5'                         

3” Tamarack - S 47 deg. W, 18.5'                         

3” Tamarack - S 58 deg. E, 19.8'

GLO  Bk 

8 P. 6

12 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Fir - N 48 deg. E, 14.5'                                      

6” White Birch - N 25 deg. W, 16.5'                       

8” Ash - S 60 deg. W, 13.2'                                   

4” Ash – S 30 deg. E, 7.9'

GLO  Bk 

8 P. 16

12 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Sugar – N 15 deg. E, 5.3'                                   

6” Sugar – S 05 deg. E, 13.2'

GLO  Bk 

8 P. 15

12 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 43 deg. E, 7.9'                            

4” Tamarack - N 32 deg. W, 16.5'                           

6” Tamarack - S 55 deg. W, 13.2'                         

5” Tamarack - S 34 deg. E, 11.9'

GLO  Bk 

8 P. 5

12 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Spruce - N 50 deg. E, 11.2'                              

3” Spruce - N 85 deg. W, 22.4'                             

3” Spruce - S 30 deg. E, 14.5'                               

3” Spruce – S 55 deg. W, 22.4'

GLO  Bk 

8 P. 14

12 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Spruce – S 30 deg. E, 14.5'                               

24” White Pine – S 90 deg. W, 13.2'

GLO  Bk 

8 P. 16

13 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Birch – N 40 deg. E, 13.2'                                

5” Tamarack – S 47 deg. W, 7.9'

GLO  Bk 

8 P.4

13 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Sugar – N 15 deg. E, 5.3'                                   

6” Sugar – S 05 deg. E, 13.2'

GLO  Bk 

8 P. 15

13 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Tamarack - N 43 deg. E, 7.9'                            

4” Tamarack - N 32 deg. W, 16.5'                           

6” Tamarack - S 55 deg. W, 13.2'                         

5” Tamarack - S 34 deg. E, 11.9'

GLO  Bk 

8 P. 5

13 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Spruce - N 50 deg. E, 11.2'                              

3” Spruce - N 85 deg. W, 22.4'                             

3” Spruce - S 30 deg. E, 14.5'                               

3” Spruce – S 55 deg. W, 22.4'

GLO  Bk 

8 P. 14

13 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce – S 30 deg. E, 13.2'                             

3” Spruce – N 75 deg. W, 5.9'

GLO  Bk 

8 P. 13

13 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Baume Giliad - N 46 deg. E, 17.8'                   

8” Tamarac - N 50 deg. W, 11.9'                           

8” Tamarac - S 25 deg. W, 19.8'                            

6” Spruce - S 40 deg. E, 23.1'

GLO  Bk 

8 P. 4

13 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

30" White Pine - N 15 deg. E, 18.5'                       

10” White Birch - N 45 deg. W, 13.2'                      

7” Sugar - S 35 deg. W, 9.9'                                   

6” Fir – S 35 deg. E, 9.2'

GLO  Bk 

8 P. 12

13 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack – N 40 deg. W, 7.9'                          

5” Tamarack – S 30 deg. E, 13.2'

GLO  Bk 

8 P. 14

14 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack – N 40 deg. W, 7.9'                          

5” Tamarack – S 30 deg. E, 13.2'

GLO  Bk 

8 P. 14

14 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Birch – N 10 deg. W, 16.5'                     

10” Spruce – S 60 deg. W, 9.9'

GLO  Bk 

8 P. 26

14 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Spruce - N 50 deg. E, 11.2'                              

3” Spruce - N 85 deg. W, 22.4'                             

3” Spruce - S 30 deg. E, 14.5'                               

3” Spruce – S 55 deg. W, 22.4'

GLO  Bk 

8 P. 14

14 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Spruce - S 27 deg. E, 19.8'                             

10” Spruce- S 75 deg. W, 18.5'                             

24” White Pine - N 73 deg. W, 32.3'                       

13” White Birch – N 28 deg. E, 46.2'

GLO  Bk 

8 P. 25

14 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Spruce – S 35 deg. E, 9.9'                              

4” Spruce – N 85 deg. W, 13.2'

GLO  Bk 

8 P. 24
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14 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

30" White Pine - N 15 deg. E, 18.5'                       

10” White Birch - N 45 deg. W, 13.2'                      

7” Sugar - S 35 deg. W, 9.9'                                   

6” Fir – S 35 deg. E, 9.2'

GLO  Bk 

8 P. 12

14 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Birch - S 35 deg. W, 23.8'                               

8” Birch - S 15 deg. E, 6.6'                                  

28” Pine - N 15 deg. W, 33.0'                              

5” Tamarack – N 37 deg. E, 11.9'

GLO  Bk 

8 P. 23

14 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Fir – N 80 deg. E, 7.3'                                       

5” Spruce – N 65 deg. W, 11.22'

GLO  Bk 

8 P. 25

15 47-22  
Road Survey on W. line of Section 15 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found SW & NW cor. and set W1/4 lost.                 

Distance and mag. var. shown 

Book 1, 

Page 41

15 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Fir – N 80 deg. E, 7.3'                                       

5” Spruce – N 65 deg. W, 11.22'

GLO  Bk 

8 P. 25

15 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Fir – N 10 deg. W, 5.3'                                       

5” Sugar – S 00 deg. E, 3.3'

GLO  Bk 

8 P. 37

15 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Spruce - S 27 deg. E, 19.8'                             

10” Spruce- S 75 deg. W, 18.5'                             

24” White Pine - N 73 deg. W, 32.3'                       

13” White Birch – N 28 deg. E, 46.2'

GLO  Bk 

8 P. 25

15 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" Tamarack - N 11 deg. E, 13.2'                        

12” Tamarack- N 21 deg. W, 7.3'                          

6” Tamarack - S 73 deg. E, 19.8'                           

5” Tamarack – S 09 deg. W, 20.5'

GLO  Bk 

8 P. 36

15 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
9” Spruce – S 32 deg. W, 9.9'                              

7” Spruce – N 15 deg. E, 13.2'

GLO  Bk 

8 P. 35

15 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Birch - S 35 deg. W, 23.8'                               

8” Birch - S 15 deg. E, 6.6'                                  

28” Pine - N 15 deg. W, 33.0'                              

5” Tamarack – N 37 deg. E, 11.9'

GLO  Bk 

8 P. 23

15 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 49 deg. E, 9.9'                             

10” Tamarack- N 30 deg. W, 7.3'                          

9” Tamarack - S 85 deg. W, 6.6'                             

9” Tamarack – S 20 deg. E, 15.2'

GLO  Bk 

8 P. 34

15 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack -S 63 deg. W, 4.0'                            

5” Tamarack – S 68 deg. E, 2.6'

GLO  Bk 

8 P. 36

16 47-22  
Road Survey on E. line of Section 16 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found SE & NE cor. and set E1/4 lost.        

Distance and mag. var. shown 

Book 1, 

Page 41

16 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack -S 63 deg. W, 4.0'                            

5” Tamarack – S 68 deg. E, 2.6'

GLO  Bk 

8 P. 36

16 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - N 72 deg. E, 6.6'                           

3” Tamarack – S 30 deg. W, 4.6'

GLO  Bk 

8 P. 48

16 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" Tamarack - N 11 deg. E, 13.2'                        

12” Tamarack- N 21 deg. W, 7.3'                          

6” Tamarack - S 73 deg. E, 19.8'                           

5” Tamarack – S 09 deg. W, 20.5'

GLO  Bk 

8 P. 36

16 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 10 deg. E, 13.9'                       

6” Sugar - N 27 deg. W, 9.9'                                

10” Linden - S 36 deg. W, 28.4'                             

8” White Birch – S 49 deg. E, 4.6'

GLO  Bk 

8 P. 47

16 47-22 S 1/4
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1913

W. Pine - N 45 deg E, 66.0'                                   

W. Birch – S 45 deg W, 58.0'                            

Book 1, 

Page 169

16 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Aspen - N 00 deg. E, 13.2'                     

8” White Birch – S 26 deg. W, 7.9'

GLO  Bk 

8 P. 46

16 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 49 deg. E, 9.9'                             

10” Tamarack- N 30 deg. W, 7.3'                          

9” Tamarack - S 85 deg. W, 6.6'                           

9” Tamarack – S 20 deg. E, 15.2'

GLO  Bk 

8 P. 34

16 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Sugar - N 10 deg. E, 5.9'                                  

8” White Birch - S 48 deg. W, 8.6'                         

6” Yellow Birch - N 22 deg. W, 4.6'                        

6” Yellow Birch – S 61 deg. E, 6.6'

GLO  Bk 

8 P. 45

16 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack - N 60 deg. E, 5.3'                           

8” White Birch – N 73 deg. W, 4.6'

GLO  Bk 

8 P. 47
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16 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼ line of Section 16                        

Distance and Mag. Var. shown 

Book 1, 

Page 169

17 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack - N 60 deg. E, 5.3'                           

8” White Birch – N 73 deg. W, 4.6'

GLO  Bk 

8 P. 47

17 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce – N 40 deg. W, 14.5'                             

5” Spruce – S 22 deg. E, 3.3'

GLO  Bk 

8 P. 62

17 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

12" White Birch - N 10 deg. E, 13.9'                       

6” Sugar - N 27 deg. W, 9.9'                                

10” Linden - S 36 deg. W, 28.4'                             

8” White Birch – S 49 deg. E, 4.6'

GLO  Bk 

8 P. 47

17 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Spruce - N 45 deg. W, 5.9'                                

4” Spruce - S 45 deg. W, 5.3'                                

4” Spruce - S 45 deg. E, 4.6'                                

4” Spruce – N 45 deg. E, 9.9'

GLO  Bk 

8 P. 61

17 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack - N 20 deg. E, 9.9'                           

6” Tamarack – S 75 deg. W, 7.9'

GLO  Bk 

8 P. 59

17 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Sugar - N 10 deg. E, 5.9'                                  

8” White Birch - S 48 deg. W, 8.6'                         

6” Yellow Birch - N 22 deg. W, 4.6'                        

6” Yellow Birch – S 61 deg. E, 6.6'

GLO  Bk 

8 P. 45

17 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 21 deg. E, 11.9'                            

6” Tamarack- N 31 deg. W, 9.2'                            

6” Tamarack - S 30 deg. W, 2.6'                            

6” Tamarack – S 22 deg. E, 8.6'

GLO  Bk 

8 P. 58

17 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack - N 35 deg. E, 4.0'                           

5” Tamarack – N 52 deg. W, 6.6'

GLO  Bk 

8 P. 61

18 47-22  
School Lot Survey by Fred Heuer, 

Deputy County Surveyor 
1915

In SE¼ - NE ¼ of Section                                  

Distance and Mag. Var. stated

Book 2, 

Page 107

18 47-22  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1915

Subdivided Section into ¼'s                                 

Distance and Mag. Var. stated

Book 2, 

Page 107

18 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack - N 35 deg. E, 4.0'                           

5” Tamarack – N 52 deg. W, 6.6'

GLO  Bk 

8 P. 61

18 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack - N 80 deg. E, 4.6'                          

7” Fir – S 40 deg. W, 7.9'

GLO  Bk 

8 P. 63

18 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5" Spruce - N 45 deg. W, 5.9'                                

4” Spruce - S 45 deg. W, 5.3'                                

4” Spruce - S 45 deg. E, 4.6'                                

4” Spruce – N 45 deg. E, 9.9'

GLO  Bk 

8 P. 61

18 47-22 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Tamarack – N 33 deg. E, 17.8'                      

13“ Tamarack – N 31 deg. W, 13.9'                              

12” White Pine – S 70 deg. W, 15.8'                            

11" White Pine - S 27 deg. E, 15.2'

GLO  Bk 

12 P. 4

18 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce – N 45 deg. E, 7.9'                               

3” Spruce – S 58 deg. W, 9.2'

GLO  Bk 

8 P. 60

18 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 21 deg. E, 11.9'                            

6” Tamarack- N 31 deg. W, 9.2'                            

6” Tamarack - S 30 deg. W, 2.6'                            

6” Tamarack – S 22 deg. E, 8.6'

GLO  Bk 

8 P. 58

18 47-22 SW
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 12” Balsam – S 42 deg. W, 68.6'                     

Book 2, 

Page 55

18 47-22 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Spruce – N 23 deg. E, 17.8'                      

10“ Tamarack – N 42 deg. W, 23.1'                              

8” Fir – S 70 deg. W, 15.8'                            No 

other tree near

GLO  Bk 

12 P. 3

18 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ White Birch – N 50 deg. E, 15.8'                          

5” Spruce - N 59 deg. W, 3.3'

GLO  Bk 

12 P. 4

19 47-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of S. line of Section                                   

Distance and Mag. Var. stated

Book 2, 

Page 97

19 47-22  
Survey of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. Of N ½ of Section                                

Distance only stated

Book 2, 

Page 55

19 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack - S 60 deg. W, 2.0'                           

5” Tamarack – N 40 deg. E, 2.0'

GLO  Bk 

8 P. 58
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19 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce – N 45 deg. E, 7.9'                               

3” Spruce – S 58 deg. W, 9.2'

GLO  Bk 

8 P. 60

19 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 21 deg. E, 11.9'                          

6” Tamarack- N 31 deg. W, 9.2'                            

6” Tamarack - S 30 deg. W, 2.6'                            

6” Tamarack – S 22 deg. E, 8.6'

GLO  Bk 

8 P. 58

19 47-22 NW
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 12” Balsam – S 42 deg. W, 68.6'                     

Book 2, 

Page 55

19 47-22 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Spruce – N 23 deg. E, 17.8'                      

10“ Tamarack – N 42 deg. W, 23.1'                              

8” Fir – S 70 deg. W, 15.8'                            No 

other tree near

GLO  Bk 

12 P. 3

19 47-22 S 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

30” Pine stump – S 05 deg. E, 50.7'                       

24” Pine stump - N 28 deg.E, 38.9'

Book 2, 

Page 97

19 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Pine - S 82 deg. W, 5.3'                          

4” Sugar – N 63 deg. W, 3.3'

GLO  Bk 

8 P. 57

19 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 60 deg. E, 5.3'                            

6” Tamarack- N 34 deg. W, 11.9'                          

6” Spruce - S 62 deg. W, 19.8'                              

6” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

8 P. 55

19 47-22 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

14” Spruce – N 45 deg. E, 35.3'                      

16“ White Birch – N 25 deg. W, 38.9'                              

10” Black Ash – S 20 deg. W, 12.5'                            

12” Tamarack – S 85 deg. E, 33.0'

GLO  Bk 

12 P. 2

19 47-22 W 1/4
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 30” White Pine stump – S 40 deg. E, 42.0'                     

Book 2, 

Page 55

19 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ White Birch – N 88 deg. W, 19.8'                          

8” Ironwood - S 74 deg. E, 11.2'

GLO  Bk 

12 P. 13

20 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Linden - S 45 deg. W, 9.2'                               

6” Fir – N 41 deg. E, 5.9'

GLO  Bk 

8 P. 45

20 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack - N 20 deg. E, 9.9'                           

6” Tamarack – S 75 deg. W, 7.9'

GLO  Bk 

8 P. 59

20 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Sugar - N 10 deg. E, 5.9'                                  

8” White Birch - S 48 deg. W, 8.6'                         

6” Yellow Birch - N 22 deg. W, 4.6'                        

6” Yellow Birch – S 61 deg. E, 6.6'

GLO  Bk 

8 P. 45

20 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 21 deg. E, 11.9'                            

6” Tamarack- N 31 deg. W, 9.2'                            

6” Tamarack - S 30 deg. W, 2.6'                            

6” Tamarack – S 22 deg. E, 8.6'

GLO  Bk 

8 P. 58

20 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - S 85 deg. E, 2.6'                           

10” Tamarack – N 57 deg. W, 5.9'

GLO  Bk 

8 P. 56

20 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Fir - N 46 deg. E, 6.6'                                       

14” White Birch - N 41 deg. W, 15.2'                     

12” Sugar - S 09 deg. W, 8.6'                                

16” Linden – S 48 deg. E, 10.6'

GLO  Bk 

8 P. 43

20 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 60 deg. E, 5.3'                            

6” Tamarack- N 34 deg. W, 11.9'                            

6” Spruce - S 62 deg. W, 19.8'                              

6” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

8 P. 55

20 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack - S 60 deg. W, 2.0'                           

5” Tamarack – N 40 deg. E, 2.0'

GLO  Bk 

8 P. 58

21 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Sugar -N 58 deg. E, 5.3'                                 

14” Birch – N 17 deg. W, 7.9'

GLO  Bk 

8 P. 34

21 47-22 N 1/4
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1913

W. Pine - N 45 deg E, 66.0'                                   

W. Birch – S 45 deg W, 58.0'                            

Book 1, 

Page 169

21 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Aspen - N 00 deg. E, 13.2'                     

8” White Birch – S 26 deg. W, 7.9'

GLO  Bk 

8 P. 46

21 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 49 deg. E, 9.9'                             

10” Tamarack- N 30 deg. W, 7.3'                          

9” Tamarack - S 85 deg. W, 6.6'                             

9” Tamarack – S 20 deg. E, 15.2'

GLO  Bk 

8 P. 34
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21 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Sugar - N 10 deg. E, 5.9'                                  

8” White Birch - S 48 deg. W, 8.6'                         

6” Yellow Birch - N 22 deg. W, 4.6'                        

6” Yellow Birch – S 61 deg. E, 6.6'

GLO  Bk 

8 P. 45

21 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce - S 69 deg. W, 6.6'                                 

6” Spruce – N 43 deg. W, 9.9'

GLO  Bk 

8 P. 44

21 47-22 SE
1/2" capped rebar set in c/l E-W road 

at fence line to N by T. Betley
1995

Power Pole - N 41 deg. E, 47.92'                           

5" Ash - S 61 deg. E, 77.25'                                 

8" Maple - S 60 deg. W, 47.18'

298396

21 47-22 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

18” Maple - N 68 deg E, 86.4'                             

16” Maple - N 36 deg W, 62.0'

Book 1, 

Page 302

21 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - S 45 deg. W, 3.3'                       

5” Sugar- N 37 deg. W, 23.8'                               

12” Sugar - S 78 deg. E, 12.5'                              

6” Sugar – N 28 deg. E, 15.2'

GLO  Bk 

8 P. 32

21 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Fir - N 46 deg. E, 6.6'                                       

14” White Birch - N 41 deg. W, 15.2'                     

12” Sugar - S 09 deg. W, 8.6'                                

16” Linden – S 48 deg. E, 10.6'

GLO  Bk 

8 P. 43

21 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Linden - S 45 deg. W, 9.2'                               

6” Fir – N 41 deg. E, 5.9'

GLO  Bk 

8 P. 45

21 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 302

21 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼ line of Section 21                        

Distance and Mag. Var. shown 

Book 1, 

Page 169

21 47-22
Road Survey on E line NE1/4 by E.W. 

Kelly, Deputy Co. Surveyor 
1903

found B.T.s for NE & E1/4 cors. No new ties. 

Distance and mag. var. shown 

Book 1, 

Page 42

22 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Cedar – S 75 deg. W, 5.9'                              

4” Tamarack – N 45 deg. E, 2.6'

GLO  Bk 

8 P. 23

22 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
9” Spruce – S 32 deg. W, 9.9'                              

7” Spruce – N 15 deg. E, 13.2'

GLO  Bk 

8 P. 35

22 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Birch - S 35 deg. W, 23.8'                               

8” Birch - S 15 deg. E, 6.6'                                  

28” Pine - N 15 deg. W, 33.0'                              

5” Tamarack – N 37 deg. E, 11.9'

GLO  Bk 

8 P. 23

22 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 49 deg. E, 9.9'                             

10” Tamarack- N 30 deg. W, 7.3'                          

9” Tamarack - S 85 deg. W, 6.6'                             

9” Tamarack – S 20 deg. E, 15.2'

GLO  Bk 

8 P. 34

22 47-22 S 1/4
1/2" capped rebar set in c/l E-W road 

at road to the S by T. Betley
1995

Power Pole - N 27 deg. E, 39.16'                           

7" Aspen - S 48 deg. E, 73.18'                              

12" Basswood clump - S 49 deg. W, 69.00'

298397

22 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Birch -N 76 deg. W, 2.6'                         

20” White Birch – S 00 deg. E, 6.6'

GLO  Bk 

8 P. 33

22 47-22 SE
1/2" capped rebar set in c/l E-W road 

by T. Betley
1995

Power Pole - N 67 deg. E, 114.84'                         

12" Aspen - S 26 deg. W, 65.17'                            

Power Pole-  N 72 deg. W, 119.80'

298395

22 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" White Pine - N 27 deg. E, 29.7'                       

12” Linden - N 28 deg. W, 12.5'                             

10” Linden - S 05 deg. W, 21.1'                           

15” Sugar – S 63 deg. E, 15.2'

GLO  Bk 

8 P. 21

22 47-22 SW
1/2" capped rebar set in c/l E-W road 

at fence line to N by T. Betley
1995

Power Pole - N 41 deg. E, 47.92'                          

5" Ash - S 61 deg. E, 77.25'                                 

8" Maple - S 60 deg. W, 47.18'

298396

22 47-22 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

18” Maple - N 68 deg E, 86.4'                             

16” Maple - N 36 deg W, 62.0'

Book 1, 

Page 302

22 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - S 45 deg. W, 3.3'                       

5” Sugar- N 37 deg. W, 23.8'                               

12” Sugar - S 78 deg. E, 12.5'                              

6” Sugar – N 28 deg. E, 15.2'

GLO  Bk 

8 P. 32

22 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Sugar -N 58 deg. E, 5.3'                                 

14” Birch – N 17 deg. W, 7.9'

GLO  Bk 

8 P. 34

22 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 309

22 47-22
Road Survey on W line NW1/4 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for NW & W1/4 cors. No new ties. 

Distance and mag. var. shown 

Book 1, 

Page 42

23 47-22 E 1/4

1" capped pipe set in low, wet area 

approx. 100' W of truck trail running 

NW-SE by T. Betley

1995

5" Aspen - N 72 deg. E, 11.09'                              

6" Ash - S 72 deg. E, 15.33'                                 

7"Aspen - N 17 deg. W, 29.00'

298399
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23 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
20” White Pine – N 20 deg. E, 7.3'                         

20” White Pine – S 15 deg. W, 13.2'

GLO  Bk 

8 P. 12

23 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Spruce – S 35 deg. E, 9.9'                              

4” Spruce – N 85 deg. W, 13.2'

GLO  Bk 

8 P. 24

23 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

30" White Pine - N 15 deg. E, 18.5'                       

10” White Birch - N 45 deg. W, 13.2'                      

7” Sugar - S 35 deg. W, 9.9'                                   

6” Fir – S 35 deg. E, 9.2'

GLO  Bk 

8 P. 12

23 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Birch - S 35 deg. W, 23.8'                               

8” Birch - S 15 deg. E, 6.6'                                  

28” Pine - N 15 deg. W, 33.0'                              

5” Tamarack – N 37 deg. E, 11.9'

GLO  Bk 

8 P. 23

23 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Spruce – N 83 deg. W, 6.6'                              

4” Spruce – S 40 deg. E, 9.9'

GLO  Bk 

8 P. 22

23 47-22 SE

1" capped rebar set in c/l E-W road 

approx. 39' E of c/l trail to N by T. 

Betley

1995

5" Aspen - N 33 deg. E, 52.37'                              

6" Aspen - S 53 deg. E, 70.85'                               

9" Birch - S 18 deg. E, 53.13'

298398

23 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Black Ash - N 54 deg. E, 22.4'                         

12” Black Ash - N 25 deg. W, 5.9'                      

12” Linden - S 30 deg. W, 15.2'                             

12” Linden – S 15 deg. E, 21.8'

GLO  Bk 

8 P. 10

23 47-22 SW
1/2" capped rebar set in c/l E-W road 

by T. Betley
1995

Power Pole - N 67 deg. E, 114.84'                      

12" Aspen - S 26 deg. W, 65.17'                         

Power Pole-  N 72 deg. W, 119.80'

298395

23 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" White Pine - N 27 deg. E, 29.7'                       

12” Linden - N 28 deg. W, 12.5'                             

10” Linden - S 05 deg. W, 21.1'                           

15” Sugar – S 63 deg. E, 15.2'

GLO  Bk 

8 P. 21

23 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Cedar – S 75 deg. W, 5.9'                              

4” Tamarack – N 45 deg. E, 2.6'

GLO  Bk 

8 P. 23

23 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 309

24 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
7” Birch – N 30 deg. E, 13.2'                                

6” Fir – S 43 deg. W, 12.5'

GLO  Bk 

8 P. 3

24 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce – S 30 deg. E, 13.2'                             

3” Spruce – N 75 deg. W, 5.9'

GLO  Bk 

8 P. 13

24 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" Baume Giliad - N 46 deg. E, 17.8'                   

8” Tamarac - N 50 deg. W, 11.9'                           

8” Tamarac - S 25 deg. W, 19.8'                            

6” Spruce - S 40 deg. E, 23.1'

GLO  Bk 

8 P. 4

24 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

30" White Pine - N 15 deg. E, 18.5'                       

10” White Birch - N 45 deg. W, 13.2'                      

7” Sugar - S 35 deg. W, 9.9'                                   

6” Fir – S 35 deg. E, 9.2'

GLO  Bk 

8 P. 12

24 47-22 S 1/4
7/8" iron shaft set in c/l E-W road by T. 

Betley
1989

9" Aspen - N 40 deg. W, 52.96'                              

Tele. Box - S 38 deg. E, 38.61'                               

10" Dbl. Maple - S 33 deg. W, 47.42'

262714

24 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Fir – N 20 deg. E, 29.7'                                     

6” Fir – S 78 deg. W, 19.8'

GLO  Bk 

8 P. 11

24 47-22 SE

7/8" capped iron shaft set on 

projection of c/l E-W road to E at 

projection of c/l N-S road to N by T. 

Betley

1989
10" Aspen - N 57 deg. E, 16.11'                             

12" Aspen - N 05 deg. E, 7.56'
262715

24 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Elm - N 65 deg. W, 18.5'                                  

12 Tamarack - S 75 deg. W, 6.6'                         

14” Tamarack - S 18 deg. E, 19.8'                       

No tree in Section 19

GLO  Bk 

8 P. 2

24 47-22 SW

1" capped rebar set in c/l E-W road 

approx. 39' E of c/l trail to N by T. 

Betley

1995

5" Aspen - N 33 deg. E, 52.37'                              

6" Aspen - S 53 deg. E, 70.85'                                 

9" Birch - S 18 deg. E, 53.13'

298398

24 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Black Ash - N 54 deg. E, 22.4'                         

12” Black Ash - N 25 deg. W, 5.9'                      

12” Linden - S 30 deg. W, 15.2'                             

12” Linden – S 15 deg. E, 21.8'

GLO  Bk 

8 P. 10

24 47-22 W 1/4

1" capped pipe set in low, wet area 

approx. 100' W of truck trail running 

NW-SE by T. Betley

1995

5" Aspen - N 72 deg. E, 11.09'                              

6" Ash - S 72 deg. E, 15.33'                                 

7"Aspen - N 17 deg. W, 29.00'

298399
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24 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
20” White Pine – N 20 deg. E, 7.3'                         

20” White Pine – S 15 deg. W, 13.2'

GLO  Bk 

8 P. 12

24 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 310

25 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” Aspen – S 51 deg. W, 11.9'                            

15” Aspen – N 50 deg. E, 26.4'

GLO  Bk 

8 P. 2

25 47-22 N 1/4
7/8" iron shaft set in c/l E-W road by T. 

Betley
1989

9" Aspen - N 40 deg. W, 52.96'                              

Tele. Box - S 38 deg. E, 38.61'                              

10" Dbl. Maple - S 33 deg. W, 47.42'

262714

25 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Fir – N 20 deg. E, 29.7'                                     

6” Fir – S 78 deg. W, 19.8'

GLO  Bk 

8 P. 11

25 47-22 NE

7/8" capped iron shaft set on 

projection of c/l E-W road to E at 

projection of c/l N-S road to N by T. 

Betley

1989
10" Aspen - N 57 deg. E, 16.11'                            

12" Aspen - N 05 deg. E, 7.56'
262715

25 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Elm - N 65 deg. W, 18.5'                                  

12 Tamarack - S 75 deg. W, 6.6'                         

14” Tamarack - S 18 deg. E, 19.8'                       

No tree in Section 19

GLO  Bk 

8 P. 2

25 47-22 NW

1" capped rebar set in c/l E-W road 

approx. 39' E of c/l trail to N by T. 

Betley

1995

5" Aspen - N 33 deg. E, 52.37'                              

6" Aspen - S 53 deg. E, 70.85'                                 

9" Birch - S 18 deg. E, 53.13'

298398

25 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Black Ash - N 54 deg. E, 22.4'                         

12” Black Ash - N 25 deg. W, 5.9'                      

12” Linden - S 30 deg. W, 15.2'                             

12” Linden – S 15 deg. E, 21.8'

GLO  Bk 

8 P. 10

25 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” White Birch – N 30 deg. E, 5.3'                       

12” White Birch – S 20 deg. E, 13.2'

GLO  Bk 

8 P.  9

25 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Linden - N 40 deg. E, 12.5'                             

8” Fir - N 60 deg. W, 19.8'                                     

7” Linden - S 45 deg. W, 13.2'                              

8” Fir - S  61 deg. E, 12.5'

GLO  Bk 

8 P. 1

25 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - N 85 deg. E, 9.2'                         

14” White Birch - S 39 deg. W, 44.9'                      

14” White Birch - S 30 deg. E, 14.5'                       

8” Sugar - N 36 deg. W, 18.5'

GLO  Bk 

8 P. 8

25 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
13” White Birch – S 20 deg. W, 17.2'                   

10” Spruce – N 90 deg. E, 19.8'

GLO  Bk 

8 P. 10

25 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 310

26 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
13” White Birch – S 20 deg. W, 17.2'                   

10” Spruce – N 90 deg. E, 19.8'

GLO  Bk 

8 P. 10

26 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Spruce – N 83 deg. W, 6.6'                              

4” Spruce – S 40 deg. E, 9.9'

GLO  Bk 

8 P. 22

26 47-22 NE

1" capped rebar set in c/l E-W road 

approx. 39' E of c/l trail to N by T. 

Betley

1995

5" Aspen - N 33 deg. E, 52.37'                              

6" Aspen - S 53 deg. E, 70.85'                               

9" Birch - S 18 deg. E, 53.13'

298398

26 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" Black Ash - N 54 deg. E, 22.4'                         

12” Black Ash - N 25 deg. W, 5.9'                      

12” Linden - S 30 deg. W, 15.2'                             

12” Linden – S 15 deg. E, 21.8'

GLO  Bk 

8 P. 10

26 47-22 NW
1/2" capped rebar set in c/l E-W road 

by T. Betley
1995

Power Pole - N 67 deg. E, 114.84'                         

12" Aspen - S 26 deg. W, 65.17'                           

Power Pole-  N 72 deg. W, 119.80'

298395

26 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" White Pine - N 27 deg. E, 29.7'                       

12” Linden - N 28 deg. W, 12.5'                             

10” Linden - S 05 deg. W, 21.1'                           

15” Sugar – S 63 deg. E, 15.2'

GLO  Bk 

8 P. 21

26 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
20” White Pine – N 43 deg. W, 15.2'                     

8” Spruce – S 22 deg. E, 13.2'

GLO  Bk 

8 P. 20

26 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - N 85 deg. E, 9.2'                         

14” White Birch - S 39 deg. W, 44.9'                      

14” White Birch - S 30 deg. E, 14.5'                       

8” Sugar - N 36 deg. W, 18.5'

GLO  Bk 

8 P. 8
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26 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Spruce - N 57 deg. W, 27.7'                               

8” Spruce - S 28 deg. W, 10.6'                             

14” White Birch - S 14 deg. E, 14.5'                      

14” White Birch – N 16 deg. E, 21.8'

GLO  Bk 

8 P. 19

26 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Fir – N 90 deg. E, 3.3'                                         

5” Spruce – S 45 deg. W, 15.2'

GLO  Bk 

8 P. 21

26 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 309

27 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Fir – N 90 deg. E, 3.3'                                         

5” Spruce – S 45 deg. W, 15.2'

GLO  Bk 

8 P. 21

27 47-22 N 1/4
1/2" capped rebar set in c/l E-W road 

at road to the S by T. Betley
1995

Power Pole - N 27 deg. E, 39.16'                           

7" Aspen - S 48 deg. E, 73.18'                               

12" Basswood clump - S 49 deg. W, 69.00'

298397

27 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Birch -N 76 deg. W, 2.6'                         

20” White Birch – S 00 deg. E, 6.6'

GLO  Bk 

8 P. 33

27 47-22 NE
1/2" capped rebar set in c/l E-W road 

by T. Betley
1995

Power Pole - N 67 deg. E, 114.84'                        

12" Aspen - S 26 deg. W, 65.17'                           

Power Pole-  N 72 deg. W, 119.80'

298395

27 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

16" White Pine - N 27 deg. E, 29.7'                       

12” Linden - N 28 deg. W, 12.5'                             

10” Linden - S 05 deg. W, 21.1'                           

15” Sugar – S 63 deg. E, 15.2'

GLO  Bk 

8 P. 21

27 47-22 NW
1/2" capped rebar set in c/l E-W road 

at fence line to N by T. Betley
1995

Power Pole - N 41 deg. E, 47.92'                           

5" Ash - S 61 deg. E, 77.25'                                 

8" Maple - S 60 deg. W, 47.18'

298396

27 47-22 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

18” Maple - N 68 deg E, 86.4'                             

16” Maple - N 36 deg W, 62.0'

Book 1, 

Page 302

27 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - S 45 deg. W, 3.3'                       

5” Sugar- N 37 deg. W, 23.8'                               

12” Sugar - S 78 deg. E, 12.5'                              

6” Sugar – N 28 deg. E, 15.2'

GLO  Bk 

8 P. 32

27 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” White Birch -S 20 deg. E, 13.9'                      

13” White Birch – N 85 deg. W, 8.6'

GLO  Bk 

8 P. 31

27 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Spruce - N 57 deg. W, 27.7'                               

8” Spruce - S 28 deg. W, 10.6'                             

14” White Birch - S 14 deg. E, 14.5'                      

14” White Birch – N 16 deg. E, 21.8'

GLO  Bk 

8 P. 19

27 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack -S 73 deg. W, 6.6'                            

9” Tamarack – S 81 deg. E, 5.9'

GLO  Bk 

8 P. 32

27 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 309

27 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼ line and S line SW ¼ of Section 

27    Distance and Mag. Var. shown 

Book 1, 

Page 170

28 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” Tamarack -S 73 deg. W, 6.6'                            

9” Tamarack – S 81 deg. E, 5.9'

GLO  Bk 

8 P. 32

28 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce - S 69 deg. W, 6.6'                                 

6” Spruce – N 43 deg. W, 9.9'

GLO  Bk 

8 P. 44

28 47-22 NE
1/2" capped rebar set in c/l E-W road 

at fence line to N by T. Betley
1995

Power Pole - N 41 deg. E, 47.92'                           

5" Ash - S 61 deg. E, 77.25'                                 

8" Maple - S 60 deg. W, 47.18'

298396

28 47-22 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1920

18” Maple - N 68 deg E, 86.4'                             

16” Maple - N 36 deg W, 62.0'

Book 1, 

Page 302

28 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - S 45 deg. W, 3.3'                       

5” Sugar- N 37 deg. W, 23.8'                               

12” Sugar - S 78 deg. E, 12.5'                              

6” Sugar – N 28 deg. E, 15.2'

GLO  Bk 

8 P. 32

28 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Fir - N 46 deg. E, 6.6'                                       

14” White Birch - N 41 deg. W, 15.2'                     

12” Sugar - S 09 deg. W, 8.6'                                

16” Linden – S 48 deg. E, 10.6'

GLO  Bk 

8 P. 43

28 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce - N 10 deg. E, 8.6'                                 

3” Tamarack – S 00 deg. E, 8.6'

GLO  Bk 

8 P. 42

28 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 32 deg. E, 33.0'                          

3” Tamarack- N 10 deg. W, 12.5'                            

3” Tamarack - S 52 deg. W, 7.3'                           

3” Tamarack – S 60 deg. E, 15.8'

GLO  Bk 

8 P. 41
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28 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack -N 33 deg. W, 7.9'                            

3” Tamarack – S 66 deg. E, 5.3'

GLO  Bk 

8 P. 43

28 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 302

28 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on S line of Section 28                                       

Distance and Mag. Var. shown 

Book 1, 

Page 170

29 47-22  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1919

Complete Brkdwn of Section – set all 1/16ths.      

Distances and angles shown

Book 1,  

Page 277

29 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack -N 33 deg. W, 7.9'                            

3” Tamarack – S 66 deg. E, 5.3'

GLO  Bk 

8 P. 43

29 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Tamarack - S 85 deg. E, 2.6'                           

10” Tamarack – N 57 deg. W, 5.9'

GLO  Bk 

8 P. 56

29 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

4" Fir - N 46 deg. E, 6.6'                                       

14” White Birch - N 41 deg. W, 15.2'                     

12” Sugar - S 09 deg. W, 8.6'                                

16” Linden – S 48 deg. E, 10.6'

GLO  Bk 

8 P. 43

29 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 60 deg. E, 5.3'                            

6” Tamarack- N 34 deg. W, 11.9'                            

6” Spruce - S 62 deg. W, 19.8'                              

6” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

8 P. 55

29 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Spruce – N 40 deg. E, 1.3'                               

4” Spruce – S 17 deg. E, 4.6'

GLO  Bk 

8 P. 53

29 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 32 deg. E, 33.0'                          

3” Tamarack- N 10 deg. W, 12.5'                            

3” Tamarack - S 52 deg. W, 7.3'                           

3” Tamarack – S 60 deg. E, 15.8'

GLO  Bk 

8 P. 41

29 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 68 deg. E, 11.2'                          

3” Tamarack- N 46 deg. W, 3.3'                            

5” Tamarack - S 49 deg. W, 11.9'                           

3” Tamarack – S 65 deg. E, 9.2'

GLO  Bk 

8 P. 52

29 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack - S 90 deg. W, 2.0'                         

4” Tamarack – S 40 deg. E, 20'

GLO  Bk 

8 P. 55

29 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on S line of Section 29                                       

Distance and Mag. Var. shown 

Book 1, 

Page 170

30 47-22  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of N. line of Section                                   

Distance and Mag. Var. stated

Book 2, 

Page 97

30 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” Tamarack - S 90 deg. W, 2.0'                         

4” Tamarack – S 40 deg. E, 20'

GLO  Bk 

8 P. 55

30 47-22 N 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

30” Pine stump – S 05 deg. E, 50.7'                       

24” Pine stump - N 28 deg.E, 38.9'

Book 2, 

Page 97

30 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
8” White Pine - S 82 deg. W, 5.3'                          

4” Sugar – N 63 deg. W, 3.3'

GLO  Bk 

8 P. 57

30 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 60 deg. E, 5.3'                            

6” Tamarack- N 34 deg. W, 11.9'                            

6” Spruce - S 62 deg. W, 19.8'                              

6” Tamarack – S 42 deg. E, 9.2'

GLO  Bk 

8 P. 55

30 47-22 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

14” Spruce – N 45 deg. E, 35.3'                      

16“ White Birch – N 25 deg. W, 38.9'                              

10” Black Ash – S 20 deg. W, 12.5'                            

12” Tamarack – S 85 deg. E, 33.0'

GLO  Bk 

12 P. 2

30 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Pine – N 68 deg. E, 11.2'                       

9” Fir – N 23 deg. W, 4.0'

GLO  Bk 

8 P. 54

30 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 68 deg. E, 11.2'                          

3” Tamarack- N 46 deg. W, 3.3'                            

5” Tamarack - S 49 deg. W, 11.9'                           

3” Tamarack – S 65 deg. E, 9.2'

GLO  Bk 

8 P. 52

30 47-22 SW
5”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

30 47-22 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 35 deg. E, 9.9'                      5“ 

Spruce – N 78 deg. W, 22.4'                              

5” Spruce – S 22 deg. W, 12.5'                            

5” Spruce – S 60 deg. E, 5.9'

GLO  Bk 

12 P. 1
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30 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7” Fir – S 55 deg. E, 9.9'                               4” 

Fir – S 40 deg. W, 5.9'

GLO  Bk 

12 P. 2

30 47-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on N-S 1/4 line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 303

31 47-22  
Survey of north line of Section 31 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found NW and NE cor. and set N1/4 cor.   

Distance and mag. var. shown 

Book 1, 

Page 46

31 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Pine - S 83 deg. W, 6.6'                      

13” White Aspen – N 67 deg. E, 9.9'

GLO  Bk 

8 P. 52

31 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” White Pine – N 68 deg. E, 11.2'                       

9” Fir – N 23 deg. W, 4.0'

GLO  Bk 

8 P. 54

31 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 68 deg. E, 11.2'                          

3” Tamarack- N 46 deg. W, 3.3'                            

5” Tamarack - S 49 deg. W, 11.9'                           

3” Tamarack – S 65 deg. E, 9.2'

GLO  Bk 

8 P. 52

31 47-22 NW
5”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

31 47-22 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 35 deg. E, 9.9'                      5“ 

Spruce – N 78 deg. W, 22.4'                              

5” Spruce – S 22 deg. W, 12.5'                            

5” Spruce – S 60 deg. E, 5.9'

GLO  Bk 

12 P. 1

31 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 30 deg. E, 5.3'                               

5” Tamarack – S 25 deg. W, 4.6'                       

GLO  Bk 

3 P. 20

31 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – N 51 deg. E, 57.4'                               

12” Aspen –N 55 deg. W, 7.9'                       

10" Spruce - S 61 deg. W, 11.9'                              

12” Aspen – S 31 deg. E, 54.1'

GLO  Bk 

3 P. 14

31 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 69 deg. W, 25.1'                          

4” Tamarack – N 66 deg. E, 12.5'

GLO  Bk 

12 P. 1

32 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce -N 87 deg. E, 9.9'                                   

7” Tamarack – S 63 deg. W, 14.5'

GLO  Bk 

8 P. 41

32 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Spruce – N 40 deg. E, 1.3'                               

4” Spruce – S 17 deg. E, 4.6'

GLO  Bk 

8 P. 53

32 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 32 deg. E, 33.0'                          

3” Tamarack- N 10 deg. W, 12.5'                            

3” Tamarack - S 52 deg. W, 7.3'                           

3” Tamarack – S 60 deg. E, 15.8'

GLO  Bk 

8 P. 41

32 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3" Tamarack - N 68 deg. E, 11.2'                          

3” Tamarack- N 46 deg. W, 3.3'                            

5” Tamarack - S 49 deg. W, 11.9'                           

3” Tamarack – S 65 deg. E, 9.2'

GLO  Bk 

8 P. 52

32 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce – N 62 deg. E, 6.6'                               

5” Spruce – S 00 deg. E, 4.0'                       

GLO  Bk 

3 P. 19

32 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 45 deg. E, 17.2'                               

6” Tamarack – N 84 deg. W, 8.6'                       

6” Tamarack - S 76 deg. W, 7.9'                              

7” Tamarack – S 78 deg. E, 9.9'

GLO  Bk 

3 P. 18

32 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Spruce – N 70 deg. E, 36.3'                               

6” Spruce – N 51 deg. W, 18.5'                       

7" White Birch - S 33 deg. W, 31.7'                              

7” White Birch – S 45 deg. E, 40.3'

GLO  Bk 

3 P. 19

32 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
12” White Pine - S 83 deg. W, 6.6'                      

13” White Aspen – N 67 deg. E, 9.9'

GLO  Bk 

8 P. 52

32 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N line of Section 32                                       

Distance and Mag. Var. shown 

Book 1, 

Page 170

33 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
2 1/2” Spruce – N 60 deg. W, 3.3'                         

3” Spruce – N 42 deg. W, 6.6'

GLO  Bk 

8 P. 30

33 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Spruce - N 10 deg. E, 8.6'                                 

3” Tamarack – S 00 deg. E, 8.6'

GLO  Bk 

8 P. 42

33 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Tamarack - N 32 deg. E, 33.0'                          

3” Tamarack- N 10 deg. W, 12.5'                            

3” Tamarack - S 52 deg. W, 7.3'                           

3” Tamarack – S 60 deg. E, 15.8'

GLO  Bk 

8 P. 41
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33 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
9” Spruce – N 10 deg. E, 7.3'                               

15” White Birch – S 42 deg. W, 9.2'                       

GLO  Bk 

3 P. 18

33 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Ash – N 48 deg. E, 12.5'                               

8” Ash – N 52 deg. W, 9.2'                         10" 

Tamarack - S 84 deg. W, 10.6'                              

6” Ash – S 35 deg. E, 7.9'

GLO  Bk 

3 P. 17

33 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Spruce – N 70 deg. E, 36.3'                               

6” Spruce – N 51 deg. W, 18.5'                       

7" White Birch - S 33 deg. W, 31.7'                              

7” White Birch – S 45 deg. E, 40.3'

GLO  Bk 

3 P. 19

33 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Tamarack – N 45 deg. E, 17.2'                               

6” Tamarack – N 84 deg. W, 8.6'                       

6” Tamarack - S 76 deg. W, 7.9'                              

7” Tamarack – S 78 deg. E, 9.9'

GLO  Bk 

3 P. 18

33 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Spruce -N 87 deg. E, 9.9'                                   

7” Tamarack – S 63 deg. W, 14.5'

GLO  Bk 

8 P. 41

33 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N line of Section 33                                       

Distance and Mag. Var. shown 

Book 1, 

Page 170

34 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Cedar – S 85 deg. E, 7.3'                                

16” Tamarack – N 75 deg. W, 5.9'

GLO  Bk 

8 P. 19

34 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
14” White Birch -S 20 deg. E, 13.9'                      

13” White Birch – N 85 deg. W, 8.6'

GLO  Bk 

8 P. 31

34 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Spruce - N 57 deg. W, 27.7'                               

8” Spruce - S 28 deg. W, 10.6'                             

14” White Birch - S 14 deg. E, 14.5'                      

14” White Birch – N 16 deg. E, 21.8'

GLO  Bk 

8 P. 19

34 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
3” Tamarack – N 25 deg. E, 14.5'                               

4” Tamarack – S 83 deg. W, 9.2'                       

GLO  Bk 

3 P. 17

34 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. E, 9.9'                               

6” Tamarack – N 48 deg. W, 15.2'                       

10” Tamarack - S 18 deg. W, 7.9'                              

7” Tamarack – S 68 deg. E, 12.5'

GLO  Bk 

3 P. 16

34 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

5” Ash – N 48 deg. E, 12.5'                               

8” Ash – N 52 deg. W, 9.2'                         10" 

Tamarack - S 84 deg. W, 10.6'                              

6” Ash – S 35 deg. E, 7.9'

GLO  Bk 

3 P. 17

34 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
2 1/2” Spruce – N 60 deg. W, 3.3'                         

3” Spruce – N 42 deg. W, 6.6'

GLO  Bk 

8 P. 30

34 47-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N line of NW ¼ of Section 34                      

Distance and Mag. Var. shown 

Book 1, 

Page 170

35 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 60 deg. E, 7.3'                           

5” Fir – S 85 deg. W, 23.8'

GLO  Bk 

8 P. 8

35 47-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
20” White Pine – N 43 deg. W, 15.2'                     

8” Spruce – S 22 deg. E, 13.2'

GLO  Bk 

8 P. 20

35 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - N 85 deg. E, 9.2'                         

14” White Birch - S 39 deg. W, 44.9'                      

14” White Birch - S 30 deg. E, 14.5'                       

8” Sugar - N 36 deg. W, 18.5'

GLO  Bk 

8 P. 8

35 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

6" Spruce - N 57 deg. W, 27.7'                               

8” Spruce - S 28 deg. W, 10.6'                             

14” White Birch - S 14 deg. E, 14.5'                      

14” White Birch – N 16 deg. E, 21.8'

GLO  Bk 

8 P. 19

35 47-22 S 1/4
12" W. Pine marked for cor. by H.D. 

Keath, County Surveyor
1913

6" Balsam - N 45 deg. W, 1.3'                               

10" Balsam - S 45 deg. W, 13.2'

Book 1, 

Page 145

35 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
6” Tamarack – S 20 deg. E, 9.2'                               

4” White Oak – N 25 deg. W, 14.5'                       

GLO  Bk 

3 P. 16

35 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3” Spruce – N 28 deg. E, 11.2'                               

4” Spruce –N 35 deg. W, 16.5'                       3" 

Spruce - S 47 deg. W, 9.2'                              

4” Spruce – S 73 deg. E, 7.3'

GLO  Bk 

3 P. 15

35 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. E, 9.9'                               

6” Tamarack – N 48 deg. W, 15.2'                       

10” Tamarack - S 18 deg. W, 7.9'                              

7” Tamarack – S 68 deg. E, 12.5'

GLO  Bk 

3 P. 16
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35 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Cedar – S 85 deg. E, 7.3'                                

16” Tamarack – N 75 deg. W, 5.9'

GLO  Bk 

8 P. 19

36 47-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
10” Sugar – N 28 deg. E, 6.6'                               

6” Fir – S 61 deg. W, 19.8'

GLO  Bk 

8 P. 1

36 47-22 NE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10" Linden - N 40 deg. E, 12.5'                             

8” Fir - N 60 deg. W, 19.8'                                     

7” Linden - S 45 deg. W, 13.2'                              

8” Fir - S  61 deg. E, 12.5'

GLO  Bk 

8 P. 1

36 47-22 NW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

14" White Birch - N 85 deg. E, 9.2'                         

14” White Birch - S 39 deg. W, 44.9'                      

14” White Birch - S 30 deg. E, 14.5'                       

8” Sugar - N 36 deg. W, 18.5'

GLO  Bk 

8 P. 8

36 47-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
4” Fir – N 26 deg. E, 21.8'                               

8” Linden – S 49 deg. W, 15.2'                       

GLO  Bk 

3 P. 15

36 47-22 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Sugar – N 43 deg. W, 15.2'                               

12” White Pine – S 60 deg. W, 15.2'                       

12” Linden - S 46 deg. E, 50.8'                              

17” Aspen – N 77 deg. E, 35.0'

GLO  Bk 

3 P. 7

36 47-22 SW

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

3” Spruce – N 28 deg. E, 11.2'                               

4” Spruce –N 35 deg. W, 16.5'                       3" 

Spruce - S 47 deg. W, 9.2'                              

4” Spruce – S 73 deg. E, 7.3'

GLO  Bk 

3 P. 15

36 47-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870
5” Tamarack – N 60 deg. E, 7.3'                           

5” Fir – S 85 deg. W, 23.8'

GLO  Bk 

8 P. 8

1 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
13“ White Birch – S 38 deg. E, 2.0'                          

12” White Birch - N 31 deg. W, 12.5'

GLO  Bk 

12 P. 6

1 47-23 NE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
4” Tamarack – N 67 deg. E, 192.1'                                   

4” Spruce – N 27 deg. W, 178.2'                                          

Book 3, 

Page 14

1 47-23 NW

(Closing corner) Set wood post as part 

of original Government Land Office 

Survey by R. O. Chaney, U.S. Deputy 

Surveyor

1870
12“ White Birch – S 43 deg. E, 19.8'                          

12” Aspen – S 49 deg. W, 9.9'

GLO  Bk 

12 P. 26

1 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Aspen – S 00 deg. E, 15.8'                          

7” Oak – N 30 deg. W, 7.9'

GLO  Bk 

12 P. 24

1 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. E, 11.9'                      6“ 

Spruce – N 60 deg. W, 7.9'                              

4” Tamarack – S 33 deg. W, 15.2'                            

6" Spruce - S 38 deg. E, 9.2'

GLO  Bk 

12 P. 5

1 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Linden – N 20 deg. E, 7.3'                      14“ 

Aspen – N 49 deg. W, 7.9'                              

12” White Birch – S 59 deg. W, 13.9'                            

10” White Birch – S 61 deg. E, 4.6'

GLO  Bk 

12 P. 23

1 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Tamarack – N 52 deg. E, 9.9'                          

4” Tamarack – N 36 deg. W, 7.9'

GLO  Bk 

12 P. 25

2 47-23 NE

(Closing corner) Set wood post as part 

of original Government Land Office 

Survey by R. O. Chaney, U.S. Deputy 

Surveyor

1870
12“ White Birch – S 43 deg. E, 19.8'                          

12” Aspen – S 49 deg. W, 9.9'

GLO  Bk 

12 P. 26

2 47-23 NW

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
6“ Oak – S 23 deg. E, 13.2'                          6" 

White Birch - S 28 deg. W, 29.7'

GLO  Bk 

12 P. 37

2 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Aspen – N 45 deg. E, 18.5'                               

10” White Birch – S 85 deg. W, 26.4'

GLO  Bk 

12 P. 36

2 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Linden – N 20 deg. E, 7.3'                      14“ 

Aspen – N 49 deg. W, 7.9'                              

12” White Birch – S 59 deg. W, 13.9'                            

10” White Birch – S 61 deg. E, 4.6'

GLO  Bk 

12 P. 23

2 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Birch – N 83 deg. E, 18.5'                      

7“ White Birch – N 52 deg. E, 23.8'                              

6” White Birch – S 64 deg. W, 5.3'                            

13” Aspen – S 19 deg. E, 16.5'

GLO  Bk 

12 P. 35

Page 377 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

2 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Spruce – N 75 deg. E, 10.6'                               

5” Tamarack – S 36 deg. W, 6.6'

GLO  Bk 

12 P. 37

3 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Spruce – N 75 deg. E, 10.6'                               

5” Tamarack – S 36 deg. W, 6.6'

GLO  Bk 

12 P. 37

3 47-23 NE

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
6“ Oak – S 23 deg. E, 13.2'                          6" 

White Birch - S 28 deg. W, 29.7'

GLO  Bk 

12 P. 37

3 47-23 NW

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
4“ Spruce – S 13 deg. E, 13.9'                          

3" Spruce - S 22 deg. W, 11.2'

GLO  Bk 

12 P. 48

3 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Birch – N 50 deg. E, 9.9'                               

7” Aspen – S 30 deg. W, 16.5'

GLO  Bk 

12 P. 47

3 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Birch – N 83 deg. E, 18.5'                      

7“ White Birch – N 52 deg. E, 23.8'                              

6” White Birch – S 64 deg. W, 5.3'                            

13” Aspen – S 19 deg. E, 16.5'

GLO  Bk 

12 P. 35

3 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Aspen – N 50 deg. E, 2.6'                          7“ 

Spruce – N 52 deg. W, 22.4'                              

10” Yellow Pine – S 76 deg. W, 26.4'                            

6” White Pine – S 20 deg. E, 4.0'

GLO  Bk 

12 P. 46

3 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
9“ White Birch – S 59 deg. E, 7.9'                               

6” Sugar – N 82 deg. W, 9.9'

GLO  Bk 

12 P. 48

4 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
9“ White Birch – S 59 deg. E, 7.9'                               

6” Sugar – N 82 deg. W, 9.9'

GLO  Bk 

12 P. 48

4 47-23 NE

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
4“ Spruce – S 13 deg. E, 13.9'                          

3" Spruce - S 22 deg. W, 11.2'

GLO  Bk 

12 P. 48

4 47-23 NW

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
5“ Fir – S 34 deg. W, 12.5'                          4" 

Spruce - S 27 deg. E, 7.3'

GLO  Bk 

12 P. 58 

3/4

4 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ Balm of Gilead – N 25 deg. E, 16.5'                               

6” Balm of Gilead – S 45 deg. W, 13.2'

GLO  Bk 

12 P. 58 

1/2

4 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Aspen – N 50 deg. E, 2.6'                          7“ 

Spruce – N 52 deg. W, 22.4'                              

10” Yellow Pine – S 76 deg. W, 26.4'                            

6” White Pine – S 20 deg. E, 4.0'

GLO  Bk 

12 P. 46

4 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 05 deg. E, 25.1'                          

10“ Spruce – N 42 deg. W, 11.2'                              

6” Spruce – S 78 deg. E, 7.9'                           

6” Spruce – S 48 deg. E, 29.7'

GLO  Bk 

12 P. 58

4 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7“ Fir – N 40 deg. W, 19.8'                               

4” White Birch – S 61 deg. E, 9.9'

GLO  Bk 

12 P. 58 

1/2

4 47-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on S line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 260

5 47-23 NE

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
5“ Fir – S 34 deg. W, 12.5'                          4" 

Spruce - S 27 deg. E, 7.3'

GLO  Bk 

12 P. 58 

3/4

5 47-23 NW

(CC on correction line) 1" pipe found 

on E edge 8' wide N-S row of cattails 

by J. Walker

1993 (No ties available) 278109 260480.000 537178.000

5 47-23 NW

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
4“ Tamarack – S 21 deg. E, 3.3'                          

5" Tamarack - S 29 deg. W, 5.9'

GLO  Bk 

12 P. 74
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5 47-23 S 1/4

1/2" capped pipe set approx. 5' S of c/l 

E-W road at fence line to N and at W 

edge drwy. to S by D. Landecker

1990

spk in 9" Poplar - N 16 deg. E, 35.22'                    

spk in Power Pole - S 40 deg. E, 40.59'               

spk in 13" Poplar - N 22 deg. W, 45.94'

264688

5 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 40 deg. E, 9.9'                               6” 

Ash – S 85 deg. W, 23.1'

GLO  Bk 

12 P. 72

5 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 05 deg. E, 25.1'                          

10“ Spruce – N 42 deg. W, 11.2'                              

6” Spruce – S 78 deg. E, 7.9'                           

6” Spruce – S 48 deg. E, 29.7'

GLO  Bk 

12 P. 58

5 47-23 SW
3/4" pipe found 58.65' W of c/l N-S 

Hwy. by J. Walker
1993

P.O.T. post - S 00 deg. E, 52.23'                           

Power Pole - SW, 60.37'
278107 254320.000 537485.000

5 47-23 W 1/4
1" capped pipe found in woods 135' E 

of c/l N-S Hwy. by J. Walker
1993

7" Poplar - N 00 deg. E, 7.80'                                 

7" W. Oak - N 90 deg. E, 28.54'                           

3/8" iron in Pine stump - NNW, 5.33'

278103 256982.000 537346.000

5 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No new ties taken 
GLO  Bk 

12 P. 72

6 47-23 E 1/4
1" capped pipe found in woods 135' E 

of c/l N-S Hwy. by J. Walker
1993

7" Poplar - N 00 deg. E, 7.80'                                 

7" W. Oak - N 90 deg. E, 28.54'                         

3/8" iron in Pine stump - NNW, 5.33'

278103 256982.000 537346.000

6 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No new ties taken 
GLO  Bk 

12 P. 72

6 47-23 N 1/4

(CC on correction line) 5/8" pipe found 

16' S of c/l E-W ditch and 25' E of c/l 

N-S ditch by J. Walker

1993 (No ties available) 278108 260490.000 534529.000

6 47-23 NE

(CC on correction line) 1" pipe found 

on E edge 8' wide N-S row of cattails 

by J. Walker

1993 (No ties available) 278109 260480.000 537178.000

6 47-23 NE

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
4“ Tamarack – S 21 deg. E, 3.3'                          

5" Tamarack - S 29 deg. W, 5.9'

GLO  Bk 

12 P. 74

6 47-23 NW
steel fence post set 5' N of top S bank 

of 24' wide E-W ditch by J. Walker
1993 (No ties available) 278110 260500.000 531410.000

6 47-23 NW

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
3“ Tamarack – S 05 deg. E, 6.6'                          

3" Tamarack - S 20 deg. W, 9.9'

GLO  Bk 

12 P. 13

6 47-23 S 1/4 1" pipe found by J. Walker 1993 (No ties available) 278106 254282.000 534795.000

6 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No new ties taken 
GLO  Bk 

12 P. 72

6 47-23 SE
3/4" pipe found 58.65' W of c/l N-S 

Hwy. by J. Walker
1993

P.O.T. post - S 00 deg. E, 52.23'                         

Power Pole - SW, 60.37'
278107 254320.000 537485.000

6 47-23 SW
No Mon. set - computed corner 

location by lost methods by J. Walker
1993 (No ties taken) 278105 254236.000 531603.000

6 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties 
GLO  Bk 

12 P. 13

6 47-23 W 1/4 1" iron pipe found by J. Walker 1993 (No ties available) 278104 256971.000 531519.000

6 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 05 deg. W, 9.9'                          

No other trees near

GLO  Bk 

12 P. 13

7 47-23 E 1/4
3/4" pipe found 85.73' W of c/l N-S 

Hwy. by D. Landecker
1990

spk in N FP of fence to S - S 38 deg. E, 47.55'      

spk in Power Pole - S 40 deg. W, 25.10'                 

Tele. Box - 6.0' NNW

264690

7 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ White Birch – N 60 deg. W, 4.0'                               

18” Aspen – S 40 deg. E, 2.6'

GLO  Bk 

12 P. 71

7 47-23 N 1/4 1" pipe found by J. Walker 1993 (No ties available) 278106 254282.000 534795.000
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7 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No new ties taken 
GLO  Bk 

12 P. 72

7 47-23 NE
3/4" pipe found 58.65' W of c/l N-S 

Hwy. by J. Walker
1993

P.O.T. post - S 00 deg. E, 52.23'                          

Power Pole - SW, 60.37'
278107 254320.000 537485.000

7 47-23 NW
No Mon. set - computed corner 

location by lost methods by J. Walker
1993 (No ties taken) 278105 254236.000 531603.000

7 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties 
GLO  Bk 

12 P. 13

7 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Tamarack – N 25 deg. E, 7.9'                               

5” Tamarack – S 50 deg. W, 13.2'

GLO  Bk 

12 P. 70

7 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 53 deg. E, 7.9'                        

4“ Tamarack – N 42 deg. W, 68.0'                           

4” Tamarack – S 52 deg. W, 31.0'                             

4” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

12 P. 68

7 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

3” Tamarack – N 87 deg. E, 23.8'                      

3“ Tamarack – N 09 deg. W, 51.5'                              

3” Tamarack – S 15 deg. W, 11.2'                            

3" Tamarack - S 30 deg. E, 17.2'

GLO  Bk 

12 P.13

7 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties 
GLO  Bk 

12 P. 12

7 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line of SE ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 228

8 47-23 E 1/4
1/2" capped pipe set in woods by D. 

Landecker
1990

spk in 5" Basswood - N 15 deg. E, 27.51'            

spk in 6" Basswood - N 65 deg. E, 16.73'            

spk in triple R. Oak - N 37 deg. W, 53.27'

264687

8 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
20“ Aspen – N 62 deg. W, 3.3'                               

4” White Pine – N 78 deg. E, 19.8'

GLO  Bk 

12 P. 58

8 47-23 M.C.

M.C. on E line SE 1/4 - set wood post 

on S side Starvation Lake by R.O. 

Chaney, U.S. Deputy Surveyor

1870
6“ Spruce – S 36 deg. W, 66.0'                               

6” Tamarack – S 40 deg. E, 72.6'

GLO  Bk 

12 P. 57

8 47-23 M.C.

M.C. on E line SE 1/4 - set wood post 

on N side Starvation Lake by R.O. 

Chaney, U.S. Deputy Surveyor

1870
6“ Aspen – N 37 deg. E, 28.4'                               

6” Aspen – N 46 deg. W, 24.4'

GLO  Bk 

12 P. 57

8 47-23 N 1/4

1/2" capped pipe set approx. 5' S of c/l 

E-W road at fence line to N and at W 

edge drwy. to S by D. Landecker

1990

spk in 9" Poplar - N 16 deg. E, 35.22'                  

spk in Power Pole - S 40 deg. E, 40.59'                

spk in 13" Poplar - N 22 deg. W, 45.94'

264688

8 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 40 deg. E, 9.9'                               6” 

Ash – S 85 deg. W, 23.1'

GLO  Bk 

12 P. 72

8 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 05 deg. E, 25.1'                          

10“ Spruce – N 42 deg. W, 11.2'                              

6” Spruce – S 78 deg. E, 7.9'                           

6” Spruce – S 48 deg. E, 29.7'

GLO  Bk 

12 P. 58

8 47-23 NW
3/4" pipe found 58.65' W of c/l N-S 

Hwy. by J. Walker
1993

P.O.T. post - S 00 deg. E, 52.23'                            

Power Pole - SW, 60.37'
278107 254320.000 537485.000

8 47-23 S 1/4
1/2" capped pipe set approx. 10' S of 

c/l E-W road by D. Landecker
1990

PK in Power Pole - N 52 deg. E, 66.03'                 

spk in 10" Poplar - S 60 deg. E, 48.16'                  

PK in Power Pole - N 75 deg. W, 91.76'

264689

8 47-23 S 1/4
6”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 397

8 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ White Pine – N 74 deg. W, 13.2'                              

10" White Pine - S 52 deg. E, 11.2'

GLO  Bk 

12 P. 69

8 47-23 SE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

8” Poplar –  N45 deg. E, 28.0'                               

5” Poplar – N 45 deg. W, 31.2' 

Book 1, 

Page 397

8 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – N 58 deg. E, 4.6'                          

12“ White Birch – N 44 deg. W, 15.8'                              

8” White Birch – S 53 deg. W, 19.8'                           

6” White Birch – S 50 deg. E, 5.3'

GLO  Bk 

12 P. 55
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8 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 53 deg. E, 7.9'                        

4“ Tamarack – N 42 deg. W, 68.0'                           

4” Tamarack – S 52 deg. W, 31.0'                             

4” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

12 P. 68

8 47-23 W 1/4
3/4" pipe found 85.73' W of c/l N-S 

Hwy. by D. Landecker
1990

spk in N FP of fence to S - S 38 deg. E, 47.55'       

spk in Power Pole - S 40 deg. W, 25.10'              

Tele. Box - 6.0' NNW

264690

8 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ White Birch – N 60 deg. W, 4.0'                               

18” Aspen – S 40 deg. E, 2.6'

GLO  Bk 

12 P. 71

8 47-23
Road Survey on S line of Section by 

Glen Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Distances and bearings shown 

Book 1, 

Page 397

8 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on S line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 337

8 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on S line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 326

9 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
24“ White Pine – S 65 deg. W, 11.2'                               

8” Aspen – N 56 deg. E, 13.2'

GLO  Bk 

12 P. 46

9 47-23 M.C.

M.C. on W line SW 1/4 - set wood 

post on S side Starvation Lake by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6“ Spruce – S 36 deg. W, 66.0'                               

6” Tamarack – S 40 deg. E, 72.6'

GLO  Bk 

12 P. 57

9 47-23 M.C.

M.C. on W line SW 1/4 - set wood 

post on N side Starvation Lake by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6“ Aspen – N 37 deg. E, 28.4'                               

6” Aspen – N 46 deg. W, 24.4'

GLO  Bk 

12 P. 57

9 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ Balm of Gilead – N 25 deg. E, 16.5'                               

6” Balm of Gilead – S 45 deg. W, 13.2'

GLO  Bk 

12 P. 58 

1/2

9 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Aspen – N 50 deg. E, 2.6'                          7“ 

Spruce – N 52 deg. W, 22.4'                              

10” Yellow Pine – S 76 deg. W, 26.4'                            

6” White Pine – S 20 deg. E, 4.0'

GLO  Bk 

12 P. 46

9 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 05 deg. E, 25.1'                          

10“ Spruce – N 42 deg. W, 11.2'                              

6” Spruce – S 78 deg. E, 7.9'                           

6” Spruce – S 48 deg. E, 29.7'

GLO  Bk 

12 P. 58

9 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 17 deg. W, 2.6'                               

12” Linden – S 32 deg. W, 10.6'

GLO  Bk 

12 P. 57

9 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – S 75 deg. E, 21.1'                      

7“ White Pine – N 41 deg. E, 8.6'                              

7” White Pine – N 63 deg. W, 6.6'                            

10” Fir – S 34 deg. W, 17.2'

GLO  Bk 

12 P. 44

9 47-23 SW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

8” Poplar –  N45 deg. E, 28.0'                               

5” Poplar – N 45 deg. W, 31.2' 

Book 1, 

Page 397

9 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – N 58 deg. E, 4.6'                          

12“ White Birch – N 44 deg. W, 15.8'                              

8” White Birch – S 53 deg. W, 19.8'                           

6” White Birch – S 50 deg. E, 5.3'

GLO  Bk 

12 P. 55

9 47-23 W 1/4
1/2" capped pipe set in woods by D. 

Landecker
1990

spk in 5" Basswood - N 15 deg. E, 27.51'            

spk in 6" Basswood - N 65 deg. E, 16.73'             

spk in triple R. Oak - N 37 deg. W, 53.27'

264687

9 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
20“ Aspen – N 62 deg. W, 3.3'                               

4” White Pine – N 78 deg. E, 19.8'

GLO  Bk 

12 P. 58

9 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on S line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 326

9 47-23
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on N line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 260

10 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ White Birch – N 62 deg. W, 11.9'                               

12” White Birch – N 75 deg. E, 14.5'

GLO  Bk 

12 P. 35

10 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Birch – N 50 deg. E, 9.9'                               

7” Aspen – S 30 deg. W, 16.5'

GLO  Bk 

12 P. 47
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10 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Birch – N 83 deg. E, 18.5'                      

7“ White Birch – N 52 deg. E, 23.8'                              

6” White Birch – S 64 deg. W, 5.3'                            

13” Aspen – S 19 deg. E, 16.5'

GLO  Bk 

12 P. 35

10 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Aspen – N 50 deg. E, 2.6'                          7“ 

Spruce – N 52 deg. W, 22.4'                              

10” Yellow Pine – S 76 deg. W, 26.4'                            

6” White Pine – S 20 deg. E, 4.0'

GLO  Bk 

12 P. 46

10 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – N 46 deg. W, 9.9'                               

5” Tamarack – S 34 deg. E, 8.6'

GLO  Bk 

12 P. 45

10 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Sugar – N 42 deg. E, 10.6'                      8“ 

Aspen – N 51 deg. W, 31.0'                              

9” Fir – S 54 deg. W, 13.9'                            

36” White Pine – S 69 deg. E, 33.7'

GLO  Bk 

12 P. 32

10 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – S 75 deg. E, 21.1'                      

7“ White Pine – N 41 deg. E, 8.6'                              

7” White Pine – N 63 deg. W, 6.6'                            

10” Fir – S 34 deg. W, 17.2'

GLO  Bk 

12 P. 44

10 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
24“ White Pine – S 65 deg. W, 11.2'                               

8” Aspen – N 56 deg. E, 13.2'

GLO  Bk 

12 P. 46

11 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Birch – N 40 deg. E, 9.2'                          

6” Tamarack – S 36 deg. W, 13.2'

GLO  Bk 

12 P. 23

11 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Aspen – N 45 deg. E, 18.5'                               

10” White Birch – S 85 deg. W, 26.4'

GLO  Bk 

12 P. 36

11 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Linden – N 20 deg. E, 7.3'                      14“ 

Aspen – N 49 deg. W, 7.9'                              

12” White Birch – S 59 deg. W, 13.9'                            

10” White Birch – S 61 deg. E, 4.6'

GLO  Bk 

12 P. 23

11 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Birch – N 83 deg. E, 18.5'                      

7“ White Birch – N 52 deg. E, 23.8'                              

6” White Birch – S 64 deg. W, 5.3'                            

13” Aspen – S 19 deg. E, 16.5'

GLO  Bk 

12 P. 35

11 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 76 deg. E, 7.3'                               8” 

Fir – S 68 deg. W, 8.6'

GLO  Bk 

12 P. 34

11 47-23 SE
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1914

30” W. Pine stump - N 00 deg E, 42.2'                

26” Y. Pine stump – S 45 deg E, 39.6'         

Book 1, 

Page 171

11 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

4” Fir – N 68 deg. E, 20.5'                               

6“ Spruce – N 64 deg. W, 19.8'                              

34” White Pine – S 40 deg. W, 29.0'                            

5” Fir – S 89 deg. E, 7.9'

GLO  Bk 

12 P. 21

11 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Sugar – N 42 deg. E, 10.6'                      8“ 

Aspen – N 51 deg. W, 31.0'                              

9” Fir – S 54 deg. W, 13.9'                            

36” White Pine – S 69 deg. E, 33.7'

GLO  Bk 

12 P. 32

11 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ White Birch – N 62 deg. W, 11.9'                               

12” White Birch – N 75 deg. E, 14.5'

GLO  Bk 

12 P. 35

11 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 11                                 

Distance and Mag. Var. shown 

Book 1, 

Page 171

12 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ Aspen – S 80 deg. E, 9.2'                          

6” White Pine - S 66 deg. W, 4.6'

GLO  Bk 

12 P. 45

12 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Aspen – S 00 deg. E, 15.8'                          

7” Oak – N 30 deg. W, 7.9'

GLO  Bk 

12 P. 24

12 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Spruce – N 43 deg. E, 11.9'                      6“ 

Spruce – N 60 deg. W, 7.9'                              

4” Tamarack – S 33 deg. W, 15.2'                            

6" Spruce - S 38 deg. E, 9.2'

GLO  Bk 

12 P. 5
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12 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Linden – N 20 deg. E, 7.3'                      14“ 

Aspen – N 49 deg. W, 7.9'                              

12” White Birch – S 59 deg. W, 13.9'                            

10” White Birch – S 61 deg. E, 4.6'

GLO  Bk 

12 P. 23

12 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Spruce – S 08 deg. W, 3.3'                               

13” White Birch – N 18 deg. W, 7.9'

GLO  Bk 

12 P. 22

12 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Tamarack – N 33 deg. E, 17.8'                      

13“ Tamarack – N 31 deg. W, 13.9'                              

12” White Pine – S 70 deg. W, 15.8'                            

11" White Pine - S 27 deg. E, 15.2'

GLO  Bk 

12 P. 4

12 47-23 SW
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1914

30” W. Pine stump - N 00 deg E, 42.2'               

26” Y. Pine stump – S 45 deg E, 39.6'  

Book 1, 

Page 171

12 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

4” Fir – N 68 deg. E, 20.5'                               

6“ Spruce – N 64 deg. W, 19.8'                              

34” White Pine – S 40 deg. W, 29.0'                            

5” Fir – S 89 deg. E, 7.9'

GLO  Bk 

12 P. 21

12 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Birch – N 40 deg. E, 9.2'                          

6” Tamarack – S 36 deg. W, 13.2'

GLO  Bk 

12 P. 23

13 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ White Birch – N 50 deg. E, 15.8'                          

5” Spruce - N 59 deg. W, 3.3'

GLO  Bk 

12 P. 4

13 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Spruce – S 08 deg. W, 3.3'                               

13” White Birch – N 18 deg. W, 7.9'

GLO  Bk 

12 P. 22

13 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Tamarack – N 33 deg. E, 17.8'                      

13“ Tamarack – N 31 deg. W, 13.9'                              

12” White Pine – S 70 deg. W, 15.8'                            

11" White Pine - S 27 deg. E, 15.2'

GLO  Bk 

12 P. 4

13 47-23 NW
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1914

30” W. Pine stump - N 00 deg E, 42.2'               

26” Y. Pine stump – S 45 deg E, 39.6'  

Book 1, 

Page 171

13 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

4” Fir – N 68 deg. E, 20.5'                               

6“ Spruce – N 64 deg. W, 19.8'                              

34” White Pine – S 40 deg. W, 29.0'                            

5” Fir – S 89 deg. E, 7.9'

GLO  Bk 

12 P. 21

13 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Tamarack – N 00 deg. E, 7.9'                          

8” Tamarack – S 35 deg. W, 16.5'

GLO  Bk 

12 P. 19

13 47-23 SE
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 12” Balsam – S 42 deg. W, 68.6'                     

Book 2, 

Page 55

13 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Spruce – N 23 deg. E, 17.8'                      

10“ Tamarack – N 42 deg. W, 23.1'                              

8” Fir – S 70 deg. W, 15.8'                            No 

other tree near

GLO  Bk 

12 P. 3

13 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 20 deg. E, 9.9'                               4“ 

Fir – N 32 deg. W, 3.3'                              8” Fir 

– S 15 deg. W, 7.3'                            12” White 

Birch – S 25 deg. E, 6.6'

GLO  Bk 

12 P. 18

13 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Fir – N 63 deg. W, 4.0'                               

6” Tamarack – N 90 deg. E, 16.5'

GLO  Bk 

12 P. 20

13 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S and W line of Section 13                      

Distance and Mag. Var. shown 

Book 1, 

Page 171

14 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Fir – N 63 deg. W, 4.0'                               

6” Tamarack – N 90 deg. E, 16.5'

GLO  Bk 

12 P. 20

14 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 76 deg. E, 7.3'                               8” 

Fir – S 68 deg. W, 8.6'

GLO  Bk 

12 P. 34

14 47-23 NE
Took new ties to existing corner by 

H.D. Keath, County Surveyor
1914

30” W. Pine stump - N 00 deg E, 42.2'               

26” Y. Pine stump – S 45 deg E, 39.6'  

Book 1, 

Page 171

14 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

4” Fir – N 68 deg. E, 20.5'                               

6“ Spruce – N 64 deg. W, 19.8'                              

34” White Pine – S 40 deg. W, 29.0'                            

5” Fir – S 89 deg. E, 7.9'

GLO  Bk 

12 P. 21
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14 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Sugar – N 42 deg. E, 10.6'                      8“ 

Aspen – N 51 deg. W, 31.0'                              

9” Fir – S 54 deg. W, 13.9'                            

36” White Pine – S 69 deg. E, 33.7'

GLO  Bk 

12 P. 32

14 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7“ Aspen – N 20 deg. W, 7.9'                               

8” White Pine – S 00 deg. E, 11.2'

GLO  Bk 

12 P. 31

14 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 20 deg. E, 9.9'                               4“ 

Fir – N 32 deg. W, 3.3'                              8” Fir 

– S 15 deg. W, 7.3'                            12” White 

Birch – S 25 deg. E, 6.6'

GLO  Bk 

12 P. 18

14 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 22 deg. E, 6.6'                      6“ 

Spruce – S 63 deg. E, 7.9'                              

5” Spruce – S 43 deg. W, 9.9'                            

7” Spruce – N 27 deg. W, 4.0'

GLO  Bk 

12 P. 30

14 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 63 deg. W, 2.6'                               7” 

Sugar – S 84 deg. E, 7.9'

GLO  Bk 

12 P. 32

14 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on E and N line of Section 14                      

Distance and Mag. Var. shown 

Book 1, 

Page 171

15 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 63 deg. W, 2.6'                               7” 

Sugar – S 84 deg. E, 7.9'

GLO  Bk 

12 P. 32

15 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – N 46 deg. W, 9.9'                               

5” Tamarack – S 34 deg. E, 8.6'

GLO  Bk 

12 P. 45

15 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

11” Sugar – N 42 deg. E, 10.6'                      8“ 

Aspen – N 51 deg. W, 31.0'                              

9” Fir – S 54 deg. W, 13.9'                            

36” White Pine – S 69 deg. E, 33.7'

GLO  Bk 

12 P. 32

15 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – S 75 deg. E, 21.1'                      

7“ White Pine – N 41 deg. E, 8.6'                              

7” White Pine – N 63 deg. W, 6.6'                            

10” Fir – S 34 deg. W, 17.2'

GLO  Bk 

12 P. 44

15 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – S 35 deg. E, 7.9'                               

6” Tamarack – N 27 deg. W, 10.6'

GLO  Bk 

12 P. 43

15 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 22 deg. E, 6.6'                      6“ 

Spruce – S 63 deg. E, 7.9'                              

5” Spruce – S 43 deg. W, 9.9'                            

7” Spruce – N 27 deg. W, 4.0'

GLO  Bk 

12 P. 30

15 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 85 deg. W, 15.8'                              

4“ Fir – S 10 deg. W, 23.1'                              

14” White Birch – N 35 deg. E, 35.0'                            

8” Spruce – S 76 deg. E, 30.4'

GLO  Bk 

12 P. 42

15 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Pine – S 46 deg. E, 5.9'                               

8” White Pine – N 37 deg. W, 13.2'

GLO  Bk 

12 P. 43

16 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Pine – S 46 deg. E, 5.9'                               

8” White Pine – N 37 deg. W, 13.2'

GLO  Bk 

12 P. 43

16 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 17 deg. W, 2.6'                               

12” Linden – S 32 deg. W, 10.6'

GLO  Bk 

12 P. 57

16 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – S 75 deg. E, 21.1'                      

7“ White Pine – N 41 deg. E, 8.6'                              

7” White Pine – N 63 deg. W, 6.6'                            

10” Fir – S 34 deg. W, 17.2'

GLO  Bk 

12 P. 44

16 47-23 NW
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

8” Poplar –  N45 deg. E, 28.0'                               

5” Poplar – N 45 deg. W, 31.2' 

Book 1, 

Page 397

16 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – N 58 deg. E, 4.6'                          

12“ White Birch – N 44 deg. W, 15.8'                              

8” White Birch – S 53 deg. W, 19.8'                           

6” White Birch – S 50 deg. E, 5.3'

GLO  Bk 

12 P. 55

16 47-23 S 1/4
1/2" capped pipe set on W end of E-W 

fence at E edge swamp by B. Grivna
1992

spk in 16" Oak - 83.20' NE                                   

spk in 8" Oak - 54.40' E                                    

spk in 18" Oak - 110.33' SE 

286863
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16 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Birch – N 63 deg. E, 17.8'                               

12” Aspen – S 34 deg. E, 9.2'

GLO  Bk 

12 P. 55

16 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 85 deg. W, 15.8'                              

4“ Fir – S 10 deg. W, 23.1'                              

14” White Birch – N 35 deg. E, 35.0'                            

8” Spruce – S 76 deg. E, 30.4'

GLO  Bk 

12 P. 42

16 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

16” Spruce – N 37 deg. E, 9.9'                          

14“ Spruce – N 65 deg. W, 11.2'                              

14” Elm – S 50 deg. W, 13.2'                           

12” White Birch – S 49 deg. E, 29.0'

GLO  Bk 

12 P. 54

16 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ White Pine – S 60 deg. W, 2.0'                               

6” White Pine – N 43 deg. E, 3.3'

GLO  Bk 

12 P. 55

16 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 326

17 47-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1919

Subd. East Half of Section - no ties                     

Distances and Mag. Var. shown

Book 1,  

Page 269

17 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ White Pine – S 60 deg. W, 2.0'                               

6” White Pine – N 43 deg. E, 3.3'

GLO  Bk 

12 P. 55

17 47-23 N 1/4
1/2" capped pipe set approx. 10' S of 

c/l E-W road by D. Landecker
1990

PK in Power Pole - N 52 deg. E, 66.03'                 

spk in 10" Poplar - S 60 deg. E, 48.16'                   

PK in Power Pole - N 75 deg. W, 91.76'

264689

17 47-23 N 1/4
6”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 397

17 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ White Pine – N 74 deg. W, 13.2'                              

10" White Pine - S 52 deg. E, 11.2'

GLO  Bk 

12 P. 69

17 47-23 NE
Took new ties to inp.corner by Glen 

Bickley, County Surveyor
1923

8” Poplar –  N45 deg. E, 28.0'                               

5” Poplar – N 45 deg. W, 31.2' 

Book 1, 

Page 397

17 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” White Pine – N 58 deg. E, 4.6'                          

12“ White Birch – N 44 deg. W, 15.8'                              

8” White Birch – S 53 deg. W, 19.8'                           

6” White Birch – S 50 deg. E, 5.3'

GLO  Bk 

12 P. 55

17 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 53 deg. E, 7.9'                        

4“ Tamarack – N 42 deg. W, 68.0'                           

4” Tamarack – S 52 deg. W, 31.0'                             

4” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

12 P. 68

17 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
24“ White Pine – N 24 deg. W, 6.6'                              

6" Fir - S 33 deg. E, 10.6'

GLO  Bk 

12 P. 66

17 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

16” Spruce – N 37 deg. E, 9.9'                          

14“ Spruce – N 65 deg. W, 11.2'                              

14” Elm – S 50 deg. W, 13.2'                           

12” White Birch – S 49 deg. E, 29.0'

GLO  Bk 

12 P. 54

17 47-23 SW
1/2" capped pipe set 52.7' E of c/l N-S 

Highway at c/l road to E by B. Grivna
1995

spk in Power Pole - 28.41' NE                               

"X" in N end N-S CMP to E - 55.77' NE                  

"X in S end N-S CMP to E - 55.49' SW

290712

17 47-23 SW

Set 1” bolt in road and took new tie to 

corner by H. D Keath, County 

Surveyor 

1914 Brace bolts in ctr of bridge – N 90 deg E, 52.1' 
Book 1, 

Page 188

17 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

36” White Pine – N 05 deg. W, 7.9'                                 

6“ Fir – N 82 deg. E, 13.2'                              7” 

Fir – S 36 deg. E, 9.9'                                     6" 

Fir - S 42 deg. W, 13.2'

GLO  Bk 

12 P. 65

17 47-23 W 1/4
Took new ties to corner by H. D 

Keath, County Surveyor 
1914

5” J. Pine - N 59 deg W, 66.0'                                

6” J. Pine - S 88 deg E, 64.0'  

Book 1, 

Page 188

17 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Yellow Pine – N 63 deg. W, 13.2'                               

10” Yellow Pine – N 78 deg. W, 33.0'

GLO  Bk 

12 P. 68

17 47-23
Road Survey on N line of Section by 

Glen Bickley, County Surveyor 
1923

Replaced cors. with stones - took new ties         

Distances and bearings shown 

Book 1, 

Page 397

17 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on N line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 337

17 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 326

18 47-23 E 1/4
Took new ties to corner by H. D 

Keath, County Surveyor 
1914

5” J. Pine - N 59 deg W, 66.0'                                

6” J. Pine - S 88 deg E, 64.0'  

Book 1, 

Page 188
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18 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Yellow Pine – N 63 deg. W, 13.2'                               

10” Yellow Pine – N 78 deg. W, 33.0'

GLO  Bk 

12 P. 68

18 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Tamarack – N 25 deg. E, 7.9'                               

5” Tamarack – S 50 deg. W, 13.2'

GLO  Bk 

12 P. 70

18 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Tamarack – N 53 deg. E, 7.9'                        

4“ Tamarack – N 42 deg. W, 68.0'                           

4” Tamarack – S 52 deg. W, 31.0'                             

4” Tamarack – S 50 deg. E, 29.7'

GLO  Bk 

12 P. 68

18 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

3” Tamarack – N 87 deg. E, 23.8'                      

3“ Tamarack – N 09 deg. W, 51.5'                              

3” Tamarack – S 15 deg. W, 11.2'                            

3" Tamarack - S 30 deg. E, 17.2'

GLO  Bk 

12 P.13

18 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 67 deg. E, 15.2'                               

10” White Birch – S 23 deg. W, 9.2'

GLO  Bk 

12 P. 67

18 47-23 SE
1/2" capped pipe set 52.7' E of c/l N-S 

Highway at c/l road to E by B. Grivna
1995

spk in Power Pole - 28.41' NE                                

"X" in N end N-S CMP to E - 55.77' NE                  

"X in S end N-S CMP to E - 55.49' SW

290712

18 47-23 SE

Set 1” bolt in road and took new tie to 

corner by H. D Keath, County 

Surveyor 

1914 Brace bolts in ctr of bridge – N 90 deg E, 52.1' 
Book 1, 

Page 188

18 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

36” White Pine – N 05 deg. W, 7.9'                                 

6“ Fir – N 82 deg. E, 13.2'                              7” 

Fir – S 36 deg. E, 9.9'                                     6" 

Fir - S 42 deg. W, 13.2'

GLO  Bk 

12 P. 65

18 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Tamarack – N 69 deg. E, 6.6'                                 

16“ Aspen – N 37 deg. W, 17.8'                              

12” White Birch – S 68 deg. W, 19.8'                            

10" White Birch - S 20 deg. E, 14.5'

GLO  Bk 

12 P. 11

18 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ White Pine – N 75 deg. E, 6.6'                          

8” Aspen - S 60 deg. W, 4.6'

GLO  Bk 

12 P. 11

18 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line of NE ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 228

18 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of S 1/2-S1/2 of Section 18             

Distance and Mag. Var. shown 

Book 1, 

Page 188

19 47-23 E 1/4
1/2" capped pipe set 2.4' E of c/l N-S 

Highway by B. Grivna
1995

1/2" pipe set by B. Grivna - 32.27' NE                    

"X" in E end 24" RCP - 34.51' SE                        

"X in W end 24" RCP - 35.65' SW

290711

19 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Tamarack – N 62 deg. W, 5.9'                               

4” Tamarack – N 78 deg. E, 7.9'

GLO  Bk 

12 P. 65

19 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 67 deg. E, 15.2'                               

10” White Birch – S 23 deg. W, 9.2'

GLO  Bk 

12 P. 67

19 47-23 NE
1/2" capped pipe set 52.7' E of c/l N-S 

Highway at c/l road to E by B. Grivna
1995

spk in Power Pole - 28.41' NE                             

"X" in N end N-S CMP to E - 55.77' NE                  

"X in S end N-S CMP to E - 55.49' SW

290712

19 47-23 NE

Set 1” bolt in road and took new tie to 

corner by H. D Keath, County 

Surveyor 

1914 Brace bolts in ctr of bridge – N 90 deg E, 52.1' 
Book 1, 

Page 188

19 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

36” White Pine – N 05 deg. W, 7.9'                                 

6“ Fir – N 82 deg. E, 13.2'                              7” 

Fir – S 36 deg. E, 9.9'                                     6" 

Fir - S 42 deg. W, 13.2'

GLO  Bk 

12 P. 65

19 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Tamarack – N 69 deg. E, 6.6'                                 

16“ Aspen – N 37 deg. W, 17.8'                              

12” White Birch – S 68 deg. W, 19.8'                            

10" White Birch - S 20 deg. E, 14.5'

GLO  Bk 

12 P. 11

19 47-23 S 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

16” White Pine stump – N 29 deg. E, 38.9'           

24” White Pine stump – S 06 deg. E, 49.5'

Book 2, 

Page 32

19 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ White Pine – N 62 deg. E, 9.2'                              

6" Fir - S 23 deg. W, 8.6'

GLO  Bk 

12 P. 64
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19 47-23 SE
1 1/2" pipe found 16' W of c/l N-S 

Highway at c/l road to E by B. Grivna
1992

PK in Tele. Ped. post - N 70 deg. E, 95.80'             

spk in Power Pole - S 80 deg. E, 150.88'              

spk in Power Pole - S 60 deg. W, 66.34' 

286897

19 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Linden – N 85 deg. W, 13.2'                                 

5“ Linden – N 70 deg. E, 39.6'                              

12” Elm – S 64 deg. W, 29.7'                            

6" White Birch - S 48 deg. E, 20.5'

GLO  Bk 

12 P. 62

19 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Fir – N 18 deg. E, 19.1'                                 

14“ White Birch – N 54 deg. W, 13.9'                              

8” Ash – S 12 deg. W, 13.9'                            

6" Ash - S 50 deg. E, 21.1'

GLO  Bk 

12 P. 9

19 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – S 30 deg. E, 29.7'                              

No other trees near

GLO  Bk 

12 P. 10

20 47-23 E 1/4
1/2" capped pipe set at c/l roads N-S-

E by B. Grivna
1992

spk in Power Pole - 54.60' NE                             

"X" in S end N-S RCP to E - 48.12' SE                  

spk in Power Pole - 40.30' SW

286865

20 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Tamarack – S 48 deg. E, 13.2'                               

8” Tamarack – S 60 deg. W, 11.2'

GLO  Bk 

12 P. 53

20 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
24“ White Pine – N 24 deg. W, 6.6'                              

6" Fir - S 33 deg. E, 10.6'

GLO  Bk 

12 P. 66

20 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

16” Spruce – N 37 deg. E, 9.9'                          

14“ Spruce – N 65 deg. W, 11.2'                              

14” Elm – S 50 deg. W, 13.2'                           

12” White Birch – S 49 deg. E, 29.0'

GLO  Bk 

12 P. 54

20 47-23 NW
1/2" capped pipe set 52.7' E of c/l N-S 

Highway at c/l road to E by B. Grivna
1995

spk in Power Pole - 28.41' NE                               

"X" in N end N-S CMP to E - 55.77' NE               

"X in S end N-S CMP to E - 55.49' SW

290712

20 47-23 NW

Set 1” bolt in road and took new tie to 

corner by H. D Keath, County 

Surveyor 

1914 Brace bolts in ctr of bridge – N 90 deg E, 52.1' 
Book 1, 

Page 188

20 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

36” White Pine – N 05 deg. W, 7.9'                                 

6“ Fir – N 82 deg. E, 13.2'                              7” 

Fir – S 36 deg. E, 9.9'                                     6" 

Fir - S 42 deg. W, 13.2'

GLO  Bk 

12 P. 65

20 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ Cedar – N 87 deg. E, 14.5'                               

15” Cedar – S 60 deg. W, 13.2'

GLO  Bk 

12 P. 63

20 47-23 SE
1/2" iron pin found on c/l roads N-S-E-

W by B. Grivna
1992

spk in Tele. Ped. post - 43.00' NE                          

spk in Power Pole - 48.79' SW                            

spk in Bur. cable Post - 84.70' NW

286866

20 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” White Birch – N 21 deg. E, 7.9'                          

8“ White Birch – N 51 deg. W, 9.9'                              

8” Spruce – S 25 deg. W, 2.0'                           

7” Fir – S 59 deg. E, 6.6'

GLO  Bk 

12 P. 52

20 47-23 SW
1 1/2" pipe found 16' W of c/l N-S 

Highway at c/l road to E by B. Grivna
1992

PK in Tele. Ped. post - N 70 deg. E, 95.80'             

spk in Power Pole - S 80 deg. E, 150.88'              

spk in Power Pole - S 60 deg. W, 66.34' 

286897

20 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Linden – N 85 deg. W, 13.2'                                 

5“ Linden – N 70 deg. E, 39.6'                              

12” Elm – S 64 deg. W, 29.7'                            

6" White Birch - S 48 deg. E, 20.5'

GLO  Bk 

12 P. 62

20 47-23 W 1/4
1/2" capped pipe set 2.4' E of c/l N-S 

Highway by B. Grivna
1995

1/2" pipe set by B. Grivna - 32.27' NE                    

"X" in E end 24" RCP - 34.51' SE                        

"X in W end 24" RCP - 35.65' SW

290711

20 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Tamarack – N 62 deg. W, 5.9'                               

4” Tamarack – N 78 deg. E, 7.9'

GLO  Bk 

12 P. 65

20 47-23
Survey of Town of East Lake by H.D. 

Keath, County Surveyor
1913

Section brkdwn for Plat of Town of East Lake    

Soo Railroad shown

Book 1, 

Page 163

21 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

21 47-23 E 1/4

1/2" capped pipe set at CFP of fence 

lines to N and E at projection of road 

c/l from W and S by B. Grivna

1992

spk in 30" Oak - 36.61' NW                                

spk in 8" Basswood - 47.64' SW                        

spk in 30" Oak - 129.60' SSE

286862

21 47-23 E 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Basswood - N 45 deg E, 41.5'                         

12” Maple - N 45 deg W, 41.9'

Book 1, 

Page 229

Page 387 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

21 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Aspen – S 87 deg. W, 3.3'                               

4” Sugar – S 40 deg. E, 5.9'

GLO  Bk 

12 P. 42

21 47-23 N 1/4
1/2" capped pipe set on W end of E-W 

fence at E edge swamp by B. Grivna
1992

spk in 16" Oak - 83.20' NE                                

spk in 8" Oak - 54.40' E                                     

spk in 18" Oak - 110.33' SE

286863

21 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
10“ White Birch – N 63 deg. E, 17.8'                               

12” Aspen – S 34 deg. E, 9.2'

GLO  Bk 

12 P. 55

21 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 85 deg. W, 15.8'                              

4“ Fir – S 10 deg. W, 23.1'                              

14” White Birch – N 35 deg. E, 35.0'                            

8” Spruce – S 76 deg. E, 30.4'

GLO  Bk 

12 P. 42

21 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

16” Spruce – N 37 deg. E, 9.9'                          

14“ Spruce – N 65 deg. W, 11.2'                              

14” Elm – S 50 deg. W, 13.2'                           

12” White Birch – S 49 deg. E, 29.0'

GLO  Bk 

12 P. 54

21 47-23 S 1/4
1/2" capped pipe set on c/l road E-W 

by B. Grivna
1992

spk in Tele. Ped. post - 43.00' NE                          

spk in Power Pole - 48.79' SW                            

spk in Bur. cable Post - 84.70' NW

286896

21 47-23 SE
1/2" capped pipe set on c/l roads N-E-

W by B. Grivna
1992

spk in 5" Maple - 87.76' NNW                                

spk in Tele. Ped. post - 52.34' NE                           

spk in Power Pole - 56.18' SE

286864

21 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 87 deg. E, 13.2'                              

14“ Elm – N 50 deg. W, 8.6'                              

36” Pine – S 35 deg. W, 7.3'                            

6” Birch – S 49 deg. E, 6.6'

GLO  Bk 

12 P. 40

21 47-23 SW
1/2" iron pin found on c/l roads N-S-E-

W by B. Grivna
1992

spk in Tele. Ped. post - 43.00' NE                          

spk in Power Pole - 48.79' SW                               

spk in Bur. cable Post - 84.70' NW

286866

21 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” White Birch – N 21 deg. E, 7.9'                          

8“ White Birch – N 51 deg. W, 9.9'                              

8” Spruce – S 25 deg. W, 2.0'                           

7” Fir – S 59 deg. E, 6.6'

GLO  Bk 

12 P. 52

21 47-23 W 1/4
1/2" capped pipe set at c/l roads N-S-

E by B. Grivna
1992

spk in Power Pole - 54.60' NE                                 

"X" in S end N-S RCP to E - 48.12' SE                   

spk in Power Pole - 40.30' SW

286865

21 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Tamarack – S 48 deg. E, 13.2'                               

8” Tamarack – S 60 deg. W, 11.2'

GLO  Bk 

12 P. 53

22 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

22 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Tamarack – N 86 deg. E, 4.6'                              

6" Spruce -S 85 deg. W, 4.6

GLO  Bk 

12 P. 30

22 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – S 35 deg. E, 7.9'                               

6” Tamarack – N 27 deg. W, 10.6'

GLO  Bk 

12 P. 43

22 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 22 deg. E, 6.6'                      6“ 

Spruce – S 63 deg. E, 7.9'                              

5” Spruce – S 43 deg. W, 9.9'                            

7” Spruce – N 27 deg. W, 4.0'

GLO  Bk 

12 P. 30

22 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Fir – N 58 deg. E, 6.6'                               

12” Aspen – S 40 deg. W, 5.9'

GLO  Bk 

12 P. 40

22 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 47 deg. E, 11.9'                               

6“ White Birch – N 19 deg. W, 16.5'                              

6” Tamarack – S 35 deg. W, 6.6'                            

8” White Birch – S 63 deg. E, 7.9'

GLO  Bk 

12 P. 28

22 47-23 SW
1/2" capped pipe set on c/l roads N-E-

W by B. Grivna
1992

spk in 5" Maple - 87.76' NNW                                

spk in Tele. Ped. post - 52.34' NE                         

spk in Power Pole - 56.18' SE

286864

22 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 87 deg. E, 13.2'                              

14“ Elm – N 50 deg. W, 8.6'                              

36” Pine – S 35 deg. W, 7.3'                            

6” Birch – S 49 deg. E, 6.6'

GLO  Bk 

12 P. 40
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22 47-23 W 1/4

1/2" capped pipe set at CFP of fence 

lines to N and E at projection of road 

c/l from W and S by B. Grivna

1992

spk in 30" Oak - 36.61' NW                                

spk in 8" Basswood - 47.64' SW                            

spk in 30" Oak - 129.60' SSE

286862

22 47-23 W 1/4
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

10” Basswood - N 45 deg E, 41.5'                         

12” Maple - N 45 deg W, 41.9'

Book 1, 

Page 229

22 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Aspen – S 87 deg. W, 3.3'                               

4” Sugar – S 40 deg. E, 5.9'

GLO  Bk 

12 P. 42

23 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

23 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 49 deg. E, 4.0'                               

10” White Birch – N 35 deg. W, 6.6'

GLO  Bk 

12 P. 18

23 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7“ Aspen – N 20 deg. W, 7.9'                               

8” White Pine – S 00 deg. E, 11.2'

GLO  Bk 

12 P. 31

23 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 20 deg. E, 9.9'                               4“ 

Fir – N 32 deg. W, 3.3'                              8” Fir 

– S 15 deg. W, 7.3'                            12” White 

Birch – S 25 deg. E, 6.6'

GLO  Bk 

12 P. 18

23 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 22 deg. E, 6.6'                      6“ 

Spruce – S 63 deg. E, 7.9'                              

5” Spruce – S 43 deg. W, 9.9'                            

7” Spruce – N 27 deg. W, 4.0'

GLO  Bk 

12 P. 30

23 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 15 deg. E, 7.9'                               7” 

Spruce – S 22 deg. W, 11.9'

GLO  Bk 

12 P. 29

23 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Spruce – N 31 deg. E, 4.6'                      11“ 

Tamarack – N 11 deg. W, 13.2'                              

5” Tamarack – S 53 deg. W, 13.9'                            

5” Spruce – S 35 deg. E, 1.3'

GLO  Bk 

12 P. 16

23 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 47 deg. E, 11.9'                               

6“ White Birch – N 19 deg. W, 16.5'                              

6” Tamarack – S 35 deg. W, 6.6'                            

8” White Birch – S 63 deg. E, 7.9'

GLO  Bk 

12 P. 28

23 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Tamarack – N 86 deg. E, 4.6'                              

6" Spruce -S 85 deg. W, 4.6

GLO  Bk 

12 P. 30

23 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 336

24 47-23  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1914

Subdivided SE ¼ of Section S of RR                    

Distance and Mag. Var. stated

Book 2, 

Page 97

24 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

24 47-23 E 1/4
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 30” White Pine stump – S 40 deg. E, 42.0'                     

Book 2, 

Page 55

24 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ White Birch – N 88 deg. W, 19.8'                          

8” Ironwood - S 74 deg. E, 11.2'

GLO  Bk 

12 P. 13

24 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Tamarack – N 00 deg. E, 7.9'                          

8” Tamarack – S 35 deg. W, 16.5'

GLO  Bk 

12 P. 19

24 47-23 NE
Took new tie to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911 12” Balsam – S 42 deg. W, 68.6'                     

Book 2, 

Page 55

24 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Spruce – N 23 deg. E, 17.8'                      

10“ Tamarack – N 42 deg. W, 23.1'                              

8” Fir – S 70 deg. W, 15.8'                            No 

other tree near

GLO  Bk 

12 P. 3

24 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 20 deg. E, 9.9'                               4“ 

Fir – N 32 deg. W, 3.3'                              8” Fir 

– S 15 deg. W, 7.3'                            12” White 

Birch – S 25 deg. E, 6.6'

GLO  Bk 

12 P. 18

24 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Sugar – N 11 deg. E, 2.6'                        

12” White Birch – S 60 deg. W, 7.9'

GLO  Bk 

12 P. 17
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24 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

14” Spruce – N 45 deg. E, 35.3'                      

16“ White Birch – N 25 deg. W, 38.9'                              

10” Black Ash – S 20 deg. W, 12.5'                            

12” Tamarack – S 85 deg. E, 33.0'

GLO  Bk 

12 P. 2

24 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Spruce – N 31 deg. E, 4.6'                      11“ 

Tamarack – N 11 deg. W, 13.2'                              

5” Tamarack – S 53 deg. W, 13.9'                            

5” Spruce – S 35 deg. E, 1.3'

GLO  Bk 

12 P. 16

24 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 49 deg. E, 4.0'                               

10” White Birch – N 35 deg. W, 6.6'

GLO  Bk 

12 P. 18

24 47-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on W line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 336

24 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 24                                 

Distance and Mag. Var. shown 

Book 1, 

Page 171

25 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

25 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7” Fir – S 55 deg. E, 9.9'                               4” 

Fir – S 40 deg. W, 5.9'

GLO  Bk 

12 P. 2

25 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
12“ Sugar – N 11 deg. E, 2.6'                        

12” White Birch – S 60 deg. W, 7.9'

GLO  Bk 

12 P. 17

25 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

14” Spruce – N 45 deg. E, 35.3'                      

16“ White Birch – N 25 deg. W, 38.9'                              

10” Black Ash – S 20 deg. W, 12.5'                            

12” Tamarack – S 85 deg. E, 33.0'

GLO  Bk 

12 P. 2

25 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Spruce – N 31 deg. E, 4.6'                      11“ 

Tamarack – N 11 deg. W, 13.2'                              

5” Tamarack – S 53 deg. W, 13.9'                            

5” Spruce – S 35 deg. E, 1.3'

GLO  Bk 

12 P. 16

25 47-23 S 1/4
5”x8”x24” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

25 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Sugar – S 20 deg. E, 10.6'                        8” 

Linden – N 35 deg. W, 4.6'

GLO  Bk 

12 P. 15

25 47-23 SE
5”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

25 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 35 deg. E, 9.9'                      5“ 

Spruce – N 78 deg. W, 22.4'                              

5” Spruce – S 22 deg. W, 12.5'                            

5” Spruce – S 60 deg. E, 5.9'

GLO  Bk 

12 P. 1

25 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 08 deg. E, 9.2'                      5“ 

Spruce – N 44 deg. W, 22.4'                              

6” Tamarack – S 43 deg. W, 29.0'                            

3” Spruce – S 67 deg. E, 6.6'

GLO  Bk 

12 P. 14

25 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Fir – N 43 deg. E, 7.9'                               5” 

Tamarack – S 90 deg. W, 6.6'

GLO  Bk 

12 P. 16

25 47-23
Survey of S line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. with stones - no new ties         

Only Distances shown 

Book 1, 

Page 398

26 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

26 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 15 deg. E, 7.9'                               7” 

Spruce – S 22 deg. W, 11.9'

GLO  Bk 

12 P. 29

26 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

5” Spruce – N 31 deg. E, 4.6'                      11“ 

Tamarack – N 11 deg. W, 13.2'                              

5” Tamarack – S 53 deg. W, 13.9'                            

5” Spruce – S 35 deg. E, 1.3'

GLO  Bk 

12 P. 16

26 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 47 deg. E, 11.9'                               

6“ White Birch – N 19 deg. W, 16.5'                              

6” Tamarack – S 35 deg. W, 6.6'                            

8” White Birch – S 63 deg. E, 7.9'

GLO  Bk 

12 P. 28

26 47-23 S 1/4

(Closing corner) Set wood post as part 

of original Government Land Office 

Survey by R. O. Chaney, U.S. Deputy 

Surveyor

1870
10“ White Birch – N 23 deg. E, 14.5'                          

9” White Birch – S 82 deg. E, 7.9'

GLO  Bk 

12 P. 27
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26 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 08 deg. E, 9.2'                      5“ 

Spruce – N 44 deg. W, 22.4'                              

6” Tamarack – S 43 deg. W, 29.0'                            

3” Spruce – S 67 deg. E, 6.6'

GLO  Bk 

12 P. 14

26 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Tamarack – N 65 deg. E, 19.8'                        

12“ Tamarack – N 22 deg. W, 33.0'                           

12” Spruce – S 61 deg. W, 49.5'                             

10” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

12 P. 26

26 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
13“ Aspen – N 85 deg. E, 7.9'                               

6” White Pine – S 43 deg. W, 5.3'

GLO  Bk 

12 P. 28

27 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

27 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
13“ Aspen – N 85 deg. E, 7.9'                               

6” White Pine – S 43 deg. W, 5.3'

GLO  Bk 

12 P. 28

27 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
4“ Fir – N 58 deg. E, 6.6'                               

12” Aspen – S 40 deg. W, 5.9'

GLO  Bk 

12 P. 40

27 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Fir – N 47 deg. E, 11.9'                               

6“ White Birch – N 19 deg. W, 16.5'                              

6” Tamarack – S 35 deg. W, 6.6'                            

8” White Birch – S 63 deg. E, 7.9'

GLO  Bk 

12 P. 28

27 47-23 NW
1/2" capped pipe set on c/l roads N-E-

W by B. Grivna
1992

spk in 5" Maple - 87.76' NNW                                

spk in Tele. Ped. post - 52.34' NE                          

spk in Power Pole - 56.18' SE

286864

27 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 87 deg. E, 13.2'                              

14“ Elm – N 50 deg. W, 8.6'                              

36” Pine – S 35 deg. W, 7.3'                            

6” Birch – S 49 deg. E, 6.6'

GLO  Bk 

12 P. 40

27 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Spruce – N 77 deg. E, 2.0'                               

6” Spruce – S 38 deg. E, 5.3'

GLO  Bk 

12 P. 39

27 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Tamarack – N 65 deg. E, 19.8'                        

12“ Tamarack – N 22 deg. W, 33.0'                           

12” Spruce – S 61 deg. W, 49.5'                             

10” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

12 P. 26

27 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” Black Ash – N 34 deg. E, 21.8'                      

10“ Elm – N 41 deg. W, 15.8'                              

12” Elm – S 74 deg. W, 5.9'                            

12” Black Ash – S 40 deg. E, 17.8'

GLO  Bk 

12 P. 38

27 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 60 deg. W, 5.3'                               8” 

Spruce – S 65 deg. E, 7.9'

GLO  Bk 

12 P. 40

28 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                               

Distance and Mag. Var. shown

Book 2, 

Page 47

28 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 60 deg. W, 5.3'                               8” 

Spruce – S 65 deg. E, 7.9'

GLO  Bk 

12 P. 40

28 47-23 N 1/4
1/2" capped pipe set on c/l road E-W 

by B. Grivna
1992

PK Nail in Tele. Ped. post - 41.20' NE                    

spk in 18" Ash - 87.98' SE                                   

spk in Power Pole - 47.85' SW

286896

28 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Fir – N 87 deg. E, 13.2'                              

14“ Elm – N 50 deg. W, 8.6'                              

36” Pine – S 35 deg. W, 7.3'                            

6” Birch – S 49 deg. E, 6.6'

GLO  Bk 

12 P. 40

28 47-23 NE 
1/2" capped pipe set on c/l roads N-E-

W by B. Grivna
1992

spk in 5" Maple - 87.76' NNW                                

spk in Tele. Ped. post - 52.34' NE                          

spk in Power Pole - 56.18' SE

286864

28 47-23 NW
1/2" iron pin found on c/l roads N-S-E-

W by B. Grivna
1992

spk in Tele. Ped. post - 43.00' NE                          

spk in Power Pole - 48.79' SW                               

spk in Bur. cable Post - 84.70' NW

286866

28 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” White Birch – N 21 deg. E, 7.9'                          

8“ White Birch – N 51 deg. W, 9.9'                              

8” Spruce – S 25 deg. W, 2.0'                           

7” Fir – S 59 deg. E, 6.6'

GLO  Bk 

12 P. 52
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28 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Spruce – N 86 deg. W, 2.0'                          

8" Fir - S 84 deg. E, 2.0'

GLO  Bk 

12 P. 51

28 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” Black Ash – N 34 deg. E, 21.8'                      

10“ Elm – N 41 deg. W, 15.8'                              

12” Elm – S 74 deg. W, 5.9'                            

12” Black Ash – S 40 deg. E, 17.8'

GLO  Bk 

12 P. 38

28 47-23 SW
1/2" capped pipe set on c/l N-S road 

at fence line to the E by B. Grivna
1992

spk in 12" Ash - N 58 deg. E, 69.04'                      

spk in Power Pole - S 18 deg. W, 108.61'              

spk in 10" Aspen - N 90 deg. W, 58.14'

286900

28 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Aspen – N 52 deg. E, 13.2'                          

10“ Aspen – N 62 deg. W, 5.3'                              

8” Fir – S 25 deg. W, 7.92'                            

12” Aspen – S 52 deg. E, 11.2'

GLO  Bk 

12 P. 49

28 47-23 W 1/4
1/2" capped pipe set on c/l N-S road 

at fence line to E by B. Grivna
1992

spk in Power Pole - N 18 deg. W, 104.46'             

spk in 18" Ash - S 40 deg. E, 34.45'                      

spk in Power Pole - S 08 deg. W, 157.86' 

286899

28 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7“ Spruce – N 42 deg. W, 2.6'                          

8" Spruce - N 53 deg. E, 2.0'

GLO  Bk 

12 P. 51

29 47-23 E 1/4
1/2" capped pipe set on c/l N-S road 

at fence line to E by B. Grivna
1992

spk in Power Pole - N 18 deg. W, 104.46'              

spk in 18" Ash - S 40 deg. E, 34.45'                      

spk in Power Pole - S 08 deg. W, 157.86' 

286899

29 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
7“ Spruce – N 42 deg. W, 2.6'                          

8" Spruce - N 53 deg. E, 2.0'

GLO  Bk 

12 P. 51

29 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
16“ Cedar – N 87 deg. E, 14.5'                               

15” Cedar – S 60 deg. W, 13.2'

GLO  Bk 

12 P. 63

29 47-23 NE
1/2" iron pin found on c/l roads N-S-E-

W by B. Grivna
1992

spk in Tele. Ped. post - 43.00' NE                         

spk in Power Pole - 48.79' SW                               

spk in Bur. cable Post - 84.70' NW

286866

29 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” White Birch – N 21 deg. E, 7.9'                          

8“ White Birch – N 51 deg. W, 9.9'                              

8” Spruce – S 25 deg. W, 2.0'                           

7” Fir – S 59 deg. E, 6.6'

GLO  Bk 

12 P. 52

29 47-23 NW
1 1/2" pipe found 16' W of c/l N-S 

Highway at c/l road to E by B. Grivna
1992

PK in Tele. Ped. post - N 70 deg. E, 95.80'            

spk in Power Pole - S 80 deg. E, 150.88'              

spk in Power Pole - S 60 deg. W, 66.34' 

286897

29 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Linden – N 85 deg. W, 13.2'                                 

5“ Linden – N 70 deg. E, 39.6'                              

12” Elm – S 64 deg. W, 29.7'                            

6" White Birch - S 48 deg. E, 20.5'

GLO  Bk 

12 P. 62

29 47-23 S 1/4
1/2" capped pipe set on c/l E-W trail in 

woods by B. Grivna
1992

spk in 4-12" Elm clump - N 40 deg. E, 16.32'         

spk in 15" Elm - S 45 deg. E, 38.40'                       

spk in 15" Basswood - S 00 deg. W, 19.61'

286895

29 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7” Spruce – N 60 deg. E, 5.3'                                

10“ White Pine – S 78 deg. W, 5.9'   

GLO  Bk 

12 P. 60

29 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7” Spruce – N 60 deg. E, 5.3'                                

10“ White Pine – S 78 deg. W, 5.9'   

GLO  Bk 

12 P. 60

29 47-23 SE
1/2" capped pipe set on c/l N-S road 

at fence line to the E by B. Grivna
1992

spk in 12" Ash - N 58 deg. E, 69.04'                      

spk in Power Pole - S 18 deg. W, 108.61'              

spk in 10" Aspen - N 90 deg. W, 58.14'

286900

29 47-23 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Aspen – N 52 deg. E, 13.2'                          

10“ Aspen – N 62 deg. W, 5.3'                              

8” Fir – S 25 deg. W, 7.92'                            

12” Aspen – S 52 deg. E, 11.2'

GLO  Bk 

12 P. 49

29 47-23 SW

1 1/2" pipe found 19' W of c/l N-S 

Highway at 28' N of c/l driveway to E 

by B. Grivna

1992

spk in Tw. 4" Maple - N 42 deg. E, 88.55'              

spk in 4" Oak - S 90 deg. E, 66.69'                       

spk in 8" Aspen - N 35 deg. W, 49.74' 

286898

29 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

9” Tamarack – N 32 deg. E, 11.2'                          

10“ Tamarack – N 18 deg. W, 11.2'                      

6” Tamarack – S 23 deg. W, 9.9'                         

7” Tamarack – S 17 deg. E, 29.7'

GLO  Bk 

12 P. 59

29 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
9” Elm – S 80 deg. W, 99.0'                                

No other trees near

GLO  Bk 

12 P. 62
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30 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
9” Elm – S 80 deg. W, 99.0'                                

No other trees near

GLO  Bk 

12 P. 62

30 47-23 N 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

16” White Pine stump – N 29 deg. E, 38.9'           

24” White Pine stump – S 06 deg. E, 49.5'

Book 2, 

Page 32

30 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ White Pine – N 62 deg. E, 9.2'                              

6" Fir - S 23 deg. W, 8.6'

GLO  Bk 

12 P. 64

30 47-23 NE
1 1/2" pipe found 16' W of c/l N-S 

Highway at c/l road to E by B. Grivna
1992

PK in Tele. Ped. post - N 70 deg. E, 95.80'           

spk in Power Pole - S 80 deg. E, 150.88'               

spk in Power Pole - S 60 deg. W, 66.34' 

286897

30 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Linden – N 85 deg. W, 13.2'                                 

5“ Linden – N 70 deg. E, 39.6'                              

12” Elm – S 64 deg. W, 29.7'                            

6" White Birch - S 48 deg. E, 20.5'

GLO  Bk 

12 P. 62

30 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Fir – N 18 deg. E, 19.1'                                 

14“ White Birch – N 54 deg. W, 13.9'                              

8” Ash – S 12 deg. W, 13.9'                            

6" Ash - S 50 deg. E, 21.1'

GLO  Bk 

12 P. 9

30 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12” Aspen – S 80 deg. W, 3.3'                                

6“ Linden – N 60 deg. W, 13.2'   

GLO  Bk 

12 P. 61

30 47-23 SE

1 1/2" pipe found 19' W of c/l N-S 

Highway at 28' N of c/l driveway to E 

by B. Grivna

1992

spk in Tw. 4" Maple - N 42 deg. E, 88.55'              

spk in 4" Oak - S 90 deg. E, 66.69'                       

spk in 8" Aspen - N 35 deg. W, 49.74' 

286898

30 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

9” Tamarack – N 32 deg. E, 11.2'                          

10“ Tamarack – N 18 deg. W, 11.2'                      

6” Tamarack – S 23 deg. W, 9.9'                         

7” Tamarack – S 17 deg. E, 29.7'

GLO  Bk 

12 P. 59

30 47-23 SW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Tamarack – N 25 deg. E, 10.6'                      

8“ Tamarack – S 35 deg. W, 10.6'                              

6” Tamarack – N 70 deg. W, 33.0'                            

No other trees near

GLO  Bk 

12 P. 8

30 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Ash – N 74 deg. E, 7.9'                              5” 

Maple - S 90 deg. W, 2.6'

GLO  Bk 

12 P. 8

31 47-23 E 1/4
1 1/2" pipe found on E edge N-S 

Power Line clearing by B. Grivna
1995

spk in Power Pole - 56.55' NW                              

spk in 8" Aspen - 22.53' NNE                             

spk in 8" Ash - 64.19' WNW

292280

31 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4” Fir – S 52 deg. E, 10.6'                                      

4“ Fir – S 28 deg. W, 9.2'                            

GLO  Bk 

12 P. 58 ¾

31 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
12” Aspen – S 80 deg. W, 3.3'                                

6“ Linden – N 60 deg. W, 13.2'   

GLO  Bk 

12 P. 61

31 47-23 NE

1 1/2" pipe found 19' W of c/l N-S 

Highway at 28' N of c/l driveway to E 

by B. Grivna

1992

spk in Tw. 4" Maple - N 42 deg. E, 88.55'             

spk in 4" Oak - S 90 deg. E, 66.69'                       

spk in 8" Aspen - N 35 deg. W, 49.74' 

286898

31 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

9” Tamarack – N 32 deg. E, 11.2'                          

10“ Tamarack – N 18 deg. W, 11.2'                      

6” Tamarack – S 23 deg. W, 9.9'                         

7” Tamarack – S 17 deg. E, 29.7'

GLO  Bk 

12 P. 59

31 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Tamarack – N 25 deg. E, 10.6'                      

8“ Tamarack – S 35 deg. W, 10.6'                              

6” Tamarack – N 70 deg. W, 33.0'                            

No other trees near

GLO  Bk 

12 P. 8

31 47-23 S 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

4” Tamarack - N 49 deg. E, 4.0'                              

4” Tamarack – S 20 deg. W, 7.9'      

Book 2, 

Page 11

31 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Tamarack – N 49 deg. E, 4.0'                            

4” Tamarack – S 20 deg. W, 7.9'

GLO  Bk 

12 P. 7

31 47-23 SE
1 1/2" pipe found on c/l E-W road at N-

S power line by B. Grivna
1995

spk in 12" Oak - 50.89' ESE                                

spk in Power Pole - 38.73' SW                               

spk in Power Pole - 43.12' NW

292278

31 47-23 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Aspen - N 15 deg. E, 36.3'                              

14” Aspen – N 76 deg. W, 3.3'      

Book 2, 

Page 11

31 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” Aspen – N 15 deg. E, 13.9'                            

13“ Aspen – N 35 deg. W, 9.9'                              

11” Aspen – S 47 deg. W, 9.9'                                

5” Sugar – S 41 deg. E, 3.3'

GLO  Bk 

12 P. 8

31 47-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

11” Black Ash - N 38 deg. E, 7.3'                          

14” Cedar – N 72 deg. W, 15.2'      

Book 2, 

Page 11
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31 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

11” Black Ash – N 38 deg. E, 7.3'                        

14“ Cedar – N 72 deg. W, 15.2'                              

9” Black Ash – S 46 deg. W, 23.8'                        

8” Black Ash – S 20 deg. E, 18.5'

GLO  Bk 

12 P. 6

31 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Cedar – S 82 deg. W, 21.1'                          

5” Cedar - N 85 deg. E, 12.5'

GLO  Bk 

12 P. 8

31 47-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of SE 1/4 of Section 31                 

Mag. Var. and Distance shown

Book 1, 

Page 202

32 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                      

Distance only. Stated

Book 2, 

Page 49

32 47-23 E 1/4

1/2" capped pipe set on c/l N-S road 

at fence lines to the E and W by B. 

Grivna

1995

spk in 12" Tamarack - 45.51' NE                           

spk in 14" Tamarack - 56.87' SE                           

spk in 6" Tamarack - 48.74' WSW

292281

32 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Tamarack – S 23 deg. E, 6.6'                               

7” Tamarack – N 17 deg. W, 8.6'

GLO  Bk 

12 P. 49

32 47-23 N 1/4
1/2" capped pipe set on c/l E-W trail in 

woods by B. Grivna
1992

spk in 4-12" Elm clump - N 40 deg. E, 16.32'          

spk in 15" Elm - S 45 deg. E, 38.40'                       

spk in 15" Basswood - S 00 deg. W, 19.61'

286895

32 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7” Spruce – N 60 deg. E, 5.3'                                

10“ White Pine – S 78 deg. W, 5.9'   

GLO  Bk 

12 P. 60

32 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
7” Spruce – N 60 deg. E, 5.3'                                

10“ White Pine – S 78 deg. W, 5.9'   

GLO  Bk 

12 P. 60

32 47-23 NE
1/2" capped pipe set on c/l N-S road 

at fence line to the E by B. Grivna
1992

spk in 12" Ash - N 58 deg. E, 69.04'                     

spk in Power Pole - S 18 deg. W, 108.61'            

spk in 10" Aspen - N 90 deg. W, 58.14'

286900

32 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Aspen – N 52 deg. E, 13.2'                          

10“ Aspen – N 62 deg. W, 5.3'                              

8” Fir – S 25 deg. W, 7.92'                            

12” Aspen – S 52 deg. E, 11.2'

GLO  Bk 

12 P. 49

32 47-23 NW

1 1/2" pipe found 19' W of c/l N-S 

Highway at 28' N of c/l driveway to E 

by B. Grivna

1992

spk in Tw. 4" Maple - N 42 deg. E, 88.55'              

spk in 4" Oak - S 90 deg. E, 66.69'                        

spk in 8" Aspen - N 35 deg. W, 49.74' 

286898

32 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

9” Tamarack – N 32 deg. E, 11.2'                          

10“ Tamarack – N 18 deg. W, 11.2'                      

6” Tamarack – S 23 deg. W, 9.9'                         

7” Tamarack – S 17 deg. E, 29.7'

GLO  Bk 

12 P. 59

32 47-23 S 1/4
1/2" capped pipe set on c/l E-W road 

at c/l road to S by B. Grivna
1995

spk in 8" Tamarack - 94.19' SE                              

spk in 6" Aspen - 64.82' SW                                   

spk in Power Pole - 44.75' NW

292279

32 47-23 SE
1/2" capped pipe set on c/l E-W road 

at c/l road to N by B. Grivna
1995

spk in 6" Aspen - 66.16' NE                                

1/2" iron pipe - 30.93' SE                                   

Tele. Ped. - 48.00' SW

292277

32 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Aspen – N 15 deg. E, 36.3'                            

14“ Aspen – N 76 deg. W, 5.9'                              

12” Aspen – S 30 deg. W, 6.6'                                

10” Aspen – S 81 deg. E, 13.3'

GLO  Bk 

12 P. 9

32 47-23 SW
1 1/2" pipe found on c/l E-W road at N-

S power line by B. Grivna
1995

spk in 12" Oak - 50.89' ESE                                

spk in Power Pole - 38.73' SW                           

spk in Power Pole - 43.12' NW

292278

32 47-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Aspen - N 15 deg. E, 36.3'                              

14” Aspen – N 76 deg. W, 3.3'      

Book 2, 

Page 11

32 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

14” Aspen – N 15 deg. E, 13.9'                            

13“ Aspen – N 35 deg. W, 9.9'                              

11” Aspen – S 47 deg. W, 9.9'                                

5” Sugar – S 41 deg. E, 3.3'

GLO  Bk 

12 P. 8

32 47-23 W 1/4
1 1/2" pipe found on E edge N-S 

Power Line clearing by B. Grivna
1995

spk in Power Pole - 56.55' NW                              

spk in 8" Aspen - 22.53' NNE                                 

spk in 8" Ash - 64.19' WNW

292280

32 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4” Fir – S 52 deg. E, 10.6'                                      

4“ Fir – S 28 deg. W, 9.2'                            

GLO  Bk 

12 P. 58 ¾

33 47-23  
Road Survey in Section by J.M. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section                                      

Distance only. Stated

Book 2, 

Page 49

33 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 75 deg. E, 66.0'                               

3” Tamarack – N 62 deg. W,87.1'

GLO  Bk 

12 P. 38

Page 394 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

33 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Spruce – N 86 deg. W, 2.0'                          

8" Fir - S 84 deg. E, 2.0'

GLO  Bk 

12 P. 51

33 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” Black Ash – N 34 deg. E, 21.8'                      

10“ Elm – N 41 deg. W, 15.8'                              

12” Elm – S 74 deg. W, 5.9'                            

12” Black Ash – S 40 deg. E, 17.8'

GLO  Bk 

12 P. 38

33 47-23 NW
1/2" capped pipe set on c/l N-S road 

at fence line to the E by B. Grivna
1992

spk in 12" Ash - N 58 deg. E, 69.04'                      

spk in Power Pole - S 18 deg. W, 108.61'              

spk in 10" Aspen - N 90 deg. W, 58.14'

286900

33 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Aspen – N 52 deg. E, 13.2'                          

10“ Aspen – N 62 deg. W, 5.3'                              

8” Fir – S 25 deg. W, 7.92'                            

12” Aspen – S 52 deg. E, 11.2'

GLO  Bk 

12 P. 49

33 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 15.8'                        

12“ Tamarack – N 30 deg. W, 16.5'                       

6” Tamarack – S 35 deg. W, 19.1'                         

8” Tamarack – S 29 deg. E, 12.5'

GLO  Bk 

12 P. 10

33 47-23 SW
1/2" capped pipe set on c/l E-W road 

at c/l road to N by B. Grivna
1995

spk in 6" Aspen - 66.16' NE                                

1/2" iron pipe - 30.93' SE                                   

Tele. Ped. - 48.00' SW

292277

33 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

6” Aspen – N 15 deg. E, 36.3'                            

14“ Aspen – N 76 deg. W, 5.9'                              

12” Aspen – S 30 deg. W, 6.6'                                

10” Aspen – S 81 deg. E, 13.3'

GLO  Bk 

12 P. 9

33 47-23 W 1/4

1/2" capped pipe set on c/l N-S road 

at fence lines to the E and W by B. 

Grivna

1995

spk in 12" Tamarack - 45.51' NE                            

spk in 14" Tamarack - 56.87' SE                           

spk in 6" Tamarack - 48.74' WSW

292281

33 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Tamarack – S 23 deg. E, 6.6'                               

7” Tamarack – N 17 deg. W, 8.6'

GLO  Bk 

12 P. 49

34 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 78 deg. W, 2.6'                               5” 

Aspen – N 41 deg. E, 4.0'

GLO  Bk 

12 P. 26

34 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Spruce – N 77 deg. E, 2.0'                               

6” Spruce – S 38 deg. E, 5.3'

GLO  Bk 

12 P. 39

34 47-23 NE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Tamarack – N 65 deg. E, 19.8'                        

12“ Tamarack – N 22 deg. W, 33.0'                           

12” Spruce – S 61 deg. W, 49.5'                             

10” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

12 P. 26

34 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

10” Black Ash – N 34 deg. E, 21.8'                      

10“ Elm – N 41 deg. W, 15.8'                              

12” Elm – S 74 deg. W, 5.9'                            

12” Black Ash – S 40 deg. E, 17.8'

GLO  Bk 

12 P. 38

34 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
4“ Tamarack – N 49 deg. E, 4.0'                            

4” Tamarack – S 20 deg. W, 7.9'

GLO  Bk 

12 P. 10

34 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Aspen – N 43 deg. E, 6.6'                            

13“ Aspen – N 64 deg. W, 18.5'                              

12” Aspen – S 19 deg. W, 21.8'                            

10” Aspen – S 37 deg. E, 32.3'

GLO  Bk 

12 P. 11

34 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 75 deg. E, 66.0'                               

3” Tamarack – N 62 deg. W,87.1'

GLO  Bk 

12 P. 38

35 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Spruce – N 13 deg. W, 2.6'                        

15” Tamarack – S 86 deg. E, 8.6'

GLO  Bk 

12 P. 14

35 47-23 N 1/4

(Closing corner) Set wood post as part 

of original Government Land Office 

Survey by R. O. Chaney, U.S. Deputy 

Surveyor

1870
10“ White Birch – N 23 deg. E, 14.5'                          

9” White Birch – S 82 deg. E, 7.9'

GLO  Bk 

12 P. 27

35 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 08 deg. E, 9.2'                      5“ 

Spruce – N 44 deg. W, 22.4'                              

6” Tamarack – S 43 deg. W, 29.0'                            

3” Spruce – S 67 deg. E, 6.6'

GLO  Bk 

12 P. 14

Page 395 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

35 47-23 NW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Tamarack – N 65 deg. E, 19.8'                        

12“ Tamarack – N 22 deg. W, 33.0'                           

12” Spruce – S 61 deg. W, 49.5'                             

10” Tamarack – S 50 deg. E, 26.4'

GLO  Bk 

12 P. 26

35 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ Tamarack – N 86 deg. E, 6.6'                          

10” Tamarack – N 20 deg. W, 5.9'

GLO  Bk 

12 P. 11

35 47-23 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 50 deg. E, 17.2'                        

7“ Tamarack – N 40 deg. W, 9.9'                           

6” Spruce – S 75 deg. W, 13.2'                             

6” Spruce – S 10 deg. E, 3.3'

GLO  Bk 

12 P. 12

35 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

12” Aspen – N 43 deg. E, 6.6'                            

13“ Aspen – N 64 deg. W, 18.5'                              

12” Aspen – S 19 deg. W, 21.8'                            

10” Aspen – S 37 deg. E, 32.3'

GLO  Bk 

12 P. 11

35 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Fir – N 78 deg. W, 2.6'                               5” 

Aspen – N 41 deg. E, 4.0'

GLO  Bk 

12 P. 26

36 47-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 69 deg. W, 25.1'                          

4” Tamarack – N 66 deg. E, 12.5'

GLO  Bk 

12 P. 1

36 47-23 N 1/4
5”x8”x24” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

36 47-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Sugar – S 20 deg. E, 10.6'                        8” 

Linden – N 35 deg. W, 4.6'

GLO  Bk 

12 P. 15

36 47-23 NE
5”x8”x20” Stone set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken 

Book 1, 

Page 398

36 47-23 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 35 deg. E, 9.9'                      5“ 

Spruce – N 78 deg. W, 22.4'                              

5” Spruce – S 22 deg. W, 12.5'                            

5” Spruce – S 60 deg. E, 5.9'

GLO  Bk 

12 P. 1

36 47-23 NW

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

4” Spruce – N 08 deg. E, 9.2'                      5“ 

Spruce – N 44 deg. W, 22.4'                              

6” Tamarack – S 43 deg. W, 29.0'                            

3” Spruce – S 67 deg. E, 6.6'

GLO  Bk 

12 P. 14

36 47-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870
10“ White Birch – S 80 deg. E, 6.6'                       

6” Sugar – N 84 deg. W, 2.0'

GLO  Bk 

12 P. 12

36 47-23 SE

Set wood post as part of original 

Government Land Office Survey by 

B.F. Jenness, U.S. Deputy Surveyor

1870

10” Aspen – N 51 deg. E, 57.4'                               

12” Aspen –N 55 deg. W, 7.9'                       

10" Spruce - S 61 deg. W, 11.9'                              

12” Aspen – S 31 deg. E, 54.1'

GLO  Bk 

3 P. 14

36 47-23 SW

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

8” Tamarack – N 50 deg. E, 17.2'                        

7“ Tamarack – N 40 deg. W, 9.9'                           

6” Spruce – S 75 deg. W, 13.2'                             

6” Spruce – S 10 deg. E, 3.3'

GLO  Bk 

12 P. 12

36 47-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
8“ Spruce – N 13 deg. W, 2.6'                        

15” Tamarack – S 86 deg. E, 8.6'

GLO  Bk 

12 P. 14

36 47-23
Survey of N line of Section by Glen 

Bickley, County Surveyor 
1923

Replaced cors. with stones - no new ties         

Only Distances shown 

Book 1, 

Page 398

1 47-24 E 1/4 1" iron pipe found by J. Walker 1993 (No ties available) 278104 256971.000 531519.000

1 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
3“ Tamarack – N 05 deg. W, 9.9'                          

No other trees near

GLO  Bk 

12 P. 13

1 47-24 NE
steel fence post set 5' N of top S bank 

of 24' wide E-W ditch by J. Walker
1993 (No ties available) 278110 260500.000 531410.000

1 47-24 NE

(CC on correction line) Set wood post 

as part of original Government Land 

Office Survey by R. O. Chaney, U.S. 

Deputy Surveyor

1870
3“ Tamarack – S 05 deg. E, 6.6'                          

3" Tamarack - S 20 deg. W, 9.9'

GLO  Bk 

12 P. 13

1 47-24 NW

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
4” Spruce – S 26 deg. E, 34.3'                              

4" Spruce - S 41 deg. W, 52.8'                               

GLO  Bk 

14 P. 11

1 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 82 deg. W, 16.5'                              

No other trees near                        

GLO  Bk 

14 P. 10
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1 47-24 SE
No Mon. set - computed corner 

location by lost methods by J. Walker
1993 (No ties taken) 278105 254236.000 531603.000

1 47-24 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties 
GLO  Bk 

12 P. 13

1 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 76 deg. E, 48.8'                              

4” Tamarack - N 55 deg. W, 91.1'                             

3" Tamarack - S 20 deg. E, 155.1'                              

2" Tamarack - S 16 deg. W, 127.4'                              

GLO  Bk 

14 P. 9

1 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Spruce – S 64 deg. E, 20.5'                              

3" Spruce - N 82 deg. W, 10.6'                               

GLO  Bk 

14 P. 11

2 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Spruce – S 64 deg. E, 20.5'                              

3" Spruce - N 82 deg. W, 10.6'                               

GLO  Bk 

14 P. 11

2 47-24 NE

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
4” Spruce – S 26 deg. E, 34.3'                              

4" Spruce - S 41 deg. W, 52.8'                               

GLO  Bk 

14 P. 11

2 47-24 NW

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 20

2 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 05 deg. E, 29.7'                              

6" Tamarack - S 06 deg. E, 88.4'                               

GLO  Bk 

14 P. 19

2 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 76 deg. E, 48.8'                              

4” Tamarack - N 55 deg. W, 91.1'                             

3" Tamarack - S 20 deg. E, 155.1'                              

2" Tamarack - S 16 deg. W, 127.4'                              

GLO  Bk 

14 P. 9

2 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Balsam – N 55 deg. W, 4.6'                              

4” Balsam - S 60 deg. W, 21.1'                             

6" Balsam - N 14 deg. E, 23.8'                              

4" Balsam - S 41 deg. EW, 30.4'                              

GLO  Bk 

14 P. 19

2 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 02 deg. E, 32.3'                              

No other trees near                        

GLO  Bk 

14 P. 20

3 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 02 deg. E, 32.3'                              

No other trees near                        

GLO  Bk 

14 P. 20

3 47-24 NE

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 20

3 47-24 NW

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 28

3 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 45 deg. W, 211.2'                              

No other trees near                        

GLO  Bk 

14 P. 27

3 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Balsam – N 55 deg. W, 4.6'                              

4” Balsam - S 60 deg. W, 21.1'                             

6" Balsam - N 14 deg. E, 23.8'                              

4" Balsam - S 41 deg. EW, 30.4'                              

GLO  Bk 

14 P. 19

3 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” White Ash – N 38 deg. E, 9.2'                              

6" White Ash - N 76 deg. W, 87.1'                                          

No other trees near                             

GLO  Bk 

14 P. 26

3 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 60 deg. E, 16.5'                              

3" Tamarack - S 57 deg. W, 27.7'                               

GLO  Bk 

14 P. 28

4 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 60 deg. E, 16.5'                              

3" Tamarack - S 57 deg. W, 27.7'                               

GLO  Bk 

14 P. 28

4 47-24 NE

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 28

4 47-24 NW

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
(?”) Pine – S 54 deg. W, 165.0'                              

No other trees near                        

GLO  Bk 

14 P. 37
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4 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 30 deg. E, 7.3'                              

6" Tamarack - N 64 deg. W, 6.6'                               

GLO  Bk 

14 P. 36

4 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” White Ash – N 38 deg. E, 9.2'                              

6" White Ash - N 76 deg. W, 87.1'                                          

No other trees near                             

GLO  Bk 

14 P. 26

4 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" White Pine – N 15 deg. W, 44.2'                              

6” Poplar - N 33 deg. E, 87.1'                             

8" Poplar - S 81 deg. E, 30.4'                              

8" Poplar - S 15 deg. W, 63.4'                              

GLO  Bk 

14 P. 35

4 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 37

5 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 37

5 47-24 N 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

24" Y.Pine stump - N 15 deg E, 85.8'                   

24" Y. Pine stump - N 36 deg W, 2.6'

Book 1, 

Page 105

5 47-24 NE

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
(?”) Pine – S 54 deg. W, 165.0'                              

No other trees near                        

GLO  Bk 

14 P. 37

5 47-24 NW

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
6” Poplar – S 41 deg. W, 8.6'                              

6" Poplar - S 56 deg. E, 13.9'                               

GLO  Bk 

14 P. 53

5 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 20 deg. W, 43.6'                              

3" Tamarack - S 06 deg. E, 21.8'                               

GLO  Bk 

14 P. 51

5 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" White Pine – N 15 deg. W, 44.2'                              

6” Poplar - N 33 deg. E, 87.1'                             

8" Poplar - S 81 deg. E, 30.4'                              

8" Poplar - S 15 deg. W, 63.4'                              

GLO  Bk 

14 P. 35

5 47-24 SW

1" capped pipe found 1.2' S of E-W 

fence and 68' W of fence line to S by 

D. Borcherding

1987

24" Oak - 58.54' NNW                                            

3-12" Basswoods - 37.70' SSW                          

18" Oak - 32.13' WNW

261715

5 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 53 deg. E, 17.8'                              

10” Poplar - S 15 deg. E, 6.6'                             

8" Maple - N 80 deg. W, 4.0'                              

12" Poplar - S 55 deg. W, 8.6'                              

GLO  Bk 

14 P. 50

5 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – S 62 deg. E, 5.9'                              

6" Poplar - S 21 deg. W, 12.5'                               

GLO  Bk 

14 P. 53

6 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – S 62 deg. E, 5.9'                              

6" Poplar - S 21 deg. W, 12.5'                               

GLO  Bk 

14 P. 53

6 47-24 M.C.
New ties set for M.C. On S line SW 

1/4 by F.J. O'Hara, County Surveyor 
1909

8" Birch - S 33 deg E, 43.6'                                    

8" Poplar - N 79 deg E, 45.5'

Book 1, 

Page 105

6 47-24 M.C.

M.C. on S. line SW1/4 is on W side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871
6” White Oak – N 12 deg. W, 17.2'                              

No other trees near                        

GLO  Bk 

14 P. 52

6 47-24 M.C.

M.C. on S. line SE1/4 is on E side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871
8” Poplar – S 68 deg. E, 11.2'                              

6" Poplar - N 43 deg. E, 13.2'                               

GLO  Bk 

14 P. 52

6 47-24 NE

This is CC on Std parallel - set wood 

post as part of original Government 

Land Office Survey by R.K. Whitely, 

U.S. Deputy Surveyor

1871
6” Poplar – S 41 deg. W, 8.6'                              

6" Poplar - S 56 deg. E, 13.9'                               

GLO  Bk 

14 P. 53

6 47-24 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
12" White Pine - S 42 deg. E, 8.6'                                                      

14" Aspen - S 67 deg. W, 26.4'                                                   

GLO BK 

2, P 7

6 47-24 S 1/4

3" pipe found in woods approx. 117' E 

of Portage Lake and 100' S of N edge 

woods by D. Borcherding

1989
SRP in 12" Ash - 36.44' SE                                  

SRP in 12" Ash - 26.50' SSW  
261716

6 47-24 S 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Balsam - S 24 deg E, 9.2'                                   

14" Spruce - S 40 deg W, 44.2'

Book 1, 

Page 106

6 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 28 deg. W, 6.6'                              

8" Tamarack - S 28 deg.W, 5.9'                               

GLO  Bk 

14 P. 52
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6 47-24 SE

1" capped pipe found 1.2' S of E-W 

fence and 68' W of fence line to S by 

D. Borcherding

1987

24" Oak - 58.54' NNW                                          

3-12" Basswoods - 37.70' SSW                           

18" Oak - 32.13' WNW

261715

6 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 53 deg. E, 17.8'                              

10” Poplar - S 15 deg. E, 6.6'                             

8" Maple - N 80 deg. W, 4.0'                              

12" Poplar - S 55 deg. W, 8.6'                              

GLO  Bk 

14 P. 50

6 47-24 SW
2” angle iron set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 418

6 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Aspen - N 57 deg. E, 17.2'                                    

6" Aspen - N 28 deg. W, 20.5'                                           

8" Aspen - S 31 deg. W, 4.0'                                  

6" Aspen - S 39 deg. E, 5.3' 

GLO BK 

2, P 6

6 47-24 W 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Tamarack - N 54 deg E, 9.9'                              

6" Tamarack - N 21 deg W, 7.9'

Book 1, 

Page 104

6 47-24
Road survey in Section 6 by F.J. 

O'Hara, County Surveyor
1909

Roads runs N-S in E 1/2 of the Section.                 

Brgs and distances shown

Book 1, 

Page 106

7 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
14” Norway Pine – N 62 deg. E, 23.8'                              

4" Balsam - N 35 deg. W, 21.1'                               

GLO  Bk 

14 P. 49

7 47-24 M.C.
New ties set for M.C. On N line NW 

1/4 by F.J. O'Hara, County Surveyor 
1909

8" Birch - S 33 deg E, 43.6'                                     

8" Poplar - N 79 deg E, 45.5'

Book 1, 

Page 105

7 47-24 M.C.

M.C. on N. line NW1/4 is on W side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871
6” White Oak – N 12 deg. W, 17.2'                              

No other trees near                        

GLO  Bk 

14 P. 52

7 47-24 M.C.

M.C. on N. line NE1/4 is on E side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871
8” Poplar – S 68 deg. E, 11.2'                              

6" Poplar - N 43 deg. E, 13.2'                               

GLO  Bk 

14 P. 52

7 47-24 N 1/4

3" pipe found in woods approx. 117' E 

of Portage Lake and 100' S of N edge 

woods by D. Borcherding

1989
SRP in 12" Ash - 36.44' SE                                  

SRP in 12" Ash - 26.50' SSW   
261716

7 47-24 N 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Balsam - S 24 deg E, 9.2'                                

14" Spruce - S 40 deg W, 44.2'

Book 1, 

Page 106

7 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 28 deg. W, 6.6'                              

8" Tamarack - S 28 deg.W, 5.9'                               

GLO  Bk 

14 P. 52

7 47-24 NE

1" capped pipe found 1.2' S of E-W 

fence and 68' W of fence line to S by 

D. Borcherding

1987

24" Oak - 58.54' NNW                                          

3-12" Basswoods - 37.70' SSW                           

18" Oak - 32.13' WNW

261715

7 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 53 deg. E, 17.8'                              

10” Poplar - S 15 deg. E, 6.6'                             

8" Maple - N 80 deg. W, 4.0'                              

12" Poplar - S 55 deg. W, 8.6'                              

GLO  Bk 

14 P. 50

7 47-24 NW
2” angle iron set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 418

7 47-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Aspen - N 57 deg. E, 17.2'                                    

6" Aspen - N 28 deg. W, 20.5'                                           

8" Aspen - S 31 deg. W, 4.0'                                  

6" Aspen - S 39 deg. E, 5.3' 

GLO BK 

2, P 6

7 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
14” White Birch – N 25 deg. E, 35.0'                              

20" White Birch - S 10 deg. E, 6.6'                               

GLO  Bk 

14 P. 49

7 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 51 deg. E, 66.0'                              

No other trees near                        

GLO  Bk 

14 P. 47

7 47-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

9" Poplar - N 23 deg E, 57.4'                                  

6" Bur Oak - S 34 deg W, 62.7'

Book 1, 

Page 104

7 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

18" Aspen - N 59 deg. E, 17.2'                                    

5" Maple - N 53 deg. W, 4.0'                                           

5" Aspen - S 52 deg. W, 5.9'                                  

20" Aspen - S 64 deg. E, 66.0' 

GLO BK 

2, P 5

7 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 54 deg. E, 9.9'                                                      

6" Tamarack - N 21 deg. W, 7.9'                                                   

GLO BK 

2, P 5

7 47-24
road survey in Section 7 by F.J. 

O'Hara, County Surveyor
1909

Roads runs N-S in E 1/2 of the Section.                

Brgs and distances shown

Book 1, 

Page 105

8 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 57 deg. W, 151.8'                              

No other trees near                        

GLO  Bk 

14 P. 35
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8 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 20 deg. W, 43.6'                              

3" Tamarack - S 06 deg. E, 21.8'                               

GLO  Bk 

14 P. 51

8 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" White Pine – N 15 deg. W, 44.2'                              

6” Poplar - N 33 deg. E, 87.1'                             

8" Poplar - S 81 deg. E, 30.4'                              

8" Poplar - S 15 deg. W, 63.4'                              

GLO  Bk 

14 P. 35

8 47-24 NW

1" capped pipe found 1.2' S of E-W 

fence and 68' W of fence line to S by 

D. Borcherding

1987

24" Oak - 58.54' NNW                                          

3-12" Basswoods - 37.70' SSW                           

18" Oak - 32.13' WNW

261715

8 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 53 deg. E, 17.8'                              

10” Poplar - S 15 deg. E, 6.6'                             

8" Maple - N 80 deg. W, 4.0'                              

12" Poplar - S 55 deg. W, 8.6'                              

GLO  Bk 

14 P. 50

8 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 18 deg. E, 28.4'                              

No other trees near                        

GLO  Bk 

14 P. 48

8 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – S 22 deg. W, 143.9'                              

6” Tamarack - S 68 deg. E, 41.6'                             

4" Tamarack - N 75 deg. E, 80.5'                              

No other tree near                 

GLO  Bk 

14 P. 33

8 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 51 deg. E, 66.0'                              

No other trees near                        

GLO  Bk 

14 P. 47

8 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
14” Norway Pine – N 62 deg. E, 23.8'                              

4" Balsam - N 35 deg. W, 21.1'                               

GLO  Bk 

14 P. 49

9 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 43 deg. E, 27.7'                              

4" Tamarack - S 17 deg. W, 26.4'                               

GLO  Bk 

14 P. 26

9 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 30 deg. E, 7.3'                              

6" Tamarack - N 64 deg. W, 6.6'                               

GLO  Bk 

14 P. 36

9 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” White Ash – N 38 deg. E, 9.2'                              

6" White Ash - N 76 deg. W, 87.1'                                          

No other trees near                             

GLO  Bk 

14 P. 26

9 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

20" White Pine – N 15 deg. W, 44.2'                              

6” Poplar - N 33 deg. E, 87.1'                             

8" Poplar - S 81 deg. E, 30.4'                              

8" Poplar - S 15 deg. W, 63.4'                              

GLO  Bk 

14 P. 35

9 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 42 deg. W, 68.0'                              

No other trees near                        

GLO  Bk 

14 P. 34

9 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 60 deg. E, 18.5'                              

4” Tamarack - S 44 deg. E, 57.4'                             

4" Tamarack - S 15 deg. W, 58.1'                              

3" Tamarack - N 14 deg. W, 58.74'                              

GLO  Bk 

14 P. 25

9 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – S 22 deg. W, 143.9'                              

6” Tamarack - S 68 deg. E, 41.6'                             

4" Tamarack - N 75 deg. E, 80.5'                              

No other tree near                 

GLO  Bk 

14 P. 33

9 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 57 deg. W, 151.8'                              

No other trees near                        

GLO  Bk 

14 P. 35

10 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – S 09 deg. E, 15.2'                              

No other trees near                        

GLO  Bk 

14 P. 18

10 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 45 deg. W, 211.2'                              

No other trees near                        

GLO  Bk 

14 P. 27

10 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Balsam – N 55 deg. W, 4.6'                              

4” Balsam - S 60 deg. W, 21.1'                             

6" Balsam - N 14 deg. E, 23.8'                              

4" Balsam - S 41 deg. EW, 30.4'                              

GLO  Bk 

14 P. 19

10 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” White Ash – N 38 deg. E, 9.2'                              

6" White Ash - N 76 deg. W, 87.1'                                          

No other trees near                             

GLO  Bk 

14 P. 26

10 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Norway Pine – N 14 deg. E, 20.5'                              

11" Black Oak - S 22 deg. E, 19.1'                               

GLO  Bk 

14 P. 25

10 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – N 08 deg. W, 217.8'                              

3" Poplar - N 06 deg. E, 184.8'                                 

No other trees near                        

GLO  Bk 

14 P. 17
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10 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 60 deg. E, 18.5'                              

4” Tamarack - S 44 deg. E, 57.4'                             

4" Tamarack - S 15 deg. W, 58.1'                              

3" Tamarack - N 14 deg. W, 58.74'                              

GLO  Bk 

14 P. 25

10 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 43 deg. E, 27.7'                              

4" Tamarack - S 17 deg. W, 26.4'                               

GLO  Bk 

14 P. 26

11 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Poplar – N 36 deg. W, 3.3'                              

12" Poplar - N 53 deg. E, 7.3'                               

GLO  Bk 

14 P. 9

11 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 05 deg. E, 29.7'                              

6" Tamarack - S 06 deg. E, 88.4'                               

GLO  Bk 

14 P. 19

11 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 76 deg. E, 48.8'                              

4” Tamarack - N 55 deg. W, 91.1'                             

3" Tamarack - S 20 deg. E, 155.1'                              

2" Tamarack - S 16 deg. W, 127.4'                              

GLO  Bk 

14 P. 9

11 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Balsam – N 55 deg. W, 4.6'                              

4” Balsam - S 60 deg. W, 21.1'                             

6" Balsam - N 14 deg. E, 23.8'                              

4" Balsam - S 41 deg. EW, 30.4'                              

GLO  Bk 

14 P. 19

11 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 05 deg. E, 29.7'                              

6" Tamarack - S 06 deg. E, 88.4'                               

GLO  Bk 

14 P. 18

11 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

3" Tamarack – N 74 deg. E, 11.09'                              

3” Tamarack - N 15 deg. W, 17.8'                             

4" Tamarack - S 26 deg. W, 38.3'                              

5" Black Ash - S 25 deg. E, 55.4'                              

GLO  Bk 

14 P. 7

11 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – N 08 deg. W, 217.8'                              

3" Poplar - N 06 deg. E, 184.8'                                 

No other trees near                        

GLO  Bk 

14 P. 17

11 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – S 09 deg. E, 15.2'                              

No other trees near                        

GLO  Bk 

14 P. 18

12 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties 
GLO  Bk 

12 P. 12

12 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 82 deg. W, 16.5'                              

No other trees near                        

GLO  Bk 

14 P. 10

12 47-24 NE
No Mon. set - computed corner 

location by lost methods by J. Walker
1993 (No ties taken) 278105 254236.000 531603.000

12 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 76 deg. E, 48.8'                              

4” Tamarack - N 55 deg. W, 91.1'                             

3" Tamarack - S 20 deg. E, 155.1'                              

2" Tamarack - S 16 deg. W, 127.4'                              

GLO  Bk 

14 P. 9

12 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 37 deg. E, 4.0'                              

4" Tamarack - S 09 deg. E, 9.2'                               

GLO  Bk 

14 P. 8

12 47-24 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

3” Tamarack – N 87 deg. E, 23.8'                      

3“ Tamarack – N 09 deg. W, 51.5'                              

3” Tamarack – S 15 deg. W, 11.2'                            

3" Tamarack - S 30 deg. E, 17.2'

GLO  Bk 

12 P.13

12 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

3" Tamarack – N 74 deg. E, 11.09'                              

3” Tamarack - N 15 deg. W, 17.8'                             

4" Tamarack - S 26 deg. W, 38.3'                              

5" Black Ash - S 25 deg. E, 55.4'                              

GLO  Bk 

14 P. 7

12 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Poplar – N 36 deg. W, 3.3'                              

12" Poplar - N 53 deg. E, 7.3'                               

GLO  Bk 

14 P. 9

13 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ White Pine – N 75 deg. E, 6.6'                          

8” Aspen - S 60 deg. W, 4.6'

GLO  Bk 

12 P. 11

13 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 37 deg. E, 4.0'                              

4" Tamarack - S 09 deg. E, 9.2'                               

GLO  Bk 

14 P. 8

13 47-24 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

3” Tamarack – N 87 deg. E, 23.8'                      

3“ Tamarack – N 09 deg. W, 51.5'                              

3” Tamarack – S 15 deg. W, 11.2'                            

3" Tamarack - S 30 deg. E, 17.2'

GLO  Bk 

12 P.13
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13 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

3" Tamarack – N 74 deg. E, 11.09'                              

3” Tamarack - N 15 deg. W, 17.8'                             

4" Tamarack - S 26 deg. W, 38.3'                              

5" Black Ash - S 25 deg. E, 55.4'                              

GLO  Bk 

14 P. 7

13 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 34 deg. W, 27.7'                              

6" Black Ash - N 71 deg. E, 13.9'                               

GLO  Bk 

14 P. 6

13 47-24 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Tamarack – N 69 deg. E, 6.6'                                 

16“ Aspen – N 37 deg. W, 17.8'                              

12” White Birch – S 68 deg. W, 19.8'                            

10" White Birch - S 20 deg. E, 14.5'

GLO  Bk 

12 P. 11

13 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – S 03 deg. E, 663.3'                              

4” Pine – S 06 deg. W, 594.0'                     No 

other trees near                                

GLO  Bk 

14 P. 5

13 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 36 deg. E, 12.5'                              

3" Tamarack - S 59 deg. W, 6.6'                               

GLO  Bk 

14 P. 7

14 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – S 36 deg. E, 12.5'                              

3" Tamarack - S 59 deg. W, 6.6'                               

GLO  Bk 

14 P. 7

14 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Tamarack – N 05 deg. E, 29.7'                              

6" Tamarack - S 06 deg. E, 88.4'                               

GLO  Bk 

14 P. 18

14 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

3" Tamarack – N 74 deg. E, 11.09'                              

3” Tamarack - N 15 deg. W, 17.8'                             

4" Tamarack - S 26 deg. W, 38.3'                              

5" Black Ash - S 25 deg. E, 55.4'                              

GLO  Bk 

14 P. 7

14 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – N 08 deg. W, 217.8'                              

3" Poplar - N 06 deg. E, 184.8'                                 

No other trees near                        

GLO  Bk 

14 P. 17

14 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 42 deg. E, 178.2'                              

No other trees near                        

GLO  Bk 

14 P. 16

14 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – S 03 deg. E, 663.3'                              

4” Pine – S 06 deg. W, 594.0'                     No 

other trees near                                

GLO  Bk 

14 P. 5

14 47-24 SW
new 4" Oak post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

14 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Poplar – S 23 deg. W, 9.2'                              

8” Poplar - S 05 deg. E, 11.9'                             

8" Poplar - N 25 deg. E, 29.7'                              

6" Poplar - N 08 deg. W, 326.7'                              

GLO  Bk 

14 P. 15

14 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Norway Pine – N 60 deg. E, 21.8'                              

2" Poplar - N 71 deg. W, 6.6'                               

GLO  Bk 

14 P. 17

15 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Norway Pine – N 60 deg. E, 21.8'                              

2" Poplar - N 71 deg. W, 6.6'                               

GLO  Bk 

14 P. 17

15 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Norway Pine – N 14 deg. E, 20.5'                              

11" Black Oak - S 22 deg. E, 19.1'                               

GLO  Bk 

14 P. 25

15 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – N 08 deg. W, 217.8'                              

3" Poplar - N 06 deg. E, 184.8'                                 

No other trees near                        

GLO  Bk 

14 P. 17

15 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 60 deg. E, 18.5'                              

4” Tamarack - S 44 deg. E, 57.4'                             

4" Tamarack - S 15 deg. W, 58.1'                              

3" Tamarack - N 14 deg. W, 58.74'                              

GLO  Bk 

14 P. 25

15 47-24 S 1/4
new 3" Poplar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

15 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 62 deg. E, 205.9'                              

No other trees near                        

GLO  Bk 

14 P. 24

15 47-24 SE
new 4" Oak post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

15 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Poplar – S 23 deg. W, 9.2'                              

8” Poplar - S 05 deg. E, 11.9'                             

8" Poplar - N 25 deg. E, 29.7'                              

6" Poplar - N 08 deg. W, 326.7'                              

GLO  Bk 

14 P. 15

15 47-24 SW
1 1/4" pipe found in swamp 83' W of 

c/l N-S road-by J. Walker
1995 3" pipe w/brass cap - S 42 deg. E, 41.00' 293047 243850.460 515803.170

15 47-24 SW
new 2 1/2" Tam. Post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153
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15 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 23

15 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 63 deg. E, 6.6'                              

No other trees near                        

GLO  Bk 

14 P. 24

16 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 63 deg. E, 6.6'                              

No other trees near                        

GLO  Bk 

14 P. 24

16 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 42 deg. W, 68.0'                              

No other trees near                        

GLO  Bk 

14 P. 34

16 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Tamarack – N 60 deg. E, 18.5'                              

4” Tamarack - S 44 deg. E, 57.4'                             

4" Tamarack - S 15 deg. W, 58.1'                              

3" Tamarack - N 14 deg. W, 58.74'                              

GLO  Bk 

14 P. 25

16 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – S 22 deg. W, 143.9'                              

6” Tamarack - S 68 deg. E, 41.6'                             

4" Tamarack - N 75 deg. E, 80.5'                              

No other tree near                 

GLO  Bk 

14 P. 33

16 47-24 S 1/4
1 1/4" pipe found in swamp by J. 

Walker
1994 (No ties available) 292994 243850.840 513129.760

16 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 45 deg. E, 363.0'                              

No other trees near                        

GLO  Bk 

14 P. 32

16 47-24 SE
1 1/4" pipe found in swamp 83' W of 

c/l N-S road-by J. Walker
1995 3" pipe w/brass cap - S 42 deg. E, 41.00' 293047 243850.460 515803.170

16 47-24 SE
new 2 1/2" Tam. Post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

16 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 23

16 47-24 SW

1 1/4" pipe found as a W.C. 12.14' E 

of actual corner location - cor. is in 

swamp -by J. Walker

1994 (No ties available) 293046 243772.400 510458.000

16 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 76 deg. E, 240.9'                              

No other trees near                        

GLO  Bk 

14 P. 31

16 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Poplar – S 05 deg. E, 131.3'                              

12" Poplar - S 08 deg. W, 124.1'                               

GLO  Bk 

14 P. 32

17 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Poplar – S 05 deg. E, 131.3'                              

12" Poplar - S 08 deg. W, 124.1'                               

GLO  Bk 

14 P. 32

17 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 18 deg. E, 28.4'                              

No other trees near                        

GLO  Bk 

14 P. 48

17 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – S 22 deg. W, 143.9'                              

6” Tamarack - S 68 deg. E, 41.6'                             

4" Tamarack - N 75 deg. E, 80.5'                              

No other tree near                 

GLO  Bk 

14 P. 33

17 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 51 deg. E, 66.0'                              

No other trees near                        

GLO  Bk 

14 P. 47

17 47-24 S 1/4

1 1/4" pinch-top pipe found in woods 

on westerly projection of fence to the 

E by J. Walker

1994

DNR RP in 6" Oak - N 05 deg. E, 14.35'              

DNR RP in 16" Oak - S 42 deg. E, 55.73'             

DNR RP in 5" Oak - S 87 deg. W, 34.40'

293050 243693.540 507793.940

17 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 45 deg. E, 40.3'                              

3" Poplar - N 22 deg. E, 19.8'                               

GLO  Bk 

14 P. 45

17 47-24 SE

1 1/4" pipe found as a W.C. 12.14' E 

of actual corner location - cor. is in 

swamp -by J. Walker

1994 (No ties available) 293046 243772.400 510458.000

17 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 76 deg. E, 240.9'                              

No other trees near                        

GLO  Bk 

14 P. 31

17 47-24 SW

No Mon. set - is in large marsh - 

computed corner location by lost 

methods by J. Walker

1995 (No ties taken) 293045 243713.330 505196.570

17 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44
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17 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – N 53 deg. W, 132.0'                              

No other trees near                        

GLO  Bk 

14 P. 46

18 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – N 53 deg. W, 132.0'                              

No other trees near                        

GLO  Bk 

14 P. 46

18 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
14” White Birch – N 25 deg. E, 35.0'                              

20" White Birch - S 10 deg. E, 6.6'                               

GLO  Bk 

14 P. 49

18 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Cedar – N 51 deg. E, 66.0'                              

No other trees near                        

GLO  Bk 

14 P. 47

18 47-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

9" Poplar - N 23 deg E, 57.4'                                 

6" Bur Oak - S 34 deg W, 62.7'

Book 1, 

Page 104

18 47-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

18" Aspen - N 59 deg. E, 17.2'                                    

5" Maple - N 53 deg. W, 4.0'                                           

5" Aspen - S 52 deg. W, 5.9'                                  

20" Aspen - S 64 deg. E, 66.0' 

GLO BK 

2, P 5

18 47-24 S 1/4
1 1/4" pinch-top pipe found in large 

swamp in brush by J. Walker
1994

Yellow angle iron post is on E side pipe                 

WMA sign & post - 3' S
293049 243830.840 502601.800

18 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Black Ash – S 23 deg. W, 21.8'                              

4" Elm - N 43 deg. W, 5.9'                               

GLO  Bk 

14 P. 46

18 47-24 SE

No Mon. set - is in large marsh - 

computed corner location by lost 

methods by J. Walker

1995 (No ties taken) 293045 243713.330 505196.570

18 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44

18 47-24 SW
1 1/2" pipe found on N side of 1 1/4" 

pipe by J. Walker
1994

DNR RP in 16" Poplar - 17.82' NE                       

DNR RP in 6" Oak - 14.50' SW                             

DNR RP in 16" Poplar - 18.05' NW

293053 243906.700 499863.660

18 47-24 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Poplar - N 28 deg E, 46.9'                               

12" Poplar - N 35 deg W, 54.8'

Book 1, 

Page 104

18 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Ash - N 25 deg. E, 132.0'                                    

14" Aspen - N 10 deg. W, 118.8'                                           

4" Aspen - S 69 deg. W, 9.2'                                  

4" Aspen - S 55 deg. E, 44.9' 

GLO BK 

2, P 3

18 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
12" Pine - N 31 deg. W, 17.2'                                                      

10" Pine - S 25 deg. W, 15.8'                                                   

GLO BK 

2, P 4

18 47-24
Road survey in Section 18 by F.J. 

O'Hara, County Surveyor
1909

Roads runs on N-S1/4 line.                               

Brgs and distances stated

Book 1, 

Page 104

19 47-24 E 1/4

3/4" capped rebar with "DNR Survey 

Marker" set 11' S of E-W fence by J. 

Walker

1995

DNR RP in 10" Poplar - N 58 deg. W, 42.53'        

DNR RP in 6" Poplar - N 10 deg. W, 23.00'          

DNR RP in 4" Poplar - N 45 deg. E, 28.21'

293048 241065.830 505263.340

19 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44

19 47-24 N 1/4
1 1/4" pinch-top pipe found in large 

swamp in brush by J. Walker
1994

Yellow angle iron post is on E side pipe                 

WMA sign & post - 3' S
293049 243830.840 502601.800

19 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Black Ash – S 23 deg. W, 21.8'                              

4" Elm - N 43 deg. W, 5.9'                               

GLO  Bk 

14 P. 46

19 47-24 NE

No Mon. set - is in large marsh - 

computed corner location by lost 

methods by J. Walker

1995 (No ties taken) 293045 243713.330 505196.570

19 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44

19 47-24 NW
1 1/2" pipe found on N side of 1 1/4" 

pipe by J. Walker
1994

DNR RP in 16" Poplar - 17.82' NE                      

DNR RP in 6" Oak - 14.50' SW                             

DNR RP in 16" Poplar - 18.05' NW

293053 243906.700 499863.660

19 47-24 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Poplar - N 28 deg E, 46.9'                               

12" Poplar - N 35 deg W, 54.8'

Book 1, 

Page 104

19 47-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Ash - N 25 deg. E, 132.0'                                    

14" Aspen - N 10 deg. W, 118.8'                                           

4" Aspen - S 69 deg. W, 9.2'                                  

4" Aspen - S 55 deg. E, 44.9' 

GLO BK 

2, P 3

19 47-24 S 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set at CFP of fence lines to N-

E-W by J. Walker

1995

DNR RP in 5" W. Oak - S 69 deg. E, 86.46'           

DNR RP in 10" Poplar - S 16 deg. W, 37.86'        

DNR RP in 4" Spruce - N 42 deg. W, 47.75'

292996 238513.480 502722.190
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19 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Norway Pine – S 45 deg. W, 13.9'                              

10" Norway Pine - N 44 deg. E, 23.1'                               

GLO  Bk 

14 P. 43

19 47-24 SE

3" concrete cylinder flush w/ground at 

base of CFP fences to N-E-W found 

by J. Walker

1994

DNR RP in 17" Maple - N 03 deg. E, 54.12'           

DNR RP in T. 9" W. Oak - S 53 deg. E, 22.60'      

DNR RP in 12" W. Oak - N 68 deg. W, 55.97'

292997 238418.340 505330.110

19 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 32 deg. E, 16.5'                              

10” Birch - S 41 deg. E, 11.2'                             

12" Birch - N 38 deg. W, 23.1'                              

8" Birch - S 80 deg. W, 22.4'                              

GLO  Bk 

14 P. 41

19 47-24 SW
3" conc. cyl. w/brass cap at base of 

CFP fences to N-S-E fnd by J. Walker
1995

DNR RP in 6" Spruce - N 00 deg. E, 59.82'           

DNR RP in 18" N. Pine - N 70 deg. W, 42.09' 
293051 238612.450 499984.480

19 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

16" Pine - N 55 deg. E, 64.0'                                    

14" Pine - N 30 deg. W, 105.6'                                           

16" Pine - S 50 deg. W, 64.0'                                  

20" Pine - S 34 deg. E, 85.8' 

GLO BK 

2, P 2

19 47-24 W 1/4
2" pipe set in water in Tamarack and 

Tag Alder swamp by J. Walker
1994

DNR RP in 4" Tamarack - N 25 deg. W, 38.44'      

DNR RP in 4" Tamarack - S 87 deg. E, 37.16'       

DNR RP in 4" Tamarack - S 48 deg. W, 54.66'

293052 241259.570 499924.070

19 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Pine - S 39 deg. W, 19.1'                                                      

7" Pine - N 74 deg. E, 10.6'                                                   

GLO BK 

2, P 3

20 47-24 E 1/4

1 1/4" pipe found 4' E of new N-S 

fence and in line with fence to E by J. 

Walker

1994
DNR RP in 8" R. Oak - N 69 deg. E, 23.75'          

DNR RP in T 12" R. Oak - S 04 deg. E, 47.07'   
292992 241117.370 510497.310

20 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Birch – S 75 deg. E, 12.5'                              

4" Spruce - S 42 deg. W, 9.2'                               

GLO  Bk 

14 P. 31

20 47-24 N 1/4

1 1/4" pinch-top pipe found in woods 

on westerly projection of fence to the 

E by J. Walker

1994

DNR RP in 6" Oak - N 05 deg. E, 14.35'               

DNR RP in 16" Oak - S 42 deg. E, 55.73'             

DNR RP in 5" Oak - S 87 deg. W, 34.40'

293050 243693.540 507793.940

20 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 45 deg. E, 40.3'                              

3" Poplar - N 22 deg. E, 19.8'                               

GLO  Bk 

14 P. 45

20 47-24 NE

1 1/4" pipe found as a W.C. 12.14' E 

of actual corner location - cor. is in 

swamp -by J. Walker

1994 (No ties available) 293046 243772.400 510458.000

20 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 76 deg. E, 240.9'                              

No other trees near                        

GLO  Bk 

14 P. 31

20 47-24 NW

No Mon. set - is in large marsh - 

computed corner location by lost 

methods by J. Walker

1995 (No ties taken) 293045 243713.330 505196.570

20 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44

20 47-24 S 1/4
1 1/4" pipe found in c/l N-S road 4' N 

of c/l road to the E by J. Walker
1994

4 1/2" gate post - N 82 deg. E, 67.57'                   

4 1/2" gate post - S 78 deg. E, 66.66'                    

4 1/2" gate post - S 18 deg. E, 34.57'

292993 238406.230 507926.890

20 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Birch – N 70 deg. W, 13.2'                              

4" Birch - S 14 deg. E, 6.6'                               

GLO  Bk 

14 P. 42

20 47-24 SE

3/4" capped rebar w/"DNR Survey 

Marker" set in c/l E-W road at fence 

line to N by J. Walker

1994

DNR RP in 8" W. Oak - N 32 deg. E, 86.56'          

DNR RP in 10" W. Oak - S 33 deg. E, 43.04'      

DNR RP in 10" W. Oak - S 44 deg. W, 59.59'

292995 238478.640 510564.940

20 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

14" Poplar – S 24 deg. E, 29.0'                              

6” Balsam - N 45 deg. W, 33.0'                             

4" Oak - N 57 deg. E, 66.0'                              

4" Ash - S 16 deg. W, 21.8'                              

GLO  Bk 

14 P. 29

20 47-24 SW

3" concrete cylinder flush w/ground at 

base of CFP fences to N-E-W found 

by J. Walker

1994

DNR RP in 17" Maple - N 03 deg. E, 54.12'           

DNR RP in T. 9" W. Oak - S 53 deg. E, 22.60'     

DNR RP in 12" W. Oak - N 68 deg. W, 55.97'

292997 238418.340 505330.110

20 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 32 deg. E, 16.5'                              

10” Birch - S 41 deg. E, 11.2'                             

12" Birch - N 38 deg. W, 23.1'                              

8" Birch - S 80 deg. W, 22.4'                              

GLO  Bk 

14 P. 41

20 47-24 W 1/4

3/4" capped rebar with "DNR Survey 

Marker" set 11' S of E-W fence by J. 

Walker

1995

DNR RP in 10" Poplar - N 58 deg. W, 42.53'      

DNR RP in 6" Poplar - N 10 deg. W, 23.00'         

DNR RP in 4" Poplar - N 45 deg. E, 28.21'

293048 241065.830 505263.340
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20 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 44

21 47-24 E 1/4

1 1/4" pipe found in c/l N-S old road 

approx. 65' W of c/l new N-S road by 

J. Walker

1995

DNR RP in 3" Ironwood - N 79 deg. E, 18.43'       

DNR RP in 6" R. Oak - S 31 deg. W, 36.91'       

DNR RP in 6" Maple - N 55 deg. W, 36.56'

292991 241207.420 515800.640

21 47-24 E 1/4
new 5" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

21 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Birch – S 58 deg. E, 10.6'                              

6" Birch - N 24 deg. W, 5.3'                               

GLO  Bk 

14 P. 23

21 47-24 N 1/4
1 1/4" pipe found in swamp by J. 

Walker
1994 (No ties available) 292994 243850.840 513129.760

21 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 45 deg. E, 363.0'                              

No other trees near                        

GLO  Bk 

14 P. 32

21 47-24 NE
1 1/4" pipe found in swamp 83' W of 

c/l N-S road-by J. Walker
1995 3" pipe w/brass cap - S 42 deg. E, 41.00' 293047 243850.460 515803.170

21 47-24 NE
new 2 1/2" Tam. Post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

21 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 23

21 47-24 NW

1 1/4" pipe found as a W.C. 12.14' E 

of actual corner location - cor. is in 

swamp -by J. Walker

1994 (No ties available) 293046 243772.400 510458.000

21 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – S 76 deg. E, 240.9'                              

No other trees near                        

GLO  Bk 

14 P. 31

21 47-24 S 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 30' W of W edge swamp 

by J. Walker

1994

DNR RP in 8" W. Oak - N 85 deg. E, 26.01'          

DNR RP in 13" W. Oak - S 40 deg. W, 17.29'     

DNR RP in 13" W. Oak - N 60 deg. W, 43.17'

292990 238521.680 513181.410

21 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Balsam – S 54 deg. E, 13.9'                              

10" Norway Pine - N 66 deg. W, 18.5'                               

GLO  Bk 

14 P. 30

21 47-24 SE
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913

4" Tamarack - N 45 deg. E, 66.7'                            

6" Tamarack - N 45 deg. W, 135.3'             

Book 1, 

Page 153

21 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4” Tamarack – S 32 deg. W, 130.7'                              

3" Tamarack - S 34 deg. E, 47.5'                                          

No other trees near                             

GLO  Bk 

14 P. 21

21 47-24 SW

3/4" capped rebar w/"DNR Survey 

Marker" set in c/l E-W road at fence 

line to N by J. Walker

1994

DNR RP in 8" W. Oak - N 32 deg. E, 86.56'          

DNR RP in 10" W. Oak - S 33 deg. E, 43.04'       

DNR RP in 10" W. Oak - S 44 deg. W, 59.59'

292995 238478.640 510564.940

21 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

14" Poplar – S 24 deg. E, 29.0'                              

6” Balsam - N 45 deg. W, 33.0'                             

4" Oak - N 57 deg. E, 66.0'                              

4" Ash - S 16 deg. W, 21.8'                              

GLO  Bk 

14 P. 29

21 47-24 W 1/4

1 1/4" pipe found 4' E of new N-S 

fence and in line with fence to E by J. 

Walker

1994
DNR RP in 8" R. Oak - N 69 deg. E, 23.75'        

DNR RP in T 12" R. Oak - S 04 deg. E, 47.07' 
292992 241117.370 510497.310

21 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
8” Birch – S 75 deg. E, 12.5'                              

4" Spruce - S 42 deg. W, 9.2'                               

GLO  Bk 

14 P. 31

22 47-24 E 1/4
new 3" Ash post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913

7" Maple - N 45 deg. E, 22.4'                                  

7" Elm - S 45 deg. W, 11.9'     

Book 1, 

Page 153

22 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Basswood – N 66 deg. W, 7.9'                              

3" Basswood - S 68 deg. E, 26.4'                               

GLO  Bk 

14 P. 15

22 47-24 N 1/4
new 3" Poplar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

22 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Tamarack – N 62 deg. E, 205.9'                              

No other trees near                        

GLO  Bk 

14 P. 24

22 47-24 NE
new 4" Oak post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

22 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Poplar – S 23 deg. W, 9.2'                              

8” Poplar - S 05 deg. E, 11.9'                             

8" Poplar - N 25 deg. E, 29.7'                              

6" Poplar - N 08 deg. W, 326.7'                              

GLO  Bk 

14 P. 15
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22 47-24 NW
1 1/4" pipe found in swamp 83' W of 

c/l N-S road-by J. Walker
1995 3" pipe w/brass cap - S 42 deg. E, 41.00' 293047 243850.460 515803.170

22 47-24 NW
new 2 1/2" Tam. Post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

22 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 23

22 47-24 S 1/4
new 3" Maple post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913

6" Poplar - S 45 deg. E, 9.2'                                  

6" Balsam - S 45 deg. W, 22.4'      

Book 1, 

Page 153

22 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Maple – N 60 deg. E, 15.2'                              

8" Birch - S 64 deg. W, 18.5'                               

GLO  Bk 

14 P. 22

22 47-24 SE
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

22 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 41 deg. E, 45.5'                              

3” Birch - S 27 deg. E, 90.4'                             

6" Poplar - S 11 deg. W, 95.7'                              

4" Tamarack - N 86 deg. W, 58.7'                              

GLO  Bk 

14 P. 13

22 47-24 SW
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913

4" Tamarack - N 45 deg. E, 66.7'                          

6" Tamarack - N 45 deg. W, 135.3'               

Book 1, 

Page 153

22 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4” Tamarack – S 32 deg. W, 130.7'                              

3" Tamarack - S 34 deg. E, 47.5'                                          

No other trees near                             

GLO  Bk 

14 P. 21

22 47-24 W 1/4

1 1/4" pipe found in c/l N-S old road 

approx. 65' W of c/l new N-S road by 

J. Walker

1995

DNR RP in 3" Ironwood - N 79 deg. E, 18.43'       

DNR RP in 6" R. Oak - S 31 deg. W, 36.91'          

DNR RP in 6" Maple - N 55 deg. W, 36.56'

292991 241207.420 515800.640

22 47-24 W 1/4
new 5" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

22 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
3” Birch – S 58 deg. E, 10.6'                              

6" Birch - N 24 deg. W, 5.3'                               

GLO  Bk 

14 P. 23

22 47-24
Subdivision of Section 22 by Fred 

Heuer, Deputy County Surveyor 
1913

Subd. entire Sec., set new posts at all cors.         

Mag. Var. and distances shown (shows RR) 

Book 1, 

Page 153

23 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Black Oak – N 74 deg. E, 16.5'                              

4" Black Oak - N 43 deg. W, 19.8'                               

GLO  Bk 

14 P. 5

23 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 42 deg. E, 178.2'                              

No other trees near                        

GLO  Bk 

14 P. 16

23 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – S 03 deg. E, 663.3'                              

4” Pine – S 06 deg. W, 594.0'                     No 

other trees near                                

GLO  Bk 

14 P. 5

23 47-24 NW
new 4" Oak post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

23 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

8" Poplar – S 23 deg. W, 9.2'                              

8” Poplar - S 05 deg. E, 11.9'                             

8" Poplar - N 25 deg. E, 29.7'                              

6" Poplar - N 08 deg. W, 326.7'                              

GLO  Bk 

14 P. 15

23 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Basswood – N 40 deg. E, 25.1'                              

8" Basswood - S 21 deg. E, 26.4'                               

GLO  Bk 

14 P. 14

23 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5” Tamarack – N 23 deg. W, 198.0'                              

6” Poplar – S 25 deg. E, 539.2'                     No 

other trees near                                

GLO  Bk 

14 P. 3

23 47-24 SW
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

23 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 41 deg. E, 45.5'                              

3” Birch - S 27 deg. E, 90.4'                             

6" Poplar - S 11 deg. W, 95.7'                              

4" Tamarack - N 86 deg. W, 58.7'                              

GLO  Bk 

14 P. 13

23 47-24 W 1/4
new 3" Ash post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913

7" Maple - N 45 deg. E, 22.4'                                

7" Elm - S 45 deg. W, 11.9'                  

Book 1, 

Page 153

23 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Basswood – N 66 deg. W, 7.9'                              

3" Basswood - S 68 deg. E, 26.4'                               

GLO  Bk 

14 P. 15

24 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Tamarack – S 30 deg. E, 29.7'                              

No other trees near

GLO  Bk 

12 P. 10
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24 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 34 deg. W, 27.7'                              

6" Black Ash - N 71 deg. E, 13.9'                               

GLO  Bk 

14 P. 6

24 47-24 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

12” Tamarack – N 69 deg. E, 6.6'                                 

16“ Aspen – N 37 deg. W, 17.8'                              

12” White Birch – S 68 deg. W, 19.8'                            

10" White Birch - S 20 deg. E, 14.5'

GLO  Bk 

12 P. 11

24 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6” Poplar – S 03 deg. E, 663.3'                              

4” Pine – S 06 deg. W, 594.0'                     No 

other trees near                                

GLO  Bk 

14 P. 5

24 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Black Ash – N 85 deg. W, 33.0'                              

No other trees near                                

GLO  Bk 

14 P. 4

24 47-24 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Fir – N 18 deg. E, 19.1'                                 

14“ White Birch – N 54 deg. W, 13.9'                              

8” Ash – S 12 deg. W, 13.9'                            

6" Ash - S 50 deg. E, 21.1'

GLO  Bk 

12 P. 9

24 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5” Tamarack – N 23 deg. W, 198.0'                              

6” Poplar – S 25 deg. E, 539.2'                     No 

other trees near                                

GLO  Bk 

14 P. 3

24 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Black Oak – N 74 deg. E, 16.5'                              

4" Black Oak - N 43 deg. W, 19.8'                               

GLO  Bk 

14 P. 5

25 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
6“ Ash – N 74 deg. E, 7.9'                              5” 

Maple - S 90 deg. W, 2.6'

GLO  Bk 

12 P. 8

25 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Black Ash – N 85 deg. W, 33.0'                              

No other trees near                                

GLO  Bk 

14 P. 4

25 47-24 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

8” Fir – N 18 deg. E, 19.1'                                 

14“ White Birch – N 54 deg. W, 13.9'                              

8” Ash – S 12 deg. W, 13.9'                            

6" Ash - S 50 deg. E, 21.1'

GLO  Bk 

12 P. 9

25 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5” Tamarack – N 23 deg. W, 198.0'                              

6” Poplar – S 25 deg. E, 539.2'                     No 

other trees near                                

GLO  Bk 

14 P. 3

25 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Poplar – N 28 deg. W, 11.9'                              

5” Balsam – S 65 deg. E, 20.5'                                      

GLO  Bk 

14 P. 2

25 47-24 SE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Tamarack – N 25 deg. E, 10.6'                      

8“ Tamarack – S 35 deg. W, 10.6'                              

6” Tamarack – N 70 deg. W, 33.0'                            

No other trees near

GLO  Bk 

12 P. 8

25 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Black Ash – N 73 deg. E, 27.7'                              

6” Pine – N 28 deg. W, 19.8'                             

8" Black Ash - S 27 deg. E, 14.5'                              

6" Black Ash - S 79 deg. W, 13.9'                              

GLO  Bk 

14 P. 1

25 47-24 W 1/4

Used (?") Cedar tree for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
10” Cedar – N 27 deg. W, 6.6'                              

6” Cedar – S 18 deg. E, 13.9'                                      

GLO  Bk 

14 P. 3

26 47-24 E 1/4

Used (?") Cedar tree for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
10” Cedar – N 27 deg. W, 6.6'                              

6” Cedar – S 18 deg. E, 13.9'                                      

GLO  Bk 

14 P. 3

26 47-24 M.C.

M.C. on W. line SW1/4 is on NE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees in area for ties
GLO  Bk 

14 P. 13

26 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Basswood – N 40 deg. E, 25.1'                              

8" Basswood - S 21 deg. E, 26.4'                               

GLO  Bk 

14 P. 14

26 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

5” Tamarack – N 23 deg. W, 198.0'                              

6” Poplar – S 25 deg. E, 539.2'                     No 

other trees near                                

GLO  Bk 

14 P. 3

26 47-24 NW
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

26 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 41 deg. E, 45.5'                              

3” Birch - S 27 deg. E, 90.4'                             

6" Poplar - S 11 deg. W, 95.7'                              

4" Tamarack - N 86 deg. W, 58.7'                              

GLO  Bk 

14 P. 13
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26 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Black Ash – N 73 deg. E, 27.7'                              

6” Pine – N 28 deg. W, 19.8'                             

8" Black Ash - S 27 deg. E, 14.5'                              

6" Black Ash - S 79 deg. W, 13.9'                              

GLO  Bk 

14 P. 1

26 47-24 SW

Corner falls in Rice Lake - no post set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871  No ties taken
GLO  Bk 

14 P. 12

26 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees in area for ties
GLO  Bk 

14 P. 13

27 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees in area for ties
GLO  Bk 

14 P. 13

27 47-24 M.C.

M.C. on E. line SE1/4 is on NE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees in area for ties
GLO  Bk 

14 P. 13

27 47-24 M.C.

M.C. on W. line NW1/4 is on N side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 21

27 47-24 N 1/4
new 3" Maple post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913

6" Poplar - S 45 deg. E, 9.2'                                   

6" Balsam - S 45 deg. W, 22.4'                

Book 1, 

Page 153

27 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Maple – N 60 deg. E, 15.2'                              

8" Birch - S 64 deg. W, 18.5'                               

GLO  Bk 

14 P. 22

27 47-24 NE
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913 no ties set for cor.

Book 1, 

Page 153

27 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Tamarack – N 41 deg. E, 45.5'                              

3” Birch - S 27 deg. E, 90.4'                             

6" Poplar - S 11 deg. W, 95.7'                              

4" Tamarack - N 86 deg. W, 58.7'                              

GLO  Bk 

14 P. 13

27 47-24 NW
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913

4" Tamarack - N 45 deg. E, 66.7'                         

6" Tamarack - N 45 deg. W, 135.3'   

Book 1, 

Page 153

27 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4” Tamarack – S 32 deg. W, 130.7'                              

3" Tamarack - S 34 deg. E, 47.5'                                          

No other trees near                             

GLO  Bk 

14 P. 21

27 47-24 SE

Corner falls in Rice Lake - no post set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871  No ties taken
GLO  Bk 

14 P. 12

27 47-24
Survey of Gov't Lot 3 of Section 27 by 

Fred Heuer, Deputy County Surveyor 
1913

Only shows Gov't Lot 3, set new posts           

Mag. Var. and distances shown 

Book 1, 

Page 153

28 47-24 M.C.

M.C. on E. line NE1/4 is on N side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 21

28 47-24 M.C.

M.C. on W. line SW1/4 is on N side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 29

28 47-24 N 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set 30' W of W edge swamp 

by J. Walker

1994

DNR RP in 8" W. Oak - N 85 deg. E, 26.01'        

DNR RP in 13" W. Oak - S 40 deg. W, 17.29'      

DNR RP in 13" W. Oak - N 60 deg. W, 43.17'

292990 238521.680 513181.410

28 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Balsam – S 54 deg. E, 13.9'                              

10" Norway Pine - N 66 deg. W, 18.5'                               

GLO  Bk 

14 P. 30

28 47-24 NE
new 3" Tamarack post set for cor. by 

Fred Heuer,  Deputy County Surveyor
1913

4" Tamarack - N 45 deg. E, 66.7'                            

6" Tamarack - N 45 deg. W, 135.3'               

Book 1, 

Page 153

28 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4” Tamarack – S 32 deg. W, 130.7'                              

3" Tamarack - S 34 deg. E, 47.5'                                          

No other trees near                             

GLO  Bk 

14 P. 21
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28 47-24 NW

3/4" capped rebar w/"DNR Survey 

Marker" set in c/l E-W road at fence 

line to N by J. Walker

1994

DNR RP in 8" W. Oak - N 32 deg. E, 86.56'         

DNR RP in 10" W. Oak - S 33 deg. E, 43.04'        

DNR RP in 10" W. Oak - S 44 deg. W, 59.59'

292995 238478.640 510564.940

28 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

14" Poplar – S 24 deg. E, 29.0'                              

6” Balsam - N 45 deg. W, 33.0'                             

4" Oak - N 57 deg. E, 66.0'                              

4" Ash - S 16 deg. W, 21.8'                              

GLO  Bk 

14 P. 29

28 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 70 deg. W, 7.9'                              

6" Birch - N 61 deg. E, 9.9'                               

GLO  Bk 

14 P. 29

29 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
4” Poplar – S 70 deg. W, 7.9'                              

6" Birch - N 61 deg. E, 9.9'                               

GLO  Bk 

14 P. 29

29 47-24 M.C.

M.C. on E. line SE1/4 is on N side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 29

29 47-24 M.C.

M.C. on S. line SW1/4 is on NW side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 39

29 47-24 N 1/4
1 1/4" pipe found in c/l N-S road 4' N 

of c/l road to the E by J. Walker
1994

4 1/2" gate post - N 82 deg. E, 67.57'                   

4 1/2" gate post - S 78 deg. E, 66.66'                     

4 1/2" gate post - S 18 deg. E, 34.57'

292993 238406.230 507926.890

29 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Birch – N 70 deg. W, 13.2'                              

4" Birch - S 14 deg. E, 6.6'                               

GLO  Bk 

14 P. 42

29 47-24 NE

3/4" capped rebar w/"DNR Survey 

Marker" set in c/l E-W road at fence 

line to N by J. Walker

1994

DNR RP in 8" W. Oak - N 32 deg. E, 86.56'          

DNR RP in 10" W. Oak - S 33 deg. E, 43.04'    

DNR RP in 10" W. Oak - S 44 deg. W, 59.59'

292995 238478.640 510564.940

29 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

14" Poplar – S 24 deg. E, 29.0'                              

6” Balsam - N 45 deg. W, 33.0'                             

4" Oak - N 57 deg. E, 66.0'                              

4" Ash - S 16 deg. W, 21.8'                              

GLO  Bk 

14 P. 29

29 47-24 NW

3" concrete cylinder flush w/ground at 

base of CFP fences to N-E-W found 

by J. Walker

1994

DNR RP in 17" Maple - N 03 deg. E, 54.12'           

DNR RP in T. 9" W. Oak - S 53 deg. E, 22.60'     

DNR RP in 12" W. Oak - N 68 deg. W, 55.97'

292997 238418.340 505330.110

29 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 32 deg. E, 16.5'                              

10” Birch - S 41 deg. E, 11.2'                             

12" Birch - N 38 deg. W, 23.1'                              

8" Birch - S 80 deg. W, 22.4'                              

GLO  Bk 

14 P. 41

29 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Poplar – N 15 deg. W, 85.8'                              

4” Poplar - N 08 deg. E, 106.9'                             

4" Poplar - S 35 deg. E, 126.1'                              

3" Poplar - S 18 deg. W, 186.1'                              

GLO  Bk 

14 P. 38

29 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 41 deg. E, 79.2'                              

4" Poplar - N 34 deg. W, 95.7'                               

GLO  Bk 

14 P. 40

30 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Poplar – N 41 deg. E, 79.2'                              

4" Poplar - N 34 deg. W, 95.7'                               

GLO  Bk 

14 P. 40

30 47-24 N 1/4

3/4" capped rebar w/"DNR Survey 

Marker" set at CFP of fence lines to N-

E-W by J. Walker

1995

DNR RP in 5" W. Oak - S 69 deg. E, 86.46'          

DNR RP in 10" Poplar - S 16 deg. W, 37.86'   

DNR RP in 4" Spruce - N 42 deg. W, 47.75'

292996 238513.480 502722.190

30 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
12” Norway Pine – S 45 deg. W, 13.9'                              

10" Norway Pine - N 44 deg. E, 23.1'                               

GLO  Bk 

14 P. 43

30 47-24 NE

3" concrete cylinder flush w/ground at 

base of CFP fences to N-E-W found 

by J. Walker

1994

DNR RP in 17" Maple - N 03 deg. E, 54.12'           

DNR RP in T. 9" W. Oak - S 53 deg. E, 22.60'      

DNR RP in 12" W. Oak - N 68 deg. W, 55.97'

292997 238418.340 505330.110

30 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

6" Birch – N 32 deg. E, 16.5'                              

10” Birch - S 41 deg. E, 11.2'                             

12" Birch - N 38 deg. W, 23.1'                              

8" Birch - S 80 deg. W, 22.4'                              

GLO  Bk 

14 P. 41

30 47-24 NW
3" conc. cyl. w/brass cap at base of 

CFP fences to N-S-E fnd by J. Walker
1995

DNR RP in 6" Spruce - N 00 deg. E, 59.82'      

DNR RP in 18" N. Pine - N 70 deg. W, 42.09'  
293051 238612.450 499984.480
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30 47-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

16" Pine - N 55 deg. E, 64.0'                                    

14" Pine - N 30 deg. W, 105.6'                                           

16" Pine - S 50 deg. W, 64.0'                                  

20" Pine - S 34 deg. E, 85.8' 

GLO BK 

2, P 2

30 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 40

30 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Poplar – N 15 deg. W, 85.8'                              

4” Poplar - N 08 deg. E, 106.9'                             

4" Poplar - S 35 deg. E, 126.1'                              

3" Poplar - S 18 deg. W, 186.1'                              

GLO  Bk 

14 P. 38

30 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 68 deg. E, 8.6'                                    

4" Spruce - N 51 deg. W, 9.9'                                           

6" Spruce - S 41 deg. W, 23.1'                                  

6" Spruce - S 62 deg. E, 28.4' 

GLO BK 

2, P 1

30 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - S 74 deg. E, 9.2'                                                      

4" Tamarack - N 19 deg. W, 13.9'                                                   

GLO BK 

2, P 1

31 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 66 deg. W, 102.3'                              

No other trees near                        

GLO  Bk 

14 P. 38

31 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 40

31 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Poplar – N 15 deg. W, 85.8'                              

4” Poplar - N 08 deg. E, 106.9'                             

4" Poplar - S 35 deg. E, 126.1'                              

3" Poplar - S 18 deg. W, 186.1'                              

GLO  Bk 

14 P. 38

31 47-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 68 deg. E, 8.6'                                    

4" Spruce - N 51 deg. W, 9.9'                                           

6" Spruce - S 41 deg. W, 23.1'                                  

6" Spruce - S 62 deg. E, 28.4' 

GLO BK 

2, P 1

31 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Basswood – S 14 deg. E, 17.2'                              

10” Poplar – N 02 deg. E, 16.5'                                      

GLO  Bk 

14 P. 5

31 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 88 deg. W, 630.3'                              

10” White Pine – S 32 deg. W, 392.0'                             

No other trees near                

GLO  Bk 

14 P. 4

31 47-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 35 deg. E, 99.0'                                    

5" Tamarack - N 18 deg. W, 53.5'                                           

4" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 6

31 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Spruce - N 13 deg. E, 8.6'                                                      

4" Spruce - S 64 deg. W, 7.9'                                                   

GLO BK 

2, P 1

32 47-24 M.C.

M.C. on N. line NW1/4 is on NW side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871 No trees near to use for ties                        
GLO  Bk 

14 P. 39

32 47-24 M.C.

M.C. on S. line SW1/4 is on SW side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

32 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

4" Poplar – N 15 deg. W, 85.8'                              

4” Poplar - N 08 deg. E, 106.9'                             

4" Poplar - S 35 deg. E, 126.1'                              

3" Poplar - S 18 deg. W, 186.1'                              

GLO  Bk 

14 P. 38

32 47-24 S 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

32 47-24 SE

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

32 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" White Pine – N 88 deg. W, 630.3'                              

10” White Pine – S 32 deg. W, 392.0'                             

No other trees near                

GLO  Bk 

14 P. 4

32 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
6” Tamarack – S 66 deg. W, 102.3'                              

No other trees near                        

GLO  Bk 

14 P. 38
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33 47-24 S 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

33 47-24 SE

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

33 47-24 SW

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

34 47-24 M.C.

M.C. on E. line SE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
5” White Ash – S 62 deg. E, 19.1'                              

12” Maple – S 16 deg. W, 23.8'                                      

GLO  Bk 

14 P. 12

34 47-24 M.C.

M.C. on E. line SE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
5” White Ash – S 62 deg. E, 19.1'                              

12” Maple – S 16 deg. W, 23.8'                                      

GLO  Bk 

14 P. 12

34 47-24 M.C.

M.C. on N. line NE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1870
8” Birch – N 86 deg. E, 9.9'                              

12” Elm – S 35 deg. W, 7.3'                                      

GLO  Bk 

14 P. 3

34 47-24 NE

Corner falls in Rice Lake - no post set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871  No ties taken
GLO  Bk 

14 P. 12

34 47-24 S 1/4

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

34 47-24 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 10 deg. W, 13.2'                           

10” Black Ash – N 71 deg. E, 10.6'      

Book 2, 

Page 11

34 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Black Ash – N 71 deg. W, 13.2'                              

10” Black Ash – N 71 deg. E, 10.6'                             

12" Black Ash - S 25 deg. E, 13.2'                              

8" Black Ash - S 35 deg. W, 5.9'                              

GLO  Bk 

14 P. 2

34 47-24 SW

Point falls in Rice Lake no corner set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1870 No ties taken
GLO  Bk 

14 P. 4

35 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Poplar – N 58 deg. E, 6.6'                              

7” Balsam – S 52 deg. W, 7.3'                                      

GLO  Bk 

14 P. 1

35 47-24 M.C.

M.C. on W. line SW1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
5” White Ash – S 62 deg. E, 19.1'                              

12” Maple – S 16 deg. W, 23.8'                                      

GLO  Bk 

14 P. 12

35 47-24 M.C.

M.C. on E. line SE1/4 is on SE side 

Rice Lake - set post for corner as part 

of original Government Land Office 

Survey by R.K. Whitely, U.S. Deputy 

Surveyor

1871
5” White Ash – S 62 deg. E, 19.1'                              

12” Maple – S 16 deg. W, 23.8'                                      

GLO  Bk 

14 P. 12

35 47-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Black Ash – N 73 deg. E, 27.7'                              

6” Pine – N 28 deg. W, 19.8'                             

8" Black Ash - S 27 deg. E, 14.5'                              

6" Black Ash - S 79 deg. W, 13.9'                              

GLO  Bk 

14 P. 1

35 47-24 NW

Corner falls in Rice Lake - no post set 

as part of original Government Land 

Office Survey by R.K. Whitely, U.S. 

Deputy Surveyor

1871  No ties taken
GLO  Bk 

14 P. 12

35 47-24 S 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

7” Birch - N 38 deg. E, 5.9'                                   

10” Balsam – S 46 deg. E, 5.9'      

Book 2, 

Page 11

35 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
7” Birch – N 38 deg. E, 5.9'                              

10” Balsam – S 46 deg. E, 5.9'                                      

GLO  Bk 

14 P. 2

35 47-24 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 33 deg. W, 6.6'                           

6” Balsam – S 25 deg. E, 19.1'      

Book 2, 

Page 11
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35 47-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9” Black Ash – N 33 deg. W, 6.6'                              

6” Black Ash – N 71 deg. E, 11.2'                             

7" Black Ash - S 40 deg. W, 15.2'                              

6" Balsam - S 25 deg. E, 19.1'                              

GLO  Bk 

14 P. 1

35 47-24 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 10 deg. W, 13.2'                           

10” Black Ash – N 71 deg. E, 10.6'      

Book 2, 

Page 11

35 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

10" Black Ash – N 71 deg. W, 13.2'                              

10” Black Ash – N 71 deg. E, 10.6'                             

12" Black Ash - S 25 deg. E, 13.2'                              

8" Black Ash - S 35 deg. W, 5.9'                              

GLO  Bk 

14 P. 2

36 47-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870
5“ Cedar – S 82 deg. W, 21.1'                          

5” Cedar - N 85 deg. E, 12.5'

GLO  Bk 

12 P. 8

36 47-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Poplar – N 28 deg. W, 11.9'                              

5” Balsam – S 65 deg. E, 20.5'                                      

GLO  Bk 

14 P. 2

36 47-24 NE

Set wood post as part of original 

Government Land Office Survey by R. 

O. Chaney, U.S. Deputy Surveyor

1870

6” Tamarack – N 25 deg. E, 10.6'                      

8“ Tamarack – S 35 deg. W, 10.6'                              

6” Tamarack – N 70 deg. W, 33.0'                            

No other trees near

GLO  Bk 

12 P. 8

36 47-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871

10" Black Ash – N 73 deg. E, 27.7'                              

6” Pine – N 28 deg. W, 19.8'                             

8" Black Ash - S 27 deg. E, 14.5'                              

6" Black Ash - S 79 deg. W, 13.9'                              

GLO  Bk 

14 P. 1

36 47-24 S 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

6” Maple - N 51 deg. W, 13.2'                                 

10” Birch – S 2 deg. E, 8.6'      

Book 2, 

Page 11

36 47-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870
6” Maple – N 51 deg. W, 13.2'                              

10” Birch – S 02 deg. E, 8.6'                                      

GLO  Bk 

14 P. 1

36 47-24 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

11” Black Ash - N 38 deg. E, 7.3'                          

14” Cedar – N 72 deg. W, 15.2'      

Book 2, 

Page 11

36 47-24 SE

Set wood post as part of original 

Government Land Office Survey by J. 

R. King, U.S. Deputy Surveyor

1870

11” Black Ash – N 38 deg. E, 7.3'                        

14“ Cedar – N 72 deg. W, 15.2'                              

9” Black Ash – S 46 deg. W, 23.8'                        

8” Black Ash – S 20 deg. E, 18.5'

GLO  Bk 

12 P. 6

36 47-24 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

9” Black Ash - N 33 deg. W, 6.6'                           

6” Balsam – S 25 deg. E, 19.1'      

Book 2, 

Page 11

36 47-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1870

9” Black Ash – N 33 deg. W, 6.6'                              

6” Black Ash – N 71 deg. E, 11.2'                             

7" Black Ash - S 40 deg. W, 15.2'                              

6" Balsam - S 25 deg. E, 19.1'                              

GLO  Bk 

14 P. 1

36 47-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.K. Whitely, U.S. Deputy Surveyor

1871
10” Poplar – N 58 deg. E, 6.6'                              

7” Balsam – S 52 deg. W, 7.3'                                      

GLO  Bk 

14 P. 1

1 47-25  
Road Survey in Section by F.J. 

O'Hara, County Surveyor 
1909

Runs thru entire Section                                  

Bearings and Distances stated

Book 2, 

Page 13

1 47-25 E 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

6" Tamarack - N 54 deg E, 9.9'                              

6" Tamarack - N 21 deg W, 7.9'

Book 1, 

Page 104

1 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
16" Pine - N 45 deg. W, 17.2'                                                      

7" Aspen - N 59 deg. E, 5.9'                                                   

GLO BK 

2, P 7

1 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
12" White Pine - S 42 deg. E, 8.6'                                                      

14" Aspen - S 67 deg. W, 26.4'                                                   

GLO BK 

2, P 7

1 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
3" Tamarack - S 52 deg. E, 11.9'                                                      

3" Tamarack - S 43 deg. W, 3.3'                                                   

GLO BK 

2, P 24

1 47-25 S 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar S 45 deg. E, 36.0'                                   

6” Poplar – N 45 deg. E, 31.2'      

Book 1, 

Page 418

1 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 35 deg. W, 7.3'                                                      

12" Cedar - S 08 deg. E, 9.2'                                                   

GLO BK 

2, P 23

1 47-25 SE
2” angle iron set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 418

1 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Aspen - N 57 deg. E, 17.2'                                    

6" Aspen - N 28 deg. W, 20.5'                                           

8" Aspen - S 31 deg. W, 4.0'                                  

6" Aspen - S 39 deg. E, 5.3' 

GLO BK 

2, P 6
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1 47-25 SW
3” capped iron pipe set by H.D. Keath, 

County Surveyor
1926

7” Poplar – N 45 deg. E, 39.0'                               

7” Birch  – S 45 deg. W, 23.0'                               

7” Poplar – N 45 deg. W, 34.5'

Book 1, 

Page 418

1 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Birch - N 06 deg. W, 8.6'                                    

10" Birch - S 72 deg. W, 8.6'                                           

9" Black Oak - N 52 deg. E, 16.5'                                  

8" Birch - S 44 deg. E, 15.8' 

GLO BK 

2, P 22

1 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - N 67 deg. W, 3.3'                                                      

16" Cedar - S 67 deg. E, 14.5'                                                   

GLO BK 

2, P 24

2 47-25  
Road Survey in Section by F.J. 

O'Hara, County Surveyor 
1909

Runs in SE ¼ of Section                                  

Bearings and Distances stated

Book 2, 

Page 13

2 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - N 67 deg. W, 3.3'                                                      

16" Cedar - S 67 deg. E, 14.5'                                                   

GLO BK 

2, P 24

2 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
3" Tamarack - S 52 deg. E, 11.9'                                                      

3" Tamarack - S 43 deg. W, 3.3'                                                   

GLO BK 

2, P 24

2 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
4" White Oak - S 77 deg. E, 19.8'                                                      

5" Fir - S 22 deg. W, 14.5'                                                   

GLO BK 

2, P 36

2 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Tamarack - N 04 deg. E, 5.3'                                                      

8" Cedar - S 61 deg. E, 5.9'                                                   

GLO BK 

2, P 35

2 47-25 SE
3” capped iron pipe set by H.D. Keath, 

County Surveyor
1926

7” Poplar – N 45 deg. E, 39.0'                               

7” Birch  – S 45 deg. W, 23.0'                               

7” Poplar – N 45 deg. W, 34.5'

Book 1, 

Page 418

2 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Birch - N 06 deg. W, 8.6'                                    

10" Birch - S 72 deg. W, 8.6'                                           

9" Black Oak - N 52 deg. E, 16.5'                                  

8" Birch - S 44 deg. E, 15.8' 

GLO BK 

2, P 22

2 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - N 63 deg. W, 3.3'                                    

4" Tamarack - S 72 deg. W, 4.6'                                           

3" Tamarack - N 50 deg. E, 7.3'                                  

5" Tamarack - S 75 deg. W, 11.9' 

GLO BK 

2, P 34

2 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 65 deg. E, 6.6'                                                      

6" Tamarack - N 49 deg. W, 7.9'                                                   

GLO BK 

2, P 36

3 47-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1937

Partial subd.– E 1/2                                    

Distance and angle shown

Book 1, 

Page 490

3 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 65 deg. E, 6.6'                                                      

6" Tamarack - N 49 deg. W, 7.9'                                                   

GLO BK 

2, P 36

3 47-25 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

10” Elm – N 45 deg. W, 37.7'                                 

12” Birch – S 00 deg. E, 49.9'

Book 1, 

Page 388

3 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
4" White Oak - S 77 deg. E, 19.8'                                                      

5" Fir - S 22 deg. W, 14.5'                                                   

GLO BK 

2, P 36

3 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Poplar - S 57 deg. W, 6.6'                                                      

12" Spruce - S 69 deg. E, 8.6'                                                   

GLO BK 

2, P 47

3 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
9" Tamarack - N 73 deg. E, 6.6'                                                      

12" Tamarack - S 79 deg. W, 5.3'                                                   

GLO BK 

2, P 46

3 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - N 63 deg. W, 3.3'                                    

4" Tamarack - S 72 deg. W, 4.6'                                           

3" Tamarack - N 50 deg. E, 7.3'                                  

5" Tamarack - S 75 deg. W, 11.9' 

GLO BK 

2, P 34

3 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 34 deg. W, 13.2'                                    

6" Tamarack - N 24 deg. W, 13.9'                                           

5" Tamarack - S 62 deg. E, 14.5'                                  

7" Tamarack - S 19 deg. W, 2.6' 

GLO BK 

2, P 45
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3 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Cedar - S 50 deg. W, 4.6'                                                      

7" Cedar - N 85 deg. E, 5.3'                                                   

GLO BK 

2, P 47

4 47-25  
Subdivision of Section 4 by H.D. 

Keath, County Surveyor 
1913

set center of Section – Suspicious brkdwn 

Distance and Mag. Var. shown (5280' used)

Book 1,  

Page 191

4 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Cedar - S 50 deg. W, 4.6'                                                      

7" Cedar - N 85 deg. E, 5.3'                                                   

GLO BK 

2, P 47

4 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Poplar - S 57 deg. W, 6.6'                                                      

12" Spruce - S 69 deg. E, 8.6'                                                   

GLO BK 

2, P 47

4 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
10" Tamarack - S 51 deg. E, 15.8'                                                      

9" Tamarack - S 12 deg. W, 21.1'                                                   

GLO BK 

2, P 58

4 47-25 S 1/4

Set 5” cedar post and took new ties to 

corner by H. D Keath, County 

Surveyor 

1913
7” Ash - S 45 deg E, 9.0'                                          

7” Ash - N 45 deg W, 4.0'              

Book 1, 

Page 191

4 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Tamarack - S 41 deg. E, 5.9'                                                      

3" Tamarack - N 38 deg. W, 9.9'                                                   

GLO BK 

2, P 57

4 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 34 deg. W, 13.2'                                    

6" Tamarack - N 24 deg. W, 13.9'                                           

5" Tamarack - S 62 deg. E, 14.5'                                  

7" Tamarack - S 19 deg. W, 2.6' 

GLO BK 

2, P 45

4 47-25 SW

Set 6” Poplar post and took new ties 

to corner by H. D Keath, County 

Surveyor 

1913
8” Poplar - S 45 deg E, 47.8'                                   

6” Poplar - N 45 deg E, 70.5'  

Book 1, 

Page 191

4 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

17" Poplar - N 78 deg. E, 165.0'                                                      

16" Poplar - S 86 deg. E, 161.7'                      

No other trees near to use for ties                               

GLO BK 

2, P 56

4 47-25 W 1/4
Took new ties to corner by H. D 

Keath, County Surveyor 
1913

10” Elm - S 45 deg W, 7.6'                                     

5” Poplar - S 45 deg E, 26.3'              

Book 1, 

Page 191

4 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Fir - N 43 deg. E, 11.9'                                                      

5" Elm - S 42 deg. W, 13.2'                                                   

GLO BK 

2, P 58

5 47-25 E 1/4
Took new ties to corner by H. D 

Keath, County Surveyor 
1913

10” Elm - S 45 deg W, 7.6'                                     

5” Poplar - S 45 deg E, 26.3'              

Book 1, 

Page 191

5 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Fir - N 43 deg. E, 11.9'                                                      

5" Elm - S 42 deg. W, 13.2'                                                   

GLO BK 

2, P 58

5 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
10" Tamarack - S 51 deg. E, 15.8'                                                      

9" Tamarack - S 12 deg. W, 21.1'                                                   

GLO BK 

2, P 58

5 47-25 NW
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1920 8” Spruce – S 00 deg E, 12.7'

Book 1, 

Page 307

5 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" Tamarack - S 37 deg. E, 8.6'                                                      

12" Tamarack - S 28 deg. W, 3.3'                                                   

GLO BK 

2, P 74

5 47-25 S 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

10” Black Ash - N 00 deg E, 38.8'                           

10” Twin Elm - S 45 deg W, 30.0'

Book 1, 

Page 242

5 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 40.3'                                    

No other trees near to use for ties                                   

GLO BK 

2, P 72

5 47-25 SE

Set 6” Poplar post and took new ties 

to corner by H. D Keath, County 

Surveyor 

1913
8” Poplar - S 45 deg E, 47.8'                                  

6” Poplar - N 45 deg E, 70.5'  

Book 1, 

Page 191

5 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

17" Poplar - N 78 deg. E, 165.0'                                                      

16" Poplar - S 86 deg. E, 161.7'                      

No other trees near to use for ties                               

GLO BK 

2, P 56
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5 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Dead poplar - N 46 deg. E, 15.2'                                    

6" Spruce - S 46 deg. E, 15.2'                                           

12" Dead Cedar - S 44 deg. W, 16.5'                                  

6" Dead Cedar - N 60 deg. W, 16.5' 

GLO BK 

2, P 71

5 47-25 W 1/4

corner falls in Rice River - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Rice River - no ties taken
GLO BK 

2, P 74

5 47-25 W.C.

W.C is on W line SW 1/4, on S side 

Rice River - 2633.4' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
6" Maple - S 63 deg. W, 42.2'                                                      

12" Maple - N 82 deg. E, 54.8'                                                   

GLO BK 

2, P 73

5 47-25
Survey of S line of Section by H. D 

Keath, County Surveyor 
1915

Found inp. Section Corners and set ¼ cor.           

Distance and Mag. Var. shown 

Book 1, 

Page 242

6 47-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1937

Partial subd.– SW1/4                                     

Distance and Mag. Var. shown

Book 1, 

Page 489

6 47-25 E 1/4

corner falls in Rice River - no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 corner falls in Rice River - no ties taken
GLO BK 

2, P 74

6 47-25 NE
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1920 8” Spruce – S 00 deg E, 12.7'

Book 1, 

Page 307

6 47-25 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" Tamarack - S 37 deg. E, 8.6'                                                      

12" Tamarack - S 28 deg. W, 3.3'                                                   

GLO BK 

2, P 74

6 47-25 NW
(Closing Cor.) 1" pipe found in Woods 

by J. Walker
1994

DNR RP in 6" Ash - N 70 deg. E, 21.63'              

DNR RP in 8" Basswood - S 65 deg. E, 18.08'    

DNR RP in 10" Ash - S 10 deg. W, 27.67'

286644 260690.470 468095.030

6 47-25 NW

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
7" Aspen - S 60 deg. E, 112.2'                                                      

10" Aspen - S 20 deg. W, 196.7'                                                   

GLO BK 

2, P 13

6 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - S 21 deg. W, 7.3'                                           

GLO BK 

2, P 73

6 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Dead poplar - N 46 deg. E, 15.2'                                    

6" Spruce - S 46 deg. E, 15.2'                                           

12" Dead Cedar - S 44 deg. W, 16.5'                                  

6" Dead Cedar - N 60 deg. W, 16.5' 

GLO BK 

2, P 71

6 47-25 SW

"DNR Survey Marker" set 19' E of c/l 

N-S road and 17.5' S of E-W road by 

J. Walker

1994

DNR RP in Power Pole - N 25 deg. E, 51.58'       

PK in S end 72" CMP - S 79 deg. W, 46.85'          

PK in N end 72" CMP - N 40 deg. W, 62.54'

286650 254563.480 468244.750

6 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 43 deg. E, 33.0'                                    

4" Tamarack - N 20 deg. W, 62.7'                                           

4" Tamarack - S 58 deg. W, 19.8'                                  

4" Tamarack - S 40 deg. E, 21.1' 

GLO BK 

2, P 12

6 47-25 W 1/4

"DNR Survey Marker" set 13.5' W of 

c/l N-S driveway and 36' S of fence 

line to E by J. Walker

1994

DNR RP in CFP - N 58 deg. E, 78.18'                    

DNR RP in Power Pole - S 66 deg. W, 48.25'        

DNR RP in 14" Poplar - N 42 deg. W, 104.92'

286646 257189.260 468180.600

6 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
16" Pine - N 45 deg. W, 17.2'                                                      

7" Aspen - N 59 deg. E, 5.9'                                                   

GLO BK 

2, P 7

6 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 13

6 47-25 W.C.

M.C. On N line SE ¼ Took new ties to 

inp. Cor. By H.D. Keath, County 

Surveyor

1937
6” Maple - S 63 deg. W, 42.2'                               

12” Maple – N 82 deg. E, 54.8'      

Book 1, 

Page 489

6 47-25 W.C.

W.C is on E line SE 1/4, on S side 

Rice River - 2633.4' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
6" Maple - S 63 deg. W, 42.2'                                                      

12" Maple - N 82 deg. E, 54.8'                                                   

GLO BK 

2, P 73
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6 47-25
Survey of N and S lines of Section by 

Fred Heuer, County Surveyor 
1920

Is survey of N and S lines of Section                    

Distance and Mag. Var. shown 

Book 1, 

Page 307

7 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Dead Tamarack - N 10 deg. W, 4.6'                                    

7" Dead Tamarack - N 30 deg. E, 27.7'                                           

GLO BK 

2, P 71

7 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - S 21 deg. W, 7.3'                                           

GLO BK 

2, P 73

7 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Dead poplar - N 46 deg. E, 15.2'                                    

6" Spruce - S 46 deg. E, 15.2'                                           

12" Dead Cedar - S 44 deg. W, 16.5'                                  

6" Dead Cedar - N 60 deg. W, 16.5' 

GLO BK 

2, P 71

7 47-25 NW

"DNR Survey Marker" set 19' E of c/l 

N-S road and 17.5' S of E-W road by 

J. Walker

1994

DNR RP in Power Pole - N 25 deg. E, 51.58'       

PK in S end 72" CMP - S 79 deg. W, 46.85'          

PK in N end 72" CMP - N 40 deg. W, 62.54'

286650 254563.480 468244.750

7 47-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 43 deg. E, 33.0'                                    

4" Tamarack - N 20 deg. W, 62.7'                                           

4" Tamarack - S 58 deg. W, 19.8'                                  

4" Tamarack - S 40 deg. E, 21.1' 

GLO BK 

2, P 12

7 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 43 deg. E, 10.6'                                    

4" Dead Tamarack - S 16 deg. E, 25.7'                                           

GLO BK 

2, P 70

7 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Dead Tamarack - N 74 deg. W, 10.6'                                    

7" Dead Tamarack - S 31 deg. W, 29.7'                                           

10" Dead Tamarack - S 65 deg. E, 99.0'                                  

9" Dead Tamarack - N 30 deg. E, 125.4' 

GLO BK 

2, P 68

7 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 63 deg. E, 180.2'                                    

11" Linden - N 83 deg. W, 9.9'                                           

7" Ash - S 63 deg. W, 17.2'                                  

8" Elm - S 23 deg. E, 35.6' 

GLO BK 

2, P 11

7 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 12

7 47-25
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 376

8 47-25 E 1/4
Set 4” W. Oak stake and took new ties 

to corner by H. D Keath, Co. Surveyor 
1913

8” W. Oak - N 45 deg E, 54.0'                                

7” Poplar - S 45 deg W, 62.0'  

Book 1, 

Page 191

8 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Poplar - N 23 deg. W, 67.3'                                                      

2" Poplar - N 56 deg. E, 11.9'                                                   

GLO BK 

2, P 56

8 47-25 N 1/4
Set new post for corner and took new 

ties by H. D Keath, County Surveyor 
1915

10” Black Ash - N 00 deg E, 38.8'                           

10” Twin Elm - S 45 deg W, 30.0'

Book 1, 

Page 242

8 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 40.3'                                    

No other trees near to use for ties                                   

GLO BK 

2, P 72

8 47-25 NE

Set 6” Poplar post and took new ties 

to corner by H. D Keath, County 

Surveyor 

1913
8” Poplar - S 45 deg E, 47.8'                                  

6” Poplar - N 45 deg E, 70.5'  

Book 1, 

Page 191

8 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

17" Poplar - N 78 deg. E, 165.0'                                                      

16" Poplar - S 86 deg. E, 161.7'                      

No other trees near to use for ties                               

GLO BK 

2, P 56

8 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Dead poplar - N 46 deg. E, 15.2'                                    

6" Spruce - S 46 deg. E, 15.2'                                           

12" Dead Cedar - S 44 deg. W, 16.5'                                  

6" Dead Cedar - N 60 deg. W, 16.5' 

GLO BK 

2, P 71

8 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 47 deg. E, 13.2'                                    

7" Dead Tamarack - S 32 deg. E, 12.5'                                           

GLO BK 

2, P 69

8 47-25 SE

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l abandoned N-S road 

at fence line to E by J. Winiecki

1987

N & D in Tw. 8" W. Oak - N 90 deg. E, 79.17'         

N & D in 21" Spruce - N 67 deg. W, 63.15'             

N & D in Gate Post - N 22 deg. W, 43.37'

252261
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8 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Fir - S 76 deg. E, 5.9'                                    

3" Spruce - N 51 deg. W, 17.8'                                           

6" Pine - N 11 deg. E, 8.6'                                  

12" Poplar - S 54 deg. W, 13.2' 

GLO BK 

2, P 54

8 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Dead Tamarack - N 74 deg. W, 10.6'                                    

7" Dead Tamarack - S 31 deg. W, 29.7'                                           

10" Dead Tamarack - S 65 deg. E, 99.0'                                  

9" Dead Tamarack - N 30 deg. E, 125.4' 

GLO BK 

2, P 68

8 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Dead Tamarack - N 10 deg. W, 4.6'                                    

7" Dead Tamarack - N 30 deg. E, 27.7'                                           

GLO BK 

2, P 71

8 47-25
Survey of N line of Section by H. D 

Keath, County Surveyor 
1915

Found inp. Section Corners and set ¼ cor.           

Distance and Mag. Var. shown 

Book 1, 

Page 242

9 47-25  
Subdivision of Section 9 by H.D. 

Keath, County Surveyor 
1913

set center of Section – Suspicious brkdwn 

Distance and Mag. Var. shown (5280' used)

Book 1,  

Page 191

9 47-25 E 1/4

(Apparently corner info omitted) as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 Apparently corner info. omitted from records
GLO BK 

2, P 45

9 47-25 N 1/4

Set 5” cedar post and took new ties to 

corner by H. D Keath, County 

Surveyor 

1913
7” Ash - S 45 deg E, 9.0'                                         

7” Ash - N 45 deg W, 4.0'                 

Book 1, 

Page 191

9 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Tamarack - S 41 deg. E, 5.9'                                                      

3" Tamarack - N 38 deg. W, 9.9'                                                   

GLO BK 

2, P 57

9 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 34 deg. W, 13.2'                                    

6" Tamarack - N 24 deg. W, 13.9'                                           

5" Tamarack - S 62 deg. E, 14.5'                                  

7" Tamarack - S 19 deg. W, 2.6' 

GLO BK 

2, P 45

9 47-25 NW

Set 6” Poplar post and took new ties 

to corner by H. D Keath, County 

Surveyor 

1913
8” Poplar - S 45 deg E, 47.8'                                  

6” Poplar - N 45 deg E, 70.5'  

Book 1, 

Page 191

9 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

17" Poplar - N 78 deg. E, 165.0'                                                      

16" Poplar - S 86 deg. E, 161.7'                      

No other trees near to use for ties                               

GLO BK 

2, P 56

9 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Elm - N 85 deg. W, 99.0'                                                      

11" Maple - S 82 deg. W, 97.7'                                                   

GLO BK 

2, P 55

9 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Maple - S 42 deg. W, 9.2'                                    

12" Maple - N 70 deg. E, 36.3'                                           

4" Maple - S 68 deg. E, 23.1'                                  

3" Maple - N 17 deg. W, 19.8' 

GLO BK 

2, P 43

9 47-25 SW

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l abandoned N-S road 

at fence line to E by J. Winiecki

1987

N & D in Tw. 8" W. Oak - N 90 deg. E, 79.17'        

N & D in 21" Spruce - N 67 deg. W, 63.15'           

N & D in Gate Post - N 22 deg. W, 43.37' 

252261

9 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Fir - S 76 deg. E, 5.9'                                    

3" Spruce - N 51 deg. W, 17.8'                                           

6" Pine - N 11 deg. E, 8.6'                                  

12" Poplar - S 54 deg. W, 13.2' 

GLO BK 

2, P 54

9 47-25 W 1/4
Set 4” W. Oak stake and took new ties 

to corner by H. D Keath, Co. Surveyor 
1913

8” W. Oak - N 45 deg E, 54.0'                                

7” Poplar - S 45 deg W, 62.0'  

Book 1, 

Page 191

9 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Poplar - N 23 deg. W, 67.3'                                                      

2" Poplar - N 56 deg. E, 11.9'                                                   

GLO BK 

2, P 56

10 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 41 deg. W, 4.7'                                                      

5" Tamarack - N 30 deg. E, 4.7'                                                   

GLO BK 

2, P 34

10 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
9" Tamarack - N 73 deg. E, 6.6'                                                      

12" Tamarack - S 79 deg. W, 5.3'                                                   

GLO BK 

2, P 46

10 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - N 63 deg. W, 3.3'                                    

4" Tamarack - S 72 deg. W, 4.6'                                           

3" Tamarack - N 50 deg. E, 7.3'                                  

5" Tamarack - S 75 deg. W, 11.9' 

GLO BK 

2, P 34
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10 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 34 deg. W, 13.2'                                    

6" Tamarack - N 24 deg. W, 13.9'                                           

5" Tamarack - S 62 deg. E, 14.5'                                  

7" Tamarack - S 19 deg. W, 2.6' 

GLO BK 

2, P 45

10 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 No trees near to use for ties
GLO BK 

2, P 44

10 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Pine - N 22 deg. E, 3.3'                                    

10" Spruce - S 18 deg. E, 15.8'                                           

10" Black Ash - S 25 deg. W, 21.1'                                  

6" Spruce - N 26 deg. W, 7.9' 

GLO BK 

2, P 32

10 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Maple - S 42 deg. W, 9.2'                                    

12" Maple - N 70 deg. E, 36.3'                                           

4" Maple - S 68 deg. E, 23.1'                                  

3" Maple - N 17 deg. W, 19.8' 

GLO BK 

2, P 43

10 47-25 W 1/4

(Apparently corner info omitted) as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 Apparently corner info. omitted from records
GLO BK 

2, P 45

11 47-25  
Road Survey in Section by F.J. 

O'Hara, County Surveyor 
1909

Runs along RR and in E ½ of Section                    

Bearings and Distances stated

Book 2, 

Page 13

11 47-25 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
12" Cedar - S 17 deg. W, 7.9'                                                      

4" Poplar - N 50 deg. E, 7.9'                                                   

GLO BK 

2, P 22

11 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Tamarack - N 04 deg. E, 5.3'                                                      

8" Cedar - S 61 deg. E, 5.9'                                                   

GLO BK 

2, P 35

11 47-25 NE
3” capped iron pipe set by H.D. Keath, 

County Surveyor
1926

7” Poplar – N 45 deg. E, 39.0'                               

7” Birch  – S 45 deg. W, 23.0'                               

7” Poplar – N 45 deg. W, 34.5'

Book 1, 

Page 418

11 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Birch - N 06 deg. W, 8.6'                                    

10" Birch - S 72 deg. W, 8.6'                                           

9" Black Oak - N 52 deg. E, 16.5'                                  

8" Birch - S 44 deg. E, 15.8' 

GLO BK 

2, P 22

11 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - N 63 deg. W, 3.3'                                    

4" Tamarack - S 72 deg. W, 4.6'                                           

3" Tamarack - N 50 deg. E, 7.3'                                  

5" Tamarack - S 75 deg. W, 11.9' 

GLO BK 

2, P 34

11 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Birch - N 57 deg. W, 8.6'                                                      

10" Black Oak - S 45 deg. W, 14.5'                                                   

GLO BK 

2, P 33

11 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Tamarack - N 08 deg. W, 35.6'                                    

10" Tamarack - N 73 deg. E, 42.9'                                           

5" Tamarack - S 61 deg. W, 5.3'                                  

5" Tamarack - S 51 deg. E, 18.5' 

GLO BK 

2, P 20

11 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Pine - N 22 deg. E, 3.3'                                    

10" Spruce - S 18 deg. E, 15.8'                                           

10" Black Ash - S 25 deg. W, 21.1'                                  

6" Spruce - N 26 deg. W, 7.9' 

GLO BK 

2, P 32

11 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - S 41 deg. W, 4.7'                                                      

5" Tamarack - N 30 deg. E, 4.7'                                                   

GLO BK 

2, P 34

11 47-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is on S ine of NE ¼ and along RR            

Distance and Bearings stated

Book 1, 

Page 418

12 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - N 54 deg. E, 9.9'                                                      

6" Tamarack - N 21 deg. W, 7.9'                                                   

GLO BK 

2, P 5

12 47-25 N 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar S 45 deg. E, 36.0'                                   

6” Poplar – N 45 deg. E, 31.2'      

Book 1, 

Page 418

12 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 35 deg. W, 7.3'                                                      

12" Cedar - S 08 deg. E, 9.2'                                                   

GLO BK 

2, P 23

12 47-25 NE
2” angle iron set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 418

12 47-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Aspen - N 57 deg. E, 17.2'                                    

6" Aspen - N 28 deg. W, 20.5'                                           

8" Aspen - S 31 deg. W, 4.0'                                  

6" Aspen - S 39 deg. E, 5.3' 

GLO BK 

2, P 6
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12 47-25 NW
3” capped iron pipe set by H.D. Keath, 

County Surveyor
1926

7” Poplar – N 45 deg. E, 39.0'                               

7” Birch  – S 45 deg. W, 23.0'                               

7” Poplar – N 45 deg. W, 34.5'

Book 1, 

Page 418

12 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Birch - N 06 deg. W, 8.6'                                    

10" Birch - S 72 deg. W, 8.6'                                           

9" Black Oak - N 52 deg. E, 16.5'                                  

8" Birch - S 44 deg. E, 15.8' 

GLO BK 

2, P 22

12 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Tamarack - N 53 deg. W, 8.6'                                                      

3" Tamarack - S 23 deg. E, 7.3'                                                   

GLO BK 

2, P 21

12 47-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

9" Poplar - N 23 deg E, 57.4'                                  

6" Bur Oak - S 34 deg W, 62.7'

Book 1, 

Page 104

12 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

18" Aspen - N 59 deg. E, 17.2'                                    

5" Maple - N 53 deg. W, 4.0'                                           

5" Aspen - S 52 deg. W, 5.9'                                  

20" Aspen - S 64 deg. E, 66.0' 

GLO BK 

2, P 5

12 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Tamarack - N 08 deg. W, 35.6'                                    

10" Tamarack - N 73 deg. E, 42.9'                                           

5" Tamarack - S 61 deg. W, 5.3'                                  

5" Tamarack - S 51 deg. E, 18.5' 

GLO BK 

2, P 20

12 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Cedar - S 17 deg. W, 7.9'                                                      

4" Poplar - N 50 deg. E, 7.9'                                                   

GLO BK 

2, P 22

12 47-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is parallel to RR                                              

Distance and Bearings stated

Book 1, 

Page 418

13 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
12" Pine - N 31 deg. W, 17.2'                                                      

10" Pine - S 25 deg. W, 15.8'                                                   

GLO BK 

2, P 4

13 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Tamarack - N 53 deg. W, 8.6'                                                      

3" Tamarack - S 23 deg. E, 7.3'                                                   

GLO BK 

2, P 21

13 47-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

9" Poplar - N 23 deg E, 57.4'                                 

6" Bur Oak - S 34 deg W, 62.7'

Book 1, 

Page 104

13 47-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

18" Aspen - N 59 deg. E, 17.2'                                    

5" Maple - N 53 deg. W, 4.0'                                           

5" Aspen - S 52 deg. W, 5.9'                                  

20" Aspen - S 64 deg. E, 66.0' 

GLO BK 

2, P 5

13 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Tamarack - N 08 deg. W, 35.6'                                    

10" Tamarack - N 73 deg. E, 42.9'                                           

5" Tamarack - S 61 deg. W, 5.3'                                  

5" Tamarack - S 51 deg. E, 18.5' 

GLO BK 

2, P 20

13 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Poplar - N 40 deg. E, 158.4'                                                      

No other trees near to use for ties                                     

GLO BK 

2, P 19

13 47-25 SE
1 1/2" pipe found on N side of 1 1/4" 

pipe by J. Walker
1994

DNR RP in 16" Poplar - 17.82' NE                       

DNR RP in 6" Oak - 14.50' SW                             

DNR RP in 16" Poplar - 18.05' NW

293053 243906.700 499863.660

13 47-25 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Poplar - N 28 deg E, 46.9'                               

12" Poplar - N 35 deg W, 54.8'

Book 1, 

Page 104

13 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Ash - N 25 deg. E, 132.0'                                    

14" Aspen - N 10 deg. W, 118.8'                                           

4" Aspen - S 69 deg. W, 9.2'                                  

4" Aspen - S 55 deg. E, 44.9' 

GLO BK 

2, P 3

13 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 10 deg. E, 198.0'                                                      

3" Tamarack - N 11 deg. W, 204.6'                       

no other trees near to use for ties                                         

GLO BK 

2, P 18

13 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - S 28 deg. (?), 7.9'                                                      

12" Pine - N 81 deg. W, 27.7'                                                   

GLO BK 

2, P 20

14 47-25  
Road Survey in Section by F.J. 

O'Hara, County Surveyor 
1909

Runs along RR in NW ¼ of Section                       

Bearings and Distances stated

Book 2, 

Page 13

14 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Tamarack - S 28 deg. (?), 7.9'                                                      

12" Pine - N 81 deg. W, 27.7'                                                   

GLO BK 

2, P 20
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14 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Birch - N 57 deg. W, 8.6'                                                      

10" Black Oak - S 45 deg. W, 14.5'                                                   

GLO BK 

2, P 33

14 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Tamarack - N 08 deg. W, 35.6'                                    

10" Tamarack - N 73 deg. E, 42.9'                                           

5" Tamarack - S 61 deg. W, 5.3'                                  

5" Tamarack - S 51 deg. E, 18.5' 

GLO BK 

2, P 20

14 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Pine - N 22 deg. E, 3.3'                                    

10" Spruce - S 18 deg. E, 15.8'                                           

10" Black Ash - S 25 deg. W, 21.1'                                  

6" Spruce - N 26 deg. W, 7.9' 

GLO BK 

2, P 32

14 47-25 S 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
2" Tamarack - S 15 deg. E, 6.6'                                                      

4" Tamarack - N 47 deg. W, 40.9'                                                   

GLO BK 

2, P 31

14 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 10 deg. E, 198.0'                                                      

3" Tamarack - N 11 deg. W, 204.6'                       

no other trees near to use for ties                                         

GLO BK 

2, P 18

14 47-25 SW
1" capped iron found on N-S fence 

line at fence line to E by T. Betley
1988

Power Pole - 67.20' ESE                                        

20" W. Oak - 118.91 West
265871

14 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Black Oak - S 43 deg. E, 9.2'                                    

4" Black Oak - N 26 deg. E, 17.8'                                           

4" Poplar - N 18 deg. W, 9.2'                                  

4" Birch - S 36 deg. W, 22.4' 

GLO BK 

2, P 30

14 47-25 W 1/4

Corner falls in Rice River - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 no ties set as corner falls in Rice River
GLO BK 

2, P 32

14 47-25 W.C.

W.C is on W line SW 1/4, on S side 

Rice River - 2547.6' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
10" Cottonwood - S 41 deg. W, 5.3'                                                      

6" Black Ash - S 66 deg. E, 23.1'                                                   

GLO BK 

2, P 32

15 47-25 E 1/4

Corner falls in Rice River - no post set 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 no ties set as corner falls in Rice River
GLO BK 

2, P 32

15 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 No trees near to use for ties
GLO BK 

2, P 44

15 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Pine - N 22 deg. E, 3.3'                                    

10" Spruce - S 18 deg. E, 15.8'                                           

10" Black Ash - S 25 deg. W, 21.1'                                  

6" Spruce - N 26 deg. W, 7.9' 

GLO BK 

2, P 32

15 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Maple - S 42 deg. W, 9.2'                                    

12" Maple - N 70 deg. E, 36.3'                                           

4" Maple - S 68 deg. E, 23.1'                                  

3" Maple - N 17 deg. W, 19.8' 

GLO BK 

2, P 43

15 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 23 deg. E, 46.2'                                                      

10" Tamarack - N 49 deg. W, 52.1'                                                   

GLO BK 

2, P 42

15 47-25 SE
1" capped iron found on N-S fence 

line at fence line to E by T. Betley
1988

Power Pole - 67.20' ESE                                        

20" W. Oak - 118.91 West
265871

15 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Black Oak - S 43 deg. E, 9.2'                                    

4" Black Oak - N 26 deg. E, 17.8'                                           

4" Poplar - N 18 deg. W, 9.2'                                  

4" Birch - S 36 deg. W, 22.4' 

GLO BK 

2, P 30

15 47-25 SW
5/8” Iron bolt set in road by H.D. 

Keath, County Surveyor
1914 S rail of Railroad – N 00 deg E, 167.5'

Book 1, 

Page 204

15 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 16 deg. W, 13.9'                                    

4" Dead Tamarack - N 29 deg. E, 9.9'                                           

4" Dead Tamarack - S 80 deg. E, 13.2'                                  

4" Tamarack - N 68 deg. W, 18.5' 

GLO BK 

2, P 41

15 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Cedar - S 62 deg. W, 9.2'                                                      

5" Cedar - N 65 deg. E, 11.9'                                                   

GLO BK 

2, P 43

15 47-25 W.C.

W.C is on E line SE 1/4, on S side 

Rice River - 2547.6' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
10" Cottonwood - S 41 deg. W, 5.3'                                                      

6" Black Ash - S 66 deg. E, 23.1'                                                   

GLO BK 

2, P 32
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16 47-25  
Subdivision of Section 16 by H.D. 

Keath, County Surveyor 
1915

Subd. West half and set posts at 1/16th cors.        

Distances and Mag. Var. stated

Book 1,  

Page 241

16 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Cedar - S 62 deg. W, 9.2'                                                      

5" Cedar - N 65 deg. E, 11.9'                                                   

GLO BK 

2, P 43

16 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Elm - N 85 deg. W, 99.0'                                                      

11" Maple - S 82 deg. W, 97.7'                                                   

GLO BK 

2, P 55

16 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Maple - S 42 deg. W, 9.2'                                    

12" Maple - N 70 deg. E, 36.3'                                           

4" Maple - S 68 deg. E, 23.1'                                  

3" Maple - N 17 deg. W, 19.8' 

GLO BK 

2, P 43

16 47-25 NW

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l abandoned N-S road 

at fence line to E by J. Winiecki

1987

N & D in Tw. 8" W. Oak - N 90 deg. E, 79.17'       

N & D in 21" Spruce - N 67 deg. W, 63.15'           

N & D in Gate Post - N 22 deg. W, 43.37'

252261

16 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Fir - S 76 deg. E, 5.9'                                    

3" Spruce - N 51 deg. W, 17.8'                                           

6" Pine - N 11 deg. E, 8.6'                                  

12" Poplar - S 54 deg. W, 13.2' 

GLO BK 

2, P 54

16 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Birch - S 62 deg. E, 13.2'                                                      

7" Birch - N 39 deg. W, 23.1'                                                   

GLO BK 

2, P 53

16 47-25 SE
5/8” Iron bolt set in road by H.D. 

Keath, County Surveyor
1914 S rail of Railroad – N 00 deg E, 167.5'

Book 1, 

Page 204

16 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 16 deg. W, 13.9'                                    

4" Dead Tamarack - N 29 deg. E, 9.9'                                           

4" Dead Tamarack - S 80 deg. E, 13.2'                                  

4" Tamarack - N 68 deg. W, 18.5' 

GLO BK 

2, P 41

16 47-25 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in c/l N-S trail at 

fence line to W by J. Winiecki

1983

DNR RP in 30" Spruce - N 48 deg. E, 407.73'       

Pt on top Red Bldr - N 52 deg. W, 17.50'               

DNR RP in 14" Oak - N 04 deg. W, 212.63' 

252263

16 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Cedar - S 34 deg. W, 9.2'                                    

13" Oak - S 69 deg. E, 7.3'                                           

6" Cedar - N 40 deg. E, 11.2'                                  

15" Cedar - N 13 deg. W, 6.6' 

GLO BK 

2, P 52

16 47-25 W 1/4

Corner falls in slough - No wood post 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 No ties taken as corner falls in swamp
GLO BK 

2, P 54

16 47-25 W.C.

W.C is on W line NW 1/4, on N side 

Newstrom Lake - 2263.8' S of NW 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
4" Poplar - N 32 deg. E, 112.9'                                                      

3" Poplar - N 19 deg. W, 107.6'                                                   

GLO BK 

2, P 54

17 47-25 E 1/4

Corner falls in slough - No wood post 

set as part of original Government 

Land Office Survey by Warren M. 

Adley, U.S. Deputy Surveyor

1870 No ties taken as corner falls in swamp
GLO BK 

2, P 54

17 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 47 deg. E, 13.2'                                    

7" Dead Tamarack - S 32 deg. E, 12.5'                                           

GLO BK 

2, P 69

17 47-25 NE

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l abandoned N-S road 

at fence line to E by J. Winiecki

1987

N & D in Tw. 8" W. Oak - N 90 deg. E, 79.17'        

N & D in 21" Spruce - N 67 deg. W, 63.15'           

N & D in Gate Post - N 22 deg. W, 43.37' 

252261

17 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Fir - S 76 deg. E, 5.9'                                    

3" Spruce - N 51 deg. W, 17.8'                                           

6" Pine - N 11 deg. E, 8.6'                                  

12" Poplar - S 54 deg. W, 13.2' 

GLO BK 

2, P 54

17 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Dead Tamarack - N 74 deg. W, 10.6'                                    

7" Dead Tamarack - S 31 deg. W, 29.7'                                           

10" Dead Tamarack - S 65 deg. E, 99.0'                                  

9" Dead Tamarack - N 30 deg. E, 125.4' 

GLO BK 

2, P 68
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17 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Ash - N 31 deg. W, 2.0'                                                      

13" Black Ash - S 33 deg. W, 8.6'                                                   

GLO BK 

2, P 66

17 47-25 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in c/l N-S trail at 

fence line to W by J. Winiecki

1983

DNR RP in 30" Spruce - N 48 deg. E, 407.73'    

Pt on top Red Bldr - N 52 deg. W, 17.50'                

DNR RP in 14" Oak - N 04 deg. W, 212.63'          

252263

17 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Cedar - S 34 deg. W, 9.2'                                    

13" Oak - S 69 deg. E, 7.3'                                           

6" Cedar - N 40 deg. E, 11.2'                                  

15" Cedar - N 13 deg. W, 6.6' 

GLO BK 

2, P 52

17 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 32 deg. W, 10.6'                                    

7" Dead Tamarack - N 16 deg. E, 8.6'                                           

3" Dead Cedar - S 33 deg. E, 5.9'                                  

4" Dead Cedar - S 46 deg. W, 7.3' 

GLO BK 

2, P 65

17 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Dead Tamarack - S 21 deg. W, 7.3'                                    

5" Dead Tamarack - S 33 deg. E, 11.2                                           

GLO BK 

2, P 68

17 47-25 W.C.

W.C is on E line NE 1/4, on N side 

Newstrom Lake - 2263.8' S of NE Cor. 

- Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
4" Poplar - N 32 deg. E, 112.9'                                                      

3" Poplar - N 19 deg. W, 107.6'                                                   

GLO BK 

2, P 54

18 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Dead Tamarack - S 21 deg. W, 7.3'                                    

5" Dead Tamarack - S 33 deg. E, 11.2                                           

GLO BK 

2, P 68

18 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 43 deg. E, 10.6'                                    

4" Dead Tamarack - S 16 deg. E, 25.7'                                           

GLO BK 

2, P 70

18 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

8" Dead Tamarack - N 74 deg. W, 10.6'                                    

7" Dead Tamarack - S 31 deg. W, 29.7'                                           

10" Dead Tamarack - S 65 deg. E, 99.0'                                  

9" Dead Tamarack - N 30 deg. E, 125.4' 

GLO BK 

2, P 68

18 47-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 63 deg. E, 180.2'                                    

11" Linden - N 83 deg. W, 9.9'                                           

7" Ash - S 63 deg. W, 17.2'                                  

8" Elm - S 23 deg. E, 35.6' 

GLO BK 

2, P 11

18 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no trees near to use for ties
GLO BK 

2, P 67

18 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 32 deg. W, 10.6'                                    

7" Dead Tamarack - N 16 deg. E, 8.6'                                           

3" Dead Cedar - S 33 deg. E, 5.9'                                  

4" Dead Cedar - S 46 deg. W, 7.3' 

GLO BK 

2, P 65

18 47-25 SW

1" pipe found 8' W of c/l road to the N 

and 5' S of c/l road to the W by J. 

Walker

1994

DNR RP in 5" Oak - N 84 deg. E, 57.64'              

DNR RP in 7" Oak - S 56 deg. E, 43.16'                 

DNR RP in 10" Oak - S 60 deg. W, 68.44'

286652 244030.970 468266.060

18 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Balsam - N 37 deg. E, 95.0'                                    

18" Pine - N 22 deg. W, 103.6'                                           

13" Pine - S 67 deg. W, 129.4'                                  

4" Tamarack - S 19 deg. E, 115.5' 

GLO BK 

2, P 10

18 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
11" Black Ash - N 45 deg. E, 6.6'                                                      

9" Balsam - S 25 deg. W, 5.9'                                                   

GLO BK 

2, P 11

18 47-25
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 376

19 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 71 deg. E, 19.1'                                                      

9" Oak - S 88 deg. W, 10.6'                                                   

GLO BK 

2, P 65

19 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 no trees near to use for ties
GLO BK 

2, P 67

19 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 32 deg. W, 10.6'                                    

7" Dead Tamarack - N 16 deg. E, 8.6'                                           

3" Dead Cedar - S 33 deg. E, 5.9'                                  

4" Dead Cedar - S 46 deg. W, 7.3' 

GLO BK 

2, P 65
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19 47-25 NW

1" pipe found 8' W of c/l road to the N 

and 5' S of c/l road to the W by J. 

Walker

1994

DNR RP in 5" Oak - N 84 deg. E, 57.64'              

DNR RP in 7" Oak - S 56 deg. E, 43.16'              

DNR RP in 10" Oak - S 60 deg. W, 68.44'

286652 244030.970 468266.060

19 47-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Balsam - N 37 deg. E, 95.0'                                    

18" Pine - N 22 deg. W, 103.6'                                           

13" Pine - S 67 deg. W, 129.4'                                  

4" Tamarack - S 19 deg. E, 115.5' 

GLO BK 

2, P 10

19 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 62 deg. W, 2.0'                                                      

11" Black Ash - S 42 deg. E, 8.6'                                                   

GLO BK 

2, P 64

19 47-25 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

19 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - N 43 deg. E, 5.9'                                    

6" Pine - N 79 deg. W, 21.8'                                           

7" Fir - S 27 deg. W, 13.2'                                  

4" Fir - S 26 deg. E, 17.8' 

GLO BK 

2, P 62

19 47-25 SW
Set 3/4” iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

10” White Oak - N 45 deg. E, 74.9'                         

8” Pine – N 45 deg. E, 54.0'                                 

5” triple Elm – N 45 deg. W, 102.0'   

Book CH-

5  P. 13

19 47-25 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

19 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Elm - N 54 deg. E, 33.0'                                    

5" Maple - N 36 deg. W, 15.2'                                           

5" Maple - S 75 deg. W, 4.0'                                  

5" Maple - S 35 deg. E, 24.4' 

GLO BK 

2, P 9

19 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 10

19 47-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of SE ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 365

20 47-25 E 1/4

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l E-W road at W edge 

N-S road by J. Winiecki

1987

Top ctr. Tele. Box - S 14 deg. W, 37.29'                

Face of 26" Pine - S 63 deg. W, 62.1'                   

N & D in CFP - N 90 deg. W, 15.03'      

252262

20 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Maple - N 53 deg. W, 7.9'                                                      

6" Linden - S 63 deg. E, 9.2'                                                   

GLO BK 

2, P 52

20 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Black Ash - N 31 deg. W, 2.0'                                                      

13" Black Ash - S 33 deg. W, 8.6'                                                   

GLO BK 

2, P 66

20 47-25 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in c/l N-S trail at 

fence line to W by J. Winiecki

1983

DNR RP in 30" Spruce - N 48 deg. E, 407.73'     

Pt on top Red Bldr - N 52 deg. W, 17.50'           

DNR RP in 14" Oak - N 04 deg. W, 212.63' 

252263

20 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Cedar - S 34 deg. W, 9.2'                                    

13" Oak - S 69 deg. E, 7.3'                                           

6" Cedar - N 40 deg. E, 11.2'                                  

15" Cedar - N 13 deg. W, 6.6' 

GLO BK 

2, P 52

20 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 32 deg. W, 10.6'                                    

7" Dead Tamarack - N 16 deg. E, 8.6'                                           

3" Dead Cedar - S 33 deg. E, 5.9'                                  

4" Dead Cedar - S 46 deg. W, 7.3' 

GLO BK 

2, P 65

20 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Fir - S 11 deg. W, 5.3'                                                      

4" Fir - N 12 deg. W, 8.6'                                                   

GLO BK 

2, P 62

20 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Birch - S 16 deg. E, 10.6'                                    

3" Maple - S 70 deg. W, 5.9'                                           

10" Birch - N 22 deg. W, 10.6'                                  

7" Pine - N 70 deg. E, 16.5' 

GLO BK 

2, P 50

20 47-25 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

20 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - N 43 deg. E, 5.9'                                    

6" Pine - N 79 deg. W, 21.8'                                           

7" Fir - S 27 deg. W, 13.2'                                  

4" Fir - S 26 deg. E, 17.8' 

GLO BK 

2, P 62

20 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Birch - N 71 deg. E, 19.1'                                                      

9" Oak - S 88 deg. W, 10.6'                                                   

GLO BK 

2, P 65

20 47-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of SW ¼ of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 365

Page 424 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

21 47-25  
Survey of RR location in Sec. 21 by 

F.J. O'Hara, County Surveyor 
1909

Cuyuna Iron Range RR runs E-W in S1/2 of 

Section.    Distances and Mag. Var. stated 

Book 1, 

Page 90

21 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Birch - N 88 deg. E, 23.1'                                                      

7" Poplar - S 48 deg. W, 3.3'                                                   

GLO BK 

2, P 41

21 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Birch - S 62 deg. E, 13.2'                                                      

7" Birch - N 39 deg. W, 23.1'                                                   

GLO BK 

2, P 53

21 47-25 NE
5/8” Iron bolt set in road by H.D. 

Keath, County Surveyor
1914 S rail of Railroad – N 00 deg E, 167.5'

Book 1, 

Page 204

21 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 16 deg. W, 13.9'                                    

4" Dead Tamarack - N 29 deg. E, 9.9'                                           

4" Dead Tamarack - S 80 deg. E, 13.2'                                  

4" Tamarack - N 68 deg. W, 18.5' 

GLO BK 

2, P 41

21 47-25 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in c/l N-S trail at 

fence line to W by J. Winiecki

1983

DNR RP in 30" Spruce - N 48 deg. E, 407.73'     

Pt on top Red Bldr - N 52 deg. W, 17.50'           

DNR RP in 14" Oak - N 04 deg. W, 212.63' 

252263

21 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Cedar - S 34 deg. W, 9.2'                                    

13" Oak - S 69 deg. E, 7.3'                                           

6" Cedar - N 40 deg. E, 11.2'                                  

15" Cedar - N 13 deg. W, 6.6' 

GLO BK 

2, P 52

21 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - N 76 deg. E, 11.9'                                                      

5" Tamarack - S 76 deg. E, 9.9'                                                   

GLO BK 

2, P 51

21 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Birch - N 75 deg. W, 1.3'                                    

3" Poplar - N 44 deg. E, 3.3'                                           

4" Poplar - S 21 deg. W, 7.9'                                  

2" Fir - S 42 deg. E, 7.9' 

GLO BK 

2, P 39

21 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Birch - S 16 deg. E, 10.6'                                    

3" Maple - S 70 deg. W, 5.9'                                           

10" Birch - N 22 deg. W, 10.6'                                  

7" Pine - N 70 deg. E, 16.5' 

GLO BK 

2, P 50

21 47-25 W 1/4

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set in c/l E-W road at W edge   

N-S road by J. Winiecki

1987

Top ctr. Tele. Box - S 14 deg. W, 37.29'               

Face of 26" Pine - S 63 deg. W, 62.1'                   

N & D in CFP - N 90 deg. W, 15.03'                

252262

21 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Maple - N 53 deg. W, 7.9'                                                      

6" Linden - S 63 deg. E, 9.2'                                                   

GLO BK 

2, P 52

22 47-25 E 1/4

7/8" capped iron shaft set on E edge       

N-S road at fence line to E by T. 

Betley

1988

9" Triple Birch - N 90 deg. E, 47.40'                      

Tele. Jct. Box - S 65 deg. W, 31.40'                       

10" W. Spruce - N 36 deg. W, 59.60' 

265872

22 47-25 E 1/4
1 1/4” Galv.Pipe set in edge road by 

H.D. Keath, County Surveyor
1914 No ties taken

Book 1, 

Page 204

22 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Birch - N 47 deg. E, 4.6'                                                      

15" Pine - S 09 deg. W, 10.6'                                                   

GLO BK 

2, P 30

22 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 23 deg. E, 46.2'                                                      

10" Tamarack - N 49 deg. W, 52.1'                                                   

GLO BK 

2, P 42

22 47-25 NE
1" capped iron found on N-S fence 

line at fence line to E by T. Betley
1988

Power Pole - 67.20' ESE                                       

20" W. Oak - 118.91 West
265871

22 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Black Oak - S 43 deg. E, 9.2'                                    

4" Black Oak - N 26 deg. E, 17.8'                                           

4" Poplar - N 18 deg. W, 9.2'                                  

4" Birch - S 36 deg. W, 22.4' 

GLO BK 

2, P 30

22 47-25 NW
5/8” Iron bolt set in road by H.D. 

Keath, County Surveyor
1914 S rail of Railroad – N 00 deg E, 167.5'

Book 1, 

Page 204

22 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 16 deg. W, 13.9'                                    

4" Dead Tamarack - N 29 deg. E, 9.9'                                           

4" Dead Tamarack - S 80 deg. E, 13.2'                                  

4" Tamarack - N 68 deg. W, 18.5' 

GLO BK 

2, P 41

22 47-25 S 1/4
1” Iron rod set by H.D. Keath, County 

Surveyor
1914 No ties taken

Book 1, 

Page 204
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22 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Maple - S 45 deg. E, 5.9'                                                      

5" Birch - N 50 deg. W, 10.6'                                                   

GLO BK 

2, P 40

22 47-25 SE

7/8" capped iron shaft set on E edge 

N-S road at c/l snowmobile trail to E 

by T. Betley

1988
PK in N end 12" culvert - N 47 deg. E 19.40'         

Power Pole - S 61 deg. W - 43.70'
265884

22 47-25 SE
2” stake in road set by H. D. Keath, 

County Surveyor
1914

Tele. Pole - N 45 deg W, 40.0'                               

2” Poplar – S 45 deg E, 334.0'              

Book 1, 

Page 204

22 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 81 deg. E, 8.6'                                    

3" Birch - N 81 deg. W, 4.7'                                           

3" Birch - S 28 deg. W, 3.3'                                  

4" Birch - N 06 deg. E, 16.5' 

GLO BK 

2, P 28

22 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Birch - N 75 deg. W, 1.3'                                    

3" Poplar - N 44 deg. E, 3.3'                                           

4" Poplar - S 21 deg. W, 7.9'                                  

2" Fir - S 42 deg. E, 7.9' 

GLO BK 

2, P 39

22 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Birch - N 88 deg. E, 23.1'                                                      

7" Poplar - S 48 deg. W, 3.3'                                                   

GLO BK 

2, P 41

22 47-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of SW 1/4 and in SE ¼ of Section 

22   Mag. Var. and Distance shown

Book 1, 

Page 203

23 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 11 deg. W, 14.5'                                                      

4" Tamarack - S 71 deg. E, 21.8'                                                   

GLO BK 

2, P 18

23 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Tamarack - S 15 deg. E, 6.6'                                                      

4" Tamarack - N 47 deg. W, 40.9'                                                   

GLO BK 

2, P 31

23 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 10 deg. E, 198.0'                                                      

3" Tamarack - N 11 deg. W, 204.6'                       

no other trees near to use for ties                                         

GLO BK 

2, P 18

23 47-25 NW
1" capped iron found on N-S fence 

line at fence line to E by T. Betley
1988

Power Pole - 67.20' ESE                                        

20" W. Oak - 118.91 West
265871

23 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Black Oak - S 43 deg. E, 9.2'                                    

4" Black Oak - N 26 deg. E, 17.8'                                           

4" Poplar - N 18 deg. W, 9.2'                                  

4" Birch - S 36 deg. W, 22.4' 

GLO BK 

2, P 30

23 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - S 59 deg. W, 5.9'                                                      

12" Tamarack - N 40 deg. W, 10.6'                                                   

GLO BK 

2, P 29

23 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 12 deg. W, 6.6'                                    

8" Dead Ash - N 32 deg. E, 13.2'                                           

4" Dead Cedar - S 69 deg. W, 3.9'                                  

3" Dead Cedar - S 10 deg. E, 14.5' 

GLO BK 

2, P 16

23 47-25 SW

7/8" capped iron shaft set on E edge 

N-S road at c/l snowmobile trail to E 

by T. Betley

1988
PK in N end 12" culvert - N 47 deg. E 19.40'         

Power Pole - S 61 deg. W - 43.70'
265884

23 47-25 SW
2” stake in road set by H. D. Keath, 

County Surveyor
1914

Tele. Pole - N 45 deg W, 40.0'                               

2” Poplar – S 45 deg E, 334.0'              

Book 1, 

Page 204

23 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 81 deg. E, 8.6'                                    

3" Birch - N 81 deg. W, 4.7'                                           

3" Birch - S 28 deg. W, 3.3'                                  

4" Birch - N 06 deg. E, 16.5' 

GLO BK 

2, P 28

23 47-25 W 1/4

7/8" capped iron shaft set on E edge       

N-S road at fence line to E by T. 

Betley

1988

9" Triple Birch - N 90 deg. E, 47.40'                      

Tele. Jct. Box - S 65 deg. W, 31.40'                       

10" W. Spruce - N 36 deg. W, 59.60' 

265872

23 47-25 W 1/4
1 1/4” Galv. Pipe set in edge road by 

H.D. Keath, County Surveyor
1914 No ties taken

Book 1, 

Page 204

23 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Birch - N 47 deg. E, 4.6'                                                      

15" Pine - S 09 deg. W, 10.6'                                                   

GLO BK 

2, P 30

24 47-25 E 1/4
2" pipe set in water in Tamarack and 

Tag Alder swamp by J. Walker
1994

DNR RP in 4" Tam. - N 25 deg. W, 38.44'     

DNR RP in 4" Tamarack - S 87 deg. E, 37.16'     

DNR RP in 4" Tam. - S 48 deg. W, 54.66' 

293052 241259.570 499924.070
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24 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Pine - S 39 deg. W, 19.1'                                                      

7" Pine - N 74 deg. E, 10.6'                                                   

GLO BK 

2, P 3

24 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Poplar - N 40 deg. E, 158.4'                                                      

No other trees near to use for ties                                     

GLO BK 

2, P 19

24 47-25 NE
1 1/2" pipe found on N side of 1 1/4" 

pipe by J. Walker
1994

DNR RP in 16" Poplar - 17.82' NE                       

DNR RP in 6" Oak - 14.50' SW                            

DNR RP in 16" Poplar - 18.05' NW

293053 243906.700 499863.660

24 47-25 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

8" Poplar - N 28 deg E, 46.9'                                  

12" Poplar - N 35 deg W, 54.8'

Book 1, 

Page 104

24 47-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Ash - N 25 deg. E, 132.0'                                    

14" Aspen - N 10 deg. W, 118.8'                                           

4" Aspen - S 69 deg. W, 9.2'                                  

4" Aspen - S 55 deg. E, 44.9' 

GLO BK 

2, P 3

24 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - N 10 deg. E, 198.0'                                                      

3" Tamarack - N 11 deg. W, 204.6'                       

no other trees near to use for ties                                         

GLO BK 

2, P 18

24 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 60 deg. E, 70.0'                                                      

2" Tamarack - S 03 deg. W, 62.0'                                                   

GLO BK 

2, P 17

24 47-25 SE
3" conc. cylinder w/brass cap at CFP 

fences to N-S-E found by J. Walker
1995

DNR RP in 6" Spruce - N 00 deg. E, 59.82'         

DNR RP in 18" N. Pine - N 70 deg. W, 42.09' 
293051 238612.450 499984.480

24 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

16" Pine - N 55 deg. E, 64.0'                                    

14" Pine - N 30 deg. W, 105.6'                                           

16" Pine - S 50 deg. W, 64.0'                                  

20" Pine - S 34 deg. E, 85.8' 

GLO BK 

2, P 2

24 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 12 deg. W, 6.6'                                    

8" Dead Ash - N 32 deg. E, 13.2'                                           

4" Dead Cedar - S 69 deg. W, 3.9'                                  

3" Dead Cedar - S 10 deg. E, 14.5' 

GLO BK 

2, P 16

24 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 11 deg. W, 14.5'                                                      

4" Tamarack - S 71 deg. E, 21.8'                                                   

GLO BK 

2, P 18

25 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Tamarack - S 74 deg. E, 9.2'                                                      

4" Tamarack - N 19 deg. W, 13.9'                                                   

GLO BK 

2, P 1

25 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 60 deg. E, 70.0'                                                      

2" Tamarack - S 03 deg. W, 62.0'                                                   

GLO BK 

2, P 17

25 47-25 NE
3" conc. cylinder w/brass cap at CFP 

fences to N-S-E found by J. Walker
1995

DNR RP in 6" Spruce - N 00 deg. E, 59.82'          

DNR RP in 18" N. Pine - N 70 deg. W, 42.09' 
293051 238612.450 499984.480

25 47-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

16" Pine - N 55 deg. E, 64.0'                                    

14" Pine - N 30 deg. W, 105.6'                                           

16" Pine - S 50 deg. W, 64.0'                                  

20" Pine - S 34 deg. E, 85.8' 

GLO BK 

2, P 2

25 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 12 deg. W, 6.6'                                    

8" Dead Ash - N 32 deg. E, 13.2'                                           

4" Dead Cedar - S 69 deg. W, 3.9'                                  

3" Dead Cedar - S 10 deg. E, 14.5' 

GLO BK 

2, P 16

25 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 17 deg. E, 13.2'                                                      

4" Birch - N 23 deg. W, 8.6'                                                   

GLO BK 

2, P 15

25 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 68 deg. E, 8.6'                                    

4" Spruce - N 51 deg. W, 9.9'                                           

6" Spruce - S 41 deg. W, 23.1'                                  

6" Spruce - S 62 deg. E, 28.4' 

GLO BK 

2, P 1

25 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Cedar - N 51 deg. E, 2.0'                                    

12" Cedar - S 40 deg. E, 22.4'                                           

10" Fir - N 38 deg. W, 12.5'                                  

8" Fir - S 20 deg. W, 23.1' 

GLO BK 

2, P 14

25 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Poplar - N 34 deg. E, 27.7'                                                      

2" Birch - N 38 deg. W, 15.8'                                                   

GLO BK 

2, P 16
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26 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - S 59 deg. W, 5.9'                                                      

12" Tamarack - N 40 deg. W, 10.6'                                                   

GLO BK 

2, P 29

26 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 12 deg. W, 6.6'                                    

8" Dead Ash - N 32 deg. E, 13.2'                                           

4" Dead Cedar - S 69 deg. W, 3.9'                                  

3" Dead Cedar - S 10 deg. E, 14.5' 

GLO BK 

2, P 16

26 47-25 NW

7/8" capped iron shaft set on E edge 

N-S road at c/l snowmobile trail to E 

by T. Betley

1988
PK in N end 12" culvert - N 47 deg. E 19.40'         

Power Pole - S 61 deg. W - 43.70'
265884

26 47-25 NW
2” stake in road set by H. D. Keath, 

County Surveyor
1914

Tele. Pole - N 45 deg W, 40.0'                               

2” Poplar – S 45 deg E, 334.0'              

Book 1, 

Page 204

26 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 81 deg. E, 8.6'                                    

3" Birch - N 81 deg. W, 4.7'                                           

3" Birch - S 28 deg. W, 3.3'                                  

4" Birch - N 06 deg. E, 16.5' 

GLO BK 

2, P 28

26 47-25 S 1/4
Found iron bolt and took new ties by 

Chas. Handschu, Private Surveyor
1963

18” Red Oak - S 45 deg. E, 31.0'                           

18” Red Oak – S 25 deg. W, 47.6' 

Book CH-

3  Page 

64

26 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Poplar - N 28 deg. W, 7.3'                                    

20" Poplar - S 04 deg. E, 26.4'                                           

GLO BK 

2, P 27

26 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Cedar - N 51 deg. E, 2.0'                                    

12" Cedar - S 40 deg. E, 22.4'                                           

10" Fir - N 38 deg. W, 12.5'                                  

8" Fir - S 20 deg. W, 23.1' 

GLO BK 

2, P 14

26 47-25 SW
7/8" capped iron shaft set on c/l N-S 

road at c/l driveway to E by T. Betley
1988

N end 12" culvert - 26.25' NE                                

PK nail in CFP - 43.50' SE                                   

Power Pole - 34.75' SW 

265886

26 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Poplar - N 31 deg. E, 5.3'                                    

7" Poplar - S 78 deg. E, 7.9'                                           

8" Birch - S 52 deg. W, 11.9'                                  

11" Pine - N 55 deg. W, 33.0' 

GLO BK 

2, P 26

26 47-25 W 1/4

7/8" capped iron shaft set on E edge 

N-S road at fence line to E by T. 

Betley

1988
Power Pole - N 76 deg. E, 86.95'                           

Power Pole - N 62 deg. W, 39.15' 
265885

26 47-25 W 1/4
Round top stone set on East edge 

road by H. D. Keath, County Surveyor
1914 8” W. Ash - S 86 deg E, 31.0'               

Book 1, 

Page 204

26 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Linden - N 72 deg. W, 3.3'                                    

9" Linden - N 48 deg. E, 21.8'                                           

GLO BK 

2, P 28

27 47-25 E 1/4

7/8" capped iron shaft set on E edge 

N-S road at fence line to E by T. 

Betley

1988
Power Pole - N 76 deg. E, 86.95'                          

Power Pole - N 62 deg. W, 39.15' 
265885

27 47-25 E 1/4
Round top stone set on East edge 

road by H. D. Keath, County Surveyor
1914 8” W. Ash - S 86 deg E, 31.0'               

Book 1, 

Page 204

27 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
10" Linden - N 72 deg. W, 3.3'                                    

9" Linden - N 48 deg. E, 21.8'                                           

GLO BK 

2, P 28

27 47-25 N 1/4
1” Iron rod set by H.D. Keath, County 

Surveyor
1914 No ties taken

Book 1, 

Page 204

27 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Maple - S 45 deg. E, 5.9'                                                      

5" Birch - N 50 deg. W, 10.6'                                                   

GLO BK 

2, P 40

27 47-25 NE

7/8" capped iron shaft set on E edge 

N-S road at c/l snowmobile trail to E 

by T. Betley

1988
PK in N end 12" culvert - N 47 deg. E 19.40'         

Power Pole - S 61 deg. W - 43.70'
265884

27 47-25 NE
2” stake in road set by H. D. Keath, 

County Surveyor
1914

Tele. Pole - N 45 deg W, 40.0'                               

2” Poplar – S 45 deg E, 334.0'              

Book 1, 

Page 204

27 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Birch - S 81 deg. E, 8.6'                                    

3" Birch - N 81 deg. W, 4.7'                                           

3" Birch - S 28 deg. W, 3.3'                                  

4" Birch - N 06 deg. E, 16.5' 

GLO BK 

2, P 28

27 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Birch - N 75 deg. W, 1.3'                                    

3" Poplar - N 44 deg. E, 3.3'                                           

4" Poplar - S 21 deg. W, 7.9'                                  

2" Fir - S 42 deg. E, 7.9' 

GLO BK 

2, P 39
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27 47-25 S 1/4
New ties set by H.D. Keath, County 

Surveyor
1914

3” Spruce - S 45 deg W, 29.4'                               

3” Spruce - N 45 deg W, 44.5'   

Book 1, 

Page 204

27 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Spruce - N 60 deg. W, 6.6'                                                      

2" Spruce - S 18 deg. W, 23.1'                                                   

GLO BK 

2, P 38

27 47-25 SE
7/8" capped iron shaft set on c/l N-S 

road at c/l driveway to E by T. Betley
1988

N end 12" culvert - 26.25' NE                                  

PK nail in CFP - 43.50' SE                                     

Power Pole - 34.75' SW 

265886

27 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Poplar - N 31 deg. E, 5.3'                                    

7" Poplar - S 78 deg. E, 7.9'                                           

8" Birch - S 52 deg. W, 11.9'                                  

11" Pine - N 55 deg. W, 33.0' 

GLO BK 

2, P 26

27 47-25 SW
New ties set by H.D. Keath, County 

Surveyor
1914

10” W. Pine - S 45 deg W, 32.7'                             

8” Balsam - N 45 deg W, 103.5'   

Book 1, 

Page 204

27 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Birch - N 40 deg. E, 10.6'                                    

6" Birch - S 42 deg. E, 8.6'                                           

3" Poplar - S 15 deg. W, 4.6'                                  

4" Poplar - N 19 deg. W, 13.9' 

GLO BK 

2, P 37

27 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 26 deg. W, 7.3'                                                      

3" Tamarack - N 71 deg. E, 9.9'                                                   

GLO BK 

2, P 39

27 47-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of NW 1/4 of Section 27                

Mag. Var. and Distance shown

Book 1, 

Page 203

28 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 26 deg. W, 7.3'                                                      

3" Tamarack - N 71 deg. E, 9.9'                                                   

GLO BK 

2, P 39

28 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - N 76 deg. E, 11.9'                                                      

5" Tamarack - S 76 deg. E, 9.9'                                                   

GLO BK 

2, P 51

28 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Birch - N 75 deg. W, 1.3'                                    

3" Poplar - N 44 deg. E, 3.3'                                           

4" Poplar - S 21 deg. W, 7.9'                                  

2" Fir - S 42 deg. E, 7.9' 

GLO BK 

2, P 39

28 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Birch - S 16 deg. E, 10.6'                                    

3" Maple - S 70 deg. W, 5.9'                                           

10" Birch - N 22 deg. W, 10.6'                                  

7" Pine - N 70 deg. E, 16.5' 

GLO BK 

2, P 50

28 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Pine - S 25 deg. E, 15.8'                                                      

18" Pine - N 05 deg. W, 9.2'                                                   

GLO BK 

2, P 49

28 47-25 SE
New ties set by H.D. Keath, County 

Surveyor
1914

10” W. Pine - S 45 deg W, 32.7'                             

8” Balsam - N 45 deg W, 103.5'   

Book 1, 

Page 204

28 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Birch - N 40 deg. E, 10.6'                                    

6" Birch - S 42 deg. E, 8.6'                                           

3" Poplar - S 15 deg. W, 4.6'                                  

4" Poplar - N 19 deg. W, 13.9' 

GLO BK 

2, P 37

28 47-25 SW
Conc. Mon. set at corner (in swamp) 

by H.D. Keath, County Surveyor
1925 7” Tamarack – N 45 deg. W, 47.2'          

Book 1, 

Page 404

28 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - S 42 deg. E, 2.6'                                    

4" Tamarack - S 87 deg. W, 21.19'                                           

3" Tamarack - N 20 deg. W, 17.8'                                  

3" Tamarack - N 14 deg. E, 37.6' 

GLO BK 

2, P 48

28 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" White Birch - N 33 deg. W, 9.9'                                                      

12" Pine - N 21 deg. E, 13.2'                                                   

GLO BK 

2, P 50

28 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - N 76 deg. E, 11.9'                                                      

5" Tamarack - S 76 deg. E, 9.9'                                                   

GLO BK 

2, P 48

29 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" White Birch - N 33 deg. W, 9.9'                                                      

12" Pine - N 21 deg. E, 13.2'                                                   

GLO BK 

2, P 50

29 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Tamarack - N 76 deg. E, 11.9'                                                      

5" Tamarack - S 76 deg. E, 9.9'                                                   

GLO BK 

2, P 48
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29 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Fir - S 11 deg. W, 5.3'                                                      

4" Fir - N 12 deg. W, 8.6'                                                   

GLO BK 

2, P 62

29 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Birch - S 16 deg. E, 10.6'                                    

3" Maple - S 70 deg. W, 5.9'                                           

10" Birch - N 22 deg. W, 10.6'                                  

7" Pine - N 70 deg. E, 16.5' 

GLO BK 

2, P 50

29 47-25 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

29 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - N 43 deg. E, 5.9'                                    

6" Pine - N 79 deg. W, 21.8'                                           

7" Fir - S 27 deg. W, 13.2'                                  

4" Fir - S 26 deg. E, 17.8' 

GLO BK 

2, P 62

29 47-25 S 1/4
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

29 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 46 deg. E, 1.3'                                                      

10" Pine - S 70 deg. W, 5.3'                                                   

GLO BK 

2, P 60

29 47-25 SE
Conc. Mon. set at corner (in swamp) 

by H.D. Keath, County Surveyor
1925 7” Tamarack – N 45 deg. W, 47.2'          

Book 1, 

Page 404

29 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - S 42 deg. E, 2.6'                                    

4" Tamarack - S 87 deg. W, 21.19'                                           

3" Tamarack - N 20 deg. W, 17.8'                                  

3" Tamarack - N 14 deg. E, 37.6' 

GLO BK 

2, P 48

29 47-25 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

29 47-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Birch - N 41 deg. E, 11.9'                                    

6" Pine - S 34 deg. E, 7.9'                                           

6" Pine - S 50 deg. W, 19.8'                                  

4" Fir - N 56 deg. W, 9.2' 

GLO BK 

2, P 59

29 47-25 W 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

29 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 14 deg. E, 5.9'                                                      

13" Pine - N 59 deg. W, 9.9'                                                   

GLO BK 

2, P 62

30 47-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Subd. of Section into 1/4s. Set conc. mons.           

Distances and angles shown

Book 1,  

Page 357

30 47-25  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of W 1/2                                               

Distance only stated

Book 2, 

Page 59

30 47-25 E 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
14" Pine - S 14 deg. E, 5.9'                                                      

13" Pine - N 59 deg. W, 9.9'                                                   

GLO BK 

2, P 62

30 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 62 deg. W, 2.0'                                                      

11" Black Ash - S 42 deg. E, 8.6'                                                   

GLO BK 

2, P 64

30 47-25 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Pine - N 43 deg. E, 5.9'                                    

6" Pine - N 79 deg. W, 21.8'                                           

7" Fir - S 27 deg. W, 13.2'                                  

4" Fir - S 26 deg. E, 17.8' 

GLO BK 

2, P 62

30 47-25 NW
Set 3/4” iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

10” White Oak - N 45 deg. E, 74.9'                         

8” Pine – N 45 deg. E, 54.0'                                 

5” triple Elm – N 45 deg. W, 102.0'   

Book CH-

5  P. 13

30 47-25 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Elm - N 54 deg. E, 33.0'                                    

5" Maple - N 36 deg. W, 15.2'                                           

5" Maple - S 75 deg. W, 4.0'                                  

5" Maple - S 35 deg. E, 24.4' 

GLO BK 

2, P 9

30 47-25 S 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

30 47-25 S 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 74 deg. E, 9.2'                                                      

4" Willow - N 76 deg. W, 5.9'                                                   

GLO BK 

2, P 61
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30 47-25 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Birch - N 41 deg. E, 11.9'                                    

6" Pine - S 34 deg. E, 7.9'                                           

6" Pine - S 50 deg. W, 19.8'                                  

4" Fir - N 56 deg. W, 9.2' 

GLO BK 

2, P 59

30 47-25 SW
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

30 47-25 SW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 SW
Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

1870
6" Maple - N 75 deg. E, 33.7'                                    

6" Balsam - N 44 deg. W, 9.2'                                           

6" Ash - S 32 deg. W, 19.8'                                  

GLO BK 

2, P 8

30 47-25 W 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

30 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Maple - S 60 deg. E, 29.1'                                                      

11" Black Ash - N 70 deg. W, 16.5'                                                   

GLO BK 

2, P 9

30 47-25
Survey of “Howard Family” Cemetery 

by H.D. Keath, County Surveyor 
1939

Survey in NW1/4-NW1/4                                   

Distance and angles only stated

Book 1, 

Page 507

31 47-25  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1925

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 403

31 47-25 E 1/4
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

4” Spruce – N 45 deg. E, 17.8'                              

5” Tamarack – S 45 deg. E, 24.0'

Book 1, 

Page 403

31 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 77 deg. E, 10.6'                                                      

4" Tamarack - N 55 deg. W, 16.5'                                                   

GLO BK 

2, P 59

31 47-25 N 1/4
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

31 47-25 N 1/4
2 1/2” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

31 47-25 N 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

31 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 74 deg. E, 9.2'                                                      

4" Willow - N 76 deg. W, 5.9'                                                   

GLO BK 

2, P 61

31 47-25 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

31 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Birch - N 41 deg. E, 11.9'                                    

6" Pine - S 34 deg. E, 7.9'                                           

6" Pine - S 50 deg. W, 19.8'                                  

4" Fir - N 56 deg. W, 9.2' 

GLO BK 

2, P 59

31 47-25 NW
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

31 47-25 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

31 47-25 NW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Maple - N 75 deg. E, 33.7'                                    

6" Balsam - N 44 deg. W, 9.2'                                           

6" Ash - S 32 deg. W, 19.8'                                  

6" Balsam - S 12 deg. E, 10.6' 

GLO BK 

2, P 8

31 47-25 S 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

31 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7" Pine - N 38 deg. E, 13.9'                                                      

12" Spruce - S 56 deg. W, 37.0'                                                             

GLO BK 

2, P 19

31 47-25 SE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

31 47-25 SE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 3” White Birch – S 45 deg. W, 50.8'          

Book 1, 

Page 403

31 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 20 deg. E, 28.4'                                    

14" Pine - N 25 deg. W, 11.9'                                           

4" Spruce - S 35 deg. W, 15.8'                                  

4" Spruce - S 57 deg. E, 16.5' 

GLO BK 

2, P 19

31 47-25 SW
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

31 47-25 SW
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

31 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

10" Pine - N 20 deg. E, 9.9'                                    

10" Tamarack - N 35 deg. W, 11.9'                                           

10" Tamarack - S 54 deg. W, 9.9'                                  

10" Tamarack - S 05 deg. E, 7.3' 

GLO BK 

2, P 14
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31 47-25 W 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

31 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
10" Pine - N 15 deg. E, 14.5'                                                      

10" Maple - S 86 deg. W, 13.2'                                                   

GLO BK 

2, P 8

32 47-25  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1925

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 404

32 47-25 E 1/4
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

32 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 47 deg. E, 8.6'                                                      

3" Tamarack - N 82 deg. W, 9.9'                                                   

GLO BK 

2, P 48

32 47-25 N 1/4
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

32 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - N 46 deg. E, 1.3'                                                      

10" Pine - S 70 deg. W, 5.3'                                                   

GLO BK 

2, P 60

32 47-25 NE
Conc. Mon. set at corner (in swamp) 

by H.D. Keath, County Surveyor
1925 7” Tamarack – N 45 deg. W, 47.2'          

Book 1, 

Page 404

32 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - S 42 deg. E, 2.6'                                    

4" Tamarack - S 87 deg. W, 21.19'                                           

3" Tamarack - N 20 deg. W, 17.8'                                  

3" Tamarack - N 14 deg. E, 37.6' 

GLO BK 

2, P 48

32 47-25 NW
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

32 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Birch - N 41 deg. E, 11.9'                                    

6" Pine - S 34 deg. E, 7.9'                                           

6" Pine - S 50 deg. W, 19.8'                                  

4" Fir - N 56 deg. W, 9.2' 

GLO BK 

2, P 59

32 47-25 S 1/4
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

10” Poplar – S 45 deg. E, 17.0'                              

10” Poplar – S 45 deg. W, 14.8'

Book 1, 

Page 404

32 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Pine - N 45 deg. W, 11.9'                                                      

7" Elm - S 26 deg. W, 11.2'                                                             

GLO BK 

2, P 18

32 47-25 SE
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

32 47-25 SE
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 6” Tamarack – S 45 deg. E, 37.6'                                  

Book 2, 

Page 14

32 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 20 deg. W, 31.7'                                    

6" Tamarack - S 80 deg. E, 37.6'                                           

3" Tamarack - N 15 deg. E, 66.0'                                  

4" Tamarack - S 32 deg. W, 83.2' 

GLO BK 

2, P 18

32 47-25 SW
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 3” White Birch – S 45 deg. W, 50.8'          

Book 1, 

Page 403

32 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 20 deg. E, 28.4'                                    

14" Pine - N 25 deg. W, 11.9'                                           

4" Spruce - S 35 deg. W, 15.8'                                  

4" Spruce - S 57 deg. E, 16.5' 

GLO BK 

2, P 19

32 47-25 W 1/4
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925

4” Spruce – N 45 deg. E, 17.8'                              

5” Tamarack – S 45 deg. E, 24.0'

Book 1, 

Page 403

32 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 77 deg. E, 10.6'                                                      

4" Tamarack - N 55 deg. W, 16.5'                                                   

GLO BK 

2, P 59

33 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Birch - S 53 deg. W, 6.6'                                                      

5" Poplar - S 48 deg. E, 9.9'                                                   

GLO BK 

2, P 37

33 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Pine - S 25 deg. E, 15.8'                                                      

18" Pine - N 05 deg. W, 9.2'                                                   

GLO BK 

2, P 49

33 47-25 NE
New ties set by H.D. Keath, County 

Surveyor
1914

10” W. Pine - S 45 deg W, 32.7'                             

8” Balsam - N 45 deg W, 103.5'   

Book 1, 

Page 204

33 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Birch - N 40 deg. E, 10.6'                                    

6" Birch - S 42 deg. E, 8.6'                                           

3" Poplar - S 15 deg. W, 4.6'                                  

4" Poplar - N 19 deg. W, 13.9' 

GLO BK 

2, P 37

33 47-25 NW
Conc. Mon. set at corner (in swamp) 

by H.D. Keath, County Surveyor
1925 7” Tamarack – N 45 deg. W, 47.2'          

Book 1, 

Page 404
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33 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Tamarack - S 42 deg. E, 2.6'                                    

4" Tamarack - S 87 deg. W, 21.19'                                           

3" Tamarack - N 20 deg. W, 17.8'                                  

3" Tamarack - N 14 deg. E, 37.6' 

GLO BK 

2, P 48

33 47-25 S 1/4
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

5” Aspen – N 04 deg. W, 9.9'                               

9” Aspen – S 17 deg. E, 19.8' 

Book 2, 

Page 14

33 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5" Aspen - N 04 deg. W, 9.9'                                                      

9" Aspen - S 17 deg. E, 19.8'                                                             

GLO BK 

2, P 17

33 47-25 SE
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

10” Pine – N 32 deg. W, 21.1'                                 

5” Tamarack – N 60 deg. E, 17.8'                          

8” Cedar – S 42 deg. W, 26.4'

Book 2, 

Page 14

33 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 17.8'                                    

10" Pine - N 32 deg. W, 21.1'                                           

8" Cedar - S 42 deg. W, 26.4'                                  

5" Tamarack - S 56 deg. E, 23.8' 

GLO BK 

2, P 17

33 47-25 SW
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

33 47-25 SW
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909 6” Tamarack – S 45 deg. E, 37.6'                                  

Book 2, 

Page 14

33 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 20 deg. W, 31.7'                                    

6" Tamarack - S 80 deg. E, 37.6'                                           

3" Tamarack - N 15 deg. E, 66.0'                                  

4" Tamarack - S 32 deg. W, 83.2' 

GLO BK 

2, P 18

33 47-25 W 1/4
Conc. Mon. set at corner (in bog) by 

H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 404

33 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 47 deg. E, 8.6'                                                      

3" Tamarack - N 82 deg. W, 9.9'                                                   

GLO BK 

2, P 48

34 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
9" Birch - N 87 deg. E, 7.3'                                                      

4" Tamarack - S 63 deg. W, 13.9'                                                   

GLO BK 

2, P 25

34 47-25 M.C

M.C. On S line SE1/4 - iron mon. set 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 389

34 47-25 M.C.

M.C is on S line SE 1/4, on SW side 

Dam Lake - 712.1' W of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Oak - N 25 deg. W, 33.7'                                                      

12" Oak - S 09 deg. E, 51.5'                                                             

GLO BK 

2, P 16

34 47-25 M.C.

M.C is on E line SE 1/4, on NW side 

Dam Lake - 811.8' S of E1/4 Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
5" Black Ash - N 22 deg. E, 9.2'                                                      

8" Elm - S 30 deg. W, 9.9.'                                                   

GLO BK 

2, P 25

34 47-25 N 1/4
New ties set by H.D. Keath, County 

Surveyor
1914

3” Spruce - S 45 deg W, 29.4'                               

3” Spruce - N 45 deg W, 44.5'   

Book 1, 

Page 204

34 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Spruce - N 60 deg. W, 6.6'                                                      

2" Spruce - S 18 deg. W, 23.1'                                                   

GLO BK 

2, P 38

34 47-25 NE
7/8" capped iron shaft set on c/l N-S 

road at c/l driveway to E by T. Betley
1988

N end 12" culvert - 26.25' NE                                

PK nail in CFP - 43.50' SE                                     

Power Pole - 34.75' SW 

265886

34 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Poplar - N 31 deg. E, 5.3'                                    

7" Poplar - S 78 deg. E, 7.9'                                           

8" Birch - S 52 deg. W, 11.9'                                  

11" Pine - N 55 deg. W, 33.0' 

GLO BK 

2, P 26

34 47-25 NW
New ties set by H.D. Keath, County 

Surveyor
1914

10” W. Pine - S 45 deg W, 32.7'                             

8” Balsam - N 45 deg W, 103.5'   

Book 1, 

Page 204

34 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Birch - N 40 deg. E, 10.6'                                    

6" Birch - S 42 deg. E, 8.6'                                           

3" Poplar - S 15 deg. W, 4.6'                                  

4" Poplar - N 19 deg. W, 13.9' 

GLO BK 

2, P 37

34 47-25 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 389

34 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Pine - N 07 deg. E, 31.7'                                                      

12" Pine - S 08 deg. W, 20.5'                                                             

GLO BK 

2, P 17
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34 47-25 SE

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

34 47-25 SW
Took new ties to inp. Cor. By F.J. 

O'Hara, County Surveyor
1909

10” Pine – N 32 deg. W, 21.1'                                 

5” Tamarack – N 60 deg. E, 17.8'                          

8” Cedar – S 42 deg. W, 26.4'

Book 2, 

Page 14

34 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 17.8'                                    

10" Pine - N 32 deg. W, 21.1'                                           

8" Cedar - S 42 deg. W, 26.4'                                  

5" Tamarack - S 56 deg. E, 23.8' 

GLO BK 

2, P 17

34 47-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Birch - S 53 deg. W, 6.6'                                                      

5" Poplar - S 48 deg. E, 9.9'                                                   

GLO BK 

2, P 37

35 47-25  
Survey in Gov't Lot 1 by Chas. 

Handschu, Private Surveyor
1963

Survey of Lakeshore and Lot on N side of Dam 

Lake

Book CH-

3  Page 

64-65

35 47-25  

Tract Surveys in W 1/2-NW1/4 of 

Section by Don Mellem, County 

Surveyor 

1960
Lots are on W side of Dam Lake                            

Bearings and  Distances shown

Book 1, 

Page 534

35 47-25  

Tract Surveys in SE1/4-SE1/4 of 

Section by Don Mellem, County 

Surveyor 

1959
Lots are on S side of Dam Lake (in G.L.4)            

Bearings and Distances shown

Book 1, 

Page 528

35 47-25 M.C

Set new M.C. On S line SE1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
14” Poplar – S 12 deg. W, 30.0'                             

4” Birch – N 00 deg. E, 21.9'  

Book 1, 

Page 338

35 47-25 M.C

Set new M.C. On E line SE1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
14” Cedar – S 45 deg. E, 21.0'                               

10” Birch – S 00 deg. E, 25.4'  

Book 1, 

Page 338

35 47-25 M.C.

M.C is on S line SE 1/4, on SE side 

Dam Lake - 1961.5' W of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

A.& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
14" Pine - N 12 deg. E, 42.9'                                                      

18" Pine - S 12 deg. W, 23.1'                                                             

GLO BK 

2, P 16

35 47-25 M.C.

M.C is on E line SE 1/4, on SE side 

Dam Lake - 1584.0' N of SE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
24" Pine - S 47 deg. W, 7.9'                                                      

30" Pine - N 89 deg. E, 5.9.'                                                   

GLO BK 

2, P 14

35 47-25 M.C.

M.C is on E line NE 1/4, on NE side 

Dam Lake - 1237.5' S of NE Cor. - Set 

wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
8" Poplar - N 58 deg. W, 1.3'                                                      

3" Fir - S 72 deg. E, 8.6.'                                                   

GLO BK 

2, P 14

35 47-25 M.C.

M.C is on W line SW 1/4, on NW side 

Dam Lake - 811.8' S of W1/4 Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
5" Black Ash - N 22 deg. E, 9.2'                                                      

8" Elm - S 30 deg. W, 9.9.'                                                   

GLO BK 

2, P 25

35 47-25 N 1/4
Found iron bolt and took new ties by 

Chas. Handschu, Private Surveyor
1963

18” Red Oak - S 45 deg. E, 31.0'                           

18” Red Oak – S 25 deg. W, 47.6' 

Book CH-

3  Page 

64

35 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Poplar - N 28 deg. W, 7.3'                                    

20" Poplar - S 04 deg. E, 26.4'                                           

GLO BK 

2, P 27

35 47-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Cedar - N 51 deg. E, 2.0'                                    

12" Cedar - S 40 deg. E, 22.4'                                           

10" Fir - N 38 deg. W, 12.5'                                  

8" Fir - S 20 deg. W, 23.1' 

GLO BK 

2, P 14

35 47-25 NW
7/8" capped iron shaft set on c/l N-S 

road at c/l driveway to E by T. Betley
1988

N end 12" culvert - 26.25' NE                                

PK nail in CFP - 43.50' SE                                     

Power Pole - 34.75' SW 

265886

35 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

12" Poplar - N 31 deg. E, 5.3'                                    

7" Poplar - S 78 deg. E, 7.9'                                           

8" Birch - S 52 deg. W, 11.9'                                  

11" Pine - N 55 deg. W, 33.0' 

GLO BK 

2, P 26
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35 47-25 S 1/4

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

35 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Cedar - N 50 deg. E, 9.9'                                    

6" Cedar - N 57 deg. W, 7.3'                                           

11" Cedar - S 31 deg. W, 5.3'                                  

10" Cedar - S 10 deg. E, 6.6' 

GLO BK 

2, P 15

35 47-25 SW

Corner falls in Dam Lake - no post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870 no ties as point falls in Dam Lake
GLO BK 

2, P 16

35 47-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of E line of Section due to dispute              

Distance and Mag. Var. stated

Book 1, 

Page 456

35 47-25
Survey of SE ¼ south of Dam Lake by 

Fred Heuer, County Surveyor 
1921

Is in SE ¼ of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 338

36 47-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Spruce - N 13 deg. E, 8.6'                                                      

4" Spruce - S 64 deg. W, 7.9'                                                   

GLO BK 

2, P 1

36 47-25 M.C

Set new M.C. On W line SW1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
14” Cedar – S 45 deg. E, 21.0'                               

10” Birch – S 00 deg. E, 25.4'  

Book 1, 

Page 338

36 47-25 M.C.

M.C is on W line SW 1/4, on SE side 

Dam Lake - 1584.0' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
24" Pine - S 47 deg. W, 7.9'                                                      

30" Pine - N 89 deg. E, 5.9.'                                                   

GLO BK 

2, P 14

36 47-25 M.C.

M.C is on W line NW 1/4, on NE side 

Dam Lake - 1237.5' S of NW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Alley, U.S. Deputy 

Surveyor

1870
8" Poplar - N 58 deg. W, 1.3'                                                      

3" Fir - S 72 deg. E, 8.6.'                                                   

GLO BK 

2, P 14

36 47-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Poplar - S 17 deg. E, 13.2'                                                      

4" Birch - N 23 deg. W, 8.6'                                                   

GLO BK 

2, P 15

36 47-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Spruce - N 68 deg. E, 8.6'                                    

4" Spruce - N 51 deg. W, 9.9'                                           

6" Spruce - S 41 deg. W, 23.1'                                  

6" Spruce - S 62 deg. E, 28.4' 

GLO BK 

2, P 1

36 47-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Cedar - N 51 deg. E, 2.0'                                    

12" Cedar - S 40 deg. E, 22.4'                                           

10" Fir - N 38 deg. W, 12.5'                                  

8" Fir - S 20 deg. W, 23.1' 

GLO BK 

2, P 14

36 47-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
10" Oak - S 39 deg. W, 23.1'                                                      

12" Aspen - N 20 deg. W, 7.9'                                                             

GLO BK 

2, P 15

36 47-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 35 deg. E, 99.0'                                    

5" Tamarack - N 18 deg. W, 53.5'                                           

4" Tamarack - S 44 deg. W, 71.3'                                  

3" Tamarack - S 39 deg. E, 45.5' 

GLO BK 

2, P 6

36 47-25 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Cedar - N 50 deg. E, 9.9'                                    

6" Cedar - N 57 deg. W, 7.3'                                           

11" Cedar - S 31 deg. W, 5.3'                                  

10" Cedar - S 10 deg. E, 6.6' 

GLO BK 

2, P 15

36 47-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of W line of Section due to dispute            

Distance and Mag. Var. stated

Book 1, 

Page 456

1 47-26 E 1/4

"DNR Survey Marker" set 13.5' W of 

c/l N-S driveway and 36' S of fence 

line to E by J. Walker

1994

DNR RP in CFP - N 58 deg. E, 78.18'                    

DNR RP in Power Pole - S 66 deg. W, 48.25'      

DNR RP in 14" Poplar - N 42 deg. W, 104.92'

286646 257189.260 468180.600

1 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 13

1 47-26 N 1/4

1" pipe found in Flood Plain in line 

with old fence line to the E by J. 

Walker

1994

DNR RP in 13" Oak - N 00 deg. E, 16.85'              

DNR RP in 10" Oak - N 90 deg. E, 22.05'            

DNR RP in 10" Maple - S 36 deg. W, 16.23'

286643 260700.850 465361.470
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1 47-26 NE
(Closing Cor.) 1" pipe found in Woods 

by J. Walker
1994

DNR RP in 6" Ash - N 70 deg. E, 21.63'              

DNR RP in 8" Basswood - S 65 deg. E, 18.08'    

DNR RP in 10" Ash - S 10 deg. W, 27.67'

286644 260690.470 468095.030

1 47-26 NE

Closing corner - Set wood post as part 

of original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
7" Aspen - S 60 deg. E, 112.2'                                                      

10" Aspen - S 20 deg. W, 196.7'                                                   

GLO BK 

2, P 13

1 47-26 NW

(Closing Cor.) 1" pipe found on E 

edge Tag Alder Swamp and W edge 

Poplar Woods by J. Walker

1994

DNR RP in 8" Poplar - N 53 deg. E, 24.84'           

DNR RP in 6" Poplar - S 81 deg. E, 30.09'          

DNR RP in 10" Poplar - S 90 deg. W, 0.58'

286642 260713.570 462628.540

1 47-26 NW

Is NW closing corner - set wood post 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Dead Tamarack - S 30 deg. W, 12.5'                                                     

7" Dead Tamarack - S 27 deg. E, 9.9'                                                             

GLO BK 

1, P 16

1 47-26 S 1/4

"DNR Survey Marker" set 17.5' S of c/l 

E-W road and in line with c/l ditch to 

the N by J. Walker

1994 DNR RP in Power Pole - N 20 deg. W, 47.22'                                            286649 254567.950 465519.390

1 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Dead Tamarack - N 31 deg. E, 11.2'                                                     

3" Dead Tamarack - S 16 deg. E, 27.7'                                                             

GLO BK 

1, P 16

1 47-26 SE

"DNR Survey Marker" set 19' E of c/l       

N-S road and 17.5' S of E-W road by 

J. Walker

1994

DNR RP in Power Pole - N 25 deg. E, 51.58'        

PK in S end 72" CMP - S 79 deg. W, 46.85'          

PK in N end 72" CMP - N 40 deg. W, 62.54'

286650 254563.480 468244.750

1 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 43 deg. E, 33.0'                                    

4" Tamarack - N 20 deg. W, 62.7'                                           

4" Tamarack - S 58 deg. W, 19.8'                                  

4" Tamarack - S 40 deg. E, 21.1' 

GLO BK 

2, P 12

1 47-26 SW

"DNR Survey Marker" set on S edge E-

W road and on E edge of road to the 

S by J. Walker

1994

Top Ctr. Tele. Box - N 44 deg. W, 69.95'               

PK in E end 36" CMP - S 16 deg. E, 14.31'          

PK in W end 36" CMP - S 70 deg. W, 42.95'

286648 254572.430 462794.010

1 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

7" Dead Tamarack - N 40 deg. E, 24.4'                                                      

5" Dead Tamarack - N 16 deg. W, 10.6'                             

5" Dead Tamarack - S 23 deg. W, 7.3'                                             

3" Dead Tamarack - S 46 deg. E, 13.2'                                               

GLO BK 

1, P 15

1 47-26 W 1/4

1" pipe found in Swamp with "Wildlife 

Area" signs on N and W sides of pipe 

by J. Walker

1994 (no Mon. ties available) 286645 257203.420 462721.600

1 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Tamarack - N 31 deg. E, 39.6'                                                     

7" Dead Tamarack - N 71 deg. W, 9.2'                                                             

GLO BK 

1, P 16

2 47-26 E 1/4

1" pipe found in Swamp with "Wildlife 

Area" signs on N and W sides of pipe 

by J. Walker

1994 (no Mon. ties available) 286645 257203.420 462721.600

2 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Tamarack - N 31 deg. E, 39.6'                                                     

7" Dead Tamarack - N 71 deg. W, 9.2'                                                             

GLO BK 

1, P 16

2 47-26 N 1/4
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

2 47-26 NE

(Closing Cor.) 1" pipe found on E 

edge Tag Alder Swamp and W edge 

Poplar Woods by J. Walker

1994

DNR RP in 8" Poplar - N 53 deg. E, 24.84'            

DNR RP in 6" Poplar - S 81 deg. E, 30.09'            

DNR RP in 10" Poplar - S 90 deg. W, 0.58'

286642 260713.570 462628.540

2 47-26 NE

Is NE closing corner - set wood post 

as part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Dead Tamarack - S 30 deg. W, 12.5'                                                     

7" Dead Tamarack - S 27 deg. E, 9.9'                                                             

GLO BK 

1, P 16

2 47-26 NW

(Closing Cor.) 1" pipe found at fence 

corner of fence lines to N and W by J. 

Walker

1992

DNR RP in 12" Maple - N 57 deg. E, 31.76'           

DNR RP in 5" Oak - S 80 deg. W, 24.48'               

DNR RP in 6" W. Oak - N 38 deg. W, 39.33'

274282 260740.527 457328.234

2 47-26 NW
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

2 47-26 NW

NW closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Tamarack - S 36 deg. E, 10.6'                                                      

6" Tamarack - S 05 deg. W, 34.3'                                                             

GLO BK 

1, P 26

2 47-26 S 1/4

"DNR Survey Marker" set 16' S of c/l E-

W road and 4' E of E edge woods to S 

by J. Walker

1992 1" iron pipe 5.5' West of Mon. 286647 254515.180 460073.290

2 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 61 deg. E, 19.1'                                                     

5" Tamarack - S 33 deg. W, 34.3'                                                             

GLO BK 

1, P 25

Page 436 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

2 47-26 SE

"DNR Survey Marker" set on S edge E-

W road and on E edge of road to the 

S by J. Walker

1994

Top Ctr. Tele. Box - N 44 deg. W, 69.95'             

PK in E end 36" CMP - S 16 deg. E, 14.31'          

PK in W end 36" CMP - S 70 deg. W, 42.95'

286648 254572.430 462794.010

2 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

7" Dead Tamarack - N 40 deg. E, 24.4'                                                      

5" Dead Tamarack - N 16 deg. W, 10.6'                             

5" Dead Tamarack - S 23 deg. W, 7.3'                                             

3" Dead Tamarack - S 46 deg. E, 13.2'                                               

GLO BK 

1, P 15

2 47-26 SW

1" pipe found 18' S of c/l of E-W road 

and in line with c/l of ditch to the S by 

J. Walker

1992

DNR RP in Power Pole - N 25 deg. E, 62.81'      

DNR RP in Power Pole - N 44 deg. E, 149.29'    

DNR RP in WMA sign - S 21 deg. W, 57.44'

274289 254457.927 457352.574

2 47-26 SW
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

4" sq. Rock w/hole - N 54 deg. W, 23.1'               

W. Oak post in pit - S 45 deg. E, 66.0'   
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2 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Dead Tamarack - S 43 deg. W, 8.6'                                                      

3" Dead Tamarack - S 51 deg. E, 12.5'                             

5" Dead Tamarack - N 69 deg. E, 17.8'                                             

7" Dead Tamarack - N 21 deg. W, 7.3'                                               

GLO BK 

1, P 24

2 47-26 W 1/4

1 1/4" pipe w/"DNR Survey Marker" 

set next to Wildlife Area sign approx. 

100' W of Poplar woods by J. Walker

1992 (No ties available) 274286 257071.322 457342.450

2 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Dead Tamarack - N 63 deg. E, 37.0'                                                     

5" Dead Tamarack - S 72 deg. W, 20.5'                                                             

GLO BK 

1, P 25

3 47-26 E 1/4

1 1/4" pipe w/"DNR Survey Marker" 

set next to Wildlife Area sign approx. 

100' W of Poplar woods by J. Walker

1992 (No ties available) 274286 257071.322 457342.450

3 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Dead Tamarack - N 63 deg. E, 37.0'                                                     

5" Dead Tamarack - S 72 deg. W, 20.5'                                                             

GLO BK 

1, P 25

3 47-26 N 1/4

1 3/8" pipe found 1.2' N of E-W fence 

line and 25.2' W of fence cor. of fence 

lines to W and S by J. Walker

1994

DNR RP in 6" N. Pine - N 00 deg. E, 12.77'         

DNR RP in 8" Pine - N 55 deg. W, 25.81'             

DNR RP in 10" Pine - N 70 deg. W, 35.66'

274284 260754.504 454666.468

3 47-26 NE

(Closing Cor.) 1" pipe found at fence 

corner of fence lines to N and W by J. 

Walker

1992

DNR RP in 12" Maple - N 57 deg. E, 31.76'           

DNR RP in 5" Oak - S 80 deg. W, 24.48'            

DNR RP in 6" W. Oak - N 38 deg. W, 39.33'

274282 260740.527 457328.234

3 47-26 NE

NE closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Tamarack - S 36 deg. E, 10.6'                                                      

6" Tamarack - S 05 deg. W, 34.3'                                                             

GLO BK 

1, P 26

3 47-26 NW

(Closing Cor.) Actual Cor. is in River. 

DNR survey markers set as W.C. on 

N line Sec. 4 and W line Sec. 3 by J. 

Walker

1992

W.C. on N line Sec. 4 is DNR Survey Marker 

25.00' W of actual corner location                     -

DNR RP in 14" Maple - N20 deg. W, 14.46'        

-DNR RP in 22" B. Oak - S 40 deg. E, 8.02'       

-DNR RP in 17" B. Oak - S 60 deg. W, 18.07'         

W.C. on W line Sec. 3 is DNR Survey Marker 

50.00' S of actual corner location                         

-DNR RP in 4" Oak - S 15 deg. W, 66.99'             

-DNR RP in Tw. 4" Oak S 45 deg. W, 44.62'         

-DNR RP in 22" B. Oak - N 20 deg. W, 47.43' 

274283 260768.461 452008.245

3 47-26 NW

NW closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Dead White Ash - S 60 deg. E, 44.2'                                                      

9" Dead Maple - S 14 deg. W, 21.1'                                                             

GLO BK 

1, P 34

3 47-26 S 1/4

1" pipe found 16' S of c/l of E-W road 

and 20' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 78 deg. E, 201.11'      

DNR RP in Power Pole - N 57 deg. E, 156.66'      

DNR RP in Pow Pole - N 74 deg. W, 133.43'

274288 254430.211 454644.405

3 47-26 S 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Poplar - S 27 deg. E, 59.4'                                

7" Poplar - S 16 deg. W, 72.6'                         

Book 1, 

Page 132

3 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Tamarack - N 05 deg. E, 12.5'                                                     

7" Dead Tamarack - S 51 deg. E, 4.0'                                                             

GLO BK 

1, P 33

3 47-26 SE

1" pipe found 18' S of c/l of E-W road 

and in line with c/l of ditch to the S by 

J. Walker

1992

DNR RP in Power Pole - N 25 deg. E, 62.81'        

DNR RP in Power Pole - N 44 deg. E, 149.29'   

DNR RP in WMA sign - S 21 deg. W, 57.44'

274289 254457.927 457352.574

3 47-26 SE
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

4" sq. Rock w/hole - N 54 deg. W, 23.1'               

W. Oak post in pit - S 45 deg. E, 66.0'   
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3 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Dead Tamarack - S 43 deg. W, 8.6'                                                      

3" Dead Tamarack - S 51 deg. E, 12.5'                             

5" Dead Tamarack - N 69 deg. E, 17.8'                                             

7" Dead Tamarack - N 21 deg. W, 7.3'                                               

GLO BK 

1, P 24

3 47-26 SW

1" pipe found 2' S of S shlder of E-W 

road and 12' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 69 deg. E, 224.81'      

DNR RP in Power Pole - N 18 deg. E, 134.13'      

DNR RP in Pow Pole - N 68 deg. W, 160.03'

274287 254401.059 451938.261

3 47-26 SW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                   

W. Oak post in pit - S 45 deg. E, 66.0'       
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3 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 39 deg. W, 17.2'                                                      

6" Dead Tamarack - N 16 deg. E, 5.3'                             

3" Dead Tamarack - S 63 deg. E, 34.3'                                             

5" Dead Tamarack - S 21 deg. W, 9.9'                                               

GLO BK 

1, P 33

3 47-26 W 1/4
1" pipe found 19' E of c/l N-S ditch and 

4' N of c/l road to the W by J. Walker
1992

DNR RP in 6" Oak - N 31 deg. E, 78.63'               

DNR RP in 4" Ash - N 72 deg. E, 57.12'                 

DNR RP in PP Brace - N 80 deg. W, 56.49'

274285 257011.562 451967.739

3 47-26 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
11" Dead Tamarack - S 15 deg. E, 24.4'                                                     

5" Dead Tamarack - S 61 deg. W, 7.3'                                                             

GLO BK 

1, P 34

4 47-26 E 1/4
1" pipe found 19' E of c/l N-S ditch and 

4' N of c/l road to the W by J. Walker
1992

DNR RP in 6" Oak - N 31 deg. E, 78.63'                

DNR RP in 4" Ash - N 72 deg. E, 57.12'                

DNR RP in PP Brace - N 80 deg. W, 56.49'

274285 257011.562 451967.739

4 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Dead Tamarack - S 15 deg. E, 24.4'                                                     

5" Dead Tamarack - S 61 deg. W, 7.3'                                                             

GLO BK 

1, P 34

4 47-26 M.C.

M.C. #6 is on the N line NW 1/4 Sec. 

4 and is a 1" pipe found 1.5' W of top 

of Lake Bank by J. Walker

1992

Blaze in 14" B. Oak - S 80 deg. E, 2.5'                   

Blaze in 10" B. Oak - S 75 deg. E, 7.5'                 

Blaze in 18" B. Oak - Next to Mon.

274290 260779.247 450021.814

4 47-26 M.C.

M.C. is on W. line of SW 1/4, 1306.8' 

N of SW cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
11" Birch - S 87 deg. E, 19.8'                                                      

16" Linden - S 60 deg. W, 7.3'                                                             

GLO BK 

1, P 43

4 47-26 M.C.

M.C. is on W. line of SW 1/4, 1570.8' 

N of SW cor. on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
13" Maple - N 28 deg. E, 15.8'                                                      

17" Maple - N 58 deg. W, 14.5'                                                             

GLO BK 

1, P 43

4 47-26 M.C.

M.C. is on W. line of SW 1/4, 2036.8' 

N of SW cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Black Ash - S 43 deg. W, 2.6'                                                      

16" Black Ash - N 67 deg. W, 12.5'                                                             

GLO BK 

1, P 43

4 47-26 M.C.

M.C. is on W. line of SW 1/4, 2308.0' 

N of SW cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Elm - N 82 deg. E, 29.0'                                                      

12" White Oak - N 16 deg. W, 54.8'                                                             

GLO BK 

1, P 43

4 47-26 M.C.

M.C. is on W. line of NW 1/4, 363.7' N 

of W1/4 cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Maple - S 30 deg. W, 52.8'                                                      

9" Maple - S 57 deg. E, 18.5'                                                             

GLO BK 

1, P 44

4 47-26 M.C.

M.C. is on W. line of NW 1/4, 656.7' N 

of W1/4 cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Elm - N 69 deg. W, 6.6'                                                      

24" Elm - N 28 deg. E, 23.1'                                                             

GLO BK 

1, P 44
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4 47-26 NE

(Closing Cor.) Actual Cor. is in River. 

DNR survey markers set as W.C. on 

N and E Sec. line by J. Walker

1992

W.C. on N line Sec. 4 is DNR Survey Marker 

25.00' W of actual corner location                         

-DNR RP in 14" Maple - N20 deg. W, 14.46'          

-DNR RP in 22" B. Oak - S 40 deg. E, 8.02'           

-DNR RP in 17" B. Oak - S 60 deg. W, 18.07'         

W.C. on E line Sec. 4 is DNR Survey Marker 

50.00' S of actual corner location                           

-DNR RP in 4" Oak - S 15 deg. W, 66.99'              

- DNR RP in Tw. 4" Oak S 45 deg. W, 44.62'         

-DNR RP in 22" B. Oak - N 20 deg. W, 47.43' 

274283 260768.461 452008.245

4 47-26 NE

NE closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
5" Dead White Ash - S 60 deg. E, 44.2'                                                      

9" Dead Maple - S 14 deg. W, 21.1'                                                             

GLO BK 

1, P 34

4 47-26 NW

NW closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
10" Maple - S 74 deg. W, 16.5'                                                      

11" White Ash - S 10 deg. E, 26.4'                                                             

GLO BK 

1, P 45

4 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 36 deg. E, 9.9'                                                     

11" Tamarack - S 82 deg. W, 16.5'                                                             

GLO BK 

1, P 42

4 47-26 SE

1" pipe found 2' S of S shlder of E-W 

road and 12' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 69 deg. E, 224.81'       

DNR RP in Power Pole - N 18 deg. E, 134.13'      

DNR RP in Pow Pole - N 68 deg. W, 160.03'

274287 254401.059 451938.261

4 47-26 SE
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                  

W. Oak post in pit - S 45 deg. E, 66.0'       
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4 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 39 deg. W, 17.2'                                                      

6" Dead Tamarack - N 16 deg. E, 5.3'                             

3" Dead Tamarack - S 63 deg. E, 34.3'                                             

5" Dead Tamarack - S 21 deg. W, 9.9'                                               

GLO BK 

1, P 33

4 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Alder - N 46 deg. E, 24.4'                                                      

2" Alder - N 31 deg. W, 13.9'                             

5" Dead Tamarack - S 53 deg. E, 39.6'                                             

7" Dead Tamarack - S 47 deg. W, 21.1'                                               

GLO BK 

1, P 42

4 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Oak - S 30 deg. W, 9.9'                                                     

5" Black Ash - S 60 deg. E, 17.8'                                                             

GLO BK 

1, P 44

5 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
8" Oak - S 30 deg. W, 9.9'                                                     

5" Black Ash - S 60 deg. E, 17.8'                                                             

GLO BK 

1, P 44

5 47-26 M.C.

M.C. is on E. line of SE 1/4, 1306.8' N 

of SE cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
11" Birch - S 87 deg. E, 19.8'                                                      

16" Linden - S 60 deg. W, 7.3'                                                             

GLO BK 

1, P 43

5 47-26 M.C.

M.C. is on E. line of SE 1/4, 1570.8' N 

of SE cor. on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
13" Maple - N 28 deg. E, 15.8'                                                      

17" Maple - N 58 deg. W, 14.5'                                                             

GLO BK 

1, P 43

5 47-26 M.C.

M.C. is on E. line of SE 1/4, 2036.8' N 

of SE cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Black Ash - S 43 deg. W, 2.6'                                                      

16" Black Ash - N 67 deg. W, 12.5'                                                             

GLO BK 

1, P 43

5 47-26 M.C.

M.C. is on E. line of SE 1/4, 2308.0' N 

of SE cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Elm - N 82 deg. E, 29.0'                                                      

12" White Oak - N 16 deg. W, 54.8'                                                             

GLO BK 

1, P 43

Page 439 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

5 47-26 M.C.

M.C. is on E. line of NE 1/4, 363.7' N 

of E1/4 cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Maple - S 30 deg. W, 52.8'                                                      

9" Maple - S 57 deg. E, 18.5'                                                             

GLO BK 

1, P 44

5 47-26 M.C.

M.C. is on W. line of SW 1/4, 136.0' N 

of SW cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" Elm - N 63 deg. E, 11.9'                                                      

10" Black Ash - S 52 deg. E, 33.0'                                                             

GLO BK 

1, P 60

5 47-26 M.C.

M.C. is on W. line of SW 1/4, 448.8' N 

of SW cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" White Ash - N 46 deg. W, 14.5'                                                      

16" White Ash - N 12 deg. E, 27.1'                                                             

GLO BK 

1, P 60

5 47-26 M.C.

M.C. is on W. line of SW 1/4, 1570.8' 

N of SW cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
16" Birch - N 74 deg. E, 14.5'                                                      

5" Black Ash - S 61 deg. W, 8.6'                                                             

GLO BK 

1, P 61

5 47-26 M.C.

M.C. is on W. line of SW 1/4, 1822.9' 

N of SW cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
24" Elm - S 10 deg. E, 29.0'                                                      

14" Elm - N 55 deg. W, 37.6'                                                             

GLO BK 

1, P 61

5 47-26 M.C.

M.C. is on W. line of NW 1/4, 132.0' N 

of W1/4 cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
13" Black Ash - S 09 deg. E, 21.1'                                                      

8" Elm - S 16 deg. W, 11.9'                                                             

GLO BK 

1, P 61

5 47-26 M.C.

M.C. is on W. line of NW 1/4, 597.3' N 

of W1/4 cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Maple - N 73 deg. W, 4.0'                                                      

5" Elm - S 37 deg. E, 5.9'                                                             

GLO BK 

1, P 61

5 47-26 NE

NE closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870
10" Maple - S 74 deg. W, 16.5'                                                      

11" White Ash - S 10 deg. E, 26.4'                                                             

GLO BK 

1, P 45

5 47-26 NW

NW closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

1, P 62

5 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 30 deg. W, 34.3'                                                     

3" Dead Tamarack - S 76 deg. E, 7.3'                                                             

GLO BK 

1, P 57

5 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Alder - N 46 deg. E, 24.4'                                                      

2" Alder - N 31 deg. W, 13.9'                             

5" Dead Tamarack - S 53 deg. E, 39.6'                                             

7" Dead Tamarack - S 47 deg. W, 21.1'                                               

GLO BK 

1, P 42

5 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - S 73 deg. E, 7.9'                                                      

10" Black Ash - N 53 deg. E, 13.2'                             

6" Black Ash - N 21 deg. W, 6.6'                                             

12" Black Ash - S 42 deg. W, 17.2'                                               

GLO BK 

1, P 56

5 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 59 deg. E, 2.0'                                                     

11" Black Ash - S 43 deg. W, 11.9'                                                             

GLO BK 

1, P 61

6 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 59 deg. E, 2.0'                                                     

11" Black Ash - S 43 deg. W, 11.9'                                                             

GLO BK 

1, P 61
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6 47-26 M.C.

M.C. is on S. line of SE 1/4, 466.6' E 

of S 1/4 cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
7" White Oak - N 10 deg. W, 6.6'                                                      

17" White Oak - S 51 deg. W, 4.0'                                                             

GLO BK 

1, P 59

6 47-26 M.C.

M.C. is on S. line of SE 1/4, 682.4' E 

of S 1/4 cor.on E side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Elm - N 21 deg. E, 13.2'                                                      

16" Elm - S 64 deg. E, 6.6'                                                             

GLO BK 

1, P 59

6 47-26 M.C.

M.C. is on S. line of SE 1/4, 980.1' W 

of SE cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
11" Linden - S 22 deg. E, 5.9'                                                      

18" Maple - N 44 deg. E, 17.8'                                                             

GLO BK 

1, P 59

6 47-26 M.C.

M.C. is on S. line of SE 1/4, 757.0' W 

of SE cor.on E side of Mississippi 

River - wood post set as part of 

original Government Land Office 

1870
12" Ash - N 20 deg. W, 8.6'                                                      

11" Ash - S 37 deg. E, 7.3'                                                             

GLO BK 

1, P 59

6 47-26 M.C.

M.C. is on S. line of SE 1/4, 306.9' W 

of SE cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

1870
6" Black Ash - N 41 deg. W, 9.2'                                                      

9" Black Ash - S 33 deg. W, 9.9'                                                             

GLO BK 

1, P 60

6 47-26 M.C.

M.C. is on S. line of SE 1/4, 70.6' W of 

SE cor.on E side of Mississippi River - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Elm - S 19 deg. W, 34.3'                                                      

14" Maple - N 25 deg. E, 33.0'                                                             

GLO BK 

1, P 60

6 47-26 M.C.

M.C. is on E. line of SE 1/4, 136.0' N 

of SE cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
5" Elm - N 63 deg. E, 11.9'                                                      

10" Black Ash - S 52 deg. E, 33.0'                                                             

GLO BK 

1, P 60

6 47-26 M.C.

M.C. is on E. line of SE 1/4, 448.8' N 

of SE cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" White Ash - N 46 deg. W, 14.5'                                                      

16" White Ash - N 12 deg. E, 27.1'                                                             

GLO BK 

1, P 60

6 47-26 M.C.

M.C. is on E. line of SE 1/4, 1570.8' N 

of SE cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
16" Birch - N 74 deg. E, 14.5'                                                      

5" Black Ash - S 61 deg. W, 8.6'                                                             

GLO BK 

1, P 61

6 47-26 M.C.

M.C. is on E. line of SE 1/4, 1822.9' N 

of SE cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
24" Elm - S 10 deg. E, 29.0'                                                      

14" Elm - N 55 deg. W, 37.6'                                                             

GLO BK 

1, P 61

6 47-26 M.C.

M.C. is on E. line of NE 1/4, 132.0' N 

of E1/4 cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
13" Black Ash - S 09 deg. E, 21.1'                                                      

8" Elm - S 16 deg. W, 11.9'                                                             

GLO BK 

1, P 61

6 47-26 M.C.

M.C. is on E. line of NE 1/4, 597.3' N 

of E1/4 cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Maple - N 73 deg. W, 4.0'                                                      

5" Elm - S 37 deg. E, 5.9'                                                             

GLO BK 

1, P 61

6 47-26 NE

NW closing corner - Set wood post as 

part of original Government Land 

Office Survey by Warren M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

1, P 62

6 47-26 S 1/4
Set iron mon. w/cap and took new tie 

by Fred Heuer, County Surveyor 
1917

24” W. Oak – no dist. Or brg. Stated                       

Distance and Mag. Var. shown

Book 1, 

Page 248
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6 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" White Ash - N 32 deg. E, 11.9'                                                     

16" White Ash - S 51 deg. W, 1.3'                                                             

GLO BK 

1, P 59

6 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - S 73 deg. E, 7.9'                                                      

10" Black Ash - N 53 deg. E, 13.2'                             

6" Black Ash - N 21 deg. W, 6.6'                                             

12" Black Ash - S 42 deg. W, 17.2'                                               

GLO BK 

1, P 56

6 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 5

6 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties  
GLO BK 

1, P 6

6 47-26 W.C.

W.C to NW Closing Corner - wood 

post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties  
GLO BK 

1, P 6

6 47-26
Survey of S line SW ¼ of Section by 

Fred Heuer, County Surveyor 
1917

Found inp. Cor., set iron mon. and took new 

ties Distance and Mag. Var. shown 

Book 1, 

Page 248

7 47-26  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1916

Survey of W line SW 1/4                            

Distance and Mag. Var. stated

Book 2, 

Page 116

7 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Elm - N 54 deg. E, 7.3'                                                     

14" Maple - S 82 deg. W, 9.2'                                                             

GLO BK 

1, P 56

7 47-26 M.C

M.C. On W. line SW ¼ - Set 3” iron 

mon. By Fred Heuer, Deputy County 

Surveyor 

1916
No new ties taken, new monument is 30 ' 

North of original M.C.

Book 2, 

Page 116

7 47-26 M.C.

M.C is on W line SW1/4, on S side of 

Mississippi River - 831.6' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by A 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
11" Ash - N 52 deg. E, 14.5'                                                     

11" Ash - N 89 deg. W, 19.8'                                                             

GLO BK 

1, P 80

7 47-26 M.C.

M.C is on W line SW1/4, on N side of 

Mississippi River - 1438.8' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by A. 

1870
11" Linden - N 39 deg. E, 36.3'                                                     

5" Linden - N 16 deg. W, 30.4'                                                             

GLO BK 

1, P 5

7 47-26 M.C.

M.C. is on E. line of NE 1/4, 602.6' N 

of E1/4 cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

1870
4" Elm - N 31 deg. W, 2.6'                                                      

4" Elm - S 56 deg. E, 3.3'                                                             

GLO BK 

1, P 56

7 47-26 M.C.

M.C. is on E. line of NE 1/4, 952.4' S 

of NE cor.on S side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
13" Linden - S 79 deg. W, 9.2'                                                      

10" Linden - S 38 deg. E, 5.3'                                                             

GLO BK 

1, P 56

7 47-26 M.C.

M.C. is on E. line of NE 1/4, 594.0' S 

of NE cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
8" Elm - S 65 deg. E, 4.7'                                                      

20" Maple - N 46 deg. W, 2.6'                                                             

GLO BK 

1, P 56

7 47-26 M.C.

M.C. is on N. line of NE 1/4, 466.6' E 

of N 1/4 cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
7" White Oak - N 10 deg. W, 6.6'                                                      

17" White Oak - S 51 deg. W, 4.0'                                                             

GLO BK 

1, P 59
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7 47-26 M.C.

M.C. is on N. line of NE 1/4, 682.4' E 

of N 1/4 cor.on E side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
14" Elm - N 21 deg. E, 13.2'                                                      

16" Elm - S 64 deg. E, 6.6'                                                             

GLO BK 

1, P 59

7 47-26 M.C.

M.C. is on N. line of NE 1/4, 980.1' W 

of NE cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
11" Linden - S 22 deg. E, 5.9'                                                      

18" Maple - N 44 deg. E, 17.8'                                                             

GLO BK 

1, P 59

7 47-26 M.C.

M.C. is on N. line of NE 1/4, 757.0' W 

of NE cor.on E side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
12" Ash - N 20 deg. W, 8.6'                                                      

11" Ash - S 37 deg. E, 7.3'                                                             

GLO BK 

1, P 59

7 47-26 M.C.

M.C. is on N. line of NE 1/4, 306.9' W 

of NE cor.on W side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
6" Black Ash - N 41 deg. W, 9.2'                                                      

9" Black Ash - S 33 deg. W, 9.9'                                                             

GLO BK 

1, P 60

7 47-26 M.C.

M.C. is on N. line of NE 1/4, 70.6' W of 

NE cor.on E side of Mississippi River - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Elm - S 19 deg. W, 34.3'                                                      

14" Maple - N 25 deg. E, 33.0'                                                             

GLO BK 

1, P 60

7 47-26 N 1/4
Set iron mon. w/cap and took new tie 

by Fred Heuer, County Surveyor 
1917

24” W. Oak – no dist. Or brg. Stated                       

Distance and Mag. Var. shown

Book 1, 

Page 248

7 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" White Ash - N 32 deg. E, 11.9'                                                     

16" White Ash - S 51 deg. W, 1.3'                                                             

GLO BK 

1, P 59

7 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - S 73 deg. E, 7.9'                                                      

10" Black Ash - N 53 deg. E, 13.2'                             

6" Black Ash - N 21 deg. W, 6.6'                                             

12" Black Ash - S 42 deg. W, 17.2'                                               

GLO BK 

1, P 56

7 47-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 5

7 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Willow - N 40 deg. E, 6.6'                                                     

3" Willow - S 31 deg. E, 3.3'                                                             

GLO BK 

1, P 55

7 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

2" Dead tamarack - N 41 deg. E, 70.0'                                                      

5" Dead Tamarack - S 35 deg. W, 28.4'                             

3" Dead Tamarack - S 21 deg. E, 25.7'                                             

4" Dead Tamarack - N 67 deg. W, 52.1'                                               

GLO BK 

1, P 54

7 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

3" Willow - N 59 deg. E, 28.4'                                                      

6" Tamarac - N 18 deg. W, 42.9'                             

4" Tamarack - S 25 deg. W, 23.8'                                             

4" Tamarack - S 25 deg. E, 11.9'                                               

GLO BK 

1, P 4

7 47-26 W 1/4
Set 3” iron mon. By Fred Heuer, 

Deputy County Surveyor 
1916 No new ties taken

Book 2, 

Page 116

7 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
3" Willow - N 69 deg. E, 33.7'                                                     

8" Elm - S 69 deg. W, 49.5'                                                             

GLO BK 

1, P 5

7 47-26
Survey of N-S ¼ line by Fred Heuer, 

County Surveyor 
1921

N & S ¼ cors. Inp.                                      

Distance and Mag. Var. shown

Book 1, 

Page 323

7 47-26
Survey of N line NW ¼ of Section by 

Fred Heuer, County Surveyor 
1917

Found inp. Cor., set iron mon. and took new 

ties Distance and Mag. Var. shown 

Book 1, 

Page 248
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8 47-26  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 53

8 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 61 deg. E, 11.9'                                                     

3" Tamarack - S 32 deg. W, 54.8'                                                             

GLO BK 

1, P 41

8 47-26 M.C.

M.C. is on W. line of NW 1/4, 602.6' N 

of W1/4 cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
4" Elm - N 31 deg. W, 2.6'                                                      

4" Elm - S 56 deg. E, 3.3'                                                             

GLO BK 

1, P 56

8 47-26 M.C.

M.C. is on W. line of NW 1/4, 594.0' S 

of NW cor.on N side of Mississippi 

River - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
8" Elm - S 65 deg. E, 4.7'                                                      

20" Maple - N 46 deg. W, 2.6'                                                             

GLO BK 

1, P 56

8 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 30 deg. W, 34.3'                                                     

3" Dead Tamarack - S 76 deg. E, 7.3'                                                             

GLO BK 

1, P 57

8 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Alder - N 46 deg. E, 24.4'                                                      

2" Alder - N 31 deg. W, 13.9'                             

5" Dead Tamarack - S 53 deg. E, 39.6'                                             

7" Dead Tamarack - S 47 deg. W, 21.1'                                               

GLO BK 

1, P 42

8 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - S 73 deg. E, 7.9'                                                      

10" Black Ash - N 53 deg. E, 13.2'                             

6" Black Ash - N 21 deg. W, 6.6'                                             

12" Black Ash - S 42 deg. W, 17.2'                                               

GLO BK 

1, P 56

8 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 60 deg. E, 22.4'                                                     

3" Tamarack - N 17 deg. E, 17.8'                                                             

GLO BK 

1, P 55

8 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Dead Tamarack - S 16 deg. W, 6.6'                                                      

7" Dead Tamarack - S 19 deg. W, 69.3'                             

3" Dead Tamarack - N 65 deg. E, 25.7'                                             

5" Dead Tamarack - N 21 deg. E, 41.6'                                               

GLO BK 

1, P 40

8 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

2" Dead tamarack - N 41 deg. E, 70.0'                                                      

5" Dead Tamarack - S 35 deg. W, 28.4'                             

3" Dead Tamarack - S 21 deg. E, 25.7'                                             

4" Dead Tamarack - N 67 deg. W, 52.1'                                               

GLO BK 

1, P 54

8 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Elm - N 54 deg. E, 7.3'                                                     

14" Maple - S 82 deg. W, 9.2'                                                             

GLO BK 

1, P 56

9 47-26  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 53

9 47-26 E 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                  

W. Oak post in pit - N 45 deg. W, 66.0'      

Book 1, 

Page 132

9 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 47 deg. W, 37.0'                                                     

3" Dead Tamarack - S 60 deg. E, 19.8'                                                             

GLO BK 

1, P 33

9 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 36 deg. E, 9.9'                                                     

11" Tamarack - S 82 deg. W, 16.5'                                                             

GLO BK 

1, P 42

9 47-26 NE

1" pipe found 2' S of S shlder of E-W 

road and 12' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 69 deg. E, 224.81'       

NR RP in Power Pole - N 18 deg. E, 134.13'       

DNR RP in Power Pole - N 68 deg. W, 160.03'

274287 254401.059 451938.261

9 47-26 NE
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                   

W. Oak post in pit - S 45 deg. E, 66.0'       

Book 1, 

Page 132

9 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 39 deg. W, 17.2'                                                      

6" Dead Tamarack - N 16 deg. E, 5.3'                             

3" Dead Tamarack - S 63 deg. E, 34.3'                                             

5" Dead Tamarack - S 21 deg. W, 9.9'                                               

GLO BK 

1, P 33

9 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Alder - N 46 deg. E, 24.4'                                                      

2" Alder - N 31 deg. W, 13.9'                             

5" Dead Tamarack - S 53 deg. E, 39.6'                                             

7" Dead Tamarack - S 47 deg. W, 21.1'                                               

GLO BK 

1, P 42
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9 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 60 deg. E, 11.2'                                                     

5" Tamarack - S 32 deg. W, 53.5'                                                             

GLO BK 

1, P 41

9 47-26 SE
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                   

W. Oak post in pit - N 45 deg. W, 66.0'  

Book 1, 

Page 132

9 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 41 deg. W, 40.3'                                                      

7" Dead Tamarack - N 07 deg. W, 8.6'                             

4" Dead Tamarack - S 17 deg. E, 35.6'                                             

6" Dead Tamarack - S 31 deg. E, 10.6'                                               

GLO BK 

1, P 32

9 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Dead Tamarack - S 16 deg. W, 6.6'                                                      

7" Dead Tamarack - S 19 deg. W, 69.3'                             

3" Dead Tamarack - N 65 deg. E, 25.7'                                             

5" Dead Tamarack - N 21 deg. E, 41.6'                                               

GLO BK 

1, P 40

9 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - N 61 deg. E, 11.9'                                                     

3" Tamarack - S 32 deg. W, 54.8'                                                             

GLO BK 

1, P 41

10 47-26 E 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

4" Poplar - N 12 deg. E, 11.2'                                

3" Poplar - N 61 deg. W, 58.7'                         

Book 1, 

Page 132

10 47-26 E 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                

W. Oak post in pit - S 45 deg. E, 66.0'   

Book 1, 

Page 131

10 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 69 deg. E, 20.5'                                                     

3" Dead Tamarack - N 42 deg. W, 7.3'                                                             

GLO BK 

1, P 24

10 47-26 N 1/4

1" pipe found 16' S of c/l of E-W road 

and 20' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 78 deg. E, 201.11'      

DNR RP in Power Pole - N 57 deg. E, 156.66'      

DNR RP in Pow Pole - N 74 deg. W, 133.43'

274288 254430.211 454644.405

10 47-26 N 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Poplar - S 27 deg. E, 59.4'                                 

7" Poplar - S 16 deg. W, 72.6'                         

Book 1, 

Page 132

10 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Tamarack - N 05 deg. E, 12.5'                                                     

7" Dead Tamarack - S 51 deg. E, 4.0'                                                             

GLO BK 

1, P 33

10 47-26 NE

1" pipe found 18' S of c/l of E-W road 

and in line with c/l of ditch to the S by 

J. Walker

1992

DNR RP in Power Pole - N 25 deg. E, 62.81'        

DNR RP in Power Pole - N 44 deg. E, 149.29'      

DNR RP in WMA sign - S 21 deg. W, 57.44'

274289 254457.927 457352.574

10 47-26 NE
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

4" sq. Rock w/hole - N 54 deg. W, 23.1'              

W. Oak post in pit - S 45 deg. E, 66.0'   

Book 1, 

Page 131

10 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Dead Tamarack - S 43 deg. W, 8.6'                                                      

3" Dead Tamarack - S 51 deg. E, 12.5'                             

5" Dead Tamarack - N 69 deg. E, 17.8'                                             

7" Dead Tamarack - N 21 deg. W, 7.3'                                               

GLO BK 

1, P 24

10 47-26 NW

1" pipe found 2' S of S shlder of E-W 

road and 12' N of c/l of E-W ditch by J. 

Walker

1992

DNR RP in Power Pole - N 69 deg. E, 224.81'       

DNR RP in Power Pole - N 18 deg. E, 134.13'      

DNR RP in Pow Pole - N 68 deg. W, 160.03'

274287 254401.059 451938.261

10 47-26 NW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                  

W. Oak post in pit - S 45 deg. E, 66.0'        

Book 1, 

Page 132

10 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 39 deg. W, 17.2'                                                      

6" Dead Tamarack - N 16 deg. E, 5.3'                             

3" Dead Tamarack - S 63 deg. E, 34.3'                                             

5" Dead Tamarack - S 21 deg. W, 9.9'                                               

GLO BK 

1, P 33

10 47-26 S 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 88.4'                   

W. Oak post in pit - N 45 deg. W, 88.4'       

Book 1, 

Page 132

10 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 49 deg. W, 39.6'                                                     

3" Dead Tamarack - S 61 deg. E, 20.5'                                                             

GLO BK 

1, P 32

10 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 41 deg. E, 10.6'                                                      

3" Dead Tamarack - S 67 deg. W, 12.5'                             

4" Dead Tamarack - N 39 deg. E, 20.5'                                             

2" Dead Tamarack - N 61 deg. W, 6.6'                                               

GLO BK 

1, P 23

10 47-26 SE 
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Balm of Gilead - N 58 deg. E, 52.8'                          

6" Balm of Gilead - S 73 deg. E, 46.9'                         

Book 1, 

Page 131

10 47-26 SW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                

W. Oak post in pit - N 45 deg. W, 66.0'        

Book 1, 

Page 132

10 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 41 deg. W, 40.3'                                                      

7" Dead Tamarack - N 07 deg. W, 8.6'                             

4" Dead Tamarack - S 17 deg. E, 35.6'                                             

6" Dead Tamarack - S 31 deg. E, 10.6'                                               

GLO BK 

1, P 32
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10 47-26 W 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                   

W. Oak post in pit - N 45 deg. W, 66.0'     

Book 1, 

Page 132

10 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 47 deg. W, 37.0'                                                     

3" Dead Tamarack - S 60 deg. E, 19.8'                                                             

GLO BK 

1, P 33

11 47-26 E 1/4
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. W, 66.0'                  

W. Oak post in pit - S 45 deg. E, 66.0'   

Book 1, 

Page 130

11 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Tamarack - N 33 deg. W, 19.1'                                                     

7" Dead Tamarack - N 46 deg. E, 24.4'                                                             

GLO BK 

1, P 15

11 47-26 N 1/4

"DNR Survey Marker" set 16' S of c/l       

E-W road and 4' E of E edge woods to 

S by J. Walker

1992 1" iron pipe 5.5' West of Mon. 286647 254515.180 460073.290

11 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 61 deg. E, 19.1'                                                     

5" Tamarack - S 33 deg. W, 34.3'                                                             

GLO BK 

1, P 25

11 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

7" Dead Tamarack - N 40 deg. E, 24.4'                                                      

5" Dead Tamarack - N 16 deg. W, 10.6'                             

5" Dead Tamarack - S 23 deg. W, 7.3'                                             

3" Dead Tamarack - S 46 deg. E, 13.2'                                               

GLO BK 

1, P 15

11 47-26 NE 

"DNR Survey Marker" set on S edge      

E-W road and on E edge of road to 

the S by J. Walker

1994

Top Ctr. Tele. Box - N 44 deg. W, 69.95'             

PK in E end 36" CMP - S 16 deg. E, 14.31'         

PK in W end 36" CMP - S 70 deg. W, 42.95'

286648 254572.430 462794.010

11 47-26 NW

1" pipe found 18' S of c/l of E-W road 

and in line with c/l of ditch to the S by 

J. Walker

1992

DNR RP in Power Pole - N 25 deg. E, 62.81'        

DNR RP in Power Pole - N 44 deg. E, 149.29'      

DNR RP in WMA sign - S 21 deg. W, 57.44'

274289 254457.927 457352.574

11 47-26 NW
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

4" sq. Rock w/hole - N 54 deg. W, 23.1'                 

W. Oak post in pit - S 45 deg. E, 66.0'    

Book 1, 

Page 131

11 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Dead Tamarack - S 43 deg. W, 8.6'                                                      

3" Dead Tamarack - S 51 deg. E, 12.5'                             

5" Dead Tamarack - N 69 deg. E, 17.8'                                             

7" Dead Tamarack - N 21 deg. W, 7.3'                                               

GLO BK 

1, P 24

11 47-26 S 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                  

W. Oak post in pit - S 45 deg. E, 66.0'      

Book 1, 

Page 131

11 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 39 deg. E, 17.8'                                                     

4" Dead Tamarack - S 15 deg. E, 21.1'                                                             

GLO BK 

1, P 24

11 47-26 SE

1" pipe found 6' W of c/l road N-S and 

8' S of c/l road to the W and in line 

with fence to the E by J. Walker

1994

DNR RP in 10" Maple - S 86 deg. E, 44.83'          

Ctr. Tele. Jct Box - S 50 deg. W, 32.27'                

DNR RP in 14" Oak - N 58 deg. W, 79.51'

286651 249308.680 462842.930

11 47-26 SE
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

8" Birch  - N 43 deg. W, 83.2'                                

Poplar - S 51 deg. W, 66.0'                         

Book 1, 

Page 130

11 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 37 deg. E, 2.6'                                                      

5" Fir - S 43 deg. W, 2.6'                             5" 

Fir - S 36 deg. E, 13.2'                                             

3" Ironwood - N 45 deg. W, 15.8'                                               

GLO BK 

1, P 13

11 47-26 SW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Baumgiliad - N 58 deg. E, 52.8'                          

6" Baumgiliad - S 73 deg. E, 46.9'                         

Book 1, 

Page 131

11 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 41 deg. E, 10.6'                                                      

3" Dead Tamarack - S 67 deg. W, 12.5'                             

4" Dead Tamarack - N 39 deg. E, 20.5'                                             

2" Dead Tamarack - N 61 deg. W, 6.6'                                               

GLO BK 

1, P 23

11 47-26 W 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                    

W. Oak post in pit - S 45 deg. E, 66.0'  

Book 1, 

Page 131

11 47-26 W 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

4" Poplar - N 12 deg. E, 11.2'                                

3" Poplar - N 61 deg. W, 58.7'                         

Book 1, 

Page 132

11 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 69 deg. E, 20.5'                                                     

3" Dead Tamarack - N 42 deg. W, 7.3'                                                             

GLO BK 

1, P 24

12 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 12

12 47-26 N 1/4

"DNR Survey Marker" set 17.5' S of c/l 

E-W road and in line with c/l ditch to 

the N by J. Walker

1994 DNR RP in Power Pole - N 20 deg. W, 47.22'                                            286649 254567.950 465519.390
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12 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Dead Tamarack - N 31 deg. E, 11.2'                                                     

3" Dead Tamarack - S 16 deg. E, 27.7'                                                             

GLO BK 

1, P 16

12 47-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Tamarack - N 43 deg. E, 33.0'                                    

4" Tamarack - N 20 deg. W, 62.7'                                           

4" Tamarack - S 58 deg. W, 19.8'                                  

4" Tamarack - S 40 deg. E, 21.1' 

GLO BK 

2, P 12

12 47-26 NE 

"DNR Survey Marker" set 19' E of c/l       

N-S road and 17.5' S of E-W road by 

J. Walker

1994

DNR RP in Power Pole - N 25 deg. E, 51.58'        

PK in S end 72" CMP - S 79 deg. W, 46.85'          

PK in N end 72" CMP - N 40 deg. W, 62.54'

286650 254563.480 468244.750

12 47-26 NW

"DNR Survey Marker" set on S edge      

E-W road and on E edge of road to 

the S by J. Walker

1994

Top Ctr. Tele. Box - N 44 deg. W, 69.95'               

PK in E end 36" CMP - S 16 deg. E, 14.31'           

PK in W end 36" CMP - S 70 deg. W, 42.95'

286648 254572.430 462794.010

12 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

7" Dead Tamarack - N 40 deg. E, 24.4'                                                      

5" Dead Tamarack - N 16 deg. W, 10.6'                             

5" Dead Tamarack - S 23 deg. W, 7.3'                                             

3" Dead Tamarack - S 46 deg. E, 13.2'                                               

GLO BK 

1, P 15

12 47-26 S 1/4
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

W. Oak post in pit - S 50 deg. E, 66.0'                 

W. Oak post in pit - N 45 deg. W, 66.0'        

Book 1, 

Page 130

12 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 37.0'                                                     

4" Dead Tamarack - S 69 deg. W, 27.1'                                                             

GLO BK 

1, P 14

12 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 63 deg. E, 180.2'                                    

11" Linden - N 83 deg. W, 9.9'                                           

7" Ash - S 63 deg. W, 17.2'                                  

8" Elm - S 23 deg. E, 35.6' 

GLO BK 

2, P 11

12 47-26 SW

1" pipe found 6' W of c/l road N-S and 

8' S of c/l road to the W and in line 

with fence to the E by J. Walker

1994

DNR RP in 10" Maple - S 86 deg. E, 44.83'        

Ctr. Tele. Jct Box - S 50 deg. W, 32.27'               

DNR RP in 14" Oak - N 58 deg. W, 79.51'

286651 249308.680 462842.930

12 47-26 SW
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

8" Birch  - N 43 deg. W, 83.2'                              

Poplar - S 51 deg. W, 66.0'                         

Book 1, 

Page 130

12 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 37 deg. E, 2.6'                                                      

5" Fir - S 43 deg. W, 2.6'                             5" 

Fir - S 36 deg. E, 13.2'                                             

3" Ironwood - N 45 deg. W, 15.8'                                               

GLO BK 

1, P 13

12 47-26 W 1/4
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. W, 66.0'               

W. Oak post in pit - S 45 deg. E, 66.0'      

Book 1, 

Page 130

12 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Tamarack - N 33 deg. W, 19.1'                                                     

7" Dead Tamarack - N 46 deg. E, 24.4'                                                             

GLO BK 

1, P 15

13 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
11" Black Ash - N 45 deg. E, 6.6'                                                      

9" Balsam - S 25 deg. W, 5.9'                                                   

GLO BK 

2, P 11

13 47-26 N 1/4
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

W. Oak post in pit - S 50 deg. E, 66.0'                 

W. Oak post in pit - N 45 deg. W, 66.0'    

Book 1, 

Page 130

13 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 37.0'                                                     

4" Dead Tamarack - S 69 deg. W, 27.1'                                                             

GLO BK 

1, P 14

13 47-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 63 deg. E, 180.2'                                    

11" Linden - N 83 deg. W, 9.9'                                           

7" Ash - S 63 deg. W, 17.2'                                  

8" Elm - S 23 deg. E, 35.6' 

GLO BK 

2, P 11

13 47-26 NW

1" pipe found 6' W of c/l road N-S and 

8' S of c/l road to the W and in line 

with fence to the E by J. Walker

1994

DNR RP in 10" Maple - S 86 deg. E, 44.83'          

Ctr. Tele. Jct Box - S 50 deg. W, 32.27'                

DNR RP in 14" Oak - N 58 deg. W, 79.51'

286651 249308.680 462842.930

13 47-26 NW
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

8" Birch  - N 43 deg. W, 83.2'                                 

Poplar - S 51 deg. W, 66.0'                         

Book 1, 

Page 130

13 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 37 deg. E, 2.6'                                                      

5" Fir - S 43 deg. W, 2.6'                             5" 

Fir - S 36 deg. E, 13.2'                                             

3" Ironwood - N 45 deg. W, 15.8'                                               

GLO BK 

1, P 13

13 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Dead Tamarack - N 41 deg. W, 8.6'                                                     

6" Dead Ash - S 69 deg. E, 41.6'                                                             

GLO BK 

1, P 13

13 47-26 SE

1" pipe found 8' W of c/l road to the N 

and 5' S of c/l road to the W by J. 

Walker

1994

DNR RP in 5" Oak - N 84 deg. E, 57.64'               

DNR RP in 7" Oak - S 56 deg. E, 43.16'               

DNR RP in 10" Oak - S 60 deg. W, 68.44'

286652 244030.970 468266.060
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13 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Balsam - N 37 deg. E, 95.0'                                    

18" Pine - N 22 deg. W, 103.6'                                           

13" Pine - S 67 deg. W, 129.4'                                  

4" Tamarack - S 19 deg. E, 115.5' 

GLO BK 

2, P 10

13 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 31 deg. E, 11.2'                                                      

9" Dead Tamarack - N 16 deg. W, 21.1'                             

3" Dead Tamarack - S 29 deg. W, 12.5'                                             

4" Dead Tamarack - S 62 deg. E, 28.4'                                               

GLO BK 

1, P 12

13 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 33 deg. E, 11.2'                                                     

9" Dead Tamarack - S 21 deg. W, 21.1'                                                             

GLO BK 

1, P 13

14 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 33 deg. E, 11.2'                                                     

9" Dead Tamarack - S 21 deg. W, 21.1'                                                             

GLO BK 

1, P 13

14 47-26 N 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                   

W. Oak post in pit - S 45 deg. E, 66.0'   

Book 1, 

Page 131

14 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 39 deg. E, 17.8'                                                     

4" Dead Tamarack - S 15 deg. E, 21.1'                                                             

GLO BK 

1, P 24

14 47-26 NE

1" pipe found 6' W of c/l road N-S and 

8' S of c/l road to the W and in line 

with fence to the E by J. Walker

1994

DNR RP in 10" Maple - S 86 deg. E, 44.83'           

Ctr. Tele. Jct Box - S 50 deg. W, 32.27'                

DNR RP in 14" Oak - N 58 deg. W, 79.51'

286651 249308.680 462842.930

14 47-26 NE
New 3" square W. Oak post set by 

J.N. Louks, County Surveyor
1912

8" Birch  - N 43 deg. W, 83.2'                                

Poplar - S 51 deg. W, 66.0'                         

Book 1, 

Page 130

14 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Oak - N 37 deg. E, 2.6'                                                      

5" Fir - S 43 deg. W, 2.6'                             5" 

Fir - S 36 deg. E, 13.2'                                             

3" Ironwood - N 45 deg. W, 15.8'                                               

GLO BK 

1, P 13

14 47-26 NW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Baumgiliad - N 58 deg. E, 52.8'                          

6" Baumgiliad - S 73 deg. E, 46.9'                         

Book 1, 

Page 131

14 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 41 deg. E, 10.6'                                                      

3" Dead Tamarack - S 67 deg. W, 12.5'                             

4" Dead Tamarack - N 39 deg. E, 20.5'                                             

2" Dead Tamarack - N 61 deg. W, 6.6'                                               

GLO BK 

1, P 23

14 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 31 deg. E, 35.0'                                                     

4" Dead Tamarack - S 63 deg. E, 19.1'                                                             

GLO BK 

1, P 22

14 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 31 deg. E, 11.2'                                                      

9" Dead Tamarack - N 16 deg. W, 21.1'                             

3" Dead Tamarack - S 29 deg. W, 12.5'                                             

4" Dead Tamarack - S 62 deg. E, 28.4'                                               

GLO BK 

1, P 12

14 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 79 deg. E, 8.6'                                                      

3" Dead Spruce - S 42 deg. W, 12.5'                             

7" Tamarack - S 13 deg. E, 16.5'                                             

4" Tamarack - S 61 deg. W, 18.5'                                               

GLO BK 

1, P 21

14 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Dead Tamarack - N 31 deg. W, 7.3'                                                     

9" Dead Tamarack - N 46 deg. E, 11.2'                                                             

GLO BK 

1, P 23

14 47-26
Survey of N-S 1/16th line by Fred 

Heuer, County Surveyor 
1921

Survey of W line E1/2-E1/2                                    

Distance and Mag. Var. shown

Book 1, 

Page 324

15 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Dead Tamarack - N 31 deg. W, 7.3'                                                     

9" Dead Tamarack - N 46 deg. E, 11.2'                                                             

GLO BK 

1, P 23

15 47-26 N 1/4
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 88.4'                   

W. Oak post in pit - N 45 deg. W, 88.4'     

Book 1, 

Page 132

15 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 49 deg. W, 39.6'                                                     

3" Dead Tamarack - S 61 deg. E, 20.5'                                                             

GLO BK 

1, P 32

15 47-26 NE
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

6" Balm of Gilead - N 58 deg. E, 52.8'                         

6" Balm of Gilead - S 73 deg. E, 46.9'                         

Book 1, 

Page 131

15 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - S 41 deg. E, 10.6'                                                      

3" Dead Tamarack - S 67 deg. W, 12.5'                             

4" Dead Tamarack - N 39 deg. E, 20.5'                                             

2" Dead Tamarack - N 61 deg. W, 6.6'                                               

GLO BK 

1, P 23

15 47-26 NW
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                

W. Oak post in pit - N 45 deg. W, 66.0'      

Book 1, 

Page 132

Page 448 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

15 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 41 deg. W, 40.3'                                                      

7" Dead Tamarack - N 07 deg. W, 8.6'                             

4" Dead Tamarack - S 17 deg. E, 35.6'                                             

6" Dead Tamarack - S 31 deg. E, 10.6'                                               

GLO BK 

1, P 32

15 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Dead Tamarack - N 86 deg. E, 10.6'                                                     

5" Dead Tamarack - S 59 deg. E, 17.8'                                                             

GLO BK 

1, P 31

15 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 79 deg. E, 8.6'                                                      

3" Dead Spruce - S 42 deg. W, 12.5'                             

7" Tamarack - S 13 deg. E, 16.5'                                             

4" Tamarack - S 61 deg. W, 18.5'                                               

GLO BK 

1, P 21

15 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 61 deg. E, 19.8'                                                      

3" Dead Tamarack - N 21 deg. W, 4.0'                             

7" Dead Tamarack - S 16 deg. W, 11.2'                                             

5" Dead Tamarack - S 10 deg. E, 7.3'                                               

GLO BK 

1, P 30

15 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 66 deg. E, 9.9'                                                     

9" Dead Tamarack - N 13 deg. W, 17.8'                                                             

GLO BK 

1, P 31

16 47-26  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 53

16 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 66 deg. E, 9.9'                                                     

9" Dead Tamarack - N 13 deg. W, 17.8'                                                             

GLO BK 

1, P 31

16 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 60 deg. E, 11.2'                                                     

5" Tamarack - S 32 deg. W, 53.5'                                                             

GLO BK 

1, P 41

16 47-26 NE
Set stamped iron post at cor. by J.N. 

Louks, County Surveyor
1912

W. Oak post in pit - N 45 deg. E, 66.0'                

W. Oak post in pit - N 45 deg. W, 66.0' 

Book 1, 

Page 132

16 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 41 deg. W, 40.3'                                                      

7" Dead Tamarack - N 07 deg. W, 8.6'                             

4" Dead Tamarack - S 17 deg. E, 35.6'                                             

6" Dead Tamarack - S 31 deg. E, 10.6'                                               

GLO BK 

1, P 32

16 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Dead Tamarack - S 16 deg. W, 6.6'                                                      

7" Dead Tamarack - S 19 deg. W, 69.3'                             

3" Dead Tamarack - N 65 deg. E, 25.7'                                             

5" Dead Tamarack - N 21 deg. E, 41.6'                                               

GLO BK 

1, P 40

16 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - S 63 deg. E, 11.9'                                                     

3" Dead Tamarack - N 21 deg. E, 28.4'                                                             

GLO BK 

1, P 40

16 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 61 deg. E, 19.8'                                                      

3" Dead Tamarack - N 21 deg. W, 4.0'                             

7" Dead Tamarack - S 16 deg. W, 11.2'                                             

5" Dead Tamarack - S 10 deg. E, 7.3'                                               

GLO BK 

1, P 30

16 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Dead Tamarack - N 41 deg. E, 11.2'                                                      

3" Dead Tamarack - S 16 deg. E, 17.8'                             

5" Dead Tamarack - S 36 deg. W, 7.3'                                             

3" Dead Tamarack - N 63 deg. W, 30.4'                                               

GLO BK 

1, P 39

16 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - S 71 deg. E, 24.4'                                                     

11" Dead Tamarack - S 15 deg. W, 5.9'                                                             

GLO BK 

1, P 40

17 47-26  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 53

17 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - S 71 deg. E, 24.4'                                                     

11" Dead Tamarack - S 15 deg. W, 5.9'                                                             

GLO BK 

1, P 40

17 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 60 deg. E, 22.4'                                                     

3" Tamarack - N 17 deg. E, 17.8'                                                             

GLO BK 

1, P 55

17 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

11" Dead Tamarack - S 16 deg. W, 6.6'                                                      

7" Dead Tamarack - S 19 deg. W, 69.3'                             

3" Dead Tamarack - N 65 deg. E, 25.7'                                             

5" Dead Tamarack - N 21 deg. E, 41.6'                                               

GLO BK 

1, P 40

17 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

2" Dead tamarack - N 41 deg. E, 70.0'                                                      

5" Dead Tamarack - S 35 deg. W, 28.4'                             

3" Dead Tamarack - S 21 deg. E, 25.7'                                             

4" Dead Tamarack - N 67 deg. W, 52.1'                                               

GLO BK 

1, P 54
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17 47-26 S 1/4

1" Axle shaft found 25' W of c/l ditch to 

the N, 25' south of c/l ditch E-W and 

12.5' N of ctr. E-W dike by J. Walker

1998
(No ties available)                                                 

There is a steel fence post 1' N of Mon.
317695

17 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - S 39 deg. W, 20.5'                                                     

4" Dead Tamarack - N 62 deg. E, 11.2'                                                             

GLO BK 

1, P 52

17 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Dead Tamarack - N 41 deg. E, 11.2'                                                      

3" Dead Tamarack - S 16 deg. E, 17.8'                             

5" Dead Tamarack - S 36 deg. W, 7.3'                                             

3" Dead Tamarack - N 63 deg. W, 30.4'                                               

GLO BK 

1, P 39

17 47-26 SW

3/4" capped rebar w/"DNR Survey 

Marker" set at c/l N-S road at c/l road 

to the E by J. Walker

1999

Aitkin Co. 3 1/4" cap - N 52 deg. E, 54.45'             

Notch in N end 24" CMP - N 60 deg. E, 26.75'     

Notch in S end 24" CMP - S 60 deg. E, 27.80'

317693

17 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 37 deg. E, 40.3'                                                      

6" Poplar - N 69 deg. W, 9.9'                             

3" Poplar - S 71 deg. W, 7.3'                                             

6" Poplar - S 42 deg. E, 17.8'                                               

GLO BK 

1, P 51

17 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Willow - S 76 deg. E, 37.0'                                                     

2" Alder - S 69 deg. W, 24.4'                                                             

GLO BK 

1, P 53

18 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Willow - S 76 deg. E, 37.0'                                                     

2" Alder - S 69 deg. W, 24.4'                                                             

GLO BK 

1, P 53

18 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
2" Willow - N 40 deg. E, 6.6'                                                     

3" Willow - S 31 deg. E, 3.3'                                                             

GLO BK 

1, P 55

18 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

2" Dead tamarack - N 41 deg. E, 70.0'                                                      

5" Dead Tamarack - S 35 deg. W, 28.4'                             

3" Dead Tamarack - S 21 deg. E, 25.7'                                             

4" Dead Tamarack - N 67 deg. W, 52.1'                                               

GLO BK 

1, P 54

18 47-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

3" Willow - N 59 deg. E, 28.4'                                                      

6" Tamarac - N 18 deg. W, 42.9'                             

4" Tamarack - S 25 deg. W, 23.8'                                             

4" Tamarack - S 25 deg. E, 11.9'                                               

GLO BK 

1, P 4

18 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 No trees near to use for ties
GLO BK 

1, P 53

18 47-26 SE

3/4" capped rebar w/"DNR Survey 

Marker" set at c/l N-S road at c/l road 

to the E by J. Walker

1999

Aitkin Co. 3 1/4" cap - N 52 deg. E, 54.45'             

Notch in N end 24" CMP - N 60 deg. E, 26.75'     

Notch in S end 24" CMP - S 60 deg. E, 27.80'

317693

18 47-26 SE
Set RR spike for corner and took new 

ties by H. D Keath, County Surveyor 
1915

Oak gate post - N 68 deg E, 33.0'                         

Oak gate post - S 87 deg E, 33.6'

Book 1, 

Page 230

18 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 37 deg. E, 40.3'                                                      

6" Poplar - N 69 deg. W, 9.9'                             

3" Poplar - S 71 deg. W, 7.3'                                             

6" Poplar - S 42 deg. E, 17.8'                                               

GLO BK 

1, P 51

18 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 3

18 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
11" Ash - N 52 deg. E, 14.5'                                                     

11" Ash - N 89 deg. W, 19.8'                                                             

GLO BK 

1, P 4

19 47-26  
Subdivision of Section 19 by F.J. 

O'Hara, County Surveyor 
1907

found all but N 1/4 Cor. - reset N 1/4 cor.         

Distances and angles shown 

Book 1, 

Page 73

19 47-26 E 1/4
3/4" pipe found on W side of N-S 

Power Line clearing by J. Walker
1998

DNR RP in 12" Tam. - N 45 deg. W, 37.29'           

PK Nail in Power Pole - S 70 deg. E, 28.06'          

DNR RP in 12" Tam. - S 20 deg. W, 52.27'

317694

19 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 74 deg. E, 14.5'                                                     

8" Tamarack - S 88 deg. W, 21.8'                                                             

GLO BK 

1, P 51
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19 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 No trees near to use for ties
GLO BK 

1, P 53

19 47-26 NE

3/4" capped rebar w/"DNR Survey 

Marker" set at c/l N-S road at c/l road 

to the E by J. Walker

1999

Aitkin Co. 3 1/4" cap - N 52 deg. E, 54.45'             

Notch in N end 24" CMP - N 60 deg. E, 26.75'       

Notch in S end 24" CMP - S 60 deg. E, 27.80'

317693

19 47-26 NE
Set RR spike for corner and took new 

ties by H. D Keath, County Surveyor 
1915

Oak gate post - N 68 deg E, 33.0'                         

Oak gate post - S 87 deg E, 33.6'

Book 1, 

Page 230

19 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 37 deg. E, 40.3'                                                      

6" Poplar - N 69 deg. W, 9.9'                             

3" Poplar - S 71 deg. W, 7.3'                                             

6" Poplar - S 42 deg. E, 17.8'                                               

GLO BK 

1, P 51

19 47-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 3

19 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 38 deg. E, 11.2'                                                     

4" Tamarack - N 36 deg. W, 22.4'                                                             

GLO BK 

1, P 50

19 47-26 SE

1" pipe found 124' N of c/l E-W RR 

and approx. 100' S of NE-SW highway 

by J. Walker

1998

DNR RP in Post - N 25 deg. E, 25.03'                    

3/4" pipe - N 00 deg. E, 38.33'                              

RP in E end G.R. post - N 64 deg. W, 77.75'

317696

19 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Fir - N 50 deg. E, 15.2'                                                      

4" Fir - S 66 deg. W, 2.6'                             4" 

Spruce - S 77 deg. E, 5.3'                                             

3" Linden - N 26 deg. W, 4.0'                                               

GLO BK 

1, P 48

19 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

6" Pine - N 17 deg. E, 7.9'                                                      

5" Fir - N 37 deg. W, 12.5'                             8" 

Tamarack - S 57 deg. W, 35.0'                                             

5" Maple - S 52 deg. E, 19.8'                                               

GLO BK 

1, P 2

19 47-26 W 1/4
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

8” Ash - N 42 deg W, 48.3'                                     

8” Ash - N 67 deg W, 48.0'

Book 1, 

Page 230

19 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
4" Birch - S 51 deg. E, 8.6'                                                     

4" Ash - N 67 deg. W, 12.5'                                                             

GLO BK 

1, P 3

19 47-26
Survey of W line SW ¼ of Section by 

H. D Keath, County Surveyor 
1915

Found inp cor. And set new ties                            

Distance and Mag. Var. shown 

Book 1, 

Page 230

19 47-26
Road survey on E-W1/4  line by F.J. 

O'Hara, Deputy Co. Surveyor
1906

Road is on E-W 1/4 line.                                      

No Brgs and distances shown

Book 1, 

Page 63

20 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Maple - N 66 deg. W, 48.2'                                                     

5" Dead Tamarack - N 33 deg. E, 9.9'                                                             

GLO BK 

1, P 39

20 47-26 N 1/4

1" Axle shaft found 25' W of c/l ditch to 

the N, 25' south of c/l ditch E-W and 

12.5' N of ctr. E-W dike by J. Walker

1998
(No ties available)                                                 

There is a steel fence post 1' N of Mon.
317695

20 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - S 39 deg. W, 20.5'                                                     

4" Dead Tamarack - N 62 deg. E, 11.2'                                                             

GLO BK 

1, P 52

20 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Dead Tamarack - N 41 deg. E, 11.2'                                                      

3" Dead Tamarack - S 16 deg. E, 17.8'                             

5" Dead Tamarack - S 36 deg. W, 7.3'                                             

3" Dead Tamarack - N 63 deg. W, 30.4'                                               

GLO BK 

1, P 39

20 47-26 NW

3/4" capped rebar w/"DNR Survey 

Marker" set at c/l N-S road at c/l road 

to the E by J. Walker

1999

Aitkin Co. 3 1/4" cap - N 52 deg. E, 54.45'             

Notch in N end 24" CMP - N 60 deg. E, 26.75'     

Notch in S end 24" CMP - S 60 deg. E, 27.80'

317693

20 47-26 NW
Set RR spike for corner and took new 

ties by H. D Keath, County Surveyor 
1915

Oak gate post - N 68 deg E, 33.0'                         

Oak gate post - S 87 deg E, 33.6'

Book 1, 

Page 230

20 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Poplar - N 37 deg. E, 40.3'                                                      

6" Poplar - N 69 deg. W, 9.9'                             

3" Poplar - S 71 deg. W, 7.3'                                             

6" Poplar - S 42 deg. E, 17.8'                                               

GLO BK 

1, P 51
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20 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - N 28 deg. E, 8.6'                                                     

10" Cedar - S 81 deg. W, 8.6'                                                             

GLO BK 

1, P 49

20 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" White Birch - N 72 deg. W, 7.9'                                                      

7" Spruce - N 39 deg. E, 13.9'                             

3" Cedar - S 14 deg. W, 3.3'                                             

5" Fir - S 89 deg. E, 11.9'                                               

GLO BK 

1, P 37

20 47-26 SW

1" pipe found 124' N of c/l E-W RR 

and approx. 100' S of NE-SW highway 

by J. Walker

1998

DNR RP in Post - N 25 deg. E, 25.03'                    

3/4" pipe - N 00 deg. E, 38.33'                              

RP in E end G.R. post - N 64 deg. W, 77.75'

317696

20 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Fir - N 50 deg. E, 15.2'                                                      

4" Fir - S 66 deg. W, 2.6'                             4" 

Spruce - S 77 deg. E, 5.3'                                             

3" Linden - N 26 deg. W, 4.0'                                               

GLO BK 

1, P 48

20 47-26 W 1/4
3/4" pipe found on W side of N-S 

Power Line clearing by J. Walker
1998

DNR RP in 12" Tam. - N 45 deg. W, 37.29'        

PK Nail in Power Pole - S 70 deg. E, 28.06'        

DNR RP in 12" Tam. - S 20 deg. W, 52.27'

317694

20 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 74 deg. E, 14.5'                                                     

8" Tamarack - S 88 deg. W, 21.8'                                                             

GLO BK 

1, P 51

20 47-26
Road survey on E line SE1/4 by F.J. 

O'Hara, Deputy Co. Surveyor
1906

Found E1/4 and SE cor. - Road is on E line SE 

1/4. No Brgs and distances shown

Book 1, 

Page 64

21 47-26  
Survey of 2 Railroads in Section 21 by 

F.J. O'Hara, County Surveyor 
1909

Cuyuna Iron Range and NP RRs in S1/2 of 

Section.    Only distances shown 

Book 1, 

Page 88

21 47-26  
Subdivision of Section 21 by Martin 

Watson, Deputy Co. Surveyor 
1905

Subd. all but NE 1/4.  All distances not shown. 

Brkdwn is suspect (20.0 chs. used) 

Book 1, 

Page 55

21 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 40.3'                                                     

4" Dead Tamarack - N 71 deg. W, 11.2'                                                             

GLO BK 

1, P 30

21 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - S 63 deg. E, 11.9'                                                     

3" Dead Tamarack - N 21 deg. E, 28.4'                                                             

GLO BK 

1, P 40

21 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 61 deg. E, 19.8'                                                      

3" Dead Tamarack - N 21 deg. W, 4.0'                             

7" Dead Tamarack - S 16 deg. W, 11.2'                                             

5" Dead Tamarack - S 10 deg. E, 7.3'                                               

GLO BK 

1, P 30

21 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" Dead Tamarack - N 41 deg. E, 11.2'                                                      

3" Dead Tamarack - S 16 deg. E, 17.8'                             

5" Dead Tamarack - S 36 deg. W, 7.3'                                             

3" Dead Tamarack - N 63 deg. W, 30.4'                                               

GLO BK 

1, P 39

21 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Fir - N 28 deg. E, 7.9'                                                     

7" Pine - S 67 deg. E, 11.2'                                                             

GLO BK 

1, P 38

21 47-26 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Dead Birch - N 90 deg E, 16.0'                              

Dead Poplar - SE, 41.0'

Book 1, 

Page 88

21 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Fir - N 43 deg. E, 6.6'                                                      

6" Cedar - S 45 deg. E, 21.8'                             

5" Cedar - N 49 deg. E, 7.9'                                             

3" Cedar - S 25 deg. W, 4.0'                                               

GLO BK 

1, P 28

21 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" White Birch - N 72 deg. W, 7.9'                                                      

7" Spruce - N 39 deg. E, 13.9'                             

3" Cedar - S 14 deg. W, 3.3'                                             

5" Fir - S 89 deg. E, 11.9'                                               

GLO BK 

1, P 37

21 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Maple - N 66 deg. W, 48.2'                                                     

5" Dead Tamarack - N 33 deg. E, 9.9'                                                             

GLO BK 

1, P 39

21 47-26
Road survey on W line SW1/4 by F.J. 

O'Hara, Deputy Co. Surveyor
1906

Found W1/4 and SW cor. - Road is on W line 

SW 1/4. No Brgs and distances shown

Book 1, 

Page 64

21 47-26
Road survey on S line SW1/4 by F.J. 

O'Hara, Deputy Co. Surveyor
1906

Found S1/4 and SW cor. - Road is on S line 

SW 1/4. No Brgs and distances shown

Book 1, 

Page 65

22 47-26  
Survey of 2 Railroads in Section 22 by 

F.J. O'Hara, County Surveyor 
1909

Cuyuna Iron Range and NP RRs in S1/2 of 

Section.    Only distances shown 

Book 1, 

Page 88

22 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Dead Tamarack - N 31 deg. W, 10.6'                                                     

4" Dead Tamarack - S 26 deg. E, 12.5'                                                             

GLO BK 

1, P 21
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22 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Dead Tamarack - N 86 deg. E, 10.6'                                                     

5" Dead Tamarack - S 59 deg. E, 17.8'                                                             

GLO BK 

1, P 31

22 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 79 deg. E, 8.6'                                                      

3" Dead Spruce - S 42 deg. W, 12.5'                             

7" Tamarack - S 13 deg. E, 16.5'                                             

4" Tamarack - S 61 deg. W, 18.5'                                               

GLO BK 

1, P 21

22 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 61 deg. E, 19.8'                                                      

3" Dead Tamarack - N 21 deg. W, 4.0'                             

7" Dead Tamarack - S 16 deg. W, 11.2'                                             

5" Dead Tamarack - S 10 deg. E, 7.3'                                               

GLO BK 

1, P 30

22 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Cedar - N 26 deg. E, 13.2'                                                     

4" Fir - S 73 deg. E, 9.9'                                                             

GLO BK 

1, P 29

22 47-26 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Pine stump - N 64 deg E, 55.5'                              

Pine stump - S 38 deg W, 55.5'

Book 1, 

Page 88

22 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Linden - S 55 deg. E, 13.2'                                                      

5" Fir - N 31 deg. W, 21.1'                             

11" Fir - N 06 deg. E, 14.5'                                             

3" Ironwood - S 80 deg. W, 16.5'                                               

GLO BK 

1, P 20

22 47-26 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Dead Birch - N 90 deg E, 16.0'                              

Dead Poplar - SE, 41.0'

Book 1, 

Page 88

22 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Fir - N 43 deg. E, 6.6'                                                      

6" Cedar - S 45 deg. E, 21.8'                             

5" Cedar - N 49 deg. E, 7.9'                                             

3" Cedar - S 25 deg. W, 4.0'                                               

GLO BK 

1, P 28

22 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Dead Tamarack - N 36 deg. E, 40.3'                                                     

4" Dead Tamarack - N 71 deg. W, 11.2'                                                             

GLO BK 

1, P 30

23 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Dead Tamarack - N 30 deg. E, 11.2'                                                     

5" Dead Tamarack - N 06 deg. W, 8.6'                                                             

GLO BK 

1, P 12

23 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
7" Dead Tamarack - N 31 deg. E, 35.0'                                                     

4" Dead Tamarack - S 63 deg. E, 19.1'                                                             

GLO BK 

1, P 22

23 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 31 deg. E, 11.2'                                                      

9" Dead Tamarack - N 16 deg. W, 21.1'                             

3" Dead Tamarack - S 29 deg. W, 12.5'                                             

4" Dead Tamarack - S 62 deg. E, 28.4'                                               

GLO BK 

1, P 12

23 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 79 deg. E, 8.6'                                                      

3" Dead Spruce - S 42 deg. W, 12.5'                             

7" Tamarack - S 13 deg. E, 16.5'                                             

4" Tamarack - S 61 deg. W, 18.5'                                               

GLO BK 

1, P 21

23 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 32 deg. E, 13.9'                                                     

3" Tamarack - N 16 deg. W, 4.6'                                                             

GLO BK 

1, P 21

23 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - N 15 deg. E, 9.2'                                                      

3" Fir - N 43 deg. W, 15.8'                             4" 

Fir - S 60 deg. E, 17.2'                                             

5" Fir - S 39 deg. W, 44.2'                                               

GLO BK 

1, P 10

23 47-26 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Pine stump - N 64 deg E, 55.5'                            

Pine stump - S 38 deg W, 55.5'

Book 1, 

Page 88

23 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Linden - S 55 deg. E, 13.2'                                                      

5" Fir - N 31 deg. W, 21.1'                             

11" Fir - N 06 deg. E, 14.5'                                             

3" Ironwood - S 80 deg. W, 16.5'                                               

GLO BK 

1, P 20

23 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Dead Tamarack - N 31 deg. W, 10.6'                                                     

4" Dead Tamarack - S 26 deg. E, 12.5'                                                             

GLO BK 

1, P 21

24 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties
GLO BK 

2, P 10

24 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Dead Tamarack - N 41 deg. W, 8.6'                                                     

6" Dead Ash - S 69 deg. E, 41.6'                                                             

GLO BK 

1, P 13
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24 47-26 NE

1" pipe found 8' W of c/l road to the N 

and 5' S of c/l road to the W by J. 

Walker

1994

DNR RP in 5" Oak - N 84 deg. E, 57.64'                

DNR RP in 7" Oak - S 56 deg. E, 43.16'               

DNR RP in 10" Oak - S 60 deg. W, 68.44'

286652 244030.970 468266.060

24 47-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

4" Balsam - N 37 deg. E, 95.0'                                    

18" Pine - N 22 deg. W, 103.6'                                           

13" Pine - S 67 deg. W, 129.4'                                  

4" Tamarack - S 19 deg. E, 115.5' 

GLO BK 

2, P 10

24 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Dead Tamarack - N 31 deg. E, 11.2'                                                      

9" Dead Tamarack - N 16 deg. W, 21.1'                             

3" Dead Tamarack - S 29 deg. W, 12.5'                                             

4" Dead Tamarack - S 62 deg. E, 28.4'                                               

GLO BK 

1, P 12

24 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Pine - N 11 deg. W, 5.3'                                                     

4" Fir - S 26 deg. E, 5.9'                                                             

GLO BK 

1, P 11

24 47-26 SE
Set 3/4” iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

10” White Oak - N 45 deg. E, 74.9'                         

8” Pine – N 45 deg. E, 54.0'                                 

5” triple Elm – N 45 deg. W, 102.0'   

Book CH-

5  P. 13

24 47-26 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

24 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Elm - N 54 deg. E, 33.0'                                    

5" Maple - N 36 deg. W, 15.2'                                           

5" Maple - S 75 deg. W, 4.0'                                  

5" Maple - S 35 deg. E, 24.4' 

GLO BK 

2, P 9

24 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - N 15 deg. E, 9.2'                                                      

3" Fir - N 43 deg. W, 15.8'                             4" 

Fir - S 60 deg. E, 17.2'                                             

5" Fir - S 39 deg. W, 44.2'                                               

GLO BK 

1, P 10

24 47-26 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
3" Dead Tamarack - N 30 deg. E, 11.2'                                                     

5" Dead Tamarack - N 06 deg. W, 8.6'                                                             

GLO BK 

1, P 12

25 47-26 E 1/4
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

25 47-26 E 1/4
Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

1870
6" Maple - S 60 deg. E, 29.1'                                                      

11" Black Ash - N 70 deg. W, 16.5'                                                   

GLO BK 

2, P 9

25 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Pine - N 11 deg. W, 5.3'                                                     

4" Fir - S 26 deg. E, 5.9'                                                             

GLO BK 

1, P 11

25 47-26 NE
Set 3/4” iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1957

10” White Oak - N 45 deg. E, 74.9'                         

8” Pine – N 45 deg. E, 54.0'                                 

5” triple Elm – N 45 deg. W, 102.0'   

Book CH-

5  P. 13

25 47-26 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

25 47-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

5" Elm - N 54 deg. E, 33.0'                                    

5" Maple - N 36 deg. W, 15.2'                                           

5" Maple - S 75 deg. W, 4.0'                                  

5" Maple - S 35 deg. E, 24.4' 

GLO BK 

2, P 9

25 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - N 15 deg. E, 9.2'                                                      

3" Fir - N 43 deg. W, 15.8'                             4" 

Fir - S 60 deg. E, 17.2'                                             

5" Fir - S 39 deg. W, 44.2'                                               

GLO BK 

1, P 10

25 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Elm - N 60 deg. E, 4.0'                                                     

8" Fir - S 60 deg. W, 7.9'                                                             

GLO BK 

1, P 9

25 47-26 SE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

25 47-26 SE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

25 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Maple - N 75 deg. E, 33.7'                                    

6" Balsam - N 44 deg. W, 9.2'                                           

6" Ash - S 32 deg. W, 19.8'                                  

6" Balsam - S 12 deg. E, 10.6' 

GLO BK 

2, P 8

25 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Pine - N 15 deg. W, 12.5'                                                      

13" Pine - N 02 deg. E, 16.5'                             

10" Swamp Oak - S 73 deg. W, 17.8'                                             

8" Swamp Oak - S 52 deg. E, 58.1'                                               

GLO BK 

1, P 8

25 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" White Birch - N 87 deg. W, 7.9'                                                     

4" White Birch - S 43 deg. E, 2.0'                                                             

GLO BK 

1, P 105
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26 47-26  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1915

Survey of W. line of Section                        

Distance and Mag. Var. stated

Book 2, 

Page 108

26 47-26 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
5" White Birch - N 87 deg. W, 7.9'                                                     

4" White Birch - S 43 deg. E, 2.0'                                                             

GLO BK 

1, P 105

26 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 32 deg. E, 13.9'                                                     

3" Tamarack - N 16 deg. W, 4.6'                                                             

GLO BK 

1, P 21

26 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" Linden - N 15 deg. E, 9.2'                                                      

3" Fir - N 43 deg. W, 15.8'                             4" 

Fir - S 60 deg. E, 17.2'                                             

5" Fir - S 39 deg. W, 44.2'                                               

GLO BK 

1, P 10

26 47-26 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Pine stump - N 64 deg E, 55.5'                          

Pine stump - S 38 deg W, 55.5'

Book 1, 

Page 88

26 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Linden - S 55 deg. E, 13.2'                                                      

5" Fir - N 31 deg. W, 21.1'                             

11" Fir - N 06 deg. E, 14.5'                                             

3" Ironwood - S 80 deg. W, 16.5'                                               

GLO BK 

1, P 20

26 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 40 deg. E, 6.6'                                                     

5" White Ash - N 34 deg. W, 4.0'                                                             

GLO BK 

1, P 19

26 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Pine - N 15 deg. W, 12.5'                                                      

13" Pine - N 02 deg. E, 16.5'                             

10" Swamp Oak - S 73 deg. W, 17.8'                                             

8" Swamp Oak - S 52 deg. E, 58.1'                                               

GLO BK 

1, P 8

26 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Elm - N 62 deg. W, 15.2'                                                      

24" Elm - S 85 deg. W, 38.9'                             

8" Black Ash - N 71 deg. E, 42.9'                                             

6" Spruce - S 30 deg. E, 54.8'                                               

GLO BK 

1, P 18

26 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Black Ash - N 57 deg. E, 4.0.'                                                     

5" Black Ash - S 44 deg. W, 5.3'                                                             

GLO BK 

1, P 19

26 47-26
Road survey on S line of Sec. 26 by 

F.J. O'Hara, County Surveyor
1909

Road is on S line of Section.                               

Mag. Var. and distances stated

Book 1, 

Page 102

27 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Black Ash - N 57 deg. E, 4.0.'                                                     

5" Black Ash - S 44 deg. W, 5.3'                                                             

GLO BK 

1, P 19

27 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
4" Cedar - N 26 deg. E, 13.2'                                                     

4" Fir - S 73 deg. E, 9.9'                                                             

GLO BK 

1, P 29

27 47-26 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Pine stump - N 64 deg E, 55.5'                          

Pine stump - S 38 deg W, 55.5'

Book 1, 

Page 88

27 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Linden - S 55 deg. E, 13.2'                                                      

5" Fir - N 31 deg. W, 21.1'                             

11" Fir - N 06 deg. E, 14.5'                                             

3" Ironwood - S 80 deg. W, 16.5'                                               

GLO BK 

1, P 20

27 47-26 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Dead Birch - N 90 deg E, 16.0'                         

Dead Poplar - SE, 41.0'

Book 1, 

Page 88

27 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Fir - N 43 deg. E, 6.6'                                                      

6" Cedar - S 45 deg. E, 21.8'                             

5" Cedar - N 49 deg. E, 7.9'                                             

3" Cedar - S 25 deg. W, 4.0'                                               

GLO BK 

1, P 28

27 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Spruce - S 38 deg. E, 8.4'                                                     

18" White Birch - N 28 deg. W, 15.8'                                                             

GLO BK 

1, P 27

27 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Elm - N 62 deg. W, 15.2'                                                      

24" Elm - S 85 deg. W, 38.9'                             

8" Black Ash - N 71 deg. E, 42.9'                                             

6" Spruce - S 30 deg. E, 54.8'                                               

GLO BK 

1, P 18

27 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 25 deg. E, 10.6'                                                      

12" Cedar - S 54 deg. E, 21.1'                             

11" Cedar - N 10 deg. W, 11.2'                                             

9" Cedar - S 34 deg. W, 16.5'                                               

GLO BK 

1, P 26

27 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Oak - N 67 deg. E, 4.0'                                                     

12" White Birch - S 37 deg. W, 15.8'                                                             

GLO BK 

1, P 28
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28 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" White Oak - N 67 deg. E, 4.0'                                                     

12" White Birch - S 37 deg. W, 15.8'                                                             

GLO BK 

1, P 28

28 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Fir - N 28 deg. E, 7.9'                                                     

7" Pine - S 67 deg. E, 11.2'                                                             

GLO BK 

1, P 38

28 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Fir - N 43 deg. E, 6.6'                                                      

6" Cedar - S 45 deg. E, 21.8'                             

5" Cedar - N 49 deg. E, 7.9'                                             

3" Cedar - S 25 deg. W, 4.0'                                               

GLO BK 

1, P 28

28 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" White Birch - N 72 deg. W, 7.9'                                                      

7" Spruce - N 39 deg. E, 13.9'                             

3" Cedar - S 14 deg. W, 3.3'                                             

5" Fir - S 89 deg. E, 11.9'                                               

GLO BK 

1, P 37

28 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Maple - S 08 deg. W, 9.9'                                                     

15" Pine - N 67 deg. W, 7.9'                                                             

GLO BK 

1, P 36

28 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 25 deg. E, 10.6'                                                      

12" Cedar - S 54 deg. E, 21.1'                             

11" Cedar - N 10 deg. W, 11.2'                                             

9" Cedar - S 34 deg. W, 16.5'                                               

GLO BK 

1, P 26

28 47-26 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

Dead Birch - N 90 deg E, 16.0'                          

Dead Poplar - SE, 41.0'

Book 1, 

Page 88

28 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - S 24 deg. E, 5.9'                                                      

5" Tamarack - N 71 deg. W, 25.7'                             

4" Tamarack - N 36 deg. E, 37.6'                                             

4" Tamarack - S 70 deg. W, 15.2'                                               

GLO BK 

1, P 35

28 47-26 W 1/4

Corner falls in Johnson Lake - no 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 Corner falls in Johnson Lake - no ties taken                                                        
GLO BK 

1, P 37

28 47-26 W.C.

W.C. to W 1/4 cor. Is on W. line of 

NW 1/4, 512.2' N of W 1/4 cor.on W 

side of Johnson Lake - wood post set 

as part of original Government Land 

Office Survey by A. & W.F. Ingerson, 

U.S. Deputy Surveyors

1870
5" Poplar - S 47 deg. E, 4.6'                                                      

5" Poplar - N 41 deg. W, 2.6'                                                             

GLO BK 

1, P 37

28 47-26
Road survey on N line NW1/4 by F.J. 

O'Hara, Deputy Co. Surveyor
1906

Found N1/4 and NW cor. - Road is on N line 

NW 1/4. No Brgs and distances shown

Book 1, 

Page 65

29 47-26 E 1/4

Corner falls in Johnson Lake no wood 

post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870 Corner falls in Johnson Lake - no ties taken                                                        
GLO BK 

1, P 37

29 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Cedar - N 28 deg. E, 8.6'                                                     

10" Cedar - S 81 deg. W, 8.6'                                                             

GLO BK 

1, P 49

29 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

4" White Birch - N 72 deg. W, 7.9'                                                      

7" Spruce - N 39 deg. E, 13.9'                             

3" Cedar - S 14 deg. W, 3.3'                                             

5" Fir - S 89 deg. E, 11.9'                                               

GLO BK 

1, P 37

29 47-26 NW

1" pipe found 124' N of c/l E-W RR 

and approx. 100' S of NE-SW highway 

by J. Walker

1998

DNR RP in Post - N 25 deg. E, 25.03'                   

3/4" pipe - N 00 deg. E, 38.33'                              

RP in E end G.R. post - N 64 deg. W, 77.75'

317696

29 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Fir - N 50 deg. E, 15.2'                                                      

4" Fir - S 66 deg. W, 2.6'                             4" 

Spruce - S 77 deg. E, 5.3'                                             

3" Linden - N 26 deg. W, 4.0'                                               

GLO BK 

1, P 48

29 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Black Ash - S 36 deg. W, 1.3'                                                     

7" Tamarack - N 49 deg. E, 17.8'                                                             

GLO BK 

1, P 46

29 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - S 24 deg. E, 5.9'                                                      

5" Tamarack - N 71 deg. W, 25.7'                             

4" Tamarack - N 36 deg. E, 37.6'                                             

4" Tamarack - S 70 deg. W, 15.2'                                               

GLO BK 

1, P 35

29 47-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Maple - S 64 deg. E, 5.3'                                                      

7" Linden - N 59 deg. W, 23.1'                             

13" Birch - S 41 deg. W, 17.8'                                             

15" Poplar - N 67 deg. E, 33.0'                                               

GLO BK 

1, P 46
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29 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Birch - S 45 deg. E, 9.9'                                                     

10" Birch - S 33 deg. W, 12.5'                                                             

GLO BK 

1, P 48

29 47-26 W.C.

W.C. to E 1/4 cor. Is on E. line of NE 

1/4, 512.2' N of E 1/4 cor.on W side of 

Johnson Lake - wood post set as part 

of original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
5" Poplar - S 47 deg. E, 4.6'                                                      

5" Poplar - N 41 deg. W, 2.6'                                                             

GLO BK 

1, P 37

30 47-26  

Tract Survey in NE1/4-NE1/4 of 

Section by H.D. Keath, County 

Surveyor 

1939
Is S of RR                                                    

Distance and angles shown

Book 1, 

Page 510

30 47-26  
Subdivision of Section 30 by F.J. 

O'Hara, County Surveyor 
1910

Subd. W1/2 of Section. Fnd all but N1/4 cor.        

Distances and angles shown

Book 1, 

Page 114

30 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Birch - S 45 deg. E, 9.9'                                                     

10" Birch - S 33 deg. W, 12.5'                                                             

GLO BK 

1, P 48

30 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - S 38 deg. E, 11.2'                                                     

4" Tamarack - N 36 deg. W, 22.4'                                                             

GLO BK 

1, P 50

30 47-26 NE

1" pipe found 124' N of c/l E-W RR 

and approx. 100' S of NE-SW highway 

by J. Walker

1998

DNR RP in Post - N 25 deg. E, 25.03'                   

3/4" pipe - N 00 deg. E, 38.33'                             

RP in E end G.R. post - N 64 deg. W, 77.75'

317696

30 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Fir - N 50 deg. E, 15.2'                                                      

4" Fir - S 66 deg. W, 2.6'                             4" 

Spruce - S 77 deg. E, 5.3'                                             

3" Linden - N 26 deg. W, 4.0'                                               

GLO BK 

1, P 48

30 47-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

6" Pine - N 17 deg. E, 7.9'                                                      

5" Fir - N 37 deg. W, 12.5'                             8" 

Tamarack - S 57 deg. W, 35.0'                                             

5" Maple - S 52 deg. E, 19.8'                                               

GLO BK 

1, P 2

30 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Black Oak - N 04 deg. W, 15.2'                                                     

4" Black Oak - S 14 deg. W, 5.3'                                                             

GLO BK 

1, P 47

30 47-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Maple - S 64 deg. E, 5.3'                                                      

7" Linden - N 59 deg. W, 23.1'                             

13" Birch - S 41 deg. W, 17.8'                                             

15" Poplar - N 67 deg. E, 33.0'                                               

GLO BK 

1, P 46

30 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 39.6'                                                      

3" Spruce - N 10 deg. W, 36.3'                             

5" Tamarack - S 22 deg. W, 20.5'                                             

5" Tamarack - S 75 deg. E, 66.0'                                               

GLO BK 

1, P 1

30 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
16" Pine - S 75 deg. E, 34.3'                                                     

12" Pine - N 22 deg. W, 21.1'                                                             

GLO BK 

1, P 2

31 47-26  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1917

Survey of S line of Section                          

Distance and Mag. Var. stated

Book 2, 

Page 122

31 47-26  
Road Survey in Sec. 31 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on E. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 89

31 47-26  
Subdivision of Section 31 by C.O. 

Armstead, County Surveyor 
1895

Set posts at most 1/16th cors. No ties or 

distances shown

Book 1, 

Page 10

31 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - S 52 deg. E, 12.5'                                                     

6" Black Oak - N 31 deg. W, 22.4'                                                             

GLO BK 

1, P 45

31 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Black Oak - N 04 deg. W, 15.2'                                                     

4" Black Oak - S 14 deg. W, 5.3'                                                             

GLO BK 

1, P 47

31 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

10" Maple - S 64 deg. E, 5.3'                                                      

7" Linden - N 59 deg. W, 23.1'                             

13" Birch - S 41 deg. W, 17.8'                                             

15" Poplar - N 67 deg. E, 33.0'                                               

GLO BK 

1, P 46

31 47-26 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 39.6'                                                      

3" Spruce - N 10 deg. W, 36.3'                             

5" Tamarack - S 22 deg. W, 20.5'                                             

5" Tamarack - S 75 deg. E, 66.0'                                               

GLO BK 

1, P 1
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31 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
5" Tamarack - S 10 deg. W, 5.9'                                                      

5" Tamarack - N 24 deg. W, 8.6'                                                             

GLO BK 

1, P 12

31 47-26 SE

Found 1 1/2” iron pipe and took new 

ties by Chas. Handschu, Private 

Surveyor

1960
10” Maple - N 80 deg. W, 22.4'                               

8” Red Oak – S 65 deg. E, 5.9' 

Book CH-

2  Page 

21

31 47-26 SE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Aspen – S 45 deg. W, 40.2'                             

6” Aspen – N 45 deg. E, 46.5'                               

7“ Aspen - N 45 deg. W, 40.2'               

Book 2, 

Page 122

31 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

12" Aspen - N 60 deg. E, 5.3'                                                      

11" Aspen - N 45 deg. W, 23.8'                           

12" Aspen - S 55 deg. W, 7.9'                                             

12" Aspen - S 65 deg. E, 4.0'                                               

GLO BK 

1, P 11

31 47-26 SW

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1917
7” Spruce - S 45 deg. E, 36.9'                               

5” Spruce – N 45 deg. E, 47.5'

Book 2, 

Page 122

31 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

6" Aspen - N 18 deg. E, 3.3'                                                      

10" Pine - N 21 deg. W, 11.9'                           

6" Tamarack - S 48 deg. W, 21.1'                                             

6" Pine - S 81 deg. E, 9.2'                                               

GLO BK 

1, P 6

31 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
10" Spruce - N 71 deg. E, 12.5'                                                     

4" Poplar - N 15 deg. W, 7.9'                                                             

GLO BK 

1, P 82

32 47-26  
Road Survey in Sec. 32 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on W. Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 89

32 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 81 deg. W, 5.9'                                                     

12" Tamarack - S 45 deg. E, 4.6'                                                             

GLO BK 

1, P 34

32 47-26 M.C.

M.C. is on E. line of NE 1/4, 1254.0' N 

of E 1/4 cor.on S side of Hansen Lake 

- wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - S 83 deg. W, 13.9'                                                      

8" White Birch - S 79 deg. E, 4.0'                                                             

GLO BK 

1, P 35

32 47-26 M.C.

M.C. is on E. line of NE 1/4, 66.0' S of 

NE cor.on N side of Hansen Lake - 

wood post set as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
3" Tamarack - N 86 deg. W, 46.2'                                                      

3" Tamarack - N 10 deg. E, 21.1'                                                             

GLO BK 

1, P 35

32 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
15" Black Ash - S 36 deg. W, 1.3'                                                     

7" Tamarack - N 49 deg. E, 17.8'                                                             

GLO BK 

1, P 46

32 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - S 24 deg. E, 5.9'                                                      

5" Tamarack - N 71 deg. W, 25.7'                             

4" Tamarack - N 36 deg. E, 37.6'                                             

4" Tamarack - S 70 deg. W, 15.2'                                               

GLO BK 

1, P 35

32 47-26 NW
Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

1870
10" Maple - S 64 deg. E, 5.3'                                                      

7" Linden - N 59 deg. W, 23.1'                             

13" Birch - S 41 deg. W, 17.8'                                             

GLO BK 

1, P 46

32 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
8" Spruce - N 49 deg. E, 11.2'                                                      

4" Tamarack - S 11 deg. W, 19.8'                                                             

GLO BK 

1, P 11

32 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Black Oak - N 47 deg. E, 21.8'                                                      

8" Pine - N 51 deg. W, 22.4'                           5" 

Maple - S 46 deg. W, 23.8'                                             

5" Maple - S 58 deg. E, 11.2'                                               

GLO BK 

1, P 10

32 47-26 SW

Found 1 1/2” iron pipe and took new 

ties by Chas. Handschu, Private 

Surveyor

1960
10” Maple - N 80 deg. W, 22.4'                               

8” Red Oak – S 65 deg. E, 5.9' 

Book CH-

2  Page 

21

32 47-26 SW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Aspen – S 45 deg. W, 40.2'                             

6” Aspen – N 45 deg. E, 46.5'                               

7“ Aspen - N 45 deg. W, 40.2'               

Book 2, 

Page 122

32 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

12" Aspen - N 60 deg. E, 5.3'                                                      

11" Aspen - N 45 deg. W, 23.8'                           

12" Aspen - S 55 deg. W, 7.9'                                             

12" Aspen - S 65 deg. E, 4.0'                                               

GLO BK 

1, P 11
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32 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - S 52 deg. E, 12.5'                                                     

6" Black Oak - N 31 deg. W, 22.4'                                                             

GLO BK 

1, P 45

33 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Linden - N 42 deg. E, 11.2'                                                     

12" White Birch - S 16 deg. W, 7.3'                                                             

GLO BK 

1, P 26

33 47-26 M.C.

M.C. is on W. line of NW 1/4, 1254.0' 

N of W 1/4 cor.on S side of Hansen 

Lake - wood post set as part of 

original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
12" Poplar - S 83 deg. W, 13.9'                                                      

8" White Birch - S 79 deg. E, 4.0'                                                             

GLO BK 

1, P 35

33 47-26 M.C.

M.C. is on W. line of NW 1/4, 66.0' S 

of NW cor.on N side of Hansen Lake - 

wood post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
3" Tamarack - N 86 deg. W, 46.2'                                                      

3" Tamarack - N 10 deg. E, 21.1'                                                             

GLO BK 

1, P 35

33 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
6" Maple - S 08 deg. W, 9.9'                                                     

15" Pine - N 67 deg. W, 7.9'                                                             

GLO BK 

1, P 36

33 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 25 deg. E, 10.6'                                                      

12" Cedar - S 54 deg. E, 21.1'                             

11" Cedar - N 10 deg. W, 11.2'                                             

9" Cedar - S 34 deg. W, 16.5'                                               

GLO BK 

1, P 26

33 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

3" Tamarack - S 24 deg. E, 5.9'                                                      

5" Tamarack - N 71 deg. W, 25.7'                             

4" Tamarack - N 36 deg. E, 37.6'                                             

4" Tamarack - S 70 deg. W, 15.2'                                               

GLO BK 

1, P 35

33 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
4" Black Oak - N 62 deg. E, 15.8'                                                      

4" Black Oak - S 32 deg. E, 5.9'                                                             

GLO BK 

1, P 7

33 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

12" Pine - N 62 deg. E, 19.8'                                                      

14" Aspen - N 15 deg. W, 19.8'                           

11" Pine - S 66 deg. W, 54.1'                                             

10" Maple - S 40 deg. E, 18.5'                                               

GLO BK 

1, P 9

33 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Black Oak - N 47 deg. E, 21.8'                                                      

8" Pine - N 51 deg. W, 22.4'                           5" 

Maple - S 46 deg. W, 23.8'                                             

5" Maple - S 58 deg. E, 11.2'                                               

GLO BK 

1, P 10

33 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 81 deg. W, 5.9'                                                     

12" Tamarack - S 45 deg. E, 4.6'                                                             

GLO BK 

1, P 34

34 47-26  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Road is on N-S 1/16 line in NW 1/4                        

Distance and Mag. Var. stated

Book 2, 

Page 101

34 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - S 66 deg. W, 19.1'                                                     

10" Poplar - N 71 deg. E, 17.2'                                                             

GLO BK 

1, P 17

34 47-26 M.C.

M.C is on S line SW 1/4, on NW side 

Sissabagamah Lake - 2326.5' E of 

SW Cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
18" Pine - N 10 deg. W, 31.7'                                                      

6" Black Oak - S 55 deg. W, 13.2'                                                             

GLO BK 

1, P 9

34 47-26 M.C.

M.C. is on E. line of SE 1/4, on NE 

side Sissabagamah Lake - 959.6' N of 

SE cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
7" Pine - S 79 deg. E, 13.2'                                                      

6" Pine - N 44 deg. W, 33.7'                                                             

GLO BK 

1, P 17

34 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
13" Spruce - S 38 deg. E, 8.4'                                                     

18" White Birch - N 28 deg. W, 15.8'                                                             

GLO BK 

1, P 27

34 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Elm - N 62 deg. W, 15.2'                                                      

24" Elm - S 85 deg. W, 38.9'                             

8" Black Ash - N 71 deg. E, 42.9'                                             

6" Spruce - S 30 deg. E, 54.8'                                               

GLO BK 

1, P 18
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34 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

6" White Birch - N 25 deg. E, 10.6'                                                      

12" Cedar - S 54 deg. E, 21.1'                             

11" Cedar - N 10 deg. W, 11.2'                                             

9" Cedar - S 34 deg. W, 16.5'                                               

GLO BK 

1, P 26

34 47-26 S 1/4

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 9

34 47-26 SE

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 8

34 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

12" Pine - N 62 deg. E, 19.8'                                                      

14" Aspen - N 15 deg. W, 19.8'                           

11" Pine - S 66 deg. W, 54.1'                                             

10" Maple - S 40 deg. E, 18.5'                                               

GLO BK 

1, P 9

34 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
11" Linden - N 42 deg. E, 11.2'                                                     

12" White Birch - S 16 deg. W, 7.3'                                                             

GLO BK 

1, P 26

34 47-26
Road survey in Sec. 34 by F.J. 

O'Hara, County Surveyor
1909

Road is on E line NE 1/4 of Section                   

Mag. Var. and distances stated

Book 1, 

Page 102

35 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" White Birch - S 84 deg. E, 19.8'                                                     

4" Maple - S 30 deg. W, 13.2'                                                             

GLO BK 

1, P 8

35 47-26 M.C.

M.C is on S line SW 1/4, on NE side 

Sissabagamah Lake - 1240.8' W of 

S1/4 Cor. - wood post set as part of 

original Government Land Office 

Survey by A. & W.F. Ingerson, U.S. 

Deputy Surveyors

1870
15" Pine - N 11 deg. W, 5.9'                                                      

9" Aspen - S 49 deg. E, 11.9'                                                             

GLO BK 

1, P 8

35 47-26 M.C.

is on W. line of SW 1/4, 959.6' N of 

SW cor. - wood post set as part of 

original Government Land Office 

Survey by Warren M. Adley, U.S. 

Deputy Surveyor

1870
7" Pine - S 79 deg. E, 13.2'                                                      

6" Pine - N 44 deg. W, 33.7'                                                             

GLO BK 

1, P 17

35 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Pine - S 40 deg. E, 6.6'                                                     

5" White Ash - N 34 deg. W, 4.0'                                                             

GLO BK 

1, P 19

35 47-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Pine - N 15 deg. W, 12.5'                                                      

13" Pine - N 02 deg. E, 16.5'                             

10" Swamp Oak - S 73 deg. W, 17.8'                                             

8" Swamp Oak - S 52 deg. E, 58.1'                                               

GLO BK 

1, P 8

35 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

5" Elm - N 62 deg. W, 15.2'                                                      

24" Elm - S 85 deg. W, 38.9'                             

8" Black Ash - N 71 deg. E, 42.9'                                             

6" Spruce - S 30 deg. E, 54.8'                                               

GLO BK 

1, P 18

35 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
4" Tamarack - N 70 deg. W, 35.6'                                                      

4" Tamarack - S 62 deg. W, 35.0'                                                             

GLO BK 

1, P 7

35 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Tamarack - N 03 deg. E, 34.3'                                                      

9" Tamarack - N 20 deg. W, 14.5'                         

9" Tamarack - S 33 deg. W, 35.0'                                             

8" Tamarack - S 82 deg. E, 30.4'                                               

GLO BK 

1, P 7

35 47-26 SW

Corner falls in Sissabagamah Lake - 

no post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no ties as corner falls in Sissabagamah Lake
GLO BK 

1, P 8

35 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
12" Poplar - S 66 deg. W, 19.1'                                                     

10" Poplar - N 71 deg. E, 17.2'                                                             

GLO BK 

1, P 17

35 47-26
Road survey on N & W lines of Sec. 

35 by F.J. O'Hara, County Surveyor
1909

Road is on N line and W line NW 1/4 of Sec.         

Mag. Var. and distances stated

Book 1, 

Page 102

36 47-26 E 1/4
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403
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36 47-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
10" Pine - N 15 deg. E, 14.5'                                                      

10" Maple - S 86 deg. W, 13.2'                                                   

GLO BK 

2, P 8

36 47-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
20" Elm - N 60 deg. E, 4.0'                                                     

8" Fir - S 60 deg. W, 7.9'                                                             

GLO BK 

1, P 9

36 47-26 NE
Conc. Mon. set at corner by H.D. 

Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

36 47-26 NE
Set 4”x4” conc. Mon. at corner by Fred 

Heuer, County Surveyor
1922 No new ties taken

Book 1, 

Page 357

36 47-26 NE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

6" Maple - N 75 deg. E, 33.7'                                    

6" Balsam - N 44 deg. W, 9.2'                                           

6" Ash - S 32 deg. W, 19.8'                                  

6" Balsam - S 12 deg. E, 10.6' 

GLO BK 

2, P 8

36 47-26 NW

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870

14" Pine - N 15 deg. W, 12.5'                                                      

13" Pine - N 02 deg. E, 16.5'                             

10" Swamp Oak - S 73 deg. W, 17.8'                                             

8" Swamp Oak - S 52 deg. E, 58.1'                                               

GLO BK 

1, P 8

36 47-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
6" Spruce - S 80 deg. E, 23.1'                                                      

8" Tamarack - N 10 deg. W, 9.9'                                                             

GLO BK 

1, P 7

36 47-26 SE
3” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1926 Did not take new ties  

Book 1, 

Page 416

36 47-26 SE
Iron mon. set at corner by H.D. Keath, 

County Surveyor
1925 Did not take new ties  

Book 1, 

Page 403

36 47-26 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

10" Pine - N 20 deg. E, 9.9'                                    

10" Tamarack - N 35 deg. W, 11.9'                                           

10" Tamarack - S 54 deg. W, 9.9'                                  

10" Tamarack - S 05 deg. E, 7.3' 

GLO BK 

2, P 14

36 47-26 SW

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870

9" Tamarack - N 03 deg. E, 34.3'                                                      

9" Tamarack - N 20 deg. W, 14.5'                         

9" Tamarack - S 33 deg. W, 35.0'                                             

8" Tamarack - S 82 deg. E, 30.4'                                               

GLO BK 

1, P 7

36 47-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Warren M. Adley, U.S. Deputy 

Surveyor

1870
5" White Birch - S 84 deg. E, 19.8'                                                     

4" Maple - S 30 deg. W, 13.2'                                                             

GLO BK 

1, P 8

1 47-27 E 1/4
Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

1870 no trees near to use for ties  
GLO BK 

1, P 6

1 47-27 NW

NW Closing corner - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 26

1 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Dead Tamarack – S 81 deg. E, 10.6'                                   

5” Dead Tamarack – S 60 deg. W, 15.2'                                          

GLO BK 

4, P 25

1 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 5

1 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Dead Tamarack – N 16 deg. W, 49.5'                                   

9” Dead Tamarack – N 05 deg. E, 41.6'                        

No other trees near to use for ties                                   

GLO BK 

4, P 24

1 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 63 deg. W, 9.9'                                   

3” Dead Tamarack – S 15 deg. E, 21.1'                                          

GLO BK 

4, P 25

1 47-27 W.C.

W.C to NE Closing Corner - wood 

post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870 no trees near to use for ties  
GLO BK 

1, P 6

2 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 63 deg. W, 9.9'                                   

3” Dead Tamarack – S 15 deg. E, 21.1'                                          

GLO BK 

4, P 25

2 47-27 NE

NW Closing corner - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 26
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2 47-27 NW

NW Closing corner - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 35

2 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – S 36 deg. E, 11.2'                                   

4” Dead Tamarack – N 10 deg. E, 23.1'                                          

GLO BK 

4, P 34

2 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Dead Tamarack – N 16 deg. W, 49.5'                                   

9” Dead Tamarack – N 05 deg. E, 41.6'                        

No other trees near to use for ties                                   

GLO BK 

4, P 24

2 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 81 deg. E, 13.9'                                   

3” Dead Tamarack – S 40 deg. E, 18.5'                               

6" Dead Tamarack - S 18 deg. W, 18.5'                                         

5" Dead Tamarack - N 42 deg. W, 23.8'                   

GLO BK 

4, P 34

2 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 35

3 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 35

3 47-27 NE

NW Closing corner - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 35

3 47-27 NW

Closing corner - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Dead Tamarack – S 41 deg. E, 40.9'                                   

4” Dead Tamarack – S 24 deg. W, 52.1'                                          

GLO BK 

4, P 48

3 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
15” Dead Tamarack – S 06 deg. W, 11.2'                                   

5” Dead Tamarack – N 13 deg. W, 17.2'                                          

GLO BK 

4, P 47

3 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 81 deg. E, 13.9'                                   

3” Dead Tamarack – S 40 deg. E, 18.5'                               

6" Dead Tamarack - S 18 deg. W, 18.5'                                         

5" Dead Tamarack - N 42 deg. W, 23.8'                   

GLO BK 

4, P 34

3 47-27 SW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1913

12” W. Oak - S 45 deg W, 37.7'                             

16” W. Oak – S 45 deg E, 36.4'  

Book 1, 

Page 180

3 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

3” Maple – S 74 deg. W, 15.2'                                   

3” White Ash – S 13 deg. E, 8.6'                               

10" Poplar - N 58 deg. E, 92.4'                                         

5" Maple - N 33 deg. W, 99.0'                   

GLO BK 

4, P 46

3 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 78 deg. E, 227.0'                                   

No other trees near to use for ties                                      

GLO BK 

4, P 48

3 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on W line of Section 3                                        

Distance and Mag. Var. shown 

Book 1, 

Page 180

4 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 78 deg. E, 227.0'                                   

No other trees near to use for ties                                      

GLO BK 

4, P 48

4 47-27 NE

Closing corner - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Dead Tamarack – S 41 deg. E, 40.9'                                   

4” Dead Tamarack – S 24 deg. W, 52.1'                                          

GLO BK 

4, P 48

4 47-27 NW

Closing corner - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
GLO BK 

4, P 60

4 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
GLO BK 

4, P 58

4 47-27 SE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1913

12” W. Oak - S 45 deg W, 37.7'                             

16” W. Oak – S 45 deg E, 36.4'  

Book 1, 

Page 180

4 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

3” Maple – S 74 deg. W, 15.2'                                   

3” White Ash – S 13 deg. E, 8.6'                               

10" Poplar - N 58 deg. E, 92.4'                                         

5" Maple - N 33 deg. W, 99.0'                   

GLO BK 

4, P 46

4 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

26” Pine – S 05 deg. W, 31.7'                                   

6” Oak – S 33 deg. E, 19.1'                               

6" Linden - N 63 deg. E, 15.8'                                         

8" Elm - N 71 deg. W, 31.7'                   

GLO BK 

4, P 58

4 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Poplar – S 16 deg. E, 33.0'                                   

30” Pine – N 03 deg. W, 43.6'                                          

GLO BK 

4, P 59

4 47-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E line of W 1/2-W1/2 of Section                 

Distance and Mag. Var. shown 

Book 1, 

Page 329
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4 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on E and N line of NE ¼ of Section 4                

Distance and Mag. Var. shown 

Book 1, 

Page 180

5 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Poplar – S 16 deg. E, 33.0'                                   

30” Pine – N 03 deg. W, 43.6'                                          

GLO BK 

4, P 59

5 47-27 NE

Closing corner - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
GLO BK 

4, P 60

5 47-27 POL

Crow Wing Co. C.I.M. (is E 1/4 Sec. 

13) set 111.4' S of c/l E-W road in 

parking area by A. Kerick

1993

Aitkin Co. B.M - N 30 deg. E, 65.77'                       

6" Box Elder - S 10 deg. W, 34.24'                      

12" Tw. Box Elder - S 40 deg. W, 78.43'

Crow 

Wing

5 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

26” Pine – S 05 deg. W, 31.7'                                   

6” Oak – S 33 deg. E, 19.1'                               

6" Linden - N 63 deg. E, 15.8'                                         

8" Elm - N 71 deg. W, 31.7'                   

GLO BK 

4, P 58

5 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 53 deg. E, 17.2'                                   

5” White Oak – N 07 deg. W, 9.2'                      

No other trees near to use for ties                       

GLO BK 

4, P 60

6 47-27 CC

Closing corner is on W line SW1/4 on 

S bank Mississippi River - is 8" Marsh 

Ash used as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
4” Aspen – S 44 deg. E, 39.6'                                   

3” Aspen – S 05 deg. W, 40.9'                                          

GLO BK 

4, P 9

6 47-27 M.C.

M.C. is on W line SW 1/4 Sec. 6 and 

is 3/4" capped pipe found 23' S of 

Miss. River by A. Kerick 

1993

10" Ash - S 80 deg. E, 35.65'                                

12" N. Pine - S 22 deg. E, 34.90'                        

12" W. Pine - S 18 deg. W, 31.72'

Crow 

Wing

6 47-27 M.C.

13" Linden used for corner is on S line 

SE1/4 on W side of Mississippi River 

@ 78.31 ch. - set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Elm – S 03 deg. W, 14.5'                                   

8” Oak - N 50 deg. W, 4.0'                                          

GLO BK 

4, P 70

6 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Poplar – N 49 deg. E, 53.5'                                   

10” Poplar – S 60 deg. E, 40.3'                                          

GLO BK 

4, P 70

6 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Aspen – N 40 deg. E, 9.2'                                   

7” Aspen – N 59 deg. W, 26.4'                                          

12" Aspen - S 40 deg. W, 59.4'                                           

8" Tamarack - S 26 deg. E, 80.5'

GLO BK 

4, P 8

7 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River just east of S1/4 Cor. 

- wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Oak – N 22 deg. W, 6.6'                                   

6” Oak - S 13 deg. W, 34.3'                                          

GLO BK 

4, P 70

7 47-27 M.C.

13" Linden used for corner is on N line 

NE1/4 on W side of Mississippi River 

@ 78.31 ch. - set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Elm – S 03 deg. W, 14.5'                                   

8” Oak - N 50 deg. W, 4.0'                                          

GLO BK 

4, P 70

7 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Poplar – N 49 deg. E, 53.5'                                   

10” Poplar – S 60 deg. E, 40.3'                                          

GLO BK 

4, P 70

7 47-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Aspen – N 40 deg. E, 9.2'                                   

7” Aspen – N 59 deg. W, 26.4'                                          

12" Aspen - S 40 deg. W, 59.4'                                           

8" Tamarack - S 26 deg. E, 80.5'

GLO BK 

4, P 8

7 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Oak – S 51 deg. W, 34.3'                                   

15” Oak – N 51 deg. W, 31.7'                                          

GLO BK 

4, P 70

7 47-27 SW
Large PK Nail found at c/l roads N-S-E-

W by T. Betley 
1986

Tele. Ped. - N 24 deg. E, 74.4'                               

Stop sign post - S 29 deg. E, 58.2'                         

Power Pole - S 37 deg. W, 78.10'

239093

7 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Aspen – N 38 deg. E, 23.8'                                   

5” Aspen – N 24 deg. W, 28.4'                                          

5" Aspen - S 43 deg. W, 43.6'                                           

5" Aspen - S 25 deg. E, 20.5'

GLO BK 

4, P 7

7 47-27 W 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
4” Aspen – S 44 deg. E, 39.6'                                   

3” Aspen – S 05 deg. W, 40.9'                                          

GLO BK 

4, P 8

8 47-27  
Survey of West line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 227

8 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Poplar – N 69 deg. W, 290.4'                                   

No other trees near to use for ties                        

GLO BK 

4, P 56

Page 463 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

8 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

26” Pine – S 05 deg. W, 31.7'                                   

6” Oak – S 33 deg. E, 19.1'                               

6" Linden - N 63 deg. E, 15.8'                                         

8" Elm - N 71 deg. W, 31.7'                   

GLO BK 

4, P 58

8 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 53 deg. E, 17.2'                                   

5” White Oak – N 07 deg. W, 9.2'                      

No other trees near to use for ties                       

GLO BK 

4, P 60

8 47-27 SE
Set iron pin and took new tie by H.D. 

Keath, County Surveyor
1914 Fence post – N 45 deg. E, 39.0'

Book 1, 

Page 173

8 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Poplar – S 08 deg. W, 264.0'                                   

14” Oak – N 84 deg. E, 286.4'                          

No other trees near to use for ties                        

GLO BK 

4, P 56

8 47-27 SW
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

14” Poplar - N 45 deg E, 75.0'                                

8” Poplar - N 45 deg W, 46.0'

Book 1, 

Page 227

8 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Poplar – N 03 deg. E, 25.1'                                   

10” Poplar – S 86 deg. W, 17.2'                               

6" Black Ash - S 07 deg. E, 19.8'                                         

10" Black Ash - N 10 deg. W, 15.2'                   

GLO BK 

4, P 61

9 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Poplar – N 39 deg. W, 187.4'                                   

No other trees near for ties                                     

GLO BK 

4, P 46

9 47-27 M.C

Set new M.C. On E line SE1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
20” Elm – N 45 deg. E, 12.0'                                 

20” Elm – N 45 deg. W, 6.5'  

Book 1, 

Page 334

9 47-27 M.C.

M.C. is on E line SE1/4 on S side of 

Mississippi River near SE Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Elm – S 20 deg. E, 19.8'                                   

6” Maple - N 75 deg. W, 49.5'                                          

GLO BK 

4, P 45

9 47-27 M.C.

M.C. is on E line SE1/4 on N side of 

Mississippi River near SE Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
12” Elm – N 20 deg. W, 21.8'                                   

14” Elm - S 20 deg. E, 11.9'                                          

GLO BK 

4, P 46

9 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Mississippi River east of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Elm – S 16 deg. W, 1.3'                                   

6” Elm - N 44 deg. E, 7.9'                                          

GLO BK 

4, P 57

9 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River east of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Hackberry – N 18 deg. E, 18.5'                                   

8” Black Ash - S 56 deg. W, 19.8'                                          

GLO BK 

4, P 57

9 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
GLO BK 

4, P 59

9 47-27 NE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1913

12” W. Oak - S 45 deg W, 37.7'                             

16” W. Oak – S 45 deg E, 36.4'  

Book 1, 

Page 180

9 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

3” Maple – S 74 deg. W, 15.2'                                   

3” White Ash – S 13 deg. E, 8.6'                               

10" Poplar - N 58 deg. E, 92.4'                                         

5" Maple - N 33 deg. W, 99.0'                   

GLO BK 

4, P 46

9 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

26” Pine – S 05 deg. W, 31.7'                                   

6” Oak – S 33 deg. E, 19.1'                               

6" Linden - N 63 deg. E, 15.8'                                         

8" Elm - N 71 deg. W, 31.7'                   

GLO BK 

4, P 58

9 47-27 S 1/4
Set cor. Lost and took new tie by H.D. 

Keath, County Surveyor
1914

10” W. Oak - N 45 deg W, 7.5'                                

9” W. Oak – S 45 deg W, 22.5'  

Book 1, 

Page 173

9 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” White Ash – S 18 deg. W, 5.9'                                   

10” Black Ash – N 40 deg. W, 5.9'                                          

GLO BK 

4, P 57

9 47-27 SE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1912

8” Hackberry – N 28 deg. E, 27.7'                         

4” Black Ash – N 33 deg. W, 17.2'                        

4” Linden – S 50 deg. E, 33.0'

Book 2, 

Page 78

9 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Black Ash – N 25 deg. E, 9.2'                                   

12” Black Ash – N 47 deg. W, 16.5'                               

4" Maple - S 27 deg. W, 6.6'                                         

10" Black Ash - S 50 deg. E, 26.14'                   

GLO BK 

4, P 44

9 47-27 SW
Set iron pin and took new tie by H.D. 

Keath, County Surveyor
1914 Fence post – N 45 deg. E, 39.0'

Book 1, 

Page 173
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9 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Poplar – S 08 deg. W, 264.0'                                   

14” Oak – N 84 deg. E, 286.4'                          

No other trees near to use for ties                        

GLO BK 

4, P 56

9 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Poplar – N 69 deg. W, 290.4'                                   

No other trees near to use for ties                        

GLO BK 

4, P 56

10 47-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided to set ctr and subd. N 1/2             

Distances only shown

Book 1,  

Page 334

10 47-27  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1912

Survey  of S. Line only                                

Distance and Mag. Var. stated

Book 2, 

Page 79

10 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Dead Tamarack – S 48 deg. E, 5.3'                                   

10” Dead Tamarack – S 74 deg. W, 9.9'                                          

GLO BK 

4, P 33

10 47-27 M.C

Set new M.C. On W line SW1/4 and 

took new ties by Fred Heuer, County 

Surveyor

1921
20” Elm – N 45 deg. E, 12.0'                                 

20” Elm – N 45 deg. W, 6.5'  

Book 1, 

Page 334

10 47-27 M.C.

M.C. is on S line SW1/4 on E side of 

Mississippi River near SW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 08 deg. E, 10.6'                                   

10” Black Ash - N 75 deg. E, 33.7'                                          

GLO BK 

4, P 45

10 47-27 M.C.

M.C. is on S line SW1/4 on W side of 

Mississippi River near SW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Elm – S 43 deg. E, 16.5'                                   

10” Maple - S 35 deg. W, 10.6'                                          

GLO BK 

4, P 45

10 47-27 M.C.

M.C. is on W line SW1/4 on S side of 

Mississippi River near SW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Elm – S 20 deg. E, 19.8'                                   

6” Maple - N 75 deg. W, 49.5'                                          

GLO BK 

4, P 45

10 47-27 M.C.

M.C. is on W line SW1/4 on N side of 

Mississippi River near SW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

1870
12” Elm – N 20 deg. W, 21.8'                                   

14” Elm - S 20 deg. E, 11.9'                                          

GLO BK 

4, P 46

10 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
15” Dead Tamarack – S 06 deg. W, 11.2'                                   

5” Dead Tamarack – N 13 deg. W, 17.2'                                          

GLO BK 

4, P 47

10 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 81 deg. E, 13.9'                                   

3” Dead Tamarack – S 40 deg. E, 18.5'                               

6" Dead Tamarack - S 18 deg. W, 18.5'                                         

5" Dead Tamarack - N 42 deg. W, 23.8'                   

GLO BK 

4, P 34

10 47-27 NW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1913

12” W. Oak - S 45 deg W, 37.7'                             

16” W. Oak – S 45 deg E, 36.4'  

Book 1, 

Page 180

10 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

3” Maple – S 74 deg. W, 15.2'                                   

3” White Ash – S 13 deg. E, 8.6'                               

10" Poplar - N 58 deg. E, 92.4'                                         

5" Maple - N 33 deg. W, 99.0'                   

GLO BK 

4, P 46

10 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 40 deg. E, 20.5'                                   

9” Dead Tamarack – S 05 deg. E, 40.9'                                          

GLO BK 

4, P 45

10 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 87 deg. W, 9.2'                                   

4” Dead Tamarack – N 41 deg. E, 30.4'                               

5" Dead Tamarack - S 25 deg. E, 15.8'                                         

6" Dead Tamarack - S 45 deg. W, 9.2'                   

GLO BK 

4, P 32

10 47-27 SW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1912

8” Hackberry – N 28 deg. E, 27.7'                         

4” Black Ash – N 33 deg. W, 17.2'                        

4” Linden – S 50 deg. E, 33.0'

Book 2, 

Page 78

10 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Black Ash – N 25 deg. E, 9.2'                                   

12” Black Ash – N 47 deg. W, 16.5'                               

4" Maple - S 27 deg. W, 6.6'                                         

10" Black Ash - S 50 deg. E, 26.14'                   

GLO BK 

4, P 34

10 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Poplar – N 39 deg. W, 187.4'                                   

No other trees near for ties                                     

GLO BK 

4, P 46

10 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 10                                 

Distance and Mag. Var. shown 

Book 1, 

Page 174

11 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 24

11 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – S 36 deg. E, 11.2'                                   

4” Dead Tamarack – N 10 deg. E, 23.1'                                          

GLO BK 

4, P 34
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11 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Dead Tamarack – N 16 deg. W, 49.5'                                   

9” Dead Tamarack – N 05 deg. E, 41.6'                        

No other trees near to use for ties                                   

GLO BK 

4, P 24

11 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 81 deg. E, 13.9'                                   

3” Dead Tamarack – S 40 deg. E, 18.5'                               

6" Dead Tamarack - S 18 deg. W, 18.5'                                         

5" Dead Tamarack - N 42 deg. W, 23.8'                   

GLO BK 

4, P 34

11 47-27 S 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 4" Tamarack - N 62 deg. W, 5.3'                                                                                                

Book 1, 

Page 6

11 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – S 63 deg. W, 41.6'                                   

4” Dead Tamarack – N 41 deg. W, 24.4'                                          

GLO BK 

4, P 32

11 47-27 SE
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 5" Poplar - S 11 deg. W, 13.2'                                                                                                

Book 1, 

Page  6

11 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

7” Dead Tamarack – S 39 deg. E, 27.7'                                   

3” Dead Tamarack – S 16 deg. W, 7.3'                               

3" Dead Tamarack - N 29 deg. E, 9.9'                                         

5" Dead Tamarack - N 04 deg. W, 11.9'                   

GLO BK 

4, P 22

11 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 87 deg. W, 9.2'                                   

4” Dead Tamarack – N 41 deg. E, 30.4'                               

5" Dead Tamarack - S 25 deg. E, 15.8'                                         

6" Dead Tamarack - S 45 deg. W, 9.2'                   

GLO BK 

4, P 32

11 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Dead Tamarack – S 48 deg. E, 5.3'                                   

10” Dead Tamarack – S 74 deg. W, 9.9'                                          

GLO BK 

4, P 33

11 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 11                                 

Distance and Mag. Var. shown 

Book 1, 

Page 174

12 47-27 M.C

M.C. On E. line SE ¼ - Set 3” iron 

mon. By Fred Heuer, Deputy County 

Surveyor 

1916
No new ties taken, new monument is 30 ' 

North of original M.C.

Book 2, 

Page 116

12 47-27 M.C.

M.C is on E line SE1/4, on N side of 

Mississippi River - 1438.8' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by A. 

& W.F. Ingerson, U.S. Deputy 

Surveyors

1870
11" Linden - N 39 deg. E, 36.3'                                                     

5" Linden - N 16 deg. W, 30.4'                                                             

GLO BK 

1, P 5

12 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Maple – S 45 deg. E, 8.6'                                   

12” Elm – N 27 deg. W, 13.2'                                          

GLO BK 

4, P 23

12 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” White Ash – N 78 deg. W, 7.9'                                   

10” Black Ash – S 12 deg. W, 16.5'                                          

GLO BK 

4, P 23

12 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Dead Tamarack – S 81 deg. E, 10.6'                                   

5” Dead Tamarack – S 60 deg. W, 15.2'                                          

GLO BK 

4, P 25

12 47-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 5

12 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Dead Tamarack – N 16 deg. W, 49.5'                                   

9” Dead Tamarack – N 05 deg. E, 41.6'                        

No other trees near to use for ties                                   

GLO BK 

4, P 24

12 47-27 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 386

12 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 11 deg. E, 25.7'                                   

10” Tamarack – N 55 deg. W, 7.9'                                          

GLO BK 

4, P 24

12 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

3" Willow - N 59 deg. E, 28.4'                                                      

6" Tamarac - N 18 deg. W, 42.9'                             

4" Tamarack - S 25 deg. W, 23.8'                                             

4" Tamarack - S 25 deg. E, 11.9'                                               

GLO BK 

1, P 4

12 47-27 SW
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 5" Poplar - S 11 deg. W, 13.2'                                                                                                

Book 1, 

Page 6

12 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

7” Dead Tamarack – S 39 deg. E, 27.7'                                   

3” Dead Tamarack – S 16 deg. W, 7.3'                               

3" Dead Tamarack - N 29 deg. E, 9.9'                                         

5" Dead Tamarack - N 04 deg. W, 11.9'                   

GLO BK 

4, P 22
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12 47-27 W 1/4
Set 3” iron mon. By Fred Heuer, 

Deputy County Surveyor 
1916 No new ties taken

Book 2, 

Page 116

12 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

4, P 24

13 47-27  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Subdivision  of W ½ of Section                           

Only distances shown

Book 1,  

Page 386

13 47-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
11" Ash - N 52 deg. E, 14.5'                                                     

11" Ash - N 89 deg. W, 19.8'                                                             

GLO BK 

1, P 4

13 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” Elm – N 30 deg. W, 14.5'                                   

12” Elm – S 60 deg. E, 9.2'                                          

GLO BK 

4, P 21

13 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Hackberry – N 65 deg. W, 12.5'                                   

8” Linden – S 82 deg. W, 14.5'                                          

GLO BK 

4, P 21

13 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Maple – S 45 deg. E, 8.6'                                   

12” Elm – N 27 deg. W, 13.2'                                          

GLO BK 

4, P 23

13 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” White Ash – N 78 deg. W, 7.9'                                   

10” Black Ash – S 12 deg. W, 16.5'                                          

GLO BK 

4, P 23

13 47-27 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 386

13 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 11 deg. E, 25.7'                                   

10” Tamarack – N 55 deg. W, 7.9'                                          

GLO BK 

4, P 24

13 47-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

3" Willow - N 59 deg. E, 28.4'                                                      

6" Tamarac - N 18 deg. W, 42.9'                             

4" Tamarack - S 25 deg. W, 23.8'                                             

4" Tamarack - S 25 deg. E, 11.9'                                               

GLO BK 

1, P 4

13 47-27 NW
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 5" Poplar - S 11 deg. W, 13.2'                                                                                                

Book 1, 

Page 6

13 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

7” Dead Tamarack – S 39 deg. E, 27.7'                                   

3” Dead Tamarack – S 16 deg. W, 7.3'                               

3" Dead Tamarack - N 29 deg. E, 9.9'                                         

5" Dead Tamarack - N 04 deg. W, 11.9'                   

GLO BK 

4, P 22

13 47-27 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 386

13 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Elm – S 36 deg. W, 4.0'                                   

6” Elm – N 19 deg. W, 17.2'                                          

GLO BK 

4, P 21

13 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 3

13 47-27 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

20” Elm – S 45 deg. E, 106.0'                                 

36” Maple – N 45 deg. E, 56.5'

Book 1, 

Page 386

13 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 57 deg. W, 15.8'                                   

5” White Ash – S 13 deg. E, 11.9'                               

8" White Ash - N 73 deg. E, 11.9'                                         

12" Elm - N 39 deg. W, 32.3'                   

GLO BK 

4, P 20

13 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 36 deg. E, 9.9'                                   

9” Dead Tamarack – S 16 deg. W, 19.1'                                          

GLO BK 

4, P 22

14 47-27  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section                                 

Distances only shown

Book 2, 

Page 21

14 47-27  
Subdivision of Section 14 by C.O. 

Armstead 
1904

Subd. all but SW 1/4 (distances do not look 

correct)  Distance only shown 

Book 1, 

Page 54

14 47-27  
Subdivision of Section 14 by C.O. 

Armstead, County Surveyor 
1895

set posts at most 1/16th cors. and took ties at 

these cors. Mag. Var. and distances shown

Book 1, 

Page 6

14 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 36 deg. E, 9.9'                                   

9” Dead Tamarack – S 16 deg. W, 19.1'                                          

GLO BK 

4, P 22
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14 47-27 M.C.

M.C. is on S line SW1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
16” Maple – N 80 deg. E, 2.0'                                   

6” Elm – N 85 deg. W, 23.1'                                          

GLO BK 

4, P 31

14 47-27 M.C.

M.C. is on S line SW1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 75 deg. W, 4.0'                                   

10” Black Ash – S 35 deg. E, 11.9'                                          

GLO BK 

4, P 31

14 47-27 M.C.

M.C. is on W line SW1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Black Ash – N 50 deg. W, 2.0'                                   

5” Black Ash – S 72 deg. E, 9.2'                                          

GLO BK 

4, P 32

14 47-27 M.C.

M.C. is on W line SW1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Elm – S 45 deg. E, 6.6'                                   

10” Oak – N 46 deg. W, 16.5'                                          

GLO BK 

4, P 32

14 47-27 N 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 4" Tamarack - N 62 deg. W, 5.3'                                                                                                

Book 1, 

Page 6

14 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – S 63 deg. W, 41.6'                                   

4” Dead Tamarack – N 41 deg. W, 24.4'                                          

GLO BK 

4, P 32

14 47-27 NE
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 5" Poplar - S 11 deg. W, 13.2'                                                                                                

Book 1, 

Page 6

14 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 87 deg. W, 9.2'                                   

4” Dead Tamarack – N 41 deg. E, 30.4'                               

5" Dead Tamarack - S 25 deg. E, 15.8'                                         

6" Dead Tamarack - S 45 deg. W, 9.2'                   

GLO BK 

4, P 32

14 47-27 S 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 8" Ash - S 02 deg. W, 286.4'               

Book 1, 

Page 6

14 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
11” Pine – N 66 deg. E, 70.4'                                   

12” Pine – N 64 deg. W, 100.3'                                          

GLO BK 

4, P 31

14 47-27 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

20” Elm – S 45 deg. E, 106.0'                             

36” Maple – N 45 deg. E, 56.5'

Book 1, 

Page 386

14 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 57 deg. W, 15.8'                                   

5” White Ash – S 13 deg. E, 11.9'                               

8" White Ash - N 73 deg. E, 11.9'                                         

12" Elm - N 39 deg. W, 32.3'                   

GLO BK 

4, P 20

14 47-27 SW
Took new ties to existing cor. By E.A. 

Burns, Deputy, County Surveyor 
1911

10” Linden – N 61 deg. E, 39.9'                             

11” Linden – N 88 deg. W, 37.0'                           

5” Elm – S 13 deg. E, 22.0'

Book 2, 

Page 18

14 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

16” Linden – S 50 deg. W, 9.9'                                   

4” Linden – N 44 deg. E, 9.2'                               

10" Black Oak - N 49 deg. E, 15.8'                                         

8" Linden - S 80 deg. W, 15.8'                   

GLO BK 

4, P 30

14 47-27 W 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 8" Tamarack - N 39 deg. W, 72.6'                                                                                                

Book 1, 

Page 6

14 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Dead Tamarack – N 40 deg. W, 30.4'                                   

7” Dead Tamarack – N 27 deg. W, 79.2'                                          

GLO BK 

4, P 32

14 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 14                                 

Distance and Mag. Var. shown 

Book 1, 

Page 174

15 47-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Brkdwn of E ½ of Section-set mon. at 1/16th 

cors. Distances and Mag. Var.shown

Book 1,  

Page 301

15 47-27  
Survey of West line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors.                                        

Distances and Mag. Var. shown

Book 1,  

Page 218

15 47-27  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1912

Survey  of N. Line only                                

Distance and Mag. Var. stated

Book 2, 

Page 79

15 47-27 E 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 8" Tamarack - N 39 deg. W, 72.6'                                                                                                

Book 1, 

Page 6

15 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Dead Tamarack – N 40 deg. W, 30.4'                                   

7” Dead Tamarack – N 27 deg. W, 79.2'                                          

GLO BK 

4, P 32
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15 47-27 M.C.

M.C. is on E line SE1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Black Ash – N 50 deg. W, 2.0'                                   

5” Black Ash – S 72 deg. E, 9.2'                                          

GLO BK 

4, P 32

15 47-27 M.C.

M.C. is on E line SE1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Elm – S 45 deg. E, 6.6'                                   

10” Oak – N 46 deg. W, 16.5'                                          

GLO BK 

4, P 32

15 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Elm – N 75 deg. E, 18.5'                                   

(?”) Maple – S 39 deg. E, 19.1'                                          

GLO BK 

4, P 42

15 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
14” Linden – N 27 deg. W, 6.6'                                   

4” Elm – S 00 deg. E, 9.9'                                          

GLO BK 

4, P 42

15 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
4” Maple – N 15 deg. W, 12.5'                                   

6” Balm of Giliad - S 29 deg. E, 3.3'                                          

GLO BK 

4, P 42

15 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Elm – N 44 deg. E, 9.2'                                   

15” Linden - S 75 deg. W, 10.6'                                          

GLO BK 

4, P 42

15 47-27 M.C.

M.C. is on W line NW1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
25” Oak – N 22 deg. W, 17.8'                                   

6” Linden - S 33 deg. E, 17.8'                                          

GLO BK 

4, P 43

15 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
4” Maple – S 48 deg. E, 4.0'                                   

4” Maple - N 48 deg. W, 3.3'                                          

GLO BK 

4, P 43

15 47-27 M.C.

M.C. is on W line NW1/4 on S side of 

Mississippi River near NW Cor. of 

Section- wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” White Ash – S 50 deg. E, 11.9'                                   

14” Maple - S 45 deg. E, 25.1'                                          

GLO BK 

4, P 43

15 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Mississippi River near NW Cor. of 

Section- wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
4” Black Ash – S 10 deg. W, 9.9'                                   

8” Box Elder - N 10 deg. W, 9.2'                                          

GLO BK 

4, P 44

15 47-27 M.C.

M.C. is on N line NW1/4 on E side of 

Mississippi River near NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 08 deg. E, 10.6'                                   

10” Black Ash - N 75 deg. E, 33.7'                                          

GLO BK 

4, P 45

15 47-27 M.C.

M.C. is on N line NW1/4 on W side of 

Mississippi River near NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Elm – S 43 deg. E, 16.5'                                   

10” Maple - S 35 deg. W, 10.6'                                          

GLO BK 

4, P 45

15 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Dead Tamarack – N 40 deg. E, 20.5'                                   

9” Dead Tamarack – S 05 deg. E, 40.9'                                          

GLO BK 

4, P 45

15 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” Dead Tamarack – N 87 deg. W, 9.2'                                   

4” Dead Tamarack – N 41 deg. E, 30.4'                               

5" Dead Tamarack - S 25 deg. E, 15.8'                                         

6" Dead Tamarack - S 45 deg. W, 9.2'                   

GLO BK 

4, P 32

15 47-27 NW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1912

8” Hackberry – N 28 deg. E, 27.7'                         

4” Black Ash – N 33 deg. W, 17.2'                        

4” Linden – S 50 deg. E, 33.0'

Book 2, 

Page 78

15 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Black Ash – N 25 deg. E, 9.2'                                   

12” Black Ash – N 47 deg. W, 16.5'                               

4" Maple - S 27 deg. W, 6.6'                                         

10" Black Ash - S 50 deg. E, 26.14'                   

GLO BK 

4, P 44

Page 469 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

15 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
12” Black Ash – N 08 deg. W, 5.3'                                   

6” Black Oak – S 58 deg. E, 5.3'                                          

GLO BK 

4, P 42

15 47-27 SE
Took new ties to existing cor. By E.A. 

Burns, Deputy, County Surveyor 
1911

10” Linden – N 61 deg. E, 39.9'                             

11” Linden – N 88 deg. W, 37.0'                           

5” Elm – S 13 deg. E, 22.0'

Book 2, 

Page 18

15 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

16” Linden – S 50 deg. W, 9.9'                                   

4” Linden – N 44 deg. E, 9.2'                               

10" Black Oak - N 49 deg. E, 15.8'                                         

8" Linden - S 80 deg. W, 15.8'                   

GLO BK 

4, P 30

15 47-27 SW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

Tele. Pole - N 45 deg W, 29.7'                             

Tele. Pole - N 45 deg E, 72.3'

Book 1, 

Page 218

15 47-27 SW
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

14” W. Oak - S 45 deg E, (no dist.)                       

16” W. Oak – S 45 deg W, (no dist.)  

Book 1, 

Page 173

15 47-27 SW
1” iron pin set at cor. By H.D Keath, 

County Surveyor
1913

14" W. Oak - S 45 deg W, 69.4'                            

16” W. Oak - S 37 deg E, 51.5' 

Book 1, 

Page 161

15 47-27 SW
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

8" W. Oak - S 35 deg. E, 52.1'                               

15" W. Oak - S 15 deg. W, 37.0'  

Book 1, 

Page 1

15 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

12” Black Ash – S 51 deg. E, 13.2'                                   

8” Black Ash – S 49 deg. W, 10.6'                               

10" Black Ash - N 59 deg. W, 26.4'                                         

12" Black Ash - N 34 deg. E, 6.6'                   

GLO BK 

4, P 40

15 47-27 W 1/4
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

16” Elm - N 5 deg E, 161.0'                                     

5” Oak – N 20 deg W, 198.0'

Book 1, 

Page 218

15 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Linden – N 46 deg. W, 18.5'                                   

7” Black Ash – N 41 deg. E, 17.2'                                          

GLO BK 

4, P 43

15 47-27
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 15                                 

Distance and Mag. Var. shown 

Book 1, 

Page 174

16 47-27  
Survey of East line of Section by H. D. 

Keath, County Surveyor 
1915

Found original cors. Set center of Section             

Distances and Mag. Var. shown

Book 1,  

Page 218

16 47-27 E 1/4
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

16” Elm - N 5 deg E, 161.0'                                     

5” Oak – N 20 deg W, 198.0'

Book 1, 

Page 218

16 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Linden – N 46 deg. W, 18.5'                                   

7” Black Ash – N 41 deg. E, 17.2'                                          

GLO BK 

4, P 43

16 47-27 M.C.

M.C. is on E line NE1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
25” Oak – N 22 deg. W, 17.8'                                   

6” Linden - S 33 deg. E, 17.8'                                          

GLO BK 

4, P 43

16 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
4” Maple – S 48 deg. E, 4.0'                                   

4” Maple - N 48 deg. W, 3.3'                                          

GLO BK 

4, P 43

16 47-27 M.C.

M.C. is on E line NE1/4 on S side of 

Mississippi River near NW Cor. of 

Section- wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” White Ash – S 50 deg. E, 11.9'                                   

14” Maple - S 45 deg. E, 25.1'                                          

GLO BK 

4, P 43

16 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Mississippi River near NW Cor. of 

Section- wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
4” Black Ash – S 10 deg. W, 9.9'                                   

8” Box Elder - N 10 deg. W, 9.2'                                          

GLO BK 

4, P 44

16 47-27 M.C.

M.C. is on W line NW1/4 on W side of 

Mississippi River north of W1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
4” Maple – S 84 deg. W, 7.9'                                   

7” Maple - S 16 deg. E, 9.2'                                          

GLO BK 

4, P 55

16 47-27 M.C.

M.C. is on W line NW1/4 on E side of 

Mississippi River north of W1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 04 deg. E, 26.4'                                   

5” Black Ash - N 40 deg. W, 23.1'                                          

GLO BK 

4, P 55
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16 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Mississippi River east of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Elm – S 16 deg. W, 1.3'                                   

6” Elm - N 44 deg. E, 7.9'                                          

GLO BK 

4, P 57

16 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River east of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Hackberry – N 18 deg. E, 18.5'                                   

8” Black Ash - S 56 deg. W, 19.8'                                          

GLO BK 

4, P 57

16 47-27 N 1/4
Set cor. Lost and took new tie by H.D. 

Keath, County Surveyor
1914

10” W. Oak - N 45 deg W, 7.5'                                

9” W. Oak – S 45 deg W, 22.5'  

Book 1, 

Page 173

16 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” White Ash – S 18 deg. W, 5.9'                                   

10” Black Ash – N 40 deg. W, 5.9'                                          

GLO BK 

4, P 57

16 47-27 NE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1912

8” Hackberry – N 28 deg. E, 27.7'                         

4” Black Ash – N 33 deg. W, 17.2'                        

4” Linden – S 50 deg. E, 33.0'

Book 2, 

Page 78

16 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Black Ash – N 25 deg. E, 9.2'                                   

12” Black Ash – N 47 deg. W, 16.5'                               

4" Maple - S 27 deg. W, 6.6'                                         

10" Black Ash - S 50 deg. E, 26.14'                   

GLO BK 

4, P 44

16 47-27 NW
Set iron pin and took new tie by H.D. 

Keath, County Surveyor
1914 Fence post – N 45 deg. E, 39.0'

Book 1, 

Page 173

16 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Poplar – S 08 deg. W, 264.0'                                   

14” Oak – N 84 deg. E, 286.4'                          

No other trees near to use for ties                        

GLO BK 

4, P 56

16 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Willow – S 75 deg. E, 4.6'                                   

3” Willow – N 15 deg. W, 8.6'                                          

GLO BK 

4, P 55

16 47-27 SE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

Tele. Pole - N 45 deg W, 29.7'                             

Tele. Pole - N 45 deg E, 72.3'

Book 1, 

Page 218

16 47-27 SE
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

14” W. Oak - S 45 deg E, (no dist.)                       

16” W. Oak – S 45 deg W, (no dist.)  

Book 1, 

Page 173

16 47-27 SE
1” iron pin set at cor. By H.D Keath, 

County Surveyor
1913

14" W. Oak - S 45 deg W, 69.4'                            

16” W. Oak - S 37 deg E, 51.5' 

Book 1, 

Page 161

16 47-27 SE
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

8" W. Oak - S 35 deg. E, 52.1'                               

15" W. Oak - S 15 deg. W, 37.0'      

Book 1, 

Page 1

16 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

12” Black Ash – S 51 deg. E, 13.2'                                   

8” Black Ash – S 49 deg. W, 10.6'                               

10" Black Ash - N 59 deg. W, 26.4'                                         

12" Black Ash - N 34 deg. E, 6.6'                   

GLO BK 

4, P 40

16 47-27 SW
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

18” Elm - S 45 deg W, 44.2'                                 

14” Elm – S 45 deg E, 55.5'  

Book 1, 

Page 173

16 47-27 SW
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

10" Poplar - S 40 deg. E, 64.0'                             

13" Cedar - S 20 deg. W, 44.2'                

Book 1, 

Page 3

16 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Black Ash – S 60 deg. W, 6.6'                                   

8” Black Ash – S 35 deg. E, 17.8'                               

5" Willow - N 35 deg. E, 5.3'                                         

4" Willow - N 37 deg. W, 11.9'                   

GLO BK 

4, P 54

16 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
20” Elm – S 10 deg. E, 3.3'                                   

6” Black Ash – S 08 deg. W, 2.6'                                          

GLO BK 

4, P 55

16 47-27
Subdivision of Section by H.D. Keath, 

County Surveyor 
1914

In N ½ of Section – set new cors. And new ties      

Distance and Mag. Var. shown 

Book 1, 

Page 173

17 47-27  
Survey of West line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 227

17 47-27  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1912

Subd. of E ½  of Section                                        

Distance and Mag. Var. stated

Book 2, 

Page 77

17 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
20” Elm – S 10 deg. E, 3.3'                                   

6” Black Ash – S 08 deg. W, 2.6'                                          

GLO BK 

4, P 55

17 47-27 M.C

On W line NW 1/4. Set new cor.and 

took new tie by H.D. Keath, County 

Surveyor

1915 12” White Oak - N 85 deg W, 31.5' 
Book 1, 

Page 227

17 47-27 M.C.

M.C. is on E line NE1/4 on W side of 

Mississippi River north of E1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
4” Maple – S 84 deg. W, 7.9'                                   

7” Maple - S 16 deg. E, 9.2'                                          

GLO BK 

4, P 55

17 47-27 M.C.

M.C. is on E line NE1/4 on E side of 

Mississippi River north of E1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 04 deg. E, 26.4'                                   

5” Black Ash - N 40 deg. W, 23.1'                                          

GLO BK 

4, P 55
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17 47-27 M.C.

M.C. is on S line SE1/4 on S side of 

Mississippi River east of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Linden – S 72 deg. W, 4.0'                                   

12” Butternut - S 60 deg. E, 19.1'                                          

GLO BK 

4, P 67

17 47-27 M.C.

M.C. is on S line SW1/4 on W side of 

Mississippi River west of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
5” Black Ash – S 43 deg. W, 9.2'                                   

8” Linden - N 13 deg. W, 8.6'                                          

GLO BK 

4, P 67

17 47-27 M.C.

M.C. is on W line SW1/4 on W side of 

Mississippi River just south of W1/4 

Cor. of Section - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Willow – S 18 deg. E, 7.9'                                   

8” Willow - S 12 deg. W, 4.6'                                          

GLO BK 

4, P 69

17 47-27 NE
Set iron pin and took new tie by H.D. 

Keath, County Surveyor
1914 Fence post – N 45 deg. E, 39.0'

Book 1, 

Page 173

17 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

14” Poplar – S 08 deg. W, 264.0'                                   

14” Oak – N 84 deg. E, 286.4'                          

No other trees near to use for ties                        

GLO BK 

4, P 56

17 47-27 NW
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

14” Poplar - N 45 deg E, 75.0'                                

8” Poplar - N 45 deg W, 46.0'

Book 1, 

Page 227

17 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Poplar – N 03 deg. E, 25.1'                                   

10” Poplar – S 86 deg. W, 17.2'                               

6" Black Ash - S 07 deg. E, 19.8'                                         

10" Black Ash - N 10 deg. W, 15.2'                   

GLO BK 

4, P 61

17 47-27 SE
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

18” Elm - S 45 deg W, 44.2'                                 

14” Elm – S 45 deg E, 55.5'  

Book 1, 

Page 173

17 47-27 SE
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

10" Poplar - S 40 deg. E, 64.0'                             

13" Cedar - S 20 deg. W, 44.2'                

Book 1, 

Page 3

17 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Black Ash – S 60 deg. W, 6.6'                                   

8” Black Ash – S 35 deg. E, 17.8'                               

5" Willow - N 35 deg. E, 5.3'                                         

4" Willow - N 37 deg. W, 11.9'                   

GLO BK 

4, P 54

17 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Oak – (?) 14 deg. W, 8.6'                                   

8” Oak – (?) 51 deg. E, 3.3'                               

6" Oak - (?) 65 deg. E, 18.5'                                         

7" Oak - (?) 65 deg. E, 9.9'                   

GLO BK 

4, P 66

18 47-27 M.C.

M.C. is on E line SE1/4 on W side of 

Mississippi River just south of E1/4 

Cor. of Section - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Willow – S 18 deg. E, 7.9'                                   

8” Willow - S 12 deg. W, 4.6'                                          

Book 4, 

Page 69

18 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River just east of N1/4 Cor. 

- wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Oak – N 22 deg. W, 6.6'                                   

6” Oak - S 13 deg. W, 34.3'                                          

Book 4, 

Page 70

18 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Oak – S 51 deg. W, 34.3'                                   

15” Oak – N 51 deg. W, 31.7'                                          

Book 4, 

Page 70

18 47-27 NW
Large PK Nail found at c/l roads N-S-E-

W by T. Betley 
1986

Tele. Ped. - N 24 deg. E, 74.4'                               

Stop sign post - S 29 deg. E, 58.2'                       

Power Pole - S 37 deg. W, 78.10'

239093

18 47-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Aspen – N 38 deg. E, 23.8'                                   

5” Aspen – N 24 deg. W, 28.4'                                          

5" Aspen - S 43 deg. W, 43.6'                                           

5" Aspen - S 25 deg. E, 20.5'

GLO BK 

4, P 7

18 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 48 deg. E, 19.8'                                  

6” Tamarack – S 22 deg. E, 33.7'                                          

Book 4, 

Page 68

18 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Oak – (?) 14 deg. W, 8.6'                                   

8” Oak – (?) 51 deg. E, 3.3'                               

6" Oak - (?) 65 deg. E, 18.5'                                         

7" Oak - (?) 65 deg. E, 9.9'                   

GLO BK 

4, P 66
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18 47-27 SW
1 1/2" iron pipe found in c/l-c/l roads N-

S-E-W by T. Betley
1986

Nail in Power Pole - N 47 deg. E, 48.0'                   

R.P in 12" J. Pine - S 37 deg. E, 43.7'                  

Nail in Power Pole - N 47 deg. W, 47.4'

239096

18 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Aspen – N 58 deg. E, 49.5'                                   

4” Aspen – N 28 deg. W, 23.1'                                          

5" Aspen - S 37 deg. W, 56.8'                                           

6" Aspen - S 84 deg. E, 181.5'

GLO BK 

4, P 7

18 47-27 W 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
8” Tamarack – N 88 deg. E, 57.4'                                   

4” Tamarack – S 90 deg. W, 45.5'                                          

GLO BK 

4, P 7

19 47-27  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1915

Subdivided S ½ of Section                                 

Distance and Mag. Var. stated

Book 2, 

Page 104

19 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Butternut – S 79 deg. W, 4.0'                                  

4” Hackberry – S 75 deg. E, 6.6'                                          

Book 4, 

Page 66

19 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 48 deg. E, 19.8'                                  

6” Tamarack – S 22 deg. E, 33.7'                                          

Book 4, 

Page 68

19 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Oak – (?) 14 deg. W, 8.6'                                   

8” Oak – (?) 51 deg. E, 3.3'                               

6" Oak - (?) 65 deg. E, 18.5'                                         

7" Oak - (?) 65 deg. E, 9.9'                   

Book 4, 

Page 66

19 47-27 NW
1 1/2" iron pipe found in c/l-c/l roads N-

S-E-W by T. Betley
1986

Nail in Power Pole - N 47 deg. E, 48.0'                  

R.P in 12" J. Pine - S 37 deg. E, 43.7'                   

Nail in Power Pole - N 47 deg. W, 47.4'

239096

19 47-27 NW
wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
6” Aspen – N 58 deg. E, 49.5'                                   

4” Aspen – N 28 deg. W, 23.1'                                          

5" Aspen - S 37 deg. W, 56.8'                                           

Book 4, 

Page 7

19 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 35 deg. W, 9.9'                                  

4” Tamarack – S 21 deg. W, 36.3'                                          

Book 4, 

Page 66

19 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

19 47-27 SW
1 1/2" pinch-top iron pipe found in c/l 

N-S road at c/l road to W by T. Betley
1986

Nail in Tw. 6" Poplar - N 52 deg. E, 58.6'                

Nail in Power Pole - N 37 deg. W, 55.6'    
239094

19 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Aspen – N 02 deg. E, 81.2'                                   

6” Aspen – N 40 deg. W, 33.0'                                          

5" Aspen - S 45 deg. W, 37.0'                                           

5" Aspen - S 74 deg. E, 61.4'

Book 4, 

Page 6

19 47-27 W 1/4
1 1/2" iron pipe found in c/l N-S road 8' 

S of c/l road to W by T. Betley
1986

Nail in Power Pole - N 17 deg. E, 146.8'                

Nail in Power Pole - S 12 deg. E, 186.1' 
239097

19 47-27 W 1/4

Took new ties to existing corner (iron 

pin in road) by Bill  Voigt, Private 

Surveyor

1958
W end conc. Culv. - S 45 deg. W, 18.3'                

E end conc. culv. – S 45 deg. E 20.5'                              

Book V-2,  

Page 39

19 47-27 W 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870 No ties stated
Book 4, 

Page 6

20 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Dead Tamarack – S 17 deg. E, 99.0'                                   

No other trees near to use for ties                           

Book 4, 

Page 54

20 47-27 M.C.

M.C. is on N line NE1/4 on S side of 

Mississippi River east of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Linden – S 72 deg. W, 4.0'                                   

12” Butternut - S 60 deg. E, 19.1'                                          

Book 4, 

Page 67

20 47-27 M.C.

M.C. is on N line NW1/4 on W side of 

Mississippi River west of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
5” Black Ash – S 43 deg. W, 9.2'                                   

8” Linden - N 13 deg. W, 8.6'                                          

Book 4, 

Page 67

20 47-27 NE
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

18” Elm - S 45 deg W, 44.2'                                 

14” Elm – S 45 deg E, 55.5'  

Book 1, 

Page 173

20 47-27 NE
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

10" Poplar - S 40 deg. E, 64.0'                             

13" Cedar - S 20 deg. W, 44.2'                 

Book 1, 

Page 3

20 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Black Ash – S 60 deg. W, 6.6'                                   

8” Black Ash – S 35 deg. E, 17.8'                               

5" Willow - N 35 deg. E, 5.3'                                         

4" Willow - N 37 deg. W, 11.9'                   

Book 4, 

Page 54
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20 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Oak – (?) 14 deg. W, 8.6'                                   

8” Oak – (?) 51 deg. E, 3.3'                               

6" Oak - (?) 65 deg. E, 18.5'                                         

7" Oak - (?) 65 deg. E, 9.9'                   

Book 4, 

Page 66

20 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

20 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
(?") Tamarack – N 45 deg. E, 23.1'                                   

No other trees near to use for ties                                       

Book 4, 

Page 53

20 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

20 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14” Butternut – S 79 deg. W, 4.0'                                  

4” Hackberry – S 75 deg. E, 6.6'                                          

Book 4, 

Page 66

21 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 16 deg. E, 18.5'                                   

4” Tamarack – S 23 deg. W, 33.0'                                          

Book 4, 

Page 40

21 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Willow – S 75 deg. E, 4.6'                                   

3” Willow – N 15 deg. W, 8.6'                                          

Book 4, 

Page 55

21 47-27 NE
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

Tele. Pole - N 45 deg W, 29.7'                             

Tele. Pole - N 45 deg E, 72.3'

Book 1, 

Page 218

21 47-27 NE
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

14” W. Oak - S 45 deg E, (no dist.)                       

16” W. Oak – S 45 deg W, (no dist.)  

Book 1, 

Page 173

21 47-27 NE
1” iron pin set at cor. By H.D Keath, 

County Surveyor
1913

14" W. Oak - S 45 deg W, 69.4'                            

16” W. Oak - S 37 deg E, 51.5' 

Book 1, 

Page 161

21 47-27 NE
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

8" W. Oak - S 35 deg. E, 52.1'                               

15" W. Oak - S 15 deg. W, 37.0                

Book  1, 

Page 1

21 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

12” Black Ash – S 51 deg. E, 13.2'                                   

8” Black Ash – S 49 deg. W, 10.6'                               

10" Black Ash - N 59 deg. W, 26.4'                                         

12" Black Ash - N 34 deg. E, 6.6'                   

Book 4, 

Page 40

21 47-27 NW
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

18” Elm - S 45 deg W, 44.2'                                  

14” Elm – S 45 deg E, 55.5'  

Book 1, 

Page 173

21 47-27 NW
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

10" Poplar - S 40 deg. E, 64.0'                             

13" Cedar - S 20 deg. W, 44.2'                 

Book 1, 

Page 3

21 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

10” Black Ash – S 60 deg. W, 6.6'                                   

8” Black Ash – S 35 deg. E, 17.8'                               

5" Willow - N 35 deg. E, 5.3'                                         

4" Willow - N 37 deg. W, 11.9'                   

Book 4, 

Page 54

21 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Dead Tamarack – S 40 deg. W, 5.3'                                   

6” Dead Tamarack – N 40 deg. W, 21.8'                                          

Book 4, 

Page 53

21 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. E, 18.5'                                   

5” Tamarack – N 66 deg. W, 15.8'                               

6" Tamarack - S 56 deg. E, 64.7'                                         

8" Tamarack - S 26 deg. W, 55.4'                   

Book 4, 

Page 39

21 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
(?") Tamarack – N 45 deg. E, 23.1'                                   

No other trees near to use for ties                                       

Book 4, 

Page 53

21 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
10” Dead Tamarack – S 17 deg. E, 99.0'                                   

No other trees near to use for ties                           

Book 4, 

Page 54

22 47-27  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section                                 

Distances only shown

Book 2, 

Page 23

22 47-27  

Road Survey & Sec. Subd. of Section 

22 by E.W. Kelly, Deputy Co. 

Surveyor 

1903
found all Sec Cor. on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 48

22 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Black Oak – N 05 deg. E, 9.9'                                   

12” Linden – S 08 deg. W, 9.9'                                          

Book 4, 

Page 30

22 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Elm – N 75 deg. E, 18.5'                                   

(?”) Maple – S 39 deg. E, 19.1'                                          

Book 4, 

Page 42
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22 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
14” Linden – N 27 deg. W, 6.6'                                   

4” Elm – S 00 deg. E, 9.9'                                          

Book 4, 

Page 42

22 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
4” Maple – N 15 deg. W, 12.5'                                   

6” Balm of Giliad - S 29 deg. E, 3.3'                                          

Book 4, 

Page 42

22 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Elm – N 44 deg. E, 9.2'                                   

15” Linden - S 75 deg. W, 10.6'                                          

Book 4, 

Page 42

22 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
12” Black Ash – N 08 deg. W, 5.3'                                   

6” Black Oak – S 58 deg. E, 5.3'                                          

Book 4, 

Page 42

22 47-27 NE
Took new ties to existing cor. By E.A. 

Burns, Deputy, County Surveyor 
1911

10” Linden – N 61 deg. E, 39.9'                             

11” Linden – N 88 deg. W, 37.0'                           

5” Elm – S 13 deg. E, 22.0'

Book 2, 

Page 18

22 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

16” Linden – S 50 deg. W, 9.9'                                   

4” Linden – N 44 deg. E, 9.2'                               

10" Black Oak - N 49 deg. E, 15.8'                                         

8" Linden - S 80 deg. W, 15.8'                   

Book 4, 

Page 30

22 47-27 NW
Took new ties to cor. By H. D Keath, 

County Surveyor 
1915

Tele. Pole - N 45 deg W, 29.7'                             

Tele. Pole - N 45 deg E, 72.3'

Book 1, 

Page 218

22 47-27 NW
Set iron pin and took new ties by H.D. 

Keath, County Surveyor
1914

14” W. Oak - S 45 deg E, (no dist.)                       

16” W. Oak – S 45 deg W, (no dist.)  

Book 1, 

Page 173

22 47-27 NW
1” iron pin set at cor. By H.D Keath, 

County Surveyor
1913

14" W. Oak - S 45 deg W, 69.4'                            

16” W. Oak - S 37 deg E, 51.5' 

Book 1, 

Page 161

22 47-27 NW
new wood post set 4" below grade by 

Allison Wilber, County Surveyor
1891

8" W. Oak - S 35 deg. E, 52.1'                               

15" W. Oak - S 15 deg. W, 37.0'             

Book  1, 

Page 1

22 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

12” Black Ash – S 51 deg. E, 13.2'                                   

8” Black Ash – S 49 deg. W, 10.6'                               

10" Black Ash - N 59 deg. W, 26.4'                                         

12" Black Ash - N 34 deg. E, 6.6'                   

Book 4, 

Page 40

22 47-27 S 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

4" Tamarack - N 13 deg. E, 1.3'                            

4" Tamarack - S 24 deg. W, 5.9'                         

Book 1, 

Page 85

22 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 13 deg. E, 1.3'                                   

4” Tamarack – S 24 deg. W, 5.9'                                          

Book 4, 

Page 40

22 47-27 SE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 Tele. Pole on N side Rd. - 39.1'

Book 1, 

Page 85

22 47-27 SE
5" stone set over GLO stake by E.W. 

Kelly, Co. Surveyor
1903 No new ties taken 

Book 1, 

Page 48

22 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 74 deg. W, 25.7'                                   

6” Tamarack – N 17 deg. E, 19.1'                               

5" Tamarack - S 74 deg. E, 7.3'                                         

6" Tamarack - S 25 deg. W, 68.6'                   

Book 4, 

Page 29

22 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. E, 18.5'                                   

5” Tamarack – N 66 deg. W, 15.8'                               

6" Tamarack - S 56 deg. E, 64.7'                                         

8" Tamarack - S 26 deg. W, 55.4'                   

Book 4, 

Page 39

22 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 16 deg. E, 18.5'                                   

4” Tamarack – S 23 deg. W, 33.0'                                          

Book 4, 

Page 40

22 47-27
Survey of N line NE ¼ of Section by H. 

D Keath, County Surveyor 
1914

Found original B.Ts at corners                         

Distance and Mag. Var. shown 

Book 1, 

Page 193

22 47-27
Tract Survey in Section by H.D. Keath, 

County Surveyor 
1913

Is in NE ¼ -NW ¼  of Section 22                           

Distance and Mag. Var. shown 

Book 1, 

Page 161

23 47-27  
Tract Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Survey in NW 1/4 -SE 1/4 N of RR                        

Distance only stated

Book 2, 

Page 85

23 47-27 M.C.

M.C. is on E line SE1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
12” Oak – N 74 deg. E, 14.5'                                   

10” Black Ash – S 69 deg. W, 21.1'                                          

Book 4, 

Page 20

23 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” Maple – N 18 deg. E, 2.6'                                   

10” Maple – N 80 deg. W, 14.5'                                          

Book 4, 

Page 20
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23 47-27 M.C.

M.C. is on N line NW1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
16” Maple – N 80 deg. E, 2.0'                                   

6” Elm – N 85 deg. W, 23.1'                                          

Book 4, 

Page 31

23 47-27 M.C.

M.C. is on N line NW1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
6” Black Ash – S 75 deg. W, 4.0'                                   

10” Black Ash – S 35 deg. E, 11.9'                                          

Book 4, 

Page 31

23 47-27 N 1/4
corner established by C.O. Armstead, 

County Surveyor (no description)
1895 8" Ash - S 02 deg. W, 286.4'                                                                                                

Book 1, 

Page 6

23 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
11” Pine – N 66 deg. E, 70.4'                                   

12” Pine – N 64 deg. W, 100.3'                                          

Book 4, 

Page 31

23 47-27 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

20” Elm – S 45 deg. E, 106.0'                                 

36” Maple – N 45 deg. E, 56.5'

Book 1, 

Page 386

23 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 57 deg. W, 15.8'                                   

5” White Ash – S 13 deg. E, 11.9'                               

8" White Ash - N 73 deg. E, 11.9'                                         

12" Elm - N 39 deg. W, 32.3'                   

Book 4, 

Page 20

23 47-27 NW
Took new ties to existing cor. By E.A. 

Burns, Deputy, County Surveyor 
1911

10” Linden – N 61 deg. E, 39.9'                             

11” Linden – N 88 deg. W, 37.0'                           

5” Elm – S 13 deg. E, 22.0'

Book 2, 

Page 18

23 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

16” Linden – S 50 deg. W, 9.9'                                   

4” Linden – N 44 deg. E, 9.2'                               

10" Black Oak - N 49 deg. E, 15.8'                                         

8" Linden - S 80 deg. W, 15.8'                   

Book 4, 

Page 30

23 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – N 05 deg. W, 13.2'                                   

3” Poplar – S 35 deg. E, 24.4'                                          

Book 4, 

Page 29

23 47-27 SE
Large Rock fnd in survey for 4th St. by 

E.W. Kelly, Deputy Co. Surveyor
1903

no ties.   Survey was for locating 4th Street in 

Aitkin

Book 1, 

Page 45

23 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

20” Pine – S 03 deg. E, 174.2'                                   

14” Pine – S 68 deg. W, 132.0'                                     

No other trees near to use for ties                                          

Book 4, 

Page 19

23 47-27 SW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 Tele. Pole on N side Rd. - 39.1'

Book 1, 

Page 85

23 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 74 deg. W, 25.7'                                   

6” Tamarack – N 17 deg. E, 19.1'                               

5" Tamarack - S 74 deg. E, 7.3'                                         

6" Tamarack - S 25 deg. W, 68.6'                   

Book 4, 

Page 29

23 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Black Oak – N 05 deg. E, 9.9'                                   

12” Linden – S 08 deg. W, 9.9'                                          

Book 4, 

Page 30

24 47-27 E 1/4
Set 1“ iron bolt for corner and took 

new ties by H. D Keath, Co. Surveyor 
1915

8” Ash - N 42 deg W, 48.3'                                     

8” Ash - N 67 deg W, 48.0'

Book 1, 

Page 230

24 47-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
4" Birch - S 51 deg. E, 8.6'                                                     

4" Ash - N 67 deg. W, 12.5'                                                             

GLO BK 

1, P 3

24 47-27 M.C.

M.C. is on W line SW1/4 on S side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
12” Oak – N 74 deg. E, 14.5'                                   

10” Black Ash – S 69 deg. W, 21.1'                                          

Book 4, 

Page 20

24 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” Maple – N 18 deg. E, 2.6'                                   

10” Maple – N 80 deg. W, 14.5'                                          

Book 4, 

Page 20

24 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
10” Elm – N 30 deg. W, 14.5'                                   

12” Elm – S 60 deg. E, 9.2'                                          

Book 4, 

Page 21

24 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Mississippi River - wood post set as 

part of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Hackberry – N 65 deg. W, 12.5'                                   

8” Linden – S 82 deg. W, 14.5'                                          

Book 4, 

Page 21

24 47-27 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 386
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24 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Elm – S 36 deg. W, 4.0'                                   

6” Elm – N 19 deg. W, 17.2'                                          

Book 4, 

Page 21

24 47-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870 no ties stated for corner
GLO BK 

1, P 3

24 47-27 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

20” Elm – S 45 deg. E, 106.0'                                 

36” Maple – N 45 deg. E, 56.5'

Book 1, 

Page 386

24 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Black Ash – S 57 deg. W, 15.8'                                   

5” White Ash – S 13 deg. E, 11.9'                               

8" White Ash - N 73 deg. E, 11.9'                                         

12" Elm - N 39 deg. W, 32.3'                   

Book 4, 

Page 20

24 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14" Cottonwood – S 58 deg. W, 26.4'                                   

10” Black Oak – N 35 deg. W, 99.0'                                          

Book 4, 

Page 19

24 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

6" Pine - N 17 deg. E, 7.9'                                                      

5" Fir - N 37 deg. W, 12.5'                             8" 

Tamarack - S 57 deg. W, 35.0'                                             

5" Maple - S 52 deg. E, 19.8'                                               

GLO BK 

1, P 2

24 47-27 SW
Large Rock fnd in survey for 4th St. by 

E.W. Kelly, Deputy Co. Surveyor
1903

no ties.   Survey was for locating 4th Street in 

Aitkin

Book 1, 

Page 45

24 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

20” Pine – S 03 deg. E, 174.2'                                   

14” Pine – S 68 deg. W, 132.0'                                     

No other trees near to use for ties                                          

Book 4, 

Page 19

24 47-27
Survey of E line SE ¼ of Section by H. 

D Keath, County Surveyor 
1915

Found inp cor. And set new ties                            

Distance and Mag. Var. shown 

Book 1, 

Page 230

25 47-27  
Survey in NW 1/4-SW1/4 by Chas. 

Handschu, Private Surveyor
1963 Survey and topo. Of area

Book CH-

4  Page 7-

18

25 47-27  

Tract Surveys in W1/2-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Lots are on E side of T.H. 169 (S. side of 

Aitkin)   Angles and Distances shown

Book 1, 

Page 530

25 47-27  
Survey of South line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 227

25 47-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
16" Pine - S 75 deg. E, 34.3'                                                     

12" Pine - N 22 deg. W, 21.1'                                                             

GLO BK 

1, P 2

25 47-27 M.C

On E line SE 1/4. Set new cor.and 

took new tie by H.D. Keath, County 

Surveyor

1915 12” White Oak - N 85 deg W, 31.5' 
Book 1, 

Page 227

25 47-27 M.C

On S line SE 1/4. Set new cor.and 

took new tie by H.D. Keath, County 

Surveyor

1915 10” Red Oak - N 85 deg W, 3.5' 
Book 1, 

Page 227

25 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
14" Cottonwood – S 58 deg. W, 26.4'                                   

10” Black Oak – N 35 deg. W, 99.0'                                          

Book 4, 

Page 19

25 47-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

6" Pine - N 17 deg. E, 7.9'                                                      

5" Fir - N 37 deg. W, 12.5'                             8" 

Tamarack - S 57 deg. W, 35.0'                                             

5" Maple - S 52 deg. E, 19.8'                                               

GLO BK 

1, P 2

25 47-27 NW
Large Rock fnd in survey for 4th St. by 

E.W. Kelly, Deputy Co. Surveyor
1903

no ties.   Survey was for locating 4th Street in 

Aitkin

Book 1, 

Page 45

25 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

20” Pine – S 03 deg. E, 174.2'                                   

14” Pine – S 68 deg. W, 132.0'                               

No other trees near to use for ties                         

Book 4, 

Page 18

25 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 24 deg. W, 13.2'                                   

8” Tamarack – N 00 deg. E, 13.2'                                          

Book 4, 

Page 17

25 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 39.6'                                                      

3" Spruce - N 10 deg. W, 36.3'                             

5" Tamarack - S 22 deg. W, 20.5'                                             

5" Tamarack - S 75 deg. E, 66.0'                                               

GLO BK 

1, P 1

25 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” White Birch – S 20 deg. W, 13.9'                                   

5" Poplar – S 29 deg. E, 14.5'                                          

15" Poplar - N 32 deg. E, 16.5'                                           

14" Poplar - N 58 deg. W, 9.2'

Book 4, 

Page 16

25 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Poplar – N 38 deg. W, 5.3'                                   

10” Poplar – N 79 deg. E, 25.7'                                          

Book 4, 

Page 18
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26 47-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1939

Subd. Of W ½ - also ties in RR                            

Distance only stated

Book 1, 

Page 503

26 47-27  

Tract Survey in NE1/4- SE1/4 of 

Section by H.D. Keath, County 

Surveyor 

1938
Is N of Mud River in Aitkin                                 

Distance and angles shown

Book 1, 

Page 500

26 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Poplar – N 38 deg. W, 5.3'                                   

10” Poplar – N 79 deg. E, 25.7'                                          

Book 4, 

Page 18

26 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – N 05 deg. W, 13.2'                                   

3” Poplar – S 35 deg. E, 24.4'                                          

Book 4, 

Page 29

26 47-27 NE
Large Rock fnd in survey for 4th St. by 

E.W. Kelly, Deputy Co. Surveyor
1903

no ties.   Survey was for locating 4th Street in 

Aitkin

Book 1, 

Page 45

26 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

20” Pine – S 03 deg. E, 174.2'                                   

14” Pine – S 68 deg. W, 132.0'                               

No other trees near to use for ties                         

Book 4, 

Page 18

26 47-27 NW
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 Tele. Pole on N side Rd. - 39.1'

Book 1, 

Page 85

26 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 74 deg. W, 25.7'                                   

6” Tamarack – N 17 deg. E, 19.1'                               

5" Tamarack - S 74 deg. E, 7.3'                                         

6" Tamarack - S 25 deg. W, 68.6'                   

Book 4, 

Page 29

26 47-27 S 1/4
new 4" Poplar post set lost by H.D. 

Keath, County Surveyor
1913

6" Tam. Fe. post - N 45 deg. W, 25.1'                    

8" Oak  Fe. Post - N 45 deg. E, 30.4'       

Book 1, 

Page 150

26 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Poplar – S 06 deg. E, 9.9'                                   

8” Birch – N 66 deg. W, 3.3'                                          

Book 4, 

Page 28

26 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” White Birch – S 20 deg. W, 13.9'                                   

5" Poplar – S 29 deg. E, 14.5'                                          

15" Poplar - N 32 deg. E, 16.5'                                           

14" Poplar - N 58 deg. W, 9.2'

Book 4, 

Page 16

26 47-27 SW
new ties set for existing cor. by H.D. 

Keath, County Surveyor
1913

12" W. Ash - N 45 deg. W, 48.8'                            

10" Elm - N 00 deg. E, 23.8'        

Book 1, 

Page 150

26 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

8” Poplar – S 36 deg. W, 6.6'                                   

4” Poplar – N 64 deg. E, 11.9'                               

5" Birch - N 30 deg. W, 14.5'                                         

6" Oak - S 53 deg. E, 6.6'                   

Book 4, 

Page 27

26 47-27 W 1/4
MHD C.I.M. set SE of fence corner of 

fences to the N and W by J. Nielsen
1989

SRP in Tw. 15" Oak - N 06 deg. E, 31.04'              

SRP in 8" Poplar - S 70 deg. E, 24.18'                 

SRP in Tr. 10" Maple - S 17 deg W, 20.67' 

319308

26 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Poplar – N 34 deg. W, 21.8'                                   

10” Poplar – N 30 deg. E, 14.5'                                          

Book 4, 

Page 28

26 47-27
Survey of S line of Section by H.D. 

Keath, County Surveyor 
1913

set new 4" post for S 1/4 Cor.                                 

Distance only shown 

Book 1, 

Page 150

27 47-27  
Subdivision of Section 27 by H.D. 

Keath, County Surveyor 
1915

Found cors.- set iron pipe at 1/16th cors.               

Distances and Mag. Var. shown

Book 1,  

Page 238

27 47-27  
Subdivision of Section 27 by F.J. 

O'Hara, County Surveyor 
1909 found all but SW Cor. - Distances only shown 

Book 1, 

Page 85

27 47-27  
Road Survey on N line of Section 27 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found all Sec Cor. on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 48

27 47-27 E 1/4
MHD C.I.M. set SE of fence corner of 

fences to the N and W by J. Nielsen
1989

SRP in Tw. 15" Oak - N 06 deg. E, 31.04'              

SRP in 8" Poplar - S 70 deg. E, 24.18'                  

SRP in Tr. 10" Maple - S 17 deg W, 20.67' 

319308

27 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Poplar – N 34 deg. W, 21.8'                                   

10” Poplar – N 30 deg. E, 14.5'                                          

Book 4, 

Page 28

27 47-27 M.C.

M.C. is on S line SW1/4 on E side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Tamarack – N 29 deg. E, 12.5'                                   

5” Tamarack – S 78 deg. E, 8.6'                                          

Book 4, 

Page 38
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27 47-27 M.C.

M.C. is on W line SW1/4 on N side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
16” Pine – N 61 deg. W, 35.0'                                   

6” Maple – N 00 deg. E, 22.4'                                          

Book 4, 

Page 39

27 47-27 N 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

4" Tamarack - N 13 deg. E, 1.3'                             

4" Tamarack - S 24 deg. W, 5.9'                         

Book 1, 

Page 85

27 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Poplar – S 06 deg. E, 9.9'                                   

8” Birch – N 66 deg. W, 3.3'                                          

Book 4, 

Page 28

27 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 13 deg. E, 1.3'                                   

4” Tamarack – S 24 deg. W, 5.9'                                          

Book 4, 

Page 40

27 47-27 NE
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 Tele. Pole on N side Rd. - 39.1'

Book 1, 

Page 85

27 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 74 deg. W, 25.7'                                   

6” Tamarack – N 17 deg. E, 19.1'                               

5" Tamarack - S 74 deg. E, 7.3'                                         

6" Tamarack - S 25 deg. W, 68.6'                   

Book 4, 

Page 29

27 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. E, 18.5'                                   

5” Tamarack – N 66 deg. W, 15.8'                               

6" Tamarack - S 56 deg. E, 64.7'                                         

8" Tamarack - S 26 deg. W, 55.4'                   

Book 4, 

Page 39

27 47-27 S 1/4

MHD C.I.M. set on c/l road projection 

from E and c/l road projection from S 

by J. Nielsen

1989

SRP in Anchor Pole - 22.20' NE                            

SRP in Power Pole - 40.30' SE                            

SRP in 3" Poplar - N 68 deg W, 7.12'   

319305

27 47-27 S 1/4
New tie set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 5" Tamarack - N 42 deg E, 12.5'

Book 1, 

Page 85

27 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 34 deg. E, 9.2'                                   

5” Tamarack – N 42 deg. E, 12.5'                                          

Book 4, 

Page 38

27 47-27 SE
new ties set for existing cor. by H.D. 

Keath, County Surveyor
1913

12" W. Ash - N 45 deg. W, 48.8'                            

10" Elm - N 00 deg. E, 23.8'        

Book 1, 

Page 150

27 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

8” Poplar – S 36 deg. W, 6.6'                                   

4” Poplar – N 64 deg. E, 11.9'                               

5" Birch - N 30 deg. W, 14.5'                                         

6" Oak - S 53 deg. E, 6.6'                   

Book 4, 

Page 27

27 47-27 SW

Corner falls in Pickerel Lake  no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner falls in - Lake No ties
Book 4, 

Page 37

27 47-27 SW

corner falls in Pickerel Lake - no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner is in Lake - no ties set
Book 4, 

Page 51

27 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 26 deg. E, 7.9'                                   

3” Tamarack – N 26 deg. W, 9.9'                                          

Book 4, 

Page 39

27 47-27
Road Survey in E1/2 of Sec. 27 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for cors. No new ties.               

Distance and mag. var. shown 

Book 1, 

Page 49

28 47-27  
Subdivision of Section 28 by H.D. 

Keath, County Surveyor 
1915

Subd. Section and set 2 1/2” iron pipes           

Dist. and angles shown (no new ties taken)

Book 1,  

Page 226

28 47-27  
Road Survey in SW1/4 of Section 28 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found W1/4 and SW cor.                                    

Distance and mag. var. shown 

Book 1, 

Page 47

28 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 26 deg. E, 7.9'                                   

3” Tamarack – N 26 deg. W, 9.9'                                          

Book 4, 

Page 39

28 47-27 M.C.

M.C. is on E line SE1/4 on N side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
16” Pine – N 61 deg. W, 35.0'                                   

6” Maple – N 00 deg. E, 22.4'                                          

Book 4, 

Page 39

28 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Pickerel Lake near SE Cor. of Section - 

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Black Ash – N 42 deg. E, 17.8'                                   

4” Maple - S 28 deg. W, 15.8'                                          

Book 4, 

Page 51
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28 47-27 M.C.

M.C. is on S line SE1/4 on E side of 

Dogfish Lake near S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Poplar – N 72 deg. E, 19.8'                                   

4” Poplar - S 39 deg. E, 5.3'                                          

Book 4, 

Page 52

28 47-27 M.C.

M.C. is on S line SW1/4 on W side of 

Dogfish Lake W of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Oak – N 66 deg. W, 26.4'                                   

6” Black Oak - N 31 deg. E, 23.1'                                          

Book 4, 

Page 52

28 47-27 N 1/4
wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Dead Tamarack – S 40 deg. W, 5.3'                                   

6” Dead Tamarack – N 40 deg. W, 21.8'                                          

Book 4, 

Page 53

28 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. E, 18.5'                                   

5” Tamarack – N 66 deg. W, 15.8'                               

6" Tamarack - S 56 deg. E, 64.7'                                         

8" Tamarack - S 26 deg. W, 55.4'                   

Book 4, 

Page 39

28 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
(?") Tamarack – N 45 deg. E, 23.1'                                   

No other trees near to use for ties                                       

Book 4, 

Page 53

28 47-27 SE

Corner falls in Pickerel Lake  no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner falls in - Lake No ties
Book 4, 

Page 37

28 47-27 SE

corner falls in Pickerel Lake - no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner is in Lake - no ties set
Book 4, 

Page 51

28 47-27 SW
3" capped pipe found at fence corner 

of fences to the E and S by J. Nielsen
1989

SRP in 40" R. Oak - 24.96' ESE                             

SRP in 10" Aspen - 27.75' SSW                           

SRP in 8" Ash - 58.71' NW

319306

28 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Oak – N 31 deg. W, 12.5'                                   

3” Oak – S 70 deg. W, 6.6'                               

6" Oak - S 59 deg. E, 11.2'                                         

6" Oak - N 60 deg. E, 31.0'                   

Book 4, 

Page 50

28 47-27 W 1/4

MHD C.I.M. set on westerly side of N -

S road at fence line to the E by J. 

Nielsen

1989

SRP in 6" Ash - N 23 deg. E, 65.17'                      

SRP in Power Pole - 29.47' SE                           

SRP in 40" Ctnwd. - S 89 deg W, 83.93'  

319308

28 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – N 90 deg. E, 7.9'                                   

15” Poplar – N 55 deg. W, 17.8'                                          

Book 4, 

Page 52

29 47-27  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Subdivision of SW 1/4 of Section (G.L. 2)              

Distances and angles shown

Book 1,  

Page 391

29 47-27  
Survey of W line of Section by Fred 

Heuer, County Surveyor 
1920

Fnd. Inp. Cors. Set  W ¼ lost                    

Distances and Mag. Var. shown

Book 1,  

Page 289

29 47-27 E 1/4

MHD C.I.M. set on westerly side of            

N-S road at fence line to the E by J. 

Nielsen

1989

SRP in 6" Ash - N 23 deg. E, 65.17'                      

SRP in Power Pole - 29.47' SE                            

SRP in 40" Ctnwd. - S 89 deg W, 83.93'    

319308

29 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – N 90 deg. E, 7.9'                                   

15” Poplar – N 55 deg. W, 17.8'                                          

Book 4, 

Page 52

29 47-27 M.C.

M.C. is on S line SW1/4 on E side of 

Cedar Lake just west of S1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Birch – S 14 deg. E, 5.9'                                   

3” Maple - N 20 deg. W, 6.6'                                          

Book 4, 

Page 62

29 47-27 M.C.

M.C. is on S line SW1/4 on W side of 

Cedar Lake just east of SW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Red Cedar – S 50 deg. W, 11.2'                                   

8” Black Ash - N 09 deg. W, 5.9'                                          

Book 4, 

Page 62

29 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
(?") Tamarack – N 45 deg. E, 23.1'                                   

No other trees near to use for ties                                       

Book 4, 

Page 53

29 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

29 47-27 S 1/4 2" iron pipe found by J. Nielsen 1988 319304

29 47-27 S 1/4

Took new ties to existing corner (3” 

capped pipe) by Bill  Voigt, Private 

Surveyor

1958
14” Maple - S 45 deg. E, 31.1'                            

12” Oak – N 90 deg. E 23.4'                              

Book V-2,  

Page 11

29 47-27 S 1/4
iron pipe set at corner by Glen Bickley, 

County Surveyor
1923

14” Maple – S 45 deg. E, 31.1'                              

12” Oak – N 90 deg. E, 23.4'

Book 1, 

Page 391
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29 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Elm – N 33 deg. W, 21.1'                                   

10” Linden – S 33 deg. E, 25.1'                                          

Book 4, 

Page 62

29 47-27 SE
3" capped pipe found at fence corner 

of fences to the E and S by J. Nielsen
1989

SRP in 40" R. Oak - 24.96' ESE                           

SRP in 10" Aspen - 27.75' SSW                           

SRP in 8" Ash - 58.71' NW  

319306

29 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Oak – N 31 deg. W, 12.5'                                   

3” Oak – S 70 deg. W, 6.6'                               

6" Oak - S 59 deg. E, 11.2'                                         

6" Oak - N 60 deg. E, 31.0'                   

Book 4, 

Page 50

29 47-27 SW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

6” Elm – S 18 deg. E, 7.9'                                   

8” Black Ash – N 80 deg. W, 9.9'                               

8" Black Ash - S 64 deg. W, 8.6'                                         

10" Black Ash - N 58 deg. W, 7.9'                   

Book 4, 

Page 62

29 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

30 47-27  
Survey of East line of Section by Bill  

Voigt, Private Surveyor
1958 Tied into SW Cor. And SE Cor. of Section 33

Book V-2,  

Page 6-8

30 47-27  
Survey of E line of Section by Fred 

Heuer, County Surveyor 
1920

Fnd. Inp. Cors. Set  E ¼ lost                    

Distances and Mag. Var. shown

Book 1,  

Page 289

30 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

30 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 35 deg. W, 9.9'                                  

4” Tamarack – S 21 deg. W, 36.3'                                          

Book 4, 

Page 66

30 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 4, 

Page 64

30 47-27 NW
1 1/2" pinch-top iron pipe found in c/l     

N-S road at c/l road to W by T. Betley
1986

Nail in Twin 6" Poplar - N 52 deg. E, 58.6'             

Nail in Power Pole - N 37 deg. W, 55.6' 
239094

30 47-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Aspen – N 02 deg. E, 81.2'                                   

6” Aspen – N 40 deg. W, 33.0'                                          

5" Aspen - S 45 deg. W, 37.0'                                           

5" Aspen - S 74 deg. E, 61.4'

Book 4, 

Page 6

30 47-27 S 1/4
MHD C.I.M. found approx. 107' N of c/l 

ENE-WSW highway by J. Nielsen
1989

SE Cor. Pole Shed - N 09 deg. E, 152.15'             

SW Cor. Pole Shed - N 02 deg. E, 141.68'         

SRP in Pine Tree - N 89 deg. W, 273.16' 

319307

30 47-27 S 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – S 06 deg. E, 17.8'                                   

3” Poplar – N 60 deg. E, 16.5'                                          

Book 4, 

Page 63

30 47-27 SE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

6” Elm – S 18 deg. E, 7.9'                                   

8” Black Ash – N 80 deg. W, 9.9'                               

8" Black Ash - S 64 deg. W, 8.6'                                         

10" Black Ash - N 58 deg. W, 7.9'                   

Book 4, 

Page 62

30 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Aspen – N 78 deg. E, 44.2'                                   

5” Aspen – N 60 deg. W, 16.5'                                          

4" Aspen - S 55 deg. W, 4.0'                                           

3" Aspen - S 79 deg. E, 29.0'

Book 4, 

Page 4

30 47-27 W 1/4
1" iron pipe found in c/l N-S road by T. 

Betley
1986

Nail in Power Pole - N 18 deg. E, 158.4'               

Nail in fence post - N 47 deg. E, 65.7'                 

Nail in fence post - S 48 deg. E, 52.2' 

239095

30 47-27 W 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
3” Tamarack – S 34 deg. W, 21.8'                                   

3” Tamarack – S 70 deg. E, 27.1'                                          

Book 4, 

Page 5

31 47-27  
Section Subdivision by Chas. 

Handschu, Private Surveyor
1963 Survey of Section and located RR 

Book CH-

4  P. 26-

29

31 47-27  
Tract Survey in NW ¼ of Section by 

H.D. Keath, County Surveyor 
1937

S of RR, in NE 1/4-NW 1/4                                   

Distance and angles shown

Book 1, 

Page 491

31 47-27  
Survey of RR in N1/2 of Section 31 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found NW and NE cors. Set N1/4 cor.            

Distance and mag. var. shown 

Book 1, 

Page 46

31 47-27 M.C.

M.C. # 75 is on S line SW 1/4 Sec. 31 

is 2" pipe set 55' E of Clear Lake and 

58' W of c/l N-S road by M. Landecker

1985

N & D in 10" Ash - N 30 deg. E, 26.56'                   

N & D in 8" Ash - N 80 deg. E, 11.42'                    

N & D in 6" Ash - S 35 deg. E, 6.30'

235832
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31 47-27 M.C.

M.C. # 74 is on the S line of SW 1/4 of 

Sec. 31 and is a 2" pipe found at the E 

end E-W fence line on the W side of 

Cedar Lake by M. Landecker

1985

N & D in 4" Maple - S 25 deg. W, 46.00'               

N & D in 8" Maple - S 70 deg. W, 39.44'               

N & D in 7" Ash - N 85 deg. W, 25.04'

235833

31 47-27 M.C.

M.C. is on S line SW1/4 on W side 

bay on Cedar Lake - wood post set as 

part of original Government Survey by 

A. and W.F. Ingerson, U.S. Deputy 

Surveyors

1870
7” Swamp Ash – N 38 deg. W, 23.8'                                   

9” Swamp Ash – S 52 deg. W, 38.3'                                          

Book 4, 

Page 10

31 47-27 M.C.

M.C. is 5" Ash used for corner on S 

line SW1/4 on E side bay on Cedar 

Lake as part of original Government 

Survey by A. and W.F. Ingerson, U.S. 

Deputy Surveyors

1870
12” Burr Oak – S 11 deg. E, 21.1'                                   

16” Aspen – N 41 deg. E, 22.4'                                          

Book 4, 

Page 10

31 47-27 M.C.

M.C. is 8" Sugar used for corner on S 

line SW1/4 on W side of Cedar Lake 

as part of original Government Survey 

by A. and W.F. Ingerson, U.S. Deputy 

Surveyors

1870
5” Black Ash – N 62 deg. W, 11.9'                                   

5” Black Ash – S 35 deg. W, 16.5'                                          

Book 4, 

Page 10

31 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Cedar Lake just south of NE Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Elm – S 50 deg. W, 4.0'                                   

5” Poplar - N 33 deg. E, 16.5'                                          

Book 4, 

Page 63

31 47-27 N 1/4
MHD C.I.M. found approx. 107' N of c/l 

ENE-WSW highway by J. Nielsen
1989

SE Cor. Pole Shed - N 09 deg. E, 152.15'           

SW Cor. Pole Shed - N 02 deg. E, 141.68'           

SRP in Pine Tree - N 89 deg. W, 273.16'     

319307

31 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
3” Poplar – S 06 deg. E, 17.8'                                   

3” Poplar – N 60 deg. E, 16.5'                                          

Book 4, 

Page 63

31 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

6” Elm – S 18 deg. E, 7.9'                                   

8” Black Ash – N 80 deg. W, 9.9'                               

8" Black Ash - S 64 deg. W, 8.6'                                         

10" Black Ash - N 58 deg. W, 7.9'                   

Book 4, 

Page 62

31 47-27 NW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

4” Aspen – N 78 deg. E, 44.2'                                   

5” Aspen – N 60 deg. W, 16.5'                                          

4" Aspen - S 55 deg. W, 4.0'                                           

3" Aspen - S 79 deg. E, 29.0'

Book 4, 

Page 4

31 47-27 SE

Set 1 1/4” iron pipe and took new ties 

by Fred Heuer, Deputy County 

Surveyor

1917
7” Spruce - S 45 deg. E, 36.9'                               

5” Spruce – N 45 deg. E, 47.5'

Book 2, 

Page 122

31 47-27 SE 

corner falls in Cedar Lake - no wood 

post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870 no ties since corner falls in lake
Book 4, 

Page 11

31 47-27 SW
Iron pipe w/large spk over it found at 

c/l roads N-S-W by T. Betley 
1986

Nail in 12" R. Oak - N 30 deg. E, 68.50'                  

Nail in 16" W. Oak - N 78 deg. E, 60.3'                

Nail in Power Pole - N 45 deg. W, 51.85'

239092

31 47-27 SW
Found iron pipe and took new ties by 

Chas. Handschu, Private Surveyor
1963

Power pole - N 45 deg. W, 48.0'                           

6” White Birch – S 45 deg. W, 68.4'                        

12” Red Oak – N 70 deg.E, 60.3'

Book CH-

4  Page 

28

31 47-27 SW

wood post set as part of original 

Government Survey by A. & W.F. 

Ingerson, U.S. Deputy Surveyors

1870

12” Burr Oak – N 85 deg. E, 49.5'                       

19” White Pine – N 65 deg. W, 42.2'                                       

24" White Pine - S 85 deg. W, 36.3'                                           

14" Burr Oak - S 63 deg. E, 44.2'

Book 4, 

Page 10

31 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

12” Black Oak – N 85 deg. E, 49.5'                                   

19” White Pine – N 65 deg. W, 42.2'                                          

24" White Pine - S 85 deg. E, 36.3'                                           

14" Burr Oak - S 63 deg. E, 44.2'

Book 4, 

Page 4

31 47-27 W 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
6” Burr Oak – N 40 deg. E, 87.1'                                   

13” Burr Oak – S 59 deg. W, 59.4'                                          

Book 4, 

Page 4

32 47-27  
Tract Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

5 acres in Gov't Lot                                     

Distance and Bearings stated

Book 2, 

Page 73

32 47-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Road into tract on Bk.2, P. 73                                 

Distance and Bearings stated

Book 2, 

Page 75

32 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Cedar Lake near W 1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Black Ash – N 79 deg. E, 5.3'                                   

6” Elm - S 79 deg. W, 9.9'                                          

Book 4, 

Page 50
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32 47-27 M.C.

M.C. is on E line NE1/4 on S side of 

Bay Cedar Lake near NE Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
12” Butternut – N 30 deg. E, 9.2'                                   

8” Black Ash - S 64 deg. W, 7.3'                                          

Book 4, 

Page 50

32 47-27 M.C.

M.C. is on E line NE1/4 on N side of 

Bay Cedar Lake near NE Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Black Ash – N 16 deg. W, 13.2'                                   

14” Swamp Oak - N 70 deg. E, 9.2'                                          

Book 4, 

Page 50

32 47-27 M.C.

M.C. is on N line NW1/4 on E side of 

Cedar Lake just west of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Birch – S 14 deg. E, 5.9'                                   

3” Maple - N 20 deg. W, 6.6'                                          

Book 4, 

Page 62

32 47-27 M.C.

M.C. is on N line NW1/4 on W side of 

Cedar Lake just east of NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Red Cedar – S 50 deg. W, 11.2'                                   

8” Black Ash - N 09 deg. W, 5.9'                                          

Book 4, 

Page 62

32 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Cedar Lake just south of NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Elm – S 50 deg. W, 4.0'                                   

5” Poplar - N 33 deg. E, 16.5'                                          

Book 4, 

Page 63

32 47-27 N 1/4 2" iron pipe found by J. Nielsen 1988 319304

32 47-27 N 1/4

Took new ties to existing corner (3” 

capped pipe) by Bill  Voigt, Private 

Surveyor

1958
14” Maple - S 45 deg. E, 31.1'                            

12” Oak – N 90 deg. E 23.4'                              

Book V-2,  

Page 11

32 47-27 N 1/4
iron pipe set at corner by Glen Bickley, 

County Surveyor
1923

14” Maple – S 45 deg. E, 31.1'                              

12” Oak – N 90 deg. E, 23.4'

Book 1, 

Page 391

32 47-27 NE
3" capped pipe found at fence corner 

of fences to the E and S by J. Nielsen
1989

SRP in 40" R. Oak - 24.96' ESE                           

SRP in 10" Aspen - 27.75' SSW                           

SRP in 8" Ash - 58.71' NW  

319306

32 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Oak – N 31 deg. W, 12.5'                                   

3” Oak – S 70 deg. W, 6.6'                               

6" Oak - S 59 deg. E, 11.2'                                         

6" Oak - N 60 deg. E, 31.0'                   

Book 4, 

Page 50

32 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

6” Elm – S 18 deg. E, 7.9'                                   

8” Black Ash – N 80 deg. W, 9.9'                               

8" Black Ash - S 64 deg. W, 8.6'                                         

10" Black Ash - N 58 deg. W, 7.9'                   

Book 4, 

Page 62

32 47-27 S 1/4

corner falls in Cedar Lake - no wood 

post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870 no ties since corner falls in lake
Book 4, 

Page 11

32 47-27 SE

corner falls in Cedar Lake - no wood 

post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870 no ties since corner falls in lake
Book 4, 

Page 11

32 47-27 SW

corner falls in Cedar Lake - no wood 

post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870 no ties since corner falls in lake
Book 4, 

Page 11

33 47-27  

Tract Survey in NW1/4-NW1/4 of 

Section by Don Mellem, County 

Surveyor 

1960
Lot is on E side of Cedar Lake                      

Bearings and Distances shown

Book 1, 

Page 532

33 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Oak – N 45 deg. E, 13.2'                                   

5” Oak – S 40 deg. W, 13.9'                                          

Book 4, 

Page 36

33 47-27 M.C.

M.C. On S line SW 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1963
4” White Birch - N 12 deg. W, 23.0'                     

12 ” Oak – S 22 deg. W, 48.0'                   

Book CH-

4  Page 

24

33 47-27 M.C.

M.C. is on S line SW1/4 on E side of 

Cedar Lake - wood post set as part of 

original Government Survey by A. and 

W.F. Ingerson, U.S. Deputy Surveyors

1870
7” Black Oak – S 28 deg. E, 21.1'                                   

6” Black Oak – N 54 deg. E, 12.5'                                          

Book 4, 

Page 11

33 47-27 M.C.

M.C. is on S line SE1/4 on W side of 

Blue Lake - wood post set as part of 

original Government Survey by A. and 

W.F. Ingerson, U.S. Deputy Surveyors

1870
4” White Birch – N 12 deg. W, 15.2'                                   

12” Black Oak – S 22 deg. W, 31.7'                                          

Book 4, 

Page 11
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33 47-27 M.C.

M.C. is on E line SE1/4 on N side of 

Blue Lake - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
14” Pine – N 40 deg. W, 20.5'                                   

14” Pine – S 68 deg. E, 27.7'                                          

Book 4, 

Page 36

33 47-27 M.C.

M.C. is on E line NE1/4 on S side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
9” Pine – S 30 deg. E, 19.8'                                   

7” Pine – S 33 deg. W, 18.5'                                          

Book 4, 

Page 37

33 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Cedar Lake near E 1/4 Cor. of Section 

- wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
8” Black Ash – N 79 deg. E, 5.3'                                   

6” Elm - S 79 deg. W, 9.9'                                          

Book 4, 

Page 50

33 47-27 M.C.

M.C. is on W line NW1/4 on S side of 

Bay Cedar Lake near NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
12” Butternut – N 30 deg. E, 9.2'                                   

8” Black Ash - S 64 deg. W, 7.3'                                          

Book 4, 

Page 50

33 47-27 M.C.

M.C. is on W line NW1/4 on N side of 

Bay Cedar Lake near NW Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
10” Black Ash – N 16 deg. W, 13.2'                                   

14” Swamp Oak - N 70 deg. E, 9.2'                                          

Book 4, 

Page 50

33 47-27 M.C.

M.C. is on N line NE1/4 on W side of 

Pickerel Lake near NE Cor. of Section - 

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Black Ash – N 42 deg. E, 17.8'                                   

4” Maple - S 28 deg. W, 15.8'                                          

Book 4, 

Page 51

33 47-27 M.C.

M.C. is on N line NE1/4 on E side of 

Dogfish Lake near N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Poplar – N 72 deg. E, 19.8'                                   

4” Poplar - S 39 deg. E, 5.3'                                          

Book 4, 

Page 52

33 47-27 M.C.

M.C. is on N line NW1/4 on W side of 

Dogfish Lake W of N1/4 Cor. of 

Section - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
6” Black Oak – N 66 deg. W, 26.4'                                   

6” Black Oak - N 31 deg. E, 23.1'                                          

Book 4, 

Page 52

33 47-27 NE

Corner falls in Pickerel Lake  no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner falls in - Lake No ties
Book 4, 

Page 37

33 47-27 NW
3" capped pipe found at fence corner 

of fences to the E and S by J. Nielsen
1989

SRP in 40" R. Oak - 24.96' ESE                           

SRP in 10" Aspen - 27.75' SSW                           

SRP in 8" Ash - 58.71' NW  

319306

33 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

5” Oak – N 31 deg. W, 12.5'                                   

3” Oak – S 70 deg. W, 6.6'                               

6" Oak - S 59 deg. E, 11.2'                                         

6" Oak - N 60 deg. E, 31.0'                   

Book 4, 

Page 50

33 47-27 S 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
4” Burr Oak – S 35 deg. E, 17.2'                                   

10” Burr Oak – N 44 deg. W, 9.9'                                          

Book 4, 

Page 11

33 47-27 SE

Corner falls in Blue Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
Book 4, 

Page 72

34 47-27  
Subdivision of Section 34 by H.D. 

Keath, County Surveyor 
1915

Found cors.- set iron pipe at 1/16th cors.               

Distances and Mag. Var. shown

Book 1,  

Page 238

34 47-27  
Road Survey in E 1/2 of Section 34 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found all Sec Cor. on perimeter of Section. 

original ties ok, dist. and mag. var. shown 

Book 1, 

Page 50

34 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 86 deg. W, 26.4'                                   

6” Tamarack – S 42 deg. E, 49.5'                                          

Book 4, 

Page 27

34 47-27 M.C.

M.C. is on S line SW1/4 on E side of 

Blue Lake - wood post set as part of 

original Government Survey by A. and 

W.F. Ingerson, U.S. Deputy Surveyors

1870
14” White Pine – N 07 deg. W, 13.9'                                   

12” White Pine – N 90 deg. E, 7.3'                                          

Book 4, 

Page 12

34 47-27 M.C.

M.C. is on E line SE1/4 on SE side of 

Lily Lake - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
(?”) Poplar – N 75 deg. E, 13.2'                                   

8” Pine – S 66 deg. W, 5.9'                                          

Book 4, 

Page 26
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34 47-27 M.C.

M.C. is on E line SE1/4 on N side of 

Lily Lake - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Tamarack – S 40 deg. E, 11.2'                                   

6” Poplar – S 65 deg. W, 8.6'                                          

Book 4, 

Page 26

34 47-27 M.C.

M.C. is on W line SW1/4 on N side of 

Blue Lake - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
14” Pine – N 40 deg. W, 20.5'                                   

14” Pine – S 68 deg. E, 27.7'                                          

Book 4, 

Page 36

34 47-27 M.C.

M.C. is on W line NW1/4 on S side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
9” Pine – S 30 deg. E, 19.8'                                   

7” Pine – S 33 deg. W, 18.5'                                          

Book 4, 

Page 37

34 47-27 M.C.

M.C. is on N line NW1/4 on E side of 

Pickerel Lake - wood post set as part 

of original Government Survey by 

W.M. Adley, U.S. Deputy Surveyor

1870
8” Tamarack – N 29 deg. E, 12.5'                                   

5” Tamarack – S 78 deg. E, 8.6'                                          

Book 4, 

Page 38

34 47-27 N 1/4

MHD C.I.M. set on c/l road projection 

from E and c/l road projection from S 

by J. Nielsen

1989

SRP in Anchor Pole - 22.20' NE                             

SRP in Power Pole - 40.30' SE                               

SRP in 3" Poplar - N 68 deg W, 7.12'  

319305

34 47-27 N 1/4
New tie set for Cor. by F.J. O'Hara, 

County Surveyor 
1909 5" Tamarack - N 42 deg E, 12.5'

Book 1, 

Page 85

34 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 34 deg. E, 9.2'                                   

5” Tamarack – N 42 deg. E, 12.5'                                          

Book 4, 

Page 38

34 47-27 NE
new ties set for existing cor. by H.D. 

Keath, County Surveyor
1913

12" W. Ash - N 45 deg. W, 48.8'                            

10" Elm - N 00 deg. E, 23.8'         

Book 1, 

Page 150

34 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

8” Poplar – S 36 deg. W, 6.6'                                   

4” Poplar – N 64 deg. E, 11.9'                               

5" Birch - N 30 deg. W, 14.5'                                         

6" Oak - S 53 deg. E, 6.6'                   

Book 4, 

Page 27

34 47-27 NW

Corner falls in Pickerel Lake  no wood 

post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870 corner falls in - Lake No ties
Book 4, 

Page 37

34 47-27 S 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
10” Aspen – N 17 deg. E, 10.6'                                   

4” Linden – S 46 deg. W, 14.5'                                          

Book 4, 

Page 12

34 47-27 SE

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

(?”) White Birch – N 61 deg. E, 5.9'                                   

(?") White Birch – N 67 deg. W, 5.3'                                          

(?")" White Birch - S 31 deg. W, 11.9'                                           

(?") White Birch - S 37 deg. E, 18.5'

Book 4, 

Page 13

34 47-27 SW

Corner falls in Blue Lake - no corner 

set as part of original Government 

Survey by Ashbel Ingerson, U.S. 

Deputy Surveyor

1870 no ties to corner as corner is in Lake
Book 4, 

Page 72

34 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Oak – N 45 deg. E, 13.2'                                   

5” Oak – S 40 deg. W, 13.9'                                          

Book 4, 

Page 36

35 47-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1931

Is on S line SE1/4 of Section                                 

Distance and Mag. Var. shown

Book 1, 

Page 453

35 47-27  
Subdivision of Section 35 by C.O. 

Armstead, County Surveyor 
1895

Set posts at 1/16th cors. in S 1/2.  No ties or 

distances shown

Book 1, 

Page 11

35 47-27 E 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
20” Pine – S 21 deg. W, 29.1'                                   

4” Spruce – S 48 deg. E, 17.8'                                          

Book 4, 

Page 16

35 47-27 M.C.
M.C. is on W line SW1/4 on SE side 

of Lily Lake - wood post set as part of 

original Government Survey by W.M. 

1870
(?”) Poplar – N 75 deg. E, 13.2'                                   

8” Pine – S 66 deg. W, 5.9'                                          

Book 4, 

Page 26

35 47-27 M.C.

M.C. is on W line SW1/4 on N side of 

Lily Lake - wood post set as part of 

original Government Survey by W.M. 

Adley, U.S. Deputy Surveyor

1870
8” Tamarack – S 40 deg. E, 11.2'                                   

6” Poplar – S 65 deg. W, 8.6'                                          

Book 4, 

Page 26

35 47-27 N 1/4
new 4" Poplar post set lost by H.D. 

Keath, County Surveyor
1913

6" Tam. Fe. post - N 45 deg. W, 25.1'                     

8" Oak  Fe. Post - N 45 deg. E, 30.4'        

Book 1, 

Page 150

35 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
4” Poplar – S 06 deg. E, 9.9'                                   

8” Birch – N 66 deg. W, 3.3'                                          

Book 4, 

Page 28

35 47-27 NE

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” White Birch – S 20 deg. W, 13.9'                                   

5" Poplar – S 29 deg. E, 14.5'                                          

15" Poplar - N 32 deg. E, 16.5'                                           

14" Poplar - N 58 deg. W, 9.2'

Book 4, 

Page 16

35 47-27 NW
new ties set for existing cor. by H.D. 

Keath, County Surveyor
1913

12" W. Ash - N 45 deg. W, 48.8'                            

10" Elm - N 00 deg. E, 23.8'           

Book 1, 

Page 150
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35 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

8” Poplar – S 36 deg. W, 6.6'                                   

4” Poplar – N 64 deg. E, 11.9'                               

5" Birch - N 30 deg. W, 14.5'                                         

6" Oak - S 53 deg. E, 6.6'                   

Book 4, 

Page 27

35 47-27 S 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
10” Black Oak – S 51 deg. W, 16.5'                                   

4” Ironwood – N 38 deg. E, 17.8'                                          

Book 4, 

Page 13

35 47-27 SE

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Tamarack – N 16 deg. E, 50.8'                                   

4" Tamarack – N 60 deg. W, 5.3'                                          

4" Tamarack - S 40 deg. W, 8.6'                                           

5" Tamarack - S 37 deg. W, 41.6'

Book 4, 

Page 14

35 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

(?”) White Birch – N 61 deg. E, 5.9'                                   

(?") White Birch – N 67 deg. W, 5.3'                                          

(?")" White Birch - S 31 deg. W, 11.9'                                           

(?") White Birch - S 37 deg. E, 18.5'

Book 4, 

Page 13

35 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 86 deg. W, 26.4'                                   

6” Tamarack – S 42 deg. E, 49.5'                                          

Book 4, 

Page 27

35 47-27
Survey of N line of Section by H.D. 

Keath, County Surveyor 
1913

set new 4" post for S 1/4 Cor.                                 

Distance only shown 

Book 1, 

Page 150

36 47-27  

Tract Survey in SW1/4-NW1/4 of 

Section by H.D. Keath, County 

Surveyor 

1939
Is on S edge of Aitkin                                      

Distance and angles shown

Book 1, 

Page 509

36 47-27  
Survey of North line of Section by H. 

D. Keath, County Surveyor 
1915

Found original cors. Took new ties            

Distances and Mag. Var. shown

Book 1,  

Page 227

36 47-27  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1915

Found original cors. Set center of Section             

Distances and Mag. Var. shown

Book 1,  

Page 217

36 47-27  
Road Survey in Sec. 36 by F.J. 

O'Hara, County Surveyor 
1909

Road runs on S Line of Section.                      

Distances and Mag. Var. stated 

Book 1, 

Page 91

36 47-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870
10" Spruce - N 71 deg. E, 12.5'                                                     

4" Poplar - N 15 deg. W, 7.9'                                                             

GLO BK 

1, P 82

36 47-27 M.C

On N line NE 1/4. Set new cor.and 

took new tie by H.D. Keath, County 

Surveyor

1915 10” Red Oak - N 85 deg W, 3.5' 
Book 1, 

Page 227

36 47-27 N 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 24 deg. W, 13.2'                                   

8” Tamarack – N 00 deg. E, 13.2'                                          

Book 4, 

Page 17

36 47-27 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W.F.Ingerson, U.S. Deputy 

Surveyors

1870

5" Tamarack - N 60 deg. E, 39.6'                                                      

3" Spruce - N 10 deg. W, 36.3'                             

5" Tamarack - S 22 deg. W, 20.5'                                             

5" Tamarack - S 75 deg. E, 66.0'                                               

GLO BK 

1, P 1

36 47-27 NW

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870

4” White Birch – S 20 deg. W, 13.9'                                   

5" Poplar – S 29 deg. E, 14.5'                                          

15" Poplar - N 32 deg. E, 16.5'                                           

14" Poplar - N 58 deg. W, 9.2'

Book 4, 

Page 16

36 47-27 S 1/4

Set 1 ¼ “ iron pipe for corner and took 

new tie by H. D Keath, County 

Surveyor 

1915 5” Spruce- N 45 deg W, 1.7'                                
Book 1, 

Page 217

36 47-27 S 1/4

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870
6” Aspen – S 22 deg. E, 3.3'                                   

5” Aspen – N 62 deg. E, 3.3'                                          

Book 4, 

Page 14

36 47-27 SE

Set wood post as part of original 

Government Land Office Survey by A. 

& W.F. Iverson, U.S. Deputy 

Surveyors

1870

6" Aspen - N 18 deg. E, 3.3'                                                      

10" Pine - N 21 deg. W, 11.9'                           

6" Tamarack - S 48 deg. W, 21.1'                                             

6" Pine - S 81 deg. E, 9.2'                                               

GLO BK 

1, P 6

36 47-27 SW

wood post set as part of original 

Government Survey by A. and W.F. 

Ingerson, U.S. Deputy Surveyors

1870

6” Tamarack – N 16 deg. E, 50.8'                                   

4" Tamarack – N 60 deg. W, 5.3'                                          

4" Tamarack - S 40 deg. W, 8.6'                                           

5" Tamarack - S 37 deg. W, 41.6'

Book 4, 

Page 14

36 47-27 W 1/4

wood post set as part of original 

Government Survey by W.M. Adley, 

U.S. Deputy Surveyor

1870
20” Pine – S 21 deg. W, 29.1'                                   

4” Spruce – S 48 deg. E, 17.8'                                          

Book 4, 

Page 16

1 48-22 E 1/4

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
16” Poplar – S 80 deg. W, 7.9'                                   

8” Yellow Birch – S 85 deg. E, 9.2'                                          

Book 3, 

Page 7

1 48-22 N 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack – S 30 deg. E, 3.3'                                   

No other trees near to use for ties                                  

Book 3, 

Page 22

1 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” White Birch – N 35 deg. W, 28.4'                                   

9" White Birch – N 81 deg. E, 29.7'                                          

7" White Birch - S 28 deg. E, 37.0'                                           

7" White Birch - S 78 deg. W, 16.5'

Book 3, 

Page 7
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1 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

12” Birch – N 32 deg. E, 23.1'                                   

11" Birch – N 37 deg. W, 27.7'                                          

5" Birch - S 35 deg. W, 14.5'                                           

5" Fir - S 25 deg E, 11.2'

Book 3, 

Page 22

1 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Dead Tamarack – N 69 deg. W, 13.2'                                   

3” Dead Tamarack – S 32 deg. W, 13.2'                                          

Book 3, 

Page 36

1 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 46 deg. E, 82.5'                                   

4" Tamarack – N 56 deg. W, 13.9'                                          

6" Tamarack - S 52 deg. W, 19.8'                                           

5" Tamarack - S 32 deg. E, 7.9'

Book 3, 

Page 35

1 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Linden – N 75 deg. E, 10.6'                                   

12” Maple – S 53 deg. W, 6.6'                                          

Book 3, 

Page 37

2 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Linden – N 75 deg. E, 10.6'                                   

12” Maple – S 53 deg. W, 6.6'                                          

Book 3, 

Page 37

2 48-22 N 1/4

3" Tamarack used for corner as part of 

original Government Survey by David 

Watson, U.S. Deputy Surveyor

1870
4” Tamarack – N 20 deg. E, 7.9'                                   

4” Tamarack – S 30 deg. E, 6.6'                                          

Book 3, 

Page 23

2 48-22 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

12” Birch – N 32 deg. E, 23.1'                                   

11" Birch – N 37 deg. W, 27.7'                                          

5" Birch - S 35 deg. W, 14.5'                                           

5" Fir - S 25 deg E, 11.2'

Book 3, 

Page 22

2 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 38 deg. E, 19.1'                                   

4" Tamarack – N 08 deg. W, 6.6'                                          

4" Tamarack - S 40 deg. W, 9.9'                                           

3" Tamarack - S 20 deg E, 4.0'

Book 3, 

Page 23

2 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Tamarack – S 42 deg. W, 9.9'                                   

3” Tamarack – N 39 deg. W, 13.2'                                          

Book 3, 

Page 47

2 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 46 deg. E, 82.5'                                   

4" Tamarack – N 56 deg. W, 13.9'                                          

6" Tamarack - S 52 deg. W, 19.8'                                           

5" Tamarack - S 32 deg. E, 7.9'

Book 3, 

Page 35

2 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

2 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Birch – N 57 deg. W, 66.0'                                   

10” Dead Tamarack – N 30 deg. E, 29.0'                                          

Book 3, 

Page 48

3 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Birch – N 57 deg. W, 66.0'                                   

10” Dead Tamarack – N 30 deg. E, 29.0'                                          

Book 3, 

Page 48

3 48-22 N 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 30 deg. W, 39.6'                                   

No other trees near to use for ties                                  

Book 3, 

Page 23

3 48-22 N 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Spruce – N 54 deg. E, 19.1'                                   

12” Spruce – N 38 deg. W, 10.6'                                          

Book 3, 

Page 10

3 48-22 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 38 deg. E, 19.1'                                   

4" Tamarack – N 08 deg. W, 6.6'                                          

4" Tamarack - S 40 deg. W, 9.9'                                           

3" Tamarack - S 20 deg E, 4.0'

Book 3, 

Page 23

3 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

4” Maple – N 30 deg. E, 13.9'                                   

5" Birch – S 75 deg. W, 4.6'                                          

10" Maple - N 10 deg. W, 4.6'                                           

3" Maple - S 35 deg E, 7.9'

Book 3, 

Page 24

3 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Maple – S 27 deg. E, 9.9'                                   

18” Birch – N 41 deg. E, 2.0'                                          

Book 3, 

Page 58

3 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

3 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

3 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 78 deg. E, 11.9'                                   

18” Aspen – S 82 deg. W, 8.6'                                          

Book 3, 

Page 59

4 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 78 deg. E, 11.9'                                   

18” Aspen – S 82 deg. W, 8.6'                                          

Book 3, 

Page 59
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4 48-22 N 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 24

4 48-22 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

4” Maple – N 30 deg. E, 13.9'                                   

5" Birch – S 75 deg. W, 4.6'                                          

10" Maple - N 10 deg. W, 4.6'                                           

3" Maple - S 35 deg E, 7.9'

Book 3, 

Page 24

4 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 30 deg. W, 23.8'                                   

2” Tamarack – N 40 deg. E, 40.9'                                          

Book 3, 

Page 24

4 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – S 87 deg. W, 23.8'                                   

9” Tamarack – N 12 deg. E, 120.8'                                          

Book 3, 

Page 69

4 48-22 SW
1/2" iron set on E end of E-W fence 

line just W of N-S ditch by Wm. Voigt
1974

16" Poplar - 24.25' SW                                          

4" Poplar - 15.70' WSW                                       
188431

4 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

4 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 32 deg. W, 23.8'                                   

6" Tamarack – S 29 deg. E, 13.2'                                          

6" Tamarack - N 60 deg. E, 23.8'                                           

7" Tamarack - N 15 deg. W, 23.1'

Book 3, 

Page 68

4 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 39 deg. E, 91.1'                                   

6” Tamarack – N 23 deg. W, 153.1'                                          

Book 3, 

Page 70

5 48-22  
Road Survey thru Section by F.J. 

O'Hara, County Surveyor 
1910

Runs NW-SE thru Section                               

Bearings and Distances stated

Book 2, 

Page 8

5 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 39 deg. E, 91.1'                                   

6” Tamarack – N 23 deg. W, 153.1'                                          

Book 3, 

Page 70

5 48-22 N 1/4

2" Tamarack used for corner as part of 

original Government Survey by David 

Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 25

5 48-22 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 30 deg. W, 23.8'                                   

2” Tamarack – N 40 deg. E, 40.9'                                          

Book 3, 

Page 24

5 48-22 NW 1/2" iron set by Wm. Voigt 1974

10" Maple - 79.72' NE                                             

12" Birch - 74.70' ENE                                       

10" Birch - 114.90 SE

188427

5 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
7” Birch – N 80 deg. E, 11.2'                                   

10” Birch – S 62 deg. W, 16.5'                                          

Book 3, 

Page 25

5 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Spruce – S 89 deg. E, 217.8'                                   

10” Tamarack – N 20 deg. E, 126.1'                                          

Book 3, 

Page 84

5 48-22 SE
1/2" iron set on E end of E-W fence 

line just W of N-S ditch by Wm. Voigt
1974

16" Poplar - 24.25' SW                                            

4" Poplar - 15.70' WSW                                       
188431

5 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 32 deg. W, 23.8'                                   

6" Tamarack – S 29 deg. E, 13.2'                                          

6" Tamarack - N 60 deg. E, 23.8'                                           

7" Tamarack - N 15 deg. W, 23.1'

Book 3, 

Page 68

5 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 80 deg. E, 25.7'                                   

5" Tamarack – N 70 deg. W, 16.5'                                          

4" Tamarack - N 80 deg. E, 37.0'                                           

3" Tamarack - S 52 deg. W, 8.6'

Book 3, 

Page 83

5 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – S 59 deg. W, 10.6'                                   

7” Tamarack – S 32 deg. E, 19.8'                                          

Book 3, 

Page 86

6 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – S 59 deg. W, 10.6'                                   

7” Tamarack – S 32 deg. E, 19.8'                                          

Book 3, 

Page 86

6 48-22 N 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 10 deg. E, 52.8'                                   

No other trees near to use for ties                                  

Book 3, 

Page 26

6 48-22 N 1/4 1/2" iron set by Wm. Voigt 1974

6" Poplar - 8.32' NE                                                

6" Poplar - 50.70' SE                                               

7" Poplar - 15.92 SW

188428  
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6 48-22 NE 1/2" iron set by Wm. Voigt 1974

10" Maple - 79.72' NE                                             

12" Birch - 74.70' ENE                                       

10" Birch - 114.90 SE

188427

6 48-22 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
7” Birch – N 80 deg. E, 11.2'                                   

10” Birch – S 62 deg. W, 16.5'                                          

Book 3, 

Page 25

6 48-22 NW
1/2" pipe fnd 20' W of c/l N-S ditch on 

E edge N-S dike by L. Pommerening
1994

WMA sign post - N 00 deg. E, 3.0'                         

WMA sign post - N 90 deg. W, 2.15'
301996 291999.057 560824.170

6 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack – N 18 deg. E, 429.0'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

6 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 55 deg. E, 57.4'                                   

7” Tamarack – S 33 deg. W, 48.8'                                          

Book 3, 

Page 85

6 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 80 deg. E, 25.7'                                   

5" Tamarack – N 70 deg. W, 16.5'                                          

4" Tamarack - N 80 deg. E, 37.0'                                           

3" Tamarack - S 52 deg. W, 8.6'

Book 3, 

Page 83

6 48-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18

6 48-22 W 1/4
1/2" iron set 3' W of W edge N-S ditch 

by Wm. Voigt
1974

12" Willow - 54.15' SSE                                        

10" Poplar - 64.45' SW                                       
188430

6 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 70 deg. E, 7.9'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

6 48-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1928

Is on N line of Section                                    

Distance and Mag. Var. stated

Book 1, 

Page 433

7 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 70 deg. E, 25.1'                                   

6” Tamarack – N 68 deg. W, 43.6'                                          

Book 3, 

Page 83

7 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 55 deg. E, 57.4'                                   

7” Tamarack – S 33 deg. W, 48.8'                                          

Book 3, 

Page 85

7 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 80 deg. E, 25.7'                                   

5" Tamarack – N 70 deg. W, 16.5'                                          

4" Tamarack - N 80 deg. E, 37.0'                                           

3" Tamarack - S 52 deg. W, 8.6'

Book 3, 

Page 83

7 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18

7 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Tamarack – N 41 deg. E, 25.7'                                   

6” Tamarack – S 19 deg. E, 15.8'                                          

Book 3, 

Page 82

7 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 54 deg. E, 9.2'                                   

5" Tamarack – N 56 deg. W, 21.8'                                          

5" Tamarack - S 37 deg. W, 15.8'                                           

5" Tamarack - N 25 deg. E, 31.0'

Book 3, 

Page 80

7 48-22 SW
3/4" rebar set on c/l N-S trail 9' SW of 

gate post by L. Pommerening
1996 (No ties available) 302109 281674.185 560926.036

7 48-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – N 70 deg. E, 9.2'                                   

No other trees near to use for ties                                  

Book 3, 

Page 18

7 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18
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8 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Tamarack – N 36 deg. W, 10.6'                                   

4” Tamarack – N 87 deg. E, 15.8'                                          

Book 3, 

Page 68

8 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Spruce – S 89 deg. E, 217.8'                                   

10” Tamarack – N 20 deg. E, 126.1'                                          

Book 3, 

Page 84

8 48-22 NE
1/2" iron set on E end of E-W fence 

line just W of N-S ditch by Wm. Voigt
1974

16" Poplar - 24.25' SW                                           

4" Poplar - 15.70' WSW                                       
188431

8 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 32 deg. W, 23.8'                                   

6" Tamarack – S 29 deg. E, 13.2'                                          

6" Tamarack - N 60 deg. E, 23.8'                                           

7" Tamarack - N 15 deg. W, 23.1'

Book 3, 

Page 68

8 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 80 deg. E, 25.7'                                   

5" Tamarack – N 70 deg. W, 16.5'                                          

4" Tamarack - N 80 deg. E, 37.0'                                           

3" Tamarack - S 52 deg. W, 8.6'

Book 3, 

Page 83

8 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Fir – N 30 deg. E, 29.0'                                   

8” Tamarack – S 43 deg. E, 42.2'                                          

Book 3, 

Page 81

8 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

16” Tamarack – S 14 deg. E, 11.9'                                   

11" Tamarack – S 43 deg. E, 33.0'                                          

7" Tamarack - N 41 deg. E, 12.5'                                           

7" Tamarack - N 40 deg. W, 20.5'

Book 3, 

Page 66

8 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 54 deg. E, 9.2'                                   

5" Tamarack – N 56 deg. W, 21.8'                                          

5" Tamarack - S 37 deg. W, 15.8'                                           

5" Tamarack - N 25 deg. E, 31.0'

Book 3, 

Page 80

8 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 70 deg. E, 25.1'                                   

6” Tamarack – N 68 deg. W, 43.6'                                          

Book 3, 

Page 83

8 48-22
Survey of E line by H.D. Keath, 

County Surveyor 
1939

Survey of E line only – ties into Round Lake 

Road Distance only stated

Book 1, 

Page 505

9 48-22  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of NW ¼                                            

Distance and Mag. Var. stated

Book 1, 

Page 494

9 48-22  
Road Survey thru Section by F.J. 

O'Hara, County Surveyor 
1910

Runs NW-SE thru Se tion                               

Bearings and Distances stated

Book 2, 

Page 8

9 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – N 58 deg. E, 5.3'                                   

3” Fir – N 20 deg. W, 10.6'                                          

Book 3, 

Page 57

9 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – S 87 deg. W, 23.8'                                   

9” Tamarack – N 12 deg. E, 120.8'                                          

Book 3, 

Page 69

9 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

9 48-22 NW
1/2" iron set on E end of E-W fence 

line just W of N-S ditch by Wm. Voigt
1974

16" Poplar - 24.25' SW                                          

4" Poplar - 15.70' WSW                                       
188431

9 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 32 deg. W, 23.8'                                   

6" Tamarack – S 29 deg. E, 13.2'                                          

6" Tamarack - N 60 deg. E, 23.8'                                           

7" Tamarack - N 15 deg. W, 23.1'

Book 3, 

Page 68

9 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Tamarack – S 11 deg. E, 25.1'                                   

4” Tamarack – N 47 deg. W, 25.1'                                          

Book 3, 

Page 67

9 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Birch – N 48 deg. E, 15.2'                                   

4" Fir – N 18 deg. W, 1.3'                                          

4" Fir - S 33 deg. E, 3.3'                                           

8" Aspen - S 07 deg. W, 13.2'

Book 3, 

Page 55

9 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

16” Tamarack – S 14 deg. E, 11.9'                                   

11" Tamarack – S 43 deg. E, 33.0'                                          

7" Tamarack - N 41 deg. E, 12.5'                                           

7" Tamarack - N 40 deg. W, 20.5'

Book 3, 

Page 66

9 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Tamarack – N 36 deg. W, 10.6'                                   

4” Tamarack – N 87 deg. E, 15.8'                                          

Book 3, 

Page 68

9 48-22
Survey of W line by H.D. Keath, 

County Surveyor 
1939

Survey of W line only – ties into Round Lake 

Road Distance only stated

Book 1, 

Page 505

10 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – S 42 deg. E, 5.9'                                   

4” Tamarack – N 69 deg. W, 10.6'                                          

Book 3, 

Page 46

10 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Maple – S 27 deg. E, 9.9'                                   

18” Birch – N 41 deg. E, 2.0'                                          

Book 3, 

Page 58
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10 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

10 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

10 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Fir – N 44 deg. E, 7.9'                                   

5” Fir – S 83 deg. W, 6.6'                                          

Book 3, 

Page 56

10 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Tamarack – N 51 deg. E, 4.0'                                   

5" Tamarack – S 08 deg. E, 19.8'                                          

4" Tamarack - S 36 deg. W, 19.8'                                           

3" Tamarack - N 61 deg. W, 33.0'

Book 3, 

Page 44

10 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Birch – N 48 deg. E, 15.2'                                   

4" Fir – N 18 deg. W, 1.3'                                          

4" Fir - S 33 deg. E, 3.3'                                           

8" Aspen - S 07 deg. W, 13.2'

Book 3, 

Page 55

10 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – N 58 deg. E, 5.3'                                   

3” Fir – N 20 deg. W, 10.6'                                          

Book 3, 

Page 57

11 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Dead Spruce – N 84 deg. W, 16.5'                                   

6” Dead Pine – N 53 deg. E, 39.6'                                          

Book 3, 

Page 35

11 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Tamarack – S 42 deg. W, 9.9'                                   

3” Tamarack – N 39 deg. W, 13.2'                                          

Book 3, 

Page 47

11 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 46 deg. E, 82.5'                                   

4" Tamarack – N 56 deg. W, 13.9'                                          

6" Tamarack - S 52 deg. W, 19.8'                                           

5" Tamarack - S 32 deg. E, 7.9'

Book 3, 

Page 35

11 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 24 deg. W, 79.2'                                   

3” Tamarack – S 15 deg. E, 42.9'                      

No other trees near to use for ties                       

Book 3, 

Page 46

11 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 45 deg. E, 39.6'                                   

3” Tamarack – S 89 deg. E, 23.1'                                          

Book 3, 

Page 45

11 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Elm – N 35 deg. E, 7.3'                                   

12" Aspen – S 84 deg. E, 7.9'                                          

12" Aspen - N 84 deg. W, 7.9'                                           

18" Aspen - S 54 deg. W, 6.6'

Book 3, 

Page 33

11 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Tamarack – N 51 deg. E, 4.0'                                   

5" Tamarack – S 08 deg. E, 19.8'                                          

4" Tamarack - S 36 deg. W, 19.8'                                           

3" Tamarack - N 61 deg. W, 33.0'

Book 3, 

Page 44

11 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – S 42 deg. E, 5.9'                                   

4” Tamarack – N 69 deg. W, 10.6'                                          

Book 3, 

Page 46

12 48-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on S line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 116

12 48-22 E 1/4

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
3” Tamarack – N 50 deg. W, 14.5'                                   

3” Tamarack – S 68 deg. E, 19.8'                                          

Book 3, 

Page 6

12 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Dead Tamarack – N 69 deg. W, 13.2'                                   

3” Dead Tamarack – S 32 deg. W, 13.2'                                          

Book 3, 

Page 36

12 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” Black Ash – N 15 deg. W, 17.8'                                   

9" Black Ash – N 32 deg. E, 17.2'                                          

8" Spruce - S 55 deg. E, 25.7'                                           

14" White Birch - S 72 deg. W, 27.1'

Book 3, 

Page 6

12 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

3” Tamarack – N 46 deg. E, 82.5'                                   

4" Tamarack – N 56 deg. W, 13.9'                                          

6" Tamarack - S 52 deg. W, 19.8'                                           

5" Tamarack - S 32 deg. E, 7.9'

Book 3, 

Page 35

12 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
15” Linden – N 20 deg. E, 16.5'                                   

8” Spruce – S 43 deg. E, 19.1'                                          

Book 3, 

Page 34

12 48-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” Tamarack – N 20 deg. W, 17.8'                                   

9" Tamarack – N 32 deg. E, 13.9'                                          

9" Tamarack - S 82 deg. E, 13.9'                                           

3" Yellow Birch - S 50 deg. W, 6.6'

Book 3, 

Page 5

12 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Elm – N 35 deg. E, 7.3'                                   

12" Aspen – S 84 deg. E, 7.9'                                          

12" Aspen - N 84 deg. W, 7.9'                                           

18" Aspen - S 54 deg. W, 6.6'

Book 3, 

Page 33
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12 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Dead Spruce – N 84 deg. W, 16.5'                                   

6” Dead Pine – N 53 deg. E, 39.6'                                          

Book 3, 

Page 35
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13 48-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1916

Road is on N line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 116

13 48-22 E 1/4

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
16” White Pine – N 41 deg. W, 15.8'                                   

20” White Pine – N 70 deg. E, 8.6'                                          

Book 3, 

Page 5

13 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
15” Linden – N 20 deg. E, 16.5'                                   

8” Spruce – S 43 deg. E, 19.1'                                          

Book 3, 

Page 34

13 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” Tamarack – N 20 deg. W, 17.8'                                   

9" Tamarack – N 32 deg. E, 13.9'                                          

9" Tamarack - S 82 deg. E, 13.9'                                           

3" Yellow Birch - S 50 deg. W, 6.6'

Book 3, 

Page 5

13 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Elm – N 35 deg. E, 7.3'                                   

12" Aspen – S 84 deg. E, 7.9'                                          

12" Aspen - N 84 deg. W, 7.9'                                           

18" Aspen - S 54 deg. W, 6.6'

Book 3, 

Page 33

13 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 11 deg. E, 23.1'                                   

10” Ash – N 36 deg. W, 20.5'                                          

Book 3, 

Page 32

13 48-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” Tamarack – N 60 deg. W, 14.5'                                   

9" Tamarack – N 65 deg. E, 7.9'                                          

9" White Birch - S 45 deg. E, 10.6'                                           

7" Spruce - S 28 deg. W, 19.1'

Book 3, 

Page 4

13 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

7” Tamarack – S 08 deg. E, 32.3'                                   

6" Tamarack – S 06 deg. W, 31.0'                                          

3" Tamarack - N 38 deg. E, 16.5'                                           

5" Tamarack - N 56 deg. W, 18.5'

Book 3, 

Page 31

13 48-22 W 1/4

MHD C.I.M. set 36' N of c/l E-W 

highway at projection of N-S road from 

S by R. Thorton

1976

1 1/2" R/W Mon. - 14.20' N                                     

3/4" iron pin - 35.80' S                                             

Steel fence post - N 60 deg W, 75.31'  

197515

13 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Ash – N 08 deg. E, 5.9'                                   

12” Ash – N 65 deg. W, 11.9'                                          

Book 3, 

Page 33

14 48-22 E 1/4

MHD C.I.M. set 36' N of c/l E-W 

highway at projection of N-S road from 

S by R. Thorton

1976

1 1/2" R/W Mon. - 14.20' N                                     

3/4" iron pin - 35.80' S                                             

Steel fence post - N 60 deg W, 75.31'  

197515

14 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Ash – N 08 deg. E, 5.9'                                   

12” Ash – N 65 deg. W, 11.9'                                          

Book 3, 

Page 33

14 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 45 deg. E, 39.6'                                   

3” Tamarack – S 89 deg. E, 23.1'                                          

Book 3, 

Page 45

14 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Elm – N 35 deg. E, 7.3'                                   

12" Aspen – S 84 deg. E, 7.9'                                          

12" Aspen - N 84 deg. W, 7.9'                                           

18" Aspen - S 54 deg. W, 6.6'

Book 3, 

Page 33

14 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Tamarack – N 51 deg. E, 4.0'                                   

5" Tamarack – S 08 deg. E, 19.8'                                          

4" Tamarack - S 36 deg. W, 19.8'                                           

3" Tamarack - N 61 deg. W, 33.0'

Book 3, 

Page 44

14 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – N 05 deg. E, 13.2'                                   

5” Tamarack – S 38 deg. E, 7.9'                                          

Book 3, 

Page 43

14 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

7” Tamarack – S 08 deg. E, 32.3'                                   

6" Tamarack – S 06 deg. W, 31.0'                                          

3" Tamarack - N 38 deg. E, 16.5'                                           

5" Tamarack - N 56 deg. W, 18.5'

Book 3, 

Page 31

14 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 39 deg. W, 5.3'                                   

3" Tamarack – S 68 deg. E, 6.6'                                          

6" Tamarack - N 55 deg. E, 9.9'                                           

5" Tamarack - N 22 deg. W, 9.9'

Book 3, 

Page 42

14 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 36 deg. E, 19.8'                                   

6” Tamarack – N 14 deg. W, 11.9'                                          

Book 3, 

Page 44

15 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Tamarack – N 36 deg. E, 19.8'                                   

6” Tamarack – N 14 deg. W, 11.9'                                          

Book 3, 

Page 44

15 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Fir – N 44 deg. E, 7.9'                                   

5” Fir – S 83 deg. W, 6.6'                                          

Book 3, 

Page 56

15 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

5” Tamarack – N 51 deg. E, 4.0'                                   

5" Tamarack – S 08 deg. E, 19.8'                                          

4" Tamarack - S 36 deg. W, 19.8'                                           

3" Tamarack - N 61 deg. W, 33.0'

Book 3, 

Page 44
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15 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Birch – N 48 deg. E, 15.2'                                   

4" Fir – N 18 deg. W, 1.3'                                          

4" Fir - S 33 deg. E, 3.3'                                           

8" Aspen - S 07 deg. W, 13.2'

Book 3, 

Page 55

15 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Dead Tamarack – N 02 deg. W, 7.9'                                   

5” Dead Tamarack – S 20 deg. E, 5.3'                                          

Book 3, 

Page 54

15 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 39 deg. W, 5.3'                                   

3" Tamarack – S 68 deg. E, 6.6'                                          

6" Tamarack - N 55 deg. E, 9.9'                                           

5" Tamarack - N 22 deg. W, 9.9'

Book 3, 

Page 42

15 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Tamarack – N 31 deg. W, 5.3'                                   

6" Tamarack – N 28 deg. E, 19.8'                                          

5" Tamarack - S 51 deg. E, 7.9'                                           

10" Tamarack - S 37 deg. W, 2.6'

Book 3, 

Page 53

15 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – N 47 deg. W, 3.3'                                   

5” Tamarack – S 89 deg. E, 9.9'                                          

Book 3, 

Page 55

16 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
3” Tamarack – N 47 deg. W, 3.3'                                   

5” Tamarack – S 89 deg. E, 9.9'                                          

Book 3, 

Page 55

16 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
4” Tamarack – S 11 deg. E, 25.1'                                   

4” Tamarack – N 47 deg. W, 25.1'                                          

Book 3, 

Page 67

16 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Birch – N 48 deg. E, 15.2'                                   

4" Fir – N 18 deg. W, 1.3'                                          

4" Fir - S 33 deg. E, 3.3'                                           

8" Aspen - S 07 deg. W, 13.2'

Book 3, 

Page 55

16 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

16” Tamarack – S 14 deg. E, 11.9'                                   

11" Tamarack – S 43 deg. E, 33.0'                                          

7" Tamarack - N 41 deg. E, 12.5'                                           

7" Tamarack - N 40 deg. W, 20.5'

Book 3, 

Page 66

16 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Tamarack – N 65 deg. W, 27.7'                                   

10” Tamarack – S 42 deg. W, 28.4'                                          

Book 3, 

Page 65

16 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Tamarack – N 31 deg. W, 5.3'                                   

6" Tamarack – N 28 deg. E, 19.8'                                          

5" Tamarack - S 51 deg. E, 7.9'                                           

10" Tamarack - S 37 deg. W, 2.6'

Book 3, 

Page 53

16 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 85 deg. W, 37.6'                                   

6" Tamarack – N 30 deg. E, 26.4'                                          

3" Tamarack - N 15 deg. W, 25.7'                                           

7" Tamarack - S 68 deg. E, 77.2'

Book 3, 

Page 64

Page 494 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

16 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” White Pine – S 87 deg. W, 4.6'                                   

9” Tamarack – N 51 deg. E, 23.8'                                          

Book 3, 

Page 66

17 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” White Pine – S 87 deg. W, 4.6'                                   

9” Tamarack – N 51 deg. E, 23.8'                                          

Book 3, 

Page 66

17 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Fir – N 30 deg. E, 29.0'                                   

8” Tamarack – S 43 deg. E, 42.2'                                          

Book 3, 

Page 81

17 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

16” Tamarack – S 14 deg. E, 11.9'                                   

11" Tamarack – S 43 deg. E, 33.0'                                          

7" Tamarack - N 41 deg. E, 12.5'                                           

7" Tamarack - N 40 deg. W, 20.5'

Book 3, 

Page 66

17 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 79 deg. E, 9.9'                                   

12” Birch – N 15 deg. E, 20.5'                                          

Book 3, 

Page 78

17 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 85 deg. W, 37.6'                                   

6" Tamarack – N 30 deg. E, 26.4'                                          

3" Tamarack - N 15 deg. W, 25.7'                                           

7" Tamarack - S 68 deg. E, 77.2'

Book 3, 

Page 64

17 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – S 89 deg. E, 44.9'                                   

12" Tamarack – N 33 deg. E, 17.8'                                          

8" Tamarack - S 31 deg. W, 48.2'                                           

7" Fir - N 02 deg. W, 62.0'

Book 3, 

Page 77

17 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Tamarack – N 76 deg. E, 15.2'                                   

8” Tamarack – N 14 deg. W, 63.4'                                          

Book 3, 

Page 80

18 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Tamarack – N 76 deg. E, 15.2'                                   

8” Tamarack – N 14 deg. W, 63.4'                                          

Book 3, 

Page 80

18 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Tamarack – N 41 deg. E, 25.7'                                   

6” Tamarack – S 19 deg. E, 15.8'                                          

Book 3, 

Page 82

18 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 54 deg. E, 9.2'                                   

5" Tamarack – N 56 deg. W, 21.8'                                          

5" Tamarack - S 37 deg. W, 15.8'                                           

5" Tamarack - N 25 deg. E, 31.0'

Book 3, 

Page 80

18 48-22 NW
3/4" rebar set on c/l N-S trail 9' SW of 

gate post by L. Pommerening
1996 (No ties available) 302109 278973.310 560926.036

18 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – N 70 deg. E, 9.2'                                   

No other trees near to use for ties                                  

Book 3, 

Page 18

18 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
14” Ash – N 08 deg. W, 7.9'                                   

16” Maple – S 50 deg. E, 5.9'                                          

Book 3, 

Page 79

18 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – S 89 deg. E, 44.9'                                   

12" Tamarack – N 33 deg. E, 17.8'                                          

8" Tamarack - S 31 deg. W, 48.2'                                           

7" Fir - N 02 deg. W, 62.0'

Book 3, 

Page 77

18 48-22 SW

3/8" iron rod found on c/l of E-W old 

roadbed at c/l N-S dike by L. 

Pommerening

1994 (No ties available) 302161 276274.855 560824.238

18 48-22 SW

(?)" Tamarack used for corner as part 

of original Government Survey by 

David Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17

18 48-22 W 1/4
3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road by L. Pommerening
1996 (No ties available) 302110 278973.310 560939.453

18 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
4” Fir – N 05 deg. W, 5.3'                                   

7” Fir – S 10 deg. E, 7.3'                                          

Book 3, 

Page 17

18 48-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on W and S lines of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 219

19 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Maple – N 50 deg. E, 17.2'                                   

10” Fir – S 80 deg. W, 108.2'                                          

Book 3, 

Page 77

19 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
14” Ash – N 08 deg. W, 7.9'                                   

16” Maple – S 50 deg. E, 5.9'                                          

Book 3, 

Page 79

19 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – S 89 deg. E, 44.9'                                   

12" Tamarack – N 33 deg. E, 17.8'                                          

8" Tamarack - S 31 deg. W, 48.2'                                           

7" Fir - N 02 deg. W, 62.0'

Book 3, 

Page 77
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19 48-22 NW

3/8" iron rod found on c/l of old E-W 

roadbed at c/l N-S dike by L. 

Pommerening

1994 (No ties available) 302161 276274.855 560824.238

19 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – S 54 deg. E, 9.2'                                   

5" Tamarack – N 56 deg. W, 21.8'                                          

5" Tamarack - S 37 deg. W, 15.8'                                           

5" Tamarack - N 25 deg. E, 31.0'

Book 3, 

Page 80

19 48-22 NW

(?)" Tamarack used for corner as part 

of original Government Survey by 

David Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17

19 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Spruce – N 85 deg. E, 21.8'                                   

10” Tamarack – S 12 deg. W, 27.7'                                          

Book 3, 

Page 76

19 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Tamarack – N 01 deg. W, 247.5'                                   

9” Tamarack – N 08 deg. E, 286.4'                                          

Book 3, 

Page 74

19 48-22 SW
Set 2 1/2” capped iron pipe and took 

new ties by H. D Keath, Co. Surveyor 
1914

Post in ditch bank- N 45 deg E, 71.9'                      

post in ditch grade - N 45 deg W, 88.0'  

Book 1, 

Page 187

19 48-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 16

19 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17
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19 48-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on W line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 290

19 48-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 219

20 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Elm – S 51 deg. E, 15.2'                                   

7” Spruce – N 52 deg. W, 23.8'                                          

Book 3, 

Page 64

20 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 79 deg. E, 9.9'                                   

12” Birch – N 15 deg. E, 20.5'                                          

Book 3, 

Page 78

20 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 85 deg. W, 37.6'                                   

6" Tamarack – N 30 deg. E, 26.4'                                          

3" Tamarack - N 15 deg. W, 25.7'                                           

7" Tamarack - S 68 deg. E, 77.2'

Book 3, 

Page 64

20 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – S 89 deg. E, 44.9'                                   

12" Tamarack – N 33 deg. E, 17.8'                                          

8" Tamarack - S 31 deg. W, 48.2'                                           

7" Fir - N 02 deg. W, 62.0'

Book 3, 

Page 77

20 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Birch – S 83 deg. E, 23.8'                                   

24” Balm of Giliad – N 07 deg. E, 32.3'                                          

Book 3, 

Page 75

20 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

20” Birch – S 39 deg. W, 15.8'                                   

10" Birch – N 56 deg. E, 27.1'                                          

10" Birch - N 03 deg. W, 28.4'                                           

20" Aspen - S 31 deg. E, 10.6'

Book 3, 

Page 62

20 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Tamarack – N 01 deg. W, 247.5'                                   

9” Tamarack – N 08 deg. E, 286.4'                                          

Book 3, 

Page 74

20 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Maple – N 50 deg. E, 17.2'                                   

10” Fir – S 80 deg. W, 108.2'                                          

Book 3, 

Page 77

20 48-22
Road Survey on S line SE1/4 by E.W. 

Kelly, Deputy Co. Surveyor 
1903

found S1/4 and set gas pipe at SE cor.      

Distance and mag. var. shown 

Book 1, 

Page 43

21 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – S 18 deg. E, 38.3'                                   

7” Tamarack – N 45 deg. W, 26.4'                                          

Book 3, 

Page 53

21 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Tamarack – N 65 deg. W, 27.7'                                   

10” Tamarack – S 42 deg. W, 28.4'                                          

Book 3, 

Page 65

21 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Tamarack – N 31 deg. W, 5.3'                                   

6" Tamarack – N 28 deg. E, 19.8'                                          

5" Tamarack - S 51 deg. E, 7.9'                                           

10" Tamarack - S 37 deg. W, 2.6'

Book 3, 

Page 53

21 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 85 deg. W, 37.6'                                   

6" Tamarack – N 30 deg. E, 26.4'                                          

3" Tamarack - N 15 deg. W, 25.7'                                           

7" Tamarack - S 68 deg. E, 77.2'

Book 3, 

Page 64

21 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Spruce – S 89 deg. E, 25.7'                                   

12” Aspen – N 55 deg. W, 10.6'                                          

Book 3, 

Page 63

21 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – N 25 deg. E, 16.5'                                   

5" Tamarack – N 39 deg. E, 27.1'                                          

16" Tamarack - S 10 deg. W, 73.3'                                           

no other tree near to use for ties

Book 3, 

Page 51

21 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

20” Birch – S 39 deg. W, 15.8'                                   

10" Birch – N 56 deg. E, 27.1'                                          

10" Birch - N 03 deg. W, 28.4'                                           

20" Aspen - S 31 deg. E, 10.6'

Book 3, 

Page 62

21 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Elm – S 51 deg. E, 15.2'                                   

7” Spruce – N 52 deg. W, 23.8'                                          

Book 3, 

Page 64

21 48-22

Road Survey on E line SE 1/4 of Sec. 

21 by E.W. Kelly, Deputy Co. 

Surveyor 

1903 found SE cor.  Distance and mag. var. shown 
Book 1, 

Page 36

22 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
18” Ash – S 16 deg. E, 2.6'                                   

5” Ash – N 74 deg. W, 13.2'                                          

Book 3, 

Page 42

22 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
6” Dead Tamarack – N 02 deg. W, 7.9'                                   

5” Dead Tamarack – S 20 deg. E, 5.3'                                          

Book 3, 

Page 54

22 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 39 deg. W, 5.3'                                   

3" Tamarack – S 68 deg. E, 6.6'                                          

6" Tamarack - N 55 deg. E, 9.9'                                           

5" Tamarack - N 22 deg. W, 9.9'

Book 3, 

Page 42
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22 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Tamarack – N 31 deg. W, 5.3'                                   

6" Tamarack – N 28 deg. E, 19.8'                                          

5" Tamarack - S 51 deg. E, 7.9'                                           

10" Tamarack - S 37 deg. W, 2.6'

Book 3, 

Page 53

22 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Cedar – N 28 deg. W, 10.6'                                   

9” Cedar – S 25 deg. W, 8.6'                                          

Book 3, 

Page 52

22 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – N 68 deg. W, 4.6'                                   

4" Tamarack – S 31 deg. W, 9.9'                                          

4" Tamarack - S 21 deg. E, 13.9'                                           

4" Tamarack - N 46 deg. E, 13.2'

Book 3, 

Page 40

22 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – N 25 deg. E, 16.5'                                   

5" Tamarack – N 39 deg. E, 27.1'                                          

16" Tamarack - S 10 deg. W, 73.3'                                           

no other tree near to use for ties

Book 3, 

Page 51

22 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – S 18 deg. E, 38.3'                                   

7” Tamarack – N 45 deg. W, 26.4'                                          

Book 3, 

Page 53

22 48-22

Road Survey on W line SW 1/4 of 

Sec. 22 by E.W. Kelly, Deputy Co. 

Surveyor 

1903 found SW cor.  Distance and mag. var. shown 
Book 1, 

Page 36

23 48-22  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1919

Subd. North Half of Section - no ties                     

Distances and Mag. Var. shown

Book 1,  

Page 267

23 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – N 05 deg. E, 13.2'                                   

5” Tamarack – S 38 deg. E, 7.9'                                          

Book 3, 

Page 43

23 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

7” Tamarack – S 08 deg. E, 32.3'                                   

6" Tamarack – S 06 deg. W, 31.0'                                          

3" Tamarack - N 38 deg. E, 16.5'                                           

5" Tamarack - N 56 deg. W, 18.5'

Book 3, 

Page 31

23 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – S 39 deg. W, 5.3'                                   

3" Tamarack – S 68 deg. E, 6.6'                                          

6" Tamarack - N 55 deg. E, 9.9'                                           

5" Tamarack - N 22 deg. W, 9.9'

Book 3, 

Page 42

23 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873 post set in pond - no ties taken
Book 3, 

Page 41

23 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Tamarack – S 20 deg. W, 7.9'                                   

17" Tamarack – N 40 deg. W, 25.7'                                          

7" Birch - N 64 deg. E, 6.6'                                           

7" Birch - S 08 deg. E, 7.9'

Book 3, 

Page 29

23 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – N 68 deg. W, 4.6'                                   

4" Tamarack – S 31 deg. W, 9.9'                                          

4" Tamarack - S 21 deg. E, 13.9'                                           

4" Tamarack - N 46 deg. E, 13.2'

Book 3, 

Page 40

23 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
18” Ash – S 16 deg. E, 2.6'                                   

5” Ash – N 74 deg. W, 13.2'                                          

Book 3, 

Page 42

23 48-22 W.C.

W.C. is on E line NE 1/4 - 66  feet 

North of E1/4 Cor.- wood post set as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1873
7” Aspen – N 50 deg. E, 13.2'                                   

12” Ash – N 14 deg. W, 38.9'                                          

Book 3, 

Page 31

23 48-22 W.C.

W.C. is on S line SW 1/4 - 1565 feet 

East of SW Cor.- wood post set as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1873
8” Elm – N 33 deg. E, 13.9'                                   

No other tree near for ties                                  

Book 3, 

Page 41

24 48-22 E 1/4

corner falls in pond - no wood post set 

as part of original Government Survey 

by Jewett & Howe, U.S. Deputy 

Surveyors

1870 no ties as corner falls in pond
Book 3, 

Page 4

24 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Birch – S 11 deg. E, 23.1'                                   

10” Ash – N 36 deg. W, 20.5'                                          

Book 3, 

Page 32

24 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” Tamarack – N 60 deg. W, 14.5'                                   

9" Tamarack – N 65 deg. E, 7.9'                                          

9" White Birch - S 45 deg. E, 10.6'                                           

7" Spruce - S 28 deg. W, 19.1'

Book 3, 

Page 4

24 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

7” Tamarack – S 08 deg. E, 32.3'                                   

6" Tamarack – S 06 deg. W, 31.0'                                          

3" Tamarack - N 38 deg. E, 16.5'                                           

5" Tamarack - N 56 deg. W, 18.5'

Book 3, 

Page 31

24 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Pine – S 71 deg. W, 9.9'                                   

30” Pine – N 13 deg. W, 21.8'                                          

Book 3, 

Page 30
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24 48-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

9” Tamarack – N 25 deg. W, 13.2'                                   

8" Spruce – N 60 deg. E, 2.0'                                          

8" Tamarack - S 40 deg. E, 4.0'                                           

8" Spruce - S 23 deg. W, 7.9'

Book 3, 

Page 3

24 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Tamarack – S 20 deg. W, 7.9'                                   

17" Tamarack – N 40 deg. W, 25.7'                                          

7" Birch - N 64 deg. E, 6.6'                                           

7" Birch - S 08 deg. E, 7.9'

Book 3, 

Page 29

24 48-22 W.C.

W.C. is on W line NW 1/4 - 66  feet 

North of W1/4 Cor.- wood post set as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1873
7” Aspen – N 50 deg. E, 13.2'                                   

12” Ash – N 14 deg. W, 38.9'                                          

Book 3, 

Page 31

24 48-22 W.C.

W.C. is 184.8' N of E 1/4 cor. On E 

line of NE 1/4 - is wood post set as 

part of original Government Survey by 

Jewett & Howe, U.S. Deputy 

Surveyors

1870
5” Balsam – N 75 deg. W, 11.2'                                   

18” Black Ash – N 79 deg. E, 10.6'                                          

Book 3, 

Page 4

25 48-22 E 1/4

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
3” Spruce – S 60 deg. W, 4.0'                                   

4” Tamarack – N 75 deg. E, 15.2'                                          

Book 3, 

Page 3

25 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Pine – S 71 deg. W, 9.9'                                   

30” Pine – N 13 deg. W, 21.8'                                          

Book 3, 

Page 30

25 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

9” Tamarack – N 25 deg. W, 13.2'                                   

8" Spruce – N 60 deg. E, 2.0'                                          

8" Tamarack - S 40 deg. E, 4.0'                                           

8" Spruce - S 23 deg. W, 7.9'

Book 3, 

Page 3

25 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Tamarack – S 20 deg. W, 7.9'                                   

17" Tamarack – N 40 deg. W, 25.7'                                          

7" Birch - N 64 deg. E, 6.6'                                           

7" Birch - S 08 deg. E, 7.9'

Book 3, 

Page 29

25 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Birch – N 55 deg. W, 18.5'                                   

7” Fir – S 03 deg. W, 5.3'                                          

Book 3, 

Page 28

25 48-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

12” Spruce – N 60 deg. W, 2.6'                                   

14" Fir – N 45 deg. E, 11.2'                                          

24" White Pine - S 35 deg. E, 22.4'                                           

4" Fir - S 61 deg. W, 17.2'

Book 3, 

Page 2

25 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 52 deg. E, 12.5'                                   

8" Spruce – N 27 deg. E, 7.9'                                          

9" Spruce - N 58 deg. W, 15.8'                                           

9" Pine - S 13 deg. W, 16.5'

Book 3, 

Page 27

25 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Pine – S 34 deg. W, 13.2'                                   

14” Fir – S 62 deg. E, 38.9'                                          

Book 3, 

Page 29

26 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Pine – S 34 deg. W, 13.2'                                   

14” Fir – S 62 deg. E, 38.9'                                          

Book 3, 

Page 29

26 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873 post set in pond - no ties taken
Book 3, 

Page 41

26 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

18” Tamarack – S 20 deg. W, 7.9'                                   

17" Tamarack – N 40 deg. W, 25.7'                                          

7" Birch - N 64 deg. E, 6.6'                                           

7" Birch - S 08 deg. E, 7.9'

Book 3, 

Page 29

26 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – N 68 deg. W, 4.6'                                   

4" Tamarack – S 31 deg. W, 9.9'                                          

4" Tamarack - S 21 deg. E, 13.9'                                           

4" Tamarack - N 46 deg. E, 13.2'

Book 3, 

Page 40

26 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Aspen – S 29 deg. E, 2.0'                                   

8” Elm – N 33 deg. E, 4.0'                                          

Book 3, 

Page 39

26 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 52 deg. E, 12.5'                                   

8" Spruce – N 27 deg. E, 7.9'                                          

9" Spruce - N 58 deg. W, 15.8'                                           

9" Pine - S 13 deg. W, 16.5'

Book 3, 

Page 27

26 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Fir – N 18 deg. W, 16.5'                                   

8" Fir – N 19 deg. E, 27.7'                                          

4" Birch - S 05 deg. W, 26.4'                                           

3" Alder - S 22 deg. E, 23.1'

Book 3, 

Page 38

26 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – S 51 deg. E, 5.3'                                   

8” Tamarack – S 80 deg. W, 4.0'                                          

Book 3, 

Page 40
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26 48-22 W.C.

W.C. is on N line NW 1/4 - 1565 feet 

East of NW Cor.- wood post set as 

part of original Government Survey by 

J.R. King, U.S. Deputy Surveyor

1873
8” Elm – N 33 deg. E, 13.9'                                   

No other tree near for ties                                  

Book 3, 

Page 41

26 48-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N and E line of SW ¼ of Section 26             

Distance and Mag. Var. shown 

Book 1, 

Page 186

27 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Tamarack – S 51 deg. E, 5.3'                                   

8” Tamarack – S 80 deg. W, 4.0'                                          

Book 3, 

Page 40

27 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Cedar – N 28 deg. W, 10.6'                                   

9” Cedar – S 25 deg. W, 8.6'                                          

Book 3, 

Page 52

27 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

4” Tamarack – N 68 deg. W, 4.6'                                   

4" Tamarack – S 31 deg. W, 9.9'                                          

4" Tamarack - S 21 deg. E, 13.9'                                           

4" Tamarack - N 46 deg. E, 13.2'

Book 3, 

Page 40

27 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – N 25 deg. E, 16.5'                                   

5" Tamarack – N 39 deg. E, 27.1'                                          

16" Tamarack - S 10 deg. W, 73.3'                                           

no other tree near to use for ties

Book 3, 

Page 51

27 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Tamarack – S 74 deg. W, 37.0'                                   

6” Tamarack – N 84 deg. W, 58.7'                                          

Book 3, 

Page 50

27 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Fir – N 18 deg. W, 16.5'                                   

8" Fir – N 19 deg. E, 27.7'                                          

4" Birch - S 05 deg. W, 26.4'                                           

3" Alder - S 22 deg. E, 23.1'

Book 3, 

Page 38

27 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – N 45 deg. W, 15.2'                                   

5" Tamarack – N 58 deg. E, 15.2'                                          

3" Tamarack - S 55 deg. E, 11.9'                                           

3" Tamarack - S 44 deg. W, 19.8'

Book 3, 

Page 49

27 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” White Pine – S 89 deg. W, 7.9'                                   

10” White Pine – S 43 deg. E, 14.5'                                          

Book 3, 

Page 51

27 48-22

Survey in Section by H.D. Keath, 

County Surveyor (Same as Bk. 1,P. 

434)

1928
Is in NW ¼ of Section                                    

Distance and Bearings stated

Book 1, 

Page 436

27 48-22
Survey in Section by H.D. Keath, 

County Surveyor 
1928

Is in NW ¼ of Section                                    

Distance and Bearings stated

Book 1, 

Page 434

27 48-22
Road Survey in W 1/2 of Sec. 27 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SW,S1/4,W1/4 and NW cor.                      

Distance and mag. var. shown 

Book 1, 

Page 37

28 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” White Pine – S 89 deg. W, 7.9'                                   

10” White Pine – S 43 deg. E, 14.5'                                          

Book 3, 

Page 51

28 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
8” Spruce – S 89 deg. E, 25.7'                                   

12” Aspen – N 55 deg. W, 10.6'                                          

Book 3, 

Page 63

28 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Tamarack – N 25 deg. E, 16.5'                                   

5" Tamarack – N 39 deg. E, 27.1'                                          

16" Tamarack - S 10 deg. W, 73.3'                                           

no other tree near to use for ties

Book 3, 

Page 51

28 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

20” Birch – S 39 deg. W, 15.8'                                   

10" Birch – N 56 deg. E, 27.1'                                          

10" Birch - N 03 deg. W, 28.4'                                           

20" Aspen - S 31 deg. E, 10.6'

Book 3, 

Page 62

28 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Spruce – N 30 deg. E, 33.7'                                   

4” Spruce – S 77 deg. E, 27.7'                                          

Book 3, 

Page 61

28 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – N 45 deg. W, 15.2'                                   

5" Tamarack – N 58 deg. E, 15.2'                                          

3" Tamarack - S 55 deg. E, 11.9'                                           

3" Tamarack - S 44 deg. W, 19.8'

Book 3, 

Page 49

28 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Birch – N 01 deg. W, 13.2'                                   

9" Birch – N 69 deg. E, 11.2'                                          

12" Birch - S 53 deg. W, 20.5'                                           

8" Birch - S 24 deg. E, 27.7'

Book 3, 

Page 60

28 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Birch – N 75 deg. E, 18.5'                                   

15” Birch – S 61 deg. W, 22.4'                                          

Book 3, 

Page 62

28 48-22
Road Survey - E line NE1/4 of Sec.by 

E.W. Kelly, Deputy Co. Surveyor 
1903

found E1/4 and NE Cor.                                       

Distance and mag. var. shown 

Book 1, 

Page 37
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29 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
24” Birch – N 75 deg. E, 18.5'                                   

15” Birch – S 61 deg. W, 22.4'                                          

Book 3, 

Page 62

29 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Birch – S 83 deg. E, 23.8'                                   

24” Balm of Giliad – N 07 deg. E, 32.3'                                          

Book 3, 

Page 75

29 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

20” Birch – S 39 deg. W, 15.8'                                   

10" Birch – N 56 deg. E, 27.1'                                          

10" Birch - N 03 deg. W, 28.4'                                           

20" Aspen - S 31 deg. E, 10.6'

Book 3, 

Page 62

29 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Tamarack – N 01 deg. W, 247.5'                                   

9” Tamarack – N 08 deg. E, 286.4'                                          

Book 3, 

Page 74
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29 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – S 16 deg. W, 15.8'                                   

14” Tamarack – N 23 deg. W, 19.1'                                          

Book 3, 

Page 72

29 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Birch – N 01 deg. W, 13.2'                                   

9" Birch – N 69 deg. E, 11.2'                                          

12" Birch - S 53 deg. W, 20.5'                                           

8" Birch - S 24 deg. E, 27.7'

Book 3, 

Page 60

29 48-22 SW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Ash – S 27 deg. E, 6.6'                                   

10" Ash – N 51 deg. W, 18.5'                                          

7" Ash - N 50 deg. E, 3.3'                                           

8" Birch - S 69 deg. W, 5.3'

Book 3, 

Page 71

29 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Black Ash – N 81 deg. E, 10.6'                                   

10” Black Ash – S 41 deg. W, 11.9'                                          

Book 3, 

Page 74

29 48-22

Road Survey on N-S 1/4 line of Sec. 

29 by E.W. Kelly, Deputy Co. 

Surveyor 

1903
found S1/4 and N1/4 and set gas pipe at NE 

cor. Distance and mag. var. shown 

Book 1, 

Page 43

30 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Black Ash – N 81 deg. E, 10.6'                                   

10” Black Ash – S 41 deg. W, 11.9'                                          

Book 3, 

Page 74

30 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Spruce – N 85 deg. E, 21.8'                                   

10” Tamarack – S 12 deg. W, 27.7'                                          

Book 3, 

Page 76

30 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Tamarack – N 01 deg. W, 247.5'                                   

9” Tamarack – N 08 deg. E, 286.4'                                          

Book 3, 

Page 74

30 48-22 NW
Set 2 1/2” capped iron pipe and took 

new ties by H. D Keath, Co. Surveyor 
1914

Post in ditch bank- N 45 deg E, 71.9'                      

post in ditch grade - N 45 deg W, 88.0'  

Book 1, 

Page 187

30 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 16

30 48-22 S 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Birch – N 41 deg. W, 12.5'                                   

7” Tamarack – S 29 deg. W, 11.9'                                          

Book 3, 

Page 73

30 48-22 SE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Ash – S 27 deg. E, 6.6'                                   

10" Ash – N 51 deg. W, 18.5'                                          

7" Ash - N 50 deg. E, 3.3'                                           

8" Birch - S 69 deg. W, 5.3'

Book 3, 

Page 71

30 48-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

1” Tamarack – N 45 deg. W, 12.5'                                   

18" Tamarack – N 45 deg. E, 14.5'                                          

20" Tamarack - S 45 deg. E, 19.8'                                           

No other tree near to use for ties

Book 3, 

Page 16

30 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 50 deg. E, 8.6'                                   

24” Tamarack – N 35 deg. W, 9.9'                                          

Book 3, 

Page 16

31 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – N 28 deg. E, 4.0'                                   

6” Spruce – S 52 deg. W, 4.0'                                          

Book 3, 

Page 71

31 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Birch – N 41 deg. W, 12.5'                                   

7” Tamarack – S 29 deg. W, 11.9'                                          

Book 3, 

Page 73

31 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Ash – S 27 deg. E, 6.6'                                   

10" Ash – N 51 deg. W, 18.5'                                          

7" Ash - N 50 deg. E, 3.3'                                           

8" Birch - S 69 deg. W, 5.3'

Book 3, 

Page 71

31 48-22 NW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

1” Tamarack – N 45 deg. W, 12.5'                                   

18" Tamarack – N 45 deg. E, 14.5'                                          

20" Tamarack - S 45 deg. E, 19.8'                                           

No other tree near to use for ties

Book 3, 

Page 16

31 48-22 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Linden – N 32 deg. E, 4.6'                                   

7” Linden – N 24 deg. W, 25.7'                                          

Book 3, 

Page 13

31 48-22 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
9” Tamarack – N 89 deg. E, 5.3'                                   

10” Tamarack – N 87 deg. W, 42.2'                                          

Book 3, 

Page 13

31 48-22 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
4” Tamarack – N 67 deg. E, 192.1'                                   

4” Spruce – N 27 deg. W, 178.2'                                          

Book 3, 

Page 14

31 48-22 W 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
5” Birch – N 10 deg. W, 2.6'                                   

7” Fir – N 05 deg. E, 3.3'                                          

Book 3, 

Page 15

32 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Maple – N 70 deg. E, 70.6'                                   

12” Birch – N 82 deg. W, 23.8'                                          

Book 3, 

Page 60
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32 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – S 16 deg. W, 15.8'                                   

14” Tamarack – N 23 deg. W, 19.1'                                          

Book 3, 

Page 72

32 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Birch – N 01 deg. W, 13.2'                                   

9" Birch – N 69 deg. E, 11.2'                                          

12" Birch - S 53 deg. W, 20.5'                                           

8" Birch - S 24 deg. E, 27.7'

Book 3, 

Page 60

32 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

10” Ash – S 27 deg. E, 6.6'                                   

10" Ash – N 51 deg. W, 18.5'                                          

7" Ash - N 50 deg. E, 3.3'                                           

8" Birch - S 69 deg. W, 5.3'

Book 3, 

Page 71

32 48-22 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
10” Aspen – N 70 deg. E, 33.0'                                   

7” Aspen – N 49 deg. W, 25.7'                                          

Book 3, 

Page 12

32 48-22 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Spruce – N 05 deg. E, 12.9'                                   

7” Tamarack – N 58 deg. W, 20.5'                                          

Book 3, 

Page 12

32 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – N 28 deg. E, 4.0'                                   

6” Spruce – S 52 deg. W, 4.0'                                          

Book 3, 

Page 71

32 48-22
Road Survey in W1/2 of Sec. 32 by 

E.W. Kelly, Deputy Co. Surveyor 
1903

Also Sec. Brkdwn. found B.T.s for all cors.         

No new ties. Distance and mag. var. shown 

Book 1, 

Page 44

33 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Maple – S 31 deg. E, 14.5'                                   

7” Maple – S 46 deg. W, 11.9'                                          

Book 3, 

Page 49

33 48-22 M.C.

M.C. is on S line SE 1/4 - 1089  feet 

East of 1/4 Cor.- wood post set as part 

of original Government Survey by 

Milton Nye, U.S. Deputy Surveyor

1857
8” Tamarack – S 12 deg. W, 96.4'                                   

7” Tamarack – S 27 deg. E, 89.1'                                          

Book 3, 

Page 11

33 48-22 M.C.

M.C. is on S line SW 1/4 - 1202  feet 

West of 1/4 Cor.- wood post set as 

part of original Government Survey by 

Milton Nye, U.S. Deputy Surveyor

1857
6” White Pine – N 39 deg. W, 50.8'                                   

5” White Pine – N 54 deg. W, 44.9'                                          

Book 3, 

Page 11

33 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
5” Spruce – N 30 deg. E, 33.7'                                   

4” Spruce – S 77 deg. E, 27.7'                                          

Book 3, 

Page 61

33 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – N 45 deg. W, 15.2'                                   

5" Tamarack – N 58 deg. E, 15.2'                                          

3" Tamarack - S 55 deg. E, 11.9'                                           

3" Tamarack - S 44 deg. W, 19.8'

Book 3, 

Page 49

33 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

12” Birch – N 01 deg. W, 13.2'                                   

9" Birch – N 69 deg. E, 11.2'                                          

12" Birch - S 53 deg. W, 20.5'                                           

8" Birch - S 24 deg. E, 27.7'

Book 3, 

Page 60

33 48-22 S 1/4

Corner falls in Rice Lake - no wood 

post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857 No ties as corner falls in lake
Book 3, 

Page 11

33 48-22 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 40 deg. E, 13.2'                                   

9” Tamarack – N 42 deg. W, 11.9'                                          

Book 3, 

Page 10

33 48-22 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Spruce – N 05 deg. E, 12.9'                                   

7” Tamarack – N 58 deg. W, 20.5'                                          

Book 3, 

Page 12

33 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Maple – N 70 deg. E, 70.6'                                   

12” Birch – N 82 deg. W, 23.8'                                          

Book 3, 

Page 60

34 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – N 65 deg. W, 4.0'                                   

10” Tamarack – N 90 deg. E, 13.2'                                          

Book 3, 

Page 38

34 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
7” Tamarack – S 74 deg. W, 37.0'                                   

6” Tamarack – N 84 deg. W, 58.7'                                          

Book 3, 

Page 50

34 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Fir – N 18 deg. W, 16.5'                                   

8" Fir – N 19 deg. E, 27.7'                                          

4" Birch - S 05 deg. W, 26.4'                                           

3" Alder - S 22 deg. E, 23.1'

Book 3, 

Page 38

34 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

6” Tamarack – N 45 deg. W, 15.2'                                   

5" Tamarack – N 58 deg. E, 15.2'                                          

3" Tamarack - S 55 deg. E, 11.9'                                           

3" Tamarack - S 44 deg. W, 19.8'

Book 3, 

Page 49
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34 48-22 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Spruce – N 54 deg. E, 19.1'                                   

12” Spruce – N 38 deg. W, 10.6'                                          

Book 3, 

Page 10

34 48-22 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 43 deg. E, 10.6'                                   

7” Tamarack – N 37 deg. W, 11.9'                                          

Book 3, 

Page 9
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34 48-22 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 40 deg. E, 13.2'                                   

9” Tamarack – N 42 deg. W, 11.9'                                          

Book 3, 

Page 10

34 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
9” Maple – S 31 deg. E, 14.5'                                   

7” Maple – S 46 deg. W, 11.9'                                          

Book 3, 

Page 49

34 48-22
Road Survey in W 1/2 of Sec. 34 by 

E.W. Kelly, Deputy County Surveyor 
1903

found SW,S1/4,N1/4 and NW cor.                      

Distance and mag. var. shown 

Book 1, 

Page 38

35 48-22 E 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
16” Birch – N 88 deg. E, 16.5'                                   

16” Birch – S 30 deg. W, 29.0'                                          

Book 3, 

Page 27

35 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Aspen – S 29 deg. E, 2.0'                                   

8” Elm – N 33 deg. E, 4.0'                                          

Book 3, 

Page 39

35 48-22 NE

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 52 deg. E, 12.5'                                   

8" Spruce – N 27 deg. E, 7.9'                                          

9" Spruce - N 58 deg. W, 15.8'                                           

9" Pine - S 13 deg. W, 16.5'

Book 3, 

Page 27

35 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Fir – N 18 deg. W, 16.5'                                   

8" Fir – N 19 deg. E, 27.7'                                          

4" Birch - S 05 deg. W, 26.4'                                           

3" Alder - S 22 deg. E, 23.1'

Book 3, 

Page 38

35 48-22 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Aspen – N 46 deg. E, 17.2'                                   

8” Aspen – N 29 deg. W, 9.2'                                          

Book 3, 

Page 9

35 48-22 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Tamarack – N 73 deg. E, 4.6'                                   

5” Tamarack – N 09 deg. W, 5.3'                                          

Book 3, 

Page 8

35 48-22 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 43 deg. E, 10.6'                                   

7” Tamarack – N 37 deg. W, 11.9'                                          

Book 3, 

Page 9

35 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
12” Tamarack – N 65 deg. W, 4.0'                                   

10” Tamarack – N 90 deg. E, 13.2'                                          

Book 3, 

Page 38

36 48-22 E 1/4

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
18” Poplar – N 75 deg. W, 9.2'                                   

10” Black Ash – N 75 deg. E, 13.2'                                          

Book 3, 

Page 2

36 48-22 N 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
10” Birch – N 55 deg. W, 18.5'                                   

7” Fir – S 03 deg. W, 5.3'                                          

Book 3, 

Page 28

36 48-22 NE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

12” Spruce – N 60 deg. W, 2.6'                                   

14" Fir – N 45 deg. E, 11.2'                                          

24" White Pine - S 35 deg. E, 22.4'                                           

4" Fir - S 61 deg. W, 17.2'

Book 3, 

Page 2

36 48-22 NW

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873

8” Tamarack – S 52 deg. E, 12.5'                                   

8" Spruce – N 27 deg. E, 7.9'                                          

9" Spruce - N 58 deg. W, 15.8'                                           

9" Pine - S 13 deg. W, 16.5'

Book 3, 

Page 27

36 48-22 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
10” Cedar – N 34 deg. E, 20.5'                                   

10” Cedar – N 11 deg. W, 17.2'                                          

Book 3, 

Page 8

36 48-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870
10” White Birch – S 50 deg. E, 15.8'                                   

8” White Birch – S 80 deg. W, 17.2'                                          

Book 3, 

Page 1

36 48-22 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
5” Tamarack – N 73 deg. E, 4.6'                                   

5” Tamarack – N 09 deg. W, 5.3'                                          

Book 3, 

Page 8

36 48-22 W 1/4

wood post set as part of original 

Government Survey by J.R. King, U.S. 

Deputy Surveyor

1873
16” Birch – N 88 deg. E, 16.5'                                   

16” Birch – S 30 deg. W, 29.0'                                          

Book 3, 

Page 27

1 48-23 E 1/4
1/2" iron set 3' W of W edge N-S ditch 

by Wm. Voigt
1974

12" Willow - 54.15' SSE                                         

10" Poplar - 64.45' SW                                       
188430  

1 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 70 deg. E, 7.9'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

1 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen – N 60 deg. E, 5.3'                                   

10” Birch – S 07 deg. W, 11.2'                        

Book 3, 

Page 13

1 48-23 N 1/4 
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 301997 292038.336 558187.882

1 48-23 NE
1/2" pipe fnd 20' W of c/l N-S ditch on 

E edge N-S dike by L. Pommerening
1994

WMA sign post - N 00 deg. E, 3.0'                         

WMA sign post - N 90 deg. W, 2.15'
301996 291999.057 560824.170
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1 48-23 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack – N 18 deg. E, 429.0'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

1 48-23 NW
3/4" rebar w/"DNR Survey Marker" set 

by L. Pommerening
1997 (No ties available) 301998 292144.335 555553.432

1 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 30 deg. W, 4.0'                                   

6” Tamarack – S 25 deg. E, 2.0'                        

Book 3, 

Page 13

1 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

1 48-23 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18

1 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302057 286895.401 555625.753

1 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

1 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

2 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

2 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
Book 3, 

Page 13

2 48-23 NE
3/4" rebar w/"DNR Survey Marker" set 

by L. Pommerening
1997 (No ties available) 301998 292144.335 555553.432

2 48-23 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 30 deg. W, 4.0'                                   

6” Tamarack – S 25 deg. E, 2.0'                        

Book 3, 

Page 13

2 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 301999 292157.820 550280.710

2 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Birch – N 37 deg. E, 1.3'                                   

8" Birch – N 10 deg. W, 8.6'                                          

5" Fir - S 70 deg. W, 6.6'                                           

6" Fir - S 18 deg. E, 18.5'

Book 3, 

Page 13

2 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

2 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302057 286895.401 555625.753

2 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

2 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302058 286919.119 550312.924

2 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

2 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 40 deg. W, 4.6'                                   

6" Tamarack - S 23 deg. E, 11.2'

Book 3, 

Page 32

3 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 40 deg. W, 4.6'                                   

6" Tamarack - S 23 deg. E, 11.2'

Book 3, 

Page 32

3 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 10 deg. W, 5.9'                                   

No other tree near to use for ties            

Book 3, 

Page 14

3 48-23 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Birch – N 37 deg. E, 1.3'                                   

8" Birch – N 10 deg. W, 8.6'                                          

5" Fir - S 70 deg. W, 6.6'                                           

6" Fir - S 18 deg. E, 18.5'

Book 3, 

Page 13

3 48-23 NE 
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 301999 292157.820 550280.710

3 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302000 292171.306 545007.988

3 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. W, 19.8'                                   

7" Tamarack – N 60 deg. E, 22.4'                                          

5" Tamarack - S 60 deg. E, 35.0'                                           

No other tree near to use for tie

Book 3, 

Page 14
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3 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 30 deg. W, 15.2'                                   

5" Tamarack - N 02 deg. E, 15.2'

Book 3, 

Page 41

3 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302058 286919.119 550312.924

3 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

3 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302061 286845.144 545036.504

3 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Spruce – N 20 deg. E, 7.3'                                   

9" Aspen - N 30 deg. W, 7.3'                        4" 

Aspen - S 40 deg. W, 9.9'                              

No other trees near to use for ties

Book 3, 

Page 40

3 48-23 W 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302002 292171.306 545007.988

3 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 08 deg. E, 3.3'                                   

No other trees near to use for ties

Book 3, 

Page 41

4 48-23  
Survey of west line of Section 4 by 

E.W. Kelly, Deputy County Surveyor 
1903

found W 1/4 cor. and set SW cor. of Section    

distance and mag. var. shown 

Book 1, 

Page 19

4 48-23 E 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302002 289478.598 545022.405

4 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 08 deg. E, 3.3'                                   

No other trees near to use for ties

Book 3, 

Page 41

4 48-23 N 1/4

3/4" rebar w/"DNR Survey Marker" set 

on E side swamp. Steel post 0.5' E of 

Mon. by L. Pommerening

1997

DNR RP in 3" Oak - N 30 deg. W, 28.89'              

DNR RP in 3" Oak - S 62 deg. W, 19.89'              

DNR RP in 6" Oak - N 60 deg. W, 48.71'

302001 292178.048 542371.627

4 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack – S 75 deg. W, 21.8'                                   

No other tree near to use for ties            

Book 3, 

Page 14

4 48-23 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. W, 19.8'                                   

7" Tamarack – N 60 deg. E, 22.4'                                          

5" Tamarack - S 60 deg. E, 35.0'                                           

No other tree near to use for tie

Book 3, 

Page 14

4 48-23 NE 
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302000 292171.306 545007.988

4 48-23 NW
2"x2" Wood Post found by L. 

Pommerening
1997 (No ties available) 302065 292184.791 539735.266

4 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 03 deg. W, 21.8'                                   

4" Tamarack - S 05 deg. W, 13.2'

Book 3, 

Page 14

4 48-23 S 1/4
3/4" rebar w/"DNR Survey Marker" set 

in Swamp by L. Pommerening
1997 (No ties) 302060 286870.627 542405.414

4 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 45 deg. E, 5.3'                                    

no other trees near to use for ties

Book 3, 

Page 51

4 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302061 286845.144 545036.504

4 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Spruce – N 20 deg. E, 7.3'                                   

9" Aspen - N 30 deg. W, 7.3'                        4" 

Aspen - S 40 deg. W, 9.9'                              

No other trees near to use for ties

Book 3, 

Page 40

4 48-23 SW
3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road by L. Pommerening
1997

DNR RP in CFP - S 37 deg. E, 71.67'                   

DNR RP in 12" Tam. - S 75 deg. W, 98.05'          

DNR RP in 6" Tam. - N 40 deg. W, 109.98'

302063 286896.110 539774.325

4 48-23 SW
new wood post set for corner by E.W. 

Kelly, Deputy County Surveyor
1903

4" Tamarack - N 88 deg. E, 57.4'                           

4" Tamarack - S 24 deg. E, 46.9'   

Book 1, 

Page 18

4 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 50

4 48-23 W 1/4

3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road at c/l E-W ditch by L. 

Pommerening

1997

DNR RP in Power Pole - N 15 deg. E, 109.63'     

DNR RP in 27" Spruce - S 37 deg. E, 86.61'        

Power Ped. - N 38 deg. W, 36.75'

302064 289507.673 539757.067

4 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 52

5 48-23 E 1/4

3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road at c/l E-W ditch by L. 

Pommerening

1997

DNR RP in Power Pole - N 15 deg. E, 109.63'     

DNR RP in 27" Spruce - S 37 deg. E, 86.61'        

Power Ped. - N 38 deg. W, 36.75'

302064 289507.673 539757.067
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5 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 52

5 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Aspen – N 70 deg. E, 3.3'                                   

5" Aspen - S 20 deg. E, 7.3'

Book 3, 

Page 15

5 48-23 NE
2"x2" Wood Post found by L. 

Pommerening
1997 (No ties available) 302065 292184.791 539735.266

5 48-23 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 03 deg. W, 21.8'                                   

4" Tamarack - S 05 deg. W, 13.2'

Book 3, 

Page 14

5 48-23 NW
3/4" pipe found 4.5' N of c/l E-W road 

at tree line to N by W. Hayden
1992

spk in Power Pole - 63.50' NE                                

spk in Power Pole - 68.80' SE                            

PK Nail in E end CMP - 48.70' SW

288981

5 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 87 deg. W, 208.6'                                   

12" Tamarack – S 55 deg. W, 184.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 15

5 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 38 deg. W, 19.8'                                   

7" Tamarack - N 09 deg. E, 14.5'

Book 3, 

Page 62

5 48-23 SE
3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road by L. Pommerening
1997

DNR RP in CFP - S 37 deg. E, 71.67'                    

DNR RP in 12" Tam. - S 75 deg. W, 98.05'         

DNR RP in 6" Tam. - N 40 deg. W, 109.98'

302063 286896.110 539774.325

5 48-23 SE
new wood post set for corner by E.W. 

Kelly, Deputy County Surveyor
1903

4" Tamarack - N 88 deg. E, 57.4'                           

4" Tamarack - S 24 deg. E, 46.9'    

Book 1, 

Page 18

5 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 50

5 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 74 deg. E, 22.4'                                   

5" Tamarack – N 27 deg. W, 7.9'                                                                         

6" Tamarack - S 88 deg. W, 9.2'                         

4" Tamarack - S 18 deg. E - 3.3'

Book 3, 

Page 62

5 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 15 deg. W, 23.1'                                   

4" Tamarack - S 73 deg. E, 39.6'

Book 3, 

Page 64

6 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 15 deg. W, 23.1'                                   

4" Tamarack - S 73 deg. E, 39.6'

Book 3, 

Page 64

6 48-23 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Aspen – S 70 deg. E, 37.6'                                   

8" Aspen - N 57 deg. E, 27.7'

Book 3, 

Page 15

6 48-23 NE
3/4" pipe found 4.5' N of c/l E-W road 

at tree line to N by W. Hayden
1992

spk in Power Pole - 63.50' NE                               

spk in Power Pole - 68.80' SE                            

PK Nail in E end CMP - 48.70' SW

288981

6 48-23 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 87 deg. W, 208.6'                                   

12" Tamarack – S 55 deg. W, 184.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 15

6 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

16” Burr Oak – N 04 deg. E, 97.7'                                   

10" Aspen – S 75 deg. W, 53.5'                                                                           

No other tree near to use for tie

Book 3, 

Page 12

6 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 07 deg. E, 31.0'                                   

5" Tamarack - N 81 deg. W, 7.9'

Book 3, 

Page 63

6 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 74 deg. E, 22.4'                                   

5" Tamarack – N 27 deg. W, 7.9'                                                                         

6" Tamarack - S 88 deg. W, 9.2'                         

4" Tamarack - S 18 deg. E - 3.3'

Book 3, 

Page 62

6 48-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 55 deg. W, 122.8'                                   

5" Black Pine – S 06 deg. W, 78.5'                                          

8" Black Pine - S 15 deg. E, 113.5'                                           

No other tree near to use for tie

Book 3, 

Page 11

6 48-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 26 deg. E, 50.8'                                   

6” Tamarack – N 81 deg. W, 52.1'                        

Book 3, 

Page 12

7 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 45 deg. W, 7.3'                                   

6" Tamarack - S 86 deg. E, 17.2'

Book 3, 

Page 61

7 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 07 deg. E, 31.0'                                   

5" Tamarack - N 81 deg. W, 7.9'

Book 3, 

Page 63

7 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 74 deg. E, 22.4'                                   

5" Tamarack – N 27 deg. W, 7.9'                                                                         

6" Tamarack - S 88 deg. W, 9.2'                         

4" Tamarack - S 18 deg. E - 3.3'

Book 3, 

Page 62
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7 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 55 deg. W, 122.8'                                   

5" Black Pine – S 06 deg. W, 78.5'                                          

8" Black Pine - S 15 deg. E, 113.5'                                           

No other tree near to use for tie

Book 3, 

Page 11

7 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 27 deg. W, 15.2'                                   

4" Tamarack - S 41 deg. E, 52.8'

Book 3, 

Page 61

7 48-23 SE
1 1/2" pipe set at c/l ditch from S and 

c/l ditch from the E by R. Thornton
1981 (No ties available) 213128

7 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 02 deg. E, 17.8'                                   

6" Tamarack – N 76 deg. W, 42.9'                                                                         

3" Tamarack - S 30 deg. W, 32.3'                         

2" Tamarack - S 77 deg. E - 23.8'

Book 3, 

Page 60

7 48-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 71 deg. E, 17.8'                                   

6" Tamarack – N 12 deg. W, 13.2'                                          

4" Tamarack - S 39 deg. W, 11.9'                                           

4" Tamarack - S 67 deg. E, 11.2'

Book 3, 

Page 10

7 48-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
3” Tamarack – N 33 deg. E, 44.2'                                   

3” Tamarack – N 26 deg. W, 16.5'                        

Book 3, 

Page 11

8 48-23 E 1/4

3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road and c/l trail to the E by 

L. Pommerening

1997

DNR RP in Power Pole - N 73 deg. E, 28.87'      

DNR RP in 8" W. Pine - S 40 deg. E, 64.65'          

DNR RP in 30" W. Pine - S 35 deg. W, 69.46'

302062 284256.161 539790.707

8 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Birch – N 80 deg. E, 4.6'                                   

5" Birch - N 78 deg. W, 4.0'

Book 3, 

Page 50

8 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 38 deg. W, 19.8'                                   

7" Tamarack - N 09 deg. E, 14.5'

Book 3, 

Page 62

8 48-23 NE
3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road by L. Pommerening
1997

DNR RP in CFP - S 37 deg. E, 71.67'                    

DNR RP in 12" Tam. - S 75 deg. W, 98.05'            

DNR RP in 6" Tam. - N 40 deg. W, 109.98'

302063 286896.110 539774.325

8 48-23 NE
new wood post set for corner by E.W. 

Kelly, Deputy County Surveyor 
1903

4" Tamarack - N 88 deg. E, 57.4'                           

4" Tamarack - S 24 deg. E, 46.9'                  

Book 1, 

Page 18

8 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 50

8 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 74 deg. E, 22.4'                                   

5" Tamarack – N 27 deg. W, 7.9'                                                                         

6" Tamarack - S 88 deg. W, 9.2'                         

4" Tamarack - S 18 deg. E - 3.3'

Book 3, 

Page 62

8 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – S 82 deg. E, 62.0'                                   

7" Birch - N 82 deg. W, 112.9'

Book 3, 

Page 60

8 48-23 SE
1 1/2" pipe set in c/l N-S road at fence 

line to E by R. Thornton
1981

Steel fence post - N 55 deg. E, 59.95'                    

N & D in 19" Elm - S 40 deg. E, 74.30'                   

3/4" iron bolt down 6" - N 45 deg. W, 75.00'

213127

8 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Birch – N 68 deg. E, 20.5'                                   

9" Birch – N 35 deg. W, 19.8'                                                                         

9" Birch - S 60 deg. W, 27.7'                         9" 

Birch - S 75 deg. E - 21.8'

Book 3, 

Page 48

8 48-23 SW

1 1/2" capped pipe set at c/l ditch from 

S and c/l ditch from the E by R. 

Thornton

1981 (No ties available) 213128

8 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 02 deg. E, 17.8'                                   

6" Tamarack – N 76 deg. W, 42.9'                                                                         

3" Tamarack - S 30 deg. W, 32.3'                         

2" Tamarack - S 77 deg. E - 23.8'

Book 3, 

Page 60

8 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 45 deg. W, 7.3'                                   

6" Tamarack - S 86 deg. E, 17.2'

Book 3, 

Page 61

9 48-23  
Survey of perimeter of Section 9 by 

E.W. Kelly, Deputy County Surveyor 
1903

found and set cors. on S & W sides of Section 

distances and mag. var. shown 

Book 1, 

Page 18

9 48-23 E 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302059 284211.688 545050.388

9 48-23 E 1/4
new wood post set for corner by E.W. 

Kelly, Deputy Co. Surveyor (W1/4?)
1903

7" Maple - S 82 deg. E, 40.9'                                

10" Maple - N 72 deg. W, 42.9'                         

Book 1, 

Page 18

9 48-23 M.C.

M.C. is on E line SE 1/4 - 502  feet 

South of E1/4 Cor.- on SW side Mud 

Lake - wood post set as part of 

original Government Survey by R.O. 

Cheney, U.S. Deputy Surveyor

1870
4” Tamarack – S 17 deg. W, 23.8'                                   

5” Tamarack – N 69 deg. W, 6.6'                                          

Book 3, 

Page 39
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9 48-23 M.C.

M.C. is on E line NE 1/4 - 442  feet 

South of NE Cor.- wood post set as 

part of original Government Survey by 

R.O. Cheney, U.S. Deputy Surveyor

1870
5” Tamarack – N 60 deg. W, 33.0'                                   

5” Tamarack – N 76 deg. W, 22.4'                                          

Book 3, 

Page 40

9 48-23 N 1/4
3/4" rebar w/"DNR Survey Marker" set 

in Swamp by L. Pommerening
1997 (No ties) 302060 286870.627 542405.414

9 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 45 deg. E, 5.3'                                    

no other trees near to use for ties

Book 3, 

Page 51

9 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302061 286845.144 545036.504

9 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Spruce – N 20 deg. E, 7.3'                                   

9" Aspen - N 30 deg. W, 7.3'                        4" 

Aspen - S 40 deg. W, 9.9'                              

No other trees near to use for ties

Book 3, 

Page 40

9 48-23 NW
3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road by L. Pommerening
1997

DNR RP in CFP - S 37 deg. E, 71.67'                    

DNR RP in 12" Tam. - S 75 deg. W, 98.05'           

DNR RP in 6" Tam. - N 40 deg. W, 109.98'

302063 286896.110 539774.325

9 48-23 NW
new wood post set for corner by E.W. 

Kelly, Deputy County Surveyor 
1903

4" Tamarack - N 88 deg. E, 57.4'                           

4" Tamarack - S 24 deg. E, 46.9'               

Book 1, 

Page 18

9 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 50

9 48-23 S 1/4

3/4" rebar w/"DNR Survey Marker" set 

on S edge woods and N edge Swamp 

by L. Pommerening

1997

DNR RP in 4" Ash - N 60 deg. E, 22.19'             

DNR RP in 5" Ash - N 03 deg. W, 19.59'               

DNR RP in 12" Ash - N 80 deg. W, 53.40'

302116 281597.226 542423.023

9 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 03 deg. W, 11.9'                                   

9" Tamarack - S 06 deg. E, 17.2'

Book 3, 

Page 49

9 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302115 281578.233 545064.271

9 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

9 48-23 SW
1 1/2" pipe set in c/l N-S road at fence 

line to E by R. Thornton
1981

Steel fence post - N 55 deg. E, 59.95'                    

N & D in 19" Elm - S 40 deg. E, 74.30'                   

3/4" iron bolt down 6" - N 45 deg. W, 75.00'

213127

9 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Birch – N 68 deg. E, 20.5'                                   

9" Birch – N 35 deg. W, 19.8'                                                                         

9" Birch - S 60 deg. W, 27.7'                         9" 

Birch - S 75 deg. E - 21.8'

Book 3, 

Page 48

9 48-23 W 1/4

3/4" rebar w/"DNR Survey Marker" set 

at c/l N-S road and c/l trail to the E by 

L. Pommerening

1997

DNR RP in Power Pole - N 73 deg. E, 28.87'       

DNR RP in 8" W. Pine - S 40 deg. E, 64.65'      

DNR RP in 30" W. Pine - S 35 deg. W, 69.46'

302062 284256.161 539790.707

9 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Birch – N 80 deg. E, 4.6'                                   

5" Birch - N 78 deg. W, 4.0'

Book 3, 

Page 50

10 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 42 deg. E, 68.0'                                   

7" Tamarack - N 64 deg. W, 38.3'

Book 3, 

Page 30

10 48-23 M.C.

M.C. is on W line SW 1/4 - 502  feet 

South of W1/4 Cor.- on SW side Mud 

Lake - wood post set as part of 

original Government Survey by R.O. 

Cheney, U.S. Deputy Surveyor

1870
4” Tamarack – S 17 deg. W, 23.8'                                   

5” Tamarack – N 69 deg. W, 6.6'                                          

Book 3, 

Page 39
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10 48-23 M.C.

M.C. is on W line NW 1/4 - 442  feet 

South of NW Cor.- wood post set as 

part of original Government Survey by 

R.O. Cheney, U.S. Deputy Surveyor

1870
5” Tamarack – N 60 deg. W, 33.0'                                   

5” Tamarack – N 76 deg. W, 22.4'                                          

Book 3, 

Page 40

10 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 30 deg. W, 15.2'                                   

5" Tamarack - N 02 deg. E, 15.2'

Book 3, 

Page 41

10 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302058 286919.119 550312.924

10 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

10 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302061 286845.144 545036.504

10 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Spruce – N 20 deg. E, 7.3'                                   

9" Aspen - N 30 deg. W, 7.3'                        4" 

Aspen - S 40 deg. W, 9.9'                              

No other trees near to use for ties

Book 3, 

Page 40

10 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 84 deg. E, 12.5'                                   

6" Tamarack - N 31 deg. W, 7.3'

Book 3, 

Page 39

10 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302114 281618.106 550365.313

10 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 80 deg. E, 53.5'                                   

7" Tamarack – N 50 deg. W, 99.7'                                                                         

6" Tamarack - S 66 deg. W, 17.8'                 No 

other tree near to use for tie

Book 3, 

Page 29

10 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302115 281578.233 545064.271

10 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

10 48-23 W 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302059 284211.688 545050.388

10 48-23 W 1/4
new wood post set for corner by E.W. 

Kelly, Deputy County Surveyor
1903

7" Maple - S 82 deg. E, 40.9'                                

10" Maple - N 72 deg. W, 42.9'  

Book 1, 

Page 18

11 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

11 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

11 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302057 286895.401 555625.753

11 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

11 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302058 286919.119 550312.924

11 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 31

11 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 18 deg. E, 9.2'                                   

4" Tamarack - S 13 deg. E, 11.2'

Book 3, 

Page 30

11 48-23 SE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302112 281613.033 555654.602

11 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 21

11 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302114 281618.106 550365.313

11 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 80 deg. E, 53.5'                                   

7" Tamarack – N 50 deg. W, 99.7'                                                                         

6" Tamarack - S 66 deg. W, 17.8'                 No 

other tree near to use for tie

Book 3, 

Page 29

11 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – S 42 deg. E, 68.0'                                   

7" Tamarack - N 64 deg. W, 38.3'

Book 3, 

Page 30

12 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18
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12 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

12 48-23 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 18

12 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302057 286895.401 555625.753

12 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

12 48-23 S 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302111 281643.609 558290.319

12 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Birch – S 60 deg. E, 31.7'                                   

No other tree near to use for ties            

Book 3, 

Page 22

12 48-23 SE
3/4" rebar set on c/l N-S trail 9' SW of 

gate post by L. Pommerening
1996 (No ties available) 302109 281674.185 560926.036

12 48-23 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – N 70 deg. E, 9.2'                                   

No other trees near to use for ties                                  

Book 3, 

Page 18

12 48-23 SW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302112 281613.033 555654.602

12 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 21

12 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 22

13 48-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and angles shown

Book 1,  

Page 298

13 48-23 E 1/4
3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road by L. Pommerening
1996 (No ties available) 302110 278973.310 560939.453

13 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
4” Fir – N 05 deg. W, 5.3'                                   

7” Fir – S 10 deg. E, 7.3'                                          

Book 3, 

Page 17

13 48-23 N 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302111 281643.609 558290.319

13 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Birch – S 60 deg. E, 31.7'                                   

No other tree near to use for ties            

Book 3, 

Page 22

13 48-23 NE
3/4" rebar set on c/l N-S trail 9' SW of 

gate post by L. Pommerening
1996 (No ties available) 302109 281674.185 560926.036

13 48-23 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – N 70 deg. E, 9.2'                                   

No other trees near to use for ties                                  

Book 3, 

Page 18

13 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302112 281613.033 555654.602

13 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 21

13 48-23 S 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302162 276298.246 558181.882

13 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 60 deg. W, 3.3'                                   

7" Tamarack – S 55 deg. E, 4.6'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

13 48-23 SE

3/8" iron rod found on c/l of old E-W 

roadbed at c/l N-S dike by L. 

Pommerening

1994 (No ties available) 302161 276274.855 560824.238

13 48-23 SE

(?)" Tamarack used for corner as part 

of original Government Survey by 

David Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17

13 48-23 SW

3/4" rebar w/"DNR Survey Marker" set 

on c/l roads N-S-E-W by L. 

Pommerening

1997 (No ties available) 302167 276321.637 555539.525

13 48-23 SW
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

11/2" iron pipe - S 55 deg. W, 36.3'                      

11/2" iron pipe - S 09 deg. E, 48.8'                         

Book 1, 

Page 134

13 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Birch – S 55 deg. W, 36.3'                                   

8" Aspen – S 09 deg. E, 48.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

13 48-23 W 1/4
3/4" rebar w/"DNR Survey Marker" set 

in Swamp by L. Pommerening
1997 WMA sign post - S 00 deg. E, 1.0'                                                           302113 278967.335 555597.064
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13 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Aspen – N 22 deg. E, 19.8'                                   

6" Birch - S 31 deg. W, 11.9'

Book 3, 

Page 21

13 48-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on E and S lines of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 219

14 48-23 E 1/4
3/4" rebar w/"DNR Survey Marker" set 

in Swamp by L. Pommerening
1997 WMA sign post - S 00 deg. E, 1.0'                                                           302113 278967.335 555597.064

14 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Aspen – N 22 deg. E, 19.8'                                   

6" Birch - S 31 deg. W, 11.9'

Book 3, 

Page 21

14 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 18 deg. E, 9.2'                                   

4" Tamarack - S 13 deg. E, 11.2'

Book 3, 

Page 30

14 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302112 281613.033 555654.602

14 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 21

14 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302114 281618.106 550365.313

14 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 80 deg. E, 53.5'                                   

7" Tamarack – N 50 deg. W, 99.7'                                                                         

6" Tamarack - S 66 deg. W, 17.8'                 No 

other tree near to use for tie

Book 3, 

Page 29

14 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 28

14 48-23 SE

3/4" rebar w/"DNR Survey Marker" set 

on c/l roads N-S-E-W by L. 

Pommerening

1997 (No ties available) 302167 276321.637 555539.525

14 48-23 SE
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

11/2" iron pipe - S 55 deg. W, 36.3'                     

11/2" iron pipe - S 09 deg. E, 48.8'                         

Book 1, 

Page 134

14 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Birch – S 55 deg. W, 36.3'                                   

8" Aspen – S 09 deg. E, 48.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

14 48-23 SW

set new 5"x6" Cedar post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post (not described) -                  

S 45 deg. E, 33.0'                                   

Book 1, 

Page 134

14 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 82 deg. E, 135.3'                                    

no other trees near to use for ties

Book 3, 

Page 28

14 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
14” Yellow Pine – S 08 deg. W, 28.4'                                    

no other trees near to use for ties

Book 3, 

Page 29

15 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
14” Yellow Pine – S 08 deg. W, 28.4'                                    

no other trees near to use for ties

Book 3, 

Page 29

15 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – S 84 deg. E, 12.5'                                   

6" Tamarack - N 31 deg. W, 7.3'

Book 3, 

Page 39

15 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302114 281618.106 550365.313

15 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 80 deg. E, 53.5'                                   

7" Tamarack – N 50 deg. W, 99.7'                                                                         

6" Tamarack - S 66 deg. W, 17.8'                 No 

other tree near to use for tie

Book 3, 

Page 29

15 48-23 NW
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302115 281578.233 545064.271

15 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

15 48-23 S 1/4
Set new pine post and took new ties 

by H.D. Keath, County Surveyor
1913

8” Y. Pine – N 45 deg E,  13.0'                                

10” Y. Pine – N 45 deg W, 12.4'

Book 1, 

Page 162

15 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
12" Yellow Pine - S 28 deg. E, 132.0'                              

No other trees near to use for ties

Book 3, 

Page 38

15 48-23 SE

set new 5"x6" Cedar post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post (not described) -                   

S 45 deg. E, 33.0'                                

Book 1, 

Page 134

15 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 82 deg. E, 135.3'                                    

no other trees near to use for ties

Book 3, 

Page 28
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15 48-23 SW

steel fence post up 3' set 25' E of E 

edge swamp and 25' W of W edge of 

Tag Alder brush by L. Pommerening

1997 (No ties available) 302165 276312.319 545170.429

15 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Aspen – N 48 deg. W, 25.7'                                   

6" Aspen - S 37 deg. W, 46.9'                        

15" Yellow Pine - N 87 deg. E, 163.7'                              

No other trees near to use for ties

Book 3, 

Page 37

15 48-23 W 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302163 278945.276 545117.350

15 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

15 48-23

Section line survey on S. line of 

Section 15 by H.D. Keath, County 

Surveyor

1913
Is on S line of Section                                         

Distance and Mag. Var. shown

Book 1, 

Page 162

16 48-23  
Survey of perimeter of Section 16 by 

E.W. Kelly, Deputy County Surveyor 
1903

found and set cors. on exterior of Sec. only -    

no ties - distances and mag. var. shown 

Book 1, 

Page 17

16 48-23 E 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302163 278945.276 545117.350

16 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

16 48-23 N 1/4

3/4" rebar w/"DNR Survey Marker" set 

on S edge woods and N edge Swamp 

by L. Pommerening

1997

DNR RP in 4" Ash - N 60 deg. E, 22.19'               

DNR RP in 5" Ash - N 03 deg. W, 19.59'             

DNR RP in 12" Ash - N 80 deg. W, 53.40'

302116 281597.226 542423.023

16 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 03 deg. W, 11.9'                                   

9" Tamarack - S 06 deg. E, 17.2'

Book 3, 

Page 49

16 48-23 NE
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302115 281578.233 545064.271

16 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 38

16 48-23 NW
1 1/2" pipe set in c/l N-S road at fence 

line to E by R. Thornton
1981

Steel fence post - N 55 deg. E, 59.95'                    

N & D in 19" Elm - S 40 deg. E, 74.30'                   

3/4" iron bolt down 6" - N 45 deg. W, 75.00'

213127

16 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Birch – N 68 deg. E, 20.5'                                   

9" Birch – N 35 deg. W, 19.8'                                                                         

9" Birch - S 60 deg. W, 27.7'                         9" 

Birch - S 75 deg. E - 21.8'

Book 3, 

Page 48

16 48-23 S 1/4

3/4" rebar w/"DNR Survey Marker" set 

on projection of road c/l from W and 

road c/l from S by L. Pommerening

1996 (No ties available) 302166 276336.161 542488.911

16 48-23 S 1/4
new wood post set for corner by E.W. 

Kelly, County Surveyor
1903 6" Tamarack - N 16 deg. W, 9.0'                                                                                                 

Book 1, 

Page 17

16 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

16 48-23 SE

steel fence post up 3' set 25' E of E 

edge swamp and 25' W of W edge of 

Tag Alder brush by L. Pommerening

1997 (No ties available) 302165 276312.319 545170.429

16 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Aspen – N 48 deg. W, 25.7'                                   

6" Aspen - S 37 deg. W, 46.9'                        

15" Yellow Pine - N 87 deg. E, 163.7'                              

No other trees near to use for ties

Book 3, 

Page 37

16 48-23 SW

1 1/2" iron pipe set at c/l N-S road at 

c/l old roadbed to the E by R. 

Thornton

1981

Steel fence post - N 55 deg. E, 100.10'                  

steel fence post - S 45 deg. E, 100.08'                 

steel fence post - N 45 deg. W, 100.00'

213129

16 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

16 48-23 W 1/4
3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road by L. Pommerening
1996 (No ties available) 302164 278988.083 539798.853

16 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 50 deg. E, 33.7'                                   

3" Tamarack - N 06 deg. W, 27.7'

Book 3, 

Page 46

17 48-23 E 1/4
3/4" rebar w/"DNR Survey Marker" set 

on c/l N-S road by L. Pommerening
1996 (No ties available) 302164 278988.083 539798.853
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17 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 50 deg. E, 33.7'                                   

3" Tamarack - N 06 deg. W, 27.7'

Book 3, 

Page 46

17 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – S 82 deg. E, 62.0'                                   

7" Birch - N 82 deg. W, 112.9'

Book 3, 

Page 60

17 48-23 NE
1 1/2" pipe set in c/l N-S road at fence 

line to E by R. Thornton
1981

Steel fence post - N 55 deg. E, 59.95'                    

N & D in 19" Elm - S 40 deg. E, 74.30'                  

3/4" iron bolt down 6" - N 45 deg. W, 75.00'

213127

17 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Birch – N 68 deg. E, 20.5'                                   

9" Birch – N 35 deg. W, 19.8'                                                                         

9" Birch - S 60 deg. W, 27.7'                         9" 

Birch - S 75 deg. E - 21.8'

Book 3, 

Page 48

17 48-23 NW
1 1/2" pipe set at c/l ditch from S and 

c/l ditch from the E by R. Thornton
1981 (No ties available) 213128

17 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 02 deg. E, 17.8'                                   

6" Tamarack – N 76 deg. W, 42.9'                                                                         

3" Tamarack - S 30 deg. W, 32.3'                         

2" Tamarack - S 77 deg. E - 23.8'

Book 3, 

Page 60

17 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Aspen – N 52 deg. E, 13.9'                                   

6" Tamarack - S 68 deg. W, 38.3'

Book 3, 

Page 58

17 48-23 SE

1 1/2" iron pipe set at c/l N-S road at 

c/l old roadbed to the E by R. 

Thornton

1981

Steel fence post - N 55 deg. E, 100.10'                 

steel fence post - S 45 deg. E, 100.08'                 

steel fence post - N 45 deg. W, 100.00'

213129

17 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

17 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 44 deg. E, 7.9'                                   

3" Tamarack – N 49 deg. W, 39.6'                                                                         

4" Tamarack - S 11 deg. W, 18.5'                         

5" Tamarack - S 48 deg. E - 32.3'

Book 3, 

Page 58

17 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 25 deg. E, 11.2'                                   

4" Tamarack - S 41 deg. W, 20.5'

Book 3, 

Page 59

17 48-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on S line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 270

18 48-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn - set iron mon. at 1/16th 

cors.   Distances and Mag. Var. shown

Book 1,  

Page 291

18 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 25 deg. E, 11.2'                                   

4" Tamarack - S 41 deg. W, 20.5'

Book 3, 

Page 59

18 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 27 deg. W, 15.2'                                   

4" Tamarack - S 41 deg. E, 52.8'

Book 3, 

Page 61

18 48-23 NE
1 1/2" pipe set at c/l ditch from S and 

c/l ditch from the E by R. Thornton
1981 (No ties available) 213128

18 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 02 deg. E, 17.8'                                   

6" Tamarack – N 76 deg. W, 42.9'                                                                         

3" Tamarack - S 30 deg. W, 32.3'                         

2" Tamarack - S 77 deg. E - 23.8'

Book 3, 

Page 60

18 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 71 deg. E, 17.8'                                   

6" Tamarack – N 12 deg. W, 13.2'                                          

4" Tamarack - S 39 deg. W, 11.9'                                           

4" Tamarack - S 67 deg. E, 11.2'

Book 3, 

Page 10

18 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Tamarack – S 14 deg. E, 3.3'                                   

8" Tamarack - N 04 deg. W, 4.6'

Book 3, 

Page 59

18 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 44 deg. E, 7.9'                                   

3" Tamarack – N 49 deg. W, 39.6'                                                                         

4" Tamarack - S 11 deg. W, 18.5'                         

5" Tamarack - S 48 deg. E - 32.3'

Book 3, 

Page 58

18 48-23 SW

2" capped iron tube set 7' E of c/l N-S 

highway at fence lines to E and W by 

R. Thornton

1981

steel fence post - N 45 deg. E, 110.00'                  

steel fence post - S 45 deg. E, 109.88'                 

steel fence post - S 55 deg. W, 97.65'

213137

18 48-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack – N 18 deg. E, 15.2'                                   

2" Tamarack – N 75 deg. W, 7.9'                                          

4" Spruce - S 57 deg. W, 9.9'                                           

4" Tamarack - S 30 deg. E, 6.6'

Book 3, 

Page 9

18 48-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Spruce – N 17 deg. W, 15.8'                                   

6” Spruce – S 07 deg. E, 4.0'                        

Book 3, 

Page 10
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18 48-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on S line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 270

19 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
9” Tamarack – S 54 deg. E, 55.4'                                   

7" Tamarack - N 37 deg. W, 77.2'

Book 3, 

Page 57

19 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Tamarack – S 14 deg. E, 3.3'                                   

8" Tamarack - N 04 deg. W, 4.6'

Book 3, 

Page 59

19 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 44 deg. E, 7.9'                                   

3" Tamarack – N 49 deg. W, 39.6'                                                                         

4" Tamarack - S 11 deg. W, 18.5'                         

5" Tamarack - S 48 deg. E - 32.3'

Book 3, 

Page 58

19 48-23 NW

2" capped iron tube set 7' E of c/l N-S 

highway at fence lines to E and W by 

R. Thornton

1981

steel fence post - N 45 deg. E, 110.00'                  

steel fence post - S 45 deg. E, 109.88'                  

steel fence post - S 55 deg. W, 97.65'

213137   

19 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack – N 18 deg. E, 15.2'                                   

2" Tamarack – N 75 deg. W, 7.9'                                          

4" Spruce - S 57 deg. W, 9.9'                                           

4" Tamarack - S 30 deg. E, 6.6'

Book 3, 

Page 9

19 48-23 S 1/4
2" sq. capped iron tube set 30' E of c/l 

N-S trail by R. Thornton
1981

Steel fence post - S 45 deg. W, 75.18'                  

steel fence post - S 90 deg. W, 60.07'                  

steel fence post - N 60 deg. W, 85.00'

213134

19 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
10” Black Pine – N 89 deg. W, 70.6'                                   

no other trees near to use for ties

Book 3, 

Page 56

19 48-23 SE

1 1/2" capped iron pipe set approx. 63' 

N of N edge NW-SE ditch on N side 

Rice paddy by R. Thornton

1981

steel fence post - N 55 deg. E, 72.41'                    

steel fence post - N 00 deg. E, 71.48'                     

steel fence post - N 45 deg. W, 45.08'

213132

19 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 55

19 48-23 SW

2" capped iron tube set on c/l N-S 

highway at c/l roads to E-W by R. 

Thornton

1981

steel fence post - N 45 deg. E, 124.72'                  

steel fence post - S 60 deg. E, 105.24'                 

steel fence post - S 45 deg. W, 98.95'

213139

19 48-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Yellow Pine – N 83 deg. E, 9.2'                                   

9" Yellow Pine – N 81 deg. W, 23.8'                                          

12" Yellow Pine - S 23 deg. W, 41.6'                                           

10" Yellow Pine - S 47 deg. E, 36.3'

Book 3, 

Page 8

19 48-23 W 1/4
N & D set in c/l N-S highway by J. 

Walker
1993

steel fence post - N 89 deg. E, 99.54'                     

3/4" iron rod - S 00 deg. E, 12.5'
278206 273673.970 528970.550

19 48-23 W.C.

wood post set 132' S of W 1/4 Cor. On 

W. line SW 1/4 on S side Sandy River 

as part of original Government Survey 

by D. Watson, U.S. Deputy Surveyor

1857 No trees near to use for ties
Book 3, 

Page 9

19 48-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 270

20 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 28 deg. E, 91.1'                                   

2" Tamarack - N 11 deg. W, 75.9'

Book 3, 

Page 46

20 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Aspen – N 52 deg. E, 13.9'                                   

6" Tamarack - S 68 deg. W, 38.3'

Book 3, 

Page 58

20 48-23 NE

1 1/2" iron pipe set at c/l N-S road at 

c/l old roadbed to the E by R. 

Thornton

1981

Steel fence post - N 55 deg. E, 100.10'                 

steel fence post - S 45 deg. E, 100.08'                 

steel fence post - N 45 deg. W, 100.00'

213129   

20 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

20 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 44 deg. E, 7.9'                                   

3" Tamarack – N 49 deg. W, 39.6'                                                                         

4" Tamarack - S 11 deg. W, 18.5'                         

5" Tamarack - S 48 deg. E - 32.3'

Book 3, 

Page 58

20 48-23 S 1/4
DNR Survey Marker set in a meadow 

swamp by Lost Methods by J. Walker
1993 (No ties available) 278204 271070.510 537170.250

20 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 56

20 48-23 SE
2" sq. capped iron tube set in c/l N-S 

road N of BN RR by R. Thornton
1981

Steel fence post - N 45 deg. E, 74.74'                    

steel fence post - S 45 deg. E, 75.00'                    

steel fence post - N 60 deg. W, 99.95'

213131
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20 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 45 deg. E, 1.3'                                   

5" Tamarack – N 65 deg. W, 19.1'                                                                         

7" Tamarack - S 20 deg. W, 8.6'                         

7" Tamarack - S 59 deg. E - 9.2'

Book 3, 

Page 44

20 48-23 SW

1 1/2" capped iron pipe set approx. 63' 

N of N edge NW-SE ditch on N side 

Rice paddy by R. Thornton

1981

steel fence post - N 55 deg. E, 72.41'                    

steel fence post - N 00 deg. E, 71.48'                   

steel fence post - N 45 deg. W, 45.08'

213132

20 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 55

20 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
9” Tamarack – S 54 deg. E, 55.4'                                   

7" Tamarack - N 37 deg. W, 77.2'

Book 3, 

Page 57

20 48-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 270

21 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Aspen – S 86 deg. W, 22.4'                                   

6" Aspen - S 89 deg. E, 35.6'

Book 3, 

Page 36

21 48-23 N 1/4

3/4" rebar w/"DNR Survey Marker" set 

on projection of road c/l from W and 

road c/l from S by L. Pommerening

1996 (No ties available) 302166 276336.161 542488.911

21 48-23 N 1/4
new wood post set for corner by E.W. 

Kelly, County Surveyor
1903 6" Tamarack - N 16 deg. W, 9.0'                                                                                                 

Book 1, 

Page 17

21 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

21 48-23 NE

steel fence post up 3' set 25' E of E 

edge swamp and 25' W of W edge of 

Tag Alder brush by L. Pommerening

1997 (No ties available) 302165 276312.319 545170.429

21 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Aspen – N 48 deg. W, 25.7'                                   

6" Aspen - S 37 deg. W, 46.9'                        

15" Yellow Pine - N 87 deg. E, 163.7'                              

No other trees near to use for ties

Book 3, 

Page 37

21 48-23 NW

1 1/2" iron pipe set at c/l N-S road at 

c/l old roadbed to the E by R. 

Thornton

1981

Steel fence post - N 55 deg. E, 100.10'                 

steel fence post - S 45 deg. E, 100.08'                  

steel fence post - N 45 deg. W, 100.00'

213129

21 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
16” White Pine – S 71 deg. E, 319.4'                                    

no other trees near to use for ties

Book 3, 

Page 46

21 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – N 30 deg. E, 77.9'                                    

no other trees near to use for ties

Book 3, 

Page 45

21 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 35

21 48-23 SW
2" sq. capped iron tube set in c/l N-S 

road N of BN RR by R. Thornton
1981

Steel fence post - N 45 deg. E, 74.74'                    

steel fence post - S 45 deg. E, 75.00'                   

steel fence post - N 60 deg. W, 99.95'

213131

21 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 45 deg. E, 1.3'                                   

5" Tamarack – N 65 deg. W, 19.1'                                                                         

7" Tamarack - S 20 deg. W, 8.6'                         

7" Tamarack - S 59 deg. E - 9.2'

Book 3, 

Page 44

21 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 28 deg. E, 91.1'                                   

2" Tamarack - N 11 deg. W, 75.9'

Book 3, 

Page 46

22 48-23 E 1/4

set new 2"x 4" Oak post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post -                                        

Cedar post N 45 deg. E, 33.0'                            

Book 1, 

Page 134

22 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 27

22 48-23 N 1/4
Set new pine post and took new ties 

by H.D. Keath, County Surveyor
1913

8” Y. Pine – N 45 deg E,  13.0'                             

10” Y. Pine – N 45 deg W, 12.4'

Book 1, 

Page 162

22 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
12" Yellow Pine - S 28 deg. E, 132.0'                              

No other trees near to use for ties

Book 3, 

Page 38

22 48-23 NE

set new 5"x6" Cedar post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post (not described) -                  

S 45 deg. E, 33.0'                            

Book 1, 

Page 134

22 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 82 deg. E, 135.3'                                    

no other trees near to use for ties

Book 3, 

Page 28
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22 48-23 NW

steel fence post up 3' set 25' E of E 

edge swamp and 25' W of W edge of 

Tag Alder brush by L. Pommerening

1997 (No ties available) 302165 276312.319 545170.429

22 48-23 NW
wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Aspen – N 48 deg. W, 25.7'                                   

6" Aspen - S 37 deg. W, 46.9'                        

15" Yellow Pine - N 87 deg. E, 163.7'                              

Book 3, 

Page 37

22 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 87 deg. W, 27.7'                                   

7" Tamarack - S 20 deg. E, 20.5'

Book 3, 

Page 36

22 48-23 SE
set new stamped iron pipe by H.W. 

Haugen, Deputy County Surveyor
1912

set sandstone mon. - S 51 deg. W, 153.8'              

set sandstone mon. - N 67 deg W, 122.8'       

Book 1, 

Page 134

22 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. W, 122.8'                                   

8" Aspen - S 50 deg. W, 153.8'                          

no other trees near to use for ties

Book 3, 

Page 26

22 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 35

22 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Aspen – S 86 deg. W, 22.4'                                   

6" Aspen - S 89 deg. E, 35.6'

Book 3, 

Page 36

22 48-23

Section line survey on N. line of 

Section 22 by H.D. Keath, County 

Surveyor

1913
Is on N line of Section                                         

Distance and Mag. Var. shown

Book 1, 

Page 162

23 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 19

23 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 28

23 48-23 NE

3/4" rebar w/"DNR Survey Marker" set 

on c/l roads N-S-E-W by L. 

Pommerening

1997 (No ties available) 302167 276321.637 555539.525

23 48-23 NE
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

11/2" iron pipe - S 55 deg. W, 36.3'                       

11/2" iron pipe - S 09 deg. E, 48.8'                         

Book 1, 

Page 134

23 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Birch – S 55 deg. W, 36.3'                                   

8" Aspen – S 09 deg. E, 48.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

23 48-23 NW

set new 5"x6" Cedar post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post (not described) -                 

S 45 deg. E, 33.0'                           

Book 1, 

Page 134

23 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 82 deg. E, 135.3'                                    

no other trees near to use for ties

Book 3, 

Page 28

23 48-23 S 1/4
Took new ties to existing cor. By E.J. 

Burns, Deputy County Surveyor 
1911

15” Jack Pine – N 55 deg. W, 350.5'                   

14” Jack Pine – S 70 deg. W, 382.7'

Book 2, 

Page 37

23 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 86 deg. E, 33.0'                                   

5" Tamarack - N 32 deg. E, 51.5'

Book 3, 

Page 27

23 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Spruce – N 10 deg. E, 15.8'                                   

8" Spruce – N 48 deg. W, 3.3'                                          

9" Spruce - S 86 deg. W, 5.9'                                           

7" Spruce - S 50 deg. E, 3.3'

Book 3, 

Page 18

23 48-23 SE 
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

1" iron bolt - N 45 deg. E, 75.0'                               

1" iron bolt - N 45 deg. W, 50.0'                         

Book 1, 

Page 134

23 48-23 SW
set new stamped iron pipe by H.W. 

Haugen, Deputy County Surveyor
1912

set sandstone mon. - S 51 deg. W, 153.8'             

set sandstone mon. - N 67 deg W, 122.8'   

Book 1, 

Page 134

23 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. W, 122.8'                                   

8" Aspen - S 50 deg. W, 153.8'                          

no other trees near to use for ties

Book 3, 

Page 26

23 48-23 W 1/4

set new 2"x 4" Oak post for corner by 

H.W. Haugen, Deputy County 

Surveyor

1912
set only one Brg post -                                        

Cedar post N 45 deg. E, 33.0'                     

Book 1, 

Page 134

23 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 27

23 48-23

Survey of perimeter of Section by 

H.W. Haugen, Deputy County 

Surveyor

1912
States distances and Mag. Var. on perimeter 

of Section, Set new posts

Book 1, 

Page 134

24 48-23  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of W. line SW ¼ of Section                        

Distance and Mag. Var. stated

Book 2, 

Page 101

24 48-23  
Tract Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Survey in NW 1/4 -SW 1/4                        

Distance and angles stated

Book 2, 

Page 101
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24 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17

24 48-23 N 1/4
(No Mon.set) Cor. position computed 

by L. Pommerening
1997 (No ties) 302162 276298.246 558181.882

24 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 60 deg. W, 3.3'                                   

7" Tamarack – S 55 deg. E, 4.6'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

24 48-23 NE

3/8" iron rod found on c/l of old E-W 

roadbed at c/l N-S dike by L. 

Pommerening

1994 (No ties available) 302161 276274.855 560824.238

24 48-23 NE

(?)" Tamarack used for corner as part 

of original Government Survey by 

David Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 17

24 48-23 NW

3/4" rebar w/"DNR Survey Marker" set 

on c/l roads N-S-E-W by L. 

Pommerening

1997 (No ties available) 302167 276321.637 555539.525

24 48-23 NW
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

11/2" iron pipe - S 55 deg. W, 36.3'                        

11/2" iron pipe - S 09 deg. E, 48.8'                         

Book 1, 

Page 134

24 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Birch – S 55 deg. W, 36.3'                                   

8" Aspen – S 09 deg. E, 48.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 20

24 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Alder – N 28 deg. W, 12.5'                                   

No other tree near to use for ties            

Book 3, 

Page 18

24 48-23 SE
Set 2 1/2” capped iron pipe and took 

new ties by H. D Keath, Co. Surveyor 
1914

Post in ditch bank- N 45 deg E, 71.9'                      

post in ditch grade - N 45 deg W, 88.0'  

Book 1, 

Page 187

24 48-23 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 16

24 48-23 SW
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

1" iron bolt - N 45 deg. E, 75.0'                             

1" iron bolt - N 45 deg. W, 50.0'                         

Book 1, 

Page 134

24 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Spruce – N 10 deg. E, 15.8'                                   

8" Spruce – N 48 deg. W, 3.3'                                          

9" Spruce - S 86 deg. W, 5.9'                                           

7" Spruce - S 50 deg. E, 3.3'

Book 3, 

Page 18

24 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 19

24 48-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on E line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 290

24 48-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N and W lines of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 219

25 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
10” Tamarack – S 50 deg. E, 8.6'                                   

24” Tamarack – N 35 deg. W, 9.9'                                          

Book 3, 

Page 16

25 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Alder – N 28 deg. W, 12.5'                                   

No other tree near to use for ties            

Book 3, 

Page 18

25 48-23 NE
Set 2 1/2” capped iron pipe and took 

new ties by H. D Keath, Co. Surveyor 
1914

Post in ditch bank- N 45 deg E, 71.9'                      

post in ditch grade - N 45 deg W, 88.0'  

Book 1, 

Page 187

25 48-23 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 16

25 48-23 NW
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

1" iron bolt - N 45 deg. E, 75.0'                             

1" iron bolt - N 45 deg. W, 50.0'                         

Book 1, 

Page 134

25 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Spruce – N 10 deg. E, 15.8'                                   

8" Spruce – N 48 deg. W, 3.3'                                          

9" Spruce - S 86 deg. W, 5.9'                                           

7" Spruce - S 50 deg. E, 3.3'

Book 3, 

Page 18

25 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 09 deg. W, 112.2'                                   

No other tree near to use for ties            

Book 3, 

Page 17

25 48-23 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

1” Tamarack – N 45 deg. W, 12.5'                                   

18" Tamarack – N 45 deg. E, 14.5'                                          

20" Tamarack - S 45 deg. E, 19.8'                                           

No other tree near to use for ties

Book 3, 

Page 16

25 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – S 35 deg. E, 44.9'                                   

8" Tamarack – N 86 deg. E, 26.4'                                                                         

No other tree near to use for tie

Book 3, 

Page 16
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25 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Spruce – N 01 deg. E, 77.9'                                   

No other tree near to use for ties            

Book 3, 

Page 17

26 48-23  
Subdivision of N ½ of Section by E.J. 

Burns, Deputy County Surveyor 
1911

Subdivision of N ½ of Section                              

No Distances and Mag. Var. shown

Book 2, 

Page 37

26 48-23  

Church and Cemetery Survey in 

Section by E.J. Burns, Deputy County 

Surveyor 

1911
1 acre net parcel in Gov't Lot                                

Distance and Bearings stated

Book 2, 

Page 75

26 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Spruce – N 01 deg. E, 77.9'                                   

No other tree near to use for ties            

Book 3, 

Page 17

26 48-23 N 1/4
Took new ties to existing cor. By E.J. 

Burns, Deputy County Surveyor 
1911

15” Jack Pine – N 55 deg. W, 350.5'                   

14” Jack Pine – S 70 deg. W, 382.7'

Book 2, 

Page 37

26 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 86 deg. E, 33.0'                                   

5" Tamarack - N 32 deg. E, 51.5'

Book 3, 

Page 27

26 48-23 NE
set new ties for corner by H.W. 

Haugen, Deputy County Surveyor
1912

1" iron bolt - N 45 deg. E, 75.0'                            

1" iron bolt - N 45 deg. W, 50.0'                         

Book 1, 

Page 134

26 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Spruce – N 10 deg. E, 15.8'                                   

8" Spruce – N 48 deg. W, 3.3'                                          

9" Spruce - S 86 deg. W, 5.9'                                           

7" Spruce - S 50 deg. E, 3.3'

Book 3, 

Page 18

26 48-23 NW
set new stamped iron pipe by H.W. 

Haugen, Deputy County Surveyor
1912

set sandstone mon. - S 51 deg. W, 153.8'             

set sandstone mon. - N 67 deg W, 122.8'  

Book 1, 

Page 134

26 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. W, 122.8'                                   

8" Aspen - S 50 deg. W, 153.8'                          

no other trees near to use for ties

Book 3, 

Page 26

26 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – N 85 deg. E, 11.2'                                   

3" Tamarack - S 65 deg. E, 7.9'

Book 3, 

Page 25

26 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – S 35 deg. E, 44.9'                                   

8" Tamarack – N 86 deg. E, 26.4'                                                                         

No other tree near to use for tie

Book 3, 

Page 16

26 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

26 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Spruce – N 53 deg. W, 157.7'                                   

No other tree near to use for ties            

Book 3, 

Page 26

27 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Spruce – N 53 deg. W, 157.7'                                   

No other tree near to use for ties            

Book 3, 

Page 26

27 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 87 deg. W, 27.7'                                   

7" Tamarack - S 20 deg. E, 20.5'

Book 3, 

Page 36

27 48-23 NE
set new stamped iron pipe by H.W. 

Haugen, Deputy County Surveyor
1912

set sandstone mon. - S 51 deg. W, 153.8'             

set sandstone mon. - N 67 deg W, 122.8'  

Book 1, 

Page 134

27 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 67 deg. W, 122.8'                                   

8" Aspen - S 50 deg. W, 153.8'                          

no other trees near to use for ties

Book 3, 

Page 26

27 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 35

27 48-23 S 1/4
PK Nail set in c/l N-S road on c/l E-W 

ditch in plank bridge by W. Hayden
1993

spk in CFP - 27.48' WNW                                     

spk in CFP - 27.16' WSW                                     

Blaze in 8" Tamarack - 0.2' SE

288979   

27 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 30 deg. E, 73.3'                                   

6" Tamarack - N 21 deg. W, 62.7'

Book 3, 

Page 34

27 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

27 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 15 deg. E, 21.8'                                   

6" Tamarack – N 41 deg. W, 26.4'                                                                         

5" Tamarack - S 37 deg. W, 9.2'                         

6" Tamarack - S 35 deg. E - 12.5'

Book 3, 

Page 33

27 48-23 W 1/4
spk set in c/l E-W road at fence line to 

S by J. Walker 
2001 (No ties taken) 334217 268419.200 545131.150

27 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 29 deg. W, 29.0'                                   

6" Tamarack - S 29 deg. E, 14.5'

Book 3, 

Page 34

28 48-23 E 1/4
spk set in c/l E-W road at fence line to 

S by J. Walker 
2001 (No ties taken) 334217 268419.200 545131.150
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28 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 29 deg. W, 29.0'                                   

6" Tamarack - S 29 deg. E, 14.5'

Book 3, 

Page 34

28 48-23 M.C.

M.C. is on S line SW 1/4 - 508.2 feet 

E of SW Cor.- is on E side Rice Lake - 

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 83 deg. E, 84.5'                                   

5" Tamarack - S 84 deg. E, 145.2'

Book 3, 

Page 43

28 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – N 30 deg. E, 77.9'                                    

no other trees near to use for ties

Book 3, 

Page 45

28 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 35

28 48-23 NW
2" sq. capped iron tube set in c/l N-S 

road N of BN RR by R. Thornton
1981

Steel fence post - N 45 deg. E, 74.74'                    

steel fence post - S 45 deg. E, 75.00'                 

steel fence post - N 60 deg. W, 99.95'

213131   

28 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 45 deg. E, 1.3'                                   

5" Tamarack – N 65 deg. W, 19.1'                                                                         

7" Tamarack - S 20 deg. W, 8.6'                         

7" Tamarack - S 59 deg. E - 9.2'

Book 3, 

Page 44

28 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 55 deg. E, 28.4'                                   

4" Tamarack - N 49 deg. W, 6.6'

Book 3, 

Page 43

28 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 15 deg. E, 21.8'                                   

6" Tamarack – N 41 deg. W, 26.4'                                                                         

5" Tamarack - S 37 deg. W, 9.2'                         

6" Tamarack - S 35 deg. E - 12.5'

Book 3, 

Page 33

28 48-23 SW

Cor. Falls in Rice Lake - no wood post 

set as part of original Government 

Survey by R.O. Cheney, U.S. Deputy 

Surveyor

1870 No ties as comer falls in Rice Lake
Book 3, 

Page 42

28 48-23 W 1/4

DNR Survey Marker set on W edge of  

N-S drainage ditch 39.5' W of c/l N-S 

road at c/l road to E by J. Walker

2001

1/2" iron pipe - S 90 deg. W, 100.0'                        

Hole top N. end 48" CMP - S 70 deg. E, 4.4'        

Hole top S. end 48" CMP - S 10 deg. E, 40.9'

334218 268436.120 539827.860

28 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – S 05 deg. E, 42.2'                                   

8" Aspen - N 63 deg. W, 21.8'

Book 3, 

Page 44

29 48-23 E 1/4

DNR Survey Marker set on W edge of  

N-S drainage ditch 39.5' W of c/l N-S 

road at c/l road to E by J. Walker

2001

1/2" iron pipe - S 90 deg. W, 100.0'                        

Hole top N. end 48" CMP - S 70 deg. E, 4.4'        

Hole top S. end 48" CMP - S 10 deg. E, 40.9'

334218 268436.120 539827.860

29 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – S 05 deg. E, 42.2'                                   

8" Aspen - N 63 deg. W, 21.8'

Book 3, 

Page 44

29 48-23 M.C.

M.C. is on S line SE 1/4 - 165.0 feet E 

of S1/4 Cor.- is on W side Rice Lake - 

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 53

29 48-23 N 1/4
DNR Survey Marker set in a meadow 

swamp by Lost Methods by J. Walker
1993 (No ties available) 278204 271070.510 537170.250

29 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 56

29 48-23 NE
2" sq. capped iron tube set in c/l N-S 

road N of BN RR by R. Thornton
1981

Steel fence post - N 45 deg. E, 74.74'                    

steel fence post - S 45 deg. E, 75.00'                     

steel fence post - N 60 deg. W, 99.95'

213131   

29 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

6” Tamarack – N 45 deg. E, 1.3'                                   

5" Tamarack – N 65 deg. W, 19.1'                                                                         

7" Tamarack - S 20 deg. W, 8.6'                         

7" Tamarack - S 59 deg. E - 9.2'

Book 3, 

Page 44

29 48-23 NW

1 1/2" capped iron pipe set approx. 63' 

N of N edge NW-SE ditch on N side 

Rice paddy by R. Thornton

1981

steel fence post - N 55 deg. E, 72.41'                    

steel fence post - N 00 deg. E, 71.48'                    

steel fence post - N 45 deg. W, 45.08'

213132

29 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 55

29 48-23 S 1/4
steel fence post set at fence corner of 

fences to the N and E by J. Walker
1993 (No ties taken) 278205 265792.440 537155.430
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29 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Aspen – N 84 deg. W, 363.0'                                    

no other trees near to use for ties

Book 3, 

Page 53

29 48-23 SE

Cor. Falls in Rice Lake - no wood post 

set as part of original Government 

Survey by R.O. Cheney, U.S. Deputy 

Surveyor

1870 No ties as comer falls in Rice Lake
Book 3, 

Page 42

29 48-23 SW

2" capped iron tube set  17' N of c/l W 

bound highway at fence lines to N and 

S by R. Thornton

1981

steel fence post - S 30 deg. E, 73.90'                    

steel fence post - S 45 deg. W, 135.35'                

steel fence post - N 50 deg. W, 72.84'

213135

29 48-23 SW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 26.4'                                   

3" Tamarack – N 84 deg. W, 30.4'                                                                         

7" Tamarack - S 07 deg. W, 22.4'                         

7" Tamarack - S 45 deg. E - 48.2'

Book 3, 

Page 52

29 48-23 W 1/4
2" sq. capped iron tube set by R. 

Thornton
1981

Steel fence post - N 40 deg. E, 45.38'                    

steel fence post - S 45 deg. E, 44.99'                    

steel fence post - N 45 deg. W, 45.08'

213132

29 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Black Pine – S 19 deg. E, 22.4'                                   

7" Black Pine - N 66 deg. W, 6.6'

Book 3, 

Page 55

30 48-23  

Tract Survey in SW1/4-SW1/4 of 

Section by H.D. Keath, County 

Surveyor 

1939
Could be in 48-23                                        

Distance and angles shown

Book 1, 

Page 508

30 48-23 E 1/4
2" sq. capped iron tube set by R. 

Thornton
1981

Steel fence post - N 40 deg. E, 45.38'                    

steel fence post - S 45 deg. E, 44.99'                   

steel fence post - N 45 deg. W, 45.08'

213132

30 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Black Pine – S 19 deg. E, 22.4'                                   

7" Black Pine - N 66 deg. W, 6.6'

Book 3, 

Page 55

30 48-23 N 1/4
2" sq. capped iron tube set 30' E of c/l 

N-S trail by R. Thornton
1981

Steel fence post - S 45 deg. W, 75.18'                 

steel fence post - S 90 deg. W, 60.07'                  

steel fence post - N 60 deg. W, 85.00'

213134

30 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
10” Black Pine – N 89 deg. W, 70.6'                                   

no other trees near to use for ties

Book 3, 

Page 56

30 48-23 NE

1 1/2" capped iron pipe set approx. 63' 

N of N edge NW-SE ditch on N side 

Rice paddy by R. Thornton

1981

steel fence post - N 55 deg. E, 72.41'                    

steel fence post - N 00 deg. E, 71.48'                    

steel fence post - N 45 deg. W, 45.08'

213132

30 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 55

30 48-23 NW

2" capped iron tube set on c/l N-S 

highway at c/l roads to E-W by R. 

Thornton

1981

steel fence post - N 45 deg. E, 124.72'                 

steel fence post - S 60 deg. E, 105.24'                 

steel fence post - S 45 deg. W, 98.95'

213139

30 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Yellow Pine – N 83 deg. E, 9.2'                                   

9" Yellow Pine – N 81 deg. W, 23.8'                                          

12" Yellow Pine - S 23 deg. W, 41.6'                                           

10" Yellow Pine - S 47 deg. E, 36.3'

Book 3, 

Page 8

30 48-23 S 1/4

3/4" iron pin set in c/l W bound 

highway at lane split of highway by R. 

Thornton

1985

steel fence post - N 66 deg. E, 60.74'                    

steel fence post - S 04 deg. E, 51.25'                   

steel fence post - S 60 deg. W, 53.16'

233550

30 48-23 S 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – N 34 deg. E, 20.5'                                   

4" Aspen - S 36 deg. W, 15.2'

Book 3, 

Page 54

30 48-23 SE

2" capped iron tube set  17' N of c/l W 

bound highway at fence lines to N and 

S by R. Thornton

1981

steel fence post - S 30 deg. E, 73.90'                    

steel fence post - S 45 deg. W, 135.35'              

steel fence post - N 50 deg. W, 72.84'

213135

30 48-23 SE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 26.4'                                   

3" Tamarack – N 84 deg. W, 30.4'                                                                         

7" Tamarack - S 07 deg. W, 22.4'                         

7" Tamarack - S 45 deg. E - 48.2'

Book 3, 

Page 52

30 48-23 SW

2" capped iron tube set on c/l road to 

E 156' E of c/l NW-SE RR track by R. 

Thornton

1981

steel fence post - S 45 deg. E, 59.76'                    

steel fence post - S 25 deg. W, 77.60'                  

steel fence post - N 85 deg. W, 123.64'

213140

30 48-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 15 deg. E, 5.3'                                   

8" Tamarack – N 15 deg. W, 5.9'                                          

5" Tamarack - S 50 deg. W, 13.2'                                           

4" Tamarack - S 70 deg. E, 13.9'

Book 3, 

Page 7

30 48-23 W 1/4

2" capped iron tube set on c/l N-S 

highway at c/l road to E by R. 

Thornton

1981

steel fence post - N 45 deg. W, 105.00'                  

steel fence post - S 55 deg. E, 80.05'                  

steel fence post - S 45 deg. W, 89.57'

213138

30 48-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 65 deg. W, 3.3'                                   

6” Black Pine – S 85 deg. E, 4.6'                        

Book 3, 

Page 8
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31 48-23  
Survey in SE ¼ of Section by Chas. 

Handschu, Private Surveyor
1962 Survey of Union Cemetery in Mc Gregor

Book CH-

3  Page 

35-41

31 48-23  
Subdivision of Section 31 by C.O. 

Armstead, County Surveyor 
1896

Set posts at 1/16th cors in N 1/2 and took ties 

at these cors. No distances shown

Book 1, 

Page 9

31 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 45 deg. W, 13.9'                                   

4" Tamarack - N 68 deg. E, 24.4'

Book 3, 

Page 52

31 48-23 N 1/4

3/4" iron pin set in c/l W bound 

highway at lane split of highway by R. 

Thornton

1985

steel fence post - N 66 deg. E, 60.74'                    

steel fence post - S 04 deg. E, 51.25'                     

steel fence post - S 60 deg. W, 53.16'

233550

31 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
7” Aspen – N 34 deg. E, 20.5'                                   

4" Aspen - S 36 deg. W, 15.2'

Book 3, 

Page 54

31 48-23 NE

2" capped iron tube set  17' N of c/l W 

bound highway at fence lines to N and 

S by R. Thornton

1981

steel fence post - S 30 deg. E, 73.90'                    

steel fence post - S 45 deg. W, 135.35'               

steel fence post - N 50 deg. W, 72.84'

213135

31 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 26.4'                                   

3" Tamarack – N 84 deg. W, 30.4'                                                                         

7" Tamarack - S 07 deg. W, 22.4'                         

7" Tamarack - S 45 deg. E - 48.2'

Book 3, 

Page 52

31 48-23 NW

2" capped iron tube set on c/l road to 

E 156' E of c/l NW-SE RR track by R. 

Thornton

1981

steel fence post - S 45 deg. E, 59.76'                    

steel fence post - S 25 deg. W, 77.60'               

steel fence post - N 85 deg. W, 123.64'

213140

31 48-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 15 deg. E, 5.3'                                   

8" Tamarack – N 15 deg. W, 5.9'                                          

5" Tamarack - S 50 deg. W, 13.2'                                           

4" Tamarack - S 70 deg. E, 13.9'

Book 3, 

Page 7

31 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
4” Tamarack – N 22 deg. E, 72.6'                                   

4” Tamarack – N 23 deg. W, 35.0'                        

Book 3, 

Page 6

31 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

3” Tamarack – N 64 deg. E, 40.9'                                   

3” Tamarack – N 22 deg. E, 59.7'                        

No other ties stated                  

Book 3, 

Page 5

31 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

10” Pine – N 08 deg. E, 332.0'                                   

12” Pine – N 13 deg. W, 338.6'                        

No other ties stated                  

Book 3, 

Page 6

31 48-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Aspen – N 01 deg. W, 316.8'                                   

No other trees near to use for ties              

Book 3, 

Page 7

31 48-23

Road Survey along N-S 1/4 line of 

Sec. 31 by E.W. Kelly, Deputy Co. 

Surveyor 

1903
found S1/4 and set ctr. Sec.                               

Distance and mag. var. shown on road c/l 

Book 1, 

Page 30

32 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 56 deg. W, 7.3'                                   

6" Tamarack - N 09 deg. E, 11.2'

Book 3, 

Page 42

32 48-23 M.C.

M.C. is on E line NE 1/4 - 798.6 feet 

South of NE Cor.- is on E side Rice 

Lake - wood post set as part of 

original Government Survey by R.O. 

Cheney, U.S. Deputy Surveyor

1870 No trees near to use for ties
Book 3, 

Page 42

32 48-23 M.C.

M.C. is on N line NE 1/4 - 165.0 feet E 

of N1/4 Cor.- is on W side Rice Lake - 

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 no trees near to use for ties
Book 3, 

Page 53

32 48-23 N 1/4
steel fence post set at fence corner of 

fences to the N and E by J. Walker
1993 (No ties taken) 278205 265792.440 537155.430

32 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Aspen – N 84 deg. W, 363.0'                                    

no other trees near to use for ties

Book 3, 

Page 53

32 48-23 NE

Cor. Falls in Rice Lake - no wood post 

set as part of original Government 

Survey by R.O. Cheney, U.S. Deputy 

Surveyor

1870 No ties as comer falls in Rice Lake
Book 3, 

Page 42

32 48-23 NW

2" capped iron tube set  17' N of c/l W 

bound highway at fence lines to N and 

S by R. Thornton

1981

steel fence post - S 30 deg. E, 73.90'                    

steel fence post - S 45 deg. W, 135.35'                 

steel fence post - N 50 deg. W, 72.84'

213135   

32 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 20 deg. E, 26.4'                                   

3" Tamarack – N 84 deg. W, 30.4'                                                                         

7" Tamarack - S 07 deg. W, 22.4'                         

7" Tamarack - S 45 deg. E - 48.2'

Book 3, 

Page 52
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32 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 33 deg. E, 17.2'                                   

7” Tamarack – N 23 deg. W, 25.1'                        

Book 3, 

Page 5

32 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

3” Tamarack – N 74 deg. E, 75.9'                                   

3” Tamarack – N 47 deg. W, 12.5'                        

No other ties stated                  

Book 3, 

Page 4

32 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

3” Tamarack – N 64 deg. E, 40.9'                                   

3” Tamarack – N 22 deg. E, 59.7'                        

No other ties stated                  

Book 3, 

Page 5

32 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – S 45 deg. W, 13.9'                                   

4" Tamarack - N 68 deg. E, 24.4'

Book 3, 

Page 52

33 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 10 deg. E, 46.2'                                   

5" Tamarack - S 47 deg. W, 28.2'

Book 3, 

Page 33

33 48-23 M.C.

M.C. is on W line NW 1/4 - 798.6 feet 

South of NW Cor.- is on E side Rice 

Lake - wood post set as part of 

original Government Survey by R.O. 

Cheney, U.S. Deputy Surveyor

1870 No trees near to use for ties
Book 3, 

Page 42

33 48-23 M.C.

M.C. is on N line NW 1/4 - 508.2 feet 

E of NW Cor.- is on E side Rice Lake - 

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 83 deg. E, 84.5'                                   

5" Tamarack - S 84 deg. E, 145.2'

Book 3, 

Page 43

33 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 55 deg. E, 28.4'                                   

4" Tamarack - N 49 deg. W, 6.6'

Book 3, 

Page 43

33 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 15 deg. E, 21.8'                                   

6" Tamarack – N 41 deg. W, 26.4'                                                                         

5" Tamarack - S 37 deg. W, 9.2'                         

6" Tamarack - S 35 deg. E - 12.5'

Book 3, 

Page 33

33 48-23 NW

Cor. Falls in Rice Lake - no wood post 

set as part of original Government 

Survey by R.O. Cheney, U.S. Deputy 

Surveyor

1870 No ties as comer falls in Rice Lake
Book 3, 

Page 42

33 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
15” Yellow Pine – N 57 deg. E, 24.4'                                   

8” Maple – N 50 deg. W, 29.7'                        

Book 3, 

Page 4

33 48-23 SE
1" iron rebar set in wooded swamp by 

W. Hayden
1993

Blaze in 8" Spruce - 5.2' SW                                

Blaze in 4" Cedar - 30.9' NW                               

Blaze in 8" Tamarack - 0.2' SE

288978

33 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

5” Tamarack – N 23 deg. E, 33.0'                                   

5” Tamarack – N 03 deg. W, 29.7'                        

No other ties stated                  

Book 3, 

Page 3

33 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

3” Tamarack – N 74 deg. E, 75.9'                                   

3” Tamarack – N 47 deg. W, 12.5'                        

No other ties stated                  

Book 3, 

Page 4

33 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 56 deg. W, 7.3'                                   

6" Tamarack - N 09 deg. E, 11.2'

Book 3, 

Page 42

34 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 89 deg. W, 6.6'                                   

8" Tamarack - N 07 deg. E, 52.1'

Book 3, 

Page 24

34 48-23 N 1/4
PK Nail set in c/l N-S road on c/l E-W 

ditch in plank bridge by W. Hayden
1993

spk in CFP - 27.48' WNW                                     

spk in CFP - 27.16' WSW                                      

Blaze in 8" Tamarack - 0.2' SE

288979

34 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
5” Tamarack – N 30 deg. E, 73.3'                                   

6" Tamarack - N 21 deg. W, 62.7'

Book 3, 

Page 34

34 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

34 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

7” Tamarack – N 15 deg. E, 21.8'                                   

6" Tamarack – N 41 deg. W, 26.4'                                                                         

5" Tamarack - S 37 deg. W, 9.2'                         

6" Tamarack - S 35 deg. E - 12.5'

Book 3, 

Page 33

34 48-23 S 1/4

1/2" capped iron pipe set on E-W 

fence line at fence line to the N by W. 

Hayden

1993

Blaze in 10" Aspen - 16.57' NNE                          

Blaze in 3" R. Oak - 9.58' ENE                              

fence line to the S - 84' E

288980

34 48-23 S 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 30 deg. W, 39.6'                                   

No other trees near to use for ties                                  

Book 3, 

Page 23
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34 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
7” Aspen – N 03 deg. E, 13.9'                                   

8” Aspen – N 66 deg. W, 11.2'                        

Book 3, 

Page 3

34 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

10” Burr Oak – N 71 deg. E, 10.6'                                   

9” Aspen – N 54 deg. W, 38.9'                        

No other ties stated                  

Book 3, 

Page 2

34 48-23 SW
1" iron rebar set in wooded swamp by 

W. Hayden
1993

Blaze in 8" Spruce - 5.2' SW                                  

Blaze in 4" Cedar - 30.9' NW                                  

Blaze in 8" Tamarack - 0.2' SE

288978

34 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

5” Tamarack – N 23 deg. E, 33.0'                                   

5” Tamarack – N 03 deg. W, 29.7'                        

No other ties stated                  

Book 3, 

Page 3

34 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
4” Tamarack – N 10 deg. E, 46.2'                                   

5" Tamarack - S 47 deg. W, 28.2'

Book 3, 

Page 33

35 48-23 E 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
10” Black Ash – S 26 deg. E, 25.7'                                   

7" Birch - N 42 deg. W, 17.8'

Book 3, 

Page 16

35 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – N 85 deg. E, 11.2'                                   

3" Tamarack - S 65 deg. E, 7.9'

Book 3, 

Page 25

35 48-23 NE

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – S 35 deg. E, 44.9'                                   

8" Tamarack – N 86 deg. E, 26.4'                                                                         

No other tree near to use for tie

Book 3, 

Page 16

35 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties            
Book 3, 

Page 24

35 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
16” White Pine – N 07 deg. E, 39.6'                                   

9” White Birch – N 68 deg. W, 23.1'                                          

Book 3, 

Page 2

35 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

7” Aspen – N 16 deg. E, 27.7'                                   

11” Aspen – N 73 deg. W, 20.5'                      

No other ties stated                                

Book 3, 

Page 1

35 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

10” Burr Oak – N 71 deg. E, 10.6'                                   

9” Aspen – N 54 deg. W, 38.9'                        

No other ties stated                  

Book 3, 

Page 2

35 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 89 deg. W, 6.6'                                   

8" Tamarack - N 07 deg. E, 52.1'

Book 3, 

Page 24

36 48-23 E 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
5” Birch – N 10 deg. W, 2.6'                                   

7” Fir – N 05 deg. E, 3.3'                                          

Book 3, 

Page 15

36 48-23 N 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
8” Tamarack – S 09 deg. W, 112.2'                                   

No other tree near to use for ties            

Book 3, 

Page 17

36 48-23 NE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

1” Tamarack – N 45 deg. W, 12.5'                                   

18" Tamarack – N 45 deg. E, 14.5'                                          

20" Tamarack - S 45 deg. E, 19.8'                                           

No other tree near to use for ties

Book 3, 

Page 16

36 48-23 NW

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870

8” Tamarack – S 35 deg. E, 44.9'                                   

8" Tamarack – N 86 deg. E, 26.4'                                                                         

No other tree near to use for tie

Book 3, 

Page 16

36 48-23 S 1/4

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
9” Black Oak – N 58 deg. E, 21.1'                                   

12” Aspen – N 08 deg. W, 17.2'                                          

Book 3, 

Page 1

36 48-23 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857
4” Tamarack – N 67 deg. E, 192.1'                                   

4” Spruce – N 27 deg. W, 178.2'                                          

Book 3, 

Page 14

36 48-23 SW

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

7” Aspen – N 16 deg. E, 27.7'                                   

11” Aspen – N 73 deg. W, 20.5'                      

No other ties stated                                

Book 3, 

Page 1

36 48-23 W 1/4

wood post set as part of original 

Government Survey by R.O. Cheney, 

U.S. Deputy Surveyor

1870
10” Black Ash – S 26 deg. E, 25.7'                                   

7" Birch - N 42 deg. W, 17.8'

Book 3, 

Page 16

1 48-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
7” Tamarack – N 26 deg. E, 50.8'                                   

6” Tamarack – N 81 deg. W, 52.1'                        

Book 3, 

Page 12

1 48-24 M.C.

M.C. is post on N line NW 1/4 - 863.3 

feet E of NW1/4 Cor. - on W side 

Sandy River set by D. Watson. U.S. 

Deputy Surveyor

1870
7" Burr Oak - S 65 deg. E, 42.9'                                    

No other trees near to use for ties

Book 3, 

Page 8

1 48-24 M.C.

M.C. is post on N line NW 1/4 - 929.3 

feet E of NW1/4 Cor. - on E side 

Sandy River set by D. Watson. U.S. 

Deputy Surveyor

1870
8" Burr Oak - S 22 deg. E, 112.2'                                    

3" Aspen - S 44 deg. E, 42.2'

Book 3, 

Page 8
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1 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
16” Burr Oak - N 50 deg. W, 92.4'                                   

18" Burr Oak – S 16 deg. E, 196.0'                                                                                                       

Book 3, 

Page 9

1 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

16” Burr Oak – N 04 deg. E, 97.7'                                   

10" Aspen – S 75 deg. W, 53.5'                                                                           

No other tree near to use for tie

Book 3, 

Page 12

1 48-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Burr Oak - N 70 deg. E, 13.2'                                   

6" Black Oak - N 70 deg. W, 21.8'                                        

10" White Pine - S 68 deg. W, 19.8'                                

10" Black Oak - S 09 deg. E, 38.9'

Book 3, 

Page 8

1 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Spruce – N 25 deg. E, 60.7'                              

No other trees near                        

GLO  Bk 

14 P. 16

1 48-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 55 deg. W, 122.8'                                   

5" Black Pine – S 06 deg. W, 78.5'                                          

8" Black Pine - S 15 deg. E, 113.5'                                           

No other tree near to use for tie

Book 3, 

Page 11

1 48-24 SW
Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Aspen – N 77 deg. W, 43.6'                              

12” Tamarack - S 02 deg. W, 194.0'                             

15" Aspen - S 89 deg. E, 77.2'                              

GLO  Bk 

14 P. 15

1 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No other trees near                        
GLO  Bk 

14 P. 19

2 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No other trees near                        
GLO  Bk 

14 P. 19

2 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
16” Birch - N 50 deg. E, 23.8'                                   

8" Maple – S 40 deg. W, 25.1'                                                                                                       

Book 3, 

Page 7

2 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Burr Oak - N 70 deg. E, 13.2'                                   

6" Black Oak - N 70 deg. W, 21.8'                                        

10" White Pine - S 68 deg. W, 19.8'                                

10" Black Oak - S 09 deg. E, 38.9'

Book 3, 

Page 8

2 48-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
Book 3, 

Page 7

2 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – S 43 deg. W, 54.1'                              

12" Burr Oak - N 20 deg. W, 59.4'                               

GLO  Bk 

14 P. 30

2 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 77 deg. W, 43.6'                              

12” Tamarack - S 02 deg. W, 194.0'                             

15" Aspen - S 89 deg. E, 77.2'                              

No other trees near                        

GLO  Bk 

14 P. 15

2 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 25 deg. W, 163.7'                              

10” Black Pine - S 04 deg. E, 235.6'                             

No other trees near           

GLO  Bk 

14 P. 29

2 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Spruce – S 11 deg. W, 112.2'                              

No other trees near                        

GLO  Bk 

14 P. 31

3 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Spruce – S 11 deg. W, 112.2'                              

No other trees near                        

GLO  Bk 

14 P. 31

3 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 01 deg. W, 159.1'                                   

No other trees near to use for ties                                                                                                

Book 3, 

Page 7

3 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
Book 3, 

Page 7

3 48-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 82 deg. E, 56.1'                                   

6" Tamarack - N 44 deg. W, 85.8'                                        

4" Tamarack - S 07 deg. W, 57.4'                                

10" Tamarack - S 15 deg. E, 76.6'

Book 3, 

Page 6

3 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Tamarack – S 89 deg. E, 172.3'                              

No other trees near 

GLO  Bk 

14 P. 43

3 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 25 deg. W, 163.7'                              

10” Black Pine - S 04 deg. E, 235.6'                             

No other trees near           

GLO  Bk 

14 P. 29

3 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

3 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 44
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3 48-24
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 342

4 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 44

4 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Tamarack - S 10 deg. W, 50.2'                                   

6" Tamarack – N 70 deg. W, 25.7'                                                                                                       

Book 3, 

Page 6

4 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 82 deg. E, 56.1'                                   

6" Tamarack - N 44 deg. W, 85.8'                                        

4" Tamarack - S 07 deg. W, 57.4'                                

10" Tamarack - S 15 deg. E, 76.6'

Book 3, 

Page 6

4 48-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Spruce - N 80 deg. E, 42.9'                                   

2" Spruce - N 62 deg. W, 36.3'                                        

3" Tamarack - S 22 deg. E, 62.0'                                

No other tree near to use for ties

Book 3, 

Page 5

4 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Tamarack – N 02 deg. W, 7.3'                              

5" Tamarack - S 84 deg. W, 21.8'

GLO  Bk 

14 P. 54

4 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

4 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Spruce – N 09 deg. E, 18.5'                              

4” Spruce - N 48 deg. W, 26.4'                             

No other trees near    

GLO  Bk 

14 P. 53

4 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Spruce – N 81 deg. E, 46.9'                              

No other trees near                             

GLO  Bk 

14 P. 55

4 48-24
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 342

5 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Spruce – N 81 deg. E, 46.9'                              

No other trees near                             

GLO  Bk 

14 P. 55

5 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack - S 87 deg. W, 23.1'                                   

4" Tamarack – S 04 deg. W, 107.6'                                                                                                       

Book 3, 

Page 5

5 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Spruce - N 80 deg. E, 42.9'                                   

2" Spruce - N 62 deg. W, 36.3'                                        

3" Tamarack - S 22 deg. E, 62.0'                                

No other tree near to use for ties

Book 3, 

Page 5

5 48-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 89 deg. E, 59.4'                                   

3" Tamarack – S 05 deg. W, 51.5'                                                                                                       

No other trees near to use for ties

Book 3, 

Page 5

5 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3” Spruce – N 60 deg. E, 40.9'                              

No other trees near                             

GLO  Bk 

14 P. 68

5 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Spruce – N 26 deg. E, 31.0'                              

4” Spruce - N 51 deg. W, 35.6'                             

2" Spruce - S 44 deg. W, 22.4'                              

3" Spruce - S 44 deg. E, 25.7'                              

GLO  Bk 

14 P. 68

5 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Spruce – S 18 deg. E, 73.9'                              

4" Spruce - N 34 deg. W, 36.3'

GLO  Bk 

14 P. 70

6 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Spruce – S 18 deg. E, 73.9'                              

4" Spruce - N 34 deg. W, 36.3'

GLO  Bk 

14 P. 70

6 48-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
Book 3, 

Page 5

6 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 89 deg. E, 59.4'                                   

3" Tamarack – S 05 deg. W, 51.5'                                                                                                       

No other trees near to use for ties

Book 3, 

Page 5

6 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Spruce - N 50 deg. W, 286.4'                                    

4" Tamarack - N 53 deg. E, 46.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 11

6 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties                             
GLO  Bk 

14 P. 69

6 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Spruce – N 26 deg. E, 31.0'                              

4” Spruce - N 51 deg. W, 35.6'                             

2" Spruce - S 44 deg. W, 22.4'                              

3" Spruce - S 44 deg. E, 25.7'                              

GLO  Bk 

14 P. 68
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6 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

7 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Spruce – S 33 deg. E, 21.1'                              

6" Spruce - N 65 deg. W, 19.1'

GLO  Bk 

14 P. 67

7 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties                             
GLO  Bk 

14 P. 69

7 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Spruce – N 26 deg. E, 31.0'                              

4” Spruce - N 51 deg. W, 35.6'                             

2" Spruce - S 44 deg. W, 22.4'                              

3" Spruce - S 44 deg. E, 25.7'                              

GLO  Bk 

14 P. 68

7 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

7 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – S 82 deg. W, 33.7'                              

4" Tamarack - N 26 deg. W, 57.4'

GLO  Bk 

14 P. 67

7 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Aspen – N 31 deg. E, 7.9'                              

3” Aspen - N 23 deg. W, 14.5'                             

3" Aspen - S 33 deg. W, 14.5'                              

3" Aspen - S 29 deg. E, 20.5'                              

GLO  Bk 

14 P. 65

7 48-24 SW
4"x4" conc. Mon. found at brushed 

lines to the S and W by T. Betley
1989

5" B. Spruce - S 04 deg. E, 4.72'                           

4" B. Spruce - N 77 deg. W, 11.00' 
282680

7 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Spruce - N 75 deg. E, 14.5'                                    

3" Spruce - N 58 deg. W, 15.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 10

7 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

8 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 53

8 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3” Spruce – N 60 deg. E, 40.9'                              

No other trees near                             

GLO  Bk 

14 P. 68

8 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Spruce – N 26 deg. E, 31.0'                              

4” Spruce - N 51 deg. W, 35.6'                             

2" Spruce - S 44 deg. W, 22.4'                              

3" Spruce - S 44 deg. E, 25.7'                              

GLO  Bk 

14 P. 68

8 48-24 S 1/4

1" iron pipe set with cap in wetland 

with steel f.p.guard stake by Barton 

Ahrens Surveyor

2003

2" Black Spruce – N 23 deg. W, 26.6'                             

3" White Birch - S 70 deg. E, 61.3'                       

2" Black Spruce - S 60 deg. W - 25.3'               

3818124

8 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – N 01 deg. W, 7.9'                              

6" Tamarack - S 37 deg. W, 12.5'

GLO  Bk 

14 P. 66

8 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine – N 32 deg. E, 22.4'                              

10” Yellow Pine - N 68 deg. W, 27.1'                             

12" Yellow Pine - S 24 deg. W, 13.2'                              

12" Yellow Pine - S 11 deg. E, 31.0'                              

GLO  Bk 

14 P. 52

8 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Aspen – N 31 deg. E, 7.9'                              

3” Aspen - N 23 deg. W, 14.5'                             

3" Aspen - S 33 deg. W, 14.5'                              

3" Aspen - S 29 deg. E, 20.5'                              

GLO  Bk 

14 P. 65

8 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Spruce – S 33 deg. E, 21.1'                              

6" Spruce - N 65 deg. W, 19.1'

GLO  Bk 

14 P. 67

9 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

9 48-24 M.C.

1" iron pipe set for M.C. on S. line 

SE1/4 is on W side Round Lake by 

Barton Ahrens Surveyor

2003

20" Red Oak – N 70 deg. W, 26.35'                              

2" gray rock - N 20 deg. E, 4.66'                       

12" Popple  - S 05 deg. E - 7.79'               

381812

9 48-24 M.C.

M.C. on E. line SE1/4 is on N side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 05 deg. E, 275.2'                              

8” Aspen - N 07 deg. W, 291.7'                

GLO  Bk 

14 P. 42
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9 48-24 M.C.

M.C. on S. line SE1/4 is on W side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
5" Aspen – N 87 deg. E, 4.0'                              

5” Aspen - S 53 deg. W, 7.9'                

GLO  Bk 

14 P. 53

9 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Tamarack – N 02 deg. W, 7.3'                              

5" Tamarack - S 84 deg. W, 21.8'

GLO  Bk 

14 P. 54

9 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

9 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Aspen – S 22 deg. W, 11.9'                              

9” Aspen - N 50 deg. W, 9.9'                

GLO  Bk 

14 P. 52

9 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine – N 32 deg. E, 22.4'                              

10” Yellow Pine - N 68 deg. W, 27.1'                             

12" Yellow Pine - S 24 deg. W, 13.2'                              

12" Yellow Pine - S 11 deg. E, 31.0'                              

GLO  Bk 

14 P. 52

9 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 53

10 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
14” Aspen – N 54 deg. W, 18.5'                              

No other trees near                        

GLO  Bk 

14 P. 28

10 48-24 M.C.

W.C. to M.C. # 16 which is on the S. 

line SE 1/4 of Sec. 10 and is a 1/2" 

capped iron pipe set 258.37' E of 

actual M.C. location by T.J. Fulton 

1982

PK Nail in 5" Ash - 17.85' NW                                

PK Nail in 3" poplar - 34.68' S                                

PK Nail in 5" Tamarack - 31.36' W

219274

10 48-24 M.C.

M.C. on S. line SW1/4 is on NE side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
3" Aspen – S 82 deg. E, 6.6'                              

3” Aspen - S 53 deg. E, 5.9'                

GLO  Bk 

14 P. 41

10 48-24 M.C.

M.C. on W. line SW1/4 is on N side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 05 deg. E, 275.2'                              

8” Aspen - N 07 deg. W, 291.7'                

GLO  Bk 

14 P. 42

10 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Tamarack – S 89 deg. E, 172.3'                              

No other trees near 

GLO  Bk 

14 P. 43

10 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 25 deg. W, 163.7'                              

10” Black Pine - S 04 deg. E, 235.6'                             

No other trees near           

GLO  Bk 

14 P. 29

10 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

10 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 70 deg. W, 49.5'                              

6" Birch - S 87 deg. W, 318.8'                               

GLO  Bk 

14 P. 40

10 48-24 SE
1/2" iron pipe set in woods by T.J. 

Fulton 
1982

PK Nail in 20" R. Oak - N 20 deg. E, 17.01'           

PK Nail in Tw. 12" Oak - S 77 deg. E, 26.41'         

PK Nail in 12" Ash - N 66 deg. W, 37.21'

219275

10 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Oak – N 85 deg. E, 53.5'                              

5” Birch - N 57 deg. W, 24.4'                             

6" Birch - S 30 deg. W, 47.5'                              

6" Burr Oak - S 76 deg. E, 39.6'                              

GLO  Bk 

14 P. 27

10 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

14 P. 42

11 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Aspen – S 66 deg. E, 118.1'                              

No other trees near                        

GLO  Bk 

14 P. 15

11 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – S 43 deg. W, 54.1'                              

12" Burr Oak - N 20 deg. W, 59.4'                               

GLO  Bk 

14 P. 30

11 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 77 deg. W, 43.6'                              

12” Tamarack - S 02 deg. W, 194.0'                             

15" Aspen - S 89 deg. E, 77.2'                              

No other trees near                        

GLO  Bk 

14 P. 15

11 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 25 deg. W, 163.7'                              

10” Black Pine - S 04 deg. E, 235.6'                             

No other trees near           

GLO  Bk 

14 P. 29
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11 48-24 S 1/4
1/2" iron pipe set 5.5' E of N-S fence 

line by T.J. Fulton 
1982

PK Nail in fence post - 10.43' NW                        

PK Nail in fence post - 8.45' SW                        

PK Nail in 5" Tamarack - 31.36' W

219273

11 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Spruce – S 57 deg. W, 350.5'                              

No other trees near                        

GLO  Bk 

14 P. 27

11 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

16” Burr Oak – S 52 deg. W, 96.4'                              

12" Aspen - N 70 deg. W, 83.2'                                    

No other trees near                 

GLO  Bk 

14 P. 13

11 48-24 SW
1/2" iron pipe set in woods by T.J. 

Fulton 
1982

PK Nail in 20" R. Oak - N 20 deg. E, 17.01'           

PK Nail in Tw. 12" Oak - S 77 deg. E, 26.41'         

PK Nail in 12" Ash - N 66 deg. W, 37.21'

219275

11 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Oak – N 85 deg. E, 53.5'                              

5” Birch - N 57 deg. W, 24.4'                             

6" Birch - S 30 deg. W, 47.5'                              

6" Burr Oak - S 76 deg. E, 39.6'                              

GLO  Bk 

14 P. 27

11 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
14” Aspen – N 54 deg. W, 18.5'                              

No other trees near                        

GLO  Bk 

14 P. 28

12 48-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
3” Tamarack – N 33 deg. E, 44.2'                                   

3” Tamarack – N 26 deg. W, 16.5'                        

Book 3, 

Page 11

12 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Spruce – N 25 deg. E, 60.7'                              

No other trees near                        

GLO  Bk 

14 P. 16

12 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack – N 55 deg. W, 122.8'                                   

5" Black Pine – S 06 deg. W, 78.5'                                          

8" Black Pine - S 15 deg. E, 113.5'                                           

No other tree near to use for tie

Book 3, 

Page 11

12 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Aspen – N 77 deg. W, 43.6'                              

12” Tamarack - S 02 deg. W, 194.0'                             

15" Aspen - S 89 deg. E, 77.2'                              

No other trees near                        

GLO  Bk 

14 P. 15

12 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – S 48 deg. E, 39.6'                              

5" Tamarack - S 56 deg. W, 137.3'                               

GLO  Bk 

14 P. 14

12 48-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 71 deg. E, 17.8'                                   

6" Tamarack – N 12 deg. W, 13.2'                                          

4" Tamarack - S 39 deg. W, 11.9'                                           

4" Tamarack - S 67 deg. E, 11.2'

Book 3, 

Page 10

12 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

16” Burr Oak – S 52 deg. W, 96.4'                              

12" Aspen - N 70 deg. W, 83.2'                                    

No other trees near                 

GLO  Bk 

14 P. 13

12 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Aspen – S 66 deg. E, 118.1'                              

No other trees near                        

GLO  Bk 

14 P. 15

13 48-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Spruce – N 17 deg. W, 15.8'                                   

6” Spruce – S 07 deg. E, 4.0'                        

Book 3, 

Page 10

13 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – S 48 deg. E, 39.6'                              

5" Tamarack - S 56 deg. W, 137.3'                               

GLO  Bk 

14 P. 14

13 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 71 deg. E, 17.8'                                   

6" Tamarack – N 12 deg. W, 13.2'                                          

4" Tamarack - S 39 deg. W, 11.9'                                           

4" Tamarack - S 67 deg. E, 11.2'

Book 3, 

Page 10

13 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

16” Burr Oak – S 52 deg. W, 96.4'                              

12" Aspen - N 70 deg. W, 83.2'                                    

No other trees near                 

GLO  Bk 

14 P. 13

13 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Spruce - N 75 deg. E, 14.5'                                    

3" Spruce - N 58 deg. W, 15.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 10

13 48-24 S 1/4

3 1/2" capped steel pipe in conc. 

found as CFP for fences N-S-E-W by 

J. Walker

1993

DNR RP in 8" Ash - N 48 deg. E, 20.4'               

DNR RP in 6" Ash - S 42 deg. W, 10.6'                 

DNR RP in 8" Ash - N 40 deg. W, 23.3'

281979 276346.500 526313.099

13 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 28 deg. E, 7.3'                              

8" Fir - N 09 deg. W, 10.6'                               

GLO  Bk 

14 P. 12

13 48-24 SE

2" capped iron tube set 7' E of c/l N-S 

highway at fence lines to E and W by 

R. Thornton

1981

steel fence post - N 45 deg. E, 110.00'                  

steel fence post - S 45 deg. E, 109.88'                  

steel fence post - S 55 deg. W, 97.65'

213137   

Page 530 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

13 48-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack – N 18 deg. E, 15.2'                                   

2" Tamarack – N 75 deg. W, 7.9'                                          

4" Spruce - S 57 deg. W, 9.9'                                           

4" Tamarack - S 30 deg. E, 6.6'

Book 3, 

Page 9

13 48-24 SW
1 1/4" pipe found at c/l roads N-S-W 

by J. Walker
1993

DNR RP in 10" N. Pine - N 62 deg. E, 61.14'         

Hole in S end 18" CMP - S 28 deg. W, 32.46'       

Hole in N end 18" CMP - N 42 deg. W, 34.53'

281977 276318.859 523655.172

13 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Black Pine – N 05 deg. E, 40.9'                              

18” Yellow Pine - N 35 deg. W, 20.5'                             

9" Black Pine - S 30 deg. W, 99.0'                              

10" Black Pine - S 35 deg. E, 84.5'                              

GLO  Bk 

14 P. 11

13 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Aspen – N 26 deg. E, 13.2'                              

12" Aspen - S 53 deg. W, 3.3'                               

GLO  Bk 

14 P. 13

14 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Aspen – N 26 deg. E, 13.2'                              

12" Aspen - S 53 deg. W, 3.3'                               

GLO  Bk 

14 P. 13

14 48-24 N 1/4
1/2" iron pipe set 5.5' E of N-S fence 

line by T.J. Fulton 
1982

PK Nail in fence post - 10.43' NW                        

PK Nail in fence post - 8.45' SW                        

PK Nail in 5" Tamarack - 31.36' W

219273   

14 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Spruce – S 57 deg. W, 350.5'                              

No other trees near                        

GLO  Bk 

14 P. 27

14 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

16” Burr Oak – S 52 deg. W, 96.4'                              

12" Aspen - N 70 deg. W, 83.2'                                    

No other trees near                 

GLO  Bk 

14 P. 13

14 48-24 NW
1/2" iron pipe set in woods by T.J. 

Fulton 
1982

PK Nail in 20" R. Oak - N 20 deg. E, 17.01'           

PK Nail in Tw. 12" Oak - S 77 deg. E, 26.41'          

PK Nail in 12" Ash - N 66 deg. W, 37.21'

219275

14 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Oak – N 85 deg. E, 53.5'                              

5” Birch - N 57 deg. W, 24.4'                             

6" Birch - S 30 deg. W, 47.5'                              

6" Burr Oak - S 76 deg. E, 39.6'                              

GLO  Bk 

14 P. 27

14 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Butternut – S 30 deg. W, 1.3'                              

7" Birch - N 62 deg. E, 31.7'                               

GLO  Bk 

14 P. 25

14 48-24 SE
1 1/4" pipe found at c/l roads N-S-W 

by J. Walker
1993

DNR RP in 10" N. Pine - N 62 deg. E, 61.14'         

Hole in S end 18" CMP - S 28 deg. W, 32.46'     

Hole in N end 18" CMP - N 42 deg. W, 34.53'

281977 276318.859 523655.172

14 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Black Pine – N 05 deg. E, 40.9'                              

18” Yellow Pine - N 35 deg. W, 20.5'                             

9" Black Pine - S 30 deg. W, 99.0'                              

10" Black Pine - S 35 deg. E, 84.5'                              

GLO  Bk 

14 P. 11

14 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Tamarack – N 72 deg. E, 35.6'                              

4” Tamarack - N 24 deg. W, 43.6'                             

5" Tamarack - S 44 deg. W, 35.0'                              

5" Black Pine - S 70 deg. E, 54.1'                              

GLO  Bk 

14 P. 24

14 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Birch – N 67 deg. W, 7.9'                              

6" Birch - S 56 deg. E, 4.0'                               

GLO  Bk 

14 P. 26

14 48-24
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of S line of Section                         

Distance and angle stated

Book 1, 

Page 458

15 48-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs E-W thru SW ¼ of Section                    

Distance and Mag. Var. stated

Book 2, 

Page 117

15 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Birch – N 67 deg. W, 7.9'                              

6" Birch - S 56 deg. E, 4.0'                               

GLO  Bk 

14 P. 26

15 48-24 M.C.

W.C. to M.C. # 16 which is on the N. 

line NE 1/4 of Sec. 15 and is a 1/2" 

capped iron pipe set 258.37' E of 

actual M.C. location by T.J. Fulton 

1982

PK Nail in 5" Ash - 17.85' NW                               

PK Nail in 3" poplar - 34.68' S                                

PK Nail in 5" Tamarack - 31.36' W

219274

15 48-24 M.C.

M.C. on W. line SW1/4 is on S side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
5" Aspen – S 57 deg. E, 2.6'                              

5” Aspen - N 86 deg. W, 3.3'                

GLO  Bk 

14 P. 39

15 48-24 M.C.

M.C. on N. line NW1/4 is on NE side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
3" Aspen – S 82 deg. E, 6.6'                              

3” Aspen - S 53 deg. E, 5.9'                

GLO  Bk 

14 P. 41
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15 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 70 deg. W, 49.5'                              

6" Birch - S 87 deg. W, 318.8'                               

GLO  Bk 

14 P. 40

15 48-24 NE
1/2" iron pipe set in woods by T.J. 

Fulton 
1982

PK Nail in 20" R. Oak - N 20 deg. E, 17.01'          

PK Nail in Tw. 12" Oak - S 77 deg. E, 26.41'         

PK Nail in 12" Ash - N 66 deg. W, 37.21'

219275

15 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Oak – N 85 deg. E, 53.5'                              

5” Birch - N 57 deg. W, 24.4'                             

6" Birch - S 30 deg. W, 47.5'                              

6" Burr Oak - S 76 deg. E, 39.6'                              

GLO  Bk 

14 P. 27

15 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Spruce – N 87 deg. W, 122.8'                              

5" Spruce - S 88 deg. W, 137.3'                               

GLO  Bk 

14 P. 38

15 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Tamarack – N 72 deg. E, 35.6'                              

4” Tamarack - N 24 deg. W, 43.6'                             

5" Tamarack - S 44 deg. W, 35.0'                              

5" Black Pine - S 70 deg. E, 54.1'                              

GLO  Bk 

14 P. 24

15 48-24 SW
1 1/2" pipe found 2' E of c/l N-S 

logging road by D. Borcherding 
1987

SRP in blazed 12" W. Oak - 50.23 ENE                

SRP in blazed 11" W. Oak - 39.34' SE                   

SRP in 5" R. Oak - 5.12' WNW

261717

15 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4'x4' Granite Bldr. – S 90 deg. W, 29.7'                              

8" Aspen - N 27 deg. E, 19.8'                               

GLO  Bk 

14 P. 38

16 48-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs E-W thru S1/2 of Section                    

Distance and Mag. Var. stated

Book 2, 

Page 117

16 48-24 Ctr.

3/4" pipe in conc. found at c/l E-W 

road projected W at c/l N-S logging 

road projected S by D. Borcherding 

1987
SRP in blazed 6" Birch - 45.75 ENE                      

SRP in blazed 6" Birch - 27.71' NE
261718

16 48-24 M.C.

1" iron pipe set for M.C. on N. line 

NE1/4 is on W side Round Lake by 

Barton Ahrens Surveyor

2003

20" Red Oak – N 70 deg. W, 26.35'                              

2" gray rock - N 20 deg. E, 4.66'                       

12" Popple  - S 05 deg. E - 7.79'               

381812

16 48-24 M.C.

M.C. on E. line SE1/4 is on S side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
5" Aspen – S 57 deg. E, 2.6'                              

5” Aspen - N 86 deg. W, 3.3'                

GLO  Bk 

14 P. 39

16 48-24 M.C.

M.C. on N. line NE1/4 is on W side 

Round Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
5" Aspen – N 87 deg. E, 4.0'                              

5” Aspen - S 53 deg. W, 7.9'                

GLO  Bk 

14 P. 53

16 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Aspen – S 22 deg. W, 11.9'                              

9” Aspen - N 50 deg. W, 9.9'                

GLO  Bk 

14 P. 52

16 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine – N 32 deg. E, 22.4'                              

10” Yellow Pine - N 68 deg. W, 27.1'                             

12" Yellow Pine - S 24 deg. W, 13.2'                              

12" Yellow Pine - S 11 deg. E, 31.0'                              

GLO  Bk 

14 P. 52

16 48-24 S 1/4
5/8" pipe found in clearing 120' NE of 

shoreline by D. Borcherding 
1987

SRP in blazed 6" Basswood - 86.67' NE                

SRP in blazed 30" Oak - 76.83' ENE                     

SRP in 18" Oak - 82.26' SE

261721

16 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – N 25 deg. E, 27.7'                              

7" Tamarack - N 15 deg. W, 19.1'

GLO  Bk 

14 P. 50

16 48-24 SE
1 1/2" pipe found 2' E of c/l N-S 

logging road by D. Borcherding 
1987

SRP in blazed 12" W. Oak - 50.23 ENE                  

SRP in blazed 11" W. Oak - 39.34' SE                 

SRP in 5" R. Oak - 5.12' WNW

261717

16 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4'x4' Granite Bldr. – S 90 deg. W, 29.7'                              

8" Aspen - N 27 deg. E, 19.8'                               

GLO  Bk 

14 P. 38

16 48-24 SW

3"x3" Cedar post w/steel post found 

55' SW of NW-SE creek and 100' NW 

of Rock Lake by D. Borcherding

1987
50' NW of 20' dia. Beaver Hut                                    

(No ties taken)
261719

16 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3" Tamarack – N 29 deg. E, 17.2'                              

3" Tamarack - S 17 deg. W, 11.9'

GLO  Bk 

14 P. 49

16 48-24 W 1/4
DNR Survey Marker found in woods 

by D. Borcherding 
1987

SRP in blazed 5" B. Oak - 34.65' NE                    

SRP in blazed 6" B. Oak - 12.91' SE                    

SRP in 6" B. Oak - 33.17' SSE

261720

16 48-24 W 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Jack Pine – N 42 deg. E, 82.5'                         

9” Norway Pine – S 44 deg.E, 95.3'

Book 2, 

Page 117

16 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 35 deg. E, 20.5'                              

10" Yellow Pine - N 35 deg. W, 5.3'                     

GLO  Bk 

14 P. 51
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17 48-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs in SE1/4 of SE ¼ of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 117

17 48-24 E 1/4
DNR Survey Marker found in woods 

by D. Borcherding 
1987

SRP in blazed 5" B. Oak - 34.65' NE                   

SRP in blazed 6" B. Oak - 12.91' SE                     

SRP in 6" B. Oak - 33.17' SSE

261720

17 48-24 E 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Jack Pine – N 42 deg. E, 82.5'                         

9” Norway Pine – S 44 deg.E, 95.3'

Book 2, 

Page 117

17 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 35 deg. E, 20.5'                              

10" Yellow Pine - N 35 deg. W, 5.3'                     

GLO  Bk 

14 P. 51

17 48-24 N 1/4

1" iron pipe set with cap in wetland 

with steel f.p.guard stake by Barton 

Ahrens Surveyor

2003

2" Black Spruce – N 23 deg. W, 26.6'                             

3" White Birch - S 70 deg. E, 61.3'                       

2" Black Spruce - S 60 deg. W - 25.3'               

3818124

17 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – N 01 deg. W, 7.9'                              

6" Tamarack - S 37 deg. W, 12.5'

GLO  Bk 

14 P. 66

17 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine – N 32 deg. E, 22.4'                              

10” Yellow Pine - N 68 deg. W, 27.1'                             

12" Yellow Pine - S 24 deg. W, 13.2'                              

12" Yellow Pine - S 11 deg. E, 31.0'                              

GLO  Bk 

14 P. 52

17 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Aspen – N 31 deg. E, 7.9'                              

3” Aspen - N 23 deg. W, 14.5'                             

3" Aspen - S 33 deg. W, 14.5'                              

3" Aspen - S 29 deg. E, 20.5'                              

GLO  Bk 

14 P. 65

17 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Aspen – N 42 deg. E, 9.2'                              

8" Tamarack - S 74 deg. E, 9.2'

GLO  Bk 

14 P. 63

17 48-24 SE

3"x3" Cedar post w/steel post found 

55' SW of NW-SE creek and 100' NW 

of Rock Lake by R. Borcherding

1987
50' NW of 20' dia. Beaver Hut                                    

(No ties taken)
261719

17 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3" Tamarack – N 29 deg. E, 17.2'                              

3" Tamarack - S 17 deg. W, 11.9'

GLO  Bk 

14 P. 49

17 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Maple – N 37 deg. E, 28.4'                              

7” Birch - N 38 deg. W, 29.7'                             

6" Spruce - S 43 deg. E, 29.7'                              

No other trees near                     

GLO  Bk 

14 P. 62

17 48-24 W 1/4

1/2" capped iron pipe set with steel f.p 

for guard stake by Barton Ahrens 

Surveyor

2003

6" Tamarack – N 85 deg. W, 9.72'                              

5" White Birch - S 20 deg. E, 3.30'                       

ctr.10' drwy. - 45' East               

381813

17 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 86 deg. E, 25.1'                              

18" Aspen - S 73 deg. W, 12.5'                     

GLO  Bk 

14 P. 65

18 48-24 E 1/4

1/2" capped iron pipe set with steel f.p 

for guard stake by Barton Ahrens 

Surveyor

2003

6" Tamarack – N 85 deg. W, 9.72'                              

5" White Birch - S 20 deg. E, 3.30'                       

ctr.10' drwy. - 45' East               

381813

18 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 86 deg. E, 25.1'                              

18" Aspen - S 73 deg. W, 12.5'                     

GLO  Bk 

14 P. 65

18 48-24 M.C.

M.C. #2 is on W. line NW 1/4 Sec. 18 

and is a 1" iron set 69' north of 

Townline Lake by T. Betley

1989

11" R. Oak - N 51 deg. E, 15.8'                             

9" R. Oak - S 45 deg. E, 37.4'                                

9" R. Oak - N 08 deg. W, 20.00' 

262679

18 48-24 M.C.

M.C. #1 is on W. line NW 1/4 Sec. 18 

and is a 1/2" rebar found 4' south of 

Townline Lake by T. Betley

1989
6" R. Oak - S 36 deg. E, 22.88'                             

7" R. Oak - S 38 deg. W, 14.94' 
262682

18 48-24 M.C.

M.C is on W line NW 1/4, on SW side 

Townline Lake - 3135.0' N of SW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Pine - S 33 deg. W, 31.0'                                                      

10" White Birch - S 08 deg. E, 31.0'                                                   

GLO BK 

2, P 9

18 48-24 M.C.

M.C is on W line NW 1/4, on NW side 

Townline Lake - 1452.0' S of NW Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Yellow Pine - N 04 deg. E, 29.0'                                                      

16" Yellow Pine - N 06 deg. W, 46.9'                                                   

GLO BK 

2, P 10

18 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – S 82 deg. W, 33.7'                              

4" Tamarack - N 26 deg. W, 57.4'

GLO  Bk 

14 P. 67

18 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Aspen – N 31 deg. E, 7.9'                              

3” Aspen - N 23 deg. W, 14.5'                             

3" Aspen - S 33 deg. W, 14.5'                              

3" Aspen - S 29 deg. E, 20.5'                              

GLO  Bk 

14 P. 65

Page 533 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

18 48-24 NW
4"x4" conc. Mon. found at brushed 

lines to the S and W by T. Betley
1989

5" B. Spruce - S 04 deg. E, 4.72'                            

4" B. Spruce - N 77 deg. W, 11.00' 
282680

18 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch – S 64 deg. E, 14.5'                              

8" Birch - N 64 deg. W, 10.6'

GLO  Bk 

14 P. 64

18 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Maple – N 37 deg. E, 28.4'                              

7” Birch - N 38 deg. W, 29.7'                             

6" Spruce - S 43 deg. E, 29.7'                              

No other trees near                     

GLO  Bk 

14 P. 62

18 48-24 SW
7/8" capped iron shaft set on c/l N-S 

road by T. Betley
1990

5" Aspen - N 65 deg. E, 26.90'                               

5" Aspen - N 74 deg. W, 28.00' 
282683

18 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

12" Tamarack - N 69 deg. E, 26.4'                                    

6" White Birch - S 34 deg. E, 16.5'                                           

4" Spruce - S 19 deg. W, 44.2'                                 

16" Aspen - N 78 deg. W, 42.2' 

GLO BK 

2, P 9

18 48-24 W 1/4
4"x4" conc. Mon. found at W. edge of 

small swamp by T. Betley
1989

12" R. Oak - N 58 deg. E, 9.3'                                 

7" Ash - S 61 deg. E, 7.00'                                   

11" R. Oak - S 24 deg. W, 8.40'

262681

18 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Birch - N 87 deg. E, 7.9'                                    

8" Maple - S 09 deg. W, 4.6'                                           

GLO BK 

2, P 9

19 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Tamarack – N 76 deg. E, 7.9'                              

10" Tamarack - N 63 deg. W, 4.6'

GLO  Bk 

14 P. 62

19 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch – S 64 deg. E, 14.5'                              

8" Birch - N 64 deg. W, 10.6'

GLO  Bk 

14 P. 64

19 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Maple – N 37 deg. E, 28.4'                              

7” Birch - N 38 deg. W, 29.7'                             

6" Spruce - S 43 deg. E, 29.7'                              

No other trees near                     

GLO  Bk 

14 P. 62

19 48-24 NW
7/8" capped iron shaft set on c/l N-S 

road by T. Betley
1990

5" Aspen - N 65 deg. E, 26.90'                             

5" Aspen - N 74 deg. W, 28.00' 
282683

19 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

12" Tamarack - N 69 deg. E, 26.4'                                    

6" White Birch - S 34 deg. E, 16.5'                                           

4" Spruce - S 19 deg. W, 44.2'                                 

16" Aspen - N 78 deg. W, 42.2' 

GLO BK 

2, P 9

19 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 55 deg. E, 10.6'                              

9" Yellow Pine - S 13 deg. W, 11.2'                     

GLO  Bk 

14 P. 61

19 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch – N 66 deg. E, 13.2'                              

9” Birch - N 50 deg. W, 15.2'                             

9" Birch - S 52 deg. W, 33.0'                              

8" Maple - S 26 deg. E, 4.6'                              

GLO  Bk 

14 P. 59

19 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 14 deg. W, 9.2'                                    

6" Dbl Maple - S 68 deg. E, 17.8'                                           

8" Black Oak - S 01 deg. W, 7.9'                                 

4" White Pine - S 01 deg. W, 7.9' 

GLO BK 

2, P 8

19 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 54 deg. E, 9.9'                                    

22" Yellow Pine - N 86 deg. W, 46.2'                                           

GLO BK 

2, P 8

20 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Tamarack – N 15 deg. W, 4.6'                              

7" Spruce - S 75 deg. E, 7.9'

GLO  Bk 

14 P. 49

20 48-24 M.C.

M.C. on E. line NE1/4 is on SW side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
4" Alder – N 62 deg. W, 7.3'                              

3” Alder - S 23 deg. W, 5.3'                

GLO  Bk 

14 P. 49

20 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Aspen – N 42 deg. E, 9.2'                              

8" Tamarack - S 74 deg. E, 9.2'

GLO  Bk 

14 P. 63

20 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3" Tamarack – N 29 deg. E, 17.2'                              

3" Tamarack - S 17 deg. W, 11.9'

GLO  Bk 

14 P. 49

20 48-24 NE 

3"x3" Cedar post w/steel post by it 

found 55' SW of NW-SE creek and 

100' NW of Rock Lake by R. 

Borcherding

1987
50' NW of 20' dia. Beaver Hut                                    

(No ties taken)
261719

20 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Maple – N 37 deg. E, 28.4'                              

7” Birch - N 38 deg. W, 29.7'                             

6" Spruce - S 43 deg. E, 29.7'                              

No other trees near                     

GLO  Bk 

14 P. 62
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20 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Aspen – S 77 deg. W, 8.6'                              

8” Aspen - N 30 deg. W, 11.9'                

GLO  Bk 

14 P. 60

20 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Birch – N 40 deg. E, 4.0'                              

7” Aspen - N 71 deg. W, 25.1'                             

8" Birch - S 64 deg. W, 18.5'                              

4" Aspen - S 42 deg. E, 7.3'                              

GLO  Bk 

14 P. 47

20 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch – N 66 deg. E, 13.2'                              

9” Birch - N 50 deg. W, 15.2'                             

9" Birch - S 52 deg. W, 33.0'                              

8" Maple - S 26 deg. E, 4.6'                              

GLO  Bk 

14 P. 59

20 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Tamarack – N 76 deg. E, 7.9'                              

10" Tamarack - N 63 deg. W, 4.6'

GLO  Bk 

14 P. 62

21 48-24  
Lake shore Road Traverse on Rock 

Lake by Bill  Voigt, Private Surveyor
1962 Tied into Section corners 

Book V-

12  Page 

10-13

21 48-24 M.C.

M.C. on E. line SE1/4 is on W side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
5" Aspen – S 12 deg. E, 30.4'                              

4” Aspen - N 79 deg. W, 15.8'                

GLO  Bk 

14 P. 37

21 48-24 M.C.

M.C. on E. line NE1/4 is on E side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
12" Burr Oak – N 30 deg. W, 10.6'                              

7” Burr Oak - S 86 deg. E, 22.4'                

GLO  Bk 

14 P. 39

21 48-24 M.C.

M.C. on W. line NW1/4 is on SW side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
4" Alder – N 62 deg. W, 7.3'                              

3” Alder - S 23 deg. W, 5.3'                

GLO  Bk 

14 P. 49

21 48-24 N 1/4
5/8" pipe found in clearing 120' NE of 

shoreline by R. Borcherding 
1987

SRP in blazed 6" Basswood - 86.67' NE                

SRP in blazed 30" Oak - 76.83' ENE                     

SRP in 18" Oak - 82.26' SE

261721

21 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack – N 25 deg. E, 27.7'                              

7" Tamarack - N 15 deg. W, 19.1'

GLO  Bk 

14 P. 50

21 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4'x4' Granite Bldr. – S 90 deg. W, 29.7'                              

8" Aspen - N 27 deg. E, 19.8'                               

GLO  Bk 

14 P. 38

21 48-24 NE 
1 1/2" pipe found 2' E of c/l N-S 

logging road by R. Borcherding 
1987

SRP in blazed 12" W. Oak - 50.23' ENE                

SRP in blazed 11" W. Oak - 39.34' SE                   

SRP in 5" R. Oak - 5.12' WNW

261717

21 48-24 NW

3"x3" Cedar post w/steel post by it 

found 55' SW of NW-SE creek and 

100' NW of Rock Lake by R. 

Borcherding

1987
50' NW of 20' dia. Beaver Hut                                    

(No ties taken)
261719

21 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3" Tamarack – N 29 deg. E, 17.2'                              

3" Tamarack - S 17 deg. W, 11.9'

GLO  Bk 

14 P. 49

21 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
18” Yellow Pine – S 37 deg. E, 24.4'                              

10" Black Oak - N 41 deg. W, 16.5'                     

GLO  Bk 

14 P. 48

21 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Pine – N 12 deg. E, 8.6'                              

7” Black Pine - N 86 deg. W, 6.6'                             

8" Black Pine - S 19 deg. W, 32.3'                              

10" Black Pine - S 64 deg. E, 3.3'                              

GLO  Bk 

14 P. 35

21 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Birch – N 40 deg. E, 4.0'                              

7” Aspen - N 71 deg. W, 25.1'                             

8" Birch - S 64 deg. W, 18.5'                              

4" Aspen - S 42 deg. E, 7.3'                              

GLO  Bk 

14 P. 47

21 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Tamarack – N 15 deg. W, 4.6'                              

7" Spruce - S 75 deg. E, 7.9'

GLO  Bk 

14 P. 49

21 48-24
Survey of N-S ¼ line by H.D. Keath, 

County Surveyor 
1936

Survey of N-S ¼ line only                            

Distance and Mag. Var. stated

Book 1, 

Page 485

22 48-24  
Survey in Gov't Lot 2 by Chas. 

Handschu, Private Surveyor
1963

Survey of Lakeshore and Lot on N side of 

Bass Lake

Book CH-

3  Page 

77

22 48-24  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1919

Subd. East Half of Section - no ties                     

Distances and Mag. Var. shown

Book 1,  

Page 268

22 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9” Spruce – N 75 deg. E, 37.0'                              

No other trees near                        

GLO  Bk 

14 P. 24
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22 48-24 M.C.

M.C. on S. line SW1/4 is on W side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
16” Yellow Pine – S 51 deg. W, 37.6'                              

No other trees near                         

GLO  Bk 

14 P. 35

22 48-24 M.C.

M.C. on S. line SE1/4 is on E side 

Bass Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
9" Black Pine – S 58 deg. E, 19.8'                              

8” Black Pine - N 78 deg. E, 13.2                

GLO  Bk 

14 P. 36

22 48-24 M.C.

M.C. on S. line SW1/4 is on W side 

Bass Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
8" Birch – S 08 deg. E, 6.6'                              

7” Aspen - N 57 deg. W, 4.6'                

GLO  Bk 

14 P. 36

22 48-24 M.C.

M.C. on S. line SW1/4 is on E side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
10" Birch – N 32 deg. E, 16.5'                              

No other trees near 

GLO  Bk 

14 P. 36

22 48-24 M.C.

M.C. on W. line SW1/4 is on W side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
5" Aspen – S 12 deg. E, 30.4'                              

4” Aspen - N 79 deg. W, 15.8'                

GLO  Bk 

14 P. 37

22 48-24 M.C.

M.C. on W. line NW1/4 is on E side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
12" Burr Oak – N 30 deg. W, 10.6'                              

7” Burr Oak - S 86 deg. E, 22.4'                

GLO  Bk 

14 P. 39

22 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Spruce – N 87 deg. W, 122.8'                              

5" Spruce - S 88 deg. W, 137.3'                               

GLO  Bk 

14 P. 38

22 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Tamarack – N 72 deg. E, 35.6'                              

4” Tamarack - N 24 deg. W, 43.6'                             

5" Tamarack - S 44 deg. W, 35.0'                              

5" Black Pine - S 70 deg. E, 54.1'                              

GLO  Bk 

14 P. 24

22 48-24 NW
1 1/2" pipe found 2' E of c/l N-S 

logging road by D. Borcherding 
1987

SRP in blazed 12" W. Oak - 50.23' ENE                 

SRP in blazed 11" W. Oak - 39.34' SE                   

SRP in 5" R. Oak - 5.12' WNW

261717

22 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4'x4' Granite Bldr. – S 90 deg. W, 29.7'                              

8" Aspen - N 27 deg. E, 19.8'                               

GLO  Bk 

14 P. 38

22 48-24 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

15” Norway Pine - S 45 deg. E, 68.5'                     

12 ” Norway Pine – S 45 deg. W, 70.3'                   

8” Pine – N 45 deg. W, 31.7'

Book CH-

4  Page 

19

22 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Yellow Pine – N 45 deg. E, 37.0'                              

7” Black Pine - N 57 deg. E, 21.1'                             

12" Yellow Pine - S 73 deg. W, 38.9'                              

7" Black Pine - S 17 deg. W, 20.5'                              

GLO  Bk 

14 P. 22

22 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Pine – N 12 deg. E, 8.6'                              

7” Black Pine - N 86 deg. W, 6.6'                             

8" Black Pine - S 19 deg. W, 32.3'                              

10" Black Pine - S 64 deg. E, 3.3'                              

GLO  Bk 

14 P. 35

22 48-24
Road Survey along W. line SW-SW of 

Sec. 22 by E.W. Kelly, Co.Surveyor 
1903

found B.T.s for SW cor. No new ties.         

Distance and mag. var. shown 

Book 1, 

Page 36

23 48-24 E 1/4

1/2" pinch-top pipe found on c/l N-S 

road at fence line to the W by J. 

Walker

1993

PK in E end 24" CMP - N 87 deg. E, 15.61'           

DNR RP in. wood post - S 70 deg. E, 34.29'         

PK in W end 24" CMP - N 80 deg. W, 16.83'

281978 273683.319 523681.296

23 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Aspen – N 00 deg. E, 122.1'                              

6" Birch - N 02 deg. W, 139.3'                               

GLO  Bk 

14 P. 11

23 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Butternut – S 30 deg. W, 1.3'                              

7" Birch - N 62 deg. E, 31.7'                               

GLO  Bk 

14 P. 25

23 48-24 NE
1 1/4" pipe found at c/l roads N-S-W 

by J. Walker
1993

DNR RP in 10" N. Pine - N 62 deg. E, 61.14'         

Hole in S end 18" CMP - S 28 deg. W, 32.46'       

Hole in N end 18" CMP - N 42 deg. W, 34.53'

281977 276318.859 523655.172

23 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Black Pine – N 05 deg. E, 40.9'                              

18” Yellow Pine - N 35 deg. W, 20.5'                             

9" Black Pine - S 30 deg. W, 99.0'                              

10" Black Pine - S 35 deg. E, 84.5'                              

GLO  Bk 

14 P. 11
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23 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Tamarack – N 72 deg. E, 35.6'                              

4” Tamarack - N 24 deg. W, 43.6'                             

5" Tamarack - S 44 deg. W, 35.0'                              

5" Black Pine - S 70 deg. E, 54.1'                              

GLO  Bk 

14 P. 24

23 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties                        
GLO  Bk 

14 P. 23

23 48-24 SE

1/2" capped pipe found 1' E of c/l N-S 

road at S edge driveway to the W by 

J. Walker

1993

hole in S end 15" CMP - N 51 deg. E, 45.13'         

RP in. Tele. Brace post - S 52 deg. E, 52.86'        

DNR RP in 9" J. Pine - N 22 deg. W, 65.94'

281981 271050.417 523697.735

23 48-24 SE
Set iron wagon hub – no trees for ties, 

by Fred Heuer, County Surveyor
1920

Set by double proportionate measure                  

4 Gov't Cor. Found 1 mile away each direction

Book 1, 

Page 299

23 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Pine – N 17 deg. E, 29.7'                              

6” Black Pine - N 22 deg. E, 66.0'                             

5" Black Pine - S 26 deg. W, 61.4'                              

5" Black Pine - S 25 deg. E, 114.2'                              

GLO  Bk 

14 P. 10

23 48-24 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

15” Norway Pine - S 45 deg. E, 68.5'                     

12 ” Norway Pine – S 45 deg. W, 70.3'                   

8” Pine – N 45 deg. W, 31.7'

Book CH-

4  Page 

19

23 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Yellow Pine – N 45 deg. E, 37.0'                              

7” Black Pine - N 57 deg. E, 21.1'                             

12" Yellow Pine - S 73 deg. W, 38.9'                              

7" Black Pine - S 17 deg. W, 20.5'                              

GLO  Bk 

14 P. 22

23 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9” Spruce – N 75 deg. E, 37.0'                              

No other trees near                        

GLO  Bk 

14 P. 24

23 48-24
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of N line of Section                         

Distance and angle stated

Book 1, 

Page 458

24 48-24 E 1/4
N & D set in c/l N-S highway by J. 

Walker
1993

steel fence post - N 89 deg. E, 99.54'                     

3/4" iron rod - S 00 deg. E, 12.5'
278206 273673.970 528970.550

24 48-24 N 1/4

3 1/2" capped steel pipe in conc. 

found as CFP for fences N-S-E-W by 

J. Walker

1993

DNR RP in 8" Ash - N 48 deg. E, 20.4'                 

DNR RP in 6" Ash - S 42 deg. W, 10.6'                  

DNR RP in 8" Ash - N 40 deg. W, 23.3'

281979 276346.500 526313.099

24 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 28 deg. E, 7.3'                              

8" Fir - N 09 deg. W, 10.6'                               

GLO  Bk 

14 P. 12

24 48-24 NE

2" capped iron tube set 7' E of c/l N-S 

highway at fence lines to E and W by 

R. Thornton

1981

steel fence post - N 45 deg. E, 110.00'                 

steel fence post - S 45 deg. E, 109.88'                

steel fence post - S 55 deg. W, 97.65'

213137   

24 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack – N 18 deg. E, 15.2'                                   

2" Tamarack – N 75 deg. W, 7.9'                                          

4" Spruce - S 57 deg. W, 9.9'                                           

4" Tamarack - S 30 deg. E, 6.6'

Book 3, 

Page 9

24 48-24 NW
1 1/4" pipe found at c/l roads N-S-W 

by J. Walker
1993

DNR RP in 10" N. Pine - N 62 deg. E, 61.14'        

Hole in S end 18" CMP - S 28 deg. W, 32.46'        

Hole in N end 18" CMP - N 42 deg. W, 34.53'

281977 276318.859 523655.172

24 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Black Pine – N 05 deg. E, 40.9'                              

18” Yellow Pine - N 35 deg. W, 20.5'                             

9" Black Pine - S 30 deg. W, 99.0'                              

10" Black Pine - S 35 deg. E, 84.5'                              

GLO  Bk 

14 P. 11

24 48-24 S 1/4

1/2" capped pipe found 3' S of E-W 

fence and 13' E of wood CFP in conc. 

by J. Walker

1993

DNR RP in 8" Oak - S 68 deg. E, 28.68'                

DNR RP in 5-9" Maples - S 20 deg. E, 35.34'        

Wood CFP in conc. - N 74 deg. W, 13.35'

281980 271039.311 526340.372

24 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Black Pine – N 69 deg. W, 4.6'                              

8" Yellow Pine - S 66 deg. W, 2.6'                               

GLO  Bk 

14 P. 10

24 48-24 SE

2" capped iron tube set on c/l N-S 

highway at c/l roads to E-W by R. 

Thornton

1981

steel fence post - N 45 deg. E, 124.72'                  

steel fence post - S 60 deg. E, 105.24'                  

steel fence post - S 45 deg. W, 98.95'

213139

24 48-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Yellow Pine – N 83 deg. E, 9.2'                                   

9" Yellow Pine – N 81 deg. W, 23.8'                                          

12" Yellow Pine - S 23 deg. W, 41.6'                                           

10" Yellow Pine - S 47 deg. E, 36.3'

Book 3, 

Page 8

24 48-24 SW

1/2" capped pipe found 1' E of c/l N-S 

road at S edge driveway to the W by 

J. Walker

1993

hole in S end 15" CMP - N 51 deg. E, 45.13'         

RP in. Tele. Brace post - S 52 deg. E, 52.86'      

DNR RP in 9" J. Pine - N 22 deg. W, 65.94'

281981 271050.417 523697.735

24 48-24 SW
Set iron wagon hub – no trees for ties, 

by Fred Heuer, County Surveyor
1920

Set by double proportionate measure                     

4 Gov't Cor. Found 1 mile away each direction

Book 1, 

Page 299
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24 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Pine – N 17 deg. E, 29.7'                              

6” Black Pine - N 22 deg. E, 66.0'                             

5" Black Pine - S 26 deg. W, 61.4'                              

5" Black Pine - S 25 deg. E, 114.2'                              

GLO  Bk 

14 P. 10

24 48-24 W 1/4

1/2" pinch-top pipe found on c/l N-S 

road at fence line to the W by J. 

Walker

1993

PK in E end 24" CMP - N 87 deg. E, 15.61'         

DNR RP in. wood post - S 70 deg. E, 34.29'        

PK in W end 24" CMP - N 80 deg. W, 16.83'

281978 273683.319 523681.296

24 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Aspen – N 00 deg. E, 122.1'                              

6" Birch - N 02 deg. W, 139.3'                               

GLO  Bk 

14 P. 11

24 48-24 W.C.

wood post set 132' S of E 1/4 Cor. On 

E. line SE 1/4 on S side Sandy River 

as part of original Government Survey 

by D. Watson, U.S. Deputy Surveyor

1857 No trees near to use for ties
Book 3, 

Page 9

25 48-24 E 1/4

2" capped iron tube set on c/l N-S 

highway at c/l road to E by R. 

Thornton

1981

steel fence post - N 45 deg. W, 105.00'                

steel fence post - S 55 deg. E, 80.05'                    

steel fence post - S 45 deg. W, 89.57'

213138   

25 48-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1857
6” Tamarack – N 65 deg. W, 3.3'                                   

6” Black Pine – S 85 deg. E, 4.6'                        

Book 3, 

Page 8

25 48-24 N 1/4

1/2" capped pipe found 3' S of E-W 

fence and 13' E of wood CFP in conc. 

by J. Walker

1993

DNR RP in 8" Oak - S 68 deg. E, 28.68'               

DNR RP in 5-9" Maples - S 20 deg. E, 35.34'        

Wood CFP in conc. - N 74 deg. W, 13.35'

281980 271039.311 526340.372

25 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Black Pine – N 69 deg. W, 4.6'                              

8" Yellow Pine - S 66 deg. W, 2.6'                               

GLO  Bk 

14 P. 10

25 48-24 NE

2" capped iron tube set on c/l N-S 

highway at c/l roads to E-W by R. 

Thornton

1981

steel fence post - N 45 deg. E, 124.72'                  

steel fence post - S 60 deg. E, 105.24'               

steel fence post - S 45 deg. W, 98.95'

213139

25 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Yellow Pine – N 83 deg. E, 9.2'                                   

9" Yellow Pine – N 81 deg. W, 23.8'                                          

12" Yellow Pine - S 23 deg. W, 41.6'                                           

10" Yellow Pine - S 47 deg. E, 36.3'

Book 3, 

Page 8

25 48-24 NW

1/2" capped pipe found 1' E of c/l N-S 

road at S edge driveway to the W by 

J. Walker

1993

hole in S end 15" CMP - N 51 deg. E, 45.13'         

RP in. Tele. Brace post - S 52 deg. E, 52.86'        

DNR RP in 9" J. Pine - N 22 deg. W, 65.94'

281981 271050.417 523697.735

25 48-24 NW
Set iron wagon hub – no trees for ties, 

by Fred Heuer, County Surveyor
1920

Set by double proportionate measure                     

4 Gov't Cor. Found 1 mile away each direction

Book 1, 

Page 299

25 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Pine – N 17 deg. E, 29.7'                              

6” Black Pine - N 22 deg. E, 66.0'                             

5" Black Pine - S 26 deg. W, 61.4'                              

5" Black Pine - S 25 deg. E, 114.2'                              

GLO  Bk 

14 P. 10

25 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Tamarack – N 07 deg. W, 6.6'                              

5" Tamarack - S 21 deg. W, 27.1'                               

GLO  Bk 

14 P. 9

25 48-24 SE

2" capped iron tube set on c/l road to 

E 156' E of c/l NW-SE RR track by R. 

Thornton

1981

steel fence post - S 45 deg. E, 59.76'                    

steel fence post - S 25 deg. W, 77.60'                  

steel fence post - N 85 deg. W, 123.64'

213140

25 48-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 15 deg. E, 5.3'                                   

8" Tamarack – N 15 deg. W, 5.9'                                          

5" Tamarack - S 50 deg. W, 13.2'                                           

4" Tamarack - S 70 deg. E, 13.9'

Book 3, 

Page 7

25 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Spruce – N 51 deg. E, 38.9'                              

6” Spruce - N 38 deg. W, 56.8'                             

4" Spruce - S 32 deg. W, 31.0'                              

5" Spruce - S 57 deg. E, 46.9'                              

GLO  Bk 

14 P. 8

25 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 3 deg. E, 79.2'                              

14" Yellow Pine - N 07 deg. E, 91.1'                               

GLO  Bk 

14 P. 9

25 48-24
Road Survey along S. line of Sec. 25 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found all cors. or B.T.s on S. Line.              

Distance and mag. var. shown 

Book 1, 

Page 31

26 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 3 deg. E, 79.2'                              

14" Yellow Pine - N 07 deg. E, 91.1'                               

GLO  Bk 

14 P. 9

26 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties                        
GLO  Bk 

14 P. 23
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26 48-24 NE

1/2" capped pipe found 1' E of c/l N-S 

road at S edge driveway to the W by 

J. Walker

1993

hole in S end 15" CMP - N 51 deg. E, 45.13'        

RP in. Tele. Brace post - S 52 deg. E, 52.86'        

DNR RP in 9" J. Pine - N 22 deg. W, 65.94'

281981 271050.417 523697.735

26 48-24 NE
Set iron wagon hub – no trees for ties, 

by Fred Heuer, County Surveyor
1920

Set by double proportionate measure                     

4 Gov't Cor. Found 1 mile away each direction

Book 1, 

Page 299

26 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Black Pine – N 17 deg. E, 29.7'                              

6” Black Pine - N 22 deg. E, 66.0'                             

5" Black Pine - S 26 deg. W, 61.4'                              

5" Black Pine - S 25 deg. E, 114.2'                              

GLO  Bk 

14 P. 10

26 48-24 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

15” Norway Pine - S 45 deg. E, 68.5'                     

12 ” Norway Pine – S 45 deg. W, 70.3'                   

8” Pine – N 45 deg. W, 31.7'

Book CH-

4  Page 

19

26 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Yellow Pine – N 45 deg. E, 37.0'                              

7” Black Pine - N 57 deg. E, 21.1'                             

12" Yellow Pine - S 73 deg. W, 38.9'                              

7" Black Pine - S 17 deg. W, 20.5'                              

GLO  Bk 

14 P. 22

26 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – S 23 deg. E, 97.7'                              

3" Tamarack - N 20 deg. W, 79.9'                               

GLO  Bk 

14 P. 21

26 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Spruce – N 51 deg. E, 38.9'                              

6” Spruce - N 38 deg. W, 56.8'                             

4" Spruce - S 32 deg. W, 31.0'                              

5" Spruce - S 57 deg. E, 46.9'                              

GLO  Bk 

14 P. 8

26 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen – N 41 deg. E, 13.9'                              

12” Black Pine - N 45 deg. W, 8.6'                             

12" Yellow Pine - S 87 deg. W, 7.3'                              

15" Black Pine - S 33 deg. E, 6.6'                              

GLO  Bk 

14 P. 20

26 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – N 37 deg. E, 35.6'                              

6" Tamarack - N 55 deg. W, 36.3'                               

GLO  Bk 

14 P. 22

26 48-24
Road Survey along S. line of Sec. 26 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found all cors. or B.T.s on S. Line.              

Distance and mag. var. shown 

Book 1, 

Page 32

27 48-24  
Survey in NW 1/4-SW1/4 by Chas. 

Handschu, Private Surveyor
1963

Survey and location of north shore of Bass 

Lake

Book CH-

4  Page 

19-23

27 48-24  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Road in N 1/2-NW 1/4                                          

No Distance and Bearings stated

Book 2, 

Page 87

27 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – N 37 deg. E, 35.6'                              

6" Tamarack - N 55 deg. W, 36.3'                               

GLO  Bk 

14 P. 22

27 48-24 M.C.

M.C. on N. line NW1/4 is on W side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
16” Yellow Pine – S 51 deg. W, 37.6'                              

No other trees near                         

GLO  Bk 

14 P. 35

27 48-24 M.C.

M.C. on N. line NE1/4 is on E side 

Bass Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
9" Black Pine – S 58 deg. E, 19.8'                              

8” Black Pine - N 78 deg. E, 13.2                

GLO  Bk 

14 P. 36

27 48-24 M.C.

M.C. on N. line NW1/4 is on W side 

Bass Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
8" Birch – S 08 deg. E, 6.6'                              

7” Aspen - N 57 deg. W, 4.6'                

GLO  Bk 

14 P. 36

27 48-24 M.C.

M.C. on N. line NW1/4 is on E side 

Rock Lake - set post for corner as part 

of original Government Land Office 

Survey by R.O. Chaney, U.S. Deputy 

Surveyor

1870
10" Birch – N 32 deg. E, 16.5'                              

No other trees near 

GLO  Bk 

14 P. 36

27 48-24 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1963

15” Norway Pine - S 45 deg. E, 68.5'                     

12 ” Norway Pine – S 45 deg. W, 70.3'                   

8” Pine – N 45 deg. W, 31.7'

Book CH-

4  Page 

19

27 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Yellow Pine – N 45 deg. E, 37.0'                              

7” Black Pine - N 57 deg. E, 21.1'                             

12" Yellow Pine - S 73 deg. W, 38.9'                              

7" Black Pine - S 17 deg. W, 20.5'                              

GLO  Bk 

14 P. 22

27 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Pine – N 12 deg. E, 8.6'                              

7” Black Pine - N 86 deg. W, 6.6'                             

8" Black Pine - S 19 deg. W, 32.3'                              

10" Black Pine - S 64 deg. E, 3.3'                              

GLO  Bk 

14 P. 35
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27 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – S 87 deg. E, 298.3'                              

No other trees near                            

GLO  Bk 

14 P. 33

27 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen – N 41 deg. E, 13.9'                              

12” Black Pine - N 45 deg. W, 8.6'                             

12" Yellow Pine - S 87 deg. W, 7.3'                              

15" Black Pine - S 33 deg. E, 6.6'                              

GLO  Bk 

14 P. 20

27 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Black Pine – N 39 deg. W, 108.9'                              

18” Yellow Pine - N 59 deg. E, 374.2'                             

No other trees near           

GLO  Bk 

14 P. 32

27 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3” Tamarack – S 89 deg. E, 76.6'                              

2" Tamarack - N 37 deg. W, 46.9'                               

GLO  Bk 

14 P. 34

27 48-24
Road Survey along S. line of Sec. 27 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found SE cor. Reset S1/4 & SW cor., no new 

ties. Distance and mag. var. shown 

Book 1, 

Page 33

27 48-24
Road Survey along W. line of Sec. 27 

by E.W. Kelly, County Surveyor 
1903

found B.T.s for NW, W1/4,SW and S1/4 cors. 

No new ties. Distance and mag. var. shown 

Book 1, 

Page 37

28 48-24  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Partial subd.– NE 1/4                                    

Distance only shown

Book 1, 

Page 492

28 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
3” Tamarack – S 89 deg. E, 76.6'                              

2" Tamarack - N 37 deg. W, 46.9'                               

GLO  Bk 

14 P. 34

28 48-24 M.C.

M.C. on W. line SW1/4 is on S side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 04 deg. W, 46.2'                              

10” Birch - S 39 deg. E, 75.9'                

GLO  Bk 

14 P. 46

28 48-24 M.C.

M.C. on W. line SW1/4 is on N side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
4" Tamarack – N 38 deg. E, 57.4'                              

3” Tamarack - N 37 deg. W, 92.4'                

GLO  Bk 

14 P. 47

28 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
18” Yellow Pine – S 37 deg. E, 24.4'                              

10" Black Oak - N 41 deg. W, 16.5'                     

GLO  Bk 

14 P. 48

28 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Pine – N 12 deg. E, 8.6'                              

7” Black Pine - N 86 deg. W, 6.6'                             

8" Black Pine - S 19 deg. W, 32.3'                              

10" Black Pine - S 64 deg. E, 3.3'                              

GLO  Bk 

14 P. 35

28 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Birch – N 40 deg. E, 4.0'                              

7” Aspen - N 71 deg. W, 25.1'                             

8" Birch - S 64 deg. W, 18.5'                              

4" Aspen - S 42 deg. E, 7.3'                              

GLO  Bk 

14 P. 47

28 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – N 83 deg. E, 237.6'                              

No other trees near                             

GLO  Bk 

14 P. 44

28 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Black Pine – N 39 deg. W, 108.9'                              

18” Yellow Pine - N 59 deg. E, 374.2'                             

No other trees near           

GLO  Bk 

14 P. 32

28 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Black Oak – N 09 deg. E, 22.4'                              

7” Birch - N 08 deg. E, 6.6'                             

12" Aspen - S 33 deg. W, 17.8'                              

8" Birch - S 09 deg. E, 7.3'                              

GLO  Bk 

14 P. 45

28 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Aspen – N 51 deg. E, 34.3'                              

12” Aspen - N 28 deg. W, 30.4'                

GLO  Bk 

14 P. 47

28 48-24
Road Survey along S. line of Sec. 28 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for SW & SE cors. Set S 1/4 cor.,     

no new ties. Distance and mag. var. shown 

Book 1, 

Page 35

29 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Aspen – N 51 deg. E, 34.3'                              

12” Aspen - N 28 deg. W, 30.4'                

GLO  Bk 

14 P. 47

29 48-24 M.C.

M.C. on E. line SE1/4 is on S side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 04 deg. W, 46.2'                              

10” Birch - S 39 deg. E, 75.9'                

GLO  Bk 

14 P. 46

29 48-24 M.C.

M.C. on E. line SE1/4 is on N side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
4" Tamarack – N 38 deg. E, 57.4'                              

3” Tamarack - N 37 deg. W, 92.4'                

GLO  Bk 

14 P. 47
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29 48-24 M.C.

M.C. on S. line SE1/4 is on SE side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
4" Aspen – S 84 deg. E, 42.2'                              

No other trees near            

GLO  Bk 

14 P. 57

29 48-24 M.C.

M.C. on S. line SE1/4 is on SW side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 24 deg. W, 12.5'                              

6" Elm - S 58 deg, W, 17.8'            

GLO  Bk 

14 P. 57

29 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Aspen – S 77 deg. W, 8.6'                              

8” Aspen - N 30 deg. W, 11.9'                

GLO  Bk 

14 P. 60

29 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

3" Birch – N 40 deg. E, 4.0'                              

7” Aspen - N 71 deg. W, 25.1'                             

8" Birch - S 64 deg. W, 18.5'                              

4" Aspen - S 42 deg. E, 7.3'                              

GLO  Bk 

14 P. 47

29 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch – N 66 deg. E, 13.2'                              

9” Birch - N 50 deg. W, 15.2'                             

9" Birch - S 52 deg. W, 33.0'                              

8" Maple - S 26 deg. E, 4.6'                              

GLO  Bk 

14 P. 59

29 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Aspen – S 23 deg. W, 5.9'                              

14” Aspen - N 89 deg. W, 7.9'                

GLO  Bk 

14 P. 47

29 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Black Oak – N 09 deg. E, 22.4'                              

7” Birch - N 08 deg. E, 6.6'                             

12" Aspen - S 33 deg. W, 17.8'                              

8" Birch - S 09 deg. E, 7.3'                              

GLO  Bk 

14 P. 45

29 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Oak – N 64 deg. E, 7.9'                              

8” Black Oak - N 68 deg. W, 8.6'                             

8" Black Oak - S 57 deg. W, 13.2'                              

10" Aspen - S 26 deg. E, 7.9'                              

GLO  Bk 

14 P. 56

29 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 20"x20" Granite Bldr. - S 10 deg. W, 28.4'
GLO  Bk 

14 P. 59

29 48-24
Road Survey along S. line of Sec. 29 

by E.W. Kelly, Deputy Co. Surveyor 
1903

Also goes on S. Side Turner Lake.                   

Dist. and mag. var. shown on road c/l 

Book 1, 

Page 34

30 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 20"x20" Granite Bldr. - S 10 deg. W, 28.4'
GLO  Bk 

14 P. 59

30 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Yellow Pine – N 55 deg. E, 10.6'                              

9" Yellow Pine - S 13 deg. W, 11.2'                     

GLO  Bk 

14 P. 61

30 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch – N 66 deg. E, 13.2'                              

9” Birch - N 50 deg. W, 15.2'                             

9" Birch - S 52 deg. W, 33.0'                              

8" Maple - S 26 deg. E, 4.6'                              

GLO  Bk 

14 P. 59

30 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 14 deg. W, 9.2'                                    

6" Dbl Maple - S 68 deg. E, 17.8'                                           

8" Black Oak - S 01 deg. W, 7.9'                                 

4" White Pine - S 01 deg. W, 7.9' 

GLO BK 

2, P 8

30 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Cedar – S 57 deg. W, 10.6'                              

14” Cedar - N 05 deg. E, 6.6'                

GLO  Bk 

14 P. 58

30 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Oak – N 64 deg. E, 7.9'                              

8” Black Oak - N 68 deg. W, 8.6'                             

8" Black Oak - S 57 deg. W, 13.2'                              

10" Aspen - S 26 deg. E, 7.9'                              

GLO  Bk 

14 P. 56

30 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 54 deg. E, 20.5'                                    

3" Tamarack - N 87 deg. W, 30.4'                             

No other ties listed              

GLO BK 

2, P 7

30 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" White Birch - N 24 deg. W, 21.1'                                    

16" Aspen - S 16 deg. E, 9.2'                                           

GLO BK 

2, P 7

31 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” White Pine – N 80 deg. W, 5.3'                              

12" Birch - S 46 deg. E, 7.9'                               

GLO  Bk 

14 P. 55

31 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Cedar – S 57 deg. W, 10.6'                              

14” Cedar - N 05 deg. E, 6.6'                

GLO  Bk 

14 P. 58
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31 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Oak – N 64 deg. E, 7.9'                              

8” Black Oak - N 68 deg. W, 8.6'                             

8" Black Oak - S 57 deg. W, 13.2'                              

10" Aspen - S 26 deg. E, 7.9'                              

GLO  Bk 

14 P. 56

31 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 54 deg. E, 20.5'                                    

3" Tamarack - N 87 deg. W, 30.4'                             

No other ties listed              

GLO BK 

2, P 7

31 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
18” Sugar – N 33 deg. E, 36.3'                              

15" Yellow Pine - N 68 deg. W, 25.1'                               

GLO  Bk 

14 P. 6

31 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
8” Tamarack – N 68 deg. E, 23.8'                              

6" Tamarack - N 48 deg. W, 17.8'                               

GLO  Bk 

14 P. 6

31 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
9" White Birch - N 32 deg. E, 38.9'                                    

15" Aspen - N 58 deg. W, 25.1'                                           

GLO BK 

2, P 1

31 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
9” White Birch – N 32 deg. E, 38.9'                              

15" Aspen - N 58 deg. W, 25.1'                               

GLO  Bk 

14 P. 7

31 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 42 deg. W, 33.7'                                    

4" Tamarack - S 15 deg. E, 17.2'                                           

GLO BK 

2, P 7

32 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
26” Yellow Pine – S 21 deg. W, 25.7'                              

8" Yellow Pine - N 34 deg. E, 27.7'                               

GLO  Bk 

14 P. 44

32 48-24 M.C.

M.C. on N. line NE1/4 is on SE side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
4" Aspen – S 84 deg. E, 42.2'                              

No other trees near            

GLO  Bk 

14 P. 57

32 48-24 M.C.

M.C. on N. line NE1/4 is on SW side 

Turner Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen – N 24 deg. W, 12.5'                              

6" Elm - S 58 deg, W, 17.8'            

GLO  Bk 

14 P. 57

32 48-24 M.C.

M.C. on S. line SW1/4 is on E side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1857
12” Black Oak – N 82 deg. E, 49.5'                              

14" White Pine - S 21 deg. E, 44.2'                               

GLO  Bk 

14 P. 5

32 48-24 M.C.

M.C. on S. line SW1/4 is on W side 

Portage Lake - set post for corner as 

part of original Government Land 

Office Survey by R.O. Chaney, U.S. 

Deputy Surveyor

1857
12” Black Oak – N 82 deg. E, 49.5'                              

14" White Pine - S 21 deg. E, 44.2'                               

GLO  Bk 

14 P. 5

32 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Aspen – S 23 deg. W, 5.9'                              

14” Aspen - N 89 deg. W, 7.9'                

GLO  Bk 

14 P. 47

32 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Black Oak – N 09 deg. E, 22.4'                              

7” Birch - N 08 deg. E, 6.6'                             

12" Aspen - S 33 deg. W, 17.8'                              

8" Birch - S 09 deg. E, 7.3'                              

GLO  Bk 

14 P. 45

32 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Black Oak – N 64 deg. E, 7.9'                              

8” Black Oak - N 68 deg. W, 8.6'                             

8" Black Oak - S 57 deg. W, 13.2'                              

10" Aspen - S 26 deg. E, 7.9'                              

GLO  Bk 

14 P. 56

32 48-24 S 1/4
New ties set for Cor. by F.J. O'Hara, 

County Surveyor 
1909

24" Y.Pine stump - N 15 deg E, 85.8'                  

24" Y. Pine stump - N 36 deg W, 2.6'

Book 1, 

Page 105

32 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
20” Yellow Pine – N 15 deg. E, 85.8'                              

20" Yellow Pine - N 36 deg. W, 2.6'                               

GLO  Bk 

14 P. 5

32 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
5” Pine – N 78 deg. E, 134.6'                              

4" Tamarack - N 65 deg. W, 198.0'                               

GLO  Bk 

14 P. 4

32 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
8” Tamarack – N 68 deg. E, 23.8'                              

6" Tamarack - N 48 deg. W, 17.8'                               

GLO  Bk 

14 P. 6

32 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” White Pine – N 80 deg. W, 5.3'                              

12" Birch - S 46 deg. E, 7.9'                               

GLO  Bk 

14 P. 55

32 48-24
Road Survey along N. line of Sec. 32 

by E.W. Kelly, Deputy Co. Surveyor 
1903

Also goes on S. Side Turner Lake.                   

Dist. and mag. var. shown on road c/l 

Book 1, 

Page 34
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33 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties                        
GLO  Bk 

14 P. 32

33 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – N 83 deg. E, 237.6'                              

No other trees near                             

GLO  Bk 

14 P. 44

33 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Black Pine – N 39 deg. W, 108.9'                              

18” Yellow Pine - N 59 deg. E, 374.2'                             

No other trees near           

GLO  Bk 

14 P. 32

33 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Black Oak – N 09 deg. E, 22.4'                              

7” Birch - N 08 deg. E, 6.6'                             

12" Aspen - S 33 deg. W, 17.8'                              

8" Birch - S 09 deg. E, 7.3'                              

GLO  Bk 

14 P. 45

33 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Tamarack – N 53 deg. E, 146.5'                              

10" Pine - S 52 deg. E, 149.2'                               

GLO  Bk 

14 P. 4

33 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
6” Pine – N 32 deg. E, 248.8'                              

12" Pine - N 87 deg. W, 229.0'                               

GLO  Bk 

14 P. 3

33 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
5” Pine – N 78 deg. E, 134.6'                              

4" Tamarack - N 65 deg. W, 198.0'                               

GLO  Bk 

14 P. 4

33 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
26” Yellow Pine – S 21 deg. W, 25.7'                              

8" Yellow Pine - N 34 deg. E, 27.7'                               

GLO  Bk 

14 P. 44

33 48-24
Road Survey along N. line of Sec. 33 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found B.T.s for SW & SE cors. Set S 1/4 cor.,     

no new ties. Distance and mag. var. shown 

Book 1, 

Page 35

34 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Tamarack – N 33 deg. W, 66.0'                              

3" Tamarack - S 11 deg. E, 158.4'                               

GLO  Bk 

14 P. 20

34 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16” Yellow Pine – S 87 deg. E, 298.3'                              

No other trees near                            

GLO  Bk 

14 P. 33

34 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen – N 41 deg. E, 13.9'                              

12” Black Pine - N 45 deg. W, 8.6'                             

12" Yellow Pine - S 87 deg. W, 7.3'                              

15" Black Pine - S 33 deg. E, 6.6'                              

GLO  Bk 

14 P. 20

34 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Black Pine – N 39 deg. W, 108.9'                              

18” Yellow Pine - N 59 deg. E, 374.2'                             

No other trees near           

GLO  Bk 

14 P. 32

34 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
6” Tamarack – S 06 deg. E, 164.3'                              

6" Tamarack - S 05 deg. W, 142.6'                               

GLO  Bk 

14 P. 3

34 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Tamarack – N 58 deg. E, 57.4'                              

3" Tamarack - N 29 deg. W, 125.4'                               

GLO  Bk 

14 P. 2

34 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
6” Pine – N 32 deg. E, 248.8'                              

12" Pine - N 87 deg. W, 229.0'                               

GLO  Bk 

14 P. 3

34 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 No trees near for ties                        
GLO  Bk 

14 P. 32

34 48-24
Road Survey along N. line of Sec. 34 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found SE cor. Reset S1/4 & SW cor., no new 

ties. Distance and mag. var. shown 

Book 1, 

Page 33

34 48-24
Road Survey in W1/2 of Sec. 34 by 

E.W. Kelly, County Surveyor 
1903

found B.T.s for NW, N1/4,SW and S1/4 cors.     

No new ties. Distance and mag. var. shown 

Book 1, 

Page 38

35 48-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Spruce – N 11 deg. W, 7.3'                              

6" Tamarack - S 16 deg. W, -34.3'                               

GLO  Bk 

14 P. 8

35 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – S 23 deg. E, 97.7'                              

3" Tamarack - N 20 deg. W, 79.9'                               

GLO  Bk 

14 P. 21

35 48-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Spruce – N 51 deg. E, 38.9'                              

6” Spruce - N 38 deg. W, 56.8'                             

4" Spruce - S 32 deg. W, 31.0'                              

5" Spruce - S 57 deg. E, 46.9'                              

GLO  Bk 

14 P. 8

35 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen – N 41 deg. E, 13.9'                              

12” Black Pine - N 45 deg. W, 8.6'                             

12" Yellow Pine - S 87 deg. W, 7.3'                              

15" Black Pine - S 33 deg. E, 6.6'                              

GLO  Bk 

14 P. 20
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35 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
5” Tamarack – N 14 deg. E, 65.3'                              

3" Tamarack - N 28 deg. W, 159.1'                               

GLO  Bk 

14 P. 2

35 48-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Spruce – N 20 deg. E, 14.5'                              

4" Tamarack - N 63 deg. W, 85.8'                               

GLO  Bk 

14 P. 1

35 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Tamarack – N 58 deg. E, 57.4'                              

3" Tamarack - N 29 deg. W, 125.4'                               

GLO  Bk 

14 P. 2

35 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Tamarack – N 33 deg. W, 66.0'                              

3" Tamarack - S 11 deg. E, 158.4'                               

GLO  Bk 

14 P. 20

35 48-24
Road Survey along N. line of Sec. 35 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found all cors. or B.T.s on S. Line.              

Distance and mag. var. shown 

Book 1, 

Page 32

36 48-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Aspen – N 01 deg. W, 316.8'                                   

No other trees near to use for ties              

Book 3, 

Page 7

36 48-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5” Tamarack – N 07 deg. W, 6.6'                              

5" Tamarack - S 21 deg. W, 27.1'                               

GLO  Bk 

14 P. 9

36 48-24 NE

2" capped iron tube set on c/l road to 

E 156' E of c/l NW-SE RR track by R. 

Thornton

1981

steel fence post - S 45 deg. E, 59.76'                    

steel fence post - S 25 deg. W, 77.60'                   

steel fence post - N 85 deg. W, 123.64'

213140            

36 48-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 15 deg. E, 5.3'                                   

8" Tamarack – N 15 deg. W, 5.9'                                          

5" Tamarack - S 50 deg. W, 13.2'                                           

4" Tamarack - S 70 deg. E, 13.9'

Book 3, 

Page 7

36 48-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Spruce – N 51 deg. E, 38.9'                              

6” Spruce - N 38 deg. W, 56.8'                             

4" Spruce - S 32 deg. W, 31.0'                              

5" Spruce - S 57 deg. E, 46.9'                              

GLO  Bk 

14 P. 8

36 48-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Spruce – N 72 deg. E, 9.9'                              

2" Spruce - N 82 deg. W, 21.8'                               

GLO  Bk 

14 P. 1

36 48-24 SE

wood post set as part of original 

Government Survey by Milton Nye, 

U.S. Deputy Surveyor

1857

10” Pine – N 08 deg. E, 332.0'                                   

12” Pine – N 13 deg. W, 338.6'                        

No other ties stated                  

Book 3, 

Page 6

36 48-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1857
3” Spruce – N 20 deg. E, 14.5'                              

4" Tamarack - N 63 deg. W, 85.8'                               

GLO  Bk 

14 P. 1

36 48-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Spruce – N 11 deg. W, 7.3'                              

6" Tamarack - S 16 deg. W, -34.3'                               

GLO  Bk 

14 P. 8

36 48-24
Road Survey along N line of Sec. 36 

by E.W. Kelly, Deputy Co. Surveyor 
1903

found all cors. or B.T.s on N. Line.              

Distance and mag. var. shown 

Book 1, 

Page 31

1 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 45 deg. E, 54.8'                                               

no trees near to use for ties

GLO BK 

2, P 11

1 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 74 deg. W, 20.5'                                    

6" Tamarack - S 65 deg. W, 16.5'                                                                                  

GLO BK 

2, P 12

1 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Spruce - N 50 deg. W, 286.4'                                    

4" Tamarack - N 53 deg. E, 46.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 11

1 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 61 deg. E, 73.9'                                               

no other trees near to use for ties

GLO BK 

2, P 12

1 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32

1 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

1 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32
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1 48-25 W 1/4

No mention of this corner being set or 

ties - as part of original Government 

Land Office Survey by Oscar E. 

Garrison, U.S. Deputy Surveyor

1865 no mention of corner in notes
GLO BK 

2, P 32

2 48-25 E 1/4

No mention of this corner being set or 

ties - as part of original Government 

Land Office Survey by Oscar E. 

Garrison, U.S. Deputy Surveyor

1865 no mention of corner in notes
GLO BK 

2, P 32

2 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 21 deg. E, 3.3'                                    

3" Tamarack - N 61 deg. W, 36.3'                                                                                  

GLO BK 

2, P 12

2 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 61 deg. E, 73.9'                                               

no other trees near to use for ties

GLO BK 

2, P 12

2 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 02 deg. E, 431.0'                                    

12" Tamarack - N 02 deg. W, 342.5'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 12

2 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 42

2 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32

2 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3” Tamarack – N 37 deg. E, 130.0'                                       

No other trees near to use for ties                                       

GLO BK 

2, P 41

2 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 54 deg. W, 35.0'                                    

No other trees near to use for ties                                

GLO BK 

2, P 53

3 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 54 deg. W, 35.0'                                    

No other trees near to use for ties                                

GLO BK 

2, P 53

3 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 45 deg. E, 13.9'                                    

4" Tamarack - S 17 deg. E, 4.6'                                                                                  

GLO BK 

2, P 13

3 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 02 deg. E, 431.0'                                    

12" Tamarack - N 02 deg. W, 342.5'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 12

3 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Tamarack - N 14 deg. W, 21.8'                                    

8" Tamarack - N 69 deg. E, 38.3'                                           

6" Tamarack - S 73 deg. E, 23.8'                                 

5" Tamarack - S 68 deg. W, 21.8' 

GLO BK 

2, P 13

3 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 70 deg. W, 13.2'                                    

No other trees near to use for ties                                

GLO BK 

2, P 52

3 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3” Tamarack – N 37 deg. E, 130.0'                                       

No other trees near to use for ties                                       

GLO BK 

2, P 41

3 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 47 deg. E, 15.2'                                    

3" Tamarack - N 30 deg. W, 3.3'                                           

6" Tamarack - S 25 deg. W, 8.6'                                 

6" Tamarack - S 74 deg. E, 61.4' 

GLO BK 

2, P 51

3 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 52 deg. E, 8.6'                                    

3" Tamarack - S 06 deg. W, 4.6'                                           

GLO BK 

2, P 62

3 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on W line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

3 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on N line SW 1/4 of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 141
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4 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 52 deg. E, 8.6'                                    

3" Tamarack - S 06 deg. W, 4.6'                                           

GLO BK 

2, P 62

4 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 70 deg. W, 9.2'                                    

5" Tamarack - N 47 deg. E, 21.1'                                                                                  

GLO BK 

2, P 13

4 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Tamarack - N 14 deg. W, 21.8'                                    

8" Tamarack - N 69 deg. E, 38.3'                                           

6" Tamarack - S 73 deg. E, 23.8'                                 

5" Tamarack - S 68 deg. W, 21.8' 

GLO BK 

2, P 13

4 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Spruce - N 77 deg. W, 25.7'                                    

5" Spruce - N 03 deg. E, 4.6'                                           

10" Spruce - S 02 deg. W, 66.0'                                 

14" White Birch - S 20 deg. E, 47.5' 

GLO BK 

2, P 14

4 48-25 S 1/4
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

4 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 07 deg. E, 66.0'                                    

3" Tamarack - S 24 deg. E, 13.9'                                           

GLO BK 

2, P 62

4 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 47 deg. E, 15.2'                                    

3" Tamarack - N 30 deg. W, 3.3'                                           

6" Tamarack - S 25 deg. W, 8.6'                                 

6" Tamarack - S 74 deg. E, 61.4' 

GLO BK 

2, P 51

4 48-25 SW
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

4 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 25 deg. W, 40.9'                                    

4" Tamarack - N 78 deg. E, 50.2'                                           

4" Tamarack - S 64 deg. E, 21.8'                                 

4" Tamarack - S 20 deg. W, 11.9' 

GLO BK 

2, P 61

4 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Ctnwd - N 05 deg. E, 26.4'                                    

No other trees near to use for ties                                   

GLO BK 

2, P 78

4 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on W line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 292

4 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on S and E lines of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

4 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on N line NW 1/4 of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 137

5 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 52 deg. E, 8.6'                                    

3" Tamarack - S 06 deg. W, 4.6'                                           

GLO BK 

2, P 62

5 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Ctnwd - N 05 deg. E, 26.4'                                    

No other trees near to use for ties                                   

GLO BK 

2, P 78

5 48-25 M.C.

M.C is on N line NW 1/4, on E side 

Mississippi River - 310.2' W of N 1/4 

Cor. - marked a White Birch for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
8" White Birch - S 11 deg. E, 18.5'                                                      

38" White Pine - N 47 deg. E, 35.6'                                                   

GLO BK 

2, P 15

5 48-25 M.C.

M.C is on N line NW 1/4, on W side 

Mississippi River - 528.0' W of N 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Elm - N 32 deg. W, 6.6'                                                      

10" Elm - S 66 deg. W, 27.1'                                                   

GLO BK 

2, P 15

5 48-25 M.C.

M.C is on N line NW 1/4, on E side 

Mississippi River - 660.0' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
45" Maple - S 39 deg. E, 8.6'                                                      

10" Maple - N 06 deg. W, 5.3'                                                   

GLO BK 

2, P 15
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5 48-25 M.C.

M.C is on N line NW 1/4, on W side 

Mississippi River - 389.4' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" White Birch - N 10 deg. E, 5.3'                                                      

12" Spruce - S 61 deg. W, 18.5'                                                   

GLO BK 

2, P 15

5 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - S 31 deg. W, 18.5'                                    

12" White Birch - N 11 deg. W, 17.2'                                                                                  

GLO BK 

2, P 14

5 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Spruce - N 77 deg. W, 25.7'                                    

5" Spruce - N 03 deg. E, 4.6'                                           

10" Spruce - S 02 deg. W, 66.0'                                 

14" White Birch - S 20 deg. E, 47.5' 

GLO BK 

2, P 14

5 48-25 NW

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

5 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

36" Elm - N 46 deg. E, 12.5'                                    

12" Linden - S 35 deg. W, 37.0'                                           

40" White Birch - N 55 deg. W, 21.8'                                 

12" Spruce - S 36 deg. E, 31.7' 

GLO BK 

2, P 15

5 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 72 deg. E, 15.8'                                    

3" Tamarack - N 60 deg. E, 25.7'                                           

GLO BK 

2, P 71

5 48-25 SE
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

5 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 25 deg. W, 40.9'                                    

4" Tamarack - N 78 deg. E, 50.2'                                           

4" Tamarack - S 64 deg. E, 21.8'                                 

4" Tamarack - S 20 deg. W, 11.9' 

GLO BK 

2, P 61

5 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 74

5 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Spruce - S 06 deg. E, 6.6'                                    

3" Spruce - N 28 deg. W, 8.6'                                           

GLO BK 

2, P 77

5 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on E line of Section                                            

Distance and Mag. Var. shown 

Book 1, 

Page 292

5 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on S line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

6 48-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1930

Partial subdivision – into Qtrs.                        

Distance and Mag. Var. shown

Book 1, 

Page 445

6 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Spruce - S 06 deg. E, 6.6'                                    

3" Spruce - N 28 deg. W, 8.6'                                           

GLO BK 

2, P 77

6 48-25 M.C

Iron mon. set at M.C. On W line 

NW1/4-NW1/4 by Glen Bickley, 

County Surveyor

1923  No new ties taken
Book 1, 

Page 382

6 48-25 M.C.

M.C is on N line NE 1/4, on E side 

Mississippi River - 2620.2' W of NE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Pin Oak - N 62 deg. E, 31.0'                                                      

10" Linden - S 64 deg. E, 19.1'                                                   

GLO BK 

2, P 16

6 48-25 M.C.

M.C is on N line NW 1/4, on W side 

Mississippi River - 2423.5' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Pin Oak - N 62 deg. E, 51.5'                                                      

18" Elm - S 55 deg. W, 48.2'                                                   

GLO BK 

2, P 16

6 48-25 M.C.

M.C is on N line NW 1/4, on E side 

Mississippi River - 377.5' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 36 deg. E, 93.7'                                                      

14" Pin Oak - N 31 deg. E, 109.6'                                                   

GLO BK 

2, P 16
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6 48-25 M.C.

M.C is on N line NW 1/4, on W side 

Mississippi River - 47.5' E of NW Cor. - 

marked an 8" Black Ash for corner as 

part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
12" Black Ash - N 68 deg. W, 5.9'                                                      

10" Black Ash - S 01 deg. E, 15.2'                                                   

GLO BK 

2, P 17

6 48-25 M.C.

M.C is on W line NW 1/4, on S side 

Mississippi River - 316.8' N of W 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - S 35 deg. E, 19.8'                                                      

12" Spruce - S 84 deg. W, 33.0'                                                   

GLO BK 

2, P 22

6 48-25 M.C.

M.C is on W line NW 1/4, on N side 

Mississippi River - 607.2' N of W 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Black Ash - N 09 deg. E, 62.0'                                                      

16" Elm - N 51 deg. W, 47.5'                                                   

GLO BK 

2, P 22

6 48-25 M.C.

M.C is on W line NW 1/4, on S side 

Mississippi River - 1927.2' N of W 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Elm - N 65 deg. W, 4.0'                                                      

12" Maple - S 03 deg. E, 54.8'                                                   

GLO BK 

2, P 22

6 48-25 M.C.

M.C is on W line NW 1/4, on N side 

Mississippi River - 69.3' S of NW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 46 deg. E, 31.7'                                                      

36" Dbl Elm - N 41 deg. W, 21.8'                                                   

GLO BK 

2, P 22

6 48-25 N 1/4

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

6 48-25 NE

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

6 48-25 NE
New post set 3' South of actual corner 

by Fred Heuer, County Surveyor
1922

16” Balm of Gilead – S 45 deg. W, 38.0'                   

14” White Ash – S 45 deg. E, 54.5'

Book 1, 

Page 377

6 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

36" Elm - N 46 deg. E, 12.5'                                    

12" Linden - S 35 deg. W, 37.0'                                           

40" White Birch - N 55 deg. W, 21.8'                                 

12" Spruce - S 36 deg. E, 31.7' 

GLO BK 

2, P 15

6 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Elm - N 32 deg. W, 7.3'                                    

16" Elm - S 03 deg. E, 19.8'                                           

14" Elm - N 78 deg. W, 18.5'                                 

12" Black Ash - S 42 deg. E, 47.5' 

GLO BK 

2, P 23

6 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 78

6 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 74

6 48-25 SW
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

14” Elm – N 45 deg. E, 12.5'                                 

8” Basswood – N 45 deg. W, 4.6'  

Book 1, 

Page 382

6 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

18" Ctnwd - N 07 deg. W, 531.3'                                                                    

14" White Birch - N 03 deg. E, 539.9'                           

No other trees available to use for ties

GLO BK 

2, P 21

6 48-25 W 1/4
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

14” Elm – N 45 deg. E, 12.5'                                 

8” Basswood – N 45 deg. W, 4.6'  

Book 1, 

Page 382

6 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 45 deg. E, 54.8'                                               

no trees near to use for ties

GLO BK 

2, P 11

6 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Elm - N 47 deg. E, 5.9'                                                                    

23" Elm - N 22 deg. W, 21.8'                           

GLO BK 

2, P 22

6 48-25
Survey of W line of Section by Glen 

Bickley, County Surveyor 
1923

Set 1/16th cors. And took ties                                  

Distance and angles shown 

Book 1, 

Page 382
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6 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on S line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

7 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" White Cedar - N 62 deg. E, 17.8'                                    

10" White Birch - S 15 deg. W, 17.2'                                           

GLO BK 

2, P 74

7 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 78

7 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 74

7 48-25 NW
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

14” Elm – N 45 deg. E, 12.5'                                 

8” Basswood – N 45 deg. W, 4.6'  

Book 1, 

Page 382

7 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

18" Ctnwd - N 07 deg. W, 531.3'                                                                    

14" White Birch - N 03 deg. E, 539.9'                           

No other trees available to use for ties

GLO BK 

2, P 21

7 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Dead White Pine - S 60 deg. E, 23.8'                                    

10" Spruce - N 36 deg. E, 24.4'                                           

GLO BK 

2, P 73

7 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 27 deg. W, 20.5'                                    

3" Tamarack - S 71 deg. E, 16.5'                                           

3" Tamarack - N 51 deg. E, 16.5'                                 

3" Tamarack - N 37 deg. W, 21.8' 

GLO BK 

2, P 72

7 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 71 deg. W, 35.0'                                    

4" Tamarack - S 15 deg. W, 54.8'                                           

3" Tamarack - S 71 deg. E, 12.5'                                 

3" Tamarack - N 47 deg. E, 24.4' 

GLO BK 

2, P 20

7 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees available to use for ties
GLO BK 

2, P 21

7 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

8 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 38 deg. W, 85.8'                                    

3" Spruce - N 55 deg. E, 61.4'                                           

GLO BK 

2, P 61

8 48-25 M.C.

M.C is on E line SE 1/4, on N side 

Gun Lake - 1270.5' S of E1/4 Cor. - 

marked a 16" Yellow Pine for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
6" Spruce - N 01 deg. E, 52.1'                                    

5" Spruce - N 40 deg. W, 56.1'                                           

GLO BK 

2, P 59

8 48-25 M.C.

M.C is on S line SE 1/4, on W side of 

Gun Lake - 924.0' E of S1/4 Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Tamarack - S 71 deg. W, 52.8'                                    

5" Spruce - N 65 deg. W, 39.6'                                           

GLO BK 

2, P 72

8 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 72 deg. E, 15.8'                                    

3" Tamarack - N 60 deg. E, 25.7'                                           

GLO BK 

2, P 71

8 48-25 NE
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

8 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 25 deg. W, 40.9'                                    

4" Tamarack - N 78 deg. E, 50.2'                                           

4" Tamarack - S 64 deg. E, 21.8'                                 

4" Tamarack - S 20 deg. W, 11.9' 

GLO BK 

2, P 61

8 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees near to use for ties
GLO BK 

2, P 74

8 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 20 deg. E, 4.6'                                    

4" Spruce - S 09 deg. E, 16.5'                                           

GLO BK 

2, P 72
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8 48-25 SE

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

8 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 27 deg. W, 20.5'                                    

3" Tamarack - S 71 deg. E, 16.5'                                           

3" Tamarack - N 51 deg. E, 16.5'                                 

3" Tamarack - N 37 deg. W, 21.8' 

GLO BK 

2, P 72

8 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on E line of NE ¼  of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 292

8 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

9 48-25  
Tract Survey in SW1/4 of Section by 

Don Mellem, County Surveyor 
1958

Is in G.L. 2 (N side of Gun Lake)                  

Bearings and Distances shown

Book 1, 

Page 521

9 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
5" Tamarack - N 88 deg. E, 7.9'                                    

4" Tamarack - S 23 deg. W, 11.9'                                           

GLO BK 

2, P 51

9 48-25 M.C.

M.C is on E line SE 1/4, on E side 

Gun Lake - 544.5' N of SE Cor. - set 

wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
13" White Birch - S 42 deg. E, 24.4'                                    

13" White Birch - S 35 deg. W, 12.5'                                           

GLO BK 

2, P 51

9 48-25 M.C.

M.C is on E line SE 1/4, on E side 

Gun Lake -198.0' S of E1/4 Cor. - set 

wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Tamarack - N 86 deg. E, 42.2'                                    

10" Tamarack - N 14 deg. W, 51.5'                                           

GLO BK 

2, P 51

9 48-25 M.C.

M.C is on W line SW 1/4, on N side 

Gun Lake - 1270.5' S of W1/4 Cor. - 

marked a 16" Yellow Pine for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
6" Spruce - N 01 deg. E, 52.1'                                    

5" Spruce - N 40 deg. W, 56.1'                                           

GLO BK 

2, P 59

9 48-25 M.C.

M.C is on S line SE 1/4, on E side 

Gun Lake - 627.0' W of SE Cor. - 

marked a 4" Tamarack for corner as 

part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
4" Tamarack - S 86 deg. E, 14.5'                                    

4" Tamarack - S 44 deg. W, 13.2'                                           

GLO BK 

2, P 60

9 48-25 N 1/4
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

9 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 07 deg. E, 66.0'                                    

3" Tamarack - S 24 deg. E, 13.9'                                           

GLO BK 

2, P 62

9 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 47 deg. E, 15.2'                                    

3" Tamarack - N 30 deg. W, 3.3'                                           

6" Tamarack - S 25 deg. W, 8.6'                                 

6" Tamarack - S 74 deg. E, 61.4' 

GLO BK 

2, P 51

9 48-25 NW
iron pipe shown as found by D. Hult - 

no ties
1974

3 tracts surveyed in G.L.'s 1 & 2 and N 1/2-NW 

1/4,  Sec. 9, T48-R25

Auditor's 

Bk 8       

1-12

9 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 25 deg. W, 40.9'                                    

4" Tamarack - N 78 deg. E, 50.2'                                           

4" Tamarack - S 64 deg. E, 21.8'                                 

4" Tamarack - S 20 deg. W, 11.9' 

GLO BK 

2, P 61

9 48-25 S 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 60

9 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 27 deg. E, 30.4'                                    

3" Spruce - N 78 deg. W, 17.8'                                           

GLO BK 

2, P 49
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9 48-25 SW

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

9 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 38 deg. W, 85.8'                                    

3" Spruce - N 55 deg. E, 61.4'                                           

GLO BK 

2, P 61

9 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on W line of NW ¼  of Section                         

Distance and Mag. Var. shown 

Book 1, 

Page 292

9 48-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on N line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 234

10 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 41

10 48-25 M.C.

M.C is on E line SE 1/4, on N side 

Jenkins Lake - 1986.6' S of E1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6” Tamarack – N 55 deg. W, 17.8'                                       

6” Tamarack – N 45 deg. E, 13.2'                                       

GLO BK 

2, P 41

10 48-25 M.C.

M.C is on S line SE 1/4, on W side 

Jenkins Lake - 1188.0' W of SE Cor. - 

marked a 10" Aspen for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
10" Aspen - N 45 deg. E, 17.2'                                    

30" White Pine - S 84 deg. W, 15.2'                                           

GLO BK 

2, P 50

10 48-25 M.C.

M.C is on W line SW 1/4, on E side 

Gun Lake - 544.5' N of SW Cor. - set 

wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
13" White Birch - S 42 deg. E, 24.4'                                    

13" White Birch - S 35 deg. W, 12.5'                                           

GLO BK 

2, P 51

10 48-25 M.C.

M.C is on W line SW 1/4, on E side 

Gun Lake -198.0' S of W1/4 Cor. - set 

wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Tamarack - N 86 deg. E, 42.2'                                    

10" Tamarack - N 14 deg. W, 51.5'                                           

GLO BK 

2, P 51

10 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 70 deg. W, 13.2'                                    

No other trees near to use for ties                                

GLO BK 

2, P 52

10 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3” Tamarack – N 37 deg. E, 130.0'                                       

No other trees near to use for ties                                       

GLO BK 

2, P 41

10 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 47 deg. E, 15.2'                                    

3" Tamarack - N 30 deg. W, 3.3'                                           

6" Tamarack - S 25 deg. W, 8.6'                                 

6" Tamarack - S 74 deg. E, 61.4' 

GLO BK 

2, P 51

10 48-25 S 1/4

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 449

10 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - N 84 deg. E, 6.6'                                    

10" Aspen - S 35 deg. W, 17.8'                                           

GLO BK 

2, P 50

10 48-25 SE

Corner falls in Jenkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Jenkins Lake                              

No ties taken            

GLO BK 

2, P 39

10 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 27 deg. E, 30.4'                                    

3" Spruce - N 78 deg. W, 17.8'                                           

GLO BK 

2, P 49

10 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
5" Tamarack - N 88 deg. E, 7.9'                                    

4" Tamarack - S 23 deg. W, 11.9'                                           

GLO BK 

2, P 51

10 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on E line of Section 10                                     

Distance and Mag. Var. shown 

Book 1, 

Page 157
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11 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 36 deg. E, 283.4'                               

No other trees near to use for ties            

GLO BK 

2, P 31

11 48-25 M.C.

M.C is on S line SW 1/4, on N side 

Jenkins Lake - 1346.4' W of S1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
7" Tamarack - N 08 deg. E, 73.9'                                                      

No other trees near to use for ties                                      

GLO BK 

2, P 40

11 48-25 M.C.

M.C is on W line SW 1/4, on N side 

Jenkins Lake - 1986.6' S of W1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6” Tamarack – N 55 deg. W, 17.8'                                       

6” Tamarack – N 45 deg. E, 13.2'                                       

GLO BK 

2, P 41

11 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 42

11 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32

11 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3” Tamarack – N 37 deg. E, 130.0'                                       

No other trees near to use for ties                                       

GLO BK 

2, P 41

11 48-25 S 1/4
iron monument shown as found by M. 

Kohout
1997

survey of 3 Tracts in Gov't Lot 2 of Section 14, 

T48-R25

Auditors              

Bk. 8,   

13-20

11 48-25 S 1/4
1/2" capped rebar set in Spruce bog 

w/steel fence post by T. Betley
1992

7" Tamarack - S 75 deg. E, 21.35'                         

6" Tamarack - S 02 deg. E, 14.69'                         

5" B. Spruce - N 88 deg. W, 72.21' 

282730

11 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 40

11 48-25 SE
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

7" Tamarack - N 05 deg. E, 42.99'                         

5" B. Spruce - S 78 deg. E, 2.27'                           

6" Tamarack - S 42 deg. W, 61.95' 

282732

11 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 07 deg. W, 27.7'                                    

3" Tamarack - N 69 deg. E, 63.4'                               

No other trees near to use for ties            

GLO BK 

2, P 30

11 48-25 SW

Corner falls in Jenkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Jenkins Lake                              

No ties taken            

GLO BK 

2, P 39

11 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 41

11 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 11                                     

Distance and Mag. Var. shown 

Book 1, 

Page 157

12 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

12 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32

12 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 no trees near to use for ties
GLO BK 

2, P 10

12 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in large marsh                              

No trees near to use for ties            

GLO BK 

2, P 32

12 48-25 S 1/4
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

6" B. Spruce - N 47 deg. E, 14.80'                         

6" B. Spruce - S 58 deg. E, 32.66'                         

5" B. Spruce - N 88 deg. W, 20.09' 

282733
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12 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No other trees near to use for ties                                  
GLO BK 

2, P 31

12 48-25 SE
4"x4" conc. Mon. found at brushed 

lines to the S and W by T. Betley
1989

5" B. Spruce - S 04 deg. E, 4.72'                            

4" B. Spruce - N 77 deg. W, 11.00' 
282680

12 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Spruce - N 75 deg. E, 14.5'                                    

3" Spruce - N 58 deg. W, 15.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 10

12 48-25 SW
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

7" Tamarack - N 05 deg. E, 42.99'                         

5" B. Spruce - S 78 deg. E, 2.27'                          

6" Tamarack - S 42 deg. W, 61.95' 

282732

12 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 07 deg. W, 27.7'                                    

3" Tamarack - N 69 deg. E, 63.4'                               

No other trees near to use for ties            

GLO BK 

2, P 30

12 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 36 deg. E, 283.4'                               

No other trees near to use for ties            

GLO BK 

2, P 31

13 48-25 E 1/4
4"x4" conc. Mon. found at W. edge of 

small swamp by T. Betley
1989

12" R. Oak - N 58 deg. E, 9.3'                              

7" Ash - S 61 deg. E, 7.00'                                   

11" R. Oak - S 24 deg. W, 8.40'

262681

13 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Birch - N 87 deg. E, 7.9'                                    

8" Maple - S 09 deg. W, 4.6'                                           

GLO BK 

2, P 9

13 48-25 M.C.

M.C. #2 is on E. line NE 1/4 Sec. 13 

and is a 1" iron set 69' north of 

Townline Lake by T. Betley

1989

11" R. Oak - N 51 deg. E, 15.8'                              

9" R. Oak - S 45 deg. E, 37.4'                               

9" R. Oak - N 08 deg. W, 20.00' 

262679

13 48-25 M.C.

M.C. #1 is on E. line NE 1/4 Sec. 13 

and is a 1/2" rebar found 4' south of 

Townline Lake by T. Betley

1989
6" R. Oak - S 36 deg. E, 22.88'                              

7" R. Oak - S 38 deg. W, 14.94' 
262682

13 48-25 M.C.

M.C is on E line NE 1/4, on SW side 

Townline Lake - 3135.0' N of SE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Pine - S 33 deg. W, 31.0'                                                      

10" White Birch - S 08 deg. E, 31.0'                                                   

GLO BK 

2, P 9

13 48-25 M.C.

M.C is on E line NE 1/4, on NW side 

Townline Lake - 1452.0' S of NE Cor. - 

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Yellow Pine - N 04 deg. E, 29.0'                                                      

16" Yellow Pine - N 06 deg. W, 46.9'                                                   

GLO BK 

2, P 10

13 48-25 N 1/4
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

6" B. Spruce - N 47 deg. E, 14.80'                         

6" B. Spruce - S 58 deg. E, 32.66'                          

5" B. Spruce - N 88 deg. W, 20.09' 

282733

13 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No other trees near to use for ties                                  
GLO BK 

2, P 31

13 48-25 NE
4"x4" conc. Mon. found at brushed 

lines to the S and W by T. Betley
1989

5" B. Spruce - S 04 deg. E, 4.72'                           

4" B. Spruce - N 77 deg. W, 11.00' 
282680

13 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Spruce - N 75 deg. E, 14.5'                                    

3" Spruce - N 58 deg. W, 15.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 10

13 48-25 NW
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

7" Tamarack - N 05 deg. E, 42.99'                        

5" B. Spruce - S 78 deg. E, 2.27'                          

6" Tamarack - S 42 deg. W, 61.95' 

282732

13 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 07 deg. W, 27.7'                                    

3" Tamarack - N 69 deg. E, 63.4'                               

No other trees near to use for ties            

GLO BK 

2, P 30

13 48-25 S 1/4
1/2" capped rebar set in Alder swamp 

by T. Betley
1992

6" Tamarack - N 07 deg. E, 42.98'                         

8" Tamarack - S 31 deg. W, 58.78' 
282725

13 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No other trees near to use for ties                                  
GLO BK 

2, P 29

13 48-25 SE
7/8" capped iron shaft set on c/l N-S 

road by T. Betley
1990

5" Aspen - N 65 deg. E, 26.90'                              

5" Aspen - N 74 deg. W, 28.00' 
282683
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13 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

12" Tamarack - N 69 deg. E, 26.4'                                    

6" White Birch - S 34 deg. E, 16.5'                                           

4" Spruce - S 19 deg. W, 44.2'                                 

16" Aspen - N 78 deg. W, 42.2' 

GLO BK 

2, P 9

13 48-25 SW
1" capped pipe set on fence line to N 

at c/l roads from W and S by T. Betley
1992

7" Ash - S 21 deg. W, 53.63'                                 

5" Elm - S 89 deg. W, 85.04'   
262724

13 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 219.1'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 28

13 48-25 W 1/4
1/2" capped rebar set 2' S of c/l E-W 

forest road by T. Betley
1992

6" R. Oak - N 04 deg. E, 28.94'                              

5" R. Oak - S 21 deg. E, 30.82'                            

9" R. Oak - S 32 deg. W, 45.30'  

2827318

13 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 77 deg. W, 9.2'                                    

24" White Pine - S 45 deg. E, 37.0'                                           

GLO BK 

2, P 30

14 48-25 E 1/4
1/2" capped rebar set 2' S of c/l E-W 

forest road by T. Betley
1992

6" R. Oak - N 04 deg. E, 28.94'                             

5" R. Oak - S 21 deg. E, 30.82'                            

9" R. Oak - S 32 deg. W, 45.30'   

2827318

14 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 77 deg. W, 9.2'                                    

24" White Pine - S 45 deg. E, 37.0'                                           

GLO BK 

2, P 30

14 48-25 M.C.

M.C. #15 is on W. line NW 1/4 Sec. 

14 and is a 1/2" capped rebar set 13' 

S. of Jenkins Lake by T. Betley

1992
10" Birch - S 83 deg. E, 30.08'                             

16" Birch - N 70 deg. W, 5.82'                                                                                                         
282729

14 48-25 M.C.

M.C is on W line NW 1/4, on S side 

Jenkins Lake - 1419.0' N of W1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" White Pine - S 65 deg. W, 13.2'                                                      

12" Spruce - S 65 deg. E, 26.4'                                                   

GLO BK 

2, P 39

14 48-25 M.C.

M.C is on N line NW 1/4, on N side 

Jenkins Lake - 1346.4' W of N1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
7" Tamarack - N 08 deg. E, 73.9'                                                      

No other trees near to use for ties                                      

GLO BK 

2, P 40

14 48-25 N 1/4
iron monument shown as found by M. 

Kohout
1997

survey of 3 Tracts in Gov't Lot 2 of Section 14, 

T48-R25

Auditors              

Bk. 8,   

13-20

14 48-25 N 1/4
1/2" capped rebar set in Spruce bog 

w/steel fence post by T. Betley
1992

7" Tamarack - S 75 deg. E, 21.35'                        

6" Tamarack - S 02 deg. E, 14.69'                       

5" B. Spruce - N 88 deg. W, 72.21' 

282730

14 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865  No trees near to use for ties                                      
GLO BK 

2, P 40

14 48-25 NE
1/2" capped rebar set in Spruce bog 

by T. Betley
1992

7" Tamarack - N 05 deg. E, 42.99'                        

5" B. Spruce - S 78 deg. E, 2.27'                           

6" Tamarack - S 42 deg. W, 61.95' 

282732

14 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 07 deg. W, 27.7'                                    

3" Tamarack - N 69 deg. E, 63.4'                               

No other trees near to use for ties            

GLO BK 

2, P 30

14 48-25 NW

Corner falls in Jenkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Jenkins Lake                              

No ties taken            

GLO BK 

2, P 39

14 48-25 S 1/4
1/2" capped rebar set on c/l E-W road 

at fence line to S by T. Betley
1992

7" Birch - N 38 deg. W, 13.77'                              

7" Poplar - S 30 deg. E, 36.69'                             

6" Maple - S 08 deg. E, 41.29'   

282728

14 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 52.8'                                    

No other trees near to use for ties                                        

GLO BK 

2, P 38

14 48-25 SE
1" capped pipe set on fence line to N 

at c/l roads from W and S by T. Betley
1992

7" Ash - S 21 deg. W, 53.63'                                 

5" Elm - S 89 deg. W, 85.04'    
262724
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14 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 219.1'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 28

14 48-25 SW
iron pipe shown as found by J. 

Halverson - no ties
? 11 tracts surveyed in G.L. 3,  Sec. 22 T48-R25

Auditor's 

Bk 8       

21-36

14 48-25 SW
iron monument shown as found by 

T.J. Fulton
1994

survey of 4 Parcels in Gov't Lot 1 of Section 

22, T48-R25

Auditors              

Bk. 8,   

21-36

14 48-25 SW
1/2" capped rebar set on c/l E-W road 

18.45' W of c/l N-S road by T. Betley
1992

Power Pole - N 68 deg. E, 71.45'                         

15" Ash - S 55 deg. E, 77.50'                               

Power Pole - S 55 deg. W, 74.53'   

282726

14 48-25 SW
iron pipe shown as found by J. 

Halverson - no ties
1966 2 tracts surveyed in G.L. 6,  Sec. 15 T48-R25

Auditor's 

Bk 8       

13-20

14 48-25 SW
iron monument shown as found by J. 

Halverson
1966

survey of 2 Tracts in Gov't Lot 6 of Section 15, 

T48-R25

Auditors              

Bk. 8,   

13-20

14 48-25 SW
Set 1” iron and took new ties by Bill 

Voigt, Private Surveyor
1965

Spk in Power pole - N 45 deg. E, 57.62'               

Spk in 8” Elm – S 45 deg. E, 76.8'                         

Top Tele. Cable marker – S 45 deg. W, 43.2'   

Book V-

22  Page 

20

14 48-25 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

15” Aspen - N 71 deg. W, 16.0'                             

12” Aspen – N 24 deg. E, 10.0'                              

7” Spruce – S 72 deg. W, 9.0' 

Book CH-

5  Page 

28

14 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

15" Aspen - N 71 deg. W, 10.6'                                    

12" Aspen - N 24 deg. E, 10.6'                                           

16" Aspen - S 23 deg. E, 6.6'                                 

7" Spruce - S 72 deg. W, 4.6' 

GLO BK 

2, P 37

14 48-25 W 1/4

1" capped pipe found 15' W of c/l N-S 

road on S edge driveway to the W by 

T. Betley

1992

12" R. Oak - N 79 deg. E, 96.19'                           

20" R. Oak - S 82 deg. W, 55.19'                          

9" Aspen - N 48 deg. W, 78.00'   

282727

14 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 35 deg. W, 19.1'                                    

16" White Birch - S 25 deg. E, 29.0'                                           

GLO BK 

2, P 39

14 48-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1930

Survey of S line of Section                           

Distance and angles stated

Book 1, 

Page 449

14 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on S side of Jenkins Lake to E ¼ Cor.                

Distance, Bearings and Mag. Var. shown 

Book 1, 

Page 293

14 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 14                                     

Distance and Mag. Var. shown 

Book 1, 

Page 157

15 48-25  
Subdivision of Section by Don Mellem, 

County Surveyor 
1960

Complete subd.w/Coord.                                  

Bearings and Distances shown

Book 1, 

Page 524

15 48-25 E 1/4

1" capped pipe found 15' W of c/l N-S 

road on S edge driveway to the W by 

T. Betley

1992

12" R. Oak - N 79 deg. E, 96.19'                           

20" R. Oak - S 82 deg. W, 55.19'                          

9" Aspen - N 48 deg. W, 78.00'                  

282727

15 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 35 deg. W, 19.1'                                    

16" White Birch - S 25 deg. E, 29.0'                                           

GLO BK 

2, P 39

15 48-25 M.C.

M.C. #15 is on E. line NE 1/4 Sec. 15 

and is a 1/2" capped rebar set 13' S. 

of Jenkins Lake by T. Betley

1992
10" Birch - S 83 deg. E, 30.08'                             

16" Birch - N 70 deg. W, 5.82'                                
282729

15 48-25 M.C.

M.C is on E line NE 1/4, on S side 

Jenkins Lake - 1419.0' N of W1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" White Pine - S 65 deg. W, 13.2'                                                      

12" Spruce - S 65 deg. E, 26.4'                                                   

GLO BK 

2, P 39

15 48-25 M.C.

M.C. is on S line SE 1/4, on SE side 

Wilkins Lake - 1023.0' W of SE Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Spruce - S 59 deg. W, 3.3'                                    

4" Spruce - N 80 deg. E, 4.0'                                           

GLO BK 

2, P 48

15 48-25 M.C.

M.C. is on W line SW 1/4, on N side 

Wilkins Lake - 627.0' S of W1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Pine - N 48 deg. E, 15.8'                                    

18" White Pine - S 66 deg. W, 13.9'                                           

GLO BK 

2, P 49
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15 48-25 M.C.

M.C is on N line NE 1/4, on W side 

Jenkins Lake - 1188.0' W of NE Cor. - 

marked a 10" Aspen for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
10" Aspen - N 45 deg. E, 17.2'                                    

30" White Pine - S 84 deg. W, 15.2'                                           

GLO BK 

2, P 50

15 48-25 N 1/4

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 449

15 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - N 84 deg. E, 6.6'                                    

10" Aspen - S 35 deg. W, 17.8'                                           

GLO BK 

2, P 50

15 48-25 NE

Corner falls in Jenkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Jenkins Lake                              

No ties taken            

GLO BK 

2, P 39

15 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 27 deg. E, 30.4'                                    

3" Spruce - N 78 deg. W, 17.8'                                           

GLO BK 

2, P 49

15 48-25 S 1/4

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 48

15 48-25 SE
iron pipe shown as found by J. 

Halverson - no ties
? 11 tracts surveyed in G.L. 3,  Sec. 22 T48-R25

Auditor's 

Bk 8       

21-36

15 48-25 SE
iron monument shown as found by 

T.J. Fulton
1994

survey of 4 Parcels in Gov't Lot 1 of Section 

22, T48-R25

Auditors              

Bk. 8,   

21-36

15 48-25 SE
1/2" capped rebar set on c/l E-W road 

18.45' W of c/l N-S road by T. Betley
1992

Power Pole - N 68 deg. E, 71.45'                        

15" Ash - S 55 deg. E, 77.50'                               

Power Pole - S 55 deg. W, 74.53'     

282726

15 48-25 SE
iron pipe shown as found by J. 

Halverson - no ties
1966 2 tracts surveyed in G.L. 6,  Sec. 15 T48-R25

Auditor's 

Bk 8       

13-20

15 48-25 SE
iron monument shown as found by J. 

Halverson
1966

survey of 2 Tracts in Gov't Lot 6 of Section 15, 

T48-R25

Auditors              

Bk. 8,   

13-20

15 48-25 SE
Set 1” iron and took new ties by Bill 

Voigt, Private Surveyor
1965

Spk in Power pole - N 45 deg. E, 57.62'                  

Spk in 8” Elm – S 45 deg. E, 76.8'                         

Top Tele. Cable marker – S 45 deg. W, 43.2'   

Book V-

22  Page 

20

15 48-25 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

15” Aspen - N 71 deg. W, 16.0'                               

12” Aspen – N 24 deg. E, 10.0'                              

7” Spruce – S 72 deg. W, 9.0' 

Book CH-

5  Page 

28

15 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

15" Aspen - N 71 deg. W, 10.6'                                    

12" Aspen - N 24 deg. E, 10.6'                                           

16" Aspen - S 23 deg. E, 6.6'                                 

7" Spruce - S 72 deg. W, 4.6' 

GLO BK 

2, P 37

15 48-25 SW

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 47

15 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - S 39 deg. W, 7.9'                                    

8" Tamarack - N 44 deg. E, 7.3'                                           

GLO BK 

2, P 49

15 48-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1930

Survey of N line of Section                           

Distance and angles stated

Book 1, 

Page 449

15 48-25
Survey of E-W ¼ line of Section by 

Fred Heuer, County Surveyor 
1921

Used M.C. To reset W ¼ Cor.                                

Distance and Mag. Var. shown 

Book 1, 

Page 339

15 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on E line of Section 15                                     

Distance and Mag. Var. shown 

Book 1, 

Page 157

16 48-25  
3 Tract Surveys in NE1/4 of Section 

by Don Mellem, County Surveyor 
1959

Is in G.L. 1 (E side of Gun Lake)                  

Bearings and Distances shown

Book 1, 

Page 523

16 48-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1927

Partial subd. - primarily S1/2                        

Distance and Mag. Var. shown

Book 1,  

Page 422

16 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - S 39 deg. W, 7.9'                                    

8" Tamarack - N 44 deg. E, 7.3'                                           

GLO BK 

2, P 49
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16 48-25 M.C.

M.C. #33 is on S. line SW 1/4 Sec. 16 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 25' E of Gun Lake 

by B. Shepperd

1987

DNR RP in 10" N. Pine - N 11 deg. W, 42.26'         

NE Cor. 8"x4" "I" beam - S 20 deg. E, 8.59'           

DNR RP in 9" N. Pine - N 47 deg. W, 21.14' 

250556

16 48-25 M.C.

M.C. is on E line SE 1/4, on N side 

Wilkins Lake - 627.0' S of E1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Pine - N 48 deg. E, 15.8'                                    

18" White Pine - S 66 deg. W, 13.9'                                           

GLO BK 

2, P 49

16 48-25 M.C.

M.C is on S line SE 1/4, on SW side 

Wilkins Lake - 2514.6' E of S1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, .S. Deputy 

Surveyor

1865
16" White Pine - N 46 deg. W, 28.4'                                    

10" Maple - S 30 deg. W, 10.6'                                           

GLO BK 

2, P 58

16 48-25 M.C.

M.C is on S line SW 1/4, on E side 

Gun Lake - 2385.2' W of S1/4 Cor. - 

marked a 16" Yellow Pine for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
12" White Pine - N 61 deg. E, 11.2'                                    

16" White Pine - S 30 deg. E, 10.6'                                           

GLO BK 

2, P 58

16 48-25 M.C.

M.C is on N line NE 1/4, on E side 

Gun Lake - 627.0' W of NE Cor. - 

marked a 4" Tamarack for corner as 

part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
4" Tamarack - S 86 deg. E, 14.5'                                    

4" Tamarack - S 44 deg. W, 13.2'                                           

GLO BK 

2, P 60

16 48-25 N 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 60

16 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 27 deg. E, 30.4'                                    

3" Spruce - N 78 deg. W, 17.8'                                           

GLO BK 

2, P 49

16 48-25 NW

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

16 48-25 S 1/4
iron monument shown as found by W. 

Buckler
1993

survey of dividing line in Gov't Lot 5 of Section 

16, T48-R25

Auditors              

Bk. 8,   

13-20

16 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Birch - N 41 deg. E, 6.6'                                    

14" Black Oak - S 64 deg. W, 4.6'                                           

GLO BK 

2, P 58

16 48-25 SE

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 47

16 48-25 SW

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 56

16 48-25 W 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

17 48-25 E 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

17 48-25 M.C.

M.C. #29 is on S. line SE 1/4 Sec. 17 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 197' W of top of 

bank of Gun Lake by B. Shepperd

1987

DNR RP in 5"& 2" Maple - N 18 deg. E, 21.82'       

DNR RP in transf. pole - S 86 deg. W, 15.2'          

3/4" iron pipe - S 89 deg. W, 48.15' 

250552
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17 48-25 M.C.

M.C. #31 is on S. line SW 1/4 Sec. 17 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 83' NW of c/l NE-

SW road by B. Shepperd

1987

DNR RP in Power Pole - N 48 deg. W, 11.88'     

"X" in 5'x3'x2' gray bldr. - S 89 deg. E, 73.18'         

DNR RP in FP - S 18 deg. E, 74.26'       

250554

17 48-25 M.C.

M.C. #30 is on S. line SE 1/4 Sec. 17 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 69' E of Gun Lake 

by B. Shepperd

1987

DNR RP in 11" Maple - N 08 deg. E, 27.25'           

DNR RP in meter pole - N 88 deg. E, 52.61'         

1" iron pipe - N 90 deg. W, 56.09' 

250551

17 48-25 M.C.

M.C is on S line SE 1/4, on W side 

Gun Lake - 1930.5' W of SE Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Birch - N 30 deg. W, 27.7'                                    

8" Spruce - S 70 deg. W, 52.8'                                           

GLO BK 

2, P 70

17 48-25 M.C.

M.C is on S line SE 1/4, on E side bay 

of Gun Lake - 2095.5' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
16" White Birch - N 84 deg. E, 31.0'                                    

6" Tamarack - S 45 deg. E, 13.9'                                           

GLO BK 

2, P 70

17 48-25 M.C.

M.C is on S line SW 1/4, on W side of 

Gun Lake - 1138.5' E of SW Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Tamarack - N 34 deg. W, 33.0'                                    

12" Tamarack - S 72 deg. W, 17.8'                                           

GLO BK 

2, P 70

17 48-25 M.C.

M.C is on N line NE 1/4, on W side of 

Gun Lake - 924.0' E of N1/4 Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Tamarack - S 71 deg. W, 52.8'                                    

5" Spruce - N 65 deg. W, 39.6'                                           

GLO BK 

2, P 72

17 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - N 20 deg. E, 4.6'                                    

4" Spruce - S 09 deg. E, 16.5'                                           

GLO BK 

2, P 72

17 48-25 NE

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 59

17 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 27 deg. W, 20.5'                                    

3" Tamarack - S 71 deg. E, 16.5'                                           

3" Tamarack - N 51 deg. E, 16.5'                                 

3" Tamarack - N 37 deg. W, 21.8' 

GLO BK 

2, P 72

17 48-25 S 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 70

17 48-25 SE

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 56

17 48-25 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 12' E of c/l N-S road and 

on line w/fence line to the W by B. 

Shepperd

1987

Nail in E end 36" CMP - N 36 deg. E, 17.03'           

Nail in W end 36" CMP - N 70 deg. W, 40.46'        

Ctr. Tele. Box - N 85 deg. W, 31.10'  

250555

17 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 70 deg. W, 8.6'                                    

6" Tamarack - N 58 deg. E, 6.6'                                           

5" Tamarack - S 34 deg. E, 5.3'                                 

10" Tamarack - N 46 deg. W, 30.4' 

GLO BK 

2, P 69

17 48-25 W 1/4
iron monument shown as set by T. 

Betley
1993

survey of 16 Tracts in Gov't Lots 1 & 2 of 

Section 17, T48-R25

Auditors              

Bk. 8,   

13-20

17 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 75 deg. W, 33.0'                                    

4" Tamarack - S 72 deg. E, 105.6'                                           

GLO BK 

2, P 71

18 48-25 E 1/4
iron monument shown as set by T. 

Betley
1993

survey of 16 Tracts in Gov't Lots 1 & 2 of 

Section 17, T48-R25

Auditors              

Bk. 8,   

13-20
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18 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 75 deg. W, 33.0'                                    

4" Tamarack - S 72 deg. E, 105.6'                                           

GLO BK 

2, P 71

18 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Dead White Pine - S 60 deg. E, 23.8'                                    

10" Spruce - N 36 deg. E, 24.4'                                           

GLO BK 

2, P 73

18 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 27 deg. W, 20.5'                                    

3" Tamarack - S 71 deg. E, 16.5'                                           

3" Tamarack - N 51 deg. E, 16.5'                                 

3" Tamarack - N 37 deg. W, 21.8' 

GLO BK 

2, P 72

18 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 71 deg. W, 35.0'                                    

4" Tamarack - S 15 deg. W, 54.8'                                           

3" Tamarack - S 71 deg. E, 12.5'                                 

3" Tamarack - N 47 deg. E, 24.4' 

GLO BK 

2, P 20

18 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 35 deg. W, 4.0'                                    

3" Tamarack - S 59 deg. E, 9.2'                                           

GLO BK 

2, P 71

18 48-25 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 12' E of c/l N-S road and 

on line w/fence line to the W by B. 

Shepperd

1987

Nail in E end 36" CMP - N 36 deg. E, 17.03'          

Nail in W end 36" CMP - N 70 deg. W, 40.46'       

Ctr. Tele. Box - N 85 deg. W, 31.10'       

250555

18 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 70 deg. W, 8.6'                                    

6" Tamarack - N 58 deg. E, 6.6'                                           

5" Tamarack - S 34 deg. E, 5.3'                                 

10" Tamarack - N 46 deg. W, 30.4' 

GLO BK 

2, P 69

18 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

20" White Pine - N 59 deg. W, 565.0'                                                                    

3" Tamarack - N 67 deg. E, 78.5'                           

No other trees available to use for ties

GLO BK 

2, P 19

18 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" White Pine - N 44 deg. W, 533.9'                           

No other trees available to use for ties

GLO BK 

2, P 20

19 48-25 E 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set 20' W of c/l N-S ditch and 

16' N of c/l ditch to W by B. Shepperd

1987

DNR RP in CFP - N 58 deg. W, 21.20'                   

RP in 4th FP N of CFP - N 20 deg. W, 51.72'       

N & D in N end 15" CMP - S 78 deg. W, 100'       

250550

19 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
5" Tamarack - N 85 deg. W, 4.0'                                    

5" Tamarack - S 88 deg. E, 11.2'                                           

GLO BK 

2, P 69

19 48-25 M.C.

M.C. #37 is on E. line SE 1/4 Sec. 19 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set in swamp 20' W of 

c/l ditch to N by B. Shepperd

1987
DNR RP in 7" J. Pine - N 84 deg. W, 51.8'            

DNR RP in 5" J. Pine - N 46 deg. W, 89.54'    
250553

19 48-25 M.C.

M.C is on S line SE 1/4, on W side 

French Lake - 1844.7' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
5" Tamarack - S 80 deg. W, 210.5'                                    

5" Tamarack - N 84 deg. W, 174.9'                                           

GLO BK 

2, P 68

19 48-25 M.C.

M.C is on E line SE 1/4, on W side 

French Lake - 924.0' S of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
3" Spruce - N 34 deg. E, 5.9'                                    

3" Spruce - S 45 deg. W, 12.5'                                           

GLO BK 

2, P 69

19 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 35 deg. W, 4.0'                                    

3" Tamarack - S 59 deg. E, 9.2'                                           

GLO BK 

2, P 71

19 48-25 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 12' E of c/l N-S road and 

on line w/fence line to the W by B. 

Shepperd

1987

Nail in E end 36" CMP - N 36 deg. E, 17.03'          

Nail in W end 36" CMP - N 70 deg. W, 40.46'     

Ctr. Tele. Box - N 85 deg. W, 31.10'       

250555

19 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 70 deg. W, 8.6'                                    

6" Tamarack - N 58 deg. E, 6.6'                                           

5" Tamarack - S 34 deg. E, 5.3'                                 

10" Tamarack - N 46 deg. W, 30.4' 

GLO BK 

2, P 69
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19 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

20" White Pine - N 59 deg. W, 565.0'                                                                    

3" Tamarack - N 67 deg. E, 78.5'                           

No other trees available to use for ties

GLO BK 

2, P 19

19 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 50 deg. E, 10.6'                                    

3" Tamarack - S 68 deg. E, 27.7'                                           

GLO BK 

2, P 68

19 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 81 deg. E, 44.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

19 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 60 deg. W, 9.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

20 48-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1922

Subdivision of NE1/4  of Section              

Distances and Mag. Var. shown

Book 1,  

Page 352

20 48-25 E 1/4

2 3/4" gear on axle shaft found in line 

with c/l road to E and 32' SW of c/l 

NW-SE road by B. Shepperd

1987

PK Nail in 6" Maple - N 44 deg. E, 78.06'             

RP in 6" Maple Clump - S 40 deg. W, 66.13'         

PK Nail in 13" Maple - N 14 deg. E, 82.60'       

250548

20 48-25 E 1/4
iron monument shown as found by T. 

Betley
1987

survey of 1 Tract in Gov't Lot 7 of Section 20, 

T48-R25

Auditors              

Bk. 8,   

13-20

20 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Linden - S 27 deg. W, 18.5'                                    

14" White Pine - S 68 deg. E, 31.7'                                           

GLO BK 

2, P 56

20 48-25 M.C.

M.C. #32 is on E. line NE 1/4 Sec. 20 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 35' SE of Gun 

Lake by B. Shepperd

1987

DNR RP in 11" N. Pine - N 01 deg. W, 40.81'       

NW Cor. pumphouse - S 25 deg. E, 3.17'               

DNR RP in 16" N. Pine - S 20 deg. W, 27.54'  

250557

20 48-25 M.C.

M.C. #30 is on N. line NE 1/4 Sec. 20 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 69' E of Gun Lake 

by B. Shepperd

1987

DNR RP in 11" Maple - N 08 deg. E, 27.25'          

DNR RP in meter pole - N 88 deg. E, 52.61'        

1" iron pipe - N 90 deg. W, 56.09'       

250551

20 48-25 M.C.

M.C. #29 is on N. line NE 1/4 Sec. 20 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 197' W of top of 

bank of Gun Lake by B. Shepperd

1987

DNR RP in 5"& 2" Maple - N 18 deg. E, 21.82'      

DNR RP in transf. pole - S 86 deg. W, 15.2'         

3/4" iron pipe - S 89 deg. W, 48.15'       

250552

20 48-25 M.C.

M.C. #37 is on W. line SW 1/4 Sec. 20 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set in swamp 20' W of 

c/l ditch to N by B. Shepperd

1987
DNR RP in 7" J. Pine - N 84 deg. W, 51.8'             

DNR RP in 5" J. Pine - N 46 deg. W, 89.54'                            
250553

20 48-25 M.C.

M.C. #31 is on N. line NW 1/4 Sec. 20 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 83' NW of c/l NE-

SW road by B. Shepperd

1987

DNR RP in Power Pole - N 48 deg. W, 11.88'      

"X" in 5'x3'x2' gray bldr. - S 89 deg. E, 73.18'       

DNR RP in FP - S 18 deg. E, 74.26'       

250554

20 48-25 M.C.

M.C. On S line SW 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1964
8” Ash - N 90 deg. E, 22.3'                                   

10 ” Norway Pine – S 15 deg. E, 35.6'                   

Book CH-

4  Page 

57

20 48-25 M.C.

M.C is on E line NE 1/4, on SE side 

Gun Lake - 2145.0' N of E1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" White Pine - S 18 deg. W, 26.4'                                    

14" White Pine - S 67 deg. E, 16.5'                                           

GLO BK 

2, P 56

20 48-25 M.C.

M.C is on S line SW 1/4, on E side 

French Lake - 825.0' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
18" White Pine - S 21 deg. E, 15.2'                                    

18" Yellow Pine - N 57 deg. E, 21.1'                                           

GLO BK 

2, P 67

20 48-25 M.C.

M.C is on W line SW 1/4, on W side 

French Lake - 924.0' S of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
3" Spruce - N 34 deg. E, 5.9'                                    

3" Spruce - S 45 deg. W, 12.5'                                           

GLO BK 

2, P 69

20 48-25 M.C.

M.C is on N line NE 1/4, on W side 

Gun Lake - 1930.5' W of NE Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Birch - N 30 deg. W, 27.7'                                    

8" Spruce - S 70 deg. W, 52.8'                                           

GLO BK 

2, P 70
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20 48-25 M.C.

M.C is on N line NE 1/4, on E side bay 

of Gun Lake - 2095.5' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
16" White Birch - N 84 deg. E, 31.0'                                    

6" Tamarack - S 45 deg. E, 13.9'                                           

GLO BK 

2, P 70

20 48-25 M.C.

M.C is on N line NW 1/4, on W side of 

Gun Lake - 1138.5' E of NW Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Tamarack - N 34 deg. W, 33.0'                                    

12" Tamarack - S 72 deg. W, 17.8'                                           

GLO BK 

2, P 70

20 48-25 N 1/4

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 70

20 48-25 NE

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 56

20 48-25 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 12' E of c/l N-S road and 

on line w/fence line to the W by B. 

Shepperd

1987

Nail in E end 36" CMP - N 36 deg. E, 17.03'           

Nail in W end 36" CMP - N 70 deg. W, 40.46'     

Ctr. Tele. Box - N 85 deg. W, 31.10'       

250555

20 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - S 70 deg. W, 8.6'                                    

6" Tamarack - N 58 deg. E, 6.6'                                           

5" Tamarack - S 34 deg. E, 5.3'                                 

10" Tamarack - N 46 deg. W, 30.4' 

GLO BK 

2, P 69

20 48-25 S 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.3' S of E-W fence line 

on E edge swamp by B. Shepperd

1987
"X" in 2.5'x1.5'x0.4' tan rock - N 0 deg. E, 6.2'       

"X" in 2'x2'x0.8' gray rock - N 40 deg. W, 3.20'                                                                
250549

20 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Dbl Aspen - N 71 deg. W, 17.2'                                    

10" White Birch - S 78 deg. W, 39.6'                                           

GLO BK 

2, P 67

20 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Spruce - N 53 deg. E, 37.6'                                    

6" Spruce - S 86 deg. E, 11.9'                                           

6" Tamarack - S 81 deg. W, 13.9'                                 

8" Tamarack - N 29 deg. W, 41.6' 

GLO BK 

2, P 55

20 48-25 W 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set 20' W of c/l N-S ditch and 

16' N of c/l ditch to W by B. Shepperd

1987

DNR RP in CFP - N 58 deg. W, 21.20'                    

RP in 4th FP N of CFP - N 20 deg. W, 51.72'        

N & D in N end 15" CMP - S 78 deg. W, 100'  

250550

20 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
5" Tamarack - N 85 deg. W, 4.0'                                    

5" Tamarack - S 88 deg. E, 11.2'                                           

GLO BK 

2, P 69

21 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
13" Burr Oak - N 36 deg. W, 17.8'                                    

8" Burr Oak - S 11 deg. E, 7.9'                                           

GLO BK 

2, P 47

21 48-25 M.C.

M.C. #33 is on N. line NW 1/4 Sec. 21 

and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 25' E of Gun Lake 

by B. Shepperd

1987

DNR RP in 10" N. Pine - N 11 deg. W, 42.26'       

NE Cor. 8"x4" "I" beam - S 20 deg. E, 8.59'        

DNR RP in 9" N. Pine - N 47 deg. W, 21.14'       

250556

21 48-25 M.C.

M.C. #32 is on W. line NW 1/4 Sec. 

21 and is a 1 1/4" sq. tube w/"DNR 

Survey Marker" set 35' SE of Gun 

Lake by B. Shepperd

1987

DNR RP in 11" N. Pine - N 01 deg. W, 40.81'      

NW Cor. pumphouse - S 25 deg. E, 3.17'             

DNR RP in 16" N. Pine - S 20 deg. W, 27.54'       

250557

21 48-25 M.C.

M.C is on E line SE 1/4, on S side 

Fleming Lake - 759.0' N of SE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Aspen - N 23 deg. W, 34.3'                                    

8" Aspen - N 05 deg. E, 31.0'                                           

GLO BK 

2, P 47

21 48-25 M.C.

M.C is on E line SE 1/4, on NW side 

Fleming Lake - 1254.0' S of E1/4 Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 65 deg. W, 58.1'                                    

10" Aspen - S 28 deg. E, 51.5'                                           

GLO BK 

2, P 47
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21 48-25 M.C.

M.C is on E line NE 1/4, on SW side 

Wilkins Lake - 1831.5' N of E1/4 Cor. - 

marked a 6" Spruce for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
3" Spruce - S 26 deg. E, 7.9'                                    

4" Maple - N 85 deg. W, 17.8'                                           

GLO BK 

2, P 47

21 48-25 M.C.

M.C is on W line NW 1/4, on SE side 

Gun Lake - 2145.0' N of W1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" White Pine - S 18 deg. W, 26.4'                                    

14" White Pine - S 67 deg. E, 16.5'                                           

GLO BK 

2, P 56

21 48-25 M.C.

M.C is on N line NE 1/4, on SW side 

Wilkins Lake - 2514.6' E of N1/4 Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, .S. Deputy 

Surveyor

1865
16" White Pine - N 46 deg. W, 28.4'                                    

10" Maple - S 30 deg. W, 10.6'                                           

GLO BK 

2, P 58

21 48-25 M.C.

M.C is on N line NW 1/4, on E side 

Gun Lake - 2385.2' W of N1/4 Cor. - 

marked a 16" Yellow Pine for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
12" White Pine - N 61 deg. E, 11.2'                                    

16" White Pine - S 30 deg. E, 10.6'                                           

GLO BK 

2, P 58

21 48-25 N 1/4
iron monument shown as found by W. 

Buckler
1993

survey of dividing line in Gov't Lot 5 of Section 

16, T48-R25

Auditors              

Bk. 8,   

13-20

21 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" White Birch - N 41 deg. E, 6.6'                                    

14" Black Oak - S 64 deg. W, 4.6'                                           

GLO BK 

2, P 58

21 48-25 NE

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 47

21 48-25 NW

Corner falls in Gun Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Gun Lake                              No 

ties taken            

GLO BK 

2, P 56

21 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 24 deg. E, 6.6'                                    

8" Tamarack - S 16 deg. E, 4.0'                                           

GLO BK 

2, P 54

21 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Tamarack - N 38 deg. E, 3.3'                                    

10" Tamarack - S 12 deg. W, 13.9'                                           

10" Tamarack - N 64 deg. W, 9.9'                                 

6" Tamarack - S 78 deg. E, 9.9' 

GLO BK 

2, P 45

21 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Spruce - N 53 deg. E, 37.6'                                    

6" Spruce - S 86 deg. E, 11.9'                                           

6" Tamarack - S 81 deg. W, 13.9'                                 

8" Tamarack - N 29 deg. W, 41.6' 

GLO BK 

2, P 55

21 48-25 W 1/4

2 3/4" gear on axle shaft found in line 

with c/l road to E and 32' SW of c/l 

NW-SE road by B. Shepperd

1987

PK Nail in 6" Maple - N 44 deg. E, 78.06'              

RP in 6" Maple Clump - S 40 deg. W, 66.13'         

PK Nail in 13" Maple - N 14 deg. E, 82.60'       

250548

21 48-25 W 1/4
iron monument shown as found by T. 

Betley
1987

survey of 1 Tract in Gov't Lot 7 of Section 20, 

T48-R25

Auditors              

Bk. 8,   

13-20

21 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Linden - S 27 deg. W, 18.5'                                    

14" White Pine - S 68 deg. E, 31.7'                                           

GLO BK 

2, P 56

22 48-25 E 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

Aspen - N 56 deg. E, 16.0'                                  

Aspen – S 40 deg. W, 15.0' 

Bk CH-5  

Page 28

22 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
(?)" Aspen - N 56 deg. E, 10.6'                                    

(?)" Aspen - S 40 deg. W, 9.9'                                           

GLO BK 

2, P 37
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22 48-25 M.C.

M.C is on W line SW 1/4, on S side 

Fleming Lake - 759.0' N of SW Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Aspen - N 23 deg. W, 34.3'                                    

8" Aspen - N 05 deg. E, 31.0'                                           

GLO BK 

2, P 47

22 48-25 M.C.

M.C is on W line SW 1/4, on NW side 

Fleming Lake - 1254.0' S of W1/4 Cor. 

- wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 65 deg. W, 58.1'                                    

10" Aspen - S 28 deg. E, 51.5'                                           

GLO BK 

2, P 47

22 48-25 M.C.

M.C is on W line NW 1/4, on SW side 

Wilkins Lake - 1831.5' N of W1/4 Cor. - 

marked a 6" Spruce for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
3" Spruce - S 26 deg. E, 7.9'                                    

4" Maple - N 85 deg. W, 17.8'                                           

GLO BK 

2, P 47

22 48-25 M.C.

M.C. is on N line NE 1/4, on SE side 

Wilkins Lake - 1023.0' W of NE Cor. - 

set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Spruce - S 59 deg. W, 3.3'                                    

4" Spruce - N 80 deg. E, 4.0'                                           

GLO BK 

2, P 48

22 48-25 N 1/4

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 48

22 48-25 NE
iron pipe shown as found by J. 

Halverson - no ties
? 11 tracts surveyed in G.L. 3,  Sec. 22 T48-R25

Auditor's 

Bk 8       

21-36

22 48-25 NE
iron monument shown as found by 

T.J. Fulton
1994

survey of 4 Parcels in Gov't Lot 1 of Section 

22, T48-R25

Auditors              

Bk. 8,   

21-36

22 48-25 NE
1/2" capped rebar set on c/l E-W road 

18.45' W of c/l N-S road by T. Betley
1992

Power Pole - N 68 deg. E, 71.45'                           

15" Ash - S 55 deg. E, 77.50'                            

Power Pole - S 55 deg. W, 74.53'   

282726

22 48-25 NE
iron pipe shown as found by J. 

Halverson - no ties
1966 2 tracts surveyed in G.L. 6,  Sec. 15 T48-R25

Auditor's 

Bk 8       

13-20

22 48-25 NE
iron monument shown as found by J. 

Halverson
1966

survey of 2 Tracts in Gov't Lot 6 of Section 15, 

T48-R25

Auditors              

Bk. 8,   

13-20

22 48-25 NE
Set 1” iron and took new ties by Bill 

Voigt, Private Surveyor
1965

Spk in Power pole - N 45 deg. E, 57.62'                  

Spk in 8” Elm – S 45 deg. E, 76.8'                         

Top Tele. Cable marker – S 45 deg. W, 43.2'   

Book V-

22  Page 

20

22 48-25 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

15” Aspen - N 71 deg. W, 16.0'                               

12” Aspen – N 24 deg. E, 10.0'                              

7” Spruce – S 72 deg. W, 9.0' 

Book CH-

5  Page 

28

22 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

15" Aspen - N 71 deg. W, 10.6'                                    

12" Aspen - N 24 deg. E, 10.6'                                           

16" Aspen - S 23 deg. E, 6.6'                                 

7" Spruce - S 72 deg. W, 4.6' 

GLO BK 

2, P 37

22 48-25 NW

Corner falls in Wilkins Lake - no wood 

post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
Corner falls in Wilkins Lake                              

No ties taken            

GLO BK 

2, P 47

22 48-25 S 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

16” Aspen - N 41 deg. W, 18.0'                              

13” Aspen – S 68 deg. E, 42.0'   

Bk CH-5  

Page 28

22 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 41 deg. W, 11.9'                                    

13" Aspen - S 68 deg. E, 27.7'                                           

GLO BK 

2, P 46

22 48-25 SE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

14” Sugar Maple - S 09 deg. E, 12.0'                    

13” Cedar – S 70 deg. W, 5.0'                              

10” Spruce – North 09 deg. W, 20.0'

Book CH-

5  Page 

28

22 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Sugar Maple - S 09 deg. E, 7.9'                                    

13" White Cedar - S 70 deg. W, 3.3'                                           

10" Spruce - N 09 deg. W, 13.2'                                 

9" Spruce - N 49 deg. E, 17.8' 

GLO BK 

2, P 35

Page 563 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

22 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Tamarack - N 38 deg. E, 3.3'                                    

10" Tamarack - S 12 deg. W, 13.9'                                           

10" Tamarack - N 64 deg. W, 9.9'                                 

6" Tamarack - S 78 deg. E, 9.9' 

GLO BK 

2, P 45

22 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
13" Burr Oak - N 36 deg. W, 17.8'                                    

8" Burr Oak - S 11 deg. E, 7.9'                                           

GLO BK 

2, P 47

23 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - S 75 deg. W, 4.6'                                    

5" Tamarack - N 76 deg. E, 6.6'                                           

GLO BK 

2, P 28

23 48-25 N 1/4
1/2" capped rebar set on c/l E-W road 

at fence line to S by T. Betley
1992

7" Birch - N 38 deg. W, 13.77'                              

7" Poplar - S 30 deg. E, 36.69'                             

6" Maple - S 08 deg. E, 41.29'   

282728

23 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 52.8'                                    

No other trees near to use for ties                                        

GLO BK 

2, P 38

23 48-25 NE
1" capped pipe set on fence line to N 

at c/l roads from W and S by T. Betley
1992

7" Ash - S 21 deg. W, 53.63'                                

5" Elm - S 89 deg. W, 85.04'   
262724

23 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 219.1'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 28

23 48-25 NW
iron pipe shown as found by J. 

Halverson - no ties
? 11 tracts surveyed in G.L. 3,  Sec. 22 T48-R25

Auditor's 

Bk 8       

21-36

23 48-25 NW
iron monument shown as found by 

T.J. Fulton
1994

survey of 4 Parcels in Gov't Lot 1 of Section 

22, T48-R25

Auditors              

Bk. 8,   

21-36

23 48-25 NW
1/2" capped rebar set on c/l E-W road 

18.45' W of c/l N-S road by T. Betley
1992

Power Pole - N 68 deg. E, 71.45'                         

15" Ash - S 55 deg. E, 77.50'                              

Power Pole - S 55 deg. W, 74.53'   

282726

23 48-25 NW
iron pipe shown as found by J. 

Halverson - no ties
1966 2 tracts surveyed in G.L. 6,  Sec. 15 T48-R25

Auditor's 

Bk 8       

13-20

23 48-25 NW
iron monument shown as found by J. 

Halverson
1966

survey of 2 Tracts in Gov't Lot 6 of Section 15, 

T48-R25

Auditors              

Bk. 8,   

13-20

23 48-25 NW
Set 1” iron and took new ties by Bill 

Voigt, Private Surveyor
1965

Spk in Power pole - N 45 deg. E, 57.62'               

Spk in 8” Elm – S 45 deg. E, 76.8'                         

Top Tele. Cable marker – S 45 deg. W, 43.2'   

Book V-

22  Page 

20

23 48-25 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

15” Aspen - N 71 deg. W, 16.0'                               

12” Aspen – N 24 deg. E, 10.0'                              

7” Spruce – S 72 deg. W, 9.0' 

Book CH-

5  Page 

28

23 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

15" Aspen - N 71 deg. W, 10.6'                                    

12" Aspen - N 24 deg. E, 10.6'                                           

16" Aspen - S 23 deg. E, 6.6'                                 

7" Spruce - S 72 deg. W, 4.6' 

GLO BK 

2, P 37

23 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Pine - N 08 deg. W, 15.2'                                    

No other trees near to use for ties                                        

GLO BK 

2, P 36

23 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 08 deg. E, 3.3'                                    

7" Spruce - S 52 deg. W, 7.3'                                           

6" Spruce - S 12 deg. E, 7.3'                                 

10" Aspen - N 17 deg. W, 18.5' 

GLO BK 

2, P 26

23 48-25 SW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

14” Sugar Maple - S 09 deg. E, 12.0'                    

13” Cedar – S 70 deg. W, 5.0'                              

10” Spruce – North 09 deg. W, 20.0'

Book CH-

5  Page 

28

23 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Sugar Maple - S 09 deg. E, 7.9'                                    

13" White Cedar - S 70 deg. W, 3.3'                                           

10" Spruce - N 09 deg. W, 13.2'                                 

9" Spruce - N 49 deg. E, 17.8' 

GLO BK 

2, P 35

23 48-25 W 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

Aspen - N 56 deg. E, 16.0'                                  

Aspen – S 40 deg. W, 15.0' 

Bk CH-5  

Page 28
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23 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
(?)" Aspen - N 56 deg. E, 10.6'                                    

(?)" Aspen - S 40 deg. W, 9.9'                                           

GLO BK 

2, P 37

24 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 54 deg. E, 9.9'                                    

22" Yellow Pine - N 86 deg. W, 46.2'                                           

GLO BK 

2, P 8

24 48-25 N 1/4
1/2" capped rebar set in Alder swamp 

by T. Betley
1992

6" Tamarack - N 07 deg. E, 42.98'                        

8" Tamarack - S 31 deg. W, 58.78' 
282725

24 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No other trees near to use for ties                                  
GLO BK 

2, P 29

24 48-25 NE
7/8" capped iron shaft set on c/l N-S 

road by T. Betley
1990

5" Aspen - N 65 deg. E, 26.90'                               

5" Aspen - N 74 deg. W, 28.00' 
282683

24 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

12" Tamarack - N 69 deg. E, 26.4'                                    

6" White Birch - S 34 deg. E, 16.5'                                           

4" Spruce - S 19 deg. W, 44.2'                                 

16" Aspen - N 78 deg. W, 42.2' 

GLO BK 

2, P 9

24 48-25 NW
1" capped pipe set on fence line to N 

at c/l roads from W and S by T. Betley
1992

7" Ash - S 21 deg. W, 53.63'                                 

5" Elm - S 89 deg. W, 85.04' 
262724

24 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Aspen - S 03 deg. W, 219.1'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 28

24 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
10" Aspen - N 00 deg. E, 11.9'                                    

22" Aspen - S 61 deg. W, 21.1'                                           

GLO BK 

2, P 27

24 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 14 deg. W, 9.2'                                    

6" Dbl Maple - S 68 deg. E, 17.8'                                           

8" Black Oak - S 01 deg. W, 7.9'                                 

4" White Pine - S 01 deg. W, 7.9' 

GLO BK 

2, P 8

24 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 08 deg. E, 3.3'                                    

7" Spruce - S 52 deg. W, 7.3'                                           

6" Spruce - S 12 deg. E, 7.3'                                 

10" Aspen - N 17 deg. W, 18.5' 

GLO BK 

2, P 26

24 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - S 75 deg. W, 4.6'                                    

5" Tamarack - N 76 deg. E, 6.6'                                           

GLO BK 

2, P 28

25 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" White Birch - N 24 deg. W, 21.1'                                    

16" Aspen - S 16 deg. E, 9.2'                                           

GLO BK 

2, P 7

25 48-25 N 1/4
Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

1865
10" Aspen - N 00 deg. E, 11.9'                                    

22" Aspen - S 61 deg. W, 21.1'                                           

GLO BK 

2, P 27

25 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 14 deg. W, 9.2'                                    

6" Dbl Maple - S 68 deg. E, 17.8'                                           

8" Black Oak - S 01 deg. W, 7.9'                                 

4" White Pine - S 01 deg. W, 7.9' 

GLO BK 

2, P 8

25 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 08 deg. E, 3.3'                                    

7" Spruce - S 52 deg. W, 7.3'                                           

6" Spruce - S 12 deg. E, 7.3'                                 

10" Aspen - N 17 deg. W, 18.5' 

GLO BK 

2, P 26

25 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 63 deg. E, 25.1'                                    

3" Tamarack - S 35 deg. W, 21.1'                                           

GLO BK 

2, P 25

25 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 54 deg. E, 20.5'                                    

3" Tamarack - N 87 deg. W, 30.4'                             

No other ties listed              

GLO BK 

2, P 7

25 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Black Ash - N 62 deg. E, 14.5'                                    

6" Black Ash - S 22 deg. E, 19.1'                                           

6" Black Ash - N 18 deg. W, 17.2'                                 

12" Aspen - S 24 deg. W, 17.2' 

GLO BK 

2, P 24
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25 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 51 deg. W, 9.2'                                    

15" White Pine - N 81 deg. E, 15.8'                                           

GLO BK 

2, P 26

26 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 51 deg. W, 9.2'                                    

15" White Pine - N 81 deg. E, 15.8'                                           

GLO BK 

2, P 26

26 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Pine - N 08 deg. W, 15.2'                                    

No other trees near to use for ties                                        

GLO BK 

2, P 36

26 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 08 deg. E, 3.3'                                    

7" Spruce - S 52 deg. W, 7.3'                                           

6" Spruce - S 12 deg. E, 7.3'                                 

10" Aspen - N 17 deg. W, 18.5' 

GLO BK 

2, P 26

26 48-25 NW
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

14” Sugar Maple - S 09 deg. E, 12.0'                    

13” Cedar – S 70 deg. W, 5.0'                              

10” Spruce – North 09 deg. W, 20.0'

Book CH-

5  Page 

28

26 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Sugar Maple - S 09 deg. E, 7.9'                                    

13" White Cedar - S 70 deg. W, 3.3'                                           

10" Spruce - N 09 deg. W, 13.2'                                 

9" Spruce - N 49 deg. E, 17.8' 

GLO BK 

2, P 35

26 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Tamarack - S 59 deg. E, 23.8'                                    

11" Tamarack - N 37 deg. W, 52.8'                                           

GLO BK 

2, P 34

26 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Black Ash - N 62 deg. E, 14.5'                                    

6" Black Ash - S 22 deg. E, 19.1'                                           

6" Black Ash - N 18 deg. W, 17.2'                                 

12" Aspen - S 24 deg. W, 17.2' 

GLO BK 

2, P 24

26 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 57 deg. W, 4.0'                                    

6" Tamarack - S 70 deg. E, 9.2'                               

6" Tamarack - N 71 deg. E, 21.8'                                             

No other trees near to use for ties            

GLO BK 

2, P 33

26 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Maple - N 81 deg. E, 9.2'                                    

(?)" White Birch - N 22 deg. W, 5.3'                                           

GLO BK 

2, P 35

27 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Maple - N 81 deg. E, 9.2'                                    

(?)" White Birch - N 22 deg. W, 5.3'                                           

GLO BK 

2, P 35

27 48-25 N 1/4
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

16” Aspen - N 41 deg. W, 18.0'                              

13” Aspen – S 68 deg. E, 42.0'   

Bk CH-5  

Page 28

27 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" Aspen - N 41 deg. W, 11.9'                                    

13" Aspen - S 68 deg. E, 27.7'                                           

GLO BK 

2, P 46

27 48-25 NE
Took new ties to existing corner by 

Chas. Handschu, Private Surveyor
1957

14” Sugar Maple - S 09 deg. E, 12.0'                    

13” Cedar – S 70 deg. W, 5.0'                              

10” Spruce – North 09 deg. W, 20.0'

Book CH-

5  Page 

28

27 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Sugar Maple - S 09 deg. E, 7.9'                                    

13" White Cedar - S 70 deg. W, 3.3'                                           

10" Spruce - N 09 deg. W, 13.2'                                 

9" Spruce - N 49 deg. E, 17.8' 

GLO BK 

2, P 35

27 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Tamarack - N 38 deg. E, 3.3'                                    

10" Tamarack - S 12 deg. W, 13.9'                                           

10" Tamarack - N 64 deg. W, 9.9'                                 

6" Tamarack - S 78 deg. E, 9.9' 

GLO BK 

2, P 45

27 48-25 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 388

27 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12” Tamarack – S 59 deg. E, 25.1'                                       

11” Tamarack – N 37 deg. W, 5.3'                                       

GLO BK 

2, P 45

27 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 57 deg. W, 4.0'                                    

6" Tamarack - S 70 deg. E, 9.2'                               

6" Tamarack - N 71 deg. E, 21.8'                                             

No other trees near to use for ties            

GLO BK 

2, P 33

27 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Birch - N 14 deg. E, 17.2'                                    

7" Birch - S 35 deg. W, 18.5'                                           

10" Spruce - S 73 deg. E, 14.5'                                 

12" Tamarack - N 45 deg. W, 19.1' 

GLO BK 

2, P 44
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27 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
20" Aspen - N 54 deg. E, 19.8'                                    

20" White Pine - N 37 deg. W, 7.9'                                           

GLO BK 

2, P 45

28 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
20" Aspen - N 54 deg. E, 19.8'                                    

20" White Pine - N 37 deg. W, 7.9'                                           

GLO BK 

2, P 45

28 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 24 deg. E, 6.6'                                    

8" Tamarack - S 16 deg. E, 4.0'                                           

GLO BK 

2, P 54

28 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Tamarack - N 38 deg. E, 3.3'                                    

10" Tamarack - S 12 deg. W, 13.9'                                           

10" Tamarack - N 64 deg. W, 9.9'                                 

6" Tamarack - S 78 deg. E, 9.9' 

GLO BK 

2, P 45

28 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Spruce - N 53 deg. E, 37.6'                                    

6" Spruce - S 86 deg. E, 11.9'                                           

6" Tamarack - S 81 deg. W, 13.9'                                 

8" Tamarack - N 29 deg. W, 41.6' 

GLO BK 

2, P 55

28 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - S 78 deg. E, 19.8'                                    

6" Tamarack - N 11 deg. W, 29.7'                                           

GLO BK 

2, P 54

28 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Birch - N 14 deg. E, 17.2'                                    

7" Birch - S 35 deg. W, 18.5'                                           

10" Spruce - S 73 deg. E, 14.5'                                 

12" Tamarack - N 45 deg. W, 19.1' 

GLO BK 

2, P 44

28 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Tamarack - S 43 deg. W, 51.5'                                    

8" Tamarack - S 03 deg. E, 58.1'                                   

No other trees near to use for ties        

GLO BK 

2, P 53

28 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Spruce - N 64 deg. E, 32.3'                                    

4" Spruce - N 79 deg. W, 17.2'                                           

GLO BK 

2, P 54

29 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Spruce - N 64 deg. E, 32.3'                                    

4" Spruce - N 79 deg. W, 17.2'                                           

GLO BK 

2, P 54

29 48-25 M.C.

M.C. #35 is on W line NW 1/4 Sec. 29 

and is a 1 1/2" pipe found S of French 

Lake by B. Shepperd

1987

DNR RP in 6" Poplar - S 87 deg. E, 66.48'            

DNR RP in 6" Birch - S 40 deg. W, 64.64'             

DNR RP in 11" Elm - S 60 deg. W, 44.70'       

250558

29 48-25 M.C.

M.C. On N line NW 1/4- took new ties 

to existing corner by Chas. Handschu, 

Private Surveyor

1964
8” Ash - N 90 deg. E, 22.3'                                   

10 ” Norway Pine – S 15 deg. E, 35.6'                   

Book CH-

4  Page 

57

29 48-25 M.C.

M.C is on W line NW 1/4, on SW side 

French Lake - 1848.0' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
5" White Cedar - S 22 deg. W, 25.7'                                    

10" Tamarack - S 52 deg. E, 10.6'                                           

GLO BK 

2, P 66

29 48-25 M.C.

M.C is on N line NW 1/4, on E side 

French Lake - 825.0' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
18" White Pine - S 21 deg. E, 15.2'                                    

18" Yellow Pine - N 57 deg. E, 21.1'                                           

GLO BK 

2, P 67

29 48-25 N 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.3' S of E-W fence line 

on E edge swamp by B. Shepperd

1987
"X" in 2.5'x1.5'x0.4' tan rock - N 0 deg. E, 6.2'       

"X" in 2'x2'x0.8' gray rock - N 40 deg. W, 3.20'  
250549

29 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Dbl Aspen - N 71 deg. W, 17.2'                                    

10" White Birch - S 78 deg. W, 39.6'                                           

GLO BK 

2, P 67

29 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Spruce - N 53 deg. E, 37.6'                                    

6" Spruce - S 86 deg. E, 11.9'                                           

6" Tamarack - S 81 deg. W, 13.9'                                 

8" Tamarack - N 29 deg. W, 41.6' 

GLO BK 

2, P 55

29 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 09 deg. W, 5.9'                                    

6" Tamarack - S 69 deg. W, 30.4'                                           

GLO BK 

2, P 64
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29 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Tamarack - S 43 deg. W, 51.5'                                    

8" Tamarack - S 03 deg. E, 58.1'                                   

No other trees near to use for ties        

GLO BK 

2, P 53

29 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

(?)" White Pine - N 75 deg. E, 18.5'                                    

(?)" White Birch - S 78 deg. E, 35.6'                                           

(?)" White Birch - N 22 deg. W, 17.2'                                 

(?)" White Birch - S 22 deg. E, 13.2' 

GLO BK 

2, P 63

29 48-25 W 1/4
7/8" iron pipe found 52.3' W of N-S 

fence line by B. Shepperd
1979

DNR RP in 5" Birch - N 88 deg. E, 34.16'             

DNR RP in 11" R. Oak - S 75 deg. E, 32.13'         

DNR RP in Tw. 8" Oak - N 38 deg. E, 47.21'       

250547

29 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 30 deg. W, 13.2'                                    

4" Spruce - N 84 deg. W, 5.9'                                           

GLO BK 

2, P 66

30 48-25 E 1/4
7/8" iron pipe found 52.3' W of N-S 

fence line by B. Shepperd
1979

DNR RP in 5" Birch - N 88 deg. E, 34.16'             

DNR RP in 11" R. Oak - S 75 deg. E, 32.13'          

DNR RP in Tw. 8" Oak - N 38 deg. E, 47.21'       

250547

30 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Spruce - S 30 deg. W, 13.2'                                    

4" Spruce - N 84 deg. W, 5.9'                                           

GLO BK 

2, P 66

30 48-25 M.C.

M.C. #35 is on E line NE 1/4 Sec. 30 

and is a 1 1/2" pipe found S of French 

Lake by B. Shepperd

1987

DNR RP in 6" Poplar - S 87 deg. E, 66.48'            

DNR RP in 6" Birch - S 40 deg. W, 64.64'             

DNR RP in 11" Elm - S 60 deg. W, 44.70'       

250558

30 48-25 M.C.

M.C is on E line NE 1/4, on SW side 

French Lake - 1848.0' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
5" White Cedar - S 22 deg. W, 25.7'                                    

10" Tamarack - S 52 deg. E, 10.6'                                           

GLO BK 

2, P 66

30 48-25 M.C.

M.C is on N line NE 1/4, on W side 

French Lake - 1844.7' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
5" Tamarack - S 80 deg. W, 210.5'                                    

5" Tamarack - N 84 deg. W, 174.9'                                           

GLO BK 

2, P 68

30 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 50 deg. E, 10.6'                                    

3" Tamarack - S 68 deg. E, 27.7'                                           

GLO BK 

2, P 68

30 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 81 deg. E, 44.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

30 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
15" Dead Tamarack - N 21 deg. E, 6.6'                                    

12" Tamarack - S 54 deg. W, 4.0'                                           

GLO BK 

2, P 65

30 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

(?)" White Pine - N 75 deg. E, 18.5'                                    

(?)" White Birch - S 78 deg. E, 35.6'                                           

(?)" White Birch - N 22 deg. W, 17.2'                                 

(?)" White Birch - S 22 deg. E, 13.2' 

GLO BK 

2, P 63

30 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 12 deg. W, 9.9'                                    

6" Tamarack - N 63 deg. E, 6.6'                                           

6" Tamarack - S 44 deg. E, 10.6'                                 

6" Tamarack - S 50 deg. W, 5.9' 

GLO BK 

2, P 18

30 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 75 deg. W, 10.6'                           

No trees available to use for ties

GLO BK 

2, P 18

31 48-25  
Road Survey in Section by F.J. 

O'Hara, County Surveyor 
1909

Runs thru entire Section                                  

Bearings and Distances stated

Book 2, 

Page 13

31 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 77 deg. W, 3.3'                                    

8" Tamarack - N 42 deg. E, 12.5'                                           

GLO BK 

2, P 63

31 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
15" Dead Tamarack - N 21 deg. E, 6.6'                                    

12" Tamarack - S 54 deg. W, 4.0'                                           

GLO BK 

2, P 65

31 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

(?)" White Pine - N 75 deg. E, 18.5'                                    

(?)" White Birch - S 78 deg. E, 35.6'                                           

(?)" White Birch - N 22 deg. W, 17.2'                                 

(?)" White Birch - S 22 deg. E, 13.2' 

GLO BK 

2, P 63
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31 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 12 deg. W, 9.9'                                    

6" Tamarack - N 63 deg. E, 6.6'                                           

6" Tamarack - S 44 deg. E, 10.6'                                 

6" Tamarack - S 50 deg. W, 5.9' 

GLO BK 

2, P 18

31 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
9" White Pine - N 23 deg. E, 12.5'                                    

7" Tamarack - N 51 deg. W, 18.5'                                           

GLO BK 

2, P 6

31 48-25 SE
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1920 8” Spruce – S 00 deg E, 12.7'

Book 1, 

Page 307

31 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
10" Tamarack - N 43 deg. E, 4.6'                                    

9" Elm - N 61 deg. W, 30.4'                                           

GLO BK 

2, P 5

31 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
32" Swamp Oak - N 86 deg. E, 25.1'                                    

26" White Oak - N 75 deg. W, 7.9'                                           

GLO BK 

2, P 6

31 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees available to use for ties
GLO BK 

2, P 18

32 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Tamarack - N 70 deg. W, 5.9'                                    

18" Tamarack - N 84 deg. E, 26.4'                                           

GLO BK 

2, P 53

32 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 09 deg. W, 5.9'                                    

6" Tamarack - S 69 deg. W, 30.4'                                           

GLO BK 

2, P 64

32 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Tamarack - S 43 deg. W, 51.5'                                    

8" Tamarack - S 03 deg. E, 58.1'                                   

No other trees near to use for ties        

GLO BK 

2, P 53

32 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

(?)" White Pine - N 75 deg. E, 18.5'                                    

(?)" White Birch - S 78 deg. E, 35.6'                                           

(?)" White Birch - N 22 deg. W, 17.2'                                 

(?)" White Birch - S 22 deg. E, 13.2' 

GLO BK 

2, P 63

32 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
12" Tamarack - N 67 deg. E, 23.8'                                    

10" Tamarack - N 77 deg. W, 37.6'                                           

GLO BK 

2, P 5

32 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
7" Elm - N 74 deg. E, 9.2'                                    

14" Aspen - N 11 deg. W, 4.7'                                           

GLO BK 

2, P 4

32 48-25 SW
Took new tie to inp. Cor. By Fred 

Heuer, County Surveyor
1920 8” Spruce – S 00 deg E, 12.7'

Book 1, 

Page 307

32 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
10" Tamarack - N 43 deg. E, 4.6'                                    

9" Elm - N 61 deg. W, 30.4'                                           

GLO BK 

2, P 5

32 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 77 deg. W, 3.3'                                    

8" Tamarack - N 42 deg. E, 12.5'                                           

GLO BK 

2, P 63

32 48-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on E-W 1/4 line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 140

33 48-25 E 1/4

Set 1 ¼”' pipe in ctr. Road – no trees 

for ties, by Fred Heuer, County 

Surveyor

1920
Removed rock that was corner                            

Distance and Mag. Var. shown 

Book 1, 

Page 300

33 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Birch - N 68 deg. E, 5.9'                                    

9" White Birch - N 76 deg. W, 7.9'                                           

GLO BK 

2, P 43

33 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - S 78 deg. E, 19.8'                                    

6" Tamarack - N 11 deg. W, 29.7'                                           

GLO BK 

2, P 54

33 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Birch - N 14 deg. E, 17.2'                                    

7" Birch - S 35 deg. W, 18.5'                                           

10" Spruce - S 73 deg. E, 14.5'                                 

12" Tamarack - N 45 deg. W, 19.1' 

GLO BK 

2, P 44

33 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

8" Tamarack - S 43 deg. W, 51.5'                                    

8" Tamarack - S 03 deg. E, 58.1'                                   

No other trees near to use for ties        

GLO BK 

2, P 53

33 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
4" Spruce - N 28 deg. E, 7.3'                                    

6" Spruce - N 68 deg. W, 7.9'                                           

GLO BK 

2, P 4
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33 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
12" White Birch - N 15 deg. E, 25.7'                                    

7" White Birch - N 47 deg. W, 19.1'                                           

GLO BK 

2, P 3

33 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
7" Elm - N 74 deg. E, 9.2'                                    

14" Aspen - N 11 deg. W, 4.7'                                           

GLO BK 

2, P 4

33 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Tamarack - N 70 deg. W, 5.9'                                    

18" Tamarack - N 84 deg. E, 26.4'                                           

GLO BK 

2, P 53

33 48-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is on E-W ¼ line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 300

34 48-25 E 1/4

12" Tamarack used for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
10" White Birch - N 69 deg. W, 4.0'                                    

12" White Birch - N 85 deg. E, 9.2'                                           

GLO BK 

2, P 33

34 48-25 N 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 388

34 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12” Tamarack – S 59 deg. E, 25.1'                                       

11” Tamarack – N 37 deg. W, 5.3'                                       

GLO BK 

2, P 45

34 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 57 deg. W, 4.0'                                    

6" Tamarack - S 70 deg. E, 9.2'                               

6" Tamarack - N 71 deg. E, 21.8'                                             

No other trees near to use for ties            

GLO BK 

2, P 33

34 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

10" Birch - N 14 deg. E, 17.2'                                    

7" Birch - S 35 deg. W, 18.5'                                           

10" Spruce - S 73 deg. E, 14.5'                                 

12" Tamarack - N 45 deg. W, 19.1' 

GLO BK 

2, P 44

34 48-25 S 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

10” Elm – N 45 deg. W, 37.7'                                 

12” Birch – S 00 deg. E, 49.9'

Book 1, 

Page 388

34 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
6" White Pine - N 70 deg. E, 15.2'                                    

10" White Pine - N 03 deg. W, 15.2'                                           

GLO BK 

2, P 3

34 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
18" Burr Oak - N 33 deg. E, 11.9'                                    

8" Maple - N 62 deg. W, 19.8'                                           

GLO BK 

2, P 2

34 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
12" White Birch - N 15 deg. E, 25.7'                                    

7" White Birch - N 47 deg. W, 19.1'                                           

GLO BK 

2, P 3

34 48-25 W 1/4

Set 1 ¼”' pipe in ctr. Road – no trees 

for ties, by Fred Heuer, County 

Surveyor

1920
Removed rock that was corner                            

Distance and Mag. Var. shown 

Book 1, 

Page 300

34 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" White Birch - N 68 deg. E, 5.9'                                    

9" White Birch - N 76 deg. W, 7.9'                                           

GLO BK 

2, P 43

34 48-25

Survey of N-S and E-W qtr lines of 

Section by Glen Bickley, County 

Surveyor 

1923
Replaced cors. With iron mon. and took ties         

Only Distances shown 

Book 1, 

Page 388

35 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - S 85 deg. W, 17.2'                                    

6" Tamarack - N 61 deg. E, 8.6'                                           

GLO BK 

2, P 24

35 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Tamarack - S 59 deg. E, 23.8'                                    

11" Tamarack - N 37 deg. W, 52.8'                                           

GLO BK 

2, P 34

35 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Black Ash - N 62 deg. E, 14.5'                                    

6" Black Ash - S 22 deg. E, 19.1'                                           

6" Black Ash - N 18 deg. W, 17.2'                                 

12" Aspen - S 24 deg. W, 17.2' 

GLO BK 

2, P 24

35 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 57 deg. W, 4.0'                                    

6" Tamarack - S 70 deg. E, 9.2'                               

6" Tamarack - N 71 deg. E, 21.8'                                             

No other trees near to use for ties            

GLO BK 

2, P 33

35 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
28" White Pine - N 68 deg. E, 14.5'                                    

12" Elm - N 53 deg. W, 14.5'                                           

GLO BK 

2, P 2

35 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
4" Tamarack - N 05 deg. E, 9.9'                                    

4" Tamarack - N 57 deg. W, 15.8'                                           

GLO BK 

2, P 1

Page 570 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

35 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
18" Burr Oak - N 33 deg. E, 11.9'                                    

8" Maple - N 62 deg. W, 19.8'                                           

GLO BK 

2, P 2

35 48-25 W 1/4

12" Tamarack used for corner as part 

of original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1865
10" White Birch - N 69 deg. W, 4.0'                                    

12" White Birch - N 85 deg. E, 9.2'                                           

GLO BK 

2, P 33

36 48-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 42 deg. W, 33.7'                                    

4" Tamarack - S 15 deg. E, 17.2'                                           

GLO BK 

2, P 7

36 48-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 63 deg. E, 25.1'                                    

3" Tamarack - S 35 deg. W, 21.1'                                           

GLO BK 

2, P 25

36 48-25 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

3" Tamarack - N 54 deg. E, 20.5'                                    

3" Tamarack - N 87 deg. W, 30.4'                             

No other ties listed              

GLO BK 

2, P 7

36 48-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Black Ash - N 62 deg. E, 14.5'                                    

6" Black Ash - S 22 deg. E, 19.1'                                           

6" Black Ash - N 18 deg. W, 17.2'                                 

12" Aspen - S 24 deg. W, 17.2' 

GLO BK 

2, P 24

36 48-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
4" Tamarack - N 64 deg. E, 15.2'                                    

6" Tamarack - N 23 deg. W, 32.3'                                           

GLO BK 

2, P 1

36 48-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
9" White Birch - N 32 deg. E, 38.9'                                    

15" Aspen - N 58 deg. W, 25.1'                                           

GLO BK 

2, P 1

36 48-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
4" Tamarack - N 05 deg. E, 9.9'                                    

4" Tamarack - N 57 deg. W, 15.8'                                           

GLO BK 

2, P 1

36 48-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - S 85 deg. W, 17.2'                                    

6" Tamarack - N 61 deg. E, 8.6'                                           

GLO BK 

2, P 24

1 48-26 E 1/4
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

14” Elm – N 45 deg. E, 12.5'                                 

8” Basswood – N 45 deg. W, 4.6'  

Book 1, 

Page 382

1 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Elm - N 47 deg. E, 5.9'                                                                    

23" Elm - N 22 deg. W, 21.8'                           

GLO BK 

2, P 22

1 48-26 M.C

Iron mon. set at M.C. On E line NE1/4-

NE1/4 by Glen Bickley, County 

Surveyor

1923  No new ties taken
Book 1, 

Page 382

1 48-26 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River - 30.4' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
8" Aspen - N 38 deg. E, 14.5'                                                      

8" Elm - S 31 deg. W, 18.5'                                                             

GLO BK 

1, P 14

1 48-26 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 253.4' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Linden - N 07 deg. E, 52.1'                                                      

8" Linden - S 31 deg. W, 55.4'                                                             

GLO BK 

1, P 14

1 48-26 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 303.6' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
30" Elm - N 66 deg. E, 10.6'                                                      

8" Ironwood - S 19 deg. E, 37.6'                                                             

GLO BK 

1, P 14

1 48-26 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River - 531.3' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 50 deg. W, 15.2'                                                      

18" Elm - S 44 deg. E, 11.9'                                                             

GLO BK 

1, P 14
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1 48-26 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 363.0' E of N1/4 

Cor. - 6" White Oak used for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865
12" Spruce - N 14 deg. E, 26.4'                                                      

10" Spruce - S 43 deg. E, 18.5'                                                             

GLO BK 

1, P 15

1 48-26 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 138.6' E of N1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Oak - N 10 deg. W, 17.2'                                                      

6" Yellow Birch - S 16 deg. W, 62.7'                                                             

GLO BK 

1, P 15

1 48-26 M.C.

M.C is on W line SW 1/4, on E side of 

Mississippi River -1600.5' N of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
8" Linden - S 42 deg. W, 14.5'                                                      

18" Linden - S 38 deg. E, 29.0'                                                             

GLO BK 

1, P 31

1 48-26 M.C.

M.C is on E line NE 1/4, on S side 

Mississippi River - 316.8' N of E 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - S 35 deg. E, 19.8'                                                      

12" Spruce - S 84 deg. W, 33.0'                                                   

GLO BK 

2, P 22

1 48-26 M.C.

M.C is on E line NE 1/4, on N side 

Mississippi River - 607.2' N of E 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Black Ash - N 09 deg. E, 62.0'                                                      

16" Elm - N 51 deg. W, 47.5'                                                   

GLO BK 

2, P 22

1 48-26 M.C.

M.C is on E line NE 1/4, on S side 

Mississippi River - 1927.2' N of E 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
12" Elm - N 65 deg. W, 4.0'                                                      

12" Maple - S 03 deg. E, 54.8'                                                   

GLO BK 

2, P 22

1 48-26 M.C.

M.C is on E line NE 1/4, on N side 

Mississippi River - 69.3' S of NE Cor. - 

wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 46 deg. E, 31.7'                                                      

36" Dbl Elm - N 41 deg. W, 21.8'                                                   

GLO BK 

2, P 22

1 48-26 M.C.

M.C is on W line SW 1/4, on W side of 

Mississippi River - 1927.9' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" Elm - N 16 deg. E, 67.3'                                                      

28" Elm - N 69 deg. W, 68.0'                                                             

GLO BK 

1, P 61

1 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees given for ties
GLO BK 

1, P 15

1 48-26 NE
New post set 3' South of actual corner 

by Fred Heuer, County Surveyor
1922

16” Balm of Gilead – S 45 deg. W, 38.0'                   

14” White Ash – S 45 deg. E, 54.5'

Book 1, 

Page 377

1 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Elm - N 32 deg. W, 7.3'                                    

16" Elm - S 03 deg. E, 19.8'                                           

14" Elm - N 78 deg. W, 18.5'                                 

12" Black Ash - S 42 deg. E, 47.5' 

GLO BK 

2, P 23

1 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" Spruce - N 67 deg. E, 10.6'                                                     

14" Linden - S 37 deg. E, 8.6'                                                                

22" Black Ash - S 45 deg. W, 23.8'                                                  

10" Spruce - N 70 deg. W, 22.4'

GLO BK 

1, P 16

1 48-26 S 1/4
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Birch – S 45 deg. W, 9.5'                                 

6” Tamarack – S 00 deg. W, 4.0'  

Book 1, 

Page 382

1 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 29

1 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

18" Ctnwd - N 07 deg. W, 531.3'                                                                    

14" White Birch - N 03 deg. E, 539.9'                           

No other trees available to use for ties

GLO BK 

2, P 21
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1 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Spruce - N 30 deg. W, 11.9'                                                     

8" Black Ash - N 65 deg. E, 29.7'                                                                

18" Black Ash - S 27 deg. W, 15.8'                                                  

8" White Birch - S 15 deg. E, 7.3'

GLO BK 

1, P 28

1 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - S 62 deg. E, (?)'                                                      

16" Basswood - S 50 deg. W, (?)'                         

GLO BK 

1, P 62

1 48-26
Survey of E and S lines of Section by 

Glen Bickley, County Surveyor 
1923

Set 1/16th cors. And took ties                                  

Distance and angles shown 

Book 1, 

Page 382

1 48-26
Road Survey in Section 1 by F.J. 

O'Hara, County Surveyor 
1909

Road is on N line NW 1/4 of Section 1.            

Distances only shown

Book 1, 

Page 101

2 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - S 62 deg. E, (?)'                                                      

16" Basswood - S 50 deg. W, (?)'                         

GLO BK 

1, P 62

2 48-26 M.C.

M.C is on S line SW 1/4, on E side of 

Mississippi River - 495.0' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
12" Elm - S 63 deg. W, 10.6'                                                      

8" Maple - N 71 deg. E, 23.8'                                                             

GLO BK 

1, P 30

2 48-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 621.7' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Spruce - S 26 deg. E, 11.9'                                                      

6" Spruce - S 64 deg. W, 3.3'                                                             

GLO BK 

1, P 30

2 48-26 M.C.

M.C is on S line SE 1/4, on S side of 

Mississippi River -1939.1' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
28" Elm - N 35 deg. W, 38.3'                                                      

(?") Elm - S 62 deg. E, 23.8'                                                             

GLO BK 

1, P 30

2 48-26 M.C.

M.C is on E line SE 1/4, on E side of 

Mississippi River -1600.5' N of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
8" Linden - S 42 deg. W, 14.5'                                                      

18" Linden - S 38 deg. E, 29.0'                                                             

GLO BK 

1, P 31

2 48-26 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 1939.1' W of SE 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - S 70 deg. W, 44.9'                                                      

6" Maple - S 41 deg. E, 37.6'                                                             

GLO BK 

1, P 55

2 48-26 M.C.

M.C is 16" Elm on S line SW 1/4, on 

W side of Mississippi River - 372.9' W 

of S1/4 Cor. - as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Black Ash - S 62 deg. E, 26.4'                                                      

6" Elm - S 40 deg. W, 17.2'                                                             

GLO BK 

1, P 56

2 48-26 M.C.

M.C is 8" Balsam on S line SW 1/4, on 

E side of Mississippi River - 760.3' E 

of SW Cor. - as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Balsam - N 37 deg. E, 8.6'                                                      

8" Basswood - S 16 deg. E, 5.3'                                                             

GLO BK 

1, P 57

2 48-26 M.C.

M.C is on S line SW 1/4, on W side of 

Mississippi River - 386.8' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - N 14 deg. W, 10.6'                                                      

8" White Oak - S 08 deg. W, 25.7'                                                             

GLO BK 

1, P 60

2 48-26 M.C.

M.C is on E line SE 1/4, on W side of 

Mississippi River - 1927.9' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" Elm - N 16 deg. E, 67.3'                                                      

28" Elm - N 69 deg. W, 68.0'                                                             

GLO BK 

1, P 61

2 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Oak - S 73 deg. E, 10.6'                                                      

12" Elm - N 42 deg. W, 3.3'                                                             

GLO BK 

1, P 16
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2 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" Spruce - N 67 deg. E, 10.6'                                                     

14" Linden - S 37 deg. E, 8.6'                                                                

22" Black Ash - S 45 deg. W, 23.8'                                                  

10" Spruce - N 70 deg. W, 22.4'

GLO BK 

1, P 16

2 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" Yellow Pine - N 12 deg. E, 18.5'                                                     

13" Yellow Pine - S 55 deg. E, 12.5'                                                                

15" Yellow Pine - S 04 deg. W, 5.9'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

2 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" White Ash - N 15 deg. W, 7.3'                                                      

12" Black Ash - S 45 deg. W, 9.2'                         

GLO BK 

1, P 55

2 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Spruce - N 30 deg. W, 11.9'                                                     

8" Black Ash - N 65 deg. E, 29.7'                                                                

18" Black Ash - S 27 deg. W, 15.8'                                                  

8" White Birch - S 15 deg. E, 7.3'

GLO BK 

1, P 28

2 48-26 SW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" White Pine - S 81 deg. E, 17.8'                                                     

8" Oak - N 63 deg. E, 9.2'                                                                

12" Oak - N 43 deg. W, 20.5'                                                  

12" Oak - S 70 deg. W, 27.1'

GLO BK 

1, P 54

2 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" Dead Cedar - N 50 deg. E, 5.9'                                                      

12" Dead Birch - S 05 deg. W, 13.2'                         

GLO BK 

1, P 63

3 48-26  
Survey of S line of Section 3 by F.J. 

O'Hara, County Surveyor 
1910

Fnd SE cor. and set NW cor.                                  

Only distance shown

Book 1, 

Page 108

3 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" Dead Cedar - N 50 deg. E, 5.9'                                                      

12" Dead Birch - S 05 deg. W, 13.2'                         

GLO BK 

1, P 63

3 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 11 deg. W, 25.7'                                                      

6" Spruce - S 11 deg. E, 25.1'                                                             

GLO BK 

1, P 17

3 48-26 NE
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

3 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" Yellow Pine - N 12 deg. E, 18.5'                                                     

13" Yellow Pine - S 55 deg. E, 12.5'                                                                

15" Yellow Pine - S 04 deg. W, 5.9'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

3 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 55 deg. E, 20.5'                                                     

5" Spruce - N 11 deg. E, 21.8'                                                                

6" Spruce - N 45 deg. W, 38.3'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

3 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 60

3 48-26 SE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" White Pine - S 81 deg. E, 17.8'                                                     

8" Oak - N 63 deg. E, 9.2'                                                                

12" Oak - N 43 deg. W, 20.5'                                                  

12" Oak - S 70 deg. W, 27.1'

GLO BK 

1, P 54

3 48-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Dead Tam. - N 62 deg. E, 57.2'                          

6” Poplar - S 86 deg. E, 61.4'                         

Book 1, 

Page 107

3 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 59

3 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                                   
GLO BK 

1, P 64

4 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                                   
GLO BK 

1, P 64

4 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 76 deg. E, 81.2'                                                      

8" Tamarack - S 87 deg. E, 72.6'                                                             

GLO BK 

1, P 18

4 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 55 deg. E, 20.5'                                                     

5" Spruce - N 11 deg. E, 21.8'                                                                

6" Spruce - N 45 deg. W, 38.3'                                                  

No other tree near to use for ties

GLO BK 

1, P 17
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4 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 88 deg. W, 452.1'                                                      

No other trees near to use for ties                                           

GLO BK 

1, P 18

4 48-26 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - N 04 deg. W, 33.8'                               

10" Poplar - S 61 deg. W, 43.3'                         

Book 1, 

Page 107

4 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Aspen - S 62 deg. E, 23.1'                                                      

15" Aspen - N 34 deg. W, 36.3'                         

GLO BK 

1, P 71

4 48-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Dead Tam. - N 62 deg. E, 57.2'                           

6" Poplar - S 86 deg. E, 61.4'                         

Book 1, 

Page 107

4 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 59

4 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 71

4 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Dead Tamarack - S 12 deg. E, 16.5'                                                      

no other trees stated for ties                   

GLO BK 

1, P 72

5 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Dead Tamarack - S 12 deg. E, 16.5'                                                      

no other trees stated for ties                   

GLO BK 

1, P 72

5 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 81 deg. E, 13.2'                                                      

5" Tamarack - N 57 deg. E, 14.5'                                                             

GLO BK 

1, P 19

5 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 88 deg. W, 452.1'                                                      

No other trees near to use for ties                                           

GLO BK 

1, P 18

5 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

7" White Cedar - N 57 deg. E, 18.5'                                                     

9" White Cedar - S 11 deg. E, 19.1'                                                                

10" White Cedar - S 43 deg. W, 29.7'                                                  

12" White Cedar - N 28 deg. W, 33.0'

GLO BK 

1, P 19

5 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 07 deg. E, 163.0'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 83

5 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 71

5 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Dead Tamarack - N 63 deg. E, 9.9'                                                      

8" Dead Tamarack - S 63 deg. W, 9.2'                         

GLO BK 

1, P 82

5 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                   
GLO BK 

1, P 85

6 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                   
GLO BK 

1, P 85

6 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 7 deg. W, 83.2'                                                      

4" Tamarack - S 09 deg. W, 17.8'                                                             

GLO BK 

1, P 20

6 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

7" White Cedar - N 57 deg. E, 18.5'                                                     

9" White Cedar - S 11 deg. E, 19.1'                                                                

10" White Cedar - S 43 deg. W, 29.7'                                                  

12" White Cedar - N 28 deg. W, 33.0'

GLO BK 

1, P 19

6 48-26 NW 4"x4" wood post found by J. Halverson 1965 Tree with blaze - 20.5' NE 158925

6 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Birch - N 35 deg. W, 547.8'                                                          

12" White Pine - N 83 deg. E, 712.8'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 13
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6 48-26 S 1/4

No wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
This corner was not set due to fallen timber 

and 2 feet of water

GLO BK 

1, P 84

6 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Dead Tamarack - N 63 deg. E, 9.9'                                                      

8" Dead Tamarack - S 63 deg. W, 9.2'                         

GLO BK 

1, P 82

6 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Spruce - N 08 deg. E, 165.0'                                                          

12" Tamarack - S 72 deg. E, 147.2'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 12

6 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 23 deg. W, 41.6'                                                     

11" Birch - N 08 deg. E, 35.0'                                                             

GLO BK 

1, P 13

7 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 82

7 48-26 N 1/4

No wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
This corner was not set due to fallen timber 

and 2 feet of water

GLO BK 

1, P 84

7 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Dead Tamarack - N 63 deg. E, 9.9'                                                      

8" Dead Tamarack - S 63 deg. W, 9.2'                         

GLO BK 

1, P 82

7 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Spruce - N 08 deg. E, 165.0'                                                          

12" Tamarack - S 72 deg. E, 147.2'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 12

7 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 82

7 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 80

7 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - N 45 deg. E, 6.6'                                                     

11" Aspen - S 07 deg. W, 8.6'                           

11" Aspen - N 51 deg. W, 4.7'                               

16" Aspen - S 71 deg. E, 11.2'                                             

GLO BK 

1, P 11

7 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No other trees near to use for ties                                           
GLO BK 

1, P 12

8 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Dead Tamarack - N 72 deg. W, 4.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 70

8 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 07 deg. E, 163.0'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 83

8 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 71

8 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Dead Tamarack - N 63 deg. E, 9.9'                                                      

8" Dead Tamarack - S 63 deg. W, 9.2'                         

GLO BK 

1, P 82

8 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 81

8 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 69
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8 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 80

8 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 82

9 48-26  
Subdivision of Section 9 by F.J. 

O'Hara, County Surveyor 
1910

Subd. N 1/2 of Section. Fnd NW,E1/4 and SE 

cor. Set NE and N1/4 cor. and took new ties. 

Distances and angles shown

Book 1, 

Page 107

9 48-26 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

6" Poplar - N 78 deg. E, 37.1'                                 

4" Poplar - S 45 deg. E, 43.5'                         

Book 1, 

Page 107

9 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Pine - N 33 deg. W, 14.5'                                                      

14" White Pine - N 44 deg. E, 8.6'                         

GLO BK 

1, P 59

9 48-26 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - N 04 deg. W, 33.8'                                

10" Poplar - S 61 deg. W, 43.3'                         

Book 1, 

Page 107

9 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Aspen - S 62 deg. E, 23.1'                                                      

15" Aspen - N 34 deg. W, 36.3'                         

GLO BK 

1, P 71

9 48-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Dead Tam. - N 62 deg. E, 57.2'                        

6" Poplar - S 86 deg. E, 61.4'                         

Book 1, 

Page 107

9 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 59

9 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 71

9 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Dead Tamarack - S 43 deg. W, 17.2'                                                      

6" Dead Tamarack - N 33 deg. W, 44.2'                         

GLO BK 

1, P 70

9 48-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Birch - N 68 deg. W, 42.4'                                 

8" Tamarack - N 42 deg. E, 70.1'                         

Book 1, 

Page 107

9 48-26 SE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Dead Ctnwd - S 21 deg. E, 25.1'                                                     

20" Dead Aspen - N 70 deg. W, 27.7'                                                                

24" Dead Aspen - N 76 deg. W, 58.1'                                                  

No other trees stated for ties

GLO BK 

1, P 57

9 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 69

9 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Dead Tamarack - N 72 deg. W, 4.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 70

10 48-26  
Survey of N line of Section 10 by F.J. 

O'Hara, County Surveyor 
1910

Fnd NE cor. and M.C. on E line NE 1/4 on N 

bank Miss. Only distance shown

Book 1, 

Page 108

10 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Oak - S 15 deg. E, 132.0'                                                      

no other trees stated for ties                                   

GLO BK 

1, P 53

10 48-26 M.C.

M.C is on E line NE 1/4, on S side of 

Mississippi River - 547.8' N of E1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Aspen - S 60 deg. W, 5.9'                                                      

8" Basswood - S 52 deg. E, 19.8'                                                             

GLO BK 

1, P 53

10 48-26 M.C.

M.C is on E line NE 1/4, on N side of 

Mississippi River - 812.5' N of E1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Elm - N 64 deg. E, 4.0'                                                      

12" White Ash - N 63 deg. W, 4.0'                                                             

GLO BK 

1, P 53
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10 48-26 M.C.

M.C is on E line NE 1/4, on E side of 

Mississippi River - 1574.8' N of E1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
84" Balsam - N 73 deg. E, 2.6'                                                      

10" Elm - S 38 deg. W, 7.9'                                                             

GLO BK 

1, P 54

10 48-26 M.C.

M.C is on E line NE 1/4, on W side of 

Mississippi River - 688.4' S of NE Cor. 

- set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Ash - N 22 deg. E, 35.6'                                                      

14" White Oak - N 25 deg. W, 27.7'                                                             

GLO BK 

1, P 54

10 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 60

10 48-26 NE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" White Pine - S 81 deg. E, 17.8'                                                     

8" Oak - N 63 deg. E, 9.2'                                                                

12" Oak - N 43 deg. W, 20.5'                                                  

12" Oak - S 70 deg. W, 27.1'

GLO BK 

1, P 54

10 48-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Dead Tam. - N 62 deg. E, 57.2'                         

6" Poplar - S 86 deg. E, 61.4'                         

Book 1, 

Page 107

10 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
no trees suitable to use for ties, trees all 

burned                               

GLO BK 

1, P 59

10 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Birch - N 60 deg. E, 7.3'                                                      

12" Aspen - S 29 deg. W, 13.2'                         

GLO BK 

1, P 58

10 48-26 SE

22" Elm marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" White Oak - S 22 deg. E, 15.8'                                                     

12" White Oak - N 63 deg. E, 51.5'                                                                

5" White Oak - N 65 deg. W, 6.6'                                                  

12" Black Oak - S 30 deg. W, 15.8'

GLO BK 

1, P 51

10 48-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Birch - N 68 deg. W, 42.4'                                  

8" Tamarack - N 42 deg. E, 70.1'                         

Book 1, 

Page 107

10 48-26 SW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Dead Ctnwd - S 21 deg. E, 25.1'                                                     

20" Dead Aspen - N 70 deg. W, 27.7'                                                                

24" Dead Aspen - N 76 deg. W, 58.1'                                                  

No other trees stated for ties

GLO BK 

1, P 57

10 48-26 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

6" Poplar - N 78 deg. E, 37.1'                                 

4" Poplar - S 45 deg. E, 43.5'                         

Book 1, 

Page 107

10 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Pine - N 33 deg. W, 14.5'                                                      

14" White Pine - N 44 deg. E, 8.6'                         

GLO BK 

1, P 59

11 48-26  
Ditch Survey in Section by H.D. 

Keath,County Surveyor 
1916

Ditch is in SE1/4 of Section                      

Distance and Mag. Var. stated

Book 2, 

Page 111

11 48-26 E 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Birch – N 45 deg. E, 24.5'                                  

7” Balsam – S 45 deg.W, 41.5'

Book 2, 

Page 111

11 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Cedar - N 49 deg. W, 7.9'                                                      

10" Cedar - S 67 deg. E, 12.5'                                                             

GLO BK 

1, P 28

11 48-26 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 1939.1' W of NE 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
18" Elm - S 70 deg. W, 44.9'                                                      

6" Maple - S 41 deg. E, 37.6'                                                             

GLO BK 

1, P 55

11 48-26 M.C.

M.C is 16" Elm on N line NW 1/4, on 

W side of Mississippi River - 372.9' W 

of N1/4 Cor. - as part of original 

Government Land Office Survey by 

1865
10" Black Ash - S 62 deg. E, 26.4'                                                      

6" Elm - S 40 deg. W, 17.2'                                                             

GLO BK 

1, P 56

11 48-26 M.C.

M.C is 8" Balsam on N line NW 1/4, 

on E side of Mississippi River - 760.3' 

E of NW Cor. - as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Balsam - N 37 deg. E, 8.6'                                                      

8" Basswood - S 16 deg. E, 5.3'                                                             

GLO BK 

1, P 57
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11 48-26 M.C.

M.C is on N line NW 1/4, on W side of 

Mississippi River - 386.8' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - N 14 deg. W, 10.6'                                                      

8" White Oak - S 08 deg. W, 25.7'                                                             

GLO BK 

1, P 60

11 48-26 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 495.0' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
12" Elm - S 63 deg. W, 10.6'                                                      

8" Maple - N 71 deg. E, 23.8'                                                             

GLO BK 

1, P 30

11 48-26 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 621.7' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Spruce - S 26 deg. E, 11.9'                                                      

6" Spruce - S 64 deg. W, 3.3'                                                             

GLO BK 

1, P 30

11 48-26 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River -1939.1' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

1865
28" Elm - N 35 deg. W, 38.3'                                                      

(?") Elm - S 62 deg. E, 23.8'                                                             

GLO BK 

1, P 30

11 48-26 M.C.

M.C is on S line SW 1/4, on W side of 

Mississippi River - 1254.0' E of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
14" White Oak - N 07 deg. W, 37.6'                                                      

8" Linden - S 65 deg. W, 25.7'                                                             

GLO BK 

1, P 51

11 48-26 M.C.

M.C is on W line NW 1/4, on S side of 

Mississippi River - 547.8' N of W1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
8" Aspen - S 60 deg. W, 5.9'                                                      

8" Basswood - S 52 deg. E, 19.8'                                                             

GLO BK 

1, P 53

11 48-26 M.C.

M.C is on W line NW 1/4, on N side of 

Mississippi River - 812.5' N of W1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
14" Elm - N 64 deg. E, 4.0'                                                      

12" White Ash - N 63 deg. W, 4.0'                                                             

GLO BK 

1, P 53

11 48-26 M.C.

M.C is on W line NW 1/4, on E side of 

Mississippi River - 1574.8' N of W1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
84" Balsam - N 73 deg. E, 2.6'                                                      

10" Elm - S 38 deg. W, 7.9'                                                             

GLO BK 

1, P 54

11 48-26 M.C.

M.C is on W line NW 1/4, on W side 

of Mississippi River - 688.4' S of NW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
20" White Ash - N 22 deg. E, 35.6'                                                      

14" White Oak - N 25 deg. W, 27.7'                                                             

GLO BK 

1, P 54

11 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" White Ash - N 15 deg. W, 7.3'                                                      

12" Black Ash - S 45 deg. W, 9.2'                         

GLO BK 

1, P 55

11 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Spruce - N 30 deg. W, 11.9'                                                     

8" Black Ash - N 65 deg. E, 29.7'                                                                

18" Black Ash - S 27 deg. W, 15.8'                                                  

8" White Birch - S 15 deg. E, 7.3'

GLO BK 

1, P 28

11 48-26 NW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" White Pine - S 81 deg. E, 17.8'                                                     

8" Oak - N 63 deg. E, 9.2'                                                                

12" Oak - N 43 deg. W, 20.5'                                                  

12" Oak - S 70 deg. W, 27.1'

GLO BK 

1, P 54

11 48-26 S 1/4

Set iron mon. at cor. and took new ties  

By Fred Heuer, Deputy County 

Surveyor 

1916
8” Cedar – N 45 deg. W, 14.3'                               

6 ” Balsam – S 45 deg.E, 17.0'

Book 2, 

Page 111

11 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 50 deg. E, 23.8'                                                      

6" Tamarack - S 55 deg. W, 26.4'                                                            

GLO BK 

1, P 39

11 48-26 SE

18" White Pine used for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

12" White Pine - S 60 deg. E, 15.8'                                                     

12" White Pine - N 53 deg. W, 14.5'                                                                

12" White Pine - S 16 deg. W, 17.8'                                                  

12" White Pine - N 68 deg. E, 23.8'

GLO BK 

1, P 26

11 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Pine - N 32 deg. E, 22.4'                                                      

6" Pin Oak - S 45 deg. E, 11.22'                                                            

GLO BK 

1, P 39

11 48-26 SW

22" Elm marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" White Oak - S 22 deg. E, 15.8'                                                     

12" White Oak - N 63 deg. E, 51.5'                                                                

5" White Oak - N 65 deg. W, 6.6'                                                  

12" Black Oak - S 30 deg. W, 15.8'

GLO BK 

1, P 51

11 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Oak - S 15 deg. E, 132.0'                                                      

no other trees stated for ties                                   

GLO BK 

1, P 53

11 48-26
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of S line of Section                         

Distance and angle stated

Book 1, 

Page 459

12 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees available to use for ties
GLO BK 

2, P 21

Page 579 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

12 48-26 N 1/4
1” iron mon. set at corner by Glen 

Bickley, County Surveyor
1923

5” Birch – S 45 deg. W, 9.5'                                 

6” Tamarack – S 00 deg. W, 4.0'  

Book 1, 

Page 382

12 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 29

12 48-26 NE
3” well point set at corner by Glen 

Bickley, County Surveyor
1923 No new ties taken

Book 1, 

Page 382

12 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

18" Ctnwd - N 07 deg. W, 531.3'                                                                    

14" White Birch - N 03 deg. E, 539.9'                           

No other trees available to use for ties

GLO BK 

2, P 21

12 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Spruce - N 30 deg. W, 11.9'                                                     

8" Black Ash - N 65 deg. E, 29.7'                                                                

18" Black Ash - S 27 deg. W, 15.8'                                                  

8" White Birch - S 15 deg. E, 7.3'

GLO BK 

1, P 28

12 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 29 deg. E, 5.9'                                                      

6" Spruce - S 22 deg. E, 17.2'                                          

GLO BK 

1, P 27

12 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 71 deg. W, 35.0'                                    

4" Tamarack - S 15 deg. W, 54.8'                                           

3" Tamarack - S 71 deg. E, 12.5'                                 

3" Tamarack - N 47 deg. E, 24.4' 

GLO BK 

2, P 20

12 48-26 SW

18" White Pine used for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

12" White Pine - S 60 deg. E, 15.8'                                                     

12" White Pine - N 53 deg. W, 14.5'                                                                

12" White Pine - S 16 deg. W, 17.8'                                                  

12" White Pine - N 68 deg. E, 23.8'

GLO BK 

1, P 26

12 48-26 W 1/4

Set iron mon. at cor. and took new ties  

By Fred Heuer, Deputy County 

Surveyor 

1916
8” Birch – N 45 deg. E, 24.5'                                  

7” Balsam – S 45 deg.W, 41.5'

Book 2, 

Page 111

12 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Cedar - N 49 deg. W, 7.9'                                                      

10" Cedar - S 67 deg. E, 12.5'                                                             

GLO BK 

1, P 28

12 48-26
Survey of N line of Section by Glen 

Bickley, County Surveyor 
1923

Set 1/16th cors. And took ties                               

Distance and angles shown 

Book 1, 

Page 382

13 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" White Pine - N 44 deg. W, 533.9'                           

No other trees available to use for ties

GLO BK 

2, P 20

13 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 29 deg. E, 5.9'                                                      

6" Spruce - S 22 deg. E, 17.2'                                          

GLO BK 

1, P 27

13 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

4" Tamarack - N 71 deg. W, 35.0'                                    

4" Tamarack - S 15 deg. W, 54.8'                                           

3" Tamarack - S 71 deg. E, 12.5'                                 

3" Tamarack - N 47 deg. E, 24.4' 

GLO BK 

2, P 20

13 48-26 NW

18" White Pine used for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

12" White Pine - S 60 deg. E, 15.8'                                                     

12" White Pine - N 53 deg. W, 14.5'                                                                

12" White Pine - S 16 deg. W, 17.8'                                                  

12" White Pine - N 68 deg. E, 23.8'

GLO BK 

1, P 26

13 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Tamarack - N 20 deg. W, 13.9'                                                      

16" White Pine - S 26 deg. E, 25.1'                                                             

GLO BK 

1, P 25

13 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

20" White Pine - N 59 deg. W, 565.0'                                                                    

3" Tamarack - N 67 deg. E, 78.5'                           

No other trees available to use for ties

GLO BK 

2, P 19

13 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

13 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
15" Dead Elm - S 30 deg. W, 21.8'                                                      

No other trees near to use for ties                                                

GLO BK 

1, P 26

14 48-26  
Ditch Survey in Section by H.D. 

Keath,County Surveyor 
1916

Ditch is in E1/2 of Section                         

Distance and Mag. Var. stated

Book 2, 

Page 111

14 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
15" Dead Elm - S 30 deg. W, 21.8'                                                      

No other trees near to use for ties                                                

GLO BK 

1, P 26

14 48-26 M.C.

M.C is on W line NW 1/4, on S side of 

Mississippi River -1897.5' N of W1/4 

Cor. - Elm tree marked for corner as 

part of original Government Land 

1865
12" Basswood - S 41 deg. E, 15.2'                                                      

10" Elm - N 70 deg. E, 18.5'                                                             

GLO BK 

1, P 38

14 48-26 M.C.

M.C is on W line NW 1/4, on N side of 

Mississippi River - 481.1' S of NW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
14" Elm - N 82 deg. E, 28.4'                                                      

6" Elm - S 88 deg. W, 35.0'                                                             

GLO BK 

1, P 50
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14 48-26 M.C.

M.C is on N line NW 1/4, on W side of 

Mississippi River - 1254.0' E of NW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
14" White Oak - N 07 deg. W, 37.6'                                                      

8" Linden - S 65 deg. W, 25.7'                                                             

GLO BK 

1, P 51

14 48-26 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Cedar – N 45 deg. W, 14.3'                               

6 ” Balsam – S 45 deg.E, 17.0'

Book 2, 

Page 111

14 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 50 deg. E, 23.8'                                                      

6" Tamarack - S 55 deg. W, 26.4'                                                            

GLO BK 

1, P 39

14 48-26 NE

18" White Pine used for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

12" White Pine - S 60 deg. E, 15.8'                                                     

12" White Pine - N 53 deg. W, 14.5'                                                                

12" White Pine - S 16 deg. W, 17.8'                                                  

12" White Pine - N 68 deg. E, 23.8'

GLO BK 

1, P 26

14 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Pine - N 32 deg. E, 22.4'                                                      

6" Pin Oak - S 45 deg. E, 11.22'                                                            

GLO BK 

1, P 39

14 48-26 NW

22" Elm marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" White Oak - S 22 deg. E, 15.8'                                                     

12" White Oak - N 63 deg. E, 51.5'                                                                

5" White Oak - N 65 deg. W, 6.6'                                                  

12" Black Oak - S 30 deg. W, 15.8'

GLO BK 

1, P 51

14 48-26 S 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
5” Tamarack – N 45 deg. W, 42.0'                         

5 ” Tamarack – S 45 deg.E, 40.5'

Book 2, 

Page 111

14 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 36

14 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

14 48-26 SW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 67 deg. E, 9.9'                                                     

8" Spruce - N 56 deg. W, 13.9'                                                                

8" Spruce - S 40 deg. E, 29.0'                                                  

10" Spruce - S 12 deg. W, 17.2'

GLO BK 

1, P 35

14 48-26 W 1/4

3/4" brass capped iron set 5' E of c/l N-

S Highway and 17' N of E-W road by 

A. Welle

1977

NE cor. concrete headwall - 27.30' NE                  

SE cor. concrete headwall - 22.40' NE                    

SW cor. concrete headwall - 30.55' NW

199657

14 48-26 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
7” Birch – N 45 deg. W, 48.7'                                

5 ” Birch – S 45 deg.E, 61.5'

Book 2, 

Page 111

14 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Tamarack - N 26 deg. E, 5.9'                                                      

10" Tamarack - N 82 deg. W, 7.9'                                                            

GLO BK 

1, P 38

14 48-26
Survey of Section line by H.D. Keath, 

County Surveyor 
1932

Survey of N line of Section                         

Distance and angle stated

Book 1, 

Page 459

15 48-26 E 1/4

3/4" brass capped iron set 5' E of c/l N-

S Highway and 17' N of E-W road by 

A. Welle

1977

NE cor. concrete headwall - 27.30' NE                  

SE cor. concrete headwall - 22.40' NE                  

SW cor. concrete headwall - 30.55' NW

199657

15 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Tamarack - N 26 deg. E, 5.9'                                                      

10" Tamarack - N 82 deg. W, 7.9'                                                            

GLO BK 

1, P 38

15 48-26 M.C.

M.C is on S line SW 1/4, on E side of 

Mississippi River -1529.9' W of S1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

1865
8" Black Ash - S 22 deg. E, 19.1'                                                      

10" Pin Oak - N 74 deg. E, 52.1'                                                             

GLO BK 

1, P 37

15 48-26 M.C.

M.C is on E line NE 1/4, on S side of 

Mississippi River -1897.5' N of E1/4 

Cor. - Elm tree marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865
12" Basswood - S 41 deg. E, 15.2'                                                      

10" Elm - N 70 deg. E, 18.5'                                                             

GLO BK 

1, P 38

15 48-26 M.C.

M.C is on S line SW 1/4, on W side of 

Mississippi River - 627.0' E of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Pine - N 40 deg. W, 7.3'                                                      

18" White Pine - S 65 deg. W, 19.8'                                                             

GLO BK 

1, P 49

15 48-26 M.C.

M.C is on E line NE 1/4, on N side of 

Mississippi River - 481.1' S of NE Cor. 

- set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Elm - N 82 deg. E, 28.4'                                                      

6" Elm - S 88 deg. W, 35.0'                                                             

GLO BK 

1, P 50
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15 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Birch - N 60 deg. E, 7.3'                                                      

12" Aspen - S 29 deg. W, 13.2'                         

GLO BK 

1, P 58

15 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Pine - N 32 deg. E, 22.4'                                                      

6" Pin Oak - S 45 deg. E, 11.22'                                                            

GLO BK 

1, P 39

15 48-26 NE

22" Elm marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" White Oak - S 22 deg. E, 15.8'                                                     

12" White Oak - N 63 deg. E, 51.5'                                                                

5" White Oak - N 65 deg. W, 6.6'                                                  

12" Black Oak - S 30 deg. W, 15.8'

GLO BK 

1, P 51

15 48-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Birch - N 68 deg. W, 42.4'                                   

8" Tamarack - N 42 deg. E, 70.1'                         

Book 1, 

Page 107

15 48-26 NW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Dead Ctnwd - S 21 deg. E, 25.1'                                                     

20" Dead Aspen - N 70 deg. W, 27.7'                                                                

24" Dead Aspen - N 76 deg. W, 58.1'                                                  

No other trees stated for ties

GLO BK 

1, P 57

15 48-26 S 1/4
1 1/4” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1930

6” cedar gate post - N 45 deg. W, 25.3'               

6” Oak fence post  - N45 deg. W, 21.8'

Book 1, 

Page 443

15 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Birch - N 64 deg. W, 21.1'                                                      

6" White Birch - S 50 deg. W, 11.9'                                          

GLO BK 

1, P 37

15 48-26 SE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 67 deg. E, 9.9'                                                     

8" Spruce - N 56 deg. W, 13.9'                                                                

8" Spruce - S 40 deg. E, 29.0'                                                  

10" Spruce - S 12 deg. W, 17.2'

GLO BK 

1, P 35

15 48-26 SW
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 35 deg W, 39.3'                                

7” Poplar – N 10 deg W, 38.9'                            

Book 1, 

Page 165

15 48-26 SW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 15 deg. W, 15.2'                                                     

16" Aspen - N 47 deg. E, 28.4'                                                                

22" White Pine - S 75 deg. W, 27.7'                                                  

10" Maple - S 37 deg. E, 3.3'

GLO BK 

1, P 48

15 48-26 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
7” Birch – N 45 deg. W, 48.7'                                

5 ” Birch – S 45 deg.E, 61.5'

Book 2, 

Page 111

15 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                                   
GLO BK 

1, P 57

16 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties                                   
GLO BK 

1, P 57

16 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Dead Tamarack - S 43 deg. W, 17.2'                                                      

6" Dead Tamarack - N 33 deg. W, 44.2'                         

GLO BK 

1, P 70

16 48-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

4" Birch - N 68 deg. W, 42.4'                                 

8" Tamarack - N 42 deg. E, 70.1'                         

Book 1, 

Page 107

16 48-26 NE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Dead Ctnwd - S 21 deg. E, 25.1'                                                     

20" Dead Aspen - N 70 deg. W, 27.7'                                                                

24" Dead Aspen - N 76 deg. W, 58.1'                                                  

No other trees stated for ties

GLO BK 

1, P 57

16 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 69

16 48-26 S 1/4
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 11 deg W, 45.5'                              

12” Poplar – N 02 deg E, 57.4'                            

Book 1, 

Page 165

16 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Birch - S 84 deg. E, 31.7'                                                      

16" White Birch - N 61 deg. E, 35.0'                                                             

GLO BK 

1, P 69
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16 48-26 SE
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 35 deg W, 39.3'                                

7” Poplar – N 10 deg W, 38.9'                            

Book 1, 

Page 165

16 48-26 SE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 15 deg. W, 15.2'                                                     

16" Aspen - N 47 deg. E, 28.4'                                                                

22" White Pine - S 75 deg. W, 27.7'                                                  

10" Maple - S 37 deg. E, 3.3'

GLO BK 

1, P 48

16 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

16 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Cedar - N 48 deg. W, 34.3'                                                      

no other trees stated for ties                   

GLO BK 

1, P 69

16 48-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 16                                     

Distance and Mag. Var. shown 

Book 1, 

Page 165

17 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Cedar - N 48 deg. W, 34.3'                                                      

no other trees stated for ties                   

GLO BK 

1, P 69

17 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 81

17 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 69

17 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 80

17 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 78

17 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

17 48-26 SW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - S 30 deg. W, 34.3'                                                     

5" Dead Tamarack - N 41 deg. E, 19.1'                                                                

5" Dead Tamarack - S 74 deg. E, 19.8'                                                  

No other trees stated for ties

GLO BK 

1, P 78

17 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Aspen - S 66 deg. E, 122.1'                                                      

3" Tamarack - N 70 deg. W, 5.3'                         

GLO BK 

1, P 80

17 48-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 17                                     

Distance and Mag. Var. shown 

Book 1, 

Page 165

18 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Aspen - S 66 deg. E, 122.1'                                                      

3" Tamarack - N 70 deg. W, 5.3'                         

GLO BK 

1, P 80

18 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 82
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18 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 80

18 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - N 45 deg. E, 6.6'                                                     

11" Aspen - S 07 deg. W, 8.6'                           

11" Aspen - N 51 deg. W, 4.7'                               

16" Aspen - S 71 deg. E, 11.2'                                             

GLO BK 

1, P 11

18 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Aspen - N 67 deg. E, 15.2'                                                      

8" Dead Aspen - S 36 deg. E, 19.1'                         

GLO BK 

1, P 79

18 48-26 SE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - S 30 deg. W, 34.3'                                                     

5" Dead Tamarack - N 41 deg. E, 19.1'                                                                

5" Dead Tamarack - S 74 deg. E, 19.8'                                                  

No other trees stated for ties

GLO BK 

1, P 78

18 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 70 deg. W, 200.0'                                                     

3" Tamarack - N 65 deg. E, 11.2'                           

3" Tamarack - N 13 deg. W, 74.6'                  

12" Tamarack - S 68 deg. E, 103.0'                                             

GLO BK 

1, P 10

18 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 72 deg. E, 528.0'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 11

19 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Tamarack - S 26 deg. W, 9.2'                                                      

3" Dead Tamarack - N 31 deg. E, 27.1'                         

GLO BK 

1, P 77

19 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Aspen - N 67 deg. E, 15.2'                                                      

8" Dead Aspen - S 36 deg. E, 19.1'                         

GLO BK 

1, P 79

19 48-26 NE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - S 30 deg. W, 34.3'                                                     

5" Dead Tamarack - N 41 deg. E, 19.1'                                                                

5" Dead Tamarack - S 74 deg. E, 19.8'                                                  

No other trees stated for ties

GLO BK 

1, P 78

19 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 70 deg. W, 200.0'                                                     

3" Tamarack - N 65 deg. E, 11.2'                           

3" Tamarack - N 13 deg. W, 74.6'                  

12" Tamarack - S 68 deg. E, 103.0'                                             

GLO BK 

1, P 10

19 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Birch - N 57 deg. E, 70.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 77

19 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 75

19 48-26 SW

(Mon. is a W.C.)1 1/2" capped iron 

pipe set 22' W of c/l N-S ditch and 

51.44' N of E-W fence by B. Eveland 

(Act. cor. is S 89 deg. E, 23.67' and is 

in ditch) 

1981

(W.C. Mon. ties)                                                  

DNR RP in S fence post - N 40 deg. E, 86.18'       

"V" notch in S end of Westerly 42" CMP in 

ditch - N 25 deg. E, 48.94'                                      

220153

19 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - S 47 deg. E, 68.0'                                                     

8" Tamarack - N 43 deg. W, 112.2'                    

No other trees near to use for ties                                           

GLO BK 

1, P 9

19 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - S 69 deg. W, 227.0'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 10

20 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

20 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 78

20 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

20 48-26 NW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - S 30 deg. W, 34.3'                                                     

5" Dead Tamarack - N 41 deg. E, 19.1'                                                                

5" Dead Tamarack - S 74 deg. E, 19.8'                                                  

No other trees stated for ties

GLO BK 

1, P 78

20 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 76
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20 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Dead Tamarack - N 34 deg. W, 25.1'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 66

20 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 75

20 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Tamarack - S 26 deg. W, 9.2'                                                      

3" Dead Tamarack - N 31 deg. E, 27.1'                         

GLO BK 

1, P 77

20 48-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 20                                     

Distance and Mag. Var. shown 

Book 1, 

Page 165

21 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Peperish (?) - S 75 deg. E, 8.6'                                                      

6" Elm - N 10 deg. W, 14.5'                                          

GLO BK 

1, P 48

21 48-26 M.C.

M.C is on S line SW 1/4, on W side of 

Mississippi River - 2047.1' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

1865
10" White Ash - N 05 deg. W, 50.2'                                                      

6" White Ash - S 72 deg. W, 48.8'                                                             

GLO BK 

1, P 67

21 48-26 M.C.

M.C is on S line SW 1/4, on E side of 

Mississippi River - 356.4' W of S1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
18" Elm - S 60 deg. E, 25.1'                                                      

24" Maple - N 62 deg. E, 71.3'                                                             

GLO BK 

1, P 46

21 48-26 M.C.

M.C is on E line SE 1/4, on S side of 

Mississippi River - 565.6' N of SE Cor. 

- set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Ash - S 63 deg. E, 25.7'                                                      

18" White Ash - S 52 deg. W, 5.9'                                                             

GLO BK 

1, P 47

21 48-26 M.C.

M.C is on E line SE 1/4, on N side of 

Mississippi River - 834.2' N of SE Cor. 

- set wood post as part of original 

Government Land Office Survey by 

1865
8" Basswood - N 27 deg. W, 9.2'                                                      

10" Black Ash - N 83 deg. E, 20.5'                                                             

GLO BK 

1, P 47

21 48-26 N 1/4
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 11 deg W, 45.5'                                

12” Poplar – N 02 deg E, 57.4'                            

Book 1, 

Page 165

21 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Birch - S 84 deg. E, 31.7'                                                      

16" White Birch - N 61 deg. E, 35.0'                                                             

GLO BK 

1, P 69

21 48-26 NE
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 35 deg W, 39.3'                                

7” Poplar – N 10 deg W, 38.9'                            

Book 1, 

Page 165

21 48-26 NE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 15 deg. W, 15.2'                                                     

16" Aspen - N 47 deg. E, 28.4'                                                                

22" White Pine - S 75 deg. W, 27.7'                                                  

10" Maple - S 37 deg. E, 3.3'

GLO BK 

1, P 48

21 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

21 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Black Ash - S 65 deg. (?), 6.6'                                                      

12" Elm - N 06 deg. E, 11.9'                                          

GLO BK 

1, P 46

21 48-26 SE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Sugar Maple - N 52 deg. E, 17.2'                                                     

8" Sugar Map[le - S 36 deg. E, 29.7'                                                                

18" Basswood - N 37 deg. W, 25.1'                                                  

6" Pin Oak - S 48 deg. W, 15.8'

GLO BK 

1, P 44

21 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Dead Tamarack - N 34 deg. W, 25.1'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 66

21 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 68

21 48-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 21                                     

Distance and Mag. Var. shown 

Book 1, 

Page 165

22 48-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1930

Partial subdivision – primarily NW ¼          

Distance and Mag. Var. shown

Book 1,  

Page 443
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22 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 35

22 48-26 M.C.

M.C is on N line NW 1/4, on E side of 

Mississippi River -1529.9' W of N1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

1865
8" Black Ash - S 22 deg. E, 19.1'                                                      

10" Pin Oak - N 74 deg. E, 52.1'                                                             

GLO BK 

1, P 37

22 48-26 M.C.

M.C is on W line SW 1/4, on S side of 

Mississippi River - 565.6' N of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Ash - S 63 deg. E, 25.7'                                                      

18" White Ash - S 52 deg. W, 5.9'                                                             

GLO BK 

1, P 47

22 48-26 M.C.

M.C is on W line SW 1/4, on N side of 

Mississippi River - 834.2' N of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
8" Basswood - N 27 deg. W, 9.2'                                                      

10" Black Ash - N 83 deg. E, 20.5'                                                             

GLO BK 

1, P 47

22 48-26 M.C.

M.C is on N line NW 1/4, on W side of 

Mississippi River - 627.0' E of NW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Pine - N 40 deg. W, 7.3'                                                      

18" White Pine - S 65 deg. W, 19.8'                                                             

GLO BK 

1, P 49

22 48-26 N 1/4
1 1/4” Iron pipe set at corner by H.D. 

Keath, County Surveyor
1930

6” cedar gate post - N 45 deg. W, 25.3'               

6” Oak fence post  - N45 deg. W, 21.8'

Book 1, 

Page 443

22 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Birch - N 64 deg. W, 21.1'                                                      

6" White Birch - S 50 deg. W, 11.9'                                          

GLO BK 

1, P 37

22 48-26 NE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 67 deg. E, 9.9'                                                     

8" Spruce - N 56 deg. W, 13.9'                                                                

8" Spruce - S 40 deg. E, 29.0'                                                  

10" Spruce - S 12 deg. W, 17.2'

GLO BK 

1, P 35

22 48-26 NW
Set new 4” Cedar post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Poplar - N 35 deg W, 39.3'                                

7” Poplar – N 10 deg W, 38.9'                            

Book 1, 

Page 165

22 48-26 NW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 15 deg. W, 15.2'                                                     

16" Aspen - N 47 deg. E, 28.4'                                                                

22" White Pine - S 75 deg. W, 27.7'                                                  

10" Maple - S 37 deg. E, 3.3'

GLO BK 

1, P 48

22 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 55 deg. E, 17.8'                                                      

10" White Birch - S 19 deg. W, 11.9'                                                            

GLO BK 

1, P 45

22 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - (?) 36 deg. W, 16.5'                                                      

6" Dead Tamarack - (?) 50 deg. E, 26.4'                                          

No other trees listed for ties                          

GLO BK 

1, P 34

22 48-26 SW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Sugar Maple - N 52 deg. E, 17.2'                                                     

8" Sugar Map[le - S 36 deg. E, 29.7'                                                                

18" Basswood - N 37 deg. W, 25.1'                                                  

6" Pin Oak - S 48 deg. W, 15.8'

GLO BK 

1, P 44

22 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Peperish (?) - S 75 deg. E, 8.6'                                                      

6" Elm - N 10 deg. W, 14.5'                                          

GLO BK 

1, P 48

23 48-26  
Ditch Survey in Section by H.D. 

Keath,County Surveyor 
1916

Ditch is on N-S ¼ line of Section                         

Distance and Mag. Var. stated

Book 2, 

Page 111

23 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

23 48-26 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
5” Tamarack – N 45 deg. W, 42.0'                         

5 ” Tamarack – S 45 deg.E, 40.5'

Book 2, 

Page 111

23 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 36
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23 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

23 48-26 NW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Spruce - N 67 deg. E, 9.9'                                                     

8" Spruce - N 56 deg. W, 13.9'                                                                

8" Spruce - S 40 deg. E, 29.0'                                                  

10" Spruce - S 12 deg. W, 17.2'

GLO BK 

1, P 35

23 48-26 S 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
6” Tamarack – N 45 deg. W, 50.4'                         

3 ” Tamarack – S 45 deg.E, 39.4'

Book 2, 

Page 111

23 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 34

23 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - N 71 deg. W, 9.2'                                                      

8" Dead Tamarack - N 12 deg. E, 21.8'                  

No other trees near to use for ties                                                        

GLO BK 

1, P 23

23 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - (?) 36 deg. W, 16.5'                                                      

6" Dead Tamarack - (?) 50 deg. E, 26.4'                                          

No other trees listed for ties                          

GLO BK 

1, P 34

23 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 35

24 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 60 deg. W, 9.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

24 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Tamarack - N 20 deg. W, 13.9'                                                      

16" White Pine - S 26 deg. E, 25.1'                                                             

GLO BK 

1, P 25

24 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 70 deg. W, 200.0'                                                     

3" Tamarack - N 65 deg. E, 11.2'                           

3" Tamarack - N 13 deg. W, 74.6'                  

12" Tamarack - S 68 deg. E, 103.0'                                             

GLO BK 

1, P 10

24 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

20" White Pine - N 59 deg. W, 565.0'                                                                    

3" Tamarack - N 67 deg. E, 78.5'                           

No other trees available to use for ties

GLO BK 

2, P 19

24 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

24 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 24

24 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 81 deg. E, 44.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

24 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - N 71 deg. W, 9.2'                                                      

8" Dead Tamarack - N 12 deg. E, 21.8'                  

No other trees near to use for ties                                                        

GLO BK 

1, P 23

24 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 25

25 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 75 deg. W, 10.6'                           

No trees available to use for ties

GLO BK 

2, P 18

25 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 24

25 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
4" Tamarack - N 81 deg. E, 44.2'                           

No other trees available to use for ties

GLO BK 

2, P 19

25 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - N 71 deg. W, 9.2'                                                      

8" Dead Tamarack - N 12 deg. E, 21.8'                  

No other trees near to use for ties                                                        

GLO BK 

1, P 23

25 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 22
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25 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 12 deg. W, 9.9'                                    

6" Tamarack - N 63 deg. E, 6.6'                                           

6" Tamarack - S 44 deg. E, 10.6'                                 

6" Tamarack - S 50 deg. W, 5.9' 

GLO BK 

2, P 18

25 48-26 SW
PK Nail set in c/l E-W Highway at 

fence line to S by J. Walker
1995

DNR RP in Brace Post - N 45 deg. E, 56.21'         

DNR RP in Power Pole - S 24 deg. W, 55.52'
296128

25 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 21

25 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Spruce - N 23 deg. E, 48.2'                                                      

No other trees near to use for ties                                                

GLO BK 

1, P 23

26 48-26  
Ditch Survey in Section by H.D. 

Keath,County Surveyor 
1916

Ditch is on E and S line of NW ¼ of Section          

Distance and Mag. Var. stated

Book 2, 

Page 111

26 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Spruce - N 23 deg. E, 48.2'                                                      

No other trees near to use for ties                                                

GLO BK 

1, P 23

26 48-26 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
6” Tamarack – N 45 deg. W, 50.4'                         

3 ” Tamarack – S 45 deg.E, 39.4'

Book 2, 

Page 111

26 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 34

26 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - N 71 deg. W, 9.2'                                                      

8" Dead Tamarack - N 12 deg. E, 21.8'                  

No other trees near to use for ties                                                        

GLO BK 

1, P 23

26 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - (?) 36 deg. W, 16.5'                                                      

6" Dead Tamarack - (?) 50 deg. E, 26.4'                                          

No other trees listed for ties                          

GLO BK 

1, P 34

26 48-26 S 1/4
PK Nail set in c/l E-W Hwy 7.5' W of N-

S culvert under Highway by J. Walker
1995

DNR RP in Brace Post - N 34 deg. W, 56.95'         

DNR RP in Power Pole - S 04 deg. W, 51.11'   
296127

26 48-26 S 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
14” Elm – S 45 deg. E, 32.0'                                    

6 ” Ash – N 45 deg.E, 39.0'

Book 2, 

Page 111

26 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Cedar - N 13 deg. E, 19.8'                                                      

6" Black Ash - S 10 deg. W, 6.6'                                          

GLO BK 

1, P 33

26 48-26 SE
PK Nail set in c/l E-W Highway at 

fence line to S by J. Walker
1995

DNR RP in Brace Post - N 45 deg. E, 56.21'       

DNR RP in Power Pole - S 24 deg. W, 55.52' 
296128

26 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 21

26 48-26 SW

PK Nail set in c/l N-S Highway at c/l 

Highway to E and c/l road to W by J. 

Walker

1995

Mn/Dot Sta. HS RM 1 - N 31 deg. E, 111.59'        

DNR RP in Power Pole - S 40 deg. E, 84.38'         

2 1/2" iron pipe - S 75 deg. W, 132.42'

296126

26 48-26 SW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

10" Spruce - S 62 deg. W, 7.9'                                                     

8" Spruce - S 54 deg. E, 7.3'                                                                

10" Spruce - N 23 deg. E, 10.6'                                                  

5" Spruce - N 34 deg. W, 13.9'

GLO BK 

1, P 32

26 48-26 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
6” Tamarack – S 45 deg. W, 63.8'                         

5 ”Tamarack – S 45 deg.E, 62.4'

Book 2, 

Page 111

26 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - N 18 deg. E, 13.2'                                                      

4" Spruce - S 44 deg. W, 10.6'                                          

GLO BK 

1, P 34

27 48-26  
Ditch Survey in Section by H.D. 

Keath,County Surveyor 
1916

Ditch is on E-W ¼ of Section                       

Distance and Mag. Var. stated

Book 2, 

Page 111

27 48-26 E 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
6” Tamarack – S 45 deg. W, 63.8'                         

5 ”Tamarack – S 45 deg.E, 62.4'

Book 2, 

Page 111

27 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - N 18 deg. E, 13.2'                                                      

4" Spruce - S 44 deg. W, 10.6'                                          

GLO BK 

1, P 34

27 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 55 deg. E, 17.8'                                                      

10" White Birch - S 19 deg. W, 11.9'                                                            

GLO BK 

1, P 45
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27 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Dead Tamarack - (?) 36 deg. W, 16.5'                                                      

6" Dead Tamarack - (?) 50 deg. E, 26.4'                                          

No other trees listed for ties                          

GLO BK 

1, P 34

27 48-26 NW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Sugar Maple - N 52 deg. E, 17.2'                                                     

8" Sugar Map[le - S 36 deg. E, 29.7'                                                                

18" Basswood - N 37 deg. W, 25.1'                                                  

6" Pin Oak - S 48 deg. W, 15.8'

GLO BK 

1, P 44

27 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 45 deg. E, 9.2'                                                      

12" White Pine - S 05 deg. W, 4.0'                                                            

GLO BK 

1, P 42

27 48-26 SE

PK Nail set in c/l N-S Highway at c/l 

Highway to E and c/l road to W by J. 

Walker

1995

Mn/Dot Sta. HS RM 1 - N 31 deg. E, 111.59'        

DNR RP in Power Pole - S 40 deg. E, 84.38'        

2 1/2" iron pipe - S 75 deg. W, 132.42'

296126

27 48-26 SE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

10" Spruce - S 62 deg. W, 7.9'                                                     

8" Spruce - S 54 deg. E, 7.3'                                                                

10" Spruce - N 23 deg. E, 10.6'                                                  

5" Spruce - N 34 deg. W, 13.9'

GLO BK 

1, P 32

27 48-26 SW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

5” Maple – S 45 deg. E, 51.8'                               

8” Maple – N 45 deg. W, 65.8'                                

5“ Maple – N45 deg. E, 60.0'               

Book 2, 

Page 111

27 48-26 SW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Maple - S 74 deg. E, 60.7'                                                     

16" Elm - N 80 deg. E, 103.6'                                                                

14" Elm - N 83 deg. W, 149.8'                                                  

no other trees near to use for ties

GLO BK 

1, P 42

27 48-26 W 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Ash – S 45 deg. E, 74.5'                                     

5 ”Ash – N 45 deg.W, 41.5'

Book 2, 

Page 111

27 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Black Ash - N 87 deg. E, 7.9'                                                      

8" White Pine - N 73 deg. W, 31.0'                                          

GLO BK 

1, P 44

28 48-26 E 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
8” Ash – S 45 deg. E, 74.5'                                     

5 ”Ash – N 45 deg.W, 41.5'

Book 2, 

Page 111

28 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Black Ash - N 87 deg. E, 7.9'                                                      

8" White Pine - N 73 deg. W, 31.0'                                          

GLO BK 

1, P 44

28 48-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 897.6' E of S1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Maple - N 35 deg. W, 22.4'                                                      

36" Maple - S 70 deg. W, 22.4'                                                             

GLO BK 

1, P 65

28 48-26 M.C.

M.C is on N line NW 1/4, on W side of 

Mississippi River - 2047.1' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

1865
10" White Ash - N 05 deg. W, 50.2'                                                      

6" White Ash - S 72 deg. W, 48.8'                                                             

GLO BK 

1, P 67

28 48-26 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 1542.4' W of SE 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" Elm - N 63 deg. E, 5.9'                                                      

22" Elm - S 01 deg. W, 49.5'                                                             

GLO BK 

1, P 43

28 48-26 M.C.

M.C is on N line NW 1/4, on E side of 

Mississippi River - 356.4' W of N1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Elm - S 60 deg. E, 25.1'                                                      

24" Maple - N 62 deg. E, 71.3'                                                             

GLO BK 

1, P 46

28 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Black Ash - S 65 deg. (?), 6.6'                                                      

12" Elm - N 06 deg. E, 11.9'                                          

GLO BK 

1, P 46

28 48-26 NE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Sugar Maple - N 52 deg. E, 17.2'                                                     

8" Sugar Map[le - S 36 deg. E, 29.7'                                                                

18" Basswood - N 37 deg. W, 25.1'                                                  

6" Pin Oak - S 48 deg. W, 15.8'

GLO BK 

1, P 44
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28 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Dead Tamarack - N 34 deg. W, 25.1'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 66

28 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" White Ash - S 22 deg. W, 10.6'                                                      

20" Elm - N 26 deg. E, 31.7'                         

GLO BK 

1, P 65

28 48-26 SE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

5” Maple – S 45 deg. E, 51.8'                               

8” Maple – N 45 deg. W, 65.8'                                

5“ Maple – N45 deg. E, 60.0'               

Book 2, 

Page 111

28 48-26 SE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Maple - S 74 deg. E, 60.7'                                                     

16" Elm - N 80 deg. E, 103.6'                                                                

14" Elm - N 83 deg. W, 149.8'                                                  

no other trees near to use for ties

GLO BK 

1, P 42

28 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 64

28 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" Dead Aspen - N 61 deg. E, 37.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 66

28 48-26
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Is on N line of NW ¼ and W line of Section            

Distance and Mag. Var. shown 

Book 1, 

Page 232

29 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" Dead Aspen - N 61 deg. E, 37.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 66

29 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 76

29 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Dead Tamarack - N 34 deg. W, 25.1'                                                      

no other trees near to use for ties                   

GLO BK 

1, P 66

29 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 75

29 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Tamarack - S 64 deg. E, 18.5'                                                      

3" Dead Tamarack - N 49 deg. W, 25.1'                         

GLO BK 

1, P 74

29 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 64

29 48-26 SW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Dead Tamarack - S 71 deg. E, 106.3'                                                     

3" Dead Tamarack - N 84 deg. E, 83.8'                                                                

4" Dead Tamarack - N 83 deg. W, 96.4'                                                  

4" Dead Tamarack - S 42 deg. W, 114.8'

GLO BK 

1, P 73

29 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Dead Tamarack - N 18 deg. E, 20.5'                                                      

3" Dead Tamarack - S 76 deg. W, 15.2'                         

GLO BK 

1, P 75

29 48-26
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Is on E line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 232

30 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Dead Tamarack - N 18 deg. E, 20.5'                                                      

3" Dead Tamarack - S 76 deg. W, 15.2'                         

GLO BK 

1, P 75

30 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Birch - N 57 deg. E, 70.0'                                                      

no other trees stated for ties                   

GLO BK 

1, P 77
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30 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 75

30 48-26 NW

(Mon. is a W.C.)1 1/2" capped iron 

pipe set 22' W of c/l N-S ditch and 

51.44' N of E-W fence by B. Eveland 

(Act. cor. is S 89 deg. E, 23.67' and is 

1981

(W.C. Mon. ties)                                                  

DNR RP in S fence post - N 40 deg. E, 86.18'       

"V" notch in S end of Westerly 42" CMP in 

ditch - N 25 deg. E, 48.94'                                      

220153

30 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - S 47 deg. E, 68.0'                                                     

8" Tamarack - N 43 deg. W, 112.2'                    

No other trees near to use for ties                                           

GLO BK 

1, P 9

30 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Dead Tamarack - N 78 deg. W, 31.0'                                                      

5" Dead Tamarack - S 18 deg. E, 47.5'                         

GLO BK 

1, P 74

30 48-26 SE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Dead Tamarack - S 71 deg. E, 106.3'                                                     

3" Dead Tamarack - N 84 deg. E, 83.8'                                                                

4" Dead Tamarack - N 83 deg. W, 96.4'                                                  

4" Dead Tamarack - S 42 deg. W, 114.8'

GLO BK 

1, P 73

30 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Tamarack - N 75 deg. E, 26.4'                                                     

10" Tamarack - N 73 deg. W, 15.8'                           

8" Tamarack - S 79 deg. E, 17.2'                  

12" Tamarack - S 06 deg. E, 27.7'                                             

GLO BK 

1, P 8

30 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 9

31 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Dead Tamarack - S 36 deg. E, 34.3'                                                      

3" Dead Tamarack - N 58 deg. W, 26.4'                         

GLO BK 

1, P 73

31 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Dead Tamarack - N 78 deg. W, 31.0'                                                      

5" Dead Tamarack - S 18 deg. E, 47.5'                         

GLO BK 

1, P 74

31 48-26 NE

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Dead Tamarack - S 71 deg. E, 106.3'                                                     

3" Dead Tamarack - N 84 deg. E, 83.8'                                                                

4" Dead Tamarack - N 83 deg. W, 96.4'                                                  

4" Dead Tamarack - S 42 deg. W, 114.8'

GLO BK 

1, P 73

31 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Tamarack - N 75 deg. E, 26.4'                                                     

10" Tamarack - N 73 deg. W, 15.8'                           

8" Tamarack - S 79 deg. E, 17.2'                  

12" Tamarack - S 06 deg. E, 27.7'                                             

GLO BK 

1, P 8

31 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
4" Tamarack - N 49 deg. E, 58.7'                                                     

3" Tamarack - N 59 deg. W, 114.2'                                                             

GLO BK 

1, P 7

31 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
4" Dead Tamarack - N 43 deg. W, 25.1'                                                     

6" Dead Tamarack - N 52 deg. E, 65.3'                                                             

GLO BK 

1, P 7

31 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
10" Tamarack - N 36 deg. E, 52.8'                                                     

4" Tamarack - N 22 deg. W, 7.3'                                                             

GLO BK 

1, P 7

31 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 74 deg. W, 15.8'                                                     

5" Tamarack - S 80 deg. E, 21.1'                                                             

GLO BK 

1, P 8

32 48-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of SW ¼                                            

Distance and angles stated

Book 1, 

Page 496

32 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Dead Elm - N 56 deg. W, 4.0'                                                      

12" Dead Elm - S 40 deg. E, 23.8'                         

GLO BK 

1, P 64

32 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Dead Tamarack - S 64 deg. E, 18.5'                                                      

3" Dead Tamarack - N 49 deg. W, 25.1'                         

GLO BK 

1, P 74

32 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 64

32 48-26 NW

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Dead Tamarack - S 71 deg. E, 106.3'                                                     

3" Dead Tamarack - N 84 deg. E, 83.8'                                                                

4" Dead Tamarack - N 83 deg. W, 96.4'                                                  

4" Dead Tamarack - S 42 deg. W, 114.8'

GLO BK 

1, P 73

32 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865 no trees neard to use for trees
GLO BK 

1, P 6

32 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
14" Black Ash - N 49 deg. E, 44.9'                                                     

10" Tamarack - N 63 deg. W, 48.8'                                                             

GLO BK 

1, P 6
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32 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
4" Dead Tamarack - N 43 deg. W, 25.1'                                                     

6" Dead Tamarack - N 52 deg. E, 65.3'                                                             

GLO BK 

1, P 7

32 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Dead Tamarack - S 36 deg. E, 34.3'                                                      

3" Dead Tamarack - N 58 deg. W, 26.4'                         

GLO BK 

1, P 73

32 48-26
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Is on E line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 232

33 48-26 E 1/4
corner falls in "Lagoon" no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

1865 corner falls in "Lagoon" - no ties
GLO BK 

1, P 41

33 48-26 M.C.

M.C is on S line SE 1/4, on E side 

Bayou of Mississippi River - 541.2' W 

of SE Cor. - Set wood post as part of 

original Government Land Office 

1870
12" White Ash - N 60 deg. E, 15.8'                                                      

42" Maple - N 20 deg. E, 29.0'                                                             

GLO BK 

1, P 4

33 48-26 M.C.

M.C is on S line SE 1/4, on W side 

Bayou of Mississippi River - 774.8' W 

of SE Cor. - 18" Elm used for corner 

as part of original Government Land 

1870
9" Linden - N 75 deg. W, 29.0'                                                      

9" Linden - N 49 deg. W, 29.0'                                                             

GLO BK 

1, P 5

33 48-26 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 1564.2' W of SE 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

1870
8" Peperage (?) - N 75 deg. E, 5.3'                                                      

12" Black Ash - N 58 deg. E, 29.0'                                                             

GLO BK 

1, P 5

33 48-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 732.6' E of S1/4 

Cor. - Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1870
10" White Ash - N 10 deg. W, 2.0'                                                      

22" Elm - N 50 deg. W, 5.9'                                                             

GLO BK 

1, P 5

33 48-26 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 897.6' E of N1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

1865
14" Maple - N 35 deg. W, 22.4'                                                      

36" Maple - S 70 deg. W, 22.4'                                                             

GLO BK 

1, P 65

33 48-26 M.C.

M.C is on E line SE 1/4, on S side of 

"Lagoon" of Mississippi River -949.1' 

N of SE Cor. - set wood post as part of 

original Government Land Office 

1865
6" Elm - S 18 deg. E, 27.7'                                                      

10" Elm - S 87 deg. W, 33.7'                                                             

GLO BK 

1, P 40

33 48-26 M.C.

M.C is on E line SE 1/4, on N side of 

"Lagoon" of Mississippi River -1225.6' 

N of SE Cor. - set wood post as part of 

original Government Land Office 

1865
6" Basswood - N 40 deg. W, 5.9'                                                      

18" Elm - S 46 deg. E, 7.9'                                                             

GLO BK 

1, P 40

33 48-26 M.C.

M.C is on E line SE 1/4, on W side of 

"Lagoon" of Mississippi River -1980.0' 

N of SE Cor. - set wood post as part of 

original Government Land Office 

1865
6" Black Ash - S 69 deg. W, 5.9'                                                      

6" Peperish (?) - S 30 deg. E, 31.0'                                                             

GLO BK 

1, P 40

33 48-26 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 1542.4' W of NE 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" Elm - N 63 deg. E, 5.9'                                                      

22" Elm - S 01 deg. W, 49.5'                                                             

GLO BK 

1, P 43

33 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" White Ash - S 22 deg. W, 10.6'                                                      

20" Elm - N 26 deg. E, 31.7'                         

GLO BK 

1, P 65

33 48-26 NE
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

5” Maple – S 45 deg. E, 51.8'                               

8” Maple – N 45 deg. W, 65.8'                                

5“ Maple – N45 deg. E, 60.0'               

Book 2, 

Page 111

33 48-26 NE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Maple - S 74 deg. E, 60.7'                                                     

16" Elm - N 80 deg. E, 103.6'                                                                

14" Elm - N 83 deg. W, 149.8'                                                  

no other trees near to use for ties

GLO BK 

1, P 42

33 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 64

33 48-26 S 1/4
Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
10" White Ash - N 18 deg. E, 25.1'                                                     

14" Black Ash - N 33 deg. W, 27.7'                                                             

GLO BK 

1, P 5

33 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
22" Elm - N 32 deg. E, 24.2'                                                     

13" Elm - N 63 deg. W, 19.8'                                                             

GLO BK 

1, P 4

33 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
14" Black Ash - N 49 deg. E, 44.9'                                                     

10" Tamarack - N 63 deg. W, 48.8'                                                             

GLO BK 

1, P 6

33 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" Dead Elm - N 56 deg. W, 4.0'                                                      

12" Dead Elm - S 40 deg. E, 23.8'                         

GLO BK 

1, P 64
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33 48-26 W.C.

W.C is on E line NE 1/4, on N side of 

"Lagoon" of Mississippi River - 2323.2' 

S of NE Cor. - marked a 6" Peperich 

for corner as part of original 

1865
6" Peperish (?) - N 24 deg. W, 17.8'                                                      

8" White Oak - S 89 deg. W, 17.2'                                                             

GLO BK 

1, P 41

33 48-26
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Is on W line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 232

34 48-26 E 1/4
PK Nail set in c/l N-S Highway at c/l E-

W roads by J. Walker
1995

2 1/2" R/W Mon. - N 56 deg. E, 60.95'                  

2 1/2" R/W Mon. - S 58 deg. W, 61.25'                   

2 1/2" R/W Mon. - N 57 deg. W, 58.74'

296129

34 48-26 E 1/4
Set 2” capped iron pipe by E.J. Burns, 

Deputy County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

34 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 33 deg. W, 9.9'                                                      

8" White Birch - N 75 deg. E, 16.5'                                          

GLO BK 

1, P 32

34 48-26 M.C.

M.C is on S line SW 1/4, on E side 

Bayou of Mississippi River - 1815.0' W 

of S1/4 Cor. - Set wood post as part of 

original Government Land Office 

1870
13" Burr Oak - N 50 deg. E, 42.2'                                                      

13" Burr Oak - N 16 deg. E, 44.2'                                                             

GLO BK 

1, P 3

34 48-26 M.C.

M.C is on S line SW 1/4, on W side 

Bayou of Mississippi River - 615.1' E 

of SW Cor. - Set wood post as part of 

original Government Land Office 

Survey by A.& W.F. Ingerson, U.S. 

Deputy Surveyors

1870
24" Linden - N 13 deg. W, 13.9'                                                      

7" Linden - N 50 deg. W, 27.7'                                                             

GLO BK 

1, P 4

34 48-26 M.C.

M.C is on W line SW 1/4, on S side of 

"Lagoon" of Mississippi River - 949.1' 

N of SW Cor. - set wood post as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
6" Elm - S 18 deg. E, 27.7'                                                      

10" Elm - S 87 deg. W, 33.7'                                                             

GLO BK 

1, P 40

34 48-26 M.C.

M.C is on W line SW 1/4, on N side of 

"Lagoon" of Mississippi River -1225.6' 

N of SW Cor. - set wood post as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
6" Basswood - N 40 deg. W, 5.9'                                                      

18" Elm - S 46 deg. E, 7.9'                                                             

GLO BK 

1, P 40

34 48-26 M.C.

M.C is on W line SW 1/4, on W side of 

"Lagoon" of Mississippi River -1980.0' 

N of SW Cor. - set wood post as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
6" Black Ash - S 69 deg. W, 5.9'                                                      

6" Peperish - S 30 deg. E, 31.0'                                                             

GLO BK 

1, P 40

34 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 45 deg. E, 9.2'                                                      

12" White Pine - S 05 deg. W, 4.0'                                                            

GLO BK 

1, P 42

34 48-26 NE

PK Nail set in c/l N-S Highway at c/l 

Highway to E and c/l road to W by J. 

Walker

1995

Mn/Dot Sta. HS RM 1 - N 31 deg. E, 111.59'         

DNR RP in Power Pole - S 40 deg. E, 84.38'        

2 1/2" iron pipe - S 75 deg. W, 132.42'

296126

34 48-26 NE

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

10" Spruce - S 62 deg. W, 7.9'                                                     

8" Spruce - S 54 deg. E, 7.3'                                                                

10" Spruce - N 23 deg. E, 10.6'                                                  

5" Spruce - N 34 deg. W, 13.9'

GLO BK 

1, P 32

34 48-26 NW
Set iron mon.and took new ties by 

Fred Heuer, Deputy County Surveyor
1916

5” Maple – S 45 deg. E, 51.8'                               

8” Maple – N 45 deg. W, 65.8'                                

5“ Maple – N45 deg. E, 60.0'               

Book 2, 

Page 111

34 48-26 NW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

8" Maple - S 74 deg. E, 60.7'                                                     

16" Elm - N 80 deg. E, 103.6'                                                                

14" Elm - N 83 deg. W, 149.8'                                                  

no other trees near to use for ties

GLO BK 

1, P 42

34 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
9" Maple - S 42 deg. E, 9.9'                                                     

10" Maple - S 28 deg. W, 11.2'                                                             

GLO BK 

1, P 3

34 48-26 SE

3/4" capped rebar w/"DNR Survey 

Marker" set in ditch 27.5' W of c/l N-S 

Highway at fence to W by J. Walker

1995

2 1/2" R/W Mon. - N 90 deg. E, 78.16'                     

2 1/2" R/W Mon. - S 88 deg. W, 21.89'                   

1 3/8" pipe - S 90 deg. W, 34.97'

296133

34 48-26 SE
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71
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34 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
8" Spruce - N 46 deg. E, 22.4'                                                     

8" Spruce - N 11 deg. W, 17.2'                                                             

GLO BK 

1, P 1

34 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
22" Elm - N 32 deg. E, 24.2'                                                     

13" Elm - N 63 deg. W, 19.8'                                                             

GLO BK 

1, P 4

34 48-26 W 1/4

corner falls in "Lagoon" no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in "Lagoon" - no ties
GLO BK 

1, P 41

34 48-26 W.C.

W.C is on W line NW 1/4, on N side of 

"Lagoon" of Mississippi River - 2323.2' 

S of NW Cor. - marked a 6" Peperich 

for corner as part of original 

1865
6" Peperish (?) - N 24 deg. W, 17.8'                                                      

8" White Oak - S 89 deg. W, 17.2'                                                             

GLO BK 

1, P 41

35 48-26  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of SW 1/4                                               

Distance only stated

Book 2, 

Page 71

35 48-26 E 1/4

(Mon. is a W.C.) 3/4" capped rebar 

w/"DNR Survey Marker" set 18' S of 

c/l E-W road in line with fence line to 

N by J. Walker. (Act. cor. is S 00 deg. 

51 min. E, 48.56' and is in River) 

1995

(W.C. Mon. ties)                                                  

DNR RP in 10" Oak - S 48 deg. E, 12.72'              

DNR RP in 8" Oak - S 30 deg. W, 8.29'                      

296130

35 48-26 N 1/4
PK Nail set in c/l E-W Hwy 7.5' W of N-

S culvert under Highway by J. Walker
1995

DNR RP in Brace Post - N 34 deg. W, 56.95'        

DNR RP in Power Pole - S 04 deg. W, 51.11'  
296127

35 48-26 N 1/4

Set iron mon. at cor. And took new 

ties  By Fred Heuer, Deputy County 

Surveyor 

1916
14” Elm – S 45 deg. E, 32.0'                                    

6 ” Ash – N 45 deg.E, 39.0'

Book 2, 

Page 111

35 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Cedar - N 13 deg. E, 19.8'                                                      

6" Black Ash - S 10 deg. W, 6.6'                                          

GLO BK 

1, P 33

35 48-26 NE
PK Nail set in c/l E-W Highway at 

fence line to S by J. Walker
1995

DNR RP in Brace Post - N 45 deg. E, 56.21'         

DNR RP in Power Pole - S 24 deg. W, 55.52' 
296128

35 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 21

35 48-26 NW

PK Nail set in c/l N-S Highway at c/l 

Highway to E and c/l road to W by J. 

Walker

1995

Mn/Dot Sta. HS RM 1 - N 31 deg. E, 111.59'         

DNR RP in Power Pole - S 40 deg. E, 84.38'         

2 1/2" iron pipe - S 75 deg. W, 132.42'

296126

35 48-26 NW

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865

10" Spruce - S 62 deg. W, 7.9'                                                     

8" Spruce - S 54 deg. E, 7.3'                                                                

10" Spruce - N 23 deg. E, 10.6'                                                  

5" Spruce - N 34 deg. W, 13.9'

GLO BK 

1, P 32

35 48-26 S 1/4
3/4" capped rebar w/"DNR Survey 

Marker" set in marsh by J. Walker
1995

DNR RP in T. 10" Maple - N 88 deg. E, 31.92'       

DNR RP in 4" W. Oak - S 50 deg. E, 21.56'            

iron pipe - S 90 deg. W, 25.08' 

296132

35 48-26 S 1/4
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

35 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
7" Tamarack - N 22 deg. E, 11.2'                                                     

8" Spruce - N 44 deg. W, 21.1'                                                             

GLO BK 

1, P 1

35 48-26 SE
7/8" pipe with steel fence post found in 

swamp by J. Walker
1995 (No ties available) 296131

35 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
5" Tamarack - N 48 deg. E, 4.0'                                                     

5" Spruce - N 42 deg. W, 15.2'                                                             

GLO BK 

1, P 1

35 48-26 SW

3/4" capped rebar w/"DNR Survey 

Marker" set in ditch 27.5' W of c/l N-S 

Highway at fence to W by J. Walker

1995

2 1/2" R/W Mon. - N 90 deg. E, 78.16'                   

2 1/2" R/W Mon. - S 88 deg. W, 21.89'                 

1 3/8" pipe - S 90 deg. W, 34.97'

296133

35 48-26 SW
Set iron pipe by E.J. Burns, Deputy 

County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

35 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
8" Spruce - N 46 deg. E, 22.4'                                                     

8" Spruce - N 11 deg. W, 17.2'                                                             

GLO BK 

1, P 1
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35 48-26 W 1/4
PK Nail set in c/l N-S Highway at c/l E-

W roads by J. Walker
1995

2 1/2" R/W Mon. - N 56 deg. E, 60.95'                   

2 1/2" R/W Mon. - S 58 deg. W, 61.25'                  

2 1/2" R/W Mon. - N 57 deg. W, 58.74'

296129

35 48-26 W 1/4
Set 2” capped iron pipe by E.J. Burns, 

Deputy County Surveyor 
1911 No new ties taken

Book 2, 

Page 71

35 48-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 33 deg. W, 9.9'                                                      

8" White Birch - N 75 deg. E, 16.5'                                          

GLO BK 

1, P 32

35 48-26 W.C.

W.C is on E line NE 1/4, on N side of 

Rice River - 79.2' N of E1/4 Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

1865
10" White Pine - N 55 deg. E, 38.3'                                                      

12" White Pine - N 31 deg. W, 59.4'                                                             

GLO BK 

1, P 21

36 48-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865 No trees available to use for ties
GLO BK 

2, P 18

36 48-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 22

36 48-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

6" Tamarack - N 12 deg. W, 9.9'                                    

6" Tamarack - N 63 deg. E, 6.6'                                           

6" Tamarack - S 44 deg. E, 10.6'                                 

6" Tamarack - S 50 deg. W, 5.9' 

GLO BK 

2, P 18

36 48-26 NW
PK Nail set in c/l E-W Highway at 

fence line to S by J. Walker
1995

DNR RP in Brace Post - N 45 deg. E, 56.21'         

DNR RP in Power Pole - S 24 deg. W, 55.52' 
296128

36 48-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees (all fallen) near to use for ties
GLO BK 

1, P 21

36 48-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
4" Tamarack - N 47 deg. E, 4.6'                                                     

5" Tamarack - N 12 deg. W, 13.9'                                                             

GLO BK 

1, P 1

36 48-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1864
32" Swamp Oak - N 86 deg. E, 25.1'                                    

26" White Oak - N 75 deg. W, 7.9'                                           

GLO BK 

2, P 6

36 48-26 SW
7/8" pipe with steel fence post found in 

swamp by J. Walker
1995 (No ties available) 296131

36 48-26 SW

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
5" Tamarack - N 48 deg. E, 4.0'                                                     

5" Spruce - N 42 deg. W, 15.2'                                                             

GLO BK 

1, P 1

36 48-26 W 1/4

(Mon. is a W.C.) 3/4" capped rebar 

w/"DNR Survey Marker" set 18' S of 

c/l E-W road in line with fence line to 

N by J. Walker. (Act. cor. is S 00 deg. 

1995

(W.C. Mon. ties)                                                  

DNR RP in 10" Oak - S 48 deg. E, 12.72'            

DNR RP in 8" Oak - S 30 deg. W, 8.29'                                                                                  

296130

36 48-26 W.C.

W.C is on W line NW 1/4, on N side of 

Rice River - 79.2' N of W1/4 Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

1865
10" White Pine - N 55 deg. E, 38.3'                                                      

12" White Pine - N 31 deg. W, 59.4'                                                             

GLO BK 

1, P 21

1 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 23 deg. W, 41.6'                                                     

11" Birch - N 08 deg. E, 35.0'                                                             

GLO BK 

1, P 13

1 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” White Pine – S 52 deg. W, 2.6'                                  

14” Aspen – N 21 deg. E, 12.5'                                          

Book 4, 

Page 1

1 48-27 NE 4"x4" wood post found by J. Halverson 1965 Tree with blaze - 20.5' NE 158925

1 48-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Birch - N 35 deg. W, 547.8'                                                          

12" White Pine - N 83 deg. E, 712.8'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 13

1 48-27 NW
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Tamarack - N 00 deg. E, 3.8'             

N & D in 6" Tamarack - S 90 deg. W, 9.7'             

N & D in 8" Tamarack - S 00 deg. E, 28.5'

158929

1 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – S 67 deg. W, 14.5'                                   

3” Tamarack – N 28 deg. W, 5.9'                               

5" Tamarack - S 53 deg. E, 13.2'                                         

5" Tamarack - N 51 deg. E, 40.9'                   

Book 4, 

Page 1

1 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” Aspen – N 54 deg. W, 14.5'                                   

8” Yellow Birch – S 87 deg. E, 14.5'                                

Book 4, 

Page 19
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1 48-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Spruce - N 08 deg. E, 165.0'                                                          

12" Tamarack - S 72 deg. E, 147.2'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 12

1 48-27 SW
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Birch - N 00 deg. E, 12.0'                   

N & D in 8" Twin Cedar - S 90 deg. W, 51.1'          

N & D in 4" B. Ash - S 00 deg. E, 21.4'

158919

1 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” White Birch – S 83 deg. W, 11.2'                                   

14” White Birch – N 66 deg. E, 56.1'                               

6" Tamarack - N 62 deg. W, 21.8'                                         

6" Spruce - S 49 deg. E, 27.1'                   

Book 4, 

Page 19

1 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
30” White Pine – N 62 deg. W, 9.9'                                   

28” White Pine – N 82 deg. E, 5.3'                                

Book 4, 

Page 31

2 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
30” White Pine – N 62 deg. W, 9.9'                                   

28” White Pine – N 82 deg. E, 5.3'                                

Book 4, 

Page 31

2 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Tamarack – S 74 deg. E, 17.8'                                  

10” Tamarack – N 43 deg. W, 24.4'                                          

Book 4, 

Page 2

2 48-27 NE
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Tamarack - N 00 deg. E, 3.8'           

N & D in 6" Tamarack - S 90 deg. W, 9.7'            

N & D in 8" Tamarack - S 00 deg. E, 28.5'

158929

2 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – S 67 deg. W, 14.5'                                   

3” Tamarack – N 28 deg. W, 5.9'                               

5" Tamarack - S 53 deg. E, 13.2'                                         

5" Tamarack - N 51 deg. E, 40.9'                   

Book 4, 

Page 1

2 48-27 NW
4"x4" squared wood post found by J. 

Halverson
1965 Nail in stump - 185' SE 158928

2 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

18” White Birch – S 09 deg. E, 6.6'                                   

10” Black Oak – S 20 deg. W, 29.0'                               

8" Maple - N 60 deg. W, 18.5'                                         

14" Aspen - N 67 deg. E, 13.9'                   

Book 4, 

Page 2

2 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 30

2 48-27 SE
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Birch - N 00 deg. E, 12.0'                   

N & D in 8" Twin Cedar - S 90 deg. W, 51.1'          

N & D in 4" B. Ash - S 00 deg. E, 21.4'

158919

2 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” White Birch – S 83 deg. W, 11.2'                                   

14” White Birch – N 66 deg. E, 56.1'                               

6" Tamarack - N 62 deg. W, 21.8'                                         

6" Spruce - S 49 deg. E, 27.1'                   

Book 4, 

Page 19

2 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Maple – S 31 deg. W, 19.8'                                   

12” Spruce – N 61 deg. E, 7.9'                               

16" Basswood - N 42 deg. W, 23.1'                                         

6" Maple - S 25 deg. E, 17.2'                   

Book 4, 

Page 29

2 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Norway Pine – N 40 deg. E, 4.6'                                   

20” Aspen – N 81 deg. W, 18.5'                                

Book 4, 

Page 44

3 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Norway Pine – N 40 deg. E, 4.6'                                   

20” Aspen – N 81 deg. W, 18.5'                                

Book 4, 

Page 44

3 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Yellow Pine – S 57 deg. E, 10.6'                                  

6” Spruce – N 54 deg. E, 21.1'                                          

Book 4, 

Page 3
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3 48-27 NE
4"x4" squared wood post found by J. 

Halverson
1965 Nail in stump - 185' SE 158928

3 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

18” White Birch – S 09 deg. E, 6.6'                                   

10” Black Oak – S 20 deg. W, 29.0'                               

8" Maple - N 60 deg. W, 18.5'                                         

14" Aspen - N 67 deg. E, 13.9'                   

Book 4, 

Page 2

3 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

10” Tamarack – N 61 deg. E, 15.2'                                   

10” Tamarack – S 62 deg. E, 13.9'                               

8" White Birch - S 76 deg. W, 5.3'                                         

12" White Birch - N 52 deg. W, 19.1'                   

Book 4, 

Page 3

3 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Yellow Pine – N 75 deg. E, 21.1'                                   

16” Yellow Pine – S 68 deg. W, 15.8'                                

Book 4, 

Page 44

3 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Maple – S 31 deg. W, 19.8'                                   

12” Spruce – N 61 deg. E, 7.9'                               

16" Basswood - N 42 deg. W, 23.1'                                         

6" Maple - S 25 deg. E, 17.2'                   

Book 4, 

Page 29

3 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Basswood – N 70 deg. W, 4.6'                                   

8” Maple – S 50 deg. W, 27.1'                               

14" Aspen - S 82 deg. E, 29.7'                                         

18" White Birch - N 11 deg. E, 33.0'                   

Book 4, 

Page 43

3 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Norway Pine – N 40 deg. E, 4.6'                                   

20” Aspen – N 81 deg. W, 18.5'                                

Book 4, 

Page 45

4 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Norway Pine – N 40 deg. E, 4.6'                                   

20” Aspen – N 81 deg. W, 18.5'                                

Book 4, 

Page 45

4 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Tamarack – N 04 deg. W, 11.2'                                  

8” Tamarack – S 42 deg. E, 10.6'                                          

Book 4, 

Page 4

4 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

10” Tamarack – N 61 deg. E, 15.2'                                   

10” Tamarack – S 62 deg. E, 13.9'                               

8" White Birch - S 76 deg. W, 5.3'                                         

12" White Birch - N 52 deg. W, 19.1'                   

Book 4, 

Page 3

4 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – S 65 deg. E, 23.8'                                  

6” Tamarack – N 61 deg. E, 27.7'                                          

Book 4, 

Page 4

4 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Balsam – N 46 deg. W, 11.2'                                   

8” White Birch – S 40 deg. W, 2.0'                                

Book 4, 

Page 46

4 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Basswood – N 70 deg. W, 4.6'                                   

8” Maple – S 50 deg. W, 27.1'                               

14" Aspen - S 82 deg. E, 29.7'                                         

18" White Birch - N 11 deg. E, 33.0'                   

Book 4, 

Page 43

4 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Balsam – N 46 deg. W, 11.2'                                   

8” White Birch – S 40 deg. W, 2.0'                                

Book 4, 

Page 46

9 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Cedar – N 37 deg. W, 11.9'                                   

4” Spruce – N 19 deg. E, 5.3'                                

Book 4, 

Page 42

9 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Balsam – N 46 deg. W, 11.2'                                   

8” White Birch – S 40 deg. W, 2.0'                                

Book 4, 

Page 46

9 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Basswood – N 70 deg. W, 4.6'                                   

8” Maple – S 50 deg. W, 27.1'                               

14" Aspen - S 82 deg. E, 29.7'                                         

18" White Birch - N 11 deg. E, 33.0'                   

Book 4, 

Page 43

9 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Balsam – N 46 deg. W, 11.2'                                   

8” White Birch – S 40 deg. W, 2.0'                                

Book 4, 

Page 46

9 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Birch – S 65 deg. E, 17.2'                                   

10” White Birch – N 64 deg. E, 11.2'                                

Book 4, 

Page 42
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9 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Balsam – S 75 deg. E, 9.2'                                   

12” Cedar – N 38 deg. W, 11.9'                               

10" Cedar - S 84 deg. W, 7.9'                                         

8" Balsam - N 63 deg. E, 4.0'                   

Book 4, 

Page 40

9 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
30” Yellow Pine – S 58 deg. E, 11.2'                                   

24” White Pine – N 66 deg. E, 38.3'                                

Book 4, 

Page 42

10 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
16” Basswood – N 86 deg. W, 11.9'                                   

10” Sugar – N 61 deg. E, 16.5'                                

Book 4, 

Page 29

10 48-27 M.C.

M.C. set on E line SE1/4  on N side 

Blind Lake - wood post set as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865
14” White Cedar – N 26 deg. E, 11.9'                                   

5” White Cedar – N 41 deg. W, 18.5'                                

Book 4, 

Page 28

10 48-27 M.C.

M.C. set on S line SE1/4  0.92 ch. E of 

S1/4 corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Pin Oak – N 08 deg. W, 8.6'                                   

10” Ash – S 82 deg. W, 13.9'                                

Book 4, 

Page 41

10 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” Yellow Pine – N 75 deg. E, 21.1'                                   

16” Yellow Pine – S 68 deg. W, 15.8'                                

Book 4, 

Page 44

10 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Maple – S 31 deg. W, 19.8'                                   

12” Spruce – N 61 deg. E, 7.9'                               

16" Basswood - N 42 deg. W, 23.1'                                         

6" Maple - S 25 deg. E, 17.2'                   

Book 4, 

Page 29

10 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Basswood – N 70 deg. W, 4.6'                                   

8” Maple – S 50 deg. W, 27.1'                               

14" Aspen - S 82 deg. E, 29.7'                                         

18" White Birch - N 11 deg. E, 33.0'                   

Book 4, 

Page 43

10 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Maple – N 54 deg. E, 11.9'                                   

6” Maple – S 35 deg. W, 6.6'                                

Book 4, 

Page 41

10 48-27 SE

corner falls in Blind Lake - no wood 

post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no ties as corner falls in Lake
Book 4, 

Page 25

10 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Balsam – S 75 deg. E, 9.2'                                   

12” Cedar – N 38 deg. W, 11.9'                               

10" Cedar - S 84 deg. W, 7.9'                                         

8" Balsam - N 63 deg. E, 4.0'                   

Book 4, 

Page 40

10 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Cedar – N 37 deg. W, 11.9'                                   

4” Spruce – N 19 deg. E, 5.3'                                

Book 4, 

Page 42

11 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – S 46 deg. W, 7.3'                                   

6” Dead Tamarack – N 43 deg. E, 3.3'                                

Book 4, 

Page 19

11 48-27 M.C.

M.C. set on S line SW1/4  27 ch. W of 

S1/4 corner, on E side Blind Lake- 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Cedar – N 65 deg. E, 7.3'                                   

12” Cedar – S 34 deg. E, 4.6'                                

Book 4, 

Page 26

11 48-27 M.C.

M.C. set on W line SW1/4  on N side 

Blind Lake - wood post set as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865
14” White Cedar – N 26 deg. E, 11.9'                                   

5” White Cedar – N 41 deg. W, 18.5'                                

Book 4, 

Page 28

11 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 30

11 48-27 NE
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Birch - N 00 deg. E, 12.0'                   

N & D in 8" Twin Cedar - S 90 deg. W, 51.1'          

N & D in 4" B. Ash - S 00 deg. E, 21.4'

158919

11 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” White Birch – S 83 deg. W, 11.2'                                   

14” White Birch – N 66 deg. E, 56.1'                               

6" Tamarack - N 62 deg. W, 21.8'                                         

6" Spruce - S 49 deg. E, 27.1'                   

Book 4, 

Page 19

11 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Maple – S 31 deg. W, 19.8'                                   

12” Spruce – N 61 deg. E, 7.9'                               

16" Basswood - N 42 deg. W, 23.1'                                         

6" Maple - S 25 deg. E, 17.2'                   

Book 4, 

Page 29
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11 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 77 deg. E, 5.3'                                   

6” Tamarack – N 08 deg. E, 12.5'                                

Book 4, 

Page 26

11 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

4” Tamarack – S 26 deg. E, 11.2'                                   

4” Tamarack – S 37 deg. W, 10.6'                               

4" Tamarack - N 58 deg. W, 9.2'                                         

6" Tamarack - N 41 deg. E, 12.5'                   

Book 4, 

Page 17

11 48-27 SW

corner falls in Blind Lake - no wood 

post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no ties as corner falls in Lake
Book 4, 

Page 25

11 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
16” Basswood – N 86 deg. W, 11.9'                                   

10” Sugar – N 61 deg. E, 16.5'                                

Book 4, 

Page 29

12 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No other trees near to use for ties                                           
GLO BK 

1, P 12

12 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” Aspen – N 54 deg. W, 14.5'                                   

8” Yellow Birch – S 87 deg. E, 14.5'                                

Book 4, 

Page 19

12 48-27 NE
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - N 08 deg. E, 165.0'                                                          

12" Tamarack - S 72 deg. E, 147.2'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 12

12 48-27 NW
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Birch - N 00 deg. E, 12.0'                  

N & D in 8" Twin Cedar - S 90 deg. W, 51.1'         

N & D in 4" B. Ash - S 00 deg. E, 21.4'

158919

12 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” White Birch – S 83 deg. W, 11.2'                                   

14” White Birch – N 66 deg. E, 56.1'                               

6" Tamarack - N 62 deg. W, 21.8'                                         

6" Spruce - S 49 deg. E, 27.1'                   

Book 4, 

Page 19

12 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 18

12 48-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - N 45 deg. E, 6.6'                                                     

11" Aspen - S 07 deg. W, 8.6'                           

11" Aspen - N 51 deg. W, 4.7'                               

16" Aspen - S 71 deg. E, 11.2'                                             

GLO BK 

1, P 11

12 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

4” Tamarack – S 26 deg. E, 11.2'                                   

4” Tamarack – S 37 deg. W, 10.6'                               

4" Tamarack - N 58 deg. W, 9.2'                                         

6" Tamarack - N 41 deg. E, 12.5'                   

Book 4, 

Page 17

12 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – S 46 deg. W, 7.3'                                   

6” Dead Tamarack – N 43 deg. E, 3.3'                                

Book 4, 

Page 19

13 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 72 deg. E, 528.0'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 11

13 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 18

13 48-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - N 45 deg. E, 6.6'                                                     

11" Aspen - S 07 deg. W, 8.6'                           

11" Aspen - N 51 deg. W, 4.7'                               

16" Aspen - S 71 deg. E, 11.2'                                             

GLO BK 

1, P 11

13 48-27 NW
wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
4” Tamarack – S 26 deg. E, 11.2'                                   

4” Tamarack – S 37 deg. W, 10.6'                               

4" Tamarack - N 58 deg. W, 9.2'                                         

Book 4, 

Page 17

13 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – S 15 deg. W, 5.9'                                   

6” Dead Tamarack – N 21 deg. E, 9.0'                                

Book 4, 

Page 17

13 48-27 SW

1" iron w/"DNR Survey Marker" set on 

intersection of projection of c/l N-S 

and E-W drainage ditches by B. 

Eveland

1981
DNR RP in N Fe. Post - N 16 deg. E, 16.82'         

DNR RP in Fe. Post - N 90 deg. E, 4.91'                                                                             
220150

13 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N 09 deg. E, 14.5'                                   

No other trees near to use for ties                   

Book 4, 

Page 16

13 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
3” Tamarack – S 19 deg. W, 9.2'                                   

3” Tamarack – S 67 deg. E, 20.5'                                

Book 4, 

Page 17
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14 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
3” Tamarack – S 19 deg. W, 9.2'                                   

3” Tamarack – S 67 deg. E, 20.5'                                

Book 4, 

Page 17

14 48-27 M.C.

(Mon. is a W.C. to M.C. on W. line 

NW 1/4 Sec. 14) 1" sq. iron found 177' 

S of Blind Lake by D. Borcherding 

(Act. M.C. is N 00 deg. E, 125.40' from 

Mon.) W.C. is also SW cor. Gov't Lot 

1

1987

(W.C. Mon. ties)                                                 

DNR RP in 13" Elm - N 35 deg. E, 5.31'               

DNR RP in 28" Elm - S 27 deg. E, 13.40'               

DNR RP in 16" Elm - N 53 deg. W, 26.07'                                                                                 

261722

14 48-27 M.C.

M.C. set on N line NW1/4  27 ch. W of 

N1/4 corner, on E side Blind Lake- 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Cedar – N 65 deg. E, 7.3'                                   

12” Cedar – S 34 deg. E, 4.6'                                

Book 4, 

Page 26

14 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 77 deg. E, 5.3'                                   

6” Tamarack – N 08 deg. E, 12.5'                                

Book 4, 

Page 26

14 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

4” Tamarack – S 26 deg. E, 11.2'                                   

4” Tamarack – S 37 deg. W, 10.6'                               

4" Tamarack - N 58 deg. W, 9.2'                                         

6" Tamarack - N 41 deg. E, 12.5'                   

Book 4, 

Page 17

14 48-27 NW

corner falls in Blind Lake - no wood 

post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no ties as corner falls in Lake
Book 4, 

Page 25

14 48-27 S 1/4

1" iron w/"DNR Survey Marker" set 74' 

S of E-W dr. ditch in open field by B. 

Eveland

1981
DNR RP in 2"Tamarack - N 24 deg. E, 156.26'      

DNR RP in 2 1/2" Tam. - N 10 deg. W, 121.21'                                            
220152

14 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 24

14 48-27 SE

1" iron w/"DNR Survey Marker" set on 

intersection of projection of c/l N-S 

and E-W drainage ditches by B. 

Eveland

1981
DNR RP in N Fe. Post - N 16 deg. E, 16.82'         

DNR RP in Fe. Post - N 90 deg. E, 4.91'                 
220150

14 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N 09 deg. E, 14.5'                                   

No other trees near to use for ties                   

Book 4, 

Page 16

14 48-27 SW

1" iron w/"DNR Survey Marker" set 45' 

W of c/l N-S drainage ditch by B. 

Eveland

1981

DNR RP in 4" Spruce - N 20 deg. E, 18.18'           

DNR RP in 2" Tamarack - S 21 deg. E, 18.00'     

DNR RP in 6" Tamarack - N 76 deg. W, 30.5' 

220149

14 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – N 12 deg. E, 23.8'                                   

3” Tamarack – N 54 deg. W, 11.9'                               

6" Tamarack - S 65 deg. E, 24.4'                                         

4" Tamarack - S 27 deg. W, 26.4'                   

Book 4, 

Page 22

14 48-27 W 1/4
1/2" pipe set 67.5' W of c/l N-S ditch in 

open swamp by B. Eveland
1981 (No ties available) 220147

14 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Cedar – S 49 deg. W, 11.9'                                   

10” Cedar – S 40 deg. E, 21.8'                                

Book 4, 

Page 25

15 48-27 E 1/4
1/2" pipe set 67.5' W of c/l N-S ditch in 

open swamp by B. Eveland
1981 (No ties available) 220147

15 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Cedar – S 49 deg. W, 11.9'                                   

10” Cedar – S 40 deg. E, 21.8'                                

Book 4, 

Page 25

15 48-27 M.C.

(Mon. is a W.C. to M.C. on E. line NE 

1/4 Sec. 15) 1" sq. iron found 177' S 

of Blind Lake by D. Borcherding (Act. 

M.C. is N 00 deg. E, 125.40' from 

Mon.) W.C. is also SW cor. Gov't Lot 

1

1987

(W.C. Mon. ties)                                                 

DNR RP in 13" Elm - N 35 deg. E, 5.31'               

DNR RP in 28" Elm - S 27 deg. E, 13.40'               

DNR RP in 16" Elm - N 53 deg. W, 26.07'                                                                                 

261722

15 48-27 M.C.

M.C. set on W line SW1/4  28 ch. N of 

SW corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – N 66 deg. W, 11.2'                                   

8” Tamarack – S 30 deg. W, 6.6'                                

Book 4, 

Page 39

15 48-27 M.C.

M.C. set on W line SW1/4  39.5 ch. N 

of SW corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” White Oak – S 88 deg. W, 10.6'                                   

3” Spruce – N 36 deg. W, 19.8'                                

Book 4, 

Page 39
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15 48-27 M.C.

M.C. set on N line NE1/4  0.92 ch. E 

of N1/4 corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Pin Oak – N 08 deg. W, 8.6'                                   

10” Ash – S 82 deg. W, 13.9'                                

Book 4, 

Page 41

15 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Maple – N 54 deg. E, 11.9'                                   

6” Maple – S 35 deg. W, 6.6'                                

Book 4, 

Page 41

15 48-27 NE

corner falls in Blind Lake - no wood 

post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no ties as corner falls in Lake
Book 4, 

Page 25

15 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Balsam – S 75 deg. E, 9.2'                                   

12” Cedar – N 38 deg. W, 11.9'                               

10" Cedar - S 84 deg. W, 7.9'                                         

8" Balsam - N 63 deg. E, 4.0'                   

Book 4, 

Page 40

15 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Black Ash – S 23 deg. W, 21.1'                                   

8” Black Ash – N 12 deg. E, 4.6'                                

Book 4, 

Page 38

15 48-27 SE

1" iron w/"DNR Survey Marker" set 45' 

W of c/l N-S drainage ditch by B. 

Eveland

1981

DNR RP in 4" Spruce - N 20 deg. E, 18.18'           

DNR RP in 2" Tamarack - S 21 deg. E, 18.00'      

DNR RP in 6" Tamarack - N 76 deg. W, 30.5' 

220149

15 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – N 12 deg. E, 23.8'                                   

3” Tamarack – N 54 deg. W, 11.9'                               

6" Tamarack - S 65 deg. E, 24.4'                                         

4" Tamarack - S 27 deg. W, 26.4'                   

Book 4, 

Page 22

15 48-27 SW
3/4" pinch-top pipe found in c/l N-S 

road at fence line to W by B. Eveland
1981

DNR RP in 5" Spruce - N 60 deg. E, 45.54'           

DNR RP in Power Pole - S 74 deg. E, 34.20'         

DNR RP in 12" Oak - S 72 deg. W, 38.76'             

220148

15 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Spruce – S 70 deg. E, 30.4'                                   

11” Maple – S 51 deg. W, 10.6'                                

14" Maple - N 05 deg. W, 9.2'

Book 4, 

Page 37

15 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Birch – S 28 deg. E, 10.6'                                   

8” Balsam – S 33 deg. W, 10.6'                                

Book 4, 

Page 40

15 48-27
Survey of W line NW ¼ of Section by 

Don Mellem, County Surveyor 
1960

Survey of W line only                                          

Distance only stated

Book 1, 

Page 531

16 48-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of SE ¼                                          

Distance and angles stated

Book 1, 

Page 499

16 48-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1935

Partial subd.– NE 1/4                                 

Distance and angle shown

Book 1, 

Page 476

16 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Birch – S 28 deg. E, 10.6'                                   

8” Balsam – S 33 deg. W, 10.6'                                

Book 4, 

Page 40

16 48-27 M.C.

M.C. set on E line SE1/4  28 ch. N of 

SE corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – N 66 deg. W, 11.2'                                   

8” Tamarack – S 30 deg. W, 6.6'                                

Book 4, 

Page 39

16 48-27 M.C.

M.C. set on E line SE1/4  39.5 ch. N of 

SE corner, on W side Blind Lake - 

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” White Oak – S 88 deg. W, 10.6'                                   

3” Spruce – N 36 deg. W, 19.8'                                

Book 4, 

Page 39

16 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Birch – S 65 deg. E, 17.2'                                   

10” White Birch – N 64 deg. E, 11.2'                                

Book 4, 

Page 42

16 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Balsam – S 75 deg. E, 9.2'                                   

12” Cedar – N 38 deg. W, 11.9'                               

10" Cedar - S 84 deg. W, 7.9'                                         

8" Balsam - N 63 deg. E, 4.0'                   

Book 4, 

Page 40

16 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
30” Yellow Pine – S 58 deg. E, 11.2'                                   

24” White Pine – N 66 deg. E, 38.3'                                

Book 4, 

Page 42

16 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 28 deg. E, 2.6'                                   

10” Tamarack – N 69 deg. W, 8.6'                                

Book 4, 

Page 38

16 48-27 SE
3/4" pinch-top pipe found in c/l N-S 

road at fence line to W by B. Eveland
1981

DNR RP in 5" Spruce - N 60 deg. E, 45.54'           

DNR RP in Power Pole - S 74 deg. E, 34.20'       

DNR RP in 12" Oak - S 72 deg. W, 38.76'  

220148

16 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Spruce – S 70 deg. E, 30.4'                                   

11” Maple – S 51 deg. W, 10.6'                                

14" Maple - N 05 deg. W, 9.2'

Book 4, 

Page 37
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16 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
40” White Pine – N 43 deg. E, 4.0'                                   

14” Birch – S 81 deg. E, 27.7'                                

Book 4, 

Page 38

16 48-27
Survey of E line NE ¼ of Section by 

Don Mellem, County Surveyor 
1960

Survey of E line only                                          

Distance only stated

Book 1, 

Page 531

21 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Balsam – N 72 deg. W, 7.9'                                   

8” Balsam – S 38 deg. E, 4.0'                                

Book 4, 

Page 37

21 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 28 deg. E, 2.6'                                   

10” Tamarack – N 69 deg. W, 8.6'                                

Book 4, 

Page 38

21 48-27 NE
3/4" pinch-top pipe found in c/l N-S 

road at fence line to W by B. Eveland
1981

DNR RP in 5" Spruce - N 60 deg. E, 45.54'           

DNR RP in Power Pole - S 74 deg. E, 34.20'       

DNR RP in 12" Oak - S 72 deg. W, 38.76'  

220148

21 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Spruce – S 70 deg. E, 30.4'                                   

11” Maple – S 51 deg. W, 10.6'                                

14" Maple - N 05 deg. W, 9.2'

Book 4, 

Page 37

21 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
40” White Pine – N 43 deg. E, 4.0'                                   

14” Birch – S 81 deg. E, 27.7'                                

Book 4, 

Page 38

21 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Black Ash – N 51 deg. E, 5.9'                                   

18” Birch – S 66 deg. W, 32.3'                                

Book 4, 

Page 36

21 48-27 SE

1" sq. iron w/"DNR Survey Marker" set 

by lost methods approx. 100' SW of  

NW-SE road by B. Eveland

1981

DNR RP in 10" Ash - N 55 deg. E, 54.36'            

DNR RP in 7" Ash - N 90 deg. E, 59.06'                

DNR RP in 4" Ash - S 04 deg. W, 92.90'               

220157

21 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – S 56 deg. E, 4.6'                                   

10” Tamarack – N 12 deg. W, 10.6'                               

10" Tamarack - N 54 deg. E, 27.7'                                         

7" Tamarack - S 56 deg. W, 10.6'                   

Book 4, 

Page 35

21 48-27 SW

no mention of corner - as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865 no ties stated as no mention of corner 
Book 4, 

Page 36

22 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 23

22 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Black Ash – S 23 deg. W, 21.1'                                   

8” Black Ash – N 12 deg. E, 4.6'                                

Book 4, 

Page 38

22 48-27 NE

1" iron w/"DNR Survey Marker" set 45' 

W of c/l N-S drainage ditch by B. 

Eveland

1981

DNR RP in 4" Spruce - N 20 deg. E, 18.18'         

DNR RP in 2" Tamarack - S 21 deg. E, 18.00'   

DNR RP in 6" Tamarack - N 76 deg. W, 30.50'  

220149

22 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – N 12 deg. E, 23.8'                                   

3” Tamarack – N 54 deg. W, 11.9'                               

6" Tamarack - S 65 deg. E, 24.4'                                         

4" Tamarack - S 27 deg. W, 26.4'                   

Book 4, 

Page 22

22 48-27 NW
3/4" pinch-top pipe found in c/l N-S 

road at fence line to W by B. Eveland
1981

DNR RP in 5" Spruce - N 60 deg. E, 45.54'           

DNR RP in Power Pole - S 74 deg. E, 34.20'       

DNR RP in 12" Oak - S 72 deg. W, 38.76'  

220148

22 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

12” Spruce – S 70 deg. E, 30.4'                                   

11” Maple – S 51 deg. W, 10.6'                                

14" Maple - N 05 deg. W, 9.2'

Book 4, 

Page 37

22 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – N 74 deg. E, 20.5'                                   

6” Tamarack – S 74 deg. W, 17.2'                                

Book 4, 

Page 35

22 48-27 SE

1" iron w/"DNR Survey Marker" set 45' 

E of c/l N-S field road and 27' N of c/l 

E-W field road by B. Eveland

1981
RR spk in c/l field road - 44.8' W                           

RR spk in c/l field road - 27.0' S
220156

22 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

22 48-27 SW

1" sq. iron w/"DNR Survey Marker" set 

by lost methods approx. 100' SW of  

NW-SE road by B. Eveland

1981

DNR RP in 10" Ash - N 55 deg. E, 54.36'            

DNR RP in 7" Ash - N 90 deg. E, 59.06'                

DNR RP in 4" Ash - S 04 deg. W, 92.90'               

220157

22 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – S 56 deg. E, 4.6'                                   

10” Tamarack – N 12 deg. W, 10.6'                               

10" Tamarack - N 54 deg. E, 27.7'                                         

7" Tamarack - S 56 deg. W, 10.6'                   

Book 4, 

Page 35

22 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Balsam – N 72 deg. W, 7.9'                                   

8” Balsam – S 38 deg. E, 4.0'                                

Book 4, 

Page 37
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23 48-27 E 1/4

1" iron w/"DNR Survey Marker" set by 

lost methods 96.6' NNE of P.I. of dr. 

ditch to S and W by B. Eveland

1981 (No ties available) 220151

23 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – S 84 deg. W, 12.5'                                   

5” Dead Tamarack – N 63 deg. E, 24.4'                                

Book 4, 

Page 16

23 48-27 N 1/4

1" iron w/"DNR Survey Marker" set 74' 

S of E-W drainage ditch in open field 

by B. Eveland

1981
DNR RP in 2"Tamarack - N 24 deg. E, 156.26'     

DNR RP in 2 1/2" Tam. - N 10 deg. W, 121.21'                                            
220152

23 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 24

23 48-27 NE

1" iron w/"DNR Survey Marker" set on 

intersection of projection of c/l N-S 

and E-W drainage ditches by B. 

Eveland

1981
DNR RP in N Fe. Post - N 16 deg. E, 16.82'         

DNR RP in Fe. Post - N 90 deg. E, 4.91'                             
220150

23 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N 09 deg. E, 14.5'                                   

No other trees near to use for ties                   

Book 4, 

Page 16

23 48-27 NW

1" iron w/"DNR Survey Marker" set 45' 

W of c/l N-S drainage ditch by B. 

Eveland

1981

DNR RP in 4" Spruce - N 20 deg. E, 18.18'         

DNR RP in 2" Tamarack - S 21 deg. E, 18.00'   

DNR RP in 6" Tamarack - N 76 deg. W, 30.5'  

220149

23 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – N 12 deg. E, 23.8'                                   

3” Tamarack – N 54 deg. W, 11.9'                               

6" Tamarack - S 65 deg. E, 24.4'                                         

4" Tamarack - S 27 deg. W, 26.4'                   

Book 4, 

Page 22

23 48-27 S 1/4

1" iron w/"DNR Survey Marker" set 94' 

W of c/l N-S drainage ditch and 170' N 

of c/l E-W dr. ditch by B. Eveland

1981 (No ties available) 220155

23 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – N 41 deg. E, 9.2'                                   

8” Dead Tamarack – S 37 deg. E, 7.9'                                

Book 4, 

Page 23

23 48-27 SE

1" iron w/"DNR Survey Marker" set  

10' E of new N-S drainage ditch by B. 

Eveland

1981 (No ties available) 220154

23 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

3” Dead Tamarack – N 51 deg. W, 7.9'                                   

3” Dead Tamarack – S 87 deg. W, 16.5'                               

No other trees near to use for ties             

Book 4, 

Page 14

23 48-27 SW

1" iron w/"DNR Survey Marker" set 45' 

E of c/l N-S field road and 27' N of c/l 

E-W field road by B. Eveland

1981
RR spk in c/l field road - 44.8' W                           

RR spk in c/l field road - 27.0' S
220156

23 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

23 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties              
Book 4, 

Page 23

24 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - S 69 deg. W, 227.0'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 10

24 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – S 15 deg. W, 5.9'                                   

6” Dead Tamarack – N 21 deg. E, 9.0'                                

Book 4, 

Page 17

24 48-27 NW

1" iron w/"DNR Survey Marker" set on 

intersection of projection of c/l N-S 

and E-W drainage ditches by B. 

Eveland

1981
DNR RP in N Fe. Post - N 16 deg. E, 16.82'         

DNR RP in Fe. Post - N 90 deg. E, 4.91'                                                            
220150

24 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N 09 deg. E, 14.5'                                   

No other trees near to use for ties                   

Book 4, 

Page 16

24 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – N 54 deg. W, 18.5'                                   

5” Dead Tamarack – S 72 deg. E, 23.8'                                

Book 4, 

Page 15

24 48-27 SE

(Mon. is a W.C.) 1 1/2" capped iron 

pipe set 22' W of c/l N-S ditch and 

51.44' N of E-W fence by B. Eveland 

(Act. cor. is S 89 deg. E, 23.67' and is 

in ditch) 

1981

(W.C. Mon. ties)                                                  

DNR RP in S fence post - N 40 deg. E, 86.18'      

"V" notch in S end of Westerly 42" CMP in 

ditch - N 25 deg. E, 48.94'              

220153

24 48-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - S 47 deg. E, 68.0'                                                     

8" Tamarack - N 43 deg. W, 112.2'                    

No other trees near to use for ties                                           

GLO BK 

1, P 9
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24 48-27 SW
1" iron w/"DNR Survey Marker" set  

10' E of  N-S dr. ditch by B. Eveland
1981 (No ties available) 220154

24 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

3” Dead Tamarack – N 51 deg. W, 7.9'                                   

3” Dead Tamarack – S 87 deg. W, 16.5'                               

No other trees near to use for ties             

Book 4, 

Page 14

24 48-27 W 1/4

1" iron w/"DNR Survey Marker" set by 

lost methods 96.6' NNE of P.I. of dr. 

ditch to S and W by B. Eveland

1981 (No ties available) 220151

24 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – S 84 deg. W, 12.5'                                   

5” Dead Tamarack – N 63 deg. E, 24.4'                                

Book 4, 

Page 16

25 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 9

25 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – N 54 deg. W, 18.5'                                   

5” Dead Tamarack – S 72 deg. E, 23.8'                                

Book 4, 

Page 15

25 48-27 NE

(Mon. is a W.C.) 1 1/2" capped iron 

pipe set 22' W of c/l N-S ditch and 

51.44' N of E-W fence by B. Eveland 

(Act. cor. is S 89 deg. E, 23.67' and is 

in ditch) 

1981

(W.C. Mon. ties)                                                  

DNR RP in S fence post - N 40 deg. E, 86.18'      

"V" notch in S end of Westerly 42" CMP in 

ditch - N 25 deg. E, 48.94'              

220153

25 48-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - S 47 deg. E, 68.0'                                                     

8" Tamarack - N 43 deg. W, 112.2'                    

No other trees near to use for ties                                           

GLO BK 

1, P 9

25 48-27 NW
1" iron w/"DNR Survey Marker" set  

10' E of N-S dr. ditch by B. Eveland
1981 (No ties available) 220154

25 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

3” Dead Tamarack – N 51 deg. W, 7.9'                                   

3” Dead Tamarack – S 87 deg. W, 16.5'                               

No other trees near to use for ties             

Book 4, 

Page 14

25 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – S 18 deg. W, 23.8'                                  

no other trees near to use for ties                       

Book 4, 

Page 14

25 48-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Tamarack - N 75 deg. E, 26.4'                                                     

10" Tamarack - N 73 deg. W, 15.8'                           

8" Tamarack - S 79 deg. E, 17.2'                  

12" Tamarack - S 06 deg. E, 27.7'                                             

GLO BK 

1, P 8

25 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Dead Tamarack – S 63 deg. E, 20.5'                                   

6” Dead Tamarack – N 46 deg. E, 6.6'                               

6" Dead Tamarack - N 34 deg. W, 14.5'                                         

8" Dead Tamarack - N 46 deg. W, 13.9'                   

Book 4, 

Page 13

25 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no trees near to use for ties                       
Book 4, 

Page 14

26 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no trees near to use for ties                       
Book 4, 

Page 14

26 48-27 N 1/4

1" iron w/"DNR Survey Marker" set 94' 

W of c/l N-S drainage ditch and 170' N 

of c/l E-W dr. ditch by B. Eveland

1981 (No ties available) 220155

26 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Dead Tamarack – N 41 deg. E, 9.2'                                   

8” Dead Tamarack – S 37 deg. E, 7.9'                                

Book 4, 

Page 23

26 48-27 NE
1" iron w/"DNR Survey Marker" set  

10' E of N-S dr. ditch by B. Eveland
1981 (No ties available) 220154

26 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

3” Dead Tamarack – N 51 deg. W, 7.9'                                   

3” Dead Tamarack – S 87 deg. W, 16.5'                               

No other trees near to use for ties             

Book 4, 

Page 14

26 48-27 NW

1" iron w/"DNR Survey Marker" set 45' 

E of c/l N-S field road and 27' N of c/l 

E-W field road by B. Eveland

1981
RR spk in c/l field road - 44.8' W                                     

RR spk in c/l field road - 27.0' S
220156

26 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

26 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N (?) deg. W, 10.6'                                   

3” Dead Tamarack – S (?) deg. W, 4.6'                                

Book 4, 

Page 21

26 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Dead Tamarack – S 63 deg. E, 20.5'                                   

6” Dead Tamarack – N 46 deg. E, 6.6'                               

6" Dead Tamarack - N 34 deg. W, 14.5'                                         

8" Dead Tamarack - N 46 deg. W, 13.9'                   

Book 4, 

Page 13
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26 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Tamarack – S 33 deg. E, 12.5'                                   

6” Tamarack – N 60 deg. E, 15.8'                               

4" Tamarack - N 08 deg. W, 5.3'                                         

4" Tamarack - S 83 deg. W, 8.6'                   

Book 4, 

Page 21

26 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

27 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

27 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – N 74 deg. E, 20.5'                                   

6” Tamarack – S 74 deg. W, 17.2'                                

Book 4, 

Page 35

27 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 22

27 48-27 NE 

1" iron w/"DNR Survey Marker" set 45' 

E of c/l N-S field road and 27' N of c/l 

E-W field road by B. Eveland

1981
RR spk in c/l field road - 44.8' W                                     

RR spk in c/l field road - 27.0' S
220156

27 48-27 NW

1" sq. iron w/"DNR Survey Marker" set 

by lost methods approx. 100' SW of  

NW-SE road by B. Eveland

1981

DNR RP in 10" Ash - N 55 deg. E, 54.36'             

DNR RP in 7" Ash - N 90 deg. E, 59.06'               

DNR RP in 4" Ash - S 04 deg. W, 92.90' 

220157

27 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – S 56 deg. E, 4.6'                                   

10” Tamarack – N 12 deg. W, 10.6'                               

10" Tamarack - N 54 deg. E, 27.7'                                         

7" Tamarack - S 56 deg. W, 10.6'                   

Book 4, 

Page 35

27 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” White Birch – S 84 deg. W, 258.7'                                   

No other trees near to use for ties                      

Book 4, 

Page 33

27 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Tamarack – S 33 deg. E, 12.5'                                   

6” Tamarack – N 60 deg. E, 15.8'                               

4" Tamarack - N 08 deg. W, 5.3'                                         

4" Tamarack - S 83 deg. W, 8.6'                   

Book 4, 

Page 21

27 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – N 29 deg. W, 30.4'                                   

6” Tamarack – S 39 deg. W, 26.4'                          

No other trees stated                           

Book 4, 

Page 32

27 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 60 deg. E, 11.2'                                   

6” Tamarack – S 11 deg. W, 17.8'                                

Book 4, 

Page 34

28 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – S 60 deg. E, 11.2'                                   

6” Tamarack – S 11 deg. W, 17.8'                                

Book 4, 

Page 34

28 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Black Ash – N 51 deg. E, 5.9'                                   

18” Birch – S 66 deg. W, 32.3'                                

Book 4, 

Page 36

28 48-27 NE

1" sq. iron w/"DNR Survey Marker" set 

by lost methods approx. 100' SW of  

NW-SE road by B. Eveland

1981

DNR RP in 10" Ash - N 55 deg. E, 54.36'             

DNR RP in 7" Ash - N 90 deg. E, 59.06'               

DNR RP in 4" Ash - S 04 deg. W, 92.90' 

220157

28 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – S 56 deg. E, 4.6'                                   

10” Tamarack – N 12 deg. W, 10.6'                               

10" Tamarack - N 54 deg. E, 27.7'                                         

7" Tamarack - S 56 deg. W, 10.6'                   

Book 4, 

Page 35

28 48-27 NW

no mention of corner - as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865 no ties stated as no mention of corner 
Book 4, 

Page 36

28 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” White Pine – S 84 deg. W, 187.4'                                   

No other trees near to use for ties                       

Book 4, 

Page 33

28 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – N 29 deg. W, 30.4'                                   

6” Tamarack – S 39 deg. W, 26.4'                          

No other trees stated                           

Book 4, 

Page 32

28 48-27 SW

apparently post was set as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865 no ties stated for corner 
Book 4, 

Page 33

33 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
7” Tamarack – S 34 deg. W, 9.2'                                   

6” Tamarack – N 62 deg. E, 11.9'                                

Book 4, 

Page 31

33 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” White Pine – S 84 deg. W, 187.4'                                   

No other trees near to use for ties                       

Book 4, 

Page 33

33 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – N 29 deg. W, 30.4'                                   

6” Tamarack – S 39 deg. W, 26.4'                          

No other trees stated                           

Book 4, 

Page 32
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33 48-27 NW

apparently post was set as part of 

original Government Survey by O.E. 

Garrison, U.S. Deputy Surveyor

1865 no ties stated for corner 
Book 4, 

Page 33

33 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no trees near to use for ties                       
Book 4, 

Page 8

33 48-27 SE
3 1/4" iron found 4.9' W of c/l N-S road 

in line with c/l road to E by B. Eveland
1981

DNR RP in Power Pole - S 60 deg. E, 45.19'       

Rivet in S end 15" CMP - S 90 deg. W, 19.96'       

Rivet in N end 15" CMP - N 45 deg. W, 35.52'

220158

33 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” White Pine – N 12 deg. W, 30.4'                                  

no other trees near to use for ties                       

Book 4, 

Page 7

33 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
18” White Pine – N 03 deg. E, 283.8'                                  

no other trees near to use for ties                       

Book 4, 

Page 8

34 48-27  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Surveyed W 1/2-SW1/4 of Sec.                 

Distances only shown

Book 1,  

Page 313

34 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 20

34 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
14” White Birch – S 84 deg. W, 258.7'                                   

No other trees near to use for ties                      

Book 4, 

Page 33

34 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Tamarack – S 33 deg. E, 12.5'                                   

6” Tamarack – N 60 deg. E, 15.8'                               

4" Tamarack - N 08 deg. W, 5.3'                                         

4" Tamarack - S 83 deg. W, 8.6'                   

Book 4, 

Page 21

34 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

8” Tamarack – N 29 deg. W, 30.4'                                   

6” Tamarack – S 39 deg. W, 26.4'                          

No other trees stated                           

Book 4, 

Page 32

34 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – N 47 deg. W, 11.2'                                  

6” Tamarack – N 19 deg. E, 27.1'                                          

Book 4, 

Page 70

34 48-27 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set in c/l E-W road in line with 

c/l road to N by B. Eveland

1981

DNR RP in Power Pole - S 40 deg. E, 32.62'      

Hole in E end 36" RCP - N 20 deg. E, 34.05'      

Hole in W end 36" RCP - N 31 deg. W, 35.49' 

220159

34 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Dead Ash – N 76 deg. E, 60.1'                                  

no other trees near to use for ties                       

Book 4, 

Page 6

34 48-27 SW
3 1/4" iron found 4.9' W of c/l N-S road 

in line with c/l road to E by B. Eveland
1981

DNR RP in Power Pole - S 60 deg. E, 45.19'       

Rivet in S end 15" CMP - S 90 deg. W, 19.96'       

Rivet in N end 15" CMP - N 45 deg. W, 35.52'

220158

34 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” White Pine – N 12 deg. W, 30.4'                                  

no other trees near to use for ties                       

Book 4, 

Page 7

34 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
7” Tamarack – S 34 deg. W, 9.2'                                   

6” Tamarack – N 62 deg. E, 11.9'                                

Book 4, 

Page 31

35 48-27 E 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Pine – N 03 deg. E, 157.7'                                  

no other trees near to use for ties                       

Book 4, 

Page 13

35 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” Dead Tamarack – N (?) deg. W, 10.6'                                   

3” Dead Tamarack – S (?) deg. W, 4.6'                                

Book 4, 

Page 21

35 48-27 NE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Dead Tamarack – S 63 deg. E, 20.5'                                   

6” Dead Tamarack – N 46 deg. E, 6.6'                               

6" Dead Tamarack - N 34 deg. W, 14.5'                                         

8" Dead Tamarack - N 46 deg. W, 13.9'                   

Book 4, 

Page 13

35 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

5” Tamarack – S 33 deg. E, 12.5'                                   

6” Tamarack – N 60 deg. E, 15.8'                               

4" Tamarack - N 08 deg. W, 5.3'                                         

4" Tamarack - S 83 deg. W, 8.6'                   

Book 4, 

Page 21

35 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Tamarack – N 88 deg. W, 169.0'                                  

no other trees near to use for ties                       

Book 4, 

Page 6

35 48-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – N 25 deg. E, 23.1'                                  

10” Tamarack – N 43 deg. W, 69.3'                                          

Book 4, 

Page 5

35 48-27 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set in c/l E-W road in line with 

c/l road to N by B. Eveland

1981

DNR RP in Power Pole - S 40 deg. E, 32.62'      

Hole in E end 36" RCP - N 20 deg. E, 34.05'      

Hole in W end 36" RCP - N 31 deg. W, 35.49' 

220159
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35 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
12” Dead Ash – N 76 deg. E, 60.1'                                  

no other trees near to use for ties                       

Book 4, 

Page 6

35 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 No trees near to use for ties, all are burnt                   
Book 4, 

Page 20

36 48-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 74 deg. W, 15.8'                                                     

5" Tamarack - S 80 deg. E, 21.1'                                                             

GLO BK 

1, P 8

36 48-27 N 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
6” Tamarack – S 18 deg. W, 23.8'                                  

no other trees near to use for ties                       

Book 4, 

Page 14

36 48-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Tamarack - N 75 deg. E, 26.4'                                                     

10" Tamarack - N 73 deg. W, 15.8'                           

8" Tamarack - S 79 deg. E, 17.2'                  

12" Tamarack - S 06 deg. E, 27.7'                                             

GLO BK 

1, P 8

36 48-27 NW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Dead Tamarack – S 63 deg. E, 20.5'                                   

6” Dead Tamarack – N 46 deg. E, 6.6'                               

6" Dead Tamarack - N 34 deg. W, 14.5'                                         

8" Dead Tamarack - N 46 deg. W, 13.9'                   

Book 4, 

Page 13

36 48-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 no trees near to use for ties
Book 4, 

Page 5

36 48-27 SE

Set wood post as part of original 

Government Land Office Survey by 

Milton Nye, U.S. Deputy Surveyor

1865
10" Tamarack - N 36 deg. E, 52.8'                                                     

4" Tamarack - N 22 deg. W, 7.3'                                                             

GLO BK 

1, P 7

36 48-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
8” Tamarack – N 25 deg. E, 23.1'                                  

10” Tamarack – N 43 deg. W, 69.3'                                          

Book 4, 

Page 5

36 48-27 W 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
20” White Pine – N 03 deg. E, 157.7'                                  

no other trees near to use for ties                       

Book 4, 

Page 13

1 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Larch – N 70 deg. W, 8.6'                                 

7” Larch – S 81 deg. E, 11.2'

GLO  Bk 

8 P. 6

1 49-22 N 1/4

4” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

1 49-22 NE
2" capped alum. tube set for St. Louis 

County by R. Barke
1989

N & D in 6" Spruce - N 25 deg. E, 34.69'               

N & D in 12" Spruce - S 78 deg. E, 35.83'              

N & D in 6" Spruce - N 77 deg. W, 51.21'

498306      

(St. Louis 

Co.)

1 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Pine – N 53 deg. W, 35.0'                                 

12” Pine – N 28 deg. E, 18.5'                                

8” Pine – S 55 deg. E, 12.5'                                  

9” Pine – S 60 deg. W, 8.6'

GLO  Bk 

8 P. 6

1 49-22 NW

18” Aspen tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

1 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 71 deg. E, 5.3'                          

10” Tamarack – N 49 deg. W, 5.9'

GLO  Bk 

8 P. 21

1 49-22 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Tamarack – S 45 deg W, 63.7'                        

5” Tamarack– S 45 deg E, 48.8'

Book 1, 

Page 320

1 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Larch – N 35 deg. W, 51.5'                               

6” Larch – N 38 deg. E, 23.1'                                

6” Larch – S 33 deg. E, 25.1'                                  

6” Larch – S 60 deg. W, 27.7'

GLO  Bk 

8 P. 5

1 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine –N 16 deg. W, 13.9'                                

9” Pine – S 38 deg. W, 21.1'                                  

14” Birch – S 10 deg. E, 38.3'                              

9” Maple – N 78 deg. E, 6.6'

GLO  Bk 

8 P. 20

1 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 23 deg. W, 37.0'                       

5” Tamarack – N 37 deg. E, 31.7'

GLO  Bk 

8 P. 22

2 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 23 deg. W, 37.0'                       

5” Tamarack – N 37 deg. E, 31.7'

GLO  Bk 

8 P. 22
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2 49-22 N 1/4

5” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

2 49-22 NE

18” Aspen tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

2 49-22 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

10” Basswood – S 45 deg. W, 40.0'                      

14” Birch – N 45 deg. E, 31.8'

Book 1, 

Page 356

2 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Maple – N 50 deg. W, 12.5'                               

10” Pine – N 50 deg. E, 8.6'                                 

14” Aspen – S 75 deg. W, 9.2'                               

10” Maple – S 65 deg. E, 3.3'

GLO  Bk 

8 P. 8

2 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Tamarack – N 53 deg. W, 34.3'                         

4” Tamarack – S 34 deg. E, 26.4'

GLO  Bk 

8 P. 30

2 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine –N 16 deg. W, 13.9'                                

9” Pine – S 38 deg. W, 21.1'                                  

14” Birch – S 10 deg. E, 38.3'                              

9” Maple – N 78 deg. E, 6.6'

GLO  Bk 

8 P. 20

2 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen – S 38 deg. W, 6.6'                              

14” Aspen – N 07 deg. E, 13.9'                             

16” Aspen – N 63 deg. E, 16.5'                             

7” Pine – S 23 deg. E, 22.4'

GLO  Bk 

8 P. 29

2 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Spruce – S 42 deg. E, 10.6'                              

6” Spruce – S 50 deg. W, 16.5'

GLO  Bk 

8 P. 31

3 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Spruce – S 42 deg. E, 10.6'                              

6” Spruce – S 50 deg. W, 16.5'

GLO  Bk 

8 P. 31

3 49-22 N 1/4

5” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8

3 49-22 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

10” Basswood – S 45 deg. W, 40.0'                      

14” Birch – N 45 deg. E, 31.8'

Book 1, 

Page 356

3 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Maple – N 50 deg. W, 12.5'                               

10” Pine – N 50 deg. E, 8.6'                                 

14” Aspen – S 75 deg. W, 9.2'                               

10” Maple – S 65 deg. E, 3.3'

GLO  Bk 

8 P. 8

3 49-22 NW

4” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8

3 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamaack – S 42 deg. E, 9.2'                              

10” Tamarack – N 42 deg. E, 11.9'

GLO  Bk 

8 P. 41

3 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen – S 38 deg. W, 6.6'                              

14” Aspen – N 07 deg. E, 13.9'                               

16” Aspen – N 63 deg. E, 16.5'                             

7” Pine – S 23 deg. E, 22.4'

GLO  Bk 

8 P. 29

3 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 46 deg. W, 9.9'                                

12“ Oak – N 80 deg. E, 33.0'                                 

12” Aspen – S 27 deg. E, 31.7'                             

7” Maple – S 33 deg. W, 21.1'

GLO  Bk 

8 P. 40

3 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – S 24 deg. W, 21.1'                              

11” Birch – S 01 deg. E, 8.6'

GLO  Bk 

8 P. 42

3 49-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 356

4 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – S 24 deg. W, 21.1'                              

11” Birch – S 01 deg. E, 8.6'

GLO  Bk 

8 P. 42

4 49-22 N 1/4

12” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9
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4 49-22 NE

4” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8

4 49-22 NW

10” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9

4 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Norway Pine – S 15 deg. W, 9.2'                     

7” Norway Pine – N 35 deg. W, 5.3'

GLO  Bk 

8 P. 49

4 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 46 deg. W, 9.9'                                

12“ Oak – N 80 deg. E, 33.0'                                 

12” Aspen – S 27 deg. E, 31.7'                             

7” Maple – S 33 deg. W, 21.1'

GLO  Bk 

8 P. 40

4 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen – S 54 deg. W, 23.8'                            

12“ Aspen – N 29 deg. E, 23.8'                             

10” Aspen – S 64 deg. E, 21.1'                            

7” White Oak – N 62 deg. W, 22.4'

GLO  Bk 

8 P. 48

4 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
7” Maple – N 88 deg. W, 19.8'                             

9” Birch – S 83 deg. E, 13.9'

GLO  Bk 

8 P. 50

5 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
7” Maple – N 88 deg. W, 19.8'                             

9” Birch – S 83 deg. E, 13.9'

GLO  Bk 

8 P. 50

5 49-22 N 1/4

5” Pine tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10

5 49-22 NE

10” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9

5 49-22 NW

12” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10

5 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 04 deg. W, 17.8'                             

10” Fir – N 42 deg. W, 12.5'

GLO  Bk 

8 P. 64

5 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen – S 54 deg. W, 23.8'                            

12“ Aspen – N 29 deg. E, 23.8'                             

10” Aspen – S 64 deg. E, 21.1'                            

7” White Oak – N 62 deg. W, 22.4'

GLO  Bk 

8 P. 48

5 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack – S 68 deg. W, 7.9'                          

5“ Tamarack – N 70 deg. E, 5.9'                          

6” Tamarack – S 38 deg. E, 5.9'                          

8” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

8 P. 63

5 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 30 deg. E, 5.9'                          

8” Tamarack – N 62 deg. W, 7.9'

GLO  Bk 

8 P. 66

6 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 30 deg. E, 5.9'                          

8” Tamarack – N 62 deg. W, 7.9'

GLO  Bk 

8 P. 66

6 49-22 N 1/4

2” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No other trees in area
GLO  Bk 

8 P. 10

6 49-22 NE

12” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10

6 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

22” Aspen – N 80 deg. E, 17.8'                              

26” Aspen – N 89 deg. W, 13.2'                            

15” Aspen – S 25 deg. W, 27.1'                             

12” Pine – S 27 deg. E, 22.4'

GLO  Bk 

12,  P. 4
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6 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 30 deg. E, 2.0'                          

10” Tamarack – N 08 deg. W, 25.7'

GLO  Bk 

8 P. 65

6 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack – S 68 deg. W, 7.9'                          

5“ Tamarack – N 70 deg. E, 5.9'                          

6” Tamarack – S 38 deg. E, 5.9'                          

8” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

8 P. 63

6 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Pine  –N 55 deg. E, 52.8'                                  

24” Pine – S 34 deg. W, 17.28'                              

10” Pine – N 80 deg. W, 15.8'                                

18” Pine – N 90 deg. E, 11.2'

GLO  Bk 

12,  P. 4

6 49-22 W 1/4

13” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 4

7 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Aspen – N 51 deg. E, 7.9'                             

16” Aspen – N 70 deg. W, 9.2'

GLO  Bk 

8 P. 63

7 49-22 M.C

M.C. On S line SW ¼ (E side Island 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – S 72 deg. E, 17.8'                           

12” Aspen – N 29 deg. E, 27.1'

GLO  Bk 

8 P. 62

7 49-22 M.C

M.C. On W line SW ¼ (N side Island 

Lake) Used 10” Pine as corner as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 3

7 49-22 M.C.
4" Poplar post set for MC on S line 

SW 1/4 by H.D. Keath, Co. Surveyor
1913

3" Spruce - N 45 deg. E, 10.9'                                

4" Poplar - S 45 deg W, 8.3'

Book 1, 

Page 144

7 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 30 deg. E, 2.0'                          

10” Tamarack – N 08 deg. W, 25.7'

GLO  Bk 

8 P. 65

7 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack – S 68 deg. W, 7.9'                          

5“ Tamarack – N 70 deg. E, 5.9'                          

6” Tamarack – S 38 deg. E, 5.9'                          

8” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

8 P. 63

7 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Pine – N 55 deg. E, 52.8'                                  

24” Pine – S 34 deg. W, 17.28'                              

10” Pine – N 80 deg. W, 15.8'                                

18” Pine – N 90 deg. E, 11.2'

GLO  Bk 

12,  P. 4

7 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – N 33 deg. W, 7.3'                             

10” Aspen – S 68 deg. E, 15.8'

GLO  Bk 

8 P. 62

7 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 39 deg. W, 15.8'                        

7“ Tamarack – S 49 deg. E, 15.2'                          

7” Tamarack – N 58 deg. W, 9.9'                          

6” Tamarack – N 54 deg. E, 20.5'

GLO  Bk 

8 P. 60

7 49-22 SW

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

7 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Birch – N 89 deg. E, 19.1'                                  

4” Aspen – S 78 deg. W, 11.2'

GLO  Bk 

12,  P. 3

8 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – N 61 deg. E, 15.8'                               

10” Birch – S 73 deg. W, 17.2'

GLO  Bk 

8 P. 48

8 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 04 deg. W, 17.8'                             

10” Fir – N 42 deg. W, 12.5'

GLO  Bk 

8 P. 64

8 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen – S 54 deg. W, 23.8'                            

12“ Aspen – N 29 deg. E, 23.8'                             

10” Aspen – S 64 deg. E, 21.1'                            

7” White Oak – N 62 deg. W, 22.4'

GLO  Bk 

8 P. 48
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8 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack – S 68 deg. W, 7.9'                          

5“ Tamarack – N 70 deg. E, 5.9'                          

6” Tamarack – S 38 deg. E, 5.9'                          

8” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

8 P. 63

8 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” White Pine – S 04 deg. W, 3.3'                        

7” Birch – N 11 deg. W, 4.0'

GLO  Bk 

8 P. 61

8 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Tamarack – S 14 deg. W, 36.3'                        

3“ Spruce – S 10 deg. E, 16.5'                             

3” Tamarack – N 50 deg. E, 16.5'                          

4” Spruce – N 51 deg. W, 21.8'

GLO  Bk 

8 P. 46

8 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 39 deg. W, 15.8'                        

7“ Tamarack – S 49 deg. E, 15.2'                          

7” Tamarack – N 58 deg. W, 9.9'                          

6” Tamarack – N 54 deg. E, 20.5'

GLO  Bk 

8 P. 60

8 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Aspen – N 51 deg. E, 7.9'                             

16” Aspen – N 70 deg. W, 9.2'

GLO  Bk 

8 P. 63

9 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Pine – N 48 deg. W, 6.6'                                 

24” Pine – N 27 deg. E, 10.6'

GLO  Bk 

8 P. 40

9 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Norway Pine – S 15 deg. W, 9.2'                     

7” Norway Pine – N 35 deg. W, 5.3'

GLO  Bk 

8 P. 49

9 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 46 deg. W, 9.9'                                

12“ Oak – N 80 deg. E, 33.0'                                 

12” Aspen – S 27 deg. E, 31.7'                             

7” Maple – S 33 deg. W, 21.1'

GLO  Bk 

8 P. 40

9 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen – S 54 deg. W, 23.8'                            

12“ Aspen – N 29 deg. E, 23.8'                             

10” Aspen – S 64 deg. E, 21.1'                            

7” White Oak – N 62 deg. W, 22.4'

GLO  Bk 

8 P. 48

9 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 59 deg. E, 4.6'                          

6” Tamarack – N 52 deg. W, 7.3'

GLO  Bk 

8 P. 47

9 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – S 64 deg. E, 5.9'                          

5“ Tamarack – N 53 deg. W, 15.2'                          

6” Tamarack – S 40 deg. W, 7.9'                          

7” Tamarack – N 68 deg. W, 15.8'

GLO  Bk 

8 P. 38

9 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Tamarack – S 14 deg. W, 36.3'                        

3“ Spruce – S 10 deg. E, 16.5'                             

3” Tamarack – N 50 deg. E, 16.5'                          

4” Spruce – N 51 deg. W, 21.8'

GLO  Bk 

8 P. 46

9 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – N 61 deg. E, 15.8'                               

10” Birch – S 73 deg. W, 17.2'

GLO  Bk 

8 P. 48

10 49-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Road is on S line of Section                       

Distance and Mag. Var. stated

Book 2, 

Page 103

10 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 35 deg. E, 13.2'                           

8” Tamarack – N 32 deg. W, 19.8'

GLO  Bk 

8 P. 29

10 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamaack – S 42 deg. E, 9.2'                              

10” Tamarack – N 42 deg. E, 11.9'

GLO  Bk 

8 P. 41

10 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen – S 38 deg. W, 6.6'                              

14” Aspen – N 07 deg. E, 13.9'                               

16” Aspen – N 63 deg. E, 16.5'                             

7” Pine – S 23 deg. E, 22.4'

GLO  Bk 

8 P. 29

10 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 46 deg. W, 9.9'                                

12“ Oak – N 80 deg. E, 33.0'                                 

12” Aspen – S 27 deg. E, 31.7'                             

7” Maple – S 33 deg. W, 21.1'

GLO  Bk 

8 P. 40

10 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Elm – S 81 deg. E, 58.7'                                    

9” Aspen – N 63 deg. E, 49.5'

GLO  Bk 

8 P. 39
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10 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen –N 65 deg. W, 14.5'                              

12” Aspen – N 63 deg. E, 29.0'                               

10” Aspen – S 80 deg. E, 36.3'                             

10” Aspen – S 84 deg. W, 17.2'

GLO  Bk 

8 P. 27

10 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – S 64 deg. E, 5.9'                          

5“ Tamarack – N 53 deg. W, 15.2'                          

6” Tamarack – S 40 deg. W, 7.9'                          

7” Tamarack – N 68 deg. W, 15.8'

GLO  Bk 

8 P. 38

10 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Pine – N 48 deg. W, 6.6'                                 

24” Pine – N 27 deg. E, 10.6'

GLO  Bk 

8 P. 40

11 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Aspen – N 57 deg. E, 9.9'                                 

30” Spruce – S 30 deg. W, 21.1'

GLO  Bk 

8 P. 20

11 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Tamarack – N 53 deg. W, 34.3'                         

4” Tamarack – S 34 deg. E, 26.4'

GLO  Bk 

8 P. 30

11 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine –N 16 deg. W, 13.9'                                

9” Pine – S 38 deg. W, 21.1'                                  

14” Birch – S 10 deg. E, 38.3'                              

9” Maple – N 78 deg. E, 6.6'

GLO  Bk 

8 P. 20

11 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen – S 38 deg. W, 6.6'                              

14” Aspen – N 07 deg. E, 13.9'                               

16” Aspen – N 63 deg. E, 16.5'                             

7” Pine – S 23 deg. E, 22.4'

GLO  Bk 

8 P. 29

11 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 01 deg. E, 5.9'                                 

16” Aspen – N 11 deg. E, 10.6'

GLO  Bk 

8 P. 28

11 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack –S 71 deg. W, 9.9'                           

11” Tamarack – N 74 deg. E, 13.2'                       

9” Tamarack – S 09 deg. E, 12.5'                          

9” Tamarack – N 55 deg. W, 14.5'

GLO  Bk 

8 P. 18

11 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen –N 65 deg. W, 14.5'                              

12” Aspen – N 63 deg. E, 29.0'                             

10” Aspen – S 80 deg. E, 36.3'                             

10” Aspen – S 84 deg. W, 17.2'

GLO  Bk 

8 P. 27

11 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 35 deg. E, 13.2'                           

8” Tamarack – N 32 deg. W, 19.8'

GLO  Bk 

8 P. 29

12 49-22 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” White Birch– N 45 deg E, 51.0'                        

12” White Birch– S 45 deg W, 52.0'

Book 1, 

Page 320

12 49-22 E 1/4

Small pine used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873
9” White Birch – N 43 deg. W, 11.9'                       

8” White Birch – S 72 deg. E, 11.9'

GLO  Bk 

8 P. 5

12 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 71 deg. E, 5.3'                          

10” Tamarack – N 49 deg. W, 5.9'

GLO  Bk 

8 P. 21

12 49-22 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

5” Tamarack – S 45 deg W, 63.7'                        

5” Tamarack– S 45 deg E, 48.8'

Book 1, 

Page 320

12 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Larch – N 35 deg. W, 51.5'                                 

6” Larch – N 38 deg. E, 23.1'                                

6” Larch – S 33 deg. E, 25.1'                                  

6” Larch – S 60 deg. W, 27.7'

GLO  Bk 

8 P. 5

12 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine –N 16 deg. W, 13.9'                                

9” Pine – S 38 deg. W, 21.1'                                  

14” Birch – S 10 deg. E, 38.3'                              

9” Maple – N 78 deg. E, 6.6'

GLO  Bk 

8 P. 20

12 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – S 62 deg. W, 8.6'                                 

15” Birch – N 17 deg. W, 35.0'

GLO  Bk 

8 P. 19

12 49-22 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

15” Maple – S 45 deg W, 71.2'                                

15” Maple – N 45 deg E, 53.5'

Book 1, 

Page 320

12 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Birch – N 35 deg. W, 17.2'                       

5” White Birch – N 35 deg. E, 4.0'                          

5” Sugar – S 20 deg. E, 4.0'                                 

8” White Birch – S 75 deg. W, 19.8'

GLO  Bk 

8 P. 4
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12 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack –S 71 deg. W, 9.9'                             

11” Tamarack – N 74 deg. E, 13.2'                       

9” Tamarack – S 09 deg. E, 12.5'                          

9” Tamarack – N 55 deg. W, 14.5'

GLO  Bk 

8 P. 18

12 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Aspen – N 57 deg. E, 9.9'                                 

30” Spruce – S 30 deg. W, 21.1'

GLO  Bk 

8 P. 20

12 49-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E line of Section                                       

Distance and Mag. Var. shown 

Book 1, 

Page 320

13 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” White Birch – N 63 deg. W, 23.1'                       

10” White Birch – S 80 deg. E, 9.2'

GLO  Bk 

8 P. 4

13 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – S 62 deg. W, 8.6'                                 

15” Birch – N 17 deg. W, 35.0'

GLO  Bk 

8 P. 19

13 49-22 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

15” Maple – S 45 deg W, 71.2'                                

15” Maple – N 45 deg E, 53.5'

Book 1, 

Page 320

13 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Birch – N 35 deg. W, 17.2'                       

5” White Birch – N 35 deg. E, 4.0'                          

5” Sugar – S 20 deg. E, 4.0'                                 

8” White Birch – S 75 deg. W, 19.8'

GLO  Bk 

8 P. 4

13 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack –S 71 deg. W, 9.9'                             

11” Tamarack – N 74 deg. E, 13.2'                       

9” Tamarack – S 09 deg. E, 12.5'                          

9” Tamarack – N 55 deg. W, 14.5'

GLO  Bk 

8 P. 18

13 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 27 deg. W, 9.9'                                 

15” Aspen – S 19 deg. W, 13.2'

GLO  Bk 

8 P. 17

13 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Larch – N 42 deg. W, 27.7'                                 

4” Larch – N 33 deg. E,8.6'                                   

3” Larch – S 59 deg. E, 5.3'                                  

7” Larch – S 60 deg. W, 15.8'

GLO  Bk 

8 P. 3

13 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

24” Aspen –S 86 deg. E, 19.1'                               

18” Birch – S 83 deg. W, 18.5'                               

7” Birch – N 73 deg. W, 8.6'                                 

9” Birch – N 51 deg. E, 19.1'

GLO  Bk 

8 P. 16

13 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Pine – N 82 deg. W, 24.4'                                 

7” Tamarack – N 47 deg. E, 25.1'

GLO  Bk 

8 P. 18

13 49-22
Survey of S line  of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 353

14 49-22  
Subdivision of Section 14 by F.J. 

O'Hara, County Surveyor 
1909

found all Cor. Inp. but N 1/4 Cor.                         

Distances & Mag. Var. stated

Book 1, 

Page 97

14 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Pine – N 82 deg. W, 24.4'                                 

7” Tamarack – N 47 deg. E, 25.1'

GLO  Bk 

8 P. 18

14 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 01 deg. E, 5.9'                                 

16” Aspen – N 11 deg. E, 10.6'

GLO  Bk 

8 P. 28

14 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Tamarack –S 71 deg. W, 9.9'                             

11” Tamarack – N 74 deg. E, 13.2'                       

9” Tamarack – S 09 deg. E, 12.5'                          

9” Tamarack – N 55 deg. W, 14.5'

GLO  Bk 

8 P. 18

14 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen –N 65 deg. W, 14.5'                              

12” Aspen – N 63 deg. E, 29.0'                               

10” Aspen – S 80 deg. E, 36.3'                             

10” Aspen – S 84 deg. W, 17.2'

GLO  Bk 

8 P. 27

14 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Pine – S 22 deg. W, 23.1'                                 

8” Fir – N 40 deg. W, 20.5'

GLO  Bk 

8 P. 26

14 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

24” Aspen –S 86 deg. E, 19.1'                               

18” Birch – S 83 deg. W, 18.5'                               

7” Birch – N 73 deg. W, 8.6'                                 

9” Birch – N 51 deg. E, 19.1'

GLO  Bk 

8 P. 16
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14 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Tamarack – S 37 deg. E, 7.3'                          

12” Tamarack – S 42 deg. W, 17.8'                       

9” Tamarack – N 14 deg. W, 25.7'                          

8” Tamarack – N 37 deg. E27.7'

GLO  Bk 

8 P. 26

14 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 10 deg. E, 9.2'                             

10” Tamarack – S 58 deg. W, 17.2'

GLO  Bk 

8 P. 27

15 49-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1915

Road is on N line of Section                       

Distance and Mag. Var. stated

Book 2, 

Page 103

15 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Tamarack – S 10 deg. E, 9.2'                             

10” Tamarack – S 58 deg. W, 17.2'

GLO  Bk 

8 P. 27

15 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Elm – S 81 deg. E, 58.7'                                    

9” Aspen – N 63 deg. E, 49.5'

GLO  Bk 

8 P. 39

15 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Aspen –N 65 deg. W, 14.5'                              

12” Aspen – N 63 deg. E, 29.0'                               

10” Aspen – S 80 deg. E, 36.3'                             

10” Aspen – S 84 deg. W, 17.2'

GLO  Bk 

8 P. 27

15 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – S 64 deg. E, 5.9'                          

5“ Tamarack – N 53 deg. W, 15.2'                          

6” Tamarack – S 40 deg. W, 7.9'                          

7” Tamarack – N 68 deg. W, 15.8'

GLO  Bk 

8 P. 38

15 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – S 49 deg. E, 22.4'                               

24” Aspen – N 24 deg. W, 6.6'

GLO  Bk 

8 P. 37

15 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Tamarack – S 37 deg. E, 7.3'                          

12” Tamarack – S 42 deg. W, 17.8'                       

9” Tamarack – N 14 deg. W, 25.7'                          

8” Tamarack – N 37 deg. E27.7'

GLO  Bk 

8 P. 26

15 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Tamarack – N 82 deg. E, 7.3'                          

7“ Tamarack – S 48 deg. W, 13.2'                        

16” Tamarack – N 58 deg. W, 17.8'                       

10” Spruce – N 48 deg. W, 17.8'

GLO  Bk 

8 P. 36

15 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Spruce – N 55 deg. E, 11.2'                               

6” Spruce – N 59 deg. W, 9.9'

GLO  Bk 

8 P. 38

16 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Spruce – N 55 deg. E, 11.2'                               

6” Spruce – N 59 deg. W, 9.9'

GLO  Bk 

8 P. 38

16 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 59 deg. E, 4.6'                          

6” Tamarack – N 52 deg. W, 7.3'

GLO  Bk 

8 P. 47

16 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – S 64 deg. E, 5.9'                          

5“ Tamarack – N 53 deg. W, 15.2'                          

6” Tamarack – S 40 deg. W, 7.9'                          

7” Tamarack – N 68 deg. W, 15.8'

GLO  Bk 

8 P. 38

16 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Tamarack – S 14 deg. W, 36.3'                        

3“ Spruce – S 10 deg. E, 16.5'                             

3” Tamarack – N 50 deg. E, 16.5'                          

4” Spruce – N 51 deg. W, 21.8'

GLO  Bk 

8 P. 46

16 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 54 deg. E, 7.26'                          

10” Aspen – N 80 deg. E, 29.7'

GLO  Bk 

8 P. 45

16 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Tamarack – N 82 deg. E, 7.3'                          

7“ Tamarack – S 48 deg. W, 13.2'                          

16” Tamarack – N 58 deg. W, 17.8'                       

10” Spruce – N 48 deg. W, 17.8'

GLO  Bk 

8 P. 36

16 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Ash – S 25 deg. W, 7.9'                                     

5“ Willow – N 50 deg. W, 17.8'                            

16” Aspen – S 75 deg. E, 124.7'                             

12” Aspen – N 77 deg. E, 176.2'

GLO  Bk 

8 P. 44

16 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Tamarack – N 34 deg. E, 17.8'                        

12” Tamarack – S 49 deg. W, 28.4'

GLO  Bk 

8 P. 46
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17 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Tamarack – N 34 deg. E, 17.8'                        

12” Tamarack – S 49 deg. W, 28.4'

GLO  Bk 

8 P. 46

17 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” White Pine – S 04 deg. W, 3.3'                        

7” Birch – N 11 deg. W, 4.0'

GLO  Bk 

8 P. 61

17 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Tamarack – S 14 deg. W, 36.3'                        

3“ Spruce – S 10 deg. E, 16.5'                             

3” Tamarack – N 50 deg. E, 16.5'                          

4” Spruce – N 51 deg. W, 21.8'

GLO  Bk 

8 P. 46

17 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 39 deg. W, 15.8'                          

7“ Tamarack – S 49 deg. E, 15.2'                          

7” Tamarack – N 58 deg. W, 9.9'                          

6” Tamarack – N 54 deg. E, 20.5'

GLO  Bk 

8 P. 60

17 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – N 36 deg. E, 4.0'                                 

10” Birch – S 36 deg. W, 6.6'

GLO  Bk 

8 P. 58

17 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Ash – S 25 deg. W, 7.9'                                     

5“ Willow – N 50 deg. W, 17.8'                                

16” Aspen – S 75 deg. E, 124.7'                             

12” Aspen – N 77 deg. E, 176.2'

GLO  Bk 

8 P. 44

17 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” White Pine – S 35 deg. E, 8.6'                           

9“ Cedar – N 21 deg. W, 10.6'                             

24” Aspen – N 81 deg. E, 27.7'                            

15” Aspen – S 74 deg. W, 23.1'

GLO  Bk 

8 P. 57

17 49-22 W 1/4
3" Cedar post set at cor. by H.D. 

Keath, County Surveyor
1913 12" Tamarack - N 00 deg. E, 26.4'                      

Book 1, 

Page 144

17 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Spruce – N 04 deg. W, 15.8'                            

8” Spruce – N 48 deg. E, 12.5'

GLO  Bk 

8 P. 60

18 49-22 E 1/4
3" Cedar post set at cor. by H.D. 

Keath, County Surveyor
1913 12" Tamarack - N 00 deg. E, 26.4'                         

Book 1, 

Page 144

18 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Spruce – N 04 deg. W, 15.8'                            

8” Spruce – N 48 deg. E, 12.5'

GLO  Bk 

8 P. 60

18 49-22 M.C

M.C. On N line NW ¼ (E side Island 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – S 72 deg. E, 17.8'                           

12” Aspen – N 29 deg. E, 27.1'

GLO  Bk 

8 P. 62

18 49-22 M.C

M.C. On W line SW ¼ (S side Island 

Lake) Used 8” Aspen as corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Fir – N 36 deg. E, 10.6'                                    

5” Fir – N 79 deg. W, 6.6'

GLO  Bk 

12,  P. 3

18 49-22 M.C.
4" Poplar post set for MC on N line 

NW 1/4 by H.D. Keath, Co. Surveyor
1913

3" Spruce - N 45 deg. E, 10.9'                                

4" Poplar - S 45 deg W, 8.3'

Book 1, 

Page 144

18 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – N 33 deg. W, 7.3'                             

10” Aspen – S 68 deg. E, 15.8'

GLO  Bk 

8 P. 62

18 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 39 deg. W, 15.8'                          

7“ Tamarack – S 49 deg. E, 15.2'                          

7” Tamarack – N 58 deg. W, 9.9'                          

6” Tamarack – N 54 deg. E, 20.5'

GLO  Bk 

8 P. 60

18 49-22 NW

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

18 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – S 52 deg. W, 7.3'                          

9” Tamarack – N 58 deg. E, 7.9'

GLO  Bk 

8 P. 59

18 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” White Pine – S 35 deg. E, 8.6'                           

9“ Cedar – N 21 deg. W, 10.6'                             

24” Aspen – N 81 deg. E, 27.7'                            

15” Aspen – S 74 deg. W, 23.1'

GLO  Bk 

8 P. 57
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18 49-22 SW

10” Tamarack used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 2

18 49-22 W 1/4

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

18 49-22
Survey of perimeter of Section by H.D. 

Keath, County Surveyor 
1913

set wood posts at 1/16th cors.                               

Distance and Mag. Var. shown 

Book 1, 

Page 144

19 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Norway Pine – S 81 deg. E, 5.9'                        

7” Norway Pine – S 83 deg. W, 6.6'

GLO  Bk 

8 P. 57

19 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – S 52 deg. W, 7.3'                          

9” Tamarack – N 58 deg. E, 7.9'

GLO  Bk 

8 P. 59

19 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” White Pine – S 35 deg. E, 8.6'                           

9“ Cedar – N 21 deg. W, 10.6'                             

24” Aspen – N 81 deg. E, 27.7'                            

15” Aspen – S 74 deg. W, 23.1'

GLO  Bk 

8 P. 57

19 49-22 NW

10” Tamarack used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 2

19 49-22 S 1/4

1 1/2" iron pipe set 9' N of c/l E-W 

road at fence lines to N and S by W. 

Voigt

1973

Power Pole - 68.40' NE                                           

Tele. Pole - 97.30' SW                                           

10" Elm - 58.10' NW

188433

19 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Spruce – S 30 deg. W, 4.0'                                 

8” Spruce – N 21 deg. W, 7.9'

GLO  Bk 

8 P. 56

19 49-22 SE
RR spk set by lost methods on c/l E-W 

road at fence line to N by W. Voigt
1976

Power Pole - 53.30' NW                                          

6" steel gate post - 25.10' SSE                              

6" steel gate post - 33.20' SSW

188432

19 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – N 67 deg. E, 9.9'                              

9“ Aspen – N 17 deg. W, 16.5'                             

20” Birch – S 38 deg. W, 39.6'                            

15” Birch – S 48 deg. E, 33.0'

GLO  Bk 

8 P. 54

19 49-22 SW
1/2" iron found at projection of c/l 

roads to the E and S by Wm. Voigt
1974

5" Pine - 9.75' NW                                                  

4" Basswood - 18.9' SW                                       
188440

19 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Aspen –N 20 deg. E, 9.8'                                 

6” Fir – N 70 deg. W, 19.8'                                     

6” Fir – S 20 deg. W, 21.1'                                   

6” Birch – S 33 deg. E, 12.5'

GLO  Bk 

12,  P. 2

19 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Fir – N 55 deg. W, 5.3'                                    

4” Fir – N 45 deg. E, 15.8'

GLO  Bk 

12,  P. 2

19 49-22
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1920

Survey of S line only                                         

Distance and Mag. Var. shown 

Book 1, 

Page 312

20 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Tamarack – N 81 deg. E, 33.7'                        

12” Tamarack – S 11 deg. W, 83.8'

GLO  Bk 

8 P. 44

20 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Birch – N 36 deg. E, 4.0'                                 

10” Birch – S 36 deg. W, 6.6'

GLO  Bk 

8 P. 58

20 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Ash – S 25 deg. W, 7.9'                                     

5“ Willow – N 50 deg. W, 17.8'                             

16” Aspen – S 75 deg. E, 124.7'                             

12” Aspen – N 77 deg. E, 176.2'

GLO  Bk 

8 P. 44

20 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” White Pine – S 35 deg. E, 8.6'                           

9“ Cedar – N 21 deg. W, 10.6'                             

24” Aspen – N 81 deg. E, 27.7'                            

15” Aspen – S 74 deg. W, 23.1'

GLO  Bk 

8 P. 57

20 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Aspen – S 86 deg. E, 13.2'                                 

14” Aspen – N 76 deg. E, 21.8'

GLO  Bk 

8 P. 55
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20 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Ash – S 55 deg. W, 13.9'                         

14“ Birch – N 47 deg. E, 21.8'                             

6” Aspen – S 65 deg. E, 23.1'                            

10” Birch – N 76 deg. W, 14.5'

GLO  Bk 

8 P. 67

20 49-22 SW
RR spk set by lost methods on c/l E-W 

road at fence line to N by W. Voigt
1976

Power Pole - 53.30' NW                                          

6" steel gate post - 25.10' SSE                              

6" steel gate post - 33.20' SSW

188432

20 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – N 67 deg. E, 9.9'                              

9“ Aspen – N 17 deg. W, 16.5'                             

20” Birch – S 38 deg. W, 39.6'                            

15” Birch – S 48 deg. E, 33.0'

GLO  Bk 

8 P. 54

20 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Norway Pine – S 81 deg. E, 5.9'                        

7” Norway Pine – S 83 deg. W, 6.6'

GLO  Bk 

8 P. 57

21 49-22  

School Lot survey in SE1/4-NE1/4 of 

Section by Fred Heuer, County 

Surveyor

1921
6” Birch – S 45 deg. W, 37.9'                                

6” Birch – N 45 deg. W, 45.4'

Book 1, 

Page 346

21 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Tamarack – S 67 deg. E, 7.3'                         

7” Aspen – N 58 deg. W, 44.9'

GLO  Bk 

8 P. 36

21 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – S 54 deg. E, 7.26'                          

10” Aspen – N 80 deg. E, 29.7'

GLO  Bk 

8 P. 45

21 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Tamarack – N 82 deg. E, 7.3'                          

7“ Tamarack – S 48 deg. W, 13.2'                          

16” Tamarack – N 58 deg. W, 17.8'                       

10” Spruce – N 48 deg. W, 17.8'

GLO  Bk 

8 P. 36

21 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Ash – S 25 deg. W, 7.9'                                     

5“ Willow – N 50 deg. W, 17.8'                                

16” Aspen – S 75 deg. E, 124.7'                             

12” Aspen – N 77 deg. E, 176.2'

GLO  Bk 

8 P. 44

21 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 42 deg. W, 29.0'                             

24” Aspen – S 74 deg. W, 33.0'

GLO  Bk 

8 P. 68

21 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

18” Aspen– S 39 deg. W, 7.9'                                 

20” Aspen – N 33 deg. W, 2.6'                               

15” Spruce – S 38 deg. E, 6.6'                            

9” Fir – N 66 deg. E, 23.1'

GLO  Bk 

8 P. 34

21 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Ash – S 55 deg. W, 13.9'                         

14“ Birch – N 47 deg. E, 21.8'                             

6” Aspen – S 65 deg. E, 23.1'                            

10” Birch – N 76 deg. W, 14.5'

GLO  Bk 

8 P. 67

21 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Tamarack – N 81 deg. E, 33.7'                        

12” Tamarack – S 11 deg. W, 83.8'

GLO  Bk 

8 P. 44

22 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Aspen – S 40 deg. E, 6.6'                                 

6” Birch – N 16 deg. W, 9.2'

GLO  Bk 

8 P. 25

22 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – S 49 deg. E, 22.4'                               

24” Aspen – N 24 deg. W, 6.6'

GLO  Bk 

8 P. 37

22 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Tamarack – S 37 deg. E, 7.3'                          

12” Tamarack – S 42 deg. W, 17.8'                       

9” Tamarack – N 14 deg. W, 25.7'                          

8” Tamarack – N 37 deg. E27.7'

GLO  Bk 

8 P. 26

22 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Tamarack – N 82 deg. E, 7.3'                          

7“ Tamarack – S 48 deg. W, 13.2'                          

16” Tamarack – N 58 deg. W, 17.8'                       

10” Spruce – N 48 deg. W, 17.8'

GLO  Bk 

8 P. 36

22 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – N 67 deg. W, 5.3'                              

12” Birch – N 67 deg. W, 7.9'

GLO  Bk 

8 P. 35

22 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

20” Aspen –N 38 deg. E, 16.5'                                

7” Maple – S 42 deg. E, 11.9'                                 

9” Maple – N 83 deg. W, 26.4'                              

8” Maple – S 15 deg. W, 13.9'

GLO  Bk 

8 P. 24
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22 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

18” Aspen– S 39 deg. W, 7.9'                                 

20” Aspen – N 33 deg. W, 2.6'                               

15” Spruce – S 38 deg. E, 6.6'                            

9” Fir – N 66 deg. E, 23.1'

GLO  Bk 

8 P. 34

22 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Tamarack – S 67 deg. E, 7.3'                         

7” Aspen – N 58 deg. W, 44.9'

GLO  Bk 

8 P. 36

23 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Maple – N 60 deg. E, 3.3'                              

12” Birch – S 06 deg. W, 18.5'

GLO  Bk 

8 P. 16

23 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Pine – S 22 deg. W, 23.1'                                 

8” Fir – N 40 deg. W, 20.5'

GLO  Bk 

8 P. 26

23 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

24” Aspen –S 86 deg. E, 19.1'                               

18” Birch – S 83 deg. W, 18.5'                               

7” Birch – N 73 deg. W, 8.6'                                 

9” Birch – N 51 deg. E, 19.1'

GLO  Bk 

8 P. 16

23 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Tamarack – S 37 deg. E, 7.3'                          

12” Tamarack – S 42 deg. W, 17.8'                       

9” Tamarack – N 14 deg. W, 25.7'                          

8” Tamarack – N 37 deg. E27.7'

GLO  Bk 

8 P. 26

23 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Spruce – N 03 deg. W, 6.6'                              

6” Birch – S 20 deg. E, 13.2'

GLO  Bk 

8 P. 25

23 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen –S 65 deg. W, 5.3'                               

14” Aspen – N 72 deg. W, 16.5'                            

7” Aspen – N 15 deg. E, 14.5'                              

10” Pine – S 80 deg. W, 8.6'

GLO  Bk 

8 P. 14

23 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

20” Aspen –N 38 deg. E, 16.5'                                

7” Maple – S 42 deg. E, 11.9'                                 

9” Maple – N 83 deg. W, 26.4'                              

8” Maple – S 15 deg. W, 13.9'

GLO  Bk 

8 P. 24

23 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Aspen – S 40 deg. E, 6.6'                                 

6” Birch – N 16 deg. W, 9.2'

GLO  Bk 

8 P. 25

23 49-22
Survey of exterior of Section by Fred 

Heuer, County Surveyor 
1920

Survey of W,S and E lines only                              

Distance and Mag. Var. shown 

Book 1, 

Page 311

24 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Spruce – S 75 deg. W, 13.2'                             

10” Tamarack – N 40 deg. E, 2.6'

GLO  Bk 

8 P. 3

24 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 27 deg. W, 9.9'                                 

15” Aspen – S 19 deg. W, 13.2'

GLO  Bk 

8 P. 17

24 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Larch – N 42 deg. W, 27.7'                                 

4” Larch – N 33 deg. E,8.6'                                   

3” Larch – S 59 deg. E, 5.3'                                  

7” Larch – S 60 deg. W, 15.8'

GLO  Bk 

8 P. 3

24 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

24” Aspen –S 86 deg. E, 19.1'                               

18” Birch – S 83 deg. W, 18.5'                               

7” Birch – N 73 deg. W, 8.6'                                 

9” Birch – N 51 deg. E, 19.1'

GLO  Bk 

8 P. 16

24 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Aspen – N 05 deg. W, 28.4'                           

8” Pine – S 15 deg. E, 17.2'

GLO  Bk 

8 P. 15

24 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Baume Giliad – N 75 deg. W, 12.5'                  

8” Cedar – N 75 deg. E,7.9'                                

16” Cedar – S 15 deg. E, 5.9'                             

20” Cedar – S 25 deg. W, 3.3'

GLO  Bk 

8 P. 2

24 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen –S 65 deg. W, 5.3'                               

14” Aspen – N 72 deg. W, 16.5'                            

7” Aspen – N 15 deg. E, 14.5'                              

10” Pine – S 80 deg. W, 8.6'

GLO  Bk 

8 P. 14

24 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Maple – N 60 deg. E, 3.3'                              

12” Birch – S 06 deg. W, 18.5'

GLO  Bk 

8 P. 16
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24 49-22

Survey of N line and N-S ¼ line of 

Section by Fred Heuer, County 

Surveyor 

1922
Found inp. Cors. - did not take new ties                 

Distance and Mag. Var. shown 

Book 1, 

Page 353

25 49-22  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1932

Partial subd.– NE ¼                                  

Distance and angle shown

Book 1, 

Page 460

25 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Poplar – N 10 deg. W, 11.9'                             

4” Poplar – N 85 deg. E, 18.5'

GLO  Bk 

8 P. 2

25 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Aspen – N 05 deg. W, 28.4'                           

8” Pine – S 15 deg. E, 17.2'

GLO  Bk 

8 P. 15

25 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Baume Giliad – N 75 deg. W, 12.5'                  

8” Cedar – N 75 deg. E,7.9'                                

16” Cedar – S 15 deg. E, 5.9'                             

20” Cedar – S 25 deg. W, 3.3'

GLO  Bk 

8 P. 2

25 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen –S 65 deg. W, 5.3'                               

14” Aspen – N 72 deg. W, 16.5'                            

7” Aspen – N 15 deg. E, 14.5'                              

10” Pine – S 80 deg. W, 8.6'

GLO  Bk 

8 P. 14

25 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 27 deg. E, 15.2'                               

10” Birch – S 76 deg. W, 15.8'

GLO  Bk 

8 P. 13

25 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 44 deg. W, 38.3'                             

8” Birch – N 50 deg. E, 22.4'                                

16” Poplar – S 35 deg. E, 5.9'                             

10” Scotch Pine – S 81 deg. W, 13.9'

GLO  Bk 

8 P. 1

25 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Spruce –S 56 deg. E, 21.8'                               

3” Spruce – S 33 deg. W, 19.1'                            

5” Spruce – N 25 deg. W, 37.0'                              

3” Spruce – N 33 deg. E, 24.4'

GLO  Bk 

8 P. 12

25 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Tamarack – N 12 deg. W, 35.0'                        

4” Spruce – S 62 deg. E, 18.5'

GLO  Bk 

8 P. 14

26 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Spruce – N 03 deg. W, 6.6'                              

6” Birch – S 20 deg. E, 13.2'

GLO  Bk 

8 P. 25

26 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

16” Aspen –S 65 deg. W, 5.3'                               

14” Aspen – N 72 deg. W, 16.5'                            

7” Aspen – N 15 deg. E, 14.5'                              

10” Pine – S 80 deg. W, 8.6'

GLO  Bk 

8 P. 14

26 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

20” Aspen –N 38 deg. E, 16.5'                                

7” Maple – S 42 deg. E, 11.9'                                 

9” Maple – N 83 deg. W, 26.4'                              

8” Maple – S 15 deg. W, 13.9'

GLO  Bk 

8 P. 24

26 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Tamarack – N 10 deg. E, 23.1'                         

3” Tamarack – S 14 deg. W, 28.4'

GLO  Bk 

8 P. 23

26 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Spruce –S 56 deg. E, 21.8'                               

3” Spruce – S 33 deg. W, 19.1'                            

5” Spruce – N 25 deg. W, 37.0'                              

3” Spruce – N 33 deg. E, 24.4'

GLO  Bk 

8 P. 12

26 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack –N 67 deg. W, 19.1'                          

3” Tamarack – N 35 deg. E, 13.2'                         

3” Tamarack – S 57 deg. E, 19.8'                          

3” Tamarack – S 19 deg. W, 33.0'

GLO  Bk 

8 P. 23

26 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Elm – N 62 deg. E, 9.9'                                     

6” Birch – S 74 deg. W, 9.9'

GLO  Bk 

8 P. 24

27 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Elm – N 62 deg. E, 9.9'                                     

6” Birch – S 74 deg. W, 9.9'

GLO  Bk 

8 P. 24

27 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – N 67 deg. W, 5.3'                              

12” Birch – N 67 deg. W, 7.9'

GLO  Bk 

8 P. 35
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27 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

20” Aspen –N 38 deg. E, 16.5'                                

7” Maple – S 42 deg. E, 11.9'                                 

9” Maple – N 83 deg. W, 26.4'                              

8” Maple – S 15 deg. W, 13.9'

GLO  Bk 

8 P. 24

27 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

18” Aspen– S 39 deg. W, 7.9'                                 

20” Aspen – N 33 deg. W, 2.6'                             

15” Spruce – S 38 deg. E, 6.6'                            

9” Fir – N 66 deg. E, 23.1'

GLO  Bk 

8 P. 34

27 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Dead Tamarack – N 02 deg. W, 7.9'               

3” Dead Tamarack – S 29 deg. W, 15.2'

GLO  Bk 

8 P. 33

27 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack –N 67 deg. W, 19.1'                          

3” Tamarack – N 35 deg. E, 13.2'                         

3” Tamarack – S 57 deg. E, 19.8'                          

3” Tamarack – S 19 deg. W, 33.0'

GLO  Bk 

8 P. 23

27 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Ash – N 45 deg. E, 27.7'                                 

12” Birch – N 71 deg. W, 26.4'                               

20” Birch – S 40 deg. W, 9.9'                                

12” Birch – S 12 deg. E, 13.2'

GLO  Bk 

8 P. 32

27 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 79 deg. E, 6.6'                          

10” Tamarack – S 89 deg. W, 3.3'

GLO  Bk 

8 P. 34

28 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 79 deg. E, 6.6'                          

10” Tamarack – S 89 deg. W, 3.3'

GLO  Bk 

8 P. 34

28 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 42 deg. W, 29.0'                             

24” Aspen – S 74 deg. W, 33.0'

GLO  Bk 

8 P. 68

28 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

18” Aspen– S 39 deg. W, 7.9'                                 

20” Aspen – N 33 deg. W, 2.6'                               

15” Spruce – S 38 deg. E, 6.6'                            

9” Fir – N 66 deg. E, 23.1'

GLO  Bk 

8 P. 34

28 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Ash – S 55 deg. W, 13.9'                         

14“ Birch – N 47 deg. E, 21.8'                             

6” Aspen – S 65 deg. E, 23.1'                            

10” Birch – N 76 deg. W, 14.5'

GLO  Bk 

8 P. 67

28 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” dead Tamarack – S 37 deg. E, 33.0'                 

No other trees near

GLO  Bk 

8 P. 44

28 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Ash – N 45 deg. E, 27.7'                                 

12” Birch – N 71 deg. W, 26.4'                               

20” Birch – S 40 deg. W, 9.9'                                

12” Birch – S 12 deg. E, 13.2'

GLO  Bk 

8 P. 32

28 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 68 deg. E, 26.4'                          

2“ Tamarack – S 35 deg. W, 13.2'                          

2” Tamarack – N 35 deg. E, 9.9'                          

3” Tamarack – N 72 deg. W, 6.6'

GLO  Bk 

8 P. 43

28 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 03 deg. W, 139.9'                       

8” Tamarack – N 01 deg. E, 134.6'

GLO  Bk 

8 P. 67

29 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 03 deg. W, 139.9'                       

8” Tamarack – N 01 deg. E, 134.6'

GLO  Bk 

8 P. 67

29 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Aspen – S 86 deg. E, 13.2'                                 

14” Aspen – N 76 deg. E, 21.8'

GLO  Bk 

8 P. 55

29 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” White Ash – S 55 deg. W, 13.9'                         

14“ Birch – N 47 deg. E, 21.8'                             

6” Aspen – S 65 deg. E, 23.1'                            

10” Birch – N 76 deg. W, 14.5'

GLO  Bk 

8 P. 67

29 49-22 NW
RR spk set by lost methods on c/l E-W 

road at fence line to N by W. Voigt
1976

Power Pole - 53.30' NW                                          

6" steel gate post - 25.10' SSE                              

6" steel gate post - 33.20' SSW

188432

29 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – N 67 deg. E, 9.9'                              

9“ Aspen – N 17 deg. W, 16.5'                             

20” Birch – S 38 deg. W, 39.6'                            

15” Birch – S 48 deg. E, 33.0'

GLO  Bk 

8 P. 54
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29 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 72 deg. E, 6.6'                          

7” Tamarack – S 28 deg. E, 9.9'

GLO  Bk 

8 P. 52

29 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 68 deg. E, 26.4'                          

2“ Tamarack – S 35 deg. W, 13.2'                          

2” Tamarack – N 35 deg. E, 9.9'                          

3” Tamarack – N 72 deg. W, 6.6'

GLO  Bk 

8 P. 43

29 49-22 SW
3/4" pipe set in swamp at fences to 

the N and W by J. Walker
1991 (No ties available) 274260  

29 49-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 71 deg. E, 5.9'                          

3“ Tamarack – N 71 deg. W, 1.3'                          

2” Tamarack – N 73 deg. E, 9.9'                          

2” Tamarack – S 23 deg. W, 7.9'

GLO  Bk 

8 P. 51

29 49-22 W 1/4
1/2" iron set by lost methods by Wm. 

Voigt
1974

12" Ash - 17.10' NE                                                

8" Ash - 12.99' SW                                                  

6" Ash - 10.5 NW

188436

29 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. E, 8.6'                                 

6” Tamarack – S 08 deg. W, 27.7'

GLO  Bk 

8 P. 54

30 49-22  
Road Survey thru Section by F.J. 

O'Hara, County Surveyor 
1910

Runs on E side of Round Lake                               

Bearings and Distances stated

Book 2, 

Page 8

30 49-22 E 1/4
1/2" iron set by lost methods by Wm. 

Voigt
1974

12" Ash - 17.10' NE                                                 

8" Ash - 12.99' SW                                                

6" Ash - 10.5 NW

188436

30 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. E, 8.6'                                 

6” Tamarack – S 08 deg. W, 27.7'

GLO  Bk 

8 P. 54

30 49-22 M.C

M.C. On S line SW ¼ (E side Round 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 83 deg. E,  27.7'                                

10” Birch – S 79 deg. E, 28.4'

GLO  Bk 

8 P. 53

30 49-22 M.C.
M.C. is on S. line SW 1/4 Sec. 30 and 

is 1/2" iron found by W. Voigt
1976

SE Cor. Boathouse - 22.33' NE                              

24" Twin Birch - 13.10' SW                                      

12" Ash - 19'  WNW

188434

30 49-22 M.C.

M.C. is on W line NW 1/4 Sec. 30 - is 

1/2" iron found on hill at projection of 

N-S road and N of Round Lake by W. 

Voigt

1976

16" N. Pine - 85.85' NE                                          

18" N. Pine - 24.4' ESE                                       

16" N. Pine - 6.1'  WSW

188439

30 49-22 N 1/4

1 1/2" iron pipe set 9' N of c/l E-W 

road at fence lines to N and S by W. 

Voigt

1973

Power Pole - 68.40' NE                                           

Tele. Pole - 97.30' SW                                           

10" Elm - 58.10' NW

188433

30 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Spruce – S 30 deg. W, 4.0'                                 

8” Spruce – N 21 deg. W, 7.9'

GLO  Bk 

8 P. 56

30 49-22 NE
RR spk set by lost methods on c/l E-W 

road at fence line to N by W. Voigt
1976

Power Pole - 53.30' NW                                          

6" steel gate post - 25.10' SSE                              

6" steel gate post - 33.20' SSW

188432

30 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – N 67 deg. E, 9.9'                              

9“ Aspen – N 17 deg. W, 16.5'                             

20” Birch – S 38 deg. W, 39.6'                            

15” Birch – S 48 deg. E, 33.0'

GLO  Bk 

8 P. 54

30 49-22 NE

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

30 49-22 NW
1/2" iron found at projection of c/l 

roads to the E and S by Wm. Voigt
1974

5" Pine - 9.75' NW                                                 

4" Basswood - 18.9' SW                                       
188440

30 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Aspen –N 20 deg. E, 9.8'                                 

6” Fir – N 70 deg. W, 19.8'                                     

6” Fir – S 20 deg. W, 21.1'                                   

6” Birch – S 33 deg. E, 12.5'

GLO  Bk 

12,  P. 2

30 49-22 S 1/4
1" iron found 3' N of E-W fence line 

just W of c/l N-S road by W. Voigt
1974

SW Cor. 4'x4' rock - 11.0' NE                                 

8" Oak - 3.3' SE                                                      

12" Oak - 6.8'  SW

188435

30 49-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Iron wood – S 43 deg. W, 9.9'                          

4” Maple – N 54 deg. E, 5.3'

GLO  Bk 

8 P. 53
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30 49-22 SE
3/4" pipe set in swamp at fences to 

the N and W by J. Walker
1991 (No ties available) 274260  

30 49-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 71 deg. E, 5.9'                          

3“ Tamarack – N 71 deg. W, 1.3'                          

2” Tamarack – N 73 deg. E, 9.9'                          

2” Tamarack – S 23 deg. W, 7.9'

GLO  Bk 

8 P. 51

30 49-22 SW

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

30 49-22 W 1/4

M.C. On W line NW ¼ (N side Round 

Lake) 15” Pine is corner – part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

30 49-22 W 1/4

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

30 49-22
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1920

Survey of N line only                                         

Distance and Mag. Var. shown 

Book 1, 

Page 312

31 49-22  
Road Survey thru Section by F.J. 

O'Hara, County Surveyor 
1910

Runs NW-SE thru Se tion                               

Bearings and Distances stated

Book 2, 

Page 8

31 49-22 E 1/4
1/2" iron set by lost methods by Wm. 

Voigt
1974

3" Tamarack - 29.15' ENE                                       

4" Tamarack - 28.90' WSW     
188438

31 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 25 deg. W, 7.3'                          

9” Tamarack – S 56 deg. E, 2.6'

GLO  Bk 

8 P. 51

31 49-22 M.C

M.C. On N line NW ¼ (E side Round 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 83 deg. E,  27.7'                                

10” Birch – S 79 deg. E, 28.4'

GLO  Bk 

8 P. 53

31 49-22 M.C

M.C. On W line SW ¼ (S side Round 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” White Pine – S 20 deg. E, 13.2'                       

12” White Pine – N 87 deg. W, 26.4'

GLO  Bk 

12,  P. 1

31 49-22 M.C.
M.C. is on N. line NW 1/4 Sec. 31 and 

is 1/2" iron found by W. Voigt
1976

SE Cor. Boathouse - 22.33' NE                              

24" Twin Birch - 13.10' SW                                      

12" Ash - 19'  WNW

188434

31 49-22 M.C.

M.C. is on W line SW 1/4 Sec. 31 and 

is 1/2" iron set just S of Round Lake 

by W. Voigt

1974

4" Poplar - 6.02' E                                                 

1/2" iron - 10.0' SSE                                                 

6" Poplar - 19.7'  SSW

188437

31 49-22 N 1/4
1" iron found 3' N of E-W fence line 

just W of c/l N-S road by W. Voigt
1974

SW Cor. 4'x4' rock - 11.0' NE                                  

8" Oak - 3.3' SE                                                      

12" Oak - 6.8'  SW

188435

31 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Iron wood – S 43 deg. W, 9.9'                          

4” Maple – N 54 deg. E, 5.3'

GLO  Bk 

8 P. 53

31 49-22 NE
3/4" pipe set in swamp at fences to 

the N and W by J. Walker
1991 (No ties available) 274260  

31 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 71 deg. E, 5.9'                          

3“ Tamarack – N 71 deg. W, 1.3'                          

2” Tamarack – N 73 deg. E, 9.9'                          

2” Tamarack – S 23 deg. W, 7.9'

GLO  Bk 

8 P. 51

31 49-22 NW

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

31 49-22 S 1/4 1/2" iron set by Wm. Voigt 1974

6" Poplar - 8.32' NE                                                

6" Poplar - 50.70' SE                                             

7" Poplar - 15.92 SW

188428

31 49-22 S 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
6” Tamarack – N 10 deg. E, 52.8'                                   

No other trees near to use for ties                                  

Book 3, 

Page 26

31 49-22 SE 1/2" iron set by Wm. Voigt 1974

10" Maple - 79.72' NE                                             

12" Birch - 74.70' ENE                                       

10" Birch - 114.90 SE

188427
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31 49-22 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
7” Birch – N 80 deg. E, 11.2'                                   

10” Birch – S 62 deg. W, 16.5'                                          

Book 3, 

Page 25

31 49-22 SW
1/2" pipe fnd 20' W of c/l N-S ditch on 

E edge N-S dike by L. Pommerening
1994

WMA sign post - N 00 deg. E, 3.0'                         

WMA sign post - N 90 deg. W, 2.15'
301996 291999.057 560824.170

31 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack – N 18 deg. E, 429.0'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

31 49-22
Road Survey in Section by H.D. 

Keath, County Surveyor 
1928

Is on S line of Section                                    

Distance and Mag. Var. stated

Book 1, 

Page 433

32 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Tamarack – N 01 deg. W, 26.4'                          

2” Tamarack – N 10 deg. E, 23.1'

GLO  Bk 

8 P. 43

32 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 72 deg. E, 6.6'                          

7” Tamarack – S 28 deg. E, 9.9'

GLO  Bk 

8 P. 52

32 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 68 deg. E, 26.4'                          

2“ Tamarack – S 35 deg. W, 13.2'                          

2” Tamarack – N 35 deg. E, 9.9'                          

3” Tamarack – N 72 deg. W, 6.6'

GLO  Bk 

8 P. 43

32 49-22 NW
3/4" pipe set in swamp at fences to 

the N and W by J. Walker
1991 (No ties available) 274260  

32 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 71 deg. E, 5.9'                          

3“ Tamarack – N 71 deg. W, 1.3'                          

2” Tamarack – N 73 deg. E, 9.9'                          

2” Tamarack – S 23 deg. W, 7.9'

GLO  Bk 

8 P. 51

32 49-22 S 1/4

2" Tamarack used for corner as part of 

original Government Survey by David 

Watson, U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 25

32 49-22 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 30 deg. W, 23.8'                                   

2” Tamarack – N 40 deg. E, 40.9'                                          

Book 3, 

Page 24

32 49-22 SW 1/2" iron set by Wm. Voigt 1974

10" Maple - 79.72' NE                                             

12" Birch - 74.70' ENE                                       

10" Birch - 114.90 SE

188427

32 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
7” Birch – N 80 deg. E, 11.2'                                   

10” Birch – S 62 deg. W, 16.5'                                          

Book 3, 

Page 25

32 49-22 W 1/4
1/2" iron set by lost methods by Wm. 

Voigt
1974

3" Tamarack - 29.15' ENE                                    

4" Tamarack - 28.90' WSW   
188438

32 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 25 deg. W, 7.3'                          

9” Tamarack – S 56 deg. E, 2.6'

GLO  Bk 

8 P. 51

33 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Linden – N 57 deg. W, 5.9'                             

8” Fir – N 36 deg. E, 19.8'

GLO  Bk 

8 P. 32

33 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” dead Tamarack – S 37 deg. E, 33.0'                 

No other trees near

GLO  Bk 

8 P. 44

33 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Ash – N 45 deg. E, 27.7'                                 

12” Birch – N 71 deg. W, 26.4'                               

20” Birch – S 40 deg. W, 9.9'                                

12” Birch – S 12 deg. E, 13.2'

GLO  Bk 

8 P. 32

33 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack – S 68 deg. E, 26.4'                          

2“ Tamarack – S 35 deg. W, 13.2'                          

2” Tamarack – N 35 deg. E, 9.9'                          

3” Tamarack – N 72 deg. W, 6.6'

GLO  Bk 

8 P. 43

33 49-22 S 1/4

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                        
Book 3, 

Page 24

33 49-22 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

4” Maple – N 30 deg. E, 13.9'                                   

5" Birch – S 75 deg. W, 4.6'                                          

10" Maple - N 10 deg. W, 4.6'                                           

3" Maple - S 35 deg E, 7.9'

Book 3, 

Page 24

33 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
2” Tamarack – N 30 deg. W, 23.8'                                   

2” Tamarack – N 40 deg. E, 40.9'                                          

Book 3, 

Page 24
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33 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Tamarack – N 01 deg. W, 26.4'                        

2” Tamarack – N 10 deg. E, 23.1'

GLO  Bk 

8 P. 43

34 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
18” Tamarack – S 40 deg. W, 7.9'                       

9” Ash – N 40 deg. E, 2.6'

GLO  Bk 

8 P. 22

34 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Dead Tamarack – N 02 deg. W, 7.9'               

3” Dead Tamarack – S 29 deg. W, 15.2'

GLO  Bk 

8 P. 33

34 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack –N 67 deg. W, 19.1'                          

3” Tamarack – N 35 deg. E, 13.2'                         

3” Tamarack – S 57 deg. E, 19.8'                          

3” Tamarack – S 19 deg. W, 33.0'

GLO  Bk 

8 P. 23

34 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Ash – N 45 deg. E, 27.7'                                 

12” Birch – N 71 deg. W, 26.4'                               

20” Birch – S 40 deg. W, 9.9'                                

12” Birch – S 12 deg. E, 13.2'

GLO  Bk 

8 P. 32

34 49-22 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 38 deg. E, 19.1'                                   

4" Tamarack – N 08 deg. W, 6.6'                                          

4" Tamarack - S 40 deg. W, 9.9'                                           

3" Tamarack - S 20 deg E, 4.0'

Book 3, 

Page 23

34 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

4” Maple – N 30 deg. E, 13.9'                                   

5" Birch – S 75 deg. W, 4.6'                                          

10" Maple - N 10 deg. W, 4.6'                                           

3" Maple - S 35 deg E, 7.9'

Book 3, 

Page 24

34 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Linden – N 57 deg. W, 5.9'                             

8” Fir – N 36 deg. E, 19.8'

GLO  Bk 

8 P. 32

35 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Spruce – S 37 deg. E, 5.9'                                 

3” Spruce – N 44 deg. W, 4.6'

GLO  Bk 

8 P. 12

35 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Tamarack – N 10 deg. E, 23.1'                         

3” Tamarack – S 14 deg. W, 28.4'

GLO  Bk 

8 P. 23

35 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Spruce –S 56 deg. E, 21.8'                               

3” Spruce – S 33 deg. W, 19.1'                            

5” Spruce – N 25 deg. W, 37.0'                              

3” Spruce – N 33 deg. E, 24.4'

GLO  Bk 

8 P. 12

35 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Tamarack –N 67 deg. W, 19.1'                          

3” Tamarack – N 35 deg. E, 13.2'                         

3” Tamarack – S 57 deg. E, 19.8'                          

3” Tamarack – S 19 deg. W, 33.0'

GLO  Bk 

8 P. 23

35 49-22 S 1/4

3" Tamarack used for corner as part of 

original Government Survey by David 

Watson, U.S. Deputy Surveyor

1870
4” Tamarack – N 20 deg. E, 7.9'                                   

4” Tamarack – S 30 deg. E, 6.6'                                          

Book 3, 

Page 23

35 49-22 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

12” Birch – N 32 deg. E, 23.1'                                   

11" Birch – N 37 deg. W, 27.7'                                          

5" Birch - S 35 deg. W, 14.5'                                           

5" Fir - S 25 deg E, 11.2'

Book 3, 

Page 22

35 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 38 deg. E, 19.1'                                   

4" Tamarack – N 08 deg. W, 6.6'                                          

4" Tamarack - S 40 deg. W, 9.9'                                           

3" Tamarack - S 20 deg E, 4.0'

Book 3, 

Page 23

35 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
18” Tamarack – S 40 deg. W, 7.9'                       

9” Ash – N 40 deg. E, 2.6'

GLO  Bk 

8 P. 22

36 49-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – N 65 deg. W, 20.5'                             

8” Birch – S 55 deg. E, 3.3'

GLO  Bk 

8 P. 1

36 49-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Birch – N 27 deg. E, 15.2'                               

10” Birch – S 76 deg. W, 15.8'

GLO  Bk 

8 P. 13
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36 49-22 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – N 44 deg. W, 38.3'                             

8” Birch – N 50 deg. E, 22.4'                                

16” Poplar – S 35 deg. E, 5.9'                             

10” Scotch Pine – S 81 deg. W, 13.9'

GLO  Bk 

8 P. 1

36 49-22 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Spruce –S 56 deg. E, 21.8'                               

3” Spruce – S 33 deg. W, 19.1'                            

5” Spruce – N 25 deg. W, 37.0'                              

3” Spruce – N 33 deg. E, 24.4'

GLO  Bk 

8 P. 12

36 49-22 SE

wood post set as part of original 

Government Survey by Jewett & 

Howe, U.S. Deputy Surveyors

1870

8” White Birch – N 35 deg. W, 28.4'                                   

9" White Birch – N 81 deg. E, 29.7'                                          

7" White Birch - S 28 deg. E, 37.0'                                           

7" White Birch - S 78 deg. W, 16.5'

Book 3, 

Page 7

36 49-22 SW

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870

12” Birch – N 32 deg. E, 23.1'                                   

11" Birch – N 37 deg. W, 27.7'                                          

5" Birch - S 35 deg. W, 14.5'                                           

5" Fir - S 25 deg E, 11.2'

Book 3, 

Page 22

36 49-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
3” Spruce – S 37 deg. E, 5.9'                                 

3” Spruce – N 44 deg. W, 4.6'

GLO  Bk 

8 P. 12

1 49-23 E 1/4

13” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 4

1 49-23 N 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1935

10” Spruce - N 45 deg. E, 12.0'                               

5” Elm – S 00 deg. E, 17.5'      

Book 1, 

Page 474

1 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – N 40 deg. E, 3.3'                               

15” Aspen – S 35 deg. W, 9.2'

GLO  Bk 

12,  P. 5

1 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

22” Aspen – N 80 deg. E, 17.8'                              

26” Aspen – N 89 deg. W, 13.2'                            

15” Aspen – S 25 deg. W, 27.1'                             

12” Pine – S 27 deg. E, 22.4'

GLO  Bk 

12,  P. 4

1 49-23 NW
Set new post at corner by H.D. Keath, 

County Surveyor
1935

8” Poplar – N 45 deg. E, 14.3'                               

12” Poplar  – S 45 deg. W, 26.0'                           

7” Poplar – S 45 deg. E, 28.5'

Book 1, 

Page 474

1 49-23 NW

8” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 5

1 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Pine – S 21 deg. E, 13.2'                                  

8” Pine – N 63 deg. W, 7.9'

GLO  Bk 

12,  P. 17

1 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Pine – N 55 deg. E, 52.8'                                  

24” Pine – S 34 deg. W, 17.28'                              

10” Pine – N 80 deg. W, 15.8'                                

18” Pine – N 90 deg. E, 11.2'

GLO  Bk 

12,  P. 4

1 49-23 SW
new 4" Cedar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

1 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Aspen – N 32 deg. E, 7.9'                                

7” Aspen – S 32 deg. W, 6.6'                               

7” Aspen – S 24 deg. E, 24.4'                               

5” Aspen – N 48 deg. W, 7.9'

GLO  Bk 

12,  P. 16

1 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
7” Spruce – S 86 deg. W, 17.8'                              

5” Spruce – S 85 deg. E, 5.3'

GLO  Bk 

12,  P. 18

1 49-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

2 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
7” Spruce – S 86 deg. W, 17.8'                              

5” Spruce – S 85 deg. E, 5.3'

GLO  Bk 

12,  P. 18

2 49-23 N 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1935

12” Oak - N 45 deg. W, 88.0'                               

16” Elm – N 45 deg. E, 101.4'      

Book 1, 

Page 474

2 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 4” Maple – S 75 deg. W, 27.1'                             
GLO  Bk 

12,  P. 5

2 49-23 NE
Set new post at corner by H.D. Keath, 

County Surveyor
1935

8” Poplar – N 45 deg. E, 14.3'                               

12” Poplar  – S 45 deg. W, 26.0'                           

7” Poplar – S 45 deg. E, 28.5'

Book 1, 

Page 474
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2 49-23 NE

8” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 5

2 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. W, 61.4'                               

No other trees near

GLO  Bk 

12,  P. 6

2 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Jack Pine – N 06 deg. E, 15.8'                        

16” Norway Pine – S 32 deg. W, 40.3'

GLO  Bk 

12,  P. 27

2 49-23 SE
new 4" Cedar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

2 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Aspen – N 32 deg. E, 7.9'                                

7” Aspen – S 32 deg. W, 6.6'                               

7” Aspen – S 24 deg. E, 24.4'                               

5” Aspen – N 48 deg. W, 7.9'

GLO  Bk 

12,  P. 16

2 49-23 SW
1 7/8" capped iron pipe found by J. 

Walker
1992

DNR RP in 5" R. Oak - N 74 deg. E, 16.21'          

DNR RP in 4" Ironwood - S 60 deg. E, 26.53'    

DNR RP in 6" R. Oak - N 50 deg. W, 19.99'       

276530

2 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Jack Pine – S 57 deg. E, 20.5'                          

6” Jack Pine – N 47 deg. W, 55.4'                        

6” Jack Pine – S 60 deg. W, 19.8'                        

6” Black Oak – N 77 deg. E, 29.7'

GLO  Bk 

12,  P. 26

2 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 71 deg. W, 28.4'                       

10” Tamarack – S 66 deg. E, 12.5'

GLO  Bk 

12,  P. 28

2 49-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

2 49-23
Road Survey on S line of SE 1/4 of 

Sec.by Fred Heuer, Dep.Co. Surveyor 
1913

runs along S line of SE 1/4                            

Bearings and distances shown 

Book 1, 

Page 154

3 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – S 71 deg. W, 28.4'                       

10” Tamarack – S 66 deg. E, 12.5'

GLO  Bk 

12,  P. 28

3 49-23 M.C

M.C. On N line NW ¼ (E side Big 

Sandy Lake) Used 18” Burr Oak as 

corner as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 6

3 49-23 M.C

M.C. On W line NW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” Burr Oak – N 08 deg. E, 88.4'                           

9” Aspen - N 43 deg. W, 83.8'

GLO  Bk 

12,  P. 49

3 49-23 M.C

M.C. On W line NW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” White Oak – S 05 deg. E, 42.2'                         

24” White Oak - S 39 deg. W, 99.0'

GLO  Bk 

12,  P. 49

3 49-23 M.C

M.C. On W line SW ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Aspen – S 66 deg. E, 81.8'                             

No other trees near

GLO  Bk 

12,  P. 49

3 49-23 N 1/4

12” Pine used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 6

3 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. W, 61.4'                               

No other trees near

GLO  Bk 

12,  P. 6

3 49-23 NW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 6
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3 49-23 S 1/4 1 1/4" iron pipe found by J. Walker 1992

DNR RP in 3" Tamarack - N 50 deg. E, 39.91'      

DNR RP in 4" Spruce - S 00 deg. E, 12.15'        

DNR RP in 9" Tamarack - N 24 deg. W, 67.17'  

276528

3 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Spruce – S 33 deg. E, 11.9'                               

3” Spruce - N 42 deg. W, 19.1'

GLO  Bk 

12,  P. 48

3 49-23 SE
1 7/8" capped iron pipe found by J. 

Walker
1992

DNR RP in 5" R. Oak - N 74 deg. E, 16.21'          

DNR RP in 4" Ironwood - S 60 deg. E, 26.53'      

DNR RP in 6" R. Oak - N 50 deg. W, 19.99'       

276530

3 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Jack Pine – S 57 deg. E, 20.5'                          

6” Jack Pine – N 47 deg. W, 55.4'                        

6” Jack Pine – S 60 deg. W, 19.8'                        

6” Black Oak – N 77 deg. E, 29.7'

GLO  Bk 

12,  P. 26

3 49-23 SW

1 3/4" iron pipe w/brass cap found 12' 

S of E-W top slope and 40' S of cabin 

by J. Walker

1992

DNR RP in 20" W. Pine - S 80 deg. E, 25.36'       

DNR RP in 10" R. Oak - S 27 deg. W, 15.27'        

DNR RP in 14" N. Pine - N 50 deg. W, 78.92' 

276529

3 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Norway Pine – N 54 deg. W, 79.2'                  

10” White Oak – S 25 deg. E, 157.7'                     

7” Norway Pine– S 06 deg. W, 232.3'                   

No other trees near

GLO  Bk 

12,  P. 47

3 49-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

3 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in SW and NE1/4 of Section 3                           

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

4 49-23 M.C

M.C. On S line SE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Aspen – S 23 deg. E, 87.1'                             

10” Aspen - N 67 deg. E, 112.9'

GLO  Bk 

12,  P. 48

4 49-23 M.C

M.C. On E line NE ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” White Oak – S 05 deg. E, 42.2'                         

24” White Oak - S 39 deg. W, 99.0'

GLO  Bk 

12,  P. 49

4 49-23 M.C

M.C. On E line SE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Aspen – S 66 deg. E, 81.8'                             

No other trees near

GLO  Bk 

12,  P. 49

4 49-23 M.C

M.C. On E line NE ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” Burr Oak – N 08 deg. E, 88.4'                           

9” Aspen - N 43 deg. W, 83.8'

GLO  Bk 

12,  P. 49

4 49-23 M.C.

M.C. On N line NE ¼ (E side Big 

Sandy Lake) Used 7” Aspen as corner 

as part of orig. Government Land 

Office Survey by James R. King, U.S. 

Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 7

4 49-23 M.C.

M.C. On N line NE ¼ (S side Big 

Sandy Lake) Used 20” Ash as corner 

as part of orig. Government Land 

Office Survey by James R. King, U.S. 

Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 7

4 49-23 N 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

4 49-23 NE

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 6

4 49-23 NW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7
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4 49-23 SE

1 3/4" iron pipe w/brass cap found 12' 

S of E-W top slope and 40' S of cabin 

by J. Walker

1992

DNR RP in 20" W. Pine - S 80 deg. E, 25.36'       

DNR RP in 10" R. Oak - S 27 deg. W, 15.27'        

DNR RP in 14" N. Pine - N 50 deg. W, 78.92' 

276529

4 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Norway Pine – N 54 deg. W, 79.2'                  

10” White Oak – S 25 deg. E, 157.7'                     

7” Norway Pine– S 06 deg. W, 232.3'                   

No other trees near

GLO  Bk 

12,  P. 47

4 49-23 SW

Corner falls in Big Sandy Lake – no 

post set as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 58

5 49-23 M.C

M.C. On S line SW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Burr Oak – N 41 deg. W, 13.2'                         

No other trees near

GLO  Bk 

12,  P. 58

5 49-23 M.C

M.C. On S line SE ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – S 85 deg. E, 42.9'                              

20” Pine - N 52 deg. E, 39.6'

GLO  Bk 

12,  P. 58

5 49-23 M.C

M.C. On W line NW ¼ (E side Big 

Sandy Lake) 10” Burr Oak for corner 

as part of orig. Gov't Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873 No ties set
GLO  Bk 

12,  P. 56

5 49-23 M.C

M.C. On S line SE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Ash – S 81 deg. W, 19.8'                                  

No other trees near

GLO  Bk 

12,  P. 58

5 49-23 N 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

5 49-23 NE

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

5 49-23 SE

Corner falls in Big Sandy Lake – no 

post set as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 58

5 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Black Oak – S 39 deg. E, 13.2'                        

10” Black Oak – N 39 deg. E, 13.2'                      

14” Aspen – N 29 deg W, 26.4'                              

14” Linden – S 40 deg. W, 6.6'

GLO  Bk 

12,  P. 56

5 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Burr Oak – N 09 deg. E, 13.2'                         

10” Burr Oak– N 65 deg. W, 5.3'

GLO  Bk 

12,  P. 57

6 49-23  

Tract Surveys in SE 1/4-SE1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Lots are on Big Sandy Lake                              

Bearings and Distances shown

Book 1, 

Page 538

6 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Burr Oak – N 09 deg. E, 13.2'                         

10” Burr Oak– N 65 deg. W, 5.3'

GLO  Bk 

12,  P. 57

6 49-23 M.C

M.C. On S line SE ¼ (E side Big 

Sandy Lake) 8” Burr Oak for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873 No ties set
GLO  Bk 

12,  P. 56

6 49-23 M.C

M.C. On S line SW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Burr Oak - S 27 deg. W, 19.8'                          

No other trees near

GLO  Bk 

12,  P. 56

Page 628 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

6 49-23 M.C

M.C. On E line NE ¼ (E side Big 

Sandy Lake) 10” Burr Oak for corner 

as part of orig. Government Land 

Office Survey by James R. King, U.S. 

Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 56

6 49-23 M.C

M.C. On S line SW ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
15” Jack Pine - N 60 deg. E, 105.6'                        

5” Jack Pine – S 85 deg. E, 132.0'

GLO  Bk 

12,  P. 56

6 49-23 M.C.

M.C. is on N line NW 1/4 Sec. 6 is    1 

1/2" capped pipe found on island 21' S 

of lake and 8' N of lake by W. Buckler

1987
Nail in 27" B. Oak - 4.97' ENE                                

Nail in 12" B. Oak - 10.02' WNW
249578

6 49-23 M.C.

M.C. is on W line SW 1/4 - 1221.0 feet 

N of SW Cor. - on W side Big Sandy 

Lake set by D. Watson. U.S. Deputy 

Surveyor

1870
5” Black Oak - N 80 deg. E, 31.0'                                   

4" Black Oak - N 10 deg. W, 33.0'                                

Book 3, 

Page 4

6 49-23 M.C.

M.C. is post in mound of rocks on W 

line SW 1/4 - 759.0 feet S of W1/4 

Cor. - on W side Big Sandy Lake set 

by D. Watson. U.S. Deputy Surveyor

1870 No ties stated
Book 3, 

Page 4

6 49-23 N 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 8

6 49-23 NW

(No Mon. set) Cor. falls in Big Sandy 

Lake and location has been computed 

by W. Buckler

1987 (No ties available) 249574

6 49-23 NW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 8

6 49-23 NW

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
Book 3, 

Page 4

6 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Black Oak – S 39 deg. E, 13.2'                        

10” Black Oak – N 39 deg. E, 13.2'                      

14” Aspen – N 29 deg W, 26.4'                              

14” Linden – S 40 deg. W, 6.6'

GLO  Bk 

12,  P. 56

6 49-23 SW

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
Book 3, 

Page 4

7 49-23  

Tract Surveys in NE1/4-NE1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Lots are on Big Sandy Lake                              

Bearings and Distances shown

Book 1, 

Page 538

7 49-23 M.C

M.C. On N line NW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Burr Oak - S 27 deg. W, 19.8'                          

No other trees near

GLO  Bk 

12,  P. 56

7 49-23 M.C

M.C. On N line NW ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
15” Jack Pine - N 60 deg. E, 105.6'                        

5” Jack Pine – S 85 deg. E, 132.0'

GLO  Bk 

12,  P. 56

7 49-23 M.C

M.C. On N line NE ¼ (E side Big 

Sandy Lake) 8” Burr Oak for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873 No ties set
GLO  Bk 

12,  P. 56

7 49-23 M.C

M.C. On E line NE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – N 15 deg. E, 99.0'                                

5” Burr Oak - N 41 deg. W, 49.5'

GLO  Bk 

12,  P. 55
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7 49-23 M.C

M.C. On E line SE ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
15” Pine – S 52 deg. E, 33.0'                              

15” Pine - S 19 deg. W, 35.0'

GLO  Bk 

12,  P. 55

7 49-23 M.C

M.C. On S line SE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
8” Burr Oak – N 39 deg. E, 16.5'                          

24” Norway Pine - S 60 deg. E, 85.8'

GLO  Bk 

12,  P. 55

7 49-23 M.C

M.C. On S line SW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
24” Jack Pine – N 55 deg. W, 118.8'                     

No other trees near

GLO  Bk 

12,  P. 54

7 49-23 M.C.

M.C. is on W line SW 1/4 - 495.0 feet 

S of W1/4 Cor. - on SE side Big 

Sandy Lake set by D. Watson. U.S. 

Deputy Surveyor

1870
8” Aspen - S 01 deg. E, 13.2'                                   

No other tree near to use for ties                                             

Book 3, 

Page 4

7 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Black Oak – S 39 deg. E, 13.2'                        

10” Black Oak – N 39 deg. E, 13.2'                      

14” Aspen – N 29 deg W, 26.4'                              

14” Linden – S 40 deg. W, 6.6'

GLO  Bk 

12,  P. 56

7 49-23 NW

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
Book 3, 

Page 4

7 49-23 SE

2" pipe found on lot line NE of road 

which runs NW-SE approx. 15' E of 

small shed by B. Eveland

1973

NE cor. Small shed - 2.45' NW                               

DNR RP in 10" Birch - 32.52' E                               

DNR RP in 10" R. Pine - 53.55' NW       

213761

7 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine – N 19 deg. E, 82.5'                              

15” Pine – N 13 deg. W, 66.0'                               

12” Pine – S 29 deg. W, 29.7'                               

18” Aspen – S 26 deg. E, 92.4'

GLO  Bk 

12,  P. 53

7 49-23 SW

1/2" iron pipe set E of "Y" in roads on 

intersection of projection c/l roads 

from W and from S by B. Eveland 

1973

"X" on S end 24" CMP - 93.15' NE                          

Nail & Cap in 15" W. Oak - 31.14' SE                     

Nail & Cap in 6" Oak - 50.40' NW  

213766

7 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Aspen - N 55 deg. E, 9.9'                                   

7" Aspen - N 32 deg. W, 4.0'                                        

12" White Oak - S 55 deg. W, 29.0'                                

12" Aspen - S 88 deg. E. 15.2'

Book 3, 

Page 3

8 49-23 E 1/4

9” Pine Tree used for corner as part of 

orig. Gov't Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 59

8 49-23 M.C

M.C. On N line NE ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – S 85 deg. E, 42.9'                              

20” Pine - N 52 deg. E, 39.6'

GLO  Bk 

12,  P. 58

8 49-23 M.C

M.C. On S line SE ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Jack Pine – N 63 deg. W, 7.9'                          

8” Jack Pine - S 20 deg. W, 19.8'

GLO  Bk 

12,  P. 54

8 49-23 M.C

M.C. On N line NE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Ash – S 81 deg. W, 19.8'                                  

No other trees near

GLO  Bk 

12,  P. 58

8 49-23 M.C

M.C. On S line SW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Jack Pine – S 77 deg. W, 42.9'                       

12” Jack Pine - N 77 deg. W, 49.5'

GLO  Bk 

12,  P. 53

8 49-23 M.C

M.C. On N line NW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Burr Oak – N 41 deg. W, 13.2'                         

No other trees near

GLO  Bk 

12,  P. 58

8 49-23 M.C

M.C. On E line NE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
24” Jack Pine – S 50 deg. E, 72.6'                         

No other trees near

GLO  Bk 

12,  P. 59
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8 49-23 M.C

M.C. On W line NW ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – N 15 deg. E, 99.0'                                

5” Burr Oak - N 41 deg. W, 49.5'

GLO  Bk 

12,  P. 55

8 49-23 M.C

M.C. On W line SW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
15” Pine – S 52 deg. E, 33.0'                              

15” Pine - S 19 deg. W, 35.0'

GLO  Bk 

12,  P. 55

8 49-23 M.C

M.C. On E line SE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Pine – N 50 deg. W, 38.3'                            

No other trees near

GLO  Bk 

12,  P. 59

8 49-23 M.C

M.C. On S line SW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – N 65 deg. E, 22.4'                              

20” Pine - S 21 deg. E, 16.5'

GLO  Bk 

12,  P. 53

8 49-23 NE

Corner falls in Big Sandy Lake – no 

post set as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 58

8 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Black Oak – S 39 deg. E, 13.2'                        

10” Black Oak – N 39 deg. E, 13.2'                      

14” Aspen – N 29 deg W, 26.4'                              

14” Linden – S 40 deg. W, 6.6'

GLO  Bk 

12,  P. 56

8 49-23 S 1/4
1/2" pinch-top pipe found 14' N of c/l E-

W road by T. Johnson
1992

spk in 8" Cedar - 4.63' NNE                                

spk in 12" Spruce - 7.49' ENE                             

spk in 6" Spruce - 7.94' NW      

252260

8 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Jack Pine – N 05 deg. E, 29.0'                       

6” Jack Pine - S 69 deg. E, 28.4'

GLO  Bk 

12,  P. 54

8 49-23 SW

2" pipe found on lot line NE of road 

which runs NW-SE approx. 15' E of 

small shed by B. Eveland

1973

NE cor. Small shed - 2.45' NW                             

DNR RP in 10" Birch - 32.52' E                             

DNR RP in 10" R. Pine - 53.55' NW       

213761

8 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine – N 19 deg. E, 82.5'                              

15” Pine – N 13 deg. W, 66.0'                               

12” Pine – S 29 deg. W, 29.7'                               

18” Aspen – S 26 deg. E, 92.4'

GLO  Bk 

12,  P. 53

9 49-23 E 1/4

1" pinch-top pipe found 10' E of edge 

swamp on a N-S peninsula by J. 

Walker

1992

DNR RP in 6" R. Oak - N 25 deg. E, 35.22'           

DNR RP in 20" N. Pine - S 60 deg. E, 20.67'        

DNR RP in 5" R. Oak - N 27 deg. W, 16.32'       

276531

9 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
15” Pine – N 24 deg. W, 9.9'                               

13” Pine - N 45 deg. E, 7.9'

GLO  Bk 

12,  P. 46

9 49-23 M.C

M.C. On W line SW ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Pine – N 50 deg. W, 38.3'                            

No other trees near

GLO  Bk 

12,  P. 59

9 49-23 M.C

M.C. On S line SW ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – S 60 deg. E, 33.0'                               

23” Pine - N 56 deg. E, 33.0'

GLO  Bk 

12,  P. 46

9 49-23 M.C

M.C. On N line NE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
12” Aspen – S 23 deg. E, 87.1'                             

10” Aspen - N 67 deg. E, 112.9'

GLO  Bk 

12,  P. 48

9 49-23 M.C

M.C. On W line NW ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
24” Jack Pine – S 50 deg. E, 72.6'                         

No other trees near

GLO  Bk 

12,  P. 59

9 49-23 NE

1 3/4" iron pipe w/brass cap found 12' 

S of E-W top slope and 40' S of cabin 

by J. Walker

1992

DNR RP in 20" W. Pine - S 80 deg. E, 25.36'       

DNR RP in 10" R. Oak - S 27 deg. W, 15.27'       

DNR RP in 14" N. Pine - N 50 deg. W, 78.92'       

276529
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9 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Norway Pine – N 54 deg. W, 79.2'                  

10” White Oak – S 25 deg. E, 157.7'                     

7” Norway Pine– S 06 deg. W, 232.3'                   

No other trees near

GLO  Bk 

12,  P. 47

9 49-23 NW

Corner falls in Big Sandy Lake – no 

post set as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 58

9 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” White Pine – S 46 deg. W, 33.0'                     

12” White Pine – N 72 deg. W, 102.3'

GLO  Bk 

12,  P. 46

9 49-23 SE
1" pipe found in small Poplar woods 

by J. Walker
1992 (No ties available) 276534

9 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Norway Pine – N 15 deg. W, 7.3'                     

15” Norway Pine – N 56 deg. E, 2.0'                      

15” Norway Pine– S 73 deg. E, 9.9'                       

20” Norway Pine - S 02 deg. W, 9.9'

GLO  Bk 

12,  P. 45

9 49-23 W 1/4

9” Pine Tree used for corner as part of 

orig. Gov't Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873 No ties set
GLO  Bk 

12,  P. 59

9 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in SE 1/4 of Section 9                             

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

10 49-23 E 1/4

3/4" rebar w/"DNR Survey Marker" set 

on N-S fence line 60' N of c/l E-W 

road by J. Walker

1992

DNR RP in Power Pole - S 45 deg. E, 27.37'      

DNR RP in 9" J. Pine - S 35 deg. W, 51.41'          

DNR RP in 3" R. Oak - N 10 deg. W, 18.78'       

276536

10 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
16” Pine – S 80 deg. W, 22.4'                               

15” Pine – N 85 deg. E, 27.7'

GLO  Bk 

12,  P. 26

10 49-23 M.C

M.C. On S line SE ¼ (W side 

Anderson Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” Cedar – N 31 deg. W, 7.9'                               

10” Cedar - S 16 deg. E, 18.5'

GLO  Bk 

12,  P. 45

10 49-23 M.C.

M.C. # 73 is on S line SE 1/4 Sec. 10 

and is 60' W of Anderson Lake and is 

a 3/4" rebar w/"DNR Survey Marker" 

set by J. Walker

1992

DNR RP in 7" Cedar - N 00 deg. E, 7.30'            

DNR RP in 6" Cedar - S 05 deg. E, 23.09'           

DNR RP in 9" Cedar - N 90 deg. W, 21.01'       

276532

10 49-23 M.C.

M.C. # 70 is on E line SE 1/4 Sec. 10 

just N of Anderson Lake and is a 3/4" 

rebar w/"DNR Survey Marker" set by 

J. Walker

1992

DNR RP in 16" N.Pine - N 10 deg. W, 24.31'        

DNR RP in 16" N. Pine - S 60 deg. E, 4.5'         

DNR RP in 13" N. Pine - N 63 deg. W, 18.52'       

276535

10 49-23 M.C.

M.C. On E line SE ¼ (N side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Pine – N 56 deg. E, 4.0'                                  

7” Birch – N 24 deg. W, 6.6'

GLO  Bk 

12,  P. 26

10 49-23 N 1/4 1 1/4" iron pipe found by J. Walker 1992

DNR RP in 3" Tamarack - N 50 deg. E, 39.91'       

DNR RP in 4" Spruce - S 00 deg. E, 12.15'        

DNR RP in 9" Tamarack - N 24 deg. W, 67.17' 

276528

10 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Spruce – S 33 deg. E, 11.9'                               

3” Spruce - N 42 deg. W, 19.1'

GLO  Bk 

12,  P. 48

10 49-23 NE
1 7/8" capped iron pipe found by J. 

Walker
1992

DNR RP in 5" R. Oak - N 74 deg. E, 16.21'         

DNR RP in 4" Ironwood - S 60 deg. E, 26.53'      

DNR RP in 6" R. Oak - N 50 deg. W, 19.99'       

276530

10 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Jack Pine – S 57 deg. E, 20.5'                          

6” Jack Pine – N 47 deg. W, 55.4'                        

6” Jack Pine – S 60 deg. W, 19.8'                        

6” Black Oak – N 77 deg. E, 29.7'

GLO  Bk 

12,  P. 26

10 49-23 NW

1 3/4" iron pipe w/brass cap found 12' 

S of top E-W slope and 40' S of cabin 

by J. Walker

1992

DNR RP in 20" W. Pine - S 80 deg. E, 25.36'       

DNR RP in 10" R. Oak - S 27 deg. W, 15.27'        

DNR RP in 14" N. Pine - N 50 deg. W, 78.92'       

276529

10 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

12” Norway Pine – N 54 deg. W, 79.2'                  

10” White Oak – S 25 deg. E, 157.7'                     

7” Norway Pine– S 06 deg. W, 232.3'                   

No other trees near

GLO  Bk 

12,  P. 47
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10 49-23 S 1/4
steel fence post set in Tamarack 

swamp by J. Walker
1992

DNR RP in 4" Tamarack - N 12 deg. E, 12.45'      

DNR RP in 5" Tamarack - S 32 deg. W, 25.63'     

DNR RP in 5" Tamarack - N 70 deg. W, 3.82'       

276533

10 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 41 deg. E, 16.5'                          

9” Tamarack – S 73 deg. E, 19.8'

GLO  Bk 

12,  P. 45

10 49-23 SE

Corner falls in Anderson Lake – no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 24

10 49-23 SW
1" pipe found in small Poplar woods 

by J. Walker
1992 (No ties available) 276534

10 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Norway Pine – N 15 deg. W, 7.3'                     

15” Norway Pine – N 56 deg. E, 2.0'                      

15” Norway Pine– S 73 deg. E, 9.9'                       

20” Norway Pine - S 02 deg. W, 9.9'

GLO  Bk 

12,  P. 45

10 49-23 W 1/4

1" pinch-top pipe found 10' E of edge 

swamp on a N-S peninsula by J. 

Walker

1992

DNR RP in 6" R. Oak - N 25 deg. E, 35.22'          

DNR RP in 20" N. Pine - S 60 deg. E, 20.67'        

DNR RP in 5" R. Oak - N 27 deg. W, 16.32'       

276531

10 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
15” Pine – N 24 deg. W, 9.9'                               

13” Pine - N 45 deg. E, 7.9'

GLO  Bk 

12,  P. 46

10 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in NW 1/4 and runs E-W in Section 10               

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

11 49-23 E 1/4
new 4" B. Ash post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

11 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” Pine – S 21 deg. E, 56.8'                                

7” Birch – S 74 deg. W, 11.2'

GLO  Bk 

12,  P. 16

11 49-23 M.C.

M.C. # 70 is on W line SW 1/4 Sec. 11 

just N of the N shore of Anderson 

Lake and is a 3/4" rebar w/"DNR 

Survey Marker" set by J. Walker

1992

DNR RP in 16" N.Pine - N 10 deg. W, 24.31'        

DNR RP in 16" N. Pine - S 60 deg. E, 4.5'          

DNR RP in 13" N. Pine - N 63 deg. W, 18.52'       

276535

11 49-23 M.C.

M.C. On S line SW ¼ (E side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Tamarack – S 17 deg. W, 3.3'                           

5” Tamarack – N 18 deg. E, 5.9'

GLO  Bk 

12,  P. 25

11 49-23 M.C.

M.C. On W line SW ¼ (N side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Pine – N 56 deg. E, 4.0'                                  

7” Birch – N 24 deg. W, 6.6'

GLO  Bk 

12,  P. 26

11 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Jack Pine – N 06 deg. E, 15.8'                        

16” Norway Pine – S 32 deg. W, 40.3'

GLO  Bk 

12,  P. 27

11 49-23 NE
new 4" Cedar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

11 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Aspen – N 32 deg. E, 7.9'                                

7” Aspen – S 32 deg. W, 6.6'                               

7” Aspen – S 24 deg. E, 24.4'                               

5” Aspen – N 48 deg. W, 7.9'

GLO  Bk 

12,  P. 16

11 49-23 NW
1 7/8" capped iron pipe found by J. 

Walker
1992

DNR RP in 5" R. Oak - N 74 deg. E, 16.21'         

DNR RP in 4" Ironwood - S 60 deg. E, 26.53'     

DNR RP in 6" R. Oak - N 50 deg. W, 19.99'       

276530

11 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Jack Pine – S 57 deg. E, 20.5'                          

6” Jack Pine – N 47 deg. W, 55.4'                        

6” Jack Pine – S 60 deg. W, 19.8'                        

6” Black Oak – N 77 deg. E, 29.7'

GLO  Bk 

12,  P. 26

11 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – N 53 deg. W, 11.9'                       

6” Tamarack – S 37 deg. E, 4.0'

GLO  Bk 

12,  P. 25
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11 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Tamarack – N 06 deg. E, 6.6'                          

5” Tamarack – N 42 deg. W, 13.2'                         

3” Tamarack – S 84 deg. E, 10.6'                          

8” Tamarack – S 24 deg. W, 21.8'

GLO  Bk 

12,  P. 15

11 49-23 SW

Corner falls in Anderson Lake – no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 24

11 49-23 W 1/4

3/4" rebar w/"DNR Survey Marker" set 

on N-S fence line 60' N of c/l E-W 

road by J. Walker

1992

DNR RP in Power Pole - S 45 deg. E, 27.37'       

DNR RP in 9" J. Pine - S 35 deg. W, 51.41'       

DNR RP in 3" R. Oak - N 10 deg. W, 18.78'       

276536

11 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
16” Pine – S 80 deg. W, 22.4'                               

15” Pine – N 85 deg. E, 27.7'

GLO  Bk 

12,  P. 26

11 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in NW 1/4 of Section 11                           

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

11 49-23
Road Survey on N and E lines of 

Sec.by Fred Heuer, Dep.Co. Surveyor 
1913

runs along N line of NE 1/4 and E line of Sec.      

Bearings and distances shown 

Book 1, 

Page 154

12 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Birch – N 89 deg. E, 19.1'                                  

4” Aspen – S 78 deg. W, 11.2'

GLO  Bk 

12,  P. 3

12 49-23 M.C

M.C. On E line SE ¼ (N side Island 

Lake) Used 10” Pine as corner as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 3

12 49-23 M.C.

M.C. On S line SE ¼ (W side Island 

Lake) set wood post as part of orig. 

Government Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873
16” Aspen – S 88 deg. W, 66.0'                            

12” Tamarack – N 44 deg. W, 52.8'

GLO  Bk 

12,  P. 15

12 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Pine – S 21 deg. E, 13.2'                                  

8” Pine – N 63 deg. W, 7.9'

GLO  Bk 

12,  P. 17

12 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Pine – N 55 deg. E, 52.8'                                  

24” Pine – S 34 deg. W, 17.28'                              

10” Pine – N 80 deg. W, 15.8'                                

18” Pine – N 90 deg. E, 11.2'

GLO  Bk 

12,  P. 4

12 49-23 NW
new 4" Cedar post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

12 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Aspen – N 32 deg. E, 7.9'                                

7” Aspen – S 32 deg. W, 6.6'                               

7” Aspen – S 24 deg. E, 24.4'                               

5” Aspen – N 48 deg. W, 7.9'

GLO  Bk 

12,  P. 16

12 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – N 70 deg. W, 20.5'                             

7” Birch – S 64 deg. E, 7.9'

GLO  Bk 

12,  P. 15

12 49-23 SE

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

12 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Tamarack – N 06 deg. E, 6.6'                          

5” Tamarack – N 42 deg. W, 13.2'                         

3” Tamarack – S 84 deg. E, 10.6'                          

8” Tamarack – S 24 deg. W, 21.8'

GLO  Bk 

12,  P. 15

12 49-23 W 1/4
new 4" B. Ash post set for cor. by Fred 

Heuer,  Deputy County Surveyor
1913 no trees in area so no ties set for cor.

Book 1, 

Page 154

12 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” Pine – S 21 deg. E, 56.8'                                

7” Birch – S 74 deg. W, 11.2'

GLO  Bk 

12,  P. 16

12 49-23
Road Survey on N line of Sec.by Fred 

Heuer, Dep.Co. Surveyor 
1913

runs along W line of Section                            

Bearings and distances shown 

Book 1, 

Page 154
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13 49-23 E 1/4

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

13 49-23 M.C

M.C. On E line SE ¼ (S side Island 

Lake) Used 8” Aspen as corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Fir – N 36 deg. E, 10.6'                                    

5” Fir – N 79 deg. W, 6.6'

GLO  Bk 

12,  P. 3

13 49-23 M.C.

M.C. On N line NE ¼ (W side Island 

Lake) set wood post as part of orig. 

Government Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873
16” Aspen – S 88 deg. W, 66.0'                            

12” Tamarack – N 44 deg. W, 52.8'

GLO  Bk 

12,  P. 15

13 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Birch – N 70 deg. W, 20.5'                             

7” Birch – S 64 deg. E, 7.9'

GLO  Bk 

12,  P. 15

13 49-23 NE

Corner location falls in Island Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 3

13 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Tamarack – N 06 deg. E, 6.6'                          

5” Tamarack – N 42 deg. W, 13.2'                         

3” Tamarack – S 84 deg. E, 10.6'                          

8” Tamarack – S 24 deg. W, 21.8'

GLO  Bk 

12,  P. 15

13 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Tamarack – N 81 deg. E, 9.9'                           

6” Tamarack – S 85 deg. E, 9.9'

GLO  Bk 

12,  P. 14

13 49-23 SE

10” Tamarack used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 2

13 49-23 SW
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

Spk in 30” White Pine  - N 00 deg. E, 110.38'       

Spk in 3” Birch – N 22 deg. W, 35.98'                                                 

Book V-

20  Page 

12

13 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Aspen – N 53 deg. E, 12.5'                              

4” Aspen – N 56 deg. W, 4.6'                               

8” Birch – S 19 deg. E, 11.9'                               

10” Linden – S 10 deg. W, 8.6'

GLO  Bk 

12,  P. 13

13 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
20” Birch – N 21 deg. E, 14.5'                             

20” Pine – N 58 deg. W, 11.9'

GLO  Bk 

12,  P. 14

14 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
20” Birch – N 21 deg. E, 14.5'                             

20” Pine – N 58 deg. W, 11.9'

GLO  Bk 

12,  P. 14

14 49-23 M.C.

M.C. On N line NW ¼ (E side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Tamarack – S 17 deg. W, 3.3'                           

5” Tamarack – N 18 deg. E, 5.9'

GLO  Bk 

12,  P. 25

14 49-23 M.C.

M.C. On W line NW ¼ (N side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Pine – S 55 deg. E, 12.5'                                 

7” Birch – S 39 deg. W, 9.2'

GLO  Bk 

12,  P. 24

14 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – N 53 deg. W, 11.9'                       

6” Tamarack – S 37 deg. E, 4.0'

GLO  Bk 

12,  P. 25

14 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Tamarack – N 06 deg. E, 6.6'                          

5” Tamarack – N 42 deg. W, 13.2'                         

3” Tamarack – S 84 deg. E, 10.6'                          

8” Tamarack – S 24 deg. W, 21.8'

GLO  Bk 

12,  P. 15

14 49-23 NW

Corner falls in Anderson Lake – no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 24
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14 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – N 64 deg. W, 11.9'                      

10” Tamarack – S 40 deg. E, 4.0'

GLO  Bk 

12,  P. 23

14 49-23 SE
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

Spk in 30” White Pine  - N 00 deg. E, 110.38'       

Spk in 3” Birch – N 22 deg. W, 35.98'                                                 

Book V-

20  Page 

12

14 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Aspen – N 53 deg. E, 12.5'                              

4” Aspen – N 56 deg. W, 4.6'                               

8” Birch – S 19 deg. E, 11.9'                               

10” Linden – S 10 deg. W, 8.6'

GLO  Bk 

12,  P. 13

14 49-23 SW
2" iron pipe set 17' N of c/l of E-W 

road by M. Kohout
1996

Nail in 14" Oak - 71.58' SSE                           

Power Pole - 60.27' NW                    
296161

14 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – S 27 deg. E, 16.5'                                

8” Maple – S 24 deg. W, 19.8'                               

10” Tamarack – N 42 deg. E, 16.5'                        

3” Tamarack – N 12 deg. W, 15.2'

GLO  Bk 

12,  P. 23

14 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 18 deg. E, 19.8'                          

3” Tamarack – S 13 deg. W, 13.2'

GLO  Bk 

12,  P. 24

15 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – S 18 deg. E, 19.8'                          

3” Tamarack – S 13 deg. W, 13.2'

GLO  Bk 

12,  P. 24

15 49-23 M.C

M.C. On N line NE ¼ (W side 

Anderson Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
9” Cedar – N 31 deg. W, 7.9'                               

10” Cedar - S 16 deg. E, 18.5'

GLO  Bk 

12,  P. 45

15 49-23 M.C.

M.C. # 73 is on N line NE 1/4 Sec. 15 

and is 60' W of Anderson Lake and is 

a 3/4" rebar w/"DNR Survey Marker" 

set by J. Walker

1992

DNR RP in 7" Cedar - N 00 deg. E, 7.30'              

DNR RP in 6" Cedar - S 05 deg. E, 23.09'           

DNR RP in 9" Cedar - N 90 deg. W, 21.01'       

276532

15 49-23 M.C.

M.C. On E line NE ¼ (N side 

Anderson Lake) set wood post as part 

of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Pine – S 55 deg. E, 12.5'                                 

7” Birch – S 39 deg. W, 9.2'

GLO  Bk 

12,  P. 24

15 49-23 N 1/4
steel fence post set in Tamarack 

swamp by J. Walker
1992

DNR RP in 4" Tamarack - N 12 deg. E, 12.45'     

DNR RP in 5" Tamarack - S 32 deg. W, 25.63'    

DNR RP in 5" Tamarack - N 70 deg. W, 3.82'       

276533

15 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Tamarack – N 41 deg. E, 16.5'                          

9” Tamarack – S 73 deg. E, 19.8'

GLO  Bk 

12,  P. 45

15 49-23 NE

Corner falls in Anderson Lake – no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 24

15 49-23 NW
1" pipe found in small Poplar woods 

by J. Walker
1992 (No ties available) 276534

15 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Norway Pine – N 15 deg. W, 7.3'                     

15” Norway Pine – N 56 deg. E, 2.0'                      

15” Norway Pine– S 73 deg. E, 9.9'                       

20” Norway Pine - S 02 deg. W, 9.9'

GLO  Bk 

12,  P. 45

15 49-23 S 1/4
3/4" iron pin set 10' S of c/l of E-W 

road by M. Kohout
1996

Nail in 10" Poplar - N 00 deg. E, 66.43'                 

Nail in 10" Poplar - N 30 deg. E, 82.69'                  

Nail in 10" Poplar - S 35 deg. W, 42.69'

296162

15 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Aspen – S 61 deg. W, 2.0'                              

5” Aspen– N 14 deg. W, 2.6'

GLO  Bk 

12,  P. 42

15 49-23 SE
2" iron pipe set 17' N of c/l of E-W 

road by M. Kohout
1996

Nail in 14" Oak - 71.58' SSE                           

Power Pole - 60.27' NW                    
296161

15 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – S 27 deg. E, 16.5'                                

8” Maple – S 24 deg. W, 19.8'                               

10” Tamarack – N 42 deg. E, 16.5'                        

3” Tamarack – N 12 deg. W, 15.2'

GLO  Bk 

12,  P. 23

15 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 39 deg. W, 33.0'                              

15” Burr Oak – S 77 deg. E, 66.0'                        

15” Elm – S 24 deg. W, 13.2'                               

3” Aspen – N 84 deg. W, 26.4'

GLO  Bk 

12,  P. 42
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15 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 62 deg. E, 19.8'                          

No other trees near

GLO  Bk 

12,  P. 44

15 49-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Runs NW-SE thru SW1/4-SW1/4 of Section      

Distance and Bearings stated

Book 1, 

Page 419

16 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Tamarack – N 62 deg. E, 19.8'                          

No other trees near

GLO  Bk 

12,  P. 44

16 49-23 M.C

M.C. On W line NW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Aspen – S 75 deg. E, 49.5'                               

23” Pine - S 09 deg. W, 145.2'

GLO  Bk 

12,  P. 52

16 49-23 M.C

M.C. On S line SE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Aspen – N 74 deg. E, 16.5'                               

6” Birch - S 68 deg. E, 21.1'

GLO  Bk 

12,  P. 43

16 49-23 M.C

M.C. On N line NW ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – S 60 deg. E, 33.0'                               

23” Pine - N 56 deg. E, 33.0'

GLO  Bk 

12,  P. 46

16 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” White Pine – S 46 deg. W, 33.0'                     

12” White Pine – N 72 deg. W, 102.3'

GLO  Bk 

12,  P. 46

16 49-23 NE
1" pipe found in small Poplar woods 

by J. Walker
1992 (No ties available) 276534

16 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Norway Pine – N 15 deg. W, 7.3'                     

15” Norway Pine – N 56 deg. E, 2.0'                      

15” Norway Pine– S 73 deg. E, 9.9'                       

20” Norway Pine - S 02 deg. W, 9.9'

GLO  Bk 

12,  P. 45

16 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 39 deg. W, 33.0'                              

15” Burr Oak – S 77 deg. E, 66.0'                        

15” Elm – S 24 deg. W, 13.2'                               

3” Aspen – N 84 deg. W, 26.4'

GLO  Bk 

12,  P. 42

16 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 50 deg. W, 3.3'                              

4” Aspen – S 80 deg. E, 7.9'                                 

4” Aspen – N 16 deg. E, 13.9'                               

4” Aspen – S 01 deg. W, 15.8'

GLO  Bk 

12,  P. 50

16 49-23 W 1/4
1/2" capped rebar set 6' SE of c/l NE-

SW road by T. Johnson
1987

spk in 15" R. Oak - 73.67' ESE                              

spk in Power Pole - 91.03' SSW                             

spk in 14" R. Oak - 97.94' W      

252259

16 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Aspen – N 62 deg. E, 11.2'                              

5” Aspen– N 57 deg. W, 6.6'

GLO  Bk 

12,  P. 51

16 49-23
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Runs E-W thru Section                                          

Distance and Bearings stated

Book 1, 

Page 419

16 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in NW 1/4 of Section 16                           

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

17 49-23  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1936

Change in Road alignment in SE ¼ of Section      

Distance and angles shown

Book 1, 

Page 484

17 49-23 E 1/4
1/2" capped rebar set 6' SE of c/l NE-

SW road by T. Johnson
1987

spk in 15" R. Oak - 73.67' ESE                              

spk in Power Pole - 91.03' SSW                             

spk in 14" R. Oak - 97.94' W      

252259

17 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Aspen – N 62 deg. E, 11.2'                              

5” Aspen– N 57 deg. W, 6.6'

GLO  Bk 

12,  P. 51

17 49-23 M.C

M.C. On W line SW ¼ (S side Sandy 

River) set post for corner as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
28” Pine – S 10 deg. E, 145.2'                               

No other trees near

GLO  Bk 

12,  P. 52

17 49-23 M.C

M.C. On W line SW ¼ (N side Sandy 

River) set post for corner as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
20” Burr Oak – N 80 deg. W, 132.0'                    

No other trees near

GLO  Bk 

12,  P. 52
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17 49-23 M.C

M.C. On N line NW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Pine – N 65 deg. E, 22.4'                              

20” Pine - S 21 deg. E, 16.5'

GLO  Bk 

12,  P. 53

17 49-23 M.C

M.C. On W line NW ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
7” Willow – N 42 deg. E, 46.2'                             

No other trees near

GLO  Bk 

12,  P. 52

17 49-23 M.C

M.C. On N line NE ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
6” Jack Pine – N 63 deg. W, 7.9'                          

8” Jack Pine - S 20 deg. W, 19.8'

GLO  Bk 

12,  P. 54

17 49-23 M.C

M.C. On S line SE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
2” Aspen – N 83 deg. E, 13.2'                               

9” Aspen - S 52 deg. E, 19.8'

GLO  Bk 

12,  P. 50

17 49-23 M.C

M.C. On E line NE ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Aspen – S 75 deg. E, 49.5'                               

23” Pine - S 09 deg. W, 145.2'

GLO  Bk 

12,  P. 52

17 49-23 M.C

M.C. On N line NW ¼ (S side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Jack Pine – S 77 deg. W, 42.9'                       

12” Jack Pine - N 77 deg. W, 49.5'

GLO  Bk 

12,  P. 53

17 49-23 N 1/4
1/2" pinch-top pipe found 14' N of c/l E-

W road by T. Johnson
1992

spk in 8" Cedar - 4.63' NNE                               

spk in 12" Spruce - 7.49' ENE                            

spk in 6" Spruce - 7.94' NW      

252260

17 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Jack Pine – N 05 deg. E, 29.0'                       

6” Jack Pine - S 69 deg. E, 28.4'

GLO  Bk 

12,  P. 54

17 49-23 NW

2" pipe found on lot line NE of road 

which runs NW-SE approx. 15' E of 

small shed by B. Eveland

1973

NE cor. small shed - 2.45' NW                              

DNR RP in 10" Birch - 32.52' E                           

DNR RP in 10" R. Pine - 53.55' NW       

213761

17 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine – N 19 deg. E, 82.5'                              

15” Pine – N 13 deg. W, 66.0'                               

12” Pine – S 29 deg. W, 29.7'                               

18” Aspen – S 26 deg. E, 92.4'

GLO  Bk 

12,  P. 53

17 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 50 deg. W, 3.3'                              

4” Aspen – S 80 deg. E, 7.9'                                 

4” Aspen – N 16 deg. E, 13.9'                               

4” Aspen – S 01 deg. W, 15.8'

GLO  Bk 

12,  P. 50

17 49-23 SW
1 1/2" capped Mon. found 120' W of 

c/l of NE-SW road by T. Johnson
1987

spk in 10" W. Pine - 18.02' ESE                             

spk in 28" Poplar - 18.80' SSE                              

spk in 14" Birch - 0.37' WSW   

252258  

17 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Aspen – S 21 deg. E, 16.5'                               

9” Birch – N 47 deg. E, 15.8'                                  

6” Aspen – S 61 deg. W, 13.2'                             

No other trees near

GLO  Bk 

12,  P. 40

17 49-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in SE 1/4 of Section 17                           

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

17 49-23
road survey on W line SW1/4 by F.J. 

O'Hara, County Surveyor
1909

Road is on W  and N line SW1/4                            

No distances shown.

Book 1, 

Page 69

18 49-23 M.C

M.C. On E line SE ¼ (S side Sandy 

River) set post for corner as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
28” Pine – S 10 deg. E, 145.2'                               

No other trees near

GLO  Bk 

12,  P. 52

18 49-23 M.C

M.C. On N line NE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
8” Burr Oak – N 39 deg. E, 16.5'                          

24” Norway Pine - S 60 deg. E, 85.8'

GLO  Bk 

12,  P. 55

18 49-23 M.C

M.C. On N line NW ¼ (W side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
24” Jack Pine – N 55 deg. W, 118.8'                     

No other trees near

GLO  Bk 

12,  P. 54
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18 49-23 M.C

M.C. On E line NE ¼ (N side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
7” Willow – N 42 deg. E, 46.2'                             

No other trees near

GLO  Bk 

12,  P. 52

18 49-23 M.C

M.C. On E line SE ¼ (N side Sandy 

River) set post for corner as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
20” Burr Oak – N 80 deg. W, 132.0'                    

No other trees near

GLO  Bk 

12,  P. 52

18 49-23 M.C.

M.C. # 15 is on W line SW 1/4 Sec. 18 

and is 21' N of Big Sandy Lake and is 

a 1 3/4" pipe set by B. Eveland

1973

DNR RP in 7" Ash - 68.09' NE                             

DNR RP in 5" Box Elder - 7.45' S                         

DNR RP in 4" W. Oak - 39.20' NW       

213764

18 49-23 M.C.

M.C. is on W line SW 1/4 - 86.5 feet N 

of SW Sec. Cor. - on NE side Flowage 

Lake set by D. Watson. U.S. Deputy 

Surveyor

1870
5” White Ash - N 07 deg. E, 16.5'                                   

5" White Ash - N 08 deg. W, 19.8'                                                         

Book 3, 

Page 3

18 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

15” Pine – N 19 deg. E, 82.5'                              

15” Pine – N 13 deg. W, 66.0'                               

12” Pine – S 29 deg. W, 29.7'                               

18” Aspen – S 26 deg. E, 92.4'

GLO  Bk 

12,  P. 53

18 49-23 NE 

2" pipe found on lot line NE of road 

which runs NW-SE approx. 15' E of 

small shed by B. Eveland

1973

NE cor. Small shed - 2.45' NW                              

DNR RP in 10" Birch - 32.52' E                              

DNR RP in 10" R. Pine - 53.55' NW

213761

18 49-23 NW

1/2" iron pipe set E of "Y" in roads on 

intersection of projection c/l roads 

from W and from S by B. Eveland 

1973

"X" on S end 24" CMP - 93.15' NE                       

Nail & Cap in 15" W. Oak - 31.14' SE                    

Nail & Cap in 6" Oak - 50.40' NW  

213766

18 49-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Aspen - N 55 deg. E, 9.9'                                   

7" Aspen - N 32 deg. W, 4.0'                                        

12" White Oak - S 55 deg. W, 29.0'                                

12" Aspen - S 88 deg. E. 15.2'

Book 3, 

Page 3

18 49-23 S 1/4
1 1/2" pipe found 45' N of Sandy River 

Lake by B. Eveland
1973

N & D in 12" Oak - 56.4' ENE                               

N & D in 6" Oak - 36.2' N                                        

N & D in 12" Oak - 56.9' WNW       

213763

18 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Burr Oak – N 16 deg. E, 62.7'                         

No other trees near

GLO  Bk 

12,  P. 41

18 49-23 SE
1 1/2" capped Mon. found 120' W of 

c/l of NE-SW road by T. Johnson
1987

spk in 10" W. Pine - 18.02' ESE                             

spk in 28" Poplar - 18.80' SSE                                

spk in 14" Birch - 0.37' WSW   

252258  

18 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Aspen – S 21 deg. E, 16.5'                               

9” Birch – N 47 deg. E, 15.8'                                  

6” Aspen – S 61 deg. W, 13.2'                             

No other trees near

GLO  Bk 

12,  P. 40

18 49-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

16” White Oak – N 45 deg W, 121.6'                      

16” White Oak – N 45 deg E, 223.0'

Book 1, 

Page 315

18 49-23 SW

Corner falls in Flowage Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Flowage Lake, No ties set            
Book 3, 

Page 3

18 49-23 W 1/4
1/2" iron pipe set in swamp by B. 

Eveland 
1973

Nail & Cap in Dbl 3" Maple - 28.09' NE                 

Nail & Cap in 10" Tamarack - 24.72' SE                

Nail & Cap in 9" Tamarack - 21.00' W   

213765

18 49-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6" Tamarack - S 89 deg. E, 10.6'                           

5" Tamarack - S 56 deg. W, 5.3'                         

Book 3, 

Page 3

18 49-23
Survey of W line of Section by H.D. 

Keath, County Surveyor 
1936

Survey of W line NW ¼ only                                

Distance only stated

Book 1, 

Page 483

19 49-23 E 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1933 8” Red Oak - N 87 deg. W, 8.2'                        

Book 1, 

Page 462

19 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 73 deg. W, 79.2'                             

No other trees near

GLO  Bk 

12,  P. 40

19 49-23 M.C.

M.C. is on W line NW 1/4 - 1023.0 

feet S of NW Sec. Cor. - on NE side 

Flowage Lake set by D. Watson. U.S. 

Deputy Surveyor

1870
7” White Ash - S 04 deg. E, 63.4'                                   

No other tree near to use for ties                                                                  

Book 3, 

Page 2

19 49-23 N 1/4
1 1/2" pipe found 45' N of Sandy River 

Lake by B. Eveland
1973

N & D in 12" Oak - 56.4' ENE                               

N & D in 6" Oak - 36.2' N                                       

N & D in 12" Oak - 56.9' WNW       

213763
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19 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Burr Oak – N 16 deg. E, 62.7'                         

No other trees near

GLO  Bk 

12,  P. 41

19 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Aspen – S 21 deg. E, 16.5'                               

9” Birch – N 47 deg. E, 15.8'                                  

6” Aspen – S 61 deg. W, 13.2'                             

No other trees near

GLO  Bk 

12,  P. 40

19 49-23 NE 
1 1/2" capped Mon. found 120' W of 

c/l of NE-SW road by T. Johnson
1987

spk in 10" W. Pine - 18.02' ESE                             

spk in 28" Poplar - 18.80' SSE                                

spk in 14" Birch - 0.37' WSW   

252258  

19 49-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

16” White Oak – N 45 deg W, 121.6'                      

16” White Oak – N 45 deg E, 223.0'

Book 1, 

Page 315

19 49-23 NW

Corner falls in Flowage Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Flowage Lake, No ties set            
Book 3, 

Page 3

19 49-23 S 1/4
1 1/4" iron pin found on c/l N-S road 

just N of culvert by R. DeGroot
1991

N & D in 24" W. Pine - N 10 deg. E, 89.21'             

N & D in 7" Poplar - S 39 deg. E, 36.11'                 

N & D in 6" W. Oak - N 30 deg. W, 49.56'

274242 303133.907 531407.640

19 49-23 S 1/4
Iron mon set at corner by H.D. Keath, 

County Surveyor
1931

14” Norway Pine - N 45 deg. E, 55.1'                     

12” White Pine – N 45 deg. W, 49.0'      

Book 1, 

Page 450

19 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Jack Pine – S 50 deg. E, 66.0'                           

20” Jack Pine – N 69 deg. W, 82.5'

GLO  Bk 

12,  P. 39

19 49-23 SE
2" sq. steel tube w/cap set at c/l roads        

E-W-S by R. DeGroot
1991

N & D in 18" R. Pine - N 56 deg. E, 153.59'          

N & D in 10" Oak - S 29 deg. E, 138.31'                 

N & D in 14" Poplar - S 40 deg. W, 85.97'

274244 303014.538 534060.167

19 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Norway Pine – N 18 deg. E, 5.9'                       

10” Norway Pine – S 39 deg. E, 5.3'                     

6” Norway Pine – S 48 deg. W, 4.0'                      

9” Norway Pine – N 62 deg. W, 11.9'

GLO  Bk 

12,  P. 38

19 49-23 SW

2" sq. steel tube w/cap set approx. 24' 

N of Lake at W edge N-S drive by R. 

DeGroot

1992

N & D in 8" W. Oak - N 10 deg. E, 42.61'              

N & D in 6" Ash - N 60 deg. E, 19.86'                   

N & D in 18" W. Oak - N 45 deg. W, 14.2'

274240 302543.382 528977.857

19 49-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” White Oak – N 35 deg E, 23.1'                          

5” White Oak – N 45 deg W, 14.2'

Book 1, 

Page 315

19 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

7” Burr Oak - N 38 deg. E, 23.1'                                   

4" Burr Oak – S 87 deg. E, 9.2'                                                                           

7" Aspen - N 15 deg. W, 23.8'                                        

No other trees near to use for ties

Book 3, 

Page 2

19 49-23 W 1/4

2" sq. steel tube w/cap set approx. 48' 

S of E-W road in open area by R. 

DeGroot

1992

N & D in 18" Oak - N 71 deg. E, 91.63'                 

N & D in 19" Oak - S 50 deg. E, 108.76'                 

N & D in 18" Oak - S 84 deg. W, 49.75'

274243 305206.198 528954.377

19 49-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921 16” White Oak – S 55 deg W, 28.4'                         

Book 1, 

Page 315

19 49-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
12” White Oak - S 55 deg. W, 28.4'                                   

4" Aspen – N 25 deg. E, 4.6'                                                                           

Book 3, 

Page 2

19 49-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on N and W lines of SE1/4 of Section        

Distance and Mag. Var. shown 

Book 1, 

Page 315

20 49-23  
Tract Survey in SW1/4 of Section by 

Don Mellem, County Surveyor 
1959

Is in G.L. 7 (W side of Lake Minnewawa)             

Distances and angles shown

Book 1, 

Page 519

20 49-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1935

Partial subd.– N ½                                           

Distance only shown

Book 1, 

Page 480

20 49-23 M.C

M.C. On S line SW ¼ (W side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Aspen – S 22 deg. W, 6.6'                               

No other trees near

GLO  Bk 

12,  P. 38

20 49-23 M.C

M.C. On E line NE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – N 77 deg. E, 39.6'                    

24” Norway Pine - N 34 deg. W, 39.6'

GLO  Bk 

12,  P. 51

20 49-23 M.C

M.C. On N line NE ¼ (E side Big 

Sandy Lake) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
2” Aspen – N 83 deg. E, 13.2'                               

9” Aspen - S 52 deg. E, 19.8'

GLO  Bk 

12,  P. 50

20 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 50 deg. W, 3.3'                              

4” Aspen – S 80 deg. E, 7.9'                                 

4” Aspen – N 16 deg. E, 13.9'                               

4” Aspen – S 01 deg. W, 15.8'

GLO  Bk 

12,  P. 50
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20 49-23 NW
1 1/2" capped Mon. found 120' W of 

c/l of NE-SW road by T. Johnson
1987

spk in 10" W. Pine - 18.02' ESE                             

spk in 28" Poplar - 18.80' SSE                                

spk in 14" Birch - 0.37' WSW   

252258  

20 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Aspen – S 21 deg. E, 16.5'                               

9” Birch – N 47 deg. E, 15.8'                                  

6” Aspen – S 61 deg. W, 13.2'                             

No other trees near

GLO  Bk 

12,  P. 40

20 49-23 SE

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 36

20 49-23 SW
2" sq. steel tube w/cap set at c/l roads    

E-W-S by R. DeGroot
1991

N & D in 18" R. Pine - N 56 deg. E, 153.59'           

N & D in 10" Oak - S 29 deg. E, 138.31'                 

N & D in 14" Poplar - S 40 deg. W, 85.97'

274244 303014.538 534060.167

20 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Norway Pine – N 18 deg. E, 5.9'                       

10” Norway Pine – S 39 deg. E, 5.3'                     

6” Norway Pine – S 48 deg. W, 4.0'                      

9” Norway Pine – N 62 deg. W, 11.9'

GLO  Bk 

12,  P. 38

20 49-23 W 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1933 8” Red Oak - N 87 deg. W, 8.2'                        

Book 1, 

Page 462

20 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 73 deg. W, 79.2'                             

No other trees near

GLO  Bk 

12,  P. 40

20 49-23
Lot Survey in Section by H.D. Keath, 

County Surveyor 
1928

Lot in NW 1/4-NW1/4                                        

Distance and angles stated

Book 1, 

Page 428

21 49-23  

Tract Survey in NE1/4-NE1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Survey of G.L. 1 Lot is on E side of Lake 

Minne.    Angles and Distances shown

Book 1, 

Page 535

21 49-23 M.C

M.C. On W line NW ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – N 77 deg. E, 39.6'                    

24” Norway Pine - N 34 deg. W, 39.6'

GLO  Bk 

12,  P. 51

21 49-23 M.C

M.C. On N line NE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Aspen – N 74 deg. E, 16.5'                               

6” Birch - S 68 deg. E, 21.1'

GLO  Bk 

12,  P. 43

21 49-23 M.C

M.C. On E line SE ¼ (S side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Birch – S 86 deg. E, 11.9'                                

12” Birch – N 74 deg. W, 18.5'

GLO  Bk 

12,  P. 33

21 49-23 M.C

M.C. On E line NE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Aspen – N 05 deg. W, 39.6'                               

6” Aspen – N 05 deg. E, 42.9'

GLO  Bk 

12,  P. 43

21 49-23 M.C

M.C. On E line SE ¼ (N side Lake 

Minnewawa) 24” Pine for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 33

21 49-23 M.C

M.C. On S line SE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – N 42 deg. E, 35.0'                    

12” Birch – S 53 deg. W, 52.8'

GLO  Bk 

12,  P. 36

21 49-23 M.C

M.C. On S line SW ¼ (E side Lake 

Minnewawa) 20” Aspen for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 36

21 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 39 deg. W, 33.0'                              

15” Burr Oak – S 77 deg. E, 66.0'                        

15” Elm – S 24 deg. W, 13.2'                               

3” Aspen – N 84 deg. W, 26.4'

GLO  Bk 

12,  P. 42

21 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 50 deg. W, 3.3'                              

4” Aspen – S 80 deg. E, 7.9'                                 

4” Aspen – N 16 deg. E, 13.9'                               

4” Aspen – S 01 deg. W, 15.8'

GLO  Bk 

12,  P. 50
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21 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Linden – S 36 deg. W, 2.6'                             

10” Elm – N 35 deg. E, 29.7'

GLO  Bk 

12,  P. 36

21 49-23 SE

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 31

21 49-23 SW

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 36

22 49-23  

Tract Survey in NW1/4-NW1/4 of 

Section by Don Mellem, County 

Surveyor 

1961
Survey of G.L. 4- Lot is on E side of Lake 

Minne.  Angles and Distances shown

Book 1, 

Page 536

22 49-23 M.C

M.C. On W line SW ¼ (S side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
10” Birch – S 86 deg. E, 11.9'                                

12” Birch – N 74 deg. W, 18.5'

GLO  Bk 

12,  P. 33

22 49-23 M.C

M.C. On S line SW ¼ (N side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
4” Linden – S 55 deg. E, 4.0'                                

6” Birch – N 52 deg. W, 39.6'

GLO  Bk 

12,  P. 31

22 49-23 M.C

M.C. On W line NW ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Aspen – N 05 deg. W, 39.6'                               

6” Aspen – N 05 deg. E, 42.9'

GLO  Bk 

12,  P. 43

22 49-23 M.C

M.C. On W line SW ¼ (N side Lake 

Minnewawa) 24” Pine for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 33

22 49-23 M.C.

M.C. On E line NE ¼ (N side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
4” Aspen – N 12 deg. E, 29.7'                              

4” Aspen – N 07 deg. W, 33.0'

GLO  Bk 

12,  P. 22

22 49-23 N 1/4
3/4" iron pin set 10' S of c/l of E-W 

road by M. Kohout
1996

Nail in 10" Poplar - N 00 deg. E, 66.43'                

Nail in 10" Poplar - N 30 deg. E, 82.69'                 

Nail in 10" Poplar - S 35 deg. W, 42.69'

296162

22 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Aspen – S 61 deg. W, 2.0'                              

5” Aspen– N 14 deg. W, 2.6'

GLO  Bk 

12,  P. 42

22 49-23 NE
2" iron pipe set 17' N of c/l of E-W 

road by M. Kohout
1996

Nail in 14" Oak - 71.58' SSE                           

Power Pole - 60.27' NW                    
296161

22 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – S 27 deg. E, 16.5'                                

8” Maple – S 24 deg. W, 19.8'                               

10” Tamarack – N 42 deg. E, 16.5'                        

3” Tamarack – N 12 deg. W, 15.2'

GLO  Bk 

12,  P. 23

22 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

3” Aspen – N 39 deg. W, 33.0'                              

15” Burr Oak – S 77 deg. E, 66.0'                        

15” Elm – S 24 deg. W, 13.2'                               

3” Aspen – N 84 deg. W, 26.4'

GLO  Bk 

12,  P. 42

22 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Tamarack – S 35 deg. E, 7.3'                            

7” Tamarack – N 05 deg. W, 19.8'

GLO  Bk 

12,  P. 30

22 49-23 SE

1/2" pipe set 16.5' E of NE cor. and on 

N line of Lot 1, Blk. 1, SHESHEBE 

POINT 3RD ADDITION by W. Voigt

1974

5" Ash - 5.6' E                                                          

6" Ash - 16.5' S                                                      

12" Ash - 16.4' NW                                       

188445

22 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Alder – N 32 deg. E, 16.5'                                

5” Willow – S 45 deg. W, 7.9'                               

6” Willow – S 34 deg. E, 13.2'                               

4” Alder – N 19 deg. W, 7.9'

GLO  Bk 

12,  P. 20
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22 49-23 SW

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 31

23 49-23 M.C.

M.C. On E line NE ¼ (N side 

Horseshoe Lake) set wood post as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
3” Aspen – N 39 deg. E, 16.5'                              

3” Aspen – N 19 deg. W, 23.8'

GLO  Bk 

12,  P. 12

23 49-23 M.C.

M.C. On E line SE ¼ (S side 

Horseshoe Lake) set wood post as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873 no trees in area so no ties set for cor.
GLO  Bk 

12,  P. 12

23 49-23 M.C.

M.C. On W line NW ¼ (N side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
4” Aspen – N 12 deg. E, 29.7'                              

4” Aspen – N 07 deg. W, 33.0'

GLO  Bk 

12,  P. 22

23 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Tamarack – N 64 deg. W, 11.9'                      

10” Tamarack – S 40 deg. E, 4.0'

GLO  Bk 

12,  P. 23

23 49-23 NE
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

Spk in 30” White Pine  - N 00 deg. E, 110.38'       

Spk in 3” Birch – N 22 deg. W, 35.98'                                                 

Book V-

20  Page 

12

23 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Aspen – N 53 deg. E, 12.5'                              

4” Aspen – N 56 deg. W, 4.6'                               

8” Birch – S 19 deg. E, 11.9'                               

10” Linden – S 10 deg. W, 8.6'

GLO  Bk 

12,  P. 13

23 49-23 NW
2" iron pipe set 17' N of c/l of E-W 

road by M. Kohout
1996

Nail in 14" Oak - 71.58' SSE                           

Power Pole - 60.27' NW                    
296161

23 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Birch – S 27 deg. E, 16.5'                                

8” Maple – S 24 deg. W, 19.8'                               

10” Tamarack – N 42 deg. E, 16.5'                        

3” Tamarack – N 12 deg. W, 15.2'

GLO  Bk 

12,  P. 23

23 49-23 SE 6" iron pipe found by W. Voigt 1974

14" Birch - 62.2' NE                                              

4" Ash - 17.0' ESE                                                    

1/2" iron - 1.0' SE                                       

188444

23 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – N 38 deg. W, 2.0'                          

6” Tamarack – N 24 deg. E, 5.9'                            

3” Tamarack – S 24 deg. W, 2.0'                          

3” Tamarack – S 52 deg. E, 7.3'

GLO  Bk 

12,  P. 11

23 49-23 SW

1/2" pipe set 16.5' E of NE cor. and on 

N line of Lot 1, Blk. 1, SHESHEBE 

POINT 3RD ADDITION by W. Voigt

1974

5" Ash - 5.6' E                                                          

6" Ash - 16.5' S                                                      

12" Ash - 16.4' NW                                       

188445

23 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Alder – N 32 deg. E, 16.5'                                

5” Willow – S 45 deg. W, 7.9'                               

6” Willow – S 34 deg. E, 13.2'                               

4” Alder – N 19 deg. W, 7.9'

GLO  Bk 

12,  P. 20

24 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Fir – N 55 deg. W, 5.3'                                    

4” Fir – N 45 deg. E, 15.8'

GLO  Bk 

12,  P. 2

24 49-23 M.C.

M.C. On W line SW ¼ (S side 

Horseshoe Lake) set wood post as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873 no trees in area so no ties set for cor.
GLO  Bk 

12,  P. 12

24 49-23 M.C.

M.C. On W line NW ¼ (N side 

Horseshoe Lake) set wood post as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
3” Aspen – N 39 deg. E, 16.5'                              

3” Aspen – N 19 deg. W, 23.8'

GLO  Bk 

12,  P. 12

24 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Tamarack – N 81 deg. E, 9.9'                           

6” Tamarack – S 85 deg. E, 9.9'

GLO  Bk 

12,  P. 14

24 49-23 NE

10” Tamarack used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 2

Page 643 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

24 49-23 NW
Took new ties to existing corner by 

Leo Shaw, Private Surveyor
1964

Spk in 30” White Pine  - N 00 deg. E, 110.38'       

Spk in 3” Birch – N 22 deg. W, 35.98' 

Book V-

20  Page 

12

24 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Aspen – N 53 deg. E, 12.5'                              

4” Aspen – N 56 deg. W, 4.6'                               

8” Birch – S 19 deg. E, 11.9'                               

10” Linden – S 10 deg. W, 8.6'

GLO  Bk 

12,  P. 13

24 49-23 S 1/4
1/2" iron set on c/l E-W road by W. 

Voigt
1974

Nail in 8" Birch - 23.75' NE                                   

spk in 20" Elm - 23.65' SE 
188441

24 49-23 S 1/4
3/4” iron pipe found and took new ties 

by Leo Shaw, Private Surveyor
1964

30” Maple - S 45 deg. E, 23.65'                             

10” Oak – N 45 deg. E, 29.62'    

Book V-

20  Page 

6

24 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Aspen – S 72 deg. W, 13.2'                           

10” Fir – N 20 deg. E, 5.3'

GLO  Bk 

12,  P. 11

24 49-23 SE
1/2" iron found at projection of c/l 

roads to the E and S by Wm. Voigt
1974

5" Pine - 9.75' NW                                                 

4" Basswood - 18.9' SW                                       
188440

24 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Aspen –N 20 deg. E, 9.8'                                 

6” Fir – N 70 deg. W, 19.8'                                     

6” Fir – S 20 deg. W, 21.1'                                   

6” Birch – S 33 deg. E, 12.5'

GLO  Bk 

12,  P. 2

24 49-23 SW 6" iron pipe found by W. Voigt 1974

14" Birch - 62.2' NE                                              

4" Ash - 17.0' ESE                                                   

1/2" iron - 1.0' SE                                       

188444

24 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – N 38 deg. W, 2.0'                          

6” Tamarack – N 24 deg. E, 5.9'                            

3” Tamarack – S 24 deg. W, 2.0'                          

3” Tamarack – S 52 deg. E, 7.3'

GLO  Bk 

12,  P. 11

25 49-23 E 1/4

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

25 49-23 M.C

M.C. On E line NE ¼ (N side Round 

Lake) 15” Pine is corner – part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

25 49-23 M.C.

M.C. is on E line NE 1/4 Sec. 25 - is 

1/2" iron fnd on hill at projection of N-S 

road and N of Round Lake by W. 

Voigt

1976

16" N. Pine - 85.85' NE                                            

18" N. Pine - 24.4' ESE                                       

16" N. Pine - 6.1'  WSW

188439

25 49-23 M.C.

M.C. is on S line SW 1/4 Sec. 25 and 

is 1/2" iron set on W side Round Lake 

by W. Voigt

1974

18" Pine - 1.65' ENE                                               

18" Pine - 12.8' SSW                                          

14" Pine - 4.3' WSW  

188443

25 49-23 M.C.

M.C. On S line SW ¼ (W side Round 

Lake) set wood post as part of orig. 

Government Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873
8” Norway Pine – N 63 deg. E, 12.0'                      

9” Norway Pine – S 58 deg. E, 2.6'

GLO  Bk 

12,  P. 10

25 49-23 N 1/4
1/2" iron set on c/l E-W road by W. 

Voigt
1974

Nail in 8" Birch - 23.75' NE                                      

spk in 20" Elm - 23.65' SE    
188441

25 49-23 N 1/4
3/4” iron pipe found and took new ties 

by Leo Shaw, Private Surveyor
1964

30” Maple - S 45 deg. E, 23.65'                             

10” Oak – N 45 deg. E, 29.62'  

Book V-

20  Page 

6

25 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Aspen – S 72 deg. W, 13.2'                           

10” Fir – N 20 deg. E, 5.3'

GLO  Bk 

12,  P. 11

25 49-23 NE
1/2" iron found at projection of c/l 

roads to the E and S by Wm. Voigt
1974

5" Pine - 9.75' NW                                                

4" Basswood - 18.9' SW                                       
188440

25 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Aspen –N 20 deg. E, 9.8'                                 

6” Fir – N 70 deg. W, 19.8'                                     

6” Fir – S 20 deg. W, 21.1'                                   

6” Birch – S 33 deg. E, 12.5'

GLO  Bk 

12,  P. 2

25 49-23 NW 6" iron pipe found by W. Voigt 1974

14" Birch - 62.2' NE                                              

4" Ash - 17.0' ESE                                                   

1/2" iron - 1.0' SE                                       

188444

25 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – N 38 deg. W, 2.0'                          

6” Tamarack – N 24 deg. E, 5.9'                            

3” Tamarack – S 24 deg. W, 2.0'                          

3” Tamarack – S 52 deg. E, 7.3'

GLO  Bk 

12,  P. 11
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25 49-23 SE

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

25 49-23 SW

1/2" iron set on intersection of 

projection c/l roads from N and from E 

by W. Voigt

1973

14" Oak - 62.50' SE                                            

10" Poplar - 29.70' S                                              

1/2" pinch-top - 9.55' SW                                       

188442

25 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Linden – N 22 deg. E, 16.5'                              

15” Aspen – N 50 deg. W, 19.8'                            

9” Birch – S 30 deg. W, 16.5'                             

10” Maple – S 63 deg. E, 26.4'

GLO  Bk 

12,  P. 9

25 49-23 W 1/4
1/2" iron set on c/l-c/l roads N-S-E-W 

by W. Voigt
1974

16" Norway - 73.5' SE                                           

10" Poplar - 69.55' SW       
188449

25 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
20” Aspen – N 26 deg. W, 79.2'                           

No other trees near

GLO  Bk 

12,  P. 10

26 49-23 E 1/4
1/2" iron set on c/l-c/l roads N-S-E-W 

by W. Voigt
1974

16" Norway - 73.5' SE                                            

10" Poplar - 69.55' SW                                            
188449

26 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
20” Aspen – N 26 deg. W, 79.2'                           

No other trees near

GLO  Bk 

12,  P. 10

26 49-23 NE 6" iron pipe found by W. Voigt 1974

14" Birch - 62.2' NE                                              

4" Ash - 17.0' ESE                                                  

1/2" iron - 1.0' SE                                       

188444

26 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

6” Tamarack – N 38 deg. W, 2.0'                          

6” Tamarack – N 24 deg. E, 5.9'                            

3” Tamarack – S 24 deg. W, 2.0'                          

3” Tamarack – S 52 deg. E, 7.3'

GLO  Bk 

12,  P. 11

26 49-23 NW

1/2" pipe set 16.5' E of NE cor. and on 

N line of Lot 1, Blk. 1, SHESHEBE 

POINT 3RD ADDITION by W. Voigt

1974

5" Ash - 5.6' E                                                          

6" Ash - 16.5' S                                                      

12" Ash - 16.4' NW                   

188445

26 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Alder – N 32 deg. E, 16.5'                                

5” Willow – S 45 deg. W, 7.9'                               

6” Willow – S 34 deg. E, 13.2'                               

4” Alder – N 19 deg. W, 7.9'

GLO  Bk 

12,  P. 20

26 49-23 S 1/4
Nail set in side of fence post on N-S 

fence line at fence line E by W. Voigt
1974

3" Tamarack - 16.4' NW                                        

4" Tamarack - 31.8' SW   
188448

26 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Tamarack – S 69 deg. E, 7.9'                           

2” Tamarack – N 26 deg. W, 29.7'

GLO  Bk 

12,  P. 19

26 49-23 SE

1/2" iron set on intersection of 

projection c/l roads from N and from E 

by W. Voigt

1973

14" Oak - 62.50' SE                                            

10" Poplar - 29.70' S                                              

1/2" pinch-top - 9.55' SW                                       

188442

26 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Linden – N 22 deg. E, 16.5'                              

15” Aspen – N 50 deg. W, 19.8'                            

9” Birch – S 30 deg. W, 16.5'                             

10” Maple – S 63 deg. E, 26.4'

GLO  Bk 

12,  P. 9

26 49-23 SW
1/2" iron set 0.6' NE of fence cor. of 

fence lines to N and E by W. Voigt
1974

8" Birch - 8.85' S                                                  

6" Birch - 7.62' WSW     
188447

26 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Pine – S 30 deg. W, 49.5'                                

3” Aspen – N 03 deg. E, 9.2'                               

3” Aspen – N 41 deg. W, 8.6'                               

3” Aspen – S 32 deg. E, 9.9'

GLO  Bk 

12,  P. 19

26 49-23 W 1/4
1/2" iron set 4' S of c/l E-W road and 

15' E of c/l road to N by W. Voigt
1974

8" Birch - 24.7' SE                                                  

8" Poplar - 25.65' SW                                          
188446

26 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 04 deg. E, 2.6'                                  

6” Aspen – N 55 deg. W, 4.6'

GLO  Bk 

12,  P. 20

27 49-23 E 1/4
1/2" iron set 4' S of c/l E-W road and 

15' E of c/l road to N by W. Voigt
1974

8" Birch - 24.7' SE                                                 

8" Poplar - 25.65' SW                                   
188446

27 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 04 deg. E, 2.6'                                  

6” Aspen – N 55 deg. W, 4.6'

GLO  Bk 

12,  P. 20
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27 49-23 M.C

M.C. On N line NW ¼ (N side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
4” Linden – S 55 deg. E, 4.0'                                

6” Birch – N 52 deg. W, 39.6'

GLO  Bk 

12,  P. 31

27 49-23 M.C.

M.C. On W line SW ¼ (S side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
7” Aspen – S 15 deg. E, 26.4'                                

No other trees near

GLO  Bk 

12,  P. 30

27 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
4” Tamarack – S 35 deg. E, 7.3'                            

7” Tamarack – N 05 deg. W, 19.8'

GLO  Bk 

12,  P. 30

27 49-23 NE

1/2" pipe set 16.5' E of NE cor. and on 

N line of Lot 1, Blk. 1, SHESHEBE 

POINT 3RD ADDITION by W. Voigt

1974

5" Ash - 5.6' E                                                          

6" Ash - 16.5' S                                                      

12" Ash - 16.4' NW                                          

188445

27 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

4” Alder – N 32 deg. E, 16.5'                                

5” Willow – S 45 deg. W, 7.9'                               

6” Willow – S 34 deg. E, 13.2'                               

4” Alder – N 19 deg. W, 7.9'

GLO  Bk 

12,  P. 20

27 49-23 NW

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 31

27 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Norway Pine – N 21 deg. E, 11.2'                    

10” Norway Pine – S 69 deg. W, 29.7'

GLO  Bk 

12,  P. 29

27 49-23 SE
1/2" iron set 0.6' NE of fence cor. of 

fence lines to N and E by W. Voigt
1974

8" Birch - 8.85' S                                                     

6" Birch - 7.62' WSW                      
188447

27 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Pine – S 30 deg. W, 49.5'                                

3” Aspen – N 03 deg. E, 9.2'                               

3” Aspen – N 41 deg. W, 8.6'                               

3” Aspen – S 32 deg. E, 9.9'

GLO  Bk 

12,  P. 19

27 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Aspen – N 54 deg. W, 58.7'                             

12” Aspen – N 06 deg. E, 138.6'                            

6” Willow – S 70 deg. W, 28.4'                             

No other trees near

GLO  Bk 

12,  P. 29

28 49-23 M.C

M.C. On N line NE ¼ (N side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – N 42 deg. E, 35.0'                    

12” Birch – S 53 deg. W, 52.8'

GLO  Bk 

12,  P. 36

28 49-23 M.C

M.C. On W line SW ¼ (S side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – S 71 deg. W, 36.3'                   

9” Birch – S 71 deg. E, 25.7'

GLO  Bk 

12,  P. 34

28 49-23 M.C

M.C. On S line SE ¼ (S side Lake 

Minnewawa) 10” Birch for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 33

28 49-23 M.C

M.C. On S line SE ¼ (S side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
7” Aspen – N 89 deg. E, 23.8'                                

7” Aspen – S 27 deg. W, 26.4'

GLO  Bk 

12,  P. 32

28 49-23 M.C

M.C. On N line NW ¼ (E side Lake 

Minnewawa) 20” Aspen for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 36

28 49-23 M.C.

M.C. On E line SE ¼ (S side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
7” Aspen – S 15 deg. E, 26.4'                                

No other trees near

GLO  Bk 

12,  P. 30

28 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
8” Linden – S 36 deg. W, 2.6'                             

10” Elm – N 35 deg. E, 29.7'

GLO  Bk 

12,  P. 36
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28 49-23 NE

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 31

28 49-23 NW

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 36

28 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Norway Pine – N 17 deg. W, 19.1'                   

9” Norway Pine – S 63 deg. E, 38.3'

GLO  Bk 

12,  P. 33

28 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Aspen – N 54 deg. W, 58.7'                             

12” Aspen – N 06 deg. E, 138.6'                            

6” Willow – S 70 deg. W, 28.4'                             

No other trees near

GLO  Bk 

12,  P. 29

28 49-23 SW

1/2" capped pipe set 27' E of c/l N-S 

road at projection to the E of driveway 

on W side road by W. Hayden

1992

spk in Power Pole - 29.33' SE                                

PK in S end CMP - 72.24' WSW                          

ctr of Flag Pole - 75.62' NW

289033

28 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – S 58 deg. E, 13.2'                             

7” Linden – N 74 deg. W, 27.1'                            

9” Aspen – N 37 deg. E, 13.9'                             

6” Birch – S 25 deg. W, 5.9'

GLO  Bk 

12,  P. 31

29 49-23 M.C

M.C. On S line SE ¼ (E side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
7” Aspen – S 66 deg. E, 38.3'                               

7” Aspen – N 84 deg. E, 68.6'

GLO  Bk 

12,  P. 34

29 49-23 M.C

M.C. On S line SW ¼ (W side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Tamarack – N 32 deg. W, 66.0'                        

No other trees near

GLO  Bk 

12,  P. 36

29 49-23 M.C

M.C. On N line NW ¼ (W side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
5” Aspen – S 22 deg. W, 6.6'                               

No other trees near

GLO  Bk 

12,  P. 38

29 49-23 M.C

M.C. On E line SE ¼ (S side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
20” Norway Pine – S 71 deg. W, 36.3'                   

9” Birch – S 71 deg. E, 25.7'

GLO  Bk 

12,  P. 34

29 49-23 NE

Corner falls in Lake Minnewawa– no 

post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

12,  P. 36

29 49-23 NW
2" sq. steel tube w/cap set at c/l roads     

E-W-S by R. DeGroot
1991

N & D in 18" R. Pine - N 56 deg. E, 153.59'          

N & D in 10" Oak - S 29 deg. E, 138.31'                 

N & D in 14" Poplar - S 40 deg. W, 85.97'

274244 303014.538 534060.167

29 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Norway Pine – N 18 deg. E, 5.9'                       

10” Norway Pine – S 39 deg. E, 5.3'                     

6” Norway Pine – S 48 deg. W, 4.0'                      

9” Norway Pine – N 62 deg. W, 11.9'

GLO  Bk 

12,  P. 38

29 49-23 SE

1/2" capped pipe set 27' E of c/l N-S 

road at projection to the E of driveway 

on W side road by W. Hayden

1992

spk in Power Pole - 29.33' SE                               

PK in S end CMP - 72.24' WSW                         

ctr of Flag Pole - 75.62' NW

289033

29 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – S 58 deg. E, 13.2'                             

7” Linden – N 74 deg. W, 27.1'                            

9” Aspen – N 37 deg. E, 13.9'                             

6” Birch – S 25 deg. W, 5.9'

GLO  Bk 

12,  P. 31

29 49-23 SW

2" sq. steel tube w/cap set in swamp 

at fence cor. of fences to N and W by 

R. DeGroot

1991

N & D in 8" Tamarack - N 36 deg. E, 78.82'            

N & D in 8" Spruce - S 40 deg. E, 99.44'               

N & D in 8" Tamarack - N 48 deg. W, 105.78'

274247 297773.980 534252.832

29 49-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Tamarack – N 84 deg. E, 3.3'                          

3” Tamarack – N 48 deg. W, 7.9'                         

6” Tamarack – S 20 deg. E, 2.0'                          

No other trees available

GLO  Bk 

12,  P. 35
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29 49-23 W 1/4
2" sq. steel tube w/cap set on c/l road 

from N at bend to SE by R. DeGroot
1991

N & D in 11" Oak - N 68 deg. E, 93.13'                 

N & D in 18" R. Pine - S 40 deg. E, 105.55'          

N & D in 16" R. Pine - S 15 deg. W, 69.06'

274246 300394.259 534156.500

29 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
15” Jack Pine – S 24 deg. E, 4.6'                           

15” Jack Pine – S 64 deg. W, 15.2'

GLO  Bk 

12,  P. 38

30 49-23  
Tract Survey in SW1/4 of Section by 

Don Mellem, County Surveyor 
1959

Is in G.L. 6 (S side of Flowage Lake)             

Distances and angles shown

Book 1, 

Page 520

30 49-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1933

Partial subd.– only Qtrs.                                 

Distance and Mag. Var. shown

Book 1, 

Page 462

30 49-23 E 1/4
2" sq. steel tube w/cap set on c/l road 

from N at bend to SE by R. DeGroot
1991

N & D in 11" Oak - N 68 deg. E, 93.13'                  

N & D in 18" R. Pine - S 40 deg. E, 105.55'          

N & D in 16" R. Pine - S 15 deg. W, 69.06'

274246 300394.259 534156.500

30 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
15” Jack Pine – S 24 deg. E, 4.6'                           

15” Jack Pine – S 64 deg. W, 15.2'

GLO  Bk 

12,  P. 38

30 49-23 N 1/4
1 1/4" iron pin found on c/l N-S road 

just N of culvert by R. DeGroot
1991

N & D in 24" W. Pine - N 10 deg. E, 89.21'            

N & D in 7" Poplar - S 39 deg. E, 36.11'                 

N & D in 6" W. Oak - N 30 deg. W, 49.56'

274242 303133.907 531407.640

30 49-23 N 1/4
Iron mon set at corner by H.D. Keath, 

County Surveyor
1931

14” Norway Pine - N 45 deg. E, 55.1'                     

12” White Pine – N 45 deg. W, 49.0'      

Book 1, 

Page 450

30 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Jack Pine – S 50 deg. E, 66.0'                           

20” Jack Pine – N 69 deg. W, 82.5'

GLO  Bk 

12,  P. 39

30 49-23 NE
2" sq. steel tube w/cap set at c/l roads     

E-W-S by R. DeGroot
1991

N & D in 18" R. Pine - N 56 deg. E, 153.59'          

N & D in 10" Oak - S 29 deg. E, 138.31'                 

N & D in 14" Poplar - S 40 deg. W, 85.97'

274244 303014.538 534060.167

30 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Norway Pine – N 18 deg. E, 5.9'                       

10” Norway Pine – S 39 deg. E, 5.3'                     

6” Norway Pine – S 48 deg. W, 4.0'                      

9” Norway Pine – N 62 deg. W, 11.9'

GLO  Bk 

12,  P. 38

30 49-23 NW

2" sq. steel tube w/cap set approx. 24' 

N of Lake at W edge N-S drive by R. 

DeGroot

1992

N & D in 8" W. Oak - N 10 deg. E, 42.61'               

N & D in 6" Ash - N 60 deg. E, 19.86'                   

N & D in 18" W. Oak - N 45 deg. W, 14.2'

274240 302543.382 528977.857

30 49-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” White Oak – N 35 deg E, 23.1'                          

5” White Oak – N 45 deg W, 14.2'

Book 1, 

Page 315

30 49-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

7” Burr Oak - N 38 deg. E, 23.1'                                   

4" Burr Oak – S 87 deg. E, 9.2'                                                                           

7" Aspen - N 15 deg. W, 23.8'                                        

No other trees near to use for ties

Book 3, 

Page 2

30 49-23 S 1/4

2" sq. steel tube w/cap set 78' E of c/l     

N-S highway on projection of c/l E-W 

road from W by R. DeGroot

1991

N & D in 24" Oak - S 83 deg. E, 113.62'               

N & D in 16" Oak - S 22 deg. E, 130.55'                 

N & D in 14" Oak - N 88 deg. W, 192.00'

274245 297643.095 531613.165

30 49-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Aspen – S 87 deg. E, 92.4'                             

No other trees near

GLO  Bk 

12,  P. 37

30 49-23 SE

2" sq. steel tube w/cap set in swamp 

at fence cor. of fences to N and W by 

R. DeGroot

1991

N & D in 8" Tamarack - N 36 deg. E, 78.82'          

N & D in 8" Spruce - S 40 deg. E, 99.44'               

N & D in 8" Tamarack - N 48 deg. W, 105.78'

274247 297773.980 534252.832

30 49-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Tamarack – N 84 deg. E, 3.3'                          

3” Tamarack – N 48 deg. W, 7.9'                         

6” Tamarack – S 20 deg. E, 2.0'                          

No other trees available

GLO  Bk 

12,  P. 35

30 49-23 SW

2" sq. steel tube w/cap set in N-S 

drive at projection of c/l road from E 

and S by R. DeGroot

1991

N & D in 16" Oak - N 40 deg. E, 132.09'                 

N & D in Dbl 12" Oak - S 56 deg. E, 122.00'          

N & D in 6" Spruce - N 58 deg. W, 39.04'

274241 297504.377 528836.428

30 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

22” Dead Burr Oak - N 85 deg. E, 50.8'                                   

12" Aspen – S 70 deg. E, 23.8'                                                                           

2" Aspen - S 47 deg. W, 29.7'                                        

2" Aspen - N 35 deg. W, 29.7'

Book 3, 

Page 1

31 49-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1936

Partial subd.– S ½- SW1/4                                     

Distance and angle shown

Book 1, 

Page 488

31 49-23 E 1/4
1/2" capped pipe set in woods by W. 

Hayden
1993

8" Oak - 5.05' NE                                                    

8" Ash - 5.90' SE                                                

14" Dbl. Oak - 16.19' SW

289032  

31 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” Aspen – S 53 deg. W, 6.6'                              

10” Ash – S 60 deg. E, 16.5'

GLO  Bk 

12,  P. 35
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31 49-23 N 1/4

2" sq. steel tube w/cap set 78' E of c/l     

N-S highway on projection of c/l E-W 

road from W by R. DeGroot

1991

N & D in 24" Oak - S 83 deg. E, 113.62'               

N & D in 16" Oak - S 22 deg. E, 130.55'                 

N & D in 14" Oak - N 88 deg. W, 192.00'

274245 297643.095 531613.165

31 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
6” Aspen – S 87 deg. E, 92.4'                             

No other trees near

GLO  Bk 

12,  P. 37

31 49-23 NE

2" sq. steel tube w/cap set in swamp 

at fence cor. of fences to N and W by 

R. DeGroot

1991

N & D in 8" Tamarack - N 36 deg. E, 78.82'           

N & D in 8" Spruce - S 40 deg. E, 99.44'               

N & D in 8" Tamarack - N 48 deg. W, 105.78'

274247 297773.980 534252.832

31 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Tamarack – N 84 deg. E, 3.3'                          

3” Tamarack – N 48 deg. W, 7.9'                         

6” Tamarack – S 20 deg. E, 2.0'                          

No other trees available

GLO  Bk 

12,  P. 35

31 49-23 NW

2" sq. steel tube w/cap set in N-S 

drive at projection of c/l road from E 

and S by R. DeGroot

1991

N & D in 16" Oak - N 40 deg. E, 132.09'                 

N & D in Dbl 12" Oak - S 56 deg. E, 122.00'         

N & D in 6" Spruce - N 58 deg. W, 39.04'

274241 297504.377 528836.428

31 49-23 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

22” Dead Burr Oak - N 85 deg. E, 50.8'                                   

12" Aspen – S 70 deg. E, 23.8'                                                                           

2" Aspen - S 47 deg. W, 29.7'                                        

2" Aspen - N 35 deg. W, 29.7'

Book 3, 

Page 1

31 49-23 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Aspen – S 70 deg. E, 37.6'                                   

8" Aspen - N 57 deg. E, 27.7'

Book 3, 

Page 15

31 49-23 SE
3/4" pipe found 4.5' N of c/l E-W road 

at tree line to N by W. Hayden
1992

spk in Power Pole - 63.50' NE                                

spk in Power Pole - 68.80' SE                            

PK Nail in E end CMP - 48.70' SW

288981

31 49-23 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 87 deg. W, 208.6'                                   

12" Tamarack – S 55 deg. W, 184.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 15

31 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

16” Burr Oak – N 04 deg. E, 97.7'                                   

10" Aspen – S 75 deg. W, 53.5'                                                                           

No other tree near to use for tie

Book 3, 

Page 12

31 49-23 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

30” Pine – N 60 deg. W, 50.8'                                   

40" Pine – N 46 deg. E, 116.8'                                                                           

No other tree near to use for tie

Book 3, 

Page 1

32 49-23 M.C

M.C. On N line NE ¼ (E side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
7” Aspen – S 66 deg. E, 38.3'                               

7” Aspen – N 84 deg. E, 68.6'

GLO  Bk 

12,  P. 34

32 49-23 M.C

M.C. On N line NW ¼ (W side Lake 

Minnewawa) set post for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873
4” Tamarack – N 32 deg. W, 66.0'                        

No other trees near

GLO  Bk 

12,  P. 36

32 49-23 NE

1/2" capped pipe set 27' E of c/l N-S 

road at projection to the E of driveway 

on W side road by W. Hayden

1992

spk in Power Pole - 29.33' SE                                

PK in S end CMP - 72.24' WSW                            

ctr of Flag Pole - 75.62' NW

289033

32 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – S 58 deg. E, 13.2'                             

7” Linden – N 74 deg. W, 27.1'                            

9” Aspen – N 37 deg. E, 13.9'                             

6” Birch – S 25 deg. W, 5.9'

GLO  Bk 

12,  P. 31

32 49-23 NW

2" sq. steel tube w/cap set in swamp 

at fence cor. of fences to N and W by 

R. DeGroot

1991

N & D in 8" Tamarack - N 36 deg. E, 78.82'          

N & D in 8" Spruce - S 40 deg. E, 99.44'               

N & D in 8" Tamarack - N 48 deg. W, 105.78'

274247 297773.980 534252.832

32 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

5” Tamarack – N 84 deg. E, 3.3'                          

3” Tamarack – N 48 deg. W, 7.9'                         

6” Tamarack – S 20 deg. E, 2.0'                          

No other trees available

GLO  Bk 

12,  P. 35

32 49-23 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Aspen – N 70 deg. E, 3.3'                                   

5" Aspen - S 20 deg. E, 7.3'

Book 3, 

Page 15

32 49-23 SE
2"x2" Wood Post found by L. 

Pommerening
1997 (No ties available) 302065 292184.791 539735.266

32 49-23 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 03 deg. W, 21.8'                                   

4" Tamarack - S 05 deg. W, 13.2'

Book 3, 

Page 14

32 49-23 SW
3/4" pipe found 4.5' N of c/l E-W road 

at tree line to N by W. Hayden
1992

spk in Power Pole - 63.50' NE                                

spk in Power Pole - 68.80' SE                            

PK Nail in E end CMP - 48.70' SW

288981
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32 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack – N 87 deg. W, 208.6'                                   

12" Tamarack – S 55 deg. W, 184.8'                                                                         

No other tree near to use for tie

Book 3, 

Page 15

32 49-23 W 1/4
1/2" capped pipe set in woods by W. 

Hayden
1993

8" Oak - 5.05' NE                                                  

8" Ash - 5.90' SE                                                

14" Dbl. Oak - 16.19' SW

289032

32 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” Aspen – S 53 deg. W, 6.6'                              

10” Ash – S 60 deg. E, 16.5'

GLO  Bk 

12,  P. 35

32 49-23 W.C. 

W.C. to E 1/4 Cor. is on E line SE 1/4 

Sec. 32 and is 100' S of Mud Lake 

and is 1/2" capped pipe set by W. 

Hayden

1992 (No ties available) 289034  

33 49-23 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

6” J. Pine - N 45 deg E, 16.5'                                  

10” W. Birch - S 45 deg W, 32.0'

Book 1, 

Page 271

33 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
18” Norway Pine – N 44 deg. E, 29.0'                    

8” Tamarack – N 21 deg. W, 28.4'

GLO  Bk 

12,  P. 28

33 49-23 M.C

M.C. On N line NE ¼ (S side Lake 

Minnewawa) 10” Birch for corner as 

part of orig. Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties available
GLO  Bk 

12,  P. 33

33 49-23 M.C

M.C. On N line NE ¼ (S side Lake 

Minnewawa) set wood post as part of 

orig. Government Land Office Survey 

by James R. King, U.S. Dep. Surveyor

1873
7” Aspen – N 89 deg. E, 23.8'                                

7” Aspen – S 27 deg. W, 26.4'

GLO  Bk 

12,  P. 32

33 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
10” Norway Pine – N 17 deg. W, 19.1'                   

9” Norway Pine – S 63 deg. E, 38.3'

GLO  Bk 

12,  P. 33

33 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Aspen – N 54 deg. W, 58.7'                             

12” Aspen – N 06 deg. E, 138.6'                            

6” Willow – S 70 deg. W, 28.4'                             

No other trees near

GLO  Bk 

12,  P. 29

33 49-23 NW

1/2" capped pipe set 27' E of c/l N-S 

road at projection to the E of driveway 

on W side road by W. Hayden

1992

spk in Power Pole - 29.33' SE                               

PK in S end CMP - 72.24' WSW                           

ctr of Flag Pole - 75.62' NW

289033  

33 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Aspen – S 58 deg. E, 13.2'                             

7” Linden – N 74 deg. W, 27.1'                            

9” Aspen – N 37 deg. E, 13.9'                             

6” Birch – S 25 deg. W, 5.9'

GLO  Bk 

12,  P. 31

33 49-23 S 1/4

3/4" rebar w/"DNR Survey Marker" set 

on E side swamp. Steel post is 0.5' E 

of Mon. by L. Pommerening

1997

DNR RP in 3" Oak - N 30 deg. W, 28.89'             

DNR RP in 3" Oak - S 62 deg. W, 19.89'               

DNR RP in 6" Oak - N 60 deg. W, 48.71'

302001 292178.048 542371.627

33 49-23 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack – S 75 deg. W, 21.8'                                   

No other tree near to use for ties            

Book 3, 

Page 14

33 49-23 SE
(No Mon.set) Cor. Position computed 

by L. Pommerening
1997 (No ties) 302000 292171.306 545007.988

33 49-23 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. W, 19.8'                                   

7" Tamarack – N 60 deg. E, 22.4'                                          

5" Tamarack - S 60 deg. E, 35.0'                                           

No other tree near to use for tie

Book 3, 

Page 14

33 49-23 SW
2"x2" Wood Post found by L. 

Pommerening
1997 (No ties available) 302065 292184.791 539735.266

33 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack – N 03 deg. W, 21.8'                                   

4" Tamarack - S 05 deg. W, 13.2'

Book 3, 

Page 14

33 49-23 W.C. 

W.C. to W 1/4 Cor. is on W line SW 

1/4 Sec. 33 and is 100' S of Mud Lake 

and is 1/2" pipe set by W. Hayden

1992 (No ties available) 289034

34 49-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1919

Subd. NW ¼ of Section - no ties                     

Distances and Mag. Var. shown

Book 1,  

Page 271

34 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Birch – N 26 deg. E, 3.3'                                  

5” Birch – S 80 deg. W, 7.3'

GLO  Bk 

12,  P. 18
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34 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
9” Norway Pine – N 21 deg. E, 11.2'                    

10” Norway Pine – S 69 deg. W, 29.7'

GLO  Bk 

12,  P. 29

34 49-23 NE
1/2" iron set 0.6' NE of fence cor. of 

fence lines to N and E by W. Voigt
1974

8" Birch - 8.85' S                                                      

6" Birch - 7.62' WSW  
188447  

34 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Pine – S 30 deg. W, 49.5'                                

3” Aspen – N 03 deg. E, 9.2'                               

3” Aspen – N 41 deg. W, 8.6'                               

3” Aspen – S 32 deg. E, 9.9'

GLO  Bk 

12,  P. 19

34 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

9” Aspen – N 54 deg. W, 58.7'                             

12” Aspen – N 06 deg. E, 138.6'                            

6” Willow – S 70 deg. W, 28.4'                             

No other trees near

GLO  Bk 

12,  P. 29

34 49-23 SE
(No Mon.set) Cor. Position computed 

by L. Pommerening
1997 (No ties) 301999 292157.820 550280.710

34 49-23 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Birch – N 37 deg. E, 1.3'                                   

8" Birch – N 10 deg. W, 8.6'                                          

5" Fir - S 70 deg. W, 6.6'                                           

6" Fir - S 18 deg. E, 18.5'

Book 3, 

Page 13

34 49-23 SW
(No Mon.set) Cor. Position computed 

by L. Pommerening
1997 (No ties) 302000 292171.306 545007.988

34 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

5” Tamarack – N 05 deg. W, 19.8'                                   

7" Tamarack – N 60 deg. E, 22.4'                                          

5" Tamarack - S 60 deg. E, 35.0'                                           

No other tree near to use for tie

Book 3, 

Page 14

34 49-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

6” J. Pine - N 45 deg E, 16.5'                                  

10” W. Birch - S 45 deg W, 32.0'

Book 1, 

Page 271

34 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
18” Norway Pine – N 44 deg. E, 29.0'                    

8” Tamarack – N 21 deg. W, 28.4'

GLO  Bk 

12,  P. 28

35 49-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 85 deg. E, 15.2'                               

5” Birch – N 54 deg. W, 5.3'

GLO  Bk 

12,  P. 9

35 49-23 N 1/4
Nail set in side of fence post on N-S 

fence line at fence line E by W. Voigt
1974

3" Tamarack - 16.4' NW                                         

4" Tamarack - 31.8' SW  
188448  

35 49-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
2” Tamarack – S 69 deg. E, 7.9'                           

2” Tamarack – N 26 deg. W, 29.7'

GLO  Bk 

12,  P. 19

35 49-23 NE

1/2" iron set on intersection of 

projection of c/l roads from the N and 

from the E by W. Voigt

1973

14" Oak - 62.50' SE                                            

10" Poplar - 29.70' S                                              

1/2" pinch-top - 9.55' SW                                       

188442

35 49-23 NE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Linden – N 22 deg. E, 16.5'                              

15” Aspen – N 50 deg. W, 19.8'                            

9” Birch – S 30 deg. W, 16.5'                             

10” Maple – S 63 deg. E, 26.4'

GLO  Bk 

12,  P. 9

35 49-23 NW
1/2" iron set 0.6' NE of fence cor. of 

fence lines to N and E by W. Voigt
1974

8" Birch - 8.85' S                                                     

6" Birch - 7.62' WSW               
188447

35 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

14” Pine – S 30 deg. W, 49.5'                                

3” Aspen – N 03 deg. E, 9.2'                               

3” Aspen – N 41 deg. W, 8.6'                               

3” Aspen – S 32 deg. E, 9.9'

GLO  Bk 

12,  P. 19

35 49-23 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
Book 3, 

Page 13

35 49-23 SE
3/4" rebar w/"DNR Survey Marker" set 

by L. Pommerening
1997 (No ties available) 301998 292144.335 555553.432

35 49-23 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 30 deg. W, 4.0'                                   

6” Tamarack – S 25 deg. E, 2.0'                        

Book 3, 

Page 13

35 49-23 SW
(No Mon.set) Cor. Position computed 

by L. Pommerening
1997 (No ties) 301999 292157.820 550280.710

35 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Birch – N 37 deg. E, 1.3'                                   

8" Birch – N 10 deg. W, 8.6'                                          

5" Fir - S 70 deg. W, 6.6'                                           

6" Fir - S 18 deg. E, 18.5'

Book 3, 

Page 13

35 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
14” Birch – N 26 deg. E, 3.3'                                  

5” Birch – S 80 deg. W, 7.3'

GLO  Bk 

12,  P. 18
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36 49-23 M.C

M.C. On E line SE ¼ (S side Round 

Lake) Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
24” White Pine – S 20 deg. E, 13.2'                       

12” White Pine – N 87 deg. W, 26.4'

GLO  Bk 

12,  P. 1

36 49-23 M.C.

M.C. is on N line NW 1/4 Sec. 36 and 

is 1/2" iron set on W side Round Lake 

by W. Voigt

1974

18" Pine - 1.65' ENE                                                

18" Pine - 12.8' SSW                                          

14" Pine - 4.3' WSW

188443

36 49-23 M.C.

M.C. is on E line SE 1/4 Sec. 36 and 

is 1/2" iron set just S of Round Lake 

by W. Voigt

1974

4" Poplar - 6.02' E                                                 

1/2" iron - 10.0' SSE                                                

6" Poplar - 19.7'  SSW

188437  

36 49-23 M.C.

M.C. On N line NW ¼ (W side Round 

Lake) set wood post as part of orig. 

Government Land Office Survey by 

James R. King, U.S. Dep. Surveyor

1873
8” Norway Pine – N 63 deg. E, 12.0'                      

9” Norway Pine – S 58 deg. E, 2.6'

GLO  Bk 

12,  P. 10

36 49-23 NE

Corner location falls in Round Lake – 

no wood post set as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 1

36 49-23 NW

1/2" iron set on intersection of 

projection of c/l roads from the N and 

from the E by W. Voigt

1973

14" Oak - 62.50' SE                                            

10" Poplar - 29.70' S                                              

1/2" pinch-top - 9.55' SW                                       

188442

36 49-23 NW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

10” Linden – N 22 deg. E, 16.5'                              

15” Aspen – N 50 deg. W, 19.8'                            

9” Birch – S 30 deg. W, 16.5'                             

10” Maple – S 63 deg. E, 26.4'

GLO  Bk 

12,  P. 9

36 49-23 S 1/4
(No Mon.set) Cor. Position computed 

by L. Pommerening
1997 (No ties) 301997 292038.336 558187.882

36 49-23 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen – N 60 deg. E, 5.3'                                   

10” Birch – S 07 deg. W, 11.2'                        

Book 3, 

Page 13

36 49-23 SE
1/2" pipe fnd 20' W of c/l N-S ditch on 

E edge N-S dike by L. Pommerening
1994

WMA sign post - N 00 deg. E, 3.0'                        

WMA sign post - N 90 deg. W, 2.15'
301996 291999.057 560824.170

36 49-23 SE

wood post set as part of original 

Government Survey by David Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack – N 18 deg. E, 429.0'                                   

No other trees near to use for ties                                  

Book 3, 

Page 19

36 49-23 SW
3/4" rebar w/"DNR Survey Marker" set 

by L. Pommerening
1997 (No ties available) 301998 292144.335 555553.432

36 49-23 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack – N 30 deg. W, 4.0'                                   

6” Tamarack – S 25 deg. E, 2.0'                        

Book 3, 

Page 13

36 49-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – N 85 deg. E, 15.2'                               

5” Birch – N 54 deg. W, 5.3'

GLO  Bk 

12,  P. 9

1 49-24  Tract Survey in Gov't Lot 2 1958
Not Tied into Sec. Cors.                                         

Tied into Plat of SANDY LAKE BEACH

Book 2, 

Page 128

1 49-24  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Subd. of Sec. Into Qtrs.                           

Distances and angles shown

Book 1,  

Page 385

1 49-24 E 1/4

Corner falls in Big Sandy Lake - no 

post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No ties since corner is in Lake                                                                                     
GLO  Bk 

3,  P. 4

1 49-24 M.C.

M.C. On N. line NW ¼ - Brass cap fnd 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 385

1 49-24 M.C.

M.C. is on E line SE 1/4 - 1221.0 feet 

N of SE Cor. - on W side Big Sandy 

Lake set by D. Watson. U.S. Deputy 

Surveyor

1870
5” Black Oak - N 80 deg. E, 31.0'                                   

4" Black Oak - N 10 deg. W, 33.0'                                

GLO  Bk 

3,  P. 4

1 49-24 M.C.

M.C. is post in mound of rocks on E 

line SE 1/4 - 759.0 feet S of E1/4 Cor. - 

on W side Big Sandy Lake set by D. 

Watson. U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3,  P. 4

1 49-24 M.C.

M.C. is post set on N line NW1/4 - 

1419.0 feet E of NW Cor. - on W side 

Brown Lake set by D. Watson. U.S. 

Deputy Surveyor

1870 30" Pine - N 76 deg. W, 89.8'                                                                                       
GLO  Bk 

3,  P. 17
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1 49-24 M.C.

M.C. is post set on S line SE1/4 - 

165.0 feet E of S1/4 Cor. - on W side 

Big Sandy Lake set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Aspen - N 83 deg. W, 29.7'                                   

5" Aspen – S 75 deg. W, 15.8'                                                                                                       

GLO  Bk 

3,  P. 31

1 49-24 N 1/4

Corner falls in Big Sandy Lake - no 

post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No ties since corner is in Lake                                                                                     
GLO  Bk 

3,  P. 17

1 49-24 NE

(No Mon. set) Cor. falls in Big Sandy 

Lake and location has been computed 

by W. Buckler

1987 (No ties available) 249574

1 49-24 NE

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
GLO  Bk 

3,  P. 4

1 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen - S 30 deg. W, 2.6'                                   

4" Aspen – N 30 deg. E, 9.9'                                                                                                       

GLO  Bk 

3,  P. 17

1 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - N 43 deg. W, 23.8'                                   

12" Yellow Pine – S 36 deg. E, 24.4'                                                                                                       

GLO  Bk 

3,  P. 30

1 49-24 SE

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
GLO  Bk 

3,  P. 4

1 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Aspen - N 29 deg. E, 5.9'                                   

12" Tamarack - N 24 deg. W, 24.4'                                        

6" Tamarack - S 69 deg. W, 37.0'                                

9" White Pine - S 39 deg. E, 21.8'

GLO  Bk 

3,  P. 30

1 49-24 W 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 385

1 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Burr Oak - N 70 deg. E, 24.4'                                   

8" Black Oak – S 02 deg. W, 19.8'                                                                                                       

GLO  Bk 

3,  P. 31

2 49-24 E 1/4
iron mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not take new ties  

Book 1, 

Page 385

2 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Burr Oak - N 70 deg. E, 24.4'                                   

8" Black Oak – S 02 deg. W, 19.8'                                                                                                       

GLO  Bk 

3,  P. 31

2 49-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
10” Aspen - N 75 deg. W, 36.3'                                   

30" Pine – N 14 deg. E, 27.1'                                                                                                       

GLO  Bk 

3,  P. 17

2 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen - S 30 deg. W, 2.6'                                   

4" Aspen – N 30 deg. E, 9.9'                                                                                                       

GLO  Bk 

3,  P. 17

2 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 30 deg. E, 4.0'                                   

5" Tamarack - S 67 deg. E, 15.8'                                        

4" Tamarack - N 64 deg. W, 2.0'                                

4" Tamarack - S 40 deg. W, 8.6'

GLO  Bk 

3,  P. 18

2 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Black Pine - S 35 deg. E, 12.5'                                   

9" Black Pine – S 45 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 41

2 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Aspen - N 29 deg. E, 5.9'                                   

12" Tamarack - N 24 deg. W, 24.4'                                        

6" Tamarack - S 69 deg. W, 37.0'                                

9" White Pine - S 39 deg. E, 21.8'

GLO  Bk 

3,  P. 30

2 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

15” Yellow Pine - N 20 deg. E, 15.8'                                   

8" Black Pine - N 35 deg. W, 14.5'                                        

8" Black Pine - S 45 deg. W, 23.1'                                

5" Black Pine - S 38 deg. E, 11.9'

GLO  Bk 

3,  P. 40

2 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 76 deg. E, 26.4'                                   

9" Birch – S 22 deg. W, 39.6'                                                                                                       

GLO  Bk 

3,  P. 42

3 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 76 deg. E, 26.4'                                   

9" Birch – S 22 deg. W, 39.6'                                                                                                       

GLO  Bk 

3,  P. 42

3 49-24 M.C.

M.C. #33 is on N. line NW 1/4 Sec. 3 

is 3/4" iron rod set 5' W of high bank 

on E side Miss. River by B. Eveland

1981

DNR RP in 6" Ash - N 70 deg. E, 25.04'               

DNR RP in 20" W. Oak - S 40 deg. E, 18.10'      

DNR RP in 9" Elm - S 10 deg. W, 13.52'

235674

3 49-24 M.C.

M.C. is post set on N line NW1/4 - 

753.1 feet E of NW Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
23” Black Oak - N 37 deg. E, 9.2'                                   

3" Aspen – S 30 deg. E, 7.3'                                                                                                       

GLO  Bk 

3,  P. 18
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3 49-24 M.C.

M.C. is post set on N line NW1/4 - 

471.2 feet E of NW Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
24” Black Oak - S 40 deg. E, 6.6'                                   

18" Aspen – N 80 deg. W, 4.6'                                                                                                       

GLO  Bk 

3,  P. 18

3 49-24 M.C.

M.C. is post set on W line NW1/4 - 

763.0 feet S of NW Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - N 55 deg. E, 7.9'                                   

6" Elm - N 35 deg. W, 6.6'                                                                                   

GLO  Bk 

3,  P. 51

3 49-24 M.C.

M.C. is post set on W line NW1/4 - 

1000.6 feet S of NW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Elm - S 20 deg. W, 4.0'                                   

6" Elm - S 50 deg. E, 40.3'                                                                                   

GLO  Bk 

3,  P. 51

3 49-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 10 deg. E, 1.3'                                   

7" Tamarack – N 10 deg. W, 3.3'                                                                                                       

GLO  Bk 

3,  P. 18

3 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 30 deg. E, 4.0'                                   

5" Tamarack - S 67 deg. E, 15.8'                                        

4" Tamarack - N 64 deg. W, 2.0'                                

4" Tamarack - S 40 deg. W, 8.6'

GLO  Bk 

3,  P. 18

3 49-24 NW
C.I.M. w/steel fence post set by lost 

methods by B. Eveland
1981

DNR RP in 13" Maple - N 16 deg. E, 10.02'            

DNR RP in Tw. 3" Ash - S 44 deg. E, 20.47'         

DNR RP in 12" Maple - N 60 deg. W, 34.15'

235666

3 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Elm - N 40 deg. E, 14.5'                                   

5" Elm - N 60 deg. W, 16.5'                                        

10" Elm - S 60 deg. W, 16.5'                                

4" Elm - S 20 deg. E, 13.9'

GLO  Bk 

3,  P. 19

3 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 37 deg. E, 10.6'                                   

8" Cedar – S 05 deg. W, 5.9'                                                                                                       

GLO  Bk 

3,  P. 50

3 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

15” Yellow Pine - N 20 deg. E, 15.8'                                   

8" Black Pine - N 35 deg. W, 14.5'                                        

8" Black Pine - S 45 deg. W, 23.1'                                

5" Black Pine - S 38 deg. E, 11.9'

GLO  Bk 

3,  P. 40

3 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Black Ash - N 77 deg. E, 10.6'                                   

6" Willow - S 22 deg. W, 26.4'                                        

10" Black Ash - S 66 deg. E, 15.2'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 49

3 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Black Ash - N 73 deg. E, 17.2'                                   

12" Elm – S 58 deg. W, 25.1'                                                                                                       

Book 3, 

Page 451

4 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Black Ash - N 73 deg. E, 17.2'                                   

12" Elm – S 58 deg. W, 25.1'                                                                                                       

Book 3, 

Page 451

4 49-24 M.C.

M.C. #51 is on N. line NE 1/4 Sec. 4 is 

3/4" iron rod set 4' W of high bank on 

W side Mississippi River by B. 

Eveland

1981

DNR RP in 12" Ash - N 05 deg. E, 21.95'            

DNR RP in 7" Ash - S 45 deg. W, 15.77'            

DNR RP in 12" Ash - N 55 deg. W, 35.01'

235675

4 49-24 M.C.

M.C. is post set on N line NE1/4 - 

237.6 feet W of NE Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
10” Elm - N 37 deg. E, 10.6'                                   

8" Elm – S 35 deg. E, 8.4'                                                                                                       

GLO  Bk 

3,  P. 19

4 49-24 M.C.

M.C. is post set on N line NE1/4 - 

445.5 feet W of NE Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
4” Maple - S 35 deg. W, 19.1'                                   

10" Elm – N 20 deg. E, 11.2'                                                                                                       

GLO  Bk 

3,  P. 19

4 49-24 M.C.

M.C. is post set on N line NE1/4 - 

1650.0 feet W of NE Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
23” Oak - N 30 deg. E, 4.0'                                   

10" Oak – S 10 deg. E, 4.6'                                                                                                       

GLO  Bk 

3,  P. 20

4 49-24 M.C.

M.C. is post set on N line NE1/4 - 

1933.8 feet W of NE Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
10” Ash - N 10 deg. E, 17.8'                                   

5" Ash – S 40 deg. E, 4.6'                                                                                                       

GLO  Bk 

3,  P. 20

4 49-24 M.C.

M.C. is post set on E line NE1/4 - 

763.0 feet S of NE Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - N 55 deg. E, 7.9'                                   

6" Elm - N 35 deg. W, 6.6'                                                                                   

GLO  Bk 

3,  P. 51

4 49-24 M.C.

M.C. is post set on E line NE1/4 - 

1000.6 feet S of NE Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Elm - S 20 deg. W, 4.0'                                   

6" Elm - S 50 deg. E, 40.3'                                                                                   

GLO  Bk 

3,  P. 51

4 49-24 M.C.

M.C. is post set on S line SW1/4 - 

394.0 feet E of SW Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Burr Oak - N 73 deg. E, 33.0'                                   

8" Black Oak - S 74 deg. E, 22.4'                                                                                   

GLO  Bk 

3,  P. 60
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4 49-24 M.C.

M.C. is post set on S line SW1/4 - 

211.2 feet E of SW Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
14” Dbl. Burr Oak - S 69 deg. W, 11.2'                                   

14" Burr Oak - N 64 deg. W, 15.2'                                                                                   

GLO  Bk 

3,  P. 60

4 49-24 N 1/4
3/4" iron pipe set in swamp by lost 

methods by B. Eveland
1981

DNR RP in 5" Poplar - S 15 deg. E, 70.57'          

DNR RP in 6" Poplar - S 10 deg. W, 71.45'          

DNR RP in 14" Poplar - S 70 deg. W, 156.24'

235676

4 49-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 08 deg. W, 4.6'                                   

8" Tamarack – S 33 deg. W, 7.3'                                                                                                       

GLO  Bk 

3,  P. 20

4 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Elm - N 40 deg. E, 14.5'                                   

5" Elm - N 60 deg. W, 16.5'                                        

10" Elm - S 60 deg. W, 16.5'                                

4" Elm - S 20 deg. E, 13.9'

GLO  Bk 

3,  P. 19

4 49-24 NE 
C.I.M. w/steel fence post set by lost 

methods by B. Eveland
1981

DNR RP in 13" Maple - N 16 deg. E, 10.02'         

DNR RP in Tw. 3" Ash - S 44 deg. E, 20.47'      

DNR RP in 12" Maple - N 60 deg. W, 34.15'

235666

4 49-24 NW

3" Cedar Post set 31' S of E-W spoil 

bank and 75' W of c/l drainage ditch to 

N by B. Eveland

1981

DNR RP in 18" Ash - S 55 deg. E, 95.70'              

DNR RP in 10" Ash - S 20 deg. E, 99.20'               

DNR RP in 11" Cedar - N 20 deg. W, 133.79'

235670

4 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

15” Tamarack - N 30 deg. E, 12.5'                                   

10" Tamarack - N 70 deg. W, 6.6'                                        

12" Tamarack - S 55 deg. W, 9.9'                                

10" Tamarack - S 50 deg. E, 6.6'

GLO  Bk 

3,  P. 20

4 49-24 S 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

12” White Ash – N 45 deg. E, 41.6'                      

12” S. Maple – N 45 deg. W, 35.8'      

Book 1, 

Page 415

4 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Aspen - N 76 deg. E, 22.4'                                   

No other trees near to use for ties                                                                                              

GLO  Bk 

3,  P. 59

4 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Black Ash - N 77 deg. E, 10.6'                                   

6" Willow - S 22 deg. W, 26.4'                                        

10" Black Ash - S 66 deg. E, 15.2'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 49

4 49-24 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 3' W of c/l road to S in line 

with fence line to the W by J. Walker

1986

N & D in 14" Oak - N 80 deg. E, 89.69'                  

N & D in 9" R. Oak -  S 40 deg. E, 102.44'             

N & D in 7" W. Oak - N 62 deg.W, 65.32'

238817

4 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Linden - N 75 deg. E, 11.2'                                   

18" Linden - N 73 deg. W, 7.9'                                        

12" Black Ash - S 47 deg. W, 24.4'                                

14" Elm - S 49 deg. E, 11.2'

GLO  Bk 

3,  P. 59

4 49-24 W 1/4

W 1/4 is also M.C.- post on E side 

Sanders Lake set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” White Ash - N 01 deg. W, 336.6'                                   

No other trees near to use for ties                                                                       

GLO  Bk 

3,  P. 61

5 49-24 E 1/4

E 1/4 is also M.C.- post on E side 

Sanders Lake set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” White Ash - N 01 deg. W, 336.6'                                   

No other trees near to use for ties                                                                       

GLO  Bk 

3,  P. 61

5 49-24 N 1/4

3" Cedar Post set in c/l E-W drainage 

ditch 27' E of jog in ditch to N by B. 

Eveland

1981 (No ties available) 235669

5 49-24 N 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Cedar - S 30 deg. W, 3.3'                                   

5" Tamarack – N 03 deg. W, 4.0'                                                                                                       

GLO  Bk 

3,  P. 21

5 49-24 NE

3" Cedar Post set 31' S of E-W spoil 

bank and 75' W of c/l drainage ditch to 

N by B. Eveland

1981

DNR RP in 18" Ash - S 55 deg. E, 95.70'              

DNR RP in 10" Ash - S 20 deg. E, 99.20'               

DNR RP in 11" Cedar - N 20 deg. W, 133.79'

235670

5 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

15” Tamarack - N 30 deg. E, 12.5'                                   

10" Tamarack - N 70 deg. W, 6.6'                                        

12" Tamarack - S 55 deg. W, 9.9'                                

10" Tamarack - S 50 deg. E, 6.6'

GLO  Bk 

3,  P. 20

5 49-24 NW

3/4" iron rod set 44' S of c/l E-W ditch, 

49' W of c/l N-S ditch to E, 62' E of c/l    

N-S ditch to W by B. Eveland

1981 (No ties available) 235668

5 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 70 deg. W, 2.0'                                   

3" Tamarack - S 30 deg. W, 17.2'                                        

3" Tamarack - S 35 deg. E, 11.9'                                

5" Tamarack - N 52 deg. E, 26.4'

GLO  Bk 

3,  P. 21

5 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
14” Burr Oak - N 20 deg. E, 31.0'                                   

10" Burr Oak - S 28 deg. W, 31.0'                                                                                   

GLO  Bk 

3,  P. 75
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5 49-24 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 3' W of c/l road to S in line 

with fence line to the W by J. Walker

1986

N & D in 14" Oak - N 80 deg. E, 89.69'                   

N & D in 9" R. Oak -  S 40 deg. E, 102.44'           

N & D in 7" W. Oak - N 62 deg.W, 65.32'

238817

5 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Linden - N 75 deg. E, 11.2'                                   

18" Linden - N 73 deg. W, 7.9'                                        

12" Black Ash - S 47 deg. W, 24.4'                                

14" Elm - S 49 deg. E, 11.2'

GLO  Bk 

3,  P. 21

5 49-24 SW
C.I.M. set 5' E of c/l N-S road on c/l 

road from W by C. Betley 
1980

N & D in 4" Oak - N 55 deg. E, 92.29'                   

N & D in 7" Oak -  S 83 deg. E, 85.91'                 

N & D in Power Pole - S 48 deg.W, 50.84'

212884

5 49-24 SW
6" W. Oak post set by 1 1/4" iron pipe 

by H.D Keath, County Surveyor
1913

10" Maple - S 45 deg W, 48.8'                                

6" Maple - S 45 deg E, 58.7' 

Book 1, 

Page 154

5 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Birch - N 70 deg. E, 9.2'                                   

6" Spruce - N 38 deg. W, 3.3'                                        

8" Birch - S 61 deg. W, 20.5'                                

8" Birch - S 30 deg. E, 11.2'

GLO  Bk 

3,  P. 74

5 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 38 deg. W, 7.3'                                   

10" Tamarack – S 38 deg. E, 17.2'                                                                                                       

GLO  Bk 

3,  P. 76

6 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 38 deg. W, 7.3'                                   

10" Tamarack – S 38 deg. E, 17.2'                                                                                                       

GLO  Bk 

3,  P. 76

6 49-24 N 1/4

5/8" iron pipe w/post set 83' S of c/l E-

W ditch to E, 38' ESE of c/l N-S ditch 

to W by B. Eveland

1981 (No ties available) 235667

6 49-24 N 1/4

5" Tamarack used for corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated
GLO  Bk 

3,  P. 21

6 49-24 NE

3/4" iron rod set 44' S of c/l E-W ditch, 

49' W of c/l N-S ditch to E, 62' E of c/l 

N-S ditch to W by B. Eveland

1981 (No ties available) 235668

6 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 70 deg. W, 2.0'                                   

3" Tamarack - S 30 deg. W, 17.2'                                        

3" Tamarack - S 35 deg. E, 11.9'                                

5" Tamarack - N 52 deg. E, 26.4'

GLO  Bk 

3,  P. 21

6 49-24 NW
C.I.M. set at fence corner of fences to 

N and E by B. Eveland
1981

DNR RP in 26" Spruce - S 54 deg. E, 251.68'      

DNR RP in Tw. 7" Oak - S 75 deg. W, 269.39'    

DNR RP in Tw. 11" Oak - N 65 deg.W, 270.5'

235673

6 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack - S 31 deg. E, 9.2'                                   

8" Tamarack - S 82 deg. W, 25.1'                                        

10" Tamarack - N 86 deg. E, 1.3'                                

8" Tamarack - N 47 deg. W, 21.8'

GLO  Bk 

3,  P. 14

6 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Fir - S 20 deg. E, 9.9'                                   

12" Tamarack - N 40 deg. E, 13.9'                                                                                   

GLO  Bk 

3,  P. 75

6 49-24 SE
C.I.M. set 5' E of c/l N-S road on c/l 

road from W by C. Betley 
1980

N & D in 4" Oak - N 55 deg. E, 92.29'                   

N & D in 7" Oak -  S 83 deg. E, 85.91'                    

N & D in Power Pole - S 48 deg.W, 50.84'

212884

6 49-24 SE
6" W. Oak post set by 1 1/4" iron pipe 

by H.D Keath, County Surveyor
1913

10" Maple - S 45 deg W, 48.8'                                

6" Maple - S 45 deg E, 58.7' 

Book 1, 

Page 154

6 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Birch - N 70 deg. E, 9.2'                                   

6" Spruce - N 38 deg. W, 3.3'                                        

8" Birch - S 61 deg. W, 20.5'                                

8" Birch - S 30 deg. E, 11.2'

GLO  Bk 

3,  P. 24

6 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack - S 12 deg. E, 9.9'                                   

7" Tamarack - N 72 deg. E, 18.5'                                        

6" Tamarack - N 51 deg. W, 47.5'                                

6" Tamarack - S 22 deg. W, 28.4'

GLO  Bk 

3,  P. 14

6 49-24 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 66 deg. E, 5.9'                                   

6" Tamarack – N 71 deg. W, 16.5'                                                                                                       

GLO  Bk 

3,  P. 14

6 49-24
Road Survey on S line of Section by 

H.D Keath, County Surveyor 
1913

runs along S line of Section                            

Bearings and distances shown 

Book 1, 

Page 155

7 49-24 E 1/4
C.I.M. set on c/l N-S road just S of 

field entr. to W by C. Betley 
1980

N & D in 5" Oak - N 56 deg. E, 55.29'                   

N & D in 6" Maple -  S 58 deg. E, 48.51'              

N & D in 12" Oak - N 57 deg.W, 82.66'

212886

7 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Burr Oak - S 11 deg. E, 5.9'                                   

8" Burr Oak - N 11 deg. E, 15.8'                                                                                   

GLO  Bk 

3,  P. 73

7 49-24 M.C.

M.C. #56 is on E line SE 1/4 Sec. 7 

and is a RR spk set on c/l N-S road 

just N of c/l E-W road by C. Betley 

1981

N & D in 20" B. Oak - N 36 deg. E, 69.95'             

N & D in 12" Oak -  S 42 deg. W, 124.94'             

N & D in 12" Elm - N 10 deg.W, 111.12'

212885
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7 49-24 M.C.

M.C. is post set on S line SE1/4 - 

1088.3 feet W of SE Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Linden - S 70 deg. W, 4.6'                                   

12" Burr Oak - N 22 deg. W, 19.8'                                                                                   

GLO  Bk 

3,  P. 72

7 49-24 M.C.

M.C. is post set on S line SE1/4 - 

877.1 feet W of SE Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Black Ash - N 74 deg. E, 16.5'                                   

12" Black Ash - S 02 deg. E, 21.1'                                                                                   

GLO  Bk 

3,  P. 73

7 49-24 M.C.

M.C. is post set on E line SE1/4 - 

607.2 feet N of SE Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - S 33 deg. E, 23.8'                                   

6" Elm - S 44 deg. E, 17.8'                                                                                   

GLO  Bk 

3,  P. 73

7 49-24 M.C.

M.C. is post set on E line SE1/4 - 

844.1 feet N of SE Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
18” Birch - N 07 deg. E, 3.3'                                   

14" Burr Oak - N 70 deg. W, 25.7'                                                                                   

GLO  Bk 

3,  P. 73

7 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Fir - S 20 deg. E, 9.9'                                   

12" Tamarack - N 40 deg. E, 13.9'                                                                                   

GLO  Bk 

3,  P. 75

7 49-24 NE
C.I.M. set 5' E of c/l N-S road on c/l 

road from W by C. Betley 
1980

N & D in 4" Oak - N 55 deg. E, 92.29'                     

N & D in 7" Oak -  S 83 deg. E, 85.91'                    

N & D in Power Pole - S 48 deg.W, 50.84'

212884

7 49-24 NE
6" W. Oak post set by 1 1/4" iron pipe 

by H.D Keath, County Surveyor
1913

10" Maple - S 45 deg W, 48.8'                                

6" Maple - S 45 deg E, 58.7' 

Book 1, 

Page 154

7 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Birch - N 70 deg. E, 9.2'                                   

6" Spruce - N 38 deg. W, 3.3'                                        

8" Birch - S 61 deg. W, 20.5'                                

8" Birch - S 30 deg. E, 11.2'

GLO  Bk 

3,  P. 74

7 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack - S 12 deg. E, 9.9'                                   

7" Tamarack - N 72 deg. E, 18.5'                                        

6" Tamarack - N 51 deg. W, 47.5'                                

6" Tamarack - S 22 deg. W, 28.4'

GLO  Bk 

3,  P. 14

7 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
20” Spruce - N 28 deg. E, 20.5'                                   

4" Maple – S 59 deg. E, 2.6'                                                                                                       

GLO  Bk 

3,  P. 72

7 49-24 SE
capped alum. Mon. w/marker post set 

in woods by C. Betley 
1980

N & D in Tw. 8" Maple - N 80 deg. E, 92.60'         

N & D in 8" Ash -  S 28 deg. E, 55.72'                     

N & D in 12" Ash - N 87 deg. W, 50.59'

212887

7 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Birch - N 41 deg. E, 15.8'                                   

17" Sugar - N 35 deg. W, 12.5'                                        

12" Sugar - S 55 deg. W, 13.9'                                

12" Birch - S 39 deg. E, 19.8'

GLO  Bk 

3,  P. 69

7 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Tamarack - N 02 deg. E, 18.5'                                   

8" Tamarack - N 15 deg. W, 20'                                        

12" Tamarack - S 01 deg. W, 15.2'                                

7" Tamarack - S 56 deg. E, 7.3'

GLO  Bk 

3,  P. 13

7 49-24 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 49 deg. W, 23.8'                                   

10" Tamarack – S 76 deg. E, 15.8'                                                                                                       

GLO  Bk 

3,  P. 14

7 49-24
Road Survey on N line of Section by 

H.D Keath, County Surveyor 
1913

runs along N line of Section                            

Bearings and distances shown 

Book 1, 

Page 155

8 49-24 E 1/4
1/2" pinch-top pipe found 7' S of c/l E-

W field road by J. Walker
1980

N & D in Power Pole - S 62 deg. E, 29.13'             

N & D in 7" R. Oak -  S 00 deg. E, 81.50'              

N & D in Tw. 8" Oak - S 13 deg.W, 63.50'

238816

8 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 07 deg. W, 15.8'                                   

14" Aspen – S 49 deg. E, 12.5'                                                                                                       

GLO  Bk 

3,  P. 58

8 49-24 M.C.

M.C. #56 is on W line SW 1/4 Sec. 8 

and is a RR spk set on c/l N-S road 

just N of c/l E-W road by C. Betley 

1981

N & D in 20" B. Oak - N 36 deg. E, 69.95'             

N & D in 12" Oak -  S 42 deg. W, 124.94'             

N & D in 12" Elm - N 10 deg.W, 111.12'

212885

8 49-24 M.C.

M.C. is post set on E line SE1/4 - 

256.1 feet N of SE Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - S 07 deg. W, 31.7'                                   

12" Yellow Pine - S 50 deg. E, 104.3'                                                                                   

GLO  Bk 

3,  P. 57

8 49-24 M.C.

M.C. is post set on E line SE1/4 - 

511.5 feet N of SE Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Elm - N 31 deg. E, 8.6'                                   

10" Elm - N 72 deg. W, 37.0'                                                                                   

GLO  Bk 

3,  P. 58

8 49-24 M.C.

M.C. is post set on S line SE1/4 - 

804.5 feet E of S1/4 Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Black Ash - N 74 deg. E, 16.5'                                   

8" Black Ash - S 28 deg. E, 21.1'                                                                                   

GLO  Bk 

3,  P. 70
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8 49-24 M.C.

M.C. is post set on S line SE1/4 - 

582.8 feet E of S1/4 Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - N 60 deg. E, 4.6'                                   

8" Burr Oak - S 03 deg. W, 12.5'                                                                                   

GLO  Bk 

3,  P. 71

8 49-24 M.C.

M.C. is post set on S line SW1/4 - 

946.4 feet E of SW Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Elm - N 35 deg. E, 17.8'                                   

14" Elm - N 05 deg. W, 2.6'                                                                                   

GLO  Bk 

3,  P. 71

8 49-24 M.C.

M.C. is post set on S line SW1/4 - 

712.1 feet E of SW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Spruce - S 86 deg. W, 31.0'                                   

12" Spruce - S 18 deg. E, 26.4'                                                                                   

GLO  Bk 

3,  P. 71

8 49-24 M.C.

M.C. is post set on W line SW1/4 - 

607.2 feet N of SW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - S 33 deg. E, 23.8'                                   

6" Elm - S 44 deg. E, 17.8'                                                                                   

GLO  Bk 

3,  P. 73

8 49-24 M.C.

M.C. is post set on W line SW1/4 - 

844.1 feet N of SW Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
18” Birch - N 07 deg. E, 3.3'                                   

14" Burr Oak - N 70 deg. W, 25.7'                                                                                   

GLO  Bk 

3,  P. 73

8 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
14” Burr Oak - N 20 deg. E, 31.0'                                   

10" Burr Oak - S 28 deg. W, 31.0'                                                                                   

GLO  Bk 

3,  P. 75

8 49-24 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 3' W of c/l road to S in line 

with fence line to the W by J. Walker

1986

N & D in 14" Oak - N 80 deg. E, 89.69'                 

N & D in 9" R. Oak -  S 40 deg. E, 102.44'             

N & D in 7" W. Oak - N 62 deg.W, 65.32'

238817

8 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Linden - N 75 deg. E, 11.2'                                   

18" Linden - N 73 deg. W, 7.9'                                        

12" Black Ash - S 47 deg. W, 24.4'                                

14" Elm - S 49 deg. E, 11.2'

GLO  Bk 

3,  P. 59

8 49-24 NW
C.I.M. set 5' E of c/l N-S road on c/l 

road from W by C. Betley 
1980

N & D in 4" Oak - N 55 deg. E, 92.29'                   

N & D in 7" Oak -  S 83 deg. E, 85.91'                  

N & D in Power Pole - S 48 deg.W, 50.84'

212884

8 49-24 NW
6" W. Oak post set by 1 1/4" iron pipe 

by H.D Keath, County Surveyor
1913

10" Maple - S 45 deg W, 48.8'                               

6" Maple - S 45 deg E, 58.7' 

Book 1, 

Page 154

8 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Birch - N 70 deg. E, 9.2'                                   

6" Spruce - N 38 deg. W, 3.3'                                        

8" Birch - S 61 deg. W, 20.5'                                

8" Birch - S 30 deg. E, 11.2'

GLO  Bk 

3,  P. 74

8 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
20” Black Ash - N 09 deg. E, 70.0'                                   

10" Spruce - S 10 deg. E, 19.8'                                                                                   

GLO  Bk 

3,  P. 71

8 49-24 SE

3/4" iron rod found 2.5' W of c/l N-S 

trail and 137' S of Mississippi River by 

J. Walker

1985

N & D in 12" N. Pine - N 20 deg. E, 41.94'            

2" capped iron - N 82 deg. E, 15.10'                     

N & D in 15" N. Pine - S 36 deg.W, 36.42'

238815

8 49-24 SE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” N. Pine – N 45 deg. E, 23.5'                               

7” Poplar  – N 45 deg. W, 41.5'                             

6” Norway Pine – S 45 deg. E, 35.0'

Book 1, 

Page 415

8 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Birch - N 33 deg. E, 31.7'                                   

30" White Pine - N 47 deg. W, 103.6'                                        

8" Birch - S 67 deg. E, 24.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 57

8 49-24 SW
capped alum. Mon. w/marker post set 

in woods by C. Betley 
1980

N & D in Tw. 8" Maple - N 80 deg. E, 92.60'          

N & D in 8" Ash -  S 28 deg. E, 55.72'                     

N & D in 12" Ash - N 87 deg. W, 50.59'

212887

8 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Birch - N 41 deg. E, 15.8'                                   

17" Sugar - N 35 deg. W, 12.5'                                        

12" Sugar - S 55 deg. W, 13.9'                                

12" Birch - S 39 deg. E, 19.8'

GLO  Bk 

3,  P. 69

8 49-24 W 1/4
C.I.M. set on c/l N-S road just S of 

field entr. To W by C. Betley 
1980

N & D in 5" Oak - N 56 deg. E, 55.29'                   

N & D in 6" Maple -  S 58 deg. E, 48.51'                

N & D in 12" Oak - N 57 deg.W, 82.66'

212886

8 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Burr Oak - S 11 deg. E, 5.9'                                   

8" Burr Oak - N 11 deg. E, 15.8'                                                                                   

GLO  Bk 

3,  P. 73

9 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Ash - S 21 deg. W, 10.6'                                   

9" Elm – S 84 deg. W, 21.1'                                                                                                       

GLO  Bk 

3,  P. 49

9 49-24 M.C.

M.C. is post set on W line SW1/4 - 

256.1 feet N of SW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - S 07 deg. W, 31.7'                                   

12" Yellow Pine - S 50 deg. E, 104.3'                                                                                   

GLO  Bk 

3,  P. 58
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9 49-24 M.C.

M.C. is post set on W line SW1/4 - 

511.5 feet N of SW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Elm - N 31 deg. E, 8.6'                                   

10" Elm - N 72 deg. W, 37.0'                                                                                   

GLO  Bk 

3,  P. 58

9 49-24 M.C.

M.C. is post set on N line NW1/4 - 

394.0 feet E of NW Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Burr Oak - N 73 deg. E, 33.0'                                   

8" Black Oak - S 74 deg. E, 22.4'                                                                                   

GLO  Bk 

3,  P. 60

9 49-24 M.C.

M.C. is post set on N line NW1/4 - 

211.2 feet E of NW Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
14” Dbl. Burr Oak - S 69 deg. W, 11.2'                                   

14" Burr Oak - N 64 deg. W, 15.2'                                                                                   

GLO  Bk 

3,  P. 60

9 49-24 N 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

12” White Ash – N 45 deg. E, 41.6'                      

12” S. Maple – N 45 deg. W, 35.8'      

Book 1, 

Page 415

9 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Aspen - N 76 deg. E, 22.4'                                   

No other trees near to use for ties                                                                                              

GLO  Bk 

3,  P. 59

9 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Black Ash - N 77 deg. E, 10.6'                                   

6" Willow - S 22 deg. W, 26.4'                                        

10" Black Ash - S 66 deg. E, 15.2'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 49

9 49-24 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 3' W of c/l road to S in line 

with fence line to the W by J. Walker

1986

N & D in 14" Oak - N 80 deg. E, 89.69'                  

N & D in 9" R. Oak -  S 40 deg. E, 102.44'           

N & D in 7" W. Oak - N 62 deg.W, 65.32'

238817

9 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Linden - N 75 deg. E, 11.2'                                   

18" Linden - N 73 deg. W, 7.9'                                        

12" Black Ash - S 47 deg. W, 24.4'                                

14" Elm - S 49 deg. E, 11.2'

GLO  Bk 

3,  P. 59

9 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - S 00 deg. W, 30.4'                                   

No other tree near to use for ties                                                                                            

GLO  Bk 

3,  P. 57

9 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 36 deg. E, 3.3'                                   

10" Tamarack - N 40 deg. W, 9.2'                                        

10" Tamarack - S 34 deg. W, 10.6'                                

9" Tamarack - S 34 deg. E, 14.5'

GLO  Bk 

3,  P. 47

9 49-24 SW

3/4" iron rod found 2.5' W of c/l N-S 

trail and 137' S of Mississippi River by 

J. Walker

1985

N & D in 12" N. Pine - N 20 deg. E, 41.94'            

2" capped iron - N 82 deg. E, 15.10'                     

N & D in 15" N. Pine - S 36 deg.W, 36.42'

238815

9 49-24 SW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” N. Pine – N 45 deg. E, 23.5'                               

7” Poplar  – N 45 deg. W, 41.5'                             

6” Norway Pine – S 45 deg. E, 35.0'

Book 1, 

Page 415

9 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Birch - N 33 deg. E, 31.7'                                   

30" White Pine - N 47 deg. W, 103.6'                                        

8" Birch - S 67 deg. E, 24.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 57

9 49-24 W 1/4
1/2" pinch-top pipe found 7' S of c/l E-

W field road by J. Walker
1980

N & D in Power Pole - S 62 deg. E, 29.13'             

N & D in 7" R. Oak -  S 00 deg. E, 81.50'               

N & D in Tw. 8" Oak - S 13 deg.W, 63.50'

238816

9 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 07 deg. W, 15.8'                                   

14" Aspen – S 49 deg. E, 12.5'                                                                                                       

GLO  Bk 

3,  P. 58

9 49-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is on S and E lines of SW ¼ of Section           

Distance and Bearings stated

Book 1, 

Page 415

10 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - S 16 deg. W, 5.3'                                   

5" Birch – S 56 deg. E, 3.3'                                                                                                       

GLO  Bk 

3,  P. 40

10 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 37 deg. E, 10.6'                                   

8" Cedar – S 05 deg. W, 5.9'                                                                                                       

GLO  Bk 

3,  P. 50

10 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

15” Yellow Pine - N 20 deg. E, 15.8'                                   

8" Black Pine - N 35 deg. W, 14.5'                                        

8" Black Pine - S 45 deg. W, 23.1'                                

5" Black Pine - S 38 deg. E, 11.9'

GLO  Bk 

3,  P. 40

10 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Black Ash - N 77 deg. E, 10.6'                                   

6" Willow - S 22 deg. W, 26.4'                                        

10" Black Ash - S 66 deg. E, 15.2'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 49

10 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Aspen - N 89 deg. W, 23.1'                                   

10" Aspen – S 35 deg. W, 11.9'                                                                                                       

GLO  Bk 

3,  P. 48

10 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 78 deg. E, 13.2'                                   

7" Tamarack - N 40 deg. W, 11.2'                                        

5" Tamarack - S 25 deg. W, 11.2'                                

6" Tamarack - S 81 deg. E, 9.2'

GLO  Bk 

3,  P. 58
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10 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 36 deg. E, 3.3'                                   

10" Tamarack - N 40 deg. W, 9.2'                                        

10" Tamarack - S 34 deg. W, 10.6'                                

9" Tamarack - S 34 deg. E, 14.5'

GLO  Bk 

3,  P. 47

10 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Ash - S 21 deg. W, 10.6'                                   

9" Elm – S 84 deg. W, 21.1'                                                                                                       

GLO  Bk 

3,  P. 49

11 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” White Oak - N 66 deg. W, 13.9'                                   

10" Aspen – S 77 deg. E, 6.6'                                                                                                       

GLO  Bk 

3,  P. 30

11 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Black Pine - S 35 deg. E, 12.5'                                   

9" Black Pine – S 45 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 41

11 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Aspen - N 29 deg. E, 5.9'                                   

12" Tamarack - N 24 deg. W, 24.4'                                        

6" Tamarack - S 69 deg. W, 37.0'                                

9" White Pine - S 39 deg. E, 21.8'

GLO  Bk 

3,  P. 30

11 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

15” Yellow Pine - N 20 deg. E, 15.8'                                   

8" Black Pine - N 35 deg. W, 14.5'                                        

8" Black Pine - S 45 deg. W, 23.1'                                

5" Black Pine - S 38 deg. E, 11.9'

GLO  Bk 

3,  P. 40

11 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 23 deg. W, 17.8'                                   

4" Tamarack – N 10 deg. E, 11.2'                                                                                                       

GLO  Bk 

3,  P. 39

11 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

9” Aspen - N 36 deg. E, 38.3'                                   

9" Aspen - N 03 deg. W, 39.6'                                        

12" Aspen - S 40 deg. W, 21.8'                                

8" Aspen - S 41 deg. E, 14.5'

GLO  Bk 

3,  P. 28

11 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 78 deg. E, 13.2'                                   

7" Tamarack - N 40 deg. W, 11.2'                                        

5" Tamarack - S 25 deg. W, 11.2'                                

6" Tamarack - S 81 deg. E, 9.2'

GLO  Bk 

3,  P. 38

11 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - S 16 deg. W, 5.3'                                   

5" Birch – S 56 deg. E, 3.3'                                                                                                       

GLO  Bk 

3,  P. 40

12 49-24 E 1/4

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
GLO  Bk 

3,  P. 4

12 49-24 M.C.

M.C. is on E line SE 1/4 - 495.0 feet S 

of E1/4 Cor. - on SE side Big Sandy 

Lake set by D. Watson. U.S. Deputy 

Surveyor

1870
8” Aspen - S 01 deg. E, 13.2'                                   

No other tree near to use for ties                                             

GLO  Bk 

3,  P. 4

12 49-24 M.C.

M.C. is post set on N line NE1/4 - 

165.0 feet E of N1/4 Cor. - on W side 

Big Sandy Lake set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Aspen - N 83 deg. W, 29.7'                                   

5" Aspen – S 75 deg. W, 15.8'                                                                                                       

GLO  Bk 

3,  P. 30

12 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - N 43 deg. W, 23.8'                                   

12" Yellow Pine – S 36 deg. E, 24.4'                                                                                                       

GLO  Bk 

3,  P. 30

12 49-24 NE

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
GLO  Bk 

3,  P. 4

12 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Aspen - N 29 deg. E, 5.9'                                   

12" Tamarack - N 24 deg. W, 24.4'                                        

6" Tamarack - S 69 deg. W, 37.0'                                

9" White Pine - S 39 deg. E, 21.8'

GLO  Bk 

3,  P. 30

12 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Burr Oak - N 38 deg. E, 29.7'                                   

5" Burr Oak – S 10 deg. W, 9.9'                                                                                                       

GLO  Bk 

3,  P. 29

12 49-24 SE

1/2" iron pipe set E of "Y" in roads on 

intersection of projection c/l roads 

from W and from S by B. Eveland 

1973

"X" on S end 24" CMP - 93.15' NE                        

Nail & Cap in 15" W. Oak - 31.14' SE                    

Nail & Cap in 6" Oak - 50.40' NW 

213766

12 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Aspen - N 55 deg. E, 9.9'                                   

7" Aspen - N 32 deg. W, 4.0'                                        

12" White Oak - S 55 deg. W, 29.0'                                

12" Aspen - S 88 deg. E. 15.2'

GLO  Bk 

3,  P. 3

12 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

9” Aspen - N 36 deg. E, 38.3'                                   

9" Aspen - N 03 deg. W, 39.6'                                        

12" Aspen - S 40 deg. W, 21.8'                                

8" Aspen - S 41 deg. E, 14.5'

GLO  Bk 

3,  P. 28

12 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” White Oak - N 66 deg. W, 13.9'                                   

10" Aspen – S 77 deg. E, 6.6'                                                                                                       

GLO  Bk 

3,  P. 30
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13 49-24  
Tract Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1912

Survey of N 1/2 -NE 1/4                                     

Distance only stated

Book 2, 

Page 85

13 49-24 E 1/4
1/2" iron pipe set in swamp by B. 

Eveland 
1973

Nail & Cap in Dbl 3" Maple - 28.09' NE                  

Nail & Cap in 10" Tamarack - 24.72' SE                

Nail & Cap in 9" Tamarack - 21.00' W  

213765  

13 49-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6" Tamarack - S 89 deg. E, 10.6'                           

5" Tamarack - S 56 deg. W, 5.3'                         

GLO  Bk 

3,  P. 3

13 49-24 M.C.

M.C. # 41 is on E line SE 1/4 Sec. 13 

and is 21' N of Big Sandy Lake and is 

a 1 3/4" pipe set by B. Eveland

1973

DNR RP in 7" Ash - 68.09' NE                             

DNR RP in 5" Box Elder - 7.45' S                           

DNR RP in 4" W. Oak - 39.20' NW 

213764

13 49-24 M.C.

M.C. is on E line SE 1/4 - 86.5 feet N 

of SE Sec. Cor. - on NE side Flowage 

Lake set by D. Watson. U.S. Deputy 

Surveyor

1870
5” White Ash - N 07 deg. E, 16.5'                                   

5" White Ash - N 08 deg. W, 19.8'                                                         

GLO  Bk 

3,  P. 3

13 49-24 M.C.

M.C. is post set on S line SE1/4 - 

231.0 feet W of SE Cor. - on W side 

Sandy River Lake set by R.O. 

Chaney, U.S. Deputy Surveyor

1870
10” Aspen - N 70 deg. W, 264.0'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 27

13 49-24 M.C.

M.C. is post set on W line SW1/4 - 

1089.0 feet N of SW Cor. - on N side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Birch - N 62 deg. E, 162.4'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 28

13 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Burr Oak - N 38 deg. E, 29.7'                                   

5" Burr Oak – S 10 deg. W, 9.9'                                                                                                       

GLO  Bk 

3,  P. 29

13 49-24 NE

1/2" iron pipe set E of "Y" in roads on 

intersection of projection c/l roads 

from W and from S by B. Eveland 

1973

"X" on S end 24" CMP - 93.15' NE                        

Nail & Cap in 15" W. Oak - 31.14' SE                    

Nail & Cap in 6" Oak - 50.40' NW 

213766

13 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Aspen - N 55 deg. E, 9.9'                                   

7" Aspen - N 32 deg. W, 4.0'                                        

12" White Oak - S 55 deg. W, 29.0'                                

12" Aspen - S 88 deg. E. 15.2'

GLO  Bk 

3,  P. 3

13 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

9” Aspen - N 36 deg. E, 38.3'                                   

9" Aspen - N 03 deg. W, 39.6'                                        

12" Aspen - S 40 deg. W, 21.8'                                

8" Aspen - S 41 deg. E, 14.5'

GLO  Bk 

3,  P. 28

13 49-24 S 1/4

1" iron pipe found in open area in line 

with fences to the N and E by J. 

Walker

1992

N & D in 18" R. Oak - N 45 deg. E, 11.56'              

N & D in 6" W. Oak - N 90 deg. E, 29.52'               

N & D in 4" W. Oak - S 85 deg.W, 22.60'

275504 307965.112 526314.994

13 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” White Pine - N 16 deg. E, 28.4'                                   

7" Aspen – N 07 deg. W, 11.2'                                                                                                       

GLO  Bk 

3,  P. 27

13 49-24 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

16” White Oak – N 45 deg W, 121.6'                      

16” White Oak – N 45 deg E, 223.0'

Book 1, 

Page 315

13 49-24 SE

Corner falls in Flowage Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Flowage Lake, No ties set            
GLO  Bk 

3,  P. 3

13 49-24 SW

Corner falls in Rat Lake - no post set 

as part of original Government Survey 

by R.O. Chaney, U.S. Deputy 

Surveyor

1870 corner is in Rat lake - no ties taken
GLO  Bk 

3,  P. 26

13 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Aspen - S 60 deg. W, 5.3'                                   

5" Aspen – S 36 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 28

13 49-24
Road Survey on E-W 1/4 line of 

Section 13 by Ed. Burnes 
1910

runs from E 1/4 cor. To N-S 1/4 line               

Distance and Mag. Var. shown 

Book 1, 

Page 117

14 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Aspen - S 60 deg. W, 5.3'                                   

5" Aspen – S 36 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 28

14 49-24 M.C.

M.C. is post set on E line SE1/4 - 

1089.0 feet N of SE Cor. - on N side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Birch - N 62 deg. E, 162.4'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 28

14 49-24 M.C.

M.C. is post set on S line SE1/4 - 

660.0 feet E of S1/4 Cor. - on W side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
12” Aspen - S 86 deg. W, 139.9'                                   

No other trees near to use for ties                                                                                             

GLO  Bk 

3,  P. 37

14 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 23 deg. W, 17.8'                                   

4" Tamarack – N 10 deg. E, 11.2'                                                                                                       

GLO  Bk 

3,  P. 39
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14 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

9” Aspen - N 36 deg. E, 38.3'                                   

9" Aspen - N 03 deg. W, 39.6'                                        

12" Aspen - S 40 deg. W, 21.8'                                

8" Aspen - S 41 deg. E, 14.5'

GLO  Bk 

3,  P. 28

14 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 78 deg. E, 13.2'                                   

7" Tamarack - N 40 deg. W, 11.2'                                        

5" Tamarack - S 25 deg. W, 11.2'                                

6" Tamarack - S 81 deg. E, 9.2'

GLO  Bk 

3,  P. 38

14 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” White Ash - N 37 deg. E, 4.6'                                   

6" White Ash – S 01 deg. W, 3.3'                                                                                                       

GLO  Bk 

3,  P. 37

14 49-24 SE

Corner falls in Rat Lake - no post set 

as part of original Government Survey 

by R.O. Chaney, U.S. Deputy 

Surveyor

1870 corner is in Rat lake - no ties taken
GLO  Bk 

3,  P. 26

14 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Birch - N 19 deg. E, 14.5'                                   

12" Birch - N 42 deg. W, 2.6'                                        

20" Balsam - S 64 deg. W, 6.6'                                

10" Birch - S 36 deg. E, 11.2'

GLO  Bk 

3,  P. 36

14 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - S 19 deg. E, 9.2'                                   

14" Yellow Pine – N 48 deg. W, 11.2'                                                                                                       

GLO  Bk 

3,  P. 38

15 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Yellow Pine - S 19 deg. E, 9.2'                                   

14" Yellow Pine – N 48 deg. W, 11.2'                                                                                                       

GLO  Bk 

3,  P. 36

15 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Aspen - N 89 deg. W, 23.1'                                   

10" Aspen – S 35 deg. W, 11.9'                                                                                                       

GLO  Bk 

3,  P. 48

15 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 78 deg. E, 13.2'                                   

7" Tamarack - N 40 deg. W, 11.2'                                        

5" Tamarack - S 25 deg. W, 11.2'                                

6" Tamarack - S 81 deg. E, 9.2'

GLO  Bk 

3,  P. 38

15 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 36 deg. E, 3.3'                                   

10" Tamarack - N 40 deg. W, 9.2'                                        

10" Tamarack - S 34 deg. W, 10.6'                                

9" Tamarack - S 34 deg. E, 14.5'

GLO  Bk 

3,  P. 47

15 49-24 S 1/4
new tie set for N 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903 2'x3'x2' Granite Bldr - N 45 deg. E, 1.3'  

Book 1, 

Page 20

15 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Birch - N 30 deg. W, 7.3'                                   

6" Birch – S 00 deg. W, 7.3'                                                                                                       

GLO  Bk 

3,  P. 46

15 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Birch - N 19 deg. E, 14.5'                                   

12" Birch - N 42 deg. W, 2.6'                                        

20" Balsam - S 64 deg. W, 6.6'                                

10" Birch - S 36 deg. E, 11.2'

GLO  Bk 

3,  P. 36

15 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

4” Tamarack - N 19 deg. E, 26.4'                                   

8" Tamarack - N 70 deg. W, 2.6'                                        

8" Tamarack - S 84 deg. W, 13.2'                                

4" Tamarack - S 73 deg. E, 9.9'

GLO  Bk 

3,  P. 45

15 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” White Pine - S 52 deg. W, 8.6'                                   

7" White Pine – S 68 deg. E, 7.9'                                                                                                       

GLO  Bk 

3,  P. 47

16 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” White Pine - S 52 deg. W, 8.6'                                   

7" White Pine – S 68 deg. E, 7.9'                                                                                                       

GLO  Bk 

3,  P. 47

16 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - S 00 deg. W, 30.4'                                   

No other tree near to use for ties                                                                                            

GLO  Bk 

3,  P. 57

16 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 36 deg. E, 3.3'                                   

10" Tamarack - N 40 deg. W, 9.2'                                        

10" Tamarack - S 34 deg. W, 10.6'                                

9" Tamarack - S 34 deg. E, 14.5'

GLO  Bk 

3,  P. 47

16 49-24 NW

3/4" iron rod found 2.5' W of c/l N-S 

trail and 137' S of Mississippi River by 

J. Walker

1985

N & D in 12" N. Pine - N 20 deg. E, 41.94'            

2" capped iron - N 82 deg. E, 15.10'                     

N & D in 15" N. Pine - S 36 deg.W, 36.42'

238815

16 49-24 NW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” N. Pine – N 45 deg. E, 23.5'                               

7” Poplar  – N 45 deg. W, 41.5'                             

6” Norway Pine – S 45 deg. E, 35.0'

Book 1, 

Page 415

16 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Birch - N 33 deg. E, 31.7'                                   

30" White Pine - N 47 deg. W, 103.6'                                        

8" Birch - S 67 deg. E, 24.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 57
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16 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - S 09 deg. W, 29.0'                                   

6" Tamarack – N 35 deg. W, 17.2'                                                                                                       

GLO  Bk 

3,  P. 56

16 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

4” Tamarack - N 19 deg. E, 26.4'                                   

8" Tamarack - N 70 deg. W, 2.6'                                        

8" Tamarack - S 84 deg. W, 13.2'                                

4" Tamarack - S 73 deg. E, 9.9'

GLO  Bk 

3,  P. 45

16 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Tamarack - N 85 deg. E, 4.6'                                   

12" Tamarack - N 55 deg. W, 5.3'                                        

8" Tamarack - S 16 deg. W, 16.5'                                

10" Tamarack - S 53 deg. E, 17.2'

GLO  Bk 

3,  P. 55

16 49-24 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” Cedar– N 90 deg. E, 54.3'                             

5” Black Ash – N 45 deg. W, 28.9'      

Book 1, 

Page 415

16 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 08 deg. E, 15.2'                                   

2" Tamarack – S 82 deg. W, 21.8'                                                                                                       

GLO  Bk 

3,  P. 56

16 49-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is on W and N lines of NW ¼ of Section           

Distance and Bearings stated

Book 1, 

Page 415

17 49-24 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

16” Cedar– N 90 deg. E, 54.3'                             

5” Black Ash – N 45 deg. W, 28.9'      

Book 1, 

Page 415

17 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 08 deg. E, 15.2'                                   

2" Tamarack – S 82 deg. W, 21.8'                                                                                                       

GLO  Bk 

3,  P. 56

17 49-24 M.C.

M.C. is post set on W line SW1/4 - 

264.0 feet S of W1/4 Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Fir - S 37 deg. E, 15.8'                                   

6" Linden - S 08 deg. E, 14.5'                                                                                   

GLO  Bk 

3,  P. 68

17 49-24 M.C.

M.C. is post set on W line SW1/4 - 

85.8 feet S of W1/4 Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Maple - N 34 deg. E, 2.6'                                   

6" Maple - N 58 deg. W, 4.0'                                                                                   

GLO  Bk 

3,  P. 69

17 49-24 M.C.

M.C. is post set on W line NW1/4 - 

293.0 feet N of W1/4 Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Linden - S 74 deg. E, 17.8'                                   

6" Linden - S 44 deg. W, 9.2'                                                                                   

GLO  Bk 

3,  P. 69

17 49-24 M.C.

M.C. is post set on W line NW1/4 - 

481.8 feet N of W1/4 Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Maple - N 10 deg. E, 13.9'                                   

6" Maple - N 45 deg. W, 6.6'                                                                                   

GLO  Bk 

3,  P. 69

17 49-24 M.C.

M.C. is post set on N line NE1/4 - 

804.5 feet E of N1/4 Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Black Ash - N 74 deg. E, 16.5'                                   

8" Black Ash - S 28 deg. E, 21.1'                                                                                   

GLO  Bk 

3,  P. 70

17 49-24 M.C.

M.C. is post set on N line NE1/4 - 

582.8 feet E of N1/4 Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Elm - N 60 deg. E, 4.6'                                   

8" Burr Oak - S 03 deg. W, 12.5'                                                                                   

GLO  Bk 

3,  P. 71

17 49-24 M.C.

M.C. is post set on S line SW1/4 - 

946.4 feet E of SW Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Elm - N 35 deg. E, 17.8'                                   

14" Elm - N 05 deg. W, 2.6'                                                                                   

GLO  Bk 

3,  P. 71

17 49-24 M.C.

M.C. is post set on N line NW1/4 - 

712.1 feet E of NW Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Spruce - S 86 deg. W, 31.0'                                   

12" Spruce - S 18 deg. E, 26.4'                                                                                   

GLO  Bk 

3,  P. 71

17 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
20” Black Ash - N 09 deg. E, 70.0'                                   

10" Spruce - S 10 deg. E, 19.8'                                                                                   

GLO  Bk 

3,  P. 71

17 49-24 NE

3/4" iron rod found 2.5' W of c/l N-S 

trail and 137' S of Mississippi River by 

J. Walker

1985

N & D in 12" N. Pine - N 20 deg. E, 41.94'            

2" capped iron - N 82 deg. E, 15.10'                     

N & D in 15" N. Pine - S 36 deg.W, 36.42'

238815

17 49-24 NE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” N. Pine – N 45 deg. E, 23.5'                               

7” Poplar  – N 45 deg. W, 41.5'                             

6” Norway Pine – S 45 deg. E, 35.0'

Book 1, 

Page 415

17 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Birch - N 33 deg. E, 31.7'                                   

30" White Pine - N 47 deg. W, 103.6'                                        

8" Birch - S 67 deg. E, 24.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 57

17 49-24 NW
capped alum. Mon. w/marker post set 

in woods by C. Betley 
1980

N & D in Tw. 8" Maple - N 80 deg. E, 92.60'           

N & D in 8" Ash -  S 28 deg. E, 55.72'                    

N & D in 12" Ash - N 87 deg. W, 50.59'

212887

17 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Birch - N 41 deg. E, 15.8'                                   

17" Sugar - N 35 deg. W, 12.5'                                        

12" Sugar - S 55 deg. W, 13.9'                                

12" Birch - S 39 deg. E, 19.8'

GLO  Bk 

3,  P. 69

Page 663 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

17 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 44 deg. E, 11.9'                                   

10" Tamarack – S 29 deg. W, 6.6'                                                                                                       

GLO  Bk 

3,  P. 57

17 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Tamarack - N 85 deg. E, 4.6'                                   

12" Tamarack - N 55 deg. W, 5.3'                                        

8" Tamarack - S 16 deg. W, 16.5'                                

10" Tamarack - S 53 deg. E, 17.2'

GLO  Bk 

3,  P. 55

17 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Balsam - N 62 deg. E, 9.9'                                   

8" Birch - N 21 deg. W, 9.2'                                        

14" Tamarack - S 21 deg. W, 7.9'                                

14" Tamarack - S 06 deg. E, 17.8'

GLO  Bk 

3,  P. 66

17 49-24 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" Cedar - S 83 deg. E, 25.4'                               

8" Ash - N 46 deg. W, 40.9'                         

Book 1, 

Page 71

17 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Black Ash - N 66 deg. E, 4.6'                                   

6" Black Ash - N 04 deg. W, 19.8'                                                                                   

GLO  Bk 

3,  P. 69

17 49-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is on W line SW ¼ and in N ½ of Section           

Distance and Bearings stated

Book 1, 

Page 415

17 49-24
Road survey on W line SW1/4 by F.J. 

O'Hara, County Surveyor
1909

Road is on W line S 1/2-SW1/4                            

Distances only shown.

Book 1, 

Page 71

18 49-24 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" Cedar - S 83 deg. E, 25.4'                                

8" Ash - N 46 deg. W, 40.9'                         

Book 1, 

Page 71

18 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Black Ash - N 66 deg. E, 4.6'                                   

6" Black Ash - N 04 deg. W, 19.8'                                                                                   

GLO  Bk 

3,  P. 69

18 49-24 M.C.

M.C. is post on W line SW 1/4 - 892.3 

feet N of SW Cor. - on S side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
12” Linden – N 82 deg. E, 7.9'                                       

15” Tamarack – S 46 deg. E, 17.2'                                       

GLO  Bk 

3,  P. 12

18 49-24 M.C.

M.C. is post on W line SW 1/4 - 

1430.2 feet N of SW Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
20” Elm – S 56 deg. E, 9.9'                                       

8” Burr Oak – N 04 deg. W, 5.3'                                       

GLO  Bk 

3,  P. 12

18 49-24 M.C.

M.C. is 12" Maple on W line SW 1/4 - 

2468.4 feet N of SW Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870 No ties stated                                                                                           
GLO  Bk 

3,  P. 12

18 49-24 M.C.

M.C. is post set on E line SE1/4 - 

264.0 feet S of E1/4 Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Fir - S 37 deg. E, 15.8'                                   

6" Linden - S 08 deg. E, 14.5'                                                                                   

GLO  Bk 

3,  P. 68

18 49-24 M.C.

M.C. is post set on E line SE1/4 - 85.8 

feet S of E1/4 Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Maple - N 34 deg. E, 2.6'                                   

6" Maple - N 58 deg. W, 4.0'                                                                                   

GLO  Bk 

3,  P. 69

18 49-24 M.C.

M.C. is post set on E line NE1/4 - 

293.0 feet N of E1/4 Cor. - on S side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Linden - S 74 deg. E, 17.8'                                   

6" Linden - S 44 deg. W, 9.2'                                                                                   

GLO  Bk 

3,  P. 69

18 49-24 M.C.

M.C. is post set on E line NE1/4 - 

481.8 feet N of E1/4 Cor. - on N side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Maple - N 10 deg. E, 13.9'                                   

6" Maple - N 45 deg. W, 6.6'                                                                                   

GLO  Bk 

3,  P. 69

18 49-24 M.C.

M.C. is post set on N line NE1/4 - 

1088.3 feet W of NE Cor. - on W side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Linden - S 70 deg. W, 4.6'                                   

12" Burr Oak - N 22 deg. W, 19.8'                                                                                   

GLO  Bk 

3,  P. 72

18 49-24 M.C.

M.C. is post set on N line NE1/4 - 

877.1 feet W of NE Cor. - on E side 

Mississippi River set by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Linden - S 70 deg. W, 4.6'                                   

12" Burr Oak - N 22 deg. W, 19.8'                                                                                   

GLO  Bk 

3,  P. 73

18 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
20” Spruce - N 28 deg. E, 20.5'                                   

4" Maple – S 59 deg. E, 2.6'                                                                                                       

GLO  Bk 

3,  P. 72

18 49-24 NE
capped alum. Mon. w/marker post set 

in woods by C. Betley 
1980

N & D in Tw. 8" Maple - N 80 deg. E, 92.60'          

N & D in 8" Ash -  S 28 deg. E, 55.72'                   

N & D in 12" Ash - N 87 deg. W, 50.59'

212887

18 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Birch - N 41 deg. E, 15.8'                                   

17" Sugar - N 35 deg. W, 12.5'                                        

12" Sugar - S 55 deg. W, 13.9'                                

12" Birch - S 39 deg. E, 19.8'

GLO  Bk 

3,  P. 69

18 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Tamarack - N 02 deg. E, 18.5'                                   

8" Tamarack - N 15 deg. W, 20'                                        

12" Tamarack - S 01 deg. W, 15.2'                                

7" Tamarack - S 56 deg. E, 7.3'

GLO  Bk 

3,  P. 13
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18 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - S 42 deg. W, 33.7'                                   

8" Tamarack – N 67 deg. E, 19.8'                                                                                                       

GLO  Bk 

3,  P. 68

18 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Balsam - N 62 deg. E, 9.9'                                   

8" Birch - N 21 deg. W, 9.2'                                        

14" Tamarack - S 21 deg. W, 7.9'                                

14" Tamarack - S 06 deg. E, 17.8'

GLO  Bk 

3,  P. 66

18 49-24 SW

5/8" pinch-top pipe found 76' E of 

Mississippi River on projection of c/l 

roads to E and S by C. Betley

1980

N & D in 14" Elm - N 31 deg. E, 47.86'                    

N & D in 20" Red Oak - S 23 deg. E, 36.05'          

N & D in Power Pole - N 48 deg.W, 35.35'

212904

18 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Burr Oak - S 55 deg. W, 60.1'                                   

7" White Birch - S 25 deg. W, 54.8'                                        

6" White Elm - N 38 deg. W, 77.9'                                

10" Burr Oak - N 76 deg. E, 96.4'

GLO  Bk 

3,  P. 11

18 49-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1926

Is on E line of Section                                   

Distance and Bearings stated

Book 1, 

Page 415

18 49-24
Road survey on E line SE1/4 by F.J. 

O'Hara, County Surveyor
1909

Road is on E line S 1/2-SE1/4                            

Distances only shown.

Book 1, 

Page 71

19 49-24 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

Tam. stump - S 90 deg. E, 41.3'                           

18" Pine stump - N 40 deg. E, 34.7'     

Book 1, 

Page 71

19 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 24 deg. E, 5.3'                                   

6" Tamarack – S 12 deg. W, 184.8'                                                                                                       

GLO  Bk 

3,  P. 66

19 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - S 42 deg. W, 33.7'                                   

8" Tamarack – N 67 deg. E, 19.8'                                                                                                       

GLO  Bk 

3,  P. 68

19 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Balsam - N 62 deg. E, 9.9'                                   

8" Birch - N 21 deg. W, 9.2'                                        

14" Tamarack - S 21 deg. W, 7.9'                                

14" Tamarack - S 06 deg. E, 17.8'

GLO  Bk 

3,  P. 66

19 49-24 NW

5/8" pinch-top pipe found 76' E of 

Mississippi River on projection of c/l 

roads to E and S by C. Betley

1980

N & D in 14" Elm - N 31 deg. E, 47.86'                    

N & D in 20" Red Oak - S 23 deg. E, 36.05'          

N & D in Power Pole - N 48 deg.W, 35.35'

212904

19 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Burr Oak - S 55 deg. W, 60.1'                                   

7" White Birch - S 25 deg. W, 54.8'                                        

6" White Elm - N 38 deg. W, 77.9'                                

10" Burr Oak - N 76 deg. E, 96.4'

GLO  Bk 

3,  P. 11

19 49-24 S 1/4
C.I.M. set on c/l E-W highway at fence 

lines to N and S by R. Thornton
1975

N & D in Power Pole - N 50 deg. E, 62.91'            

steel fence post - S 50 deg. E, 49.30'                  

steel fence post - S 40 deg.W, 44.11'

187838

19 49-24 S 1/4
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

10" Spruce - N 12 deg. E, 9.2'                                

7" Black Ash - S 35 deg. E, 16.5'                         

Book 1, 

Page 133

19 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - S 70 deg. E, 7.9'                                   

9" Tamarack – N 19 deg. E, 40.9'                                                                                                       

GLO  Bk 

3,  P. 65

19 49-24 SE
C.I.M. set on c/l E-W highway at c/l N-

S roads by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 45.45'             

PK in SE end 36" CMP - S 45 deg. E, 27.53'        

steel fence post - S 45 deg.W, 51.75'

187839

19 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 64

19 49-24 SW
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

4" Tamarack - N 48 deg. E, 32.3'                           

4" Tamarack - S 42 deg. E, 31.0'                         

Book 1, 

Page 133

19 49-24 SW

3" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
GLO  Bk 

3,  P. 11

19 49-24 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Pine - N 63 deg. E, 63.7'                                    

10" Pine - N 44 deg. W, 65.0'                         

Book 1, 

Page 71

19 49-24 W 1/4

7" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
GLO  Bk 

3,  P. 11

19 49-24
Road survey on E-W 1/4 line & E line 

Sec.by F.J. O'Hara, County Surveyor
1909

Road is on E-W 1/4 line and on E Sec. line            

Distances only shown.

Book 1, 

Page 71

20 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - N 73 deg. E, 26.4'                                   

12" Aspen – S 01 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 55

20 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 44 deg. E, 11.9'                                   

10" Tamarack – S 29 deg. W, 6.6'                                                                                                       

GLO  Bk 

3,  P. 67

20 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Tamarack - N 85 deg. E, 4.6'                                   

12" Tamarack - N 55 deg. W, 5.3'                                        

8" Tamarack - S 16 deg. W, 16.5'                                

10" Tamarack - S 53 deg. E, 17.2'

GLO  Bk 

3,  P. 55
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20 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Balsam - N 62 deg. E, 9.9'                                   

8" Birch - N 21 deg. W, 9.2'                                        

14" Tamarack - S 21 deg. W, 7.9'                                

14" Tamarack - S 06 deg. E, 17.8'

GLO  Bk 

3,  P. 66

20 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - S 01 deg. W, 37.6'                                   

8" Tamarack – N 04 deg. E, 10.6'                                                                                                       

GLO  Bk 

3,  P. 65

20 49-24 SE
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 60 deg. E, 103.43'           

steel fence post - S 50 deg. E, 51.69'                    

steel fence post - S 30 deg.W, 42.45'

187837

20 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Tamarack - N 66 deg. E, 29.7'                                   

7" Tamarack - N 74 deg. W, 15.8'                                        

4" Tamarack - S 49 deg. W, 27.1'                                

6" Tamarack - S 67 deg. E, 25.1'

GLO  Bk 

3,  P. 53

20 49-24 SW
C.I.M. set on c/l E-W highway at c/l N-

S roads by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 45.45'             

PK in SE end 36" CMP - S 45 deg. E, 27.53'        

steel fence post - S 45 deg.W, 51.75'

187839

20 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 64

20 49-24 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

Tamarack stump - S 90 deg. E, 41.3'                    

18" Pine stump - N 40 deg. E, 34.7'     

Book 1, 

Page 71

20 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 24 deg. E, 5.3'                                   

6" Tamarack – S 12 deg. W, 184.8'                                                                                                       

GLO  Bk 

3,  P. 66

20 49-24
Road survey on W line of Section by 

F.J. O'Hara, County Surveyor
1909

Road is on W line of Section                          

Distances only shown.

Book 1, 

Page 71

21 49-24 E 1/4
new ties set for E 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903

11" N. Pine - S 42 deg. W, 70.6'                           

4'x3'x3' Granite Bldr - N 45 deg. E, 1.3'        

Book 1, 

Page 20

21 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Tamarack - S 22 deg. W, 5.3'                                   

19" Tamarack – S 44 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 45

21 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - S 09 deg. W, 29.0'                                   

6" Tamarack – N 35 deg. W, 17.2'                                                                                                       

GLO  Bk 

3,  P. 56

21 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

4” Tamarack - N 19 deg. E, 26.4'                                   

8" Tamarack - N 70 deg. W, 2.6'                                        

8" Tamarack - S 84 deg. W, 13.2'                                

4" Tamarack - S 73 deg. E, 9.9'

GLO  Bk 

3,  P. 45

21 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Tamarack - N 85 deg. E, 4.6'                                   

12" Tamarack - N 55 deg. W, 5.3'                                        

8" Tamarack - S 16 deg. W, 16.5'                                

10" Tamarack - S 53 deg. E, 17.2'

GLO  Bk 

3,  P. 55

21 49-24 S 1/4

C.I.M. set on c/l E-W highway at c/l 

road to S and fence line to N by R. 

Thornton

1975

steel fence post - N 40 deg. E, 50.33'                  

steel fence post - S 50 deg. E, 58.38'                 

steel fence post - S 45 deg.W, 52.25'

187836

21 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Birch - N 80 deg. E, 6.6'                                   

7" Birch – S 13 deg. W, 30.4'                                                                                                       

GLO  Bk 

3,  P. 54

21 49-24 SE
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 46.75'             

steel fence post - S 40 deg. E, 55.69'                    

steel fence post - S 40 deg.W, 51.77'

187835

21 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 66 deg. E, 10.6'                                   

6" Aspen - N 25 deg. W, 15.8'                                        

4" Aspen - S 37 deg. W, 13.2'                                

7" Aspen - S 63 deg. E, 5.3'

GLO  Bk 

3,  P. 44

21 49-24 SW
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 60 deg. E, 103.43'           

steel fence post - S 50 deg. E, 51.69'                   

steel fence post - S 30 deg.W, 42.45'

187837

21 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Tamarack - N 66 deg. E, 29.7'                                   

7" Tamarack - N 74 deg. W, 15.8'                                        

4" Tamarack - S 49 deg. W, 27.1'                                

6" Tamarack - S 67 deg. E, 25.1'

GLO  Bk 

3,  P. 53

21 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - N 73 deg. E, 26.4'                                   

12" Aspen – S 01 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 55

22 49-24  

Survey of N & W lines of Section 22 

by E.W. Kelly, Deputy County 

Surveyor 

1903
found N 1/4, NW, W 1/4, SW & S 1/4 cors. and 

set 1/16th cors. Dist. And mag. var. shown 

Book 1, 

Page 20

22 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Tamarack - S 34 deg. E, 4.6'                                   

8" Tamarack – N 28 deg. W, 5.9'                                                                                                       

GLO  Bk 

3,  P. 36
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22 49-24 M.C.

M.C. is on S line SE 1/4 Sec. 22 is 1 

1/2" iron pipe found 10' W of Rat Lake 

on c/l E-W road to W by R. Thornton

1975

PK Nail in 14" Elm - N 30 deg. W, 14.00'              

PK Nail in 12" Ash - S 10 deg. E, 17.90'               

N & D in Tele. Pole - S 90 deg.W, 95.14'

187833

22 49-24 M.C.

M.C. is post set on E line SE1/4 - 

479.8 feet S of E1/4 Cor. - on N side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 36

22 49-24 M.C.

M.C. is post set on S line SE1/4 -

235.6 feet W of SE Cor. - on SW side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Birch - S 02 deg. W, 22.4'                                   

10" Aspen - N 47 deg. W , 58.1'                                                                                   

GLO  Bk 

3,  P. 44

22 49-24 N 1/4
new tie set for N 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903 2'x3'x2' Granite Bldr - N 45 deg. E, 1.3'                                                                                                 

Book 1, 

Page 20

22 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Birch - N 30 deg. W, 7.3'                                   

6" Birch – S 00 deg. W, 7.3'                                                                                                       

GLO  Bk 

3,  P. 46

22 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Birch - N 19 deg. E, 14.5'                                   

12" Birch - N 42 deg. W, 2.6'                                        

20" Balsam - S 64 deg. W, 6.6'                                

10" Birch - S 36 deg. E, 11.2'

GLO  Bk 

3,  P. 36

22 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

4” Tamarack - N 19 deg. E, 26.4'                                   

8" Tamarack - N 70 deg. W, 2.6'                                        

8" Tamarack - S 84 deg. W, 13.2'                                

4" Tamarack - S 73 deg. E, 9.9'

GLO  Bk 

3,  P. 45

22 49-24 S 1/4
C.I.M. set on c/l E-W highway at c/l 

road to S by R. Thornton
1975

N & D in 24" Elm - N 20 deg. E, 81.89'                   

steel fence post - S 40 deg. E, 43.58'                   

steel fence post - S 30 deg.W, 45.72'

187834

22 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 84 deg. E, 31.0'                                   

12" Fir – N 33 deg. W, 7.9'                                                                                                       

GLO  Bk 

3,  P. 44

22 49-24 SE

Corner falls in Rat Lake no post set as 

part of original Government Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 Corner is in Rat Lake - no ties taken
GLO  Bk 

3,  P. 34

22 49-24 SW
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 46.75'             

steel fence post - S 40 deg. E, 55.69'                    

steel fence post - S 40 deg.W, 51.77'

187835

22 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 66 deg. E, 10.6'                                   

6" Aspen - N 25 deg. W, 15.8'                                        

4" Aspen - S 37 deg. W, 13.2'                                

7" Aspen - S 63 deg. E, 5.3'

GLO  Bk 

3,  P. 44

22 49-24 W 1/4
new ties set for W 1/4 corner by E.W. 

Kelly, Deputy County Surveyor
1903

11" N. Pine - S 42 deg. W, 70.6'                           

4'x3'x3' Granite Bldr - S 42 deg. W, 46.2'   

Book 1, 

Page 20

22 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Tamarack - S 22 deg. W, 5.3'                                   

19" Tamarack – S 44 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 45

22 49-24
School lot Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is in SE 1/4, SE1/4 of Section 22                            

Angles and distances stated 

Book 1, 

Page 159

23 49-24 E 1/4
3/4" rebar w/"DNR Survey Marker" set 

on N-S fence line by J. Walker
1992

N & D in 7" W. Oak - N 45 deg. E, 26.08'              

N & D in 10" W. Oak - S 20 deg. E, 27.55'             

N & D in 9" R. Oak - N 65 deg.W, 17.03'

275503 305403.109 523726.193

23 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Aspen - S 11 deg. W, 21.1'                                   

8" Aspen – N 70 deg. E, 15.8'                                                                                                       

GLO  Bk 

3,  P. 26

23 49-24 M.C.

M.C. is post set on E line NE1/4 - 

528.0 feet S of NE Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8” Aspen - S 03 deg. W, 238.9'                                   

8" Aspen – S 45 deg. E, 236.9'                                                                                                       

GLO  Bk 

3,  P. 26

23 49-24 M.C.

M.C. is post set on S line SW1/4 - 

386.8 feet E of SW Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Aspen - S 34 deg. W, 25.1'                                   

9" Aspen – S 05 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 35

23 49-24 M.C.

M.C. is post set on W line SW1/4 - 

479.8 feet S of W1/4 Cor. - on N side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 36

23 49-24 M.C.

M.C. is post set on N line NE1/4 - 

660.0 feet E of N1/4 Cor. - on W side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
12” Aspen - S 86 deg. W, 139.9'                                   

No other trees near to use for ties                                                                                             

GLO  Bk 

3,  P. 37

23 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” White Ash - N 37 deg. E, 4.6'                                   

6" White Ash – S 01 deg. W, 3.3'                                                                                                       

GLO  Bk 

3,  P. 37
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23 49-24 NE

Corner falls in Rat Lake - no post set 

as part of original Government Survey 

by R.O. Chaney, U.S. Deputy 

Surveyor

1870 corner is in Rat lake - no ties taken
GLO  Bk 

3,  P. 26

23 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

14” Birch - N 19 deg. E, 14.5'                                   

12" Birch - N 42 deg. W, 2.6'                                        

20" Balsam - S 64 deg. W, 6.6'                                

10" Birch - S 36 deg. E, 11.2'

GLO  Bk 

3,  P. 36

23 49-24 S 1/4

C.I.M. set on c/l E-W highway at fence 

line to S and at E edge drive to N by 

R. Thornton

1975

N & D in Power Pole - N 10 deg. E, 57.53'             

N & D in Guy Pole - S 30 deg. E, 43.00'              

steel fence post - S 50 deg.W, 46.58'

187830  

23 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 01 deg. W, 81.2'                                   

3" Aspen – N 31 deg. W, 38.3'                                                                                                       

GLO  Bk 

3,  P. 35

23 49-24 SE
C.I.M. set on c/l E-W highway by R. 

Thornton
1975

steel fence post - N 45 deg. E, 67.62'                  

steel fence post - S 45 deg. E, 85.62'                    

steel fence post - S 45 deg.W, 88.97'

187831

23 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 40 deg. W, 1.3'                                   

5" Tamarack - N 31 deg. E, 7.9'                                        

4" Tamarack - S 18 deg. W, 5.3'                                

5" Tamarack - S 36 deg. E, 2.0'

GLO  Bk 

3,  P. 24

23 49-24 SW

Corner falls in Rat Lake no post set as 

part of original Government Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 Corner is in Rat Lake - no ties taken
GLO  Bk 

3,  P. 34

23 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Tamarack - S 34 deg. E, 4.6'                                   

8" Tamarack – N 28 deg. W, 5.9'                                                                                                       

GLO  Bk 

3,  P. 36

24 49-24  
Road survey in Section 24 by E. 

Burnes, Deputy Co. Surveyor
1910

Road runs N-S thru Section 24 W of Lake              

Brgs. and distances stated 

Book 1, 

Page 103

24 49-24 E 1/4

2" sq. steel tube w/cap set approx. 48' 

S of E-W road in open area by R. 

DeGroot

1992

N & D in 18" Oak - N 71 deg. E, 91.63'                 

N & D in 19" Oak - S 50 deg. E, 108.76'                 

N & D in 18" Oak - S 84 deg. W, 49.75'

274243 305206.198 528954.377

24 49-24 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921 16” White Oak – S 55 deg W, 28.4'  

Book 1, 

Page 315

24 49-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
12” White Oak - S 55 deg. W, 28.4'                                   

4" Aspen – N 25 deg. E, 4.6'                                                                           

GLO  Bk 

3,  P. 2

24 49-24 M.C.

M.C. is on E line NE 1/4 - 1023.0 feet 

S of NE Sec. Cor. - on NE side 

Flowage Lake set by D. Watson. U.S. 

Deputy Surveyor

1870
7” White Ash - S 04 deg. E, 63.4'                                   

No other tree near to use for ties                                                                  

GLO  Bk 

3,  P. 2

24 49-24 M.C.

M.C. is post set on S line SE1/4 - 

198.0 feet W of SE Cor. - on E side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

24 49-24 M.C.

M.C. is post set on S line SE1/4 - 

1216.4 feet W of SE Cor. - on W side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

24 49-24 M.C.

M.C. is post set on W line NW1/4 - 

528.0 feet S of NW Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8” Aspen - S 03 deg. W, 238.9'                                   

8" Aspen – S 45 deg. E, 236.9'                                                                                                       

GLO  Bk 

3,  P. 26

24 49-24 M.C.

M.C. is post set on N line NE1/4 - 

231.0 feet W of NE Cor. - on W side 

Sandy River Lake set by R.O. 

Chaney, U.S. Deputy Surveyor

1870
10” Aspen - N 70 deg. W, 264.0'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 27

24 49-24 N 1/4

1" iron pipe found in open area in line 

with fences to the N and E by J. 

Walker

1992

N & D in 18" R. Oak - N 45 deg. E, 11.56'             

N & D in 6" W. Oak - N 90 deg. E, 29.52'              

N & D in 4" W. Oak - S 85 deg.W, 22.60'

275504 307965.112 526314.994

24 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” White Pine - N 16 deg. E, 28.4'                                   

7" Aspen – N 07 deg. W, 11.2'                                                                                                       

GLO  Bk 

3,  P. 27

24 49-24 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

16” White Oak – N 45 deg W, 121.6'                      

16” White Oak – N 45 deg E, 223.0'

Book 1, 

Page 315

24 49-24 NE

Corner falls in Flowage Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Flowage Lake, No ties set            
GLO  Bk 

3,  P. 3

24 49-24 NW

Corner falls in Rat Lake - no post set 

as part of original Government Survey 

by R.O. Chaney, U.S. Deputy 

Surveyor

1870 corner is in Rat lake - no ties taken
GLO  Bk 

3,  P. 26
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24 49-24 S 1/4

1/2" iron pipe found N of E-W fence 

line in line with c/l road from the N and 

from the W by R. Thornton

1975

N & D in 18" R. Oak - N 10 deg. E, 90.48'            

N & D in 18" R. Oak - S 80 deg. E, 109.54'           

N & D in 12" R. Oak - S 30 deg.W, 107.13'

187828  

24 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

24 49-24 SE
2" sq. steel tube w/cap set approx. 24' 

N of Lake at W edge N-S drive by R. 

DeGroot

1992
N & D in 8" W. Oak - N 10 deg. E, 42.61'               

N & D in 6" Ash - N 60 deg. E, 19.86'                   

N & D in 18" W. Oak - N 45 deg. W, 14.2'

274240 302543.382 528977.857

24 49-24 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” White Oak – N 35 deg E, 23.1'                          

5” White Oak – N 45 deg W, 14.2'

Book 1, 

Page 315

24 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

7” Burr Oak - N 38 deg. E, 23.1'                                   

4" Burr Oak – S 87 deg. E, 9.2'                                                                           

7" Aspen - N 15 deg. W, 23.8'                                        

No other trees near to use for ties

GLO  Bk 

3,  P. 2

24 49-24 SW
C.I.M. set on c/l E-W highway by R. 

Thornton
1975

steel fence post - N 45 deg. E, 67.62'                   

steel fence post - S 45 deg. E, 85.62'                   

steel fence post - S 45 deg.W, 88.97'

187831

24 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 40 deg. W, 1.3'                                   

5" Tamarack - N 31 deg. E, 7.9'                                        

4" Tamarack - S 18 deg. W, 5.3'                                

5" Tamarack - S 36 deg. E, 2.0'

GLO  Bk 

3,  P. 24

24 49-24 W 1/4
3/4" rebar w/"DNR Survey Marker" set 

on N-S fence line by J. Walker
1992

N & D in 7" W. Oak - N 45 deg. E, 26.08'              

N & D in 10" W. Oak - S 20 deg. E, 27.55'            

N & D in 9" R. Oak - N 65 deg.W, 17.03'

275503 305403.109 523726.193

24 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Aspen - S 11 deg. W, 21.1'                                   

8" Aspen – N 70 deg. E, 15.8'                                                                                                       

GLO  Bk 

3,  P. 26

25 49-24 E 1/4

Corner falls in Portage Lake - no wood 

post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Flowage Lake, No ties set            
GLO  Bk 

3,  P. 2

25 49-24 M.C.

M.C. is post set on W line SW1/4 - 

429.0 feet N of SW Cor. - on S side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 23

25 49-24 M.C.

M.C. is post set on W line SW1/4 - 

1102.2 feet N of SW Cor. - on N side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 24

25 49-24 M.C.

M.C. is post set on N line NE1/4 - 

198.0 feet W of NE Cor. - on E side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

25 49-24 M.C.

M.C. is post set on N line NE1/4 - 

1216.4 feet W of NE Cor. - on W side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

25 49-24 N 1/4

1/2" iron pipe found N of E-W fence 

line in line with c/l road from the N and 

from the W by R. Thornton

1975

N & D in 18" R. Oak - N 10 deg. E, 90.48'             

N & D in 18" R. Oak - S 80 deg. E, 109.54'             

N & D in 12" R. Oak - S 30 deg.W, 107.13'

187828  

25 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 25

25 49-24 NE

2" sq. steel tube w/cap set approx. 24' 

N of Lake at W edge N-S drive by R. 

DeGroot

1992

N & D in 8" W. Oak - N 10 deg. E, 42.61'               

N & D in 6" Ash - N 60 deg. E, 19.86'                   

N & D in 18" W. Oak - N 45 deg. W, 14.2'

274240 302543.382 528977.857

25 49-24 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” White Oak – N 35 deg E, 23.1'                          

5” White Oak – N 45 deg W, 14.2'

Book 1, 

Page 315

25 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

7” Burr Oak - N 38 deg. E, 23.1'                                   

4" Burr Oak – S 87 deg. E, 9.2'                                                                           

7" Aspen - N 15 deg. W, 23.8'                                        

No other trees near to use for ties

GLO  Bk 

3,  P. 2

25 49-24 NW
C.I.M. set on c/l E-W highway by R. 

Thornton
1975

steel fence post - N 45 deg. E, 67.62'                    

steel fence post - S 45 deg. E, 85.62'                    

steel fence post - S 45 deg.W, 88.97'

187831

25 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 40 deg. W, 1.3'                                   

5" Tamarack - N 31 deg. E, 7.9'                                        

4" Tamarack - S 18 deg. W, 5.3'                                

5" Tamarack - S 36 deg. E, 2.0'

GLO  Bk 

3,  P. 24

25 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Aspen – S 15 deg. W, 23.8'                                       

No other tree near to use for ties                             

GLO  Bk 

3,  P. 23
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25 49-24 SE

2" sq. steel tube w/cap set in N-S 

drive at projection of c/l road from E 

and S by R. DeGroot

1991

N & D in 16" Oak - N 40 deg. E, 132.09'                

N & D in Dbl 12" Oak - S 56 deg. E, 122.00'         

N & D in 6" Spruce - N 58 deg. W, 39.04'

274241 297504.377 528836.428

25 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

22” Dead Burr Oak - N 85 deg. E, 50.8'                                   

12" Aspen – S 70 deg. E, 23.8'                                                                           

2" Aspen - S 47 deg. W, 29.7'                                        

2" Aspen - N 35 deg. W, 29.7'

GLO  Bk 

3,  P. 1

25 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

25 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Tamarack - N 05 deg. E, 31.7'                                   

10" Tamarack – S 10 deg. W, 26.4'                                                                                                       

GLO  Bk 

3,  P. 24

26 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
5” Tamarack - N 05 deg. E, 31.7'                                   

10" Tamarack – S 10 deg. W, 26.4'                                                                                                       

GLO  Bk 

3,  P. 24

26 49-24 M.C.

M.C. is post set on E line SE1/4 - 

429.0 feet N of SE Cor. - on S side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 23

26 49-24 M.C.

M.C. is post set on E line SE1/4 - 

1102.2 feet N of SE Cor. - on N side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 24

26 49-24 M.C.

M.C. is post set on S line SE1/4 - 

171.6 feet W of SE Cor. - on E side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 33

26 49-24 M.C.

M.C. is post set on W line NW1/4 - 

211.2 feet S of NW Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8” Birch - S 84 deg. W, 21.1'                                   

6" Willow – S 23 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 34

26 49-24 M.C.

M.C. is post set on N line NW1/4 - 

386.8 feet E of NW Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Aspen - S 34 deg. W, 25.1'                                   

9" Aspen – S 05 deg. E, 28.4'                                                                                                       

GLO  Bk 

3,  P. 35

26 49-24 N 1/4

C.I.M. set on c/l E-W highway at fence 

line to S and at E edge drive to N by 

R. Thornton

1975

N & D in Power Pole - N 10 deg. E, 57.53'             

N & D in Guy Pole - S 30 deg. E, 43.00'                

steel fence post - S 50 deg.W, 46.58'

187830

26 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 01 deg. W, 81.2'                                   

3" Aspen – N 31 deg. W, 38.3'                                                                                                       

GLO  Bk 

3,  P. 35

26 49-24 NE
C.I.M. set on c/l E-W highway by R. 

Thornton
1975

steel fence post - N 45 deg. E, 67.62'                   

steel fence post - S 45 deg. E, 85.62'                    

steel fence post - S 45 deg.W, 88.97'

187831

26 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - N 40 deg. W, 1.3'                                   

5" Tamarack - N 31 deg. E, 7.9'                                        

4" Tamarack - S 18 deg. W, 5.3'                                

5" Tamarack - S 36 deg. E, 2.0'

GLO  Bk 

3,  P. 24

26 49-24 NW

Corner falls in Rat Lake no post set as 

part of original Government Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 Corner is in Rat Lake - no ties taken
GLO  Bk 

3,  P. 34

26 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Tamarack - N 37 deg. W, 23.8'                                   

12" Tamarack – S 49 deg. E, 9.9'                                                                                                       

GLO  Bk 

3,  P. 34

26 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

26 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 39 deg. E, 59.4'                                   

10" Aspen - N 27 deg. W, 32.3'                                        

6" Aspen - S 64 deg. E, 59.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 32

26 49-24 W 1/4

1/2" capped pipe found on c/l N-S 

road at fence lines to E and W by R. 

Thornton

1975

N & D in Power Pole - N 10 deg. E, 145.19'            

N& D in Power Pole - S 20 deg. E, 161.47'            

N & D in 12" Birch - N 50 deg.W, 80.27'

187832

26 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Birch - N 83 deg. W, 14.5'                                   

10" Birch – S 32 deg. E, 2.6'                                                                                                       

GLO  Bk 

3,  P. 34

27 49-24 E 1/4

1/2" capped pipe found on c/l N-S 

road at fence lines to E and W by R. 

Thornton

1975

N & D in Power Pole - N 10 deg. E, 145.19'           

N & D in Power Pole - S 20 deg. E, 161.47'         

N & D in 12" Birch - N 50 deg.W, 80.27'

187832

27 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
9” Birch - N 83 deg. W, 14.5'                                   

10" Birch – S 32 deg. E, 2.6'                                                                                                       

GLO  Bk 

3,  P. 34
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27 49-24 M.C.

M.C. is on N line NE 1/4 Sec. 27 is 1 

1/2" iron pipe found 10' W of Rat Lake 

on c/l E-W road to W by R. Thornton

1975

PK Nail in 14" Elm - N 30 deg. W, 14.00'             

PK Nail in 12" Ash - S 10 deg. E, 17.90'               

N & D in Tele. Pole - S 90 deg.W, 95.14'

187833

27 49-24 M.C.

M.C. is post set on E line NE1/4 - 

211.2 feet S of NE Cor. - on S side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
8” Birch - S 84 deg. W, 21.1'                                   

6" Willow – S 23 deg. E, 13.2'                                                                                                       

GLO  Bk 

3,  P. 34

27 49-24 M.C.

M.C. is post set on N line NE1/4 -

235.6 feet W of NE Cor. - on SW side 

Rat Lake set by R.O. Chaney, U.S. 

Deputy Surveyor

1870
7” Birch - S 02 deg. W, 22.4'                                   

10" Aspen - N 47 deg. W , 58.1'                                                                                   

GLO  Bk 

3,  P. 44

27 49-24 N 1/4
C.I.M. set on c/l E-W highway at c/l 

road to S by R. Thornton
1975

N & D in 24" Elm - N 20 deg. E, 81.89'                   

steel fence post - S 40 deg. E, 43.58'                   

steel fence post - S 30 deg.W, 45.72'

187834

27 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Aspen - S 84 deg. E, 31.0'                                   

12" Fir – N 33 deg. W, 7.9'                                                                                                       

GLO  Bk 

3,  P. 44

27 49-24 NE

Corner falls in Rat Lake no post set as 

part of original Government Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870 Corner is in Rat Lake - no ties taken
GLO  Bk 

3,  P. 34

27 49-24 NW
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 46.75'              

steel fence post - S 40 deg. E, 55.69'                    

steel fence post - S 40 deg.W, 51.77'

187835

27 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 66 deg. E, 10.6'                                   

6" Aspen - N 25 deg. W, 15.8'                                        

4" Aspen - S 37 deg. W, 13.2'                                

7" Aspen - S 63 deg. E, 5.3'

GLO  Bk 

3,  P. 44

27 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 43

27 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 39 deg. E, 59.4'                                   

10" Aspen - N 27 deg. W, 32.3'                                        

6" Aspen - S 64 deg. E, 59.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 32

27 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Tamarack - N 42 deg. E, 73.3'                                   

7" Tamarack – N 10 deg. W, 56.8'                          

No other trees near to use for ties                                                                             

GLO  Bk 

3,  P. 42

27 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Aspen - N 57 deg. E, 106.3'                                   

7" Aspen – N 01 deg. W, 247.5'                                                                                                       

GLO  Bk 

3,  P. 43

28 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Aspen - N 57 deg. E, 106.3'                                   

7" Aspen – N 01 deg. W, 247.5'                                                                                                       

GLO  Bk 

3,  P. 44

28 49-24 N 1/4

C.I.M. set on c/l E-W highway at c/l 

road to S and fence line to N by R. 

Thornton

1975

steel fence post - N 40 deg. E, 50.33'                   

steel fence post - S 50 deg. E, 58.38'                    

steel fence post - S 45 deg.W, 52.25'

187836

28 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Birch - N 80 deg. E, 6.6'                                   

7" Birch – S 13 deg. W, 30.4'                                                                                                       

GLO  Bk 

3,  P. 54

28 49-24 NE
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 46.75'             

steel fence post - S 40 deg. E, 55.69'                    

steel fence post - S 40 deg.W, 51.77'

187835

28 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 66 deg. E, 10.6'                                   

6" Aspen - N 25 deg. W, 15.8'                                        

4" Aspen - S 37 deg. W, 13.2'                                

7" Aspen - S 63 deg. E, 5.3'

GLO  Bk 

3,  P. 44

28 49-24 NW
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 60 deg. E, 103.43'          

steel fence post - S 50 deg. E, 51.69'                  

steel fence post - S 30 deg.W, 42.45'

187837

28 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Tamarack - N 66 deg. E, 29.7'                                   

7" Tamarack - N 74 deg. W, 15.8'                                        

4" Tamarack - S 49 deg. W, 27.1'                                

6" Tamarack - S 67 deg. E, 25.1'

GLO  Bk 

3,  P. 53

28 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 53

28 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Tamarack - N 42 deg. E, 73.3'                                   

7" Tamarack – N 10 deg. W, 56.8'                          

No other trees near to use for ties                                                                             

GLO  Bk 

3,  P. 42

28 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 16 deg. E, 111.5'                                   

4" Tamarack - N 77 deg. W, 67.3'                                        

4" Tamarack - S 07 deg. W, 69.3'                                

4" Tamarack - S 40 deg. E, 100.3'

GLO  Bk 

3,  P. 52
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28 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Aspen - N 75 deg. E, 37.6'                                   

6" Tamarack – S 70 deg. E, 124.7'                                                                                                       

GLO  Bk 

3,  P. 53

29 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Aspen - N 75 deg. E, 37.6'                                   

6" Tamarack – S 70 deg. E, 124.7'                                                                                                       

GLO  Bk 

3,  P. 53

29 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Tamarack - S 01 deg. W, 37.6'                                   

8" Tamarack – N 04 deg. E, 10.6'                                                                                                       

GLO  Bk 

3,  P. 65

29 49-24 NE
C.I.M. set on c/l E-W highway at c/l 

road to N by R. Thornton
1975

N & D in Power Pole - N 60 deg. E, 103.43'          

steel fence post - S 50 deg. E, 51.69'                    

steel fence post - S 30 deg.W, 42.45'

187837

29 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

10” Tamarack - N 66 deg. E, 29.7'                                   

7" Tamarack - N 74 deg. W, 15.8'                                        

4" Tamarack - S 49 deg. W, 27.1'                                

6" Tamarack - S 67 deg. E, 25.1'

GLO  Bk 

3,  P. 53

29 49-24 NW
C.I.M. set on c/l E-W highway at c/l N-

S roads by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 45.45'            

PK in SE end 36" CMP - S 45 deg. E, 27.53'        

steel fence post - S 45 deg.W, 51.75'

187839

29 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 64

29 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 62

29 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 16 deg. E, 111.5'                                   

4" Tamarack - N 77 deg. W, 67.3'                                        

4" Tamarack - S 07 deg. W, 69.3'                                

4" Tamarack - S 40 deg. E, 100.3'

GLO  Bk 

3,  P. 53

29 49-24 SW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - S 71 deg. W, 5.3'                                   

7" Tamarack – N 72 deg. W, 69.3'                            

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 62

29 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 74 deg. W, 54.1'                                   

3" Tamarack – N 63 deg. W, 2.6'                                                                                                       

GLO  Bk 

3,  P. 64

30 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 74 deg. W, 54.1'                                   

3" Tamarack – N 63 deg. W, 2.6'                                                                                                       

GLO  Bk 

3,  P. 64

30 49-24 N 1/4
C.I.M. set on c/l E-W highway at fence 

lines to N and S by R. Thornton
1975

N & D in Power Pole - N 50 deg. E, 62.91'            

steel fence post - S 50 deg. E, 49.30'                  

steel fence post - S 40 deg.W, 44.11'

187838

30 49-24 N 1/4
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

10" Spruce - N 12 deg. E, 9.2'                                

7" Black Ash - S 35 deg. E, 16.5'                         

Book 1, 

Page 133

30 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
12” Tamarack - S 70 deg. E, 7.9'                                   

9" Tamarack – N 19 deg. E, 40.9'                                                                                                       

GLO  Bk 

3,  P. 65

30 49-24 NE
C.I.M. set on c/l E-W highway at c/l N-

S roads by R. Thornton
1975

N & D in Power Pole - N 30 deg. E, 45.45'            

PK in SE end 36" CMP - S 45 deg. E, 27.53'        

steel fence post - S 45 deg.W, 51.75'

187839

30 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 64

30 49-24 NW

3" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
GLO  Bk 

3,  P. 11

30 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 43 deg. E, 169.0'                                   

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 63

30 49-24 SE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - S 71 deg. W, 5.3'                                   

7" Tamarack – N 72 deg. W, 69.3'                            

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 62

30 49-24 SW
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

3" Tamarack - S 45 deg. W, 17.8'                          

3" Tamarack - N 33 deg. W, 19.8'                         

Book 1, 

Page 133

30 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack - S 85 deg. E, 18.5'                                   

4" Tamarack - N 63 deg. W, 25.7'                                        

4" Tamarack - N 40 deg. W, 22.4'                                

4" Tamarack - S 75 deg. E, 26.4'

GLO  Bk 

3,  P. 10

30 49-24 W 1/4

4" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
GLO  Bk 

3,  P. 11

30 49-24

Survey of Section 30 boundary by 

H.W. Haugen, Deputy County 

Surveyor 

1912
Set 1/16th cors. on perimeter of Section                

Mag. Var. and distances stated

Book 1, 

Page 133
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31 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Tamarack - N 50 deg. W, 99.6'                                   

6" Tamarack – N 73 deg. E, 69.3'                                                                                                       

GLO  Bk 

3,  P. 62

31 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 43 deg. E, 169.0'                                   

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 63

31 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - S 71 deg. W, 5.3'                                   

7" Tamarack – N 72 deg. W, 69.3'                            

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 62

31 49-24 NW
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

3" Tamarack - S 45 deg. W, 17.8'                           

3" Tamarack - N 33 deg. W, 19.8'                         

Book 1, 

Page 133

31 49-24 NW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack - S 85 deg. E, 18.5'                                   

4" Tamarack - N 63 deg. W, 25.7'                                        

4" Tamarack - N 40 deg. W, 22.4'                                

4" Tamarack - S 75 deg. E, 26.4'

GLO  Bk 

3,  P. 10

31 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 5

31 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 89 deg. E, 59.4'                                   

3" Tamarack – S 05 deg. W, 51.5'                                                                                                       

No other trees near to use for ties

GLO  Bk 

3,  P. 5

31 49-24 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Spruce - N 50 deg. W, 286.4'                                    

4" Tamarack - N 53 deg. E, 46.2'                                          

no other trees available to use for ties                                         

GLO  Bk 

2,  P. 11

31 49-24 W 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
GLO  Bk 

3,  P. 10

32 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
2” Tamarack - N 42 deg. E, 45.5'                                   

3" Tamarack – N 48 deg. W, 83.2'                                                                                                       

GLO  Bk 

3,  P. 52

32 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 62

32 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 16 deg. E, 111.5'                                   

4" Tamarack - N 77 deg. W, 67.3'                                        

4" Tamarack - S 07 deg. W, 69.3'                                

4" Tamarack - S 40 deg. E, 100.3'

GLO  Bk 

3,  P. 52

32 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

5” Tamarack - S 71 deg. W, 5.3'                                   

7" Tamarack – N 72 deg. W, 69.3'                            

No other trees near to use for ties                                                                           

GLO  Bk 

3,  P. 62

32 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
3” Tamarack - S 87 deg. W, 23.1'                                   

4" Tamarack – S 04 deg. W, 107.6'                                                                                                       

GLO  Bk 

3,  P. 5

32 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Spruce - N 80 deg. E, 42.9'                                   

2" Spruce - N 62 deg. W, 36.3'                                        

3" Tamarack - S 22 deg. E, 62.0'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 5

32 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 89 deg. E, 59.4'                                   

3" Tamarack – S 05 deg. W, 51.5'                                                                                                       

No other trees near to use for ties

GLO  Bk 

3,  P. 5

32 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Tamarack - N 50 deg. W, 99.6'                                   

6" Tamarack – N 73 deg. E, 69.3'                                                                                                       

GLO  Bk 

3,  P. 62

33 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Tamarack - N 01 deg. E, 462.0'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 42

33 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 53

33 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Tamarack - N 42 deg. E, 73.3'                                   

7" Tamarack – N 10 deg. W, 56.8'                          

No other trees near to use for ties                                                                             

GLO  Bk 

3,  P. 42

33 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 16 deg. E, 111.5'                                   

4" Tamarack - N 77 deg. W, 67.3'                                        

4" Tamarack - S 07 deg. W, 69.3'                                

4" Tamarack - S 40 deg. E, 100.3'

GLO  Bk 

3,  P. 52

33 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
6” Tamarack - S 10 deg. W, 50.2'                                   

6" Tamarack – N 70 deg. W, 25.7'                                                                                                       

GLO  Bk 

3,  P. 6

33 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
16” Birch - N 50 deg. E, 23.8'                                   

8" Maple – S 40 deg. W, 25.1'                                                                                                       

GLO  Bk 

3,  P. 7
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33 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 82 deg. E, 56.1'                                   

6" Tamarack - N 44 deg. W, 85.8'                                        

4" Tamarack - S 07 deg. W, 57.4'                                

10" Tamarack - S 15 deg. E, 76.6'

GLO  Bk 

3,  P. 6

33 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Spruce - N 80 deg. E, 42.9'                                   

2" Spruce - N 62 deg. W, 36.3'                                        

3" Tamarack - S 22 deg. E, 62.0'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 5

33 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
2” Tamarack - N 42 deg. E, 45.5'                                   

3" Tamarack – N 48 deg. W, 83.2'                                                                                                       

GLO  Bk 

3,  P. 52

33 49-24
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 342

34 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - N 28 deg. W, 5.9'                                   

6" Aspen – S 68 deg. E, 15.8'                                                                                                       

GLO  Bk 

3,  P. 32

34 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 43

34 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 39 deg. E, 59.4'                                   

10" Aspen - N 27 deg. W, 32.3'                                        

6" Aspen - S 64 deg. E, 59.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 32

34 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

8” Tamarack - N 42 deg. E, 73.3'                                   

7" Tamarack – N 10 deg. W, 56.8'                          

No other trees near to use for ties                                                                             

GLO  Bk 

3,  P. 42

34 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
7” Tamarack - N 01 deg. W, 159.1'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 7

34 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
GLO  Bk 

3,  P. 7

34 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Tamarack - N 82 deg. E, 56.1'                                   

6" Tamarack - N 44 deg. W, 85.8'                                        

4" Tamarack - S 07 deg. W, 57.4'                                

10" Tamarack - S 15 deg. E, 76.6'

GLO  Bk 

3,  P. 6

34 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
6” Tamarack - N 01 deg. E, 462.0'                                   

No other trees near to use for ties                                                                                                

GLO  Bk 

3,  P. 42

34 49-24
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1921

Found inp. Cors.                                         

Distance and Mag. Var. shown 

Book 1, 

Page 342

35 49-24 E 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

35 49-24 M.C.

M.C. is post set on E line NE1/4 - 

660.0 feet N of E1/4 Cor. - on S side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

35 49-24 M.C.

M.C. is post set on E line NE1/4 - 

759.0 feet N of E1/4 Cor. - on N side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

35 49-24 M.C.

M.C. is post set on N line NE1/4 - 

171.6 feet W of NE Cor. - on E side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 33

35 49-24 M.C.

M.C. is post set on N line NE1/4 - 

270.6 feet W of NE Cor. - on W side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 33

35 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
10” Tamarack - N 37 deg. W, 23.8'                                   

12" Tamarack – S 49 deg. E, 9.9'                                                                                                       

GLO  Bk 

3,  P. 34

35 49-24 NE

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

35 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870

7” Aspen - N 39 deg. E, 59.4'                                   

10" Aspen - N 27 deg. W, 32.3'                                        

6" Aspen - S 64 deg. E, 59.4'                                

No other tree near to use for ties

GLO  Bk 

3,  P. 32

35 49-24 S 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
16” Birch - N 50 deg. E, 23.8'                                   

8" Maple – S 40 deg. W, 25.1'                                                                                                       

GLO  Bk 

3,  P. 7
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35 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Burr Oak - N 70 deg. E, 13.2'                                   

6" Black Oak - N 70 deg. W, 21.8'                                        

10" White Pine - S 68 deg. W, 19.8'                                

10" Black Oak - S 09 deg. E, 38.9'

GLO  Bk 

3,  P. 8

35 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
GLO  Bk 

3,  P. 7

35 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
7” Aspen - N 28 deg. W, 5.9'                                   

6" Aspen – S 68 deg. E, 15.8'                                                                                                       

GLO  Bk 

3,  P. 32

36 49-24 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

30” Pine – N 60 deg. W, 50.8'                                   

40" Pine – N 46 deg. E, 116.8'                                                                           

No other tree near to use for tie

GLO  Bk 

3,  P. 1

36 49-24 M.C.

M.C. is post on S line SW 1/4 - 863.3 

feet E of SW1/4 Cor. - on W side 

Sandy River set by D. Watson. U.S. 

Deputy Surveyor

1870
7" Burr Oak - S 65 deg. E, 42.9'                                    

No other trees near to use for ties

GLO  Bk 

3,  P. 8

36 49-24 M.C.

M.C. is post on S line SW 1/4 - 929.3 

feet E of SW1/4 Cor. - on E side 

Sandy River set by D. Watson. U.S. 

Deputy Surveyor

1870
8" Burr Oak - S 22 deg. E, 112.2'                                    

3" Aspen - S 44 deg. E, 42.2'

GLO  Bk 

3,  P. 8

36 49-24 M.C.

M.C. is post set on W line NW1/4 - 

660.0 feet N of W1/4 Cor. - on S side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

36 49-24 M.C.

M.C. is post set on W line NW1/4 - 

759.0 feet N of W1/4 Cor. - on N side 

Sandy River set by R.O. Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

36 49-24 N 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870
4” Aspen – S 15 deg. W, 23.8'                                       

No other tree near to use for ties                             

GLO  Bk 

3,  P. 23

36 49-24 NE

2" sq. steel tube w/cap set in N-S 

drive at projection of c/l road from E 

and S by R. DeGroot

1991

N & D in 16" Oak - N 40 deg. E, 132.09'                

N & D in Dbl 12" Oak - S 56 deg. E, 122.00'          

N & D in 6" Spruce - N 58 deg. W, 39.04'

274241 297504.377 528836.428

36 49-24 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

22” Dead Burr Oak - N 85 deg. E, 50.8'                                   

12" Aspen – S 70 deg. E, 23.8'                                                                           

2" Aspen - S 47 deg. W, 29.7'                                        

2" Aspen - N 35 deg. W, 29.7'

GLO  Bk 

3,  P. 1

36 49-24 NW

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

36 49-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
16” Burr Oak - N 50 deg. W, 92.4'                                   

18" Burr Oak – S 16 deg. E, 196.0'                                                                                                       

GLO  Bk 

3,  P. 9

36 49-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

16” Burr Oak – N 04 deg. E, 97.7'                                   

10" Aspen – S 75 deg. W, 53.5'                                                                           

No other tree near to use for tie

GLO  Bk 

3,  P. 12

36 49-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Burr Oak - N 70 deg. E, 13.2'                                   

6" Black Oak - N 70 deg. W, 21.8'                                        

10" White Pine - S 68 deg. W, 19.8'                                

10" Black Oak - S 09 deg. E, 38.9'

GLO  Bk 

3,  P. 8

36 49-24 W 1/4

wood post set as part of original 

Government Survey by R.O. Chaney, 

U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO  Bk 

3,  P. 22

1 49-25 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 66 deg. E, 5.9'                                   

6" Tamarack – N 71 deg. W, 16.5'                                                                                                       

GLO BK 

3, P 14

1 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
6" Aspen - N 05 deg. E, 7.9'                                    

8" Aspen - S 50 deg. E, 19.8'                                           

GLO BK 

2, P 12

1 49-25 NE
C.I.M. set at fence corner of fences to 

N and E by B. Eveland
1981

DNR RP in 26" Spruce - S 54 deg. E, 251.68'       

DNR RP in Tw. 7" Oak - S 75 deg. W, 269.39'    

DNR RP in Tw. 11" Oak - N 65 deg.W, 270.47'

235673

1 49-25 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack - S 31 deg. E, 9.2'                                   

8" Tamarack - S 82 deg. W, 25.1'                                        

10" Tamarack - N 86 deg. E, 1.3'                                

8" Tamarack - N 47 deg. W, 21.8'

GLO BK 

3, P 14

1 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Burr Oak - N 47 deg. W, 27.7'                                    

8" Burr Oak - S 75 deg. W, 6.6'                                            

8" Burr Oak - S 03 deg. E, 23.1'                                 

18" Aspen - N 56 deg. E, 5.3' 

GLO BK 

2, P 11
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1 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 11 deg. E, 12.5'                                    

10" Tamarack - S 14 deg. E, 7.3'                                 

GLO BK 

2, P 22

1 49-25 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack - S 12 deg. E, 9.9'                                   

7" Tamarack - N 72 deg. E, 18.5'                                        

6" Tamarack - N 51 deg. W, 47.5'                                

6" Tamarack - S 22 deg. W, 28.4'

GLO BK 

3, P 14

1 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 32 deg. E, 17.2'                                    

8" Tamarack - N 78 deg. W, 5.3'                                            

8" Cedar - S 52 deg. W, 13.9'                                 

6" Tamarack - S 78 deg. E, 9.2' 

GLO BK 

2, P 21

1 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Spruce - N 78 deg. E, 15.8'                                    

7" Tamarack - S 85 deg. W, 14.5'                                 

GLO BK 

2, P 22

2 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

2 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Spruce - N 78 deg. E, 15.8'                                    

7" Tamarack - S 85 deg. W, 14.5'                                 

GLO BK 

2, P 22

2 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 962.9' E of N 1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
15" Burr Oak - N 05 deg. E, 11.9'                                    

22" Burr Oak - S 40 deg. W, 4.0'                                  

GLO BK 

2, P 10

2 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 1094.9' E of N 1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
12" Elm - S 10 deg. W, 2.0'                                    

6" Elm - N 55 deg. E, 5.9'                                  

GLO BK 

2, P 11

2 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 997.3' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
20" Elm - S 90 deg. W, 11.2'                                    

10" Ash - N 30 deg. W, 18.5'                                  

GLO BK 

2, P 11

2 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 852.1' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
18" Burr Oak - S 15 deg. W, 2.0'                                    

15" Burr Oak - N 40 deg. E, 7.3'                                  

GLO BK 

2, P 11

2 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 404.6' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
4" Ash - N 00 deg. E, 13.2'                                    

6" Maple - S 60 deg. E, 13.7'                                  

GLO BK 

2, P 11

2 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 321.4' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
10" Maple - N 68 deg. W, 6.6'                                    

12" Black Oak - S 32 deg. W, 23.8'                                  

GLO BK 

2, P 11

2 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 251.5' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

1870
12" Elm - N 49 deg. W, 35.0'                                    

10" Elm - N 62 deg. E, 6.6'                                  

GLO BK 

2, P 35

2 49-25 M.C.

M.C is on S line SW 1/4, on W side of 

Willow River - 1274.5' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Elm - S 61 deg. E, 5.3'                                    

10" Elm - N 88 deg. W, 2.6'                                  

GLO BK 

2, P 36

2 49-25 M.C.

M.C is on S line SW 1/4, on S side of 

Willow River - 1435.5' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Maple - N 88 deg. (?), 21.1'                                    

10" Maple - N 02 deg. W, 5.3'                                  

GLO BK 

2, P 36
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2 49-25 M.C.

M.C is on S line SW 1/4, on S side of 

Willow River - 1807.1' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" White Ash - N 71 deg. E, 7.3'                                    

6" Maple - N 32 deg. E, 6.6'                                  

GLO BK 

2, P 36

2 49-25 M.C.

M.C is on S line SW 1/4, on N side of 

Willow River - 1941.7' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Burr Oak - S 15 deg. E, 13.9'                                    

12" Birch - S 73 deg. W, 12.5'                                  

GLO BK 

2, P 36

2 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
7" Aspen - N 37 deg. E, 9.2'                                    

10" Elm - S 60 deg. W, 23.8'                                           

GLO BK 

2, P 10

2 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Burr Oak - N 47 deg. W, 27.7'                                    

8" Burr Oak - S 75 deg. W, 6.6'                                            

8" Burr Oak - S 03 deg. E, 23.1'                                 

18" Aspen - N 56 deg. E, 5.3' 

GLO BK 

2, P 11

2 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Cedar - N 20 deg. W, 4.0'                                    

7" Cedar - N 20 deg. W, 4.0'                                            

10" Tamarack - S 65 deg. E, 8.6'                                 

10" Tamarack - S 50 deg. W, 7.9' 

GLO BK 

2, P 10 

1/2

2 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Burr Oak - N 63 deg. W, 17.8'                                    

6" Black Oak - S 60 deg. E, 20.5'                                 

GLO BK 

2, P 35

2 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 32 deg. E, 17.2'                                    

8" Tamarack - N 78 deg. W, 5.3'                                            

8" Cedar - S 52 deg. W, 13.9'                                 

6" Tamarack - S 78 deg. E, 9.2' 

GLO BK 

2, P 21

2 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch - N 65 deg. E, 17.8'                                    

10" Aspen - N 76 deg. W, 9.2'                                            

10" Birch - S 67 deg. W, 19.1'                                 

8" Cedar - S 63 deg. E, 6.6' 

GLO BK 

2, P 34

2 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Birch - N 75 deg. W, 134.0'                                    

No other trees near to use for ties                         

GLO BK 

2, P 37

3 49-25  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

3 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Birch - N 75 deg. W, 134.0'                                    

No other trees near to use for ties                         

GLO BK 

2, P 37

3 49-25 M.C.

M.C is on S line SW 1/4, on SE side of 

Clear Lake - 1402.5' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Tamarack – S 28 deg. E, 40.9'                                       

5” Tamarack – N 72 deg. E, 34.3'                                       

GLO BK 

2, P 48

3 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Clear Lake - 1346.4' S of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Aspen – N 11 deg. W, 10.6'                                       

4” Aspen – N 20 deg. E, 13.2'                                       

GLO BK 

2, P 49

3 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
10" Cedar - N 23 deg. W, 11.9'                                    

7" Tamarack - S 20 deg. E, 8.6'                                           

GLO BK 

2, P 10 

1/2

3 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Cedar - N 20 deg. W, 4.0'                                    

7" Cedar - N 20 deg. W, 4.0'                                            

10" Tamarack - S 65 deg. E, 8.6'                                 

10" Tamarack - S 50 deg. W, 7.9' 

GLO BK 

2, P 10 

1/2

3 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

10" Tamarack - N 25 deg. E, 10.6'                                    

12" Tamarack - N 70 deg. W, 8.6'                                            

10" Tamarack - S 05 deg. W, 7.3'                                 

8" Tamarack - S 65 deg. E, 13.2' 

GLO BK 

2, P 10

3 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Birch - N 49 deg. E, 16.5'                                    

6" Birch - N 65 deg. W, 17.2'         

GLO BK 

2, P 48

3 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch - N 65 deg. E, 17.8'                                    

10" Aspen - N 76 deg. W, 9.2'                                            

10" Birch - S 67 deg. W, 19.1'                                 

8" Cedar - S 63 deg. E, 6.6' 

GLO BK 

2, P 34
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3 49-25 SW

Corner falls in Clear Lake - No wood 

post set as part of original 

Governmant Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870 Corner falls in Clear Lake - No ties set
GLO BK 

2, P 49

3 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Tamarack – S 68 deg. W, 3.3'                                       

7” Tamarack – S 55 deg. E, 7.9'                                       

GLO BK 

2, P 49

4 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Tamarack – S 68 deg. W, 3.3'                                       

7” Tamarack – S 55 deg. E, 7.9'                                       

GLO BK 

2, P 49

4 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Clear Lake - 1346.4' S of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Aspen – N 11 deg. W, 10.6'                                       

4” Aspen – N 20 deg. E, 13.2'                                       

GLO BK 

2, P 49

4 49-25 M.C.

M.C is on S line SE 1/4, on SW side of 

Clear Lake - 792.0' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
3” Tamarack – N 51 deg. W, 9.2'                                       

7" Tamarack - S 43 deg. W, 35.6'                         

GLO BK 

2, P 60

4 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
15" Cedar - S 10 deg. W, 16.5'                                    

15" Cedar - N 85 deg. E, 7.9'                                           

GLO BK 

2, P 9

4 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

10" Tamarack - N 25 deg. E, 10.6'                                    

12" Tamarack - N 70 deg. W, 8.6'                                            

10" Tamarack - S 05 deg. W, 7.3'                                 

8" Tamarack - S 65 deg. E, 13.2' 

GLO BK 

2, P 10

4 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

12" Tamarack - N 45 deg. W, 4.0'                                    

12" Tamarack - S 40 deg. W, 9.9'                                            

12" Tamarack - N 70 deg. E, 13.2'                                 

10" Tamarack - S 40 deg. E, 6.6' 

GLO BK 

2, P 9

4 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – S 44 deg. E, 26.4'                                       

8” Tamarack – N 07 deg. W, 19.8'                                       

GLO BK 

2, P 60

4 49-25 SE

Corner falls in Clear Lake - No wood 

post set as part of original 

Governmant Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870 Corner falls in Clear Lake - No ties set
GLO BK 

2, P 49

4 49-25 SW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

5” Tamarack – S 45 deg. E, 35.9'                         

6” Cedar – S 45 deg.W, 35.6'

Book 2, 

Page 103

4 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 87 deg. E, 9.2'                                    

5" Tamarack - N 12 deg. W, 8.6'                                            

5" Tamarack - S 76 deg. W, 10.6'                                 

9" Tamarack - S 13 deg. E, 10.6' 

GLO BK 

2, P 59

4 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Tamarack – S 25 deg. W, 10.6'                                       

6” Tamarack – S 60 deg. E, 7.3'                                       

GLO BK 

2, P 60

5 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Tamarack – S 25 deg. W, 10.6'                                       

6” Tamarack – S 60 deg. E, 7.3'                                       

GLO BK 

2, P 60

5 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
5" Tamarack - S 10 deg. W, 4.0'                                    

5" Tamarack - N 00 deg. E, 19.1'                                           

GLO BK 

2, P 8

5 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

12" Tamarack - N 45 deg. W, 4.0'                                    

12" Tamarack - S 40 deg. W, 9.9'                                            

12" Tamarack - N 70 deg. E, 13.2'                                 

10" Tamarack - S 40 deg. E, 6.6' 

GLO BK 

2, P 9

5 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

15" Tamarack - N 85 deg. E, 8.6'                                    

7" Birch - S 35 deg. W, 21.8'                                            

(?)" Aspen - No Brg stated, 26.4'                                 

12" Tamarack - N 05 deg. W, 23.8' 

GLO BK 

2, P 8

5 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 66 deg. W, 2.0'                                       

7” Tamarack – S 37 deg. W, 10.6'                                       

GLO BK 

2, P 73

5 49-25 SE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

5” Tamarack – S 45 deg. E, 35.9'                         

6” Cedar – S 45 deg.W, 35.6'

Book 2, 

Page 103
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5 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 87 deg. E, 9.2'                                    

5" Tamarack - N 12 deg. W, 8.6'                                            

5" Tamarack - S 76 deg. W, 10.6'                                 

9" Tamarack - S 13 deg. E, 10.6' 

GLO BK 

2, P 59

5 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 51 deg. E, 22.4'                                    

5" Aspen - N 20 deg. W, 8.6'                                            

9" Birch - S 86 deg. W, 17.2'                                 

10" Birch - S 32 deg. E, 25.7' 

GLO BK 

2, P 72

5 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – N 37 deg. E, 13.2'                                       

7” Aspen – S 27 deg. W, 19.8'                                       

GLO BK 

2, P 74

6 49-25  
Survey of RR location in Section 6 by 

F.J. O'Hara, County Surveyor 
1910

Fnd NW and SE cor.                                      

Shows RR and distances to Cors.

Book 1, 

Page 111

6 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – N 37 deg. E, 13.2'                                       

7” Aspen – S 27 deg. W, 19.8'                                       

GLO BK 

2, P 74

6 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
5" Cedar - S 08 deg. W, 9.2'                                    

10" Tamarack - N 50 deg. W, 9.9'                                           

GLO BK 

2, P 8

6 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

15" Tamarack - N 85 deg. E, 8.6'                                    

7" Birch - S 35 deg. W, 21.8'                                            

(?)" Aspen - No Brg stated, 26.4'                                 

12" Tamarack - N 05 deg. W, 23.8' 

GLO BK 

2, P 8

6 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

5" Spruce - S 49 deg. E, 9.2'                                    

5" Fir - N 65 deg. E, 13.9'                                            

8" Birch - N 41 deg. W, 15.8'                                 

8" Fir - S 39 deg. W, 23.8' 

GLO BK 

2, P 5

6 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Tamarack – S 53 deg. W, 4.6'                                       

7” Tamarack – N 76 deg. E, 7.3'                                       

GLO BK 

2, P 74

6 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 51 deg. E, 22.4'                                    

5" Aspen - N 20 deg. W, 8.6'                                            

9" Birch - S 86 deg. W, 17.2'                                 

10" Birch - S 32 deg. E, 25.7' 

GLO BK 

2, P 72

6 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

10" White Pine - S 45 deg. W, 12.5'                                    

10" White Pine - S 28 deg. E, 15.8'                                            

10" Spruce - N 06 deg. W, 27.1'                                 

6" Tamarack - N 31 deg. E, 17.8' 

GLO BK 

2, P 6

6 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
5" Birch - N 30 deg. W, 8.6'                                    

4" Maple - S 35 deg. E, 9.2'                                           

GLO BK 

2, P 7

7 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Spruce – N 68 deg. E, 6.6'                                       

7” Tamarack – S 82 deg. W, 6.6'                                       

GLO BK 

2, P 72

7 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Tamarack – S 53 deg. W, 4.6'                                       

7” Tamarack – N 76 deg. E, 7.3'                                       

GLO BK 

2, P 74

7 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 51 deg. E, 22.4'                                    

5" Aspen - N 20 deg. W, 8.6'                                            

9" Birch - S 86 deg. W, 17.2'                                 

10" Birch - S 32 deg. E, 25.7' 

GLO BK 

2, P 72

7 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

10" White Pine - S 45 deg. W, 12.5'                                    

10" White Pine - S 28 deg. E, 15.8'                                            

10" Spruce - N 06 deg. W, 27.1'                                 

6" Tamarack - N 31 deg. E, 17.8' 

GLO BK 

2, P 6

7 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 18 deg. E, 5.3'                                       

5” Tamarack – N 25 deg. W, 9.2'                                       

GLO BK 

2, P 71

7 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 23 deg. E, 4.0'                                    

7" Tamarack - N 55 deg. W, 11.9'                                            

6" Tamarack - S 62 deg. W, 9.2'                                 

8" Tamarack - S 03 deg. E, 11.2' 

GLO BK 

2, P 70

7 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

14" Aspen - S 53 deg. E, 16.5'                                    

14" Aspen - N 30 deg. E, 9.9'                                            

8" Fir - S 79 deg. W, 11.9'                                 

4" Fir - N 20 deg. W, 13.2' 

GLO BK 

2, P 5

7 49-25 W 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

14” Basswood - S 90 deg W, 9.3'                           

14” Basswood - S 45 deg E, 10.2'

Book 1, 

Page 314

7 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
16" Aspen - N 35 deg. W, 3.3'                                    

5" Linden - N 37 deg. E, 5.3'                                           

GLO BK 

2, P 6
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8 49-25  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of E. line of Section                        

Distance and Mag. Var. stated

Book 2, 

Page 103

8 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Birch – N 18 deg. W, 11.9'                                       

8” Aspen – S 28 deg. E, 2.0'                                       

GLO BK 

2, P 59

8 49-25 M.C.

M.C is on E line SE 1/4, on W side of 

Red Lake - 1151.7' N of SE Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9” Aspen – S 07 deg. E, 4.6'                                       

6" Aspen - S 23 deg. W, 18.5'                         

GLO BK 

2, P 59

8 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 66 deg. W, 2.0'                                       

7” Tamarack – S 37 deg. W, 10.6'                                       

GLO BK 

2, P 73

8 49-25 NE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

5” Tamarack – S 45 deg. E, 35.9'                           

6” Cedar – S 45 deg.W, 35.6'

Book 2, 

Page 103

8 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 87 deg. E, 9.2'                                    

5" Tamarack - N 12 deg. W, 8.6'                                            

5" Tamarack - S 76 deg. W, 10.6'                                 

9" Tamarack - S 13 deg. E, 10.6' 

GLO BK 

2, P 59

8 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 51 deg. E, 22.4'                                    

5" Aspen - N 20 deg. W, 8.6'                                            

9" Birch - S 86 deg. W, 17.2'                                 

10" Birch - S 32 deg. E, 25.7' 

GLO BK 

2, P 72

8 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – N 01 deg. W, 19.1'                                       

4” Tamarack – S 37 deg. E, 11.2'                                       

GLO BK 

2, P 71

8 49-25 SE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

12” Elm – S 45 deg. E, 8.6'                                    

7” Poplar – S 45 deg.W, 16.8'

Book 2, 

Page 103

8 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 26 deg. E, 11.9'                                    

8" Aspen - N 43 deg. W, 17.2'                                            

8" Aspen - S 72 deg. W, 16.5'                                 

6" Aspen - S 17 deg. E, 4.0' 

GLO BK 

2, P 57

8 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 23 deg. E, 4.0'                                    

7" Tamarack - N 55 deg. W, 11.9'                                            

6" Tamarack - S 62 deg. W, 9.2'                                 

8" Tamarack - S 03 deg. E, 11.2' 

GLO BK 

2, P 70

8 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Spruce – N 68 deg. E, 6.6'                                       

7” Tamarack – S 82 deg. W, 6.6'                                       

GLO BK 

2, P 72

9 49-25  
Section Line Survey in Section by 

Fred Heuer, Deputy County Surveyor 
1914

Survey of W. line of Section                        

Distance and Mag. Var. stated

Book 2, 

Page 103

9 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 78 deg. E, 4.6'                                    

7" Tamarack - N 23 deg. W, 8.6'         

GLO BK 

2, P 47

9 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Clear Lake - 1729.2' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Maple – S 28 deg. E, 20.5'                                       

10” Maple – S 70 deg. W, 18.5'                                       

GLO BK 

2, P 47

9 49-25 M.C.

M.C is on S line SW 1/4, on E side of 

Red Lake - 795.3' E of SW Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 45 deg. E, 7.9'                                       

6" Aspen - S 70 deg. E, 7.9'                         

GLO BK 

2, P 58

9 49-25 M.C.

M.C is on W line SW 1/4, on W side of 

Red Lake - 1151.7' N of SW Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9” Aspen – S 07 deg. E, 4.6'                                       

6" Aspen - S 23 deg. W, 18.5'                         

GLO BK 

2, P 59

9 49-25 M.C.

M.C is on N line NE 1/4, on SW side 

of Clear Lake - 792.0' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
3” Tamarack – N 51 deg. W, 9.2'                                       

7" Tamarack - S 43 deg. W, 35.6'                         

GLO BK 

2, P 60
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9 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – S 44 deg. E, 26.4'                                       

8” Tamarack – N 07 deg. W, 19.8'                                       

GLO BK 

2, P 60

9 49-25 NE

Corner falls in Clear Lake - No wood 

post set as part of original 

Governmant Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870 Corner falls in Clear Lake - No ties set
GLO BK 

2, P 49

9 49-25 NW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

5” Tamarack – S 45 deg. E, 35.9'                           

6” Cedar – S 45 deg.W, 35.6'

Book 2, 

Page 103

9 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 87 deg. E, 9.2'                                    

5" Tamarack - N 12 deg. W, 8.6'                                            

5" Tamarack - S 76 deg. W, 10.6'                                 

9" Tamarack - S 13 deg. E, 10.6' 

GLO BK 

2, P 59

9 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Fir – N 31 deg. W, 8.6'                                       

10” White Ash – S 72 deg. E, 12.5'                                       

GLO BK 

2, P 57

9 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Cedar - N 50 deg. E, 7.3'                                    

12" Cedar - N 59 deg. W, 5.3'                                            

12" Cedar - S 05 deg. W, 9.2'                                 

14" Cedar - S 43 deg. E, 13.9' 

GLO BK 

2, P 46

9 49-25 SW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

12” Elm – S 45 deg. E, 8.6'                                    

7” Poplar – S 45 deg.W, 16.8'

Book 2, 

Page 103

9 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 26 deg. E, 11.9'                                    

8" Aspen - N 43 deg. W, 17.2'                                            

8" Aspen - S 72 deg. W, 16.5'                                 

6" Aspen - S 17 deg. E, 4.0' 

GLO BK 

2, P 57

9 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Birch – N 18 deg. W, 11.9'                                       

8” Aspen – S 28 deg. E, 2.0'                                       

GLO BK 

2, P 59

9 49-25
Road Survey on E line of Section by 

H.D. Keath, County Surveyor 
1913

runs along E line of S 1/2, SE 1/4                           

Distance and Mag. Var. shown 

Book 1, 

Page 135

10 49-25  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

10 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Burr Oak - S 35 deg. E, 17.8'                                    

6" Ironwood - S 60 deg. W, 41.6'                                 

GLO BK 

2, P 34

10 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Clear Lake - 1729.2' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Maple – S 28 deg. E, 20.5'                                       

10” Maple – S 70 deg. W, 18.5'                                       

GLO BK 

2, P 47

10 49-25 M.C.

M.C is on N line NW 1/4, on SE side 

of Clear Lake - 1402.5' W of N1/4 Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Tamarack – S 28 deg. E, 40.9'                                       

5” Tamarack – N 72 deg. E, 34.3'                                       

GLO BK 

2, P 48

10 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Birch - N 49 deg. E, 16.5'                                    

6" Birch - N 65 deg. W, 17.2'         

GLO BK 

2, P 48

10 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch - N 65 deg. E, 17.8'                                    

10" Aspen - N 76 deg. W, 9.2'                                            

10" Birch - S 67 deg. W, 19.1'                                 

8" Cedar - S 63 deg. E, 6.6' 

GLO BK 

2, P 34

10 49-25 NW

Corner falls in Clear Lake - No wood 

post set as part of original 

Governmant Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870 Corner falls in Clear Lake - No ties set
GLO BK 

2, P 49

10 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Black Ash - N 20 deg. W, 9.2'                                    

8" Black Ash - S 01 deg. W, 25.1'         

GLO BK 

2, P 47

10 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Black Ash - N 26 deg. E, 17.2'                                    

No other trees near to use for ties                         

GLO BK 

2, P 31

10 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Cedar - N 50 deg. E, 7.3'                                    

12" Cedar - N 59 deg. W, 5.3'                                            

12" Cedar - S 05 deg. W, 9.2'                                 

14" Cedar - S 43 deg. E, 13.9' 

GLO BK 

2, P 46
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10 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 78 deg. E, 4.6'                                    

7" Tamarack - N 23 deg. W, 8.6'         

GLO BK 

2, P 47

10 49-25
Road Survey on S and W lines of Sec. 

by H.D. Keath, County Surveyor 
1913

runs along S line and W line S 1/2, SW 1/4            

Distance and Mag. Var. shown 

Book 1, 

Page 135

11 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

11 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Elm - N 40 deg. W, 3.3'                                    

9" Elm - S 85 deg. E, 19.8'                                 

GLO BK 

2, P 21

11 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 877.8' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
11" Fir - N 21 deg. E, 17.8'                                    

6" Birch - S 00 deg. E, 12.5'                                  

GLO BK 

2, P 32

11 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 686.4' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

1870
8" Elm - N 40 deg. E, 9.9'                                    

12" Elm - S 87 deg. W, 14.5'                                  

GLO BK 

2, P 32

11 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 103.0' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Maple - N 56 deg. E, 14.5'                                    

12" Maple - N 50 deg. E, 19.8'                                  

GLO BK 

2, P 33

11 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 57.4' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Spruce - N 15 deg. E, 5.9'                                    

7" Black Ash - N 50 deg. W, 12.5'                                  

GLO BK 

2, P 33

11 49-25 M.C.

M.C is on S line SW 1/4, on E side of 

Willow River - 1201.2' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Linden - N 10 deg. E, 4.0'                                    

10" Linden - N 61 deg. W, 2.6'                                  

GLO BK 

2, P 33

11 49-25 M.C.

M.C is on S line SW 1/4, on W side of 

Willow River - 1308.8' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
14" Elm - S 26 deg. W, 8.6'                                    

8" Elm - N 78 deg. E, 3.3'                                  

GLO BK 

2, P 33

11 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 251.5' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - N 49 deg. W, 35.0'                                    

10" Elm - N 62 deg. E, 6.6'                                  

GLO BK 

2, P 35

11 49-25 M.C.

M.C is on N line NW 1/4, on W side of 

Willow River - 1274.5' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Elm - S 61 deg. E, 5.3'                                    

10" Elm - N 88 deg. W, 2.6'                                  

GLO BK 

2, P 36

11 49-25 M.C.

M.C is on N line NW 1/4, on S side of 

Willow River - 1435.5' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Maple - N 88 deg. (?), 21.1'                                    

10" Maple - N 02 deg. W, 5.3'                                  

GLO BK 

2, P 36

11 49-25 M.C.

M.C is on N line NW 1/4, on S side of 

Willow River - 1807.1' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

1870
7" White Ash - N 71 deg. E, 7.3'                                    

6" Maple - N 32 deg. E, 6.6'                                  

GLO BK 

2, P 36

11 49-25 M.C.

M.C is on N line NW 1/4, on N side of 

Willow River - 1941.7' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Burr Oak - S 15 deg. E, 13.9'                                    

12" Birch - S 73 deg. W, 12.5'                                  

GLO BK 

2, P 36
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11 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Burr Oak - N 63 deg. W, 17.8'                                    

6" Black Oak - S 60 deg. E, 20.5'                                 

GLO BK 

2, P 35

11 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 32 deg. E, 17.2'                                    

8" Tamarack - N 78 deg. W, 5.3'                                            

8" Cedar - S 52 deg. W, 13.9'                                 

6" Tamarack - S 78 deg. E, 9.2' 

GLO BK 

2, P 21

11 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Birch - N 65 deg. E, 17.8'                                    

10" Aspen - N 76 deg. W, 9.2'                                            

10" Birch - S 67 deg. W, 19.1'                                 

8" Cedar - S 63 deg. E, 6.6' 

GLO BK 

2, P 34

11 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Spruce - S 81 deg. W, 18.5'                                    

12" Elm - N 63 deg. W, 42.9'                                 

GLO BK 

2, P 33

11 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Spruce - N 30 deg. E, 11.9'                                    

10" Spruce - N 38 deg. W, 20.5'                                            

12" Spruce - S 35 deg. W, 7.9'                                 

9" Spruce - S 65 deg. E, 10.6' 

GLO BK 

2, P 20

11 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Black Ash - N 26 deg. E, 17.2'                                    

No other trees near to use for ties                         

GLO BK 

2, P 31

11 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Burr Oak - S 35 deg. E, 17.8'                                    

6" Ironwood - S 60 deg. W, 41.6'                                 

GLO BK 

2, P 34

12 49-25 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
12” Tamarack - N 49 deg. W, 23.8'                                   

10" Tamarack – S 76 deg. E, 15.8'                                                                                                       

Book 3, 

Page 14

12 49-25 N 1/4
Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 11 deg. E, 12.5'                                    

10" Tamarack - S 14 deg. E, 7.3'                                 

GLO BK 

2, P 22

12 49-25 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

8” Tamarack - S 12 deg. E, 9.9'                                   

7" Tamarack - N 72 deg. E, 18.5'                                        

6" Tamarack - N 51 deg. W, 47.5'                                

6" Tamarack - S 22 deg. W, 28.4'

Book 3, 

Page 14

12 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 32 deg. E, 17.2'                                    

8" Tamarack - N 78 deg. W, 5.3'                                            

8" Cedar - S 52 deg. W, 13.9'                                 

6" Tamarack - S 78 deg. E, 9.2' 

GLO BK 

2, P 21

12 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Cedar - N 84 deg. W, 12.5'                                    

5" Cedar - N 48 deg. E, 2.6'                                 

GLO BK 

2, P 20

12 49-25 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Tamarack - N 02 deg. E, 18.5'                                   

8" Tamarack - N 15 deg. W, 20'                                        

12" Tamarack - S 01 deg. W, 15.2'                                

7" Tamarack - S 56 deg. E, 7.3'

Book 3, 

Page 13

12 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Spruce - N 30 deg. E, 11.9'                                    

10" Spruce - N 38 deg. W, 20.5'                                            

12" Spruce - S 35 deg. W, 7.9'                                 

9" Spruce - S 65 deg. E, 10.6' 

GLO BK 

2, P 20

12 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Elm - N 40 deg. W, 3.3'                                    

9" Elm - S 85 deg. E, 19.8'                                 

GLO BK 

2, P 21

13 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 77.9' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Aspen - S 41 deg. E, 9.2'                                    

12" Aspen - N 38 deg. E, 31.7'                                  

GLO BK 

2, P 18

13 49-25 M.C.

M.C is on S line SE 1/4, on S side of 

Mississippi River - 1854.6' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Fir - S 04 deg. E, 17.2'                                    

12" Burr Oak - N 07 deg. E, 19.1'                                  

GLO BK 

2, P 18

13 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 2070.4' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
20" Elm - S 56 deg. E, 14.5'                                    

24" Elm - N 12 deg. E, 27.7'                                  

GLO BK 

2, P 18

13 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 41.6' E of S 1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Birch - N 26 deg. W, 6.6'                                    

8" Fir - N 86 deg. W, 8.6'                                  

GLO BK 

2, P 19
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13 49-25 M.C.

M.C. is post on E line SE 1/4 - 892.3 

feet N of SE Cor. - on S side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
12” Linden – N 82 deg. E, 7.9'                                       

15” Tamarack – S 46 deg. E, 17.2'                                       

Book 3, 

Page 12

13 49-25 M.C.

M.C. is post on E line SE 1/4 - 1430.2 

feet N of SE Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
20” Elm – S 56 deg. E, 9.9'                                       

8” Burr Oak – N 04 deg. W, 5.3'                                       

Book 3, 

Page 12

13 49-25 M.C.

M.C. is 12" Maple on E line SE 1/4 - 

2468.4 feet N of SE Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870 No ties stated                                                                                           
Book 3, 

Page 12

13 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Cedar - N 84 deg. W, 12.5'                                    

5" Cedar - N 48 deg. E, 2.6'                                 

GLO BK 

2, P 20

13 49-25 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Tamarack - N 02 deg. E, 18.5'                                   

8" Tamarack - N 15 deg. W, 20'                                        

12" Tamarack - S 01 deg. W, 15.2'                                

7" Tamarack - S 56 deg. E, 7.3'

Book 3, 

Page 13

13 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Spruce - N 30 deg. E, 11.9'                                    

10" Spruce - N 38 deg. W, 20.5'                                            

12" Spruce - S 35 deg. W, 7.9'                                 

9" Spruce - S 65 deg. E, 10.6' 

GLO BK 

2, P 20

13 49-25 S 1/4
Square capped Alum. Mon. set 40' W 

of Mississippi River by C. Betley 
1980

N & D in 18" W. Oak - N 20 deg. E, 25.88'             

N & D in 14" W. Oak - S 16 deg. E, 122.98'         

N & D in 12" Ash - S 75 deg W, 55.62'

212905

13 49-25 SE

5/8" pinch-top pipe found 76' E of 

Mississippi River on projection of c/l 

roads to E and S by C. Betley

1980

N & D in 14" Elm - N 31 deg. E, 47.86'                   

N & D in 20" Red Oak - S 23 deg. E, 36.05'          

N & D in Power Pole - N 48 deg.W, 35.35'

212904

13 49-25 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Burr Oak - S 55 deg. W, 60.1'                                   

7" White Birch - S 25 deg. W, 54.8'                                        

6" White Elm - N 38 deg. W, 77.9'                                

10" Burr Oak - N 76 deg. E, 96.4'

Book 3, 

Page 11

13 49-25 SW
C.I.M. set on c/l N-S road at fence line 

to E by C. Betley
1980

N & D in 12" Oak - N 30 deg. E, 113.08'               

N & D in Tw. 8" Oak - S 81 deg. E, 88.90'            

N & D in CFP - N 68 deg W, 40.46'

212903

13 49-25 SW
Took new tie to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911 12” Linden – N 80 deg. E, 34.0'                    

Book 2, 

Page 24

13 49-25 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 60 deg. E, 21.2'                                 

12" Birch - S 55 deg. W, 17.8'                         

Book 1, 

Page 113

13 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Birch - N 60 deg. E, 21.1'                                    

6" Birch - N 05 deg. W, 7.9'                                            

12" Birch - S 55 deg. W, 18.5'                                 

9" White Oak - S 26 deg. E, 17.8' 

GLO BK 

2, P 17

13 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. E, 7.3'                                    

4" Spruce - S 67 deg. W, 7.3'                                 

GLO BK 

2, P 19

14 49-25  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section                                 

Distances only shown

Book 2, 

Page 27

14 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

14 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. E, 7.3'                                    

4" Spruce - S 67 deg. W, 7.3'                                 

GLO BK 

2, P 19

14 49-25 M.C.
M.C is on W line NW 1/4, on S side of 

Willow River - 937.2' N of W1/4 Cor. - 

set wood post for corner as part of 

1870
16" Maple - S 41 deg. E, 16.5'                                    

10" Maple - S 23 deg. W, 30.4'                                  

GLO BK 

2, P 31

14 49-25 M.C.
M.C is on W line NW 1/4, on N side of 

Willow River - 1036.2' N of W1/4 Cor. - 

set wood post for corner as part of 

1870
10" Burr Oak - N 56 deg. W, 6.6'                                    

7" Burr Oak - N 35 deg. E, 13.2'                                  

GLO BK 

2, P 31

14 49-25 M.C.
M.C is on N line NE 1/4, on E side of 

Willow River - 877.8' E of N1/4 Cor. - 

set wood post for corner as part of 

1870
11" Fir - N 21 deg. E, 17.8'                                    

6" Birch - S 00 deg. E, 12.5'                                  

GLO BK 

2, P 32

14 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 686.4' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

1870
8" Elm - N 40 deg. E, 9.9'                                    

12" Elm - S 87 deg. W, 14.5'                                  

GLO BK 

2, P 32

14 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 103.0' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Maple - N 56 deg. E, 14.5'                                    

12" Maple - N 50 deg. E, 19.8'                                  

GLO BK 

2, P 33
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14 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 57.4' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Spruce - N 15 deg. E, 5.9'                                    

7" Black Ash - N 50 deg. W, 12.5'                                  

GLO BK 

2, P 33

14 49-25 M.C.

M.C is on N line NW 1/4, on E side of 

Willow River - 1201.2' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Linden - N 10 deg. E, 4.0'                                    

10" Linden - N 61 deg. W, 2.6'                                  

GLO BK 

2, P 33

14 49-25 M.C.

M.C is on N line NW 1/4, on W side of 

Willow River - 1308.8' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
14" Elm - S 26 deg. W, 8.6'                                    

8" Elm - N 78 deg. E, 3.3'                                  

GLO BK 

2, P 33

14 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Spruce - S 81 deg. W, 18.5'                                    

12" Elm - N 63 deg. W, 42.9'                                 

GLO BK 

2, P 33

14 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

9" Spruce - N 30 deg. E, 11.9'                                    

10" Spruce - N 38 deg. W, 20.5'                                            

12" Spruce - S 35 deg. W, 7.9'                                 

9" Spruce - S 65 deg. E, 10.6' 

GLO BK 

2, P 20

14 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Black Ash - N 26 deg. E, 17.2'                                    

No other trees near to use for ties                         

GLO BK 

2, P 31

14 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 06 deg. E, 9.2'                                    

8" Tamarack - N 61 deg. E, 13.2'                                 

GLO BK 

2, P 30

14 49-25 SE
C.I.M. set on c/l N-S road at fence line 

to E by C. Betley
1980

N & D in 12" Oak - N 30 deg. E, 113.08'                

N & D in Tw. 8" Oak - S 81 deg. E, 88.90'           

N & D in CFP - N 68 deg W, 40.46'

212903

14 49-25 SE
Took new tie to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911 12” Linden – N 80 deg. E, 34.0'                    

Book 2, 

Page 24

14 49-25 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 60 deg. E, 21.2'                                 

12" Birch - S 55 deg. W, 17.8'                         

Book 1, 

Page 113

14 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Birch - N 60 deg. E, 21.1'                                    

6" Birch - N 05 deg. W, 7.9'                                            

12" Birch - S 55 deg. W, 18.5'                                 

9" White Oak - S 26 deg. E, 17.8' 

GLO BK 

2, P 17

14 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 08 deg. E, 11.2'                                    

8" Spruce - N 22 deg. W, 9.2'                                            

5" Spruce - S 55 deg. W, 9.2'                                 

4" Spruce - S 42 deg. E, 10.6' 

GLO BK 

2, P 29

14 49-25 W 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

8” White Birch – N 59 deg. E, 35.0'                        

8” White Birch – S 81 deg. W, 54.0'

Book 2, 

Page 26

14 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 80 deg. W, 17.2'                                    

12" Aspen - S 62 deg. E, 15.2'                                 

GLO BK 

2, P 31

15 49-25  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

15 49-25 E 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

8” White Birch – N 59 deg. E, 35.0'                        

8” White Birch – S 81 deg. W, 54.0'

Book 2, 

Page 26

15 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Willow River - 937.2' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
16" Maple - S 41 deg. E, 16.5'                                    

10" Maple - S 23 deg. W, 30.4'                                  

GLO BK 

2, P 31

15 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Willow River - 1036.2' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Burr Oak - N 56 deg. W, 6.6'                                    

7" Burr Oak - N 35 deg. E, 13.2'                                  

GLO BK 

2, P 31
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15 49-25 M.C.

M.C is on S line SW 1/4, on E side of 

Willow River - 281.2' E of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” White Ash – S 50 deg. W, 4.0'                                       

7” White Ash – N 25 deg. W, 13.2'                                       

GLO BK 

2, P 45

15 49-25 M.C.

M.C is on S line SW 1/4, on W side of 

Willow River - 189.4' E of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Burr Oak – N 16 deg. E, 2.6'                                       

10” Burr Oak – S 35 deg. E, 5.9'                                       

GLO BK 

2, P 45

15 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Black Ash - N 20 deg. W, 9.2'                                    

8" Black Ash - S 01 deg. W, 25.1'         

GLO BK 

2, P 47

15 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7" Black Ash - N 26 deg. E, 17.2'                                    

No other trees near to use for ties                         

GLO BK 

2, P 31

15 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Cedar - N 50 deg. E, 7.3'                                    

12" Cedar - N 59 deg. W, 5.3'                                            

12" Cedar - S 05 deg. W, 9.2'                                 

14" Cedar - S 43 deg. E, 13.9' 

GLO BK 

2, P 46

15 49-25 S 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

8” White Birch – N 47 deg. E, 47.0'                        

8” White Birch – S 50 deg. W, 42.0'

Book 2, 

Page 28

15 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Black Ash - N 81 deg. E, 14.5'                                    

20" Tamarack - S 57 deg. W, 46.2'         

GLO BK 

2, P 45

15 49-25 SE
Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Spruce - N 08 deg. E, 11.2'                                    

8" Spruce - N 22 deg. W, 9.2'                                            

5" Spruce - S 55 deg. W, 9.2'                                 

GLO BK 

2, P 29

15 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Maple - N 55 deg. E, 29.0'                                    

20" Maple - N 25 deg. W, 11.9'                                            

25" Maple - S 00 deg. E, 24.4'                                 

9" Black Ash - S 70 deg. W, 21.8' 

GLO BK 

2, P 43

15 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Black Ash - N 09 deg. E, 14.5'                                    

20" Tamarack - S 57 deg. W, 46.2'         

GLO BK 

2, P 45

15 49-25
Road Survey on N line of Section by 

H.D. Keath, County Surveyor 
1913

runs along N line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 135

16 49-25  
Survey of RR location in Section 16 by 

F.J. O'Hara, County Surveyor 
1910

Only fnd SE cor.                                              

Shows RR and distance to SE cor.

Book 1, 

Page 112

16 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Red Lake to the Willow River                     

Distance and Mag. Var. shown

Book 2, 

Page 3

16 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
16" Black Ash - N 09 deg. E, 14.5'                                    

20" Tamarack - S 57 deg. W, 46.2'         

GLO BK 

2, P 45

16 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 911.5' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Elm – N 82 deg. E, 8.6'                                       

4" Black Ash - S 02 deg. W, 5.9'                         

GLO BK 

2, P 55

16 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 1004.5' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” White Ash – N 24 deg. W, 21.1'                                       

5" White Ash - S 76 deg. W, 13.9'                         

GLO BK 

2, P 56

16 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 1374.1' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Maple – S 60 deg. E, 6.6'                                       

20" Maple - N 82 deg. E, 9.9'                         

GLO BK 

2, P 56

16 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 1491.6' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Birch – N 62 deg. E, 20.5'                                       

6" Birch - N 30 deg. E, 7.3'                         

GLO BK 

2, P 56
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16 49-25 M.C.

M.C is on N line NW 1/4, on E side of 

Red Lake - 795.3' E of NW Cor. - set 

wood post for corner as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 45 deg. E, 7.9'                                       

6" Aspen - S 70 deg. E, 7.9'                         

GLO BK 

2, P 58

16 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Fir – N 31 deg. W, 8.6'                                       

10” White Ash – S 72 deg. E, 12.5'                                       

GLO BK 

2, P 57

16 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Cedar - N 50 deg. E, 7.3'                                    

12" Cedar - N 59 deg. W, 5.3'                                            

12" Cedar - S 05 deg. W, 9.2'                                 

14" Cedar - S 43 deg. E, 13.9' 

GLO BK 

2, P 46

16 49-25 NW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

12” Elm – S 45 deg. E, 8.6'                                    

7” Poplar – S 45 deg.W, 16.8'

Book 2, 

Page 103

16 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 26 deg. E, 11.9'                                    

8" Aspen - N 43 deg. W, 17.2'                                            

8" Aspen - S 72 deg. W, 16.5'                                 

6" Aspen - S 17 deg. E, 4.0' 

GLO BK 

2, P 57

16 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Maple - N 55 deg. E, 29.0'                                    

20" Maple - N 25 deg. W, 11.9'                                            

25" Maple - S 00 deg. E, 24.4'                                 

9" Black Ash - S 70 deg. W, 21.8' 

GLO BK 

2, P 43

16 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 20 deg. W, 28.4'                                    

10" White Pine - S 35 deg. W, 5.9'                                            

9" Lind - S 13 deg. E, 12.5'                                 

No other tree listed

GLO BK 

2, P 55

16 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Cedar – S 45 deg. E, 7.3'                                       

12” Cedar – N 89 deg. W, 4.6'                                       

GLO BK 

2, P 57

17 49-25  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Red Lake to the Willow River                     

Distance and Mag. Var. shown

Book 2, 

Page 3

17 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Cedar – S 45 deg. E, 7.3'                                       

12” Cedar – N 89 deg. W, 4.6'                                       

GLO BK 

2, P 57

17 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4” Tamarack – N 01 deg. W, 19.1'                                       

4” Tamarack – S 37 deg. E, 11.2'                                       

GLO BK 

2, P 71

17 49-25 NE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1914

12” Elm – S 45 deg. E, 8.6'                                    

7” Poplar – S 45 deg.W, 16.8'

Book 2, 

Page 103

17 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 26 deg. E, 11.9'                                    

8" Aspen - N 43 deg. W, 17.2'                                            

8" Aspen - S 72 deg. W, 16.5'                                 

6" Aspen - S 17 deg. E, 4.0' 

GLO BK 

2, P 57

17 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 23 deg. E, 4.0'                                    

7" Tamarack - N 55 deg. W, 11.9'                                            

6" Tamarack - S 62 deg. W, 9.2'                                 

8" Tamarack - S 03 deg. E, 11.2' 

GLO BK 

2, P 70

17 49-25 S 1/4
New ties set by H.D. Keath, County 

Surveyor
1914

3” Poplar - N 30 deg W, 18.2'                                 

4” Poplar - N 57 deg E, 29.5'   

Book 1, 

Page 206

17 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Cedar – N 15 deg. E, 7.9'                                       

12” Tamarack – S 54 deg. E, 13.9'                                       

GLO BK 

2, P 69

17 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 20 deg. W, 28.4'                                    

10" White Pine - S 35 deg. W, 5.9'                                            

9" Lind - S 13 deg. E, 12.5'                                 

No other tree listed

GLO BK 

2, P 55

17 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 50 deg. E, 26.4'                                    

7" Tamarack - N 16 deg. W, 39.6'                                            

7" Tamarack - S 60 deg. W, 3.3'                                 

5" Tamarack - S 88 deg. E, 16.5' 

GLO BK 

2, P 68

17 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 47 deg. W, 12.5'                                       

5” Tamarack – S 29 deg. E, 3.3'                                       

GLO BK 

2, P 70

18 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 47 deg. W, 12.5'                                       

5” Tamarack – S 29 deg. E, 3.3'                                       

GLO BK 

2, P 70

18 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 18 deg. E, 5.3'                                       

5” Tamarack – N 25 deg. W, 9.2'                                       

GLO BK 

2, P 71
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18 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 23 deg. E, 4.0'                                    

7" Tamarack - N 55 deg. W, 11.9'                                            

6" Tamarack - S 62 deg. W, 9.2'                                 

8" Tamarack - S 03 deg. E, 11.2' 

GLO BK 

2, P 70

18 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

14" Aspen - S 53 deg. E, 16.5'                                    

14" Aspen - N 30 deg. E, 9.9'                                            

8" Fir - S 79 deg. W, 11.9'                                 

4" Fir - N 20 deg. W, 13.2' 

GLO BK 

2, P 5

18 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 14 deg. E, 4.0'                                       

8” Cedar – S 55 deg. W, 2.0'                                       

GLO BK 

2, P 69

18 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 50 deg. E, 26.4'                                    

7" Tamarack - N 16 deg. W, 39.6'                                            

7" Tamarack - S 60 deg. W, 3.3'                                 

5" Tamarack - S 88 deg. E, 16.5' 

GLO BK 

2, P 68

18 49-25 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

18 49-25 SW
Set new 4” ash post and took new ties 

by H.D. Keath, County Surveyor
1913

10” W. Oak - N 22 deg W, 84.5'                             

18” W. Oak – S 12 deg E, 41.9'                            

Book 1, 

Page 167

18 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

5" Spruce - S 64 deg. E, 4.0'                                            

15" Tamarack - N 35 deg. E, 5.9'                                 

6" Tamarack - N 41 deg. W, 39.6' 

GLO BK 

2, P 4

18 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
6" Birch - S 14 deg. E, 3.3'                                    

4" Birch - N 35 deg. W, 17.8'                                           

GLO BK 

2, P 5

19 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – S 25 deg. E, 1.3'                                       

10” Tamarack – N 82 deg. W, 3.3'                                       

GLO BK 

2, P 68

19 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 579.5' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Birch – N 40 deg. W, 4.0'                                       

8" White Pine - S 23 deg. W, 13.2'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 681.8' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Burr Oak – N 64 deg. E, 16.5'                                       

8" Burr Oak - S 36 deg. E, 15.8'                         

GLO BK 

2, P 66

19 49-25 M.C.
M.C is on S line SE 1/4, on W side of 

Willow River - 1180.1' E of S1/4 Cor. - 

set wood post for corner as part of 

1870
20” White Pine – S 08 deg. E, 4.0'                                       

12" Burr Oak - N 89 deg. W, 23.8'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 1180.1' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
20” White Pine – S 08 deg. E, 4.0'                                       

12" Burr Oak - N 89 deg. W, 23.8'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 1291.6' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Ash – N 09 deg. E, 15.8'                                       

10" Ash - N 51 deg. W, 5.3'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 341.9' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Ash – N 32 deg. E, 27.7'                                       

10" Ash - S 78 deg. W, 14.5'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 199.3' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Burr Oak – N 75 deg. W, 11.9'                                       

12" Burr Oak - S 42 deg. E, 10.6'                         

GLO BK 

2, P 66

19 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 508.2' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12” Birch – S 32 deg. W, 23.1'                                       

8" Linden - S 64 deg. E, 52.8'                         

GLO BK 

2, P 67
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19 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River - 596.6' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Burr Oak – N 23 deg. W, 23.1'                                       

14" Burr Oak - N 63 deg. W, 27.7'                         

GLO BK 

2, P 67

19 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River - 894.3' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
3” Elm – N 54 deg. E, 9.2'                                       

12" Elm - S 59 deg. W, 10.6'                         

GLO BK 

2, P 67

19 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 808.5' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12” White Oak – S 06 deg. E, 5.3'                                       

36" White Pine - S 55 deg. E, 25.1'                         

GLO BK 

2, P 67

19 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River -1335.2' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Birch – S 64 deg. E, 7.3'                                       

12" Burr Oak - S 14 deg. W, 24.4'                         

GLO BK 

2, P 67

19 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River -1450.7' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
24” Maple – N 33 deg. W, 5.9'                                       

12" Elm - S 87 deg. W, 6.6'                         

GLO BK 

2, P 67

19 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 14 deg. E, 4.0'                                       

8” Cedar – S 55 deg. W, 2.0'                                       

GLO BK 

2, P 69

19 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 50 deg. E, 26.4'                                    

7" Tamarack - N 16 deg. W, 39.6'                                            

7" Tamarack - S 60 deg. W, 3.3'                                 

5" Tamarack - S 88 deg. E, 16.5' 

GLO BK 

2, P 68

19 49-25 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

19 49-25 NW
Set new 4” ash post and took new ties 

by H.D. Keath, County Surveyor
1913

10” W. Oak - N 22 deg W, 84.5'                             

18” W. Oak – S 12 deg E, 41.9'                            

Book 1, 

Page 167

19 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

5" Spruce - S 64 deg. E, 4.0'                                            

15" Tamarack - N 35 deg. E, 5.9'                                 

6" Tamarack - N 41 deg. W, 39.6' 

GLO BK 

2, P 4

19 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 39 deg. E, 27.7'                                       

10” Tamarack – S 11 deg. E, 23.8'                                       

GLO BK 

2, P 65

19 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 39 deg. E, 21.8'                                    

12" Aspen - N 30 deg. W, 20.5'                                            

12" Aspen - S 43 deg. W, 6.6'                                 

12" White Oak - S 12 deg. E, 4.0' 

GLO BK 

2, P 64

19 49-25 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

19 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

12" Tamarack - N 19 deg. E, 25.1'                                           

5" Spruce - N 21 deg. W, 28.4'                                 

6" Tamarack - S 70 deg. W, 3.3' 

GLO BK 

2, P 3

19 49-25 W 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 8” Elm - N 45 deg. W, 40.5'

Book 1, 

Page 405

19 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
10" White Birch - S 50 deg. E, 2.6'                                    

5" Fir - S 35 deg. W, 5.9'                                           

GLO BK 

2, P 4

19 49-25
Road Survey on S line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along S line of Section                                

Bearings and distances stated 

Book 1, 

Page 122

20 49-25  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Red Lake to the Willow River                     

Distance and Mag. Var. shown

Book 2, 

Page 3

20 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9” Elm – N 85 deg. W, 47.5'                                       

4” Aspen – S 55 deg. E, 8.6'                                       

GLO BK 

2, P 54
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20 49-25 M.C.

M.C is on E line NE 1/4, on E side of 

Willow River - 320.1' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Birch – N 72 deg. E, 15.2'                                       

No other trees near to use for ties                                

GLO BK 

2, P 54

20 49-25 M.C.

M.C is on E line NE 1/4, on E side of 

Willow River - 666.6' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” White Ash – S 55 deg. E, 8.6'                                       

5" Elm - S 42 deg. W, 17.2'                         

GLO BK 

2, P 54

20 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Willow River - 1102.2' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” White Oak – S 55 deg. E, 5.9'                                       

5" Maple - S 55 deg. W, 6.6'                         

GLO BK 

2, P 54

20 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Willow River - 1244.1' N of E1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” White Oak – N 50 deg. W, 8.6'                                       

6" White Oak - N 04 deg. E, 9.2'                         

GLO BK 

2, P 54

20 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 508.2' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12” Birch – S 32 deg. W, 23.1'                                       

8" Linden - S 64 deg. E, 52.8'                         

GLO BK 

2, P 67

20 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Willow River - 596.6' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Burr Oak – N 23 deg. W, 23.1'                                       

14" Burr Oak - N 63 deg. W, 27.7'                         

GLO BK 

2, P 67

20 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Willow River - 894.3' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
3” Elm – N 54 deg. E, 9.2'                                       

12" Elm - S 59 deg. W, 10.6'                         

GLO BK 

2, P 67

20 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 808.5' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12” White Oak – S 06 deg. E, 5.3'                                       

36" White Pine - S 55 deg. E, 25.1'                         

GLO BK 

2, P 67

20 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River -1335.2' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Birch – S 64 deg. E, 7.3'                                       

12" Burr Oak - S 14 deg. W, 24.4'                         

GLO BK 

2, P 67

20 49-25 N 1/4
New ties set by H.D. Keath, County 

Surveyor
1914

3” Poplar - N 30 deg W, 18.2'                                 

4” Poplar - N 57 deg E, 29.5'   

Book 1, 

Page 206

20 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Cedar – N 15 deg. E, 7.9'                                       

12” Tamarack – S 54 deg. E, 13.9'                                       

GLO BK 

2, P 69

20 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 20 deg. W, 28.4'                                    

10" White Pine - S 35 deg. W, 5.9'                                            

9" Lind - S 13 deg. E, 12.5'                                 

No other tree listed

GLO BK 

2, P 55

20 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 50 deg. E, 26.4'                                    

7" Tamarack - N 16 deg. W, 39.6'                                            

7" Tamarack - S 60 deg. W, 3.3'                                 

5" Tamarack - S 88 deg. E, 16.5' 

GLO BK 

2, P 68

20 49-25 S 1/4
Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Cedar – S 78 deg. E, 8.6'                                       

10” Cedar – N 56 deg. W, 2.6'                                       

GLO BK 

2, P 64

20 49-25 SE
Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 83 deg. E, 21.1'                                       

No other trees near to use for ties                                

GLO BK 

2, P 52
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20 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 39 deg. E, 21.8'                                    

12" Aspen - N 30 deg. W, 20.5'                                            

12" Aspen - S 43 deg. W, 6.6'                                 

12" White Oak - S 12 deg. E, 4.0' 

GLO BK 

2, P 64

20 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – S 25 deg. E, 1.3'                                       

10” Tamarack – N 82 deg. W, 3.3'                                       

GLO BK 

2, P 68

20 49-25
Survey of N-S ¼ line by H.D. Keath, 

County Surveyor
1914

Set 1/16th cors. On N-S ¼ line                               

Distance and Mag. Var. shown

Book 1, 

Page 206

20 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on E line SE 1/4 and in NE 1/4 of Section             

Distance and Mag. Var. shown 

Book 1, 

Page 138

20 49-25
Road Survey on S line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along S line of Section                                

No Bearings and distances stated 

Book 1, 

Page 122

21 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Red Lake to the Willow River                     

Distance and Mag. Var. shown

Book 2, 

Page 3

21 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 53 deg. W, 13.9'                                    

9" Tamarack - S 76 deg. E, 14.5'                                 

GLO BK 

2, P 42

21 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Willow River - 985.4' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" White Oak - N 60 deg. W, 7.9'                                    

6" Black Ash - S 40 deg. E, 6.6'                      

GLO BK 

2, P 42

21 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Willow River - 853.4' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - N 55 deg. E, 25.1'                                    

No other tree listed               

GLO BK 

2, P 43

21 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Willow River - 603.2' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” White Ash – N 60 deg. W, 13.2'                                       

3” Maple – N 63 deg. E, 3.3'                                       

GLO BK 

2, P 43

21 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Willow River - 594.7' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” White Ash – S 50 deg. W, 4.0'                                       

7” White Ash – N 25 deg. W, 13.2'                                       

GLO BK 

2, P 43

21 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Willow River - 291.7' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – S 51 deg. W, 12.5'                                       

10” Maple – N 84 deg. W, 11.2'                                       

GLO BK 

2, P 43

21 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Willow River - 211.2' S of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Ash – N 30 deg. W, 34.3'                                       

10” Maple – N 90 deg. E, 7.9'                                       

GLO BK 

2, P 43

21 49-25 M.C.

M.C is on W line NW 1/4, on E side of 

Willow River - 320.1' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Birch – N 72 deg. E, 15.2'                                       

No other trees near to use for ties                                

GLO BK 

2, P 54

21 49-25 M.C.

M.C is on W line NW 1/4, on E side of 

Willow River - 666.6' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” White Ash – S 55 deg. E, 8.6'                                       

5" Elm - S 42 deg. W, 17.2'                         

GLO BK 

2, P 54

21 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Willow River - 1102.2' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” White Oak – S 55 deg. E, 5.9'                                       

5" Maple - S 55 deg. W, 6.6'                         

GLO BK 

2, P 54
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21 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Willow River - 1244.1' N of W1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” White Oak – N 50 deg. W, 8.6'                                       

6" White Oak - N 04 deg. E, 9.2'                         

GLO BK 

2, P 54

21 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 911.5' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Elm – N 82 deg. E, 8.6'                                       

4" Black Ash - S 02 deg. W, 5.9'                         

GLO BK 

2, P 55

21 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 1004.5' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” White Ash – N 24 deg. W, 21.1'                                       

5" White Ash - S 76 deg. W, 13.9'                         

GLO BK 

2, P 56

21 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 1374.1' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Maple – S 60 deg. E, 6.6'                                       

20" Maple - N 82 deg. E, 9.9'                         

GLO BK 

2, P 56

21 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 1491.6' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Birch – N 62 deg. E, 20.5'                                       

6" Birch - N 30 deg. E, 7.3'                         

GLO BK 

2, P 56

21 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Maple - N 55 deg. E, 29.0'                                    

20" Maple - N 25 deg. W, 11.9'                                            

25" Maple - S 00 deg. E, 24.4'                                 

9" Black Ash - S 70 deg. W, 21.8' 

GLO BK 

2, P 43

21 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 20 deg. W, 28.4'                                    

10" White Pine - S 35 deg. W, 5.9'                                            

9" Lind - S 13 deg. E, 12.5'                                 

No other tree listed

GLO BK 

2, P 55

21 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Birch – N 00 deg. E, 17.8'                                       

7” Aspen – S 73 deg. E, 11.2'                                       

GLO BK 

2, P 53

21 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 62 deg. E, 22.4'                                    

10" Tamarack - N 62 deg. W, 15.8'                                            

5" Tamarack - S 08 deg. W, 12.5'                                 

No other tree listed

GLO BK 

2, P 41

21 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 83 deg. E, 21.1'                                       

No other trees near to use for ties                                

GLO BK 

2, P 52

21 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9” Elm – N 85 deg. W, 47.5'                                       

4” Aspen – S 55 deg. E, 8.6'                                       

GLO BK 

2, P 54

21 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on W line SW 1/4 of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 138

21 49-25
Road Survey on S line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along S line of Section                                

No Bearings and distances stated 

Book 1, 

Page 122

22 49-25  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section                                 

Distances only shown

Book 2, 

Page 29

22 49-25  

Road Survey in SE1/4 and on E line of 

Section by F.J. O'Hara, County 

Surveyor 

1910
From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

22 49-25 E 1/4
C.I.M. found on c/l N-S road at fence 

line to E by R. Thornton
1991

N & D in 15" Spruce - N 28 deg. E, 91.34'           

steel fence post - S 33 deg. E, 57.49'                   

steel fence post - S 33 deg. W, 60.33'

269640 305508.643 486896.718

22 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" White Pine - S 65 deg. W, 10.6'                                    

6" White Pine - S 43 deg. E, 15.2'                                 

GLO BK 

2, P 29

22 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Willow River - 985.4' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" White Oak - N 60 deg. W, 7.9'                                    

6" Black Ash - S 40 deg. E, 6.6'                      

GLO BK 

2, P 42

Page 692 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

22 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Willow River - 853.4' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - N 55 deg. E, 25.1'                                    

No other tree listed               

GLO BK 

2, P 43

22 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Willow River - 603.2' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” White Ash – N 60 deg. W, 13.2'                                       

3” Maple – N 63 deg. E, 3.3'                                       

GLO BK 

2, P 43

22 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Willow River - 594.7' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” White Ash – S 50 deg. W, 4.0'                                       

7” White Ash – N 25 deg. W, 13.2'                                       

GLO BK 

2, P 43

22 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Willow River - 291.7' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – S 51 deg. W, 12.5'                                       

10” Maple – N 84 deg. W, 11.2'                                       

GLO BK 

2, P 43

22 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Willow River - 211.2' S of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Ash – N 30 deg. W, 34.3'                                       

10” Maple – N 90 deg. E, 7.9'                                       

GLO BK 

2, P 43

22 49-25 M.C.

M.C is on N line NW 1/4, on E side of 

Willow River - 281.2' E of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” White Ash – S 50 deg. W, 4.0'                                       

7” White Ash – N 25 deg. W, 13.2'                                       

GLO BK 

2, P 45

22 49-25 M.C.

M.C is on N line NW 1/4, on W side of 

Willow River - 189.4' E of NW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Burr Oak – N 16 deg. E, 2.6'                                       

10” Burr Oak – S 35 deg. E, 5.9'                                       

GLO BK 

2, P 45

22 49-25 N 1/4
Took new ties to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911

8” White Birch – N 47 deg. E, 47.0'                        

8” White Birch – S 50 deg. W, 42.0'

Book 2, 

Page 28

22 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Black Ash - N 81 deg. E, 14.5'                                    

20" Tamarack - S 57 deg. W, 46.2'         

GLO BK 

2, P 45

22 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 08 deg. E, 11.2'                                    

8" Spruce - N 22 deg. W, 9.2'                                            

5" Spruce - S 55 deg. W, 9.2'                                 

4" Spruce - S 42 deg. E, 10.6' 

GLO BK 

2, P 29

22 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Maple - N 55 deg. E, 29.0'                                    

20" Maple - N 25 deg. W, 11.9'                                            

25" Maple - S 00 deg. E, 24.4'                                 

9" Black Ash - S 70 deg. W, 21.8' 

GLO BK 

2, P 43

22 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Aspen - S 81 deg. E, 27.7'                                    

No other trees near to use for ties                       

GLO BK 

2, P 42

22 49-25 SE

2" sq. capped tube set on c/l E-W 

road approx. 75' W of N-S highway by 

R. Thornton

1991

"X" in N end 30" RCP - N 50 deg. E, 62.97'           

N & D in Tele. Ped. - S 50 deg. E, 47.27'             

N & D in 8" B. Elder - S 30 deg. W, 158.05'

269639 302881.531 486889.843

22 49-25 SE
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Balsam – N 44 deg. W, 11.0'                            

10” Maple – S 50 deg. W, 11.0'                             

5” Linden – S 76 deg. E, 47.5'

Book 2, 

Page 24

22 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Birch - N 80 deg. E, 24.4'                                    

8" Birch - N 15 deg. W, 6.6'                                            

9" Birch - S 34 deg. E, 17.8'                                 

5" Birch - S 07 deg. W, 11.9' 

GLO BK 

2, P 25

22 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 62 deg. E, 22.4'                                    

10" Tamarack - N 62 deg. W, 15.8'                                            

5" Tamarack - S 08 deg. W, 12.5'                                 

No other tree listed

GLO BK 

2, P 41
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22 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 53 deg. W, 13.9'                                    

9" Tamarack - S 76 deg. E, 14.5'                                 

GLO BK 

2, P 42

22 49-25
Road Survey on S line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along S line of Section to RR                         

No Bearings and distances stated 

Book 1, 

Page 122

23 49-25  
Subdivision of Section by E.A. Burns, 

Deputy County Surveyor 
1911

Subdivision of Section                                 

Distances only shown

Book 2, 

Page 23

23 49-25  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From Palisade to the north                            

Distance and Mag. Var. shown

Book 2, 

Page 3

23 49-25 E 1/4
C.I.M. set on c/l N-S road at fence line 

to W by C. Betley
1980

N & D in Power Pole - N 46 deg. E, 50.03'            

N & D in power Pole - S 89 deg. E, 119.93'          

N & D in Tele. Pole - N 19 deg. W, 41.76'

212902

23 49-25 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

14" Pine stump - N 70 deg. E, 7.3'                        

14" Pine stump - N 27 deg. W, 29.0'       

Book 1, 

Page 113

23 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
14" White Pine - N 70 deg. E, 7.3'                                    

14" White Pine - N 27 deg. W, 29.0'                                 

GLO BK 

2, P 16

23 49-25 M.C.

M.C. # 67 is on S line SW 1/4 Sec. 23 

and is sq. capped Alum. Mon. set 10' 

N and 42' W of Mississippi River as it 

flows SSW by C. Betley 

1980

SE Cor. of 1-S-F Hse - N 30 deg. E, 54.12'            

SE Cor. Conc. step - N 15 deg. W, 32.57'              

SE Cor. 1-S-Cabin - N 57 deg W, 36.02'

212907

23 49-25 M.C.

Mon. is W.C. to M.C. #64 - is on E line 

SE 1/4 Sec. 23 and is a capped sq. 

tube set 18' N of Mississippi River - 

Act. M.C. is 50' S in River by C. Betley

1980

N & D in 7" B. Elder - N 32 deg. E, 23.70'             

N & D in 5" B. Elder - S 60 deg. E, 22.19'              

N & D in Power Pole - N 16 deg W, 51.64'

212901

23 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Mississippi River - 1610.4' N of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - S 30 deg. E, 5.3'                                    

8" Elm - S 60 deg. W, 17.2'                                  

GLO BK 

2, P 16

23 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Mississippi River - 1797.2' N of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Burr Oak - N 59 deg. E, 3.3'                                    

12" Burr Oak - N 33 deg. W, 11.2'                                  

GLO BK 

2, P 16

23 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 983.4 W of SE Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Elm - N 57 deg. E, 11.9'                                    

10" Elm - S 00 deg. E, 27.7'                                  

GLO BK 

2, P 27

23 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 1254.0 W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Elm - S 53 deg. E, 6.6'                                    

10" White Oak - N 25 deg. E, 5.3'                                  

GLO BK 

2, P 27

23 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 1527.9' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Burr Oak - N 53 deg. W, 9.9'                                    

9" Burr Oak - N 86 deg. E, 15.2'                                  

GLO BK 

2, P 28

23 49-25 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 1445.4' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - S 05 deg. W, 4.0'                                    

6" Elm - N 77 deg. W, 15.8'                                  

GLO BK 

2, P 28

23 49-25 M.C.

M.C is on S line SW 1/4, on S side of 

Mississippi River - 786.7' W of S1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Birch - S 30 deg. E, 4.0'                                    

8" Birch - N 80 deg. W, 7.9'                                  

GLO BK 

2, P 28

23 49-25 M.C.

M.C is on S line SW 1/4, on N side of 

Mississippi River - 1144.4' W of S1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" White Ash - N 58 deg. W, 5.3'                                    

7" Aspen - N 10 deg. E, 24.4'                                  

GLO BK 

2, P 28
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23 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 06 deg. E, 9.2'                                    

8" Tamarack - N 61 deg. E, 13.2'                                 

GLO BK 

2, P 30

23 49-25 NE
C.I.M. set on c/l N-S road at fence line 

to E by C. Betley
1980

N & D in 12" Oak - N 30 deg. E, 113.08'               

N & D in Tw. 8" Oak - S 81 deg. E, 88.90'              

N & D in CFP - N 68 deg W, 40.46'

212903

23 49-25 NE
Took new tie to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911 12” Linden – N 80 deg. E, 34.0'                    

Book 2, 

Page 24

23 49-25 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 60 deg. E, 21.2'                                

12" Birch - S 55 deg. W, 17.8'                         

Book 1, 

Page 113

23 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Birch - N 60 deg. E, 21.1'                                    

6" Birch - N 05 deg. W, 7.9'                                            

12" Birch - S 55 deg. W, 18.5'                                 

9" White Oak - S 26 deg. E, 17.8' 

GLO BK 

2, P 17

23 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 08 deg. E, 11.2'                                    

8" Spruce - N 22 deg. W, 9.2'                                            

5" Spruce - S 55 deg. W, 9.2'                                 

4" Spruce - S 42 deg. E, 10.6' 

GLO BK 

2, P 29

23 49-25 S 1/4

2" sq. capped tube found on fence line 

from S at SE Cor. Woods in meadow 

by R. DeGroot

1991

N & D in 12" B. Elder - N 10 deg. E, 94.48'             

N & D in 4" Ash - S 09 deg. W, 74.86'                  

N & D in 6" Ash - S 73 deg. W, 74.40'

274223 302884.225 489557.347

23 49-25 S 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

10” B. Oak – S 35 deg. E, 28.0'                             

6” Elm – N 30 deg. E, 12.0'

Book 2, 

Page 24

23 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" White Oak - N 15 deg. W, 5.3'                                    

8" Birch - S 67 deg. E, 11.2'                                 

GLO BK 

2, P 28

23 49-25 SE
2" sq. capped tube set on c/l highway 

to E and S by R. DeGroot
1991

N & D in 24" Oak - N 10 deg. E, 124.90'              

steel fence post - S 45 deg. E, 37.99'                   

N & D in Power Pole - N 70 deg. W, 38.67'

274224 302879.080 492211.175

23 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Birch - N 52 deg. W, 11.2'                                    

8" Birch - N 04 deg. E, 19.1'                                            

18" Aspen - S 39 deg. E, 20.5'                                 

24" Aspen - S 48 deg. W, 25.7' 

GLO BK 

2, P 14

23 49-25 SW

2" sq. capped tube set on c/l E-W 

road approx. 75' W of N-S highway by 

R. Thornton

1991

"X" in N end 30" RCP - N 50 deg. E, 62.97'           

N & D in Tele. Ped. - S 50 deg. E, 47.27'             

N & D in 8" B. Elder - S 30 deg. W, 158.05'

269639 302881.531 486889.843

23 49-25 SW
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Balsam – N 44 deg. W, 11.0'                            

10” Maple – S 50 deg. W, 11.0'                             

5” Linden – S 76 deg. E, 47.5'

Book 2, 

Page 24

23 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Birch - N 80 deg. E, 24.4'                                    

8" Birch - N 15 deg. W, 6.6'                                            

9" Birch - S 34 deg. E, 17.8'                                 

5" Birch - S 07 deg. W, 11.9' 

GLO BK 

2, P 25

23 49-25 W 1/4
C.I.M. found on c/l N-S road at fence 

line to E by R. Thornton
1991

N & D in 15" Spruce - N 28 deg. E, 91.34'            

steel fence post - S 33 deg. E, 57.49'                

steel fence post - S 33 deg. W, 60.33'

269640 305508.643 486896.718

23 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" White Pine - S 65 deg. W, 10.6'                                    

6" White Pine - S 43 deg. E, 15.2'                                 

GLO BK 

2, P 29

23 49-25
Road Survey on E line NE 1/4 of Sec. 

24 by F.J. O'Hara, County Surveyor 
1910

found B.T.s for NE and E1/4 cors. New ties.       

No distances shown 

Book 1, 

Page 113

24 49-25 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Pine - N 63 deg. E, 63.7'                                  

10" Pine - N 44 deg. W, 65.0'                         

Book 1, 

Page 71

24 49-25 E 1/4

7" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
Book 3, 

Page 11

24 49-25 M.C.

Mon. is W.C. to M.C. #64 is on W line 

SW 1/4 Sec. 24 and is a capped sq. 

tube set 18' N of Mississippi River - 

Act. M.C. is 50' S in River by C. Betley

1980

N & D in 7" B. Elder - N 32 deg. E, 23.70'              

N & D in 5" B. Elder - S 60 deg. E, 22.19'              

N & D in Power Pole - N 16 deg W, 51.64'

212901  

24 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Mississippi River - 1610.4' N of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - S 30 deg. E, 5.3'                                    

8" Elm - S 60 deg. W, 17.2'                                  

GLO BK 

2, P 16

24 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Mississippi River - 1797.2' N of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Burr Oak - N 59 deg. E, 3.3'                                    

12" Burr Oak - N 33 deg. W, 11.2'                                  

GLO BK 

2, P 16
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24 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 77.9' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Aspen - S 41 deg. E, 9.2'                                    

12" Aspen - N 38 deg. E, 31.7'                                  

GLO BK 

2, P 18

24 49-25 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River - 1854.6' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Fir - S 04 deg. E, 17.2'                                    

12" Burr Oak - N 07 deg. E, 19.1'                                  

GLO BK 

2, P 18

24 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 2070.4' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
20" Elm - S 56 deg. E, 14.5'                                    

24" Elm - N 12 deg. E, 27.7'                                  

GLO BK 

2, P 18

24 49-25 N 1/4
Square capped Alum. Mon. set 40' W 

of Mississippi River by C. Betley 
1980

N & D in 18" W. Oak - N 20 deg. E, 25.88'             

N & D in 14" W. Oak - S 16 deg. E, 122.98'           

N & D in 12" Ash - S 75 deg W, 55.62'

212905

24 49-25 NE

5/8" pinch-top pipe found 76' E of 

Mississippi River on projection of c/l 

roads to E and S by C. Betley

1980

N & D in 14" Elm - N 31 deg. E, 47.86'                   

N & D in 20" Red Oak - S 23 deg. E, 36.05'         

N & D in Power Pole - N 48 deg.W, 35.35'

212904

24 49-25 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

12” Burr Oak - S 55 deg. W, 60.1'                                   

7" White Birch - S 25 deg. W, 54.8'                                        

6" White Elm - N 38 deg. W, 77.9'                                

10" Burr Oak - N 76 deg. E, 96.4'

Book 3, 

Page 11

24 49-25 NW
C.I.M. set on c/l N-S road at fence line 

to E by C. Betley
1980

N & D in 12" Oak - N 30 deg. E, 113.08'                

N & D in Tw. 8" Oak - S 81 deg. E, 88.90'             

N & D in CFP - N 68 deg W, 40.46'

212903

24 49-25 NW
Took new tie to existing cor. By E.A. 

Burns, Deputy County Surveyor 
1911 12” Linden – N 80 deg. E, 34.0'                    

Book 2, 

Page 24

24 49-25 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 60 deg. E, 21.2'                                 

12" Birch - S 55 deg. W, 17.8'                         

Book 1, 

Page 113

24 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 06 deg. E, 21.1'                                    

12" Aspen - S 44 deg. W, 30.4'                                 

GLO BK 

2, P 15

24 49-25 SE
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

4" Tamarack - N 48 deg. E, 32.3'                           

4" Tamarack - S 42 deg. E, 31.0'                         

Book 1, 

Page 133

24 49-25 SE

3" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
Book 3, 

Page 11

24 49-25 SW
2" sq. capped tube set on c/l highway 

to E and S by R. DeGroot
1991

N & D in 24" Oak - N 10 deg. E, 124.90'              

steel fence post - S 45 deg. E, 37.99'                   

N & D in Power Pole - N 70 deg. W, 38.67'

274224 302879.080 492211.175

24 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Birch - N 52 deg. W, 11.2'                                    

8" Birch - N 04 deg. E, 19.1'                                            

18" Aspen - S 39 deg. E, 20.5'                                 

24" Aspen - S 48 deg. W, 25.7' 

GLO BK 

2, P 14

24 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

5" Birch - N 60 deg. E, 21.1'                                    

6" Birch - N 05 deg. W, 7.9'                                            

12" Birch - S 55 deg. W, 18.5'                                 

9" White Oak - S 26 deg. E, 17.8' 

GLO BK 

2, P 17

24 49-25 W 1/4
C.I.M. set on c/l N-S road at fence line 

to W by C. Betley
1980

N & D in Power Pole - N 46 deg. E, 50.03'            

N & D in power Pole - S 89 deg. E, 119.93'          

N & D in Tele. Pole - N 19 deg. W, 41.76'

212902

24 49-25 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

14" Pine stump - N 70 deg. E, 7.3'                         

14" Pine stump - N 27 deg. W, 29.0'   

Book 1, 

Page 113

24 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
14" White Pine - N 70 deg. E, 7.3'                                    

14" White Pine - N 27 deg. W, 29.0'                                 

GLO BK 

2, P 16

24 49-25

Road Survey on W line NW 1/4 of 

Sec. 24 by F.J. O'Hara, County 

Surveyor 

1910
found B.T.s for NW and W1/4 cors. New ties. 

No distances shown 

Book 1, 

Page 113

25 49-25 E 1/4

4" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
Book 3, 

Page 11

25 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 06 deg. E, 21.1'                                    

12" Aspen - S 44 deg. W, 30.4'                                 

GLO BK 

2, P 15

25 49-25 NE
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

4" Tamarack - N 48 deg. E, 32.3'                           

4" Tamarack - S 42 deg. E, 31.0'                         

Book 1, 

Page 133
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25 49-25 NE

3" Tamarack used as corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated                                                                                           
Book 3, 

Page 11

25 49-25 NW
2" sq. capped tube set on c/l highway 

to E and S by R. DeGroot
1991

N & D in 24" Oak - N 10 deg. E, 124.90'              

steel fence post - S 45 deg. E, 37.99'                   

N & D in Power Pole - N 70 deg. W, 38.67'

274224 302879.080 492211.175

25 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Birch - N 52 deg. W, 11.2'                                    

8" Birch - N 04 deg. E, 19.1'                                            

18" Aspen - S 39 deg. E, 20.5'                                 

24" Aspen - S 48 deg. W, 25.7' 

GLO BK 

2, P 14

25 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 21 deg. W, 13.9'                                    

5" Tamarack - N 25 deg. E, 3.3'                                 

GLO BK 

2, P 14

25 49-25 SE
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

3" Tamarack - S 45 deg. W, 17.8'                          

3" Tamarack - N 33 deg. W, 19.8'                         

Book 1, 

Page 133

25 49-25 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack - S 85 deg. E, 18.5'                                   

4" Tamarack - N 63 deg. W, 25.7'                                        

4" Tamarack - N 40 deg. W, 22.4'                                

4" Tamarack - S 75 deg. E, 26.4'

Book 3, 

Page 10

25 49-25 SW

capped 2" sq. tube set 27' E of c/l N-S 

trail and 100' S of E-W Power Line by 

R. DeGroot

1991

N & D in Power Pole - N 28 deg. E, 117.62'         

N & D in 8" Poplar - S 66 deg. E, 67.03'                 

steel fence post - N 80 deg W, 103.76'

274226 297613.521 492159.423

25 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 17 deg. E, 75.9'                                    

5" Tamarack - N 24 deg. W, 108.9'                                            

4" Tamarack - S 56 deg. W, 54.8'                                 

4" Tamarack - S 83 deg. E, 49.5' 

GLO BK 

2, P 13

25 49-25 W 1/4

2" sq. capped tube set on fence line 

from W at W edge drive from N by R. 

DeGroot

1991

N & D in 6" Spruce - S 73 deg. E, 95.48'               

steel fence post - S 07 deg. W, 90.17'                  

N & D in 6" Poplar - S 74 deg. W, 91.25'

274227 300239.509 492180.384

25 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 17 deg. E, 37.6'                                    

6" Tamarack - N 56 deg. W, 54.8'                                 

GLO BK 

2, P 14

26 49-25  
Road Survey in Section by J.N. 

Loucks, County Surveyor 
1911

Runs in N ½ of Section                                       

No Bearings and Distances stated

Book 2, 

Page 16

26 49-25 E 1/4

2" sq. capped tube set on fence line 

from W at W edge drive from N by R. 

DeGroot

1991

N & D in 6" Spruce - S 73 deg. E, 95.48'                 

steel fence post - S 07 deg. W, 90.17'                   

N & D in 6" Poplar - S 74 deg. W, 91.25'

274227 300239.509 492180.384

26 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 17 deg. E, 37.6'                                    

6" Tamarack - N 56 deg. W, 54.8'                                 

GLO BK 

2, P 14

26 49-25 M.C.

M.C. # 67 is on N line NW 1/4 Sec. 26 

and is sq. capped Alum. Mon. set 10' 

N and 42' W of Mississippi River as it 

flows SSW by C. Betley 

1980

SE Cor. of 1-S-F Hse - N 30 deg. E, 54.12'           

SE Cor. Conc. step - N 15 deg. W, 32.57'              

SE Cor. 1-S-Cabin - N 57 deg W, 36.02'

212907  

26 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Mississippi River - 509.5' S of NW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Black Ash - S 87 deg. W, 9.2'                                    

6" Black Ash - N 86 deg. E, 6.6'                                  

GLO BK 

2, P 25

26 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Mississippi River - 290.4' S of NW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - N 80 deg. E, 22.9'                                    

10" Black Ash - N 37 deg. W, 35.6'                                  

GLO BK 

2, P 25

26 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 983.4 W of NE Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Elm - N 57 deg. E, 11.9'                                    

10" Elm - S 00 deg. E, 27.7'                                  

GLO BK 

2, P 27

26 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 1254.0 W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" Elm - S 53 deg. E, 6.6'                                    

10" White Oak - N 25 deg. E, 5.3'                                  

GLO BK 

2, P 27

26 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Mississippi River - 1527.9' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Burr Oak - N 53 deg. W, 9.9'                                    

9" Burr Oak - N 86 deg. E, 15.2'                                  

GLO BK 

2, P 28
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26 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Mississippi River - 1445.4' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - S 05 deg. W, 4.0'                                    

6" Elm - N 77 deg. W, 15.8'                                  

GLO BK 

2, P 28

26 49-25 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River - 786.7' W of N1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Birch - S 30 deg. E, 4.0'                                    

8" Birch - N 80 deg. W, 7.9'                                  

GLO BK 

2, P 28

26 49-25 M.C.

M.C is on N line NW 1/4, on N side of 

Mississippi River - 1144.4' W of N1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
9" White Ash - N 58 deg. W, 5.3'                                    

7" Aspen - N 10 deg. E, 24.4'                                  

GLO BK 

2, P 28

26 49-25 N 1/4

2" sq. capped tube found on fence line 

from S at SE Cor. Woods in meadow 

by R. DeGroot

1991

N & D in 12" B. Elder - N 10 deg. E, 94.48'           

N & D in 4" Ash - S 09 deg. W, 74.86'                   

N & D in 6" Ash - S 73 deg. W, 74.40'

274223 302884.225 489557.347

26 49-25 N 1/4
Took new ties to existing cor. By J.N. 

Loucks, County Surveyor 
1911

10” B. Oak – S 35 deg. E, 28.0'                             

6” Elm – N 30 deg. E, 12.0'

Book 2, 

Page 24

26 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" White Oak - N 15 deg. W, 5.3'                                    

8" Birch - S 67 deg. E, 11.2'                                 

GLO BK 

2, P 28

26 49-25 NE
2" sq. capped tube set on c/l highway 

to E and S by R. DeGroot
1991

N & D in 24" Oak - N 10 deg. E, 124.90'              

steel fence post - S 45 deg. E, 37.99'                  

N & D in Power Pole - N 70 deg. W, 38.67'

274224 302879.080 492211.175

26 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Birch - N 52 deg. W, 11.2'                                    

8" Birch - N 04 deg. E, 19.1'                                            

18" Aspen - S 39 deg. E, 20.5'                                 

24" Aspen - S 48 deg. W, 25.7' 

GLO BK 

2, P 14

26 49-25 NW

2" sq. capped tube set on c/l E-W 

road approx. 75' W of N-S highway by 

R. Thornton

1991

"X" in N end 30" RCP - N 50 deg. E, 62.97'          

N & D in Tele. Ped. - S 50 deg. E, 47.27'               

N & D in 8" B. Elder - S 30 deg. W, 158.05'

269639 302881.531 486889.843

26 49-25 NW
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Balsam – N 44 deg. W, 11.0'                            

10” Maple – S 50 deg. W, 11.0'                             

5” Linden – S 76 deg. E, 47.5'

Book 2, 

Page 24

26 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Birch - N 80 deg. E, 24.4'                                    

8" Birch - N 15 deg. W, 6.6'                                            

9" Birch - S 34 deg. E, 17.8'                                 

5" Birch - S 07 deg. W, 11.9' 

GLO BK 

2, P 25

26 49-25 S 1/4
capped 2" sq. tube set in Woods by R. 

DeGroot
1991

N & D in 15" Ash - N 50 deg. E, 76.81'                   

N & D in 13" Poplar - S 42 deg. E, 83.45'              

N & D in 6" Ash - N 39 deg. W, 74.26'

274228 297604.311 489579.238

26 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Aspen - N 10 deg. E, 64.0'                                    

7" Fir - S 62 deg. E, 8.6'                                 

GLO BK 

2, P 24

26 49-25 SE

capped 2" sq. tube set 27' E of c/l N-S 

trail and 100' S of E-W Power Line by 

R. DeGroot

1991

N & D in Power Pole - N 28 deg. E, 117.62'         

N & D in 8" Poplar - S 66 deg. E, 67.03'               

steel fence post - N 80 deg. W, 103.76'

274226 297613.521 492159.423

26 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 17 deg. E, 75.9'                                    

5" Tamarack - N 24 deg. W, 108.9'                                            

4" Tamarack - S 56 deg. W, 54.8'                                 

4" Tamarack - S 83 deg. E, 49.5' 

GLO BK 

2, P 13

26 49-25 SW
capped 2" sq. tube set 10' E of c/l N-S 

road at c/l road to W by R. DeGroot
1991

N & D in 24" Spruce - N 24 deg. E, 139.76'        

steel fence post - S 32 deg. E, 92.55'                   

1 1/2" pipe on fence line - N 54 deg W, 143.18'

274229 297601.844 486925.463

26 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Yellow Pine - N 05 deg. E, 29.0'                                    

10" Yellow Pine - S 70 deg. W, 29.0'                                            

14" Aspen - S 17 deg. E, 17.2'                                 

12" Aspen - N 84 deg. W, 36.3' 

GLO BK 

2, P 23

26 49-25 W 1/4

2" sq. capped tube set 12' W of c/l 

road in curve at fence lines to E and 

W by R. DeGroot

1991

steel fence post - N 78 deg. E, 110.27'                

N & D in 15" Oak - S 62 deg. E, 132.08'                   

"SADE" Mon. - S 18 deg. W, 187.55'

274225 300240.081 486927.011

26 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9" Birch - N 23 deg. W, 6.6'                                    

7" Birch - S 68 deg. E, 15.2'                                 

GLO BK 

2, P 24

27 49-25 E 1/4

2" sq. capped tube set 12' W of c/l 

road in curve at fence lines to E and 

W by R. DeGroot

1991

steel fence post - N 78 deg. E, 110.27'                   

N & D in 15" Oak - S 62 deg. E, 132.08'              

"SADE" Mon. - S 18 deg. W, 187.55'

274225 300240.081 486927.011
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27 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
9" Birch - N 23 deg. W, 6.6'                                    

7" Birch - S 68 deg. E, 15.2'                                 

GLO BK 

2, P 24

27 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Mississippi River - 509.5' S of NE Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Black Ash - S 87 deg. W, 9.2'                                    

6" Black Ash - N 86 deg. E, 6.6'                                  

GLO BK 

2, P 25

27 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Mississippi River - 290.4' S of NE Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - N 80 deg. E, 22.9'                                    

10" Black Ash - N 37 deg. W, 35.6'                                  

GLO BK 

2, P 25

27 49-25 M.C.

M.C is on S line SW 1/4, on S side of 

Willow River - 535.3' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - S 80 deg. W, 7.9'                                    

10" Elm - N 90 deg. E, 6.6'                                  

GLO BK 

2, P 39

27 49-25 M.C.

M.C is on S line SW 1/4, marked a 7" 

White Pine for corner, on S side of 

Willow River - 964.3' W of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6" Cedar - S 80 deg. E, 5.9'                                    

No other trees near to use for ties                       

GLO BK 

2, P 39

27 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 128.0' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Elm – S 79 deg. E, 21.8'                                       

10” Elm – S 52 deg. E, 4.6'                                       

GLO BK 

2, P 40

27 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
5" Aspen - S 81 deg. E, 27.7'                                    

No other trees near to use for ties                       

GLO BK 

2, P 42

27 49-25 NE
Took new ties to inp. Cor. By E.A.  

Burns, Deputy County Surveyor
1911

10” Balsam – N 44 deg. W, 11.0'                          

10” Maple – S 50 deg. W, 11.0'                             

5” Linden – S 76 deg. E, 47.5'

Book 2, 

Page 24

27 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

7" Birch - N 80 deg. E, 24.4'                                    

8" Birch - N 15 deg. W, 6.6'                                            

9" Birch - S 34 deg. E, 17.8'                                 

5" Birch - S 07 deg. W, 11.9' 

GLO BK 

2, P 25

27 49-25 NE 

2" sq. capped tube set on c/l E-W 

road approx. 75' W of N-S highway by 

R. Thornton

1991

"X" in N end 30" RCP - N 50 deg. E, 62.97'          

N & D in Tele. Ped. - S 50 deg. E, 47.27'             

N & D in 8" B. Elder - S 30 deg. W, 158.05'

269639 302881.531 486889.843

27 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 62 deg. E, 22.4'                                    

10" Tamarack - N 62 deg. W, 15.8'                                            

5" Tamarack - S 08 deg. W, 12.5'                                 

No other tree listed

GLO BK 

2, P 41

27 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 51 deg. E, 11.2'                                    

10" Maple - S 89 deg. E, 8.6'                                 

GLO BK 

2, P 39

27 49-25 SE
capped 2" sq. tube set 10' E of c/l N-S 

road at c/l road to W by R. DeGroot
1991

N & D in 24" Spruce - N 24 deg. E, 139.76'        

steel fence post - S 32 deg. E, 92.55'                    

1 1/2" pipe on fence line - N 54 deg W, 143.18'

274229 297601.844 486925.463

27 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Yellow Pine - N 05 deg. E, 29.0'                                    

10" Yellow Pine - S 70 deg. W, 29.0'                                            

14" Aspen - S 17 deg. E, 17.2'                                 

12" Aspen - N 84 deg. W, 36.3' 

GLO BK 

2, P 23

27 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 88 deg. E, 19.8'                                    

8" Birch - N 83 deg. W, 5.3'                                            

9" Linden - S 08 deg. W, 27.1'                                 

10" Birch - S 77 deg. E, 17.2' 

GLO BK 

2, P 38

27 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Burr Oak - S 62 deg. E, 15.2'                                    

10" Burr Oak - S 55 deg. W, 58.7'                                 

GLO BK 

2, P 40

27 49-25
Road Survey on N line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along N line NW 1/4 of Section                     

No Bearings and distances stated 

Book 1, 

Page 122

28 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Burr Oak - S 62 deg. E, 15.2'                                    

10" Burr Oak - S 55 deg. W, 58.7'                                 

GLO BK 

2, P 40
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28 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 128.0' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Elm – S 79 deg. E, 21.8'                                       

10” Elm – S 52 deg. E, 4.6'                                       

GLO BK 

2, P 40

28 49-25 M.C.

M.C is on S line SE 1/4, on S side of 

Mississippi River - 161.7' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Birch – S 23 deg. E, 15.8'                                       

10” Elm – S 57 deg. W, 11.9'                                       

GLO BK 

2, P 51

28 49-25 M.C.

M.C is on S line SE 1/4, on N side of 

Mississippi River - 605.2' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" White Oak - N 23 deg. E, 38.9'                                    

No other tree near to use for ties               

GLO BK 

2, P 51

28 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Birch – N 00 deg. E, 17.8'                                       

7” Aspen – S 73 deg. E, 11.2'                                       

GLO BK 

2, P 53

28 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 62 deg. E, 22.4'                                    

10" Tamarack - N 62 deg. W, 15.8'                                            

5" Tamarack - S 08 deg. W, 12.5'                                 

No other tree listed

GLO BK 

2, P 41

28 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 83 deg. E, 21.1'                                       

No other trees near to use for ties                                

GLO BK 

2, P 52

28 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Yellow Pine – S 12 deg. W, 27.7'                                       

No other tree near to use for ties                                

GLO BK 

2, P 51

28 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 88 deg. E, 19.8'                                    

8" Birch - N 83 deg. W, 5.3'                                            

9" Linden - S 08 deg. W, 27.1'                                 

10" Birch - S 77 deg. E, 17.2' 

GLO BK 

2, P 38

28 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 40 deg. W, 95.7'                                       

12” Yellow Pine – S 65 deg. E, 56.8'                                       

GLO BK 

2, P 50

28 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 40 deg. W, 28.4'                                       

8” Tamarack – N 58 deg. E, 36.3'                                       

GLO BK 

2, P 52

28 49-25

Road Survey on N-S 1/4 line of 

Section by H.D. Keath, County 

Surveyor 

1913
runs along N-S 1/4 line                                         

Distance and Mag. Var. shown 

Book 1, 

Page 136

28 49-25
Road Survey on N line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along N line of Section                                  

No Bearings and distances stated 

Book 1, 

Page 122

29 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 40 deg. W, 28.4'                                       

8” Tamarack – N 58 deg. E, 36.3'                                       

GLO BK 

2, P 52

29 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Cedar – S 78 deg. E, 8.6'                                       

10” Cedar – N 56 deg. W, 2.6'                                       

GLO BK 

2, P 64

29 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Aspen – S 83 deg. E, 21.1'                                       

No other trees near to use for ties                                

GLO BK 

2, P 52

29 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 39 deg. E, 21.8'                                    

12" Aspen - N 30 deg. W, 20.5'                                            

12" Aspen - S 43 deg. W, 6.6'                                 

12" White Oak - S 12 deg. E, 4.0' 

GLO BK 

2, P 64

29 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 09 deg. W, 17.8'                                       

5” Aspen – N 55 deg. E, 7.9'                                       

GLO BK 

2, P 62

29 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 40 deg. W, 95.7'                                       

12” Yellow Pine – S 65 deg. E, 56.8'                                       

GLO BK 

2, P 50

29 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 24 deg. E, 63.4'                                    

20" White Pine - N 86 deg. W, 54.8'                                            

20" White Pine - S 83 deg. W, 54.8'                                 

No other trees near to use for ties

GLO BK 

2, P 61

29 49-25 W 1/4
Took new ties to existing corner by H. 

D Keath, County Surveyor 
1914

8” Tamarack - N 45 deg E, 21.5'                            

12” Twin Cedar - S 45 deg W, 29.0'              

Book 1, 

Page 194

29 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 01 deg. W, 25.7'                                       

8” Tamarack – S 54 deg. W, 27.7'                                       

GLO BK 

2, P 63
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29 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 29                                     

Distance and Mag. Var. shown 

Book 1, 

Page 166

29 49-25
Road Survey on N line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along N line of Section                                  

No Bearings and distances stated 

Book 1, 

Page 122

30 49-25  
Subdivision of Section 30 by H.D. 

Keath, County Surveyor 
1914

set iron pipe at center of Section                        

Distance and Mag. Var. shown 

Book 1,  

Page 194

30 49-25 E 1/4
Took new ties to existing corner by H. 

D Keath, County Surveyor 
1914

8” Tamarack - N 45 deg E, 21.5'                            

12” Twin Cedar - S 45 deg W, 29.0'              

Book 1, 

Page 194

30 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” Tamarack – S 01 deg. W, 25.7'                                       

8” Tamarack – S 54 deg. W, 27.7'                                       

GLO BK 

2, P 63

30 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 579.5' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Birch – N 40 deg. W, 4.0'                                       

8" White Pine - S 23 deg. W, 13.2'                         

GLO BK 

2, P 66

30 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 681.8' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5” Burr Oak – N 64 deg. E, 16.5'                                       

8" Burr Oak - S 36 deg. E, 15.8'                         

GLO BK 

2, P 66

30 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 1291.6' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8” Ash – N 09 deg. E, 15.8'                                       

10" Ash - N 51 deg. W, 5.3'                         

GLO BK 

2, P 66

30 49-25 M.C.

M.C is on N line NE 1/4, on W side of 

Willow River - 341.9' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6” Ash – N 32 deg. E, 27.7'                                       

10" Ash - S 78 deg. W, 14.5'                         

GLO BK 

2, P 66

30 49-25 M.C.

M.C is on N line NE 1/4, on E side of 

Willow River - 199.3' W of NE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Burr Oak – N 75 deg. W, 11.9'                                       

12" Burr Oak - S 42 deg. E, 10.6'                         

GLO BK 

2, P 66

30 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 1489.0' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
6" Maple - S 15 deg. E, 40.0'                                    

8" White Ash - S 50 deg. E, 11.2'                                           

GLO BK 

2, P 2

30 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Willow River - 1607.8' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
10" Yellow Pine - N 61 deg. E, 4.0'                                    

10" Elm - N 09 deg. W, 17.2'                                           

GLO BK 

2, P 2

30 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 1782.0' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
8" Burr Oak - N 24 deg. E, 21.1'                                    

7" Burr Oak - N 34 deg. W, 11.9'                                           

GLO BK 

2, P 2

30 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Willow River - 1897.5' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
16" White Pine - S 20 deg. W, 85.8'                                    

7" Willow - S 80 deg. E, 4.6'                                           

GLO BK 

2, P 2

30 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Willow River - 2442.0' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
16" Elm - N 84 deg. W, 52.1'                                    

No other trees listed                                         

GLO BK 

2, P 3
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30 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Willow River - 2567.4' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
16" Maple - S 56 deg. W, 7.3'                                    

18" Maple - S 15 deg. E, 12.5'                                  

GLO BK 

2, P 3

30 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8” Tamarack – N 39 deg. E, 27.7'                                       

10” Tamarack – S 11 deg. E, 23.8'                                       

GLO BK 

2, P 65

30 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 39 deg. E, 21.8'                                    

12" Aspen - N 30 deg. W, 20.5'                                            

12" Aspen - S 43 deg. W, 6.6'                                 

12" White Oak - S 12 deg. E, 4.0' 

GLO BK 

2, P 64

30 49-25 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

30 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

12" Tamarack - N 19 deg. E, 25.1'                                           

5" Spruce - N 21 deg. W, 28.4'                                 

6" Tamarack - S 70 deg. W, 3.3' 

GLO BK 

2, P 3

30 49-25 S 1/4
Set new 4” W. Oak post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Baumegiliad - N 45 W, 48.8'                             

12” Poplar – N 45 deg E, 38.9'                            

Book 1, 

Page 166

30 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Spruce – N 05 deg. E, 22.4'                                       

No other trees near to use for ties                                  

GLO BK 

2, P 63

30 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 24 deg. E, 63.4'                                    

20" White Pine - N 86 deg. W, 54.8'                                            

20" White Pine - S 83 deg. W, 54.8'                                 

No other trees near to use for ties

GLO BK 

2, P 61

30 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

16" White Pine - N 34 deg. W, 7.9'                                    

12" White Pine - N 81 deg. E, 48.8'                                           

12" White Pine - S 82 deg. E, 45.5'                                 

5" Aspen - S 62 deg. W, 46.9' 

GLO BK 

2, P 2

30 49-25 W 1/4
Set 1” iron pipeand took new ties by 

H.D. Keath, County Surveyor
1914

12” Basswood - S 45 deg E, 3.0'                             

24” Oak stump - S 45 deg W, 8.6'              

Book 1, 

Page 194

30 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
14" Swamp Oak - S 65 deg. W, 8.6'                                    

8" Elm - N 67 deg. E, 11.9'                                           

GLO BK 

2, P 3

30 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 30                                     

Distance and Mag. Var. shown 

Book 1, 

Page 166

30 49-25
Road Survey on N line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs along N line of Section                                  

No Bearings and distances stated 

Book 1, 

Page 122

31 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” White Ash – N 62 deg. E, 7.3'                                       

8” Black Ash – S 45 deg. W, 7.9'                                       

GLO BK 

2, P 61

31 49-25 M.C.

M.C is on E line SE 1/4, on S side of 

Mississippi River - 2362.8' N of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – S 50 deg. E, 7.9'                                      

20" Maple - N 01 deg. E, 19.1'                         

GLO BK 

2, P 61

31 49-25 M.C.

M.C is on E line SE 1/4, on N side of 

Mississippi River - 19.1' S of E1/4 Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Elm – S 76 deg. W, 11.2'                                      

8" Elm - N 02 deg. E, 15.2'                         

GLO BK 

2, P 61

31 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Mississipi River - 300.3' N of SW Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
18" Elm - N 42 deg. E, 71.3'                                    

16" Elm - S 70 deg. W, 51.5'                                           

GLO BK 

2, P 1

31 49-25 M.C.

M.C is on S line SE 1/4, on E side 

Mississippi River - 2620.2' W of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Pin Oak - N 62 deg. E, 31.0'                                                      

10" Linden - S 64 deg. E, 19.1'                                                   

GLO BK 

2, P 16
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31 49-25 M.C.

M.C is on S line SW 1/4, on W side 

Mississippi River - 2423.5' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" Pin Oak - N 62 deg. E, 51.5'                                                      

18" Elm - S 55 deg. W, 48.2'                                                   

GLO BK 

2, P 16

31 49-25 M.C.

M.C is on S line SW 1/4, on E side 

Mississippi River - 377.5' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 36 deg. E, 93.7'                                                      

14" Pin Oak - N 31 deg. E, 109.6'                                                   

GLO BK 

2, P 16

31 49-25 M.C.

M.C is on S line SW 1/4, on W side 

Mississippi River - 47.5' E of SW Cor. - 

marked an 8" Black Ash for corner as 

part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
12" Black Ash - N 68 deg. W, 5.9'                                                      

10" Black Ash - S 01 deg. E, 15.2'                                                   

GLO BK 

2, P 17

31 49-25 N 1/4
Set new 4” W. Oak post and took new 

ties by H.D. Keath, County Surveyor
1913

10” Baumegiliad - N 45 W, 48.8'                             

12” Poplar – N 45 deg E, 38.9'                            

Book 1, 

Page 166

31 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12” Spruce – N 05 deg. E, 22.4'                                       

No other trees near to use for ties                                  

GLO BK 

2, P 63

31 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 24 deg. E, 63.4'                                    

20" White Pine - N 86 deg. W, 54.8'                                            

20" White Pine - S 83 deg. W, 54.8'                                 

No other trees near to use for ties

GLO BK 

2, P 61

31 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

16" White Pine - N 34 deg. W, 7.9'                                    

12" White Pine - N 81 deg. E, 48.8'                                           

12" White Pine - S 82 deg. E, 45.5'                                 

5" Aspen - S 62 deg. W, 46.9' 

GLO BK 

2, P 2

31 49-25 S 1/4

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

31 49-25 SE

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

31 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

36" Elm - N 46 deg. E, 12.5'                                    

12" Linden - S 35 deg. W, 37.0'                                           

40" White Birch - N 55 deg. W, 21.8'                                 

12" Spruce - S 36 deg. E, 31.7' 

GLO BK 

2, P 15

31 49-25 SW
New post set 3' South of actual corner 

by Fred Heuer, County Surveyor
1922

16” Baumegiliad – S 45 deg. W, 38.0'                   

14” White Ash – S 45 deg. E, 54.5'

Book 1, 

Page 377

31 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Elm - N 32 deg. W, 7.3'                                    

16" Elm - S 03 deg. E, 19.8'                                           

14" Elm - N 78 deg. W, 18.5'                                 

12" Black Ash - S 42 deg. E, 47.5' 

GLO BK 

2, P 23

31 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
12” White Birch – S 30 deg. W, 31.7'                                       

8” Tamarack – N 53 deg. E, 37.6'                                       

GLO BK 

2, P 1

31 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 31                                     

Distance and Mag. Var. shown 

Book 1, 

Page 166

31 49-25
Road Survey in Section 31 by F.J. 

O'Hara, County Surveyor 
1909

Road is in SW 1/4 of Section 31.                        

Distances only shown

Book 1, 

Page 101

32 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Birch – N 75 deg. E, 11.9'                                       

8” Fir – N 65 deg. W, 13.2'                                       

GLO BK 

2, P 49

32 49-25 M.C.

M.C is on E line NE 1/4, on S side of 

Mississippi River - 23.1' N of E1/4 Cor. 

- set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – N 60 deg. W, 21.8'                                       

12” Elm – S 35 deg. E, 12.5'                                       

GLO BK 

2, P 50

32 49-25 M.C.

M.C is on E line NE 1/4, on N side of 

Mississippi River - 665.9' N of E1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Burr Oak - N 65 deg. E, 16.5'                                    

No other tree near to use for ties               

GLO BK 

2, P 50
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32 49-25 M.C.

M.C is on W line SW 1/4, on S side of 

Mississippi River - 2362.8' N of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – S 50 deg. E, 7.9'                                      

20" Maple - N 01 deg. E, 19.1'                         

GLO BK 

2, P 61

32 49-25 M.C.

M.C is on W line SW 1/4, on N side of 

Mississippi River - 19.1' S of W1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7” Elm – S 76 deg. W, 11.2'                                      

8" Elm - N 02 deg. E, 15.2'                         

GLO BK 

2, P 61

32 49-25 M.C.

M.C is on S line SW 1/4, on E side 

Mississippi River - 310.2' W of S 1/4 

Cor. - marked a White Birch for corner 

as part of original Government Land 

Office Survey by Oscar E. Garrison, 

U.S. Deputy Surveyor

1865
8" White Birch - S 11 deg. E, 18.5'                                                      

38" White Pine - N 47 deg. E, 35.6'                                                   

GLO BK 

2, P 15

32 49-25 M.C.

M.C is on S line SW 1/4, on W side 

Mississippi River - 528.0' W of S 1/4 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Elm - N 32 deg. W, 6.6'                                                      

10" Elm - S 66 deg. W, 27.1'                                                   

GLO BK 

2, P 15

32 49-25 M.C.

M.C is on S line SW 1/4, on E side 

Mississippi River - 660.0' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
45" Maple - S 39 deg. E, 8.6'                                                      

10" Maple - N 06 deg. W, 5.3'                                                   

GLO BK 

2, P 15

32 49-25 M.C.

M.C is on S line SW 1/4, on W side 

Mississippi River - 389.4' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
18" White Birch - N 10 deg. E, 5.3'                                                      

12" Spruce - S 61 deg. W, 18.5'                                                   

GLO BK 

2, P 15

32 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6” Aspen – N 09 deg. W, 17.8'                                       

5” Aspen – N 55 deg. E, 7.9'                                       

GLO BK 

2, P 62

32 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 40 deg. W, 95.7'                                       

12” Yellow Pine – S 65 deg. E, 56.8'                                       

GLO BK 

2, P 50

32 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 24 deg. E, 63.4'                                    

20" White Pine - N 86 deg. W, 54.8'                                            

20" White Pine - S 83 deg. W, 54.8'                                 

No other trees near to use for ties

GLO BK 

2, P 61

32 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
16" White Birch - S 31 deg. W, 18.5'                                    

12" White Birch - N 11 deg. W, 17.2'                                                                                  

GLO BK 

2, P 14

32 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Spruce - N 77 deg. W, 25.7'                                    

5" Spruce - N 03 deg. E, 4.6'                                           

10" Spruce - S 02 deg. W, 66.0'                                 

14" White Birch - S 20 deg. E, 47.5' 

GLO BK 

2, P 14

32 49-25 SW

1 1/4” Iron pipe (well point) set at 

corner by H.D. Keath, County 

Surveyor

1930 Did not take new ties  
Book 1, 

Page 445

32 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

36" Elm - N 46 deg. E, 12.5'                                    

12" Linden - S 35 deg. W, 37.0'                                           

40" White Birch - N 55 deg. W, 21.8'                                 

12" Spruce - S 36 deg. E, 31.7' 

GLO BK 

2, P 15

32 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
7” White Ash – N 62 deg. E, 7.3'                                       

8” Black Ash – S 45 deg. W, 7.9'                                       

GLO BK 

2, P 61

32 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 32                                     

Distance and Mag. Var. shown 

Book 1, 

Page 166

33 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 10 deg. W, 23.1'                                    

10" Birch - S 83 deg. E, 19.1'                                 

GLO BK 

2, P 38
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33 49-25 M.C.

M.C is on W line NW 1/4, on S side of 

Mississippi River - 23.1' N of W1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Elm – N 60 deg. W, 21.8'                                       

12” Elm – S 35 deg. E, 12.5'                                       

GLO BK 

2, P 50

33 49-25 M.C.

M.C is on W line NW 1/4, on N side of 

Mississippi River - 665.9' N of W1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Burr Oak - N 65 deg. E, 16.5'                                    

No other tree near to use for ties               

GLO BK 

2, P 50

33 49-25 M.C.

M.C is on N line NE 1/4, on S side of 

Mississippi River - 161.7' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10” Birch – S 23 deg. E, 15.8'                                       

10” Elm – S 57 deg. W, 11.9'                                       

GLO BK 

2, P 51

33 49-25 M.C.

M.C is on N line NE 1/4, on N side of 

Mississippi River - 605.2' W of NE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" White Oak - N 23 deg. E, 38.9'                                    

No other tree near to use for ties               

GLO BK 

2, P 51

33 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 88 deg. E, 19.8'                                    

8" Birch - N 83 deg. W, 5.3'                                            

9" Linden - S 08 deg. W, 27.1'                                 

10" Birch - S 77 deg. E, 17.2' 

GLO BK 

2, P 38

33 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
15” Yellow Pine – N 40 deg. W, 95.7'                                       

12” Yellow Pine – S 65 deg. E, 56.8'                                       

GLO BK 

2, P 50

33 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
15" Cedar - S 10 deg. W, 16.5'                                    

15" Cedar - N 85 deg. E, 7.9'                                           

GLO BK 

2, P 9

33 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 70 deg. W, 9.2'                                    

5" Tamarack - N 47 deg. E, 21.1'                                                                                  

GLO BK 

2, P 13

33 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Tamarack - N 14 deg. W, 21.8'                                    

8" Tamarack - N 69 deg. E, 38.3'                                           

6" Tamarack - S 73 deg. E, 23.8'                                 

5" Tamarack - S 68 deg. W, 21.8' 

GLO BK 

2, P 13

33 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Spruce - N 77 deg. W, 25.7'                                    

5" Spruce - N 03 deg. E, 4.6'                                           

10" Spruce - S 02 deg. W, 66.0'                                 

14" White Birch - S 20 deg. E, 47.5' 

GLO BK 

2, P 14

33 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10” Birch – N 75 deg. E, 11.9'                                       

8” Fir – N 65 deg. W, 13.2'                                       

GLO BK 

2, P 49

33 49-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on E line of SE ¼ of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 234

33 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

in NE and SW 1/4 of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 137

34 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 28 deg. W, 2.6'                                    

9" Maple - S 68 deg. W, 7.3'                                 

GLO BK 

2, P 23

34 49-25 M.C.

M.C is on N line NW 1/4, on S side of 

Willow River - 535.3' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Elm - S 80 deg. W, 7.9'                                    

10" Elm - N 90 deg. E, 6.6'                                  

GLO BK 

2, P 39

34 49-25 M.C.

M.C is on N line NW 1/4, marked a 7" 

White Pine for corner, on S side of 

Willow River - 964.3' W of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6" Cedar - S 80 deg. E, 5.9'                                    

No other trees near to use for ties                       

GLO BK 

2, P 39

34 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 51 deg. E, 11.2'                                    

10" Maple - S 89 deg. E, 8.6'                                 

GLO BK 

2, P 39

Page 705 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

34 49-25 NE
capped 2" sq. tube set 10' E of c/l N-S 

road at c/l road to W by R. DeGroot
1991

N & D in 24" Spruce - N 24 deg. E, 139.76'        

steel fence post - S 32 deg. E, 92.55'                    

1 1/2" pipe on fence line - N 54 deg W, 143.18'

274229 297601.844 486925.463

34 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Yellow Pine - N 05 deg. E, 29.0'                                    

10" Yellow Pine - S 70 deg. W, 29.0'                                            

14" Aspen - S 17 deg. E, 17.2'                                 

12" Aspen - N 84 deg. W, 36.3' 

GLO BK 

2, P 23

34 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 88 deg. E, 19.8'                                    

8" Birch - N 83 deg. W, 5.3'                                            

9" Linden - S 08 deg. W, 27.1'                                 

10" Birch - S 77 deg. E, 17.2' 

GLO BK 

2, P 38

34 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
6" Tamarack - N 45 deg. E, 13.9'                                    

4" Tamarack - S 17 deg. E, 4.6'                                                                                  

GLO BK 

2, P 13

34 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 02 deg. E, 431.0'                                    

12" Tamarack - N 02 deg. W, 342.5'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 12

34 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

5" Tamarack - N 14 deg. W, 21.8'                                    

8" Tamarack - N 69 deg. E, 38.3'                                           

6" Tamarack - S 73 deg. E, 23.8'                                 

5" Tamarack - S 68 deg. W, 21.8' 

GLO BK 

2, P 13

34 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 10 deg. W, 23.1'                                    

10" Birch - S 83 deg. E, 19.1'                                 

GLO BK 

2, P 38

34 49-25
Road Survey in Section by H. D. 

Keath, County Surveyor 
1915

Is on W line of SW ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 234

34 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on E line of Section 34                                     

No Distance or Mag. Var. shown 

Book 1, 

Page 156

34 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on W line NW 1/4 of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 137

35 49-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 82 deg. E, 78.5'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 13

35 49-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 321.4' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
10" Maple - N 68 deg. W, 6.6'                                    

12" Black Oak - S 32 deg. W, 23.8'                                  

GLO BK 

2, P 11

35 49-25 N 1/4
capped 2" sq. tube set in Woods by R. 

DeGroot
1991

N & D in 15" Ash - N 50 deg. E, 76.81'                   

N & D in 13" Poplar - S 42 deg. E, 83.45'             

N & D in 6" Ash - N 39 deg. W, 74.26'

274228 297604.311 489579.238

35 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
12" Aspen - N 10 deg. E, 64.0'                                    

7" Fir - S 62 deg. E, 8.6'                                 

GLO BK 

2, P 24

35 49-25 NE

capped 2" sq. tube set 27' E of c/l N-S 

trail and 100' S of E-W Power Line by 

R. DeGroot

1991

N & D in Power Pole - N 28 deg. E, 117.62'         

N & D in 8" Poplar - S 66 deg. E, 67.03'                 

steel fence post - N 80 deg W, 103.76'

274226 297613.521 492159.423

35 49-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 17 deg. E, 75.9'                                    

5" Tamarack - N 24 deg. W, 108.9'                                            

4" Tamarack - S 56 deg. W, 54.8'                                 

4" Tamarack - S 83 deg. E, 49.5' 

GLO BK 

2, P 13

35 49-25 NW
capped 2" sq. tube set 10' E of c/l N-S 

road at c/l road to W by R. DeGroot
1991

N & D in 24" Spruce - N 24 deg. E, 139.76'        

steel fence post - S 32 deg. E, 92.55'                    

1 1/2" pipe on fence line - N 54 deg W, 143.18'

274229 297601.844 486925.463

35 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

15" Yellow Pine - N 05 deg. E, 29.0'                                    

10" Yellow Pine - S 70 deg. W, 29.0'                                            

14" Aspen - S 17 deg. E, 17.2'                                 

12" Aspen - N 84 deg. W, 36.3' 

GLO BK 

2, P 23

35 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - S 21 deg. E, 3.3'                                    

3" Tamarack - N 61 deg. W, 36.3'                                                                                  

GLO BK 

2, P 12

35 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 61 deg. E, 73.9'                                               

no other trees near to use for ties

GLO BK 

2, P 12

35 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Aspen - N 02 deg. E, 431.0'                                    

12" Tamarack - N 02 deg. W, 342.5'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 12
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35 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 28 deg. W, 2.6'                                    

9" Maple - S 68 deg. W, 7.3'                                 

GLO BK 

2, P 23

35 49-25
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on W line of Section 35                                     

No Distance or Mag. Var. shown 

Book 1, 

Page 156

36 49-25 E 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No trees near to use for ties                                                                                                
Book 3, 

Page 10

36 49-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 21 deg. W, 13.9'                                    

5" Tamarack - N 25 deg. E, 3.3'                                 

GLO BK 

2, P 14

36 49-25 NE
New post set for cor by H.W. Haugen, 

Deputy County Surveyor
1912

3" Tamarack - S 45 deg. W, 17.8'                           

3" Tamarack - N 33 deg. W, 19.8'                         

Book 1, 

Page 133

36 49-25 NE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

4” Tamarack - S 85 deg. E, 18.5'                                   

4" Tamarack - N 63 deg. W, 25.7'                                        

4" Tamarack - N 40 deg. W, 22.4'                                

4" Tamarack - S 75 deg. E, 26.4'

Book 3, 

Page 10

36 49-25 NW

capped 2" sq. tube set 27' E of c/l N-S 

trail and 100' S of E-W Power Line by 

R. DeGroot

1991

N & D in Power Pole - N 28 deg. E, 117.62'          

N & D in 8" Poplar - S 66 deg. E, 67.03'               

steel fence post - N 80 deg. W, 103.76'

274226 297613.521 492159.423

36 49-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 17 deg. E, 75.9'                                    

5" Tamarack - N 24 deg. W, 108.9'                                            

4" Tamarack - S 56 deg. W, 54.8'                                 

4" Tamarack - S 83 deg. E, 49.5' 

GLO BK 

2, P 13

36 49-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
3" Tamarack - N 74 deg. W, 20.5'                                    

6" Tamarack - S 65 deg. W, 16.5'                                                                                  

GLO BK 

2, P 12

36 49-25 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Spruce - N 50 deg. W, 286.4'                                    

4" Tamarack - N 53 deg. E, 46.2'                                          

no other trees available to use for ties                                         

GLO BK 

2, P 11

36 49-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865
8" Tamarack - N 61 deg. E, 73.9'                                               

no other trees near to use for ties

GLO BK 

2, P 12

36 49-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O. Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 82 deg. E, 78.5'                                    

No other trees near to use for ties                                  

GLO BK 

2, P 13

36 49-25
Road Survey in Section 36 by F.J. 

O'Hara, County Surveyor 
1909

Road is in S 1/2 of Section 36.                        

Distances only shown

Book 1, 

Page 101

1 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
5" Birch - N 30 deg. W, 8.6'                                    

4" Maple - S 35 deg. E, 9.2'                                           

GLO BK 

2, P 7

1 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Tamarack - N 82 deg. E, 13.9'                                                      

5" Tamarack - S 79 deg. W, 5.9'                         

GLO BK 

1, P 1

1 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

5" Spruce - S 49 deg. E, 9.2'                                    

5" Fir - N 65 deg. E, 13.9'                                            

8" Birch - N 41 deg. W, 15.8'                                 

8" Fir - S 39 deg. W, 23.8' 

GLO BK 

2, P 5

1 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 47 deg. E, 128.0'                                                      

5" Spruce - S 05 deg. W, 214.5'                      

No other trees near to use for ties           

GLO BK 

1, P 1

1 49-26 S 1/4

13" Aspen marked for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Aspen - S 14 deg. E, 10.6'                                                      

10" Spruce - N 36 deg. W, 14.5'                         

GLO BK 

1, P 23

1 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

10" White Pine - S 45 deg. W, 12.5'                                    

10" White Pine - S 28 deg. E, 15.8'                                            

10" Spruce - N 06 deg. W, 27.1'                                 

6" Tamarack - N 31 deg. E, 17.8' 

GLO BK 

2, P 6

1 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - N 59 deg. W, 5.3'                                                      

5" Tamarack - N 50 deg. E, 4.6'                      

3" Spruce - S 29 deg. E, 7.3'                                                    

no other tree listed for ties 

GLO BK 

1, P 22

1 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Aspen - N 49 deg. E, 16.5'                                                      

3" Aspen - S 86 deg. W, 12.5'                         

GLO BK 

1, P 24
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2 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Aspen - N 49 deg. E, 16.5'                                                      

3" Aspen - S 86 deg. W, 12.5'                         

GLO BK 

1, P 24

2 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Birch - S 83 deg. E, 21.8'                                                      

6" Birch - N 85 deg. E, 23.1'                         

GLO BK 

1, P 2

2 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 47 deg. E, 128.0'                                                      

5" Spruce - S 05 deg. W, 214.5'                      

No other trees near to use for ties           

GLO BK 

1, P 1

2 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Tamarack - S 82 deg. E, 19.1'                                                      

4" Tamarack - N 62 deg. W, 7.9'                      

3" Tamarack - N 41 deg. W, 49.5'                                                          

No other tree near to use for tiesse for ties           

GLO BK 

1, P 2

2 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Elm - N 76 deg. W, 15.2'                                                      

6" Birch - S 73 deg. W, 4.7'                         

GLO BK 

1, P 35

2 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - N 59 deg. W, 5.3'                                                      

5" Tamarack - N 50 deg. E, 4.6'                      

3" Spruce - S 29 deg. E, 7.3'                                                    

no other tree listed for ties 

GLO BK 

1, P 22

2 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Basswood - N 29 deg. W, 13.2'                                                      

10" Basswood - S 47 deg. E, 9.9'                      

10" Maple - N 13 deg. E, 7.9'                                                         

12" Aspen - S 34 deg. W, 22.4'

GLO BK 

1, P 34

2 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Tamarack - N 60 deg. E, 3.3'                                                      

6" Tamarack - S 80 deg. W, 4.6'                         

GLO BK 

1, P 36

3 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Tamarack - N 60 deg. E, 3.3'                                                      

6" Tamarack - S 80 deg. W, 4.6'                         

GLO BK 

1, P 36

3 49-26 M.C.

M.C is on S line SE 1/4, on E side of 

Sitas Lake - 666.6' W of SE Cor. - set 

wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 47

3 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Birch - S 12 deg. W, 3.3'                                                      

6" Birch - N 74 deg. W, 13.2'                         

GLO BK 

1, P 3

3 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Tamarack - S 82 deg. E, 19.1'                                                      

4" Tamarack - N 62 deg. W, 7.9'                      

3" Tamarack - N 41 deg. W, 49.5'                                                          

No other tree near to use for tiesse for ties           

GLO BK 

1, P 2

3 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" White Cedar - S 85 deg. E, 105.6'                                                      

34" White Pine - S 02 deg. W, 571.6'                      

No other trees near to use for ties           

GLO BK 

1, P 3

3 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - N 81 deg. W, 227.7'                                                      

3" Tamarack - S 85 deg. W, 199.3'                                                             

GLO BK 

1, P 47

3 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Basswood - N 29 deg. W, 13.2'                                                      

10" Basswood - S 47 deg. E, 9.9'                      

10" Maple - N 13 deg. E, 7.9'                                                         

12" Aspen - S 34 deg. W, 22.4'

GLO BK 

1, P 34

3 49-26 SW
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

10" Cedar - N 54 deg. E, 33.00'                            

8" Cedar - S 26 deg. W, 21.80'                             

14" Cedar w/scribing - N 43 deg. W, 4.85'

265887  

3 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Cedar - S 80 deg. E, 8.6'                                                      

8" Spruce - N 00 deg. E, 12.5'                            

No other trees near to use for ties

GLO BK 

1, P 46

3 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48
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4 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

4 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

4 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" White Cedar - S 85 deg. E, 105.6'                                                      

34" White Pine - S 02 deg. W, 571.6'                      

No other trees near to use for ties           

GLO BK 

1, P 3

4 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

4 49-26 S 1/4
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

8" Balsam - N 35 deg. E, 11.21'                             

12" Balsam - S 40 deg. E, 22.83'                        

10" Balsam - N 25 deg. W, 19.30'

265888

4 49-26 S 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

12” Balsam - S 45 deg W, 35.6'                            

18” Poplar - N 45 deg W, 22.7'              

Book 1, 

Page 195

4 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Fir - S 08 deg. E, 9.2'                                                      

5" Aspen - N 72 deg. E, 8.6'                                                             

GLO BK 

1, P 55

4 49-26 SE
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

10" Cedar - N 54 deg. E, 33.00'                            

8" Cedar - S 26 deg. W, 21.80'                             

14" Cedar w/scribing - N 43 deg. W, 4.85'

265887  

4 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Cedar - S 80 deg. E, 8.6'                                                      

8" Spruce - N 00 deg. E, 12.5'                            

No other trees near to use for ties

GLO BK 

1, P 46

4 49-26 SW
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

7" B. Ash - N 52 deg. E, 17.80'                                

8" B. Ash - N 70 deg. W, 30.15'                            

8" B. Ash - N 36 deg. W, 27.50'

265990

4 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

(?)" Yellow Pine - S 88 deg. E, 323.4'                                                      

(?)" Yellow Pine - N 87 deg. E, 331.2'                    

no other trees near to use for ties                                                     

GLO BK 

1, P 54

4 49-26 W 1/4
Set new 4” Poplar post and took new 

ties by H.D. Keath, County Surveyor
1913

5” Poplar – N 45 deg W, 22.4'                             

10” Poplar - S 45 deg W, 29.0'

Book 1, 

Page 164

4 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 22 deg. E, 27.1'                                                      

no other trees near to use for ties                                                   

GLO BK 

1, P 55

5 49-26 E 1/4
Set new 4” Poplar post and took new 

ties by H.D. Keath, County Surveyor
1913

5” Poplar – N 45 deg W, 22.4'                             

10” Poplar - S 45 deg W, 29.0'

Book 1, 

Page 164

5 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Pine - N 22 deg. E, 27.1'                                                      

no other trees near to use for ties                                                   

GLO BK 

1, P 55

5 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties, all burnt
GLO BK 

1, P 5

5 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

5 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Black Pine - N 69 deg. E, 92.4'                                                      

14" Yellow Pine - N 20 deg. W, 118.8'                      

16" White Pine - S 01 deg. W, 445.5'                                                    

12" Yellow Pine - S 01 deg. E, 505.6'           

GLO BK 

1, P 5

5 49-26 S 1/4
Set new 4” Poplar post and took new 

ties by H.D. Keath, County Surveyor
1913 10”W. Pine - S 45 deg W, 69.3'                            

Book 1, 

Page 164

5 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
24" Pine - N 61 deg. W, 25.1'                                                      

6" Birch - S 63 deg. E, 27.1'                                                             

GLO BK 

1, P 68

5 49-26 SE
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

7" B. Ash - N 52 deg. E, 17.80'                                

8" B. Ash - N 70 deg. W, 30.15'                              

8" B. Ash - N 36 deg. W, 27.50'

265990
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5 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

(?)" Yellow Pine - S 88 deg. E, 323.4'                                                      

(?)" Yellow Pine - N 87 deg. E, 331.2'                    

no other trees near to use for ties                                                     

GLO BK 

1, P 54

5 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Yellow Pine - S 01 deg. E, 607.2'                                                      

8" Yellow Pine - S 01 deg. W, 619.7'                        

no other ties stated                                                    

GLO BK 

1, P 67

5 49-26 W 1/4
Set new 4” Tamarack post and took 

new ties by H.D. Keath, Co. Surveyor
1913

1 1/2” Y. Pine – N 45 deg E,  87.3'                        

10” Y. Pine – S 45 deg E, 79.2'

Book 1, 

Page 164

5 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 15 deg. W, 20.5'                                                      

5" Tamarack - S 12 deg. E, 37.0'                                                             

GLO BK 

1, P 69

5 49-26
Subdivision of Section 5 by H.D. 

Keath, County Surveyor 
1913

Subd. entire Sec., set new posts at some cors.     

Mag. Var. and distances shown 

Book 1, 

Page 164

6 49-26 E 1/4

Set new 4” Tamarack post and took 

new ties by H.D. Keath, County 

Surveyor

1913
1 1/2” Y. Pine – N 45 deg E,  87.3'                        

10” Y. Pine – S 45 deg E, 79.2'

Book 1, 

Page 164

6 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 15 deg. W, 20.5'                                                      

5" Tamarack - S 12 deg. E, 37.0'                                                             

GLO BK 

1, P 69

6 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - N 78 deg. E, 15.8'                                                      

4" Fir - S 27 deg. W, 5.9'                         

GLO BK 

1, P 6

6 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Black Pine - N 69 deg. E, 92.4'                                                      

14" Yellow Pine - N 20 deg. W, 118.8'                      

16" White Pine - S 01 deg. W, 445.5'                                                    

12" Yellow Pine - S 01 deg. E, 505.6'           

GLO BK 

1, P 5

6 49-26 NW
3/4" capped iron pipe set in woods by 

T. Betley
1990

3" Aspen - N 24 deg. E, 9.47'                                

2" Aspen - S 43 deg. E, 13.78'                              

2" Aspen - S 43 deg. W, 10.34'

265993

6 49-26 NW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

14” Poplar – N 45 deg. W, 38.4'                          

12” Poplar – S 45 deg. W, 59.5'                            

6” Poplar – N 45 deg. E, 64.2'

Book 1, 

Page 409

6 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 77 deg. W, 13.9'                                                      

12" Aspen - N 42 deg. W, 12.5'                      

10" White Birch - N 20 deg. E, 26.4'                                                    

8" Maple - S 71 deg. E, 33.0'           

GLO BK 

1, P 12

6 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 70

6 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Yellwo Pine - S 01 deg. E, 607.2'                                                      

8" Yellow Pine - S 01 deg. W, 619.7'                        

no other ties stated                                                    

GLO BK 

1, P 67

6 49-26 SW
3/4" iron found at c/l-c/l roads N-S-E-

W by T. Betley
1990

Power pole - N 26 deg. E, 37.79'                          

8" Aspen - S 46 deg. E, 76.31'                              

8" Ash - S 36 deg. W, 84.28'

265994

6 49-26 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1926

8” Tamarack – S 45 deg. W, 72.5'                         

10” Poplar – S 45 deg. E, 56.5'      

Book 1, 

Page 409

6 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - S 78 deg. E, 11.9'                                                      

no other trees near to use for ties                 

GLO BK 

1, P 11

6 49-26 W 1/4
4"x4" conc. Mon. found in woods at 

fence line to the W by T. Betley 
1990

7" Aspen - N 57 deg. E, 2.99'                               

8" Aspen - S 31 deg. W, 2.75'                                 

5" Aspen - N 75 deg. W, 6.39'

265991

6 49-26 W 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

6 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 76 deg. W, 19.8'                                                      

14" White Birch - N 86 deg. E, 9.9'                         

GLO BK 

1, P 12

7 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Maple - N 54 deg. E, 3.3'                                                      

18" Aspen - S 45 deg. W, 5.9'                                                             

GLO BK 

1, P 67

7 49-26 M.C.

M.C. is on W line SW 1/4 Sec. 7 and 

is a 3/4" iron Mon. set just N of 

Esquagamah Lake by D. Rieke

1970

10" Poplar - 40.10' NE                                            

11" Oak - 14.06' NW                                            

6" Elm - 25.50' NW

194658
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7 49-26 M.C.

M.C is on E line SE 1/4, on E side of 

Esquagamah Lake - 485.1' N of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
10" Aspen - N 21 deg. W, 13.2'                                                      

5" Aspen - N 85 deg. E, 6.6'                                                             

GLO BK 

1, P 67

7 49-26 M.C.

M.C is on W line SW 1/4, on N side of 

Esquagamah Lake - 1014.4' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Spruce - N 03 deg. E, 15.8'                                                      

8" Spruce - S 90 deg. W, 16.5'                                                             

GLO BK 

1, P 11

7 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 no trees near to use for ties
GLO BK 

1, P 70

7 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Yellow Pine - S 01 deg. E, 607.2'                                                      

8" Yellow Pine - S 01 deg. W, 619.7'                        

no other ties stated                                                    

GLO BK 

1, P 67

7 49-26 NW
3/4" iron found at c/l-c/l roads N-S-E-

W by T. Betley
1990

Power pole - N 26 deg. E, 37.79'                           

8" Aspen - S 46 deg. E, 76.31'                              

8" Ash - S 36 deg. W, 84.28'

265994

7 49-26 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1926

8” Tamarack – S 45 deg. W, 72.5'                         

10” Poplar – S 45 deg. E, 56.5'      

Book 1, 

Page 409

7 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - S 78 deg. E, 11.9'                                                      

no other trees near to use for ties                 

GLO BK 

1, P 11

7 49-26 SE

corner falls in Esquagamah Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
corner falls in Esquagamah Lake - no ties 

taken        

GLO BK 

1, P 67

7 49-26 SW

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

7 49-26 W 1/4
3/4" iron Mon. set on c/l N-S road by 

D. Rieke
1970

14" Pine - 77.70' NE                                               

8" Pine - 43.05' WSW                                           

18" Pine - 39.80' NW

194657

7 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Maple - N 76 deg. W, 5.9'                                                      

5" Maple - N 78 deg. E, 4.0'                         

GLO BK 

1, P 11

8 49-26 E 1/4
1" capped iron pipe set in woods by T. 

Betley 
1988

10" Maple - N 88 deg. E, 4.30'                               

8" Maple - S 37 deg. E, 11.80'                              

8" Maple - S 01 deg. E, 33.80'

274691

8 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Aspen - N 15 deg. W, 2.6'                                                      

8" Fir - S 13 deg. E, 19.8'                                                             

GLO BK 

1, P 54

8 49-26 M.C.

M.C. #21 is on S line SW 1/4 Sec. 8 

and is 1/2" capped pipe set 55' E of c/l 

N-S road and 35' N of cabin byT 

Betley 

1995

8" Ash - N 00 deg. E, 21.76'                                   

8" Ash - N 75 deg. E, 8.23'                                    

7" Ash - S 78 deg. W, 8.50'

293771

8 49-26 M.C.

M.C is on S line SW 1/4, on E side of 

Esquagamah Lake - 600.6' E of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
12" White Cedar - N 57 deg. E, 12.5'                                                      

6" Fir - S 62 deg. E, 8.6'                                                             

GLO BK 

1, P 65

8 49-26 M.C.

M.C is on W line SW 1/4, on E side of 

Esquagamah Lake - 485.1' N of SW 

Cor. - set wood post for corner as part 

of original Government Land Office 

1867
10" Aspen - N 21 deg. W, 13.2'                                                      

5" Aspen - N 85 deg. E, 6.6'                                                             

GLO BK 

1, P 67

8 49-26 N 1/4
Set new 4” Poplar post and took new 

ties by H.D. Keath, County Surveyor
1913 10”W. Pine - S 45 deg W, 69.3'                            

Book 1, 

Page 164

8 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
24" Pine - N 61 deg. W, 25.1'                                                      

6" Birch - S 63 deg. E, 27.1'                                                             

GLO BK 

1, P 68
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8 49-26 NE
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

7" B. Ash - N 52 deg. E, 17.80'                                

8" B. Ash - N 70 deg. W, 30.15'                             

8" B. Ash - N 36 deg. W, 27.50'

265990

8 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

(?)" Yellow Pine - S 88 deg. E, 323.4'                                                      

(?)" Yellow Pine - N 87 deg. E, 331.2'                    

no other trees near to use for ties                                                     

GLO BK 

1, P 54

8 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Yellwo Pine - S 01 deg. E, 607.2'                                                      

8" Yellow Pine - S 01 deg. W, 619.7'                        

no other ties stated                                                    

GLO BK 

1, P 67

8 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Maple - N 24 deg. W, 4.6'                                                      

8" Maple - S 59 deg. W, 9.9'                                                             

GLO BK 

1, P 66

8 49-26 SE
Car drive shaft found in woods by T. 

Betley 
1988

12" Cedar - N 05 deg. W, 28.30'                            

6" Cedar - S 15 deg. E, 18.70'                              

8" Cedar - S 90 deg. W, 8.0'

265991

8 49-26 SE
Car drive shaft set from orig. SW B.T. 

By Bill  Voigt, Private Surveyor
1958

12” Cedar - N 5 deg. W, 28.3'                               

8” Cedar – S 90 deg. W, 8.0'                                 

6” Cedar – S 15 deg. E, 18.7'

Book V-1,  

Page 2

8 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" White Cedar - S 26 deg. W, 8.6'                                                        

10" White Cedar - N 10 deg. E, 20.5'                                  

5" White Cedar - N 39 deg. W, 18.5'                                                         

8" White Cedar - S 65 deg. E, 42.2'

GLO BK 

1, P 53

8 49-26 SW

corner falls in Esquagamah Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
corner falls in Esquagamah Lake - no ties 

taken        

GLO BK 

1, P 67

8 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Maple - N 54 deg. E, 3.3'                                                      

18" Aspen - S 45 deg. W, 5.9'                                                             

GLO BK 

1, P 67

9 49-26  
Subdivision of Section 9 by H.D. 

Keath, County Surveyor 
1914

set center of Section                                   

Distance and Mag. Var. shown 

Book 1,  

Page 195

9 49-26 E 1/4

corner falls in West Lake - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865 corner falls in West Lake - no ties taken        
GLO BK 

1, P 46

9 49-26 M.C.

M.C. #8 is on E line NE 1/4 Sec. 9 and 

is a 1" capped iron set 75' N of West 

Lake

1988

8" Cedar - N 52 deg. E, 6.40'                                 

15" Dbl Cedar - S 08 deg. W, 8.35'                        

7" Balsam - N 38 deg. W, 10.40'

265988

9 49-26 M.C.

M.C. is on S line SE 1/4 Sec. 9 and is 

1" pipe found on W side Waukenabo 

Lake by T. Betley

1988 (No ties available) 274690

9 49-26 M.C.

M.C is on S line SE 1/4, on W side of 

Waukenabo Lake - 1607.1' E of S1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
3" Tamarack - S 16 deg. W, 76.6'                                                      

5" Tamarack - N 88 deg. W, 120.1'                                                             

GLO BK 

1, P 44

9 49-26 M.C.

M.C is on E line SE 1/4, on N side of 

Waukenabo Lake - 834.2' N of SE 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865 no trees near to use for ties
GLO BK 

1, P 45

9 49-26 M.C.

M.C is on E line SE 1/4, on S side of 

West Lake - 2583.9' N of SE Cor. - set 

wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - S 36 deg. E, 16.5'                                                      

4" Tamarack - S 38 deg. W, 40.9'                                                             

GLO BK 

1, P 45

9 49-26 M.C.

M.C is on E line NE 1/4, on N side of 

West Lake - 1501.5' S of NE Cor. - set 

wood post as part of original 

Government Land Office Survey by 

1865
8" Tamarack - N 71 deg. E, 16.5'                                                      

8" Tamarack - N 15 deg. W, 14.5'                                                             

GLO BK 

1, P 46

9 49-26 N 1/4
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

8" Cedar - N 52 deg. E, 6.40'                                 

15" Dbl Cedar - S 08 deg. W, 8.35'                        

7" Balsam - N 38 deg. W, 10.40'

265888

9 49-26 N 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

12” Balsam - S 45 deg W, 35.6'                            

18” Poplar - N 45 deg W, 22.7'              

Book 1, 

Page 195

9 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Fir - S 08 deg. E, 9.2'                                                      

5" Aspen - N 72 deg. E, 8.6'                                                             

GLO BK 

1, P 55

9 49-26 NE
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

10" Cedar - N 54 deg. E, 33.00'                              

8" Cedar - S 26 deg. W, 21.80'                              

14" Cedar w/scribing - N 43 deg. W, 4.85'

265887

9 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Cedar - S 80 deg. E, 8.6'                                                      

8" Spruce - N 00 deg. E, 12.5'                            

No other trees near to use for ties

GLO BK 

1, P 46

9 49-26 NW
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

7" B. Ash - N 52 deg. E, 17.80'                                

8" B. Ash - N 70 deg. W, 30.15'                              

8" B. Ash - N 36 deg. W, 27.50'

265990
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9 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

(?)" Yellow Pine - S 88 deg. E, 323.4'                                                      

(?)" Yellow Pine - N 87 deg. E, 331.2'                    

no other trees near to use for ties                                                     

GLO BK 

1, P 54

9 49-26 S 1/4
1" capped iron pipe set in woods by T. 

Betley 
1988

7" Maple - N 30 deg. E, 15.25'                               

6" Birch - S 12 deg. E, 2.20'                                 

14" Aspen - S 61 deg. W, 25.46'

265989

9 49-26 S 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

36” Burnt Pine stump - S 90 deg W, 9.0'               

30” Burnt Pine stump - N 90 deg E, 42.5'              

Book 1, 

Page 195

9 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Fir - S 87 deg. W, 19.8'                                                      

12" Maple - N 79 deg. E, 21.8'                                                             

GLO BK 

1, P 52

9 49-26 SE
corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 43

9 49-26 SW
Car drive shaft found in woods by T. 

Betley 
1988

12" Cedar - N 05 deg. W, 28.30'                            

6" Cedar - S 15 deg. E, 18.70'                              

8" Cedar - S 90 deg. W, 8.0'

265991

9 49-26 SW
Car drive shaft set from orig. SW B.T. 

By Bill  Voigt, Private Surveyor
1958

12” Cedar - N 5 deg. W, 28.3'                               

8” Cedar – S 90 deg. W, 8.0'                                 

6” Cedar – S 15 deg. E, 18.7'

Book V-1,  

Page 2

9 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" White Cedar - S 26 deg. W, 8.6'                                                        

10" White Cedar - N 10 deg. E, 20.5'                                  

5" White Cedar - N 39 deg. W, 18.5'                                                         

8" White Cedar - S 65 deg. E, 42.2'

GLO BK 

1, P 53

9 49-26 W 1/4
1" capped iron pipe set in woods by T. 

Betley 
1988

10" Maple - N 88 deg. E, 4.30'                             

8" Maple - S 37 deg. E, 11.80'                               

8" Maple - S 01 deg. E, 33.80'

274691

9 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Aspen - N 15 deg. W, 2.6'                                                      

8" Fir - S 13 deg. E, 19.8'                                                             

GLO BK 

1, P 54

10 49-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of SE ¼ (G.L. 7 & 8)                                   

Distance and angles stated

Book 1, 

Page 498

10 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Tamarack - S 25 deg. E, 21.1'                                                      

10" Tamarack - N 20 deg. W, 27.7'                         

GLO BK 

1, P 34

10 49-26 M.C.

M.C. #8 is on W line NW 1/4 Sec. 10 

and is a 1" capped iron set 75' N of 

West Lake

1988

8" Cedar - N 52 deg. E, 6.40'                                 

15" Dbl Cedar - S 08 deg. W, 8.35'                       

7" Balsam - N 38 deg. W, 10.40'

265988

10 49-26 M.C.

M.C is on S line SW 1/4, on N side of 

Waukenabo Lake - 699.6' E of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
8" Maple - N 47 deg. E, 56.8'                                                      

6" Aspen - S 02 deg. W, 21.1'                                                             

GLO BK 

1, P 45

10 49-26 M.C.

M.C is on S line SW 1/4, on N side of 

Waukenabo Lake - 1755.6' E of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865
8" Oak - N 35 deg. W, 11.9'                                                      

6" Birch - S 83 deg. W, 25.1'                                                             

GLO BK 

1, P 45

10 49-26 M.C.

M.C is on W line SW 1/4, on N side of 

Waukenabo Lake - 834.2' N of SW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

1865 no trees near to use for ties
GLO BK 

1, P 45

10 49-26 M.C.

M.C is on W line SW 1/4, on S side of 

West Lake - 2583.9' N of SW Cor. - 

set wood post as part of original 

Government Land Office Survey by 

1865
5" Tamarack - S 36 deg. E, 16.5'                                                      

4" Tamarack - S 38 deg. W, 40.9'                                                             

GLO BK 

1, P 45

10 49-26 M.C.
M.C is on W line NW 1/4, on N side of 

West Lake - 1501.5' S of NW Cor. - 

set wood post as part of original 

1865
8" Tamarack - N 71 deg. E, 16.5'                                                      

8" Tamarack - N 15 deg. W, 14.5'                                                             

GLO BK 

1, P 46

10 49-26 M.C.

M.C is on N line NE 1/4, on E side of 

Sitas Lake - 666.6' W of NE Cor. - set 

wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 47

10 49-26 N 1/4
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - N 81 deg. W, 227.7'                                                      

3" Tamarack - S 85 deg. W, 199.3'                                                             

GLO BK 

1, P 47

10 49-26 NE
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Basswood - N 29 deg. W, 13.2'                                                      

10" Basswood - S 47 deg. E, 9.9'                      

10" Maple - N 13 deg. E, 7.9'                                                         

GLO BK 

1, P 34

10 49-26 NW
4"x4" conc. Mon. found in woods by T. 

Betley 
1988

10" Cedar - N 54 deg. E, 33.00'                            

8" Cedar - S 26 deg. W, 21.80'                              

14" Cedar w/scribing - N 43 deg. W, 4.85'

265887

10 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Cedar - S 80 deg. E, 8.6'                                                      

8" Spruce - N 00 deg. E, 12.5'                            

No other trees near to use for ties

GLO BK 

1, P 46
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10 49-26 SE

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

10 49-26 SW

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 43

10 49-26 W 1/4

corner falls in West Lake - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865 corner falls in West Lake - no ties taken        
GLO BK 

1, P 46

11 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - N 56 deg. W, 11.9'                                                      

8" Spruce - S 26 deg. E, 6.6'                         

GLO BK 

1, P 22

11 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Elm - N 76 deg. W, 15.2'                                                      

6" Birch - S 73 deg. W, 4.7'                         

GLO BK 

1, P 35

11 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - N 59 deg. W, 5.3'                                                      

5" Tamarack - N 50 deg. E, 4.6'                      

3" Spruce - S 29 deg. E, 7.3'                                                    

no other tree listed for ties 

GLO BK 

1, P 22

11 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Basswood - N 29 deg. W, 13.2'                                                      

10" Basswood - S 47 deg. E, 9.9'                      

10" Maple - N 13 deg. E, 7.9'                                                         

12" Aspen - S 34 deg. W, 22.4'

GLO BK 

1, P 34

11 49-26 S 1/4

1/2" iron pipe found 67' S of c/l E-W 

road at fence line to the N by T. 

Johnson

1987

spk in 5" Tamarack - 18.22' ENE                            

spk in Tw. 6" Birch - 26.67' SE                              

spk in 5" N. Pine - 25.26' SW

246941

11 49-26 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

6" Spruce - S 09 deg. W, 78.9'                               

8" Tamarack - S 82 deg. E, 70.3'                         

Book 1, 

Page 72

11 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - N 72 deg. W, 217.8'                                                      

No other trees near to use for ties              

GLO BK 

1, P 33

11 49-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

18" Tamarack - S 12 deg. W, 36.6'                       

12" J. Pine - N 36 deg. E, 54.1'                         

Book 1, 

Page 72

11 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 35 deg. W, 6.6'                                                      

8" Tamarack - N 17 deg. E, 26.4'                      

4" Spruce - S 22 deg. W, 4.6'                                                    

4" Black Pine - S 40 deg. E, 18.5'           

GLO BK 

1, P 20

11 49-26 SW

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

11 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Tamarack - S 25 deg. E, 21.1'                                                      

10" Tamarack - N 20 deg. W, 27.7'                         

GLO BK 

1, P 34

12 49-26  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Subd. NE ¼ of Section                             

Distances and Mag. Var. shown

Book 1,  

Page 314

12 49-26 E 1/4
Set new post and took new ties by 

Fred Heuer, County Surveyor
1920

14” Basswood - S 90 deg W, 9.3'                           

14” Basswood - S 45 deg E, 10.2'

Book 1, 

Page 314

12 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
16" Aspen - N 35 deg. W, 3.3'                                    

5" Linden - N 37 deg. E, 5.3'                                           

GLO BK 

2, P 6

12 49-26 N 1/4

13" Aspen marked for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Aspen - S 14 deg. E, 10.6'                                                      

10" Spruce - N 36 deg. W, 14.5'                         

GLO BK 

1, P 23

12 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

10" White Pine - S 45 deg. W, 12.5'                                    

10" White Pine - S 28 deg. E, 15.8'                                            

10" Spruce - N 06 deg. W, 27.1'                                 

6" Tamarack - N 31 deg. E, 17.8' 

GLO BK 

2, P 6

12 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - N 59 deg. W, 5.3'                                                      

5" Tamarack - N 50 deg. E, 4.6'                      

3" Spruce - S 29 deg. E, 7.3'                                                    

no other tree listed for ties 

GLO BK 

1, P 22

12 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Spruce - S 27 deg. E, 10.6'                                                      

4" Spruce - N 27 deg. W, 9.9'                         

GLO BK 

1, P 21

12 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

14" Aspen - S 53 deg. E, 16.5'                                    

14" Aspen - N 30 deg. E, 9.9'                                            

8" Fir - S 79 deg. W, 11.9'                                 

4" Fir - N 20 deg. W, 13.2' 

GLO BK 

2, P 5

12 49-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

18" Tamarack - S 12 deg. W, 36.6'                         

12" J. Pine - N 36 deg. E, 54.1'                         

Book 1, 

Page 72
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12 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 35 deg. W, 6.6'                                                      

8" Tamarack - N 17 deg. E, 26.4'                      

4" Spruce - S 22 deg. W, 4.6'                                                    

4" Black Pine - S 40 deg. E, 18.5'           

GLO BK 

1, P 20

12 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - N 56 deg. W, 11.9'                                                      

8" Spruce - S 26 deg. E, 6.6'                         

GLO BK 

1, P 22

12 49-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on S line of Section 12                                     

Distance and Mag. Var. shown 

Book 1, 

Page 167

13 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
6" Birch - S 14 deg. E, 3.3'                                    

4" Birch - N 35 deg. W, 17.8'                                           

GLO BK 

2, P 5

13 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Spruce - S 27 deg. E, 10.6'                                                      

4" Spruce - N 27 deg. W, 9.9'                         

GLO BK 

1, P 21

13 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

14" Aspen - S 53 deg. E, 16.5'                                    

14" Aspen - N 30 deg. E, 9.9'                                            

8" Fir - S 79 deg. W, 11.9'                                 

4" Fir - N 20 deg. W, 13.2' 

GLO BK 

2, P 5

13 49-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

18" Tamarack - S 12 deg. W, 36.6'                        

12" J. Pine - N 36 deg. E, 54.1'                         

Book 1, 

Page 72

13 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 35 deg. W, 6.6'                                                      

8" Tamarack - N 17 deg. E, 26.4'                      

4" Spruce - S 22 deg. W, 4.6'                                                    

4" Black Pine - S 40 deg. E, 18.5'           

GLO BK 

1, P 20

13 49-26 S 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

13 49-26 S 1/4
Set new 4” Tamarack post and took 

new ties by H.D. Keath, Co. Surveyor
1913

5” Spruce - N 05 deg E, 48.7'                                 

5” Spruce – S 12 deg E, 53.1'                            

Book 1, 

Page 167

13 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Fir - N 00 deg. E, 4.0'                                                      

12" Fir - S 58 deg. W, 5.9'                         

GLO BK 

1, P 20

13 49-26 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

13 49-26 SE
Set new 4” ash post and took new ties 

by H.D. Keath, County Surveyor
1913

10” W. Oak - N 22 deg W, 84.5'                             

18” W. Oak – S 12 deg E, 41.9'                            

Book 1, 

Page 167

13 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

5" Spruce - S 64 deg. E, 4.0'                                            

15" Tamarack - N 35 deg. E, 5.9'                                 

6" Tamarack - N 41 deg. W, 39.6' 

GLO BK 

2, P 4

13 49-26 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

13 49-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" R. Oak - N 39 deg. W, 101.0'                            

8" J. Pine - S 65 deg. E, 104.9'                         

Book 1, 

Page 72

13 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - S 82 deg. E, 335.3'                                                      

10" Aspen - N 17 deg. W, 157.7'                      

8" Aspen - N 23 deg. E, 184.8'                                                         

No other tree near to use for ties

GLO BK 

1, P 18

13 49-26 W 1/4
1/2" iron pipe found on c/l N-S road at 

fence line to the W by T. Johnson
1987

spk in 12" Oak - 46.26' NE                                     

spk in 7" Poplar - 38.46' SE                                 

spk in 6" Oak - 24.16' NW

246944

13 49-26 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Poplar - S 60 deg. E, 21.8'                                

7" Poplar - N 42 deg. E, 33.0'                         

Book 1, 

Page 72

13 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Aspen - S 31 deg. E, 3.3'                                                      

8" Aspen - N 70 deg. W, 39.6'                         

GLO BK 

1, P 20

13 49-26
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Is on N line of Section 13                                     

Distance and Mag. Var. shown 

Book 1, 

Page 167

14 49-26  

Tract Surveys in SW1/4-SW1/4 of 

Section by Don Mellem, County 

Surveyor 

1959
Lots are on S side of Waukenabo Lake (in 

G.L.4)  Bearings and Distances shown

Book 1, 

Page 529

14 49-26  
Subdivision of Section 14 by F.J. 

O'Hara, County Surveyor 
1909

found SW, NE & N1/4 Cors. -reset SE & S 1/4 

cor. Distance only shown 

Book 1, 

Page 72
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14 49-26 E 1/4
1/2" iron pipe found on c/l N-S road at 

fence line to the W by T. Johnson
1987

spk in 12" Oak - 46.26' NE                                   

spk in 7" Poplar - 38.46' SE                                    

spk in 6" Oak - 24.16' NW

246944

14 49-26 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

8" Poplar - S 60 deg. E, 21.8'                                 

7" Poplar - N 42 deg. E, 33.0'                         

Book 1, 

Page 72

14 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Aspen - S 31 deg. E, 3.3'                                                      

8" Aspen - N 70 deg. W, 39.6'                         

GLO BK 

1, P 20

14 49-26 M.C.

M.C is on W line SW 1/4, on SE side 

of Waukenabo Lake - 1199.9' N of 

SW Cor. - wood post set as part of 

original Government Land Office 

1865
4" Elm - S 21 deg. W, 259.4'                                                      

5" Maple - N 35 deg. E, 290.4'                                                             

GLO BK 

1, P 31

14 49-26 N 1/4

1/2" iron pipe found 67' S of c/l E-W 

road at fence line to the N by T. 

Johnson

1987

spk in 5" Tamarack - 18.22' ENE                           

spk in Tw. 6" Birch - 26.67' SE                               

spk in 5" N. Pine - 25.26' SW

246941

14 49-26 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

6" Spruce - S 09 deg. W, 78.9'                               

8" Tamarack - S 82 deg. E, 70.3'                         

Book 1, 

Page 72

14 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - N 72 deg. W, 217.8'                                                      

No other trees near to use for ties              

GLO BK 

1, P 33

14 49-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

18" Tamarack - S 12 deg. W, 36.6'                        

12" J. Pine - N 36 deg. E, 54.1'                         

Book 1, 

Page 72

14 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 35 deg. W, 6.6'                                                      

8" Tamarack - N 17 deg. E, 26.4'                      

4" Spruce - S 22 deg. W, 4.6'                                                    

4" Black Pine - S 40 deg. E, 18.5'           

GLO BK 

1, P 20

14 49-26 NW

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

14 49-26 S 1/4
3/4" capped iron pipe set 308' E of c/l      

N-S highway in woods by T. Johnson
1987

spk in 10" Tamarack - 19.87' NE                            

spk in 10" Tamarack - 23.22' SSE                        

spk in 8" Tamarack - 33.79' NW

246942

14 49-26 S 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

12" Tamarack - S 52 deg. W, 113.5'                       

4" Tamarack - N 49 deg. E, 66.3'                         

Book 1, 

Page 72

14 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
2" Tamarack - S 21 deg. W, 4.0'                                                      

3" Tamarack - N 45 deg. W, 15.2'                         

GLO BK 

1, P 30

14 49-26 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

14 49-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" R. Oak - N 39 deg. W, 101.0'                            

8" J. Pine - S 65 deg. E, 104.9'                         

Book 1, 

Page 72

14 49-26 SW

1/2" iron pipe found on c/l E-W road 

and 16' E of c/l road to N by T. 

Johnson

1987

Power Pole - 35.53' NE                                        

spk in anchor pole - 26.57' SE                               

spk in anchor pole - 52.18' NW

246943

14 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Maple - N 28 deg. E, 23.8'                                                      

5" Maple - N 12 deg. W, 27.1'                      6" 

Maple - S 75 deg. W, 46.2'                                                    

no other tree listed for ties 

GLO BK 

1, P 29

14 49-26 W 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

15 49-26 E 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

15 49-26 M.C.

M.C. is on W line SW 1/4 Sec. 15 and 

is a 1" pipe found 27' S of Waukenabo 

Lake by W. Buckler

1990

1" pipe - S 12 deg. E 4.19'                                     

1 1/4" pipe S 00 deg. W, 99.93'                              

iron Mon. - S 33 deg. E, 150.43' 

267022

15 49-26 M.C.

M.C is on E line SE 1/4, on SE side of 

Waukenabo Lake - 1199.9' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Elm - S 21 deg. W, 259.4'                                                      

5" Maple - N 35 deg. E, 290.4'                                                             

GLO BK 

1, P 31
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15 49-26 M.C.

M.C is on S line SE 1/4, on E side of 

Waukenabo Lake - 2112.0' W of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Tamarack - N 53 deg. E, 197.3'                                                      

3" Tamarack - S 77 deg. E, 184.8'                                                             

GLO BK 

1, P 42

15 49-26 M.C.

M.C is on S line SW 1/4, on W side of 

Waukenabo Lake - 2508.0' E of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

1865
3" Tamarack - S 33 deg. W, 59.4'                                                      

2" Tamarack - N 53 deg. W, 31.7'                                                             

GLO BK 

1, P 42

15 49-26 M.C.

M.C is on W line SW 1/4, on W side of 

Waukenabo Lake - 2461.8' N of SW 

Cor. - 8" Birch marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865
28" White Pine - N 75 deg. W, 35.0'                                                      

4" Fir - S 30 deg. E, 9.9'                                                             

GLO BK 

1, P 43

15 49-26 M.C.

M.C is on N line NW 1/4, on N side of 

Waukenabo Lake - 699.6' E of NW 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Maple - N 47 deg. E, 56.8'                                                      

6" Aspen - S 02 deg. W, 21.1'                                                             

GLO BK 

1, P 45

15 49-26 NE

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 33

15 49-26 NW

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 43

15 49-26 S 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 42

15 49-26 SE

1/2" iron pipe found on c/l E-W road 

and 16' E of c/l road to N by T. 

Johnson

1987

Power Pole - 35.53' NE                                         

spk in anchor pole - 26.57' SE                               

spk in anchor pole - 52.18' NW

246943

15 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Maple - N 28 deg. E, 23.8'                                                      

5" Maple - N 12 deg. W, 27.1'                      6" 

Maple - S 75 deg. W, 46.2'                                                    

no other tree listed for ties 

GLO BK 

1, P 29

15 49-26 SW
2" iron pipe found in woods by W. 

Buckler
1990

16" Poplar - N 90 deg. E, 3.50'                                

6" Maple - S 00 deg. E, 1.70'                                 

4" Maple - N 45 deg. W, 12.06'

267023

15 49-26 SW
Iron pipe set in place of orig. Cedar 

post by Bill  Voigt, Private Surveyor
1958

8” White Oak - N 20 deg. E, 80.8'                           

8” Balsam – S 90 deg. W, 26.3'    

Book V1,  

Page 8

15 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Birch - N 26 deg. W, 13.9'                                                        

8" Fir - N 29 deg. E, 9.9'                                  

8" Birch - S 78 deg. E, 16.5'                                                         

5" Fir - S 27 deg. W, 4.0'

GLO BK 

1, P 41

15 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Birch - N 26 deg. W, 13.9'                                                        

8" Fir - N 29 deg. E, 9.9'                                  

8" Birch - S 78 deg. E, 16.5'                                                         

5" Fir - S 27 deg. W, 4.0'

GLO BK 

1, P 41

15 49-26 W 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 42

16 49-26  
Traverse of NE shore of Round Lake 

by Bill  Voigt, Private Surveyor
1958 Tied into NW Cor. And SE Cor. of Section 16

Book V-1,  

Page 2-9

16 49-26 E 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 42

16 49-26 M.C.

M.C. is on E line SE 1/4 Sec. 16 and 

is a 1" pipe found 27' S of Waukenabo 

Lake by W. Buckler

1990

1" pipe - S 12 deg. E 4.19'                                     

1 1/4" pipe S 00 deg. W, 99.93'                             

iron Mon. - S 33 deg. E, 150.43' 

267022
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16 49-26 M.C.

M.C. is on N line NE 1/4 Sec. 16 and 

is 1" pipe found on W side 

Waukenabo Lake by T. Betley

1988 (No ties available) 274690

16 49-26 M.C.

M.C is on E line SE 1/4, on W side of 

Waukenabo Lake - 2461.8' N of SE 

Cor. - 8" Birch marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865
28" White Pine - N 75 deg. W, 35.0'                                                      

4" Fir - S 30 deg. E, 9.9'                                                             

GLO BK 

1, P 43

16 49-26 M.C.

M.C is on N line NE 1/4, on W side of 

Waukenabo Lake - 1607.1' E of N1/4 

Cor. - set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Tamarack - S 16 deg. W, 76.6'                                                      

5" Tamarack - N 88 deg. W, 120.1'                                                             

GLO BK 

1, P 44

16 49-26 M.C.

M.C is on S line SE 1/4, on E side of 

Round Lake - 2131.8' W of SE Cor. - 

set wood post as part of original 

Government Land Office Survey by 

1865
12" Yellow Pine - N 37 deg. E, 23.8'                                                      

14" Yellow Pine - S 63 deg. E, 9.2'                                                             

GLO BK 

1, P 52

16 49-26 M.C.

M.C is on W line NW 1/4, on N side of 

Round Lake - 2052.6' S of NW Cor. - 

12" Yellow Pine used for corner as 

part of original Government Land 

1865
20" Yellow Pine - N 08 deg. W, 12.5'                                                      

20" Yellow Pine - N 50 deg. E, 9.9'                                                             

GLO BK 

1, P 53

16 49-26 N 1/4
1" capped iron pipe set in woods by T. 

Betley 
1988

7" Maple - N 30 deg. E, 15.25'                               

6" Birch - S 12 deg. E, 2.20'                                    

14" Aspen - S 61 deg. W, 25.46'

265989

16 49-26 N 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

36” Burnt Pine stump - S 90 deg W, 9.0'               

30” Burnt Pine stump - N 90 deg E, 42.5'              

Book 1, 

Page 195

16 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Fir - S 87 deg. W, 19.8'                                                      

12" Maple - N 79 deg. E, 21.8'                                                             

GLO BK 

1, P 52

16 49-26 NE

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 43

16 49-26 NW
Car drive shaft found in woods by T. 

Betley 
1988

12" Cedar - N 05 deg. W, 28.30'                           

6" Cedar - S 15 deg. E, 18.70'                                 

8" Cedar - S 90 deg. W, 8.0'

265991

16 49-26 NW
Car drive shaft set from orig. SW B.T. 

By Bill  Voigt, Private Surveyor
1958

12” Cedar - N 5 deg. W, 28.3'                               

8” Cedar – S 90 deg. W, 8.0'                                 

6” Cedar – S 15 deg. E, 18.7'

Book V-1,  

Page 2

16 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" White Cedar - S 26 deg. W, 8.6'                                                        

10" White Cedar - N 10 deg. E, 20.5'                                  

5" White Cedar - N 39 deg. W, 18.5'                                                         

8" White Cedar - S 65 deg. E, 42.2'

GLO BK 

1, P 53

16 49-26 S 1/4

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

16 49-26 SE
2" iron pipe found in woods by W. 

Buckler
1990

16" Poplar - N 90 deg. E, 3.50'                               

6" Maple - S 00 deg. E, 1.70'                                  

4" Maple - N 45 deg. W, 12.06'

267023

16 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Birch - N 26 deg. W, 13.9'                                                        

8" Fir - N 29 deg. E, 9.9'                                  

8" Birch - S 78 deg. E, 16.5'                                                         

5" Fir - S 27 deg. W, 4.0'

GLO BK 

1, P 41

16 49-26 SW

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

16 49-26 W 1/4

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

17 49-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of SE ¼  (G.L. 5)                                       

Distance and angles stated

Book 1, 

Page 501

17 49-26  
Road Survey in Section 17 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs along S line SW 1/4.                         

Bearings and Distances stated 

Book 1, 

Page 99

17 49-26 M.C.

M.C. #21 is on N line NW 1/4 Sec. 17 

and is 1/2" capped pipe set 55' E of c/l 

N-S road and 35' N of cabin byT 

Betley 

1995

8" Ash - N 00 deg. E, 21.76'                                   

8" Ash - N 75 deg. E, 8.23'                                      

7" Ash - S 78 deg. W, 8.50'

293771
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17 49-26 M.C.

M.C is on S line SE 1/4, on W side of 

Round Lake - 66.0' E of S1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
12" Yellow Pine - S 03 deg. E, 18.5'                                                      

14" Yellow Pine - N 14 deg. W, 16.5'                                                             

GLO BK 

1, P 63

17 49-26 M.C.

M.C is on W line NW 1/4, on SE side 

of Esquagamah Lake - 2277.0' N of 

W1/4 Cor. - set wood post for corner 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
5" Yellow Pine - S 08 deg. E, 19.8'                                                      

5" Fir - S 38 deg. W, 15.8'                                                             

GLO BK 

1, P 65

17 49-26 M.C.

M.C is on N line NW 1/4, on E side of 

Esquagamah Lake - 600.6' E of NW 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
12" White Cedar - N 57 deg. E, 12.5'                                                      

6" Fir - S 62 deg. E, 8.6'                                                             

GLO BK 

1, P 65

17 49-26 M.C.

M.C is on E line NE 1/4, on N side of 

Round Lake - 2052.6' S of NE Cor. - 

12" Yellow Pine used for corner as 

part of original Government Land 

1865
20" Yellow Pine - N 08 deg. W, 12.5'                                                      

20" Yellow Pine - N 50 deg. E, 9.9'                                                             

GLO BK 

1, P 53

17 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Maple - N 24 deg. W, 4.6'                                                      

8" Maple - S 59 deg. W, 9.9'                                                             

GLO BK 

1, P 66

17 49-26 NE
Car drive shaft found in woods by T. 

Betley 
1988

12" Cedar - N 05 deg. W, 28.30'                            

6" Cedar - S 15 deg. E, 18.70'                                

8" Cedar - S 90 deg. W, 8.0'

265991

17 49-26 NE
Car drive shaft set from orig. SW B.T. 

By Bill  Voigt, Private Surveyor
1958

12” Cedar - N 5 deg. W, 28.3'                               

8” Cedar – S 90 deg. W, 8.0'                                 

6” Cedar – S 15 deg. E, 18.7'

Book V-1,  

Page 2

17 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" White Cedar - S 26 deg. W, 8.6'                                                        

10" White Cedar - N 10 deg. E, 20.5'                                  

5" White Cedar - N 39 deg. W, 18.5'                                                         

8" White Cedar - S 65 deg. E, 42.2'

GLO BK 

1, P 53

17 49-26 NW

corner falls in Esquagamah Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
corner falls in Esquagamah Lake - no ties 

taken        

GLO BK 

1, P 67

17 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Birch - S 72 deg. W, 4.0'                                                      

5" White Oak - N 72 deg. E, 20.5'                                                             

GLO BK 

1, P 63

17 49-26 SE

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

17 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

17 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Pine - S 08 deg. E, 29.0'                                                      

5" Maple - N 12 deg. W, 25.7'                                                             

GLO BK 

1, P 65

18 49-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Subdivided NE 1/4 - set posts on Gov't Lot 

cors. Angles and distances shown

Book 1,  

Page 411

18 49-26  
Road Survey in Section 18 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on S line Section.                            

Distances and Mag. Var. stated 

Book 1, 

Page 98

18 49-26 E 1/4
Iron pipe set at corner by H.D. Keath, 

County Surveyor
1926 24” Pine stump – N 45 deg. E, 46.2'  

Book 1, 

Page 411

18 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
18" White Pine - S 08 deg. E, 29.0'                                                      

5" Maple - N 12 deg. W, 25.7'                                                             

GLO BK 

1, P 65

18 49-26 M.C.

M.C. #3 is on W line SW 1/4 Sec. 18 

and is a 2" iron pipe found 10' S of 

Esquagamah Lake at S toe of ice 

ridge by B. Eveland

1985

N & D in 3" Ash - N 00 deg. E, 5.43'                      

N & D in 6" Ash - S 80 deg. E, 2.65'                     

N & D in 6" Ash - S 56 deg. W, 14.03'

234663
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18 49-26 M.C.

M.C is on E line NE 1/4, on SE side of 

Esquagamah Lake - 2277.0' N of E1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
5" Yellow Pine - S 08 deg. E, 19.8'                                                      

5" Fir - S 38 deg. W, 15.8'                                                             

GLO BK 

1, P 65

18 49-26 M.C.

M.C is on W line SW 1/4, on S side of 

Esquagamah Lake - 1716.0' N of SW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Elm - S (?) deg. W, 75.9'                                                      

5" Oak - N 60 deg. E, 91.1'                                                             

GLO BK 

1, P 10

18 49-26 NE

corner falls in Esquagamah Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
corner falls in Esquagamah Lake - no ties 

taken        

GLO BK 

1, P 67

18 49-26 NW

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

18 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 40 deg. W, 5.9'                                                      

8" Yellow Pine - S 85 deg. W, 12.5'                                                             

GLO BK 

1, P 64

18 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

18 49-26 SW

3/4" iron pipe found 2.8' E of c/l N-S 

road and 1' S of E-W road by B. 

Eveland

1985

N & D in 17" W. Oak - S 50 deg. E, 49.72'             

N & D in 28" R. Oak - S 44 deg. W, 78.98'           

N & D in 12" W. Oak - N 18 deg. W, 99.60'

234662

18 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

28" White Pine - N 49 deg. E, 16.5'                                                      

10" Birch - N 53 deg. W, 18.5'                      5" 

Spruce - S 43 deg. W, 11.2'                                                    

8" Spruce - S 75 deg. E, 15.2'           

GLO BK 

1, P 9

19 49-26  
Road Survey in Section 19 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on N line Section.                          

Distances and Mag. Var. stated 

Book 1, 

Page 98

19 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Birch - N 35 deg. E, 15.2'                                                      

12" Balsam - N 72 deg. W, 4.6'                                                             

GLO BK 

1, P 62

19 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 40 deg. W, 5.9'                                                      

8" Yellow Pine - S 85 deg. W, 12.5'                                                             

GLO BK 

1, P 64

19 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

19 49-26 NW

3/4" iron pipe found 2.8' E of c/l N-S 

road and 1' S of E-W road by B. 

Eveland

1985

N & D in 17" W. Oak - S 50 deg. E, 49.72'             

N & D in 28" R. Oak - S 44 deg. W, 78.98'            

N & D in 12" W. Oak - N 18 deg. W, 99.60'

234662

19 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

28" White Pine - N 49 deg. E, 16.5'                                                      

10" Birch - N 53 deg. W, 18.5'                      5" 

Spruce - S 43 deg. W, 11.2'                                                    

8" Spruce - S 75 deg. E, 15.2'           

GLO BK 

1, P 9

19 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Black Pine - S 35 deg. E, 2.6'                                                      

12" Black Pine - N 12 deg. W, 3.3'                                                             

GLO BK 

1, P 61

19 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Pine - N 01 deg. E, 15.8'                                                        

8" White Pine - N 43 deg. W, 22.4'                                  

8" White Pine - S 26 deg. E, 23.8'                                                         

8" Birch - S 32 deg. W, 15.2'

GLO BK 

1, P 59

19 49-26 SW
2" capped iron set on c/l road from N 

and from W by J. Halverson
1966

5" Poplar - 18.45' N                                              

14" Elm - 31.9' NE                                                  

6" Poplar - 15.55' SE

158922

19 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Maple - N 35 deg. E, 17.8'                                                      

9" White Birch - N 27 deg. W, 15.8'                      

9" White Birch - S 11 deg. E, 5.9'                                                    

5" Maple - S 88 deg. W, 9.2'           

GLO BK 

1, P 8
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19 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 39 deg. W, 18.5'                                                      

12" White Birch - N (?)                         

GLO BK 

1, P 9

20 49-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1938

Survey of NE ¼  (G.L. 1)                                       

Distance and angles stated

Book 1, 

Page 501

20 49-26  
Road Survey in Section 20 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on SW side Round Lake and on N 

line Sec.   Bearings and Distances stated 

Book 1, 

Page 99

20 49-26 E 1/4

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

20 49-26 M.C.

M.C is on N line NE 1/4, on W side of 

Round Lake - 66.0' E of N1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
12" Yellow Pine - S 03 deg. E, 18.5'                                                      

14" Yellow Pine - N 14 deg. W, 16.5'                                                             

GLO BK 

1, P 63

20 49-26 M.C.

M.C is on E line SE 1/4, on S side of 

Round Lake - 2524.5' N of SE Cor. - 

set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 90 deg. W, 5.3'                                                      

12" Dead White Pine - S 59 deg. E, 15.2'                                                             

GLO BK 

1, P 51

20 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" White Birch - S 72 deg. W, 4.0'                                                      

5" White Oak - N 72 deg. E, 20.5'                                                             

GLO BK 

1, P 63

20 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

20 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

20 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Cedar - S 10 deg. E, 5.3'                                                      

(?)" Spruce - N 70 deg. E, 11.2'                                                             

GLO BK 

1, P 60

20 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 50

20 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Pine - N 01 deg. E, 15.8'                                                        

8" White Pine - N 43 deg. W, 22.4'                                  

8" White Pine - S 26 deg. E, 23.8'                                                         

8" Birch - S 32 deg. W, 15.2'

GLO BK 

1, P 59

20 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Birch - N 35 deg. E, 15.2'                                                      

12" Balsam - N 72 deg. W, 4.6'                                                             

GLO BK 

1, P 62

21 49-26  
Road Survey in Section 21 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on E side SE 1/4                               

Bearings and Distances stated 

Book 1, 

Page 100

21 49-26  
Road Survey in Section 21 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on E-W 1/4 line and on S side 

Round Lake    Bearings and Distances stated 

Book 1, 

Page 99

21 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 41

21 49-26 M.C.

M.C is on W line SW 1/4, on S side of 

Round Lake - 2524.5' N of SW Cor. - 

set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 90 deg. W, 5.3'                                                      

12" Dead White Pine - S 59 deg. E, 15.2'                                                             

GLO BK 

1, P 51
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21 49-26 M.C.

M.C is on N line NE 1/4, on E side of 

Round Lake - 2131.8' W of NE Cor. - 

set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Yellow Pine - N 37 deg. E, 23.8'                                                      

14" Yellow Pine - S 63 deg. E, 9.2'                                                             

GLO BK 

1, P 52

21 49-26 N 1/4

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

21 49-26 NE
2" iron pipe found in woods by W. 

Buckler
1990

16" Poplar - N 90 deg. E, 3.50'                               

6" Maple - S 00 deg. E, 1.70'                                  

4" Maple - N 45 deg. W, 12.06'

267023

21 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Birch - N 26 deg. W, 13.9'                                                        

8" Fir - N 29 deg. E, 9.9'                                  

8" Birch - S 78 deg. E, 16.5'                                                         

5" Fir - S 27 deg. W, 4.0'

GLO BK 

1, P 41

21 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Spruce - N 47 deg. W, 8.6'                                                        

8" Spruce - S 21 deg. W, 9.2'                                  

7" Birch - N 70 deg. E, 8.6'                                                         

8" Birch - S 74 deg. W, 9.9'

GLO BK 

1, P 62

21 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 51

21 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Black Ash - N 40 deg. W, 7.9'                                                      

10" Black Ash - N 81 deg. E, 2.6'                      

8" Black Ash - S 66 deg. W, 9.9'                                                         

8" Fir - S 43 deg. E, 12.5'

GLO BK 

1, P 39

21 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 50

21 49-26 W 1/4

corner falls in Round Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865 corner falls in Round Lake - no ties taken        
GLO BK 

1, P 52

22 49-26  
Road Survey in Section 22 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on S and  W line SW 1/4 of 

Section. Bearings and Distances stated 

Book 1, 

Page 100

22 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 18 deg. E, 1.3'                                                      

5" Birch - S 02 deg. W, 12.5'                         

GLO BK 

1, P 29

22 49-26 M.C.

M.C is on N line NE 1/4, on E side of 

Waukenabo Lake - 2112.0' W of NE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Tamarack - N 53 deg. E, 197.3'                                                      

3" Tamarack - S 77 deg. E, 184.8'                                                             

GLO BK 

1, P 42

22 49-26 M.C.

M.C is on N line NW 1/4, on W side of 

Waukenabo Lake - 2508.0' E of NW 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Tamarack - S 33 deg. W, 59.4'                                                      

2" Tamarack - N 53 deg. W, 31.7'                                                             

GLO BK 

1, P 42

22 49-26 N 1/4

corner falls in Waukenabo Lake - no 

post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 corner falls in Waukenabo lake - no ties taken        
GLO BK 

1, P 42

22 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Maple - N 28 deg. E, 23.8'                                                      

5" Maple - N 12 deg. W, 27.1'                      6" 

Maple - S 75 deg. W, 46.2'                                                    

no other tree listed for ties 

GLO BK 

1, P 29

22 49-26 NE 

1/2" iron pipe found on c/l E-W road 

and 16' E of c/l road to N by T. 

Johnson

1987

Power Pole - 35.53' NE                                         

spk in anchor pole - 26.57' SE                              

spk in anchor pole - 52.18' NW

246943

22 49-26 NW
2" iron pipe found in woods by W. 

Buckler
1990

16" Poplar - N 90 deg. E, 3.50'                               

6" Maple - S 00 deg. E, 1.70'                                  

4" Maple - N 45 deg. W, 12.06'

267023
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22 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

9" Birch - N 26 deg. W, 13.9'                                                        

8" Fir - N 29 deg. E, 9.9'                                  

8" Birch - S 78 deg. E, 16.5'                                                         

5" Fir - S 27 deg. W, 4.0'

GLO BK 

1, P 41

22 49-26 S 1/4
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 88 deg. E, 21.1'                                                      

6" Fir - S 86 deg. W, 33.7'                         

GLO BK 

1, P 40

22 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Aspen - N 23 deg. W, 5.9'                                                      

10" White Pine - N 50 deg. E, 33.0'                      

4" Fir - S 62 deg. W, 7.9'                                                         

10" Aspen - S 11 deg. E, 3.3'

GLO BK 

1, P 27

22 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Black Ash - N 40 deg. W, 7.9'                                                      

10" Black Ash - N 81 deg. E, 2.6'                      

8" Black Ash - S 66 deg. W, 9.9'                                                         

8" Fir - S 43 deg. E, 12.5'

GLO BK 

1, P 39

22 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 41

23 49-26  
Road Survey in Section 23 by F.J. 

O'Hara, Co. Surveyor 
1910

Road runs on S line SE 1/4 of Section.                  

No Bearings and Distances stated 

Book 1, 

Page 122

23 49-26  
Road Survey in Section 23 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on S line Section.                                

Bearings and Distances stated 

Book 1, 

Page 100

23 49-26 E 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

23 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 69 deg. W, 25.7'                                                      

10" Aspen - S 60 deg. E, 23.8'                         

GLO BK 

1, P 18

23 49-26 N 1/4
3/4" capped iron pipe set 308' E of c/l      

N-S highway in woods by T. Johnson
1987

spk in 10" Tamarack - 19.87' NE                           

spk in 10" Tamarack - 23.22' SSE                         

spk in 8" Tamarack - 33.79' NW

246942

23 49-26 N 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

12" Tamarack - S 52 deg. W, 113.5'                      

4" Tamarack - N 49 deg. E, 66.3'                         

Book 1, 

Page 72

23 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
2" Tamarack - S 21 deg. W, 4.0'                                                      

3" Tamarack - N 45 deg. W, 15.2'                         

GLO BK 

1, P 30

23 49-26 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

23 49-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" R. Oak - N 39 deg. W, 101.0'                             

8" J. Pine - S 65 deg. E, 104.9'                         

Book 1, 

Page 72

23 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - S 82 deg. E, 335.3'                                                      

10" Aspen - N 17 deg. W, 157.7'                      

8" Aspen - N 23 deg. E, 184.8'                                                         

No other tree near to use for ties

GLO BK 

1, P 18

23 49-26 NW

1/2" iron pipe found on c/l E-W road 

and 16' E of c/l road to N by T. 

Johnson

1987

Power Pole - 35.53' NE                                          

spk in anchor pole - 26.57' SE                               

spk in anchor pole - 52.18' NW

246943

23 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Maple - N 28 deg. E, 23.8'                                                      

5" Maple - N 12 deg. W, 27.1'                      6" 

Maple - S 75 deg. W, 46.2'                                                    

no other tree listed for ties 

GLO BK 

1, P 29

23 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - N 01 deg. W, 27.7'                                                      

No other trees near to use for ties              

GLO BK 

1, P 28

23 49-26 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

23 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 30 deg. E, 19.8'                                                      

5" Tamarack - N 06 deg. W, 11.2'                      

5" Tamarack - S 55 deg. W, 4.0'                                                    

5" Tamarack - S 29 deg. E, 12.5'           

GLO BK 

1, P 17

23 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Aspen - N 23 deg. W, 5.9'                                                      

10" White Pine - N 50 deg. E, 33.0'                      

4" Fir - S 62 deg. W, 7.9'                                                         

10" Aspen - S 11 deg. E, 3.3'

GLO BK 

1, P 27
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23 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 18 deg. E, 1.3'                                                      

5" Birch - S 02 deg. W, 12.5'                         

GLO BK 

1, P 29

23 49-26
School Lot Survey in Section by Fred 

Heuer, County Surveyor 
1920

Is in SW1/4-SE1/4 of Section                                

Distance and angles shown 

Book 1, 

Page 306

24 49-26  
Subdivision of Section by H. D. Keath, 

County Surveyor 
1925

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 405

24 49-26  
Road Survey in Section 24 by F.J. 

O'Hara, Co. Surveyor 
1910

Road runs on S line of Section.                             

No Bearings and Distances stated 

Book 1, 

Page 122

24 49-26 E 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 8” Elm - N 45 deg. W, 40.5'

Book 1, 

Page 405

24 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
10" White Birch - S 50 deg. E, 2.6'                                    

5" Fir - S 35 deg. W, 5.9'                                           

GLO BK 

2, P 4

24 49-26 N 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 N 1/4
Set new 4” Tamarack post and took 

new ties by H.D. Keath, Co. Surveyor
1913

5” Spruce - N 05 deg E, 48.7'                                 

5” Spruce – S 12 deg E, 53.1'                            

Book 1, 

Page 167

24 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Fir - N 00 deg. E, 4.0'                                                      

12" Fir - S 58 deg. W, 5.9'                         

GLO BK 

1, P 20

24 49-26 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 NE
Set new 4” ash post and took new ties 

by H.D. Keath, County Surveyor
1913

10” W. Oak - N 22 deg W, 84.5'                             

18” W. Oak – S 12 deg E, 41.9'                            

Book 1, 

Page 167

24 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

5" Spruce - S 64 deg. E, 4.0'                                            

15" Tamarack - N 35 deg. E, 5.9'                                 

6" Tamarack - N 41 deg. W, 39.6' 

GLO BK 

2, P 4

24 49-26 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1909

20" R. Oak - N 39 deg. W, 101.0'                            

8" J. Pine - S 65 deg. E, 104.9'                         

Book 1, 

Page 72

24 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" Aspen - S 82 deg. E, 335.3'                                                      

10" Aspen - N 17 deg. W, 157.7'                      

8" Aspen - N 23 deg. E, 184.8'                                                         

No other tree near to use for ties

GLO BK 

1, P 18

24 49-26 S 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Cedar - S 67 deg. W, 4.0'                                                      

5" Fir - N 39 deg. E, 4.6'                         

GLO BK 

1, P 18

24 49-26 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

12" Tamarack - N 19 deg. E, 25.1'                                           

5" Spruce - N 21 deg. W, 28.4'                                 

6" Tamarack - S 70 deg. W, 3.3' 

GLO BK 

2, P 3

24 49-26 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 30 deg. E, 19.8'                                                      

5" Tamarack - N 06 deg. W, 11.2'                      

5" Tamarack - S 55 deg. W, 4.0'                                                    

5" Tamarack - S 29 deg. E, 12.5'           

GLO BK 

1, P 17

24 49-26 W 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

24 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Aspen - N 69 deg. W, 25.7'                                                      

10" Aspen - S 60 deg. E, 23.8'                         

GLO BK 

1, P 18

25 49-26  
Road Survey in Section 25 by F.J. 

O'Hara, Co. Surveyor 
1910

Road runs on N line of Section.                            

No Bearings and Distances stated 

Book 1, 

Page 122

25 49-26 E 1/4
Set 1” iron pipeand took new ties by 

H.D. Keath, County Surveyor
1914

12” Basswood - S 45 deg E, 3.0'                             

24” Oak stump - S 45 deg W, 8.6'              

Book 1, 

Page 194
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25 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
14" Swamp Oak - S 65 deg. W, 8.6'                                    

8" Elm - N 67 deg. E, 11.9'                                           

GLO BK 

2, P 3

25 49-26 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 1489.0' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

1867
6" Maple - S 15 deg. E, 40.0'                                    

8" White Ash - S 50 deg. E, 11.2'                                           

GLO BK 

2, P 2

25 49-26 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River - 1607.8' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
10" Yellow Pine - N 61 deg. E, 4.0'                                    

10" Elm - N 09 deg. W, 17.2'                                           

GLO BK 

2, P 2

25 49-26 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 1782.0' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
8" Burr Oak - N 24 deg. E, 21.1'                                    

7" Burr Oak - N 34 deg. W, 11.9'                                           

GLO BK 

2, P 2

25 49-26 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River - 1897.5' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
16" White Pine - S 20 deg. W, 85.8'                                    

7" Willow - S 80 deg. E, 4.6'                                           

GLO BK 

2, P 2

25 49-26 M.C.

M.C is on E line SE 1/4, on S side of 

Willow River - 2442.0' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

1867
16" Elm - N 84 deg. W, 52.1'                                    

No other trees listed                                         

GLO BK 

2, P 3

25 49-26 M.C.

M.C is on E line SE 1/4, on N side of 

Willow River - 2567.4' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
16" Maple - S 56 deg. W, 7.3'                                    

18" Maple - S 15 deg. E, 12.5'                                  

GLO BK 

2, P 3

25 49-26 N 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

25 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Cedar - S 67 deg. W, 4.0'                                                      

5" Fir - N 39 deg. E, 4.6'                         

GLO BK 

1, P 18

25 49-26 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

25 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

6" Spruce - S 58 deg. E, 3.3'                                    

12" Tamarack - N 19 deg. E, 25.1'                                           

5" Spruce - N 21 deg. W, 28.4'                                 

6" Tamarack - S 70 deg. W, 3.3' 

GLO BK 

2, P 3

25 49-26 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

25 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 30 deg. E, 19.8'                                                      

5" Tamarack - N 06 deg. W, 11.2'                      

5" Tamarack - S 55 deg. W, 4.0'                                                    

5" Tamarack - S 29 deg. E, 12.5'           

GLO BK 

1, P 17

25 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Pine - N 56 deg. W, 11.2'                                                      

22" White Pine - S 06 deg. E, 28.4'                         

GLO BK 

1, P 16

25 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

16" White Pine - N 34 deg. W, 7.9'                                    

12" White Pine - N 81 deg. E, 48.8'                                           

12" White Pine - S 82 deg. E, 45.5'                                 

5" Aspen - S 62 deg. W, 46.9' 

GLO BK 

2, P 2

25 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Birch - N 61 deg. W, 28.4'                                                      

8" White Cedar - N 77 deg. E, 11.9'                      

8" White Cedar - S 30 deg. E, 17.8'                                                    

8" Spruce - S 02 deg. W, 12.5'           

GLO BK 

1, P 14

25 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Fir - N 87 deg. W, 7.9'                                                      

8" Fir - S 84 deg. E, 11.9'                         

GLO BK 

1, P 16

26 49-26  
Road Survey in Section 26 by F.J. 

O'Hara, Co. Surveyor 
1910

Road runs on N line NE 1/4 of Section.                 

No Bearings and Distances stated 

Book 1, 

Page 122

26 49-26  
Road Survey in Section 26 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on N line Section.                                

Bearings and Distances stated 

Book 1, 

Page 100
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26 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Fir - N 87 deg. W, 7.9'                                                      

8" Fir - S 84 deg. E, 11.9'                         

GLO BK 

1, P 16

26 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Tamarack - N 01 deg. W, 27.7'                                                      

No other trees near to use for ties              

GLO BK 

1, P 28

26 49-26 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 405

26 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Tamarack - N 30 deg. E, 19.8'                                                      

5" Tamarack - N 06 deg. W, 11.2'                      

5" Tamarack - S 55 deg. W, 4.0'                                                    

5" Tamarack - S 29 deg. E, 12.5'           

GLO BK 

1, P 17

26 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Aspen - N 23 deg. W, 5.9'                                                      

10" White Pine - N 50 deg. E, 33.0'                      

4" Fir - S 62 deg. W, 7.9'                                                         

10" Aspen - S 11 deg. E, 3.3'

GLO BK 

1, P 27

26 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Aspen - N 77 deg. W, 4.6.'                                                      

10" Aspen - S 89 deg. E, 7.9'                         

GLO BK 

1, P 26

26 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Birch - N 61 deg. W, 28.4'                                                      

8" White Cedar - N 77 deg. E, 11.9'                      

8" White Cedar - S 30 deg. E, 17.8'                                                    

8" Spruce - S 02 deg. W, 12.5'           

GLO BK 

1, P 14

26 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

4" Cedar - N 34 deg. W, 3.3'                                                      

8" Tamarack - S 05 deg. E, 5.3'                      

8" Tamarack - N 66 deg. W, 5.3'                                                    

6" Tamarack - S 58 deg. W, 11.2'           

GLO BK 

1, P 25

26 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 90 deg. E, 4.0'                                                      

6" White Pine - S 17 deg. W, 7.3'                         

GLO BK 

1, P 27

27 49-26  
Road Survey in Section 27 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on N Line of Section.                           

Distances and Mag. Var. stated 

Book 1, 

Page 100

27 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 90 deg. E, 4.0'                                                      

6" White Pine - S 17 deg. W, 7.3'                         

GLO BK 

1, P 27

27 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 88 deg. E, 21.1'                                                      

6" Fir - S 86 deg. W, 33.7'                         

GLO BK 

1, P 40

27 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Aspen - N 23 deg. W, 5.9'                                                      

10" White Pine - N 50 deg. E, 33.0'                      

4" Fir - S 62 deg. W, 7.9'                                                         

10" Aspen - S 11 deg. E, 3.3'

GLO BK 

1, P 27

27 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Black Ash - N 40 deg. W, 7.9'                                                      

10" Black Ash - N 81 deg. E, 2.6'                      

8" Black Ash - S 66 deg. W, 9.9'                                                         

8" Fir - S 43 deg. E, 12.5'

GLO BK 

1, P 39

27 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Cedar - N 24 deg. E, 13.2'                                                      

6" Fir - S 30 deg. E, 19.1'                         

GLO BK 

1, P 38

27 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

4" Cedar - N 34 deg. W, 3.3'                                                      

8" Tamarack - S 05 deg. E, 5.3'                      

8" Tamarack - N 66 deg. W, 5.3'                                                    

6" Tamarack - S 58 deg. W, 11.2'           

GLO BK 

1, P 25

27 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Tamarack - N 45 deg. E, 7.9'                                                      

6" Tamarack - N 08 deg. W, 11.9'                      

4" Tamarack - S 88 deg. W, 4.6'                                                    

8" Tamarack - S 29 deg. E, 11.9'           

GLO BK 

1, P 37

27 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Cedar - N 02 deg. E, 16.5'                                                      

8" Birch - S 04 deg. W, 28.4'                         

GLO BK 

1, P 39

27 49-26
Road Survey in W 1/2 of Section 27 

by F.J. O'Hara, County Surveyor 
1910

runs N-S in W1/2 of Section 27                            

No Bearings and distances shown 

Book 1, 

Page 129

28 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Cedar - N 02 deg. E, 16.5'                                                      

8" Birch - S 04 deg. W, 28.4'                         

GLO BK 

1, P 39
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28 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 51

28 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

14" Black Ash - N 40 deg. W, 7.9'                                                      

10" Black Ash - N 81 deg. E, 2.6'                      

8" Black Ash - S 66 deg. W, 9.9'                                                         

8" Fir - S 43 deg. E, 12.5'

GLO BK 

1, P 39

28 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 50

28 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 49

28 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Tamarack - N 45 deg. E, 7.9'                                                      

6" Tamarack - N 08 deg. W, 11.9'                      

4" Tamarack - S 88 deg. W, 4.6'                                                    

8" Tamarack - S 29 deg. E, 11.9'           

GLO BK 

1, P 37

28 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

28 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Pine - S 11 deg. E, 21.1'                                                      

12" White Pine - S 40 deg. E, 15.2'                                                             

GLO BK 

1, P 49

29 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Pine - S 11 deg. E, 21.1'                                                      

12" White Pine - S 40 deg. E, 15.2'                                                             

GLO BK 

1, P 49

29 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Cedar - S 10 deg. E, 5.3'                                                      

(?)" Spruce - N 70 deg. E, 11.2'                                                             

GLO BK 

1, P 60

29 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 50

29 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Pine - N 01 deg. E, 15.8'                                                        

8" White Pine - N 43 deg. W, 22.4'                                  

8" White Pine - S 26 deg. E, 23.8'                                                         

8" Birch - S 32 deg. W, 15.2'

GLO BK 

1, P 59

29 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 32 deg. E, 7.3'                                                      

5" White Pine - S 42 deg. E, 5.9'                                                             

GLO BK 

1, P 58

29 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

29 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 57

29 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Cedar - S 29 deg. E, 9.2'                                                      

20" Yellow Pine - N 29 deg. W, 5.9'                                                             

GLO BK 

1, P 59

30 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" White Cedar - S 29 deg. E, 9.2'                                                      

20" Yellow Pine - N 29 deg. W, 5.9'                                                             

GLO BK 

1, P 59

30 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
14" Black Pine - S 35 deg. E, 2.6'                                                      

12" Black Pine - N 12 deg. W, 3.3'                                                             

GLO BK 

1, P 61

30 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Pine - N 01 deg. E, 15.8'                                                        

8" White Pine - N 43 deg. W, 22.4'                                  

8" White Pine - S 26 deg. E, 23.8'                                                         

8" Birch - S 32 deg. W, 15.2'

GLO BK 

1, P 59

30 49-26 NW
2" capped iron set on c/l road from N 

and from W by J. Halverson
1966

5" Poplar - 18.45' N                                               

14" Elm - 31.9' NE                                                

6" Poplar - 15.55' SE

158922

30 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Maple - N 35 deg. E, 17.8'                                                      

9" White Birch - N 27 deg. W, 15.8'                      

9" White Birch - S 11 deg. E, 5.9'                                                    

5" Maple - S 88 deg. W, 9.2'           

GLO BK 

1, P 8
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30 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Maple - N 86 deg. W, 11.9'                                                      

6" Birch - S 60 deg. W, 19.1'                                                             

GLO BK 

1, P 59

30 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 57

30 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Aspen - N 24 deg. E, 6.6'                                                      

6" Aspen - S 83 deg. W, 10.6'                      8" 

Aspen - N 56 deg. W, 16.5'                                                    

8" Aspen - S 38 deg. E, 5.3'           

GLO BK 

1, P 7

30 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Aspen - S 69 deg. W, 9.9'                                                      

5" White Birch - N 50 deg. E, 4.6'                         

GLO BK 

1, P 8

31 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - S 14 deg. W, 120.1'                                                      

5" White Pine - S 01 deg. E, 92.4'                                                             

GLO BK 

1, P 56

31 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Maple - N 86 deg. W, 11.9'                                                      

6" Birch - S 60 deg. W, 19.1'                                                             

GLO BK 

1, P 59

31 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 57

31 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Aspen - N 24 deg. E, 6.6'                                                      

6" Aspen - S 83 deg. W, 10.6'                      8" 

Aspen - N 56 deg. W, 16.5'                                                    

8" Aspen - S 38 deg. E, 5.3'           

GLO BK 

1, P 7

31 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - N 7 deg. W, 83.2'                                                      

4" Tamarack - S 09 deg. W, 17.8'                                                             

GLO BK 

1, P 20

31 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

7" White Cedar - N 57 deg. E, 18.5'                                                     

9" White Cedar - S 11 deg. E, 19.1'                                                                

10" White Cedar - S 43 deg. W, 29.7'                                                  

12" White Cedar - N 28 deg. W, 33.0'

GLO BK 

1, P 19

31 49-26 SW 4"x4" wood post found by J. Halverson 1965 Tree with blaze - 20.5' NE 158925

31 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Birch - N 35 deg. W, 547.8'                                                          

12" White Pine - N 83 deg. E, 712.8'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 13

31 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Aspen - N 43 deg. E, 2.0'                                                      

10" Aspen - S 73 deg. W, 4.6'                         

GLO BK 

1, P 7

31 49-26
Survey of Section lines by H.D. Keath, 

County Surveyor 
1933

Survey of N, W and S lines of Section                 

Distance and Mag. Var. stated

Book 1, 

Page 461

32 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

32 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - N 32 deg. E, 7.3'                                                      

5" White Pine - S 42 deg. E, 5.9'                                                             

GLO BK 

1, P 58

32 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

32 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 57

32 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 87 deg. E, 13.2'                                                      

5" Tamarack - N 57 deg. E, 14.5'                                                             

GLO BK 

1, P 19

32 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 88 deg. W, 452.1'                                                      

No other trees near to use for ties                                           

GLO BK 

1, P 18

Page 728 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

32 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

7" White Cedar - N 57 deg. E, 18.5'                                                     

9" White Cedar - S 11 deg. E, 19.1'                                                                

10" White Cedar - S 43 deg. W, 29.7'                                                  

12" White Cedar - N 28 deg. W, 33.0'

GLO BK 

1, P 19

32 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" White Pine - S 14 deg. W, 120.1'                                                      

5" White Pine - S 01 deg. E, 92.4'                                                             

GLO BK 

1, P 56

33 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Tamarack - S 54 deg. E, 7.3'                                                      

4" Tamarack - S 71 deg. W, 32.3'                         

GLO BK 

1, P 37

33 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 49

33 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Tamarack - N 45 deg. E, 7.9'                                                      

6" Tamarack - N 08 deg. W, 11.9'                      

4" Tamarack - S 88 deg. W, 4.6'                                                    

8" Tamarack - S 29 deg. E, 11.9'           

GLO BK 

1, P 37

33 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

33 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Tamarack - N 76 deg. E, 81.2'                                                      

8" Tamarack - S 87 deg. E, 72.6'                                                             

GLO BK 

1, P 18

33 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 55 deg. E, 20.5'                                                     

5" Spruce - N 11 deg. E, 21.8'                                                                

6" Spruce - N 45 deg. W, 38.3'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

33 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Tamarack - S 88 deg. W, 452.1'                                                      

No other trees near to use for ties                                           

GLO BK 

1, P 18

33 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 48

34 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - S 10 deg. E, 5.9'                                                      

6" Spruce - N 10 deg. W, 3.3'                         

GLO BK 

1, P 25

34 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Cedar - N 24 deg. E, 13.2'                                                      

6" Fir - S 30 deg. E, 19.1'                         

GLO BK 

1, P 38

34 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

4" Cedar - N 34 deg. W, 3.3'                                                      

8" Tamarack - S 05 deg. E, 5.3'                      

8" Tamarack - N 66 deg. W, 5.3'                                                    

6" Tamarack - S 58 deg. W, 11.2'           

GLO BK 

1, P 25

34 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Tamarack - N 45 deg. E, 7.9'                                                      

6" Tamarack - N 08 deg. W, 11.9'                      

4" Tamarack - S 88 deg. W, 4.6'                                                    

8" Tamarack - S 29 deg. E, 11.9'           

GLO BK 

1, P 37

34 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Spruce - N 11 deg. W, 25.7'                                                      

6" Spruce - S 11 deg. E, 25.1'                                                             

GLO BK 

1, P 17

34 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" Yellow Pine - N 12 deg. E, 18.5'                                                     

13" Yellow Pine - S 55 deg. E, 12.5'                                                                

15" Yellow Pine - S 04 deg. W, 5.9'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

34 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 55 deg. E, 20.5'                                                     

5" Spruce - N 11 deg. E, 21.8'                                                                

6" Spruce - N 45 deg. W, 38.3'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

34 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
3" Tamarack - S 54 deg. E, 7.3'                                                      

4" Tamarack - S 71 deg. W, 32.3'                         

GLO BK 

1, P 37

35 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Black Ash - N 62 deg. E, 13.2'                                                      

10" Black Ash - S 70 deg. W, 13.9'                         

GLO BK 

1, P 14
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35 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Aspen - N 77 deg. W, 4.6.'                                                      

10" Aspen - S 89 deg. E, 7.9'                         

GLO BK 

1, P 26

35 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Birch - N 61 deg. W, 28.4'                                                      

8" White Cedar - N 77 deg. E, 11.9'                      

8" White Cedar - S 30 deg. E, 17.8'                                                    

8" Spruce - S 02 deg. W, 12.5'           

GLO BK 

1, P 14

35 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

4" Cedar - N 34 deg. W, 3.3'                                                      

8" Tamarack - S 05 deg. E, 5.3'                      

8" Tamarack - N 66 deg. W, 5.3'                                                    

6" Tamarack - S 58 deg. W, 11.2'           

GLO BK 

1, P 25

35 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
16" White Oak - S 73 deg. E, 10.6'                                                      

12" Elm - N 42 deg. W, 3.3'                                                             

GLO BK 

1, P 16

35 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" Spruce - N 67 deg. E, 10.6'                                                     

14" Linden - S 37 deg. E, 8.6'                                                                

22" Black Ash - S 45 deg. W, 23.8'                                                  

10" Spruce - N 70 deg. W, 22.4'

GLO BK 

1, P 16

35 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" Yellow Pine - N 12 deg. E, 18.5'                                                     

13" Yellow Pine - S 55 deg. E, 12.5'                                                                

15" Yellow Pine - S 04 deg. W, 5.9'                                                  

No other tree near to use for ties

GLO BK 

1, P 17

35 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - S 10 deg. E, 5.9'                                                      

6" Spruce - N 10 deg. W, 3.3'                         

GLO BK 

1, P 25

36 49-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867
12” White Birch – S 30 deg. W, 31.7'                                       

8” Tamarack – N 53 deg. E, 37.6'                                       

GLO BK 

2, P 1

36 49-26 M.C.

M.C is on E line SE 1/4, on N side of 

Mississipi River - 300.3' N of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1867
18" Elm - N 42 deg. E, 71.3'                                    

16" Elm - S 70 deg. W, 51.5'                                           

GLO BK 

2, P 1

36 49-26 M.C.

M.C is on S line SE 1/4, on S side of 

Mississippi River - 30.4' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
8" Aspen - N 38 deg. E, 14.5'                                                      

8" Elm - S 31 deg. W, 18.5'                                                             

GLO BK 

1, P 14

36 49-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 253.4' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
10" Linden - N 07 deg. E, 52.1'                                                      

8" Linden - S 31 deg. W, 55.4'                                                             

GLO BK 

1, P 14

36 49-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 303.6' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

1865
30" Elm - N 66 deg. E, 10.6'                                                      

8" Ironwood - S 19 deg. E, 37.6'                                                             

GLO BK 

1, P 14

36 49-26 M.C.

M.C is on S line SE 1/4, on S side of 

Mississippi River - 531.3' W of SE 

Cor. - set wood post for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1865
14" Elm - S 50 deg. W, 15.2'                                                      

18" Elm - S 44 deg. E, 11.9'                                                             

GLO BK 

1, P 14

36 49-26 M.C.

M.C is on S line SE 1/4, on E side of 

Mississippi River - 363.0' E of S1/4 

Cor. - 6" White Oak used for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1865
12" Spruce - N 14 deg. E, 26.4'                                                      

10" Spruce - S 43 deg. E, 18.5'                                                             

GLO BK 

1, P 15

36 49-26 M.C.

M.C is on S line SE 1/4, on W side of 

Mississippi River - 138.6' E of S1/4 

Cor. - set wood post for corner as part 

of original Government Land Office 

1865
16" White Oak - N 10 deg. W, 17.2'                                                      

6" Yellow Birch - S 16 deg. W, 62.7'                                                             

GLO BK 

1, P 15

36 49-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
20" White Pine - N 56 deg. W, 11.2'                                                      

22" White Pine - S 06 deg. E, 28.4'                         

GLO BK 

1, P 16

36 49-26 NE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

16" White Pine - N 34 deg. W, 7.9'                                    

12" White Pine - N 81 deg. E, 48.8'                                           

12" White Pine - S 82 deg. E, 45.5'                                 

5" Aspen - S 62 deg. W, 46.9' 

GLO BK 

2, P 2
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36 49-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

16" White Birch - N 61 deg. W, 28.4'                                                      

8" White Cedar - N 77 deg. E, 11.9'                      

8" White Cedar - S 30 deg. E, 17.8'                                                    

8" Spruce - S 02 deg. W, 12.5'           

GLO BK 

1, P 14

36 49-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees given for ties
GLO BK 

1, P 15

36 49-26 SE
New post set 3' South of actual corner 

by Fred Heuer, County Surveyor
1922

16” Baumegiliad – S 45 deg. W, 38.0'                   

14” White Ash – S 45 deg. E, 54.5'

Book 1, 

Page 377

36 49-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1865

14" Elm - N 32 deg. W, 7.3'                                    

16" Elm - S 03 deg. E, 19.8'                                           

14" Elm - N 78 deg. W, 18.5'                                 

12" Black Ash - S 42 deg. E, 47.5' 

GLO BK 

2, P 23

36 49-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

18" Spruce - N 67 deg. E, 10.6'                                                     

14" Linden - S 37 deg. E, 8.6'                                                                

22" Black Ash - S 45 deg. W, 23.8'                                                  

10" Spruce - N 70 deg. W, 22.4'

GLO BK 

1, P 16

36 49-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Black Ash - N 62 deg. E, 13.2'                                                      

10" Black Ash - S 70 deg. W, 13.9'                         

GLO BK 

1, P 14

36 49-26
Road Survey in Section 36 by F.J. 

O'Hara, County Surveyor 
1909

Road is on E line SE 1/4 and S line of Sec 31.       

Distances only shown

Book 1, 

Page 101

1 49-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 409

1 49-27 E 1/4
4"x4" conc. Mon. found in woods at 

fence line to the W by T. Betley 
1990

7" Aspen - N 57 deg. E, 2.99'                                 

8" Aspen - S 31 deg. W, 2.75'                                

5" Aspen - N 75 deg. W, 6.39'

265991

1 49-27 E 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

1 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 76 deg. W, 19.8'                                                      

14" White Birch - N 86 deg. E, 9.9'                         

GLO BK 

1, P 12

1 49-27 N 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

12” Baumegiliad – N 45 deg. E, 124.7'                

7” Black Ash  – N 45 deg. W, 114.3'      

Book 1, 

Page 409

1 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Spruce - N 56 deg. E, 69.3'                                    

3" Ash - S 75 deg. E, 73.9'

GLO BK 

7, P 27

1 49-27 NE
3/4" capped iron pipe set in woods by 

T. Betley
1990

3" Aspen - N 24 deg. E, 9.47'                                 

2" Aspen - S 43 deg. E, 13.78'                              

2" Aspen - S 43 deg. W, 10.34'

265993

1 49-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

14” Poplar – N 45 deg. W, 38.4'                          

12” Poplar – S 45 deg. W, 59.5'                            

6” Poplar – N 45 deg. E, 64.2'

Book 1, 

Page 409

1 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 77 deg. W, 13.9'                                                      

12" Aspen - N 42 deg. W, 12.5'                      

10" White Birch - N 20 deg. E, 26.4'                                                    

8" Maple - S 71 deg. E, 33.0'           

GLO BK 

1, P 12

1 49-27 NW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Basswood – N 45 deg. E, 33.8'                        

18” W. Pine stump – S 45 deg. W, 51.0'               

26” W. Pine stump – N 45 deg. W, 51.8'

Book 1, 

Page 409

1 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

20" White Pine - N 45 deg. E, 28.4'                                    

20" White Pine - S 78 deg. E, 31.0'                          

18" White Pine - N 53 deg. W, 22.4'                           

18" White Pine - S 28 deg. W, 35.0'

GLO BK 

7, P 28

1 49-27 S 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Poplar – S 45 deg. W, 41.3'                             

8” Ash – N 45 deg. E, 42.5'      

Book 1, 

Page 409

1 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 39

1 49-27 SE
3/4" iron found at c/l-c/l roads N-S-E-

W by T. Betley
1990

Power pole - N 26 deg. E, 37.79'                            

8" Aspen - S 46 deg. E, 76.31'                              

8" Ash - S 36 deg. W, 84.28'

265994

1 49-27 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1926

8” Tamarack– S 45 deg. W, 72.5'                           

10” Poplar – S 45 deg. E, 56.5'      

Book 1, 

Page 409

1 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - S 78 deg. E, 11.9'                                                      

no other trees near to use for ties                 

GLO BK 

1, P 11
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1 49-27 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

1 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

4" Tamarack - N 78 deg. W, 9.2'                                    

4" Cedar - N 48 deg. E, 11.9'                          

4" Cedar - S 30 deg. W, 15.2'                           

4" Tamarack - S 26 deg. E, 15.8'

GLO BK 

7, P 38

1 49-27 W 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

8” Poplar – S 45 deg. E, 70.8'                                 

4” Poplar– N 45 deg. W, 42.6'      

Book 1, 

Page 409

1 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 40

2 49-27 E 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

8” Poplar – S 45 deg. E, 70.8'                                 

4” Poplar– N 45 deg. W, 42.6'      

Book 1, 

Page 409

2 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 40

2 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" Yellow Pine - N 61 deg. W, 21.1'                                    

12" Yellow Pine - S 02 deg. W, 10.6'

GLO BK 

7, P 28

2 49-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Basswood – N 45 deg. E, 33.8'                        

18” W. Pine stump – S 45 deg. W, 51.0'               

26” W. Pine stump – N 45 deg. W, 51.8'

Book 1, 

Page 409

2 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

20" White Pine - N 45 deg. E, 28.4'                                    

20" White Pine - S 78 deg. E, 31.0'                          

18" White Pine - N 53 deg. W, 22.4'                           

18" White Pine - S 28 deg. W, 35.0'

GLO BK 

7, P 28

2 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

9" White Birch - N 57 deg. E, 8.6'                                    

10" Aspen - S 46 deg. W, 19.8'                          

8" White Birch - S 31 deg. E, 22.4'                           

6" Maple - N 11 deg. W, 26.4'

GLO BK 

7, P 28

2 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Fir - N 23 deg. W, 5.3'                                    

4" Birch - S 42 deg. W, 6.6'

GLO BK 

7, P 49

2 49-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

2 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

4" Tamarack - N 78 deg. W, 9.2'                                    

4" Cedar - N 48 deg. E, 11.9'                          

4" Cedar - S 30 deg. W, 15.2'                           

4" Tamarack - S 26 deg. E, 15.8'

GLO BK 

7, P 38

2 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Yellow Pine - N 38 deg. E, 8.6'                                    

4" Maple - N 35 deg. W, 3.3'                          

13" White Pine - S 81 deg. E, 11.9'                           

10" White Pine - S 70 deg. W, 19.1'

GLO BK 

7, P 48

2 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Spruce - S 65 deg. W, 6.6'                                    

4" Spruce - N 05 deg. E, 13.2'

GLO BK 

7, P 50

3 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

3 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Spruce - S 65 deg. W, 6.6'                                    

4" Spruce - N 05 deg. E, 13.2'

GLO BK 

7, P 50

3 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Pine - N 59 deg. W, 12.5'                                    

8" White Pine - S 75 deg. W, 12.5'

GLO BK 

7, P 29

3 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

9" White Birch - N 57 deg. E, 8.6'                                    

10" Aspen - S 46 deg. W, 19.8'                          

8" White Birch - S 31 deg. E, 22.4'                           

6" Maple - N 11 deg. W, 26.4'

GLO BK 

7, P 28

3 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - N 13 deg. W, 15.8'                                    

10" Birch - S 60 deg. W, 15.8'                          

8" Maple - S 49 deg. E, 2.6'                           8" 

Spruce - N 88 deg. E, 13.9'

GLO BK 

7, P 29

3 49-27 S 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Birch – N 28 deg. W, 42.0'                     

7” Maple – S 48 deg. E, 70.5'

Book 2, 

Page 51

3 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Maple - N 10 deg. E, 1.3'                                    

3" Maple - S 10 deg. W, 1.3'

GLO BK 

7, P 64

3 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Yellow Pine - N 38 deg. E, 8.6'                                    

4" Maple - N 35 deg. W, 3.3'                          

13" White Pine - S 81 deg. E, 11.9'                           

10" White Pine - S 70 deg. W, 19.1'

GLO BK 

7, P 48
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3 49-27 SW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 01 deg. E, 49.0'                     

8” Spruce – S 06 deg. W, 36.0'

Book 2, 

Page 51

3 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 30 deg. E, 6.6'                                    

8" White Pine - S 21 deg. W, 10.6'                          

4" Fir - N 41 deg. W, 9.2'                             4" 

Maple - N 59 deg. E, 10.6'

GLO BK 

7, P 63

3 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 36 deg. W, 17.8'                                    

8" White Pine - N 70 deg. E, 13.2'

GLO BK 

7, P 66

4 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on S line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

4 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 36 deg. W, 17.8'                                    

8" White Pine - N 70 deg. E, 13.2'

GLO BK 

7, P 66

4 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Tamarack - N 82 deg. E, 44.9'                                    

8" Tamarack - S 87 deg. E, 28.4'

GLO BK 

7, P 30

4 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - N 13 deg. W, 15.8'                                    

10" Birch - S 60 deg. W, 15.8'                          

8" Maple - S 49 deg. E, 2.6'                           8" 

Spruce - N 88 deg. E, 13.9'

GLO BK 

7, P 29

4 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 76 deg. E, 16.5'                                    

3" Spruce - N 63 deg. E, 14.5'

GLO BK 

7, P 30

4 49-27 S 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 37 deg. W, 33.0'                     

8” Maple – S 29 deg. E, 35.0'

Book 2, 

Page 51

4 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Maple - S 88 deg. E, 7.9'                                    

6" Maple - N 70 deg. E, 23.1'

GLO BK 

7, P 65

4 49-27 SE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 01 deg. E, 49.0'                     

8” Spruce – S 06 deg. W, 36.0'

Book 2, 

Page 51

4 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 30 deg. E, 6.6'                                    

8" White Pine - S 21 deg. W, 10.6'                          

4" Fir - N 41 deg. W, 9.2'                             4" 

Maple - N 59 deg. E, 10.6'

GLO BK 

7, P 63

4 49-27 SW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” White Birch – N 14 deg. E, 56.8'                     

8” Maple – S 55 deg. E, 53.6'

Book 2, 

Page 51

4 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
9" White Birch - N 87 deg. E, 11.9'                                    

Dbl (?)" Maple - S 66 deg. E, (?)'

GLO BK 

7, P 65

9 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

9 49-27 E 1/4

3" Spruce tree marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
8" Spruce - S 58 deg. E, 7.9'                                    

5" Fir - S 51 deg. W, 16.5'

GLO BK 

7, P 63

9 49-27 N 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 37 deg. W, 33.0'                     

8” Maple – S 29 deg. E, 35.0'

Book 2, 

Page 51

9 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Maple - S 88 deg. E, 7.9'                                    

6" Maple - N 70 deg. E, 23.1'

GLO BK 

7, P 65

9 49-27 NE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 01 deg. E, 49.0'                     

8” Spruce – S 06 deg. W, 36.0'

Book 2, 

Page 51

9 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 30 deg. E, 6.6'                                    

8" White Pine - S 21 deg. W, 10.6'                          

4" Fir - N 41 deg. W, 9.2'                             4" 

Maple - N 59 deg. E, 10.6'

GLO BK 

7, P 63

9 49-27 NW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” White Birch – N 14 deg. E, 56.8'                     

8” Maple – S 55 deg. E, 53.6'

Book 2, 

Page 51
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9 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
9" White Birch - N 87 deg. E, 11.9'                                    

Dbl (?)" Maple - S 66 deg. E, (?)'

GLO BK 

7, P 65

9 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 61

9 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - S 21 deg. E, 19.1'                                    

10" Tamarack - S 23 deg. W, 19.8'                          

10" Tamarack - N 34 deg. E, 15.2'                           

5" Spruce - N 11 deg. W, 9.2'

GLO BK 

11, P 60

9 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - N 37 deg. E, 5.3'                                    

3" Spruce - S 38 deg. E, 3.3'

GLO BK 

7, P 62

10 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on E and N lines of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

10 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Fir - N 07 deg. W, 41.6'                                    

3" Fir - N 10 deg. E, 38.3'

GLO BK 

7, P 48

10 49-27 N 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Birch – N 28 deg. W, 42.0'                     

7” Maple – S 48 deg. E, 70.5'

Book 2, 

Page 51

10 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Maple - N 10 deg. E, 1.3'                                    

3" Maple - S 10 deg. W, 1.3'

GLO BK 

7, P 64

10 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Yellow Pine - N 38 deg. E, 8.6'                                    

4" Maple - N 35 deg. W, 3.3'                          

13" White Pine - S 81 deg. E, 11.9'                           

10" White Pine - S 70 deg. W, 19.1'

GLO BK 

7, P 48

10 49-27 NW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” White Pine – N 01 deg. E, 49.0'                     

8” Spruce – S 06 deg. W, 36.0'

Book 2, 

Page 51

10 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 30 deg. E, 6.6'                                    

8" White Pine - S 21 deg. W, 10.6'                          

4" Fir - N 41 deg. W, 9.2'                             4" 

Maple - N 59 deg. E, 10.6'

GLO BK 

7, P 64

10 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 61

10 49-27 SE
1 1/2" iron pipe found 193' E of c/l N-S 

road in swamp by J. Miller
1980

BT Tag in 6" Ash - N 50 deg. E, 23.45'                  

BT Tag in 9" Ash - S 21 deg. E, 11.62'                   

BT Tag in 6" Ash - N 05 deg. W, 34.60'

210924

10 49-27 SE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” Yellow Birch – N 54 deg. E, 46.0'                     

14” Spruce – S 40 deg. W, 40.0'

Book 2, 

Page 51

10 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

7, P 46

10 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - S 21 deg. E, 19.1'                                    

10" Tamarack - S 23 deg. W, 19.8'                          

10" Tamarack - N 34 deg. E, 15.2'                           

5" Spruce - N 11 deg. W, 9.2'

GLO BK 

11, P 60

10 49-27 W 1/4

3" Spruce tree marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
8" Spruce - S 58 deg. E, 7.9'                                    

5" Fir - S 51 deg. W, 16.5'

GLO BK 

7, P 63

11 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

11 49-27 E 1/4 1" iron pipe set in woods by J. Miller 1980

BT Tag in 25" Fir - N 47 deg. E, 8.43'                  

BT Tag in 12" Fir - S 84 deg. E, 6.81'                  

BT Tag in 10" Fir - N 24 deg. W, 18.72'

210920

11 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 90 deg. W, 4.6'                                    

3" Spruce - N 15 deg. E, 9.2'

GLO BK 

7, P 38
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11 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Fir - N 23 deg. W, 5.3'                                    

4" Birch - S 42 deg. W, 6.6'

GLO BK 

7, P 49

11 49-27 NE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

11 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

4" Tamarack - N 78 deg. W, 9.2'                                    

4" Cedar - N 48 deg. E, 11.9'                          

4" Cedar - S 30 deg. W, 15.2'                           

4" Tamarack - S 26 deg. E, 15.8'

GLO BK 

7, P 38

11 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Yellow Pine - N 38 deg. E, 8.6'                                    

4" Maple - N 35 deg. W, 3.3'                          

13" White Pine - S 81 deg. E, 11.9'                           

10" White Pine - S 70 deg. W, 19.1'

GLO BK 

7, P 48

11 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Fir - N 10 deg. W, 11.9'                                    

10" Birch - S 38 deg. W, 16.5'

GLO BK 

7, P 47

11 49-27 SE 1" iron pipe set in woods by J. Miller 1980

BT Tag in 8" Maple - N 36 deg. E, 22.63'              

BT Tag in 8" Maple - S 60 deg. E, 13.03'              

BT Tag in 5" Elm - N 00 deg. E, 30.40'

210923

11 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Fir - N 51 deg. E, 4.0'                                    

10" Birch - N 71 deg. W, 10.6'                          

6" Fir - S 75 deg. W, 5.3'                             5" 

Fir - S 27 deg. E, 11.2'

GLO BK 

7, P 37

11 49-27 SW
1 1/2" iron pipe found 193' E of c/l N-S 

road in swamp by J. Miller
1980

BT Tag in 6" Ash - N 50 deg. E, 23.45'                

BT Tag in 9" Ash - S 21 deg. E, 11.62'                 

BT Tag in 6" Ash - N 05 deg W, 34.60'

210924

11 49-27 SW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” Yellow Birch – N 54 deg. E, 46.0'                     

14” Spruce – S 40 deg. W, 40.0'

Book 2, 

Page 51

11 49-27 SW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” Yellow Birch – N 54 deg. E, 46.0'                     

14” Spruce – S 40 deg. W, 40.0'

Book 2, 

Page 51

11 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

7, P 46

11 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Fir - N 07 deg. W, 41.6'                                    

3" Fir - N 10 deg. E, 38.3'

GLO BK 

7, P 48

12 49-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1927

Partial subd. - primarily SE1/4                        

Distance and Mag. Var. shown

Book 1,  

Page 420

12 49-27 E 1/4
3/4" iron Mon. set on c/l N-S road by 

D. Rieke
1970

14" Pine - 77.70' NE                                                 

8" Pine - 43.05' WSW                                           

18" Pine - 39.80' NW

194657

12 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Maple - N 76 deg. W, 5.9'                                                      

5" Maple - N 78 deg. E, 4.0'                         

GLO BK 

1, P 11

12 49-27 M.C.

M.C. is on E line SE 1/4 Sec. 12 and 

is a 3/4" iron Mon. set just N of 

Esquagamah Lake by D. Rieke

1970

10" Poplar - 40.10' NE                                            

11" Oak - 14.06' NW                                            

6" Elm - 25.50' NW

194658

12 49-27 M.C.

M.C. is on S line SW 1/4 on W side 

Esquagamah Lake - is wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
4" Ash - S 35 deg. W, 13.2'                                    

4" Ash - N 58 deg. W, 19.8'

GLO BK 

7, P 37

12 49-27 M.C.

M.C is on E line SE 1/4, on N side of 

Esquagamah Lake - 1014.4' N of SE 

Cor. - wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
12" Spruce - N 03 deg. E, 15.8'                                                      

8" Spruce - S 90 deg. W, 16.5'                                                             

GLO BK 

1, P 11

12 49-27 N 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Poplar – S 45 deg. W, 41.3'                             

8” Ash – N 45 deg. E, 42.5'      

Book 1, 

Page 409

12 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 39

12 49-27 NE
3/4" iron found at c/l-c/l roads N-S-E-

W by T. Betley
1990

Power pole - N 26 deg. E, 37.79'                            

8" Aspen - S 46 deg. E, 76.31'                             

8" Ash - S 36 deg. W, 84.28'

265994
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12 49-27 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1926

8” Tamarack – S 45 deg. W, 72.5'                         

10” Poplar – S 45 deg. E, 56.5'      

Book 1, 

Page 409

12 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
5" Spruce - S 78 deg. E, 11.9'                                                      

no other trees near to use for ties                 

GLO BK 

1, P 11

12 49-27 NW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926 Did not take new ties  

Book 1, 

Page 409

12 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

4" Tamarack - N 78 deg. W, 9.2'                                    

4" Cedar - N 48 deg. E, 11.9'                          

4" Cedar - S 30 deg. W, 15.2'                           

4" Tamarack - S 26 deg. E, 15.8'

GLO BK 

7, P 38

12 49-27 S 1/4

Corner falls in Esqugamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
Corner falls in Esquagamah Lake - not ties 

taken

GLO BK 

1, P 11

12 49-27 SE

Corner falls in Esqugamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
Corner falls in Esquagamah Lake - not ties 

taken

GLO BK 

1, P 11

12 49-27 SE

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

12 49-27 SW 1" iron pipe set in woods by J. Miller 1980

BT Tag in 8" Maple - N 36 deg. E, 22.63'             

BT Tag in 8" Maple - S 60 deg. E, 13.03'              

BT Tag in 5" Elm - N 00 deg. E, 30.40'

210923

12 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Fir - N 51 deg. E, 4.0'                                    

10" Birch - N 71 deg. W, 10.6'                          

6" Fir - S 75 deg. W, 5.3'                             5" 

Fir - S 27 deg. E, 11.2'

GLO BK 

7, P 37

12 49-27 W 1/4 1" iron pipe set in woods by J. Miller 1980

BT Tag in 25" Fir - N 47 deg. E, 8.43'                    

BT Tag in 12" Fir - S 84 deg. E, 6.81'                    

BT Tag in 10" Fir - N 24 deg. W, 18.72'

210920

12 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 90 deg. W, 4.6'                                    

3" Spruce - N 15 deg. E, 9.2'

GLO BK 

7, P 38

13 49-27  
Road Survey in Section 13 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on S line Section.                          

Distances and Mag. Var. stated 

Book 1, 

Page 98

13 49-27 E 1/4

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

13 49-27 M.C.

M.C. #3 is on E line SE 1/4 Sec. 13 

and is a 2" iron pipe found 10' S of 

Esquagamah Lake at S toe of ice 

ridge by B. Eveland

1985

N & D in 3" Ash - N 00 deg. E, 5.43'                      

N & D in 6" Ash - S 80 deg. E, 2.65'                       

N & D in 6" Ash - S 56 deg. W, 14.03'

234663

13 49-27 M.C.

M.C. is on E line SE 1/4 Sec. 13 and 

is a 2" iron pipe found 10' S of 

Esquagamah Lake at S toe of ice 

ridge by B. Eveland

1985

N & D in 3" Ash - N 00 deg. E, 5.43'                     

N & D in 6" Ash - S 80 deg. E, 2.65'                       

N & D in 6" Ash - S 56 deg. W, 14.03'

234663

13 49-27 M.C.

M.C. is on N line NW 1/4 on W side 

Esquagamah Lake - is wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
4" Ash - S 35 deg. W, 13.2'                                    

4" Ash - N 58 deg. W, 19.8'

GLO BK 

7, P 37

13 49-27 N 1/4

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

13 49-27 NE

Corner falls in Esquagamah Lake - no 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865  corner falls in Esquagamah Lake - no ties                 
GLO BK 

1, P 10

13 49-27 NW 1" iron pipe set in woods by J. Miller 1980
BT Tag in 8" Maple - N 36 deg. E, 22.63'               

BT Tag in 8" Maple - S 60 deg. E, 13.03'           

BT Tag in 5" Elm - N 00 deg. E, 30.40'

210923

13 49-27 NW
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Fir - N 51 deg. E, 4.0'                                    

10" Birch - N 71 deg. W, 10.6'                          

6" Fir - S 75 deg. W, 5.3'                             5" 

GLO BK 

7, P 37

13 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 04 deg. E, 93.7'                                    

4" Tamarack - S 87 deg. W, (?)'

GLO BK 

7, P 36
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13 49-27 SE

3/4" iron pipe found 2.8' E of c/l N-S 

road and 1' S of E-W road by B. 

Eveland

1985

N & D in 17" W. Oak - S 50 deg. E, 49.72'             

N & D in 28" R. Oak - S 44 deg. W, 78.98'            

N & D in 12" W. Oak - N 18 deg. W, 99.60'

234662

13 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

28" White Pine - N 49 deg. E, 16.5'                                                      

10" Birch - N 53 deg. W, 18.5'                      5" 

Spruce - S 43 deg. W, 11.2'                                                    

8" Spruce - S 75 deg. E, 15.2'           

GLO BK 

1, P 9

13 49-27 SW
1/2" iron pipe set on c/l E-W road at W 

edge woods to N by J. Miller
1980

BT Tag in 10" Birch - N 64 deg. E, 101.11'            

BT Tag in 4" R. Oak - S 21 deg. E, 73.38'              

BT Tag in 8" Aspen - N 03 deg. E, 43.50'

210922

13 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" White Birch - N 52 deg. W, 19.1'                                    

8" White Birch - S 12 deg. W, 14.5'                          

8" White Pine - N 51 deg. E, 7.9'                           

5" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 35

13 49-27 W 1/4
1/2" capped iron pipe set in woods by 

J. Miller
1980

BT Tag in 8" Basswood - S 86 deg. E, 8.88'        

BT Tag in 8" Basswood - S 25 deg. E, 13.78'         

BT Tag in 10" Basswood - S 23 deg W, 16.76'

210921

13 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Maple - S 01 deg. W, 23.8'                                    

5" Fir - N 90 deg. E, 2.6'

GLO BK 

7, P 36

14 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on S and W lines of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

14 49-27 E 1/4
1/2" capped iron pipe set in woods by 

J. Miller
1980

BT Tag in 8" Basswood - S 86 deg. E, 8.88'         

BT Tag in 8" Basswood - S 25 deg. E, 13.78'       

BT Tag in 10" Basswood - S 23 deg W, 16.76'

210921

14 49-27 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Maple - S 01 deg. W, 23.8'                                    

5" Fir - N 90 deg. E, 2.6'

GLO BK 

7, P 36

14 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Fir - N 10 deg. W, 11.9'                                    

10" Birch - S 38 deg. W, 16.5'

GLO BK 

7, P 47

14 49-27 NE 1" iron pipe set in woods by J. Miller 1980

BT Tag in 8" Maple - N 36 deg. E, 22.63'              

BT Tag in 8" Maple - S 60 deg. E, 13.03'               

BT Tag in 5" Elm - N 00 deg. E, 30.40'

210923

14 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Fir - N 51 deg. E, 4.0'                                    

10" Birch - N 71 deg. W, 10.6'                          

6" Fir - S 75 deg. W, 5.3'                             5" 

Fir - S 27 deg. E, 11.2'

GLO BK 

7, P 37

14 49-27 NW
1 1/2" iron pipe found 193' E of c/l N-S 

road in swamp by J. Miller
1980

BT Tag in 6" Ash - N 50 deg. E, 23.45'                 

BT Tag in 9" Ash - S 21 deg. E, 11.62'                    

BT Tag in 6" Ash - N 05 deg. W, 34.60'

210924

14 49-27 NW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” Yellow Birch – N 54 deg. E, 46.0'                     

14” Spruce – S 40 deg. W, 40.0'

Book 2, 

Page 51

14 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

7, P 46

14 49-27 S 1/4

3" Pine used for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
6" White Pine - N 78 deg. W, 7.9'                                    

5" Yellow Pine - S 60 deg. E, 29.0'

GLO BK 

7, P 47

14 49-27 SE
1/2" iron pipe set on c/l E-W road at W 

edge woods to N by J. Miller
1980

BT Tag in 10" Birch - N 64 deg. E, 101.11'          

BT Tag in 4" R. Oak - S 21 deg. E, 73.38'             

BT Tag in 8" Aspen - N 03 deg. E, 43.50'

210922

14 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" White Birch - N 52 deg. W, 19.1'                                    

8" White Birch - S 12 deg. W, 14.5'                          

8" White Pine - N 51 deg. E, 7.9'                           

5" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 35

14 49-27 SW
7/8" capped iron pin set at c/l roads 

from E and from N by T. Betley
1989

3" Aspen - N 10 deg. E, 20.25'                               

12" Aspen - S 20 deg. E, 4.50'                              

12" Aspen - N 65 deg. W, 12.30'

265893

14 49-27 SW
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Birch - N 56 deg. W, 21.1'                                    

5" White Birch - S 68 deg. W, 15.8'                          

16" Yellow Pine - N 41 deg. E, 7.9'                           

GLO BK 

7, P 45

14 49-27 W 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

5” Fir – S 84 deg. W, 51.5'                                     

8” Fir – S 62 deg. E, 54.5'

Book 2, 

Page 51

14 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
23" White Pine - N 61 deg. E, 5.3'                                    

24" White Pine - S 61 deg. W, 4.0'

GLO BK 

7, P 46

15 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51
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15 49-27 E 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

5” Fir – S 84 deg. W, 51.5'                                     

8” Fir – S 62 deg. E, 54.5'

Book 2, 

Page 51

15 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
23" White Pine - N 61 deg. E, 5.3'                                    

24" White Pine - S 61 deg. W, 4.0'

GLO BK 

7, P 46

15 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 61

15 49-27 NE
1 1/2" iron pipe found 193' E of c/l N-S 

road in swamp by J. Miller
1980

BT Tag in 6" Ash - N 50 deg. E, 23.45'                  

BT Tag in 9" Ash - S 21 deg. E, 11.62'                 

BT Tag in 6" Ash - N 05 deg. W, 34.60'

210924

15 49-27 NE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

10” Yellow Birch – N 54 deg. E, 46.0'                     

14” Spruce – S 40 deg. W, 40.0'

Book 2, 

Page 51

15 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

12" Aspen - N 09 deg. W, 17.2'                                    

10" Tamarack - N 38 deg. E, 17.2'                          

14" Tamarack - S 62 deg. E, 7.3'                           

6" Ash - S 43 deg. W, 11.2'

GLO BK 

7, P 46

15 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - S 21 deg. E, 19.1'                                    

10" Tamarack - S 23 deg. W, 19.8'                          

10" Tamarack - N 34 deg. E, 15.2'                           

5" Spruce - N 11 deg. W, 9.2'

GLO BK 

11, P 60

15 49-27 S 1/4
7/8" capped iron pin set in swamp 

approx. 60' SW of high ground by T. 

Betley

1989
5" B. Spruce - N 22 deg. E, 60.25'                        

7" Maple - N 48 deg. E, 88.20'                              

6" B. Spruce - N 75 deg. E, 96.40'

265889

15 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N 82 deg. E, 29.0'                                    

4" Spruce - S 75 deg. W, 9.2'

GLO BK 

7, P 58

15 49-27 SE
7/8" capped iron pin set at c/l roads 

from E and from N by T. Betley
1989

3" Aspen - N 10 deg. E, 20.25'                               

12" Aspen - S 20 deg. E, 4.50'                            

12" Aspen - N 65 deg. W, 12.30'

265893

15 49-27 SE
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Birch - N 56 deg. W, 21.1'                                    

5" White Birch - S 68 deg. W, 15.8'                          

16" Yellow Pine - N 41 deg. E, 7.9'                           

GLO BK 

7, P 45

15 49-27 SW 3" capped iron pipe found by T. Betley 1989
8" Dead Maple - N 03 deg. E, 4.40'                         

9" Maple - S 15 deg. W, 8.65'                                

5" Maple - S 82 deg. W, 7.60'

265894

15 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Fir - N 59 deg. W, 4.0'                                    

14" Aspen - S 71 deg. W, 25.1'                          

10" Maple - N 63 deg. E, 25.1'                             

15" Maple - S 39 deg. E, 11.2'

GLO BK 

7, P 57

15 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 25 deg. E, 4.6'                                    

3" Spruce - N 83 deg. W, 11.9'

GLO BK 

7, P 59

16 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 25 deg. E, 4.6'                                    

3" Spruce - N 83 deg. W, 11.9'

GLO BK 

7, P 59

16 49-27 M.C.

M.C. is on S line SE 1/4 on E side 

Moulton Lake - is wood post set as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

1867
18" White Pine - N 43 deg. E, 31.0'                                    

16" White Pine - S 62 deg. E, 16.5'

GLO BK 

7, P 59

16 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 No trees near for ties
GLO BK 

7, P 61

16 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - S 21 deg. E, 19.1'                                    

10" Tamarack - S 23 deg. W, 19.8'                          

10" Tamarack - N 34 deg. E, 15.2'                           

5" Spruce - N 11 deg. W, 9.2'

GLO BK 

11, P 60

16 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - N 37 deg. E, 5.3'                                    

3" Spruce - S 38 deg. E, 3.3'

GLO BK 

7, P 62

16 49-27 SE 3" capped iron pipe found by T. Betley 1989

8" Dead Maple - N 03 deg. E, 4.40'                         

9" Maple - S 15 deg. W, 8.65'                              

5" Maple - S 82 deg. W, 7.60'

265894

16 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Fir - N 59 deg. W, 4.0'                                    

14" Aspen - S 71 deg. W, 25.1'                          

10" Maple - N 63 deg. E, 25.1'                             

15" Maple - S 39 deg. E, 11.2'

GLO BK 

7, P 57

16 49-27 SW

point falls in Moulton Lake-  no corner 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1867 point is in Moulton Lake
GLO BK 

7, P 59
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21 49-27 E 1/4
7/8" capped iron pin set in wooded 

high ground approx. 18' W of Spruce 

bog by T. Betley

1989
6" Ash - N 13 deg. E, 12.35'                                  

10" Tamarack - N 77 deg. E, 16.40'                     

10" Tamarack - N 86 deg. W, 16.65'

262427

21 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Pine - N 16 deg. E, 9.9'                                    

4" Tamarack - S 48 deg. W, 5.3'

GLO BK 

7, P 57

21 49-27 M.C.

M.C. is on N line NE 1/4 on E side 

Moulton Lake - is wood post set as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867
18" White Pine - N 43 deg. E, 31.0'                                    

16" White Pine - S 62 deg. E, 16.5'

GLO BK 

7, P 59

21 49-27 NE 3" capped iron pipe found by T. Betley 1989

8" Dead Maple - N 03 deg. E, 4.40'                         

9" Maple - S 15 deg. W, 8.65'                                

5" Maple - S 82 deg. W, 7.60'

265894

21 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Fir - N 59 deg. W, 4.0'                                    

14" Aspen - S 71 deg. W, 25.1'                          

10" Maple - N 63 deg. E, 25.1'                             

15" Maple - S 39 deg. E, 11.2'

GLO BK 

7, P 57

21 49-27 NW

point falls in Moulton Lake-  no corner 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1867 point is in Moulton Lake
GLO BK 

7, P 59

21 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 70 deg. E, 37.6'                                    

5" Jack Pine - N 34 deg. W, 50.8'

GLO BK 

7, P 56

21 49-27 SE 2" capped iron pipe found by T. Betley 1989

9" Maple - N 10 deg. E, 22.10'                               

7" Maple - N 88 deg. E, 7.80'                               

6" Maple - S 13 deg. W, 18.50'

265891

21 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Birch - N 61 deg. E, 4.0'                                    

5" Tamarack - N 51 deg. W, 6.6'                          

8" Tamarack - S 08 deg. W, 6.6'                           

10" Yellow Pine - S 09 deg. E, 15.2'

GLO BK 

11, P 54

21 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 16" Yellow Pine - N 01 deg. E, 8.5'
GLO BK 

7, P 56

22 49-27 E 1/4 7/8" capped iron pin set by T. Betley 1989

6" Birch - N 24 deg. W, 22.10'                                

4" Maple - S 20 deg. E, 7.30'                                 

5" Maple - N 74 deg. W, 9.80'

265890

22 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Maple - S 15 deg. E, 15.2'                                    

8" Maple - N 08 deg. W, 11.2'

GLO BK 

7, P 44

22 49-27 N 1/4

7/8" capped iron pin set in swamp 

approx. 60' SW of high ground by T. 

Betley

1989

5" B. Spruce - N 22 deg. E, 60.25'                        

7" Maple - N 48 deg. E, 88.20'                              

6" B. Spruce - N 75 deg. E, 96.40'

265889

22 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N 82 deg. E, 29.0'                                    

4" Spruce - S 75 deg. W, 9.2'

GLO BK 

7, P 58

22 49-27 NE
7/8" capped iron pin set at c/l roads 

from E and from N by T. Betley
1989

3" Aspen - N 10 deg. E, 20.25'                             

12" Aspen - S 20 deg. E, 4.50'                            

12" Aspen - N 65 deg. W, 12.30'

265893

22 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Birch - N 56 deg. W, 21.1'                                    

5" White Birch - S 68 deg. W, 15.8'                          

16" Yellow Pine - N 41 deg. E, 7.9'                           

16" Yellow Pine - S 49 deg. E, 19.1'

GLO BK 

7, P 45

22 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Fir - N 59 deg. W, 4.0'                                    

14" Aspen - S 71 deg. W, 25.1'                          

10" Maple - N 63 deg. E, 25.1'                             

15" Maple - S 39 deg. E, 11.2'

GLO BK 

7, P 57

22 49-27 NW 3" capped iron pipe found by T. Betley 1989

8" Dead Maple - N 03 deg. E, 4.40'                        

9" Maple - S 15 deg. W, 8.65'                                 

5" Maple - S 82 deg. W, 7.60'

265894

22 49-27 S 1/4

Mon. is a W.C. to S 1/4 Cor. Sec. 22 

and is a 7/8" capped iron pin set 300' 

E of actual corner on E side of small 

lake by T. Betley

1989

5" B. Spruce - N 38 deg. W, 22.30'                      

2" B. Spruce - S 64 deg. E, 14.55'                       

4" B. Spruce - S 85 deg. W, 15.70'

265891

22 49-27 S 1/4

point falls in small pond no corner set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867 point is in Smith Lake
GLO BK 

7, P 55
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22 49-27 SE
2" capped iron found in Spruce Bog 

just E of wooded area by T. Betley
1989

6" Tamarack - N 55 deg. E, 9.15'                           

7" Tamarack - S 30 deg. E, 8.00'                          

7" Birch - S 61 deg. W, 30.95'

262426

22 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 89 deg. W, 141.9'                                    

8" White Pine - N 81 deg. W, 150.5'                          

No other trees near for ties

GLO BK 

7, P 43

22 49-27 SW 2" capped iron pipe found by T. Betley 1989

9" Maple - N 10 deg. E, 22.10'                             

7" Maple - N 88 deg. E, 7.80'                                 

6" Maple - S 13 deg. W, 18.50'

265891

22 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Birch - N 61 deg. E, 4.0'                                    

5" Tamarack - N 51 deg. W, 6.6'                          

8" Tamarack - S 08 deg. W, 6.6'                           

10" Yellow Pine - S 09 deg. E, 15.2'

GLO BK 

11, P 54

22 49-27 W 1/4

7/8" capped iron pin set in wooded 

high ground approx. 18' W of Spruce 

bog by T. Betley

1989

6" Ash - N 13 deg. E, 12.35'                                   

10" Tamarack - N 77 deg. E, 16.40'                       

10" Tamarack - N 86 deg. W, 16.65'

262427

22 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Pine - N 16 deg. E, 9.9'                                    

4" Tamarack - S 48 deg. W, 5.3'

GLO BK 

7, P 57

22 49-27 W.C.

W.C. is on S line SE 1/4 on E side 

Smith Lake - is wood post set as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
4" Tamarack - S 04 deg. E, 36.3'                                    

3" Spruce - N 30 deg. E, 2.6'

GLO BK 

7, P 55

23 49-27  
Road Survey in Section by E.J. Burns, 

Deputy County Surveyor 
1911

Is on N line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 51

23 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 15 deg. W, 19.8'                                    

6" White Pine - S (?) deg. E, 17.2'

GLO BK 

7, P 34

23 49-27 N 1/4

3" Pine used for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
6" White Pine - N 78 deg. W, 7.9'                                    

5" Yellow Pine - S 60 deg. E, 29.0'

GLO BK 

7, P 47

23 49-27 NE
1/2" iron pipe set on c/l E-W road at W 

edge woods to N by J. Miller
1980

BT Tag in 10" Birch - N 64 deg. E, 101.11'          

BT Tag in 4" R. Oak - S 21 deg. E, 73.38'             

BT Tag in 8" Aspen - N 03 deg E, 43.50'

210922

23 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" White Birch - N 52 deg. W, 19.1'                                    

8" White Birch - S 12 deg. W, 14.5'                          

8" White Pine - N 51 deg. E, 7.9'                           

5" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 35

23 49-27 NW
7/8" capped iron pin set at c/l roads 

from E and from N by T. Betley
1989

3" Aspen - N 10 deg. E, 20.25'                            

12" Aspen - S 20 deg. E, 4.50'                            

12" Aspen - N 65 deg. W, 12.30'

265893

23 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Birch - N 56 deg. W, 21.1'                                    

5" White Birch - S 68 deg. W, 15.8'                          

16" Yellow Pine - N 41 deg. E, 7.9'                           

16" Yellow Pine - S 49 deg. E, 19.1'

GLO BK 

7, P 45

23 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Tamarack - N 34 deg. W, 66.0'                                    

No other trees near for ties

GLO BK 

7, P 43

23 49-27 SE
2" capped iron set by lost methods by 

J. Halverson
1966

Tag in 10" Tw. Ash - N 00 deg. E, 70.0'                  

Tag in 24" Pine - N 90 deg. E, 80.8'                     

Tag in 16" Birch - S 00 deg. E, 17.7' 

158923

23 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

no other tree listed

GLO BK 

7, P 33

23 49-27 SW
2" capped iron found in Spruce Bog 

just E of wooded area by T. Betley
1989

6" Tamarack - N 55 deg. E, 9.15'                          

7" Tamarack - S 30 deg. E, 8.00'                          

7" Birch - S 61 deg. W, 30.95'

262426

23 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 89 deg. W, 141.9'                                    

8" White Pine - N 81 deg. W, 150.5'                          

No other trees near for ties

GLO BK 

7, P 43

23 49-27 W 1/4 7/8" capped iron pin set by T. Betley 1989

6" Birch - N 24 deg. W, 22.10'                               

4" Maple - S 20 deg. E, 7.30'                                  

5" Maple - N 74 deg. W, 9.80'

265890
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23 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Maple - S 15 deg. E, 15.2'                                    

8" Maple - N 08 deg. W, 11.2'

GLO BK 

7, P 44

24 49-27  
Road Survey in Section 24 by F.J. 

O'Hara, Co. Surveyor 
1909

Road runs on N line Section.                            

Distances and Mag. Var. stated 

Book 1, 

Page 98

24 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
22" White Pine - S 39 deg. W, 18.5'                                                      

12" White Birch - N (?)                         

GLO BK 

1, P 9

24 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 04 deg. E, 93.7'                                    

4" Tamarack - S 87 deg. W, (?)'

GLO BK 

7, P 36

24 49-27 NE

3/4" iron pipe found 2.8' E of c/l N-S 

road and 1' S of E-W road by B. 

Eveland

1985

N & D in 17" W. Oak - S 50 deg. E, 49.72'             

N & D in 28" R. Oak - S 44 deg. W, 78.98'           

N & D in 12" W. Oak - N 18 deg. W, 99.60'

234662

24 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

28" White Pine - N 49 deg. E, 16.5'                                                      

10" Birch - N 53 deg. W, 18.5'                      5" 

Spruce - S 43 deg. W, 11.2'                                                    

8" Spruce - S 75 deg. E, 15.2'           

GLO BK 

1, P 9

24 49-27 NW
1/2" iron pipe set on c/l E-W road at W 

edge woods to N by J. Miller
1980

BT Tag in 10" Birch - N 64 deg. E, 101.11'         

BT Tag in 4" R. Oak - S 21 deg. E, 73.38'           

BT Tag in 8" Aspen - N 03 deg. E, 43.50'

210922

24 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" White Birch - N 52 deg. W, 19.1'                                    

8" White Birch - S 12 deg. W, 14.5'                          

8" White Pine - N 51 deg. E, 7.9'                           

5" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 35

24 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Spruce - S 76 deg. W, 6.6'                                    

8" White Pine - N 76 deg. E, 7.3'

GLO BK 

7, P 34

24 49-27 SE
2" capped iron set on c/l road from N 

and from W by J. Halverson
1966

5" Poplar - 18.45' N                                              

14" Elm - 31.9' NE                                                 

6" Poplar - 15.55' SE

158922

24 49-27 SE
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Maple - N 35 deg. E, 17.8'                                                      

9" White Birch - N 27 deg. W, 15.8'                      

9" White Birch - S 11 deg. E, 5.9'                                                    

GLO BK 

1, P 8

24 49-27 SW
2" capped iron set by lost methods by 

J. Halverson
1966

Tag in 10" Tw. Ash - N 00 deg. E, 70.0'                  

Tag in 24" Pine - N 90 deg. E, 80.8'                     

Tag in 16" Birch -  S 00 deg. E, 17.7'

158923

24 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

no other tree listed

GLO BK 

7, P 33

24 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" White Pine - N 15 deg. W, 19.8'                                    

6" White Pine - S (?) deg. E, 17.2'

GLO BK 

7, P 34

25 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Aspen - S 69 deg. W, 9.9'                                                      

5" White Birch - N 50 deg. E, 4.6'                         

GLO BK 

1, P 8

25 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Spruce - S 76 deg. W, 6.6'                                    

8" White Pine - N 76 deg. E, 7.3'

GLO BK 

7, P 34

25 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Maple - N 35 deg. E, 17.8'                                                      

9" White Birch - N 27 deg. W, 15.8'                      

9" White Birch - S 11 deg. E, 5.9'                                                    

5" Maple - S 88 deg. W, 9.2'           

GLO BK 

1, P 8

25 49-27 NE 
2" capped iron set on c/l road from N 

and from W by J. Halverson
1966

5" Poplar - 18.45' N                                                 

14" Elm - 31.9' NE                                                

6" Poplar - 15.55' SE

158922

25 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

no other tree listed

GLO BK 

7, P 33

25 49-27 NW 
2" capped iron set by lost methods by 

J. Halverson
1966

Tag in 10" Tw. Ash - N 00 deg. E, 70.0'                  

Tag in 24" Pine - N 90 deg. E, 80.8'                     

Tag in 16" Birch - S 00 deg. E, 17.7'

158923

25 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
22" White Pine - N 41 deg. W, 7.9'                                    

28" White Pine - S 11 deg. E, 13.2'

GLO BK 

7, P 32

25 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Aspen - N 24 deg. E, 6.6'                                                      

6" Aspen - S 83 deg. W, 10.6'                      8" 

Aspen - N 56 deg. W, 16.5'                                                    

8" Aspen - S 38 deg. E, 5.3'           

GLO BK 

1, P 7
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25 49-27 SW

2" capped iron set by lost methods 

approx. 250' N of c/l E-W road by J. 

Halverson

1966

Tag in 30" Pine - N 00 deg. E, 26.1'                       

Tag in 24" Pine - N 90 deg. E, 16.5'                        

Tag in 20" Pine - S 00 deg. E, 29.7'

158926

25 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" Birch - N 63 deg. E, 9.9'                                    

6" White Pine - N 26 deg. W, 11.9'                          

5" Burr Oak - S 53 deg. E, 11.2'                           

5" Fir - S 43 deg. W, 5.3'

GLO BK 

7, P 31

25 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Tamarack - S 05 deg. W, 146.5'                                    

10" Tamarack - S 04 deg. E, 172.9'

GLO BK 

7, P 32

26 49-27 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Tamarack - S 05 deg. W, 146.5'                                    

10" Tamarack - S 04 deg. E, 172.9'

GLO BK 

7, P 32

26 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
6" Tamarack - N 34 deg. W, 66.0'                                    

No other trees near for ties

GLO BK 

7, P 43

26 49-27 NE
2" capped iron set by lost methods by 

J. Halverson
1966

Tag in 10" Tw. Ash - N 00 deg. E, 70.0'                  

Tag in 24" Pine - N 90 deg. E, 80.8'                     

Tag in 16" Birch - S 00 deg. E, 17.7' 

158923

26 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" Tamarack - N 57 deg. W, 13.2'                                    

10" Tamarack - S 57 deg. E, 16.5'                          

8" Tamarack - S (?) deg. W, 16.5'                           

no other tree listed

GLO BK 

7, P 33

26 49-27 NW
2" capped iron found in Spruce Bog 

just E of wooded area by T. Betley
1989

6" Tamarack - N 55 deg. E, 9.15'                         

7" Tamarack - S 30 deg. E, 8.00'                           

7" Birch - S 61 deg. W, 30.95'

262426

26 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 89 deg. W, 141.9'                                    

8" White Pine - N 81 deg. W, 150.5'                          

No other trees near for ties

GLO BK 

7, P 43

26 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" White Birch - N 70 deg. W, 15.8'                                    

4" Fir - S 57 deg. W, 23.8'

GLO BK 

7, P 42

26 49-27 SE

2" capped iron set by lost methods 

approx. 250' N of c/l E-W road by J. 

Halverson

1966

Tag in 30" Pine - N 00 deg. E, 26.1'                       

Tag in 24" Pine - N 90 deg. E, 16.5'                         

Tag in 20" Pine - S 00 deg. E, 29.7' 

158926

26 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" Birch - N 63 deg. E, 9.9'                                    

6" White Pine - N 26 deg. W, 11.9'                          

5" Burr Oak - S 53 deg. E, 11.2'                           

5" Fir - S 43 deg. W, 5.3'

GLO BK 

7, P 31

26 49-27 SW

2" capped iron set by lost methods 

approx. 92' E of c/l NE-SW road by J. 

Halverson

1966

Tag in 8" Poplar - N 00 deg. E, 25.7'                     

Tag in 12" Poplar - N 90 deg. E, 23.9'                     

Tag in 10" Balsam - 21.2' SE

158927

26 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" White Birch - N 46 deg. W, 9.9'                                    

6" White Birch - S 64 deg. E, 10.6'                          

6" White Birch - N 67 deg. E, 12.8'                           

6" White Birch - S 53 deg. W, 12.8'

GLO BK 

7, P 41

26 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N (?) deg. E, 16.5'                                    

4" Tamarack - N (?) deg. W, 21.2'

GLO BK 

7, P 42

27 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N (?) deg. E, 16.5'                                    

4" Tamarack - N (?) deg. W, 21.2'

GLO BK 

7, P 42

27 49-27 N 1/4

Mon. is a W.C. to N 1/4 Cor. Sec. 27 

and is a 7/8" capped iron pin set 300' 

E of actual corner on E side of small 

lake by T. Betley

1989

5" B. Spruce - N 38 deg. W, 22.30'                      

2" B. Spruce - S 64 deg. E, 14.55'                        

4" B. Spruce - S 85 deg. W, 15.70'

265891

27 49-27 N 1/4

point falls in small pond no corner set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1867 point is in Smith Lake
GLO BK 

7, P 55

27 49-27 NE
2" capped iron found in Spruce Bog 

just E of wooded area by T. Betley
1989

6" Tamarack - N 55 deg. E, 9.15'                            

7" Tamarack - S 30 deg. E, 8.00'                          

7" Birch - S 61 deg. W, 30.95'

262426

27 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - S 89 deg. W, 141.9'                                    

8" White Pine - N 81 deg. W, 150.5'                          

No other trees near for ties

GLO BK 

7, P 43

27 49-27 NW 2" capped iron pipe found by T. Betley 1989

9" Maple - N 10 deg. E, 22.10'                               

7" Maple - N 88 deg. E, 7.80'                                 

6" Maple - S 13 deg. W, 18.50'

265891
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27 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Birch - N 61 deg. E, 4.0'                                    

5" Tamarack - N 51 deg. W, 6.6'                          

8" Tamarack - S 08 deg. W, 6.6'                           

10" Yellow Pine - S 09 deg. E, 15.2'

GLO BK 

11, P 54

27 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
14" White Pine - S 12 deg. W, 5.9'                                    

10" Maple - N 45 deg. E, 6.6'

GLO BK 

7, P 52

27 49-27 SE

2" capped iron set by lost methods 

approx. 92' E of c/l NE-SW road by J. 

Halverson

1966

Tag in 8" Poplar - N 00 deg. E, 25.7'                 

Tag in 12" Poplar - N 90 deg. E, 23.9'                     

Tag in 10" Balsam - 21.2' SE

158927

27 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" White Birch - N 46 deg. W, 9.9'                                    

6" White Birch - S 64 deg. E, 10.6'                          

6" White Birch - N 67 deg. E, 12.8'                           

6" White Birch - S 53 deg. W, 12.8'

GLO BK 

7, P 41

27 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Tamarack - N 80 deg. E, 7.3'                                    

4" Tamarack - S 86 deg. W, 3.3'                          

4" Tamarack - N 27 deg. W, 12.5'                           

6" Tamarack - N 16 deg. E, 10.6'

GLO BK 

11, P 51

27 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Tamarack - S 56 deg. W, 36.3'                                    

3" Tamarack - N 08 deg. E, 17.2'

GLO BK 

7, P 54

27 49-27 W.C.

W.C. is on N line NE 1/4 on E side 

Smith Lake - is wood post set as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1867
4" Tamarack - S 04 deg. E, 36.3'                                    

3" Spruce - N 30 deg. E, 2.6'

GLO BK 

7, P 55

28 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Tamarack - S 56 deg. W, 36.3'                                    

3" Tamarack - N 08 deg. E, 17.2'

GLO BK 

7, P 54

28 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 70 deg. E, 37.6'                                    

5" Jack Pine - N 34 deg. W, 50.8'

GLO BK 

7, P 56

28 49-27 NE 2" capped iron pipe found by T. Betley 1989

9" Maple - N 10 deg. E, 22.10'                             

7" Maple - N 88 deg. E, 7.80'                                 

6" Maple - S 13 deg. W, 18.50'

265891

28 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" Birch - N 61 deg. E, 4.0'                                    

5" Tamarack - N 51 deg. W, 6.6'                          

8" Tamarack - S 08 deg. W, 6.6'                           

10" Yellow Pine - S 09 deg. E, 15.2'

GLO BK 

11, P 54

28 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867 16" Yellow Pine - N 01 deg. E, 8.5'
GLO BK 

7, P 56

28 49-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N 14 deg. E, 19.8'                                    

4" Tamarack - S 06 deg. W, 46.9'

GLO BK 

7, P 53

28 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Tamarack - N 80 deg. E, 7.3'                                    

4" Tamarack - S 86 deg. W, 3.3'                          

4" Tamarack - N 27 deg. W, 12.5'                           

6" Tamarack - N 16 deg. E, 10.6'

GLO BK 

11, P 51

28 49-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Birch - N 65 deg. E, 5.9'                                    

10" Aspen - S 42 deg. E, 28.4'

GLO BK 

7, P 53

33 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Maple - S 78 deg. W, 3.3'                                    

10" Basswood - N 72 deg. E, 3.3'

GLO BK 

7, P 51

33 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - N 14 deg. E, 19.8'                                    

4" Tamarack - S 06 deg. W, 46.9'

GLO BK 

7, P 53

33 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Tamarack - N 80 deg. E, 7.3'                                    

4" Tamarack - S 86 deg. W, 3.3'                          

4" Tamarack - N 27 deg. W, 12.5'                           

6" Tamarack - N 16 deg. E, 10.6'

GLO BK 

11, P 51

33 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Birch - N 65 deg. E, 5.9'                                    

10" Aspen - S 42 deg. E, 28.4'

GLO BK 

7, P 53

33 49-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Tamarack – N 04 deg. W, 11.2'                                  

8” Tamarack – S 42 deg. E, 10.6'                                          

Book 4, 

Page 4
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33 49-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

10” Tamarack – N 61 deg. E, 15.2'                                   

10” Tamarack – S 62 deg. E, 13.9'                               

8" White Birch - S 76 deg. W, 5.3'                                         

12" White Birch - N 52 deg. W, 19.1'                   

Book 4, 

Page 3

34 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - S 34 deg. E, 12.5'                                    

5" Tamarack - S 74 deg. W, 17.2'

GLO BK 

7, P 40

34 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
14" White Pine - S 12 deg. W, 5.9'                                    

10" Maple - N 45 deg. E, 6.6'

GLO BK 

7, P 52

34 49-27 NE

2" capped iron set by lost methods 

approx. 92' E of c/l NE-SW road by J. 

Halverson

1966

Tag in 8" Poplar - N 00 deg. E, 25.7'                    

Tag in 12" Poplar - N 90 deg. E, 23.9'                     

Tag in 10" Balsam - 21.2' SE

158927

34 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" White Birch - N 46 deg. W, 9.9'                                    

6" White Birch - S 64 deg. E, 10.6'                          

6" White Birch - N 67 deg. E, 12.8'                           

6" White Birch - S 53 deg. W, 12.8'

GLO BK 

7, P 41

34 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

6" Tamarack - N 80 deg. E, 7.3'                                    

4" Tamarack - S 86 deg. W, 3.3'                          

4" Tamarack - N 27 deg. W, 12.5'                           

6" Tamarack - N 16 deg. E, 10.6'

GLO BK 

11, P 51

34 49-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Yellow Pine – S 57 deg. E, 10.6'                                  

6” Spruce – N 54 deg. E, 21.1'                                          

Book 4, 

Page 3

34 49-27 SE
4"x4" squared wood post found by J. 

Halverson
1965 Nail in stump - 185' SE 158928

34 49-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

18” White Birch – S 09 deg. E, 6.6'                                   

10” Black Oak – S 20 deg. W, 29.0'                               

8" Maple - N 60 deg. W, 18.5'                                         

14" Aspen - N 67 deg. E, 13.9'                   

Book 4, 

Page 2

34 49-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

10” Tamarack – N 61 deg. E, 15.2'                                   

10” Tamarack – S 62 deg. E, 13.9'                               

8" White Birch - S 76 deg. W, 5.3'                                         

12" White Birch - N 52 deg. W, 19.1'                   

Book 4, 

Page 3

34 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Maple - S 78 deg. W, 3.3'                                    

10" Basswood - N 72 deg. E, 3.3'

GLO BK 

7, P 51

35 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Black Ash - N 72 deg. E, 3.3'                                    

5" Black Ash - N 16 deg. W, 9.2'

GLO BK 

7, P 31

35 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" White Birch - N 70 deg. W, 15.8'                                    

4" Fir - S 57 deg. W, 23.8'

GLO BK 

7, P 42

35 49-27 NE

2" capped iron set by lost methods 

approx. 250' N of c/l E-W road by J. 

Halverson

1966

Tag in 30" Pine - N 00 deg. E, 26.1'                       

Tag in 24" Pine - N 90 deg. E, 16.5'                         

Tag in 20" Pine - S 00 deg. E, 29.7' 

158926

35 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" Birch - N 63 deg. E, 9.9'                                    

6" White Pine - N 26 deg. W, 11.9'                          

5" Burr Oak - S 53 deg. E, 11.2'                           

5" Fir - S 43 deg. W, 5.3'

GLO BK 

7, P 31

35 49-27 NW

2" capped iron set by lost methods 

approx. 92' E of c/l NE-SW road by J. 

Halverson

1966

Tag in 8" Poplar - N 00 deg. E, 25.7'                   

Tag in 12" Poplar - N 90 deg. E, 23.9'                    

Tag in 10" Balsam - 21.2' SE

158927

35 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

5" White Birch - N 46 deg. W, 9.9'                                    

6" White Birch - S 64 deg. E, 10.6'                          

6" White Birch - N 67 deg. E, 12.8'                           

6" White Birch - S 53 deg. W, 12.8'

GLO BK 

7, P 41

35 49-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
10” Tamarack – S 74 deg. E, 17.8'                                  

10” Tamarack – N 43 deg. W, 24.4'                                          

Book 4, 

Page 2

35 49-27 SE
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Tamarack - N 00 deg. E, 3.8'             

N & D in 6" Tamarack - S 90 deg. W, 9.7'             

N & D in 8" Tamarack - S 00 deg. E, 28.5'

158929

35 49-27 SE

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – S 67 deg. W, 14.5'                                   

3” Tamarack – N 28 deg. W, 5.9'                               

5" Tamarack - S 53 deg. E, 13.2'                                         

5" Tamarack - N 51 deg. E, 40.9'                   

Book 4, 

Page 1

35 49-27 SW
4"x4" squared wood post found by J. 

Halverson
1965 Nail in stump - 185' SE 158928
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35 49-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

18” White Birch – S 09 deg. E, 6.6'                                   

10” Black Oak – S 20 deg. W, 29.0'                               

8" Maple - N 60 deg. W, 18.5'                                         

14" Aspen - N 67 deg. E, 13.9'                   

Book 4, 

Page 2

35 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Tamarack - S 34 deg. E, 12.5'                                    

5" Tamarack - S 74 deg. W, 17.2'

GLO BK 

7, P 40

36 49-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
10" Aspen - N 43 deg. E, 2.0'                                                      

10" Aspen - S 73 deg. W, 4.6'                         

GLO BK 

1, P 7

36 49-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
22" White Pine - N 41 deg. W, 7.9'                                    

28" White Pine - S 11 deg. E, 13.2'

GLO BK 

7, P 32

36 49-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

8" Aspen - N 24 deg. E, 6.6'                                                      

6" Aspen - S 83 deg. W, 10.6'                      8" 

Aspen - N 56 deg. W, 16.5'                                                    

8" Aspen - S 38 deg. E, 5.3'           

GLO BK 

1, P 7

36 49-27 NW

2" capped iron set by lost methods 

approx. 250' N of c/l E-W road by J. 

Halverson

1966

Tag in 30" Pine - N 00 deg. E, 26.1'                       

Tag in 24" Pine - N 90 deg. E, 16.5'                         

Tag in 20" Pine - S 00 deg. E, 29.7' 

158926

36 49-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

8" Birch - N 63 deg. E, 9.9'                                    

6" White Pine - N 26 deg. W, 11.9'                          

5" Burr Oak - S 53 deg. E, 11.2'                           

5" Fir - S 43 deg. W, 5.3'

GLO BK 

7, P 31

36 49-27 S 1/4

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865
5” White Pine – S 52 deg. W, 2.6'                                  

14” Aspen – N 21 deg. E, 12.5'                                          

Book 4, 

Page 1

36 49-27 SE 4"x4" wood post found by J. Halverson 1965 Tree with blaze - 20.5' NE 158925

36 49-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" Birch - N 35 deg. W, 547.8'                                                          

12" White Pine - N 83 deg. E, 712.8'                                                     

No other trees near to use for ties                                           

GLO BK 

1, P 13

36 49-27 SW
2" capped iron set by lost methods by 

J. Halverson
1966

N & D in 10" Tamarack - N 00 deg. E, 3.8'             

N & D in 6" Tamarack - S 90 deg. W, 9.7'              

N & D in 8" Tamarack - S 00 deg. E, 28.5'

158929

36 49-27 SW

wood post set as part of original 

Government Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1865

6” Tamarack – S 67 deg. W, 14.5'                                   

3” Tamarack – N 28 deg. W, 5.9'                               

5" Tamarack - S 53 deg. E, 13.2'                                         

5" Tamarack - N 51 deg. E, 40.9'                   

Book 4, 

Page 1

36 49-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
5" Black Ash - N 72 deg. E, 3.3'                                    

5" Black Ash - N 16 deg. W, 9.2'

GLO BK 

7, P 31

1 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 48 deg. W, 7.3'                           

3” Tamarack – N 66 deg. E, 10.6'

GLO  Bk 

10 P. 6

1 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 25 deg. W, 9.2'                            

4” Tamarack – N 03 deg. E, 13.9'

GLO  Bk 

10 P. 10

1 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 41 deg. W, 17.8'                        

4“ Tamarack – N 68 deg. E, 21.1'                         

5” Tamarack – S 65 deg. E, 20.5'                           

4” Tamarack – S 52 deg. W, 9.2'

GLO  Bk 

10 P. 6

1 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 14 deg. E, 37.6'                               

3” Aspen – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 10

1 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 09 deg. W, 2.6'                          

6” Tamarack – N 05 deg. E, 2.6'

GLO  Bk 

10 P. 21

1 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 40 deg. W, 13.2'                        

6“ Tamarack – N 77 deg. E, 6.6'                             

6” Tamarack – S 21 deg. E, 17.8'                           

4” Tamarack – S 39 deg. W, 14.5'

GLO  Bk 

10 P. 5

1 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 38 deg. W, 60.1'                          

3“ Tamarack – S 78 deg. E, 42.9'                         

3” Tamarack – N 69 deg. E, 46.9'                         

4” Tamarack – N 51 deg. W, 33.0'

GLO  Bk 

10 P. 20

1 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 76 deg. W, 6.6'                          

3” Tamarack – N 60 deg. E, 5.3'

GLO  Bk 

10 P. 22
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2 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 76 deg. W, 6.6'                          

3” Tamarack – N 60 deg. E, 5.3'

GLO  Bk 

10 P. 22

2 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Cedar – N 63 deg. W, 9.2'                               

3” Birch – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 9

2 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 14 deg. E, 37.6'                               

3” Aspen – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 10

2 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 42 deg. W, 2.0'                          

3“ Tamarack – N 29 deg. E, 8.6'                            

2 1/2” Tamarack – N 23 deg. W, 8.9'                    

3” Tamarack – S 15 deg. E, 11.2'

GLO  Bk 

10 P. 9

2 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 10 deg. W, 21.1'                        

4” Tamarack – S 35 deg. E, 29.7'

GLO  Bk 

10 P. 32

2 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 38 deg. W, 60.1'                          

3“ Tamarack – S 78 deg. E, 42.9'                         

3” Tamarack – N 69 deg. E, 46.9'                         

4” Tamarack – N 51 deg. W, 33.0'

GLO  Bk 

10 P. 20

2 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 32 deg. W, 3.3'                          

6“ Tamarack – S 35 deg. E, 29.7'                         

4” Tamarack – N 35 deg. E, 12.2'                         

3” Tamarack – N 67 deg. W, 22.4'

GLO  Bk 

10 P. 31

2 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 50 deg. W, 11.9'                        

6” Tamarack – S 85 deg. E, 6.6'

GLO  Bk 

10 P. 33

3 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 50 deg. W, 11.9'                        

6” Tamarack – S 85 deg. E, 6.6'

GLO  Bk 

10 P. 33

3 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 85 deg. W, 2.0'                           

5” Tamarack – N 18 deg. W, 5.3'

GLO  Bk 

10 P. 9

3 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 42 deg. W, 2.0'                          

3“ Tamarack – N 29 deg. E, 8.6'                            

2 1/2” Tamarack – N 23 deg. W, 8.9'                    

3” Tamarack – S 15 deg. E, 11.2'

GLO  Bk 

10 P. 9

3 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 10.2'                          

3“ Tamarack – N 67 deg. W, 12.9'                         

3” Tamarack – N 34 deg. E, 9.9'                           

5” Tamarack – S 77 deg. W, 2.3'

GLO  Bk 

10 P. 8

3 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 26 deg. E, 7.9'                          

6” Tamarack – N 30 deg. E, 15.2'

GLO  Bk 

10 P. 44

3 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 32 deg. W, 3.3'                          

6“ Tamarack – S 35 deg. E, 29.7'                         

4” Tamarack – N 35 deg. E, 12.2'                         

3” Tamarack – N 67 deg. W, 22.4'

GLO  Bk 

10 P. 31

3 50-22 SW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Maple - N 62 deg W, 45.0'                             

10” Elm - S 45 deg W, 45.0'              

Book 1, 

Page 196

3 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

9” Fir – N 07 deg. E, 6.3'                                      

16“ Aspen – N 66 deg. W, 13.2'                             

10” Maple – S 52 deg. E, 31.0'                              

7” Aspen – S 46 deg. W, 11.9'

GLO  Bk 

10 P. 43

3 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 57 deg. W, 19.8'                          

3” Tamarack – N 60 deg. E, 9.2'

GLO  Bk 

10 P. 44

3 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on W line of Section 3 (Orig. cors. Inp)               

Distance and Mag. Var. shown 

Book 1, 

Page 196

4 50-22  
Road Survey on S. Line of Section 4 

by F.J. O'Hara, County Surveyor 
1908

found SE & SW cors. - Road is on S. Line of 

Section. Brgs & dist. Shown for road c/l 

Book 1, 

Page 74

Page 746 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

4 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 57 deg. W, 19.8'                          

3” Tamarack – N 60 deg. E, 9.2'

GLO  Bk 

10 P. 44

4 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2 1/2” Tamarack – N 20 deg. W, 4.0'                    

2 1/2” Tamarack – S 30 deg. E, 3.6'

GLO  Bk 

10 P. 8

4 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 10.2'                          

3“ Tamarack – N 67 deg. W, 12.9'                         

3” Tamarack – N 34 deg. E, 9.9'                           

5” Tamarack – S 77 deg. W, 2.3'

GLO  Bk 

10 P. 8

4 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 07 deg. E, 7.9'                               

13” Aspen – N 50 deg. E, 2.3'

GLO  Bk 

10 P. 56

4 50-22 SE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Maple - N 62 deg W, 45.0'                             

10” Elm - S 45 deg W, 45.0'              

Book 1, 

Page 196

4 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

9” Fir – N 07 deg. E, 6.3'                                      

16“ Aspen – N 66 deg. W, 13.2'                             

10” Maple – S 52 deg. E, 31.0'                              

7” Aspen – S 46 deg. W, 11.9'

GLO  Bk 

10 P. 43

4 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Red Oak – S 82 deg. E, 16.5'                            

7“ Red Oak – N 52 deg. E, 9.9'                              

8” Red Oak – S 22 deg. W, 7.3'                             

9” Ctnwd – N 39 deg. W, 5.0'

GLO  Bk 

10 P. 55

4 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 90 deg. W, 33.0'                         

(No other trees nearby)

GLO  Bk 

10 P. 57

4 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on E line of Section 4 (Orig. cors. Inp)               

Distance and Mag. Var. shown 

Book 1, 

Page 196

5 50-22  
Road Survey on S. Line of Section 5 

by F.J. O'Hara, County Surveyor 
1908

found SE & SW cors. - Road is on S. Line of 

Section. Brgs & dist. Shown for road c/l 

Book 1, 

Page 74

5 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 90 deg. W, 33.0'                         

(No other trees nearby)

GLO  Bk 

10 P. 57

5 50-22 M.C

M.C. On W line NW ¼ (S side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 01 deg. W, 9.2'                            

4” Tamarack – S 40 deg. E, 11.2'

GLO  Bk 

10 P. 74

5 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Birch – S 18 deg. E, 5.9'                                   

5” Birch – N 05 deg. W, 7.6'

GLO  Bk 

10 P. 72

5 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Red Oak – S 82 deg. E, 16.5'                            

7“ Red Oak – N 52 deg. E, 9.9'                              

8” Red Oak – S 22 deg. W, 7.3'                             

9” Ctnwd – N 39 deg. W, 5.0'

GLO  Bk 

10 P. 55

5 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

30” Pine – N 16 deg. E, 15.8'                                 

6” Birch – N 35 deg. W, 4.6'                                 

(No other trees near)

GLO  Bk 

10 P. 71

5 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 45 deg. W, 30.7'                         

(no other trees nearby)

GLO  Bk 

10 P. 73

6 50-22  

Road Survey on S. Line of  SE 1/4 

Sec 5 by F.J. O'Hara, County 

Surveyor 

1908
found SE & S1/4 cors. - Road is on S. Line of 

Section. Brgs & dist. Shown for road c/l 

Book 1, 

Page 74

6 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 45 deg. W, 30.7'                         

(no other trees nearby)

GLO  Bk 

10 P. 73

6 50-22 M.C

M.C. On E line NE ¼ (S side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 01 deg. W, 9.2'                            

4” Tamarack – S 40 deg. E, 11.2'

GLO  Bk 

10 P. 74

6 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Alder – N 20 deg. W, 10.6'                         3“ 

Alder – S 30 deg. W, 17.8'                             3” 

Alder – S 60 deg. E, 19.8'                            No 

other trees near

GLO  Bk 

13 P. 6

6 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Aspen – N 46 deg. E, 6.6'                         3“ 

Aspen – N 43 deg. W, 16.5'                             

3” Aspen – N 53 deg. W, 6.6'                            

3" Aspen - S 10 deg. E, 4.6'

GLO  Bk 

13 P. 12
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6 50-22 S 1/4
Took new ties to existing corner by H. 

D Keath, County Surveyor 
1913

6” Poplar - S 00 deg E, 3.9'                                     

8” Poplar - N 45 deg E, 26.0'              

Book 1, 

Page 192

6 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Red Oak – N 55 deg. E, 31.7'                          

8” Aspen – S 49 deg. E, 58.1'

GLO  Bk 

10 P. 73

6 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

30” Pine – N 16 deg. E, 15.8'                                 

6” Birch – N 35 deg. W, 4.6'                                 

(No other trees near)

GLO  Bk 

10 P. 71

6 50-22 SW

3" Basswood for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5

6 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Pine – N 17 deg. E, 29.7'                         

20“ Pine – S 57 deg. W, 29.7'                             

22” Pine – S 57 deg. W, 29.7'                            

20" Pine - S 44 deg. E, 23.8'

GLO  Bk 

13 P. 11

6 50-22 W 1/4

4" Ash for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 6

6 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Tamarack – S 37 deg. E, 7.3'                              

10” Tamarack – N 28 deg. W, 9.9'

GLO  Bk 

13 P. 12

7 50-22  
Road Survey on N. Line and thru Sec 

7 by F.J. O'Hara, County Surveyor 
1908

found NE & SE cors. - Road runs thru & is on 

N Line of Sec. Brgs & dist. Shown for road c/l 

Book 1, 

Page 74

7 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Fir – N 50 deg. E, 3.3'                                       

4” Birch – S 53 deg. W, 7.3'

GLO  Bk 

10 P. 70

7 50-22 N 1/4
Took new ties to existing corner by H. 

D Keath, County Surveyor 
1913

6” Poplar - S 00 deg E, 3.9'                                     

8” Poplar - N 45 deg E, 26.0'              

Book 1, 

Page 192

7 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Red Oak – N 55 deg. E, 31.7'                          

8” Aspen – S 49 deg. E, 58.1'

GLO  Bk 

10 P. 73

7 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

30” Pine – N 16 deg. E, 15.8'                                 

6” Birch – N 35 deg. W, 4.6'                                 

(No other trees near)

GLO  Bk 

10 P. 71

7 50-22 NW

3" Basswood for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5

7 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Pine – N 17 deg. E, 29.7'                         

20“ Pine – S 57 deg. W, 29.7'                             

22” Pine – S 57 deg. W, 29.7'                            

20" Pine - S 44 deg. E, 23.8'

GLO  Bk 

13 P. 11

7 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
1 1/2” Aspen – S 20 deg. W, 3.3'                          

2” Aspen – N 10 deg. W, 4.0'

GLO  Bk 

10 P. 69

7 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Ash – S 22 deg. E, 17.2'                                  

6“ Fir – S 79 deg. W, 13.9'                                     

7” Maple – N 40 deg. E, 12.5'                                

10” Birch – N 30 deg. E, 27.1'

GLO  Bk 

10 P. 67

7 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

36” Pine – N 25 deg. E, 13.2'                         5“ 

Birch – N 50 deg. W, 36.3'                             4” 

Maple – S 04 deg. W, 26.4'                            5” 

Birch – S 35 deg. E, 40.9'

GLO  Bk 

13 P. 4

7 50-22 W 1/4

3" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5

7 50-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼  line of Section 7                         

Distance and Mag. Var. shown 

Book 1, 

Page 192

8 50-22  
Road Survey on N. Line of Section 8 

by F.J. O'Hara, County Surveyor 
1908

found NE & N1/4 cors. - Road is on N. Line of 

Section. Brgs & dist shown for road c/l 

Book 1, 

Page 74

8 50-22 M.C

M.C. On E line SE ¼ (S side Lake) 5” 

Maple marked as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 66 deg. E, 16.2'                            

6” Birch – S 09 deg. W, 11.2'

GLO  Bk 

10 P. 54

8 50-22 M.C

M.C. On E line NE ¼ (N side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
14” Pine – N 02 deg. W, 43.6'                                

15” Pine – N 12 deg. E, 45.5'

GLO  Bk 

10 P. 54
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8 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Birch – S 18 deg. E, 5.9'                                   

5” Birch – N 05 deg. W, 7.6'

GLO  Bk 

10 P. 72

8 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Red Oak – S 82 deg. E, 16.5'                            

7“ Red Oak – N 52 deg. E, 9.9'                              

8” Red Oak – S 22 deg. W, 7.3'                             

9” Ctnwd – N 39 deg. W, 5.0'

GLO  Bk 

10 P. 55

8 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

30” Pine – N 16 deg. E, 15.8'                                 

6” Birch – N 35 deg. W, 4.6'                                 

(No other trees near)

GLO  Bk 

10 P. 71

8 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
7” Birch – S 85 deg. E, 7.9'                                   

(no other trees nearby)

GLO  Bk 

10 P. 68

8 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Ctnwd – N 29 deg. W, 15.8'                            

10“ Ctnwd – S 32 deg. E, 9.2'                              

9” Fir – S 14 deg. W, 17.2'                                   

7” Fir – N 40 deg. E, 15.2'

GLO  Bk 

10 P. 51

8 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Ash – S 22 deg. E, 17.2'                                  

6“ Fir – S 79 deg. W, 13.9'                                     

7” Maple – N 40 deg. E, 12.5'                                

10” Birch – N 30 deg. E, 27.1'

GLO  Bk 

10 P. 67

8 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Fir – N 50 deg. E, 3.3'                                         

4” Birch – S 53 deg. W, 7.3'

GLO  Bk 

10 P. 70

9 50-22  
Road Survey on N. Line of Section 9 

by F.J. O'Hara, County Surveyor 
1908

found NW & NE cors. - Road is on N. Line of 

Section. Brgs & dist. Shown for road c/l 

Book 1, 

Page 74

9 50-22 E 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

5” Ash - N 75 deg W, 44.0'                                     

5” Ash - S 88 deg E, 44.6              

Book 1, 

Page 196

9 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Willow – S 52 deg. W, 19.8'                              

11” Aspen – N 45 deg. E, 29.7'

GLO  Bk 

10 P. 42

9 50-22 M.C

M.C. On W line NW ¼ (N side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
14” Pine – N 02 deg. W, 43.6'                                

15” Pine – N 12 deg. E, 45.5'

GLO  Bk 

10 P. 54

9 50-22 M.C

M.C. On W line SW ¼ (S side Lake) 

5” Maple marked as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 66 deg. E, 16.2'                            

6” Birch – S 09 deg. W, 11.2'

GLO  Bk 

10 P. 54

9 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 07 deg. E, 7.9'                               

13” Aspen – N 50 deg. E, 2.3'

GLO  Bk 

10 P. 56

9 50-22 NE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Maple - N 62 deg W, 45.0'                             

10” Elm - S 45 deg W, 45.0'              

Book 1, 

Page 196

9 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

9” Fir – N 07 deg. E, 6.3'                                      

16“ Aspen – N 66 deg. W, 13.2'                             

10” Maple – S 52 deg. E, 31.0'                              

7” Aspen – S 46 deg. W, 11.9'

GLO  Bk 

10 P. 43

9 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Red Oak – S 82 deg. E, 16.5'                            

7“ Red Oak – N 52 deg. E, 9.9'                              

8” Red Oak – S 22 deg. W, 7.3'                             

9” Ctnwd – N 39 deg. W, 5.0'

GLO  Bk 

10 P. 55

9 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Willow – S 38 deg. W, 21.8'                               

10” Fir – N 12 deg. E, 33.0'

GLO  Bk 

10 P. 53

9 50-22 SE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

14” Basswood - N 45 deg W, 37.5'                         

7” Maple - S 45 deg W, 54.0'              

Book 1, 

Page 196

9 50-22 SE

6” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

12” Aspen – N 35 deg. E, 7.9'                                 

5“ Aspen – S 14 deg. W, 21.5'                             

10” Maple – S 68 deg. E, 14.5'                              

13” Linden – N 82 deg. W, 19.1'

GLO  Bk 

10 P. 41

9 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Ctnwd – N 29 deg. W, 15.8'                            

10“ Ctnwd – S 32 deg. E, 9.2'                              

9” Fir – S 14 deg. W, 17.2'                                   

7” Fir – N 40 deg. E, 15.2'

GLO  Bk 

10 P. 51

9 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on E line of Section 9 (Orig. cors. Inp)               

Distance and Mag. Var. shown 

Book 1, 

Page 196
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10 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Spruce – N 60 deg. W, 16.5'                           

3” Spruce – S 24 deg. E, 22.4'

GLO  Bk 

10 P. 31

10 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 26 deg. E, 7.9'                          

6” Tamarack – N 30 deg. E, 15.2'

GLO  Bk 

10 P. 44

10 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 32 deg. W, 3.3'                          

6“ Tamarack – S 35 deg. E, 29.7'                         

4” Tamarack – N 35 deg. E, 12.2'                         

3” Tamarack – N 67 deg. W, 22.4'

GLO  Bk 

10 P. 31

10 50-22 NW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Maple - N 62 deg W, 45.0'                             

10” Elm - S 45 deg W, 45.0'              

Book 1, 

Page 196

10 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

9” Fir – N 07 deg. E, 6.3'                                      

16“ Aspen – N 66 deg. W, 13.2'                             

10” Maple – S 52 deg. E, 31.0'                              

7” Aspen – S 46 deg. W, 11.9'

GLO  Bk 

10 P. 43

10 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 15 deg. E, 13.2'                        

5” Tamarack – S 15 deg. W, 7.3'

GLO  Bk 

10 P. 42

10 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 14 deg. E, 29.7'                               

3“ Spruce – S 42 deg. E, 14.5'                             

4” Spruce – N 64 deg. W, 7.3'                             

3” Spruce – S 57 deg. W, 18.5', 

GLO  Bk 

10 P. 30

10 50-22 SW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

14” Basswood - N 45 deg W, 37.5'                         

7” Maple - S 45 deg W, 54.0'              

Book 1, 

Page 196

10 50-22 SW

6” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

12” Aspen – N 35 deg. E, 7.9'                                 

5“ Aspen – S 14 deg. W, 21.5'                             

10” Maple – S 68 deg. E, 14.5'                              

13” Linden – N 82 deg. W, 19.1'

GLO  Bk 

10 P. 41

10 50-22 W 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

5” Ash - N 75 deg W, 44.0'                                     

5” Ash - S 88 deg E, 44.6              

Book 1, 

Page 196

10 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Willow – S 52 deg. W, 19.8'                              

11” Aspen – N 45 deg. E, 29.7'

GLO  Bk 

10 P. 42

10 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on W line of Section 10 (Orig. cors. Inp)             

Distance and Mag. Var. shown 

Book 1, 

Page 196

11 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 46 deg. E, 16.5'                          

5” Tamarack – N 71 deg. W, 28.7'

GLO  Bk 

10 P. 20

11 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 10 deg. W, 21.1'                        

4” Tamarack – S 35 deg. E, 29.7'

GLO  Bk 

10 P. 32

11 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 38 deg. W, 60.1'                          

3“ Tamarack – S 78 deg. E, 42.9'                         

3” Tamarack – N 69 deg. E, 46.9'                         

4” Tamarack – N 51 deg. W, 33.0'

GLO  Bk 

10 P. 20

11 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 32 deg. W, 3.3'                          

6“ Tamarack – S 35 deg. E, 29.7'                         

4” Tamarack – N 35 deg. E, 12.2'                         

3” Tamarack – N 67 deg. W, 22.4'

GLO  Bk 

10 P. 31

11 50-22 S 1/4
2” Spruce tree marked as corner by 

Josephes Alley, U.S. Deputy Surveyor
1874

3” Spruce – N 10 deg. W, 21.1'                             

2” Spruce – S 05 deg. E, 9.6'

GLO  Bk 

10 P. 31

11 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 59 deg. E, 31.7'                         

3“ Tamarack – S 44 deg. W, 44.2'                         

5” Tamarack – N 52 deg. E, 40.9'                         

GLO  Bk 

10 P. 19

11 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 14 deg. E, 29.7'                               

3“ Spruce – S 42 deg. E, 14.5'                             

4” Spruce – N 64 deg. W, 7.3'                             

3” Spruce – S 57 deg. W, 18.5', 

GLO  Bk 

10 P. 30

11 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Spruce – N 60 deg. W, 16.5'                           

3” Spruce – S 24 deg. E, 22.4'

GLO  Bk 

10 P. 31

12 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 82 deg. W, 8.6'                           

7” Tamarack – N 63 deg. E, 11.2'

GLO  Bk 

10 P. 5
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12 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 09 deg. W, 2.6'                          

6” Tamarack – N 05 deg. E, 2.6'

GLO  Bk 

10 P. 21

12 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 40 deg. W, 13.2'                          

6“ Tamarack – N 77 deg. E, 6.6'                           

6” Tamarack – S 21 deg. E, 17.8'                           

4” Tamarack – S 39 deg. W, 14.5'

GLO  Bk 

10 P. 5

12 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 38 deg. W, 60.1'                          

3“ Tamarack – S 78 deg. E, 42.9'                         

3” Tamarack – N 69 deg. E, 46.9'                         

4” Tamarack – N 51 deg. W, 33.0'

GLO  Bk 

10 P. 20

12 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 38 deg. W, 15.2'                        

5” Tamarack – S 05 deg. W, 11.2'

GLO  Bk 

10 P. 20

12 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 21 deg. W, 23.8'                          

8“ Tamarack – N 33 deg. E, 18.5'                        

5” Tamarack – S 30 deg. E, 19.1'                           

5” Tamarack – S 65 deg. W, 7.9'

GLO  Bk 

10 P. 4

12 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 59 deg. E, 31.7'                         

3“ Tamarack – S 44 deg. W, 44.2'                         

5” Tamarack – N 52 deg. E, 40.9'                         

GLO  Bk 

10 P. 19

12 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 46 deg. E, 16.5'                          

5” Tamarack – N 71 deg. W, 28.7'

GLO  Bk 

10 P. 20

13 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 45 deg. W, 7.9'                           

4” Tamarack – S 38 deg. E, 10.6'

GLO  Bk 

10 P. 4

13 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 38 deg. W, 15.2'                        

5” Tamarack – S 05 deg. W, 11.2'

GLO  Bk 

10 P. 20

13 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 21 deg. W, 23.8'                          

8“ Tamarack – N 33 deg. E, 18.5'                        

5” Tamarack – S 30 deg. E, 19.1'                           

5” Tamarack – S 65 deg. W, 7.9'

GLO  Bk 

10 P. 4

13 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 59 deg. E, 31.7'                         

3“ Tamarack – S 44 deg. W, 44.2'                         

5” Tamarack – N 52 deg. E, 40.9'                         

GLO  Bk 

10 P. 19

13 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2 1/2” Tamarack – S 02 deg. E, 6.6'                     

3” Tamarack – N 07 deg. E, 9.9'

GLO  Bk 

10 P. 18

13 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 18 deg. W, 7.3'                          

8“ Tamarack – N 43 deg. E, 33.7'                        

4” Tamarack – S 65 deg. E, 25.7'                           

4” Tamarack – S 63 deg. W, 6.6'

GLO  Bk 

10 P. 4

13 50-22 SW

1 1/2" iron pipe set in woods approx. 

75' W of swamp and approx. 102' N of 

swamp by B. Eveland

1984

N & D in 7" Tamarack - N 76 deg. E, 66.43'          

N & D in 12" Tamarack - S 41 deg. W, 79.00'        

N & D in 4" Tamarack - N 16 deg. W, 4.05'

237348

13 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 38 deg. W, 93.1'                          

4“ Tamarack – S 37 deg. E, 32.0'                         

3” Tamarack – N 50 deg. W, 9.9'                         

10” Tamarack – N 84 deg. E, 73.9'

GLO  Bk 

10 P. 17

13 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Fir – S 45 deg. W, 18.5'                                   

9” Maple – N 69 deg. E, 21.1'

GLO  Bk 

10 P. 19

14 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Fir – S 45 deg. W, 18.5'                                   

9” Maple – N 69 deg. E, 21.1'

GLO  Bk 

10 P. 19

14 50-22 M.C

M.C. On W line SW ¼ (S side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 04 deg. E, 106.3'                       

4” Tamarack – S 05 deg. W, 113.5'

GLO  Bk 

10 P. 29
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14 50-22 M.C

M.C. On W line NW ¼ (N side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Aspen – N 12 deg. W, 160.4'                          

10” Aspen – N 20 deg. E, 12.4'

GLO  Bk 

10 P. 29

14 50-22 N 1/4
2” Spruce tree marked as corner by 

Josephes Alley, U.S. Deputy Surveyor
1874

3” Spruce – N 10 deg. W, 21.1'                             

2” Spruce – S 05 deg. E, 9.6'

GLO  Bk 

10 P. 31

14 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 59 deg. E, 31.7'                         

3“ Tamarack – S 44 deg. W, 44.2'                         

5” Tamarack – N 52 deg. E, 40.9'                         

GLO  Bk 

10 P. 19

14 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 14 deg. E, 29.7'                               

3“ Spruce – S 42 deg. E, 14.5'                             

4” Spruce – N 64 deg. W, 7.3'                             

3” Spruce – S 57 deg. W, 18.5', 

GLO  Bk 

10 P. 30

14 50-22 S 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods approx. 8' S of E-

W brushed line by B. Eveland

1985

N & D in 6" Maple - N 18 deg. E, 14.47'                

N & D in 14" W. Pine - S 38 deg. E, 40.90'            

N & D in 11" Maple - S 00 deg. E, 17.65'

237347

14 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Birch – N 30 deg. E, 4.0'                                    

10” Aspen – S 15 deg. W, 19.8'

GLO  Bk 

10 P. 28

14 50-22 SE

1 1/2" iron pipe set in woods approx. 

75' W of swamp and approx. 102' N of 

swamp by B. Eveland

1984

N & D in 7" Tamarack - N 76 deg. E, 66.43'          

N & D in 12" Tamarack - S 41 deg. W, 79.00'        

N & D in 4" Tamarack - N 16 deg. W, 4.05'

237348

14 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 38 deg. W, 93.1'                          

4“ Tamarack – S 37 deg. E, 32.0'                         

3” Tamarack – N 50 deg. W, 9.9'                         

10” Tamarack – N 84 deg. E, 73.9'

GLO  Bk 

10 P. 17

14 50-22 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on E edge woods approx. 

40' SW of toe slope by B. Eveland

1985

N & D in 6-10" Birch clp. - N 13 deg. W, 14.55'      

N & D in 5" Maple - S 25 deg. W, 15.95'               

N & D in 8" Maple - S 83 deg. W, 24.56'

237346

14 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Birch – S 15 deg. W, 21.4'                               

10“ Spruce – S 69 deg. E, 27.7'                            

8” Spruce – N 08 deg. W, 16.5'                             

10” Spruce – N 06 deg. E, 26.4'

GLO  Bk 

10 P. 27

15 50-22 M.C

M.C. On E line SE ¼ (S side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 04 deg. E, 106.3'                       

4” Tamarack – S 05 deg. W, 113.5'

GLO  Bk 

10 P. 29

15 50-22 M.C

M.C. On E line NE ¼ (N side Lake) 

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Aspen – N 12 deg. W, 160.4'                          

10” Aspen – N 20 deg. E, 12.4'

GLO  Bk 

10 P. 29

15 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 15 deg. E, 13.2'                        

5” Tamarack – S 15 deg. W, 7.3'

GLO  Bk 

10 P. 42

15 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 14 deg. E, 29.7'                               

3“ Spruce – S 42 deg. E, 14.5'                             

4” Spruce – N 64 deg. W, 7.3'                             

3” Spruce – S 57 deg. W, 18.5', 

GLO  Bk 

10 P. 30

15 50-22 NW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

14” Basswood - N 45 deg W, 37.5'                         

7” Maple - S 45 deg W, 54.0'              

Book 1, 

Page 196

15 50-22 NW

6” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

12” Aspen – N 35 deg. E, 7.9'                                 

5“ Aspen – S 14 deg. W, 21.5'                             

10” Maple – S 68 deg. E, 14.5'                              

13” Linden – N 82 deg. W, 19.1'

GLO  Bk 

10 P. 41

15 50-22 S 1/4
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1985

N & D in 6" Maple - N 48 deg. E, 37.97'                 

N & D in 10" Maple - N 84 deg. E, 17.68'              

N & D in 7" Maple - S 85 deg. W, 58.82'

237345

15 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 22 deg. W, 11.9'                                

10” Birch – S 63 deg. E, 11.2'

GLO  Bk 

10 P. 40

15 50-22 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on E edge woods approx. 

40' SW of toe slope by B. Eveland

1985

N & D in 6-10" Birch clp. - N 13 deg. W, 14.55'      

N & D in 5" Maple - S 25 deg. W, 15.95'               

N & D in 8" Maple - S 83 deg. W, 24.56'

237346
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15 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Birch – S 15 deg. W, 21.4'                               

10“ Spruce – S 69 deg. E, 27.7'                            

8” Spruce – N 08 deg. W, 16.5'                             

10” Spruce – N 06 deg. E, 26.4'

GLO  Bk 

10 P. 27

15 50-22 SW
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1984

N & D in 8" Balsam - N 02 deg. E, 15.82'               

N & D in 4" Birch - S 14 deg. E, 24.92'                   

N & D in 12" Balsam - N 70 deg. W, 19.16'

237344

15 50-22 SW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

7” Balsam - S 62 deg W, 50.3'                                

10 Birch - N 47 deg W, 52.3'              

Book 1, 

Page 196

15 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Birch – N 58 deg. W, 26.4'                               

8“ Birch – N 56 deg. E, 9.2'                                   

10” Birch – S 34 deg. W, 9.2'                                

8” Birch – S 61 deg. E, 13.2' 

GLO  Bk 

10 P. 38

15 50-22 W 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Poplar - S 45 deg W, 37.8'                                  

5” Maple - S 45 deg E, 33.5'              

Book 1, 

Page 196

15 50-22 W 1/4

5” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874
10” Aspen – N 63 deg. E, 11.9'                              

10” Aspen – N 53 deg. W, 9.2'

GLO  Bk 

10 P. 40

15 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on W line of Section 15 (Orig. cors. Inp)             

Distance and Mag. Var. shown 

Book 1, 

Page 196

16 50-22 E 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Poplar - S 45 deg W, 37.8'                                  

5” Maple - S 45 deg E, 33.5'              

Book 1, 

Page 196

16 50-22 E 1/4

5” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874
10” Aspen – N 63 deg. E, 11.9'                              

10” Aspen – N 53 deg. W, 9.2'

GLO  Bk 

10 P. 40

16 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Willow – S 38 deg. W, 21.8'                               

10” Fir – N 12 deg. E, 33.0'

GLO  Bk 

10 P. 53

16 50-22 NE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

14” Basswood - N 45 deg W, 37.5'                         

7” Maple - S 45 deg W, 54.0'              

Book 1, 

Page 196

16 50-22 NE

6” Maple marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

12” Aspen – N 35 deg. E, 7.9'                                 

5“ Aspen – S 14 deg. W, 21.5'                             

10” Maple – S 68 deg. E, 14.5'                              

13” Linden – N 82 deg. W, 19.1'

GLO  Bk 

10 P. 41

16 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Ctnwd – N 29 deg. W, 15.8'                            

10“ Ctnwd – S 32 deg. E, 9.2'                              

9” Fir – S 14 deg. W, 17.2'                                   

7” Fir – N 40 deg. E, 15.2'

GLO  Bk 

10 P. 51

16 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 45 deg. E, 4.6'                          

10” Tamarack – S 40 deg. W, 10.2'

GLO  Bk 

10 P. 50

16 50-22 SE
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1984

N & D in 8" Balsam - N 02 deg. E, 15.82'               

N & D in 4" Birch - S 14 deg. E, 24.92'                  

N & D in 12" Balsam - N 70 deg. W, 19.16'

237344

16 50-22 SE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

7” Balsam - S 62 deg W, 50.3'                              

10 Birch - N 47 deg W, 52.3'              

Book 1, 

Page 196

16 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Birch – N 58 deg. W, 26.4'                               

8“ Birch – N 56 deg. E, 9.2'                                   

10” Birch – S 34 deg. W, 9.2'                                

8” Birch – S 61 deg. E, 13.2' 

GLO  Bk 

10 P. 38

16 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 29 deg. E, 7.9'                          

12“ Tamarack – N 37 deg. W, 10.6'                       

4” Tamarack – S 66 deg. W, 11.9'                       

7” Tamarack – S 76 deg. E, 21.1'

GLO  Bk 

10 P. 49

16 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – S 69 deg. W, 5.3'                                      

7” Fir – N 80 deg. E, 7.3'

GLO  Bk 

10 P. 51

16 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on E line of Section 16 (Orig. cors. Inp)             

Distance and Mag. Var. shown 

Book 1, 

Page 196

17 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – S 69 deg. W, 5.3'                                      

7” Fir – N 80 deg. E, 7.3'

GLO  Bk 

10 P. 51

17 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
7” Birch – S 85 deg. E, 7.9'                                   

(no other trees nearby)

GLO  Bk 

10 P. 68
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17 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Ctnwd – N 29 deg. W, 15.8'                            

10“ Ctnwd – S 32 deg. E, 9.2'                              

9” Fir – S 14 deg. W, 17.2'                                   

7” Fir – N 40 deg. E, 15.2'

GLO  Bk 

10 P. 51

17 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Ash – S 22 deg. E, 17.2'                                  

6“ Fir – S 79 deg. W, 13.9'                                     

7” Maple – N 40 deg. E, 12.5'                                

10” Birch – N 30 deg. E, 27.1'

GLO  Bk 

10 P. 67

17 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Pine – S 78 deg. E, 8.2'                                    

10” Spruce – N 05 deg. E, 30.4'

GLO  Bk 

10 P. 65

17 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 29 deg. E, 7.9'                          

12“ Tamarack – N 37 deg. W, 10.6'                       

4” Tamarack – S 66 deg. W, 11.9'                       

7” Tamarack – S 76 deg. E, 21.1'

GLO  Bk 

10 P. 49

17 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – S 51 deg. W, 19.8'                      

48 Tamarack – N 89 deg. W, 23.1'                       

10” Tamarack – S 630 deg. E, 23.1'                      

8” Spruce – N 84 deg. E, 25.1'

GLO  Bk 

10 P. 60

17 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 81 deg. E, 1.6'                                   

12” Pine – S 08 deg. W, 6.6'

GLO  Bk 

10 P. 67

18 50-22  
Road Survey in Sec 18 by F.J. 

O'Hara, County Surveyor 
1908

Road runs N-S thru E 1/2 of Section.              

Bearings & dist. Shown on road c/l 

Book 1, 

Page 74

18 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 81 deg. E, 1.6'                                   

12” Pine – S 08 deg. W, 6.6'

GLO  Bk 

10 P. 67

18 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
1 1/2” Aspen – S 20 deg. W, 3.3'                          

2” Aspen – N 10 deg. W, 4.0'

GLO  Bk 

10 P. 69

18 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Ash – S 22 deg. E, 17.2'                                  

6“ Fir – S 79 deg. W, 13.9'                                     

7” Maple – N 40 deg. E, 12.5'                                

10” Birch – N 30 deg. E, 27.1'

GLO  Bk 

10 P. 67

18 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

36” Pine – N 25 deg. E, 13.2'                         5“ 

Birch – N 50 deg. W, 36.3'                             4” 

Maple – S 04 deg. W, 26.4'                            5” 

Birch – S 35 deg. E, 40.9'

GLO  Bk 

13 P. 4

18 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 60 deg. E, 7.9'                             

3” Tamarack – S 10 deg. W, 16.2'

GLO  Bk 

10 P. 66

18 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – S 51 deg. W, 19.8'                      

48 Tamarack – N 89 deg. W, 23.1'                       

10” Tamarack – S 630 deg. E, 23.1'                      

8” Spruce – N 84 deg. E, 25.1'

GLO  Bk 

10 P. 60

18 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24” Aspen – N 70 deg. E, 4.6'                         

4“ Maple – N 89 deg. W, 21.1'                             

10” Aspen – S 60 deg. W, 15.8'                            

15” Aspen – S 20 deg. E, 17.8'

GLO  Bk 

13 P. 3

18 50-22 W 1/4

6" Aspen for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 4

18 50-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼  line of Section 18                         

Distance and Mag. Var. shown 

Book 1, 

Page 192

19 50-22  
Road Survey in Sec 19 by F.J. 

O'Hara, County Surveyor 
1908

Road runs N-S thru E 1/2 of Section. Brgs & 

dist. shown on road c/l

Book 1, 

Page 74

19 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
11” Tamarack – N 52 deg. W, 13.2'                      

6” Birch – S 75 deg. E, 7.6'

GLO  Bk 

10 P. 63

19 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 60 deg. E, 7.9'                             

3” Tamarack – S 10 deg. W, 16.2'

GLO  Bk 

10 P. 66

19 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – S 51 deg. W, 19.8'                      

48 Tamarack – N 89 deg. W, 23.1'                       

10” Tamarack – S 630 deg. E, 23.1'                      

8” Spruce – N 84 deg. E, 25.1'

GLO  Bk 

10 P. 60
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19 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24” Aspen – N 70 deg. E, 4.6'                         

4“ Maple – N 89 deg. W, 21.1'                             

10” Aspen – S 60 deg. W, 15.8'                            

15” Aspen – S 20 deg. E, 17.8'

GLO  Bk 

13 P. 3

19 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Spruce – S 11 deg. W, 4.0'                               

4” Spruce – N 11 deg. E, 4.6'

GLO  Bk 

10 P. 63

19 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 77 deg. E, 11.2'                         

4“ Tamarack – S 24 deg. W, 9.9'                          

5” Tamarack – N 20 deg. E, 13.2'                         

3” Tamarack – N 54 deg. W, 6.6'

GLO  Bk 

10 P. 60

19 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Aspen – N 40 deg. E, 15.8'                         

3“ Aspen – N 75 deg. W, 10.6'                             

15” Aspen – S 55 deg. E, 4.6'                            

15” Pine – S 60 deg. W, 32.3'

GLO  Bk 

13 P. 2

19 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
2” Aspen – N 50 deg. W, 9.9'                         3“ 

Birch – S 45 deg. W, 13.2'                             

GLO  Bk 

13 P. 3

19 50-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼  line of Section 19                         

Distance and Mag. Var. shown 

Book 1, 

Page 192

20 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – N 80 deg. E, 7.3'                               

6” Birch – S 80 deg. W, 15.2'

GLO  Bk 

10 P. 49

20 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Pine – S 78 deg. E, 8.2'                                    

10” Spruce – N 05 deg. E, 30.4'

GLO  Bk 

10 P. 65

20 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 29 deg. E, 7.9'                          

12“ Tamarack – N 37 deg. W, 10.6'                       

4” Tamarack – S 66 deg. W, 11.9'                       

7” Tamarack – S 76 deg. E, 21.1'

GLO  Bk 

10 P. 49

20 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – S 51 deg. W, 19.8'                      

48 Tamarack – N 89 deg. W, 23.1'                       

10” Tamarack – S 630 deg. E, 23.1'                      

8” Spruce – N 84 deg. E, 25.1'

GLO  Bk 

10 P. 60

20 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 43 deg. E, 14.5'                               

4” Aspen – N 01 deg. W, 5.9'

GLO  Bk 

10 P. 62

20 50-22 SE

3/4" iron rod w/"DNR Survey Marker" 

set on E-W fence line just W of N-S 

trail by J. Walker

1998

DNR RP in 7" Oak - N 55 deg. E, 46.95'               

DNR RP in 4" Tamarack - S 14 deg. E, 25.80'   

DNR RP in 3" Oak - N 85 deg. W, 48.07'

312856

20 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Aspen – S 57 deg. W, 9.2'                               

14“ Aspen – S 90 deg. W, 4.6'                              

14” Aspen – N 36 deg. E, 10.6'                              

6” Aspen – S 27 deg. E, 17.2'

GLO  Bk 

10 P. 47

20 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 77 deg. E, 11.2'                         

4“ Tamarack – S 24 deg. W, 9.9'                          

5” Tamarack – N 20 deg. E, 13.2'                         

3” Tamarack – N 54 deg. W, 6.6'

GLO  Bk 

10 P. 60

20 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
11” Tamarack – N 52 deg. W, 13.2'                      

6” Birch – S 75 deg. E, 7.6'

GLO  Bk 

10 P. 63

21 50-22 E 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set on old roadbed location 

just E of tree line by B. Eveland

1985

N & D in 4" Birch - N 18 deg. W, 66.63'                  

N & D in 7" Birch - S 18 deg. W, 90.72'                

N & D in 10" Poplar - S 68 deg. W, 49.44'

237349

21 50-22 E 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Poplar - N 86 deg W, 38.8'                               

7” Birch - S 85 deg E, 43.2'              

Book 1, 

Page 196

21 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – N 19 deg. E, 9.2'                                       

12” Aspen – S 71 deg. W, 18.5'

GLO  Bk 

10 P. 38

21 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 45 deg. E, 4.6'                          

10” Tamarack – S 40 deg. W, 10.2'

GLO  Bk 

10 P. 50

21 50-22 NE
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1984

N & D in 8" Balsam - N 02 deg. E, 15.82'              

N & D in 4" Birch - S 14 deg. E, 24.92'                   

N & D in 12" Balsam - N 70 deg. W, 19.16'

237344
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21 50-22 NE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

7” Balsam - S 62 deg W, 50.3'                                

10 Birch - N 47 deg W, 52.3'              

Book 1, 

Page 196

21 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Birch – N 58 deg. W, 26.4'                               

8“ Birch – N 56 deg. E, 9.2'                                   

10” Birch – S 34 deg. W, 9.2'                                

8” Birch – S 61 deg. E, 13.2' 

GLO  Bk 

10 P. 38

21 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 29 deg. E, 7.9'                          

12“ Tamarack – N 37 deg. W, 10.6'                       

4” Tamarack – S 66 deg. W, 11.9'                       

7” Tamarack – S 76 deg. E, 21.1'

GLO  Bk 

10 P. 49

21 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – S 00 deg. E, 3.0'                          

6” Tamarack – N 65 deg. E, 4.3'

GLO  Bk 

10 P. 48

21 50-22 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l N-S road by B. 

Eveland

1985

N & D in 4" Tamarack - N 08 deg. E, 30.69'          

N & D in 2" Spruce - N 77 deg. E, 9.27'                 

N & D in 6" poplar - N 85 deg. W, 30.36'

237351

21 50-22 SE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Tamarack - N 82 deg W, 32.5'                           

7” Spruce - S 55 deg W, 55.4'              

Book 1, 

Page 196

21 50-22 SE

6” Spruce marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

9” Tamarack – S 53 deg. W, 13.5'                          

12“ Tamarack – N 76 deg. W, 6.9'                         

6” Spruce – N 58 deg. E, 6.3'                                

10” Tamarack – S 75 deg. E, 12.5'

GLO  Bk 

10 P. 36

21 50-22 SW

3/4" iron rod w/"DNR Survey Marker" 

set on E-W fence line just W of N-S 

trail by J. Walker

1998

DNR RP in 7" Oak - N 55 deg. E, 46.95'                

DNR RP in 4" Tamarack - S 14 deg. E, 25.80'      

DNR RP in 3" Oak - N 85 deg. W, 48.07'

312856

21 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Aspen – S 57 deg. W, 9.2'                               

14“ Aspen – S 90 deg. W, 4.6'                              

14” Aspen – N 36 deg. E, 10.6'                              

6” Aspen – S 27 deg. E, 17.2'

GLO  Bk 

10 P. 47

21 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – N 80 deg. E, 7.3'                               

6” Birch – S 80 deg. W, 15.2'

GLO  Bk 

10 P. 49

21 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on E line of Section 21 (Orig. cors. Inp)             

Distance and Mag. Var. shown 

Book 1, 

Page 196

22 50-22 E 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods approx. 35' NE 

of toe slope by B. Eveland

1985

N & D in 13" R. Oak - N 24 deg. E, 45.47'              

N & D in 11" R. Oak - S 80 deg. E, 15.70'             

N & D in 8" R. Oak - N 30 deg. W, 3.65'

237350

22 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 62 deg. W, 7.3'                                    

6” Tamarack – S 55 deg. E, 3.3'

GLO  Bk 

10 P. 27

22 50-22 N 1/4
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1985

N & D in 6" Maple - N 48 deg. E, 37.97'                 

N & D in 10" Maple - N 84 deg. E, 17.68'              

N & D in 7" Maple - S 85 deg. W, 58.82'

237345

22 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 22 deg. W, 11.9'                                

10” Birch – S 63 deg. E, 11.2'

GLO  Bk 

10 P. 40

22 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Birch – S 15 deg. W, 21.4'                               

10“ Spruce – S 69 deg. E, 27.7'                            

8” Spruce – N 08 deg. W, 16.5'                             

10” Spruce – N 06 deg. E, 26.4'

GLO  Bk 

10 P. 27

22 50-22 NE 

1 1/4" sq. tube w/"DNR Survey 

Marker" set on E edge woods approx. 

40' SW of toe slope by B. Eveland

1985

N & D in 6-10" Birch clp. - N 13 deg. W, 14.55'       

N & D in 5" Maple - S 25 deg. W, 15.95'               

N & D in 8" Maple - S 83 deg. W, 24.56'

237346

22 50-22 NW
1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods by B. Eveland
1984

N & D in 8" Balsam - N 02 deg. E, 15.82'               

N & D in 4" Birch - S 14 deg. E, 24.92'                  

N & D in 12" Balsam - N 70 deg. W, 19.16'

237344

22 50-22 NW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

7” Balsam - S 62 deg W, 50.3'                                

10 Birch - N 47 deg W, 52.3'              

Book 1, 

Page 196

22 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Birch – N 58 deg. W, 26.4'                               

8“ Birch – N 56 deg. E, 9.2'                                   

10” Birch – S 34 deg. W, 9.2'                                

8” Birch – S 61 deg. E, 13.2' 

GLO  Bk 

10 P. 38

22 50-22 S 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in swamp by lost methods 

by B. Eveland

1985

N & D in 10" Cedar - N 08 deg. E, 60.16'               

N & D in 11" Cedar - N 70 deg. E, 57.22'               

N & D in 10" Ash - S 43 deg. E, 7.40'

237352

22 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – S 60 deg. W, 4.0'                          

9” Cedar – N 45 deg. W, 3.3'

GLO  Bk 

10 P. 37
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22 50-22 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.5' E of N-S fence line by 

B. Eveland

1984

N & D in 18" Cedar - N 40 deg. E, 97.08'               

N & D in 3" W. Oak - S 62 deg. E, 45.98'              

N & D in 6" W. Oak - S 54 deg. W, 40.76'

237353

22 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 66 deg. W, 4.6'                               

6“ Fir – N 55 deg. E, 12.9'                                   

10” Fir – S 30 deg. E, 11.2'                                  

6” Cedar – S 73 deg. W, 3.3'

GLO  Bk 

10 P. 25

22 50-22 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l N-S road by B. 

Eveland

1985

N & D in 4" Tamarack - N 08 deg. E, 30.69'           

N & D in 2" Spruce - N 77 deg. E, 9.27'                 

N & D in 6" poplar - N 85 deg. W, 30.36'

237351

22 50-22 SW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Tamarack - N 82 deg W, 32.5'                           

7” Spruce - S 55 deg W, 55.4'              

Book 1, 

Page 196

22 50-22 SW

6” Spruce marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

9” Tamarack – S 53 deg. W, 13.5'                          

12“ Tamarack – N 76 deg. W, 6.9'                         

6” Spruce – N 58 deg. E, 6.3'                                

10” Tamarack – S 75 deg. E, 12.5'

GLO  Bk 

10 P. 36

22 50-22 W 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set on old roadbed location 

just E of tree line by B. Eveland

1985

N & D in 4" Birch - N 18 deg. W, 66.63'                   

N & D in 7" Birch - S 18 deg. W, 90.72'                   

N & D in 10" Poplar - S 68 deg. W, 49.44'

237349

22 50-22 W 1/4
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

10” Poplar - N 86 deg W, 38.8'                               

7” Birch - S 85 deg E, 43.2'              

Book 1, 

Page 196

22 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – N 19 deg. E, 9.2'                                       

12” Aspen – S 71 deg. W, 18.5'

GLO  Bk 

10 P. 38

22 50-22
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1914

Is on W line of Section 22 (Orig. cors. Inp)             

Distance and Mag. Var. shown 

Book 1, 

Page 196

23 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 85 deg. W, 9.9'                            

3” Tamarack – S 06 deg. E, 37.0'

GLO  Bk 

10 P. 17

23 50-22 N 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods approx. 8' S of E-

W brushed line by B. Eveland

1985

N & D in 6" Maple - N 18 deg. E, 14.47'                 

N & D in 14" W. Pine - S 38 deg. E, 40.90'            

N & D in 11" Maple - S 00 deg. E, 17.65'

237347

23 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Birch – N 30 deg. E, 4.0'                                    

10” Aspen – S 15 deg. W, 19.8'

GLO  Bk 

10 P. 28

23 50-22 NE

1 1/2" iron pipe set in woods approx. 

75' W of swamp and approx. 102' N of 

swamp by B. Eveland

1984

N & D in 7" Tamarack - N 76 deg. E, 66.43'           

N & D in 12" Tamarack - S 41 deg. W, 79.00'       

N & D in 4" Tamarack - N 16 deg. W, 4.05'

237348

23 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 38 deg. W, 93.1'                          

4“ Tamarack – S 37 deg. E, 32.0'                         

3” Tamarack – N 50 deg. W, 9.9'                         

10” Tamarack – N 84 deg. E, 73.9'

GLO  Bk 

10 P. 17

23 50-22 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on E edge woods approx. 

40' SW of toe slope by B. Eveland

1985

N & D in 6-10" Birch clp. - N 13 deg. W, 14.55'       

N & D in 5" Maple - S 25 deg. W, 15.95'                 

N & D in 8" Maple - S 83 deg. W, 24.56'

237346

23 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Birch – S 15 deg. W, 21.4'                               

10“ Spruce – S 69 deg. E, 27.7'                            

8” Spruce – N 08 deg. W, 16.5'                             

10” Spruce – N 06 deg. E, 26.4'

GLO  Bk 

10 P. 27

23 50-22 S 1/4
RR spk set 4' E of c/l N-S trail at fence 

line to the E by B. Eveland
1984

N & D in 3" Birch - N 27 deg. E, 52.95'                 

N & D in 7" Poplar - S 75 deg. E, 25.51'                 

N & D in 7" Spruce - N 90 deg. W, 48.03'

237354

23 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 21 deg. E, 7.6'                          

8” Tamarack – S 31 deg. E, 11.9'

GLO  Bk 

10 P. 26

23 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 60 deg. E, 19.8'                          

10“ Tamarack – S 35 deg. E, 19.8'                       

8” Tamarack – S 55 deg. W, 8.2'                         

12” Tamarack – N 80 deg. W, 12.5'

GLO  Bk 

10 P. 15

23 50-22 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.5' E of N-S fence line by 

B. Eveland

1984

N & D in 18" Cedar - N 40 deg. E, 97.08'              

N & D in 3" W. Oak - S 62 deg. E, 45.98'             

N & D in 6" W. Oak - S 54 deg. W, 40.76'

237353

23 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 66 deg. W, 4.6'                               

6“ Fir – N 55 deg. E, 12.9'                                   

10” Fir – S 30 deg. E, 11.2'                                  

6” Cedar – S 73 deg. W, 3.3'

GLO  Bk 

10 P. 25

23 50-22 W 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in woods approx. 35' NE 

of toe slope by B. Eveland

1985

N & D in 13" R. Oak - N 24 deg. E, 45.47'              

N & D in 11" R. Oak - S 80 deg. E, 15.70'              

N & D in 8" R. Oak - N 30 deg. W, 3.65'

237350
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23 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Birch – N 62 deg. W, 7.3'                                    

6” Tamarack – S 55 deg. E, 3.3'

GLO  Bk 

10 P. 27

24 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Larch – N 35 deg. W, 8.6'                               

9” Larch– N 23 deg. E, 12.5'

GLO  Bk 

10 P. 3

24 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2 1/2” Tamarack – S 02 deg. E, 6.6'                     

3” Tamarack – N 07 deg. E, 9.9'

GLO  Bk 

10 P. 18

24 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 18 deg. W, 7.3'                          

8“ Tamarack – N 43 deg. E, 33.7'                        

4” Tamarack – S 65 deg. E, 25.7'                           

4” Tamarack – S 63 deg. W, 6.6'

GLO  Bk 

10 P. 4

24 50-22 NW

1 1/2" iron pipe set in woods approx. 

75' W of swamp and approx. 102' N of 

swamp by B. Eveland

1984

N & D in 7" Tamarack - N 76 deg. E, 66.43'           

N & D in 12" Tamarack - S 41 deg. W, 79.00'      

N & D in 4" Tamarack - N 16 deg. W, 4.05'

237348

24 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 38 deg. W, 93.1'                          

4“ Tamarack – S 37 deg. E, 32.0'                         

3” Tamarack – N 50 deg. W, 9.9'                         

10” Tamarack – N 84 deg. E, 73.9'

GLO  Bk 

10 P. 17

24 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 45 deg. W, 6.6'                              

10” Birch – N 35 deg. W, 16.5'

GLO  Bk 

10 P. 16

24 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Larch – N 64 deg. W, 19.8'                               

7“ Larch – N 73 deg. E, 2.6'                                  

7” Larch – S 50 deg. E, 4.0'                                   

7” Larch – S 75 deg. W, 13.9'

GLO  Bk 

10 P. 2

24 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 60 deg. E, 19.8'                          

10“ Tamarack – S 35 deg. E, 19.8'                       

8” Tamarack – S 55 deg. W, 8.2'                         

12” Tamarack – N 80 deg. W, 12.5'

GLO  Bk 

10 P. 15

24 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 85 deg. W, 9.9'                            

3” Tamarack – S 06 deg. E, 37.0'

GLO  Bk 

10 P. 17

25 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
16” Poplar – N 25 deg. E, 1.3'                             

12” Baume Giliad – N 10 deg. W, 13.2'

GLO  Bk 

10 P. 2

25 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 45 deg. W, 6.6'                              

10” Birch – N 35 deg. W, 16.5'

GLO  Bk 

10 P. 16

25 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Larch – N 64 deg. W, 19.8'                               

7“ Larch – N 73 deg. E, 2.6'                                  

7” Larch – S 50 deg. E, 4.0'                                   

7” Larch – S 75 deg. W, 13.9'

GLO  Bk 

10 P. 2

25 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 60 deg. E, 19.8'                          

10“ Tamarack – S 35 deg. E, 19.8'                       

8” Tamarack – S 55 deg. W, 8.2'                         

12” Tamarack – N 80 deg. W, 12.5'

GLO  Bk 

10 P. 15

25 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – N 02 deg. W, 3.3'                              

12” Birch – S 38 deg. E, 7.9'

GLO  Bk 

10 P. 14

25 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

16” Poplar – N 56 deg. W, 27.7'                         

12“ Poplar – N 60 deg. E, 12.5'                             

16” Poplar – S 18 deg. E, 7.9'                            

10” Spruce – S 66 deg. E, 31.7'

GLO  Bk 

10 P. 1

25 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 55 deg. E, 5.9'                               

10“ Fir – S 08 deg. W, 19.8'                                  

6” Aspen – S 51 deg. E, 10.6'                                

6” Aspen – N 65 deg. W, 10.6'

GLO  Bk 

10 P. 13

25 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Birch – S 55 deg. W, 17.2'                              

8” Aspen – N 22 deg. E, 14.5'

GLO  Bk 

10 P. 15
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26 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Birch – S 55 deg. W, 17.2'                              

8” Aspen – N 22 deg. E, 14.5'

GLO  Bk 

10 P. 15

26 50-22 N 1/4
RR spk set 4' E of c/l N-S trail at fence 

line to the E by B. Eveland
1984

N & D in 3" Birch - N 27 deg. E, 52.95'                   

N & D in 7" Poplar - S 75 deg. E, 25.51'               

N & D in 7" Spruce - N 90 deg. W, 48.03'

237354

26 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 21 deg. E, 7.6'                          

8” Tamarack – S 31 deg. E, 11.9'

GLO  Bk 

10 P. 26

26 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 60 deg. E, 19.8'                          

10“ Tamarack – S 35 deg. E, 19.8'                       

8” Tamarack – S 55 deg. W, 8.2'                         

12” Tamarack – N 80 deg. W, 12.5'

GLO  Bk 

10 P. 15

26 50-22 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.5' E of N-S fence line by 

B. Eveland

1984

N & D in 18" Cedar - N 40 deg. E, 97.08'              

N & D in 3" W. Oak - S 62 deg. E, 45.98'             

N & D in 6" W. Oak - S 54 deg. W, 40.76'

237353

26 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 66 deg. W, 4.6'                               

6“ Fir – N 55 deg. E, 12.9'                                   

10” Fir – S 30 deg. E, 11.2'                                  

6” Cedar – S 73 deg. W, 3.3'

GLO  Bk 

10 P. 25

26 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 42 deg. W, 4.0'                               

8” Fir – N 55 deg. E, 4.0'

GLO  Bk 

10 P. 24

26 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 55 deg. E, 5.9'                               

10“ Fir – S 08 deg. W, 19.8'                                  

6” Aspen – S 51 deg. E, 10.6'                                

6” Aspen – N 65 deg. W, 10.6'

GLO  Bk 

10 P. 13

26 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 30 deg. W, 9.2'                               

10“ Birch – S 40 deg. E, 23.8'                               

10” Maple – S 56 deg. E, 23.1'                              

10” Fir – N 89 deg. W, 5.9'

GLO  Bk 

10 P. 23

26 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
15” Birch – S 11 deg. W, 9.9'                               

8” Fir – S 48 deg. E, 15.8'

GLO  Bk 

10 P. 25

27 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
15” Birch – S 11 deg. W, 9.9'                               

8” Fir – S 48 deg. E, 15.8'

GLO  Bk 

10 P. 25

27 50-22 N 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set in swamp by lost methods 

by B. Eveland

1985

N & D in 10" Cedar - N 08 deg. E, 60.16'               

N & D in 11" Cedar - N 70 deg. E, 57.22'              

N & D in 10" Ash - S 43 deg. E, 7.40'

237352

27 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – S 60 deg. W, 4.0'                          

9” Cedar – N 45 deg. W, 3.3'

GLO  Bk 

10 P. 37

27 50-22 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set 1.5' E of N-S fence line by 

B. Eveland

1984

N & D in 18" Cedar - N 40 deg. E, 97.08'                

N & D in 3" W. Oak - S 62 deg. E, 45.98'              

N & D in 6" W. Oak - S 54 deg. W, 40.76'

237353

27 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 66 deg. W, 4.6'                               

6“ Fir – N 55 deg. E, 12.9'                                   

10” Fir – S 30 deg. E, 11.2'                                  

6” Cedar – S 73 deg. W, 3.3'

GLO  Bk 

10 P. 25

27 50-22 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l N-S road by B. 

Eveland

1985

N & D in 4" Tamarack - N 08 deg. E, 30.69'           

N & D in 2" Spruce - N 77 deg. E, 9.27'                  

N & D in 6" poplar - N 85 deg. W, 30.36'

237351

27 50-22 NW
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Tamarack - N 82 deg W, 32.5'                           

7” Spruce - S 55 deg W, 55.4'              

Book 1, 

Page 196

27 50-22 NW

6” Spruce marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

9” Tamarack – S 53 deg. W, 13.5'                          

12“ Tamarack – N 76 deg. W, 6.9'                         

6” Spruce – N 58 deg. E, 6.3'                                

10” Tamarack – S 75 deg. E, 12.5'

GLO  Bk 

10 P. 36

27 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Ctnwd – S 16 deg. W, 15.8'                               

10” Ash – N 16 deg. E, 5.9'

GLO  Bk 

10 P. 35

27 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 30 deg. W, 9.2'                               

10“ Birch – S 40 deg. E, 23.8'                               

10” Maple – S 56 deg. E, 23.1'                              

10” Fir – N 89 deg. W, 5.9'

GLO  Bk 

10 P. 23
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27 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Birch – S 57 deg. E, 7.9'                                    

9“ Birch – N 55 deg. E, 9.2'                                   

9” Birch – S 27 deg. W, 23.8'                                

10” Birch – N 46 deg. W, 7.6' 

GLO  Bk 

10 P. 34

27 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
7” Ash – S 60 deg. W, 13.2'                                  

6” Birch – S 89 deg. E, 21.1'

GLO  Bk 

10 P. 36

28 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – S 00 deg. E, 3.0'                          

6” Tamarack – N 65 deg. E, 4.3'

GLO  Bk 

10 P. 48

28 50-22 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l N-S road by B. 

Eveland

1985

N & D in 4" Tamarack - N 08 deg. E, 30.69'            

N & D in 2" Spruce - N 77 deg. E, 9.27'                 

N & D in 6" poplar - N 85 deg. W, 30.36'

237351

28 50-22 NE
Took new ties to inp. Cor.by Fred 

Heuer, Deputy County Surveyor
1914

9” Tamarack - N 82 deg W, 32.5'                           

7” Spruce - S 55 deg W, 55.4'              

Book 1, 

Page 196

28 50-22 NE

6” Spruce marked for corner as part of 

original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874

9” Tamarack – S 53 deg. W, 13.5'                          

12“ Tamarack – N 76 deg. W, 6.9'                         

6” Spruce – N 58 deg. E, 6.3'                                

10” Tamarack – S 75 deg. E, 12.5'

GLO  Bk 

10 P. 36

28 50-22 NW

3/4" iron rod w/"DNR Survey Marker" 

set on E-W fence line just W of N-S 

trail by J. Walker

1998

DNR RP in 7" Oak - N 55 deg. E, 46.95'             

DNR RP in 4" Tamarack - S 14 deg. E, 25.80'     

DNR RP in 3" Oak - N 85 deg. W, 48.07'

312856

28 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Aspen – S 57 deg. W, 9.2'                               

14“ Aspen – S 90 deg. W, 4.6'                              

14” Aspen – N 36 deg. E, 10.6'                              

6” Aspen – S 27 deg. E, 17.2'

GLO  Bk 

10 P. 47

28 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Aspen – N 10 deg. E, 8.6'                                   

5” Fir – S 02 deg. E, 9.9'

GLO  Bk 

10 P. 46

28 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Birch – S 57 deg. E, 7.9'                                    

9“ Birch – N 55 deg. E, 9.2'                                   

9” Birch – S 27 deg. W, 23.8'                                

10” Birch – N 46 deg. W, 7.6' 

GLO  Bk 

10 P. 34

28 50-22 SW

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to N by 

J. Walker

1998

DNR RP in Power Pole - N 42 deg. E, 48.73'        

DNR RP in 12" Oak - S 00 deg. E, 49.60'             

DNR RP in 4" Oak - S 38 deg. W, 47.33'

312857

28 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Tamarack – S 85 deg. E, 13.2'                       

12“ Ctnwd – N 09 deg. E, 21.8'                            

5” Ctnwd – N 41 deg. W, 25.7'                                

5” Tamarack – S 30 deg. W, 33.0'

GLO  Bk 

10 P. 46

28 50-22 W 1/4

3/4" iron rod w/"DNR Survey Marker" 

set on c/l N-S road approx. 10' S of E-

W fence line by J. Walker

1998

DNR RP in Power Pole - N 80 deg. E, 33.00'      

DNR RP in 7" Ash - S 35 deg. W, 36.23'               

DNR RP in 7" Ash - S 86 deg. W, 33.33'

312859

28 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Ash – S 30 deg. E, 6.6'                                     

8” Birch – S 77 deg. W, 15.2'

GLO  Bk 

10 P. 47

29 50-22 E 1/4

3/4" iron rod w/"DNR Survey Marker" 

set on c/l N-S road approx. 10' S of E-

W fence line by J. Walker

1998

DNR RP in Power Pole - N 80 deg. E, 33.00'        

DNR RP in 7" Ash - S 35 deg. W, 36.23'                

DNR RP in 7" Ash - S 86 deg. W, 33.33'

312859

29 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Ash – S 30 deg. E, 6.6'                                     

8” Birch – S 77 deg. W, 15.2'

GLO  Bk 

10 P. 47

29 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 43 deg. E, 14.5'                               

4” Aspen – N 01 deg. W, 5.9'

GLO  Bk 

10 P. 62

29 50-22 NE

3/4" iron rod w/"DNR Survey Marker" 

set on E-W fence line just W of N-S 

trail by J. Walker

1998

DNR RP in 7" Oak - N 55 deg. E, 46.95'                

DNR RP in 4" Tamarack - S 14 deg. E, 25.80'       

DNR RP in 3" Oak - N 85 deg. W, 48.07'

312856

29 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Aspen – S 57 deg. W, 9.2'                               

14“ Aspen – S 90 deg. W, 4.6'                              

14” Aspen – N 36 deg. E, 10.6'                              

6” Aspen – S 27 deg. E, 17.2'

GLO  Bk 

10 P. 47

29 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 77 deg. E, 11.2'                         

4“ Tamarack – S 24 deg. W, 9.9'                          

5” Tamarack – N 20 deg. E, 13.2'                         

3” Tamarack – N 54 deg. W, 6.6'

GLO  Bk 

10 P. 60
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29 50-22 S 1/4

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to S by 

J. Walker

1998

DNR RP in Dbl 8" Oak - N 20 deg. W, 55.10'         

DNR RP in 8" Oak - S 30 deg. E, 50.53'                

DNR RP in 15" Balsam - S 52 deg. W, 49.86'

312858

29 50-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 50 deg. E, 11.9'                               

5” Spruce – N 37 deg. E, 28.4'

GLO  Bk 

10 P. 58

29 50-22 SE

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to N by 

J. Walker

1998

DNR RP in Power Pole - N 42 deg. E, 48.73'         

DNR RP in 12" Oak - S 00 deg. E, 49.60'            

DNR RP in 4" Oak - S 38 deg. W, 47.33'

312857

29 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Tamarack – S 85 deg. E, 13.2'                       

12“ Ctnwd – N 09 deg. E, 21.8'                            

5” Ctnwd – N 41 deg. W, 25.7'                                

5” Tamarack – S 30 deg. W, 33.0'

GLO  Bk 

10 P. 46

29 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Fir – N 49 deg. W, 7.9'                                       

4“ Fir – S 07 deg. W, 3.3'                                     

5” Fir – S 66 deg. E, 2.0'                                         

7” Birch – S 07 deg. E, 10.6'

GLO  Bk 

10 P. 58

29 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – N 88 deg. E, 3.3'                                         

10” Tamarack – S 90 deg. W, 13.9'

GLO  Bk 

10 P. 60

30 50-22  
Road Survey in Sec 30 by F.J. 

O'Hara, County Surveyor 
1908

Road runs N-S thru E 1/2 of Section. Brgs & 

dist. Shown on road c/l 

Book 1, 

Page 74

30 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Fir – N 88 deg. E, 3.3'                                         

10” Tamarack – S 90 deg. W, 13.9'

GLO  Bk 

10 P. 60

30 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Spruce – S 11 deg. W, 4.0'                               

4” Spruce – N 11 deg. E, 4.6'

GLO  Bk 

10 P. 63

30 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 77 deg. E, 11.2'                         

4“ Tamarack – S 24 deg. W, 9.9'                          

5” Tamarack – N 20 deg. E, 13.2'                         

3” Tamarack – N 54 deg. W, 6.6'

GLO  Bk 

10 P. 60

30 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Aspen – N 40 deg. E, 15.8'                         

3“ Aspen – N 75 deg. W, 10.6'                             

15” Aspen – S 55 deg. E, 4.6'                            

15” Pine – S 60 deg. W, 32.3'

GLO  Bk 

13 P. 2

30 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Fir – N 49 deg. W, 7.9'                                       

4“ Fir – S 07 deg. W, 3.3'                                     

5” Fir – S 66 deg. E, 2.0'                                         

7” Birch – S 07 deg. E, 10.6'

GLO  Bk 

10 P. 58

30 50-22 SW

4" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 1

30 50-22 W 1/4

3" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 2

30 50-22
Road Survey in Section by H. D 

Keath, County Surveyor 
1913

Is on N-S ¼  line of Section 30                         

Distance and Mag. Var. shown 

Book 1, 

Page 192

31 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Elm – S 58 deg. W, 7.9'                                  

10” Linden – S 41 deg. E, 12.5'

GLO  Bk 

10 P. 57

31 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Fir – N 49 deg. W, 7.9'                                       

4“ Fir – S 07 deg. W, 3.3'                                     

5” Fir – S 66 deg. E, 2.0'                                         

7” Birch – S 07 deg. E, 10.6'

GLO  Bk 

10 P. 58

31 50-22 NW

4" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 1

31 50-22 S 1/4

2” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No other trees in area
GLO  Bk 

8 P. 10

31 50-22 SE

12” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10
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31 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

22” Aspen – N 80 deg. E, 17.8'                              

26” Aspen – N 89 deg. W, 13.2'                            

15” Aspen – S 25 deg. W, 27.1'                             

12” Pine – S 27 deg. E, 22.4'

GLO  Bk 

12,  P. 4

31 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Tamarack – N 80 deg. E, 2.0'                               

6” Tamarack – S 70 deg. W, 1.3'

GLO  Bk 

13 P. 1

32 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Fir – S 19 deg. E, 33.0'                                   

10” Spruce – S 68 deg. W, 37.6'

GLO  Bk 

10 P. 45

32 50-22 N 1/4

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to S by 

J. Walker

1998

DNR RP in Dbl 8" Oak - N 20 deg. W, 55.10'         

DNR RP in 8" Oak - S 30 deg. E, 50.53'                

DNR RP in 15" Balsam - S 52 deg. W, 49.86'

312858

32 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 50 deg. E, 11.9'                               

5” Spruce – N 37 deg. E, 28.4'

GLO  Bk 

10 P. 58

32 50-22 NE

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to N by 

J. Walker

1998

DNR RP in Power Pole - N 42 deg. E, 48.73'         

DNR RP in 12" Oak - S 00 deg. E, 49.60'            

DNR RP in 4" Oak - S 38 deg. W, 47.33'

312857

32 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Tamarack – S 85 deg. E, 13.2'                       

12“ Ctnwd – N 09 deg. E, 21.8'                            

5” Ctnwd – N 41 deg. W, 25.7'                                

5” Tamarack – S 30 deg. W, 33.0'

GLO  Bk 

10 P. 46

32 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Fir – N 49 deg. W, 7.9'                                       

4“ Fir – S 07 deg. W, 3.3'                                     

5” Fir – S 66 deg. E, 2.0'                                         

7” Birch – S 07 deg. E, 10.6'

GLO  Bk 

10 P. 58

32 50-22 S 1/4

5” Pine tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10

32 50-22 SE

10” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9

32 50-22 SW

12” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 10

32 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Elm – S 58 deg. W, 7.9'                                  

10” Linden – S 41 deg. E, 12.5'

GLO  Bk 

10 P. 57

33 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
16” Aspen – N 39 deg. E, 7.9'                               

7” Fir – S 60 deg. W, 11.9'

GLO  Bk 

10 P. 34

33 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Aspen – N 10 deg. E, 8.6'                                   

5” Fir – S 02 deg. E, 9.9'

GLO  Bk 

10 P. 46

33 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Birch – S 57 deg. E, 7.9'                                    

9“ Birch – N 55 deg. E, 9.2'                                   

9” Birch – S 27 deg. W, 23.8'                                

10” Birch – N 46 deg. W, 7.6' 

GLO  Bk 

10 P. 34

33 50-22 NW

3/4" iron rod w/"DNR Survey Marker" 

set on c/l E-W road at c/l road to N by 

J. Walker

1998

DNR RP in Power Pole - N 42 deg. E, 48.73'         

DNR RP in 12" Oak - S 00 deg. E, 49.60'            

DNR RP in 4" Oak - S 38 deg. W, 47.33'

312857

33 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Tamarack – S 85 deg. E, 13.2'                       

12“ Ctnwd – N 09 deg. E, 21.8'                            

5” Ctnwd – N 41 deg. W, 25.7'                                

5” Tamarack – S 30 deg. W, 33.0'

GLO  Bk 

10 P. 46

33 50-22 S 1/4

12” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9

33 50-22 SE

4” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8
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33 50-22 SW

10” Birch tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 9

33 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Fir – S 19 deg. E, 33.0'                                   

10” Spruce – S 68 deg. W, 37.6'

GLO  Bk 

10 P. 45

34 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
20” Aspen – N 52 deg. E,16.2'                               

10” Fir – N 86 deg. W, 16.2'

GLO  Bk 

10 P. 23

34 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Ctnwd – S 16 deg. W, 15.8'                               

10” Ash – N 16 deg. E, 5.9'

GLO  Bk 

10 P. 35

34 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 30 deg. W, 9.2'                               

10“ Birch – S 40 deg. E, 23.8'                               

10” Maple – S 56 deg. E, 23.1'                              

10” Fir – N 89 deg. W, 5.9'

GLO  Bk 

10 P. 23

34 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Birch – S 57 deg. E, 7.9'                                    

9“ Birch – N 55 deg. E, 9.2'                                   

9” Birch – S 27 deg. W, 23.8'                                

10” Birch – N 46 deg. W, 7.6' 

GLO  Bk 

10 P. 34

34 50-22 S 1/4

5” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8

34 50-22 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

10” Basswood – S 45 deg. W, 40.0'                      

14” Birch – N 45 deg. E, 31.8'

Book 1, 

Page 356

34 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Maple – N 50 deg. W, 12.5'                               

10” Pine – N 50 deg. E, 8.6'                                 

14” Aspen – S 75 deg. W, 9.2'                               

10” Maple – S 65 deg. E, 3.3'

GLO  Bk 

8 P. 8

34 50-22 SW

4” Fir tree used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 8

34 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
16” Aspen – N 39 deg. E, 7.9'                               

7” Fir – S 60 deg. W, 11.9'

GLO  Bk 

10 P. 34

34 50-22
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 356

35 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Fir – S 42 deg. E, 13.2'                                     

8” Pine – N 82 deg. W, 10.6'

GLO  Bk 

10 P. 13

35 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
12” Aspen – S 42 deg. W, 4.0'                               

8” Fir – N 55 deg. E, 4.0'

GLO  Bk 

10 P. 24

35 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 55 deg. E, 5.9'                               

10“ Fir – S 08 deg. W, 19.8'                                  

6” Aspen – S 51 deg. E, 10.6'                                

6” Aspen – N 65 deg. W, 10.6'

GLO  Bk 

10 P. 13

35 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 30 deg. W, 9.2'                               

10“ Birch – S 40 deg. E, 23.8'                               

10” Maple – S 56 deg. E, 23.1'                              

10” Fir – N 89 deg. W, 5.9'

GLO  Bk 

10 P. 23

35 50-22 S 1/4

5” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

35 50-22 SE

18” Aspen tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

35 50-22 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

10” Basswood – S 45 deg. W, 40.0'                      

14” Birch – N 45 deg. E, 31.8'

Book 1, 

Page 356

35 50-22 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

8” Maple – N 50 deg. W, 12.5'                               

10” Pine – N 50 deg. E, 8.6'                                 

14” Aspen – S 75 deg. W, 9.2'                               

10” Maple – S 65 deg. E, 3.3'

GLO  Bk 

8 P. 8
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35 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
20” Aspen – N 52 deg. E,16.2'                               

10” Fir – N 86 deg. W, 16.2'

GLO  Bk 

10 P. 23

36 50-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
9” Spruce – N 44 deg. E, 11.9'                             

20” Pine – S 20 deg. W, 11.9'

GLO  Bk 

10 P. 1

36 50-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – N 02 deg. W, 3.3'                              

12” Birch – S 38 deg. E, 7.9'

GLO  Bk 

10 P. 14

36 50-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

16” Poplar – N 56 deg. W, 27.7'                         

12“ Poplar – N 60 deg. E, 12.5'                             

16” Poplar – S 18 deg. E, 7.9'                            

10” Spruce – S 66 deg. E, 31.7'

GLO  Bk 

10 P. 1

36 50-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Aspen – N 55 deg. E, 5.9'                               

10“ Fir – S 08 deg. W, 19.8'                                  

6” Aspen – S 51 deg. E, 10.6'                                

6” Aspen – N 65 deg. W, 10.6'

GLO  Bk 

10 P. 13

36 50-22 S 1/4

4” Tamarack tree used as corner as 

part of original Government Land 

Office Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

36 50-22 SE
2" capped alum. tube set for St. Louis 

County by R. Barke
1989

N & D in 6" Spruce - N 25 deg. E, 34.69'              

N & D in 12" Spruce - S 78 deg. E, 35.83'             

N & D in 6" Spruce - N 77 deg. W, 51.21'

498306  

(St. Louis 

Co.)

36 50-22 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

7” Pine – N 53 deg. W, 35.0'                                 

12” Pine – N 28 deg. E, 18.5'                                

8” Pine – S 55 deg. E, 12.5'                                  

9” Pine – S 60 deg. W, 8.6'

GLO  Bk 

8 P. 6

36 50-22 SW

18” Aspen tree used as corner as part 

of original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties stated
GLO  Bk 

8 P. 7

36 50-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Fir – S 42 deg. E, 13.2'                                     

8” Pine – N 82 deg. W, 10.6'

GLO  Bk 

10 P. 13

1 50-23 E 1/4

4" Ash for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 6

1 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Tamarack – S 37 deg. E, 7.3'                              

10” Tamarack – N 28 deg. W, 9.9'

GLO  Bk 

13 P. 12

1 50-23 N 1/4

3" Birch for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

1 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Alder – N 20 deg. W, 10.6'                         3“ 

Alder – S 30 deg. W, 17.8'                             3” 

Alder – S 60 deg. E, 19.8'                            No 

other trees near

GLO  Bk 

13 P. 6

1 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Aspen – N 46 deg. E, 6.6'                         3“ 

Aspen – N 43 deg. W, 16.5'                             

3” Aspen – N 53 deg. W, 6.6'                            

3" Aspen - S 10 deg. E, 4.6'

GLO  Bk 

13 P. 12

1 50-23 NW

7" Cedar for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

1 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Black Pine – N 55 deg. W, 11.2'                              

7” Tamarack – S 55 deg. E, 5.3'

GLO  Bk 

13 P. 82

1 50-23 SE

3" Basswood for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5
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1 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Pine – N 17 deg. E, 29.7'                         

20“ Pine – S 57 deg. W, 29.7'                             

22” Pine – S 57 deg. W, 29.7'                            

20" Pine - S 44 deg. E, 23.8'

GLO  Bk 

13 P. 11

1 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Birch – N 50 deg. E, 13.2'                         8“ 

Balsam – N 54 deg. W, 13.9'                             

9” Birch – S 57 deg. W, 10.6'                            

10" Birch - S 58 deg. E, 7.3'

GLO  Bk 

13 P. 82

1 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Cedar – N 07 deg. E, 40.9'                              

20” Cedar – N 14 deg. W, 33.7'

GLO  Bk 

13 P. 88

2 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Cedar – N 07 deg. E, 40.9'                              

20” Cedar – N 14 deg. W, 33.7'

GLO  Bk 

13 P. 88

2 50-23 M.C.

M.C. on W. line NW 1/4 on N. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
7” Aspen – N 14 deg. E, 63.4'                              

10” Aspen – N 04 deg. W, 68.6'

GLO  Bk 

13 P. 93

2 50-23 M.C.

M.C. on W. line NW 1/4 on S. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – S 35 deg. W, 25.1'                              

7” White Birch – S 72 deg. E, 11.2'

GLO  Bk 

13 P. 94

2 50-23 M.C.

M.C. on W. line SW 1/4 on N. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
12” Aspen – S 82 deg. W, 180.2'                              

No other trees near

GLO  Bk 

13 P. 94

2 50-23 M.C.

M.C. on W. line SW 1/4 on SE. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – S 25 deg. W, 13.2'                              

6” Tamarack – S 30 deg. E, 21.1'

GLO  Bk 

13 P. 94

2 50-23 N 1/4

4" Birch for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

2 50-23 NE

7" Cedar for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

2 50-23 NW

4"x4" concrete monument found 15' N 

of c/l E-W forest road in woods by T. 

Betley

1993

4" Maple - N 08 deg. E, 17.11'                               

5" Oak - N 82 deg. E, 11.58'                                

3" Maple - N 25 deg. W, 9.06'

282722

2 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Fir – N 89 deg. E, 11.9'                         15“ 

Aspen – S 20 deg. W, 9.2'                             

18” Aspen – N 05 deg. W, 6.6'                            

15" Aspen - S 20 deg. E, 12.5'

GLO  Bk 

13 P. 14

2 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – N 50 deg. E, 4.6'                              

4” Maple – S 14 deg. E, 6.6'

GLO  Bk 

13 P. 87

2 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Birch – N 50 deg. E, 13.2'                         8“ 

Balsam – N 54 deg. W, 13.9'                             

9” Birch – S 57 deg. W, 10.6'                            

10" Birch - S 58 deg. E, 7.3'

GLO  Bk 

13 P. 82

2 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Birch – N 50 deg. E, 10.6'                         

12“ Aspen – N 55 deg. W, 13.2'                             

12” Aspen – S 40 deg. W, 11.2'                            

10" Aspen - S 57 deg. E, 16.5'

GLO  Bk 

13 P. 86

3 50-23 M.C.

M.C. on E. line NE 1/4 on N. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
7” Aspen – N 14 deg. E, 63.4'                              

10” Aspen – N 04 deg. W, 68.6'

GLO  Bk 

13 P. 93

3 50-23 M.C.

M.C. on E. line NE 1/4 on S. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – S 35 deg. W, 25.1'                              

7” White Birch – S 72 deg. E, 11.2'

GLO  Bk 

13 P. 94
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3 50-23 M.C.

M.C. on E. line SE 1/4 on N. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
12” Aspen – S 82 deg. W, 180.2'                              

No other trees near

GLO  Bk 

13 P. 94

3 50-23 M.C.

M.C. on E. line SE 1/4 on SE. side 

Wakefield Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – S 25 deg. W, 13.2'                              

6” Tamarack – S 30 deg. E, 21.1'

GLO  Bk 

13 P. 94

3 50-23 N 1/4

4"x4" concrete monument found 10' S 

of E-W forest road in woods by T. 

Betley

1993

16" Basswood - S 70 deg. E, 5.26'                         

4" Maple - S 05 deg. W, 11.89'                              

4" Maple - S 80 deg. W, 13.15'

282723

3 50-23 N 1/4

5" Maple for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 14

3 50-23 NE

4"x4" concrete monument found 15' N 

of c/l E-W forest road in woods by T. 

Betley

1993

4" Maple - N 08 deg. E, 17.11'                                

5" Oak - N 82 deg. E, 11.58'                                

3" Maple - N 25 deg. W, 9.06'

282722

3 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Fir – N 89 deg. E, 11.9'                         15“ 

Aspen – S 20 deg. W, 9.2'                             

18” Aspen – N 05 deg. W, 6.6'                            

15" Aspen - S 20 deg. E, 12.5'

GLO  Bk 

13 P. 14

3 50-23 NW

4"x4" concrete monument found on c/l 

E-W road just E of N-S road by T. 

Betley

1991

9" Basswood - N 80 deg. E, 16.49'                      

5" Maple - S 05 deg. W, 19.82'                              

6" Maple - S 78 deg. W, 5.59'

268597

3 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Aspen – N 45 deg. E, 84.5'                         

8“ Tamarack – S 34 deg. E, 69.3'                             

No other trees near

GLO  Bk 

13 P. 14

3 50-23 NW 

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Aspen – N 45 deg. E, 84.5'                              

8” Tamarack – S 34 deg. E, 69.3'                                                        

No other trees near

GLO  Bk 

13 P. 101

3 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Tamarack – N 70 deg. W, 36.3'                              

6” Alder – S 65 deg. W, 36.3'

GLO  Bk 

13 P. 92

3 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Birch – N 50 deg. E, 10.6'                         

12“ Aspen – N 55 deg. W, 13.2'                             

12” Aspen – S 40 deg. W, 11.2'                            

10" Aspen - S 57 deg. E, 16.5'

GLO  Bk 

13 P. 86

3 50-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

11” Maple - N 45 deg W, 36.2'                               

5” Balsam - N 45 deg E, 35.4'

Book 1, 

Page 278

3 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 16 deg. E, 16.5'                         

8“ Aspen – N 29 deg. W, 25.1'                             

11” Maple – S 55 deg. W, 29.0'                            

13" Aspen - S 74 deg. E, 13.9'

GLO  Bk 

13 P. 91

3 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Black Pine – N 75 deg. E, 28.4'                              

11” Aspen - S 69 deg. W, 26.4'

GLO  Bk 

13 P. 102

4 50-23  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of NE 1/4                                               

Distance and Mag. Var. stated

Book 2, 

Page 67

4 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Black Pine – N 75 deg. E, 28.4'                              

11” Aspen - S 69 deg. W, 26.4'

GLO  Bk 

13 P. 102

4 50-23 N 1/4
1/2" capped iron shaft set on c/l-c/l N-

S-E-W roads by T. Betley
1991

sign post - N 18 deg. E, 83.49'                             

sign post - S 52 deg. E, 27.52'                              

Tele. Ped. - N 61 deg. W, 81.54'

268625

4 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. E, 14.5'                              

9” Pine – N 36 deg. W, 25.1'

GLO  Bk 

13 P. 15

4 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. E, 14.5'                              

9” Black Pine - N 36 deg. W, 25.1'

GLO  Bk 

13 P. 101

4 50-23 NE

4"x4" concrete monument found on c/l 

E-W road just E of N-S road by T. 

Betley

1991

9" Basswood - N 80 deg. E, 16.49'                         

5" Maple - S 05 deg. W, 19.82'                              

6" Maple - S 78 deg. W, 5.59'

268597
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4 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Aspen – N 45 deg. E, 84.5'                         

8“ Tamarack – S 34 deg. E, 69.3'                             

No other trees near

GLO  Bk 

13 P. 14

4 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Aspen – N 45 deg. E, 84.5'                              

8” Tamarack – S 34 deg. E, 69.3'                                                        

No other trees near

GLO  Bk 

13 P. 101

4 50-23 NW
1/2" capped iron shaft set on c/l E-W 

road by T. Betley
1991

16" R. Pine - N 06 deg. W, 57.40'                          

6" Spruce - S 38 deg. E, 48.47'                              

8" Tamarack - S 38 deg. W, 61.63'

268626

4 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22" Norway Pine – N 05 deg. W, 132.0'                         

5“ Tamarack – S 44 deg. W, 73.9'                             

No other trees near

GLO  Bk 

13 P. 15

4 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Norway Pine – N 05 deg. W, 132.0'                              

5” Tamarack – S 44 deg. W, 74.6'                                                        

No other trees near

GLO  Bk 

13 P. 100

4 50-23 S 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

9” Black Ash - N 45 deg E, 54.0'                           

14” Balsam - S 45 deg W, 37.0'

Book 1, 

Page 278

4 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Aspen – N 04 deg. W, 4.0'                              

8” Maple – S 34 deg. W, 6.6'

GLO  Bk 

13 P. 98

4 50-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

11” Maple - N 45 deg W, 36.2'                               

5” Balsam - N 45 deg E, 35.4'

Book 1, 

Page 278

4 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 16 deg. E, 16.5'                         

8“ Aspen – N 29 deg. W, 25.1'                             

11” Maple – S 55 deg. W, 29.0'                            

13" Aspen - S 74 deg. E, 13.9'

GLO  Bk 

13 P. 91

4 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Balsam – N 41 deg. E, 15.8'                         

9“ Balsam – N 45 deg. W, 7.9'                             

9” Balsam – S 67 deg. W, 5.9'                            

11" Balsam - S 45 deg. E, 8.6'

GLO  Bk 

13 P. 97

4 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 81 deg. W, 4.6'                              

7” Tamarack - S 87 deg. E, 11.2'

GLO  Bk 

13 P. 103

4 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N-S ¼ line and S line SE ¼ of Section          

Distance and Mag. Var. shown 

Book 1, 

Page 278

5 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 81 deg. W, 4.6'                              

7” Tamarack - S 87 deg. E, 11.2'

GLO  Bk 

13 P. 103

5 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 20 deg. E, 5.9'                              

4” Aspen – S 12 deg. E, 12.5'

GLO  Bk 

13 P. 16

5 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 20 deg. E, 5.9'                              

4” Aspen – S 12 deg. E, 12.5'

GLO  Bk 

13 P. 100

5 50-23 NE
1/2" capped iron shaft set on c/l E-W 

road by T. Betley
1991

16" R. Pine - N 06 deg. W, 57.40'                          

6" Spruce - S 38 deg. E, 48.47'                              

8" Tamarack - S 38 deg. W, 61.63'

268626

5 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22" Norway Pine – N 05 deg. W, 132.0'                         

5“ Tamarack – S 44 deg. W, 73.9'                             

No other trees near

GLO  Bk 

13 P. 15

5 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Norway Pine – N 05 deg. W, 132.0'                              

5” Tamarack – S 44 deg. W, 74.6'                                                        

No other trees near

GLO  Bk 

13 P. 100

5 50-23 NW

5" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 16

5 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” White Birch – S 06 deg. E, 17.8'                              

14” White Birch - N 43 deg. W, 7.9'

GLO  Bk 

13 P. 109
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5 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Balsam – N 41 deg. E, 15.8'                         

9“ Balsam – N 45 deg. W, 7.9'                             

9” Balsam – S 67 deg. W, 5.9'                            

11" Balsam - S 45 deg. E, 8.6'

GLO  Bk 

13 P. 97

5 50-23 SW

5" Balsam used as corner post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8" Basswood – S 36 deg. W, 23.1'                         

13“ White Pine – S 56 deg. E, 27.7'                             

7” Basswood – N 35 deg. E, 33.7'                            

7" Balsam - N 30 deg. W, 24.4'

GLO  Bk 

13 P. 108

5 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Cedar – S 50 deg. W, 2.6'                              

5” Spruce - S 73 deg. E, 2.0'

GLO  Bk 

13 P. 110

6 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Cedar – S 50 deg. W, 2.6'                              

5” Spruce - S 73 deg. E, 2.0'

GLO  Bk 

13 P. 110

6 50-23 N 1/4

3" Aspen for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 17

6 50-23 NE

5" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 16

6 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” Balsam – N 04 deg. E, 7.3'                              

10” Balsam - S 42 deg. E, 9.2'

GLO  Bk 

13 P. 111

6 50-23 SE

5" Balsam used as corner post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8" Basswood – S 36 deg. W, 23.1'                         

13“ White Pine – S 56 deg. E, 27.7'                             

7” Basswood – N 35 deg. E, 33.7'                            

7" Balsam - N 30 deg. W, 24.4'

GLO  Bk 

13 P. 108

7 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” White Cedar – S 26 deg. E, 7.9'                              

12” White Birch - N 84 deg. E, 5.9'

GLO  Bk 

13 P. 107

7 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” Balsam – N 04 deg. E, 7.3'                              

10” Balsam - S 42 deg. E, 9.2'

GLO  Bk 

13 P. 111

7 50-23 NE

5" Balsam used as corner post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8" Basswood – S 36 deg. W, 23.1'                         

13“ White Pine – S 56 deg. E, 27.7'                             

7” Basswood – N 35 deg. E, 33.7'                            

7" Balsam - N 30 deg. W, 24.4'

GLO  Bk 

13 P. 108

7 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 16 deg. E, 5.3'                              

5” Tamarack - S 18 deg. W, 8.6'

GLO  Bk 

13 P. 107

7 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Spruce – N 45 deg. W, 13.9'                         

8“ Spruce – N 25 deg. E, 12.5'                             

12” Tamarack – S 43 deg. E, 12.5'                            

9" Tamarack - S 11 deg. W, 11.2'

GLO  Bk 

13 P. 104

7 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Cedar – N 79 deg. E, 9.2'                         7“ 

Cedar – S 87 deg. E, 5.3'                             5” 

Cedar – N 45 deg. W, 14.5'                            

10" Cedar - S 65 deg. W, 6.6'

GLO  Bk 

13 P. 10

7 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Fir – N 06 deg. E, 19.8'                              5” 

Cedar – S 10 deg. W, 13.2'

GLO  Bk 

13 P. 11

8 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Balsam – N 35 deg. W, 3.3'                              

9” Maple – S 35 deg. E, 5.3'

GLO  Bk 

13 P. 97

8 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” White Birch – S 06 deg. E, 17.8'                              

14” White Birch - N 43 deg. W, 7.9'

GLO  Bk 

13 P. 109

8 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Balsam – N 41 deg. E, 15.8'                         

9“ Balsam – N 45 deg. W, 7.9'                             

9” Balsam – S 67 deg. W, 5.9'                            

11" Balsam - S 45 deg. E, 8.6'

GLO  Bk 

13 P. 97
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8 50-23 NW

5" Balsam used as corner post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8" Basswood – S 36 deg. W, 23.1'                         

13“ White Pine – S 56 deg. E, 27.7'                             

7” Basswood – N 35 deg. E, 33.7'                            

7" Balsam - N 30 deg. W, 24.4'

GLO  Bk 

13 P. 108

8 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” White Birch – N 42 deg. E, 11.9'                              

11” Oak - S 73 deg. E, 11.2'

GLO  Bk 

13 P. 106

8 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" Aspen – N 23 deg. E, 9.2'                         

8“ Balsam – N 28 deg. W, 6.6'                             

22” Aspen – S 45 deg. W, 24.4'                            

20" Aspen - S 18 deg. E, 23.1'

GLO  Bk 

13 P. 96

8 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Spruce – N 45 deg. W, 13.9'                         

8“ Spruce – N 25 deg. E, 12.5'                             

12” Tamarack – S 43 deg. E, 12.5'                            

9" Tamarack - S 11 deg. W, 11.2'

GLO  Bk 

13 P. 104

8 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” White Cedar – S 26 deg. E, 7.9'                              

12” White Birch - N 84 deg. E, 5.9'

GLO  Bk 

13 P. 107

9 50-23 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

10” Spruce - N 79 deg E, 41.5'                              

12” Maple - S 90 deg W, 26.0'

Book 1, 

Page 278

9 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Rock Maple – S 86 deg. W, 5.9'                              

7” Soft Maple – N 63 deg. E, 10.6'

GLO  Bk 

13 P. 91

9 50-23 N 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

9” Black Ash - N 45 deg E, 54.0'                           

14” Balsam - S 45 deg W, 37.0'

Book 1, 

Page 278

9 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Aspen – N 04 deg. W, 4.0'                              

8” Maple – S 34 deg. W, 6.6'

GLO  Bk 

13 P. 98

9 50-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

11” Maple - N 45 deg W, 36.2'                               

5” Balsam - N 45 deg E, 35.4'

Book 1, 

Page 278

9 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 16 deg. E, 16.5'                         

8“ Aspen – N 29 deg. W, 25.1'                             

11” Maple – S 55 deg. W, 29.0'                            

13" Aspen - S 74 deg. E, 13.9'

GLO  Bk 

13 P. 91

9 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Balsam – N 41 deg. E, 15.8'                         

9“ Balsam – N 45 deg. W, 7.9'                             

9” Balsam – S 67 deg. W, 5.9'                            

11" Balsam - S 45 deg. E, 8.6'

GLO  Bk 

13 P. 97

9 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Spruce – N 36 deg. W, 4.0'                              

9” Spruce – S 69 deg. E, 11.2'

GLO  Bk 

13 P. 96

9 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Tamarack – N 21 deg. E, 5.9'                         

9“ Tamarack – N 49 deg. W, 11.2'                             

8” Tamarack – S 36 deg. W, 20.5'                            

6" Tamarack - S 38 deg. E, 21.8'

GLO  Bk 

13 P. 89

9 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" Aspen – N 23 deg. E, 9.2'                         

8“ Balsam – N 28 deg. W, 6.6'                             

22” Aspen – S 45 deg. W, 24.4'                            

20" Aspen - S 18 deg. E, 23.1'

GLO  Bk 

13 P. 96

9 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Balsam – N 35 deg. W, 3.3'                              

9” Maple – S 35 deg. E, 5.3'

GLO  Bk 

13 P. 97

9 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line NE ¼ and E line of Section          

Distance and Mag. Var. shown 

Book 1, 

Page 278

10 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Birch – N 74 deg. E, 4.0'                              

8” Balsam – N 77 deg. W, 4.0'

GLO  Bk 

13 P. 86

10 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Tamarack – N 70 deg. W, 36.3'                              

6” Alder – S 65 deg. W, 36.3'

GLO  Bk 

13 P. 92

10 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Birch – N 50 deg. E, 10.6'                         

12“ Aspen – N 55 deg. W, 13.2'                             

12” Aspen – S 40 deg. W, 11.2'                            

10" Aspen - S 57 deg. E, 16.5'

GLO  Bk 

13 P. 86

10 50-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

11” Maple - N 45 deg W, 36.2'                               

5” Balsam - N 45 deg E, 35.4'

Book 1, 

Page 278
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10 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 16 deg. E, 16.5'                         

8“ Aspen – N 29 deg. W, 25.1'                             

11” Maple – S 55 deg. W, 29.0'                            

13" Aspen - S 74 deg. E, 13.9'

GLO  Bk 

13 P. 91

10 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Spruce – N 74 deg. E, 11.2'                              

4” Spruce – S 26 deg. W, 6.6'

GLO  Bk 

13 P. 90

10 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Pine – N 25 deg. E, 35.0'                         

13“ Pine – N 31 deg. W, 38.9'                             

12” Aspen – S 51 deg. W, 7.3'                            

13" Pine - S 20 deg. E, 31.7'

GLO  Bk 

13 P. 84

10 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Tamarack – N 21 deg. E, 5.9'                         

9“ Tamarack – N 49 deg. W, 11.2'                             

8” Tamarack – S 36 deg. W, 20.5'                            

6" Tamarack - S 38 deg. E, 21.8'

GLO  Bk 

13 P. 89

10 50-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

10” Spruce - N 79 deg E, 41.5'                              

12” Maple - S 90 deg W, 26.0'

Book 1, 

Page 278

10 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Rock Maple – S 86 deg. W, 5.9'                              

7” Soft Maple – N 63 deg. E, 10.6'

GLO  Bk 

13 P. 91

10 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                               

Distance and Mag. Var. shown 

Book 1, 

Page 278

11 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Birch – S 48 deg. E, 19.8'                              

6” Aspen – S 51 deg. W, 7.9'

GLO  Bk 

13 P. 81

11 50-23 M.C.

M.C. on E. line SE 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – S 35 deg. W, 103.6'                              

4” Dead Tamarack – S 37 deg. E, 4.6'

GLO  Bk 

13 P. 81

11 50-23 M.C.

4" Alder used as M.C. on E. line SE 

1/4 on N. side Remote Lake set as 

part of original Gov't Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
12” Birch – N 52 deg. E, 7.3'                              

7” Aspen – N 46 deg. W, 5.9'

GLO  Bk 

13 P. 81

11 50-23 M.C.

M.C. on S. line SE 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Pine – N 55 deg. E, 118.8'                              

9” White Pine – S 37 deg. E, 39.6'

GLO  Bk 

13 P. 84

11 50-23 M.C.

M.C. on S. line SE 1/4 on W. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Spruce – N 09 deg. W, 11.2'                              

6” Aspen – S 66 deg. E, 39.6'

GLO  Bk 

13 P. 85

11 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – N 50 deg. E, 4.6'                              

4” Maple – S 14 deg. E, 6.6'

GLO  Bk 

13 P. 87

11 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Birch – N 50 deg. E, 13.2'                         8“ 

Balsam – N 54 deg. W, 13.9'                             

9” Birch – S 57 deg. W, 10.6'                            

10" Birch - S 58 deg. E, 7.3'

GLO  Bk 

13 P. 82

11 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Birch – N 50 deg. E, 10.6'                         

12“ Aspen – N 55 deg. W, 13.2'                             

12” Aspen – S 40 deg. W, 11.2'                            

10" Aspen - S 57 deg. E, 16.5'

GLO  Bk 

13 P. 86

11 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Tamarack – N 88 deg. E, 18.5'                              

4” Tamarack – S 72 deg. E, 22.4'

GLO  Bk 

13 P. 85

11 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Dead Tamarack – N 65 deg. E, 139.9'                         

7“ Dead Tamarack – N 30 deg. W, 62.0'                             

7” Tamarack – S 51 deg. W, 33.0'                            

7" Tamarack - S 35 deg. E, 52.8'

GLO  Bk 

13 P. 78

11 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Pine – N 25 deg. E, 35.0'                         

13“ Pine – N 31 deg. W, 38.9'                             

12” Aspen – S 51 deg. W, 7.3'                            

13" Pine - S 20 deg. E, 31.7'

GLO  Bk 

13 P. 84

12 50-23 E 1/4

3" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5
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12 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Fir – N 06 deg. E, 19.8'                              5” 

Cedar – S 10 deg. W, 13.2'

GLO  Bk 

13 P. 11

12 50-23 M.C.

M.C. on S. line SE 1/4 on SE. side 

Loon Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
6” Birch – N 60 deg. E, 15.2'                              

7” Birch – S 70 deg. W, 15.8'

GLO  Bk 

13 P. 79

12 50-23 M.C.

M.C. on S. line SE 1/4 on SW. side 

Loon Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
20” Norway Pine – N 51 deg. W, 77.2'                              

5” Aspen – S 15 deg. W, 26.4'

GLO  Bk 

13 P. 80

12 50-23 M.C.

M.C. on S. line SW 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 31 deg. E, 5.3'                              

6” Spruce – S 17 deg. E, 7.3'

GLO  Bk 

13 P. 80

12 50-23 M.C.

M.C. on S. line SW 1/4 on W. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 75 deg. W, 151.8'                              

2” Spruce – S 27 deg. W, 74.6'

GLO  Bk 

13 P. 80

12 50-23 M.C.

M.C. on W. line SW 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – S 35 deg. W, 103.6'                              

4” Dead Tamarack – S 37 deg. E, 4.6'

GLO  Bk 

13 P. 81

12 50-23 M.C.

4" Alder used as M.C. on W. line SW 

1/4 on N. side Remote Lake set as 

part of original Gov't Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
12” Birch – N 52 deg. E, 7.3'                              

7” Aspen – N 46 deg. W, 5.9'

GLO  Bk 

13 P. 81

12 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Black Pine – N 55 deg. W, 11.2'                              

7” Tamarack – S 55 deg. E, 5.3'

GLO  Bk 

13 P. 82

12 50-23 NE

3" Basswood for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 5

12 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Pine – N 17 deg. E, 29.7'                         

20“ Pine – S 57 deg. W, 29.7'                             

22” Pine – S 57 deg. W, 29.7'                            

20" Pine - S 44 deg. E, 23.8'

GLO  Bk 

13 P. 11

12 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Birch – N 50 deg. E, 13.2'                         8“ 

Balsam – N 54 deg. W, 13.9'                             

9” Birch – S 57 deg. W, 10.6'                            

10" Birch - S 58 deg. E, 7.3'

GLO  Bk 

13 P. 82

12 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 89 deg. E, 343.2'                              

9” Norway Pine – S 40 deg. E, 98.3'

GLO  Bk 

13 P. 80

12 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

36” Pine – N 25 deg. E, 13.2'                         5“ 

Birch – N 50 deg. W, 36.3'                             4” 

Maple – S 04 deg. W, 26.4'                            5” 

Birch – S 35 deg. E, 40.9'

GLO  Bk 

13 P. 4

12 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Dead Tamarack – N 65 deg. E, 139.9'                         

7“ Dead Tamarack – N 30 deg. W, 62.0'                             

7” Tamarack – S 51 deg. W, 33.0'                            

7" Tamarack - S 35 deg. E, 52.8'

GLO  Bk 

13 P. 78

12 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Birch – S 48 deg. E, 19.8'                              

6” Aspen – S 51 deg. W, 7.9'

GLO  Bk 

13 P. 81

13 50-23 E 1/4

6" Aspen for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 4

13 50-23 M.C.

M.C. on W. line NW 1/4 on SE. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – S 85 deg. W, 31.7'                              

4” Tamarack – S 24 deg. E, 31.0'

GLO  Bk 

13 P. 77

13 50-23 M.C.

M.C. on W. line NW 1/4 on N. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 50 deg. E, 5.3'                              

4” Spruce – N 83 deg. W, 10.6'

GLO  Bk 

13 P. 78
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13 50-23 M.C.

M.C. on N. line NE 1/4 on SE. side 

Loon Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
6” Birch – N 60 deg. E, 15.2'                              

7” Birch – S 70 deg. W, 15.8'

GLO  Bk 

13 P. 79

13 50-23 M.C.

M.C. on N. line NE 1/4 on SW. side 

Loon Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
20” Norway Pine – N 51 deg. W, 77.2'                              

5” Aspen – S 15 deg. W, 26.4'

GLO  Bk 

13 P. 80

13 50-23 M.C.

M.C. on N. line NW 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 31 deg. E, 5.3'                              

6” Spruce – S 17 deg. E, 7.3'

GLO  Bk 

13 P. 80

13 50-23 M.C.

M.C. on N. line NW 1/4 on W. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 75 deg. W, 151.8'                              

2” Spruce – S 27 deg. W, 74.6'

GLO  Bk 

13 P. 80

13 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 89 deg. E, 343.2'                              

9” Norway Pine – S 40 deg. E, 98.3'

GLO  Bk 

13 P. 80

13 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

36” Pine – N 25 deg. E, 13.2'                         5“ 

Birch – N 50 deg. W, 36.3'                             4” 

Maple – S 04 deg. W, 26.4'                            5” 

Birch – S 35 deg. E, 40.9'

GLO  Bk 

13 P. 4

13 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Dead Tamarack – N 65 deg. E, 139.9'                         

7“ Dead Tamarack – N 30 deg. W, 62.0'                             

7” Tamarack – S 51 deg. W, 33.0'                            

7" Tamarack - S 35 deg. E, 52.8'

GLO  Bk 

13 P. 78

13 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – N 73 deg. W, 13.9'                              

16” Norway Pine – S 13 deg. W, 19.8'

GLO  Bk 

13 P. 47

13 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24” Aspen – N 70 deg. E, 4.6'                         

4“ Maple – N 89 deg. W, 21.1'                             

10” Aspen – S 60 deg. W, 15.8'                            

15” Aspen – S 20 deg. E, 17.8'

GLO  Bk 

13 P. 3

13 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4" Tamarack – N 45 deg. W, 9.2'                         

3“ Tamarack – S 54 deg. W, 7.3'                             

3” Tamarack – S 62 deg. E, 9.2'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 46

13 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 62 deg. E, 17.8'                              

7” Aspen – S 09 deg. W, 35.0'

GLO  Bk 

13 P. 77

14 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 62 deg. E, 17.8'                              

7” Aspen – S 09 deg. W, 35.0'

GLO  Bk 

13 P. 77

14 50-23 M.C.

M.C. on E. line NE 1/4 on SE. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – S 85 deg. W, 31.7'                              

4” Tamarack – S 24 deg. E, 31.0'

GLO  Bk 

13 P. 77

14 50-23 M.C.

M.C. on E. line NE 1/4 on N. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 50 deg. E, 5.3'                              

4” Spruce – N 83 deg. W, 10.6'

GLO  Bk 

13 P. 78

14 50-23 M.C.

M.C. on N. line NE 1/4 on E. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Pine – N 55 deg. E, 118.8'                              

9” White Pine – S 37 deg. E, 39.6'

GLO  Bk 

13 P. 84

14 50-23 M.C.

M.C. on N. line NE 1/4 on W. side 

Remote Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Spruce – N 09 deg. W, 11.2'                              

6” Aspen – S 66 deg. E, 39.6'

GLO  Bk 

13 P. 85

14 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Tamarack – N 88 deg. E, 18.5'                              

4” Tamarack – S 72 deg. E, 22.4'

GLO  Bk 

13 P. 85

14 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Dead Tamarack – N 65 deg. E, 139.9'                         

7“ Dead Tamarack – N 30 deg. W, 62.0'                             

7” Tamarack – S 51 deg. W, 33.0'                            

7" Tamarack - S 35 deg. E, 52.8'

GLO  Bk 

13 P. 78
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14 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Pine – N 25 deg. E, 35.0'                         

13“ Pine – N 31 deg. W, 38.9'                             

12” Aspen – S 51 deg. W, 7.3'                            

13" Pine - S 20 deg. E, 31.7'

GLO  Bk 

13 P. 84

14 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 19 deg. W, 10.6'                              

6” Tamarack – S 66 deg. E, 11.9'

GLO  Bk 

13 P. 49

14 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4" Tamarack – N 45 deg. W, 9.2'                         

3“ Tamarack – S 54 deg. W, 7.3'                             

3” Tamarack – S 62 deg. E, 9.2'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 46

14 50-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

14” Black Ash - S 45 deg W, 36.0'                        

14” White Pine - N 45 deg E, 63.0'

Book 1, 

Page 280

14 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" White Pine – N 33 deg. E, 28.4'                         

9“ Aspen – N 64 deg. W, 5.9'                             

10” Aspen – S 41 deg. W, 11.2'                            

7" Aspen - S 64 deg. E, 24.4'

GLO  Bk 

13 P. 48

14 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Tamarack – N 46 deg. W, 7.3'                              

8” Tamarack – S 85 deg. W, 9.2'

GLO  Bk 

13 P. 83

15 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Tamarack – N 46 deg. W, 7.3'                              

8” Tamarack – S 85 deg. W, 9.2'

GLO  Bk 

13 P. 83

15 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Spruce – N 74 deg. E, 11.2'                              

4” Spruce – S 26 deg. W, 6.6'

GLO  Bk 

13 P. 90

15 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Pine – N 25 deg. E, 35.0'                         

13“ Pine – N 31 deg. W, 38.9'                             

12” Aspen – S 51 deg. W, 7.3'                            

13" Pine - S 20 deg. E, 31.7'

GLO  Bk 

13 P. 84

15 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Tamarack – N 21 deg. E, 5.9'                         

9“ Tamarack – N 49 deg. W, 11.2'                             

8” Tamarack – S 36 deg. W, 20.5'                            

6" Tamarack - S 38 deg. E, 21.8'

GLO  Bk 

13 P. 89

15 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – N 47 deg. W, 4.0'                              

5” Spruce – S 42 deg. E, 8.6'

GLO  Bk 

13 P. 56

15 50-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

14” Black Ash - S 45 deg W, 36.0'                        

14” White Pine - N 45 deg E, 63.0'

Book 1, 

Page 280

15 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" White Pine – N 33 deg. E, 28.4'                         

9“ Aspen – N 64 deg. W, 5.9'                             

10” Aspen – S 41 deg. W, 11.2'                            

7" Aspen - S 64 deg. E, 24.4'

GLO  Bk 

13 P. 48

15 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" White Birch – N 66 deg. W, 31.0'                         

6“ (Rock?) Maple – S 60 deg. W, 7.3'                             

8” Spruce – N 41 deg. (?), 11.9'                            

7" Spruce - S 43 deg. E, 26.4'

GLO  Bk 

13 P. 53

15 50-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

9” Spruce - S 90 deg W, 83.0'                             

12” Spruce - N 45 deg E, 63.2'

Book 1, 

Page 279

15 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 50 deg. W, 5.9'                              

5” Tamarack – S 23 deg. E, 5.3'

GLO  Bk 

13 P. 89

15 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 279

16 50-23 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

9” Spruce - S 90 deg W, 83.0'                             

12” Spruce - N 45 deg E, 63.2'

Book 1, 

Page 279

16 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – S 50 deg. W, 5.9'                              

5” Tamarack – S 23 deg. E, 5.3'

GLO  Bk 

13 P. 89

16 50-23 M.C.

M.C. on S. line SW 1/4 on E. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
16” Norway Pine – N 19 deg. E, 63.4'                              

16” Norway Pine – N 39 deg. E, 64.0'

GLO  Bk 

13 P. 60

16 50-23 M.C.

M.C. on W. line SW 1/4 on NE. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
10” Norway Pine – N 24 deg. W, 51.5'                              

5” Burr Oak – N 37 deg. E, 19.8'

GLO  Bk 

13 P. 95
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16 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Spruce – N 36 deg. W, 4.0'                              

9” Spruce – S 69 deg. E, 11.2'

GLO  Bk 

13 P. 96

16 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Tamarack – N 21 deg. E, 5.9'                         

9“ Tamarack – N 49 deg. W, 11.2'                             

8” Tamarack – S 36 deg. W, 20.5'                            

6" Tamarack - S 38 deg. E, 21.8'

GLO  Bk 

13 P. 89

16 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" Aspen – N 23 deg. E, 9.2'                         

8“ Balsam – N 28 deg. W, 6.6'                             

22” Aspen – S 45 deg. W, 24.4'                            

20" Aspen - S 18 deg. E, 23.1'

GLO  Bk 

13 P. 96

16 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Oak – N 79 deg. E, 10.6'                              

10” Spruce – S 42 deg. E, 10.6'

GLO  Bk 

13 P. 60

16 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" White Birch – N 66 deg. W, 31.0'                         

6“ (Rock?) Maple – S 60 deg. W, 7.3'                             

8” Spruce – N 41 deg. (?), 11.9'                            

7" Spruce - S 43 deg. E, 26.4'

GLO  Bk 

13 P. 53

16 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – S 48 deg. W, 16.5'                              

10” Black Ash – S 37 deg. E, 9.2'

GLO  Bk 

13 P. 95

16 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 279

17 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – S 48 deg. W, 16.5'                              

10” Black Ash – S 37 deg. E, 9.2'

GLO  Bk 

13 P. 95

17 50-23 M.C.

M.C. on S. line SW 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
10” Oak – N 87 deg. W, 204.6'                              

6” Oak – S 88 deg. W, 199.3'

GLO  Bk 

13 P. 68

17 50-23 M.C.

M.C. on E. line SE 1/4 on NE. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
10” Norway Pine – N 24 deg. W, 51.5'                              

5” Burr Oak – N 37 deg. E, 19.8'

GLO  Bk 

13 P. 95

17 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” White Birch – N 42 deg. E, 11.9'                              

11” Oak - S 73 deg. E, 11.2'

GLO  Bk 

13 P. 106

17 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" Aspen – N 23 deg. E, 9.2'                         

8“ Balsam – N 28 deg. W, 6.6'                             

22” Aspen – S 45 deg. W, 24.4'                            

20" Aspen - S 18 deg. E, 23.1'

GLO  Bk 

13 P. 96

17 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Spruce – N 45 deg. W, 13.9'                         

8“ Spruce – N 25 deg. E, 12.5'                             

12” Tamarack – S 43 deg. E, 12.5'                            

9" Tamarack - S 11 deg. W, 11.2'

GLO  Bk 

13 P. 104

17 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Aspen – N 01 deg. E, 176.9'                         

9“ Aspen – N 89 deg. W, 79.2'                             

8” Aspen – S 73 deg. W, 87.1'                            

No other trees near

GLO  Bk 

13 P. 68

17 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Ironwood – S 25 deg. E, 21.0'                              

7” White Birch - S 24 deg. W, 21.8'

GLO  Bk 

13 P. 104

18 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Ironwood – S 25 deg. E, 21.0'                              

7” White Birch - S 24 deg. W, 21.8'

GLO  Bk 

13 P. 104

18 50-23 M.C.

M.C. on S. line SW 1/4 on NW. side 

Bass Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
24” Norway Pine – N 06 deg. W, 22.4'                              

20” Norway Pine – S 80 deg. W, 53.5'

GLO  Bk 

13 P. 75

18 50-23 M.C.

M.C. on S. line SW 1/4 on NE. side 

Bass Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
20” Pine – N 38 deg. W, 23.1'                              

9” Tamarack – S 52 deg. W, 35.0'

GLO  Bk 

13 P. 75

18 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 16 deg. E, 5.3'                              

5” Tamarack - S 18 deg. W, 8.6'

GLO  Bk 

13 P. 107

Page 774 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

18 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Spruce – N 45 deg. W, 13.9'                         

8“ Spruce – N 25 deg. E, 12.5'                             

12” Tamarack – S 43 deg. E, 12.5'                            

9" Tamarack - S 11 deg. W, 11.2'

GLO  Bk 

13 P. 104

18 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Cedar – N 79 deg. E, 9.2'                         7“ 

Cedar – S 87 deg. E, 5.3'                             5” 

Cedar – N 45 deg. W, 14.5'                            

10" Cedar - S 65 deg. W, 6.6'

GLO  Bk 

13 P. 10

18 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Tamarack – S 29 deg. W, 31.0'                              

No other trees near

GLO  Bk 

13 P. 75

18 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Aspen – N 01 deg. E, 176.9'                         

9“ Aspen – N 89 deg. W, 79.2'                             

8” Aspen – S 73 deg. W, 87.1'                            

No other trees near

GLO  Bk 

13 P. 68

18 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Aspen – S 25 deg. E, 5.9'                         6“ 

Aspen – N 33 deg. E, 5.3'                             6” 

Aspen – N 33 deg. W, 12.5'                            

10" Aspen - S 57 deg. W, 9.2'

GLO  Bk 

13 P. 9

18 50-23 W 1/4

3" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 10

19 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Ash – N 02 deg. E, 200.6'                              

8” Aspen – N 03 deg. W, 198.0'

GLO  Bk 

13 P. 67

19 50-23 M.C.

M.C. on S. line SE 1/4 on SW. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Red Oak – N 87 deg. E, 33.0'                              

12” Oak – S 00 deg. E, 31.0'

GLO  Bk 

13 P. 65

19 50-23 M.C.

M.C. on E. line SE 1/4 on S. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
6” Oak – S 65 deg. W, 39.6'                              

6” Maple – S 45 deg. E, 46.2'

GLO  Bk 

13 P. 67

19 50-23 M.C.

M.C. on E. line SE 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
7” Alder – N 10 deg. E, 369.6'                              

6” Alder – N 14 deg. W, 424.4'

GLO  Bk 

13 P. 67

19 50-23 M.C.

M.C. on N. line NW 1/4 on NW. side 

Bass Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
24” Norway Pine – N 06 deg. W, 22.4'                              

20” Norway Pine – S 80 deg. W, 53.5'

GLO  Bk 

13 P. 75

19 50-23 M.C.

M.C. on N. line NW 1/4 on NE. side 

Bass Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
20” Pine – N 38 deg. W, 23.1'                              

9” Tamarack – S 52 deg. W, 35.0'

GLO  Bk 

13 P. 75

19 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Tamarack – S 29 deg. W, 31.0'                              

No other trees near

GLO  Bk 

13 P. 75

19 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Aspen – N 01 deg. E, 176.9'                         

9“ Aspen – N 89 deg. W, 79.2'                             

8” Aspen – S 73 deg. W, 87.1'                            

No other trees near

GLO  Bk 

13 P. 68

19 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Aspen – S 25 deg. E, 5.9'                         6“ 

Aspen – N 33 deg. E, 5.3'                             6” 

Aspen – N 33 deg. W, 12.5'                            

10" Aspen - S 57 deg. W, 9.2'

GLO  Bk 

13 P. 9

19 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – S 16 deg. E, 148.5'                              

No other trees near

GLO  Bk 

13 P. 64

19 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 50 deg. E, 12.5'                         

6“ Aspen – N 42 deg. W, 13.2'                             

8” Oak – S 80 deg. W, 11.2'                            

9" Oak - S 50 deg. E, 7.3'

GLO  Bk 

13 P. 61

19 50-23 SW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

10” Twin Oak – N 59 deg. W, 31.7'                       

4” Maple – N 56 deg. E, 48.2'                               

10” R. Oak – S 31 deg. W, 27.7'

Book 2, 

Page 69

19 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Aspen – N 30 deg. E, 7.9'                         4“ 

Aspen – S 80 deg. W, 5.3'                             3” 

Aspen – N 38 deg. W, 5.3'                            5" 

Aspen - S 10 deg. E, 7.9'

GLO  Bk 

13 P. 8
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19 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Tamarack – N 70 deg. E, 4.0'                              

3” Tamarack – S 55 deg. E, 17.8'

GLO  Bk 

13 P. 9

20 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” Tamarack – S 55 deg. W, 8.6'                              

11” Tamarack – N 37 deg. E, 13.0'

GLO  Bk 

13 P. 59

20 50-23 M.C.

M.C. on W. line SW 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
7” Alder – N 10 deg. E, 369.6'                              

6” Alder – N 14 deg. W, 424.4'

GLO  Bk 

13 P. 67

20 50-23 M.C.

M.C. on E. line NE 1/4 on S. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Oak – S 19 deg. W, 22.4'                              

9” Ash – S 83 deg. E, 13.2'

GLO  Bk 

13 P. 59

20 50-23 M.C.

M.C. on S. line SW 1/4 on E. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Aspen – N 80 deg. E, 250.8'                              

No other trees near

GLO  Bk 

13 P. 63

20 50-23 M.C.

M.C. on S. line SW 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Oak – S 64 deg. W, 116.8'                              

8” Aspen – S 59 deg. W, 170.3'

GLO  Bk 

13 P. 63

20 50-23 M.C.

M.C. on W. line SW 1/4 on S. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
6” Oak – S 65 deg. W, 39.6'                              

6” Maple – S 45 deg. E, 46.2'

GLO  Bk 

13 P. 67

20 50-23 M.C.

M.C. on N. line NW 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
10” Oak – N 87 deg. W, 204.6'                              

6” Oak – S 88 deg. W, 199.3'

GLO  Bk 

13 P. 68

20 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7" Aspen – N 01 deg. E, 176.9'                         

9“ Aspen – N 89 deg. W, 79.2'                             

8” Aspen – S 73 deg. W, 87.1'                            

No other trees near

GLO  Bk 

13 P. 68

20 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Oak – N 44 deg. E, 17.2'                              

8” Oak – S 70 deg. W, 33.0'

GLO  Bk 

13 P. 62

20 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

18" Aspen – N 51 deg. E, 9.2'                         

10“ Aspen – N 21 deg. W, 10.6'                             

8” Oak – S 42 deg. W, 11.9'                            

12" Aspen - S 34 deg. E, 12.5'

GLO  Bk 

13 P. 57

20 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 50 deg. E, 12.5'                         

6“ Aspen – N 42 deg. W, 13.2'                             

8” Oak – S 80 deg. W, 11.2'                            

9" Oak - S 50 deg. E, 7.3'

GLO  Bk 

13 P. 61

20 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Ash – N 02 deg. E, 200.6'                              

8” Aspen – N 03 deg. W, 198.0'

GLO  Bk 

13 P. 67

21 50-23  S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Yellow Pine – N 24 deg. W, 20.5'                              

6” Birch – S 51 deg. W, 18.5'

GLO  Bk 

13 P. 58

21 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 67 deg. E, 14.5'                              

8” Tamarack – S 43 deg. W, 19.8'

GLO  Bk 

13 P. 52

21 50-23 M.C.

M.C. on E. line NE 1/4 on S. side Twin 

Lake set as part of original Gov't Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1873
6” Birch – S 10 deg. W, 132.0'                              

6” Aspen – S 22 deg. E, 118.8'

GLO  Bk 

13 P. 53

21 50-23 M.C.

M.C. on E. line NE 1/4 on N. side Twin 

Lake set as part of original Gov't Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1873
5” Aspen – N 22 deg. E, 36.3'                              

7” Aspen – N 05 deg. W, 40.3'

GLO  Bk 

13 P. 53

21 50-23 M.C.

M.C. on W. line NW 1/4 on S. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Oak – S 19 deg. W, 22.4'                              

9” Ash – S 83 deg. E, 13.2'

GLO  Bk 

13 P. 59
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21 50-23 M.C.

M.C. on N. line NW 1/4 on E. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
16” Norway Pine – N 19 deg. E, 63.4'                              

16” Norway Pine – N 39 deg. E, 64.0'

GLO  Bk 

13 P. 60

21 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Oak – N 79 deg. E, 10.6'                              

10” Spruce – S 42 deg. E, 10.6'

GLO  Bk 

13 P. 60

21 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" White Birch – N 66 deg. W, 31.0'                         

6“ (Rock?) Maple – S 60 deg. W, 7.3'                             

8” Spruce – N 41 deg. (?), 11.9'                            

7" Spruce - S 43 deg. E, 26.4'

GLO  Bk 

13 P. 53

21 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Aspen – N 50 deg. E, 49.5'                              

10” Aspen – N 52 deg. W, 68.6'                                         

No other trees near

GLO  Bk 

13 P. 51

21 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

18" Aspen – N 51 deg. E, 9.2'                         

10“ Aspen – N 21 deg. W, 10.6'                             

8” Oak – S 42 deg. W, 11.9'                            

12" Aspen - S 34 deg. E, 12.5'

GLO  Bk 

13 P. 57

21 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” Tamarack – S 55 deg. W, 8.6'                              

11” Tamarack – N 37 deg. E, 13.0'

GLO  Bk 

13 P. 59

21 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on E line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 279

21 50-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is on E line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 254

22 50-23 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

12” Cedar - N 45 deg W, 55.6'                             

7” Tamarack - S 45 deg E, 42.0'

Book 1, 

Page 280

22 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Birch – S 71 deg. W, 7.3'                              

5” Cedar – S 25 deg. E, 13.9'

GLO  Bk 

13 P. 48

22 50-23 M.C.

M.C. on W. line NW 1/4 on S. side 

Twin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
6” Birch – S 10 deg. W, 132.0'                              

6” Aspen – S 22 deg. E, 118.8'

GLO  Bk 

13 P. 53

22 50-23 M.C.

M.C. on W. line NW 1/4 on N. side 

Twin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
5” Aspen – N 22 deg. E, 36.3'                              

7” Aspen – N 05 deg. W, 40.3'

GLO  Bk 

13 P. 53

22 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – N 47 deg. W, 4.0'                              

5” Spruce – S 42 deg. E, 8.6'

GLO  Bk 

13 P. 56

22 50-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

14” Black Ash - S 45 deg W, 36.0'                        

14” White Pine - N 45 deg E, 63.0'

Book 1, 

Page 280

22 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" White Pine – N 33 deg. E, 28.4'                         

9“ Aspen – N 64 deg. W, 5.9'                             

10” Aspen – S 41 deg. W, 11.2'                            

7" Aspen - S 64 deg. E, 24.4'

GLO  Bk 

13 P. 48

22 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" White Birch – N 66 deg. W, 31.0'                         

6“ (Rock?) Maple – S 60 deg. W, 7.3'                             

8” Spruce – N 41 deg. (?), 11.9'                            

7" Spruce - S 43 deg. E, 26.4'

GLO  Bk 

13 P. 53

22 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – N 82 deg. W, 134.6'                              

6” Tamarack – S 87 deg. W, 132.0'

GLO  Bk 

13 P. 52

22 50-23 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

12” Aspen - N 45 deg E, 51.0'                              

12” Aspen - S 45 deg E, 54.5'

Book 1, 

Page 280

22 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Cedar – N 18 deg. E, 23.1'                         

9“ Birch – N 40 deg. W, 26.4'                             

6” Birch – S 64 deg. W, 20.5'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 42

22 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Aspen – N 50 deg. E, 49.5'                              

10” Aspen – N 52 deg. W, 68.6'                                         

No other trees near

GLO  Bk 

13 P. 51

22 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 67 deg. E, 14.5'                              

8” Tamarack – S 43 deg. W, 19.8'

GLO  Bk 

13 P. 52
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22 50-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 279

22 50-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is in W ½ and on W line of Section                      

Distance and Mag. Var. shown 

Book 1, 

Page 254

23 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Norway Pine – N 48 deg. W, 62.7'                              

3” Spruce – S 66 deg. E, 11.2'

GLO  Bk 

13 P. 46

23 50-23 M.C.

M.C. on S. line SE 1/4 on E. side 

Glacier Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
14” White Pine – S 64 deg. E, 9.9'                              

8” Birch – N 01 deg. W, 11.2'

GLO  Bk 

13 P. 43

23 50-23 M.C.

M.C. on S. line SE 1/4 on W. side 

Glacier Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
9” Spruce – N 86 deg. W, 176.2'                              

10” Spruce – S 80 deg. W, 176.9'

GLO  Bk 

13 P. 43

23 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 19 deg. W, 10.6'                              

6” Tamarack – S 66 deg. E, 11.9'

GLO  Bk 

13 P. 49

23 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4" Tamarack – N 45 deg. W, 9.2'                         

3“ Tamarack – S 54 deg. W, 7.3'                             

3” Tamarack – S 62 deg. E, 9.2'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 46

23 50-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

14” Black Ash - S 45 deg W, 36.0'                        

14” White Pine - N 45 deg E, 63.0'

Book 1, 

Page 280

23 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24" White Pine – N 33 deg. E, 28.4'                         

9“ Aspen – N 64 deg. W, 5.9'                             

10” Aspen – S 41 deg. W, 11.2'                            

7" Aspen - S 64 deg. E, 24.4'

GLO  Bk 

13 P. 49

23 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Spruce – N 52 deg. E, 16.5'                              

6” Spruce – S 79 deg. E, 13.2'

GLO  Bk 

13 P. 44

23 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 41 deg. E, 75.9'                         

8“ Burr Oak – N 36 deg. W, 40.9'                             

4” Aspen – S 74 deg. W, 66.0'                            

11" Black Pine - S 47 deg. E, 19.8'

GLO  Bk 

13 P. 24

23 50-23 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

12” Aspen - N 45 deg E, 51.0'                               

12” Aspen - S 45 deg E, 54.5'

Book 1, 

Page 280

23 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Cedar – N 18 deg. E, 23.1'                         

9“ Birch – N 40 deg. W, 26.4'                             

6” Birch – S 64 deg. W, 20.5'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 42

23 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Birch – S 71 deg. W, 7.3'                              

5” Cedar – S 25 deg. E, 13.9'

GLO  Bk 

13 P. 48

24 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
2” Aspen – N 50 deg. W, 9.9'                         3“ 

Birch – S 45 deg. W, 13.2'                             

GLO  Bk 

13 P. 3

24 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – N 73 deg. W, 13.9'                              

16” Norway Pine – S 13 deg. W, 19.8'

GLO  Bk 

13 P. 47

24 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

24” Aspen – N 70 deg. E, 4.6'                         

4“ Maple – N 89 deg. W, 21.1'                             

10” Aspen – S 60 deg. W, 15.8'                            

15” Aspen – S 20 deg. E, 17.8'

GLO  Bk 

13 P. 3

24 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4" Tamarack – N 45 deg. W, 9.2'                         

3“ Tamarack – S 54 deg. W, 7.3'                             

3” Tamarack – S 62 deg. E, 9.2'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 46

24 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – S 47 deg. E, 72.6'                              

No other trees near

GLO  Bk 

13 P. 25

24 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Aspen – N 40 deg. E, 15.8'                         

3“ Aspen – N 75 deg. W, 10.6'                             

15” Aspen – S 55 deg. E, 4.6'                            

15” Pine – S 60 deg. W, 32.3'

GLO  Bk 

13 P. 2
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24 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 41 deg. E, 75.9'                         

8“ Burr Oak – N 36 deg. W, 40.9'                             

4” Aspen – S 74 deg. W, 66.0'                            

11" Black Pine - S 47 deg. E, 19.8'

GLO  Bk 

13 P. 24

24 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Norway Pine – N 48 deg. W, 62.7'                              

3” Spruce – S 66 deg. E, 11.2'

GLO  Bk 

13 P. 46

25 50-23 E 1/4

3" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 2

25 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – S 47 deg. E, 72.6'                              

No other trees near

GLO  Bk 

13 P. 25

25 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Aspen – N 40 deg. E, 15.8'                         

3“ Aspen – N 75 deg. W, 10.6'                             

15” Aspen – S 55 deg. E, 4.6'                            

15” Pine – S 60 deg. W, 32.3'

GLO  Bk 

13 P. 2

25 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 41 deg. E, 75.9'                         

8“ Burr Oak – N 36 deg. W, 40.9'                             

4” Aspen – S 74 deg. W, 66.0'                            

11" Black Pine - S 47 deg. E, 19.8'

GLO  Bk 

13 P. 24

25 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 44 deg. W, 6.6'                              

4” Aspen – N 04 deg. E, 5.3'

GLO  Bk 

13 P. 20

25 50-23 SE

4" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 1

25 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Aspen – N 75 deg. E, 57.4'                         

12“ Aspen – N 43 deg. W, 39.6'                             

10” Aspen – S 59 deg. W, 52.8'                            

8" Spruce - S 40 deg. E, 85.8'

GLO  Bk 

13 P. 19

25 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – N 40 deg. W, 19.1'                              

8” White Birch – N 77 deg. E, 4.0'

GLO  Bk 

13 P. 23

26 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – N 40 deg. W, 19.1'                              

8” White Birch – N 77 deg. E, 4.0'

GLO  Bk 

13 P. 23

26 50-23 M.C.

M.C. on N. line NE 1/4 on E. side 

Glacier Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
14” White Pine – S 64 deg. E, 9.9'                              

8” Birch – N 01 deg. W, 11.2'

GLO  Bk 

13 P. 43

26 50-23 M.C.

M.C. on N. line NE 1/4 on W. side 

Glacier Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
14” White Pine – S 64 deg. E, 9.9'                              

8” Birch – N 01 deg. W, 11.2'

GLO  Bk 

13 P. 43

26 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Spruce – N 52 deg. E, 16.5'                              

6” Spruce – S 79 deg. E, 13.2'

GLO  Bk 

13 P. 44

26 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8" Aspen – N 41 deg. E, 75.9'                         

8“ Burr Oak – N 36 deg. W, 40.9'                             

4” Aspen – S 74 deg. W, 66.0'                            

11" Black Pine - S 47 deg. E, 19.8'

GLO  Bk 

13 P. 24

26 50-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

12” Aspen - N 45 deg E, 51.0'                               

12” Aspen - S 45 deg E, 54.5'

Book 1, 

Page 280

26 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Cedar – N 18 deg. E, 23.1'                         

9“ Birch – N 40 deg. W, 26.4'                             

6” Birch – S 64 deg. W, 20.5'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 42

26 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Spruce – N 32 deg. W, 3.3'                              

8” Spruce – S 37 deg. W, 5.3'

GLO  Bk 

13 P. 22

26 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Aspen – N 75 deg. E, 57.4'                         

12“ Aspen – N 43 deg. W, 39.6'                             

10” Aspen – S 59 deg. W, 52.8'                            

8" Spruce - S 40 deg. E, 85.8'

GLO  Bk 

13 P. 19
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26 50-23 SW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

6” Aspen – S 55 deg. E, 89.1'                               

10” Aspen – S 03 deg. W, 89.8'                            

B. Oak – N 31 deg. W, 90.4'

Book 2, 

Page 63

26 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Norway Pine – N 85 deg. E, 134.0'                         

20“ Norway Pine – N 46 deg. W, 49.5'                             

8” Black Pine – S 56 deg. W, 41.6'                            

22" Norway Pine - S 49 deg. E, 92.4'

GLO  Bk 

13 P. 21

26 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Tamarack – S 71 deg. W, 5.9'                              

24” Norway Pine – S 30 deg. E, 5.3'

GLO  Bk 

13 P. 42

27 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Tamarack – S 71 deg. W, 5.9'                              

24” Norway Pine – S 30 deg. E, 5.3'

GLO  Bk 

13 P. 42

27 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – N 82 deg. W, 134.6'                              

6” Tamarack – S 87 deg. W, 132.0'

GLO  Bk 

13 P. 52

27 50-23 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1919

12” Aspen - N 45 deg E, 51.0'                                 

12” Aspen - S 45 deg E, 54.5'

Book 1, 

Page 280

27 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Cedar – N 18 deg. E, 23.1'                         

9“ Birch – N 40 deg. W, 26.4'                             

6” Birch – S 64 deg. W, 20.5'                            

6" Birch - S 20 deg. E, 11.2'

GLO  Bk 

13 P. 42

27 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Aspen – N 50 deg. E, 49.5'                              

10” Aspen – N 52 deg. W, 68.6'                                         

No other trees near

GLO  Bk 

13 P. 51

27 50-23 S 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

8” Spruce – S 64 deg. W, 35.0'                            

6” Cedar – N 10 deg. E, 27.7'

Book 2, 

Page 65

27 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Spruce – N 62 deg. E, 14.5'                              

8” Spruce – S 45 deg. E, 7.3'

GLO  Bk 

13 P. 31

27 50-23 SE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

6” Aspen – S 55 deg. E, 89.1'                               

10” Aspen – S 03 deg. W, 89.8'                            

B. Oak – N 31 deg. W, 90.4'

Book 2, 

Page 63

27 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Norway Pine – N 85 deg. E, 134.0'                         

20“ Norway Pine – N 46 deg. W, 49.5'                             

8” Black Pine – S 56 deg. W, 41.6'                            

22" Norway Pine - S 49 deg. E, 92.4'

GLO  Bk 

13 P. 21

27 50-23 SW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

8” Elm – N 16 deg. E, 13.2'                                    

8” White Oak – S 88 deg. W, 33.0'                        

8” Fir – S 81 deg. E, 25.1'

Book 2, 

Page 63

27 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Aspen – N 22 deg. E, 5.9'                         

14“ Aspen – N 69 deg. W, 17.2'                             

9” Aspen – S 30 deg. W, 17.2'                            

12" Aspen - S 30 deg. E, 6.6'

GLO  Bk 

13 P. 31

27 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Ash – N 25 deg. E, 11.9'                              

10” Oak – S 69 deg. W, 12.5'

GLO  Bk 

13 P. 50

27 50-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is on W line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 254

28 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Ash – N 25 deg. E, 11.9'                              

10” Oak – S 69 deg. W, 12.5'

GLO  Bk 

13 P. 50

28 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Yellow Pine – N 24 deg. W, 20.5'                              

6” Birch – S 51 deg. W, 18.5'

GLO  Bk 

13 P. 58

28 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Aspen – N 50 deg. E, 49.5'                              

10” Aspen – N 52 deg. W, 68.6'                                         

No other trees near

GLO  Bk 

13 P. 51

28 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

18" Aspen – N 51 deg. E, 9.2'                         

10“ Aspen – N 21 deg. W, 10.6'                             

8” Oak – S 42 deg. W, 11.9'                            

12" Aspen - S 34 deg. E, 12.5'

GLO  Bk 

13 P. 57
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28 50-23 S 1/4
1 1/4" iron pipe found 32' N of c/l E-W 

road on N-S fence line  by B. Eveland
1984

DNR RP in 14" W. Oak - N 12 deg. W, 10.89'        

DNR RP in 11" Maple - S 60 deg. E, 16.51'         

DNR RP in 13" W. Oak - S 85 deg. W, 23.35' 

234664

28 50-23 S 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

6” B. Oak – N 85 deg. E, 29.7'                              

10” B. Oak – S 25 deg. W, 29.7'

Book 2, 

Page 59

28 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Red Oak – N 30 deg. E, 7.3'                              

9” Norway Pine – S 53 deg. E, 50.2'

GLO  Bk 

13 P. 31

28 50-23 SE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

8” Elm – N 16 deg. E, 13.2'                                    

8” White Oak – S 88 deg. W, 33.0'                        

8” Fir – S 81 deg. E, 25.1'

Book 2, 

Page 63

28 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Aspen – N 22 deg. E, 5.9'                         

14“ Aspen – N 69 deg. W, 17.2'                             

9” Aspen – S 30 deg. W, 17.2'                            

12" Aspen - S 30 deg. E, 6.6'

GLO  Bk 

13 P. 31

28 50-23 SW
6" pulley on 4 1/2" shaft found 36' S of 

c/l E-W road by B. Eveland
1984

NE Cor. Garage - S 72 deg. E, 75.81'                    

spk in 17" Oak - S 18 deg. E, 13.18'                     

spk in 6" Ash - S 54 deg. W, 18.98' 

234665

28 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Elm – N 42 deg. E, 15.2'                         

12“ Oak – N 84 deg. W, 28.4'                             

7” Elm – S 37 deg. W, 39.6'                            

8" Oak - S 62 deg. E, 7.3'

GLO  Bk 

13 P. 30

28 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Tamarack – N 40 deg. E, 8.6'                              

12” Aspen – N 33 deg. W, 17.2'

GLO  Bk 

13 P. 56

28 50-23
Road Survey in Section by H. D, 

Keath, County Surveyor 
1918

Is on E line of Section                                  

Distance and Mag. Var. shown 

Book 1, 

Page 254

28 50-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in S 1/2 of Section 28                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

29 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Tamarack – N 40 deg. E, 8.6'                              

12” Aspen – N 33 deg. W, 17.2'

GLO  Bk 

13 P. 56

29 50-23 M.C.

M.C. on S. line SE 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 28 deg. W, 35.6'                              

6” Oak – N 17 deg. E, 57.4'

GLO  Bk 

13 P. 30

29 50-23 M.C.

M.C. on S. line SE 1/4 on NE. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
12” Oak – N 39 deg. E, 79.2'                              

12” Oak – N 50 deg. E, 81.8'

GLO  Bk 

13 P. 30

29 50-23 M.C.

M.C. on N. line NW 1/4 on E. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Aspen – N 80 deg. E, 250.8'                              

No other trees near

GLO  Bk 

13 P. 63

29 50-23 M.C.

M.C. on N. line NW 1/4 on W. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Oak – S 64 deg. W, 116.8'                              

8” Aspen – S 59 deg. W, 170.3'

GLO  Bk 

13 P. 63

29 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Oak – N 44 deg. E, 17.2'                              

8” Oak – S 70 deg. W, 33.0'

GLO  Bk 

13 P. 62

29 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

18" Aspen – N 51 deg. E, 9.2'                         

10“ Aspen – N 21 deg. W, 10.6'                             

8” Oak – S 42 deg. W, 11.9'                            

12" Aspen - S 34 deg. E, 12.5'

GLO  Bk 

13 P. 57

29 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 50 deg. E, 12.5'                         

6“ Aspen – N 42 deg. W, 13.2'                             

8” Oak – S 80 deg. W, 11.2'                            

9" Oak - S 50 deg. E, 7.3'

GLO  Bk 

13 P. 61

29 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 12 deg. W, 17.8'                              

12” Oak – S 84 deg. W, 11.2'

GLO  Bk 

13 P. 30

29 50-23 SE
6" pulley on 4 1/2" shaft found 36' S of 

c/l E-W road by B. Eveland
1984

NE Cor. Garage - S 72 deg. E, 75.81'                     

spk in 17" Oak - S 18 deg. E, 13.18'                    

spk in 6" Ash - S 54 deg. W, 18.98' 

234665
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29 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Elm – N 42 deg. E, 15.2'                         

12“ Oak – N 84 deg. W, 28.4'                             

7” Elm – S 37 deg. W, 39.6'                            

8" Oak - S 62 deg. E, 7.3'

GLO  Bk 

13 P. 30

29 50-23 SW

1 1/4" iron pipe found on E side N-S 

road and on S side of E-W road by 

W.Buckler

1987

Nail in 12" W. Oak - N 55 deg. E, 26.07'              

1/2" iron pipe - S 90 deg. W, 66.00'                     

Nail in Power Pole - 83.48' NNW

249575

29 50-23 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

7” Oak – N 45 deg. E, 7.5'                                      

14” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 366

29 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 53 deg. E, 13.9'                         

8“ Oak – N 74 deg. W, 9.2'                             8” 

Oak – S 80 deg. W, 11.9'                            6" 

Aspen - S 61 deg. E, 7.3'

GLO  Bk 

13 P. 29

29 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Aspen – N 03 deg. E, 257.4'                              

14” Aspen – N 09 deg. W, 217.8'

GLO  Bk 

13 P. 61

29 50-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in S 1/2 of Section 29                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

30 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Aspen – N 03 deg. E, 257.4'                              

14” Aspen – N 09 deg. W, 217.8'

GLO  Bk 

13 P. 61

30 50-23 M.C.

M.C. on N. line NE 1/4 on SW. side 

Aitkin Lake set as part of original Gov't 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
8” Red Oak – N 87 deg. E, 33.0'                              

12” Oak – S 00 deg. E, 31.0'

GLO  Bk 

13 P. 65

30 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – S 16 deg. E, 148.5'                              

No other trees near

GLO  Bk 

13 P. 64

30 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 50 deg. E, 12.5'                         

6“ Aspen – N 42 deg. W, 13.2'                             

8” Oak – S 80 deg. W, 11.2'                            

9" Oak - S 50 deg. E, 7.3'

GLO  Bk 

13 P. 61

30 50-23 NW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

10” Twin Oak – N 59 deg. W, 31.7'                       

4” Maple – N 56 deg. E, 48.2'                               

10” R. Oak – S 31 deg. W, 27.7'

Book 2, 

Page 69

30 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Aspen – N 30 deg. E, 7.9'                         4“ 

Aspen – S 80 deg. W, 5.3'                             3” 

Aspen – N 38 deg. W, 5.3'                            5" 

Aspen - S 10 deg. E, 7.9'

GLO  Bk 

13 P. 8

30 50-23 S 1/4
2" capped iron pipe found 25' W of 

swamp in woods by W. Buckler
1985

11" R. Oak - 6.62' SE                                           

6" W. Oak - 12.61' SW    
249577

30 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Burr Oak – S 13 deg. E, 29.7'                              

6” White Birch – N 06 deg. W, 15.8'

GLO  Bk 

13 P. 29

30 50-23 SE

1 1/4" iron pipe found on E side N-S 

road and on S side of E-W road by W. 

Buckler

1987

Nail in 12" W. Oak - N 55 deg. E, 26.07'                 

1/2" iron pipe - S 90 deg. W, 66.00'                        

Nail in Power Pole - 83.48' NNW

249575

30 50-23 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

7” Oak – N 45 deg. E, 7.5'                                      

14” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 366

30 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 53 deg. E, 13.9'                         

8“ Oak – N 74 deg. W, 9.2'                             8” 

Oak – S 80 deg. W, 11.9'                            6" 

Aspen - S 61 deg. E, 7.3'

GLO  Bk 

13 P. 29

30 50-23 SW
2" capped iron pipe found on island by 

W. Buckler
1979

Twin 7" W. Oak - 21.51' NE                                

10" B. Oak - 18.54' SE                                          

7" W. Oak - 5.53' WNW

249576

30 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Basswood – N 57 deg. E, 36.3'                         

4“ Oak – N 10 deg. W, 29.0'                             

12” Aspen – S 78 deg. W, 64.7'                            

8" Oak - S 38 deg. E, 54.8'

GLO  Bk 

13 P. 7

30 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Oak – N 26 deg. E, 17.8'                              

3” Oak – N 16 deg. W, 16.5'

GLO  Bk 

13 P. 8

30 50-23
Survey of S line of Section by Don 

Mellem, County Surveyor 
1959

Survey of S line                                          

Distance and Mag. Var. stated

Book 1, 

Page 522

30 50-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 366

Page 782 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

30 50-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in S 1/2 of Section 30                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

31 50-23 M.C.

M.C. is on S line SW 1/4 Sec. 31 is 1 

1/2" capped pipe found on island 21' S 

of lake and 8' N of lake by W. Buckler

1987
Nail in 27" B. Oak - 4.97' ENE                               

Nail in 12" B. Oak - 10.02' WNW
249578

31 50-23 M.C.

M.C. on W. line NW 1/4 - set wood 

post as part of orig. Gov't Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
15” Oak – N 18 deg. W, 115.5'                              

15” Basswood – N 40 deg. E, 73.9'

GLO  Bk 

13 P. 7

31 50-23 M.C.

M.C. on E. line NE 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 10 deg. E, 72.6'                              

20” Aspen – N 15 deg. W, 52.8'

GLO  Bk 

13 P. 33

31 50-23 N 1/4
2" capped iron pipe found 25' W of 

swamp in woods by W. Buckler
1985

11" R. Oak - 6.62' SE                                           

6" W. Oak - 12.61' SW                  
249577

31 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Burr Oak – S 13 deg. E, 29.7'                              

6” White Birch – N 06 deg. W, 15.8'

GLO  Bk 

13 P. 29

31 50-23 NE

1 1/4" iron pipe found on E side N-S 

road and on S side of E-W road by 

W.Buckler

1987

Nail in 12" W. Oak - N 55 deg. E, 26.07'              

1/2" iron pipe - S 90 deg. W, 66.00'                        

Nail in Power Pole - 83.48' NNW

249575

31 50-23 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

7” Oak – N 45 deg. E, 7.5'                                      

14” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 366

31 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 53 deg. E, 13.9'                         

8“ Oak – N 74 deg. W, 9.2'                             8” 

Oak – S 80 deg. W, 11.9'                            6" 

Aspen - S 61 deg. E, 7.3'

GLO  Bk 

13 P. 29

31 50-23 NW
2" capped iron pipe found on island by 

W.Buckler
1979

Tw. 7" W. Oak - 21.51' NE                                     

10" B. Oak - 18.54' SE                                             

7" W. Oak - 5.53' WNW

249576

31 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Basswood – N 57 deg. E, 36.3'                         

4“ Oak – N 10 deg. W, 29.0'                             

12” Aspen – S 78 deg. W, 64.7'                            

8" Oak - S 38 deg. E, 54.8'

GLO  Bk 

13 P. 7

31 50-23 S 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 8

31 50-23 SW

(No Mon. set) Cor. falls in Big Sandy 

Lake and location has been computed 

by W. Buckler

1987 (No ties available) 249574

31 50-23 SW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 8

31 50-23 SW

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
Book 3, 

Page 4

31 50-23 W 1/4

Cor. Falls in Big Sandy Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties set
GLO  Bk 

13 P. 7

31 50-23
Survey of N line of Section by Don 

Mellem, County Surveyor 
1959

Survey of N line                                          

Distance and Mag. Var. stated

Book 1, 

Page 522

31 50-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 366

32 50-23 M.C.

M.C. on N. line NE 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 28 deg. W, 35.6'                              

6” Oak – N 17 deg. E, 57.4'

GLO  Bk 

13 P. 30

32 50-23 M.C.

M.C. on N. line NE 1/4 on NE. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 28 deg. W, 35.6'                              

6” Oak – N 17 deg. E, 57.4'

GLO  Bk 

13 P. 30
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32 50-23 M.C.

M.C. on E. line NE 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – N 17 deg. E, 64.7'                              

11” Aspen – N 57 deg. W, 50.8'

GLO  Bk 

13 P. 32

32 50-23 M.C.

M.C. on W. line NW 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 10 deg. E, 72.6'                              

20” Aspen – N 15 deg. W, 52.8'

GLO  Bk 

13 P. 33

32 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 12 deg. W, 17.8'                              

12” Oak – S 84 deg. W, 11.2'

GLO  Bk 

13 P. 30

32 50-23 NE
6" pulley on 4 1/2" shaft found 36' S of 

c/l E-W road by B. Eveland
1984

NE Cor. garage - S 72 deg. E, 75.81'                     

spk in 17" Oak - S 18 deg. E, 13.18'                     

spk in 6" Ash - S 54 deg. W, 18.98' 

234665

32 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Elm – N 42 deg. E, 15.2'                         

12“ Oak – N 84 deg. W, 28.4'                             

7” Elm – S 37 deg. W, 39.6'                            

8" Oak - S 62 deg. E, 7.3'

GLO  Bk 

13 P. 30

32 50-23 NW

1 1/4" iron pipe found on E side N-S 

road and on S side of E-W road by 

W.Buckler

1987

Nail in 12" W. Oak - N 55 deg. E, 26.07'              

1/2" iron pipe - S 90 deg. W, 66.00'                        

Nail in Power Pole - 83.48' NNW

249575

32 50-23 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

7” Oak – N 45 deg. E, 7.5'                                      

14” Red Oak – S 45 deg. W, 30.0'

Book 1, 

Page 366

32 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5" Aspen – N 53 deg. E, 13.9'                         

8“ Oak – N 74 deg. W, 9.2'                             8” 

Oak – S 80 deg. W, 11.9'                            6" 

Aspen - S 61 deg. E, 7.3'

GLO  Bk 

13 P. 29

32 50-23 S 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

32 50-23 SE

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

33 50-23  
Survey in Gov't Lot 2 by Chas. 

Handschu, Private Surveyor
1964

Survey of Lakeshore and Lots on N side of Big 

Sandy Lake

Book CH-

4  P. 37-

38

33 50-23  
Survey in Gov't Lot 1 by Chas. 

Handschu, Private Surveyor
1963

Survey of Road and Lot on N side of Big 

Sandy Lake

Book CH-

3  Page 

60-61

33 50-23  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of NE 1/4                                               

Distance and Mag. Var. stated

Book 2, 

Page 63

33 50-23 M.C.

M.C. on E. line NE 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Oak – N 51 deg. E, 134.0'                              

4” Ash – N 23 deg. W, 41.6'

GLO  Bk 

13 P. 32

33 50-23 M.C.

M.C. on W. line NW 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Aspen – N 17 deg. E, 64.7'                              

11” Aspen – N 57 deg. W, 50.8'

GLO  Bk 

13 P. 32

33 50-23 M.C.

M.C. On S line SE ¼ (S side Big 

Sandy Lake) Used 20” Ash as corner 

as part of orig. Government Land 

Office Survey by James R. King, U.S. 

Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 7

33 50-23 M.C.

M.C. On S line SE ¼ (E side Big 

Sandy Lake) Used 7” Aspen as corner 

as part of orig. Government Land 

Office Survey by James R. King, U.S. 

Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 7

33 50-23 N 1/4
1 1/4" iron pipe found 32' N of c/l E-W 

road on fence line N-S by B. Eveland
1984

DNR RP in 14" W. Oak - N 12 deg. W, 10.89'        

DNR RP in 11" Maple - S 60 deg. E, 16.51'          

DNR RP in 13" W. Oak - S 85 deg. W, 23.35' 

234664

33 50-23 N 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

6” B. Oak – N 85 deg. E, 29.7'                              

10” B. Oak – S 25 deg. W, 29.7'

Book 2, 

Page 59
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33 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Red Oak – N 30 deg. E, 7.3'                              

9” Norway Pine – S 53 deg. E, 50.2'

GLO  Bk 

13 P. 31

33 50-23 NE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

8” Elm – N 16 deg. E, 13.2'                                    

8” White Oak – S 88 deg. W, 33.0'                        

8” Fir – S 81 deg. E, 25.1'

Book 2, 

Page 63

33 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12" Aspen – N 22 deg. E, 5.9'                         

14“ Aspen – N 69 deg. W, 17.2'                             

9” Aspen – S 30 deg. W, 17.2'                            

12" Aspen - S 30 deg. E, 6.6'

GLO  Bk 

13 P. 31

33 50-23 NW
6" pulley on 4 1/2" shaft found 36' S of 

c/l E-W road by B. Eveland
1984

NE Cor. Garage - S 72 deg. E, 75.81'                    

spk in 17" Oak - S 18 deg. E, 13.18'                     

spk in 6" Ash - S 54 deg. W, 18.98' 

234665

33 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Elm – N 42 deg. E, 15.2'                         

12“ Oak – N 84 deg. W, 28.4'                             

7” Elm – S 37 deg. W, 39.6'                            

8" Oak - S 62 deg. E, 7.3'

GLO  Bk 

13 P. 30

33 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. E, 14.5'                              

9” Black Pine - N 36 deg. W, 25.1'

GLO  Bk 

13 P. 101

33 50-23 S 1/4

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

33 50-23 SE

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 6

33 50-23 SW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 7

34 50-23  
Tract Survey on Sandy Lake by H.D. 

Keath, County Surveyor 
1930

Is in NW1/4-SE1/4.                                     

Distance only shown

Book 1, 

Page 447

34 50-23  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of N 1/2                                               

Distance and Mag. Var. stated

Book 2, 

Page 65

34 50-23 E 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” Norway Pine – N 84 deg. E, 64.0'                   

8” Norway Pine – N 88 deg.W, 46.9'

Book 2, 

Page 65

34 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Norway Pine – N 22 deg. W, 39.6'                              

12” Norway Pine – S 47 deg. E, 12.5'

GLO  Bk 

13 P. 21

34 50-23 M.C

M.C. On S line SE ¼ (E side Big 

Sandy Lake) Used 18” Burr Oak as 

corner as part of orig. Government 

Land Office Survey by James R. King, 

U.S. Dep. Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 6

34 50-23 M.C.

M.C. on E. line SE 1/4 on S. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
10” Ash – S 16 deg. W, 29.7'                              

No other tree near

GLO  Bk 

13 P. 20

34 50-23 M.C.

M.C. on E. line SE 1/4 on N. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
12” Elm – N 26 deg. E, 105.6'                              

No other tree near

GLO  Bk 

13 P. 21

34 50-23 M.C.

M.C. on W. line NW 1/4 on N. side Big 

Sandy Lake set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
8” Oak – N 51 deg. E, 134.0'                              

4” Ash – N 23 deg. W, 41.6'

GLO  Bk 

13 P. 32

34 50-23 N 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

8” Spruce – S 64 deg. W, 35.0'                            

6” Cedar – N 10 deg. E, 27.7'

Book 2, 

Page 65

34 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Spruce – N 62 deg. E, 14.5'                              

8” Spruce – S 45 deg. E, 7.3'

GLO  Bk 

13 P. 31
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34 50-23 NE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

6” Aspen – S 55 deg. E, 89.1'                               

10” Aspen – S 03 deg. W, 89.8'                            

B. Oak – N 31 deg. W, 90.4'

Book 2, 

Page 63

34 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Norway Pine – N 85 deg. E, 134.0'                         

20“ Norway Pine – N 46 deg. W, 49.5'                             

8” Black Pine – S 56 deg. W, 41.6'                            

22" Norway Pine - S 49 deg. E, 92.4'

GLO  Bk 

13 P. 21

34 50-23 NW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

8” Elm – N 16 deg. E, 13.2'                                    

8” White Oak – S 88 deg. W, 33.0'                        

8” Fir – S 81 deg. E, 25.1'

Book 2, 

Page 63

34 50-23 S 1/4

12” Pine used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 6

34 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. W, 61.4'                               

No other trees near

GLO  Bk 

12,  P. 6

34 50-23 SW

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 6

34 50-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of S line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

34 50-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in SE 1/4 and N 1/2 of Section 4                       

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

35 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Spruce – S 40 deg. W, 4.0'                              

8” Spruce – S 55 deg. E, 99.0'

GLO  Bk 

13 P. 18

35 50-23 M.C.

M.C. on E. line SE 1/4 on S. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
16” Burr Oak – S 64 deg. W, 16.5'                              

10” Elm – S 65 deg. W, 13.2'

GLO  Bk 

13 P. 18

35 50-23 M.C.

M.C. on E. line SE 1/4 on N. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 45 deg. E, 39.6'                              

24” Pine – N 34 deg. W, 10.6'

GLO  Bk 

13 P. 18

35 50-23 M.C.

M.C. on W. line SW 1/4 on S. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
10” Ash – S 16 deg. W, 29.7'                              

No other tree near

GLO  Bk 

13 P. 20

35 50-23 M.C.

M.C. on W. line SW 1/4 on N. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
12” Elm – N 26 deg. E, 105.6'                              

No other tree near

GLO  Bk 

13 P. 21

35 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Spruce – N 32 deg. W, 3.3'                              

8” Spruce – S 37 deg. W, 5.3'

GLO  Bk 

13 P. 22

35 50-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Aspen – N 75 deg. E, 57.4'                         

12“ Aspen – N 43 deg. W, 39.6'                             

10” Aspen – S 59 deg. W, 52.8'                            

8" Spruce - S 40 deg. E, 85.8'

GLO  Bk 

13 P. 19

35 50-23 NW
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

6” Aspen – S 55 deg. E, 89.1'                               

10” Aspen – S 03 deg. W, 89.8'                            

B. Oak – N 31 deg. W, 90.4'

Book 2, 

Page 65

35 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

16" Norway Pine – N 85 deg. E, 134.0'                         

20“ Norway Pine – N 46 deg. W, 49.5'                             

8” Black Pine – S 56 deg. W, 41.6'                            

22" Norway Pine - S 49 deg. E, 92.4'

GLO  Bk 

13 P. 21

35 50-23 S 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1935

12” Oak - N 45 deg. W, 88.0'                               

16” Elm – N 45 deg. E, 101.4'      

Book 1, 

Page 474

35 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873 4” Maple – S 75 deg. W, 27.1'                             
GLO  Bk 

12,  P. 5

35 50-23 SE
Set new post at corner by H.D. Keath, 

County Surveyor
1935

8” Poplar – N 45 deg. E, 14.3'                               

12” Poplar  – S 45 deg. W, 26.0'                           

7” Poplar – S 45 deg. E, 28.5'

Book 1, 

Page 474
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35 50-23 SE

8” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 5

35 50-23 SW

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
5” Aspen – S 10 deg. W, 61.4'                               

No other trees near

GLO  Bk 

12,  P. 6

35 50-23 W 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

12” Norway Pine – N 84 deg. E, 64.0'                   

8” Norway Pine – N 88 deg.W, 46.9'

Book 2, 

Page 65

35 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Norway Pine – N 22 deg. W, 39.6'                              

12” Norway Pine – S 47 deg. E, 12.5'

GLO  Bk 

13 P. 21

35 50-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of S line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

36 50-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Tamarack – N 80 deg. E, 2.0'                               

6” Tamarack – S 70 deg. W, 1.3'

GLO  Bk 

13 P. 1

36 50-23 M.C.

M.C. on W. line SW 1/4 on S. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
16” Burr Oak – S 64 deg. W, 16.5'                              

10” Elm – S 65 deg. W, 13.2'

GLO  Bk 

13 P. 18

36 50-23 M.C.

M.C. on W. line SW 1/4 on N. side 

Prairie River set as part of original 

Gov't Land Office Survey by S.E. 

Stebbins, U.S. Deputy Surveyor

1873
6” Oak – N 45 deg. E, 39.6'                              

24” Pine – N 34 deg. W, 10.6'

GLO  Bk 

13 P. 18

36 50-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 44 deg. W, 6.6'                              

4” Aspen – N 04 deg. E, 5.3'

GLO  Bk 

13 P. 20

36 50-23 NE

4" Tamarack for corner as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 1

36 50-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Aspen – N 75 deg. E, 57.4'                         

12“ Aspen – N 43 deg. W, 39.6'                             

10” Aspen – S 59 deg. W, 52.8'                            

8" Spruce - S 40 deg. E, 85.8'

GLO  Bk 

13 P. 19

36 50-23 S 1/4
Set new post at corner by H.D. Keath, 

County Surveyor
1935

10” Spruce - N 45 deg. E, 12.0'                               

5” Elm – S 00 deg. E, 17.5'      

Book 1, 

Page 474

36 50-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873
12” Aspen – N 40 deg. E, 3.3'                               

15” Aspen – S 35 deg. W, 9.2'

GLO  Bk 

12,  P. 5

36 50-23 SE

Set wood post as part of original 

Government Land Office Survey by 

James R. King, U.S. Deputy Surveyor

1873

22” Aspen – N 80 deg. E, 17.8'                              

26” Aspen – N 89 deg. W, 13.2'                            

15” Aspen – S 25 deg. W, 27.1'                             

12” Pine – S 27 deg. E, 22.4'

GLO  Bk 

12,  P. 4

36 50-23 SW
Set new post at corner by H.D. Keath, 

County Surveyor
1935

8” Poplar – N 45 deg. E, 14.3'                               

12” Poplar  – S 45 deg. W, 26.0'                           

7” Poplar – S 45 deg. E, 28.5'

Book 1, 

Page 474

36 50-23 SW

8” Aspen used as corner as part of 

original Government Land Office 

Survey by James R. King, U.S. Dep. 

Surveyor

1873  No ties stated
GLO  Bk 

12,  P. 5

36 50-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Spruce – S 40 deg. W, 4.0'                              

8” Spruce – S 55 deg. E, 99.0'

GLO  Bk 

13 P. 18

36 50-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1935

Survey of S line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 474

1 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Aspen - S 45 deg. E, 14.5'                                    

3" Aspen - N 45 deg. E, 18.5'                          

GLO BK 

9, P 10

1 50-24 NW

1" capped iron pipe found in 

Tamarack and Spruce bog by T. 

Betley

1991

7" B. Spruce (dead) - N 52 deg. E, 16.58'             

5" Y. Birch - S 30 deg. E, 19.97'                             

10" Tamarack - N 14 deg. W, 17.66'

274761 355493.917 524004.076

1 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

10" Tamarack - S 60 deg. E, 35.0'                          

12" Tamarack - S 68 deg. W, 6.6'                                  

11" Tamarack - N 40 deg. E, 41.6' 

GLO BK 

9, P 10

Page 787 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

1 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Ironwood - S 25 deg. W, 7.9'                                    

12" Sugar - N 05 deg. W, 9.2'                          

GLO BK 

9, P 26

1 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 60 deg. E, 42.2'                                    

7" White Pine - S 41 deg. E, 9.2'                                 

No other ties stated

GLO BK 

9, P 25

1 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 68 deg. E, 4.6'                                    

8" Tamarack - S 58 deg. W, 7.3'                          

GLO BK 

9, P 9

1 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Elm - N 26 deg. W, 21.8'                                    

8" Fir - S 60 deg. E, 3.3'                          

GLO BK 

9, P 27

2 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Elm - N 26 deg. W, 21.8'                                    

8" Fir - S 60 deg. E, 3.3'                          

GLO BK 

9, P 27

2 50-24 N 1/4

3/4" capped iron shaft set in 

Tamarack and Spruce bog by T. 

Betley

1991

6" B Spruce - N 18 deg. E, 19.77'                       

13" Tamarack - S 66 deg. E, 7.27'                       

9" Tamarack - S 35 deg. W, 13.24'

274749 355542.692 521393.804

2 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 07 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. W, 10.6'                          

GLO BK 

9, P 11

2 50-24 NE

1" capped iron pipe found in 

Tamarack and Spruce bog by T. 

Betley

1991

7" B. Spruce (dead) - N 52 deg. E, 16.58'              

5" Y. Birch - S 30 deg. E, 19.97'                             

10" Tamarack - N 14 deg. W, 17.66'

274761 355493.917 524004.076

2 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

10" Tamarack - S 60 deg. E, 35.0'                          

12" Tamarack - S 68 deg. W, 6.6'                                  

11" Tamarack - N 40 deg. E, 41.6' 

GLO BK 

9, P 10

2 50-24 NW
1/2" capped iron shaft set at c/l road to 

N and to E by T. Betley
1991

10" Birch - N 82 deg. E, 10.64'                                

Aitkin Co. B.M. - S 02 deg. W, 38.88'                   

5" Elm - S 64 deg. W, 4.29'

274750 355532.417 518793.389

2 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Birch - N 70 deg. E, 39.6'                                    

18" Aspen - N 30 deg. W, 62.7'                          

30" Pine - S 73 deg. W, 37.6'                                  

8" Burr Oak - S 83 deg. E, 13.2' 

GLO BK 

9, P 11

2 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Black Ash - N 23 deg. E, 10.6'                                    

8" Black Ash - S 83 deg. E, 5.3'              

GLO BK 

9, P 40

2 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 60 deg. E, 42.2'                                    

7" White Pine - S 41 deg. E, 9.2'                                 

No other ties stated

GLO BK 

9, P 25

2 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Tamarack - N 56 deg. E, 23.1'                                    

6" Birch - N 08 deg. W, 16.5'                             

9" Birch - S 54 deg. W, 20.5'                                  

5" Spruce - S 23 deg. E, 27.7' 

GLO BK 

9, P 39

2 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Aspen - S 54 deg. E, 59.4'                                    

12" White Pine - S 84 deg. W, 77.9'                          

GLO BK 

9, P 42

3 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Aspen - S 54 deg. E, 59.4'                                    

12" White Pine - S 84 deg. W, 77.9'                          

GLO BK 

9, P 42

3 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 20 deg. W, 3.3'                                    

5" Tamarack - S 40 deg. E, 3.3'                          

GLO BK 

9, P 12

3 50-24 NE
1/2" capped iron shaft set at c/l road to 

N and to E by T. Betley
1991

10" Birch - N 82 deg. E, 10.64'                              

Aitkin Co. B.M. - S 02 deg. W, 38.88'                    

5" Elm - S 64 deg. W, 4.29'

274750 355532.417 518793.389

3 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Birch - N 70 deg. E, 39.6'                                    

18" Aspen - N 30 deg. W, 62.7'                          

30" Pine - S 73 deg. W, 37.6'                                  

8" Burr Oak - S 83 deg. E, 13.2' 

GLO BK 

9, P 11

3 50-24 NW
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

8” Elm - S 60 deg E, 4.0'                                         

8” Oak - N 45 deg W, 27.4'              

Book 1, 

Page 201

3 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Elm - N 67 deg. E, 21.8'                                    

5" Fir - N 20 deg. W, 5.3'                             4" 

Tamarack - S 47 deg. W, 5.9'                                  

6" Elm - S 60 deg. E, 9.2' 

GLO BK 

9, P 12

3 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 64 deg. W, 7.9'                                    

6" Tamarack - N 02 deg. E, 7.3'                          

GLO BK 

9, P 51

3 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Tamarack - N 56 deg. E, 23.1'                                    

6" Birch - N 08 deg. W, 16.5'                             

9" Birch - S 54 deg. W, 20.5'                                  

5" Spruce - S 23 deg. E, 27.7' 

GLO BK 

9, P 39
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3 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 35 deg. E, 7.03'                                    

3" Aspen - N 44 deg. W, 9.2'                             

4" Aspen - S 88 deg. W, 11.9'                                  

6" Elm - S 75 deg. E, 12.5' 

GLO BK 

9, P 50

3 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3 Aspen - N 05 deg. E, 5.3'                                    

5" Aspen - S 48 deg. W, 7.9'                          

GLO BK 

9, P 52

4 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3 Aspen - N 05 deg. E, 5.3'                                    

5" Aspen - S 48 deg. W, 7.9'                          

GLO BK 

9, P 52

4 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 83 deg. W, 5.9'                                    

4" Tamarack - N 14 deg. W, 7.3'                          

GLO BK 

9, P 13

4 50-24 NE
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

8” Elm - S 60 deg E, 4.0'                                         

8” Oak - N 45 deg W, 27.4'              

Book 1, 

Page 201

4 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Elm - N 67 deg. E, 21.8'                                    

5" Fir - N 20 deg. W, 5.3'                             4" 

Tamarack - S 47 deg. W, 5.9'                                  

6" Elm - S 60 deg. E, 9.2' 

GLO BK 

9, P 12

4 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

12" Tamarack - S 68 deg. W, 6.6'                          

10" Tamarack - N 40 deg. E, 41.6'                                  

11" Tamarack - S 60 deg. E, 35.0' 

GLO BK 

9, P 13

4 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 00 deg. E, 3.3'                                    

5" Tamarack - S 25 deg. W, 3.3'                          

GLO BK 

9, P 58

4 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 35 deg. E, 7.03'                                    

3" Aspen - N 44 deg. W, 9.2'                             

4" Aspen - S 88 deg. W, 11.9'                                  

6" Elm - S 75 deg. E, 12.5' 

GLO BK 

9, P 50

4 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 37 deg. E, 9.9'                                    

7" Tamarack - N 07 deg. W, 9.9'                          

7" Tamarack - S 66 deg. W, 11.2'                                  

7" Tamarack - S 33 deg. E, 7.9' 

GLO BK 

9, P 57

4 50-24 W 1/4
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

7” Spruce - S 45 deg W, 32.7'                                

7” Tamarack - N 45 deg W, 60.3'              

Book 1, 

Page 201

4 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 30 deg. W, 5.9'                                    

9" Tamarack - S 33 deg. E, 6.6'                          

GLO BK 

9, P 59

4 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of S 1/2- N ½ of Section 4                 

Mag. Var. and Distance shown

Book 1, 

Page 201

5 50-24 E 1/4
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

7” Spruce - S 45 deg W, 32.7'                                

7” Tamarack - N 45 deg W, 60.3'              

Book 1, 

Page 201

5 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 30 deg. W, 5.9'                                    

9" Tamarack - S 33 deg. E, 6.6'                          

GLO BK 

9, P 59

5 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

12" Tamarack - S 68 deg. W, 6.6'                          

10" Tamarack - N 40 deg. E, 41.6'                                  

11" Tamarack - S 60 deg. E, 35.0' 

GLO BK 

9, P 13

5 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Fir - N 10 deg. E, 7.3'                                    

4" Ash - N 40 deg. W, 18.5'                             

16" Tamarack - S 80 deg. W, 38.3'                                  

12" Ash - S 12 deg. E, 8.6' 

GLO BK 

9, P 14

5 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - N 21 deg. E, 9.9'                                    

10" Aspen - S 43 deg. E, 6.6'                          

GLO BK 

9, P 75

5 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 37 deg. E, 9.9'                                    

7" Tamarack - N 07 deg. W, 9.9'                          

7" Tamarack - S 66 deg. W, 11.2'                                  

7" Tamarack - S 33 deg. E, 7.9' 

GLO BK 

9, P 57

5 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Cedar - N 12 deg. E, 11.9'                                    

8" Cedar - N 88 deg. W, 17.8'                          

8" Cedar - S 67 deg. W, 9.9'                                  

10" Cedar - S 37 deg. E, 5.9' 

GLO BK 

9, P 74

5 50-24 W 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

10” W. Pine stump - N 45 deg E, 31.0'                    

10” W. Pine - S 45 deg E, 12.5'              

Book 1, 

Page 199

5 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - N 55 deg. E, 12.5'                                    

6" Birch - N 34 deg. W, 11.9'                          

GLO BK 

9, P 78

5 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in W 1/2 of Section 5                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 199

6 50-24 E 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1914

10” W. Pine stump - N 45 deg E, 31.0'                 

10” W. Pine - S 45 deg E, 12.5'              

Book 1, 

Page 199
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6 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - N 55 deg. E, 12.5'                                    

6" Birch - N 34 deg. W, 11.9'                          

GLO BK 

9, P 78

6 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Ash - S 10 deg. E, 12.5'                                    

3" Ash - N 30 deg. W, 4.0'                          

GLO BK 

9, P 14

6 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Fir - N 10 deg. E, 7.3'                                    

4" Ash - N 40 deg. W, 18.5'                             

16" Tamarack - S 80 deg. W, 38.3'                                  

12" Ash - S 12 deg. E, 8.6' 

GLO BK 

9, P 14

6 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 79 deg. E, 9.9'                                    

6" Tamarack - N 70 deg. W, 4.0'                          

7" Tamarack - S 31 deg. W, 7.9'                                  

7" Tamarack - S 53 deg. E, 13.2' 

GLO BK 

9, P 9

6 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Elm - N 85 deg. W, 2.0'                                    

8" Elm - S 02 deg. E, 9.2'                          

GLO BK 

9, P 76

6 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Cedar - N 12 deg. E, 11.9'                                    

8" Cedar - N 88 deg. W, 17.8'                          

8" Cedar - S 67 deg. W, 9.9'                                  

10" Cedar - S 37 deg. E, 5.9' 

GLO BK 

9, P 74

6 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 69 deg. E, 4.0'                                    

6" Tamarack - N 46 deg. W, 5.9'                          

6" Tamarack - S 47 deg. W, 5.3'                                  

4" Tamarack - S 09 deg. E, 12.5' 

GLO BK 

9, P 8

6 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 68 deg. E, 4.6'                                    

8" Tamarack - S 58 deg. W, 7.3'                          

GLO BK 

9, P 9

6 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on E line of Section 6                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 199

7 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 30 deg. E, 13.2'                                    

10" Tamarack - N 27 deg. W, 18.5'                          

GLO BK 

9, P 74

7 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Elm - N 85 deg. W, 2.0'                                    

8" Elm - S 02 deg. E, 9.2'                          

GLO BK 

9, P 76

7 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Cedar - N 12 deg. E, 11.9'                                    

8" Cedar - N 88 deg. W, 17.8'                          

8" Cedar - S 67 deg. W, 9.9'                                  

10" Cedar - S 37 deg. E, 5.9' 

GLO BK 

9, P 74

7 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 69 deg. E, 4.0'                                    

6" Tamarack - N 46 deg. W, 5.9'                          

6" Tamarack - S 47 deg. W, 5.3'                                  

4" Tamarack - S 09 deg. E, 12.5' 

GLO BK 

9, P 8

7 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Burr Oak - N 50 deg. E, 22.4'                                    

(?)" Birch - S 76 deg. W, 17.8'                          

GLO BK 

9, P 713

7 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. W, 48.2'                                    

4" Tamarack - N 76 deg. E, 25.1'                          

4" Tamarack - S 87 deg. W, 30.4'                                  

5" Tamarack - S 76 deg. E, 30.4' 

GLO BK 

9, P 71

7 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 38 deg. E, 4.6'                                    

7" Tamarack - N 15 deg. W, 4.6'                          

12" Tamarack - S 33 deg. W, 12.5'                                  

12" Tamarack - S 54 deg. E, 5.9' 

GLO BK 

9, P 7

7 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Cedar - N 65 deg. E, 5.3'                                    

7" Cedar - N 55 deg. W, 6.6'                          

GLO BK 

9, P 8

7 50-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1929

Is in S1/2 of Section                                    

Distances and angles stated

Book 1, 

Page 437

8 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - S 40 deg. W, 18.5'                                    

7" Tamarack - S 06 deg. E, 23.8'                          

GLO BK 

9, P 57

8 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - N 21 deg. E, 9.9'                                    

10" Aspen - S 43 deg. E, 6.6'                          

GLO BK 

9, P 75

8 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 37 deg. E, 9.9'                                    

7" Tamarack - N 07 deg. W, 9.9'                          

7" Tamarack - S 66 deg. W, 11.2'                                  

7" Tamarack - S 33 deg. E, 7.9' 

GLO BK 

9, P 57

8 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Cedar - N 12 deg. E, 11.9'                                    

8" Cedar - N 88 deg. W, 17.8'                          

8" Cedar - S 67 deg. W, 9.9'                                  

10" Cedar - S 37 deg. E, 5.9' 

GLO BK 

9, P 74
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8 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - N 32 deg. W, 11.2'                                    

8" Spruce - S 65 deg. E, 3.3'                          

GLO BK 

9, P 71

8 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 55 deg. E, 35.6'                                    

3" Spruce - N 34 deg. W, 18.5'                             

3" Spruce - S 85 deg. W, 7.3'                                  

3" Spruce - S 72 deg. E, 9.9' 

GLO BK 

9, P 56

8 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. W, 48.2'                                    

4" Tamarack - N 76 deg. E, 25.1'                          

4" Tamarack - S 87 deg. W, 30.4'                                  

5" Tamarack - S 76 deg. E, 30.4' 

GLO BK 

9, P 71

8 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 30 deg. E, 13.2'                                    

10" Tamarack - N 27 deg. W, 18.5'                          

GLO BK 

9, P 74

9 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 38 deg. E, 4.0'                                    

7" Tamarack - S 68 deg. W, 5.3'                          

GLO BK 

9, P 50

9 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 00 deg. E, 3.3'                                    

5" Tamarack - S 25 deg. W, 3.3'                          

GLO BK 

9, P 58

9 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 35 deg. E, 7.03'                                    

3" Aspen - N 44 deg. W, 9.2'                             

4" Aspen - S 88 deg. W, 11.9'                                  

6" Elm - S 75 deg. E, 12.5' 

GLO BK 

9, P 50

9 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 37 deg. E, 9.9'                                    

7" Tamarack - N 07 deg. W, 9.9'                          

7" Tamarack - S 66 deg. W, 11.2'                                  

7" Tamarack - S 33 deg. E, 7.9' 

GLO BK 

9, P 57

9 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. E, 14.5'                                    

6" Tamarack - S 30 deg. W, 5.9'                          

GLO BK 

9, P 56

9 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 20 deg. E, 28.4'                                    

4" Willow - N 30 deg. W, 13.2'                          

8" Tamarack - S 18 deg. W, 23.8'                                  

10" Tamarack - S 55 deg. E, 19.8' 

GLO BK 

9, P 49

9 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 55 deg. E, 35.6'                                    

3" Spruce - N 34 deg. W, 18.5'                             

3" Spruce - S 85 deg. W, 7.3'                                  

3" Spruce - S 72 deg. E, 9.9' 

GLO BK 

9, P 56

9 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - S 40 deg. W, 18.5'                                    

7" Tamarack - S 06 deg. E, 23.8'                          

GLO BK 

9, P 57

10 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 64 deg. W, 7.9'                                    

6" Tamarack - N 02 deg. E, 7.3'                          

GLO BK 

9, P 51

10 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Tamarack - N 56 deg. E, 23.1'                                    

6" Birch - N 08 deg. W, 16.5'                             

9" Birch - S 54 deg. W, 20.5'                                  

5" Spruce - S 23 deg. E, 27.7' 

GLO BK 

9, P 39

10 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Birch - N 35 deg. E, 7.03'                                    

3" Aspen - N 44 deg. W, 9.2'                             

4" Aspen - S 88 deg. W, 11.9'                                  

6" Elm - S 75 deg. E, 12.5' 

GLO BK 

9, P 50

10 50-24 S 1/4
1 1/2" iron pipe found on c/l E-W road 

at fence line to S by C. Betley
1980

N & D in 4" Oak - S 04 deg. E, 54.06'                   

N & D in 7" Oak - S 56 deg. W, 59.80'
212889

10 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
16" Aspen - S 18 deg. W, 23.8'                                    

12" Spruce - N 84 deg. W, 24.4'                          

GLO BK 

9, P 50

10 50-24 SE
C.I.M. found 42' SE of c/l NE-SW road 

in woods by T. Betley
1992

N & D in 9" Oak - S 80 deg. E, 43.61'                    

N & D in 16" Ash - S 05 deg. E, 30.19'                   

N & D in 9" Ash - S 87 deg. W, 9.25'

282520

10 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Fir - N 17 deg. W, 18.5'                                    

5" Elm - N 28 deg. E, 10.6'                             7" 

Elm - S 00 deg. E, 17.2'                                  

10" Spruce - S 70 deg. E, 13.9' 

GLO BK 

9, P 37

10 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 20 deg. E, 28.4'                                    

4" Willow - N 30 deg. W, 13.2'                          

8" Tamarack - S 18 deg. W, 23.8'                                  

10" Tamarack - S 55 deg. E, 19.8' 

GLO BK 

9, P 49

10 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 38 deg. E, 4.0'                                    

7" Tamarack - S 68 deg. W, 5.3'                          

GLO BK 

9, P 50

11 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Aspen - S 86 deg. W, 6.6'                                    

4" Aspen - N 26 deg. E, 11.9'                          

GLO BK 

9, P 25
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11 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Black Ash - N 23 deg. E, 10.6'                                    

8" Black Ash - S 83 deg. E, 5.3'              

GLO BK 

9, P 40

11 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 60 deg. E, 42.2'                                    

7" White Pine - S 41 deg. E, 9.2'                                 

No other ties stated

GLO BK 

9, P 25

11 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Tamarack - N 56 deg. E, 23.1'                                    

6" Birch - N 08 deg. W, 16.5'                             

9" Birch - S 54 deg. W, 20.5'                                  

5" Spruce - S 23 deg. E, 27.7' 

GLO BK 

9, P 39

11 50-24 S 1/4
1/2" capped rebar set on c/l E-W road 

by T. Betley
1992

N & D in 11" Aspen - N 37 deg. E, 33.54'               

N & D in 8" Aspen - S 39 deg. E, 50.65'                

12" Aspen - N 45 deg. W, 28.83'

282519

11 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 85 deg. W, 2.6'                                    

7" Tamarack - S 82 deg. E, 2.0'                          

GLO BK 

9, P 38

11 50-24 SE
3/4" capped iron shaft set 10.5' E of c/l 

of N-S highway by T. Betley
1992

N & D in 10" Aspen - N 48 deg. E, 48.55'               

N & D in 8" Poplar - S 68 deg. E, 48.25'                

10" N. Pine - N 52 deg. W, 72.27'

282521

11 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine - N 82 deg. W, 54.8'                                    

12" White Pine - S 12 deg. W, 41.6'                          

12" White Pine - S 87 deg. E, 51.5'                                                  

No other ties stated

GLO BK 

9, P 23

11 50-24 SW
C.I.M. found 42' SE of c/l NE-SW road 

in woods by T. Betley
1992

N & D in 9" Oak - S 80 deg. E, 43.61'                    

N & D in 16" Ash - S 05 deg. E, 30.19'                   

N & D in 9" Ash - S 87 deg. W, 9.25'

282520

11 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Fir - N 17 deg. W, 18.5'                                    

5" Elm - N 28 deg. E, 10.6'                             7" 

Elm - S 00 deg. E, 17.2'                                  

10" Spruce - S 70 deg. E, 13.9' 

GLO BK 

9, P 37

12 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Ironwood - S 25 deg. W, 7.9'                                    

12" Sugar - N 05 deg. W, 9.2'                          

GLO BK 

9, P 26

12 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 60 deg. E, 42.2'                                    

7" White Pine - S 41 deg. E, 9.2'                                 

No other ties stated

GLO BK 

9, P 25

12 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
20" Yellow Pine - N 25 deg. W, 4.0'                                    

20" Aspen - S 83 deg. W, 32.3'                          

GLO BK 

9, P 24

12 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Cedar – N 79 deg. E, 9.2'                         7“ 

Cedar – S 87 deg. E, 5.3'                             5” 

Cedar – N 45 deg. W, 14.5'                            

10" Cedar - S 65 deg. W, 6.6'

GLO  Bk 

13 P. 10

12 50-24 SW
3/4" capped iron shaft set 10.5' E of c/l 

of N-S highway by T. Betley
1992

N & D in 10" Aspen - N 48 deg. E, 48.55'               

N & D in 8" Poplar - S 68 deg. E, 48.25'              

10" N. Pine - N 52 deg. W, 72.27'

282521

12 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine - N 82 deg. W, 54.8'                                    

12" White Pine - S 12 deg. W, 41.6'                          

12" White Pine - S 87 deg. E, 51.5'                                                  

No other ties stated

GLO BK 

9, P 23

12 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Aspen - S 86 deg. W, 6.6'                                    

4" Aspen - N 26 deg. E, 11.9'                          

GLO BK 

9, P 25

13 50-24 E 1/4

3" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 10

13 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
20" Yellow Pine - N 25 deg. W, 4.0'                                    

20" Aspen - S 83 deg. W, 32.3'                          

GLO BK 

9, P 24

13 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10" Cedar – N 79 deg. E, 9.2'                         7“ 

Cedar – S 87 deg. E, 5.3'                             5” 

Cedar – N 45 deg. W, 14.5'                            

10" Cedar - S 65 deg. W, 6.6'

GLO  Bk 

13 P. 10

13 50-24 NW
3/4" capped iron shaft set 10.5' E of c/l 

of N-S highway by T. Betley
1992

N & D in 10" Aspen - N 48 deg. E, 48.55'              

N & D in 8" Poplar - S 68 deg. E, 48.25'                

10" N. Pine - N 52 deg. W, 72.27'

282521

13 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine - N 82 deg. W, 54.8'                                    

12" White Pine - S 12 deg. W, 41.6'                          

12" White Pine - S 87 deg. E, 51.5'                                                  

No other ties stated

GLO BK 

9, P 23

13 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 04 deg. E, 6.6'                                    

7" Tamarack - S 10 deg. E, 7.3'                          

GLO BK 

9, P 22
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13 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Aspen – S 25 deg. E, 5.9'                         6“ 

Aspen – N 33 deg. E, 5.3'                             6” 

Aspen – N 33 deg. W, 12.5'                            

10" Aspen - S 57 deg. W, 9.2'

GLO  Bk 

13 P. 9

13 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 53 deg. E, 4.6'                                    

7" Birch - N 05 deg. W, 42.2'                          6" 

Birch - S 60 deg. W, 4.0'                                  

6" Birch - S 48 deg. E, 11.2' 

GLO BK 

9, P 6

13 50-24 SW

1" capped iron pipe set 15' W of c/l N-

S highway at c/l road to the E by T. 

Betley

1997

N & D in 12" N. Pine - N 52 deg. E, 99.38'             

N & D in 10" Aspen - S 42 Deg. E, 86.40'             

"X" in top W. end RCP - 56.00' SW  

302207

13 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 48 deg. E, 27.1'                                    

7" Black Oak - N 09 deg. W, 25.7'                             

8" Birch - S 18 deg. W, 19.8'                                  

12" Spruce - S 18 deg. E, 17.8' 

GLO BK 

9, P 21

13 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Maple - S 22 deg. E, 4.0'                                    

8" Fir - S 34 deg. W, 23.1'                          

GLO BK 

9, P 23

14 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Maple - S 22 deg. E, 4.0'                                    

8" Fir - S 34 deg. W, 23.1'                          

GLO BK 

9, P 23

14 50-24 M.C.

M.C. set on W line SW1/4 is wood 

post set on S side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
10" Black Ash - S 65 deg. W, 3.3'                                    

No other ties stated                    

GLO BK 

9, P 36

14 50-24 M.C.

M.C. set on W line NW1/4 is wood 

post set on N side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
5" Maple - N 30 deg. W, 7.9'                                    

No other ties stated                    

GLO BK 

9, P 36

14 50-24 N 1/4
1/2" capped rebar set on c/l E-W road 

by T. Betley
1992

N & D in 11" Aspen - N 37 deg. E, 33.54'               

N & D in 8" Aspen - S 39 deg. E, 50.65'               

12" Aspen - N 45 deg. W, 28.83'

282519

14 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 85 deg. W, 2.6'                                    

7" Tamarack - S 82 deg. E, 2.0'                          

GLO BK 

9, P 38

14 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Yellow Pine - N 82 deg. W, 54.8'                                    

12" White Pine - S 12 deg. W, 41.6'                          

12" White Pine - S 87 deg. E, 51.5'                                                  

No other ties stated

GLO BK 

9, P 23

14 50-24 NE 
3/4" capped iron shaft set 10.5' E of c/l 

of N-S highway by T. Betley
1992

N & D in 10" Aspen - N 48 deg. E, 48.55'              

N & D in 8" Poplar - S 68 deg. E, 48.25'                 

10" N. Pine - N 52 deg. W, 72.27'

282521

14 50-24 NW
C.I.M. found 42' SE of c/l NE-SW road 

in woods by T. Betley
1992

N & D in 9" Oak - S 80 deg. E, 43.61'                   

N & D in 16" Ash - S 05 deg. E, 30.19'                  

N & D in 9" Ash - S 87 deg. W, 9.25'

282520

14 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Fir - N 17 deg. W, 18.5'                                    

5" Elm - N 28 deg. E, 10.6'                             7" 

Elm - S 00 deg. E, 17.2'                                  

10" Spruce - S 70 deg. E, 13.9' 

GLO BK 

9, P 37

14 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Willow - S 33 deg. W, 11.9'                                    

4" Willow - N 72 deg. E, 10.6'              

GLO BK 

9, P 34

14 50-24 SE

1" capped iron pipe set 15' W of c/l N-

S highway at c/l road to the E by T. 

Betley

1997

N & D in 12" N. Pine - N 52 deg. E, 99.38'              

N & D in 10" Aspen - S 42 Deg. E, 86.40'          

"X" in top W. end RCP - 56.00' SW 

302207

14 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 48 deg. E, 27.1'                                    

7" Black Oak - N 09 deg. W, 25.7'                             

8" Birch - S 18 deg. W, 19.8'                                  

12" Spruce - S 18 deg. E, 17.8' 

GLO BK 

9, P 21

14 50-24 SW
MN/DOT sq. alum. Capped mon. set 

in low area by C. Betley
1980

N & D in 8" Elm - N 36 deg. W, 157.37'                 

N & D in 6" Elm - S 89 deg. W, 104.05'  
212893

14 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 34 deg. E, 11.2'                                    

3" Tamarack - N 18 deg. W, 2.0'                          

5" Tamarack - S 04 deg. W, 48.8'                                  

6" Tamarack - S 33 deg. E, 21.8' 

GLO BK 

9, P 35

15 50-24 M.C.

M.C. set on E line SE1/4 is wood post 

set on S side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Black Ash - S 65 deg. W, 3.3'                                    

No other ties stated                    

GLO BK 

9, P 36
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15 50-24 M.C.

M.C. set on E line NE1/4 is wood post 

set on N side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5" Maple - N 30 deg. W, 7.9'                                    

No other ties stated                    

GLO BK 

9, P 36

15 50-24 N 1/4
1 1/2" iron pipe found on c/l E-W road 

at fence line to S by C. Betley
1980

N & D in 4" Oak - S 04 deg. E, 54.06'                     

N & D in 7" Oak - S 56 deg. W, 59.80'
212889

15 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
16" Aspen - S 18 deg. W, 23.8'                                    

12" Spruce - N 84 deg. W, 24.4'                          

GLO BK 

9, P 50

15 50-24 NE
C.I.M. found 42' SE of c/l NE-SW road 

in woods by T. Betley
1992

N & D in 9" Oak - S 80 deg. E, 43.61'                   

N & D in 16" Ash - S 05 deg. E, 30.19'                 

N & D in 9" Ash - S 87 deg. W, 9.25'

282520

15 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Fir - N 17 deg. W, 18.5'                                    

5" Elm - N 28 deg. E, 10.6'                             7" 

Elm - S 00 deg. E, 17.2'                                  

10" Spruce - S 70 deg. E, 13.9' 

GLO BK 

9, P 37

15 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 20 deg. E, 28.4'                                    

4" Willow - N 30 deg. W, 13.2'                          

8" Tamarack - S 18 deg. W, 23.8'                                  

10" Tamarack - S 55 deg. E, 19.8' 

GLO BK 

9, P 49

15 50-24 S 1/4

MN/DOT sq. alum. capped mon. set 

W of N-S road at W edge woods by C. 

Betley

1980

N & D in 9" Oak - N 69 deg. E, 78.02'                   

N & D in 14" Oak - S 02 deg. E, 109.63'                

N & D in 7" Oak - S 39 deg. W, 136.73 

212894

15 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 01 deg. W, 7.9'                                    

8" Spruce - S 70 deg. E, 11.2'                          

GLO BK 

9, P 48

15 50-24 SE
MN/DOT sq. alum. capped mon. set in 

low area by C. Betley
1980

N & D in 8" Elm - N 36 deg. W, 157.37'                   

N & D in 6" Elm - S 89 deg. W, 104.05'  
212893

15 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 34 deg. E, 11.2'                                    

3" Tamarack - N 18 deg. W, 2.0'                          

5" Tamarack - S 04 deg. W, 48.8'                                  

6" Tamarack - S 33 deg. E, 21.8' 

GLO BK 

9, P 35

15 50-24 SW
MN/DOT sq. alum. cap set on FP in 

bog by C. Betley
1980

N & D in 6" J. Pine - N 57 deg. W, 130.31'            

N & D in 6" Spruce - S 71 deg. W, 136.50'  
213843

15 50-24 SW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No ties taken to new corner

Book 1, 

Page 209

15 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 67 deg. E, 7.3'                                    

4" Tamarack - N 33 deg. W, 45.5'                             

7" Spruce - S 14 deg. W, 37.0'                                  

9" Spruce - S 15 deg. E, 13.9' 

GLO BK 

9, P 47

15 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 03 deg. E, 3.3'                                    

7" Cedar - S 54 deg. W, 3.3'                          

GLO BK 

9, P 48

16 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 03 deg. E, 3.3'                                    

7" Cedar - S 54 deg. W, 3.3'                          

GLO BK 

9, P 48

16 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. E, 14.5'                                    

6" Tamarack - S 30 deg. W, 5.9'                          

GLO BK 

9, P 56

16 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 20 deg. E, 28.4'                                    

4" Willow - N 30 deg. W, 13.2'                          

8" Tamarack - S 18 deg. W, 23.8'                                  

10" Tamarack - S 55 deg. E, 19.8' 

GLO BK 

9, P 49

16 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 55 deg. E, 35.6'                                    

3" Spruce - N 34 deg. W, 18.5'                             

3" Spruce - S 85 deg. W, 7.3'                                  

3" Spruce - S 72 deg. E, 9.9' 

GLO BK 

9, P 56

16 50-24 S 1/4
1 1/4" iron pipe w/steel marker post 

found in woods by C. Betley
1980

N & D in 3" Tamarack - N 30 deg. E, 59.10'           

N & D in 2" Spruce - S 70 deg. E, 156.18'               

N & D in 2" Tamarack - S 33 deg. W, 103.53'

212892

16 50-24 S 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

16 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 15 deg. W, 52.1'                                    

4" Tamarack - S 48 deg. E, 23.8'                          

GLO BK 

9, P 55

16 50-24 SE
MN/DOT sq. alum. cap set on fence 

post in bog by C. Betley
1980

N & D in 6" J. Pine - N 57 deg. W, 130.31'             

N & D in 6" Spruce - S 71 deg. W, 136.50'
213843

16 50-24 SE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No ties taken to new corner

Book 1, 

Page 209

16 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 67 deg. E, 7.3'                                    

4" Tamarack - N 33 deg. W, 45.5'                             

7" Spruce - S 14 deg. W, 37.0'                                  

9" Spruce - S 15 deg. E, 13.9' 

GLO BK 

9, P 47

Page 794 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

16 50-24 SW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

16 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 51 deg. E, 1.3'                                    

8" Tamarack - N 18 deg. W, 74.6'                          

4" Tamarack - S 78 deg. W, 15.8'                                  

4" Tamarack - S 15 deg. E, 20.5' 

GLO BK 

9, P 67

16 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Spruce - N 05 deg. E, 36.3'                                    

6" Spruce - S 01 deg. W, 28.4'                          

GLO BK 

9, P 55

16 50-24

Survey of West and South line of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 210

17 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Spruce - N 05 deg. E, 36.3'                                    

6" Spruce - S 01 deg. W, 28.4'                          

GLO BK 

9, P 55

17 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - N 32 deg. W, 11.2'                                    

8" Spruce - S 65 deg. E, 3.3'                          

GLO BK 

9, P 71

17 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Spruce - N 55 deg. E, 35.6'                                    

3" Spruce - N 34 deg. W, 18.5'                             

3" Spruce - S 85 deg. W, 7.3'                                  

3" Spruce - S 72 deg. E, 9.9' 

GLO BK 

9, P 56

17 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. W, 48.2'                                    

4" Tamarack - N 76 deg. E, 25.1'                          

4" Tamarack - S 87 deg. W, 30.4'                                  

5" Tamarack - S 76 deg. E, 30.4' 

GLO BK 

9, P 71

17 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 05 deg. E, 5.9'                                    

6" Tamarack - S 27 deg. E, 5.9'                          

GLO BK 

9, P 68

17 50-24 SE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

17 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 51 deg. E, 1.3'                                    

8" Tamarack - N 18 deg. W, 74.6'                          

4" Tamarack - S 78 deg. W, 15.8'                                  

4" Tamarack - S 15 deg. E, 20.5' 

GLO BK 

9, P 67

17 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 10 deg. E, 7.3'                                    

8" Tamarack - N 45 deg. W, 4.0'                          

7" Tamarack - S 66 deg. W, 7.3'                                  

5" Tamarack - S 89 deg. E, 5.9' 

GLO BK 

9, P 68

17 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Cedar - N 27 deg. E, 5.3'                                    

8" Tamarack - N 55 deg. W, 4.6'                          

GLO BK 

9, P 70

17 50-24

Survey of East and South line of SE ¼ 

of Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 210

18 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Cedar - N 27 deg. E, 5.3'                                    

8" Tamarack - N 55 deg. W, 4.6'                          

GLO BK 

9, P 70

18 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 41 deg. E, 5.9'                                    

5" Tamarack - S 78 deg. E, 6.6'                          

GLO BK 

9, P 70

18 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Burr Oak - N 50 deg. E, 22.4'                                    

(?)" Birch - S 76 deg. W, 17.8'                          

GLO BK 

9, P 713

18 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 20 deg. W, 48.2'                                    

4" Tamarack - N 76 deg. E, 25.1'                          

4" Tamarack - S 87 deg. W, 30.4'                                  

5" Tamarack - S 76 deg. E, 30.4' 

GLO BK 

9, P 71

18 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 38 deg. E, 4.6'                                    

7" Tamarack - N 15 deg. W, 4.6'                          

12" Tamarack - S 33 deg. W, 12.5'                                  

12" Tamarack - S 54 deg. E, 5.9' 

GLO BK 

9, P 7

18 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 41 deg. E, 5.9'                                    

5" Tamarack - S 78 deg. E, 6.6'                          

GLO BK 

9, P 70

18 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 10 deg. E, 7.3'                                    

8" Tamarack - N 45 deg. W, 4.0'                          

7" Tamarack - S 66 deg. W, 7.3'                                  

5" Tamarack - S 89 deg. E, 5.9' 

GLO BK 

9, P 68

18 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 53 deg. E, 4.6'                                    

7" Birch - N 05 deg. W, 42.2'                          6" 

Birch - S 60 deg. W, 4.0'                                  

6" Birch - S 48 deg. E, 11.2' 

GLO BK 

9, P 6
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18 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Cedar - N 40 deg. E, 33.0'                                    

8" Cedar - S 58 deg. W, 9.2'                          

GLO BK 

9, P 7

18 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 18                                     

Mag. Var. and Distance shown

Book 1, 

Page 200

19 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 36 deg. E, 12.5'                                    

9" Tamarack - S 70 deg. W, 41.6'                          

GLO BK 

9, P 67

19 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 10 deg. E, 7.3'                                    

8" Tamarack - N 45 deg. W, 4.0'                          

7" Tamarack - S 66 deg. W, 7.3'                                  

5" Tamarack - S 89 deg. E, 5.9' 

GLO BK 

9, P 68

19 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 53 deg. E, 4.6'                                    

7" Birch - N 05 deg. W, 42.2'                          6" 

Birch - S 60 deg. W, 4.0'                                  

6" Birch - S 48 deg. E, 11.2' 

GLO BK 

9, P 6

19 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
14" Tamarack - S 22 deg. E, 6.6'                                    

8" Birch - N 85 deg. W, 3.3'                          

GLO BK 

9, P 65

19 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - N 18 deg. W, 7.3'                          

4" Tamarack - S 57 deg. W, 4.0'                                  

3" Tamarack - S 19 deg. E, 11.2' 

GLO BK 

9, P 64

19 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 19 deg. E, 28.4'                                    

16" Burr Oak - N 16 deg. W, 9.9'                          

10" Elm - S 06 deg. W, 21.8'                                  

14" Burr Oak - S 03 deg. E, 23.8' 

GLO BK 

9, P 3

19 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Maple - N 75 deg. W, 5.3'                                    

15" Maple - S 42 deg. E, 15.8'                          

GLO BK 

9, P 5

19 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 19                                     

Mag. Var. and Distance shown

Book 1, 

Page 200

20 50-24 E 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

20 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - S 82 deg. E, 3.3'                                    

6" Tamarack - S 87 deg. W, 15.2'                          

GLO BK 

9, P 67

20 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 05 deg. E, 5.9'                                    

6" Tamarack - S 27 deg. E, 5.9'                          

GLO BK 

9, P 68

20 50-24 NE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

20 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 51 deg. E, 1.3'                                    

8" Tamarack - N 18 deg. W, 74.6'                          

4" Tamarack - S 78 deg. W, 15.8'                                  

4" Tamarack - S 15 deg. E, 20.5' 

GLO BK 

9, P 67

20 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 10 deg. E, 7.3'                                    

8" Tamarack - N 45 deg. W, 4.0'                          

7" Tamarack - S 66 deg. W, 7.3'                                  

5" Tamarack - S 89 deg. E, 5.9' 

GLO BK 

9, P 68

20 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 03 deg. E, 17.8'                                    

5" Tamarack - S 30 deg. W, 19.1'                          

GLO BK 

9, P 65

20 50-24 SE

1 1/4" iron pipe found 20' S of c/l E-W 

ditch at 60' W of foot bridge over ditch 

by C. Betley

1980 (No ties available) 212898

20 50-24 SE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

20 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 57 deg. E, 1.3'                                    

3" Tamarack - N 08 deg. W, 15.2'                          

3" Tamarack - N 25 deg. W, 13.9'                                  

2" Tamarack - S 72 deg. E, 11.9' 

GLO BK 

9, P 54

20 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - N 18 deg. W, 7.3'                          

4" Tamarack - S 57 deg. W, 4.0'                                  

3" Tamarack - S 19 deg. E, 11.2' 

GLO BK 

9, P 64

20 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 36 deg. E, 12.5'                                    

9" Tamarack - S 70 deg. W, 41.6'                          

GLO BK 

9, P 67

20 50-24

Survey of North and East line of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 210

20 50-24
Survey of South line of Section by 

H.D. Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208
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21 50-24 E 1/4
1 1/4" iron pipe w/steel marker post 

found in woods by C. Betley
1980 (No ties available) 212890

21 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - S 45 deg. W, 7.3'                                    

5" Tamarack - N 10 deg. E, 8.6'                          

GLO BK 

9, P 47

21 50-24 N 1/4
1 1/4" iron pipe w/steel marker post 

found in woods by C. Betley
1980

N & D in 3" Tamarack - N 30 deg. E, 59.10'           

N & D in 2" Spruce - S 70 deg. E, 156.18'              

N & D in 2" Tamarack - S 33 deg. W, 103.53'

212892

21 50-24 N 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

21 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 15 deg. W, 52.1'                                    

4" Tamarack - S 48 deg. E, 23.8'                          

GLO BK 

9, P 55

21 50-24 NE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No ties taken to new corner

Book 1, 

Page 209

21 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 67 deg. E, 7.3'                                    

4" Tamarack - N 33 deg. W, 45.5'                             

7" Spruce - S 14 deg. W, 37.0'                                  

9" Spruce - S 15 deg. E, 13.9' 

GLO BK 

9, P 47

21 50-24 NE 
MN/DOT sq. alum. cap set on fence 

post in bog by C. Betley
1980

N & D in 6" J. Pine - N 57 deg. W, 130.31'             

N & D in 6" Spruce - S 71 deg. W, 136.50' 
213843

21 50-24 NW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

21 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 51 deg. E, 1.3'                                    

8" Tamarack - N 18 deg. W, 74.6'                          

4" Tamarack - S 78 deg. W, 15.8'                                  

4" Tamarack - S 15 deg. E, 20.5' 

GLO BK 

9, P 67

21 50-24 S 1/4

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208

21 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 46 deg. E, 22.4'                                    

5" Spruce - N 63 deg. W, 6.6'                          

GLO BK 

9, P 66

21 50-24 SE

Mon. is a W.C. (Actual cor. is 50' Due 

N of mon. in ditch) and is MN/DOT sq. 

alum. capped mon. set by C. Betley

1980
N & D in 4" Poplar - N 47 deg. E, 85.56'                

N & D in 6" Poplar - N 18 deg. W, 53.30'    
212896

21 50-24 SE

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208

21 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 28 deg. E, 9.2'                                    

7" Tamarack - N 68 deg. W, 11.2'                          

6" Tamarack - S 20 deg. W, 4.0'                                  

6" Tamarack - S 72 deg. E, 6.6' 

GLO BK 

9, P 45

21 50-24 SW

1 1/4" iron pipe found 20' S of c/l E-W 

ditch at 60' W of foot bridge over ditch 

by C. Betley

1980 (No ties available) 212898

21 50-24 SW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

21 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 57 deg. E, 1.3'                                    

3" Tamarack - N 08 deg. W, 15.2'                          

3" Tamarack - N 25 deg. W, 13.9'                                  

2" Tamarack - S 72 deg. E, 11.9' 

GLO BK 

9, P 54

21 50-24 W 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

21 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - S 82 deg. E, 3.3'                                    

6" Tamarack - S 87 deg. W, 15.2'                          

GLO BK 

9, P 67

21 50-24

Survey of North and West line of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 210

21 50-24
Survey of South line of Section by 

H.D. Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208

21 50-24
Survey of East line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 209

22 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Aspen - S 56 deg. W, 6.6'                                    

7" Birch - N 56 deg. E, 13.9'                          

GLO BK 

9, P 34

22 50-24 N 1/4

MN/DOT sq. alum. capped mon. set 

W of N-S road at W edge woods by C. 

Betley

1980

N & D in 9" Oak - N 69 deg. E, 78.02'                     

N & D in 14" Oak - S 02 deg. E, 109.63'               

N & D in 7" Oak - S 39 deg. W, 136.73 

212894

22 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 01 deg. W, 7.9'                                    

8" Spruce - S 70 deg. E, 11.2'                          

GLO BK 

9, P 48
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22 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 34 deg. E, 11.2'                                    

3" Tamarack - N 18 deg. W, 2.0'                          

5" Tamarack - S 04 deg. W, 48.8'                                  

6" Tamarack - S 33 deg. E, 21.8' 

GLO BK 

9, P 35

22 50-24 NE 
MN/DOT sq. alum. capped mon. set in 

low area by C. Betley
1980

N & D in 8" Elm - N 36 deg. W, 157.37'                   

N & D in 6" Elm - S 89 deg. W, 104.05' 
212893

22 50-24 NW
MN/DOT sq. alum. cap set on fence 

post in bog by C. Betley
1980

N & D in 6" J. Pine - N 57 deg. W, 130.31'             

N & D in 6" Spruce - S 71 deg. W, 136.50'  
213843

22 50-24 NW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No ties taken to new corner

Book 1, 

Page 209

22 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 67 deg. E, 7.3'                                    

4" Tamarack - N 33 deg. W, 45.5'                             

7" Spruce - S 14 deg. W, 37.0'                                  

9" Spruce - S 15 deg. E, 13.9' 

GLO BK 

9, P 47

22 50-24 S 1/4
MN/DOT sq. alum. cap set on fence 

post in bog by C. Betley
1980 (No ties available) 212895

22 50-24 S 1/4
1 1/4” iron pipe set by H.D. Keath, 

County Surveyor
1915

10” W. Pine - S 45 deg W, 39.0'                              

12” W. Pine - N 45 deg W, 61.5'   

Book 1, 

Page 208

22 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 76 deg. E, 5.3'                                    

10" Tamarack - N 50 deg. W, 16.5'                          

GLO BK 

9, P 46

22 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 18 deg. E, 4.0'                                    

5" Tamarack - N 35 deg. W, 3.3'                          

7" Tamarack - S 64 deg. W, 6.6'                                  

6" Tamarack - S 86 deg. E, 7.9' 

GLO BK 

9, P 32

22 50-24 SW

Mon. is a W.C. (Actual cor. is 50' Due 

N of mon. in ditch) and is MN/DOT sq. 

alum. capped mon. set by C. Betley

1980
N & D in 4" Poplar - N 47 deg. E, 85.56'                

N & D in 6" Poplar - N 18 deg. W, 53.30'                                        
212896

22 50-24 SW

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208

22 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 28 deg. E, 9.2'                                    

7" Tamarack - N 68 deg. W, 11.2'                          

6" Tamarack - S 20 deg. W, 4.0'                                  

6" Tamarack - S 72 deg. E, 6.6' 

GLO BK 

9, P 45

22 50-24 W 1/4
1 1/4" iron pipe w/steel marker post 

found in woods by C. Betley
1980 (No ties available) 212890

22 50-24 W 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No ties taken to new corner

Book 1, 

Page 209

22 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - S 45 deg. W, 7.3'                                    

5" Tamarack - N 10 deg. E, 8.6'                          

GLO BK 

9, P 47

22 50-24
School Lot Survey in Section by H.D. 

Keath, County Surveyor 
1928

Is in NW1/4-NE1/4 of Section                     

Distance and Mag. Var. stated

Book 1, 

Page 431

22 50-24
Survey of South line of Section by 

H.D. Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208

22 50-24
Survey of West line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 209

23 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Linden - N 14 deg. E, 4.6'                                    

10" Linden - N 11 deg. W, 6.6'                          

GLO BK 

9, P 20

23 50-24 M.C.

M.C. set on E line NE1/4 is wood post 

set on W side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
18" Aspen - S 87 deg. W, 13.2'                                           

12" Aspen - S 57 deg. E, 19.1'            

GLO BK 

9, P 20

23 50-24 M.C.

M.C. set on E line NE1/4 is wood post 

set on E side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Ash - N 54 deg. E, 8.6'                                           

10" Maple - N 31 deg. W, 21.8'            

GLO BK 

9, P 21

23 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Willow - S 33 deg. W, 11.9'                                    

4" Willow - N 72 deg. E, 10.6'              

GLO BK 

9, P 34

23 50-24 NE

1" capped iron pipe set 15' W of c/l N-

S highway at c/l road to the E by T. 

Betley

1997

N & D in 12" N. Pine - N 52 deg. E, 99.38'           

N & D in 10" Aspen - S 42 Deg. E, 86.40'            

"X" in top W. end RCP - 56.00' SW  

302207

23 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 48 deg. E, 27.1'                                    

7" Black Oak - N 09 deg. W, 25.7'                             

8" Birch - S 18 deg. W, 19.8'                                  

12" Spruce - S 18 deg. E, 17.8' 

GLO BK 

9, P 21

23 50-24 NW
MN/DOT sq. alum. capped mon. set in 

low area by C. Betley
1980

N & D in 8" Elm - N 36 deg. W, 157.37'                  

N & D in 6" Elm - S 89 deg. W, 104.05'  
212893
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23 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 34 deg. E, 11.2'                                    

3" Tamarack - N 18 deg. W, 2.0'                          

5" Tamarack - S 04 deg. W, 48.8'                                  

6" Tamarack - S 33 deg. E, 21.8' 

GLO BK 

9, P 35

23 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
14" Tamarack - S 89 deg. W, 134.6'                                    

8" Birch - S 88 deg. E, 26.4'                          

GLO BK 

9, P 35

23 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" White Pine - S 61 deg. E, 66.0'                                    

8" White Pine - S 83 deg. W, 97.7'                          

No other ties stated

GLO BK 

9, P 18

23 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 18 deg. E, 4.0'                                    

5" Tamarack - N 35 deg. W, 3.3'                          

7" Tamarack - S 64 deg. W, 6.6'                                  

6" Tamarack - S 86 deg. E, 7.9' 

GLO BK 

9, P 32

23 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Aspen - S 56 deg. W, 6.6'                                    

7" Birch - N 56 deg. E, 13.9'                          

GLO BK 

9, P 34

24 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Tamarack – N 70 deg. E, 4.0'                              

3” Tamarack – S 55 deg. E, 17.8'

GLO  Bk 

13 P. 9

24 50-24 M.C.

M.C. set on S line SW1/4 is wood post 

set on E side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
4" Black Ash - N 53 deg. E, 5.9'                                           

10" Elm - S 27 deg. E, 52.1'            

GLO BK 

9, P 19

24 50-24 M.C.

M.C. set on S line SW1/4 is wood post 

set on W side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
14" Linden - S 08 deg. W, 7.9'                                           

6" Aspen - N 21 deg. W, 53.5'            

GLO BK 

9, P 20

24 50-24 M.C.

M.C. set on W line NW1/4 is wood 

post set on W side Mississippi River 

as part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
18" Aspen - S 87 deg. W, 13.2'                                           

12" Aspen - S 57 deg. E, 19.1'            

GLO BK 

9, P 20

24 50-24 M.C.

M.C. set on W line NW1/4 is wood 

post set on E side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
8" Ash - N 54 deg. E, 8.6'                                           

10" Maple - N 31 deg. W, 21.8'            

GLO BK 

9, P 21

24 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 04 deg. E, 6.6'                                    

7" Tamarack - S 10 deg. E, 7.3'                          

GLO BK 

9, P 22

24 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Aspen – S 25 deg. E, 5.9'                         6“ 

Aspen – N 33 deg. E, 5.3'                             6” 

Aspen – N 33 deg. W, 12.5'                            

10" Aspen - S 57 deg. W, 9.2'

GLO  Bk 

13 P. 9

24 50-24 NW

1" capped iron pipe set 15' W of c/l N-

S highway at c/l road to the E by T. 

Betley

1997

N & D in 12" N. Pine - N 52 deg. E, 99.38'             

N & D in 10" Aspen - S 42 Deg. E, 86.40'           

"X" in top W. end RCP - 56.00' SW

302207

24 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 48 deg. E, 27.1'                                    

7" Black Oak - N 09 deg. W, 25.7'                             

8" Birch - S 18 deg. W, 19.8'                                  

12" Spruce - S 18 deg. E, 17.8' 

GLO BK 

9, P 21

24 50-24 S 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

8” B. Oak – S 16 deg. E, 65.3'                              

10” White Pine – N 64 deg.E, 54.8'

Book 2, 

Page 69

24 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. W, 11.9'                                    

5" Black Oak - S 51 deg. E, 28.4'                          

GLO BK 

9, P 19

24 50-24 SE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

10” Twin Oak – N 59 deg. W, 31.7'                       

4” Maple – N 56 deg. E, 48.2'                               

10” R. Oak – S 31 deg. W, 27.7'

Book 2, 

Page 69

24 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Aspen – N 30 deg. E, 7.9'                         4“ 

Aspen – S 80 deg. W, 5.3'                             3” 

Aspen – N 38 deg. W, 5.3'                            5" 

Aspen - S 10 deg. E, 7.9'

GLO  Bk 

13 P. 8

24 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" White Pine - S 61 deg. E, 66.0'                                    

8" White Pine - S 83 deg. W, 97.7'                          

No other ties stated

GLO BK 

9, P 18

24 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Linden - N 14 deg. E, 4.6'                                    

10" Linden - N 11 deg. W, 6.6'                          

GLO BK 

9, P 20
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Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

25 50-24  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1911

Subd. of NE 1/4                                               

Distance and Mag. Var. stated

Book 2, 

Page 69

25 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Oak – N 26 deg. E, 17.8'                              

3” Oak – N 16 deg. W, 16.5'

GLO  Bk 

13 P. 8

25 50-24 M.C.

M.C. set on S line SE 1/4 is wood post 

set on W side Flowage Lake as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Elm - N 85 deg. E, 103.6'                                           

12" Linden - S 62 deg. E, 92.4'            

GLO BK 

9, P 16
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25 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on S side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
12" Elm - S 44 deg. E, 7.3'                                           

12" Linden - S 20 deg. W, 31.0'            

GLO BK 

9, P 17

25 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on N side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
12" Elm - N 43 deg. W, 19.8'                                           

24" Maple - N 72 deg. E, 7.3'            

GLO BK 

9, P 18

25 50-24 M.C.

M.C. set on N line NW1/4 is wood 

post set on E side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
4" Black Ash - N 53 deg. E, 5.9'                                           

10" Elm - S 27 deg. E, 52.1'            

GLO BK 

9, P 19

25 50-24 M.C.

M.C. set on N line NW1/4 is wood 

post set on W side Mississippi River 

as part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
14" Linden - S 08 deg. W, 7.9'                                           

6" Aspen - N 21 deg. W, 53.5'            

GLO BK 

9, P 20

25 50-24 N 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

8” B. Oak – S 16 deg. E, 65.3'                              

10” White Pine – N 64 deg.E, 54.8'

Book 2, 

Page 69

25 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 10 deg. W, 11.9'                                    

5" Black Oak - S 51 deg. E, 28.4'                          

GLO BK 

9, P 19

25 50-24 NE
Took new ties to existing cor. by E.J. 

Burns, Deputy, County Surveyor 
1911

10” Twin Oak – N 59 deg. W, 31.7'                       

4” Maple – N 56 deg. E, 48.2'                               

10” R. Oak – S 31 deg. W, 27.7'

Book 2, 

Page 69

25 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Aspen – N 30 deg. E, 7.9'                         4“ 

Aspen – S 80 deg. W, 5.3'                             3” 

Aspen – N 38 deg. W, 5.3'                            5" 

Aspen - S 10 deg. E, 7.9'

GLO  Bk 

13 P. 8

25 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" White Pine - S 61 deg. E, 66.0'                                    

8" White Pine - S 83 deg. W, 97.7'                          

No other ties stated

GLO BK 

9, P 18

25 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 89 deg. W, 485.1'                                    

24" Yellow Pine - N 85 deg. E, 561.0'                          

GLO BK 

9, P 16

25 50-24 SE
2" capped iron pipe found on island by 

W. Buckler
1979

Tw. 7" W. Oak - 21.51' NE                                      

10" B. Oak - 18.54' SE                                             

7" W. Oak - 5.53' WNW

249576

25 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Basswood – N 57 deg. E, 36.3'                         

4“ Oak – N 10 deg. W, 29.0'                             

12” Aspen – S 78 deg. W, 64.7'                            

8" Oak - S 38 deg. E, 54.8'

GLO  Bk 

13 P. 7

25 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 29 deg. E, 39.6'                                    

7" Tamarack - N 35 deg. W, 25.7'                          

14" Tamarack - S 69 deg. W, 5.9'                                  

9" Tamarack - S 04 deg. E, 11.9' 

GLO BK 

9, P 15

25 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - S 66 deg. W, 7.9'                                    

20" Yellow Pine - N 07 deg. E, 4.6'                          

GLO BK 

9, P 17

25 50-24
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is in NE 1/4 of Section 25                                     

Bearings and Distances. Shown on c-l 

roadway 

Book 1, 

Page 197

26 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - S 66 deg. W, 7.9'                                    

20" Yellow Pine - N 07 deg. E, 4.6'                          

GLO BK 

9, P 17

26 50-24 M.C.

M.C. set on E line NE 1/4 is wood post 

set on S side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - S 44 deg. E, 7.3'                                           

12" Linden - S 20 deg. W, 31.0'            

GLO BK 

9, P 17

26 50-24 M.C.

M.C. set on E line NE 1/4 is wood post 

set on N side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - N 43 deg. W, 19.8'                                           

24" Maple - N 72 deg. E, 7.3'            

GLO BK 

9, P 18

26 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
14" Tamarack - S 89 deg. W, 134.6'                                    

8" Birch - S 88 deg. E, 26.4'                          

GLO BK 

9, P 35

26 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" White Pine - S 61 deg. E, 66.0'                                    

8" White Pine - S 83 deg. W, 97.7'                          

No other ties stated

GLO BK 

9, P 18
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26 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 18 deg. E, 4.0'                                    

5" Tamarack - N 35 deg. W, 3.3'                          

7" Tamarack - S 64 deg. W, 6.6'                                  

6" Tamarack - S 86 deg. E, 7.9' 

GLO BK 

9, P 32

26 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Willow - S 04 deg. W, 58.1'                                    

No other trees near for ties                    

GLO BK 

9, P 30

26 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 29 deg. E, 39.6'                                    

7" Tamarack - N 35 deg. W, 25.7'                          

14" Tamarack - S 69 deg. W, 5.9'                                  

9" Tamarack - S 04 deg. E, 11.9' 

GLO BK 

9, P 15

26 50-24 SW

Corner falls in Mississippi River no 

post set as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No ties for corner as it falls in Mississippi River
GLO BK 

9, P 29

26 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 83 deg. W, 16.5'                                    

7" Tamarack - S 56 deg. E, 11.2'                          

GLO BK 

9, P 32
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26 50-24
Survey of West line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 212

27 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 83 deg. W, 16.5'                                    

7" Tamarack - S 56 deg. E, 11.2'                          

GLO BK 

9, P 32

27 50-24 N 1/4
MN/DOT sq. alum. cap set on fence 

post in bog by C. Betley
1980 (No ties available) 212895

27 50-24 N 1/4
1 1/4” iron pipe set by H.D. Keath, 

County Surveyor
1915

10” W. Pine - S 45 deg W, 39.0'                           

12” W. Pine - N 45 deg W, 61.5'   

Book 1, 

Page 208

27 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 76 deg. E, 5.3'                                    

10" Tamarack - N 50 deg. W, 16.5'                          

GLO BK 

9, P 46

27 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 18 deg. E, 4.0'                                    

5" Tamarack - N 35 deg. W, 3.3'                          

7" Tamarack - S 64 deg. W, 6.6'                                  

6" Tamarack - S 86 deg. E, 7.9' 

GLO BK 

9, P 32

27 50-24 NW

Mon. is a W.C. (Actual cor. is 50' Due 

N of mon. in ditch) and is MN/DOT sq. 

alum. capped mon. set by C. Betley

1980
N & D in 4" Poplar - N 47 deg. E, 85.56'                

N & D in 6" Poplar - N 18 deg. W, 53.30'                              
212896

27 50-24 NW

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208

27 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 28 deg. E, 9.2'                                    

7" Tamarack - N 68 deg. W, 11.2'                          

6" Tamarack - S 20 deg. W, 4.0'                                  

6" Tamarack - S 72 deg. E, 6.6' 

GLO BK 

9, P 45

27 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Cedar - N 31 deg. E, 4.6'                                    

6" White Pine - N 34 deg. W, 12.5'                          

GLO BK 

9, P 45

27 50-24 SE

Corner falls in Mississippi River no 

post set as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No ties for corner as it falls in Mississippi River
GLO BK 

9, P 29

27 50-24 SW
2" iron pipe found in line with c/l roads 

to the E and S by C. Betley
1980

N & D in Power Pole - N 82 deg. E, 119.37'           

N & D in 10" W. Oak - S 30 deg. E, 127.08'           

N & D in 12" W. Oak - S 30 deg. W, 74.57' 

212899

27 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Spruce - N 50 deg. E, 14.5'                                    

12" White Pine - N 82 deg. W, 8.6'                             

10" Yellow Pine - S 21 deg. E, 22.4'                                  

8" Spruce - S 48 deg. W, 17.8' 

GLO BK 

9, P 43

27 50-24 W 1/4
MN/DOT sq. alum. mon. set in c/l E-W 

dike road at c/l dike to N by C. Betley
1980

N & D in 14" Oak - S 17 deg. W, 49.61'                  

N & D in 4" Poplar - S 58 deg. W, 63.60'  
212897

27 50-24 W 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915

8” W. Oak  - N 45 deg W, 17.5'                               

14” Aspen - S 45 deg W, 18.5'              

Book 1, 

Page 209

27 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Aspen - N 48 deg. W, 11.2'                                    

9" Birch - S 32 deg. E, 15.2'                          

GLO BK 

9, P 45

27 50-24
Survey of North line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208

27 50-24

Survey of S line SW ¼ and N-S ¼ line 

of Section by H. D Keath, County 

Surveyor 

1915
Found inp. Corners                                      

Distance and Mag. Var. shown 

Book 1, 

Page 236

27 50-24
Survey of East line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 212

27 50-24

Survey of West line and E-W ¼ line of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 209

28 50-24 E 1/4
MN/DOT sq. alum. mon. set in c/l E-W 

dike road at c/l dike to N by C. Betley
1980

N & D in 14" Oak - S 17 deg. W, 49.61'                

N & D in 4" Poplar - S 58 deg. W, 63.60'  
212897

28 50-24 E 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915

8” W. Oak  - N 45 deg W, 17.5'                               

14” Aspen - S 45 deg W, 18.5'              

Book 1, 

Page 209

28 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Aspen - N 48 deg. W, 11.2'                                    

9" Birch - S 32 deg. E, 15.2'                          

GLO BK 

9, P 45

28 50-24 N 1/4

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208
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28 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 46 deg. E, 22.4'                                    

5" Spruce - N 63 deg. W, 6.6'                          

GLO BK 

9, P 66

28 50-24 NE

Mon. is a W.C. (Actual cor. is 50' Due 

N of mon. in ditch) and is MN/DOT sq. 

alum. capped mon. set by C. Betley

1980
N & D in 4" Poplar - N 47 deg. E, 85.56'               

N & D in 6" Poplar - N 18 deg. W, 53.30'                          
212896

28 50-24 NE

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208

28 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 28 deg. E, 9.2'                                    

7" Tamarack - N 68 deg. W, 11.2'                          

6" Tamarack - S 20 deg. W, 4.0'                                  

6" Tamarack - S 72 deg. E, 6.6' 

GLO BK 

9, P 45

28 50-24 NW

1 1/4" iron pipe found 20' S of c/l E-W 

ditch at 60' W of foot bridge over ditch 

by C. Betley

1980 (No ties available) 212898

28 50-24 NW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

28 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 57 deg. E, 1.3'                                    

3" Tamarack - N 08 deg. W, 15.2'                          

3" Tamarack - N 25 deg. W, 13.9'                                  

2" Tamarack - S 72 deg. E, 11.9' 

GLO BK 

9, P 54

28 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 23 deg. E, 5.9'                                    

9" Tamarack - S 36 deg. E, 3.3'                          

GLO BK 

9, P 53

28 50-24 SE
2" iron pipe found in line with c/l roads 

to the E and S by C. Betley
1980

N & D in Power Pole - N 82 deg. E, 119.37'          

N & D in 10" W. Oak - S 30 deg. E, 127.08'           

N & D in 12" W. Oak - S 30 deg. W, 74.57' 

212899

28 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Spruce - N 50 deg. E, 14.5'                                    

12" White Pine - N 82 deg. W, 8.6'                             

10" Yellow Pine - S 21 deg. E, 22.4'                                  

8" Spruce - S 48 deg. W, 17.8' 

GLO BK 

9, P 43

28 50-24 SW

RR spk set in open area 91' W of N-S 

brush row and 180' E of N-S brush 

row by B. Eveland 

1981 (No ties available) 235672

28 50-24 SW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

28 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 5.3'                                    

6" Tamarack - N 58 deg. W, 11.2'                          

5" Tamarack - S 26 deg. W, 8.6'                                  

9" Tamarack - S 33 deg. E, 9.2' 

GLO BK 

9, P 53

28 50-24 W 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

28 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 67 deg. W, 4.6'                                    

6" Tamarack - S 85 deg. E, 3.3'                          

GLO BK 

9, P 54

28 50-24
Survey of East line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 209

28 50-24
Survey of North line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208

28 50-24

Survey of West, South and East lines 

of Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 211

29 50-24 E 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

29 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 67 deg. W, 4.6'                                    

6" Tamarack - S 85 deg. E, 3.3'                          

GLO BK 

9, P 54

29 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 03 deg. E, 17.8'                                    

5" Tamarack - S 30 deg. W, 19.1'                          

GLO BK 

9, P 65

29 50-24 NE

1 1/4" iron pipe found 20' S of c/l E-W 

ditch at 60' W of foot bridge over ditch 

by C. Betley

1980 (No ties available) 212898

29 50-24 NE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 210

29 50-24 NE

1 1/4” iron pipe set in road bed on 

ditch bank by H.D. Keath, County 

Surveyor

1915 No ties taken to new corner
Book 1, 

Page 208
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29 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 57 deg. E, 1.3'                                    

3" Tamarack - N 08 deg. W, 15.2'                          

3" Tamarack - N 25 deg. W, 13.9'                                  

2" Tamarack - S 72 deg. E, 11.9' 

GLO BK 

9, P 54

29 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - N 18 deg. W, 7.3'                          

4" Tamarack - S 57 deg. W, 4.0'                                  

3" Tamarack - S 19 deg. E, 11.2' 

GLO BK 

9, P 64

29 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 31 deg. W, 13.2'                                    

3" Tamarack - S 15 deg. E, 4.0'                          

GLO BK 

9, P 61

29 50-24 SE

RR spk set in open area 91' W of N-S 

brush row and 180' E of N-S brush 

row by B. Eveland 

1981 (No ties available) 235672

29 50-24 SE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

29 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 5.3'                                    

6" Tamarack - N 58 deg. W, 11.2'                          

5" Tamarack - S 26 deg. W, 8.6'                                  

9" Tamarack - S 33 deg. E, 9.2' 

GLO BK 

9, P 53

29 50-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 52 deg. E, 25.7'                                    

7" Tamarack - N 10 deg. W, 21.1'                          

4" Tamarack - S 39 deg. W, 8.6'                                  

3" Tamarack - S 17 deg. E, 21.1' 

GLO BK 

9, P 60

29 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 21 deg. E, 7.3'                                    

3" Tamarack - N 29 deg. W, 7.3'                          

GLO BK 

9, P 64

29 50-24

Survey of South and East lines of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 211

29 50-24
Survey of North line of Section by H.D. 

Keath, County Surveyor
1915 Mag. Var. and Distance shown

Book 1, 

Page 208

30 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 21 deg. E, 7.3'                                    

3" Tamarack - N 29 deg. W, 7.3'                          

GLO BK 

9, P 64

30 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
14" Tamarack - S 22 deg. E, 6.6'                                    

8" Birch - N 85 deg. W, 3.3'                          

GLO BK 

9, P 65

30 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 11 deg. E, 11.9'                                    

4" Tamarack - N 18 deg. W, 7.3'                          

4" Tamarack - S 57 deg. W, 4.0'                                  

3" Tamarack - S 19 deg. E, 11.2' 

GLO BK 

9, P 64

30 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

24" White Pine - N 19 deg. E, 28.4'                                    

16" Burr Oak - N 16 deg. W, 9.9'                          

10" Elm - S 06 deg. W, 21.8'                                  

14" Burr Oak - S 03 deg. E, 23.8' 

GLO BK 

9, P 3

30 50-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 34 deg. W, 7.9'                                    

8" Tamarack - N 12 deg. W, 13.9'                          

GLO BK 

9, P 63

30 50-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 52 deg. E, 25.7'                                    

7" Tamarack - N 10 deg. W, 21.1'                          

4" Tamarack - S 39 deg. W, 8.6'                                  

3" Tamarack - S 17 deg. E, 21.1' 

GLO BK 

9, P 60

30 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
24" Aspen - S 86 deg. E, 36.3'                                    

8" Elm - S 85 deg. W, 19.8'                          

GLO BK 

9, P 3

31 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3 Tamarack - S 71 deg. W, 7.3'                                    

4" Tamarack - N 67 deg. E, 2.0'                          

GLO BK 

9, P 60

31 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on S side Willow River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Maple - N 80 deg. E, 40.9'                                    

14" Maple - N 86 deg. W, 41.6'                          

GLO BK 

9, P 1

31 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on N side Willow River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
8" Aspen - S 52 deg. W, 2.6'                                    

8" Elm - N 38 deg. W, 20.5'                          

GLO BK 

9, P 1

31 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on S side Willow River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
4" Birch - S 72 deg. E, 77.2'                                    

No other tree near to use for tie                

GLO BK 

9, P 1
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31 50-24 M.C.

M.C. set on W line NW 1/4 is wood 

post set on N side Willow River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
18" Maple - S 04 deg. W, 40.9'                                    

8" White Ash - S 01 deg. E, 15.8'                          

GLO BK 

9, P 2
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31 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 34 deg. W, 7.9'                                    

8" Tamarack - N 12 deg. W, 13.9'                          

GLO BK 

9, P 63

31 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 52 deg. E, 25.7'                                    

7" Tamarack - N 10 deg. W, 21.1'                          

4" Tamarack - S 39 deg. W, 8.6'                                  

3" Tamarack - S 17 deg. E, 21.1' 

GLO BK 

9, P 60

31 50-24 S 1/4

5/8" iron pipe w/post set 83' S of c/l E-

W ditch to E, 38' ESE of c/l N-S ditch 

to W by B. Eveland

1981 (No ties available) 235667

31 50-24 S 1/4

5" Tamarack used for corner as part of 

original Government Survey by D. 

Watson, U.S. Deputy Surveyor

1870 No ties stated
Book 3, 

Page 21

31 50-24 SE

3/4" iron rod w/post set 44' S of c/l E-

W ditch, 49' W of c/l N-S ditch to E, 

62' E of c/l N-S ditch to W by B. 

Eveland

1981 (No ties available) 235668

31 50-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 70 deg. W, 2.0'                                   

3" Tamarack - S 30 deg. W, 17.2'                                        

3" Tamarack - S 35 deg. E, 11.9'                                

5" Tamarack - N 52 deg. E, 26.4'

Book 3, 

Page 21

31 50-24 SW
C.I.M. set at fence corner of fences to 

N and E by B. Eveland
1981

DNR RP in 26" Spruce - S 54 deg. E, 251.68'       

DNR RP in Tw. 7" Oak - S 75 deg. W, 269.39'     

DNR RP in Tw. 11" Oak - N 65 deg.W, 270.47'

235673

31 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack - S 31 deg. E, 9.2'                                   

8" Tamarack - S 82 deg. W, 25.1'                                        

10" Tamarack - N 86 deg. E, 1.3'                                

8" Tamarack - N 47 deg. W, 21.8'

Book 3, 

Page 14

31 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Maple - S 87 deg. W, 51.5'                                    

8" Maple - N 66 deg. E, 52.1'                          

GLO BK 

9, P 1

32 50-24 E 1/4
3/4" iron rod set 35' E of edge woods 

by B. Eveland 
1981

DNR RP in 15" Elm - 49.73' NW                          

DNR RP in 7" Elm - 65.56' WSW                         

DNR RP in 8" Basswood - 50.56' SW

235671

32 50-24 E 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

32 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 46 deg. E, 3.3'                                    

7" Tamarack - N 54 deg. W, 9.9'                          

GLO BK 

9, P 52

32 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 31 deg. W, 13.2'                                    

3" Tamarack - S 15 deg. E, 4.0'                          

GLO BK 

9, P 61

32 50-24 NE

RR spk set in open area 91' W of N-S 

brush row and 180' E of N-S brush 

row by B. Eveland 

1981 (No ties available) 235672

32 50-24 NE
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

32 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 5.3'                                    

6" Tamarack - N 58 deg. W, 11.2'                          

5" Tamarack - S 26 deg. W, 8.6'                                  

9" Tamarack - S 33 deg. E, 9.2' 

GLO BK 

9, P 53

32 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 52 deg. E, 25.7'                                    

7" Tamarack - N 10 deg. W, 21.1'                          

4" Tamarack - S 39 deg. W, 8.6'                                  

3" Tamarack - S 17 deg. E, 21.1' 

GLO BK 

9, P 60

32 50-24 S 1/4

3" Cedar Post set in c/l E-W drainage 

ditch 27' E of jog in ditch to N by B. 

Eveland

1981 (No ties available) 235669

32 50-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Cedar - S 30 deg. W, 3.3'                                   

5" Tamarack – N 03 deg. W, 4.0'                                                                                                       

Book 3, 

Page 21

32 50-24 SE

3" Cedar Post set 31' S of E-W spoil 

bank and 75' W of c/l drainage ditch to 

N by B. Eveland

1981

DNR RP in 18" Ash - S 55 deg. E, 95.70'             

DNR RP in 10" Ash - S 20 deg. E, 99.20'               

DNR RP in 11" Cedar - N 20 deg. W, 133.79'

235670

32 50-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

15” Tamarack - N 30 deg. E, 12.5'                                   

10" Tamarack - N 70 deg. W, 6.6'                                        

12" Tamarack - S 55 deg. W, 9.9'                                

10" Tamarack - S 50 deg. E, 6.6'

Book 3, 

Page 20

32 50-24 SW

3/4" iron rod set 44' S of c/l E-W ditch, 

49' W of c/l N-S ditch to E, 62' E of c/l 

N-S ditch to W by B. Eveland

1981 (No ties available) 235668
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32 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 70 deg. W, 2.0'                                   

3" Tamarack - S 30 deg. W, 17.2'                                        

3" Tamarack - S 35 deg. E, 11.9'                                

5" Tamarack - N 52 deg. E, 26.4'

Book 3, 

Page 21

32 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3 Tamarack - S 71 deg. W, 7.3'                                    

4" Tamarack - N 67 deg. E, 2.0'                          

GLO BK 

9, P 60
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32 50-24

Survey of North and East lines of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 211

33 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 58 deg. E, 13.9'                                    

7" Spruce - S 60 deg. W, 6.6'                          

GLO BK 

9, P 43

33 50-24 M.C.

M.C. #51 is on S. line SE 1/4 Sec. 33 

is 3/4" iron rod set 4' W of high bank 

on W side Mississippi River by B. 

Eveland

1981

DNR RP in 12" Ash - N 05 deg. E, 21.95'          

DNR RP in 7" Ash - S 45 deg. W, 15.77'               

DNR RP in 12" Ash - N 55 deg. W, 35.01'

235675

33 50-24 M.C.

M.C. is post set on S line SE1/4 - 

237.6 feet W of SE Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
10” Elm - N 37 deg. E, 10.6'                                   

8" Elm – S 35 deg. E, 8.4'                                                                                                       

Book 3, 

Page 19

33 50-24 M.C.

M.C. is post set on S line SE1/4 - 

445.5 feet W of SE Cor. - on W side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
4” Maple - S 35 deg. W, 19.1'                                   

10" Elm – N 20 deg. E, 11.2'                                                                                                       

Book 3, 

Page 19

33 50-24 M.C.

M.C. is post set on S line SE1/4 - 

1650.0 feet W of SE Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
23” Oak - N 30 deg. E, 4.0'                                   

10" Oak – S 10 deg. E, 4.6'                                                                                                       

Book 3, 

Page 20

33 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 23 deg. E, 5.9'                                    

9" Tamarack - S 36 deg. E, 3.3'                          

GLO BK 

9, P 53

33 50-24 NE
2" iron pipe found in line with c/l roads 

to the E and S by C. Betley
1980

N & D in Power Pole - N 82 deg. E, 119.37'           

N & D in 10" W. Oak - S 30 deg. E, 127.08'         

N & D in 12" W. Oak - S 30 deg. W, 74.57' 

212899

33 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Spruce - N 50 deg. E, 14.5'                                    

12" White Pine - N 82 deg. W, 8.6'                             

10" Yellow Pine - S 21 deg. E, 22.4'                                  

8" Spruce - S 48 deg. W, 17.8' 

GLO BK 

9, P 43

33 50-24 NW

RR spk set in open area 91' W of N-S 

brush row and 180' E of N-S brush 

row by B. Eveland 

1981 (No ties available) 235672

33 50-24 NW
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

33 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 25 deg. E, 5.3'                                    

6" Tamarack - N 58 deg. W, 11.2'                          

5" Tamarack - S 26 deg. W, 8.6'                                  

9" Tamarack - S 33 deg. E, 9.2' 

GLO BK 

9, P 53

33 50-24 S 1/4
3/4" iron pipe set in swamp by lost 

methods by B. Eveland
1981

DNR RP in 5" Poplar - S 15 deg. E, 70.57'           

DNR RP in 6" Poplar - S 10 deg. W, 71.45'       

DNR RP in 14" Poplar - S 70 deg. W, 156.24'

235676

33 50-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
8” Tamarack - N 08 deg. W, 4.6'                                   

8" Tamarack – S 33 deg. W, 7.3'                                                                                                       

Book 3, 

Page 20

33 50-24 SE
C.I.M. w/steel fence post set by lost 

methods by B. Eveland
1981

DNR RP in 13" Maple - N 16 deg. E, 10.02'         

DNR RP in Tw. 3" Ash - S 44 deg. E, 20.47'         

DNR RP in 12" Maple - N 60 deg. W, 34.15'

235666

33 50-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Elm - N 40 deg. E, 14.5'                                   

5" Elm - N 60 deg. W, 16.5'                                        

10" Elm - S 60 deg. W, 16.5'                                

4" Elm - S 20 deg. E, 13.9'

Book 3, 

Page 19

33 50-24 SW

3" Cedar Post set 31' S of E-W spoil 

bank and 75' W of c/l drainage ditch to 

N by B. Eveland

1981

DNR RP in 18" Ash - S 55 deg. E, 95.70'              

DNR RP in 10" Ash - S 20 deg. E, 99.20'             

DNR RP in 11" Cedar - N 20 deg. W, 133.79'

235670

33 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

15” Tamarack - N 30 deg. E, 12.5'                                   

10" Tamarack - N 70 deg. W, 6.6'                                        

12" Tamarack - S 55 deg. W, 9.9'                                

10" Tamarack - S 50 deg. E, 6.6'

Book 3, 

Page 20

33 50-24 W 1/4
3/4" iron rod set 35' E of edge woods 

by B. Eveland 
1981

DNR RP in 15" Elm - 49.73' NW                          

DNR RP in 7" Elm - 65.56' WSW                         

DNR RP in 8" Basswood - 50.56' SW

235671

33 50-24 W 1/4
1 1/4” iron pipe set from B.Ts by H.D. 

Keath, County Surveyor
1915 No new ties taken

Book 1, 

Page 211

33 50-24

Survey of North and West lines of 

Section by H.D. Keath, County 

Surveyor

1915 Mag. Var. and Distance shown
Book 1, 

Page 211

34 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Yellow Pine - N 32 deg. W, 19.1'                                    

10" Black Pine - S 31 deg. E, 5.3'                          

GLO BK 

9, P 28
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34 50-24 M.C.

M.C. #33 is on S. line SW 1/4 Sec. 34 

is 3/4" iron rod set 5' W of high bank 

on E side Miss. River by B. Eveland

1981

DNR RP in 6" Ash - N 70 deg. E, 25.04'               

DNR RP in 20" W. Oak - S 40 deg. E, 18.10'       

DNR RP in 9" Elm - S 10 deg. W, 13.52'

235674
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34 50-24 M.C.

M.C. is post set on S line SW1/4 - 

753.1 feet E of SW Cor. - on E side 

Mississippi River set by D. Watson. 

U.S. Deputy Surveyor

1870
23” Black Oak - N 37 deg. E, 9.2'                                   

3" Aspen – S 30 deg. E, 7.3'                                                                                                       

Book 3, 

Page 18

34 50-24 M.C.

M.C. set on E line SE1/4 is wood post 

set on S side Libby Lake as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 90 deg. W, 7.9'                                    

5" Tamarack - S 17 deg. E, 10.6'                          

GLO BK 

9, P 28

34 50-24 M.C.

M.C. set on E line SE1/4 is wood post 

set on N side Libby Lake as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6" Birch - N 52 deg. E, 19.8'                                    

9" Black Pine - N 62 deg. W, 9.2'                          

GLO BK 

9, P 28

34 50-24 M.C.

M.C. set on E line NE1/4 is wood post 

set on S side Mississippi River as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
12" Elm - S 50 deg. E, 6.6'                                    

9" Elm - S 52 deg. W, 13.2'                          

GLO BK 

9, P 29

34 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Cedar - N 31 deg. E, 4.6'                                    

6" White Pine - N 34 deg. W, 12.5'                          

GLO BK 

9, P 45

34 50-24 NE

Corner falls in Mississippi River no 

post set as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No ties for corner as it falls in Mississippi River
GLO BK 

9, P 29

34 50-24 NW
2" iron pipe found in line with c/l roads 

to the E and S by C. Betley
1980

N & D in Power Pole - N 82 deg. E, 119.37'          

N & D in 10" W. Oak - S 30 deg. E, 127.08'            

N & D in 12" W. Oak - S 30 deg. W, 74.57'  

212899

34 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Spruce - N 50 deg. E, 14.5'                                    

12" White Pine - N 82 deg. W, 8.6'                             

10" Yellow Pine - S 21 deg. E, 22.4'                                  

8" Spruce - S 48 deg. W, 17.8' 

GLO BK 

9, P 43

34 50-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Tamarack - S 10 deg. E, 1.3'                                   

7" Tamarack – N 10 deg. W, 3.3'                                                                                                       

Book 3, 

Page 18

34 50-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 30 deg. E, 4.0'                                   

5" Tamarack - S 67 deg. E, 15.8'                                        

4" Tamarack - N 64 deg. W, 2.0'                                

4" Tamarack - S 40 deg. W, 8.6'

Book 3, 

Page 18

34 50-24 SW
C.I.M. w/steel fence post set by lost 

methods by B. Eveland
1981

DNR RP in 13" Maple - N 16 deg. E, 10.02'        

DNR RP in Tw. 3" Ash - S 44 deg. E, 20.47'         

DNR RP in 12" Maple - N 60 deg. W, 34.15'

235666

34 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

6” Elm - N 40 deg. E, 14.5'                                   

5" Elm - N 60 deg. W, 16.5'                                        

10" Elm - S 60 deg. W, 16.5'                                

4" Elm - S 20 deg. E, 13.9'

Book 3, 

Page 19

34 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Birch - N 58 deg. E, 13.9'                                    

7" Spruce - S 60 deg. W, 6.6'                          

GLO BK 

9, P 43

34 50-24

Survey of N line of NW ¼ line of 

Section by H. D Keath, County 

Surveyor 

1915
Found inp. Corners                                      

Distance and Mag. Var. shown 

Book 1, 

Page 236

35 50-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - N 05 deg. W, 21.8'                                    

7" Aspen - N 30 deg. E, 3.3'                          

GLO BK 

9, P 15

35 50-24 M.C.

M.C. set on W line SW1/4 is wood 

post set on S side Libby Lake as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
5" Tamarack - S 90 deg. W, 7.9'                                    

5" Tamarack - S 17 deg. E, 10.6'                          

GLO BK 

9, P 28

35 50-24 M.C.

M.C. set on W line SW1/4 is wood 

post set on N side Libby Lake as part 

of original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
6" Birch - N 52 deg. E, 19.8'                                    

9" Black Pine - N 62 deg. W, 9.2'                          

GLO BK 

9, P 28

35 50-24 M.C.

M.C. set on W line NW1/4 is wood 

post set on S side Mississippi River as 

part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870
12" Elm - S 50 deg. E, 6.6'                                    

9" Elm - S 52 deg. W, 13.2'                          

GLO BK 

9, P 29

35 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Willow - S 04 deg. W, 58.1'                                    

No other trees near for ties                    

GLO BK 

9, P 30
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35 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 29 deg. E, 39.6'                                    

7" Tamarack - N 35 deg. W, 25.7'                          

14" Tamarack - S 69 deg. W, 5.9'                                  

9" Tamarack - S 04 deg. E, 11.9' 

GLO BK 

9, P 15

35 50-24 NW

Corner falls in Mississippi River no 

post set as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No ties for corner as it falls in Mississippi River
GLO BK 

9, P 29

35 50-24 S 1/4

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
10” Aspen - N 75 deg. W, 36.3'                                   

30" Pine – N 14 deg. E, 27.1'                                                                                                       

Book 3, 

Page 17
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35 50-24 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen - S 30 deg. W, 2.6'                                   

4" Aspen – N 30 deg. E, 9.9'                                                                                                       

Book 3, 

Page 17

35 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

3” Tamarack - N 30 deg. E, 4.0'                                   

5" Tamarack - S 67 deg. E, 15.8'                                        

4" Tamarack - N 64 deg. W, 2.0'                                

4" Tamarack - S 40 deg. W, 8.6'

Book 3, 

Page 18

35 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Yellow Pine - N 32 deg. W, 19.1'                                    

10" Black Pine - S 31 deg. E, 5.3'                          

GLO BK 

9, P 28

36 50-24 E 1/4

Cor. Falls in Big Sandy Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties set
GLO  Bk 

13 P. 7

36 50-24 M.C.

M.C. On S. line SW ¼ - Brass cap fnd 

at corner by Glen Bickley, County 

Surveyor

1923 Did not take new ties  
Book 1, 

Page 385

36 50-24 M.C.

M.C. on E. line NE 1/4 - set wood post 

as part of orig. Gov't Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
15” Oak – N 18 deg. W, 115.5'                              

15” Basswood – N 40 deg. E, 73.9'

GLO  Bk 

13 P. 7

36 50-24 M.C.

M.C. is post set on S line SW1/4 - 

1419.0 feet E of SW Cor. - on W side 

Brown Lake set by D. Watson. U.S. 

Deputy Surveyor

1870 30" Pine - N 76 deg. W, 89.8'                                                                                       
Book 3, 

Page 17

36 50-24 M.C.

M.C. set on N line NE 1/4 is wood post 

set on W side Flowage Lake as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
7" Elm - N 85 deg. E, 103.6'                                           

12" Linden - S 62 deg. E, 92.4'            

GLO BK 

9, P 16

36 50-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 89 deg. W, 485.1'                                    

24" Yellow Pine - N 85 deg. E, 561.0'                          

GLO BK 

9, P 16

36 50-24 NE
2" capped iron pipe found on island by 

W.Buckler
1979

Tw. 7" W. Oak - 21.51' NE                                      

10" B. Oak - 18.54' SE                                          

7" W. Oak - 5.53' WNW

249576

36 50-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Basswood – N 57 deg. E, 36.3'                         

4“ Oak – N 10 deg. W, 29.0'                             

12” Aspen – S 78 deg. W, 64.7'                            

8" Oak - S 38 deg. E, 54.8'

GLO  Bk 

13 P. 7

36 50-24 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 29 deg. E, 39.6'                                    

7" Tamarack - N 35 deg. W, 25.7'                          

14" Tamarack - S 69 deg. W, 5.9'                                  

9" Tamarack - S 04 deg. E, 11.9' 

GLO BK 

9, P 15

36 50-24 S 1/4

3" Birch for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

36 50-24 S 1/4

Corner falls in Big Sandy Lake - no 

post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 No ties since corner is in Lake                                                                                     
Book 3, 

Page 17

36 50-24 SE

(No Mon. set) Cor. falls in Big Sandy 

Lake and location has been computed 

by W. Buckler

1987 (No ties available) 249574

36 50-24 SE

Corner location falls in Big Sandy 

Lake – no wood post set as part of 

original Government Land Office 

Survey by James R. King, U.S. 

Deputy Surveyor

1873  No ties available
GLO  Bk 

12,  P. 8

36 50-24 SE

Corner falls in Big Sandy Lake - no 

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870 Corner falls in Big Sandy Lake, No ties set            
Book 3, 

Page 4

36 50-24 SW

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870
4” Aspen - S 30 deg. W, 2.6'                                   

4" Aspen – N 30 deg. E, 9.9'                                                                                                       

Book 3, 

Page 17

36 50-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Birch - N 05 deg. W, 21.8'                                    

7" Aspen - N 30 deg. E, 3.3'                          

GLO BK 

9, P 15

36 50-24
Survey of N-S ¼ line by H.D. Keath, 

County Surveyor 
1935

Survey of N-S ¼ line only                                

Distance and Mag. Var. stated

Book 1, 

Page 478

1 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 52 deg. E, 5.9'                                    

7" Tamarack - S 10 deg. W, 4.6'                          

GLO BK 

6 P 11
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1 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 79 deg. E, 9.9'                                    

6" Tamarack - N 70 deg. W, 4.0'                          

7" Tamarack - S 31 deg. W, 7.9'                                  

7" Tamarack - S 53 deg. E, 13.2' 

GLO BK 

9, P 9

1 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 10

1 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 04 deg. W, 13.2'                                    

3" Tamarack - N 04 deg. W, 17.2'                          

GLO BK 

6 P 22

1 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 69 deg. E, 4.0'                                    

6" Tamarack - N 46 deg. W, 5.9'                          

6" Tamarack - S 47 deg. W, 5.3'                                  

4" Tamarack - S 09 deg. E, 12.5' 

GLO BK 

9, P 8

1 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 78 deg. E, 11.2'                                    

6" Tamarack - N 67 deg. W, 11.2'                          

6" Tamarack - S 40 deg. W, 11.2'                                  

4" Tamarack - S 26 deg. E, 13.2' 

GLO BK 

6 P 21

1 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 31 deg. W, 8.6'                                    

6" Tamarack - S 23 deg. E, 6.6'                          

GLO BK 

6 P 23

2 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - N 31 deg. W, 8.6'                                    

6" Tamarack - S 23 deg. E, 6.6'                          

GLO BK 

6 P 23

2 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
16" Birch - S 40 deg. E, 2.0'                                    

12" Birch - N 18 deg. W, 11.9'                          

GLO BK 

6 P 10

2 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 10

2 50-25 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Tamarack – N 45 deg. W, 49.3'                        

10” Tamarack – S 45 deg. W, 45.9'

Book 1, 

Page 343

2 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 83 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 9

2 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 35 deg. E, 15.8'                                    

4" Tamarack - S 06 deg. E, 7.3'                          

GLO BK 

6 P 31

2 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 78 deg. E, 11.2'                                    

6" Tamarack - N 67 deg. W, 11.2'                          

6" Tamarack - S 40 deg. W, 11.2'                                  

4" Tamarack - S 26 deg. E, 13.2' 

GLO BK 

6 P 21

2 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 37 deg. E, 2.6'                                    

3" Tamarack - N 42 deg. W, 4.6'                          

3" Tamarack - S 23 deg. E, 4.6'                                  

No other trees near for ties

GLO BK 

6 P 30

2 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 31 deg. W, 13.2'                                    

6" Tamarack - S 31 deg. W, 20.5'                          

GLO BK 

6 P 32

3 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 31 deg. W, 13.2'                                    

6" Tamarack - S 31 deg. W, 20.5'                          

GLO BK 

6 P 32

3 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 01 deg. E, 2.6'                                    

10" Tamarack - N 48 deg. W, 6.6'                          

GLO BK 

6 P 9

3 50-25 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Tamarack – N 45 deg. W, 49.3'                        

10” Tamarack – S 45 deg. W, 45.9'

Book 1, 

Page 343

3 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 83 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 9

3 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 22 deg. E, 5.3'                                    

7" Fir - N 87 deg. W, 17.2'                          7" 

Cedar - S 23 deg. W, 16.5'                                  

10" Birch - S 56 deg. E, 18.5' 

GLO BK 

6 P 8

3 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 89 deg. E, 33.0'                                    

No other trees near to use for ties                

GLO BK 

6 P 41

3 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 37 deg. E, 2.6'                                    

3" Tamarack - N 42 deg. W, 4.6'                          

3" Tamarack - S 23 deg. E, 4.6'                                  

No other trees near for ties

GLO BK 

6 P 30
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3 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 27 deg. E, 15.8'                                    

7" Tamarack - N 17 deg. W, 13.2'                          

7" Tamarack - S 62 deg. W, 2.6'                                  

7" Tamarack - S 53 deg. E, 7.9' 

GLO BK 

6 P 40

3 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 88 deg. E, 12.5'                                    

6" Tamarack - N 89 deg. E, 13.9'                          

GLO BK 

6 P 42

4 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 88 deg. E, 12.5'                                    

6" Tamarack - N 89 deg. E, 13.9'                          

GLO BK 

6 P 42

4 50-25 N 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Basswood – N 45 deg E, 17.1'                          

12” Elm – S 45 deg W, 8.6'

Book 1, 

Page 317

4 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Elm - S 30 deg. W, 8.6'                                    

12" Maple - N 82 deg. E, 7.3'                          

GLO BK 

6 P 8

4 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 22 deg. E, 5.3'                                    

7" Fir - N 87 deg. W, 17.2'                          7" 

Cedar - S 23 deg. W, 16.5'                                  

10" Birch - S 56 deg. E, 18.5' 

GLO BK 

6 P 8

4 50-25 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Tamarack – N 45 deg W, 41.9'                        

5” Spruce – S 45 deg W, 35.0'

Book 1, 

Page 317

4 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 41 deg. E, 6.6'                                    

7" Tamarack - N 26 deg. W, 15.8'                          

8" Tamarack - S 29 deg. W, 15.8'                                  

4" Tamarack - S 52 deg. E, 7.9' 

GLO BK 

6, P 7

4 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 52

4 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 27 deg. E, 15.8'                                    

7" Tamarack - N 17 deg. W, 13.2'                          

7" Tamarack - S 62 deg. W, 2.6'                                  

7" Tamarack - S 53 deg. E, 7.9' 

GLO BK 

6 P 40

4 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 19 deg. E, 6.6'                                    

5" Tamarack - N 72 deg. W, 7.9'                          

12" Tamarack - S 61 deg. W, 13.9'                                  

5" Tamarack - S 37 deg. E, 5.3' 

GLO BK 

6 P 51

4 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Aspen - S 01 deg. E, 21.1'                                    

10" Aspen - N 12 deg. E, 43.6'                          

GLO BK 

6 P 53

5 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Aspen - S 01 deg. E, 21.1'                                    

10" Aspen - N 12 deg. E, 43.6'                          

GLO BK 

6 P 53

5 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
2" Tamarack - N 06 deg. W, 40.9'                                    

3" Tamarack - S 27 deg. E, 35.6'                          

GLO BK 

6 P 7

5 50-25 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Tamarack – N 45 deg W, 41.9'                        

5” Spruce – S 45 deg W, 35.0'

Book 1, 

Page 317

5 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 41 deg. E, 6.6'                                    

7" Tamarack - N 26 deg. W, 15.8'                          

8" Tamarack - S 29 deg. W, 15.8'                                  

4" Tamarack - S 52 deg. E, 7.9' 

GLO BK 

6, P 7

5 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 56 deg. E, 57.4'                                    

3" Tamarack - N 18 deg. W, 90.4'                          

2" Tamarack - S 33 deg. W, 20.5'                                  

2" Tamarack - S 04 deg. E, 42.9' 

GLO BK 

6, P 6

5 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Spruce - N 32 deg. E, 23.1'                                    

No other tree near to use for ties                  

GLO BK 

6 P 67

5 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 19 deg. E, 6.6'                                    

5" Tamarack - N 72 deg. W, 7.9'                          

12" Tamarack - S 61 deg. W, 13.9'                                  

5" Tamarack - S 37 deg. E, 5.3' 

GLO BK 

6 P 51

5 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Spruce - N 57 deg. E, 2.0'                                    

3" Spruce - N 21 deg. W, 14.5'                          

3" Spruce - S 07 deg. W, 13.2'                                  

4" Spruce - S 67 deg. E, 2.6' 

GLO BK 

6 P 66

5 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 74 deg. E, 56.1'                                    

4" Tamarack - S 87 deg. W, 43.6'                          

GLO BK 

6 P 69

6 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 74 deg. E, 56.1'                                    

4" Tamarack - S 87 deg. W, 43.6'                          

GLO BK 

6 P 69

6 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
2" Tamarack - N 06 deg. W, 40.9'                                    

3" Tamarack - S 27 deg. E, 35.6'                          

GLO BK 

6 P 6
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6 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 56 deg. E, 57.4'                                    

3" Tamarack - N 18 deg. W, 90.4'                          

2" Tamarack - S 33 deg. W, 20.5'                                  

2" Tamarack - S 04 deg. E, 42.9' 

GLO BK 

6, P 6

6 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - S 45 deg. E, 4.0'                                    

3" Tamarack - N 54 deg. E, 7.3'                          

3" Tamarack - N 16 deg. W, 9.9'                                  

4" Tamarack - S 22 deg. W, 4.6' 

GLO BK 

6, P 5

6 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 51 deg. E, 13.9'                                    

8" Maple - S 22 deg. W, 15.2'                          

GLO BK 

6 P 68

6 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Spruce - N 57 deg. E, 2.0'                                    

3" Spruce - N 21 deg. W, 14.5'                          

3" Spruce - S 07 deg. W, 13.2'                                  

4" Spruce - S 67 deg. E, 2.6' 

GLO BK 

6 P 66

6 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Aspen - S 82 deg. E, 5.9'                                    

14" Aspen - N 40 deg. E, 27.7'                          

4" Birch - S 35 deg. W, 19.1'                                  

10" Maple - S 53 deg. W, 6.6' 

GLO BK 

6, P 4

6 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" White Birch - S 61 deg. E, 18.5'                                    

14" Aspen - N 55 deg. W, 20.5'                          

GLO BK 

6 P 4

7 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Spruce - S 02 deg. E, 21.1'                                    

4" Spruce - S 09 deg. W, 12.5'                          

GLO BK 

6 P 66

7 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Birch - N 51 deg. E, 13.9'                                    

8" Maple - S 22 deg. W, 15.2'                          

GLO BK 

6 P 68

7 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Spruce - N 57 deg. E, 2.0'                                    

3" Spruce - N 21 deg. W, 14.5'                          

3" Spruce - S 07 deg. W, 13.2'                                  

4" Spruce - S 67 deg. E, 2.6' 

GLO BK 

6 P 66

7 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Aspen - S 82 deg. E, 5.9'                                    

14" Aspen - N 40 deg. E, 27.7'                          

4" Birch - S 35 deg. W, 19.1'                                  

10" Maple - S 53 deg. W, 6.6' 

GLO BK 

6, P 4

7 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 89 deg. E, 1077.8' (??)                              

No other tree near               

GLO BK 

6 P 65

7 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 56 deg. W, 100.3'                                    

2" Tamarack - S 78 deg. W, 37.0'                          

4" Tamarack - S 11 deg. E, 44.2'                                  

No other tree near

GLO BK 

6 P 63

7 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

7 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

8 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 69 deg. W, 9.2'                                    

2" Tamarack - S 04 deg. W, 13.2'                          

GLO BK 

6 P 51

8 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Spruce - N 32 deg. E, 23.1'                                    

No other tree near to use for ties                  

GLO BK 

6 P 67

8 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 19 deg. E, 6.6'                                    

5" Tamarack - N 72 deg. W, 7.9'                          

12" Tamarack - S 61 deg. W, 13.9'                                  

5" Tamarack - S 37 deg. E, 5.3' 

GLO BK 

6 P 51

8 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Spruce - N 57 deg. E, 2.0'                                    

3" Spruce - N 21 deg. W, 14.5'                          

3" Spruce - S 07 deg. W, 13.2'                                  

4" Spruce - S 67 deg. E, 2.6' 

GLO BK 

6 P 66

8 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 02 deg. W, 8.6'                                    

10" Tamarack - N 81 deg. W, 21.1'                          

GLO BK 

6 P 64

8 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 05 deg. E, 6.6'                                    

6" Spruce - N 37 deg. W, 13.2'                          

5" Spruce - S 51 deg. W, 8.6'                                  

5" Spruce - S 40 deg. E, 4.6' 

GLO BK 

6 P 49

8 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 56 deg. W, 100.3'                                    

2" Tamarack - S 78 deg. W, 37.0'                          

4" Tamarack - S 11 deg. E, 44.2'                                  

No other tree near

GLO BK 

6 P 63
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8 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Spruce - S 02 deg. E, 21.1'                                    

4" Spruce - S 09 deg. W, 12.5'                          

GLO BK 

6 P 66

9 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 40 deg. E, 5.9'                                    

6" Tamarack - S 55 deg. W, 8.6'                          

GLO BK 

6 P 40

9 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 52

9 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 27 deg. E, 15.8'                                    

7" Tamarack - N 17 deg. W, 13.2'                          

7" Tamarack - S 62 deg. W, 2.6'                                  

7" Tamarack - S 53 deg. E, 7.9' 

GLO BK 

6 P 40

9 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 19 deg. E, 6.6'                                    

5" Tamarack - N 72 deg. W, 7.9'                          

12" Tamarack - S 61 deg. W, 13.9'                                  

5" Tamarack - S 37 deg. E, 5.3' 

GLO BK 

6 P 51

9 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 21 deg. W, 4.0'                                    

5" Spruce - S 04 deg. W, 13.2'                          

GLO BK 

6 P 50

9 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 53 deg. E, 4.0'                                    

5" Tamarack - N 63 deg. W, 9.2'                          

3" Tamarack - S 64 deg. W, 5.9'                                  

5" Tamarack - S 60 deg. E, 5.3' 

GLO BK 

6 P 38

9 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 05 deg. E, 6.6'                                    

6" Spruce - N 37 deg. W, 13.2'                          

5" Spruce - S 51 deg. W, 8.6'                                  

5" Spruce - S 40 deg. E, 4.6' 

GLO BK 

6 P 49

9 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 69 deg. W, 9.2'                                    

2" Tamarack - S 04 deg. W, 13.2'                          

GLO BK 

6 P 51

10 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No live trees to use for ties
GLO BK 

6 P 30

10 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 89 deg. E, 33.0'                                    

No other trees near to use for ties                

GLO BK 

6 P 41

10 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 37 deg. E, 2.6'                                    

3" Tamarack - N 42 deg. W, 4.6'                          

3" Tamarack - S 23 deg. E, 4.6'                                  

No other trees near for ties

GLO BK 

6 P 30

10 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 27 deg. E, 15.8'                                    

7" Tamarack - N 17 deg. W, 13.2'                          

7" Tamarack - S 62 deg. W, 2.6'                                  

7" Tamarack - S 53 deg. E, 7.9' 

GLO BK 

6 P 40

10 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 39

10 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 32 deg. E, 12.5'                                    

4" Tamarack - N 72 deg. W, 11.9'                          

5" Tamarack - S 55 deg. W, 22.4'                                  

4" Tamarack - S 25 deg. E, 8.6' 

GLO BK 

6 P 29

10 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 53 deg. E, 4.0'                                    

5" Tamarack - N 63 deg. W, 9.2'                          

3" Tamarack - S 64 deg. W, 5.9'                                  

5" Tamarack - S 60 deg. E, 5.3' 

GLO BK 

6 P 38

10 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 40 deg. E, 5.9'                                    

6" Tamarack - S 55 deg. W, 8.6'                          

GLO BK 

6 P 40

11 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 38 deg. W, 11.9'                                    

5" Tamarack - S 31 deg. W, 9.2'                          

GLO BK 

6 P 21

11 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 35 deg. E, 15.8'                                    

4" Tamarack - S 06 deg. E, 7.3'                          

GLO BK 

6 P 31

11 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 78 deg. E, 11.2'                                    

6" Tamarack - N 67 deg. W, 11.2'                          

6" Tamarack - S 40 deg. W, 11.2'                                  

4" Tamarack - S 26 deg. E, 13.2' 

GLO BK 

6 P 21

11 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 37 deg. E, 2.6'                                    

3" Tamarack - N 42 deg. W, 4.6'                          

3" Tamarack - S 23 deg. E, 4.6'                                  

No other trees near for ties

GLO BK 

6 P 30
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11 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 17 deg. E, 15.8'                                    

8" Tamarack - S 27 deg. W, 14.5'                          

GLO BK 

6 P 30

11 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Fir - N 45 deg. E, 5.9'                                    

9" Birch - N 46 deg. W, 5.9'                          6" 

Fir - S 67 deg. W, 10.6'                                  

No other tree near for tie

GLO BK 

9, P 19

11 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 32 deg. E, 12.5'                                    

4" Tamarack - N 72 deg. W, 11.9'                          

5" Tamarack - S 55 deg. W, 22.4'                                  

4" Tamarack - S 25 deg. E, 8.6' 

GLO BK 

6 P 29

11 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No live trees to use for ties
GLO BK 

6 P 30

11 50-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1931

Survey of E line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 451

12 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Cedar - N 65 deg. E, 5.3'                                    

7" Cedar - N 55 deg. W, 6.6'                          

GLO BK 

9, P 8

12 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 04 deg. W, 13.2'                                    

3" Tamarack - N 04 deg. W, 17.2'                          

GLO BK 

6 P 22

12 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Tamarack - N 69 deg. E, 4.0'                                    

6" Tamarack - N 46 deg. W, 5.9'                          

6" Tamarack - S 47 deg. W, 5.3'                                  

4" Tamarack - S 09 deg. E, 12.5' 

GLO BK 

9, P 8

12 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 78 deg. E, 11.2'                                    

6" Tamarack - N 67 deg. W, 11.2'                          

6" Tamarack - S 40 deg. W, 11.2'                                  

4" Tamarack - S 26 deg. E, 13.2' 

GLO BK 

6 P 21

12 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 17 deg. E, 15.8'                                    

3" Tamarack - S 57 deg. W, 14.5'                          

GLO BK 

6 P 20

12 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 38 deg. E, 4.6'                                    

7" Tamarack - N 15 deg. W, 4.6'                          

12" Tamarack - S 33 deg. W, 12.5'                                  

12" Tamarack - S 54 deg. E, 5.9' 

GLO BK 

9, P 7

12 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Fir - N 45 deg. E, 5.9'                                    

9" Birch - N 46 deg. W, 5.9'                          6" 

Fir - S 67 deg. W, 10.6'                                  

No other tree near for tie

GLO BK 

6, P 19

12 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 38 deg. W, 11.9'                                    

5" Tamarack - S 31 deg. W, 9.2'                          

GLO BK 

6 P 21

12 50-25
Survey of Section line by H.D. Keath, 

County Surveyor 
1931

Survey of W line of Section                           

Distance and Mag. Var. stated

Book 1, 

Page 451

13 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Cedar - N 40 deg. E, 33.0'                                    

8" Cedar - S 58 deg. W, 9.2'                          

GLO BK 

9, P 7

13 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 17 deg. E, 15.8'                                    

3" Tamarack - S 57 deg. W, 14.5'                          

GLO BK 

6 P 20

13 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 38 deg. E, 4.6'                                    

7" Tamarack - N 15 deg. W, 4.6'                          

12" Tamarack - S 33 deg. W, 12.5'                                  

12" Tamarack - S 54 deg. E, 5.9' 

GLO BK 

9, P 7

13 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Fir - N 45 deg. E, 5.9'                                    

9" Birch - N 46 deg. W, 5.9'                          6" 

Fir - S 67 deg. W, 10.6'                                  

No other tree near for tie

GLO BK 

6, P 19

13 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 80 deg. W, 2.0'                                    

8" Cedar - S 75 deg. W, 2.6'                          

GLO BK 

6 P 18

13 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 53 deg. E, 4.6'                                    

7" Birch - N 05 deg. W, 42.2'                          6" 

Birch - S 60 deg. W, 4.0'                                  

6" Birch - S 48 deg. E, 11.2' 

GLO BK 

9, P 6

13 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Sugar - N 75 deg. E, 15.2'                                    

14" Aspen - N 62 deg. W, 5.9'                          

5" Fir - S 56 deg. W, 4.0'                                  

12" Elm - S 70 deg. E, 21.1' 

GLO BK 

6, P 17

13 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Aspen - N 27 deg. W, 5.3'                                    

6" Aspen - S 80 deg. E, 4.6'                          

GLO BK 

6 P 19
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14 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Aspen - N 27 deg. W, 5.3'                                    

6" Aspen - S 80 deg. E, 4.6'                          

GLO BK 

6 P 19

14 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 17 deg. E, 15.8'                                    

8" Tamarack - S 27 deg. W, 14.5'                          

GLO BK 

6 P 30

14 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Fir - N 45 deg. E, 5.9'                                    

9" Birch - N 46 deg. W, 5.9'                          6" 

Fir - S 67 deg. W, 10.6'                                  

No other tree near for tie

GLO BK 

6, P 19

14 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 32 deg. E, 12.5'                                    

4" Tamarack - N 72 deg. W, 11.9'                          

5" Tamarack - S 55 deg. W, 22.4'                                  

4" Tamarack - S 25 deg. E, 8.6' 

GLO BK 

6 P 29

14 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Aspen - N 46 deg. E, 11.2'                                    

5" Aspen - S 45 deg. W, 9.9'                          

GLO BK 

6 P 28

14 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Sugar - N 75 deg. E, 15.2'                                    

14" Aspen - N 62 deg. W, 5.9'                          

5" Fir - S 56 deg. W, 4.0'                                  

12" Elm - S 70 deg. E, 21.1' 

GLO BK 

6, P 17

14 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Aspen - N 68 deg. E, 12.5'                                    

8" Aspen - N 24 deg. W, 5.3'                          6" 

Aspen - S 12 deg. W, 7.9'                                  

6" Aspen - S 20 deg. E, 13.2' 

GLO BK 

6, P 27

14 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 43 deg. W, 14.5'                                    

5" Tamarack - S 06 deg. E, 7.9'                          

GLO BK 

6 P 29

15 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - S 43 deg. W, 14.5'                                    

5" Tamarack - S 06 deg. E, 7.9'                          

GLO BK 

6 P 29

15 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 39

15 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 32 deg. E, 12.5'                                    

4" Tamarack - N 72 deg. W, 11.9'                          

5" Tamarack - S 55 deg. W, 22.4'                                  

4" Tamarack - S 25 deg. E, 8.6' 

GLO BK 

6 P 29

15 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 53 deg. E, 4.0'                                    

5" Tamarack - N 63 deg. W, 9.2'                          

3" Tamarack - S 64 deg. W, 5.9'                                  

5" Tamarack - S 60 deg. E, 5.3' 

GLO BK 

6 P 38

15 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Spruce - N 50 deg. E, 13.2'                                    

10" Spruce - S 62 deg. W, 8.6'                          

GLO BK 

6 P 38

15 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Aspen - N 68 deg. E, 12.5'                                    

8" Aspen - N 24 deg. W, 5.3'                          6" 

Aspen - S 12 deg. W, 7.9'                                  

6" Aspen - S 20 deg. E, 13.2' 

GLO BK 

6, P 27

15 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 8.6'                                    

6" Tamarack - N 09 deg. W, 13.2'                          

8" Tamarack - S 65 deg. W, 2.0'                                  

8" Tamarack - S 40 deg. E, 3.3' 

GLO BK 

6 P 37

15 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 80 deg. E, 3.3'                                    

6" Tamarack - S 74 deg. W, 7.9'                          

GLO BK 

6 P 38

16 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 80 deg. E, 3.3'                                    

6" Tamarack - S 74 deg. W, 7.9'                          

GLO BK 

6 P 38

16 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 21 deg. W, 4.0'                                    

5" Spruce - S 04 deg. W, 13.2'                          

GLO BK 

6 P 50

16 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 53 deg. E, 4.0'                                    

5" Tamarack - N 63 deg. W, 9.2'                          

3" Tamarack - S 64 deg. W, 5.9'                                  

5" Tamarack - S 60 deg. E, 5.3' 

GLO BK 

6 P 38

16 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 05 deg. E, 6.6'                                    

6" Spruce - N 37 deg. W, 13.2'                          

5" Spruce - S 51 deg. W, 8.6'                                  

5" Spruce - S 40 deg. E, 4.6' 

GLO BK 

6 P 49

16 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 05 deg. W, 4.6'                                    

8" Tamarack - N 06 deg. E, 6.6'                          

GLO BK 

6 P 48
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16 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 8.6'                                    

6" Tamarack - N 09 deg. W, 13.2'                          

8" Tamarack - S 65 deg. W, 2.0'                                  

8" Tamarack - S 40 deg. E, 3.3' 

GLO BK 

6 P 37

16 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 23 deg. E, 44.2'                                    

5" Tamarack - N 72 deg. W, 42.9'                          

4" Tamarack - S 33 deg. W, 38.9'                                  

3" Tamarack - S 06 deg. E, 15.8' 

GLO BK 

6 P 47

16 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 53 deg. E, 9.2'                                    

2" Tamarack - S 48 deg. E, 5.9'                          

GLO BK 

6 P 49

17 50-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided all but SE ¼ of Section                       

Distances and Mag. Var. shown

Book 1,  

Page 316

17 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 53 deg. E, 9.2'                                    

2" Tamarack - S 48 deg. E, 5.9'                          

GLO BK 

6 P 49

17 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 02 deg. W, 8.6'                                    

10" Tamarack - N 81 deg. W, 21.1'                          

GLO BK 

6 P 64

17 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Spruce - N 05 deg. E, 6.6'                                    

6" Spruce - N 37 deg. W, 13.2'                          

5" Spruce - S 51 deg. W, 8.6'                                  

5" Spruce - S 40 deg. E, 4.6' 

GLO BK 

6 P 49

17 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 56 deg. W, 100.3'                                    

2" Tamarack - S 78 deg. W, 37.0'                          

4" Tamarack - S 11 deg. E, 44.2'                                  

No other tree near

GLO BK 

6 P 63

17 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 29 deg. E, 15.8'                                    

5" Tamarack - N 55 deg. W, 5.3'                          

GLO BK 

6 P 61

17 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 23 deg. E, 44.2'                                    

5" Tamarack - N 72 deg. W, 42.9'                          

4" Tamarack - S 33 deg. W, 38.9'                                  

3" Tamarack - S 06 deg. E, 15.8' 

GLO BK 

6 P 47

17 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 29 deg. E, 42.9'                                    

10" Aspen - N 31 deg. W, 39.6'                          

4" Tamarack - S 38 deg. W, 36.3'                                  

8" Birch - S 46 deg. E, 30.4' 

GLO BK 

6 P 60

17 50-25 W 1/4

4 c.f. Granite boulder used as corner 

as part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 63

18 50-25 E 1/4

4 c.f. Granite boulder used as corner 

as part of original Government Land 

Office Survey by R.O.Chaney, U.S. 

Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 63

18 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 89 deg. E, 1077.8' (??)                              

No other tree near               

GLO BK 

6 P 65

18 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 56 deg. W, 100.3'                                    

2" Tamarack - S 78 deg. W, 37.0'                          

4" Tamarack - S 11 deg. E, 44.2'                                  

No other tree near

GLO BK 

6 P 63

18 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

18 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 62

18 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 29 deg. E, 42.9'                                    

10" Aspen - N 31 deg. W, 39.6'                          

4" Tamarack - S 38 deg. W, 36.3'                                  

8" Birch - S 46 deg. E, 30.4' 

GLO BK 

6 P 60

18 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

18 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

19 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 86 deg. W, 6.6'                                    

10" Aspen - S 70 deg. E, 15.8'                          

GLO BK 

6 P 60

19 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 62
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19 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 29 deg. E, 42.9'                                    

10" Aspen - N 31 deg. W, 39.6'                          

4" Tamarack - S 38 deg. W, 36.3'                                  

8" Birch - S 46 deg. E, 30.4' 

GLO BK 

6 P 60

19 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

19 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 59

19 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

2" Tamarack - N 05 deg. E, 44.9'                                    

4" Tamarack - N 22 deg. W, 36.3'                          

3" Tamarack - S 84 deg. W, 50.2'                                  

No other tree near

GLO BK 

6 P 57

19 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Tamarack - N 48 deg. E, 353.8'                         

10" Aspen - N 00 deg. W, 473.2'                                 

No other trees near to use for ties

GLO BK 

6 P 2

19 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Spruce - N 05 deg. W, 30.4'                                    

3" Spruce - N 04 deg. E, 31.7'                          

GLO BK 

6 P 2

20 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 82 deg. E, 3.3'                                    

3" Tamarack - S 35 deg. W, 3.3'                          

GLO BK 

6 P 47

20 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 29 deg. E, 15.8'                                    

5" Tamarack - N 55 deg. W, 5.3'                          

GLO BK 

6 P 61

20 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 23 deg. E, 44.2'                                    

5" Tamarack - N 72 deg. W, 42.9'                          

4" Tamarack - S 33 deg. W, 38.9'                                  

3" Tamarack - S 06 deg. E, 15.8' 

GLO BK 

6 P 47

20 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Aspen - N 29 deg. E, 42.9'                                    

10" Aspen - N 31 deg. W, 39.6'                          

4" Tamarack - S 38 deg. W, 36.3'                                  

8" Birch - S 46 deg. E, 30.4' 

GLO BK 

6 P 60

20 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 49 deg. W, 2.6'                                    

4" Tamarack - N 67 deg. E, 73.9'                          

GLO BK 

6 P 58

20 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 05 deg. E, 44.2'                                    

4" Tamarack - N 02 deg. W, 30.4'                          

4" Tamarack - S 73 deg. W, 34.3'                                  

3" Tamarack - S 65 deg. E, 14.5' 

GLO BK 

6 P 45

20 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

2" Tamarack - N 05 deg. E, 44.9'                                    

4" Tamarack - N 22 deg. W, 36.3'                          

3" Tamarack - S 84 deg. W, 50.2'                                  

No other tree near

GLO BK 

6 P 57

20 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Spruce - N 86 deg. W, 6.6'                                    

10" Aspen - S 70 deg. E, 15.8'                          

GLO BK 

6 P 60

21 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 24 deg. E, 11.9'                                    

10" Tamarack - S 23 deg. W, 25.7'                          

GLO BK 

6 P 37

21 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 05 deg. W, 4.6'                                    

8" Tamarack - N 06 deg. E, 6.6'                          

GLO BK 

6 P 48

21 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 8.6'                                    

6" Tamarack - N 09 deg. W, 13.2'                          

8" Tamarack - S 65 deg. W, 2.0'                                  

8" Tamarack - S 40 deg. E, 3.3' 

GLO BK 

6 P 37

21 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 23 deg. E, 44.2'                                    

5" Tamarack - N 72 deg. W, 42.9'                          

4" Tamarack - S 33 deg. W, 38.9'                                  

3" Tamarack - S 06 deg. E, 15.8' 

GLO BK 

6 P 47

21 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 55 deg. E, 32.3'                                    

3" Tamarack - N 61 deg. E, 14.5'                          

GLO BK 

6 P 46

21 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 38 deg. E, 4.0'                                    

5" Tamarack - N 69 deg. W, 22.4'                          

4" Tamarack - S 35 deg. W, 13.9'                                  

4" Tamarack - S 45 deg. E, 23.1' 

GLO BK 

6 P 35

21 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 05 deg. E, 44.2'                                    

4" Tamarack - N 02 deg. W, 30.4'                          

4" Tamarack - S 73 deg. W, 34.3'                                  

3" Tamarack - S 65 deg. E, 14.5' 

GLO BK 

6 P 45
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21 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 82 deg. E, 3.3'                                    

3" Tamarack - S 35 deg. W, 3.3'                          

GLO BK 

6 P 47

22 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Cedar - N 20 deg. W, 4.0'                                    

15" Aspen - S 74 deg. E, 13.2'                          

GLO BK 

6 P 27

22 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Spruce - N 50 deg. E, 13.2'                                    

10" Spruce - S 62 deg. W, 8.6'                          

GLO BK 

6 P 38

22 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Aspen - N 68 deg. E, 12.5'                                    

8" Aspen - N 24 deg. W, 5.3'                          6" 

Aspen - S 12 deg. W, 7.9'                                  

6" Aspen - S 20 deg. E, 13.2' 

GLO BK 

6, P 27

22 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 80 deg. E, 8.6'                                    

6" Tamarack - N 09 deg. W, 13.2'                          

8" Tamarack - S 65 deg. W, 2.0'                                  

8" Tamarack - S 40 deg. E, 3.3' 

GLO BK 

6 P 37

22 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 83 deg. E, 5.9'                                    

7" Tamarack - S 36 deg. E, 8.6'                          

GLO BK 

6 P 36

22 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 09 deg. E, 11.9'                                    

7" Tamarack - N 74 deg. W, 5.9'                          

5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - S 76 deg. E, 5.9' 

GLO BK 

6 P 25

22 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 38 deg. E, 4.0'                                    

5" Tamarack - N 69 deg. W, 22.4'                          

4" Tamarack - S 35 deg. W, 13.9'                                  

4" Tamarack - S 45 deg. E, 23.1' 

GLO BK 

6 P 35

22 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 24 deg. E, 11.9'                                    

10" Tamarack - S 23 deg. W, 25.7'                          

GLO BK 

6 P 37

23 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 45 deg. W, 10.6'                                    

5" Tamarack - S 43 deg. E, 5.9'                          

GLO BK 

6 P 17

23 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Aspen - N 46 deg. E, 11.2'                                    

5" Aspen - S 45 deg. W, 9.9'                          

GLO BK 

6 P 28

23 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Sugar - N 75 deg. E, 15.2'                                    

14" Aspen - N 62 deg. W, 5.9'                          

5" Fir - S 56 deg. W, 4.0'                                  

12" Elm - S 70 deg. E, 21.1' 

GLO BK 

6, P 17

23 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Aspen - N 68 deg. E, 12.5'                                    

8" Aspen - N 24 deg. W, 5.3'                          6" 

Aspen - S 12 deg. W, 7.9'                                  

6" Aspen - S 20 deg. E, 13.2' 

GLO BK 

6, P 27

23 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 02 deg. W, 24.4'                                    

10" Tamarack - N 12 deg. E, 5.9'                          

GLO BK 

6 P 26

23 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 68 deg. E, 6.6'                                    

9" Tamarack - N 45 deg. W, 9.9'                          

6" Tamarack - S 03 deg. W, 7.3'                                  

8" Tamarack - S 25 deg. E, 16.5' 

GLO BK 

6, P 14

23 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 09 deg. E, 11.9'                                    

7" Tamarack - N 74 deg. W, 5.9'                          

5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - S 76 deg. E, 5.9' 

GLO BK 

6 P 25

23 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Cedar - N 20 deg. W, 4.0'                                    

15" Aspen - S 74 deg. E, 13.2'                          

GLO BK 

6 P 27

24 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Maple - N 75 deg. W, 5.3'                                    

15" Maple - S 42 deg. E, 15.8'                          

GLO BK 

9, P 5

24 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Tamarack - N 80 deg. W, 2.0'                                    

8" Cedar - S 75 deg. W, 2.6'                          

GLO BK 

6 P 18

24 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Birch - N 53 deg. E, 4.6'                                    

7" Birch - N 05 deg. W, 42.2'                          6" 

Birch - S 60 deg. W, 4.0'                                  

6" Birch - S 48 deg. E, 11.2' 

GLO BK 

9, P 6

24 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

9" Sugar - N 75 deg. E, 15.2'                                    

14" Aspen - N 62 deg. W, 5.9'                          

5" Fir - S 56 deg. W, 4.0'                                  

12" Elm - S 70 deg. E, 21.1' 

GLO BK 

6, P 17
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24 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Birch - N 34 deg. W, 10.6'                                    

8" Cedar - S 75 deg. W, 2.6'                          

GLO BK 

6 P 16

24 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 68 deg. E, 6.6'                                    

9" Tamarack - N 45 deg. W, 9.9'                          

6" Tamarack - S 03 deg. W, 7.3'                                  

8" Tamarack - S 25 deg. E, 16.5' 

GLO BK 

6, P 14

24 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 45 deg. W, 10.6'                                    

5" Tamarack - S 43 deg. E, 5.9'                          

GLO BK 

6 P 17

25 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
24" Aspen - S 86 deg. E, 36.3'                                    

8" Elm - S 85 deg. W, 19.8'                          

GLO BK 

9, P 3

25 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Birch - N 34 deg. W, 10.6'                                    

8" Cedar - S 75 deg. W, 2.6'                          

GLO BK 

6 P 16

25 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 68 deg. E, 6.6'                                    

9" Tamarack - N 45 deg. W, 9.9'                          

6" Tamarack - S 03 deg. W, 7.3'                                  

8" Tamarack - S 25 deg. E, 16.5' 

GLO BK 

6, P 14

25 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Cedar - S 65 deg. W, 11.2'                                    

10" Cedar - N 54 deg. E, 5.9'                          

GLO BK 

6 P 13

25 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 52 deg. E, 13.2'                                    

5" Tamarack - N 08 deg. W, 1.3'                          

5" Tamarack - S 08 deg. E, 1.3'                                  

5" Tamarack - S 78 deg. E, 7.3' 

GLO BK 

6, P 12

25 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 12 deg. E, 4.0'                                    

5" Tamarack - N 45 deg. W, 12.5'                          

GLO BK 

6 P 14

26 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 12 deg. E, 4.0'                                    

5" Tamarack - N 45 deg. W, 12.5'                          

GLO BK 

6 P 14

26 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 02 deg. W, 24.4'                                    

10" Tamarack - N 12 deg. E, 5.9'                          

GLO BK 

6 P 26

26 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 68 deg. E, 6.6'                                    

9" Tamarack - N 45 deg. W, 9.9'                          

6" Tamarack - S 03 deg. W, 7.3'                                  

8" Tamarack - S 25 deg. E, 16.5' 

GLO BK 

6, P 14

26 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 09 deg. E, 11.9'                                    

7" Tamarack - N 74 deg. W, 5.9'                          

5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - S 76 deg. E, 5.9' 

GLO BK 

6 P 25

26 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Black Ash - N 20 deg. E, 28.4'                                    

6" Birch - S 19 deg. E, 20.5'                          

GLO BK 

6 P 25

26 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 52 deg. E, 13.2'                                    

5" Tamarack - N 08 deg. W, 1.3'                          

5" Tamarack - S 08 deg. E, 1.3'                                  

5" Tamarack - S 78 deg. E, 7.3' 

GLO BK 

6, P 12

26 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 65 deg. E, 14.5'                                    

9" Cedar - N 10 deg. W, 19.8'                          

10" Tamarack - S 86 deg. W, 20.5'                                  

10" Tamarack - S 52 deg. E, 8.6' 

GLO BK 

6 P 24

26 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 81 deg. W, 4.6'                                    

5" Tamarack - S 43 deg. E, 4.6'                          

GLO BK 

6 P 25

27 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 81 deg. W, 4.6'                                    

5" Tamarack - S 43 deg. E, 4.6'                          

GLO BK 

6 P 25

27 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 83 deg. E, 5.9'                                    

7" Tamarack - S 36 deg. E, 8.6'                          

GLO BK 

6 P 36

27 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 09 deg. E, 11.9'                                    

7" Tamarack - N 74 deg. W, 5.9'                          

5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - S 76 deg. E, 5.9' 

GLO BK 

6 P 25

27 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 38 deg. E, 4.0'                                    

5" Tamarack - N 69 deg. W, 22.4'                          

4" Tamarack - S 35 deg. W, 13.9'                                  

4" Tamarack - S 45 deg. E, 23.1' 

GLO BK 

6 P 35

27 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 37 deg. E, 7.3'                                    

9" Tamarack - S 20 deg. E, 11.2'                          

GLO BK 

6 P 34
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27 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 65 deg. E, 14.5'                                    

9" Cedar - N 10 deg. W, 19.8'                          

10" Tamarack - S 86 deg. W, 20.5'                                  

10" Tamarack - S 52 deg. E, 8.6' 

GLO BK 

6 P 24

27 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 55 deg. E, 2.6'                                    

8" Birch - N 57 deg. W, 14.5'                          8" 

Birch - S 67 deg. W, 21.1'                                  

No other tree near for tie

GLO BK 

6, P 33

27 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 53 deg. E, 6.6'                                    

5" Tamarack - S 66 deg. W, 5.9'                          

GLO BK 

6 P 35

28 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 53 deg. E, 6.6'                                    

5" Tamarack - S 66 deg. W, 5.9'                          

GLO BK 

6 P 35

28 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 55 deg. E, 32.3'                                    

3" Tamarack - N 61 deg. E, 14.5'                          

GLO BK 

6 P 46

28 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

6" Tamarack - N 38 deg. E, 4.0'                                    

5" Tamarack - N 69 deg. W, 22.4'                          

4" Tamarack - S 35 deg. W, 13.9'                                  

4" Tamarack - S 45 deg. E, 23.1' 

GLO BK 

6 P 35

28 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 05 deg. E, 44.2'                                    

4" Tamarack - N 02 deg. W, 30.4'                          

4" Tamarack - S 73 deg. W, 34.3'                                  

3" Tamarack - S 65 deg. E, 14.5' 

GLO BK 

6 P 45

28 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Aspen - N 60 deg. E, 2.6'                                    

10" Aspen - S 33 deg. W, 22.4'                          

GLO BK 

6 P 44

28 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 55 deg. E, 2.6'                                    

8" Birch - N 57 deg. W, 14.5'                          8" 

Birch - S 67 deg. W, 21.1'                                  

No other tree near for tie

GLO BK 

6, P 33

28 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 45 deg. E, 52.1'                                    

6" Birch - N 43 deg. W, 75.2'                          6" 

Birch - S 37 deg. W, 15.2'                                  

4" Tamarack - S 22 deg. E, 13.9' 

GLO BK 

6 P 43

28 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 45

29 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 45

29 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - S 49 deg. W, 2.6'                                    

4" Tamarack - N 67 deg. E, 73.9'                          

GLO BK 

6 P 58

29 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 05 deg. E, 44.2'                                    

4" Tamarack - N 02 deg. W, 30.4'                          

4" Tamarack - S 73 deg. W, 34.3'                                  

3" Tamarack - S 65 deg. E, 14.5' 

GLO BK 

6 P 45

29 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

2" Tamarack - N 05 deg. E, 44.9'                                    

4" Tamarack - N 22 deg. W, 36.3'                          

3" Tamarack - S 84 deg. W, 50.2'                                  

No other tree near

GLO BK 

6 P 57

29 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - N 86 deg. E, 2.6'                                    

2" Tamarack - S 87 deg. E, 5.3'                          

GLO BK 

6 P 55

29 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 45 deg. E, 52.1'                                    

6" Birch - N 43 deg. W, 75.2'                          6" 

Birch - S 37 deg. W, 15.2'                                  

4" Tamarack - S 22 deg. E, 13.9' 

GLO BK 

6 P 43

29 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 84 deg. E, 5.9'                                    

5" Tamarack - N 52 deg. W, 9.9'                          

6" Tamarack - S 77 deg. W, 10.6'                                  

4" Tamarack - S 15 deg. E, 5.9' 

GLO BK 

6 P 54

29 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 45 deg. E, 66.0'                                    

4" Tamarack - S 36 deg. E, 13.9'                          

GLO BK 

6 P 57

30 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Tamarack - N 45 deg. E, 66.0'                                    

4" Tamarack - S 36 deg. E, 13.9'                          

GLO BK 

6 P 57

30 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use as ties
GLO BK 

6 P 59
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30 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

2" Tamarack - N 05 deg. E, 44.9'                                    

4" Tamarack - N 22 deg. W, 36.3'                          

3" Tamarack - S 84 deg. W, 50.2'                                  

No other tree near

GLO BK 

6 P 57

30 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Tamarack - N 48 deg. E, 353.8'                         

10" Aspen - N 00 deg. W, 473.2'                                 

No other trees near to use for ties

GLO BK 

6 P 2

30 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 10 deg. E, 154.4'                                    

No other trees near to use as ties          

GLO BK 

6 P 56

30 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 84 deg. E, 5.9'                                    

5" Tamarack - N 52 deg. W, 9.9'                          

6" Tamarack - S 77 deg. W, 10.6'                                  

4" Tamarack - S 15 deg. E, 5.9' 

GLO BK 

6 P 54

30 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Spruce - N 15 deg. W, 19.1'                                    

10" Spruce - S 73 deg. W, 6.6'                          

10" Fir - S 79 deg. E, 9.2'                                  

5" Fir - N 59 deg. E, 20.5' 

GLO BK 

6 P 1

30 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 2

31 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 27 deg. W, 5.3'                                    

2" Tamarack - N 62 deg. E, 7.9'                          

GLO BK 

6 P 54

31 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
6" Tamarack - S 10 deg. E, 154.4'                                    

No other trees near to use as ties          

GLO BK 

6 P 56

31 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 84 deg. E, 5.9'                                    

5" Tamarack - N 52 deg. W, 9.9'                          

6" Tamarack - S 77 deg. W, 10.6'                                  

4" Tamarack - S 15 deg. E, 5.9' 

GLO BK 

6 P 54

31 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Spruce - N 15 deg. W, 19.1'                                    

10" Spruce - S 73 deg. W, 6.6'                          

10" Fir - S 79 deg. E, 9.2'                                  

5" Fir - N 59 deg. E, 20.5' 

GLO BK 

6 P 1

31 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
5" Cedar - S 08 deg. W, 9.2'                                    

10" Tamarack - N 50 deg. W, 9.9'                                           

GLO BK 

2, P 8

31 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

15" Tamarack - N 85 deg. E, 8.6'                                    

7" Birch - S 35 deg. W, 21.8'                                            

(?)" Aspen - No Brg stated, 26.4'                                 

12" Tamarack - N 05 deg. W, 23.8' 

GLO BK 

2, P 8

31 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

5" Spruce - S 49 deg. E, 9.2'                                    

5" Fir - N 65 deg. E, 13.9'                                            

8" Birch - N 41 deg. W, 15.8'                                 

8" Fir - S 39 deg. W, 23.8' 

GLO BK 

2, P 5

31 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 10 deg. E, 12.5'                                    

10" Tamarack - N 04 deg. W, 16.5'                          

GLO BK 

6, P 1

32 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Birch - N 73 deg. E, 5.9'                                    

15" Fir - S 51 deg. E, 13.2'                          

GLO BK 

6 P 43

32 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Tamarack - N 86 deg. E, 2.6'                                    

2" Tamarack - S 87 deg. E, 5.3'                          

GLO BK 

6 P 55

32 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 45 deg. E, 52.1'                                    

6" Birch - N 43 deg. W, 75.2'                          6" 

Birch - S 37 deg. W, 15.2'                                  

4" Tamarack - S 22 deg. E, 13.9' 

GLO BK 

6 P 43

32 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 84 deg. E, 5.9'                                    

5" Tamarack - N 52 deg. W, 9.9'                          

6" Tamarack - S 77 deg. W, 10.6'                                  

4" Tamarack - S 15 deg. E, 5.9' 

GLO BK 

6 P 54

32 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
5" Tamarack - S 10 deg. W, 4.0'                                    

5" Tamarack - N 00 deg. E, 19.1'                                           

GLO BK 

2, P 8

32 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

12" Tamarack - N 45 deg. W, 4.0'                                    

12" Tamarack - S 40 deg. W, 9.9'                                            

12" Tamarack - N 70 deg. E, 13.2'                                 

10" Tamarack - S 40 deg. E, 6.6' 

GLO BK 

2, P 9
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32 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

15" Tamarack - N 85 deg. E, 8.6'                                    

7" Birch - S 35 deg. W, 21.8'                                            

(?)" Aspen - No Brg stated, 26.4'                                 

12" Tamarack - N 05 deg. W, 23.8' 

GLO BK 

2, P 8

32 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
7" Tamarack - N 27 deg. W, 5.3'                                    

2" Tamarack - N 62 deg. E, 7.9'                          

GLO BK 

6 P 54

33 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - S 72 deg. E, 7.3'                                    

10" Spruce - S 30 deg. W, 13.2'                          

GLO BK 

6 P 33

33 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Aspen - N 60 deg. E, 2.6'                                    

10" Aspen - S 33 deg. W, 22.4'                          

GLO BK 

6 P 44

33 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 55 deg. E, 2.6'                                    

8" Birch - N 57 deg. W, 14.5'                          8" 

Birch - S 67 deg. W, 21.1'                                  

No other tree near for tie

GLO BK 

6, P 33

33 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Tamarack - N 45 deg. E, 52.1'                                    

6" Birch - N 43 deg. W, 75.2'                          6" 

Birch - S 37 deg. W, 15.2'                                  

4" Tamarack - S 22 deg. E, 13.9' 

GLO BK 

6 P 43

33 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

10" Tamarack - N 25 deg. E, 10.6'                                    

12" Tamarack - N 70 deg. W, 8.6'                                            

10" Tamarack - S 05 deg. W, 7.3'                                 

8" Tamarack - S 65 deg. E, 13.2' 

GLO BK 

2, P 10

33 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

12" Tamarack - N 45 deg. W, 4.0'                                    

12" Tamarack - S 40 deg. W, 9.9'                                            

12" Tamarack - N 70 deg. E, 13.2'                                 

10" Tamarack - S 40 deg. E, 6.6' 

GLO BK 

2, P 9

33 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Birch - N 73 deg. E, 5.9'                                    

15" Fir - S 51 deg. E, 13.2'                          

GLO BK 

6 P 43

34 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 85 deg. E, 18.8'                                    

8" Tamarack - N 81 deg. W, 17.2'                          

GLO BK 

6 P 24

34 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - N 37 deg. E, 7.3'                                    

9" Tamarack - S 20 deg. E, 11.2'                          

GLO BK 

6 P 34

34 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 65 deg. E, 14.5'                                    

9" Cedar - N 10 deg. W, 19.8'                          

10" Tamarack - S 86 deg. W, 20.5'                                  

10" Tamarack - S 52 deg. E, 8.6' 

GLO BK 

6 P 24

34 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 55 deg. E, 2.6'                                    

8" Birch - N 57 deg. W, 14.5'                          8" 

Birch - S 67 deg. W, 21.1'                                  

No other tree near for tie

GLO BK 

6, P 33

34 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
10" Cedar - N 23 deg. W, 11.9'                                    

7" Tamarack - S 20 deg. E, 8.6'                                           

GLO BK 

2, P 10 

1/2

34 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Cedar - N 20 deg. W, 4.0'                                    

7" Cedar - N 20 deg. W, 4.0'                                            

10" Tamarack - S 65 deg. E, 8.6'                                 

10" Tamarack - S 50 deg. W, 7.9' 

GLO BK 

2, P 10 

1/2

34 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

10" Tamarack - N 25 deg. E, 10.6'                                    

12" Tamarack - N 70 deg. W, 8.6'                                            

10" Tamarack - S 05 deg. W, 7.3'                                 

8" Tamarack - S 65 deg. E, 13.2' 

GLO BK 

2, P 10

34 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Spruce - S 72 deg. E, 7.3'                                    

10" Spruce - S 30 deg. W, 13.2'                          

GLO BK 

6 P 33

35 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 77 deg. E, 16.5'                                    

10" Tamarack - S 62 deg. W, 8.6'                          

GLO BK 

6 P 12

35 50-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 962.9' E of S 1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
15" Burr Oak - N 05 deg. E, 11.9'                                    

22" Burr Oak - S 40 deg. W, 4.0'                                  

GLO BK 

2, P 10
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35 50-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 1094.9' E of S 1/4 Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
12" Elm - S 10 deg. W, 2.0'                                    

6" Elm - N 55 deg. E, 5.9'                                  

GLO BK 

2, P 11

35 50-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 997.3' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
20" Elm - S 90 deg. W, 11.2'                                    

10" Ash - N 30 deg. W, 18.5'                                  

GLO BK 

2, P 11

35 50-25 M.C.

M.C is on S line SE 1/4, on E side of 

Willow River - 852.1' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
18" Burr Oak - S 15 deg. W, 2.0'                                    

15" Burr Oak - N 40 deg. E, 7.3'                                  

GLO BK 

2, P 11

35 50-25 M.C.

M.C is on S line SE 1/4, on W side of 

Willow River - 404.6' W of SE Cor. - 

set wood post for corner as part of 

original Government Land Office 

Survey by Oscar E. Garrison, U.S. 

Deputy Surveyor

1870
4" Ash - N 00 deg. E, 13.2'                                    

6" Maple - S 60 deg. E, 13.7'                                  

GLO BK 

2, P 11

35 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
9" Black Ash - N 20 deg. E, 28.4'                                    

6" Birch - S 19 deg. E, 20.5'                          

GLO BK 

6 P 25

35 50-25 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 52 deg. E, 13.2'                                    

5" Tamarack - N 08 deg. W, 1.3'                          

5" Tamarack - S 08 deg. E, 1.3'                                  

5" Tamarack - S 78 deg. E, 7.3' 

GLO BK 

6, P 12

35 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 65 deg. E, 14.5'                                    

9" Cedar - N 10 deg. W, 19.8'                          

10" Tamarack - S 86 deg. W, 20.5'                                  

10" Tamarack - S 52 deg. E, 8.6' 

GLO BK 

6 P 24

35 50-25 SE

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Burr Oak - N 47 deg. W, 27.7'                                    

8" Burr Oak - S 75 deg. W, 6.6'                                            

8" Burr Oak - S 03 deg. E, 23.1'                                 

18" Aspen - N 56 deg. E, 5.3' 

GLO BK 

2, P 11

35 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Cedar - N 20 deg. W, 4.0'                                    

7" Cedar - N 20 deg. W, 4.0'                                            

10" Tamarack - S 65 deg. E, 8.6'                                 

10" Tamarack - S 50 deg. W, 7.9' 

GLO BK 

2, P 10 

1/2

35 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 85 deg. E, 18.8'                                    

8" Tamarack - N 81 deg. W, 17.2'                          

GLO BK 

6 P 24

36 50-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Maple - S 87 deg. W, 51.5'                                    

8" Maple - N 66 deg. E, 52.1'                          

GLO BK 

9, P 1

36 50-25 M.C.

M.C. set on E line NE 1/4 is wood post 

set on S side Willow River as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
10" Maple - N 80 deg. E, 40.9'                                    

14" Maple - N 86 deg. W, 41.6'                          

GLO BK 

9, P 1

36 50-25 M.C.

M.C. set on E line NE 1/4 is wood post 

set on N side Willow River as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
8" Aspen - S 52 deg. W, 2.6'                                    

8" Elm - N 38 deg. W, 20.5'                          

GLO BK 

9, P 1

36 50-25 M.C.

M.C. set on E line NE 1/4 is wood post 

set on S side Willow River as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
4" Birch - S 72 deg. E, 77.2'                                    

No other tree near to use for tie                

GLO BK 

9, P 1

36 50-25 M.C.

M.C. set on E line NE 1/4 is wood post 

set on N side Willow River as part of 

original Government Land Office 

Survey by R.O.Chaney, U.S. Deputy 

Surveyor

1870
18" Maple - S 04 deg. W, 40.9'                                    

8" White Ash - S 01 deg. E, 15.8'                          

GLO BK 

9, P 2

36 50-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Cedar - S 65 deg. W, 11.2'                                    

10" Cedar - N 54 deg. E, 5.9'                          

GLO BK 

6 P 13
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36 50-25 NW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 52 deg. E, 13.2'                                    

5" Tamarack - N 08 deg. W, 1.3'                          

5" Tamarack - S 08 deg. E, 1.3'                                  

5" Tamarack - S 78 deg. E, 7.3' 

GLO BK 

6, P 12

36 50-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870
6" Aspen - N 05 deg. E, 7.9'                                    

8" Aspen - S 50 deg. E, 19.8'                                           

GLO BK 

2, P 12

36 50-25 SE
C.I.M. set at fence corner of fences to 

N and E by B. Eveland
1981

DNR RP in 26" Spruce - S 54 deg. E, 251.68'     

DNR RP in Tw. 7" Oak - S 75 deg. W, 269.39'      

DNR RP in Tw. 11" Oak - N 65 deg W, 270.47'

235673

36 50-25 SE

wood post set as part of original 

Government Survey by D. Watson, 

U.S. Deputy Surveyor

1870

10” Tamarack - S 31 deg. E, 9.2'                                   

8" Tamarack - S 82 deg. W, 25.1'                                        

10" Tamarack - N 86 deg. E, 1.3'                                

8" Tamarack - N 47 deg. W, 21.8'

Book 3, 

Page 14

36 50-25 SW

Set wood post as part of original 

Government Land Office Survey by 

David Watson, U.S. Deputy Surveyor

1870

7" Burr Oak - N 47 deg. W, 27.7'                                    

8" Burr Oak - S 75 deg. W, 6.6'                                            

8" Burr Oak - S 03 deg. E, 23.1'                                 

18" Aspen - N 56 deg. E, 5.3' 

GLO BK 

2, P 11

36 50-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 77 deg. E, 16.5'                                    

10" Tamarack - S 62 deg. W, 8.6'                          

GLO BK 

6 P 12

1 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" White Birch - S 61 deg. E, 18.5'                                    

14" Aspen - N 55 deg. W, 20.5'                          

GLO BK 

6 P 4

1 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Birch - S 73 deg. E, 22.4'                                    

12" Birch - N 73 deg. W, 32.3'                          

GLO BK 

15, P 8

1 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - S 45 deg. E, 4.0'                                    

3" Tamarack - N 54 deg. E, 7.3'                          

3" Tamarack - N 16 deg. W, 9.9'                                  

4" Tamarack - S 22 deg. W, 4.6' 

GLO BK 

6, P 5

1 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Tamarack - N 72 deg. E, 35.0'                                    

4" Tamarack - S 17 deg. E, 46.9'                          

6" Tamarack - S 89 deg. W, 165.0'                           

No other tree near

GLO BK 

15, P 8

1 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 38 deg. E, 3.3'                                    

5" Tamarack - N 61 deg. E, 6.6'                          

GLO BK 

15, P 22

1 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Aspen - S 82 deg. E, 5.9'                                    

14" Aspen - N 40 deg. E, 27.7'                          

4" Birch - S 35 deg. W, 19.1'                                  

10" Maple - S 53 deg. W, 6.6' 

GLO BK 

6, P 4

1 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - S 08 deg. E, 21.8'                                    

4" Spruce - S 49 deg. W, 11.2'                          

3" Spruce - N 39 deg. W, 24.4'                           

3" Spruce - N 18 deg. E, 29.0'

GLO BK 

15, P 21

1 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 23

2 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 23

2 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - N 78 deg. W, 5.3'                                    

6" Spruce - S 32 deg. W, 13.2'                          

GLO BK 

15, P 9

2 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Tamarack - N 72 deg. E, 35.0'                                    

4" Tamarack - S 17 deg. E, 46.9'                          

6" Tamarack - S 89 deg. W, 165.0'                           

No other tree near

GLO BK 

15, P 8

2 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - S 68 deg. E, 9.2'                                    

10" White Pine - N 66 deg. E, 7.3                       

4" White Pine - S 37 deg. W, 2. 6'                           

12" Black Oak -N 33 deg. E, 2.6'

GLO BK 

15, P 9

2 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 32
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2 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - S 08 deg. E, 21.8'                                    

4" Spruce - S 49 deg. W, 11.2'                          

3" Spruce - N 39 deg. W, 24.4'                           

3" Spruce - N 18 deg. E, 29.0'

GLO BK 

15, P 21

2 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - S 21 deg. W, 11.9'                                    

6" Birch - N 49 deg. W, 16.5'                          4" 

Birch - N 24 deg. E, 17.8'                           8" 

Birch - S 85 deg. E, 19.8'

GLO BK 

15, P 31

2 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Tamarack - N 42 deg. E, 11.9'                                    

12" Aspen - S 71 deg. W, 7.3'                          

GLO BK 

15, P 33

3 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Tamarack - N 42 deg. E, 11.9'                                    

12" Aspen - S 71 deg. W, 7.3'                          

GLO BK 

15, P 33

3 50-26 N 1/4

W.C. to N 1/4 corner set 13.2' E of 

corner is wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
acutual 1/4 corner falls in brook                                                       

no trees used for ties

GLO BK 

15, P 10

3 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - S 68 deg. E, 9.2'                                    

10" White Pine - N 66 deg. E, 7.3                       

4" White Pine - S 37 deg. W, 2. 6'                           

12" Black Oak -N 33 deg. E, 2.6'

GLO BK 

15, P 9

3 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Dbl. Birch - N 18 deg. W, 15.2'                                    

8" Birch - N 19 deg. W, 3.3'                          14" 

Aspen - S 70 deg. E, 7.3'                           8" 

Birch - N 60 deg. E, 15.8'

GLO BK 

15, P 10

3 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 49 deg. E, 19.8'                                    

No other trees near for ties                

GLO BK 

15, P 43

3 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - S 21 deg. W, 11.9'                                    

6" Birch - N 49 deg. W, 16.5'                          4" 

Birch - N 24 deg. E, 17.8'                           8" 

Birch - S 85 deg. E, 19.8'

GLO BK 

15, P 31

3 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 42

3 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 86 deg. W, 7.9'                                    

8" Tamarack - S 23 deg. E, 17.8'                          

GLO BK 

15, P 44

4 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 86 deg. W, 7.9'                                    

8" Tamarack - S 23 deg. E, 17.8'                          

GLO BK 

15, P 44

4 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 35 deg. W, 2.0'                                    

6" Tamarack - S 76 deg. E, 7.3'                          

GLO BK 

15, P 11

4 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Dbl. Birch - N 18 deg. W, 15.2'                                    

8" Birch - N 19 deg. W, 3.3'                          14" 

Aspen - S 70 deg. E, 7.3'                           8" 

Birch - N 60 deg. E, 15.8'

GLO BK 

15, P 10

4 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 24 deg. W, 17.2'                                    

20" White Pine - S 46 deg. W, 16.5'                       

14" Aspen - N 44 deg. E, 40.9'                           

8" Birch -S 06 deg. E, 12.5'

GLO BK 

15, P 11

4 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" Yellow Pine - N 81 deg. E, 11.2'                                    

8" Birch - S 78 deg. W, 15.8'                          

GLO BK 

15, P 54

4 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 42

4 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Basswood - N 25 deg. W, 15.8'                                    

12" Maple - N 46 deg. E, 25.7'                          

8" Maple - S 81 deg. W, 25.7'                           

26" White Pine - S 46 deg. E, 27.1'

GLO BK 

15, P 53
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4 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Maple - N 30 deg. E, 9.9'                                    

8" White Pine - N 64 deg. W, 13.9'                          

GLO BK 

15, P 55

5 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Maple - N 30 deg. E, 9.9'                                    

8" White Pine - N 64 deg. W, 13.9'                          

GLO BK 

15, P 55

5 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 08 deg. E, 7.3'                                    

3" Tamarack - S 52 deg. W, 8.6'                          

GLO BK 

15, P 12

5 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 24 deg. W, 17.2'                                    

20" White Pine - S 46 deg. W, 16.5'                       

14" Aspen - N 44 deg. E, 40.9'                           

8" Birch -S 06 deg. E, 12.5'

GLO BK 

15, P 11

5 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 54 deg. W, 4.6'                                    

22" White Pine - S 36 deg. W, 5.3'                       

8" Maple - S 33 deg. E, 24.4'                           

5" Maple - N 42 deg. E, 19.1'

GLO BK 

15, P 13

5 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 30 deg. W, 20.5'                                    

6" Tamarack - S 25 deg. E, 6.6'                          

GLO BK 

15, P 68

5 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Basswood - N 25 deg. W, 15.8'                                    

12" Maple - N 46 deg. E, 25.7'                          

8" Maple - S 81 deg. W, 25.7'                           

26" White Pine - S 46 deg. E, 27.1'

GLO BK 

15, P 53

5 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - N 43 deg. E, 33.7'                          

4" Tamarack - S 42 deg. W, 34.3'                           

5" Tamarack - S 70 deg. E, 27.1'

GLO BK 

15, P 67

5 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 15 deg. W, 4.6'                                    

12" White Pine - S 03 deg. E, 8.6'                          

GLO BK 

15, P 69

6 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 15 deg. W, 4.6'                                    

12" White Pine - S 03 deg. E, 8.6'                          

GLO BK 

15, P 69

6 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 80 deg. E, 12.5'                                    

6" Tamarack - S 89 deg. W, 12.5'                          

GLO BK 

15, P 13

6 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 54 deg. W, 4.6'                                    

22" White Pine - S 36 deg. W, 5.3'                       

8" Maple - S 33 deg. E, 24.4'                           

5" Maple - N 42 deg. E, 19.1'

GLO BK 

15, P 13

6 50-26 NW
1/2" capped iron shaft set in woods 

just W of N-S Power line by T. Betley
1991

10" Aspen - N 40 deg. E, 8.36'                             

8" Red Oak - S 30 deg. W, 2.46'                          

4" Maple - N 43 deg. W, 8.46'

274670

6 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 46 deg. E, 16.5'                                    

18" Yellow Pine - N 26 deg. W, 30.4'                          

16" White Pine - S 27 deg. W, 42.9'                           

18" White Pine - S 50 deg. E, 42.9'

GLO BK 

15, P 7

6 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - N 43 deg. E, 33.7'                          

4" Tamarack - S 42 deg. W, 34.3'                           

5" Tamarack - S 70 deg. E, 27.1'

GLO BK 

15, P 67

6 50-26 SW
1/2" capped iron shaft set in woods by 

lost methods by T. Betley
1991

10" Aspen - N 06 deg. W, 8.86'                            

7" Aspen - S 09 deg. E, 4.92'                                

9" Aspen - N 48 deg. W, 8.92'

274671

6 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 55 deg. E, 21.1'                                    

10" Maple - N 50 deg. W, 23.1'                          

5" Maple - S 60 deg. E, 11.2'                           

5" Maple - S 28 deg. W, 19.1'

GLO BK 

15, P 6

6 50-26 W 1/4

1/2" capped iron shaft set in woods 

approx. 200' E of N-S Power line by T. 

Betley

1991

3" Ironwood - N 74 deg. W, 9.38'                          

11" Maple - S 76 deg. E, 32.21'                             

14" Maple - S 13 deg. E, 14.38'

274673

6 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Black Ash - S 17 deg. E, 7.3'                                    

8" Black Ash - S 69 deg. W, 9.2'                          

GLO BK 

15, P 6

7 50-26  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on E-W ¼ line                                          

Distance and Mag. Var. stated

Book 2, 

Page 99
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7 50-26 E 1/4
Took new ties to existing cor. By H.D. 

Keath,  County Surveyor 
1913

3” Dead Tamarack – N 90 deg. E, 56.5'                

3” Tamarack - S 45 deg.W, 25.0'

Book 2, 

Page 99

7 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 20 deg. E, 32.3'                                    

2" Tamarack - S 47 deg. W, 25.1'                          

GLO BK 

15, P 67

7 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - N 43 deg. E, 33.7'                          

4" Tamarack - S 42 deg. W, 34.3'                           

5" Tamarack - S 70 deg. E, 27.1'

GLO BK 

15, P 67

7 50-26 NW
1/2" capped iron shaft set in woods by 

lost methods by T. Betley
1991

10" Aspen - N 06 deg. W, 8.86'                             

7" Aspen - S 09 deg. E, 4.92'                                  

9" Aspen - N 48 deg. W, 8.92'

274671

7 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 55 deg. E, 21.1'                                    

10" Maple - N 50 deg. W, 23.1'                          

5" Maple - S 60 deg. E, 11.2'                           

5" Maple - S 28 deg. W, 19.1'

GLO BK 

15, P 6

7 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 71 deg. W, 17.2'                                    

8" Maple - S 38 deg. W, 12.5'                          

GLO BK 

15, P 66

7 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 27 deg. W, 21.8'                                    

2" Tamarack - N 27 deg. E, 25.7'                          

2" Tamarack - S 10 deg. E, 9.2'                           

No other tree near

GLO BK 

15, P 64

7 50-26 SW

1/2" capped iron shaft set in 

Tamarack swamp approx. 30' S of N 

edge of swamp by lost methods by T. 

Betley

1991

9" Aspen - N 13 deg. E, 27.30'                             

6" Tamarack - S 03 deg. W, 32.31'                        

6" Tamarack - S 22 deg. W, 24.20'

274674

7 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" White Pine - N 17 deg. E, 13.9'                                    

10" White Pine - N 09 deg. W, 30.4'                          

4" Tamarack - S 68 deg. W, 18.5'                           

4" Tamarack - S 66 deg. E, 4.6'

GLO BK 

15, P 5

7 50-26 W 1/4

1/2" capped iron shaft set on E edge 

cutover area in woods by lost methods 

by T. Betley

1991

8" Aspen - N 51 deg. W, 9.21'                            

10" Balsam - S 19 deg. E, 10.24'                           

7" Aspen - S 56 deg. W, 8.01'

274669

7 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 26 deg. E, 13.2'                                    

4" White Birch - N 20 deg. W, 17.2'                          

GLO BK 

15, P 5

8 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 53

8 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 30 deg. W, 20.5'                                    

6" Tamarack - S 25 deg. E, 6.6'                          

GLO BK 

15, P 68

8 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Basswood - N 25 deg. W, 15.8'                                    

12" Maple - N 46 deg. E, 25.7'                          

8" Maple - S 81 deg. W, 25.7'                           

26" White Pine - S 46 deg. E, 27.1'

GLO BK 

15, P 53

8 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 30 deg. W, 11.2'                                    

3" Tamarack - N 43 deg. E, 33.7'                          

4" Tamarack - S 42 deg. W, 34.3'                           

5" Tamarack - S 70 deg. E, 27.1'

GLO BK 

15, P 67

8 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Yellow Pine - S 00 deg. E, 15.2'                                    

14" Yellow Pine - N 38 deg. W, 21.1'                          

GLO BK 

15, P 65

8 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" White Pine - N 66 deg. W, 3.3'                                    

22" Yellow Pine - N 72 deg. W, 5.3'                          

22" Yellow Pine - S 64 deg. W, 16.5'                           

24" Yellow Pine - S 23 deg. E, 4.6'

GLO BK 

15, P 51

8 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 27 deg. W, 21.8'                                    

2" Tamarack - N 27 deg. E, 25.7'                          

2" Tamarack - S 10 deg. E, 9.2'                           

No other tree near

GLO BK 

15, P 64

8 50-26 W 1/4
Took new ties to existing cor. By H.D. 

Keath,  County Surveyor 
1913

3” Dead Tamarack – N 90 deg. E, 56.5'                

3” Tamarack - S 45 deg.W, 25.0'

Book 2, 

Page 99

8 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 20 deg. E, 32.3'                                    

2" Tamarack - S 47 deg. W, 25.1'                          

GLO BK 

15, P 67
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9 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 14 deg. W, 21.1'                                    

10" Tamarack - S 16 deg. E, 7.9'                          

GLO BK 

15, P 42

9 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" Yellow Pine - N 81 deg. E, 11.2'                                    

8" Birch - S 78 deg. W, 15.8'                          

GLO BK 

15, P 54

9 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 42

9 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Basswood - N 25 deg. W, 15.8'                                    

12" Maple - N 46 deg. E, 25.7'                          

8" Maple - S 81 deg. W, 25.7'                           

26" White Pine - S 46 deg. E, 27.1'

GLO BK 

15, P 53

9 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Birch - S 87 deg. E, 12.5'                                    

12" Aspen - N 82 deg. W, 110.9'                          

GLO BK 

15, P 52

9 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - S 68 deg. E, 7.3'                                    

10" Yellow Pine - N 32 deg. E, 19.8'                          

8" Yellow Pine - N 36 deg. W, 13.9'                           

10" Aspen - S 28 deg. W, 7.9'

GLO BK 

15, P 40

9 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" White Pine - N 66 deg. W, 3.3'                                    

22" Yellow Pine - N 72 deg. W, 5.3'                          

22" Yellow Pine - S 64 deg. W, 16.5'                           

24" Yellow Pine - S 23 deg. E, 4.6'

GLO BK 

15, P 51

9 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 53

10 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 45 deg. E, 5.3'                                    

3" Tamarack - S 87 deg. W, 7.9'                          

GLO BK 

15, P 31

10 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 49 deg. E, 19.8'                                    

No other trees near for ties                

GLO BK 

15, P 43

10 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - S 21 deg. W, 11.9'                                    

6" Birch - N 49 deg. W, 16.5'                          4" 

Birch - N 24 deg. E, 17.8'                           8" 

Birch - S 85 deg. E, 19.8'

GLO BK 

15, P 31

10 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 42

10 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 41

10 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 42 deg. W, 38.3'                                    

3" Tamarack - S 25 deg. E, 110.2'                          

No other trees near for ties

GLO BK 

15, P 30

10 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - S 68 deg. E, 7.3'                                    

10" Yellow Pine - N 32 deg. E, 19.8'                          

8" Yellow Pine - N 36 deg. W, 13.9'                           

10" Aspen - S 28 deg. W, 7.9'

GLO BK 

15, P 40

10 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 14 deg. W, 21.1'                                    

10" Tamarack - S 16 deg. E, 7.9'                          

GLO BK 

15, P 42

11 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 21

11 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 32
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11 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - S 08 deg. E, 21.8'                                    

4" Spruce - S 49 deg. W, 11.2'                          

3" Spruce - N 39 deg. W, 24.4'                           

3" Spruce - N 18 deg. E, 29.0'

GLO BK 

15, P 21

11 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - S 21 deg. W, 11.9'                                    

6" Birch - N 49 deg. W, 16.5'                          4" 

Birch - N 24 deg. E, 17.8'                           8" 

Birch - S 85 deg. E, 19.8'

GLO BK 

15, P 31

11 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 30 deg. W, 48.2'                                    

2" Tamarack - S 79 deg. E, 28.4'                          

GLO BK 

15, P 30

11 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

11 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 42 deg. W, 38.3'                                    

3" Tamarack - S 25 deg. E, 110.2'                          

No other trees near for ties

GLO BK 

15, P 30

12 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

12 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 38 deg. E, 3.3'                                    

5" Tamarack - N 61 deg. E, 6.6'                          

GLO BK 

15, P 22

12 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

14" Aspen - S 82 deg. E, 5.9'                                    

14" Aspen - N 40 deg. E, 27.7'                          

4" Birch - S 35 deg. W, 19.1'                                  

10" Maple - S 53 deg. W, 6.6' 

GLO BK 

6, P 4

12 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - S 08 deg. E, 21.8'                                    

4" Spruce - S 49 deg. W, 11.2'                          

3" Spruce - N 39 deg. W, 24.4'                           

3" Spruce - N 18 deg. E, 29.0'

GLO BK 

15, P 21

12 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

12 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

12 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

12 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 21

13 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

13 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

13 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

13 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

13 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 73 deg. E, 46.9'                                    

No other trees near            

GLO BK 

15, P 19

13 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

13 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - N 53 deg. W, 4.0'                                    

6" Birch - N 29 deg. E, 7.3'                          22" 

White Pine - S 32 deg. E, 21.1'                           

6" Maple - S 24 deg. W, 22.4'

GLO BK 

15, P 18
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13 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Fir - S 46 deg. W, 7.3'                                    

5" Fir - S 66 deg. E, 8.6'                          

GLO BK 

15, P 20

14 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Fir - S 46 deg. W, 7.3'                                    

5" Fir - S 66 deg. E, 8.6'                          

GLO BK 

15, P 20

14 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 30 deg. W, 48.2'                                    

2" Tamarack - S 79 deg. E, 28.4'                          

GLO BK 

15, P 30

14 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 20

14 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 42 deg. W, 38.3'                                    

3" Tamarack - S 25 deg. E, 110.2'                          

No other trees near for ties

GLO BK 

15, P 30

14 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 29

14 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - N 53 deg. W, 4.0'                                    

6" Birch - N 29 deg. E, 7.3'                          22" 

White Pine - S 32 deg. E, 21.1'                           

6" Maple - S 24 deg. W, 22.4'

GLO BK 

15, P 18

14 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 28

14 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 12 deg. E, 42.9'                                    

No other trees near for ties                

GLO BK 

15, P 30

15 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 12 deg. E, 42.9'                                    

No other trees near for ties                

GLO BK 

15, P 30

15 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 41

15 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 42 deg. W, 38.3'                                    

3" Tamarack - S 25 deg. E, 110.2'                          

No other trees near for ties

GLO BK 

15, P 30

15 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - S 68 deg. E, 7.3'                                    

10" Yellow Pine - N 32 deg. E, 19.8'                          

8" Yellow Pine - N 36 deg. W, 13.9'                           

10" Aspen - S 28 deg. W, 7.9'

GLO BK 

15, P 40

15 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Pine - S 36 deg. E, 4.0'                                    

3" Fir - N 50 deg. W, 13.9'                          

GLO BK 

15, P 39

15 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 28

15 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Oak - N 47 deg. E, 64.7'                                    

12" Aspen - S 43 deg. E, 18.5'                          

14" Aspen - N 43 deg. W, 17.8'                           

4" Fir - S 60 deg. W, 11.2'

GLO BK 

15, P 38

15 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 04 deg. W, 50.8'                                    

3" Tamarack - N 75 deg. E, 17.8'                          

GLO BK 

15, P 40

16 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 04 deg. W, 50.8'                                    

3" Tamarack - N 75 deg. E, 17.8'                          

GLO BK 

15, P 40
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16 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Birch - S 87 deg. E, 12.5'                                    

12" Aspen - N 82 deg. W, 110.9'                          

GLO BK 

15, P 52

16 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - S 68 deg. E, 7.3'                                    

10" Yellow Pine - N 32 deg. E, 19.8'                          

8" Yellow Pine - N 36 deg. W, 13.9'                           

10" Aspen - S 28 deg. W, 7.9'

GLO BK 

15, P 40

16 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" White Pine - N 66 deg. W, 3.3'                                    

22" Yellow Pine - N 72 deg. W, 5.3'                          

22" Yellow Pine - S 64 deg. W, 16.5'                           

24" Yellow Pine - S 23 deg. E, 4.6'

GLO BK 

15, P 51

16 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Oak - N 47 deg. E, 64.7'                                    

12" Aspen - S 43 deg. E, 18.5'                          

14" Aspen - N 43 deg. W, 17.8'                           

4" Fir - S 60 deg. W, 11.2'

GLO BK 

15, P 38

16 50-26 SW
Took new tie to inp.corner by Fred 

Heuer, County Surveyor
1922 12” Pine – N 45 deg. W, 38.9'                    

Book 1, 

Page 363

16 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

(?") Birch - N 60 deg. E, 16.5'                                    

(?") Birch - S 32 deg. E, 5.3'                          

(?") White Pine - N 43 deg. W, 23.8'                           

(?") Maple - S 01 deg. W, 9.9'

GLO BK 

15, P 49

16 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 07 deg. E, 11.9'                                    

8" Tamarack - S 06 deg. W, 19.1'                          

GLO BK 

15, P 51

16 50-26

W.C.

to S 

1/4

Set wood post 6.13 ch. E of 1/4 corner 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 10" Tamarack - S 79 deg. W, 48.8'                                                      
GLO BK 

15, P 50

17 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 07 deg. E, 11.9'                                    

8" Tamarack - S 06 deg. W, 19.1'                          

GLO BK 

15, P 51

17 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Yellow Pine - S 00 deg. E, 15.2'                                    

14" Yellow Pine - N 38 deg. W, 21.1'                          

GLO BK 

15, P 65

17 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" White Pine - N 66 deg. W, 3.3'                                    

22" Yellow Pine - N 72 deg. W, 5.3'                          

22" Yellow Pine - S 64 deg. W, 16.5'                           

24" Yellow Pine - S 23 deg. E, 4.6'

GLO BK 

15, P 51

17 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 63

17 50-26 SE
Took new tie to inp.corner by Fred 

Heuer, County Surveyor
1922 12” Pine – N 45 deg. W, 38.9'                    

Book 1, 

Page 363

17 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

(?") Birch - N 60 deg. E, 16.5'                                    

(?") Birch - S 32 deg. E, 5.3'                          

(?") White Pine - N 43 deg. W, 23.8'                           

(?") Maple - S 01 deg. W, 9.9'

GLO BK 

15, P 49

17 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

17 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Ironwood - S 70 deg. W, 5.3'                                    

4" Ironwood - N 31 deg. E, 8.6'                          

GLO BK 

15, P 64

18 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Ironwood - S 70 deg. W, 5.3'                                    

4" Ironwood - N 31 deg. E, 8.6'                          

GLO BK 

15, P 64

18 50-26 M.C.

M.C. is on W line NW 1/4 Sec. 18 and 

is 1/2" capped iron set 25' N of White 

Elk Lake by lost methods by T. Betley

1991

3" Spruce - N 23 deg. W, 9.69'                             

10" Tamarack - N 90 deg. E, 21.92'                        

8" Spruce - S 81 deg. W, 12.84'

274891

18 50-26 M.C.

M.C. is on W line NW1/4 on N side 

White Elk Lake and is wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868
5" Tamarack - N 77 deg. E, 13.2'                                    

4" Spruce - N 49 deg. W, 15.8'                          

GLO BK 

15, P 5
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18 50-26 M.C.

M.C. on S line SE 1/4 is on E side 

White Elk Lake is wood post set as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 16" Yellow Pine - N 39 deg. W, 3.7'                                                      
GLO BK 

15, P 64

18 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 71 deg. W, 17.2'                                    

8" Maple - S 38 deg. W, 12.5'                          

GLO BK 

15, P 66

18 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 27 deg. W, 21.8'                                    

2" Tamarack - N 27 deg. E, 25.7'                          

2" Tamarack - S 10 deg. E, 9.2'                           

No other tree near

GLO BK 

15, P 64

18 50-26 NW

1/2" capped iron shaft set in 

Tamarack swamp approx. 30' S of N 

edge by lost methods by T. Betley

1991

9" Aspen - N 13 deg. E, 27.30'                             

6" Tamarack - S 03 deg. W, 32.31'                        

6" Tamarack - S 22 deg. W, 24.20'

274674

18 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" White Pine - N 17 deg. E, 13.9'                                    

10" White Pine - N 09 deg. W, 30.4'                          

4" Tamarack - S 68 deg. W, 18.5'                           

4" Tamarack - S 66 deg. E, 4.6'

GLO BK 

15, P 5

18 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

18 50-26 SW

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 No trees for ties                  
GLO BK 

15, P 3

19 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

19 50-26 M.C.

M.C. #3 is on W line SW 1/4 Sec. 19 

and is a sq. DNR mon. found just S of 

White Elk Lake by T. Betley

1991

31" Dead Pine - S 45 deg. E, 126.09'                     

12" Tamarack - S 23 deg. W, 112.49'                    

14" R. Pine - S 40 deg. W, 122.30'

274668

19 50-26 M.C.

M.C. is on W line SW 1/4 on S side 

White Elk Lake and is wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868
6" Pine - S 59 deg. E, 6.6'                                    

7" Pine - S 60 deg. W, 7.9'                          

GLO BK 

15, P 3

19 50-26 M.C.

M.C. on N line NE1/4 is on E side 

White Elk Lake is wood post set as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 16" Yellow Pine - N 39 deg. W, 3.7'                                                      
GLO BK 

15, P 64

19 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

19 50-26 NW

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 No trees for ties                  
GLO BK 

15, P 3

19 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 27 deg. W, 21.8'                                    

2" Tamarack - N 27 deg. E, 25.7'                          

2" Tamarack - S 10 deg. E, 9.2'                           

No other tree near

GLO BK 

15, P 64

19 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 61

19 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 30 deg. W, 11.2'                                    

5" Birch - N 17 deg. E, 13.9'                          6" 

Birch - S 52 deg. W, 26.4'                           6" 

Oak - S 73 deg. E, 7.3'

GLO BK 

15, P 58

19 50-26 SW
DNR mon. found in c/l E-W road at c/l 

road to the N by T. Betley
1990

DNR RP in 6" Tr. Birch - N 24 deg. E, 80.05'        

DNR RP in 10" Balsam - S 58 deg. E, 88.02'       

DNR RP in 7" Balsam - S 34 deg. W, 58.49'

274672

19 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 11 deg. E, 18.5'                                    

9" Fir - N 38 deg. W, 15.2'                          13" 

White Birch - S 30 deg. E, 16.5'                           

12" Maple - S 32 deg. W, 35.6''

GLO BK 

15, P 3
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19 50-26
Road Survey on S line of Section 19 

by F.J. O'Hara, County Surveyor 
1910

runs along S line of Section 19                            

Bearings and distances shown 

Book 1, 

Page 125

20 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 49

20 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 63

20 50-26 NE
Took new tie to inp.corner by Fred 

Heuer, County Surveyor
1922 12” Pine – N 45 deg. W, 38.9'                    

Book 1, 

Page 363

20 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

(?") Birch - N 60 deg. E, 16.5'                                    

(?") Birch - S 32 deg. E, 5.3'                          

(?") White Pine - N 43 deg. W, 23.8'                           

(?") Maple - S 01 deg. W, 9.9'

GLO BK 

15, P 49

20 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

20 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - N 26 deg. E, 17.2'                                    

No other tree near to use for ties                

GLO BK 

15, P 60

20 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 69 deg. E, 8.6'                                    

12" White Pine - S 30 deg. E, 39.6'                          

16" White Pine - S 16 deg. W, 6.6'                           

8" Oak - N 32 deg. W, 34.3'

GLO BK 

15, P 47

20 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 30 deg. W, 11.2'                                    

5" Birch - N 17 deg. E, 13.9'                          6" 

Birch - S 52 deg. W, 26.4'                           6" 

Oak - S 73 deg. E, 7.3'

GLO BK 

15, P 58

20 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 62

20 50-26
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 363

21 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 28 deg. W, 4.0'                                    

4" Spruce - S 22 deg. E, 20.5'                          

GLO BK 

15, P 38

21 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Oak - N 47 deg. E, 64.7'                                    

12" Aspen - S 43 deg. E, 18.5'                          

14" Aspen - N 43 deg. W, 17.8'                           

4" Fir - S 60 deg. W, 11.2'

GLO BK 

15, P 38

21 50-26 NW
Took new tie to inp.corner by Fred 

Heuer, County Surveyor
1922 12” Pine – N 45 deg. W, 38.9'                    

Book 1, 

Page 363

21 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

(?") Birch - N 60 deg. E, 16.5'                                    

(?") Birch - S 32 deg. E, 5.3'                          

(?") White Pine - N 43 deg. W, 23.8'                           

(?") Maple - S 01 deg. W, 9.9'

GLO BK 

15, P 49

21 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Dead Pine - N 31 deg. E, 4.0'                                    

14" Dead Pine - S 16 deg. E, 13.2'                          

GLO BK 

15, P 48

21 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 47 deg. E, 52.1'                                    

No other trees near for ties                

GLO BK 

15, P 36

21 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 69 deg. E, 8.6'                                    

12" White Pine - S 30 deg. E, 39.6'                          

16" White Pine - S 16 deg. W, 6.6'                           

8" Oak - N 32 deg. W, 34.3'

GLO BK 

15, P 47

21 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 49

21 50-26

W.C.

to N 

1/4

Set wood post 6.13 ch. E of 1/4 corner 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 10" Tamarack - S 79 deg. W, 48.8'                                                      
GLO BK 

15, P 50

21 50-26
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of Section                                      

Distance and Mag. Var. shown 

Book 1, 

Page 363
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22 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 02 deg. E, 26.4'                                    

4" Tamarack - S 02 deg. E, 13.2'                          

GLO BK 

15, P 28

22 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Pine - S 36 deg. E, 4.0'                                    

3" Fir - N 50 deg. W, 13.9'                          

GLO BK 

15, P 39

22 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 28

22 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Oak - N 47 deg. E, 64.7'                                    

12" Aspen - S 43 deg. E, 18.5'                          

14" Aspen - N 43 deg. W, 17.8'                           

4" Fir - S 60 deg. W, 11.2'

GLO BK 

15, P 38

22 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" White Pine - N 06 deg. W, 11.9'                                    

14" Tamarack - N 03 deg. E, 11.9'                          

GLO BK 

15, P 37

22 50-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 08 deg. E, 6.6'                                   

8" Tamarack - S 75 deg. W, 23.1'                         

Book 1, 

Page 109

22 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - S 08 deg. E, 6.6'                                    

8" Tamarack - S 75 deg. W, 23.1'                          

6" Maple - N 86 deg. E, 3.3'                           

No other tree near

GLO BK 

15, P 26

22 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 47 deg. E, 52.1'                                    

No other trees near for ties                

GLO BK 

15, P 36

22 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 28 deg. W, 4.0'                                    

4" Spruce - S 22 deg. E, 20.5'                          

GLO BK 

15, P 38

23 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
2" Tamarack - S 30 deg. W, 19.8'                                    

No other trees near            

GLO BK 

15, P 18

23 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 29

23 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - N 53 deg. W, 4.0'                                    

6" Birch - N 29 deg. E, 7.3'                          22" 

White Pine - S 32 deg. E, 21.1'                           

6" Maple - S 24 deg. W, 22.4'

GLO BK 

15, P 18

23 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 28

23 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 27

23 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

23 50-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 08 deg. E, 6.6'                                  

8" Tamarack - S 75 deg. W, 23.1'                         

Book 1, 

Page 109

23 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - S 08 deg. E, 6.6'                                    

8" Tamarack - S 75 deg. W, 23.1'                          

6" Maple - N 86 deg. E, 3.3'                           

No other tree near

GLO BK 

15, P 26

23 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 02 deg. E, 26.4'                                    

4" Tamarack - S 02 deg. E, 13.2'                          

GLO BK 

15, P 28

24 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
4" Spruce - N 05 deg. W, 30.4'                                    

3" Spruce - N 04 deg. E, 31.7'                          

GLO BK 

6 P 2

24 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 73 deg. E, 46.9'                                    

No other trees near            

GLO BK 

15, P 19
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24 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870 No trees near to use for ties
GLO BK 

6, P 3

24 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - N 53 deg. W, 4.0'                                    

6" Birch - N 29 deg. E, 7.3'                          22" 

White Pine - S 32 deg. E, 21.1'                           

6" Maple - S 24 deg. W, 22.4'

GLO BK 

15, P 18

24 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

24 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Tamarack - N 48 deg. E, 353.8'                         

10" Aspen - N 00 deg. W, 473.2'                                 

No other trees near to use for ties

GLO BK 

6 P 2

24 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

24 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
2" Tamarack - S 30 deg. W, 19.8'                                    

No other trees near            

GLO BK 

15, P 18

25 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

25 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

12" Tamarack - N 48 deg. E, 353.8'                         

10" Aspen - N 00 deg. W, 473.2'                                 

No other trees near to use for ties

GLO BK 

6 P 2

25 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

25 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 14

25 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Spruce - N 15 deg. W, 19.1'                                    

10" Spruce - S 73 deg. W, 6.6'                          

10" Fir - S 79 deg. E, 9.2'                                  

5" Fir - N 59 deg. E, 20.5' 

GLO BK 

6 P 1

25 50-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 55 deg. E, 25.1'                                 

12" Birch - S 49 deg. W, 25.2'                         

Book 1, 

Page 110

25 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Birch - N 45 deg. W, 13.9'                                    

8" Birch - N 82 deg. E, 12.5'                          6" 

Birch - S 55 deg. E, 25.1'                           8" 

Birch - S 49 deg. W, 11.2'

GLO BK 

15, P 14

25 50-26 W 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Tamarack - S 08 deg. W, 11.2'                           

8" Tamarack - S 02 deg. E, 17.2'                         

Book 1, 

Page 109

25 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - S 08 deg. W, 11.2'                                    

8" Tamarack - S 02 deg. E, 17.2'                          

GLO BK 

15, P 16

26 50-26  
Survey of N line of Section 26 by F.J. 

O'Hara, County Surveyor 
1910

Fnd all but NE and N1/4 cor.                            

Shows RR and distances

Book 1, 

Page 109

26 50-26 E 1/4
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

8" Tamarack - S 08 deg. W, 11.2'                          

8" Tamarack - S 02 deg. E, 17.2'                         

Book 1, 

Page 109

26 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - S 08 deg. W, 11.2'                                    

8" Tamarack - S 02 deg. E, 17.2'                          

GLO BK 

15, P 16

26 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 27

26 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 16

26 50-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 08 deg. E, 6.6'                                  

8" Tamarack - S 75 deg. W, 23.1'                         

Book 1, 

Page 109

26 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - S 08 deg. E, 6.6'                                    

8" Tamarack - S 75 deg. W, 23.1'                          

6" Maple - N 86 deg. E, 3.3'                           

No other tree near

GLO BK 

15, P 26
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26 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Birch - N 02 deg. E, 5.9'                                    

5" Maple - S 32 deg. E, 10.6'                          

GLO BK 

15, P 25

26 50-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 55 deg. E, 25.1'                               

12" Birch - S 49 deg. W, 25.2'                         

Book 1, 

Page 110

26 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Birch - N 45 deg. W, 13.9'                                    

8" Birch - N 82 deg. E, 12.5'                          6" 

Birch - S 55 deg. E, 25.1'                           8" 

Birch - S 49 deg. W, 11.2'

GLO BK 

15, P 14

26 50-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 45 deg. W, 13.9'                                  

8" Birch - N 82 deg. E, 12.6'                         

Book 1, 

Page 109

26 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Yellow Pine - N 44 deg. E, 10.6'                                    

16" Yellow Pine - S 58 deg. E, 9.9'                          

6" Spruce - N 45 deg. W, 17.8'                           

5" White Pine - S 52 deg. W, 3.3'

GLO BK 

15, P 24

26 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Maple - N 12 deg. E, 10.6'                                    

3" Birch - S 43 deg. W, 5.9'                          

GLO BK 

15, P 26

27 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Maple - N 12 deg. E, 10.6'                                    

3" Birch - S 43 deg. W, 5.9'                          

GLO BK 

15, P 26

27 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" White Pine - N 06 deg. W, 11.9'                                    

14" Tamarack - N 03 deg. E, 11.9'                          

GLO BK 

15, P 37

27 50-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 08 deg. E, 6.6'                                   

8" Tamarack - S 75 deg. W, 23.1'                         

Book 1, 

Page 109

27 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - S 08 deg. E, 6.6'                                    

8" Tamarack - S 75 deg. W, 23.1'                          

6" Maple - N 86 deg. E, 3.3'                           

No other tree near

GLO BK 

15, P 26

27 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 47 deg. E, 52.1'                                    

No other trees near for ties                

GLO BK 

15, P 36

27 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Birch - N 52 deg. W, 3.3'                                    

8" Birch - S 28 deg. E, 11.9'                          

GLO BK 

15, P 35

27 50-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 45 deg. W, 13.9'                                  

8" Birch - N 82 deg. E, 12.6'                         

Book 1, 

Page 109

27 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Yellow Pine - N 44 deg. E, 10.6'                                    

16" Yellow Pine - S 58 deg. E, 9.9'                          

6" Spruce - N 45 deg. W, 17.8'                           

5" White Pine - S 52 deg. W, 3.3'

GLO BK 

15, P 24

27 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 73 deg. E, 7.9'                                    

5" Birch - S 36 deg. E, 19.1'                          4" 

Birch - S 72 deg. W, 19.1'                           12" 

Aspen - N 53 deg. W, 23.1'

GLO BK 

15, P 34

27 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - S 02 deg. E, 58.1'                                    

3" Tamarack - N 22 deg. W, 46.9'                          

GLO BK 

15, P 36

27 50-26
Road Survey in Section 27 by F.J. 

O'Hara, County Surveyor 
1910

runs on E-W 1/4 line thru Section 27                    

Bearings and distances shown 

Book 1, 

Page 125

28 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - S 02 deg. E, 58.1'                                    

3" Tamarack - N 22 deg. W, 46.9'                          

GLO BK 

15, P 36

28 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Dead Pine - N 31 deg. E, 4.0'                                    

14" Dead Pine - S 16 deg. E, 13.2'                          

GLO BK 

15, P 48

28 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 47 deg. E, 52.1'                                    

No other trees near for ties                

GLO BK 

15, P 36

28 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 69 deg. E, 8.6'                                    

12" White Pine - S 30 deg. E, 39.6'                          

16" White Pine - S 16 deg. W, 6.6'                           

8" Oak - N 32 deg. W, 34.3'

GLO BK 

15, P 47
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28 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 46

28 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 73 deg. E, 7.9'                                    

5" Birch - S 36 deg. E, 19.1'                          4" 

Birch - S 72 deg. W, 19.1'                           12" 

Aspen - N 53 deg. W, 23.1'

GLO BK 

15, P 34

28 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 40 deg. W, 19.1'                                    

10" Aspen - N 58 deg. E, 16.5'                          

8" Aspen - S 26 deg. E, 33.0'                           

8" Birch - S 81 deg. W, 7.3'

GLO BK 

15, P 45

28 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 47

28 50-26
Road Survey in Section 28 by F.J. 

O'Hara, County Surveyor 
1910

runs on E-W 1/4 line and N-S 1/4 line                 

Bearings and distances shown 

Book 1, 

Page 125

29 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 47

29 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - N 26 deg. E, 17.2'                                    

No other tree near to use for ties                

GLO BK 

15, P 60

29 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 69 deg. E, 8.6'                                    

12" White Pine - S 30 deg. E, 39.6'                          

16" White Pine - S 16 deg. W, 6.6'                           

8" Oak - N 32 deg. W, 34.3'

GLO BK 

15, P 47

29 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 30 deg. W, 11.2'                                    

5" Birch - N 17 deg. E, 13.9'                          6" 

Birch - S 52 deg. W, 26.4'                           6" 

Oak - S 73 deg. E, 7.3'

GLO BK 

15, P 58

29 50-26 S 1/4

Marked triple Birch for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868 2 other Birch marked for bearing trees
GLO BK 

15, P 57

29 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 40 deg. W, 19.1'                                    

10" Aspen - N 58 deg. E, 16.5'                          

8" Aspen - S 26 deg. E, 33.0'                           

8" Birch - S 81 deg. W, 7.3'

GLO BK 

15, P 45

29 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 51 deg. E, 9.2'                                    

6" Aspen - N 58 deg. W, 15.2'                          

6" Fir - S 70 deg. W, 17.8'                           5" 

White Pine - S 64 deg. E, 7.3'

GLO BK 

15, P 56

29 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 58

29 50-26
Road Survey in Section 29 by F.J. 

O'Hara, County Surveyor 
1910

runs E-W thru  N 1/2 of Section 29                         

Bearings and distances shown 

Book 1, 

Page 125

30 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 58

30 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties                
GLO BK 

15, P 61

30 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 30 deg. W, 11.2'                                    

5" Birch - N 17 deg. E, 13.9'                          6" 

Birch - S 52 deg. W, 26.4'                           6" 

Oak - S 73 deg. E, 7.3'

GLO BK 

15, P 58

30 50-26 NW
DNR mon. found in c/l E-W road at c/l 

road to the N by T. Betley
1990

DNR RP in 6" Tr. Birch - N 24 deg. E, 80.05'        

DNR RP in 10" Balsam - S 58 deg. E, 88.02'       

DNR RP in 7" Balsam - S 34 deg. W, 58.49'

274672

30 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 11 deg. E, 18.5'                                    

9" Fir - N 38 deg. W, 15.2'                          13" 

White Birch - S 30 deg. E, 16.5'                           

12" Maple - S 32 deg. W, 35.6''

GLO BK 

15, P 3

30 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Maple - N 35 deg. W, 6.6'                                    

6" Birch - S 25 deg. W, 6.6'                          

GLO BK 

15, P 59
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30 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 51 deg. E, 9.2'                                    

6" Aspen - N 58 deg. W, 15.2'                          

6" Fir - S 70 deg. W, 17.8'                           5" 

White Pine - S 64 deg. E, 7.3'

GLO BK 

15, P 56

30 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 86 deg. E, 7.9'                                    

8" Tamarack - S 51 deg. E, 17.8'                          

14" Aspen - N 51 deg. W, 11.2'                           

12" Aspen - S 73 deg. W, 19.1''

GLO BK 

15, P 2

30 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" Yellow Pine - N 69 deg. E, (?)'                                    

7" White Birch - S 51 deg. W, (?)'                          

GLO BK 

15, P 2

30 50-26
Road Survey on N line of Section 30 

by F.J. O'Hara, County Surveyor 
1910

runs along N line of Section 30                            

Bearings and distances shown 

Book 1, 

Page 125

31 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 30 deg. W, 16.5'                                    

20" Yellow Pine - N 43 deg. E, 49.5'                          

GLO BK 

15, P 56

31 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Maple - N 35 deg. W, 6.6'                                    

6" Birch - S 25 deg. W, 6.6'                          

GLO BK 

15, P 59

31 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 51 deg. E, 9.2'                                    

6" Aspen - N 58 deg. W, 15.2'                          

6" Fir - S 70 deg. W, 17.8'                           5" 

White Pine - S 64 deg. E, 7.3'

GLO BK 

15, P 56

31 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 86 deg. E, 7.9'                                    

8" Tamarack - S 51 deg. E, 17.8'                          

14" Aspen - N 51 deg. W, 11.2'                           

12" Aspen - S 73 deg. W, 19.1''

GLO BK 

15, P 2

31 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Spruce - N 78 deg. E, 15.8'                                                      

4" Fir - S 27 deg. W, 5.9'                         

GLO BK 

1, P 6

31 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Black Pine - N 69 deg. E, 92.4'                                                      

14" Yellow Pine - N 20 deg. W, 118.8'                      

16" White Pine - S 01 deg. W, 445.5'                                                    

12" Yellow Pine - S 01 deg. E, 505.6'           

GLO BK 

1, P 5

31 50-26 SW
3/4" capped iron pipe set in woods by 

T. Betley
1990

3" Aspen - N 24 deg. E, 9.47'                                

2" Aspen - S 43 deg. E, 13.78'                              

2" Aspen - S 43 deg W, 10.34'

265993

31 50-26 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

14” Poplar – N 45 deg. W, 38.4'                          

12” Poplar – S 45 deg. W, 59.5'                            

6” Poplar – N 45 deg. E, 64.2'

Book 1, 

Page 409

31 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 77 deg. W, 13.9'                                                      

12" Aspen - N 42 deg. W, 12.5'                      

10" White Birch - N 20 deg. E, 26.4'                                                    

8" Maple - S 71 deg. E, 33.0'           

GLO BK 

1, P 12

31 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to be used for ties
GLO BK 

15, P 1

32 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Aspen - S 10 deg. E, 5.3'                                    

4" Birch - S 69 deg. W, 6.6'                          

GLO BK 

15, P 45

32 50-26 N 1/4

Marked triple Birch for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868 2 other Birch marked for bearing trees
GLO BK 

15, P 57

32 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 40 deg. W, 19.1'                                    

10" Aspen - N 58 deg. E, 16.5'                          

8" Aspen - S 26 deg. E, 33.0'                           

8" Birch - S 81 deg. W, 7.3'

GLO BK 

15, P 45

32 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 51 deg. E, 9.2'                                    

6" Aspen - N 58 deg. W, 15.2'                          

6" Fir - S 70 deg. W, 17.8'                           5" 

White Pine - S 64 deg. E, 7.3'

GLO BK 

15, P 56

32 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties, all burnt
GLO BK 

1, P 5
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32 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

32 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Black Pine - N 69 deg. E, 92.4'                                                      

14" Yellow Pine - N 20 deg. W, 118.8'                      

16" White Pine - S 01 deg. W, 445.5'                                                    

12" Yellow Pine - S 01 deg. E, 505.6'           

GLO BK 

1, P 5

32 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 30 deg. W, 16.5'                                    

20" Yellow Pine - N 43 deg. E, 49.5'                          

GLO BK 

15, P 56

33 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Fir - S 51 deg. W, 21.8'                                    

3" Birch - N 26 deg. E, 33.0'                          

GLO BK 

15, P 34

33 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 46

33 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 73 deg. E, 7.9'                                    

5" Birch - S 36 deg. E, 19.1'                          4" 

Birch - S 72 deg. W, 19.1'                           12" 

Aspen - N 53 deg. W, 23.1'

GLO BK 

15, P 34

33 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 40 deg. W, 19.1'                                    

10" Aspen - N 58 deg. E, 16.5'                          

8" Aspen - S 26 deg. E, 33.0'                           

8" Birch - S 81 deg. W, 7.3'

GLO BK 

15, P 45

33 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

33 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" White Cedar - S 85 deg. E, 105.6'                                                      

34" White Pine - S 02 deg. W, 571.6'                      

No other trees near to use for ties           

GLO BK 

1, P 3

33 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865 No trees near to use for ties
GLO BK 

1, P 4

33 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Aspen - S 10 deg. E, 5.3'                                    

4" Birch - S 69 deg. W, 6.6'                          

GLO BK 

15, P 45

33 50-26
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E-W ¼  line of Section                       

Distance and Mag. Var. shown 

Book 1, 

Page 333

33 50-26
Road Survey in Section 33 by F.J. 

O'Hara, County Surveyor 
1910

runs on N-S 1/4 line thru Section 33                     

Bearings and distances shown 

Book 1, 

Page 125

34 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 07 deg. W, 5.9'                                    

12" Spruce - N 73 deg. E, 4.6'                          

GLO BK 

15, P 24

34 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Birch - N 52 deg. W, 3.3'                                    

8" Birch - S 28 deg. E, 11.9'                          

GLO BK 

15, P 35

34 50-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 45 deg. W, 13.9'                                 

8" Birch - N 82 deg. E, 12.6'                         

Book 1, 

Page 109

34 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Yellow Pine - N 44 deg. E, 10.6'                                    

16" Yellow Pine - S 58 deg. E, 9.9'                          

6" Spruce - N 45 deg. W, 17.8'                           

5" White Pine - S 52 deg. W, 3.3'

GLO BK 

15, P 24

34 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 73 deg. E, 7.9'                                    

5" Birch - S 36 deg. E, 19.1'                          4" 

Birch - S 72 deg. W, 19.1'                           12" 

Aspen - N 53 deg. W, 23.1'

GLO BK 

15, P 34

34 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
8" Birch - S 12 deg. W, 3.3'                                                      

6" Birch - N 74 deg. W, 13.2'                         

GLO BK 

1, P 3

34 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Tamarack - S 82 deg. E, 19.1'                                                      

4" Tamarack - N 62 deg. W, 7.9'                      

3" Tamarack - N 41 deg. W, 49.5'                                                          

No other tree near to use for tiesse for ties           

GLO BK 

1, P 2
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34 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

12" White Cedar - S 85 deg. E, 105.6'                                                      

34" White Pine - S 02 deg. W, 571.6'                      

No other trees near to use for ties           

GLO BK 

1, P 3

34 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Fir - S 51 deg. W, 21.8'                                    

3" Birch - N 26 deg. E, 33.0'                          

GLO BK 

15, P 34

34 50-26
Road Survey in Section by H. D. 

Keath, County Surveyor 
1918

Is on E-W ¼ line of Section                                   

Distance and Mag. Var. shown 

Book 1, 

Page 265

35 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - N 13 deg. E, 4.6'                                    

6" Tamarack - S 45 deg. W, 7.3'                          

GLO BK 

15, P 14

35 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Birch - N 02 deg. E, 5.9'                                    

5" Maple - S 32 deg. E, 10.6'                          

GLO BK 

15, P 25

35 50-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 55 deg. E, 25.1'                               

12" Birch - S 49 deg. W, 25.2'                         

Book 1, 

Page 110

35 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Birch - N 45 deg. W, 13.9'                                    

8" Birch - N 82 deg. E, 12.5'                          6" 

Birch - S 55 deg. E, 25.1'                           8" 

Birch - S 49 deg. W, 11.2'

GLO BK 

15, P 14

35 50-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

5" Birch - N 45 deg. W, 13.9'                                 

8" Birch - N 82 deg. E, 12.6'                         

Book 1, 

Page 109

35 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Yellow Pine - N 44 deg. E, 10.6'                                    

16" Yellow Pine - S 58 deg. E, 9.9'                          

6" Spruce - N 45 deg. W, 17.8'                           

5" White Pine - S 52 deg. W, 3.3'

GLO BK 

15, P 24

35 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
6" Birch - S 83 deg. E, 21.8'                                                      

6" Birch - N 85 deg. E, 23.1'                         

GLO BK 

1, P 2

35 50-26 SE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Spruce stump - S 49 deg. E, 9.2'                    

10" Fir stump - N 65 deg. E, 13.85' 

Book 1, 

Page 110

35 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 47 deg. E, 128.0'                                                      

5" Spruce - S 05 deg. W, 214.5'                      

No other trees near to use for ties           

GLO BK 

1, P 1

35 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

3" Tamarack - S 82 deg. E, 19.1'                                                      

4" Tamarack - N 62 deg. W, 7.9'                      

3" Tamarack - N 41 deg. W, 49.5'                                                          

No other tree near to use for tiesse for ties           

GLO BK 

1, P 2

35 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 07 deg. W, 5.9'                                    

12" Spruce - N 73 deg. E, 4.6'                          

GLO BK 

15, P 24

36 50-26  
Survey of RR location in Section 36 by 

F.J. O'Hara, County Surveyor 
1910

Fnd NW and SE cor.                                           

Shows RR and distances

Book 1, 

Page 110

36 50-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 10 deg. E, 12.5'                                    

10" Tamarack - N 04 deg. W, 16.5'                          

GLO BK 

6, P 1

36 50-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 14

36 50-26 NE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Spruce - N 15 deg. W, 19.1'                                    

10" Spruce - S 73 deg. W, 6.6'                          

10" Fir - S 79 deg. E, 9.2'                                  

5" Fir - N 59 deg. E, 20.5' 

GLO BK 

6 P 1

36 50-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Birch - S 55 deg. E, 25.1'                               

12" Birch - S 49 deg. W, 25.2'                         

Book 1, 

Page 110

36 50-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Birch - N 45 deg. W, 13.9'                                    

8" Birch - N 82 deg. E, 12.5'                          6" 

Birch - S 55 deg. E, 25.1'                           8" 

Birch - S 49 deg. W, 11.2'

GLO BK 

15, P 14

36 50-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865
4" Tamarack - N 82 deg. E, 13.9'                                                      

5" Tamarack - S 79 deg. W, 5.9'                         

GLO BK 

1, P 1

36 50-26 SE

Set wood post as part of original 

Government Land Office Survey by 

Oscar E. Garrison, U.S. Deputy 

Surveyor

1867

5" Spruce - S 49 deg. E, 9.2'                                    

5" Fir - N 65 deg. E, 13.9'                                            

8" Birch - N 41 deg. W, 15.8'                                 

8" Fir - S 39 deg. W, 23.8' 

GLO BK 

2, P 5

Page 844 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

36 50-26 SW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Spruce stump - S 49 deg. E, 9.2'                  

10" Fir stump - N 65 deg. E, 13.85'      

Book 1, 

Page 110

36 50-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

6" Spruce - S 47 deg. E, 128.0'                                                      

5" Spruce - S 05 deg. W, 214.5'                      

No other trees near to use for ties           

GLO BK 

1, P 1

36 50-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - N 13 deg. E, 4.6'                                    

6" Tamarack - S 45 deg. W, 7.3'                          

GLO BK 

15, P 14

1 50-27  
Subdivision of Section by E.J. Burns, 

Deputy County Surveyor 
1912

Subd. of NW 1/4 of Section                                   

Distance and Mag. Var. stated

Book 2, 

Page 81

1 50-27 E 1/4

1/2" capped iron shaft set in woods 

approx. 200' E of N-S Power line by T. 

Betley

1991

3" Ironwood - N 74 deg. W, 9.38'                          

11" Maple - S 76 deg. E, 32.21'                              

14" Maple - S 13 deg. E, 14.38'

274673

1 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Black Ash - S 17 deg. E, 7.3'                                    

8" Black Ash - S 69 deg. W, 9.2'                          

GLO BK 

15, P 6

1 50-27 M.C.

M.C. is on N line NE 1/4 on E side 

Bass Lake - is wood post set as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
12" Yellow Pine - N 84 deg. E, 120.1'                                    

12" White Pine - S 88 deg. E, 96.4'

GLO BK 

7, P 1

1 50-27 N 1/4

point falls in Bass Lake - no corner set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 point is in Bass Lake
GLO BK 

7, P 1

1 50-27 NE
1/2" capped iron shaft set in woods 

just W of N-S Power line by T. Betley
1991

10" Aspen - N 40 deg. E, 8.36'                             

8" Red Oak - S 30 deg. W, 2.46'                             

4" Maple - N 43 deg. W, 8.46'

274670

1 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 46 deg. E, 16.5'                                    

18" Yellow Pine - N 26 deg. W, 30.4'                          

16" White Pine - S 27 deg. W, 42.9'                           

18" White Pine - S 50 deg. E, 42.9'

GLO BK 

15, P 7

1 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 32 deg. E, 13.2'                                    

4" Spruce - N 83 deg. E, 30.4'                                                  

No other ties stated

GLO BK 

7, P 1

1 50-27 NW 

1/2" capped iron shaft set in Spruce 

bog in line with Power line to the N 

just S of jog to the SE by T. Betley

1990

2" B. Spruce - N 03 deg. E,11.85'                          

5" B. Spruce - S 34 deg. E, 5.31'                         

4" Tamarack - S 81 deg. W, 7.95'

274667

1 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Oak - S 86 deg. W, 17.8'                                    

3" Spruce - N 86 deg. E, 11.9'                                                  

GLO BK 

7, P 16

1 50-27 SE
1/2" capped iron shaft set in woods by 

lost methods by T. Betley
1991

10" Aspen - N 06 deg. W, 8.86'                            

7" Aspen - S 09 deg. E, 4.92'                                 

9" Aspen - N 48 deg. W, 8.92'

274671

1 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 55 deg. E, 21.1'                                    

10" Maple - N 50 deg. W, 23.1'                          

5" Maple - S 60 deg. E, 11.2'                           

5" Maple - S 28 deg. W, 19.1'

GLO BK 

15, P 6

1 50-27 SW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

12” Norway Pine – S 87 deg. E, 45.5'                   

14” White Pine – S 52 deg.E, 64.7'

Book 2, 

Page 81

1 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 15

1 50-27 W 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

4” Spruce – N 44 deg. W, 29.7'                             

3” Spruce – N 72 deg.E, 13.2'

Book 2, 

Page 81

1 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - S 64 deg. E, 28.4'                                    

No other trees near

GLO BK 

7, P 17

2 50-27 E 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

4” Spruce – N 44 deg. W, 29.7'                             

3” Spruce – N 72 deg.E, 13.2'

Book 2, 

Page 81

2 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - S 64 deg. E, 28.4'                                    

No other trees near

GLO BK 

7, P 17
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2 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 09 deg. E, 3.3'                                    

3" Spruce - N 25 deg. W, 31.0'                                                  

GLO BK 

7, P 2

2 50-27 NE

1/2" capped iron shaft set in Spruce 

bog in line with Power line to the N 

just S of jog to the SE by T. Betley

1990

2" B. Spruce - N 03 deg. E,11.85'                          

5" B. Spruce - S 34 deg. E, 5.31'                         

4" Tamarack - S 81 deg. W, 7.95'

274667

2 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 32 deg. E, 13.2'                                    

4" Spruce - N 83 deg. E, 30.4'                                                  

No other ties stated

GLO BK 

7, P 1

2 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 13 deg. W, 9.2'                                    

10" Aspen - S 40 deg. W, 9.2'                                                  

GLO BK 

7, P 2

2 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 26

2 50-27 SE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

12” Norway Pine – S 87 deg. E, 45.5'                   

14” White Pine – S 52 deg.E, 64.7'

Book 2, 

Page 81

2 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 15

2 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Spruce - N 96 deg. W, 2.6'                                    

2" Spruce - S 53 deg. W, 26.4'                          

2" Spruce - N 42 deg. E, 44.9'                             

2" Spruce - S 76 deg. E, 5.9'

GLO BK 

7, P 25

2 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Aspen - N 29 deg. W, 6.6'                                    

6" Maple - N 37 deg. E, 12.5'                                                  

GLO BK 

7, P 27

3 50-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on N-S ¼ line                                          

Distance and Mag. Var. stated

Book 2, 

Page 99

3 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Aspen - N 29 deg. W, 6.6'                                    

6" Maple - N 37 deg. E, 12.5'                                                  

GLO BK 

7, P 27

3 50-27 M.C.

is on N line NE 1/4 on E side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
5" Tamarack - N 55 deg. E, 29.0'                                    

5" Tamarack - S 65 deg. E, 11.9'

GLO BK 

7, P 3

3 50-27 M.C.

is on N line NE 1/4 on W side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
3" Tamarack - S 60 deg. W, 47.5'                                    

3" Tamarack - N 26 deg. W, 37.0'

GLO BK 

7, P 3

3 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 01 deg. E, 29.0'                                    

6" Tamarack - S 85 deg. W, 52.1'

GLO BK 

7, P 3

3 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 13 deg. W, 9.2'                                    

10" Aspen - S 40 deg. W, 9.2'                                                  

GLO BK 

7, P 2

3 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Maple - N 39 deg. W, 3.3'                                    

10" Fir - N 50 deg. E, 11.2'                          8" 

Aspen - S 86 deg. E, 7.9'                             6" 

Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 4

3 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 00 deg. E, 18.5'                                    

4" Tamarack - S 08 deg. E, 37.0'

GLO BK 

7, P 41

3 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Spruce - N 96 deg. W, 2.6'                                    

2" Spruce - S 53 deg. W, 26.4'                          

2" Spruce - N 42 deg. E, 44.9'                             

2" Spruce - S 76 deg. E, 5.9'

GLO BK 

7, P 25

3 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 44 deg. E, 13.9'                                    

3" Tamarack - N 33 deg. E, 31.7'                          

3" Tamarack - S 31 deg. W, 64.7'                             

3" Tamarack - S 85 deg. W, 52.8'

GLO BK 

7, P 40
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3 50-27 W 1/4

Corner falls in Muskeg Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 42

3 50-27 W.C.

is on W line NW 1/4 on N side 

Muskeg Lake - wood post set as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
4" Tamarack - N 05 deg. E, 33.0'                                    

3" Tamarack - N 65 deg. W, 13.2'

GLO BK 

7, P 42

4 50-27 E 1/4

Corner falls in Muskeg Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 42

4 50-27 M.C.

is on S line SW 1/4 on S side Edna 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
6" Fir - (?) 59 deg. E, 7.3'                                    

14" White Pine - (?) 45 deg. W, 9.9'

GLO BK 

7, P 43

4 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 07 deg. E, 20.5'                                    

3" Tamarack - S 25 deg. E, 7.9'

GLO BK 

7, P 5

4 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Maple - N 39 deg. W, 3.3'                                    

10" Fir - N 50 deg. E, 11.2'                          8" 

Aspen - S 86 deg. E, 7.9'                             6" 

Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 4

4 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 76 deg. E, 64.7'                                    

3" Tamarack - S 05 deg. E, 42.2'

GLO BK 

7, P 5

4 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Maple - N 81 deg. E, 8.6'                                    

8" Aspen - S 78 deg. W, 18.5'

GLO BK 

7, P 43

4 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 44 deg. E, 13.9'                                    

3" Tamarack - N 33 deg. E, 31.7'                          

3" Tamarack - S 31 deg. W, 64.7'                             

3" Tamarack - S 85 deg. W, 52.8'

GLO BK 

7, P 40

4 50-27 SW

Corner falls in Muskeg Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 42

4 50-27 W.C.

is on E line NE 1/4 on N side Muskeg 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
4" Tamarack - N 05 deg. E, 33.0'                                    

3" Tamarack - N 65 deg. W, 13.2'

GLO BK 

7, P 42

9 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 62 deg. E, 12.5'                                    

3" Tamarack - S 56 deg. W, 10.6'

GLO BK 

7, P 40

9 50-27 M.C.

is on N line NW 1/4 on S side Edna 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
6" Fir - (?) 59 deg. E, 7.3'                                    

14" White Pine - (?) 45 deg. W, 9.9'

GLO BK 

7, P 43

9 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Maple - N 81 deg. E, 8.6'                                    

8" Aspen - S 78 deg. W, 18.5'

GLO BK 

7, P 43

9 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 44 deg. E, 13.9'                                    

3" Tamarack - N 33 deg. E, 31.7'                          

3" Tamarack - S 31 deg. W, 64.7'                             

3" Tamarack - S 85 deg. W, 52.8'

GLO BK 

7, P 40

9 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 37 deg. W, 7.3'                                    

4" Ash - S 33 deg. W, 13.9'                                                  

GLO BK 

7, P 39

9 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 38 deg. E, 10.6'                                    

16" Yellow Pine - N 36 deg. W, 5.9'                          

16" Yellow Pine - S 59 Deg. W, 32.3'                             

12" Yellow Pine - S 53 deg. E, 9.9'

GLO BK 

7, P 37
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9 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 78 deg. E, (?)'                                    

4" Tamarack - N 78 deg. E, (?)'

GLO BK 

7, P 39

10 50-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on E-W ¼ and N-S ¼ line                      

Distance and Mag. Var. stated

Book 2, 

Page 99

10 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - N 70 deg. W, 13.9'                                    

4" Birch - S 50 deg. E, 7.9'                                                  

GLO BK 

7, P 25

10 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 00 deg. E, 18.5'                                    

4" Tamarack - S 08 deg. E, 37.0'

GLO BK 

7, P 41

10 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Spruce - N 96 deg. W, 2.6'                                    

2" Spruce - S 53 deg. W, 26.4'                          

2" Spruce - N 42 deg. E, 44.9'                             

2" Spruce - S 76 deg. E, 5.9'

GLO BK 

7, P 25

10 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - S 44 deg. E, 13.9'                                    

3" Tamarack - N 33 deg. E, 31.7'                          

3" Tamarack - S 31 deg. W, 64.7'                             

3" Tamarack - S 85 deg. W, 52.8'

GLO BK 

7, P 40

10 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - N 75 deg. W, 5.3'                                    

4" Birch - S 88 deg. E, 28.4'                                                  

GLO BK 

7, P 38

10 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. E, 13.9'                                    

6" Spruce - N 62 deg. W, 24.4'                          

6" Tamarack - S 12 deg. W, 23.1'                             

5" Spruce - S 24 deg. E, 26.4'

GLO BK 

7, P 23

10 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 38 deg. E, 10.6'                                    

16" Yellow Pine - N 36 deg. W, 5.9'                          

16" Yellow Pine - S 59 Deg. W, 32.3'                             

12" Yellow Pine - S 53 deg. E, 9.9'

GLO BK 

7, P 37

10 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 62 deg. E, 12.5'                                    

3" Tamarack - S 56 deg. W, 10.6'

GLO BK 

7, P 40

11 50-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on E-W ¼ line                                          

Distance and Mag. Var. stated

Book 2, 

Page 99

11 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 10 deg. W, 11.9'                                    

4" Tamarack - N 29 deg. E, 13.2'

GLO BK 

7, P 15

11 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 26

11 50-27 NE
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

12” Norway Pine – S 87 deg. E, 45.5'                   

14” White Pine – S 52 deg.E, 64.7'

Book 2, 

Page 81

11 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 15

11 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Spruce - N 96 deg. W, 2.6'                                    

2" Spruce - S 53 deg. W, 26.4'                          

2" Spruce - N 42 deg. E, 44.9'                             

2" Spruce - S 76 deg. E, 5.9'

GLO BK 

7, P 25

11 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Tamarack - N 32 deg. E, 2.6'                                    

12" White Pine - S 11 deg. W, 5.3'

GLO BK 

7, P 20

11 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 57 deg. E, 7.9'                                    

5" Tamarack - S 03 deg. E, 7.9'                          

5" Tamarack - N 04 deg. W, 11.9'                             

5" Tamarack - S 81 deg. W, 9.9'

GLO BK 

7, P 13

11 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. E, 13.9'                                    

6" Spruce - N 62 deg. W, 24.4'                          

6" Tamarack - S 12 deg. W, 23.1'                             

5" Spruce - S 24 deg. E, 26.4'

GLO BK 

7, P 23

11 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - N 70 deg. W, 13.9'                                    

4" Birch - S 50 deg. E, 7.9'                                                  

GLO BK 

7, P 25
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12 50-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on E-W ¼ line                                          

Distance and Mag. Var. stated

Book 2, 

Page 99

12 50-27 E 1/4

1/2" capped iron shaft set on E edge 

cutover area in woods by lost methods 

by T. Betley

1991

8" Aspen - N 51 deg. W, 9.21'                            

10" Balsam - S 19 deg. E, 10.24'                            

7" Aspen - S 56 deg. W, 8.01'

274669

12 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 26 deg. E, 13.2'                                    

4" White Birch - N 20 deg. W, 17.2'                          

GLO BK 

15, P 5

12 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Oak - S 86 deg. W, 17.8'                                    

3" Spruce - N 86 deg. E, 11.9'                                                  

GLO BK 

7, P 16

12 50-27 NE
1/2" capped iron shaft set in woods by 

lost methods by T. Betley
1991

10" Aspen - N 06 deg. W, 8.86'                            

7" Aspen - S 09 deg. E, 4.92'                                  

9" Aspen - N 48 deg. W, 8.92'

274671

12 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 55 deg. E, 21.1'                                    

10" Maple - N 50 deg. W, 23.1'                          

5" Maple - S 60 deg. E, 11.2'                           

5" Maple - S 28 deg. W, 19.1'

GLO BK 

15, P 6

12 50-27 NW
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1912

12” Norway Pine – S 87 deg. E, 45.5'                   

14” White Pine – S 52 deg.E, 64.7'

Book 2, 

Page 81

12 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 15

12 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 78 deg. W, 4.6'                                    

5" Maple - S 30 deg. W, 7.9'                                                  

GLO BK 

7, P 14

12 50-27 SE

1/2" capped iron shaft set in 

Tamarack swamp approx. 30' S of N 

edge of swamp by lost methods by T. 

Betley

1991

9" Aspen - N 13 deg. E, 27.30'                             

6" Tamarack - S 03 deg. W, 32.31'                         

6" Tamarack - S 22 deg. W, 24.20'

274674

12 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" White Pine - N 17 deg. E, 13.9'                                    

10" White Pine - N 09 deg. W, 30.4'                          

4" Tamarack - S 68 deg. W, 18.5'                           

4" Tamarack - S 66 deg. E, 4.6'

GLO BK 

15, P 5

12 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 57 deg. E, 7.9'                                    

5" Tamarack - S 03 deg. E, 7.9'                          

5" Tamarack - N 04 deg. W, 11.9'                             

5" Tamarack - S 81 deg. W, 9.9'

GLO BK 

7, P 13

12 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 10 deg. W, 11.9'                                    

4" Tamarack - N 29 deg. E, 13.2'

GLO BK 

7, P 15

13 50-27  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on W line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 57

13 50-27 E 1/4

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 Corner falls in White Elk Lake - No ties                  
GLO BK 

15, P 3

13 50-27 M.C.

M.C. is on E line NE 1/4 Sec. 13 and 

is 1/2" capped iron set 25' N of White 

Elk Lake by lost methods by T. Betley

1991

3" Spruce - N 23 deg. W, 9.69'                           

10" Tamarack - N 90 deg. E, 21.92'                       

8" Spruce - S 81 deg. W, 12.84'

274891

13 50-27 M.C.
is on S line SW 1/4 on W side White 

Elk Lake - wood post set as part of 

original Government Land Office 

1868
5" Spruce - S 88 deg. W, 9.9'                                    

4" Spruce - N 44 deg. W, 17.8'                                                  

GLO BK 

7, P 12

13 50-27 M.C.
M.C. is on E line NE1/4 on N side 

White Elk Lake and is wood post set 

as part of original Government Land 

1868
5" Tamarack - N 77 deg. E, 13.2'                                    

4" Spruce - N 49 deg. W, 15.8'                          

GLO BK 

15, P 5

13 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 78 deg. W, 4.6'                                    

5" Maple - S 30 deg. W, 7.9'                                                  

GLO BK 

7, P 14

13 50-27 NE

1/2" capped iron shaft set in 

Tamarack swamp approx. 30' S of N 

edge by lost methods by T. Betley

1991

9" Aspen - N 13 deg. E, 27.30'                             

6" Tamarack - S 03 deg. W, 32.31'                        

6" Tamarack - S 22 deg. W, 24.20'

274674

13 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" White Pine - N 17 deg. E, 13.9'                                    

10" White Pine - N 09 deg. W, 30.4'                          

4" Tamarack - S 68 deg. W, 18.5'                           

4" Tamarack - S 66 deg. E, 4.6'

GLO BK 

15, P 5
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13 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 57 deg. E, 7.9'                                    

5" Tamarack - S 03 deg. E, 7.9'                          

5" Tamarack - N 04 deg. W, 11.9'                             

5" Tamarack - S 81 deg. W, 9.9'

GLO BK 

7, P 13

13 50-27 S 1/4

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 Corner falls in White Elk Lake - No ties                  
GLO BK 

15, P 3

13 50-27 SE

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 Corner falls in White Elk Lake - No ties                  
GLO BK 

15, P 3

13 50-27 SW
1" iron pin found 7' W of c/l N-S road 

at tree line to the E by T. Betley
1990

6" Dbl. Ironwood - N 60 deg. E, 61.75'                    

8" Ironwood - S 29 deg. W, 36.03'                         

17" Maple - N 78 deg. W, 30.35'

274675

13 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Birch - N 46 deg. W, 19.8'                                    

14" Aspen - N 68 deg. E, 19.1'                          

12" Aspen - S 10 deg. E, 11.9'                             

15" Basswood - S 79 deg. W, 14.5'

GLO BK 

7, P 11

13 50-27 W 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

14” White Pine – S 53 deg. W                                 

12” Birch – S 73 deg. E'

Book 2, 

Page 57

13 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
15" Birch - S 11 deg. W, 7.3'                                    

5" Birch - N 44 deg. E, 13.2'                                                  

GLO BK 

7, P 13

13 50-27
Road Survey on W line of Section 13 

by F.J. O'Hara 
1910

runs along W line of Section 13                            

No distance or Mag. Var. shown 

Book 1, 

Page 124

14 50-27  
Survey of Section line by E.J. Burns, 

Deputy County Surveyor 
1911

Is on E line of Section                                

Distance and Mag. Var. stated

Book 2, 

Page 57

14 50-27 E 1/4
Took new ties to existing cor. By E.J.  

Burns, Deputy County Surveyor 
1911

14” White Pine – S 53 deg. W                               

12” Birch – S 73 deg. E'

Book 2, 

Page 57

14 50-27 E 1/4
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
15" Birch - S 11 deg. W, 7.3'                                    

5" Birch - N 44 deg. E, 13.2'                                                  

GLO BK 

7, P 13

14 50-27 M.C.

is on S line SE 1/4 on E side Mud 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
4" Spruce - S 37 deg. E, 11.9'                                    

3" Spruce - N 53 deg. E, 21.8'                                                  

GLO BK 

7, P 22

14 50-27 M.C.

is on S line SW 1/4 on W side Mud 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
4" Tamarack - S 83 deg. W, 3.3'                                    

6" Tamarack - N 03 deg. E, 10.6'

GLO BK 

7, P 23

14 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Tamarack - N 32 deg. E, 2.6'                                    

12" White Pine - S 11 deg. W, 5.3'

GLO BK 

7, P 20

14 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 57 deg. E, 7.9'                                    

5" Tamarack - S 03 deg. E, 7.9'                          

5" Tamarack - N 04 deg. W, 11.9'                             

5" Tamarack - S 81 deg. W, 9.9'

GLO BK 

7, P 13

14 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. E, 13.9'                                    

6" Spruce - N 62 deg. W, 24.4'                          

6" Tamarack - S 12 deg. W, 23.1'                             

5" Spruce - S 24 deg. E, 26.4'

GLO BK 

7, P 23

14 50-27 S 1/4

Corner falls in Mud Lake - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 Corner falls in Mud Lake - No ties                  
GLO BK 

15, P 3

14 50-27 SE
1" iron pin found 7' W of c/l N-S road 

at tree line to the E by T. Betley
1990

6" Dbl. Ironwood - N 60 deg. E, 61.75'                    

8" Ironwood - S 29 deg. W, 36.03'                         

17" Maple - N 78 deg. W, 30.35'

274675

14 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Birch - N 46 deg. W, 19.8'                                    

14" Aspen - N 68 deg. E, 19.1'                          

12" Aspen - S 10 deg. E, 11.9'                             

15" Basswood - S 79 deg. W, 14.5'

GLO BK 

7, P 11

14 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 21

14 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 10 deg. W, 60.1'                                    

3" Spruce - S 03 deg. E, 62.7'                                                  

GLO BK 

7, P 23
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14 50-27
Road Survey on E line of Section 14 

by F.J. O'Hara 
1910

runs along E line of Section 14                            

No distance or Mag. Var. shown 

Book 1, 

Page 124

15 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 10 deg. W, 60.1'                                    

3" Spruce - S 03 deg. E, 62.7'                                                  

GLO BK 

7, P 23

15 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - N 75 deg. W, 5.3'                                    

4" Birch - S 88 deg. E, 28.4'                                                  

GLO BK 

7, P 38

15 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. E, 13.9'                                    

6" Spruce - N 62 deg. W, 24.4'                          

6" Tamarack - S 12 deg. W, 23.1'                             

5" Spruce - S 24 deg. E, 26.4'

GLO BK 

7, P 23

15 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 38 deg. E, 10.6'                                    

16" Yellow Pine - N 36 deg. W, 5.9'                          

16" Yellow Pine - S 59 Deg. W, 32.3'                             

12" Yellow Pine - S 53 deg. E, 9.9'

GLO BK 

7, P 37

15 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 27 deg. W, 38.3'                                    

4" Tamarack - S 04 deg. E, 5.9'

GLO BK 

7, P 35

15 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 21

15 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Fir - S 79 deg. E, 13.9'                                    

8" Aspen - N 40 deg. E, 15.2'                          

8" Aspen - N  72 deg. W, 12.5'                             

6" Fir - S 75 deg. W, 18.5'

GLO BK 

7, P 34

15 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 37

16 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 37

16 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 37 deg. W, 7.3'                                    

4" Ash - S 33 deg. W, 13.9'                                                  

GLO BK 

7, P 39

16 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 38 deg. E, 10.6'                                    

16" Yellow Pine - N 36 deg. W, 5.9'                          

16" Yellow Pine - S 59 Deg. W, 32.3'                             

12" Yellow Pine - S 53 deg. E, 9.9'

GLO BK 

7, P 37

16 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 78 deg. E, (?)'                                    

4" Tamarack - N 78 deg. E, (?)'

GLO BK 

7, P 39

16 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Fir - N 67 deg. W, 9.9'                                    

10" Fir - S 12 deg. E, 13.2'                                                  

GLO BK 

7, P .36

16 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Fir - S 79 deg. E, 13.9'                                    

8" Aspen - N 40 deg. E, 15.2'                          

8" Aspen - N  72 deg. W, 12.5'                             

6" Fir - S 75 deg. W, 18.5'

GLO BK 

7, P 34

16 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 37 deg. E, 5.9'                                    

3" Spruce - N 50 deg. E, 11.2'                                                  

GLO BK 

7, P 36

21 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 12 deg. W, 30.4'                                    

No other trees near for ties

GLO BK 

7, P 34

21 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Fir - N 67 deg. W, 9.9'                                    

10" Fir - S 12 deg. E, 13.2'                                                  

GLO BK 

7, P .36

21 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Fir - S 79 deg. E, 13.9'                                    

8" Aspen - N 40 deg. E, 15.2'                          

8" Aspen - N  72 deg. W, 12.5'                             

6" Fir - S 75 deg. W, 18.5'

GLO BK 

7, P 34

21 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 37 deg. E, 5.9'                                    

3" Spruce - N 50 deg. E, 11.2'                                                  

GLO BK 

7, P 36
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21 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 87 deg. E, 15.2'                                    

6" Birch - N 83 deg. W, 4.0'                                                  

GLO BK 

7, P 33

21 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Oak - N 33 deg. E, 15.2'                                    

6" Maple - N 28 deg. W, 20.5'                          

8" Birch - S 21 deg. E, 16.5'                             

8" Birch - S 37 deg. W, 18.5'

GLO BK 

7, P 31

21 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - N 22 deg. E, 31.0'                                    

4" Spruce - S 32 deg. E, 7.9'

GLO BK 

7, P 33

22 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 35 deg. E, 30.4'                                    

3" Spruce - S 14 deg. E, 46.2'                                                  

GLO BK 

7, P 21

22 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 27 deg. W, 38.3'                                    

4" Tamarack - S 04 deg. E, 5.9'

GLO BK 

7, P 35

22 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 21

22 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Fir - S 79 deg. E, 13.9'                                    

8" Aspen - N 40 deg. E, 15.2'                          

8" Aspen - N  72 deg. W, 12.5'                             

6" Fir - S 75 deg. W, 18.5'

GLO BK 

7, P 34

22 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 57 deg. E, 14.5'                                    

7" Tamarack - N 10 deg. E, 6.6'

GLO BK 

7, P 32

22 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 20

22 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Oak - N 33 deg. E, 15.2'                                    

6" Maple - N 28 deg. W, 20.5'                          

8" Birch - S 21 deg. E, 16.5'                             

8" Birch - S 37 deg. W, 18.5'

GLO BK 

7, P 31

22 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 12 deg. W, 30.4'                                    

No other trees near for ties

GLO BK 

7, P 34

23 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Oak - N 80 deg. W, 5.9'                                    

5" Maple - N 88 deg. E, 5.9'                                                  

GLO BK 

7, P 11

23 50-27 M.C.

is on N line NE 1/4 on E side Mud 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
4" Spruce - S 37 deg. E, 11.9'                                    

3" Spruce - N 53 deg. E, 21.8'                                                  

GLO BK 

7, P 22

23 50-27 M.C.

is on N line NW 1/4 on W side Mud 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
4" Tamarack - S 83 deg. W, 3.3'                                    

6" Tamarack - N 03 deg. E, 10.6'

GLO BK 

7, P 23

23 50-27 N 1/4

Corner falls in Mud Lake - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 Corner falls in Mud Lake - No ties                  
GLO BK 

15, P 3

23 50-27 NE
1" iron pin found 7' W of c/l N-S road 

at tree line to the E by T. Betley
1990

6" Dbl. Ironwood - N 60 deg. E, 61.75'                    

8" Ironwood - S 29 deg. W, 36.03'                         

17" Maple - N 78 deg. W, 30.35'

274675

23 50-27 NE
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Birch - N 46 deg. W, 19.8'                                    

14" Aspen - N 68 deg. E, 19.1'                          

12" Aspen - S 10 deg. E, 11.9'                             

GLO BK 

7, P 11

23 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
corner falls in large marsh - no trees near to 

use for ties

GLO BK 

7, P 21

23 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Yellow Pine - S 63 deg. W, 2.0'                                    

6" Birch - N 63 deg.W, 3.3'

GLO BK 

7, P 21

23 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. E, 10.6'                                    

5" Maple - S 36 deg. W, 14.5'                          

8" Aspen - S 86 deg. E, 7.9'                             

6" Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 9

23 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 20
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23 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 35 deg. E, 30.4'                                    

3" Spruce - S 14 deg. E, 46.2'                                                  

GLO BK 

7, P 21

23 50-27
Road Survey on E line of Section 23 

by F.J. O'Hara 
1910

runs along E line of Section 23                            

No distance or Mag. Var. shown 

Book 1, 

Page 124

24 50-27 E 1/4

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 No trees for ties                  
GLO BK 

15, P 3

24 50-27 M.C.

M.C. #3 is on E line SE 1/4 Sec. 24 

and is a sq. DNR mon. found just S of 

White Elk Lake by T. Betley

1991

31" Dead Pine - S 45 deg. E, 126.09'                      

12" Tamarack - S 23 deg. W, 112.49'                    

14" R. Pine - S 40 deg. W, 122.30'

274668

24 50-27 M.C.

is on N line NW 1/4 on W side White 

Elk Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
5" Spruce - S 88 deg. W, 9.9'                                    

4" Spruce - N 44 deg. W, 17.8'                                                  

GLO BK 

7, P 12

24 50-27 M.C.
M.C. is on E line SE 1/4 on S side 

White Elk Lake and is wood post set 

as part of original Government Land 

1868
6" Pine - S 59 deg. E, 6.6'                                    

7" Pine - S 60 deg. W, 7.9'                          

GLO BK 

15, P 3

24 50-27 NE

Corner falls in White Elk Lake no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 No trees for ties                  
GLO BK 

15, P 3

24 50-27 NW
1" iron pin found 7' W of c/l N-S road 

at tree line to the E by T. Betley
1990

6" Dbl. Ironwood - N 60 deg. E, 61.75'                    

8" Ironwood - S 29 deg. W, 36.03'                         

17" Maple - N 78 deg. W, 30.35'

274675

24 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Birch - N 46 deg. W, 19.8'                                    

14" Aspen - N 68 deg. E, 19.1'                          

12" Aspen - S 10 deg. E, 11.9'                             

15" Basswood - S 79 deg. W, 14.5'

GLO BK 

7, P 11

24 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 70 deg. E, 11.2'                                    

8" Birch - N 05 deg. E, 7.3'                                                  

GLO BK 

7, P 10

24 50-27 SE
DNR mon. found in c/l E-W road at c/l 

road to the N by T. Betley
1990

DNR RP in 6" Tr. Birch - N 24 deg. E, 80.05'         

DNR RP in 10" Balsam - S 58 deg. E, 88.02'      

DNR RP in 7" Balsam - S 34 deg. W, 58.49'

274672

24 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 11 deg. E, 18.5'                                    

9" Fir - N 38 deg. W, 15.2'                          13" 

White Birch - S 30 deg. E, 16.5'                           

12" Maple - S 32 deg. W, 35.6''

GLO BK 

15, P 3

24 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. E, 10.6'                                    

5" Maple - S 36 deg. W, 14.5'                          

8" Aspen - S 86 deg. E, 7.9'                             

6" Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 9

24 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Oak - N 80 deg. W, 5.9'                                    

5" Maple - N 88 deg. E, 5.9'                                                  

GLO BK 

7, P 11

24 50-27
Road Survey on W and S lines of 

Section 24 by F.J. O'Hara 
1910

runs along W and S lines of Section                    

No distance or Mag. Var. shown 

Book 1, 

Page 124

25 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" Yellow Pine - N 69 deg. E, (?)'                                    

7" White Birch - S 51 deg. W, (?)'                          

GLO BK 

15, P 2

25 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 70 deg. E, 11.2'                                    

8" Birch - N 05 deg. E, 7.3'                                                  

GLO BK 

7, P 10

25 50-27 NE
DNR mon. found in c/l E-W road at c/l 

road to the N by T. Betley
1990

DNR RP in 6" Tr. Birch - N 24 deg. E, 80.05'         

DNR RP in 10" Balsam - S 58 deg. E, 88.02'      

DNR RP in 7" Balsam - S 34 deg. W, 58.49'

274672

25 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 11 deg. E, 18.5'                                    

9" Fir - N 38 deg. W, 15.2'                          13" 

White Birch - S 30 deg. E, 16.5'                           

12" Maple - S 32 deg. W, 35.6''

GLO BK 

15, P 3
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25 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. E, 10.6'                                    

5" Maple - S 36 deg. W, 14.5'                          

8" Aspen - S 86 deg. E, 7.9'                             

6" Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 9

25 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 45 deg. W, 7.3'                                    

10" Cedar - S 35 deg. E, 21.1'

GLO BK 

7, P 8

25 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 86 deg. E, 7.9'                                    

8" Tamarack - S 51 deg. E, 17.8'                          

14" Aspen - N 51 deg. W, 11.2'                           

12" Aspen - S 73 deg. W, 19.1''

GLO BK 

15, P 2

25 50-27 SW
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
26" White Pine - N 78 deg. E, 40.9'                                    

24" White Pine - N 18 deg. W, 29.7'                          

24" White Pine - S 54 deg. W, 33.0'                             

GLO BK 

7, P 7

25 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Pine - S 30 deg. W, 6.6'                                    

8" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 9

25 50-27
Road Survey on W and N lines of 

Section 25 by F.J. O'Hara 
1910

runs along W and N lines of Section                    

No distance or Mag. Var. shown 

Book 1, 

Page 124

26 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Pine - S 30 deg. W, 6.6'                                    

8" White Pine - S 19 deg. E, 7.3'

GLO BK 

7, P 9

26 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Yellow Pine - S 63 deg. W, 2.0'                                    

6" Birch - N 63 deg.W, 3.3'

GLO BK 

7, P 21

26 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. E, 10.6'                                    

5" Maple - S 36 deg. W, 14.5'                          

8" Aspen - S 86 deg. E, 7.9'                             

6" Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 9

26 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 20

26 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
26" White Pine - N 85 deg. W, 24.4'                                    

5" Birch - S 80 deg.E, 23.8'

GLO BK 

7, P 19

26 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

26" White Pine - N 78 deg. E, 40.9'                                    

24" White Pine - N 18 deg. W, 29.7'                          

24" White Pine - S 54 deg. W, 33.0'                             

18" Cedar - S 10 deg. E, 16.5'

GLO BK 

7, P 7

26 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 36 deg. E, 6.6'                                    

6" Tamarack - S 51 deg. W, 4.0'                          

5" Tamarack - S 34 deg. E, 13.2'                             

4" Tamarack - N 40 deg. W, 13.9'

GLO BK 

7, P 18

26 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 10 deg. W, 32.3'                                    

5" Tamarack - S 50 deg. E, 21.8'

GLO BK 

7, P 20

26 50-27
Road Survey on E line of Section 26 

by F.J. O'Hara 
1910

runs along E line of Section 26                            

No distance or Mag. Var. shown 

Book 1, 

Page 124

27 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 10 deg. W, 32.3'                                    

5" Tamarack - S 50 deg. E, 21.8'

GLO BK 

7, P 20

27 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 57 deg. E, 14.5'                                    

7" Tamarack - N 10 deg. E, 6.6'

GLO BK 

7, P 32

27 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

7, P 20

27 50-27 NW
Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Oak - N 33 deg. E, 15.2'                                    

6" Maple - N 28 deg. W, 20.5'                          

8" Birch - S 21 deg. E, 16.5'                             

GLO BK 

7, P 31

27 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - N 70 deg. W, 3.3'                                    

8" White Pine - S 11 deg. W, 2.0'

GLO BK 

7, P 30

Page 854 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

27 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 36 deg. E, 6.6'                                    

6" Tamarack - S 51 deg. W, 4.0'                          

5" Tamarack - S 34 deg. E, 13.2'                             

4" Tamarack - N 40 deg. W, 13.9'

GLO BK 

7, P 18

27 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 66 deg. E, 8.6'                                    

3" Spruce - N 78 deg. E, 8.6'                          3" 

Spruce - N 30 deg. W, 3.0'                             4" 

Spruce - S 38 deg. W, 9.9'

GLO BK 

7, P 28

27 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Pine - N 80 deg. E, 5.3'                                    

12" Maple - N 30 deg.W, 3.3'

GLO BK 

7, P 31

28 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Pine - N 80 deg. E, 5.3'                                    

12" Maple - N 30 deg.W, 3.3'

GLO BK 

7, P 31

28 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 87 deg. E, 15.2'                                    

6" Birch - N 83 deg. W, 4.0'                                                  

GLO BK 

7, P 33

28 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Oak - N 33 deg. E, 15.2'                                    

6" Maple - N 28 deg. W, 20.5'                          

8" Birch - S 21 deg. E, 16.5'                             

8" Birch - S 37 deg. W, 18.5'

GLO BK 

7, P 31

28 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - N 22 deg. E, 31.0'                                    

4" Spruce - S 32 deg. E, 7.9'

GLO BK 

7, P 33

28 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 82 deg. W, 141.9'                                    

3" Tamarack - N 87 deg. W, 135.3'

GLO BK 

7, P 30

28 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 66 deg. E, 8.6'                                    

3" Spruce - N 78 deg. E, 8.6'                          3" 

Spruce - N 30 deg. W, 3.0'                             4" 

Spruce - S 38 deg. W, 9.9'

GLO BK 

7, P 28

28 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Spruce - N 66 deg. E, 11.9'                                    

8" Spruce - S 70 deg. E, 9.9'                                                  

GLO BK 

7, P 30.

33 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 68 deg. E, 9.2'                                    

5" Tamarack - S 60 deg. E, 13.2'

GLO BK 

7, P 28

33 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 82 deg. W, 141.9'                                    

3" Tamarack - N 87 deg. W, 135.3'

GLO BK 

7, P 30

33 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 66 deg. E, 8.6'                                    

3" Spruce - N 78 deg. E, 8.6'                          3" 

Spruce - N 30 deg. W, 3.0'                             4" 

Spruce - S 38 deg. W, 9.9'

GLO BK 

7, P 28

33 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Spruce - N 66 deg. E, 11.9'                                    

8" Spruce - S 70 deg. E, 9.9'                                                  

GLO BK 

7, P 30.

33 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
8" Tamarack - N 82 deg. E, 44.9'                                    

8" Tamarack - S 87 deg. E, 28.4'

GLO BK 

7, P 30

33 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - N 13 deg. W, 15.8'                                    

10" Birch - S 60 deg. W, 15.8'                          

8" Maple - S 49 deg. E, 2.6'                           8" 

Spruce - N 88 deg. E, 13.9'

GLO BK 

7, P 29

33 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
3" Spruce - S 76 deg. E, 16.5'                                    

3" Spruce - N 63 deg. E, 14.5'

GLO BK 

7, P 30

34 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
26" White Pine - N 61 deg. E, 19.1'                                    

No other trees near

GLO BK 

7, P 18

34 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - N 70 deg. W, 3.3'                                    

8" White Pine - S 11 deg. W, 2.0'

GLO BK 

7, P 30

34 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 36 deg. E, 6.6'                                    

6" Tamarack - S 51 deg. W, 4.0'                          

5" Tamarack - S 34 deg. E, 13.2'                             

4" Tamarack - N 40 deg. W, 13.9'

GLO BK 

7, P 18

34 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 66 deg. E, 8.6'                                    

3" Spruce - N 78 deg. E, 8.6'                          3" 

Spruce - N 30 deg. W, 3.0'                             4" 

Spruce - S 38 deg. W, 9.9'

GLO BK 

7, P 28
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34 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" White Pine - N 59 deg. W, 12.5'                                    

8" White Pine - S 75 deg. W, 12.5'

GLO BK 

7, P 29

34 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

9" White Birch - N 57 deg. E, 8.6'                                    

10" Aspen - S 46 deg. W, 19.8'                          

8" White Birch - S 31 deg. E, 22.4'                           

6" Maple - N 11 deg. W, 26.4'

GLO BK 

7, P 28

34 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

10" White Pine - N 13 deg. W, 15.8'                                    

10" Birch - S 60 deg. W, 15.8'                          

8" Maple - S 49 deg. E, 2.6'                           8" 

Spruce - N 88 deg. E, 13.9'

GLO BK 

7, P 29

34 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 68 deg. E, 9.2'                                    

5" Tamarack - S 60 deg. E, 13.2'

GLO BK 

7, P 28

35 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 51 deg. W, 9.9'                                    

10" Birch - S 20 deg. E, 12.5'                                                  

GLO BK 

7, P 7

35 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
26" White Pine - N 85 deg. W, 24.4'                                    

5" Birch - S 80 deg.E, 23.8'

GLO BK 

7, P 19

35 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

26" White Pine - N 78 deg. E, 40.9'                                    

24" White Pine - N 18 deg. W, 29.7'                          

24" White Pine - S 54 deg. W, 33.0'                             

18" Cedar - S 10 deg. E, 16.5'

GLO BK 

7, P 7

35 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 36 deg. E, 6.6'                                    

6" Tamarack - S 51 deg. W, 4.0'                          

5" Tamarack - S 34 deg. E, 13.2'                             

4" Tamarack - N 40 deg. W, 13.9'

GLO BK 

7, P 18

35 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
10" Yellow Pine - N 61 deg. W, 21.1'                                    

12" Yellow Pine - S 02 deg. W, 10.6'

GLO BK 

7, P 28

35 50-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Basswood – N 45 deg. E, 33.8'                        

18” W. Pine stump – S 45 deg. W, 51.0'               

26” W. Pine stump – N 45 deg. W, 51.8'

Book 1, 

Page 409

35 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

20" White Pine - N 45 deg. E, 28.4'                                    

20" White Pine - S 78 deg. E, 31.0'                          

18" White Pine - N 53 deg. W, 22.4'                           

18" White Pine - S 28 deg. W, 35.0'

GLO BK 

7, P 28

35 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

9" White Birch - N 57 deg. E, 8.6'                                    

10" Aspen - S 46 deg. W, 19.8'                          

8" White Birch - S 31 deg. E, 22.4'                           

6" Maple - N 11 deg. W, 26.4'

GLO BK 

7, P 28

35 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
26" White Pine - N 61 deg. E, 19.1'                                    

No other trees near

GLO BK 

7, P 18

36 50-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to be used for ties
GLO BK 

15, P 1

36 50-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 45 deg. W, 7.3'                                    

10" Cedar - S 35 deg. E, 21.1'

GLO BK 

7, P 8

36 50-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 86 deg. E, 7.9'                                    

8" Tamarack - S 51 deg. E, 17.8'                          

14" Aspen - N 51 deg. W, 11.2'                           

12" Aspen - S 73 deg. W, 19.1''

GLO BK 

15, P 2

36 50-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

26" White Pine - N 78 deg. E, 40.9'                                    

24" White Pine - N 18 deg. W, 29.7'                          

24" White Pine - S 54 deg. W, 33.0'                             

18" Cedar - S 10 deg. E, 16.5'

GLO BK 

7, P 7

36 50-27 S 1/4
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

12” Baumegiliad – N 45 deg. E, 124.7'                

7” Black Ash  – N 45 deg. W, 114.3'      

Book 1, 

Page 409

36 50-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867
4" Spruce - N 56 deg. E, 69.3'                                    

3" Ash - S 75 deg. E, 73.9'

GLO BK 

7, P 27

36 50-27 SE
3/4" capped iron pipe set in woods by 

T. Betley
1990

3" Aspen - N 24 deg. E, 9.47'                                

2" Aspen - S 43 deg. E, 13.78'                             

2" Aspen - S 43 deg W, 10.34'

265993

36 50-27 SE
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

14” Poplar – N 45 deg. W, 38.4'                          

12” Poplar – S 45 deg. W, 59.5'                            

6” Poplar – N 45 deg. E, 64.2'

Book 1, 

Page 409

36 50-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1865

10" White Birch - S 77 deg. W, 13.9'                                                      

12" Aspen - N 42 deg. W, 12.5'                      

10" White Birch - N 20 deg. E, 26.4'                                                    

8" Maple - S 71 deg. E, 33.0'           

GLO BK 

1, P 12
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36 50-27 SW
Conc. mon. set at cor. by H.D. Keath, 

County Surveyor
1926

10” Basswood – N 45 deg. E, 33.8'                        

18” W. Pine stump – S 45 deg. W, 51.0'               

26” W. Pine stump – N 45 deg. W, 51.8'

Book 1, 

Page 409

36 50-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1867

20" White Pine - N 45 deg. E, 28.4'                                    

20" White Pine - S 78 deg. E, 31.0'                          

18" White Pine - N 53 deg. W, 22.4'                           

18" White Pine - S 28 deg. W, 35.0'

GLO BK 

7, P 28

36 50-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 51 deg. W, 9.9'                                    

10" Birch - S 20 deg. E, 12.5'                                                  

GLO BK 

7, P 7

1 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870 No trees near for ties
GLO  Bk 

10 P. 6

1 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 9

1 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

5” Tamarack – N 51 deg. W, 48.8'                          

10“ Tamarack – N 20 deg. E, 75.2'                        

6” Tamarack – S 79 deg. E, 89.1'                          

5” Tamarack– S 75 deg. W, 33.0'

GLO  Bk 

10 P. 6

1 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Spruce – N 70 deg. W, 34.3'                             

6“ Aspen – N 66 deg. E, 42.9'                              

4” Tamarack – S 61 deg. E, 20.5' 

GLO  Bk 

10 P. 9

1 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 21

1 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack stub – N 37 deg. E, 9.2.'                   

4” Tamarack stub – S 45 deg. W, 16.5'               

(no other trees near)

GLO  Bk 

10 P. 5

1 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 75 deg. E, 14.5'                          

4“ Tamarack – N 22 deg. E, 15.2'                         

4” Tamarack – N 77 deg. W, 19.8'                          

3” Tamarack – S 52 deg. W, 33.7'

GLO  Bk 

10 P. 20

1 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 50 deg. E, 16.5'                          

2” Tamarack – S 80 deg. W, 11.2'

GLO  Bk 

10 P. 22

2 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 50 deg. E, 16.5'                          

2” Tamarack – S 80 deg. W, 11.2'

GLO  Bk 

10 P. 22

2 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 9

2 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Spruce – N 70 deg. W, 34.3'                             

6“ Aspen – N 66 deg. E, 42.9'                             

4” Tamarack – S 61 deg. E, 20.5'  

GLO  Bk 

10 P. 9

2 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

2 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 65 deg. E, 21.8'                          

3” Tamarack – S 16 deg. W, 4.6'

GLO  Bk 

10 P. 31

2 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 75 deg. E, 14.5'                          

4“ Tamarack – N 22 deg. E, 15.2'                         

4” Tamarack – N 77 deg. W, 19.8'                          

3” Tamarack – S 52 deg. W, 33.7'

GLO  Bk 

10 P. 20

2 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 54 deg. W, 52.1'                          

3“ Tamarack – N 64 deg. W, 16.5'                         

3” Tamarack – S 18 deg. E, 7.3'                          

4” Tamarack – N 55 deg. E, 29.7'

GLO  Bk 

10 P. 30

2 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 70 deg. E, 50.8'                          

3” Tamarack – N 40 deg. W, 2.6'

GLO  Bk 

10 P. 31

3 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 70 deg. E, 50.8'                          

3” Tamarack – N 40 deg. W, 2.6'

GLO  Bk 

10 P. 31
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3 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

3 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

3 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Basswood – N 05 deg. E, 23.1'                          

15“ Basswood – N 05 deg. E, 33.6'                        

23” Pine – N 50 deg. W, 9.2'                                

8” Basswood– S 55 deg. E, 19.1'

GLO  Bk 

10 P. 8

3 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 63 deg. E, 114.8                      

No other trees for ties

GLO  Bk 

10 P. 40

3 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 54 deg. W, 52.1'                          

3“ Tamarack – N 64 deg. W, 16.5'                         

3” Tamarack – S 18 deg. E, 7.3'                          

4” Tamarack – N 55 deg. E, 29.7'

GLO  Bk 

10 P. 30

3 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

3 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 41

4 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 41

4 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 12

4 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Basswood – N 05 deg. E, 23.1'                          

15“ Basswood – N 05 deg. E, 33.6'                        

23” Pine – N 50 deg. W, 9.2'                                

8” Basswood– S 55 deg. E, 19.1'

GLO  Bk 

10 P. 8

4 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 37 deg. W, 10.6'                       

no other trees near

GLO  Bk 

10 P. 12

4 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 49

4 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

4 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Pine – N 81 deg. E, 131.3'                                

10” Spruce – N 02 deg. W, 256.1'

8LO  Bk 10 

P. 48

4 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 90 deg. E, 5.3'                        

No other trees near

GLO  Bk 

10 P. 49

5 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 90 deg. E, 5.3'                        

No other trees near

GLO  Bk 

10 P. 49

5 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 11

5 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 37 deg. W, 10.6'                       

no other trees near

GLO  Bk 

10 P. 12

5 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 20 deg. W, 132.0'                        

6” Tamarack – S 85 deg. E, 105.6'                       

no other trees near

GLO  Bk 

10 P. 11

5 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 64
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5 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Pine – N 81 deg. E, 131.3'                                

10” Spruce – N 02 deg. W, 256.1'

8LO  Bk 10 

P. 48

5 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 15 deg. E, 25.7'                        

3“ Tamarack – N 44 deg. W, 39.6'                          

2” Tamarack – S 40 deg. W, 15.2'                          

3” Tamarack – S 50 deg. E, 13.2'

GLO  Bk 

10 P. 63

5 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 65

6 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 65

6 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

6 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 2 1/2” Tamarack – N 45 deg. E, 52.1'
GLO  Bk 

10 P. 11

6 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 20 deg. W, 132.0'                        

6” Tamarack – S 85 deg. E, 105.6'                       

no other trees near

GLO  Bk 

10 P. 11

6 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 52 deg. E, 2.6'                          

4“ Tamarack – S 30 deg. W, 5.3'                         

6” Tamarack – S 41 deg. E, 19.8'                          

5” Tamarack– N 31 deg. W, 14.5'

GLO  Bk 

10 P. 10

6 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Tamarack – N 52 deg. E, 2.6'                              

4” Tamarack – S 30 deg. W, 5.3'                             

6" Tamarack - S 41 deg. E, 19.8'                              

5" Tamarack - N 30 deg. W, 14.5'                              

GLO  Bk 

13 P. 11

6 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Ash – S 85 deg. E, 7.9'                                     

4” Ash – N 89 deg. E, 26.4'

GLO  Bk 

10 P. 64

6 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 15 deg. E, 25.7'                        

3“ Tamarack – N 44 deg. W, 39.6'                          

2” Tamarack – S 40 deg. W, 15.2'                          

3” Tamarack – S 50 deg. E, 13.2'

GLO  Bk 

10 P. 63

6 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Fir – N 40 deg. E, 18.5'                              3” 

Maple – S 04 deg. W, 5.9'                             8" 

Maple - S 04 deg. W, 11.9'                              

4" Basswood - S 70 deg. E, 15.2'                              

GLO  Bk 

13 P. 10

6 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 11

7 51-22 E 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

6” Cedar N 45 deg. W, 16.5'                                 

6” Cedar – S 45 deg.E, 3.3'

Book 2, 

Page 118

7 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Spruce – N 82 deg. E, 11.2'                               

4” Cedar – N 60 deg. W, 13.9'

GLO  Bk 

10 P. 62

7 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Ash – S 85 deg. E, 7.9'                                     

4” Ash – N 89 deg. E, 26.4'

GLO  Bk 

10 P. 64

7 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 15 deg. E, 25.7'                        

3“ Tamarack – N 44 deg. W, 39.6'                          

2” Tamarack – S 40 deg. W, 15.2'                          

3” Tamarack – S 50 deg. E, 13.2'

GLO  Bk 

10 P. 63

7 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Fir – N 40 deg. E, 18.5'                              3” 

Maple – S 04 deg. W, 5.9'                             8" 

Maple - S 04 deg. W, 11.9'                              

4" Basswood - S 70 deg. E, 15.2'                              

GLO  Bk 

13 P. 10

7 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Cedar – N 30 deg. E, 3.3'                                   

6” Ash – S 25 deg. E, 6.6'

GLO  Bk 

10 P. 62

7 51-22 SE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

10” Aspen – S 90 deg. W, 38.6'                              

10” Aspen – N 45 deg. E, 37.5'                              

12“ Balsam– S 45 deg. E, 67.0'               

Book 2, 

Page 118

7 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Maple – N 85 deg. E, 5.9'                                

6“ Fir – S 62 deg. E, 10.6'                                    

15” Birch – S 37 deg. W, 17.8'                              

5” Fir – N 27 deg. W, 7.9'

GLO  Bk 

10 P. 60
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7 51-22 SW

10" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8” Fir – N 45 deg. W, 15.8'                              

8” Fir – S 40 deg. W, 14.5'                             6" 

Fir - S 20 deg. E, 12.5'                                                

GLO  Bk 

13 P. 9

7 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 10

8 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119

8 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Aspen – S 73 deg. E, 13.2'                              

3” Aspen – S 52 deg. W, 83.82'

GLO  Bk 

10 P. 47

8 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 64

8 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Pine – N 81 deg. E, 131.3'                                

10” Spruce – N 02 deg. W, 256.1'

8LO  Bk 10 

P. 48

8 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 15 deg. E, 25.7'                        

3“ Tamarack – N 44 deg. W, 39.6'                          

2” Tamarack – S 40 deg. W, 15.2'                          

3” Tamarack – S 50 deg. E, 13.2'

GLO  Bk 

10 P. 63

8 51-22 S 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Aspen - N 45 deg. E, 48.7'                                 

5” Aspen – S 45 deg.E, 40.9'

Book 2, 

Page 118

8 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – N 20 deg. W, 26.4'                         

No other trees near

GLO  Bk 

10 P. 61

8 51-22 SE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 00 deg. E, 44.2'                              

12” Aspen – S 45 deg. E, 47.6'                              

9“ Aspen - S 45 deg. W, 42.3'               

Book 2, 

Page 118

8 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Aspen – S 80 deg. E, 17.8'                              

No other trees for ties

GLO  Bk 

10 P. 46

8 51-22 SW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

10” Aspen – S 90 deg. W, 38.6'                              

10” Aspen – N 45 deg. E, 37.5'                              

12“ Balsam– S 45 deg. E, 67.0'               

Book 2, 

Page 118

8 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Maple – N 85 deg. E, 5.9'                                

6“ Fir – S 62 deg. E, 10.6'                                    

15” Birch – S 37 deg. W, 17.8'                              

5” Fir – N 27 deg. W, 7.9'

GLO  Bk 

10 P. 60

8 51-22 W 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

6” Cedar N 45 deg. W, 16.5'                                 

6” Cedar – S 45 deg.E, 3.3'

Book 2, 

Page 118

8 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Spruce – N 82 deg. E, 11.2'                               

4” Cedar – N 60 deg. W, 13.9'

GLO  Bk 

10 P. 62

9 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119

9 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 49

9 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

9 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Pine – N 81 deg. E, 131.3'                                

10” Spruce – N 02 deg. W, 256.1'

8LO  Bk 10 

P. 48

9 51-22 S 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

10” Cedar - S 45 deg. E, 31.3'                                 

5” Cedar – N 45 deg.W, 39.0'

Book 2, 

Page 118

9 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – N 70 deg. W, 17.8'                        

6” Fir – S 30 deg. E, 17.2'

GLO  Bk 

10 P. 47

9 51-22 SE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

20” White Pine - S 45 deg. W, 49.0'                    

15”Aspen – N 00 deg.E, 46.7'

Book 2, 

Page 118
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9 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Pine – S 18 deg. E, 25.7'                                

10“ Pine – N 66 deg. E, 23.1'                               

8” Maple – N 47 deg. W, 27.1'                            

16” Aspen – S 36 deg. W, 21.8'

GLO  Bk 

10 P. 38

9 51-22 SW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 00 deg. E, 44.2'                              

12” Aspen – S 45 deg. E, 47.6'                              

9“ Aspen - S 45 deg. W, 42.3'               

Book 2, 

Page 118

9 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Aspen – S 80 deg. E, 17.8'                              

No other trees for ties

GLO  Bk 

10 P. 46

9 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Aspen – S 73 deg. E, 13.2'                              

3” Aspen – S 52 deg. W, 83.82'

GLO  Bk 

10 P. 47

10 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119

10 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2” Tamarack – S 50 deg. E, 34.3'                          

2” Tamarack – N 80 deg. W, 28.4'

GLO  Bk 

10 P. 30

10 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 63 deg. E, 114.8                      

No other trees for ties

GLO  Bk 

10 P. 40

10 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 54 deg. W, 52.1'                          

3“ Tamarack – N 64 deg. W, 16.5'                         

3” Tamarack – S 18 deg. E, 7.3'                          

4” Tamarack – N 55 deg. E, 29.7'

GLO  Bk 

10 P. 30

10 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

10 51-22 S 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

9” Tamarack - S 45 deg. W, 30.4'                        

8” Tamarack – N 45 deg.W, 31.4'

Book 2, 

Page 118

10 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – S 28 deg. E, 8.2'                          

6” Tamarack – N 58 deg. E, 11.9'

GLO  Bk 

10 P. 39

10 51-22 SE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Tamarack – N 45 deg. W, 25.5'                        

6” Tamarack – N 45 deg. E, 31.0'                          

5“ Tamarack - S 45 deg. E, 32.4'               

Book 2, 

Page 118

10 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 26 deg. E, 8.6'                          

3“ Tamarack – N 30 deg. E, 11.9'                         

4” Tamarack – N 16 deg. W, 13.9'                          

4” Tamarack – S 63 deg. W, 9.9'

GLO  Bk 

10 P. 28

10 51-22 SW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

20” White Pine - S 45 deg. W, 49.0'                    

15”Aspen – N 00 deg.E, 46.7'

Book 2, 

Page 118

10 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Pine – S 18 deg. E, 25.7'                                

10“ Pine – N 66 deg. E, 23.1'                               

8” Maple – N 47 deg. W, 27.1'                            

16” Aspen – S 36 deg. W, 21.8'

GLO  Bk 

10 P. 38

10 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 39

11 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119

11 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 65 deg. E, 12.2'                          

4” Tamarack – S 60 deg. W, 22.4'

GLO  Bk 

10 P. 20

11 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 65 deg. E, 21.8'                          

3” Tamarack – S 16 deg. W, 4.6'

GLO  Bk 

10 P. 31

11 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 75 deg. E, 14.5'                          

4“ Tamarack – N 22 deg. E, 15.2'                         

4” Tamarack – N 77 deg. W, 19.8'                          

3” Tamarack – S 52 deg. W, 33.7'

GLO  Bk 

10 P. 20
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11 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 54 deg. W, 52.1'                          

3“ Tamarack – N 64 deg. W, 16.5'                         

3” Tamarack – S 18 deg. E, 7.3'                          

4” Tamarack – N 55 deg. E, 29.7'

GLO  Bk 

10 P. 30

11 51-22 S 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Cedar - N 00 deg. E, 36.0'                                 

8” Cedar – S 45 deg.E, 32.2'

Book 2, 

Page 118

11 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Cedar – S 03 deg. W, 6.6'                                

9” Cedar – N 05 deg. W, 3.3'

GLO  Bk 

10 P. 29

11 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 59 deg. E, 3.3'                          

6“ Tamarack – N 79 deg. W, 4.0'                         

7” Tamarack – S 55 deg. W,24.4'                          

5” Tamarack – S 65 deg. E, 12.2'

GLO  Bk 

10 P. 18

11 51-22 SW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Tamarack – N 45 deg. W, 25.5'                        

6” Tamarack – N 45 deg. E, 31.0'                          

5“ Tamarack - S 45 deg. E, 32.4'               

Book 2, 

Page 118

11 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 26 deg. E, 8.6'                          

3“ Tamarack – N 30 deg. E, 11.9'                         

4” Tamarack – N 16 deg. W, 13.9'                        

4” Tamarack – S 63 deg. W, 9.9'

GLO  Bk 

10 P. 28

11 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2” Tamarack – S 50 deg. E, 34.3'                          

2” Tamarack – N 80 deg. W, 28.4'

GLO  Bk 

10 P. 30

12 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870
5” Tamarack – S 50 deg. W, 14.5'                         

5” Tamarack – S 85 deg. E, 15.2'

GLO  Bk 

10 P. 5

12 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 21

12 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack stub – N 37 deg. E, 9.2.'                   

4” Tamarack stub – S 45 deg. W, 16.5'               

(no other trees near)

GLO  Bk 

10 P. 5

12 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 75 deg. E, 14.5'                          

4“ Tamarack – N 22 deg. E, 15.2'                         

4” Tamarack – N 77 deg. W, 19.8'                          

3” Tamarack – S 52 deg. W, 33.7'

GLO  Bk 

10 P. 20

12 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 48 deg. W, 11.2'                          

2” Tamarack – S 37 deg. W, 5.9'

GLO  Bk 

10 P. 19

12 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack – N 32 deg. W, 2.6'                          

4“ Tamarack – N 60 deg. E, 5.3'                           

5” Tamarack – S 43 deg. E, 8.6'                          

5” Tamarack– S 80 deg. W, 11.9'

GLO  Bk 

10 P. 4

12 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 59 deg. E, 3.3'                          

6“ Tamarack – N 79 deg. W, 4.0'                         

7” Tamarack – S 55 deg. W,24.4'                          

5” Tamarack – S 65 deg. E, 12.2'

GLO  Bk 

10 P. 18

12 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 65 deg. E, 12.2'                          

4” Tamarack – S 60 deg. W, 22.4'

GLO  Bk 

10 P. 20

13 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870
5” Tamarack – N 40 deg. W, 4.0'                            

4” Tamarack – S 85 deg. E, 11.9'

GLO  Bk 

10 P. 34

13 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 48 deg. W, 11.2'                          

2” Tamarack – S 37 deg. W, 5.9'

GLO  Bk 

10 P. 19

13 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack – N 32 deg. W, 2.6'                          

4“ Tamarack – N 60 deg. E, 5.3'                           

5” Tamarack – S 43 deg. E, 8.6'                          

5” Tamarack– S 80 deg. W, 11.9'

GLO  Bk 

10 P. 4

13 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 59 deg. E, 3.3'                          

6“ Tamarack – N 79 deg. W, 4.0'                         

7” Tamarack – S 55 deg. W,24.4'                          

5” Tamarack – S 65 deg. E, 12.2'

GLO  Bk 

10 P. 18
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13 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 07 deg. W, 8.6'                          

4” Tamarack – S 19 deg. W, 11.2'

GLO  Bk 

10 P. 17

13 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack – N 50 deg. W, 14.5'                        

4“ Tamarack – N 28 deg. E, 16.5'                         

4” Tamarack – S 26 deg. E, 13.9'                          

4” Tamarack– S 46 deg. W, 7.9'

GLO  Bk 

10 P. 4

13 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 37 deg. W, 4.6'                          

6“ Tamarack – N 05 deg. W, 9.2'                         

8” Tamarack – N 71 deg. E, 9.2'                          

5” Tamarack– S 19 deg. E, 8.6'

GLO  Bk 

10 P. 16

13 51-22 W 1/4

5” Tamarack marked as corner as part 

of original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874
5” Tamarack – S 40 deg. E, 4.6'                          

4” Tamarack – N 45 deg. W, 7.3'

GLO  Bk 

10 P. 18

14 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                     

Distance and Mag. Var. stated

Book 2, 

Page 119

14 51-22 E 1/4

5” Tamarack marked as corner as part 

of original Government Land Office 

Survey by Josephes Alley, U.S. 

Deputy Surveyor

1874
5” Tamarack – S 40 deg. E, 4.6'                          

4” Tamarack – N 45 deg. W, 7.3'

GLO  Bk 

10 P. 18

14 51-22 N 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Cedar - N 00 deg. E, 36.0'                                 

8” Cedar – S 45 deg.E, 32.2'

Book 2, 

Page 118

14 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Cedar – S 03 deg. W, 6.6'                                

9” Cedar – N 05 deg. W, 3.3'

GLO  Bk 

10 P. 29

14 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – N 59 deg. E, 3.3'                          

6“ Tamarack – N 79 deg. W, 4.0'                         

7” Tamarack – S 55 deg. W,24.4'                          

5” Tamarack – S 65 deg. E, 12.2'

GLO  Bk 

10 P. 18

14 51-22 NW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Tamarack – N 45 deg. W, 25.5'                        

6” Tamarack – N 45 deg. E, 31.0'                          

5“ Tamarack - S 45 deg. E, 32.4'               

Book 2, 

Page 118

14 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 26 deg. E, 8.6'                          

3“ Tamarack – N 30 deg. E, 11.9'                         

4” Tamarack – N 16 deg. W, 13.9'                          

4” Tamarack – S 63 deg. W, 9.9'

GLO  Bk 

10 P. 28

14 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Cedar – N 20 deg. E, 4.0'                                

7” Cedar – S 60 deg. W, 16.5'

GLO  Bk 

10 P. 27

14 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 37 deg. W, 4.6'                          

6“ Tamarack – N 05 deg. W, 9.2'                         

8” Tamarack – N 71 deg. E, 9.2'                          

5” Tamarack– S 19 deg. E, 8.6'

GLO  Bk 

10 P. 16

14 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 54 deg. E, 10.6'                          

6“ Tamarack – S 20 deg. E, 13.2'                         

4” Spruce – N 04 deg. W, 13.2'                            

6” Ash – S 68 deg. W, 17.2'

GLO  Bk 

10 P. 26

14 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Tamarack – N 69 deg. E, 7.6'                          

8” Tamarack – S 08 deg. W, 7.3'

GLO  Bk 

10 P. 28

15 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                     

Distance and Mag. Var. stated

Book 2, 

Page 119

15 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Tamarack – N 69 deg. E, 7.6'                          

8” Tamarack – S 08 deg. W, 7.3'

GLO  Bk 

10 P. 28

15 51-22 N 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

9” Tamarack - S 45 deg. W, 30.4'                        

8” Tamarack – N 45 deg.W, 31.4'

Book 2, 

Page 118

15 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – S 28 deg. E, 8.2'                          

6” Tamarack – N 58 deg. E, 11.9'

GLO  Bk 

10 P. 39

15 51-22 NE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

6” Tamarack – N 45 deg. W, 25.5'                        

6” Tamarack – N 45 deg. E, 31.0'                          

5“ Tamarack - S 45 deg. E, 32.4'               

Book 2, 

Page 118
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15 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 26 deg. E, 8.6'                          

3“ Tamarack – N 30 deg. E, 11.9'                         

4” Tamarack – N 16 deg. W, 13.9'                          

4” Tamarack – S 63 deg. W, 9.9'

GLO  Bk 

10 P. 28

15 51-22 NW
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

20” White Pine - S 45 deg. W, 49.0'                    

15”Aspen – N 00 deg.E, 46.7'

Book 2, 

Page 118

15 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Pine – S 18 deg. E, 25.7'                                

10“ Pine – N 66 deg. E, 23.1'                               

8” Maple – N 47 deg. W, 27.1'                            

16” Aspen – S 36 deg. W, 21.8'

GLO  Bk 

10 P. 38

15 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Birch – S 00 deg. E, 3.3'                                

6” Spruce – N 02 deg. W, 3.3'

GLO  Bk 

10 P. 36

15 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 54 deg. E, 10.6'                          

6“ Tamarack – S 20 deg. E, 13.2'                         

4” Spruce – N 04 deg. W, 13.2'                            

6” Ash – S 68 deg. W, 17.2'

GLO  Bk 

10 P. 26

15 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 75 deg. E, 18.5'                          

6“ Tamarack – N 41 deg. E, 5.9'                           

8” Tamarack – S 42 deg. W, 21.1'                          

6” Tamarack – N 52 deg. W, 14.8'

GLO  Bk 

10 P. 35

15 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 50 deg. W, 9.6'                          

5” Tamarack – N 12 deg. E, 15.2'

GLO  Bk 

10 P. 37

16 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                     

Distance and Mag. Var. stated

Book 2, 

Page 119

16 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 50 deg. W, 9.6'                          

5” Tamarack – N 12 deg. E, 15.2'

GLO  Bk 

10 P. 37

16 51-22 N 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

10” Cedar - S 45 deg. E, 31.3'                                 

5” Cedar – N 45 deg.W, 39.0'

Book 2, 

Page 118

16 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – N 70 deg. W, 17.8'                        

6” Fir – S 30 deg. E, 17.2'

GLO  Bk 

10 P. 47

16 51-22 NE
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

20” White Pine - S 45 deg. W, 49.0'                    

15”Aspen – N 00 deg.E, 46.7'

Book 2, 

Page 118

16 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

12” Pine – S 18 deg. E, 25.7'                                

10“ Pine – N 66 deg. E, 23.1'                               

8” Maple – N 47 deg. W, 27.1'                            

16” Aspen – S 36 deg. W, 21.8'

GLO  Bk 

10 P. 38

16 51-22 NW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 00 deg. E, 44.2'                              

12” Aspen – S 45 deg. E, 47.6'                              

9“ Aspen - S 45 deg. W, 42.3'               

Book 2, 

Page 118

16 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Aspen – S 80 deg. E, 17.8'                              

No other trees for ties

GLO  Bk 

10 P. 46

16 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 75 deg. W, 17.2'                          

3” Tamarack – N 20 deg. E, 17.2'

GLO  Bk 

10 P. 46

16 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 75 deg. E, 18.5'                          

6“ Tamarack – N 41 deg. E, 5.9'                           

8” Tamarack – S 42 deg. W, 21.1'                          

6” Tamarack – N 52 deg. W, 14.8'

GLO  Bk 

10 P. 35

16 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 66 deg. E, 45.5'                          

3” Tamarack – S 86 deg. W, 9.2'                          

no other trees near

GLO  Bk 

10 P. 45

16 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 46

17 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N and W line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119
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17 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 46

17 51-22 N 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Aspen - N 45 deg. E, 48.7'                                 

5” Aspen – S 45 deg.E, 40.9'

Book 2, 

Page 118

17 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – N 20 deg. W, 26.4'                         

No other trees near

GLO  Bk 

10 P. 61

17 51-22 NE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 00 deg. E, 44.2'                              

12” Aspen – S 45 deg. E, 47.6'                              

9“ Aspen - S 45 deg. W, 42.3'               

Book 2, 

Page 118

17 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Aspen – S 80 deg. E, 17.8'                              

No other trees for ties

GLO  Bk 

10 P. 46

17 51-22 NW
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

10” Aspen – S 90 deg. W, 38.6'                              

10” Aspen – N 45 deg. E, 37.5'                              

12“ Balsam– S 45 deg. E, 67.0'               

Book 2, 

Page 118

17 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Maple – N 85 deg. E, 5.9'                                

6“ Fir – S 62 deg. E, 10.6'                                    

15” Birch – S 37 deg. W, 17.8'                              

5” Fir – N 27 deg. W, 7.9'

GLO  Bk 

10 P. 60

17 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Spruce – N 08 deg. W, 57.4'                              

3” Tamarack – S 80 deg. W, 33.0'

GLO  Bk 

10 P. 58

17 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 66 deg. E, 45.5'                          

3” Tamarack – S 86 deg. W, 9.2'                          

no other trees near

GLO  Bk 

10 P. 45

17 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – N 50 deg. E, 38.9'                        

10“ Tamarack – S 06 deg. E, 35                           

6” Tamarack – N 60 deg. W, 47.5'                          

6” Tamarack – S 23 deg. W, 45.5'

GLO  Bk 

10 P. 57

17 51-22 W 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Aspen– N 45 deg. W, 32.7'                               

6” Aspen – N 45 deg.E, 31.6'

Book 2, 

Page 119

17 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Cedar – N 50 deg. W, 16.5'                             

No other trees near

GLO  Bk 

10 P. 59

18 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on E and S line of Section                 

Distance and Mag. Var. stated

Book 2, 

Page 119

18 51-22 E 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

8” Aspen– N 45 deg. W, 32.7'                               

6” Aspen – N 45 deg.E, 31.6'

Book 2, 

Page 119

18 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Cedar – N 50 deg. W, 16.5'                             

No other trees near

GLO  Bk 

10 P. 59

18 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Cedar – N 30 deg. E, 3.3'                                   

6” Ash – S 25 deg. E, 6.6'

GLO  Bk 

10 P. 62

18 51-22 NE
Took new ties to existing corner by 

Fred Heuer, Deputy County Surveyor
1917

10” Aspen – S 90 deg. W, 38.6'                              

10” Aspen – N 45 deg. E, 37.5'                              

12“ Balsam– S 45 deg. E, 67.0'               

Book 2, 

Page 118

18 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Maple – N 85 deg. E, 5.9'                                

6“ Fir – S 62 deg. E, 10.6'                                    

15” Birch – S 37 deg. W, 17.8'                              

5” Fir – N 27 deg. W, 7.9'

GLO  Bk 

10 P. 60

18 51-22 NW

10" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8” Fir – N 45 deg. W, 15.8'                              

8” Fir – S 40 deg. W, 14.5'                             6" 

Fir - S 20 deg. E, 12.5'                                                

GLO  Bk 

13 P. 9

18 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 59
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18 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – N 50 deg. E, 38.9'                        

10“ Tamarack – S 06 deg. E, 35                           

6” Tamarack – N 60 deg. W, 47.5'                         

6” Tamarack – S 23 deg. W, 45.5'

GLO  Bk 

10 P. 57

18 51-22 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at c/l road 

to N by L. Pommerening

1986

N & D in 5" Ash - N 20 deg. E, 39.10'                   

N & D in Tw. 7" Ash - S 28 deg. E, 60.61'            

N & D in 10" Maple - N 48 deg. W, 39.85'

248483

18 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 8

18 51-22 W 1/4

3" capped pipe found on E edge N-S 

snowmobile trail w/steel post by L. 

Pommerening

1986

DNR RP in 4" Maple - N 24 deg. E, 6.10'               

DNR RP in 10" Maple - S 60 deg. E, 20.99'           

DNR RP in Tw. 6" Maple - S 87 deg. W, 35.89'

248482

18 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 9

19 51-22  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                     

Distance and Mag. Var. stated

Book 2, 

Page 119

19 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 59

19 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – N 50 deg. E, 38.9'                        

10“ Tamarack – S 06 deg. E, 35                           

6” Tamarack – N 60 deg. W, 47.5'                          

6” Tamarack – S 23 deg. W, 45.5'

GLO  Bk 

10 P. 57

19 51-22 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at c/l road 

to N by L. Pommerening

1986

N & D in 5" Ash - N 20 deg. E, 39.10'                    

N & D in Tw. 7" Ash - S 28 deg. E, 60.61'            

N & D in 10" Maple - N 48 deg. W, 39.85'

248483

19 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 8

19 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
14“ Cedar – N 10 deg. E, 6.6'                              

5” Spruce – S 31 deg. W, 5.9'

GLO  Bk 

10 P. 56

19 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Maple – S 56 deg. W, 13.9'                             

4“ Fir – N 62 deg. E, 14.5'                                    

10” Cedar – N 35 deg. W, 5.3'                              

6” Cedar – S 82 deg. E, 39.6'

GLO  Bk 

10 P. 54

19 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

30” Birch – N 45 deg. E, 4.0'                              

3” Maple – S 40 deg. W, 4.6'                             

36" Pine - N 60 deg. W, 10.6'                              

6" Fir - S 70 deg. E, 4.6'                              

GLO  Bk 

13 P. 7

19 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Cedar – N 12 deg. W, 2.0'                              

3” Fir – N 79 deg. E, 5.9'                                      

GLO  Bk 

13 P. 8

20 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 85 deg. W, 10.6'                          

3” Tamarack – S 44 deg. E, 9.2'

GLO  Bk 

10 P. 45

20 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8“ Spruce – N 08 deg. W, 57.4'                              

3” Tamarack – S 80 deg. W, 33.0'

GLO  Bk 

10 P. 58

20 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 66 deg. E, 45.5'                          

3” Tamarack – S 86 deg. W, 9.2'                          

no other trees near

GLO  Bk 

10 P. 45

20 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Tamarack – N 50 deg. E, 38.9'                        

10“ Tamarack – S 06 deg. E, 35                           

6” Tamarack – N 60 deg. W, 47.5'                          

6” Tamarack – S 23 deg. W, 45.5'

GLO  Bk 

10 P. 57

20 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 70 deg. E, 5.9'                          

3” Tamarack – S 45 deg. E, 5.3'

GLO  Bk 

10 P. 55
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20 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 84 deg. E, 28.7'                          

3“ Tamarack – S 38 deg. E, 10.6'                           

4” Tamarack – S 32 deg. W, 20.5'                          

4” Tamarack – N 47 deg. W, 19.1'

GLO  Bk 

10 P. 43

20 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Maple – S 56 deg. W, 13.9'                             

4“ Fir – N 62 deg. E, 14.5'                                    

10” Cedar – N 35 deg. W, 5.3'                              

6” Cedar – S 82 deg. E, 39.6'

GLO  Bk 

10 P. 54

20 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
14“ Cedar – N 10 deg. E, 6.6'                              

5” Spruce – S 31 deg. W, 5.9'

GLO  Bk 

10 P. 56

21 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 86 deg. W, 5.3'                          

6” Tamarack – S 67 deg. E, 15.2'

GLO  Bk 

10 P. 35

21 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 75 deg. W, 17.2'                          

3” Tamarack – N 20 deg. E, 17.2'

GLO  Bk 

10 P. 46

21 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 75 deg. E, 18.5'                          

6“ Tamarack – N 41 deg. E, 5.9'                           

8” Tamarack – S 42 deg. W, 21.1'                          

6” Tamarack – N 52 deg. W, 14.8'

GLO  Bk 

10 P. 35

21 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 66 deg. E, 45.5'                          

3” Tamarack – S 86 deg. W, 9.2'                          

no other trees near

GLO  Bk 

10 P. 45

21 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 36 deg. E, 3.3'                          

5” Tamarack – N 43 deg. W, 28.0'

GLO  Bk 

10 P. 44

21 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 25 deg. E, 10.6'                          

5“ Tamarack – S 42 deg. W, 22.4'                         

5” Tamarack – S 30 deg. E, 19.8'                          

5” Tamarack – N 70 deg. W, 13.9'

GLO  Bk 

10 P. 34

21 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 84 deg. E, 28.7'                          

3“ Tamarack – S 38 deg. E, 10.6'                           

4” Tamarack – S 32 deg. W, 20.5'                          

4” Tamarack – N 47 deg. W, 19.1'

GLO  Bk 

10 P. 43

21 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 85 deg. W, 10.6'                          

3” Tamarack – S 44 deg. E, 9.2'

GLO  Bk 

10 P. 45

22 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 45 deg. E, 8.6'                          

6” Tamarack – N 47 deg. E, 9.9'

GLO  Bk 

10 P. 25

22 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Birch – S 00 deg. E, 3.3'                                

6” Spruce – N 02 deg. W, 3.3'

GLO  Bk 

10 P. 36

22 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 54 deg. E, 10.6'                          

6“ Tamarack – S 20 deg. E, 13.2'                         

4” Spruce – N 04 deg. W, 13.2'                            

6” Ash – S 68 deg. W, 17.2'

GLO  Bk 

10 P. 26

22 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Tamarack – S 75 deg. E, 18.5'                          

6“ Tamarack – N 41 deg. E, 5.9'                           

8” Tamarack – S 42 deg. W, 21.1'                          

6” Tamarack – N 52 deg. W, 14.8'

GLO  Bk 

10 P. 35

22 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 53 deg. W, 3.3'                          

2” Tamarack – S 45 deg. E, 4.6'

GLO  Bk 

10 P. 35

22 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 78 deg. E, 16.8'                          

8“ Tamarack – S 36 deg. E, 23.8'                         

5” Tamarack – S 16 deg. W, 21.8'                          

6” Tamarack – N 75 deg. W, 9.2'

GLO  Bk 

10 P. 24

22 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 25 deg. E, 10.6'                          

5“ Tamarack – S 42 deg. W, 22.4'                         

5” Tamarack – S 30 deg. E, 19.8'                          

5” Tamarack – N 70 deg. W, 13.9'

GLO  Bk 

10 P. 34
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22 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – N 86 deg. W, 5.3'                          

6” Tamarack – S 67 deg. E, 15.2'

GLO  Bk 

10 P. 35

23 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 60 deg. E, 4.0'                          

5” Tamarack – N 01 deg. W, 2.6'

GLO  Bk 

10 P. 16

23 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Cedar – N 20 deg. E, 4.0'                                

7” Cedar – S 60 deg. W, 16.5'

GLO  Bk 

10 P. 27

23 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 37 deg. W, 4.6'                          

6“ Tamarack – N 05 deg. W, 9.2'                         

8” Tamarack – N 71 deg. E, 9.2'                          

5” Tamarack– S 19 deg. E, 8.6'

GLO  Bk 

10 P. 16

23 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 54 deg. E, 10.6'                          

6“ Tamarack – S 20 deg. E, 13.2'                         

4” Spruce – N 04 deg. W, 13.2'                            

6” Ash – S 68 deg. W, 17.2'

GLO  Bk 

10 P. 26

23 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 23 deg. W, 7.6'                          

3” Tamarack – N 61 deg. W, 6.6'

GLO  Bk 

10 P. 25

23 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 35 deg. W, 27.1'                          

2“ Tamarack – S 03 deg. E, 11.9'                         

2” Tamarack – N 75 deg. E, 16.2'                          

3” Tamarack– N 59 deg. E, 15.8'

GLO  Bk 

10 P. 15

23 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 78 deg. E, 16.8'                          

8“ Tamarack – S 36 deg. E, 23.8'                         

5” Tamarack – S 16 deg. W, 21.8'                          

6” Tamarack – N 75 deg. W, 9.2'

GLO  Bk 

10 P. 24

23 51-22 W.C.

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
8” Tamarack – N 45 deg. E, 8.6'                          

6” Tamarack – N 47 deg. E, 9.9'

GLO  Bk 

10 P. 25

24 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870
8” Tamarack – S 35 deg. W, 7.9'                            

8” Tamarack – S 84 deg. E, 8.6'

GLO  Bk 

10 P. 3

24 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 07 deg. W, 8.6'                          

4” Tamarack – S 19 deg. W, 11.2'

GLO  Bk 

10 P. 17

24 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Tamarack – N 50 deg. W, 14.5'                        

4“ Tamarack – N 28 deg. E, 16.5'                         

4” Tamarack – S 26 deg. E, 13.9'                          

4” Tamarack– S 46 deg. W, 7.9'

GLO  Bk 

10 P. 4

24 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 37 deg. W, 4.6'                          

6“ Tamarack – N 05 deg. W, 9.2'                         

8” Tamarack – N 71 deg. E, 9.2'                          

5” Tamarack– S 19 deg. E, 8.6'

GLO  Bk 

10 P. 16

24 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 02 deg. W, 7.9'                         

3” Tamarack – S 25 deg. E, 5.9'

GLO  Bk 

10 P. 16

24 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Spruce – N 52 deg. W, 13.9'                            

4“ Tamarack – N 41 deg. E, 5.3'                            

4” Spruce – S 70 deg. E, 18.5'                              

5” Tamarack– S 35 deg. W, 7.3'

GLO  Bk 

10 P. 3

24 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 35 deg. W, 27.1'                          

2“ Tamarack – S 03 deg. E, 11.9'                         

2” Tamarack – N 75 deg. E, 16.2'                          

3” Tamarack– N 59 deg. E, 15.8'

GLO  Bk 

10 P. 15

24 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 60 deg. E, 4.0'                          

5” Tamarack – N 01 deg. W, 2.6'

GLO  Bk 

10 P. 16

25 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870
20” Poplar – N 67 deg. E, 11.9'                             

18” Poplar – S 90 deg. W, 9.2'

GLO  Bk 

10 P. 2
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25 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 02 deg. W, 7.9'                         

3” Tamarack – S 25 deg. E, 5.9'

GLO  Bk 

10 P. 16

25 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

4” Spruce – N 52 deg. W, 13.9'                            

4“ Tamarack – N 41 deg. E, 5.3'                            

4” Spruce – S 70 deg. E, 18.5'                              

5” Tamarack– S 35 deg. W, 7.3'

GLO  Bk 

10 P. 3

25 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 35 deg. W, 27.1'                          

2“ Tamarack – S 03 deg. E, 11.9'                         

2” Tamarack – N 75 deg. E, 16.2'                          

3” Tamarack– N 59 deg. E, 15.8'

GLO  Bk 

10 P. 15

25 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

8” Burr Oak – N 81 deg. W, 69.3'                         

10“ Elm – N 47 deg. E, 47.5'                                  

8” Balsam – S 40 deg. E, 52.8'                              

20” Poplar– S 50 deg. W, 77.9'

GLO  Bk 

10 P. 1

25 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Ash – N 48 deg. W, 4.0'                                  

10“ Birch – S 35 deg. E, 17.2'                                 

4” Aspen – N 45 deg. E, 13.9'                                

8” Aspen S 82 deg. W, 19.1'

GLO  Bk 

10 P. 13

25 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 45 deg. W, 10.2'                         

3” Tamarack – N 56 deg. E, 4.0'

GLO  Bk 

10 P. 15

26 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 45 deg. W, 10.2'                         

3” Tamarack – N 56 deg. E, 4.0'

GLO  Bk 

10 P. 15

26 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – S 23 deg. W, 7.6'                          

3” Tamarack – N 61 deg. W, 6.6'

GLO  Bk 

10 P. 25

26 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 35 deg. W, 27.1'                          

2“ Tamarack – S 03 deg. E, 11.9'                         

2” Tamarack – N 75 deg. E, 16.2'                          

3” Tamarack– N 59 deg. E, 15.8'

GLO  Bk 

10 P. 15

26 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 78 deg. E, 16.8'                          

8“ Tamarack – S 36 deg. E, 23.8'                         

5” Tamarack – S 16 deg. W, 21.8'                          

6” Tamarack – N 75 deg. W, 9.2'

GLO  Bk 

10 P. 24

26 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Aspen – S 21 deg. E, 2.0'                                

6” Aspen – N 55 deg. E, 5.9'

GLO  Bk 

10 P. 14

26 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Tamarack – S 45 deg. E, 5.9'                          

6” Tamarack – N 01 deg. W, 2.6'

GLO  Bk 

10 P. 23

26 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Ash – N 48 deg. W, 4.0'                                  

10“ Birch – S 35 deg. E, 17.2'                                 

4” Aspen – N 45 deg. E, 13.9'                                

8” Aspen S 82 deg. W, 19.1'

GLO  Bk 

10 P. 13

26 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 12 deg. W, 12.5'                          

3“ Tamarack – N 38 deg. W, 4.6'                         

4” Tamarack – N 39 deg. E, 23.8'                          

2” Tamarack – S 44 deg. E, 2.6'

GLO  Bk 

10 P. 22

26 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 73 deg. E, 6.3'                          

No other trees near

GLO  Bk 

10 P. 24

27 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – N 73 deg. E, 6.3'                          

No other trees near

GLO  Bk 

10 P. 24

27 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4” Tamarack – N 53 deg. W, 3.3'                          

2” Tamarack – S 45 deg. E, 4.6'

GLO  Bk 

10 P. 35

27 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 78 deg. E, 16.8'                          

8“ Tamarack – S 36 deg. E, 23.8'                         

5” Tamarack – S 16 deg. W, 21.8'                          

6” Tamarack – N 75 deg. W, 9.2'

GLO  Bk 

10 P. 24
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27 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 25 deg. E, 10.6'                          

5“ Tamarack – S 42 deg. W, 22.4'                         

5” Tamarack – S 30 deg. E, 19.8'                          

5” Tamarack – N 70 deg. W, 13.9'

GLO  Bk 

10 P. 34

27 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 80 deg. W, 10.6'                          

3” Tamarack – S 01 deg. E, 3.7'

GLO  Bk 

10 P. 33

27 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 12 deg. W, 12.5'                          

3“ Tamarack – N 38 deg. W, 4.6'                         

4” Tamarack – N 39 deg. E, 23.8'                          

2” Tamarack – S 44 deg. E, 2.6'

GLO  Bk 

10 P. 22

27 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 49 deg. W, 14.5'                          

4“ Tamarack – S 47 deg. E, 13.2'                         

4” Tamarack – N 40 deg. E, 18.8'                          

3” Tamarack – N 75 deg. W, 12.5'

GLO  Bk 

10 P. 32

27 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 69 deg. E, 15.2'                          

3” Tamarack – N 86 deg. W, 15.2'

GLO  Bk 

10 P. 34

28 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 69 deg. E, 15.2'                          

3” Tamarack – N 86 deg. W, 15.2'

GLO  Bk 

10 P. 34

28 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 36 deg. E, 3.3'                          

5” Tamarack – N 43 deg. W, 28.0'

GLO  Bk 

10 P. 44

28 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 25 deg. E, 10.6'                          

5“ Tamarack – S 42 deg. W, 22.4'                         

5” Tamarack – S 30 deg. E, 19.8'                          

5” Tamarack – N 70 deg. W, 13.9'

GLO  Bk 

10 P. 34

28 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 84 deg. E, 28.7'                          

3“ Tamarack – S 38 deg. E, 10.6'                           

4” Tamarack – S 32 deg. W, 20.5'                          

4” Tamarack – N 47 deg. W, 19.1'

GLO  Bk 

10 P. 43

28 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 42 deg. E, 3.3'                          

4” Tamarack – N 73 deg. E, 17.2'

GLO  Bk 

10 P. 43

28 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 49 deg. W, 14.5'                          

4“ Tamarack – S 47 deg. E, 13.2'                         

4” Tamarack – N 40 deg. E, 18.8'                          

3” Tamarack – N 75 deg. W, 12.5'

GLO  Bk 

10 P. 32

28 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 60 deg. E, 24.4'                          

4“ Tamarack – S 43 deg. E, 23.8'                           

3” Tamarack – S 67 deg. W, 12.5'                          

4” Tamarack – N 68 deg. W, 26.4'

GLO  Bk 

10 P. 42

28 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 02 deg. E, 10.6'                          

4” Tamarack – N 60 deg. E, 17.2'

GLO  Bk 

10 P. 43

29 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 02 deg. E, 10.6'                          

4” Tamarack – N 60 deg. E, 17.2'

GLO  Bk 

10 P. 43

29 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 70 deg. E, 5.9'                          

3” Tamarack – S 45 deg. E, 5.3'

GLO  Bk 

10 P. 55

29 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 84 deg. E, 28.7'                          

3“ Tamarack – S 38 deg. E, 10.6'                           

4” Tamarack – S 32 deg. W, 20.5'                          

4” Tamarack – N 47 deg. W, 19.1'

GLO  Bk 

10 P. 43

29 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Maple – S 56 deg. W, 13.9'                             

4“ Fir – N 62 deg. E, 14.5'                                    

10” Cedar – N 35 deg. W, 5.3'                              

6” Cedar – S 82 deg. E, 39.6'

GLO  Bk 

10 P. 54

29 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 01 deg. W, 2.6'                          

3” Tamarack – N 80 deg. E, 2.6'

GLO  Bk 

10 P. 52
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29 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 60 deg. E, 24.4'                          

4“ Tamarack – S 43 deg. E, 23.8'                           

3” Tamarack – S 67 deg. W, 12.5'                          

4” Tamarack – N 68 deg. W, 26.4'

GLO  Bk 

10 P. 42

29 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 64 deg. E, 14.2'                          

6“ Tamarack – N 32 deg. E, 9.9'                           

5” Tamarack – S 30 deg. W, 10.6'                          

7” Tamarack – N 09 deg. W, 11.2'

GLO  Bk 

10 P. 51

29 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. E, 5.6'                          

4” Tamarack – N 20 deg. W, 4.0'

GLO  Bk 

10 P. 54

30 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. E, 5.6'                          

4” Tamarack – N 20 deg. W, 4.0'

GLO  Bk 

10 P. 54

30 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
14“ Cedar – N 10 deg. E, 6.6'                              

5” Spruce – S 31 deg. W, 5.9'

GLO  Bk 

10 P. 56

30 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

10” Maple – S 56 deg. W, 13.9'                             

4“ Fir – N 62 deg. E, 14.5'                                    

10” Cedar – N 35 deg. W, 5.3'                              

6” Cedar – S 82 deg. E, 39.6'

GLO  Bk 

10 P. 54

30 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

30” Birch – N 45 deg. E, 4.0'                              

3” Maple – S 40 deg. W, 4.6'                             

36" Pine - N 60 deg. W, 10.6'                              

6" Fir - S 70 deg. E, 4.6'                              

GLO  Bk 

13 P. 7

30 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Spruce – N 58 deg. W, 17.2'                             

7” Spruce – S 00 deg. E, 20.5'

GLO  Bk 

10 P. 53

30 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 64 deg. E, 14.2'                          

6“ Tamarack – N 32 deg. E, 9.9'                           

5” Tamarack – S 30 deg. W, 10.6'                          

7” Tamarack – N 09 deg. W, 11.2'

GLO  Bk 

10 P. 51

30 51-22 SW

10" Aspen used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6

30 51-22 W 1/4

6" Tamarack used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 7

31 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Cedar – N 80 deg. E, 14.5'                              

14” Cedar – S 04 deg. W, 40.3'

8LO  Bk 10 

P. 51

31 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6“ Spruce – N 58 deg. W, 17.2'                             

7” Spruce – S 00 deg. E, 20.5'

GLO  Bk 

10 P. 53

31 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 64 deg. E, 14.2'                          

6“ Tamarack – N 32 deg. E, 9.9'                           

5” Tamarack – S 30 deg. W, 10.6'                          

7” Tamarack – N 09 deg. W, 11.2'

GLO  Bk 

10 P. 51

31 51-22 NW

10" Aspen used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6

31 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Alder – N 20 deg. W, 10.6'                         3“ 

Alder – S 30 deg. W, 17.8'                             3” 

Alder – S 60 deg. E, 19.8'                            No 

other trees near

GLO  Bk 

13 P. 6

31 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Aspen – N 46 deg. E, 6.6'                         3“ 

Aspen – N 43 deg. W, 16.5'                             

3” Aspen – N 53 deg. W, 6.6'                            

3" Aspen - S 10 deg. E, 4.6'

GLO  Bk 

13 P. 12

31 51-22 W 1/4

3" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6
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32 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 30 deg. W, 18.5'                          

3” Tamarack – S 82 deg. E, 22.4'

GLO  Bk 

10 P. 42

32 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 01 deg. W, 2.6'                          

3” Tamarack – N 80 deg. E, 2.6'

GLO  Bk 

10 P. 52

32 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 60 deg. E, 24.4'                          

4“ Tamarack – S 43 deg. E, 23.8'                           

3” Tamarack – S 67 deg. W, 12.5'                          

4” Tamarack – N 68 deg. W, 26.4'

GLO  Bk 

10 P. 42

32 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

8” Tamarack – S 64 deg. E, 14.2'                          

6“ Tamarack – N 32 deg. E, 9.9'                           

5” Tamarack – S 30 deg. W, 10.6'                          

7” Tamarack – N 09 deg. W, 11.2'

GLO  Bk 

10 P. 51

32 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10“ Cedar – N 80 deg. E, 14.5'                              

14” Cedar – S 04 deg. W, 40.3'

8LO  Bk 10 

P. 51

33 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 68 deg. E, 5.3'                          

4” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

10 P. 32

33 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 42 deg. E, 3.3'                          

4” Tamarack – N 73 deg. E, 17.2'

GLO  Bk 

10 P. 43

33 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 49 deg. W, 14.5'                          

4“ Tamarack – S 47 deg. E, 13.2'                         

4” Tamarack – N 40 deg. E, 18.8'                          

3” Tamarack – N 75 deg. W, 12.5'

GLO  Bk 

10 P. 32

33 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – N 60 deg. E, 24.4'                          

4“ Tamarack – S 43 deg. E, 23.8'                           

3” Tamarack – S 67 deg. W, 12.5'                          

4” Tamarack – N 68 deg. W, 26.4'

GLO  Bk 

10 P. 42

33 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2 1/2” Tamarack – N 20 deg. W, 4.0'                    

2 1/2” Tamarack – S 30 deg. E, 3.6'

GLO  Bk 

10 P. 8

33 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Basswood – N 05 deg. E, 23.1'                          

15“ Basswood – N 05 deg. E, 33.6'                        

23” Pine – N 50 deg. W, 9.2'                                

8” Basswood– S 55 deg. E, 19.1'

GLO  Bk 

10 P. 8

33 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 30 deg. W, 18.5'                          

3” Tamarack – S 82 deg. E, 22.4'

GLO  Bk 

10 P. 42

34 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2” Tamarack – N 28 deg. E, 4.0'                          

3” Tamarack – N 23 deg. W, 3.3'

GLO  Bk 

10 P. 22

34 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – N 80 deg. W, 10.6'                          

3” Tamarack – S 01 deg. E, 3.7'

GLO  Bk 

10 P. 33

34 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 12 deg. W, 12.5'                          

3“ Tamarack – N 38 deg. W, 4.6'                         

4” Tamarack – N 39 deg. E, 23.8'                          

2” Tamarack – S 44 deg. E, 2.6'

GLO  Bk 

10 P. 22

34 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 49 deg. W, 14.5'                          

4“ Tamarack – S 47 deg. E, 13.2'                         

4” Tamarack – N 40 deg. E, 18.8'                          

3” Tamarack – N 75 deg. W, 12.5'

GLO  Bk 

10 P. 32

34 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 85 deg. W, 2.0'                           

5” Tamarack – N 18 deg. W, 5.3'

GLO  Bk 

10 P. 9

34 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 42 deg. W, 2.0'                          

3“ Tamarack – N 29 deg. E, 8.6'                            

2 1/2” Tamarack – N 23 deg. W, 8.9'                    

3” Tamarack – S 15 deg. E, 11.2'

GLO  Bk 

10 P. 9
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34 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 10.2'                          

3“ Tamarack – N 67 deg. W, 12.9'                         

3” Tamarack – N 34 deg. E, 9.9'                           

5” Tamarack – S 77 deg. W, 2.3'

GLO  Bk 

10 P. 8

34 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
5” Tamarack – S 68 deg. E, 5.3'                          

4” Tamarack – N 49 deg. W, 4.6'

GLO  Bk 

10 P. 32

35 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Tamarack – S 49 deg. E, 13.9'                         

6” Tamarack – S 16 deg. W, 23.8'

GLO  Bk 

10 P. 13

35 51-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Aspen – S 21 deg. E, 2.0'                                

6” Aspen – N 55 deg. E, 5.9'

GLO  Bk 

10 P. 14

35 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Ash – N 48 deg. W, 4.0'                                  

10“ Birch – S 35 deg. E, 17.2'                                 

4” Aspen – N 45 deg. E, 13.9'                                

8” Aspen S 82 deg. W, 19.1'

GLO  Bk 

10 P. 13

35 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 12 deg. W, 12.5'                          

3“ Tamarack – N 38 deg. W, 4.6'                         

4” Tamarack – N 39 deg. E, 23.8'                          

2” Tamarack – S 44 deg. E, 2.6'

GLO  Bk 

10 P. 22

35 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Cedar – N 63 deg. W, 9.2'                               

3” Birch – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 9

35 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 14 deg. E, 37.6'                               

3” Aspen – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 10

35 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 42 deg. W, 2.0'                          

3“ Tamarack – N 29 deg. E, 8.6'                            

2 1/2” Tamarack – N 23 deg. W, 8.9'                    

3” Tamarack – S 15 deg. E, 11.2'

GLO  Bk 

10 P. 9

35 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
2” Tamarack – N 28 deg. E, 4.0'                          

3” Tamarack – N 23 deg. W, 3.3'

GLO  Bk 

10 P. 22

36 51-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870
20” Poplar – S 50 deg. W, 13.2'                           

5” Baume Giliad – S 57 deg. E, 21.1'

GLO  Bk 

10 P. 1

36 51-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1870

8” Burr Oak – N 81 deg. W, 69.3'                         

10“ Elm – N 47 deg. E, 47.5'                                  

8” Balsam – S 40 deg. E, 52.8'                              

20” Poplar– S 50 deg. W, 77.9'

GLO  Bk 

10 P. 1

36 51-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Ash – N 48 deg. W, 4.0'                                  

10“ Birch – S 35 deg. E, 17.2'                                 

4” Aspen – N 45 deg. E, 13.9'                                

8” Aspen S 82 deg. W, 19.1'

GLO  Bk 

10 P. 13

36 51-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 25 deg. W, 9.2'                            

4” Tamarack – N 03 deg. E, 13.9'

GLO  Bk 

10 P. 10

36 51-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 41 deg. W, 17.8'                          

4“ Tamarack – N 68 deg. E, 21.1'                         

5” Tamarack – S 65 deg. E, 20.5'                           

4” Tamarack – S 52 deg. W, 9.2'

GLO  Bk 

10 P. 6

36 51-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Aspen – S 14 deg. E, 37.6'                               

3” Aspen – S 12 deg. W, 13.9'

GLO  Bk 

10 P. 10

36 51-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
10” Tamarack – S 49 deg. E, 13.9'                         

6” Tamarack – S 16 deg. W, 23.8'

GLO  Bk 

10 P. 13

1 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 11
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1 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                                      

GLO  Bk 

13 P. 12

1 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 52 deg. E, 2.6'                          

4“ Tamarack – S 30 deg. W, 5.3'                         

6” Tamarack – S 41 deg. E, 19.8'                          

5” Tamarack– N 31 deg. W, 14.5'

GLO  Bk 

10 P. 10

1 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Tamarack – N 52 deg. E, 2.6'                              

4” Tamarack – S 30 deg. W, 5.3'                             

6" Tamarack - S 41 deg. E, 19.8'                              

5" Tamarack - N 30 deg. W, 14.5'                              

GLO  Bk 

13 P. 11

1 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                             

8" Birch - S 30 deg. W, 13.2'                              

3" Ironwood - N 04 deg. W, 11.9'                              

GLO  Bk 

13 P. 12

1 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
19” Pine – S 55 deg. E, 7.9'                              

7” White Birch – N 55 deg. W, 8.6'                                                   

GLO  Bk 

13 P. 70

1 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Fir – N 40 deg. E, 18.5'                              3” 

Maple – S 04 deg. W, 5.9'                             8" 

Maple - S 04 deg. W, 11.9'                              

4" Basswood - S 70 deg. E, 15.2'                              

GLO  Bk 

13 P. 10

1 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – N 23 deg. W, 29.7'                              

6” Tamarack – N 73 deg. E, 23.1'                             

5" Tamarack - S 25 deg. E, 6.6'                              

5" Tamarack - S 59 deg. W, 23.1'                              

GLO  Bk 

13 P. 69

1 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Pine – N 32 deg. E, 5.3'                              

12” White Pine – S 67 deg. W, 5.9'                                                   

GLO  Bk 

13 P. 71

2 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” Pine – N 32 deg. E, 5.3'                              

12” White Pine – S 67 deg. W, 5.9'                                                   

GLO  Bk 

13 P. 71

2 51-23 N 1/4
New ties set by H.D. Keath, County 

Surveyor
1915

10” Poplar - N 45 deg W, 44.9'                               

6” Tamarack - S 45 deg E, 31.1'   

Book 1, 

Page 207

2 51-23 N 1/4

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 13

2 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                             

8" Birch - S 30 deg. W, 13.2'                              

3" Ironwood - N 04 deg. W, 11.9'                              

GLO  Bk 

13 P. 12

2 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Cedar – N 47 deg. E, 13.2'                              

7” Cedar – S 80 deg. W, 11.9'                                                   

GLO  Bk 

13 P. 73

2 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – N 23 deg. W, 29.7'                              

6” Tamarack – N 73 deg. E, 23.1'                             

5" Tamarack - S 25 deg. E, 6.6'                              

5" Tamarack - S 59 deg. W, 23.1'                              

GLO  Bk 

13 P. 69

2 51-23 SW
1 1/4" pipe found in Spruce swamp 

116' S of high ground by R. Kovanen
1985

16d Nail in 2" Spruce - N 64 deg. E, 26.79'            

16d Nail in 2" Spruce - S 71 deg. E, 25.15'            

16d Nail in 2" Spruce - N 32 deg. W, 15.50'

236866

2 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Tamarack – N 37 deg. E, 16.5'                              

6” Tamarack – S 38 deg. E, 16.5'                             

7" Tamarack - S 55 deg. W, 13.2'                              

7" Tamarack - N 50 deg. W, 16.5'                              

GLO  Bk 

13 P. 72

2 51-23 W 1/4
3/4" capped pipe set in woods by lost 

methods by R. Kovanen
1985

16d Nail in 7" Maple - N 75 deg. E, 22.68'             

16d Nail in 8" Maple - S 06 deg. W, 4.74'                

16d Nail in 4" Aspen - N 66 deg. W, 13.69'

236863

2 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Pine – N 50 deg. E, 13.2'                              

8” Spruce – S 65 deg. W, 11.9'                                                   

GLO  Bk 

13 P. 74

3 51-23 E 1/4
3/4" capped pipe set in woods by lost 

methods by R. Kovanen
1985

16d Nail in 7" Maple - N 75 deg. E, 22.68'              

16d Nail in 8" Maple - S 06 deg. W, 4.74'                

16d Nail in 4" Aspen - N 66 deg. W, 13.69'

236863

3 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Pine – N 50 deg. E, 13.2'                              

8” Spruce – S 65 deg. W, 11.9'                                                   

GLO  Bk 

13 P. 74
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3 51-23 M.C.

M.C. on S. line SE 1/4 is on SE side of 

Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Pine – N 87 deg. E, 19.1'                              

10” Pine – S 60 deg. E, 14.5'                                      

GLO  Bk 

13 P. 76

3 51-23 M.C.

M.C. on S. line SW 1/4 is on SW side 

of Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
9” Pine – N 48 deg. W, 23.1'                              

7” Birch – S 13 deg. W, 16.5'                                      

GLO  Bk 

13 P. 76

3 51-23 M.C.

M.C. on W. line SW 1/4 is on N side of 

Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Black Pine – N 19 deg. W, 36.3'                              

9” White Pine – N 77 deg. E, 55.4'                                      

GLO  Bk 

13 P. 80

3 51-23 M.C.

M.C. on W. line SW 1/4 is on S side of 

Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
7” Cedar – S 34 deg. W, 17.2'                              

8” Spruce – S 13 deg. E, 19.8'                                      

GLO  Bk 

13 P. 81

3 51-23 N 1/4
3/4" capped pipe set in woods by lost 

methods by R. Kovanen
1985

16d Nail in Tw. 6" Maple - N 64 deg. E, 20.03'        

16d Nail in Tw. 7" Maple - S 74 deg. E, 15.92'       

16d Nail in 8" R. Oak - N 37 deg. W, 28.98'

236864

3 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
17” Birch – N 85 deg. E, 3.3'                              

3” Maple – S 10 deg. E, 2.0'                                      

GLO  Bk 

13 P. 13

3 51-23 NW

3/4" iron bar found 7' N of c/l E-W 

drwy and 41' NE of c/l road on curve 

by R. Kovanen

1985

N & D in dead Elm - N 33 deg. W, 53.96'               

1 1/4" pipe - N 10 deg. E, 5.59'                             

N & D in Power Pole - N 62 deg. E, 37.64'

236868

3 51-23 NW
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Twin Elm - N 45 deg. W, 49.7'                        

8” Power pole - N 45 deg. E, 34.5'     

Book CH-

7  Page 

21

3 51-23 NW

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

3 51-23 SE
1 1/4" pipe found in Spruce swamp 

116' S of high ground by R. Kovanen
1985

16d Nail in 2" Spruce - N 64 deg. E, 26.79'            

16d Nail in 2" Spruce - S 71 deg. E, 25.15'            

16d Nail in 2" Spruce - N 32 deg. W, 15.50'

236866

3 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Tamarack – N 37 deg. E, 16.5'                              

6” Tamarack – S 38 deg. E, 16.5'                             

7" Tamarack - S 55 deg. W, 13.2'                              

7" Tamarack - N 50 deg. W, 16.5'                              

GLO  Bk 

13 P. 72

3 51-23 SW

1 1/4" iron bar found 8' W of c/l old N-

S road at fence line to E by R. 

Kovanen

1985

16d Nail in Tw. 5" R. Oak - S 80 deg. E, 31.26'      

16d Nail in 5" Maple - S 30 deg. W, 16.21'              

16d Nail in 3" Ironwood - N 60 deg. W, 10.97'

236867

3 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Maple – S 27 deg. W, 15.8'                              

10” Maple – N 13 deg. W, 10.6'                             

11" Linden - N 30 deg. E, 9.9'                              

9" Maple - S 33 deg. E, 9.2'                              

GLO  Bk 

13 P. 75

3 51-23 W 1/4

3/4" capped pipe set in woods from 

using found bearing tree by R. 

Kovanen

1985

16d Nail in 7" Maple - N 40 deg. E, 17.86'            

16d Nail in 6" Maple - S 43 deg. W, 29.00'             

16d Nail in 4" Maple - N 46 deg. W, 11.99'

236865

3 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 30 deg. W, 14.5'                              

4” Aspen – N 30 deg. E, 11.2'                                      

GLO  Bk 

13 P. 80

3 51-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of W line of SW1/4 of Section        

Distance and Bearings stated

Book 1, 

Page 423

4 51-23 E 1/4

3/4" capped pipe set in woods from 

using found bearing tree by R. 

Kovanen

1985

16d Nail in 7" Maple - N 40 deg. E, 17.86'             

16d Nail in 6" Maple - S 43 deg. W, 29.00'             

16d Nail in 4" Maple - N 46 deg. W, 11.99'

236865

4 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 30 deg. W, 14.5'                              

4” Aspen – N 30 deg. E, 11.2'                                      

GLO  Bk 

13 P. 80

4 51-23 M.C.

M.C. on N. line NW 1/4 is on E. line 

Little Ball Bluff Lake -  set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
12” Fir – S 45 deg. E, 46.2'                              

12” Tamarack – N 90 deg. E, 46.2'                                      

GLO  Bk 

13 P. 14
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4 51-23 M.C.

M.C. on E. line SE 1/4 is on N side of 

Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Black Pine – N 19 deg. W, 36.3'                              

9” White Pine – N 77 deg. E, 55.4'                                      

GLO  Bk 

13 P. 80

4 51-23 M.C.

M.C. on E. line SE 1/4 is on S side of 

Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
7” Cedar – S 34 deg. W, 17.2'                              

8” Spruce – S 13 deg. E, 19.8'                                      

GLO  Bk 

13 P. 81

4 51-23 M.C.

M.C. on W. line NW1/4 is on S end of 

Little Ball Bluff Lake - set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
11” Tamarack – S 90 deg. W, 33.7'                              

10” Tamarack – S 15 deg. E, 23.8'                                      

GLO  Bk 

13 P. 96

4 51-23 N 1/4

4" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

4 51-23 NE

3/4" iron bar found 7' N of c/l E-W 

drwy and 41' NE of c/l road on curve 

by R. Kovanen

1985

N & D in dead Elm - N 33 deg. W, 53.96'                

1 1/4" pipe - N 10 deg. E, 5.59'                             

N & D in Power Pole - N 62 deg. E, 37.64'

236868

4 51-23 NE
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Twin Elm - N 45 deg. W, 49.7'                        

8” Power pole - N 45 deg. E, 34.5'     

Book CH-

7  Page 

21

4 51-23 NE

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

4 51-23 NW

Corner falls in Little Ball Bluff Lake no 

corner set as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 14

4 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12" Cedar – N 88 deg. E, 55.4'                              

8” White Birch – S 57 deg. E, 11.2'                                                   

GLO  Bk 

13 P.91

4 51-23 SE

1 1/4" iron bar found 8' W of c/l old N-

S road at fence line to E by R. 

Kovanen

1985

16d Nail in Tw. 5" R. Oak - S 80 deg. E, 31.26'     

16d Nail in 5" Maple - S 30 deg. W, 16.21'             

16d Nail in 3" Ironwood - N 60 deg. W, 10.97'

236867

4 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Maple – S 27 deg. W, 15.8'                              

10” Maple – N 13 deg. W, 10.6'                             

11" Linden - N 30 deg. E, 9.9'                              

9" Maple - S 33 deg. E, 9.2'                              

GLO  Bk 

13 P. 75

4 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 27 deg. W, 15.8'                              

3” Aspen – S 50 deg. E, 18.5'                             

No other trees near      

GLO  Bk 

13 P. 90

4 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Cedar – N 54 deg. E, 13.2'                              

13” Cedar – S 47 deg. E, 15.8'                                      

GLO  Bk 

13 P.96

4 51-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of E line of SE1/4 of Section         

Distance and Bearings stated

Book 1, 

Page 423

5 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Cedar – N 54 deg. E, 13.2'                              

13” Cedar – S 47 deg. E, 15.8'                                      

GLO  Bk 

13 P.96

5 51-23 M.C.

M.C. on N. line NE 1/4 is on W. line 

Little Ball Bluff Lake - used 12" 

Tamarack for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 15

5 51-23 M.C.

M.C. on S. line SE1/4 is on SE side of 

Ball Bluff Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
5” Tamarack – N 70 deg. E, 13.2'                              

8” Tamarack – S 50 deg. E, 10.6'                                      

GLO  Bk 

13 P. 93
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5 51-23 M.C.

M.C. on S. line SW1/4 is on SW side 

of Ball Bluff Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Tamarack – S 69 deg. W, 27.7'                              

5” Tamarack – N 79 deg. W, 29.0'                                      

GLO  Bk 

13 P. 94

5 51-23 M.C.

M.C. on E. line NE1/4 is on S end of 

Little Ball Bluff Lake - set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
11” Tamarack – S 90 deg. W, 33.7'                              

10” Tamarack – S 15 deg. E, 23.8'                                      

GLO  Bk 

13 P. 96

5 51-23 N 1/4

3/4" iron set 93.4' W of c/l N-S 

highway on c/l E-W road at fence line 

to S by J. Halverson

1966
Power Pole - 25.1' NW                                           

Stop sign - 36.6' E
158917

5 51-23 N 1/4

4" Elm used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

5 51-23 NE

Corner falls in Little Ball Bluff Lake no 

corner set as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 14

5 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

5 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 27 deg. W, 15.8'                              

3” Aspen – S 50 deg. E, 18.5'                             

No other trees near      

GLO  Bk 

13 P. 90

5 51-23 SW
7/8" capped iron shaft set in c/l N-S 

road at c/l road to W by T. Betley
1990

Power pole - S 89 deg. E, 40.13'                          

7" Aspen - S 39 deg. E, 76.60'                              

Power Pole - S 52 deg. W, 78.00'

262675

5 51-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Balsam - S 46 deg. W, 8.6'                               

8” Elm – N 14 deg. W, 15.8'      

Book 2, 

Page 5

5 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Balsam – S 46 deg. W, 8.6'                              

8” Elm – N 14 deg. W, 15.8'                             

14" Balsam - N 21 deg. E, 9.2'                              

6" Balsam - S 59 deg. E, 16.5'                              

GLO  Bk 

13 P. 92

5 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 08 deg. E, 165.0'                              

No other trees near                           

GLO  Bk 

13 P.97

5 51-23
Survey of N-S ¼ line by H.D. Keath, 

County Surveyor 
1935

Survey of N-S ¼ line only down to Ball Bluff 

Lake Distance and Mag. Var. stated

Book 1, 

Page 479

6 51-23 E 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

6 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 08 deg. E, 165.0'                              

No other trees near                           

GLO  Bk 

13 P.97

6 51-23 M.C.

M.C. on N. line NE 1/4 is on E. side 

Mississippi River - 22" Aspen used for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

6 51-23 M.C.

M.C. on N. line NE 1/4 is on W. side 

Mississippi River - 3" Aspen used for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

6 51-23 M.C.

M.C. on S. line SW1/4 is on W side of 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
14” Elm – S 65 deg. W, 27.1'                              

12” Oak – N 72 deg. W, 18.5'                                      

GLO  Bk 

13 P. 95

6 51-23 M.C.

M.C. on S. line SW1/4 is on E side of 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” White Pine – N 12 deg. E, 19.8'                              

No other trees near                                      

GLO  Bk 

13 P. 95
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6 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Birch – N 10 deg. E, 13.2'                              

3” Maple – S 15 deg. W, 11.2'                                      

GLO  Bk 

13 P. 15

6 51-23 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

6 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

6 51-23 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

6 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Tamarack – N 70 deg. E, 13.9'                              

7” Tamarack – S 36 deg. W, 57.4'                             

8" Tamarack - N 78 deg. W, 52.8'                              

4" Tamarack - S 85 deg. E, 10.6'                              

GLO  Bk 

13 P. 5

6 51-23 S 1/4
7/8" capped iron shaft set 33' S of c/l 

E-W Forest trail by T. Betley
1990 Tele. Box - S 86 deg. E, 63.80' 265863

6 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873  No trees near
GLO  Bk 

13 P.95

6 51-23 SE
7/8" capped iron shaft set in c/l N-S 

road at c/l road to W by T. Betley
1990

Power pole - S 89 deg. E, 40.13'                          

7" Aspen - S 39 deg. E, 76.60'                                

Power Pole - S 52 deg. W, 78.00'

262675

6 51-23 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Balsam - S 46 deg. W, 8.6'                               

8” Elm – N 14 deg. W, 15.8'      

Book 2, 

Page 5

6 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Balsam – S 46 deg. W, 8.6'                              

8” Elm – N 14 deg. W, 15.8'                             

14" Balsam - N 21 deg. E, 9.2'                              

6" Balsam - S 59 deg. E, 16.5'                              

GLO  Bk 

13 P. 92

6 51-23 SW
1/2" rebar found in c/l N-S road at 

fence line to the E by T. Betley
1990

Power pole - N 58 deg. E, 69.43'                          

CFP - N 90 deg. E, 56.14'                                      

Tele Box - N 38 deg. W, 92.59'

262677

6 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 10 deg. E, 8.6'                              

No other trees near                             

GLO  Bk 

13 P. 5

6 51-23 W 1/4

8" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 5

7 51-23  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

7 51-23  N 1/4
7/8" capped iron shaft set 33' S of c/l 

E-W Forest trail by T. Betley
1990 Tele. Box - S 86 deg. E, 63.80' 265863

7 51-23 E 1/4
7/8" capped iron shaft set 103' W of c/l 

N-S road by lost methods by T. Betley
1990

8" Ash - S 69 deg. E, 25.33'                                  

7" Ash - S 03 deg. E, 27.09'                                   

8" Ash - S 61 deg. W, 19.15'

262717

7 51-23 E 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

7” Cedar - S 30 deg. W, 17.8'                                 

8” Bl. Pine – S 40 deg. E, 18.5'      

Book 2, 

Page 5

7 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7" Cedar – S 30 deg. W, 17.8'                              

8” Black Pine – S 40 deg. E, 18.5'                                                   

GLO  Bk 

13 P.92

7 51-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
14” Elm – S 65 deg. W, 27.1'                              

12” Oak – N 72 deg. W, 18.5'                                      

GLO  Bk 

13 P. 95

7 51-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” White Pine – N 12 deg. E, 19.8'                              

No other trees near                                      

GLO  Bk 

13 P. 95

7 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873  No trees near
GLO  Bk 

13 P.95

7 51-23 NE
7/8" capped iron shaft set in c/l N-S 

road at c/l road to W by T. Betley
1990

Power pole - S 89 deg. E, 40.13'                          

7" Aspen - S 39 deg. E, 76.60'                              

Power Pole - S 52 deg. W, 78.00'

262675

7 51-23 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Balsam - S 46 deg. W, 8.6'                               

8” Elm – N 14 deg. W, 15.8'      

Book 2, 

Page 5
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7 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Balsam – S 46 deg. W, 8.6'                              

8” Elm – N 14 deg. W, 15.8'                             

14" Balsam - N 21 deg. E, 9.2'                              

6" Balsam - S 59 deg. E, 16.5'                              

GLO  Bk 

13 P. 92

7 51-23 NW
1/2" rebar found in c/l N-S road at 

fence line to the E by T. Betley
1990

Power pole - N 58 deg. E, 69.43'                          

CFP - N 90 deg. E, 56.14'                                      

Tele Box - N 38 deg. W, 92.59'

262677

7 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 10 deg. E, 8.6'                              

No other trees near                             

GLO  Bk 

13 P. 5

7 51-23 S 1/4
7/8" capped iron shaft set in Cedar 

swamp by T. Betley
1990

7" Birch - S 78 deg. E, 14.60'                               

8" Birch - S 53 deg. E, 13.20'                                

3" Balsam - S 54 deg. W, 12.59'

265862

7 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5" Tamarack – N 40 deg. W, 16.5'                              

5” Tamarack – S 00 deg. E, 14.5'                                                   

GLO  Bk 

13 P. 89

7 51-23 SE
7/8" capped iron shaft set in c/l N-S 

road at fence line to W by T. Betley
1990

12" Aspen - N 54 deg. E, 41.74'                          

8" Tr. Maple - S 42 deg. E, 50.16'                          

Tele. Box - N 54 deg. W, 21.60'

262676

7 51-23 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

15” Elm - S 63 deg. W, 43.6'                                 

8” Maple– N 74 deg. W, 39.6'      

Book 2, 

Page 5

7 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Elm – S 63 deg. W, 42.9'                              

8” Maple – N 74 deg. W, 39.6'                             

5" Ironwood - N 11 deg. E, 33.0'                              

5" Aspen - S 82 deg. E, 33.0'                              

GLO  Bk 

13 P. 88

7 51-23 SW

7/8" capped iron shaft set on c/l old 

road to the N and to the W by T. 

Betley

1990

7" Aspen - N 36 deg. E, 30.56'                             

8" Dbl. Aspen - S 79 deg. W, 33.14'                      

8" Aspen - N 35 deg. W, 19.74'

262678

7 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Tamarack – N 20 deg. E, 4.0'                              

12” Tamarack – S 20 deg. E, 10.6'                             

3" Tamarack - N 45 deg. W, 3.3'                              

11" Tamarack - S 60 deg. W, 15.8'                              

GLO  Bk 

13 P. 4

7 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Ash – N 10 deg. W, 7.3'                              

14” Cedar– N 35 deg. E, 13.9'                                      

GLO  Bk 

13 P. 4

8 51-23  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

8 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3" Aspen – N 24 deg. E, 6.6'                              

4” Aspen – S 72 deg. E, 8.6'                                                   

GLO  Bk 

13 P.90

8 51-23 M.C.

M.C. on N. line NE1/4 is on SE side of 

Ball Bluff Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
5” Tamarack – N 70 deg. E, 13.2'                              

8” Tamarack – S 50 deg. E, 10.6'                                      

GLO  Bk 

13 P. 93

8 51-23 M.C.

M.C. on N. line NW1/4 is on SW side 

of Ball Bluff Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Tamarack – S 69 deg. W, 27.7'                              

5” Tamarack – N 79 deg. W, 29.0'                                      

GLO  Bk 

13 P. 94

8 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 27 deg. W, 15.8'                              

3” Aspen – S 50 deg. E, 18.5'                             

No other trees near      

GLO  Bk 

13 P. 90

8 51-23 NW
7/8" capped iron shaft set in c/l N-S 

road at c/l road to W by T. Betley
1990

Power pole - S 89 deg. E, 40.13'                          

7" Aspen - S 39 deg. E, 76.60'                              

Power Pole - S 52 deg. W, 78.00'

262675

8 51-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Balsam - S 46 deg. W, 8.6'                               

8” Elm – N 14 deg. W, 15.8'      

Book 2, 

Page 5

8 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Balsam – S 46 deg. W, 8.6'                              

8” Elm – N 14 deg. W, 15.8'                             

14" Balsam - N 21 deg. E, 9.2'                              

6" Balsam - S 59 deg. E, 16.5'                              

GLO  Bk 

13 P. 92

8 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” White Pine – S 87 deg. E, 126.1'                              

No other trees near                                   

GLO  Bk 

13 P. 88

8 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 32 deg. W, 17.1'                              

6” Aspen – N 27 deg. W, 14.5'                             

4" Aspen - N 23 deg. E, 12.5'                              

6" Aspen - S 73 deg. E, 9.2'                              

GLO  Bk 

13 P. 77
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8 51-23 SW
7/8" capped iron shaft set in c/l N-S 

road at fence line to W by T. Betley
1990

12" Aspen - N 54 deg. E, 41.74'                          

8" Tr. Maple - S 42 deg. E, 50.16'                             

Tele. Box - N 54 deg. W, 21.60'

262676

8 51-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

15” Elm - S 63 deg. W, 43.6'                                 

8” Maple– N 74 deg. W, 39.6'      

Book 2, 

Page 5

8 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Elm – S 63 deg. W, 42.9'                              

8” Maple – N 74 deg. W, 39.6'                             

5" Ironwood - N 11 deg. E, 33.0'                              

5" Aspen - S 82 deg. E, 33.0'                              

GLO  Bk 

13 P. 88

8 51-23 W 1/4
7/8" capped iron shaft set 103' W of c/l 

N-S road by lost methods by T. Betley
1990

8" Ash - S 69 deg. E, 25.33'                                   

7" Ash - S 03 deg. E, 27.09'                                 

8" Ash - S 61 deg. W, 19.15'

262717

8 51-23 W 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

7” Cedar - S 30 deg. W, 17.8'                                 

8” Bl. Pine – S 40 deg. E, 18.5'      

Book 2, 

Page 5

8 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7" Cedar – S 30 deg. W, 17.8'                              

8” Black Pine – S 40 deg. E, 18.5'                                                   

GLO  Bk 

13 P.92

9 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Norway Pine – N 50 deg. W, 62.0'                              

8” Tamarack – S 44 deg. E, 28.4'                                                   

GLO  Bk 

13 P. 75

9 51-23 M.C.

M.C. on S. line SE 1/4 is on NE side of 

Long Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” Birch – N 79 deg. E, 207.9'                              

No other trees near                                    

GLO  Bk 

13 P. 79

9 51-23 M.C.

M.C. on S. line SE 1/4 is on NW side 

of Long Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
4” Tamarack – S 55 deg. W, 91.1'                              

5” Spruce – N 72 deg. W, 77.2'                                      

GLO  Bk 

13 P. 79

9 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12" Cedar – N 88 deg. E, 55.4'                              

8” White Birch – S 57 deg. E, 11.2'                                                   

GLO  Bk 

13 P.91

9 51-23 NE

1 1/4" iron bar found 8' W of c/l old N-

S road at fence line to E by R. 

Kovanen

1985

16d Nail in Tw. 5" R. Oak - S 80 deg. E, 31.26'     

16d Nail in 5" Maple - S 30 deg. W, 16.21'             

16d Nail in 3" Ironwood - N 60 deg. W, 10.97'

236867

9 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Maple – S 27 deg. W, 15.8'                              

10” Maple – N 13 deg. W, 10.6'                             

11" Linden - N 30 deg. E, 9.9'                              

9" Maple - S 33 deg. E, 9.2'                              

GLO  Bk 

13 P. 75

9 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 27 deg. W, 15.8'                              

3” Aspen – S 50 deg. E, 18.5'                             

No other trees near      

GLO  Bk 

13 P. 90

9 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Birch – S 45 deg. W, 34.3'                             

10” Birch – N 65 deg. W, 29.7'                                      

GLO  Bk 

13 P. 79

9 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                 

No other trees near                         

GLO  Bk 

13 P. 65

9 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 32 deg. W, 17.1'                              

6” Aspen – N 27 deg. W, 14.5'                             

4" Aspen - N 23 deg. E, 12.5'                              

6" Aspen - S 73 deg. E, 9.2'                              

GLO  Bk 

13 P. 77

9 51-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of E line of NE1/4 of Section         

Distance and Bearings stated

Book 1, 

Page 423

10 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – S 74 deg. W, 7.3'                              

5” Tamarack – N 74 deg. E, 5.9'                                      

GLO  Bk 

13 P. 72

10 51-23 M.C.

M.C. on N. line NE 1/4 is on SE side 

of Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Pine – N 87 deg. E, 19.1'                              

10” Pine – S 60 deg. E, 14.5'                                      

GLO  Bk 

13 P. 76
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10 51-23 M.C.

M.C. on N. line NW 1/4 is on SW side 

of Blackface Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
9” Pine – N 48 deg. W, 23.1'                              

7” Birch – S 13 deg. W, 16.5'                                      

GLO  Bk 

13 P. 76

10 51-23 NE
1 1/4" pipe found in Spruce swamp 

116' S of high ground by R. Kovanen
1985

16d Nail in 2" Spruce - N 64 deg. E, 26.79'            

16d Nail in 2" Spruce - S 71 deg. E, 25.15'             

16d Nail in 2" Spruce - N 32 deg. W, 15.50'

236866

10 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Tamarack – N 37 deg. E, 16.5'                              

6” Tamarack – S 38 deg. E, 16.5'                             

7" Tamarack - S 55 deg. W, 13.2'                              

7" Tamarack - N 50 deg. W, 16.5'                              

GLO  Bk 

13 P. 72

10 51-23 NW

1 1/4" iron bar found 8' W of c/l old N-

S road at fence line to E by R. 

Kovanen

1985

16d Nail in Tw. 5" R. Oak - S 80 deg. E, 31.26'     

16d Nail in 5" Maple - S 30 deg. W, 16.21'             

16d Nail in 3" Ironwood - N 60 deg. W, 10.97'

236867

10 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Maple – S 27 deg. W, 15.8'                              

10” Maple – N 13 deg. W, 10.6'                             

11" Linden - N 30 deg. E, 9.9'                              

9" Maple - S 33 deg. E, 9.2'                              

GLO  Bk 

13 P. 75

10 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
16” White Pine – N 04 deg. W, 17.2'                              

12” White Pine – N 70 deg. W, 17.2'                                                   

GLO  Bk 

13 P. 67

10 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Cedar – S 40 deg. W, 14.5'                              

6” Cedar – N 42 deg. W, 17.2'                             

10" Cedar - N 77 deg. E, 11.9'                              

8" Tamarack - S 54 deg. W, 25.1'                              

GLO  Bk 

13 P. 63

10 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                 

No other trees near                         

GLO  Bk 

13 P. 65

10 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Norway Pine – N 50 deg. W, 62.0'                              

8” Tamarack – S 44 deg. E, 28.4'                                                   

GLO  Bk 

13 P. 75

10 51-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1927

Survey of W line of NW1/4 of Section         

Distance and Bearings stated

Book 1, 

Page 423

11 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – S 19 deg. E, 10.6'                              

8” Tamarack – N 19 deg. W, 11.9'                                      

GLO  Bk 

13 P. 69

11 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Cedar – N 47 deg. E, 13.2'                              

7” Cedar – S 80 deg. W, 11.9'                                                   

GLO  Bk 

13 P. 73

11 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – N 23 deg. W, 29.7'                              

6” Tamarack – N 73 deg. E, 23.1'                             

5" Tamarack - S 25 deg. E, 6.6'                              

5" Tamarack - S 59 deg. W, 23.1'                              

GLO  Bk 

13 P. 69

11 51-23 NW
1 1/4" pipe found in Spruce swamp 

116' S of high ground by R. Kovanen
1985

16d Nail in 2" Spruce - N 64 deg. E, 26.79'            

16d Nail in 2" Spruce - S 71 deg. E, 25.15'            

16d Nail in 2" Spruce - N 32 deg. W, 15.50'

236866

11 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Tamarack – N 37 deg. E, 16.5'                              

6” Tamarack – S 38 deg. E, 16.5'                             

7" Tamarack - S 55 deg. W, 13.2'                              

7" Tamarack - N 50 deg. W, 16.5'                              

GLO  Bk 

13 P. 72

11 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Tamarack – S 70 deg. E, 6.6'                              

9” Tamarack – N 15 deg. W, 4.6'                                      

GLO  Bk 

13 P. 64

11 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” White Birch – S 54 deg. W, 7.9'                              

4” Balsam – N 33 deg. W, 8.6'                             

9" Yellow Birch - N 60 deg. E, 11.2'                              

6" Cedar - S 50 deg. E, 5.3'                              

GLO  Bk 

13 P. 43

11 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Cedar – S 40 deg. W, 14.5'                              

6” Cedar – N 42 deg. W, 17.2'                             

10" Cedar - N 77 deg. E, 11.9'                              

8" Tamarack - S 54 deg. W, 25.1'                              

GLO  Bk 

13 P. 63

11 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Tamarack – S 74 deg. W, 7.3'                              

5” Tamarack – N 74 deg. E, 5.9'                                      

GLO  Bk 

13 P. 72
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12 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 10

12 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
19” Pine – S 55 deg. E, 7.9'                              

7” White Birch – N 55 deg. W, 8.6'                                                   

GLO  Bk 

13 P. 70

12 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Fir – N 40 deg. E, 18.5'                              3” 

Maple – S 04 deg. W, 5.9'                             8" 

Maple - S 04 deg. W, 11.9'                              

4" Basswood - S 70 deg. E, 15.2'                              

GLO  Bk 

13 P. 10

12 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – N 23 deg. W, 29.7'                              

6” Tamarack – N 73 deg. E, 23.1'                             

5" Tamarack - S 25 deg. E, 6.6'                              

5" Tamarack - S 59 deg. W, 23.1'                              

GLO  Bk 

13 P. 69

12 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Yellow Birch – S 00 deg. E, 6.6'                              

7” Yellow Birch – N 51 deg. W, 5.3'                                      

GLO  Bk 

13 P. 44

12 51-23 SE

10" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8” Fir – N 45 deg. W, 15.8'                              

8” Fir – S 40 deg. W, 14.5'                             6" 

Fir - S 20 deg. E, 12.5'                                                

GLO  Bk 

13 P. 9

12 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” White Birch – S 54 deg. W, 7.9'                              

4” Balsam – N 33 deg. W, 8.6'                             

9" Yellow Birch - N 60 deg. E, 11.2'                              

6" Cedar - S 50 deg. E, 5.3'                              

GLO  Bk 

13 P. 43

12 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – S 19 deg. E, 10.6'                              

8” Tamarack – N 19 deg. W, 11.9'                                      

GLO  Bk 

13 P. 69

13 51-23 E 1/4

3" capped pipe found on E edge N-S 

snowmobile trail w/steel post by L. 

Pommerening

1986

DNR RP in 4" Maple - N 24 deg. E, 6.10'                

DNR RP in 10" Maple - S 60 deg. E, 20.99'            

DNR RP in Tw. 6" Maple - S 87 deg. W, 35.89'

248482

13 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 9

13 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Yellow Birch – S 00 deg. E, 6.6'                              

7” Yellow Birch – N 51 deg. W, 5.3'                                      

GLO  Bk 

13 P. 44

13 51-23 NE

10" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

8” Fir – N 45 deg. W, 15.8'                              

8” Fir – S 40 deg. W, 14.5'                             6" 

Fir - S 20 deg. E, 12.5'                                                

GLO  Bk 

13 P. 9

13 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” White Birch – S 54 deg. W, 7.9'                              

4” Balsam – N 33 deg. W, 8.6'                             

9" Yellow Birch - N 60 deg. E, 11.2'                              

6" Cedar - S 50 deg. E, 5.3'                              

GLO  Bk 

13 P. 43

13 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – N 32 deg. W, 4.0'                              

4” Spruce – S 60 deg. W, 14.5'                                      

GLO  Bk 

13 P. 37

13 51-23 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at c/l road 

to N by L. Pommerening

1986

N & D in 5" Ash - N 20 deg. E, 39.10'                     

N & D in Tw. 7" Ash - S 28 deg. E, 60.61'             

N & D in 10" Maple - N 48 deg. W, 39.85'

248483

13 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 8

13 51-23 SW
New ties set by H.D. Keath, County 

Surveyor
1915

6” Red Oak - N 45 deg E, 40.7'                               

8” Poplar - N 45 deg W, 53.8'   

Book 1, 

Page 207

13 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Red Oak – S 27 deg. E, 66.0'                              

10” Maple – S 60 deg. W, 30.4'                                         

No other trees near                                 

GLO  Bk 

13 P. 36

13 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Spruce – S 50 deg. W, 46.2'                              

6” Spruce – N 42 deg. E, 9.9'                                      

GLO  Bk 

13 P. 42

13 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line of Section 13                                     

Mag. Var. and Distance shown

Book 1, 

Page 207
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14 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Spruce – S 50 deg. W, 46.2'                              

6” Spruce – N 42 deg. E, 9.9'                                      

GLO  Bk 

13 P. 42

14 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Tamarack – S 70 deg. E, 6.6'                              

9” Tamarack – N 15 deg. W, 4.6'                                      

GLO  Bk 

13 P. 64

14 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” White Birch – S 54 deg. W, 7.9'                              

4” Balsam – N 33 deg. W, 8.6'                             

9" Yellow Birch - N 60 deg. E, 11.2'                              

6" Cedar - S 50 deg. E, 5.3'                              

GLO  Bk 

13 P. 43

14 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Cedar – S 40 deg. W, 14.5'                              

6” Cedar – N 42 deg. W, 17.2'                             

10" Cedar - N 77 deg. E, 11.9'                              

8" Tamarack - S 54 deg. W, 25.1'                              

GLO  Bk 

13 P. 63

14 51-23 S 1/4
New ties set by H.D. Keath, County 

Surveyor
1915

6” Spruce - S 45 deg E, 47.5'                               

8” Poplar - N 45 deg E, 71.8'   

Book 1, 

Page 207

14 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – N 06 deg. E, 39.6'                              

10” Tamarack – S 66 deg. E, 34.3'                                      

GLO  Bk 

13 P. 37

14 51-23 SE
New ties set by H.D. Keath, County 

Surveyor
1915

6” Red Oak - N 45 deg E, 40.7'                               

8” Poplar - N 45 deg W, 53.8'   

Book 1, 

Page 207

14 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Red Oak – S 27 deg. E, 66.0'                              

10” Maple – S 60 deg. W, 30.4'                                         

No other trees near                                 

GLO  Bk 

13 P. 36

14 51-23 SW
New ties set by H.D. Keath, County 

Surveyor
1915

12” Poplar - N 45 deg W, 37.2'                               

11” Poplar - N 45 deg E, 35.2'   

Book 1, 

Page 207

14 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Cedar – S 85 deg. W, 11.2'                              

11” Cedar – N 20 deg. W, 19.1'                             

6" Cedar - N 50 deg. E, 5.9'                              

11" Cedar - S 33 deg. E, 92.4'                              

GLO  Bk 

13 P. 38

14 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Cedar – N 56 deg. E, 12.5'                              

8” Birch – S 80 deg. W, 11.2'                                      

GLO  Bk 

13 P. 63

14 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line of Section 14                                     

Mag. Var. and Distance shown

Book 1, 

Page 207

15 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Cedar – N 56 deg. E, 12.5'                              

8” Birch – S 80 deg. W, 11.2'                                      

GLO  Bk 

13 P. 63

15 51-23 M.C.

M.C. on W. line SW 1/4 is on S side of 

Bay Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Spruce – S 44 deg. W, 48.2'                              

8” Pine – N 28 deg. E, 14.5'                                      

GLO  Bk 

13 P. 65

15 51-23 M.C.

M.C. on W. line SW 1/4 is on N side of 

Bay Lake - 5 " Tamarack used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
7” Spruce – N 10 deg. E, 15.8'                              

7” Spruce – N 71 deg. E, 15.8'                                      

GLO  Bk 

13 P. 65

15 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
16” White Pine – N 04 deg. W, 17.2'                              

12” White Pine – N 70 deg. W, 17.2'                                                   

GLO  Bk 

13 P. 67

15 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

7” Cedar – S 40 deg. W, 14.5'                              

6” Cedar – N 42 deg. W, 17.2'                             

10" Cedar - N 77 deg. E, 11.9'                              

8" Tamarack - S 54 deg. W, 25.1'                              

GLO  Bk 

13 P. 63

15 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                 

No other trees near                         

GLO  Bk 

13 P. 65

15 51-23 S 1/4
New ties set by H.D. Keath, County 

Surveyor
1915

10” Poplar - N 45 deg W, 44.9'                               

6” Tamarack - S 45 deg E, 31.1'   

Book 1, 

Page 207

15 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 84 deg. E, 66.0'                              

16” Norway Pine – N 85 deg. W, 69.3'                                      

GLO  Bk 

13 P. 42

15 51-23 SE
New ties set by H.D. Keath, County 

Surveyor
1915

12” Poplar - N 45 deg W, 37.2'                               

11” Poplar - N 45 deg E, 35.2'   

Book 1, 

Page 207
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15 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Cedar – S 85 deg. W, 11.2'                              

11” Cedar – N 20 deg. W, 19.1'                             

6" Cedar - N 50 deg. E, 5.9'                              

11" Cedar - S 33 deg. E, 92.4'                              

GLO  Bk 

13 P. 38

15 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – S 43 deg. W, 11.9'                              

8” Tamarack – N 09 deg. W, 11.2'                             

8" Tamarack - N 26 deg. E, 12.5'                              

10" Tamarack - S 69 deg. E, 13.9'                              

GLO  Bk 

13 P. 40

15 51-23 W 1/4

used 3" Aspen for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                      

GLO  Bk 

13 P. 65

15 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on S line of Section 15                                     

Mag. Var. and Distance shown

Book 1, 

Page 207

16 51-23 E 1/4

used 3" Aspen for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873

3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                 

No other trees near                         

GLO  Bk 

13 P. 65

16 51-23 M.C.

M.C. on E. line SE 1/4 is on S side of 

Bay Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Spruce – S 44 deg. W, 48.2'                              

8” Pine – N 28 deg. E, 14.5'                                      

GLO  Bk 

13 P. 65

16 51-23 M.C.

M.C. on E. line SE 1/4 is on N side of 

Bay Lake - 5 " Tamarack used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873
7” Spruce – N 10 deg. E, 15.8'                              

7” Spruce – N 71 deg. E, 15.8'                                      

GLO  Bk 

13 P. 65

16 51-23 M.C.

M.C. on N. line NE 1/4 is on NE side 

of Long Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
11” Birch – N 79 deg. E, 207.9'                              

No other trees near                                    

GLO  Bk 

13 P. 79

16 51-23 M.C.

M.C. on N. line NE 1/4 is on NW side 

of Long Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
4” Tamarack – S 55 deg. W, 91.1'                              

5” Spruce – N 72 deg. W, 77.2'                                      

GLO  Bk 

13 P. 79

16 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Birch – S 45 deg. W, 34.3'                             

10” Birch – N 65 deg. W, 29.7'                                      

GLO  Bk 

13 P. 79

16 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 04 deg. W, 17.2'                              

3” Aspen – N 23 deg. E, 4.0'                                 

No other trees near                         

GLO  Bk 

13 P. 65

16 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 32 deg. W, 17.1'                              

6” Aspen – N 27 deg. W, 14.5'                             

4" Aspen - N 23 deg. E, 12.5'                              

6" Aspen - S 73 deg. E, 9.2'                              

GLO  Bk 

13 P. 77

16 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Birch – N 16 deg. W, 7.9'                              

8” Tamarack – S 35 deg. E, 5.9'                                      

GLO  Bk 

13 P. 55

16 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – S 43 deg. W, 11.9'                              

8” Tamarack – N 09 deg. W, 11.2'                             

8" Tamarack - N 26 deg. E, 12.5'                              

10" Tamarack - S 69 deg. E, 13.9'                              

GLO  Bk 

13 P. 40

16 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 15 deg. W, 12.5'                              

4” Aspen – S 39 deg. E, 19.8'                             

4" Birch - N 85 deg. W, 18.5'                              

No other trees near                       

GLO  Bk 

13 P. 54

16 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 80 deg. E, 4.0'                              

4” Aspen – N 83 deg. W, 7.9'                                      

GLO  Bk 

13 P. 77

17 51-23  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

17 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 80 deg. E, 4.0'                              

4” Aspen – N 83 deg. W, 7.9'                                      

GLO  Bk 

13 P. 77
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17 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” White Pine – S 87 deg. E, 126.1'                              

No other trees near                                   

GLO  Bk 

13 P. 88

17 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 32 deg. W, 17.1'                              

6” Aspen – N 27 deg. W, 14.5'                             

4" Aspen - N 23 deg. E, 12.5'                              

6" Aspen - S 73 deg. E, 9.2'                              

GLO  Bk 

13 P. 77

17 51-23 NW
7/8" capped iron shaft set in c/l N-S 

road at fence line to W by T. Betley
1990

12" Aspen - N 54 deg. E, 41.74'                          

8" Tr. Maple - S 42 deg. E, 50.16'                           

Tele. Box - N 54 deg. W, 21.60'

262676

17 51-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

15” Elm - S 63 deg. W, 43.6'                                 

8” Maple– N 74 deg. W, 39.6'      

Book 2, 

Page 5

17 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Elm – S 63 deg. W, 42.9'                              

8” Maple – N 74 deg. W, 39.6'                             

5" Ironwood - N 11 deg. E, 33.0'                              

5" Aspen - S 82 deg. E, 33.0'                              

GLO  Bk 

13 P. 88

17 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” White Birch – S 42 deg. W, 13.2'                              

14” Norway Pine – N 09 deg. W, 5.9'                                      

GLO  Bk 

13 P. 61

17 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 15 deg. W, 12.5'                              

4” Aspen – S 39 deg. E, 19.8'                             

4" Birch - N 85 deg. W, 18.5'                              

No other trees near                       

GLO  Bk 

13 P. 54

17 51-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

17” White Pine - S 41 deg. W, 27.1'                      

6” Norway Pine – N 60 deg. W, 6.6'      

Book 2, 

Page 5

17 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

17” White Pine – S 41 deg. W, 30.4'                              

6” Norway Pine – N 60 deg. W, 6.6'                             

8" White Pine - S 24 deg. E,34.3'                              

No other trees near                       

GLO  Bk 

13 P. 60

17 51-23 W 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

20” Norway Pine - S 20 deg. E, 60.7'                      

Dead Norway Pine – S 10 deg. W, 64.7'      

Book 2, 

Page 5

17 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Norway Pine – S 20 deg. E, 60.7'                              

Dead Norway Pine – S 10 deg. W, 64.7'                                      

GLO  Bk 

13 P. 87

18 51-23  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

18 51-23 E 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

20” Norway Pine - S 20 deg. E, 60.7'                      

Dead Norway Pine – S 10 deg. W, 64.7'      

Book 2, 

Page 5

18 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Norway Pine – S 20 deg. E, 60.7'                              

Dead Norway Pine – S 10 deg. W, 64.7'                                      

GLO  Bk 

13 P. 87

18 51-23 N 1/4
7/8" capped iron shaft set in Cedar 

swamp by T. Betley
1990

7" Birch - S 78 deg. E, 14.60'                                

8" Birch - S 53 deg. E, 13.20'                               

3" Balsam - S 54 deg. W, 12.59'

265862

18 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5" Tamarack – N 40 deg. W, 16.5'                              

5” Tamarack – S 00 deg. E, 14.5'                                                   

GLO  Bk 

13 P. 89

18 51-23 NE
7/8" capped iron shaft set in c/l N-S 

road at fence line to W by T. Betley
1990

12" Aspen - N 54 deg. E, 41.74'                          

8" Tr. Maple - S 42 deg. E, 50.16'                         

Tele. Box - N 54 deg. W, 21.60'

262676

18 51-23 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

15” Elm - S 63 deg. W, 43.6'                                 

8” Maple– N 74 deg. W, 39.6'      

Book 2, 

Page 5

18 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Elm – S 63 deg. W, 42.9'                              

8” Maple – N 74 deg. W, 39.6'                             

5" Ironwood - N 11 deg. E, 33.0'                              

5" Aspen - S 82 deg. E, 33.0'                              

GLO  Bk 

13 P. 88

18 51-23 NW

7/8" capped iron shaft set on c/l old 

road to the N and to the W by T. 

Betley

1990

7" Aspen - N 36 deg. E, 30.56'                             

8" Dbl. Aspen - S 79 deg. W, 33.14'                       

8" Aspen - N 35 deg. W, 19.74'

262678

18 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Tamarack – N 20 deg. E, 4.0'                              

12” Tamarack – S 20 deg. E, 10.6'                             

3" Tamarack - N 45 deg. W, 3.3'                              

11" Tamarack - S 60 deg. W, 15.8'                              

GLO  Bk 

13 P. 4

18 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 26 deg. W, 5.9'                              

3” Aspen – N 13 deg. E, 4.6'                                      

GLO  Bk 

13 P. 62

18 51-23 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

17” White Pine - S 41 deg. W, 27.1'                      

6” Norway Pine – N 60 deg. W, 6.6'      

Book 2, 

Page 5
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18 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

17” White Pine – S 41 deg. W, 30.4'                              

6” Norway Pine – N 60 deg. W, 6.6'                             

8" White Pine - S 24 deg. E,34.3'                              

No other trees near                       

GLO  Bk 

13 P. 60

18 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Cedar – N 42 deg. W, 11.2'                              

8” Tamarack – N 30 deg. E, 9.9'                             

8" Tamarack - S 80 deg. W, 2.6'                              

7" Tamarack - S 23 deg. E, 20.5'                              

GLO  Bk 

13 P. 3

18 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 4

19 51-23  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

19 51-23 E 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

18” Norway Pine - S 05 deg. W, 122.8'                   

18” Norway Pine – S 02 deg. E, 132.0'      

Book 2, 

Page 5

19 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – S 05 deg. W, 122.8'                              

14” Norway Pine – S 02 deg. E, 132.0'                                      

GLO  Bk 

13 P. 60

19 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 26 deg. W, 5.9'                              

3” Aspen – N 13 deg. E, 4.6'                                      

GLO  Bk 

13 P. 62

19 51-23 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

17” White Pine - S 41 deg. W, 27.1'                      

6” Norway Pine – N 60 deg. W, 6.6'      

Book 2, 

Page 5

19 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

17” White Pine – S 41 deg. W, 30.4'                              

6” Norway Pine – N 60 deg. W, 6.6'                             

8" White Pine - S 24 deg. E,34.3'                              

No other trees near                       

GLO  Bk 

13 P. 60

19 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Cedar – N 42 deg. W, 11.2'                              

8” Tamarack – N 30 deg. E, 9.9'                             

8" Tamarack - S 80 deg. W, 2.6'                              

7" Tamarack - S 23 deg. E, 20.5'                              

GLO  Bk 

13 P. 3

19 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – S 66 deg. W, 12.5'                              

3” Aspen – N 53 deg. W, 11.2'                                      

GLO  Bk 

13 P. 59

19 51-23 SE
3' sq. rock w/"X" chiseled in top in line 

with c/l old road to the S by T. Betley
1992

5" Aspen - N 40 deg. E, 21.23'                             

8" Birch - S 44 deg. E, 36.67'                               

10" Aspen - N 56 deg. W, 13.84'

283401

19 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 46 deg. W, 14.5'                              

4” Aspen – N 49 deg. E, 7.3'                             

3" Aspen - S 14 deg. E, 6.6'                              

No other trees near                       

GLO  Bk 

13 P. 53

19 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 12 deg. E, 7.9'                              

3” Aspen – S 73 deg. E, 3.3'                             

3" Aspen - N 04 deg. W, 10.6'                              

3" Aspen - S 20 deg. W, 4.0'                              

GLO  Bk 

13 P. 2

19 51-23 W 1/4

5" Tamarack used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 3

20 51-23  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Complete Subdivision of Section             

Distances and angles only shown

Book 1,  

Page 335

20 51-23  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

20 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – N 08 deg. E, 4.0'                              

4” Aspen – N 45 deg. W, 4.0'                                      

GLO  Bk 

13 P. 54

20 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” White Birch – S 42 deg. W, 13.2'                              

14” Norway Pine – N 09 deg. W, 5.9'                                      

GLO  Bk 

13 P. 61

20 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 15 deg. W, 12.5'                              

4” Aspen – S 39 deg. E, 19.8'                             

4" Birch - N 85 deg. W, 18.5'                              

No other trees near                       

GLO  Bk 

13 P. 54

20 51-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

17” White Pine - S 41 deg. W, 27.1'                      

6” Norway Pine – N 60 deg. W, 6.6'      

Book 2, 

Page 5

20 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

17” White Pine – S 41 deg. W, 30.4'                              

6” Norway Pine – N 60 deg. W, 6.6'                             

8" White Pine - S 24 deg. E,34.3'                              

No other trees near                       

GLO  Bk 

13 P. 60

Page 886 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

20 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” White Pine – S 77 deg. W, 16.5'                              

15” Norway Pine – N 86 deg. W, 11.9'                                      

GLO  Bk 

13 P. 58

20 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 040 deg. W, 33.7'                              

7” Ironwood – N 30 deg. W, 7.9'                             

4" Aspen - N 51 deg. E, 4.6'                              

11" Maple - S 82 deg. E, 62.0'                              

GLO  Bk 

13 P. 47

20 51-23 SW
3' sq. rock w/"X" chiseled in top in line 

with c/l old road to the S by T. Betley
1992

5" Aspen - N 40 deg. E, 21.23'                             

8" Birch - S 44 deg. E, 36.67'                                

10" Aspen - N 56 deg. W, 13.84'

283401

20 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 46 deg. W, 14.5'                              

4” Aspen – N 49 deg. E, 7.3'                             

3" Aspen - S 14 deg. E, 6.6'                              

No other trees near                       

GLO  Bk 

13 P. 53

20 51-23 W 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

18” Norway Pine - S 05 deg. W, 122.8'                   

18” Norway Pine – S 02 deg. E, 132.0'      

Book 2, 

Page 5

20 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – S 05 deg. W, 122.8'                              

14” Norway Pine – S 02 deg. E, 132.0'                                      

GLO  Bk 

13 P. 60

21 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
17” Maple – S 30 deg. W, 23.1'                              

14” Oak – N 43 deg. E, 26.4'                                      

GLO  Bk 

13 P. 40

21 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Birch – N 16 deg. W, 7.9'                              

8” Tamarack – S 35 deg. E, 5.9'                                      

GLO  Bk 

13 P. 55

21 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – S 43 deg. W, 11.9'                              

8” Tamarack – N 09 deg. W, 11.2'                             

8" Tamarack - N 26 deg. E, 12.5'                              

10" Tamarack - S 69 deg. E, 13.9'                              

GLO  Bk 

13 P. 40

21 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 15 deg. W, 12.5'                              

4” Aspen – S 39 deg. E, 19.8'                             

4" Birch - N 85 deg. W, 18.5'                              

No other trees near                       

GLO  Bk 

13 P. 54

21 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” White Pine – S 76 deg. W, 19.1'                              

9” White Pine – N 88 deg. W, 17.8'                                      

GLO  Bk 

13 P. 48

21 51-23 SE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l old N-S road at c/l 

road to the E by L. Pommerening

1986

DNR RP in 12" Birch - N 47 deg. W, 58.79'           

DNR RP in 8" Tamarack - S 04 deg. W, 102.0'     

DNR RP in 14" Tamarack - S 53 deg. W, 73.5'

248484

21 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

14” Tamarack – S 08 deg. E, 11.2'                              

9” White Birch – N 71 deg. E, 8.6'                             

7" White Pine - N 51 deg. W, 14.5'                              

8" Tamarack - S 51 deg. W, 49.5'                              

GLO  Bk 

13 P. 34

21 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 040 deg. W, 33.7'                              

7” Ironwood – N 30 deg. W, 7.9'                             

4" Aspen - N 51 deg. E, 4.6'                              

11" Maple - S 82 deg. E, 62.0'                              

GLO  Bk 

13 P. 47

21 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – N 08 deg. E, 4.0'                              

4” Aspen – N 45 deg. W, 4.0'                                      

GLO  Bk 

13 P. 54

22 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Balsam – S 75 deg. W, 7.3'                              

11” White Ash – N 33 deg. E, 11.2'                                      

GLO  Bk 

13 P. 38

22 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 84 deg. E, 66.0'                              

16” Norway Pine – N 85 deg. W, 69.3'                                      

GLO  Bk 

13 P. 42

22 51-23 NE
New ties set by H.D. Keath, County 

Surveyor
1915

12” Poplar - N 45 deg W, 37.2'                               

11” Poplar - N 45 deg E, 35.2'   

Book 1, 

Page 207

22 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Cedar – S 85 deg. W, 11.2'                              

11” Cedar – N 20 deg. W, 19.1'                             

6" Cedar - N 50 deg. E, 5.9'                              

11" Cedar - S 33 deg. E, 92.4'                              

GLO  Bk 

13 P. 38

22 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Tamarack – S 43 deg. W, 11.9'                              

8” Tamarack – N 09 deg. W, 11.2'                             

8" Tamarack - N 26 deg. E, 12.5'                              

10" Tamarack - S 69 deg. E, 13.9'                              

GLO  Bk 

13 P. 40
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22 51-23 S 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at fence 

line to N by L. Pommerening

1987

DNR RP in 6" Poplar - N 00 deg. E, 37.33'             

DNR RP in 4" Birch - N 71 deg. E, 88.20'             

DNR RP in 11" Poplar - S 30 deg. W, 32.55'

248485

22 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Spruce – S 11 deg. W, 9.2'                              

15” Balsam – N 50 deg. E, 19.8'                                      

GLO  Bk 

13 P. 35

22 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – S 68 deg. E, 4.0'                              

4” Aspen – S 59 deg. W, 7.3'                             

2" Aspen - N 33 deg. E, 3.3'                              

4" Aspen - N 32 deg. W, 4.6'                              

GLO  Bk 

13 P. 27

22 51-23 SW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l old N-S road at c/l 

road to the E by L. Pommerening

1986

DNR RP in 12" Birch - N 47 deg. W, 58.79'          

DNR RP in 8" Tamarack - S 04 deg. W, 102.0'      

DNR RP in 14" Tamarack - S 53 deg. W, 73.5'

248484

22 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

14” Tamarack – S 08 deg. E, 11.2'                              

9” White Birch – N 71 deg. E, 8.6'                             

7" White Pine - N 51 deg. W, 14.5'                              

8" Tamarack - S 51 deg. W, 49.5'                              

GLO  Bk 

13 P. 34

22 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
17” Maple – S 30 deg. W, 23.1'                              

14” Oak – N 43 deg. E, 26.4'                                      

GLO  Bk 

13 P. 40

22 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line of Section 22                                     

Mag. Var. and Distance shown

Book 1, 

Page 207

23 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Dead Cedar – S 87 deg. E, 18.5'                              

No other trees near                                      

GLO  Bk 

13 P. 36

23 51-23 N 1/4
New ties set by H.D. Keath, County 

Surveyor
1915

6” Spruce - S 45 deg E, 47.5'                               

8” Poplar - N 45 deg E, 71.8'   

Book 1, 

Page 207

23 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – N 06 deg. E, 39.6'                              

10” Tamarack – S 66 deg. E, 34.3'                                      

GLO  Bk 

13 P. 37

23 51-23 NE
New ties set by H.D. Keath, County 

Surveyor
1915

6” Red Oak - N 45 deg E, 40.7'                               

8” Poplar - N 45 deg W, 53.8'   

Book 1, 

Page 207

23 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Red Oak – S 27 deg. E, 66.0'                              

10” Maple – S 60 deg. W, 30.4'                                         

No other trees near                                 

GLO  Bk 

13 P. 36

23 51-23 NW
New ties set by H.D. Keath, County 

Surveyor
1915

12” Poplar - N 45 deg W, 37.2'                               

11” Poplar - N 45 deg E, 35.2'   

Book 1, 

Page 207

23 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Cedar – S 85 deg. W, 11.2'                              

11” Cedar – N 20 deg. W, 19.1'                             

6" Cedar - N 50 deg. E, 5.9'                              

11" Cedar - S 33 deg. E, 92.4'                              

GLO  Bk 

13 P. 38

23 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Cedar – S 69 deg. W, 4.0'                              

18” Cedar – N 11 deg. E, 14.5'                                      

GLO  Bk 

13 P. 28

23 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

11” Cedar – S 51 deg. W, 7.9'                              

10” Elm – S 14 deg. E, 11.9'                             

9" Tamarack - N 73 deg. E, 9.2'                              

6" Spruce - N 17 deg. W, 13.9'                              

GLO  Bk 

13 P. 21

23 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – S 68 deg. E, 4.0'                              

4” Aspen – S 59 deg. W, 7.3'                             

2" Aspen - N 33 deg. E, 3.3'                              

4" Aspen - N 32 deg. W, 4.6'                              

GLO  Bk 

13 P. 27

23 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Balsam – S 75 deg. W, 7.3'                              

11” White Ash – N 33 deg. E, 11.2'                                      

GLO  Bk 

13 P. 38

23 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line of Section 23                                     

Mag. Var. and Distance shown

Book 1, 

Page 207

24 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Cedar – N 12 deg. W, 2.0'                              

3” Fir – N 79 deg. E, 5.9'                                      

GLO  Bk 

13 P. 8

24 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Spruce – N 32 deg. W, 4.0'                              

4” Spruce – S 60 deg. W, 14.5'                                      

GLO  Bk 

13 P. 37
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24 51-23 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at c/l road 

to N by L. Pommerening

1986

N & D in 5" Ash - N 20 deg. E, 39.10'                   

N & D in Tw. 7" Ash - S 28 deg. E, 60.61'              

N & D in 10" Maple - N 48 deg. W, 39.85'

248483

24 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties (all trees burnt)
GLO  Bk 

13 P. 8

24 51-23 NW
New ties set by H.D. Keath, County 

Surveyor
1915

6” Red Oak - N 45 deg E, 40.7'                               

8” Poplar - N 45 deg W, 53.8'   

Book 1, 

Page 207

24 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

12” Red Oak – S 27 deg. E, 66.0'                              

10” Maple – S 60 deg. W, 30.4'                                         

No other trees near                                 

GLO  Bk 

13 P. 36

24 51-23 S 1/4

7" Balsam used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Black Pine – N 85 deg. W, 29.7'                              

6” Balsam – N 24 deg. E, 8.6'                                      

GLO  Bk 

13 P. 22

24 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

30” Birch – N 45 deg. E, 4.0'                              

3” Maple – S 40 deg. W, 4.6'                             

36" Pine - N 60 deg. W, 10.6'                              

6" Fir - S 70 deg. E, 4.6'                              

GLO  Bk 

13 P. 7

24 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

11” Cedar – S 51 deg. W, 7.9'                              

10” Elm – S 14 deg. E, 11.9'                             

9" Tamarack - N 73 deg. E, 9.2'                              

6" Spruce - N 17 deg. W, 13.9'                              

GLO  Bk 

13 P. 21

24 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Dead Cedar – S 87 deg. E, 18.5'                              

No other trees near                                      

GLO  Bk 

13 P. 36

24 51-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1915

Is on N line of Section 24                                     

Mag. Var. and Distance shown

Book 1, 

Page 207

25 51-23 E 1/4

6" Tamarack used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 7

25 51-23 N 1/4

7" Balsam used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
8” Black Pine – N 85 deg. W, 29.7'                              

6” Balsam – N 24 deg. E, 8.6'                                      

GLO  Bk 

13 P. 22

25 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

30” Birch – N 45 deg. E, 4.0'                              

3” Maple – S 40 deg. W, 4.6'                             

36" Pine - N 60 deg. W, 10.6'                              

6" Fir - S 70 deg. E, 4.6'                              

GLO  Bk 

13 P. 7

25 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

11” Cedar – S 51 deg. W, 7.9'                              

10” Elm – S 14 deg. E, 11.9'                             

9" Tamarack - N 73 deg. E, 9.2'                              

6" Spruce - N 17 deg. W, 13.9'                              

GLO  Bk 

13 P. 21

25 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Cedar – S 69 deg. E, 7.3'                              

11” Cedar – N 23 deg. E, 8.6'                                      

GLO  Bk 

13 P. 20

25 51-23 SE

10" Aspen used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6

25 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Birch – S 51 deg. W, 10.6'                              

11” Ash – N 44 deg. W, 7.3'                             

8" Maple - N 70 deg. E, 12.5'                              

9" Balsam - S 50 deg. E, 11.2'                              

GLO  Bk 

13 P. 17

25 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Tamarack – N 46 deg. W, 31.7'                              

5” Tamarack – N 81 deg. E, 27.7'                                      

GLO  Bk 

13 P. 20

26 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Tamarack – N 46 deg. W, 31.7'                              

5” Tamarack – N 81 deg. E, 27.7'                                      

GLO  Bk 

13 P. 20

26 51-23 M.C.

M.C. on S. line SE 1/4 is on E side of 

Rat House Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties stated
GLO  Bk 

13 P. 23
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26 51-23 M.C.

M.C. on W. line SW 1/4 is on W side 

of Rat House Lake - set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
7” Tamarack – N 20 deg. W, 25.7'                              

8” Tamarack – N 01 deg. E, 72.6'                                      

GLO  Bk 

13 P. 27

26 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
20” Cedar – S 69 deg. W, 4.0'                              

18” Cedar – N 11 deg. E, 14.5'                                      

GLO  Bk 

13 P. 28

26 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

11” Cedar – S 51 deg. W, 7.9'                              

10” Elm – S 14 deg. E, 11.9'                             

9" Tamarack - N 73 deg. E, 9.2'                              

6" Spruce - N 17 deg. W, 13.9'                              

GLO  Bk 

13 P. 21

26 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – S 68 deg. E, 4.0'                              

4” Aspen – S 59 deg. W, 7.3'                             

2" Aspen - N 33 deg. E, 3.3'                              

4" Aspen - N 32 deg. W, 4.6'                              

GLO  Bk 

13 P. 27

26 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Birch – S 51 deg. W, 10.6'                              

11” Ash – N 44 deg. W, 7.3'                             

8" Maple - N 70 deg. E, 12.5'                              

9" Balsam - S 50 deg. E, 11.2'                              

GLO  Bk 

13 P. 17

26 51-23 SW

Corner falls in Rat House Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties taken
GLO  Bk 

13 P. 23

26 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Pine – N 59 deg. W, 15.8'                              

4” Aspen – S 20 deg. E, 7.9'                                      

GLO  Bk 

13 P. 27

27 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Pine – N 59 deg. W, 15.8'                              

4” Aspen – S 20 deg. E, 7.9'                                      

GLO  Bk 

13 P. 27

27 51-23 M.C

M.C. On S line SE ¼ - Took new ties 

to inp.corner by Fred Heuer, 

Co.Surveyor

1922
4” Tamarack – N 90 deg. E, 21.4'                        

4” Tamarack – N 45 deg. E, 20.8'

Book 1, 

Page 362

27 51-23 M.C.

M.C. is on S. line SE 1/4 Sec. 27 and 

is 1/2" capped iron shaft set 100' W of 

Rathouse Lake by T. Betley

1993

3" Basswood - N 04 deg. E, 14.20'                        

10" Maple - S 88 deg. E, 32.52'                            

3" Basswood - N 04 deg. E, 14.20' 

282753

27 51-23 M.C.

M.C. on E. line SE 1/4 is on W side of 

Rat House Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
7” Tamarack – N 20 deg. W, 25.7'                              

8” Tamarack – N 01 deg. E, 72.6'                                      

GLO  Bk 

13 P. 27

27 51-23 M.C.

M.C. on S. line SE 1/4 is on W side of 

Rat House Lake - marked a 8" 

Tamarack for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Tamarack – S 03 deg. W, 13.9'                              

10” Tamarack – N 66 deg. W, 26.4'                                      

GLO  Bk 

13 P. 33

27 51-23 N 1/4

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l E-W road at fence 

line to N by L. Pommerening

1987

DNR RP in 6" Poplar - N 00 deg. E, 37.33'             

DNR RP in 4" Birch - N 71 deg. E, 88.20'             

DNR RP in 11" Poplar - S 30 deg. W, 32.55'

248485

27 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
14” Spruce – S 11 deg. W, 9.2'                              

15” Balsam – N 50 deg. E, 19.8'                                      

GLO  Bk 

13 P. 35

27 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – S 68 deg. E, 4.0'                              

4” Aspen – S 59 deg. W, 7.3'                             

2" Aspen - N 33 deg. E, 3.3'                              

4" Aspen - N 32 deg. W, 4.6'                              

GLO  Bk 

13 P. 27

27 51-23 NW

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l old N-S road at c/l 

road to the E by L. Pommerening

1986

DNR RP in 12" Birch - N 47 deg. W, 58.79'           

DNR RP in 8" Tamarack - S 04 deg. W, 102.0'      

DNR RP in 14" Tamarack - S 53 deg. W, 73.5'

248484

27 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

14” Tamarack – S 08 deg. E, 11.2'                              

9” White Birch – N 71 deg. E, 8.6'                             

7" White Pine - N 51 deg. W, 14.5'                              

8" Tamarack - S 51 deg. W, 49.5'                              

GLO  Bk 

13 P. 34

27 51-23 S 1/4

4"x4" concrete mon. found 1' N of 

fence cor. of fences to W and S by T. 

Betley

1993

8" Aspen - N 66 deg. E, 24.63'                             

3" Aspen - S 57 deg. E, 7.45' (slope)                     

5" Aspen - N 70 deg. W, 19.75'

282752

27 51-23 S 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Norway Pine – N 45 deg. E, 43.6'                    

18” Norway Pine – S 45 deg. E, 57.5'

Book 1, 

Page 362
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27 51-23 SE

Corner falls in Rat House Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties taken
GLO  Bk 

13 P. 23

27 51-23 SW
3/4" capped iron pipe set in c/l N-S 

road at fence line to E by T. Betley
1991

CFP - S 88 deg. E, 48.34'                                     

10" Spruce - S 18 deg. E, 136.72'                          

5" Tamarack - N 43 deg. W, 62.73'

268628

27 51-23 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Tamarack – N 45 deg. E, 56.8'                        

5” Spruce – N 87 deg. W, 45.9'

Book 1, 

Page 362

27 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Spruce – S 31 deg. W, 10.6'                              

5” Tamarack – N 66 deg. W, 11.2'                             

8" Tamarack - N 46 deg. E, 23.8'                              

7" Tamarack - S 89 deg. E, 19.8'                              

GLO  Bk 

13 P. 30

27 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
11” White Birch – S 06 deg. E, 5.9'                              

10” Black Pine – S 52 deg. W, 21.8'                                      

GLO  Bk 

13 P. 34

27 51-23
Survey of S line of Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 362

28 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” White Pine – S 76 deg. W, 19.1'                              

9” White Pine – N 88 deg. W, 17.8'                                      

GLO  Bk 

13 P. 48

28 51-23 NE

1 1/4" sq. tube w/"DNR Survey 

Marker" set on c/l old N-S road at c/l 

road to the E by L. Pommerening

1986

DNR RP in 12" Birch - N 47 deg. W, 58.79'           

DNR RP in 8" Tamarack - S 04 deg. W, 102.0'      

DNR RP in 14" Tamarack - S 53 deg. W, 73.5'

248484

28 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

14” Tamarack – S 08 deg. E, 11.2'                              

9” White Birch – N 71 deg. E, 8.6'                             

7" White Pine - N 51 deg. W, 14.5'                              

8" Tamarack - S 51 deg. W, 49.5'                              

GLO  Bk 

13 P. 34

28 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 040 deg. W, 33.7'                              

7” Ironwood – N 30 deg. W, 7.9'                             

4" Aspen - N 51 deg. E, 4.6'                              

11" Maple - S 82 deg. E, 62.0'                              

GLO  Bk 

13 P. 47

28 51-23 S 1/4

1/2" capped iron shaft set between 2       

N-S rows of trees just N of timber line 

in Pine plantation by T. Betley

1991

8" R. Pine - N 09 deg. W, 14.91'                          

6" Basswood clump - N 62 deg. E, 11.95'              

3" Basswood - S 52 deg. W, 21.20'

268629

28 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. W, 9.2'                              

4” Aspen – N 42 deg. W, 14.5'                                      

GLO  Bk 

13 P. 46

28 51-23 SE
3/4" capped iron pipe set in c/l N-S 

road at fence line to E by T. Betley
1991

CFP - S 88 deg. E, 48.34'                                   

10" Spruce - S 18 deg. E, 136.72'                          

5" Tamarack - N 43 deg. W, 62.73'

268628

28 51-23 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Tamarack – N 45 deg. E, 56.8'                        

5” Spruce – N 87 deg. W, 45.9'

Book 1, 

Page 362

28 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Spruce – S 31 deg. W, 10.6'                              

5” Tamarack – N 66 deg. W, 11.2'                             

8" Tamarack - N 46 deg. E, 23.8'                              

7" Tamarack - S 89 deg. E, 19.8'                              

GLO  Bk 

13 P. 30

28 51-23 SW
1/2" capped iron shaft set in middle of 

sink hole in woods by T. Betley
1991

4" Ash - S 77 deg. E, 26.10'                                 

5" Maple - S 28 deg. E, 20.78'                                

7" Maple - N 72 deg. W, 23.37'

268627

28 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” White Pine – N 29 deg. W, 75.9'                              

6” Ironwood – N 84 deg. E, 25.1'                             

12" Linden - S 79 deg. E, 23.8'                              

5" Aspen - S 14 deg. W, 25.1'                              

GLO  Bk 

13 P. 46

28 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 02 deg. E, 27.7'                              

30” White Pine – N 07 deg. W, 148.5'                                      

GLO  Bk 

13 P. 47

29 51-23  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

29 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 02 deg. E, 27.7'                              

30” White Pine – N 07 deg. W, 148.5'                                      

GLO  Bk 

13 P. 47

29 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
12” White Pine – S 77 deg. W, 16.5'                              

15” Norway Pine – N 86 deg. W, 11.9'                                      

GLO  Bk 

13 P. 58
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29 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Aspen – S 040 deg. W, 33.7'                              

7” Ironwood – N 30 deg. W, 7.9'                             

4" Aspen - N 51 deg. E, 4.6'                              

11" Maple - S 82 deg. E, 62.0'                              

GLO  Bk 

13 P. 47

29 51-23 NW
3' sq. rock w/"X" chiseled in top in line 

with c/l old road to the S by T. Betley
1992

5" Aspen - N 40 deg. E, 21.23'                             

8" Birch - S 44 deg. E, 36.67'                                 

10" Aspen - N 56 deg. W, 13.84'

283401

29 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 46 deg. W, 14.5'                              

4” Aspen – N 49 deg. E, 7.3'                             

3" Aspen - S 14 deg. E, 6.6'                              

No other trees near                       

GLO  Bk 

13 P. 53

29 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 86 deg. E, 50.8'                              

8” Tamarack – S 85 deg. E, 52.8'                                      

GLO  Bk 

13 P. 51

29 51-23 SE
1/2" capped iron shaft set in middle of 

sink hole in woods by T. Betley
1991

4" Ash - S 77 deg. E, 26.10'                                   

5" Maple - S 28 deg. E, 20.78'                               

7" Maple - N 72 deg. W, 23.37'

268627

29 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” White Pine – N 29 deg. W, 75.9'                              

6” Ironwood – N 84 deg. E, 25.1'                             

12" Linden - S 79 deg. E, 23.8'                              

5" Aspen - S 14 deg. W, 25.1'                              

GLO  Bk 

13 P. 46

29 51-23 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Tamarack - S 55 deg. W, 30.4'                        

7” Tamarack – N 21 deg. W, 17.2'      

Book 2, 

Page 5

29 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Tamarack – S 55 deg. W, 30.4'                              

7” Tamarack – N 21 deg. W, 17.2'                             

4" Tamarack - N 07 deg. E, 6.6'                              

10" Tamarack - S 12 deg. E, 79.2'                              

GLO  Bk 

13 P. 49

29 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 36 deg. W, 14.5'                              

8” White Pine – N 82 deg. E, 6.6'                                      

GLO  Bk 

13 P. 53

30 51-23  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

30 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – S 36 deg. W, 14.5'                              

8” White Pine – N 82 deg. E, 6.6'                                      

GLO  Bk 

13 P. 53

30 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – S 66 deg. W, 12.5'                              

3” Aspen – N 53 deg. W, 11.2'                                      

GLO  Bk 

13 P. 59

30 51-23 NE
3' sq. rock w/"X" chiseled in top in line 

with c/l old road to the S by T. Betley
1992

5" Aspen - N 40 deg. E, 21.23'                             

8" Birch - S 44 deg. E, 36.67'                                

10" Aspen - N 56 deg. W, 13.84'

283401

30 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Aspen – S 46 deg. W, 14.5'                              

4” Aspen – N 49 deg. E, 7.3'                             

3" Aspen - S 14 deg. E, 6.6'                              

No other trees near                       

GLO  Bk 

13 P. 53

30 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 12 deg. E, 7.9'                              

3” Aspen – S 73 deg. E, 3.3'                             

3" Aspen - N 04 deg. W, 10.6'                              

3" Aspen - S 20 deg. W, 4.0'                              

GLO  Bk 

13 P. 2

30 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 56 deg. E, 7.9'                              

8” Spruce – S 34 deg. W, 7.3'                                      

GLO  Bk 

13 P. 52

30 51-23 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Tamarack - S 55 deg. W, 30.4'                        

7” Tamarack – N 21 deg. W, 17.2'      

Book 2, 

Page 5

30 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Tamarack – S 55 deg. W, 30.4'                              

7” Tamarack – N 21 deg. W, 17.2'                             

4" Tamarack - N 07 deg. E, 6.6'                              

10" Tamarack - S 12 deg. E, 79.2'                              

GLO  Bk 

13 P. 49

30 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Tamarack – S 50 deg. E, 9.2'                              

3” Tamarack – S 65 deg. W, (0.0)'                                      

No other trees near

GLO  Bk 

13 P. 1

30 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 58 deg. E, 22.4'                              

3” Aspen – N 60 deg. W, 22.4'                                      

GLO  Bk 

13 P. 2

31 51-23  
Road Survey on E line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

31 51-23 E 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Aspen - S 04 deg. E, 39.6'                                 

4” Aspen – S 28 deg. W, 43.6'      

Book 2, 

Page 5
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31 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – S 04 deg. E, 39.6'                              

4” Aspen – S 28 deg. W, 43.6'                                      

GLO  Bk 

13 P. 49

31 51-23 M.C.

M.C. on S. line SE 1/4 is on W. side 

Mississippi River - 3" Aspen used for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

31 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
8” Tamarack – N 56 deg. E, 7.9'                              

8” Spruce – S 34 deg. W, 7.3'                                      

GLO  Bk 

13 P. 52

31 51-23 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Tamarack - S 55 deg. W, 30.4'                        

7” Tamarack – N 21 deg. W, 17.2'      

Book 2, 

Page 5

31 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Tamarack – S 55 deg. W, 30.4'                              

7” Tamarack – N 21 deg. W, 17.2'                             

4" Tamarack - N 07 deg. E, 6.6'                              

10" Tamarack - S 12 deg. E, 79.2'                              

GLO  Bk 

13 P. 49

31 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Tamarack – S 50 deg. E, 9.2'                              

3” Tamarack – S 65 deg. W, (0.0)'                                      

No other trees near

GLO  Bk 

13 P. 1

31 51-23 S 1/4

3" Aspen for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 17

31 51-23 SE

5" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 16

31 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Basswood – N 89 deg. W, 2.6'                              

3” Basswood – N 45 deg. W, 3.3'

GLO  Bk 

13 P. 1

31 51-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1930

Survey of W line and S and E lines of NW1/4        

Distance and Mag. Var. stated

Book 1, 

Page 439

32 51-23  
Road Survey on W line of Section by 

F.J. O'Hara, County Surveyor 
1910

From N-S across Twp.                                

Distance and Mag. Var. shown

Book 2, 

Page 5

32 51-23 E 1/4

1/2" capped iron shaft set at fence 

corner of fences N-E-W in woods by 

T. Betley

1991

6" Maple - N 66 deg. E, 14.26'                             

5" Basswood - S 40 deg. E, 7.69'                           

6" Aspen - N 78 deg. W, 15.94'

268599

32 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 35 deg. W, 34.3'                              

5” Aspen – N 11 deg. E, 17.8'                                      

GLO  Bk 

13 P. 45

32 51-23 M.C.

M.C. on N. line NE 1/4 is on W. line 

Little Ball Bluff Lake - used 12" 

Tamarack for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 15

32 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
6” Tamarack – N 86 deg. E, 50.8'                              

8” Tamarack – S 85 deg. E, 52.8'                                      

GLO  Bk 

13 P. 51

32 51-23 NE
1/2" capped iron shaft set in middle of 

sink hole in woods by T. Betley
1991

4" Ash - S 77 deg. E, 26.10'                                    

5" Maple - S 28 deg. E, 20.78'                                

7" Maple - N 72 deg. W, 23.37'

268627

32 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” White Pine – N 29 deg. W, 75.9'                              

6” Ironwood – N 84 deg. E, 25.1'                             

12" Linden - S 79 deg. E, 23.8'                              

5" Aspen - S 14 deg. W, 25.1'                              

GLO  Bk 

13 P. 46

32 51-23 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Tamarack - S 55 deg. W, 30.4'                        

7” Tamarack – N 21 deg. W, 17.2'      

Book 2, 

Page 5

32 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Tamarack – S 55 deg. W, 30.4'                              

7” Tamarack – N 21 deg. W, 17.2'                             

4" Tamarack - N 07 deg. E, 6.6'                              

10" Tamarack - S 12 deg. E, 79.2'                              

GLO  Bk 

13 P. 49

32 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 20 deg. E, 5.9'                              

4” Aspen – S 12 deg. E, 12.5'

GLO  Bk 

13 P. 100
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32 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 20 deg. E, 5.9'                              

4” Aspen – S 12 deg. E, 12.5'

GLO  Bk 

13 P. 16

32 51-23 SE
1/2" capped iron shaft set on c/l E-W 

road by T. Betley
1991

16" R. Pine - N 06 deg. W, 57.40'                          

6" Spruce - S 38 deg. E, 48.47'                              

8" Tamarack - S 38 deg. W, 61.63'

268626

32 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Norway Pine – N 05 deg. W, 132.0'                              

5” Tamarack – S 44 deg. W, 74.6'                                                        

No other trees near

GLO  Bk 

13 P. 100

32 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22" Norway Pine – N 05 deg. W, 132.0'                         

5“ Tamarack – S 44 deg. W, 73.9'                             

No other trees near

GLO  Bk 

13 P. 15

32 51-23 SW

5" Tamarack for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees near for ties
GLO  Bk 

13 P. 16

32 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – S 04 deg. E, 39.6'                              

4” Aspen – S 28 deg. W, 43.6'                                      

GLO  Bk 

13 P. 49

32 51-23 W.C.
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Aspen - S 04 deg. E, 39.6'                                 

4” Aspen – S 28 deg. W, 43.6'      

Book 2, 

Page 5

33 51-23 E 1/4

4"x4" concrete mon. found on c/l road 

to W and c/l road to N on fence line to 

S by T. Betley

1991

Power pole - N 78 deg. E, 28.99'                          

5" Basswood - S 53 deg. E, 25.43'                         

4" Maple - S 48 deg. W, 21.21'

268630

33 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Black Oak – S 69 deg. E, 9.2'                              

7” Rock Maple – N 05 deg. W, 27.7'                                      

GLO  Bk 

13 P. 29

33 51-23 M.C.

M.C. #7 is on E. line SE 1/4 Sec. 33 

and is 1/2" iron shaft set 6' N of Boot 

Lake on N-S fence line by T. Betley

1991

12" Birch - S 55 deg. E, 6.89'                                

5" Birch - N 79 deg. W, 3.18'                              

22" Red Pine - N 34 deg. W, 11.67' (slope)

268598

33 51-23 M.C.

M.C. on E. line SE 1/4 is on S side of 

Boot Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – S 53 deg. W, 9.2'                              

11” Norway Pine – S 36 deg. E, 27.1'                                      

GLO  Bk 

13 P. 29

33 51-23 M.C.

M.C. on E. line SE 1/4 is on N side of 

Boot Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
13” Norway Pine – N 32 deg. W, 10.6'                              

6” White Birch – N 36 deg. E, 8.6'                                      

GLO  Bk 

13 P. 29

33 51-23 N 1/4

1/2" capped iron shaft set between 2         

N-S rows of trees just N of timber line 

in Pine plantation by T. Betley

1991

8" R. Pine - N 09 deg. W, 14.91'                          

6" Basswood clump - N 62 deg. E, 11.95'             

3" Basswood - S 52 deg. W, 21.20'

268629

33 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. W, 9.2'                              

4” Aspen – N 42 deg. W, 14.5'                                      

GLO  Bk 

13 P. 46

33 51-23 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Tamarack – N 45 deg. E, 56.8'                        

5” Spruce – N 87 deg. W, 45.9'

Book 1, 

Page 362

33 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Spruce – S 31 deg. W, 10.6'                              

5” Tamarack – N 66 deg. W, 11.2'                             

8" Tamarack - N 46 deg. E, 23.8'                              

7" Tamarack - S 89 deg. E, 19.8'                              

GLO  Bk 

13 P. 30

33 51-23 NE 
3/4" capped iron pipe set in c/l N-S 

road at fence line to E by T. Betley
1991

CFP - S 88 deg. E, 48.34'                                   

10" Spruce - S 18 deg. E, 136.72'                         

5" Tamarack - N 43 deg. W, 62.73'

268628

33 51-23 NW
1/2" capped iron shaft set in middle of 

sink hole in woods by T. Betley
1991

4" Ash - S 77 deg. E, 26.10'                                   

5" Maple - S 28 deg. E, 20.78'                               

7" Maple - N 72 deg. W, 23.37'

268627

33 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” White Pine – N 29 deg. W, 75.9'                              

6” Ironwood – N 84 deg. E, 25.1'                             

12" Linden - S 79 deg. E, 23.8'                              

5" Aspen - S 14 deg. W, 25.1'                              

GLO  Bk 

13 P. 46

33 51-23 S 1/4
1/2" capped iron shaft set on c/l-c/l N-

S-E-W roads by T. Betley
1991

sign post - N 18 deg. E, 83.49'                                

sign post - S 52 deg. E, 27.52'                              

Tele. Ped. - N 61 deg. W, 81.54'

268625
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33 51-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Aspen – S 10 deg. E, 14.5'                              

9” Pine – N 36 deg. W, 25.1'

GLO  Bk 

13 P. 15

33 51-23 SE

4"x4" concrete monument found on c/l       

E-W road just E of N-S road by T. 

Betley

1991

9" Basswood - N 80 deg. E, 16.49'                         

5" Maple - S 05 deg. W, 19.82'                              

6" Maple - S 78 deg. W, 5.59'

268597

33 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Aspen – N 45 deg. E, 84.5'                              

8” Tamarack – S 34 deg. E, 69.3'                                                        

No other trees near

GLO  Bk 

13 P. 101

33 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Aspen – N 45 deg. E, 84.5'                         

8“ Tamarack – S 34 deg. E, 69.3'                             

No other trees near

GLO  Bk 

13 P. 14

33 51-23 SW
1/2" capped iron shaft set on c/l E-W 

road by T. Betley
1991

16" R. Pine - N 06 deg. W, 57.40'                          

6" Spruce - S 38 deg. E, 48.47'                              

8" Tamarack - S 38 deg. W, 61.63'

268626

33 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22” Norway Pine – N 05 deg. W, 132.0'                              

5” Tamarack – S 44 deg. W, 74.6'                                                        

No other trees near

GLO  Bk 

13 P. 100

33 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

22" Norway Pine – N 05 deg. W, 132.0'                         

5“ Tamarack – S 44 deg. W, 73.9'                             

No other trees near

GLO  Bk 

13 P. 15

33 51-23 W 1/4

1/2" capped iron shaft set at fence 

corner of fences N-E-W in woods by 

T. Betley

1991

6" Maple - N 66 deg. E, 14.26'                             

5" Basswood - S 40 deg. E, 7.69'                           

6" Aspen - N 78 deg. W, 15.94'

268599

33 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
5” Aspen – N 35 deg. W, 34.3'                              

5” Aspen – N 11 deg. E, 17.8'                                      

GLO  Bk 

13 P. 45

34 51-23 E 1/4
4"x4" concrete monument found in 

woods by T. Betley
1993

6" Basswood - N 20 deg. E, 7.42'                          

7" Maple - S 18 deg. E, 11.05'                                

6" Oak - S 67 deg. W, 5.99'

282751

34 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Linden – S 24 deg. W, 23.8'                              

6” Linden – N 35 deg. E, 7.3'                                      

GLO  Bk 

13 P. 23

34 51-23 M.C

M.C. On N line NE ¼ - Took new ties 

to inp.corner by Fred Heuer, 

Co.Surveyor

1922
4” Tamarack – N 90 deg. E, 21.4'                        

4” Tamarack – N 45 deg. E, 20.8'

Book 1, 

Page 362

34 51-23 M.C.

M.C. is on E. line NE 1/4 Sec. 34 and 

is 1/2" capped iron shaft set 10' S of 

Rathouse Lake by T. Betley

1993

9" Maple - S 48 deg. E, 21.69'                           

12" Maple - S 14 deg. W, 12.32'                             

4" Balsam - N 53 deg. W, 28.32' 

282750

34 51-23 M.C.

M.C. is on N. line NE 1/4 Sec. 34 and 

is 1/2" capped iron shaft set 100' W of 

Rathouse Lake by T. Betley

1993

3" Basswood - N 04 deg. E, 14.20'                        

10" Maple - S 88 deg. E, 32.52'                           

3" Basswood - N 04 deg. E, 14.20' 

282753

34 51-23 M.C.

M.C. #7 is on W. line SW 1/4 Sec. 34 

and is 1/2" iron shaft set 6' N of Boot 

Lake on N-S fence line by T. Betley

1991

12" Birch - S 55 deg. E, 6.89'                                

5" Birch - N 79 deg. W, 3.18'                                

22" Red Pine - N 34 deg. W, 11.67' (slope)

268598

34 51-23 M.C.

M.C. on E. line NE 1/4 is on SW side 

of Rat House Lake - set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
4” Aspen – S 47 deg. W, 42.2'                              

32” Pine – S 34 deg. E, 117.5'                                      

GLO  Bk 

13 P. 23

34 51-23 M.C.

M.C. on W. line SW 1/4 is on S side of 

Boot Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
18” Norway Pine – S 53 deg. W, 9.2'                              

11” Norway Pine – S 36 deg. E, 27.1'                                      

GLO  Bk 

13 P. 29

34 51-23 M.C.

M.C. on W. line SW 1/4 is on N side of 

Boot Lake - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
13” Norway Pine – N 32 deg. W, 10.6'                              

6” White Birch – N 36 deg. E, 8.6'                                      

GLO  Bk 

13 P. 29

34 51-23 M.C.

M.C. on N. line NE 1/4 is on W side of 

Rat House Lake - marked a 8" 

Tamarack for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Tamarack – S 03 deg. W, 13.9'                              

10” Tamarack – N 66 deg. W, 26.4'                                      

GLO  Bk 

13 P. 33
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34 51-23 N 1/4

4"x4" concrete monument found 1' N 

of fence cor. of fences to W and S by 

T. Betley

1993

8" Aspen - N 66 deg. E, 24.63'                             

3" Aspen - S 57 deg. E, 7.45' (slope)                    

5" Aspen - N 70 deg. W, 19.75'

282752

34 51-23 N 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” Norway Pine – N 45 deg. E, 43.6'                    

18” Norway Pine – S 45 deg. E, 57.5'

Book 1, 

Page 362

34 51-23 NE

Corner falls in Rat House Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties taken
GLO  Bk 

13 P. 23

34 51-23 NW
3/4" capped iron pipe set in c/l N-S 

road at fence line to E by T. Betley
1991

CFP - S 88 deg. E, 48.34'                                     

10" Spruce - S 18 deg. E, 136.72'                          

5" Tamarack - N 43 deg. W, 62.73'

268628

34 51-23 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Tamarack – N 45 deg. E, 56.8'                        

5” Spruce – N 87 deg. W, 45.9'

Book 1, 

Page 362

34 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

5” Spruce – S 31 deg. W, 10.6'                              

5” Tamarack – N 66 deg. W, 11.2'                             

8" Tamarack - N 46 deg. E, 23.8'                              

7" Tamarack - S 89 deg. E, 19.8'                              

GLO  Bk 

13 P. 30

34 51-23 S 1/4

4"x4" concrete monument found 10' S 

of E-W forest road in woods by T. 

Betley

1993

16" Basswood - S 70 deg. E, 5.26'                        

4" Maple - S 05 deg. W, 11.89'                              

4" Maple - S 80 deg. W, 13.15'

282723

34 51-23 S 1/4

5" Maple for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 14

34 51-23 SE

4"x4" concrete monument found 15' N 

of c/l E-W forest road in woods by T. 

Betley

1993

4" Maple - N 08 deg. E, 17.11'                                

5" Oak - N 82 deg. E, 11.58'                                

3" Maple - N 25 deg. W, 9.06'

282722

34 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Fir – N 89 deg. E, 11.9'                         15“ 

Aspen – S 20 deg. W, 9.2'                             

18” Aspen – N 05 deg. W, 6.6'                            

15" Aspen - S 20 deg. E, 12.5'

GLO  Bk 

13 P. 14

34 51-23 SW

4"x4" concrete monument found on c/l                  

E-W road just E of N-S road by T. 

Betley

1991

9" Basswood - N 80 deg. E, 16.49'                          

5" Maple - S 05 deg. W, 19.82'                              

6" Maple - S 78 deg. W, 5.59'

268597

34 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9” Aspen – N 45 deg. E, 84.5'                              

8” Tamarack – S 34 deg. E, 69.3'                                                        

No other trees near

GLO  Bk 

13 P. 101

34 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

9" Aspen – N 45 deg. E, 84.5'                         

8“ Tamarack – S 34 deg. E, 69.3'                             

No other trees near

GLO  Bk 

13 P. 14

34 51-23 W 1/4

4"x4" concrete monument found on c/l 

road to W and c/l road to N on fence 

line to S by T. Betley

1991

Power pole - N 78 deg. E, 28.99'                          

5" Basswood - S 53 deg. E, 25.43'                        

4" Maple - S 48 deg. W, 21.21'

268630

34 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Black Oak – S 69 deg. E, 9.2'                              

7” Rock Maple – N 05 deg. W, 27.7'                                      

GLO  Bk 

13 P. 29

34 51-23
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 362

35 51-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – N 36 deg. E, 3.3'                              

8” Maple – N 72 deg. W, 3.3'                                      

GLO  Bk 

13 P. 17

35 51-23 M.C.

M.C. is on W. line NW 1/4 Sec. 35 

and is 1/2" capped iron shaft set 10' S 

of Rathouse Lake by T. Betley

1993

9" Maple - S 48 deg. E, 21.69'                           

12" Maple - S 14 deg. W, 12.32'                             

4" Balsam - N 53 deg. W, 28.32' 

282750

35 51-23 M.C.

M.C. on E. line NE 1/4 is on S. side of 

Cutaway Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
6” Spruce – S 23 deg. E, 10.6'                              

12” Spruce – S 84 deg. W, 11.9'                                      

GLO  Bk 

13 P. 17

35 51-23 M.C.

M.C. on E. line NE 1/4 is on N. side of 

Cutaway Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
20” Elm – N 30 deg. W, 16.5'                              

7” Aspen – S 35 deg. E, 13.2'                                      

GLO  Bk 

13 P. 17

35 51-23 M.C.

M.C. on W. line NW 1/4 is on SW side 

of Rat House Lake - set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
4” Aspen – S 47 deg. W, 42.2'                              

32” Pine – S 34 deg. E, 117.5'                                      

GLO  Bk 

13 P. 23
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35 51-23 M.C.

M.C. on N. line NE 1/4 is on E side of 

Rat House Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties stated
GLO  Bk 

13 P. 23

35 51-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Birch – S 51 deg. W, 10.6'                              

11” Ash – N 44 deg. W, 7.3'                             

8" Maple - N 70 deg. E, 12.5'                              

9" Balsam - S 50 deg. E, 11.2'                              

GLO  Bk 

13 P. 17

35 51-23 NW

Corner falls in Rat House Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No ties taken
GLO  Bk 

13 P. 23

35 51-23 S 1/4

4" Birch for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

35 51-23 SE

7" Cedar for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13

35 51-23 SW

4"x4" concrete monument found 15' N 

of c/l E-W forest road in woods by T. 

Betley

1993

4" Maple - N 08 deg. E, 17.11'                               

5" Oak - N 82 deg. E, 11.58'                                 

3" Maple - N 25 deg. W, 9.06'

282722

35 51-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Fir – N 89 deg. E, 11.9'                         15“ 

Aspen – S 20 deg. W, 9.2'                             

18” Aspen – N 05 deg. W, 6.6'                            

15" Aspen - S 20 deg. E, 12.5'

GLO  Bk 

13 P. 14

35 51-23 W 1/4
4"x4" concrete monument found in 

woods by T. Betley
1993

6" Basswood - N 20 deg. E, 7.42'                          

7" Maple - S 18 deg. E, 11.05'                                

6" Oak - S 67 deg. W, 5.99'

282751

35 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Linden – S 24 deg. W, 23.8'                              

6” Linden – N 35 deg. E, 7.3'                                      

GLO  Bk 

13 P. 23

36 51-23 E 1/4

3" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6

36 51-23 M.C.

M.C. on W. line NW 1/4 is on S. side 

of Cutaway Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
6” Spruce – S 23 deg. E, 10.6'                              

12” Spruce – S 84 deg. W, 11.9'                                      

GLO  Bk 

13 P. 17

36 51-23 M.C.

M.C. on W. line NW 1/4 is on N. side 

of Cutaway Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
20” Elm – N 30 deg. W, 16.5'                              

7” Aspen – S 35 deg. E, 13.2'                                      

GLO  Bk 

13 P. 17

36 51-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
9” Cedar – S 69 deg. E, 7.3'                              

11” Cedar – N 23 deg. E, 8.6'                                      

GLO  Bk 

13 P. 20

36 51-23 NE

10" Aspen used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 6

36 51-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Birch – S 51 deg. W, 10.6'                              

11” Ash – N 44 deg. W, 7.3'                             

8" Maple - N 70 deg. E, 12.5'                              

9" Balsam - S 50 deg. E, 11.2'                              

GLO  Bk 

13 P. 17

36 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Alder – N 20 deg. W, 10.6'                         3“ 

Alder – S 30 deg. W, 17.8'                             3” 

Alder – S 60 deg. E, 19.8'                            No 

other trees near

GLO  Bk 

13 P. 6

36 51-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3" Aspen – N 46 deg. E, 6.6'                         3“ 

Aspen – N 43 deg. W, 16.5'                             

3” Aspen – N 53 deg. W, 6.6'                            

3" Aspen - S 10 deg. E, 4.6'

GLO  Bk 

13 P. 12

36 51-23 SW

7" Cedar for cor. as part of orig. 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No other trees near
GLO  Bk 

13 P. 13
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36 51-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
7” Maple – N 36 deg. E, 3.3'                              

8” Maple – N 72 deg. W, 3.3'                                      

GLO  Bk 

13 P. 17

1 51-24 E 1/4

8" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 5

1 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

1 51-24 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

1 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Tamarack – N 70 deg. E, 13.9'                              

7” Tamarack – S 36 deg. W, 57.4'                             

8" Tamarack - N 78 deg. W, 52.8'                              

4" Tamarack - S 85 deg. E, 10.6'                              

GLO  Bk 

13 P. 5

1 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

1 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 09 deg. W, 12.5'                                  

3" Spruce - S 32 deg. W, 22.4' 

GLO BK 

9, P 18

1 51-24 SE
1/2" rebar found in c/l N-S road at 

fence line to the E by T. Betley
1990

Power pole - N 58 deg. E, 69.43'                          

CFP - N 90 deg. E, 56.14'                                     

Tele Box - N 38 deg. W, 92.59'

262677

1 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 10 deg. E, 8.6'                              

No other trees near                             

GLO  Bk 

13 P. 5

1 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 84 deg. E, 16.5'                                    

5" Spruce - N 48 deg. E, 16.5'                             

3" Spruce - S 41 deg. W, 26.4'                                  

4" Spruce - N 80 deg. W, 27.1' 

GLO BK 

9, P 18

1 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 60 deg. W, 6.6'                                  

6" Spruce - S 65 deg. E, 4.0' 

GLO BK 

9, P 19

2 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 60 deg. W, 6.6'                                  

6" Spruce - S 65 deg. E, 4.0' 

GLO BK 

9, P 19

2 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

2 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

2 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

2 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 37 deg. E, 8.6'                                  

6" Tamarack - N 20 deg. W, 7.9' 

GLO BK 

9, P 30

2 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 84 deg. E, 16.5'                                    

5" Spruce - N 48 deg. E, 16.5'                             

3" Spruce - S 41 deg. W, 26.4'                                  

4" Spruce - N 80 deg. W, 27.1' 

GLO BK 

9, P 18

2 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 62 deg. W, 7.9'                                    

4" Tamarack - N 33 deg. W, 11.2'                             

4" Tamarack - N 36 deg. E, 17.2'                                  

7" Tamarack - S 40 deg. E, 2.0' 

GLO BK 

9, P 30

2 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Spruce - N 90 deg. E, 50.2'                                  

6" Tamarack - S 43 deg. W, 14.5' 

GLO BK 

9, P 31
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3 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Spruce - N 90 deg. E, 50.2'                                  

6" Tamarack - S 43 deg. W, 14.5' 

GLO BK 

9, P 31

3 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

3 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

3 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

3 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 45 deg. W, 12.5'                                  

7" Cedar - S 12 deg. W, 25.1' 

GLO BK 

9, P 41

3 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 62 deg. W, 7.9'                                    

4" Tamarack - N 33 deg. W, 11.2'                             

4" Tamarack - N 36 deg. E, 17.2'                                  

7" Tamarack - S 40 deg. E, 2.0' 

GLO BK 

9, P 30

3 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 42 deg. W, 7.9'                                    

6" Tamarack - N 46 deg. E, 5.3'                             

9" Tamarack - S 31 deg. E, 12.5'                                  

7" Tamarack - S 40 deg. W, 23.8' 

GLO BK 

9, P 40

3 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Aspen - S 25 deg. E, 72.6'                                  

5" Alder - N 42 deg. W, 11.9' 

GLO BK 

9, P 41

4 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Aspen - S 25 deg. E, 72.6'                                  

5" Alder - N 42 deg. W, 11.9' 

GLO BK 

9, P 41

4 51-24 N 1/4

3" Fir used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

4 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

4 51-24 NW

3" Elm used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

4 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 35 deg. W, 11.9'                                  

5" Tamarack - N 10 deg. E, 7.9' 

GLO BK 

9, P 49

4 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 42 deg. W, 7.9'                                    

6" Tamarack - N 46 deg. E, 5.3'                             

9" Tamarack - S 31 deg. E, 12.5'                                  

7" Tamarack - S 40 deg. W, 23.8' 

GLO BK 

9, P 40

4 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 52 deg. E, 2.6'                                    

5" Tamarack - S 52 deg. W, 4.0'                             

4" Tamarack - N 23 deg. W, 13.2'                                  

5" Tamarack - S 37 deg. E, 25.1' 

GLO BK 

9, P 48

4 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 68 deg. E, 7.9'                                  

5" Tamarack - N 70 deg. W, 6.6' 

GLO BK 

9, P 49

4 51-24
Road Survey in Section 4 by F.J. 

O'Hara 
1910

runs in E 1/2 of Section                                    

Bearings and distances stated 

Book 1, 

Page 121

5 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 68 deg. E, 7.9'                                  

5" Tamarack - N 70 deg. W, 6.6' 

GLO BK 

9, P 49

5 51-24 N 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

Page 899 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

5 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 80 deg. W, 7.9'                                    

12" Tamarack - N 57 deg. E, 7.9'                          

GLO BK 

9, P 13

5 51-24 NE

3" Elm used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

5 51-24 NW

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

5 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - N 30 deg. E, 11.9'                                  

7" Spruce - S 52 deg. W, 6.6' 

GLO BK 

9, P 60

5 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 52 deg. E, 2.6'                                    

5" Tamarack - S 52 deg. W, 4.0'                             

4" Tamarack - N 23 deg. W, 13.2'                                  

5" Tamarack - S 37 deg. E, 25.1' 

GLO BK 

9, P 48

5 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Cedar - S 56 deg. E, 4.6'                                    

12" Cedar - S 74 deg. W, 4.6'                             

7" Cedar - N 40 deg. W, 10.6'                                  

7" Cedar - N 47 deg. E, 19.8' 

GLO BK 

9, P 59

5 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 45 deg. W, 9.2'                                  

5" Tamarack - N 62 deg. E, 9.2' 

GLO BK 

9, P 61

6 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 45 deg. W, 9.2'                                  

5" Tamarack - N 62 deg. E, 9.2' 

GLO BK 

9, P 61

6 51-24 N 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

6 51-24 NE

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

6 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 60 deg. W, 20.5'                                    

6" Aspen - S 57 deg. W, 3.3'                          6" 

Maple - N 54 deg. E, 2.6'                                  

No other tree near to use for ties

GLO BK 

6 P 11

6 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 20 deg. W, 10.6'                                    

7" Birch - N 62 deg. E, 21.8'                             

16" Pine - S 27 deg. W, 26.4'                                  

6" Fir - S 30 deg. E, 19.8' 

GLO BK 

9, P 4

6 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Cedar - S 60 deg. W, 5.9'                                  

12 Cedar - N 15 deg. E, 4.6' 

GLO BK 

9, P 60

6 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Cedar - S 56 deg. E, 4.6'                                    

12" Cedar - S 74 deg. W, 4.6'                             

7" Cedar - N 40 deg. W, 10.6'                                  

7" Cedar - N 47 deg. E, 19.8' 

GLO BK 

9, P 59

6 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 4

6 51-24 W 1/4

5" Maple used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 4

7 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Ironwood - S 25 deg. W, 14.5'                                  

4" Maple - N 60 deg. E, 4.0' 

GLO BK 

9, P 59

7 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Cedar - S 60 deg. W, 5.9'                                  

12 Cedar - N 15 deg. E, 4.6' 

GLO BK 

9, P 60

7 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Cedar - S 56 deg. E, 4.6'                                    

12" Cedar - S 74 deg. W, 4.6'                             

7" Cedar - N 40 deg. W, 10.6'                                  

7" Cedar - N 47 deg. E, 19.8' 

GLO BK 

9, P 59
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7 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 4

7 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 46 deg. W, 3.3'                                  

6" Cedar - S 30 deg. E, 7.9' 

GLO BK 

9, P 58

7 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Maple - N 62 deg. E, 13.9'                                    

7" Fir - S 61 deg. E, 4.0'                             10" 

Maple - N 68 deg. W, 15.2'                                  

10" Cedar - S 41 deg. W, 33.0' 

GLO BK 

9, P 57

7 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 3

7 51-24 W 1/4

6" Aspen used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 3

8 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 30 deg. E, 8.6'                                  

3" Spruce - N 77 deg. W, 11.2' 

GLO BK 

9, P 48

8 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - N 30 deg. E, 11.9'                                  

7" Spruce - S 52 deg. W, 6.6' 

GLO BK 

9, P 60

8 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 52 deg. E, 2.6'                                    

5" Tamarack - S 52 deg. W, 4.0'                             

4" Tamarack - N 23 deg. W, 13.2'                                  

5" Tamarack - S 37 deg. E, 25.1' 

GLO BK 

9, P 48

8 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Cedar - S 56 deg. E, 4.6'                                    

12" Cedar - S 74 deg. W, 4.6'                             

7" Cedar - N 40 deg. W, 10.6'                                  

7" Cedar - N 47 deg. E, 19.8' 

GLO BK 

9, P 59

8 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Cedar - S 10 deg. W, 11.2'                                  

4" Fir - N 05 deg. W, 7.9' 

GLO BK 

9, P 58

8 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Aspen - S 41 deg. W, 13.2'                                    

12" Cedar - N 71 deg. E, 17.8'                             

6" Fir - S 41 deg. E, 3.3'                                  

7" Aspen - N 16 deg. W, 15.8' 

GLO BK 

9, P 46

8 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Maple - N 62 deg. E, 13.9'                                    

7" Fir - S 61 deg. E, 4.0'                             10" 

Maple - N 68 deg. W, 15.2'                                  

10" Cedar - S 41 deg. W, 33.0' 

GLO BK 

9, P 57

8 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Ironwood - S 25 deg. W, 14.5'                                  

4" Maple - N 60 deg. E, 4.0' 

GLO BK 

9, P 59

9 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Cedar - S 70 deg. E, 19.1'                                  

6" Cedar - N 86 deg. W, 16.5' 

GLO BK 

9, P 39

9 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 35 deg. W, 11.9'                                  

5" Tamarack - N 10 deg. E, 7.9' 

GLO BK 

9, P 49

9 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 42 deg. W, 7.9'                                    

6" Tamarack - N 46 deg. E, 5.3'                             

9" Tamarack - S 31 deg. E, 12.5'                                  

7" Tamarack - S 40 deg. W, 23.8' 

GLO BK 

9, P 40

9 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 52 deg. E, 2.6'                                    

5" Tamarack - S 52 deg. W, 4.0'                             

4" Tamarack - N 23 deg. W, 13.2'                                  

5" Tamarack - S 37 deg. E, 25.1' 

GLO BK 

9, P 48

9 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Tamarack - N 00 deg. E, 6.6'                                  

7" Tamarack - S 50 deg. W, 4.0' 

GLO BK 

9, P 47
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9 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - S 24 deg. W, 13.2'                                    

6" Cedar - S 60 deg. E, 16.5'                             

6" Cedar - N 15 deg. E, 12.5'                                  

4" Cedar - N 68 deg. W, 24.4' 

GLO BK 

9, P 38

9 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Aspen - S 41 deg. W, 13.2'                                    

12" Cedar - N 71 deg. E, 17.8'                             

6" Fir - S 41 deg. E, 3.3'                                  

7" Aspen - N 16 deg. W, 15.8' 

GLO BK 

9, P 46

9 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 30 deg. E, 8.6'                                  

3" Spruce - N 77 deg. W, 11.2' 

GLO BK 

9, P 48

9 51-24
Road Survey on E line of Section 9 by 

F.J. O'Hara 
1910

runs along E line of Section 9                             

No distance or Mag. Var. shown 

Book 1, 

Page 121

10 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Birch - N 40 deg. W, 7.9'                                  

5" Elm - N 63 deg. E, 19.8' 

GLO BK 

9, P 29

10 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 45 deg. W, 12.5'                                  

7" Cedar - S 12 deg. W, 25.1' 

GLO BK 

9, P 41

10 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 62 deg. W, 7.9'                                    

4" Tamarack - N 33 deg. W, 11.2'                             

4" Tamarack - N 36 deg. E, 17.2'                                  

7" Tamarack - S 40 deg. E, 2.0' 

GLO BK 

9, P 30

10 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 42 deg. W, 7.9'                                    

6" Tamarack - N 46 deg. E, 5.3'                             

9" Tamarack - S 31 deg. E, 12.5'                                  

7" Tamarack - S 40 deg. W, 23.8' 

GLO BK 

9, P 40

10 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Elm - S 36 deg. W, 18.5'                                  

7" Elm - N 15 deg. W, 4.6' 

GLO BK 

9, P 39

10 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" White Pine - S 68 deg. E, 3.3'                                    

12" White Pine - S 35 deg. W, 19.8'                             

9" Tamarack - N 20 deg. W, 25.1'                                  

12" Tamarack - N 58 deg. E, 16.5' 

GLO BK 

9, P 28

10 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - S 24 deg. W, 13.2'                                    

6" Cedar - S 60 deg. E, 16.5'                             

6" Cedar - N 15 deg. E, 12.5'                                  

4" Cedar - N 68 deg. W, 24.4' 

GLO BK 

9, P 38

10 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Cedar - S 70 deg. E, 19.1'                                  

6" Cedar - N 86 deg. W, 16.5' 

GLO BK 

9, P 39

10 51-24
Road Survey on W line of Section 10 

by F.J. O'Hara 
1910

runs along W line of Section 10                            

No distance or Mag. Var. shown 

Book 1, 

Page 121

11 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" White Pine - N 64 deg. W, 16.5'                                  

12" White Pine - S 45 deg. E, 13.2' 

GLO BK 

9, P 17

11 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 37 deg. E, 8.6'                                  

6" Tamarack - N 20 deg. W, 7.9' 

GLO BK 

9, P 30

11 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 84 deg. E, 16.5'                                    

5" Spruce - N 48 deg. E, 16.5'                             

3" Spruce - S 41 deg. W, 26.4'                                  

4" Spruce - N 80 deg. W, 27.1' 

GLO BK 

9, P 18

11 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 62 deg. W, 7.9'                                    

4" Tamarack - N 33 deg. W, 11.2'                             

4" Tamarack - N 36 deg. E, 17.2'                                  

7" Tamarack - S 40 deg. E, 2.0' 

GLO BK 

9, P 30

11 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 09 deg. W, 21.1'                                  

7" Cedar - S 22 deg. W, 9.9' 

GLO BK 

9, P 29

11 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

3" Spruce - N 65 deg. E, 24.4'                                    

5" Spruce - N 75 deg. W, 16.5'                             

4" Spruce - S 74 deg. W, 19.8'                                  

6" Spruce - S 45 deg. E, 11.9' 

GLO BK 

9, P 15
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11 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" White Pine - S 68 deg. E, 3.3'                                    

12" White Pine - S 35 deg. W, 19.8'                             

9" Tamarack - N 20 deg. W, 25.1'                                  

12" Tamarack - N 58 deg. E, 16.5' 

GLO BK 

9, P 28

11 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Birch - N 40 deg. W, 7.9'                                  

5" Elm - N 63 deg. E, 19.8' 

GLO BK 

9, P 29

12 51-24  
School Lot Survey by Fred Heuer, 

Deputy County Surveyor 
1913

In SW ¼ - SW 1/4 of Section                                  

Distance and Mag. Var. stated

Book 2, 

Page 91

12 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Ash – N 10 deg. W, 7.3'                              

14” Cedar– N 35 deg. E, 13.9'                                      

GLO  Bk 

13 P. 4

12 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 09 deg. W, 12.5'                                  

3" Spruce - S 32 deg. W, 22.4' 

GLO BK 

9, P 18

12 51-24 NE
1/2" rebar found in c/l N-S road at 

fence line to the E by T. Betley
1990

Power pole - N 58 deg. E, 69.43'                          

CFP - N 90 deg. E, 56.14'                                      

Tele Box - N 38 deg. W, 92.59'

262677

12 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 10 deg. E, 8.6'                              

No other trees near                             

GLO  Bk 

13 P. 5

12 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 84 deg. E, 16.5'                                    

5" Spruce - N 48 deg. E, 16.5'                             

3" Spruce - S 41 deg. W, 26.4'                                  

4" Spruce - N 80 deg. W, 27.1' 

GLO BK 

9, P 18

12 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Cedar - S 24 deg. E, 96.4'                                

No other trees near to use for ties

GLO BK 

9, P 16

12 51-24 SE

7/8" capped iron shaft set on c/l old 

road to the N and to the W by T. 

Betley

1990

7" Aspen - N 36 deg. E, 30.56'                             

8" Dbl. Aspen - S 79 deg. W, 33.14'                       

8" Aspen - N 35 deg. W, 19.74'

262678

12 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Tamarack – N 20 deg. E, 4.0'                              

12” Tamarack – S 20 deg. E, 10.6'                             

3" Tamarack - N 45 deg. W, 3.3'                              

11" Tamarack - S 60 deg. W, 15.8'                              

GLO  Bk 

13 P. 4

12 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

3" Spruce - N 65 deg. E, 24.4'                                    

5" Spruce - N 75 deg. W, 16.5'                             

4" Spruce - S 74 deg. W, 19.8'                                  

6" Spruce - S 45 deg. E, 11.9' 

GLO BK 

9, P 15

12 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" White Pine - N 64 deg. W, 16.5'                                  

12" White Pine - S 45 deg. E, 13.2' 

GLO BK 

9, P 17

12 51-24
Survey in Section by H.D. Keath, 

County Surveyor 
1927

Is in E1/2-SW ¼ of Section                                    

Distance and angles stated

Book 1, 

Page 435

13 51-24 E 1/4

6" Birch used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 3

13 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 4

13 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Cedar - S 24 deg. E, 96.4'                                

No other trees near to use for ties

GLO BK 

9, P 16

13 51-24 NE

7/8" capped iron shaft set on c/l old 

road to the N and to the W by T. 

Betley

1990

7" Aspen - N 36 deg. E, 30.56'                             

8" Dbl. Aspen - S 79 deg. W, 33.14'                       

8" Aspen - N 35 deg. W, 19.74'

262678

13 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

15” Tamarack – N 20 deg. E, 4.0'                              

12” Tamarack – S 20 deg. E, 10.6'                             

3" Tamarack - N 45 deg. W, 3.3'                              

11" Tamarack - S 60 deg. W, 15.8'                              

GLO  Bk 

13 P. 4

13 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

3" Spruce - N 65 deg. E, 24.4'                                    

5" Spruce - N 75 deg. W, 16.5'                             

4" Spruce - S 74 deg. W, 19.8'                                  

6" Spruce - S 45 deg. E, 11.9' 

GLO BK 

9, P 15
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13 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - N 51 deg. E, 19.8'                                  

7" Cedar - S 84 deg. W, 40.3' 

GLO BK 

9, P 13

13 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Cedar – N 42 deg. W, 11.2'                              

8” Tamarack – N 30 deg. E, 9.9'                             

8" Tamarack - S 80 deg. W, 2.6'                              

7" Tamarack - S 23 deg. E, 20.5'                              

GLO  Bk 

13 P. 3

13 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

13 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Linden - N 78 deg. W, 29.7'                                  

3" Maple - N 67 deg. E, 36.3' 

GLO BK 

9, P 14

14 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Linden - N 78 deg. W, 29.7'                                  

3" Maple - N 67 deg. E, 36.3' 

GLO BK 

9, P 14

14 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 09 deg. W, 21.1'                                  

7" Cedar - S 22 deg. W, 9.9' 

GLO BK 

9, P 29

14 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

3" Spruce - N 65 deg. E, 24.4'                                    

5" Spruce - N 75 deg. W, 16.5'                             

4" Spruce - S 74 deg. W, 19.8'                                  

6" Spruce - S 45 deg. E, 11.9' 

GLO BK 

9, P 15

14 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" White Pine - S 68 deg. E, 3.3'                                    

12" White Pine - S 35 deg. W, 19.8'                             

9" Tamarack - N 20 deg. W, 25.1'                                  

12" Tamarack - N 58 deg. E, 16.5' 

GLO BK 

9, P 28

14 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Birch - N 15 deg. E, 9.9'                                  

6" Aspen - S 00 deg. E, 2.0' 

GLO BK 

9, P 13

14 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

14 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Oak - N 42 deg. E, 16.5'                                    

3" Elm - N 25 deg. W, 9.9'                             3" 

Ash - S 54 deg. W, 21.8'                                  

12" Oak - S 35 deg. E, 9.9' 

GLO BK 

9, P 25

14 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Maple - N 57 deg. W, 17.8'                                  

14" White Pine - N 34 deg. E, 37.0' 

GLO BK 

9, P 28

15 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Maple - N 57 deg. W, 17.8'                                  

14" White Pine - N 34 deg. E, 37.0' 

GLO BK 

9, P 28

15 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Elm - S 36 deg. W, 18.5'                                  

7" Elm - N 15 deg. W, 4.6' 

GLO BK 

9, P 39

15 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" White Pine - S 68 deg. E, 3.3'                                    

12" White Pine - S 35 deg. W, 19.8'                             

9" Tamarack - N 20 deg. W, 25.1'                                  

12" Tamarack - N 58 deg. E, 16.5' 

GLO BK 

9, P 28

15 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - S 24 deg. W, 13.2'                                    

6" Cedar - S 60 deg. E, 16.5'                             

6" Cedar - N 15 deg. E, 12.5'                                  

4" Cedar - N 68 deg. W, 24.4' 

GLO BK 

9, P 38

15 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Cedar - N 06 deg. E, 12.5'                                  

10" Cedar - S 14 deg. W, 16.5' 

GLO BK 

9, P 37

15 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Oak - N 42 deg. E, 16.5'                                    

3" Elm - N 25 deg. W, 9.9'                             3" 

Ash - S 54 deg. W, 21.8'                                  

12" Oak - S 35 deg. E, 9.9' 

GLO BK 

9, P 25
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15 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - N 65 deg. E, 8.6'                                    

6" Tamarack - S 65 deg. E, 10.6'                             

5" Tamarack - N 42 deg. W, 15.8'                                  

6" Tamarack - S 65 deg. W, 14.5' 

GLO BK 

9, P 37

15 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Oak - S 64 deg. W, 6.6'                                  

7" Spruce - N 73 deg. E, 26.4' 

GLO BK 

9, P 38

15 51-24
Road Survey on W line of Section 15 

by F.J. O'Hara 
1910

runs along W line of Section 15                            

No distance or Mag. Var. shown 

Book 1, 

Page 121

16 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Oak - S 64 deg. W, 6.6'                                  

7" Spruce - N 73 deg. E, 26.4' 

GLO BK 

9, P 38

16 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Tamarack - N 00 deg. E, 6.6'                                  

7" Tamarack - S 50 deg. W, 4.0' 

GLO BK 

9, P 47

16 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - S 24 deg. W, 13.2'                                    

6" Cedar - S 60 deg. E, 16.5'                             

6" Cedar - N 15 deg. E, 12.5'                                  

4" Cedar - N 68 deg. W, 24.4' 

GLO BK 

9, P 38

16 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Aspen - S 41 deg. W, 13.2'                                    

12" Cedar - N 71 deg. E, 17.8'                             

6" Fir - S 41 deg. E, 3.3'                                  

7" Aspen - N 16 deg. W, 15.8' 

GLO BK 

9, P 46

16 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - S 20 deg. W, 14.5'                                  

13" Tamarack - N 10 deg. E, 7.9' 

GLO BK 

9, P 46

16 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - N 65 deg. E, 8.6'                                    

6" Tamarack - S 65 deg. E, 10.6'                             

5" Tamarack - N 42 deg. W, 15.8'                                  

6" Tamarack - S 65 deg. W, 14.5' 

GLO BK 

9, P 37

16 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Spruce - N 48 deg. E, 42.9'                                    

6" Spruce - N 30 deg. W, 34.3'                             

5" Spruce - S 47 deg. W, 29.7'                                  

10" Tamarack - S 77 deg. E, 5.3' 

GLO BK 

9, P 45

16 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Tamarack - S 32 deg. E, 16.5'                                  

7" Tamarack - S 90 deg. W, 21.1' 

GLO BK 

9, P 46

16 51-24
Road Survey in Section 16 by F.J. 

O'Hara 
1910

runs in E 1/2 of Section                             

Bearings and distances stated 

Book 1, 

Page 121

17 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Tamarack - S 32 deg. E, 16.5'                                  

7" Tamarack - S 90 deg. W, 21.1' 

GLO BK 

9, P 46

17 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Cedar - S 10 deg. W, 11.2'                                  

4" Fir - N 05 deg. W, 7.9' 

GLO BK 

9, P 58

17 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Aspen - S 41 deg. W, 13.2'                                    

12" Cedar - N 71 deg. E, 17.8'                             

6" Fir - S 41 deg. E, 3.3'                                  

7" Aspen - N 16 deg. W, 15.8' 

GLO BK 

9, P 46

17 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Maple - N 62 deg. E, 13.9'                                    

7" Fir - S 61 deg. E, 4.0'                             10" 

Maple - N 68 deg. W, 15.2'                                  

10" Cedar - S 41 deg. W, 33.0' 

GLO BK 

9, P 57

17 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Fir - N 25 deg. E, 12.5'                                  

10" Tamarack - S 75 deg. E, 5.9' 

GLO BK 

9, P 56

17 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Spruce - N 48 deg. E, 42.9'                                    

6" Spruce - N 30 deg. W, 34.3'                             

5" Spruce - S 47 deg. W, 29.7'                                  

10" Tamarack - S 77 deg. E, 5.3' 

GLO BK 

9, P 45

17 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 40 deg. W, 3.3'                                    

9" Tamarack - N 26 deg. E, 2.6'                             

10" Tamarack - S 50 deg. W, 9.9'                                  

10" Tamarack - S 70 deg. E, 7.9' 

GLO BK 

9, P 55
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17 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 82 deg. W, 2.6'                                  

5" Tamarack - N 82 deg. E, 2.6' 

GLO BK 

9, P 57

18 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 82 deg. W, 2.6'                                  

5" Tamarack - N 82 deg. E, 2.6' 

GLO BK 

9, P 57

18 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 46 deg. W, 3.3'                                  

6" Cedar - S 30 deg. E, 7.9' 

GLO BK 

9, P 58

18 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Maple - N 62 deg. E, 13.9'                                    

7" Fir - S 61 deg. E, 4.0'                             10" 

Maple - N 68 deg. W, 15.2'                                  

10" Cedar - S 41 deg. W, 33.0' 

GLO BK 

9, P 57

18 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 3

18 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Tamarack - N 03 deg. W, 4.0'                                  

8" Spruce - S 65 deg. W, 11.9' 

GLO BK 

9, P 56

18 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 40 deg. W, 3.3'                                    

9" Tamarack - N 26 deg. E, 2.6'                             

10" Tamarack - S 50 deg. W, 9.9'                                  

10" Tamarack - S 70 deg. E, 7.9' 

GLO BK 

9, P 55

18 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Ash - N 30 deg. W, 7.9'                                    

8" Elm - N 20 deg. E, 9.2'                             10" 

Elm - S 47 deg. W, 8.6'                                  8" 

Elm - S 30 deg. E, 17.8' 

GLO BK 

9, P 2

18 51-24 W 1/4

6" Birch used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 3

19 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - S 33 deg. E, 4.6'                                  

7" Tamarack - S 85 deg. W, 11.9' 

GLO BK 

9, P 55

19 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Tamarack - N 03 deg. W, 4.0'                                  

8" Spruce - S 65 deg. W, 11.9' 

GLO BK 

9, P 56

19 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 40 deg. W, 3.3'                                    

9" Tamarack - N 26 deg. E, 2.6'                             

10" Tamarack - S 50 deg. W, 9.9'                                  

10" Tamarack - S 70 deg. E, 7.9' 

GLO BK 

9, P 55

19 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Ash - N 30 deg. W, 7.9'                                    

8" Elm - N 20 deg. E, 9.2'                             10" 

Elm - S 47 deg. W, 8.6'                                  8" 

Elm - S 30 deg. E, 17.8' 

GLO BK 

9, P 2

19 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Willow - S 45 deg. W, 36.3'                                  

No other trees near to use for ties

GLO BK 

9, P 54

19 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 37 deg. E, 3.3'                                    

6" Tamarack - N 53 deg. W, 11.2'                             

6" Tamarack - S 43 deg. W, 17.2'                                  

6" Tamarack - S 20 deg. E, 17.2' 

GLO BK 

9, P 53

19 51-24 SW

7" Cedar used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 1

19 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 52 deg. E, 4.0'                                    

9" Tamarack - N 42 deg. E, 9.2'                             

10" Tamarack - N 09 deg. W, 11.9'                                  

5" Tamarack - S 75 deg. W, 7.9' 

GLO BK 

9, P 54

19 51-24 W 1/4

7" Cedar used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 2
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20 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Fir - N 25 deg. E, 12.5'                                  

10" Tamarack - S 75 deg. E, 5.9' 

GLO BK 

9, P 56

20 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Spruce - N 48 deg. E, 42.9'                                    

6" Spruce - N 30 deg. W, 34.3'                             

5" Spruce - S 47 deg. W, 29.7'                                  

10" Tamarack - S 77 deg. E, 5.3' 

GLO BK 

9, P 45

20 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 40 deg. W, 3.3'                                    

9" Tamarack - N 26 deg. E, 2.6'                             

10" Tamarack - S 50 deg. W, 9.9'                                  

10" Tamarack - S 70 deg. E, 7.9' 

GLO BK 

9, P 55

20 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Cedar - S 80 deg. E, 3.3'                                  

7" Cedar - N 12 deg. W, 21.1' 

GLO BK 

9, P 53

20 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Spruce - N 51 deg. E, 11.9'                                    

4" Spruce - N 44 deg. W, 11.2'                             

4" Spruce - S 49 deg. W, 8.6'                                  

4" Spruce - S 56 deg. E, 18.5' 

GLO BK 

9, P 44

20 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 37 deg. E, 3.3'                                    

6" Tamarack - N 53 deg. W, 11.2'                             

6" Tamarack - S 43 deg. W, 17.2'                                  

6" Tamarack - S 20 deg. E, 17.2' 

GLO BK 

9, P 53

20 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - S 33 deg. E, 4.6'                                  

7" Tamarack - S 85 deg. W, 11.9' 

GLO BK 

9, P 55

21 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 49 deg. W, 11.9'                                  

12" Tamarack - N 63 deg. E, 7.3' 

GLO BK 

9, P 36

21 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - S 20 deg. W, 14.5'                                  

13" Tamarack - N 10 deg. E, 7.9' 

GLO BK 

9, P 46

21 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - N 65 deg. E, 8.6'                                    

6" Tamarack - S 65 deg. E, 10.6'                             

5" Tamarack - N 42 deg. W, 15.8'                                  

6" Tamarack - S 65 deg. W, 14.5' 

GLO BK 

9, P 37

21 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Spruce - N 48 deg. E, 42.9'                                    

6" Spruce - N 30 deg. W, 34.3'                             

5" Spruce - S 47 deg. W, 29.7'                                  

10" Tamarack - S 77 deg. E, 5.3' 

GLO BK 

9, P 45

21 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 03 deg. E, 9.9'                                  

5" Tamarack - S 24 deg. E, 5.9' 

GLO BK 

9, P 44

21 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 17 deg. E, 6.6'                                    

6" Elm - N 62 deg. W, 17.8'                             

5" Elm - S 30 deg. W, 9.2'                                  

11" Aspen - S 80 deg. E, 18.5' 

GLO BK 

9, P 35

21 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Spruce - N 51 deg. E, 11.9'                                    

4" Spruce - N 44 deg. W, 11.2'                             

4" Spruce - S 49 deg. W, 8.6'                                  

4" Spruce - S 56 deg. E, 18.5' 

GLO BK 

9, P 44

21 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 55 deg. E, 2.6'                                  

6" Tamarack - S 82 deg. W, 11.2' 

GLO BK 

9, P 45

21 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 55 deg. E, 2.6'                                  

6" Tamarack - S 82 deg. W, 11.2' 

GLO BK 

9, P 45

21 51-24
Road Survey on E line Section 21 by 

F.J. O'Hara 
1910

runs along E line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

22 51-24  
Cemetery Survey by Fred Heuer, 

Deputy County Surveyor 
1913

In NE ¼ - SW ¼ of Section                                  

Distance and Mag. Var. stated

Book 2, 

Page 93

22 51-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1913

Road in N 1/2-NW 1/4                                          

Distance and Mag. Var. stated

Book 2, 

Page 93

22 51-24  
Subdivision of Section by Fred Heuer, 

Deputy County Surveyor 
1913

Subdivided NW ¼ of Section                                   

Distance and Mag. Var. stated

Book 2, 

Page 93
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22 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Fir - S 47 deg. W, 17.8'                                  

6" Fir - S 77 deg. E, 52.1' 

GLO BK 

9, P 25

22 51-24 M.C.

M.C. set on S line SW1/4 is wood post 

set on W side Mississippi River as part 

of original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873
8" Ash - N 03 deg. W, 17.2'                                  

18" Aspen - S 83 deg. W, 11.9' 

GLO BK 

9, P 35

22 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
8" Cedar - N 06 deg. E, 12.5'                                  

10" Cedar - S 14 deg. W, 16.5' 

GLO BK 

9, P 37

22 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Oak - N 42 deg. E, 16.5'                                    

3" Elm - N 25 deg. W, 9.9'                             3" 

Ash - S 54 deg. W, 21.8'                                  

12" Oak - S 35 deg. E, 9.9' 

GLO BK 

9, P 25

22 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - N 65 deg. E, 8.6'                                    

6" Tamarack - S 65 deg. E, 10.6'                             

5" Tamarack - N 42 deg. W, 15.8'                                  

6" Tamarack - S 65 deg. W, 14.5' 

GLO BK 

9, P 37

22 51-24 SE

Set new 4” Cedar post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
16” White Oak – N 81 deg. W, 17.9'                        

7” White Oak – N 29 deg.E, 50.0'

Book 2, 

Page 93

22 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

8" Aspen - N 10 deg. W, 171.6'                                    

5" Tamarack - N 33 deg. E, 93.7'                             

4" Tamarack - S 83 deg. E, 105.6'                                  

4" Ash - S 27 deg. W, 139.9' 

GLO BK 

9, P 18

22 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 17 deg. E, 6.6'                                    

6" Elm - N 62 deg. W, 17.8'                             

5" Elm - S 30 deg. W, 9.2'                                  

11" Aspen - S 80 deg. E, 18.5' 

GLO BK 

9, P 35

22 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 49 deg. W, 11.9'                                  

12" Tamarack - N 63 deg. E, 7.3' 

GLO BK 

9, P 36

22 51-24
Road Survey on W line Section 22 by 

F.J. O'Hara 
1910

runs along W line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

23 51-24  
School Lot Survey by Fred Heuer, 

Deputy County Surveyor 
1913

In NW ¼ - SW ¼ of Section                                  

Distance and Mag. Var. stated

Book 2, 

Page 91

23 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

23 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Birch - N 15 deg. E, 9.9'                                  

6" Aspen - S 00 deg. E, 2.0' 

GLO BK 

9, P 13

23 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

23 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

7" Oak - N 42 deg. E, 16.5'                                    

3" Elm - N 25 deg. W, 9.9'                             3" 

Ash - S 54 deg. W, 21.8'                                  

12" Oak - S 35 deg. E, 9.9' 

GLO BK 

9, P 25

23 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
30" White Pine - S 65 deg. E, 13.2'                                  

20" White Pine - N 48 deg. E, 46.2' 

GLO BK 

9, P 24

23 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - S 30 deg. E, 13.9'                                    

7" Ash - S 59 deg. W, 5.9'                             

12" Birch - N 70 deg. E, 17.2'                                  

4" Cedar - N 15 deg. W, 3.3' 

GLO BK 

9, P 10

23 51-24 SW

Set new 4” Cedar post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
16” White Oak – N 81 deg. W, 17.9'                        

7” White Oak – N 29 deg.E, 50.0'

Book 2, 

Page 93

23 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

8" Aspen - N 10 deg. W, 171.6'                                    

5" Tamarack - N 33 deg. E, 93.7'                             

4" Tamarack - S 83 deg. E, 105.6'                                  

4" Ash - S 27 deg. W, 139.9' 

GLO BK 

9, P 18

23 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Fir - S 47 deg. W, 17.8'                                  

6" Fir - S 77 deg. E, 52.1' 

GLO BK 

9, P 25
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24 51-24 E 1/4

5" Tamarack used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 3

24 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - N 51 deg. E, 19.8'                                  

7" Cedar - S 84 deg. W, 40.3' 

GLO BK 

9, P 13

24 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

6” Cedar – N 42 deg. W, 11.2'                              

8” Tamarack – N 30 deg. E, 9.9'                             

8" Tamarack - S 80 deg. W, 2.6'                              

7" Tamarack - S 23 deg. E, 20.5'                              

GLO  Bk 

13 P. 3

24 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

24 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - S 25 deg. E, 28.4'                                  

6" Birch - N 28 deg. E, 52.8' 

GLO BK 

9, P 11

24 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
20" Norway Pine - N 06 deg. E, 22.4'                                  

21" Norway Pine - S 65 deg. E, 3.3' 

GLO BK 

9, P 21

24 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 12 deg. E, 7.9'                              

3” Aspen – S 73 deg. E, 3.3'                             

3" Aspen - N 04 deg. W, 10.6'                              

3" Aspen - S 20 deg. W, 4.0'                              

GLO  Bk 

13 P. 2

24 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - S 30 deg. E, 13.9'                                    

7" Ash - S 59 deg. W, 5.9'                             

12" Birch - N 70 deg. E, 17.2'                                  

4" Cedar - N 15 deg. W, 3.3' 

GLO BK 

9, P 10

24 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 12

25 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Aspen – N 58 deg. E, 22.4'                              

3” Aspen – N 60 deg. W, 22.4'                                      

GLO  Bk 

13 P. 2

25 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - S 25 deg. E, 28.4'                                  

6" Birch - N 28 deg. E, 52.8' 

GLO BK 

9, P 11

25 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
20" Norway Pine - N 06 deg. E, 22.4'                                  

21" Norway Pine - S 65 deg. E, 3.3' 

GLO BK 

9, P 21

25 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Aspen – N 12 deg. E, 7.9'                              

3” Aspen – S 73 deg. E, 3.3'                             

3" Aspen - N 04 deg. W, 10.6'                              

3" Aspen - S 20 deg. W, 4.0'                              

GLO  Bk 

13 P. 2

25 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - S 30 deg. E, 13.9'                                    

7" Ash - S 59 deg. W, 5.9'                             

12" Birch - N 70 deg. E, 17.2'                                  

4" Cedar - N 15 deg. W, 3.3' 

GLO BK 

9, P 10

25 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Ironwood - N 66 deg. W, 13.2'                                  

6" Sugar - S 63 deg. W, 24.4' 

GLO BK 

9, P 9

25 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Tamarack – S 50 deg. E, 9.2'                              

3” Tamarack – S 65 deg. W, (0.0)'                                      

No other trees near

GLO  Bk 

13 P. 1

25 51-24 SW
3/4" capped iron shaft set in woods by 

lost methods by T. Betley
1991

11" Aspen - N 24 deg. E, 10.82'                          

6" Aspen - S 86 deg. E, 6.11'                                   

6" Aspen - S 81 deg. W, 8.76'

274759 360853.299 524021.717

25 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

14" Norway Pine - S 20 deg. E, 27.1'                                    

2" Cherry - S 43 deg. W, 16.5'                             

2" Aspen - N 46 deg. W, 13.2'                                  

14" White Pine - N 36 deg. E, 48.8' 

GLO BK 

9, P 8

25 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 68 deg. E, 6.6'                                  

7" Cedar - S 55 deg. W, 39.6' 

GLO BK 

9, P 10
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26 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 68 deg. E, 6.6'                                  

7" Cedar - S 55 deg. W, 39.6' 

GLO BK 

9, P 10

26 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
30" White Pine - S 65 deg. E, 13.2'                                  

20" White Pine - N 48 deg. E, 46.2' 

GLO BK 

9, P 24

26 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - S 30 deg. E, 13.9'                                    

7" Ash - S 59 deg. W, 5.9'                             

12" Birch - N 70 deg. E, 17.2'                                  

4" Cedar - N 15 deg. W, 3.3' 

GLO BK 

9, P 10

26 51-24 NW

Set new 4” Cedar post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
16” White Oak – N 81 deg. W, 17.9'                        

7” White Oak – N 29 deg.E, 50.0'

Book 2, 

Page 93

26 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

8" Aspen - N 10 deg. W, 171.6'                                    

5" Tamarack - N 33 deg. E, 93.7'                             

4" Tamarack - S 83 deg. E, 105.6'                                  

4" Ash - S 27 deg. W, 139.9' 

GLO BK 

9, P 18

26 51-24 S 1/4

3/4" capped iron shaft set at fence 

corner of fences to the W and S by T. 

Betley

1991

6" Aspen - N 15 deg. E, 18.74'                             

8" Burr Oak - S 38 deg. E, 23.25'                          

16" Red Oak - S 89 deg. W, 22.98'

274758 360829.083 521395.598

26 51-24 SE
3/4" capped iron shaft set in woods by 

lost methods by T. Betley
1991

11" Aspen - N 24 deg. E, 10.82'                          

6" Aspen - S 86 deg. E, 6.11'                                  

6" Aspen - S 81 deg. W, 8.76'

274759 360853.299 524021.717

26 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

14" Norway Pine - S 20 deg. E, 27.1'                                    

2" Cherry - S 43 deg. W, 16.5'                             

2" Aspen - N 46 deg. W, 13.2'                                  

14" White Pine - N 36 deg. E, 48.8' 

GLO BK 

9, P 8

26 51-24 SW

3/4" capped iron shaft set on Power 

line R/W just E of N-S fence line and 

just S of swamp by T. Betley

1991

7" Burr Oak - N 58 deg. E, 6.76'                          

11" Burr Oak - S 40 deg. E, 11.90'                         

8" Burr Oak - S 58 deg. W, 32.26'

274760 360804.863 518769.484

26 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

18" Oak - N 35 deg. E, 18.5'                                    

9" Oak - N 47 deg. W, 18.5'                             

12" Oak - S 86 deg. W, 17.8'                                  

8" Maple - S 37 deg. E, 17.2' 

GLO BK 

9, P 20

26 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Elm - N 82 deg. E, 17.8'                                  

7" Birch - S 65 deg. W, 17.2' 

GLO BK 

9, P 23

27 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Elm - N 82 deg. E, 17.8'                                  

7" Birch - S 65 deg. W, 17.2' 

GLO BK 

9, P 23

27 51-24 M.C.

M.C. set on N line NW1/4 is wood 

post set on W side Mississippi River 

as part of original Government Land 

Office Survey by W.F. Ingerson, U.S. 

Deputy Surveyor

1873
8" Ash - N 03 deg. W, 17.2'                                  

18" Aspen - S 83 deg. W, 11.9' 

GLO BK 

9, P 35

27 51-24 NE

Set new 4” Cedar post and took new 

ties by Fred Heuer, Deputy County 

Surveyor

1913
16” White Oak – N 81 deg. W, 17.9'                        

7” White Oak – N 29 deg.E, 50.0'

Book 2, 

Page 93

27 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

8" Aspen - N 10 deg. W, 171.6'                                    

5" Tamarack - N 33 deg. E, 93.7'                             

4" Tamarack - S 83 deg. E, 105.6'                                  

4" Ash - S 27 deg. W, 139.9' 

GLO BK 

9, P 18

27 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 17 deg. E, 6.6'                                    

6" Elm - N 62 deg. W, 17.8'                             

5" Elm - S 30 deg. W, 9.2'                                  

11" Aspen - S 80 deg. E, 18.5' 

GLO BK 

9, P 35

27 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
14" Fir - N 41 deg. E, 15.2'                                  

11" Ash - S 12 deg. W, 15.8' 

GLO BK 

9, P 33

27 51-24 SE

3/4" capped iron shaft set on Power 

line R/W just E of N-S fence line and 

just S of swamp by T. Betley

1991

7" Burr Oak - N 58 deg. E, 6.76'                          

11" Burr Oak - S 40 deg. E, 11.90'                        

8" Burr Oak - S 58 deg. W, 32.26'

274760 360804.863 518769.484

27 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

18" Oak - N 35 deg. E, 18.5'                                    

9" Oak - N 47 deg. W, 18.5'                             

12" Oak - S 86 deg. W, 17.8'                                  

8" Maple - S 37 deg. E, 17.2' 

GLO BK 

9, P 20

27 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

11" Aspen - N 21 deg. W, 16.5'                                    

11" Aspen - S 85 deg. W, 5.3'                             

9" Aspen - S 59 deg. E, 7.3'                                  

3" Elm - N 14 deg. E, 12.5' 

GLO BK 

9, P 32
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27 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Burr Oak - S 73 deg. W, 21.1'                                  

12" Aspen - N 57 deg. E, 19.8' 

GLO BK 

9, P 34

27 51-24
Road Survey on W line Section 27 by 

F.J. O'Hara 
1910

runs along W line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

28 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
12" Burr Oak - S 73 deg. W, 21.1'                                  

12" Aspen - N 57 deg. E, 19.8' 

GLO BK 

9, P 34

28 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 87 deg. E, 8.6'                                  

5" Tamarack - N 22 deg. W, 18.5' 

GLO BK 

9, P 43

28 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 03 deg. E, 9.9'                                  

5" Tamarack - S 24 deg. E, 5.9' 

GLO BK 

9, P 44

28 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 17 deg. E, 6.6'                                    

6" Elm - N 62 deg. W, 17.8'                             

5" Elm - S 30 deg. W, 9.2'                                  

11" Aspen - S 80 deg. E, 18.5' 

GLO BK 

9, P 35

28 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Spruce - N 51 deg. E, 11.9'                                    

4" Spruce - N 44 deg. W, 11.2'                             

4" Spruce - S 49 deg. W, 8.6'                                  

4" Spruce - S 56 deg. E, 18.5' 

GLO BK 

9, P 44

28 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

11" Aspen - N 21 deg. W, 16.5'                                    

11" Aspen - S 85 deg. W, 5.3'                             

9" Aspen - S 59 deg. E, 7.3'                                  

3" Elm - N 14 deg. E, 12.5' 

GLO BK 

9, P 32

28 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

13" Tamarack - N 41 deg. E, 31.7'                                    

10" Tamarack - N 60 deg. W, 14.5'                             

11" Tamarack - S 81 deg. W, 17.2'                                  

8" Spruce - S 45 deg. E, 21.1' 

GLO BK 

9, P 42

28 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
11" Tamarack - S 45 deg. E, 10.6'                                  

6" Tamarack - N 02 deg. E, 23.8' 

GLO BK 

9, P 43

28 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 87 deg. E, 8.6'                                  

5" Tamarack - N 22 deg. W, 18.5' 

GLO BK 

9, P 43

28 51-24
Road Survey on E line Section 28 by 

F.J. O'Hara 
1910

runs along E line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

29 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Cedar - S 80 deg. E, 3.3'                                  

7" Cedar - N 12 deg. W, 21.1' 

GLO BK 

9, P 53

29 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

4" Spruce - N 51 deg. E, 11.9'                                    

4" Spruce - N 44 deg. W, 11.2'                             

4" Spruce - S 49 deg. W, 8.6'                                  

4" Spruce - S 56 deg. E, 18.5' 

GLO BK 

9, P 44

29 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 37 deg. E, 3.3'                                    

6" Tamarack - N 53 deg. W, 11.2'                             

6" Tamarack - S 43 deg. W, 17.2'                                  

6" Tamarack - S 20 deg. E, 17.2' 

GLO BK 

9, P 53

29 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - N 32 deg. E, 11.9'                                  

7" Tamarack - S 06 deg. W, 18.5' 

GLO BK 

9, P 51

29 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

13" Tamarack - N 41 deg. E, 31.7'                                    

10" Tamarack - N 60 deg. W, 14.5'                             

11" Tamarack - S 81 deg. W, 17.2'                                  

8" Spruce - S 45 deg. E, 21.1' 

GLO BK 

9, P 42

29 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - N 28 deg. E, 13.2'                                    

6" Cedar - N 71 deg. W, 8.6'                             

5" Cedar - S 54 deg. W, 16.5'                                  

10" Cedar - S 57 deg. E, 19.8' 

GLO BK 

9, P 50

29 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Spruce - S 31 deg. E, 17.8'                                  

4" Cedar - N 39 deg. W, 2.6' 

GLO BK 

9, P 52
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30 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Spruce - S 31 deg. E, 17.8'                                  

4" Cedar - N 39 deg. W, 2.6' 

GLO BK 

9, P 52

30 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
4" Willow - S 45 deg. W, 36.3'                                  

No other trees near to use for ties

GLO BK 

9, P 54

30 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 37 deg. E, 3.3'                                    

6" Tamarack - N 53 deg. W, 11.2'                             

6" Tamarack - S 43 deg. W, 17.2'                                  

6" Tamarack - S 20 deg. E, 17.2' 

GLO BK 

9, P 53

30 51-24 NW

7" Cedar used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 1

30 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 52 deg. E, 4.0'                                    

9" Tamarack - N 42 deg. E, 9.2'                             

10" Tamarack - N 09 deg. W, 11.9'                                  

5" Tamarack - S 75 deg. W, 7.9' 

GLO BK 

9, P 54

30 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Maple - S 10 deg. W, 89.1'                                  

6" Maple - N 18 deg. W, 97.7' 

GLO BK 

9, P 52

30 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - N 28 deg. E, 13.2'                                    

6" Cedar - N 71 deg. W, 8.6'                             

5" Cedar - S 54 deg. W, 16.5'                                  

10" Cedar - S 57 deg. E, 19.8' 

GLO BK 

9, P 50

30 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 1

30 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 65 deg. W, 3.3'                                    

7" Tamarack - N 64 deg. W, 4.0'                             

6" Tamarack - N 45 deg. E, 13.2'                                  

7" Tamarack - S 42 deg. E, 13.2' 

GLO BK 

9, P 52

31 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Cedar - N 84 deg. W, 15.2'                                  

5" Cedar - N 22 deg. E, 14.5' 

GLO BK 

9, P 50

31 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Maple - S 10 deg. W, 89.1'                                  

6" Maple - N 18 deg. W, 97.7' 

GLO BK 

9, P 52

31 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - N 28 deg. E, 13.2'                                    

6" Cedar - N 71 deg. W, 8.6'                             

5" Cedar - S 54 deg. W, 16.5'                                  

10" Cedar - S 57 deg. E, 19.8' 

GLO BK 

9, P 50

31 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 1

31 51-24 NW

7" Cedar used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 1

31 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 65 deg. W, 3.3'                                    

7" Tamarack - N 64 deg. W, 4.0'                             

6" Tamarack - N 45 deg. E, 13.2'                                  

7" Tamarack - S 42 deg. E, 13.2' 

GLO BK 

9, P 52

31 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Ash - S 10 deg. E, 12.5'                                    

3" Ash - N 30 deg. W, 4.0'                          

GLO BK 

9, P 14

31 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Fir - N 10 deg. E, 7.3'                                    

4" Ash - N 40 deg. W, 18.5'                             

16" Tamarack - S 80 deg. W, 38.3'                                  

12" Ash - S 12 deg. E, 8.6' 

GLO BK 

9, P 14

31 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 79 deg. E, 9.9'                                    

6" Tamarack - N 70 deg. W, 4.0'                          

7" Tamarack - S 31 deg. W, 7.9'                                  

7" Tamarack - S 53 deg. E, 13.2' 

GLO BK 

9, P 9

31 51-24 W 1/4

8" Aspen used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 1
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31 51-24
Survey in Section by H.D. Keath, 

County Surveyor 
1930

Is on E-W1/4  line of Section                             

Distance and Mag. Var. stated

Book 1, 

Page 440

32 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Oak - N 88 deg. E, 6.6'                                  

8" Oak - N 86 deg. W, 13.2' 

GLO BK 

9, P 42

32 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
9" Tamarack - N 32 deg. E, 11.9'                                  

7" Tamarack - S 06 deg. W, 18.5' 

GLO BK 

9, P 51

32 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

13" Tamarack - N 41 deg. E, 31.7'                                    

10" Tamarack - N 60 deg. W, 14.5'                             

11" Tamarack - S 81 deg. W, 17.2'                                  

8" Spruce - S 45 deg. E, 21.1' 

GLO BK 

9, P 42

32 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

5" Cedar - N 28 deg. E, 13.2'                                    

6" Cedar - N 71 deg. W, 8.6'                             

5" Cedar - S 54 deg. W, 16.5'                                  

10" Cedar - S 57 deg. E, 19.8' 

GLO BK 

9, P 50

32 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 80 deg. W, 7.9'                                    

12" Tamarack - N 57 deg. E, 7.9'                          

GLO BK 

9, P 13

32 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

12" Tamarack - S 68 deg. W, 6.6'                          

10" Tamarack - N 40 deg. E, 41.6'                                  

11" Tamarack - S 60 deg. E, 35.0' 

GLO BK 

9, P 13

32 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

4" Fir - N 10 deg. E, 7.3'                                    

4" Ash - N 40 deg. W, 18.5'                             

16" Tamarack - S 80 deg. W, 38.3'                                  

12" Ash - S 12 deg. E, 8.6' 

GLO BK 

9, P 14

32 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
7" Cedar - N 84 deg. W, 15.2'                                  

5" Cedar - N 22 deg. E, 14.5' 

GLO BK 

9, P 50

32 51-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1928

Is on W line and on S line SW ¼ of Section         

Distance and Mag. Var. stated

Book 1, 

Page 430

33 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Aspen - S 62 deg. E, 11.2'                                  

12" Aspen - N 62 deg. W, 21.8' 

GLO BK 

9, P 32

33 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
11" Tamarack - S 45 deg. E, 10.6'                                  

6" Tamarack - N 02 deg. E, 23.8' 

GLO BK 

9, P 43

33 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

11" Aspen - N 21 deg. W, 16.5'                                    

11" Aspen - S 85 deg. W, 5.3'                             

9" Aspen - S 59 deg. E, 7.3'                                  

3" Elm - N 14 deg. E, 12.5' 

GLO BK 

9, P 32

33 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

13" Tamarack - N 41 deg. E, 31.7'                                    

10" Tamarack - N 60 deg. W, 14.5'                             

11" Tamarack - S 81 deg. W, 17.2'                                  

8" Spruce - S 45 deg. E, 21.1' 

GLO BK 

9, P 42

33 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - S 83 deg. W, 5.9'                                    

4" Tamarack - N 14 deg. W, 7.3'                          

GLO BK 

9, P 13

33 51-24 SE
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

8” Elm - S 60 deg E, 4.0'                                         

8” Oak - N 45 deg W, 27.4'              

Book 1, 

Page 201

33 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Elm - N 67 deg. E, 21.8'                                    

5" Fir - N 20 deg. W, 5.3'                             4" 

Tamarack - S 47 deg. W, 5.9'                                  

6" Elm - S 60 deg. E, 9.2' 

GLO BK 

9, P 12

33 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

12" Tamarack - S 68 deg. W, 6.6'                          

10" Tamarack - N 40 deg. E, 41.6'                                  

11" Tamarack - S 60 deg. E, 35.0' 

GLO BK 

9, P 13

33 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
6" Oak - N 88 deg. E, 6.6'                                  

8" Oak - N 86 deg. W, 13.2' 

GLO BK 

9, P 42

33 51-24
Road Survey on E line NE 1/4 Section 

33 by F.J. O'Hara 
1910

runs along E line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

34 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Fir - N 42 deg. E, 9.9'                                  

17" Birch - S 54 deg. W, 14.5' 

GLO BK 

9, P 20
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34 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
14" Fir - N 41 deg. E, 15.2'                                  

11" Ash - S 12 deg. W, 15.8' 

GLO BK 

9, P 33

34 51-24 NE

3/4" capped iron shaft set on Power 

line R/W just E of N-S fence line and 

just S of swamp by T. Betley

1991

7" Burr Oak - N 58 deg. E, 6.76'                          

11" Burr Oak - S 40 deg. E, 11.90'                         

8" Burr Oak - S 58 deg. W, 32.26'

274760 360804.863 518769.484

34 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

18" Oak - N 35 deg. E, 18.5'                                    

9" Oak - N 47 deg. W, 18.5'                             

12" Oak - S 86 deg. W, 17.8'                                  

8" Maple - S 37 deg. E, 17.2' 

GLO BK 

9, P 20

34 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

11" Aspen - N 21 deg. W, 16.5'                                    

11" Aspen - S 85 deg. W, 5.3'                             

9" Aspen - S 59 deg. E, 7.3'                                  

3" Elm - N 14 deg. E, 12.5' 

GLO BK 

9, P 32

34 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
5" Tamarack - N 20 deg. W, 3.3'                                    

5" Tamarack - S 40 deg. E, 3.3'                          

GLO BK 

9, P 12

34 51-24 SE
1/2" capped iron shaft set at c/l road to 

N and to E by T. Betley
1991

10" Birch - N 82 deg. E, 10.64'                            

Aitkin Co. B.M. - S 02 deg. W, 38.88'                   

5" Elm - S 64 deg. W, 4.29'

274750 355532.417 518793.389

34 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Birch - N 70 deg. E, 39.6'                                    

18" Aspen - N 30 deg. W, 62.7'                          

30" Pine - S 73 deg. W, 37.6'                                  

8" Burr Oak - S 83 deg. E, 13.2' 

GLO BK 

9, P 11

34 51-24 SW
Took new ties to inp. Cor. By H. D. 

Keath, County Surveyor
1914

8” Elm - S 60 deg E, 4.0'                                         

8” Oak - N 45 deg W, 27.4'              

Book 1, 

Page 201

34 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

5" Elm - N 67 deg. E, 21.8'                                    

5" Fir - N 20 deg. W, 5.3'                             4" 

Tamarack - S 47 deg. W, 5.9'                                  

6" Elm - S 60 deg. E, 9.2' 

GLO BK 

9, P 12

34 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
10" Aspen - S 62 deg. E, 11.2'                                  

12" Aspen - N 62 deg. W, 21.8' 

GLO BK 

9, P 32

34 51-24
Road Survey on W line NW 1/4 of 

Section 34 by F.J. O'Hara 
1910

runs along W line of Section                            

Bearings and distances stated 

Book 1, 

Page 121

35 51-24 E 1/4

3/4" capped iron shaft set on rocky 

slope in woods by lost methods by T. 

Betley

1991

10" Aspen - S 88 deg. E, 3.74'                             

9" Aspen - S 32 deg. E, 17.87'                               

10" Aspen - S 30 deg. W, 12.12'

274762 358173.612 524012.897

35 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
2" Aspen - N 81 deg. E, 60.1'                                 

No trees near to use as ties 

GLO BK 

9, P 8

35 51-24 N 1/4

3/4" capped iron shaft set at fence 

corner of fences to the W and S by T. 

Betley

1991

6" Aspen - N 15 deg. E, 18.74'                             

8" Burr Oak - S 38 deg. E, 23.25'                          

16" Red Oak - S 89 deg. W, 22.98'

274758 360829.083 521395.598

35 51-24 NE
3/4" capped iron shaft set in woods by 

lost methods by T. Betley
1991

11" Aspen - N 24 deg. E, 10.82'                           

6" Aspen - S 86 deg. E, 6.11'                                  

6" Aspen - S 81 deg. W, 8.76'

274759 360853.299 524021.717

35 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

14" Norway Pine - S 20 deg. E, 27.1'                                    

2" Cherry - S 43 deg. W, 16.5'                             

2" Aspen - N 46 deg. W, 13.2'                                  

14" White Pine - N 36 deg. E, 48.8' 

GLO BK 

9, P 8

35 51-24 NW

3/4" capped iron shaft set on Power 

line R/W just E of N-S fence line and 

just S of swamp by T. Betley

1991

7" Burr Oak - N 58 deg. E, 6.76'                          

11" Burr Oak - S 40 deg. E, 11.90'                        

8" Burr Oak - S 58 deg. W, 32.26'

274760 360804.863 518769.484

35 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

18" Oak - N 35 deg. E, 18.5'                                    

9" Oak - N 47 deg. W, 18.5'                             

12" Oak - S 86 deg. W, 17.8'                                  

8" Maple - S 37 deg. E, 17.2' 

GLO BK 

9, P 20

35 51-24 S 1/4

3/4" capped iron shaft set in 

Tamarack and Spruce bog by T. 

Betley

1991

6" B. Spruce - N 18 deg. E, 19.77'                       

13" Tamarack - S 66 deg. E, 7.27'                          

9" Tamarack - S 35 deg. W, 13.24'

274749 355542.692 521393.804

35 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
10" Tamarack - N 07 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. W, 10.6'                          

GLO BK 

9, P 11

35 51-24 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

10" Tamarack - S 60 deg. E, 35.0'                          

12" Tamarack - S 68 deg. W, 6.6'                                  

11" Tamarack - N 40 deg. E, 41.6' 

GLO BK 

9, P 10

35 51-24 SE 

1" capped iron pipe found in 

Tamarack and Spruce bog by T. 

Betley

1991

7" B. Spruce (dead) - N 52 deg. E, 16.58'               

5" Y. Birch - S 30 deg. E, 19.97'                           

10" Tamarack - N 14 deg. W, 17.66'

274761 355493.917 524004.076
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35 51-24 SW
1/2" capped iron shaft set at c/l road to 

N and to E by T. Betley
1991

10" Birch - N 82 deg. E, 10.64'                             

Aitkin Co. B.M. - S 02 deg. W, 38.88'                     

5" Elm - S 64 deg. W, 4.29'

274750 355532.417 518793.389

35 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Birch - N 70 deg. E, 39.6'                                    

18" Aspen - N 30 deg. W, 62.7'                          

30" Pine - S 73 deg. W, 37.6'                                  

8" Burr Oak - S 83 deg. E, 13.2' 

GLO BK 

9, P 11

35 51-24 W 1/4

3/4" capped iron shaft set on W 

shoulder of N-S road by lost methods 

by T. Betley

1991

9" Basswood - S 88 deg. E, 3.74'                          

9" Aspen - S 32 deg. E, 17.87'                              

10" Aspen - S 30 deg. W, 12.12'

274762 358168.640 518781.436

35 51-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
5" Fir - N 42 deg. E, 9.9'                                  

17" Birch - S 54 deg. W, 14.5' 

GLO BK 

9, P 20

36 51-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
3” Basswood – N 89 deg. W, 2.6'                              

3” Basswood – N 45 deg. W, 3.3'

GLO  Bk 

13 P. 1

36 51-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873
3" Ironwood - N 66 deg. W, 13.2'                                  

6" Sugar - S 63 deg. W, 24.4' 

GLO BK 

9, P 9

36 51-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

3” Tamarack – S 50 deg. E, 9.2'                              

3” Tamarack – S 65 deg. W, (0.0)'                                      

No other trees near

GLO  Bk 

13 P. 1

36 51-24 NW
3/4" capped iron shaft set in woods by 

lost methods by T. Betley
1991

11" Aspen - N 24 deg. E, 10.82'                          

6" Aspen - S 86 deg. E, 6.11'                                    

6" Aspen - S 81 deg. W, 8.76'

274759 360853.299 524021.717

36 51-24 NW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

14" Norway Pine - S 20 deg. E, 27.1'                                    

2" Cherry - S 43 deg. W, 16.5'                             

2" Aspen - N 46 deg. W, 13.2'                                  

14" White Pine - N 36 deg. E, 48.8' 

GLO BK 

9, P 8

36 51-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
3" Aspen - S 45 deg. E, 14.5'                                    

3" Aspen - N 45 deg. E, 18.5'                          

GLO BK 

9, P 10

36 51-24 SW

1" capped iron pipe found in 

Tamarack and Spruce bog by T. 

Betley

1991

7" B. Spruce (dead) - N 52 deg. E, 16.58'              

5" Y. Birch - S 30 deg. E, 19.97'                             

10" Tamarack - N 14 deg. W, 17.66'

274761 355493.917 524004.076

36 51-24 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

15" Tamarack - N 25 deg. W, 14.5'                                    

10" Tamarack - S 60 deg. E, 35.0'                          

12" Tamarack - S 68 deg. W, 6.6'                                  

11" Tamarack - N 40 deg. E, 41.6' 

GLO BK 

9, P 10

36 51-24 W 1/4

3/4" capped iron shaft set on rocky 

slope in woods by lost methods by T. 

Betley

1991

10" Aspen - S 88 deg. E, 3.74'                             

9" Aspen - S 32 deg. E, 17.87'                               

10" Aspen - S 30 deg. W, 12.12'

274762 358173.612 524012.897

1 51-25 E 1/4

5" Maple used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 4

1 51-25 N 1/4

5" Cedar used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 11

1 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 20 deg. W, 10.6'                                    

7" Birch - N 62 deg. E, 21.8'                             

16" Pine - S 27 deg. W, 26.4'                                  

6" Fir - S 30 deg. E, 19.8' 

GLO BK 

9, P 4

1 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 52 deg. W, 14.5'                                    

10" Tamarack - N 52 deg. E, 4.0'                          

10" Tamarack - S 75 deg. E, 11.9'                                  

10" Tamarack - S 54 deg. W, 16.5' 

GLO BK 

6 P 10

1 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Willow - S 53 deg. W, 101.6'                                    

No other trees near to use for ties                 

GLO BK 

6 P 19

1 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 4

1 51-25 SW

7" Tamarack used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 18
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1 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 06 deg. E, 8.6'                                    

5" Tamarack - S 05 deg. W, 219.8'                          

GLO BK 

6 P 20

2 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 06 deg. E, 8.6'                                    

5" Tamarack - S 05 deg. W, 219.8'                          

GLO BK 

6 P 20

2 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - N 88 deg. W, 660.0'                                    

No other trees near to use for ties 

GLO BK 

6 P 10

2 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 52 deg. W, 14.5'                                    

10" Tamarack - N 52 deg. E, 4.0'                          

10" Tamarack - S 75 deg. E, 11.9'                                  

10" Tamarack - S 54 deg. W, 16.5' 

GLO BK 

6 P 10

2 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 26 deg. W, 35.6'                                    

9" Tamarack - N 40 deg. E, 50.2'                          

7" Tamarack - S 04 deg. E, 15.2'                                  

10" Tamarack - S 57 deg. W, 39.6' 

GLO BK 

6 P 9

2 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - S 20 deg. W, 4.0'                                    

10" Tamarack - N 29 deg. E, 33.0'                          

GLO BK 

6 P 25

2 51-25 SE

7" Tamarack used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 18

2 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 82 deg. E, 13.2'                                    

4" Tamarack - N 55 deg. E, 24.4'                          

4" Tamarack - S 72 deg. W, 20.5'                                  

3" Tamarack - N 68 deg. W, 21.1' 

GLO BK 

6 P 25

2 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 47 deg. E, 6.6'                                    

No other tree near to use as tie              

GLO BK 

6 P 27

3 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 47 deg. E, 6.6'                                    

No other tree near to use as tie              

GLO BK 

6 P 27

3 51-25 N 1/4

5" Cedar used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 9

3 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 26 deg. W, 35.6'                                    

9" Tamarack - N 40 deg. E, 50.2'                          

7" Tamarack - S 04 deg. E, 15.2'                                  

10" Tamarack - S 57 deg. W, 39.6' 

GLO BK 

6 P 9

3 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Cedar - N 73 deg. W, 8.6'                                    

12" Tamarack - S 31 deg. W, 12.5'                          

8" Spruce - S 59 deg. E, 14.5'                                  

8" Cedar - N 37 deg. E, 17.2' 

GLO BK 

6 P 8

3 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - S 65 deg. W, 7.9'                                    

7" Tamarack - N 03 deg. W, 3.3'                          

GLO BK 

6 P 33

3 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 82 deg. E, 13.2'                                    

4" Tamarack - N 55 deg. E, 24.4'                          

4" Tamarack - S 72 deg. W, 20.5'                                  

3" Tamarack - N 68 deg. W, 21.1' 

GLO BK 

6 P 25

3 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - S 82 deg. W, 51.5'                                    

10" Tamarack - N 19 deg. E, 10.6'                          

5" Tamarack - S 48 deg. E, 40.3'                                  

12" Aspen - N 62 deg. W, 44.9' 

GLO BK 

6 P 32

3 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Maple - N 58 deg. E, 20.5'                                    

5" Aspen - S 73 deg. W, 27.7'                          

GLO BK 

6 P 34

3 51-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 3                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

4 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Maple - N 58 deg. E, 20.5'                                    

5" Aspen - S 73 deg. W, 27.7'                          

GLO BK 

6 P 34
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4 51-25 N 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

8” Poplar - N 45 deg W, 77.0'                                

6” Spruce – N 45 deg E, 90.5'  

Book 1, 

Page 182

4 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
20" Norway Pine - S 85 deg. W, 36.3'                                    

No other trees near to use for ties 

GLO BK 

6 P 8

4 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Cedar - N 73 deg. W, 8.6'                                    

12" Tamarack - S 31 deg. W, 12.5'                          

8" Spruce - S 59 deg. E, 14.5'                                  

8" Cedar - N 37 deg. E, 17.2' 

GLO BK 

6 P 8

4 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 51 deg. E, 68.6'                                    

10" Tamarack - N 03 deg. W, 285.1'                          

GLO BK 

6 P 8

4 51-25 NW 
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914 6” Tamarack  - S 45 deg E, 123.0'                                

Book 1, 

Page 182

4 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 60 deg. E, 136.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 42

4 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - S 82 deg. W, 51.5'                                    

10" Tamarack - N 19 deg. E, 10.6'                          

5" Tamarack - S 48 deg. E, 40.3'                                  

12" Aspen - N 62 deg. W, 44.9' 

GLO BK 

6 P 32

4 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 44 deg. E, 20.5'                                    

5" Tamarack - N 54 deg. E, 23.1'                          

5" Tamarack - N 73 deg. W, 15.8'                                  

No other trees near to use for ties

GLO BK 

6 P 41

4 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 76 deg. W, 93.1'                                    

No other trees near to use for ties                 

GLO BK 

6 P 43

4 51-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 4                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

5 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 76 deg. W, 93.1'                                    

No other trees near to use for ties                 

GLO BK 

6 P 43

5 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 7

5 51-25 NE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914 6” Tamarack  - S 45 deg E, 123.0'                                

Book 1, 

Page 182

5 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 51 deg. E, 68.6'                                    

10" Tamarack - N 03 deg. W, 285.1'                          

GLO BK 

6 P 8

5 51-25 NW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Jack Pine - N 45 deg E, 63.0'                          

10” Jack Pine –  S 45 deg E, 48.0'  

Book 1, 

Page 182

5 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Dead Black Pine - N 62 deg. E, 98.3'                                    

12" Dead Black Pine - S 40 deg. E, 71.3' 

GLO BK 

6 P 7

5 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
20" Fir - S 45 deg. W, 9.2'                                    

6" Birch - N 42 deg. W, 6.6'                          

GLO BK 

6 P 53

5 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 44 deg. E, 20.5'                                    

5" Tamarack - N 54 deg. E, 23.1'                          

5" Tamarack - N 73 deg. W, 15.8'                                  

No other trees near to use for ties

GLO BK 

6 P 41

5 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 20 deg. W, 22.4'                                    

10" Spruce - N 11 deg. E, 35.6'                          

7" Birch - S 35 deg. E, 35.6'                                  

6" Elm - S 33 deg. W, 31.0' 

GLO BK 

6 P 53

5 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Fir - S 85 deg. W, 17.2'                                    

7" Spruce - N 78 deg. E, 15.2'                          

GLO BK 

6 P 55

5 51-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 5                              

Distance and Mag. Var. shown 

Book 1, 

Page 182
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6 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Fir - S 85 deg. W, 17.2'                                    

7" Spruce - N 78 deg. E, 15.2'                          

GLO BK 

6 P 55

6 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 7

6 51-25 NE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Jack Pine - N 45 deg E, 63.0'                          

10” Jack Pine –  S 45 deg E, 48.0'  

Book 1, 

Page 182

6 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Dead Black Pine - N 62 deg. E, 98.3'                                    

12" Dead Black Pine - S 40 deg. E, 71.3' 

GLO BK 

6 P 7

6 51-25 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W trail by 

J. Walker 

1984

DNR RP in 11" J. Pine - N 42 deg. W, 46.38'         

DNR RP in 7" J. Pine - S 10 deg. W, 87.36'           

DNR RP in 11" W. Oak - S 56 deg. W, 80.08'

245883

6 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

18" Yellow Pine - N 40 deg. W, 47.5'                                    

18" Yellow Pine - N 34 deg. E, 37.6'                          

16" Yellow Pine - S 59 deg. W, 32.3'                                  

16" Yellow Pine - S 56 deg. E, 41.6' 

GLO BK 

6 P 6

6 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 54

6 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 20 deg. W, 22.4'                                    

10" Spruce - N 11 deg. E, 35.6'                          

7" Birch - S 35 deg. E, 35.6'                                  

6" Elm - S 33 deg. W, 31.0' 

GLO BK 

6 P 53

6 51-25 SW

1 3/8" iron pipe set 20.5' W of c/l N-S 

ditch to S and 20' N of c/l E-W ditch to 

E by J. Walker 

1986
18' S of c/l E-W spoil pile N of ditch                      

14' E of c/l N-S spoil pile W of ditch
245882

6 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
16" Yellow Pine - N 01 deg. E, 1103.5'                                    

5" White Pine - N 02 deg. W, 1065.9' 

GLO BK 

6 P 5

6 51-25 W 1/4

1" iron pipe set 23' W of N-S fence 

line 100' N of S edge swamp by J. 

Walker 

1986

DNR RP in 11" J. Pine - N 45 deg. E, 41.40'           

DNR RP in 8" N. Pine - S 79 deg. E, 108.73'        

DNR RP in 11" J. Pine - S 17 deg. E, 85.94'

245889

6 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Aspen - S 82 deg. E, 27.7'                                  

No other trees near to use for ties

GLO BK 

6 P 6

6 51-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 6                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

7 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 44 deg. W, 21.8'                                    

4" Tamarack - S 06 deg. E, 70.0'                          

GLO BK 

6 P 52

7 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 54

7 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 20 deg. W, 22.4'                                    

10" Spruce - N 11 deg. E, 35.6'                          

7" Birch - S 35 deg. E, 35.6'                                  

6" Elm - S 33 deg. W, 31.0' 

GLO BK 

6 P 53

7 51-25 NW

1 3/8" iron pipe set 20.5' W of c/l N-S 

ditch to S and 20' N of c/l E-W ditch to 

E by J. Walker 

1986
18' S of c/l E-W spoil pile N of ditch                      

14' E of c/l N-S spoil pile W of ditch
245882  

7 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
16" Yellow Pine - N 01 deg. E, 1103.5'                                    

5" White Pine - N 02 deg. W, 1065.9' 

GLO BK 

6 P 5

7 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 60 deg. W, 15.8'                                    

No other trees near to use for ties                 

GLO BK 

6 P 52

7 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Spruce - N 11 deg. W, 106.9'                                    

16" Spruce - N 45 deg. E, 180.8'                                  

No other trees near to use for ties                

GLO BK 

6 P 50
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7 51-25 SW

1 1/2" iron pipe set in c/l drainage 

ditch in middle of curve from W to N 

by J. Walker 

1986

DNR RP in 11" J. Pine - N 33 deg. W, 42.45'       

DNR RP in 16" J. Pine - S 20 deg. E, 12.39'         

DNR RP in 13" J. Pine - S 35 deg. W, 58.60'

245881

7 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

7 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 5

8 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 44 deg. E, 13.9'                                    

6" Tamarack - N 74 deg. W, 7.3'                          

GLO BK 

6 P 41

8 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
20" Fir - S 45 deg. W, 9.2'                                    

6" Birch - N 42 deg. W, 6.6'                          

GLO BK 

6 P 53

8 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 44 deg. E, 20.5'                                    

5" Tamarack - N 54 deg. E, 23.1'                          

5" Tamarack - N 73 deg. W, 15.8'                                  

No other trees near to use for ties

GLO BK 

6 P 41

8 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 20 deg. W, 22.4'                                    

10" Spruce - N 11 deg. E, 35.6'                          

7" Birch - S 35 deg. E, 35.6'                                  

6" Elm - S 33 deg. W, 31.0' 

GLO BK 

6 P 53

8 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Birch - N 40 deg. W, 10.6'                                   

7" Birch - S 71 deg. E, 16.5'                          

GLO BK 

6 P 51

8 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

3" Willow - S 35 deg. E, 72.6'                                    

3" Willow - S 32 deg. W, 42.2'                                  

No other trees near to use for ties                

GLO BK 

6 P 39

8 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Spruce - N 11 deg. W, 106.9'                                    

16" Spruce - N 45 deg. E, 180.8'                                  

No other trees near to use for ties                

GLO BK 

6 P 50

8 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 44 deg. W, 21.8'                                    

4" Tamarack - S 06 deg. E, 70.0'                          

GLO BK 

6 P 52

9 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 80 deg. W, 54.8'                                    

3" Tamarack - S 60 deg. E, 12.5'                          

GLO BK 

6 P 32

9 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 60 deg. E, 136.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 42

9 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - S 82 deg. W, 51.5'                                    

10" Tamarack - N 19 deg. E, 10.6'                          

5" Tamarack - S 48 deg. E, 40.3'                                  

12" Aspen - N 62 deg. W, 44.9' 

GLO BK 

6 P 32

9 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 44 deg. E, 20.5'                                    

5" Tamarack - N 54 deg. E, 23.1'                          

5" Tamarack - N 73 deg. W, 15.8'                                  

No other trees near to use for ties

GLO BK 

6 P 41

9 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack -S 33 deg. W, 33.0'                                    

3" Pine - N 48 deg. W, 104.3'                          

GLO BK 

6 P 40

9 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - N 30 deg. E, 13.2'                                    

6" Maple - N 54 deg. W, 19.8'                          

8" Maple - S 18 deg. W, 13.2'                                  

7" Maple - S 44 deg. E, 4.6' 

GLO BK 

6 P 31

9 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

3" Willow - S 35 deg. E, 72.6'                                    

3" Willow - S 32 deg. W, 42.2'                                  

No other trees near to use for ties                

GLO BK 

6 P 39

9 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - S 44 deg. E, 13.9'                                    

6" Tamarack - N 74 deg. W, 7.3'                          

GLO BK 

6 P 41
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10 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 73 deg. W, 5.9'                                    

5" Tamarack - N 53 deg. E, 13.2'                          

GLO BK 

6 P 25

10 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - S 65 deg. W, 7.9'                                    

7" Tamarack - N 03 deg. W, 3.3'                          

GLO BK 

6 P 33

10 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 82 deg. E, 13.2'                                    

4" Tamarack - N 55 deg. E, 24.4'                          

4" Tamarack - S 72 deg. W, 20.5'                                  

3" Tamarack - N 68 deg. W, 21.1' 

GLO BK 

6 P 25

10 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - S 82 deg. W, 51.5'                                    

10" Tamarack - N 19 deg. E, 10.6'                          

5" Tamarack - S 48 deg. E, 40.3'                                  

12" Aspen - N 62 deg. W, 44.9' 

GLO BK 

6 P 32

10 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Aspen - N 13 deg. W, 21.8'                                    

7" Tamarack - S 68 deg. W, 15.2'                          

GLO BK 

6 P 32

10 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 35 deg. E, 9.2'                                    

4" Tamarack - S 55 deg. W, 4.6'                          

5" Tamarack - N 28 deg. W, 3.3'                                  

5" Tamarack - N 46 deg. E, 9.2' 

GLO BK 

6 P 24

10 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - N 30 deg. E, 13.2'                                    

6" Maple - N 54 deg. W, 19.8'                          

8" Maple - S 18 deg. W, 13.2'                                  

7" Maple - S 44 deg. E, 4.6' 

GLO BK 

6 P 31

10 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 80 deg. W, 54.8'                                    

3" Tamarack - S 60 deg. E, 12.5'                          

GLO BK 

6 P 32

11 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 33 deg. E, 4.0'                                    

3" Tamarack - N 84 deg. W, 2.0'                          

GLO BK 

6 P 18

11 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - S 20 deg. W, 4.0'                                    

10" Tamarack - N 29 deg. E, 33.0'                          

GLO BK 

6 P 25

11 51-25 NE

7" Tamarack used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 18

11 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 82 deg. E, 13.2'                                    

4" Tamarack - N 55 deg. E, 24.4'                          

4" Tamarack - S 72 deg. W, 20.5'                                  

3" Tamarack - N 68 deg. W, 21.1' 

GLO BK 

6 P 25

11 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 05 deg. E, 11.9'                                    

6" Tamarack - N 07 deg. W, 19.1'                          

GLO BK 

6 P 25

11 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - S 34 deg. E, 14.5'                                    

3" Tamarack - N 52 deg. E, 4.6'                          

4" Tamarack - S 03 deg. W, 11.9'                                  

3" Tamarack - N 45 deg. W, 8.6' 

GLO BK 

6 P 16

11 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 35 deg. E, 9.2'                                    

4" Tamarack - S 55 deg. W, 4.6'                          

5" Tamarack - N 28 deg. W, 3.3'                                  

5" Tamarack - N 46 deg. E, 9.2' 

GLO BK 

6 P 24

11 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 73 deg. W, 5.9'                                    

5" Tamarack - N 53 deg. E, 13.2'                          

GLO BK 

6 P 25

12 51-25 E 1/4

6" Aspen used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 3

12 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Willow - S 53 deg. W, 101.6'                                    

No other trees near to use for ties                 

GLO BK 

6 P 19

12 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 4

12 51-25 NW

7" Tamarack used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 18

Page 920 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

12 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 20 deg. E, 4.6'                                    

4" Tamarack - S 28 deg. E, 3.3'                          

GLO BK 

6 P 17

12 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 3

12 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - S 34 deg. E, 14.5'                                    

3" Tamarack - N 52 deg. E, 4.6'                          

4" Tamarack - S 03 deg. W, 11.9'                                  

3" Tamarack - N 45 deg. W, 8.6' 

GLO BK 

6 P 16

12 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 33 deg. E, 4.0'                                    

3" Tamarack - N 84 deg. W, 2.0'                          

GLO BK 

6 P 18

13 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 20 deg. E, 4.6'                                    

4" Tamarack - S 28 deg. E, 3.3'                          

GLO BK 

6 P 17

13 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 3

13 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - S 34 deg. E, 14.5'                                    

3" Tamarack - N 52 deg. E, 4.6'                          

4" Tamarack - S 03 deg. W, 11.9'                                  

3" Tamarack - N 45 deg. W, 8.6' 

GLO BK 

6 P 16

13 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 45 deg. W, 18.5'                                    

10" Cedar - S 18 deg. W, 9.2'                          

GLO BK 

6 P 17

13 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Ash - N 30 deg. W, 7.9'                                    

8" Elm - N 20 deg. E, 9.2'                             10" 

Elm - S 47 deg. W, 8.6'                                  8" 

Elm - S 30 deg. E, 17.8' 

GLO BK 

9, P 2

13 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 51 deg. E, 23.1'                                    

6" Tamarack - S 30 deg. E, 13.9'                          

6" Tamarack - S 66 deg. W, 19.1'                                  

6" Tamarack - N 18 deg. W, 18.5' 

GLO BK 

6 P 15

13 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 48 deg. W, 3.3'                                    

6" Tamarack - N 75 deg. E, 9.9'                          

GLO BK 

6 P 16

14 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 48 deg. W, 3.3'                                    

6" Tamarack - N 75 deg. E, 9.9'                          

GLO BK 

6 P 16

14 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 05 deg. E, 11.9'                                    

6" Tamarack - N 07 deg. W, 19.1'                          

GLO BK 

6 P 25

14 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - S 34 deg. E, 14.5'                                    

3" Tamarack - N 52 deg. E, 4.6'                          

4" Tamarack - S 03 deg. W, 11.9'                                  

3" Tamarack - N 45 deg. W, 8.6' 

GLO BK 

6 P 16

14 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 35 deg. E, 9.2'                                    

4" Tamarack - S 55 deg. W, 4.6'                          

5" Tamarack - N 28 deg. W, 3.3'                                  

5" Tamarack - N 46 deg. E, 9.2' 

GLO BK 

6 P 24

14 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 47 deg. E, 3.3'                                    

4" Tamarack - S 54 deg. E, 7.3'                          

GLO BK 

6 P 23

14 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 51 deg. E, 23.1'                                    

6" Tamarack - S 30 deg. E, 13.9'                          

6" Tamarack - S 66 deg. W, 19.1'                                  

6" Tamarack - N 18 deg. W, 18.5' 

GLO BK 

6 P 15

14 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 50 deg. W, 5.3'                                    

6" Tamarack - N 76 deg. E, 10.6'                          

5" Tamarack - S 10 deg. E, 7.9'                                  

6" Tamarack - S 46 deg. W, 1.3' 

GLO BK 

6 P 23

14 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 76 deg. W, 2.0'                                    

4" Tamarack - N 40 deg. E, 5.9'                          

GLO BK 

6 P 24

15 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 76 deg. W, 2.0'                                    

4" Tamarack - N 40 deg. E, 5.9'                          

GLO BK 

6 P 24
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15 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Aspen - N 13 deg. W, 21.8'                                    

7" Tamarack - S 68 deg. W, 15.2'                          

GLO BK 

6 P 32

15 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 35 deg. E, 9.2'                                    

4" Tamarack - S 55 deg. W, 4.6'                          

5" Tamarack - N 28 deg. W, 3.3'                                  

5" Tamarack - N 46 deg. E, 9.2' 

GLO BK 

6 P 24

15 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - N 30 deg. E, 13.2'                                    

6" Maple - N 54 deg. W, 19.8'                          

8" Maple - S 18 deg. W, 13.2'                                  

7" Maple - S 44 deg. E, 4.6' 

GLO BK 

6 P 31

15 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 44 deg. E, 9.9'                                    

6" Tamarack - S 44 deg. W, 6.6'                          

GLO BK 

6 P 31

15 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 50 deg. W, 5.3'                                    

6" Tamarack - N 76 deg. E, 10.6'                          

5" Tamarack - S 10 deg. E, 7.9'                                  

6" Tamarack - S 46 deg. W, 1.3' 

GLO BK 

6 P 23

15 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 40 deg. W, 17.2'                                    

5" Tamarack - S 52 deg. E, 13.9'                          

3" Tamarack - N 25 deg. E, 11.9'                                  

4" Tamarack - N 63 deg. W, 23.1' 

GLO BK 

6 P 30

15 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 07 deg. W, 7.3'                                    

7" Cedar - S 59 deg. E, 5.3'                          

GLO BK 

6 P 31

16 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Cedar - N 07 deg. W, 7.3'                                    

7" Cedar - S 59 deg. E, 5.3'                          

GLO BK 

6 P 31

16 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack -S 33 deg. W, 33.0'                                    

3" Pine - N 48 deg. W, 104.3'                          

GLO BK 

6 P 40

16 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Cedar - N 30 deg. E, 13.2'                                    

6" Maple - N 54 deg. W, 19.8'                          

8" Maple - S 18 deg. W, 13.2'                                  

7" Maple - S 44 deg. E, 4.6' 

GLO BK 

6 P 31

16 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

3" Willow - S 35 deg. E, 72.6'                                    

3" Willow - S 32 deg. W, 42.2'                                  

No other trees near to use for ties                

GLO BK 

6 P 39

16 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Aspen - N 45 deg. W, 11.9'                                    

3" Aspen - S 00 deg. W, 4.0'                          

GLO BK 

6 P 38

16 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 40 deg. W, 17.2'                                    

5" Tamarack - S 52 deg. E, 13.9'                          

3" Tamarack - N 25 deg. E, 11.9'                                  

4" Tamarack - N 63 deg. W, 23.1' 

GLO BK 

6 P 30

16 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - N 83 deg. E, 168.3'                                    

3" Tamarack - S 86 deg. E, 173.6'                 

No other trees near to use for ties               

GLO BK 

6 P 38

16 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Aspen - S 80 deg. E, 78.5'                                    

No other trees available to use for ties                  

GLO BK 

6 P 39

17 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Aspen - S 80 deg. E, 78.5'                                    

No other trees available to use for ties                  

GLO BK 

6 P 39

17 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Birch - N 40 deg. W, 10.6'                                   

7" Birch - S 71 deg. E, 16.5'                          

GLO BK 

6 P 51

17 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

3" Willow - S 35 deg. E, 72.6'                                    

3" Willow - S 32 deg. W, 42.2'                                  

No other trees near to use for ties                

GLO BK 

6 P 39

17 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Spruce - N 11 deg. W, 106.9'                                    

16" Spruce - N 45 deg. E, 180.8'                                  

No other trees near to use for ties                

GLO BK 

6 P 50

17 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 20 deg. W, 9.9'                                    

5" Tamarack - S 50 deg. E, 10.6'                          

GLO BK 

6 P 49

17 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - N 83 deg. E, 168.3'                                    

3" Tamarack - S 86 deg. E, 173.6'                 

No other trees near to use for ties               

GLO BK 

6 P 38
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17 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 81 deg. E, 99.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 48

17 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 38 deg. E, 20.5'                                    

No other trees near to use for ties                 

GLO BK 

6 P 50

18 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 38 deg. E, 20.5'                                    

No other trees near to use for ties                 

GLO BK 

6 P 50

18 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 60 deg. W, 15.8'                                    

No other trees near to use for ties                 

GLO BK 

6 P 52

18 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Spruce - N 11 deg. W, 106.9'                                    

16" Spruce - N 45 deg. E, 180.8'                                  

No other trees near to use for ties                

GLO BK 

6 P 50

18 51-25 NW

1 1/2" iron pipe set in c/l drainage 

ditch in middle of curve from W to N 

by J. Walker 

1986

DNR RP in 11" J. Pine - N 33 deg. W, 42.45'        

DNR RP in 16" J. Pine - S 20 deg. E, 12.39'         

DNR RP in 13" J. Pine - S 35 deg. W, 58.60'

245881

18 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

18 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 50

18 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 81 deg. E, 99.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 48

18 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 55 deg. W, 4.0'                                    

5" Aspen - N 86 deg. E, 14.5'                          

5" Spruce - S 55 deg. W, 33.0'                                  

5" White Pine - S 47 deg. E, 23.1' 

GLO BK 

6 P 3

18 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

19 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Fir - S 70 deg. E, 7.3'                                    

8" Fir - N 06 deg. W, 9.9'                          

GLO BK 

6 P 48

19 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 50

19 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 81 deg. E, 99.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 48

19 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 55 deg. W, 4.0'                                    

5" Aspen - N 86 deg. E, 14.5'                          

5" Spruce - S 55 deg. W, 33.0'                                  

5" White Pine - S 47 deg. E, 23.1' 

GLO BK 

6 P 3

19 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
12" Birch - N 05 deg. W, 25.1'                                    

12" Birch - S 75 deg. E, 15.8'                          

GLO BK 

6 P 47

19 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 25 deg. E, 17.2'                                    

7" Tamarack - N 61 deg. W, 7.3'                          

6" Tamarack - S 52 deg. E, 21.1'                                  

10" Aspen - S 45 deg. W, 26.4' 

GLO BK 

6 P 45

19 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

14" Aspen - N 12 deg. W, 8.6'                                    

14" Aspen - N 27 deg. E, 15.8'                          

12" Aspen - S 13 deg. W, 9.9'                                  

12" Aspen - S 19 deg. E, 25.1' 

GLO BK 

6 P 2

19 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Yellow Pine - N 23 deg. E, 7.3'                                    

8" Aspen - N 41 deg. W, 11.9'                          

GLO BK 

6 P 3

20 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 72 deg. E, 43.6'                                    

5" Tamarack - S 46 deg. W, 106.3'                          

GLO BK 

6 P 37

20 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 20 deg. W, 9.9'                                    

5" Tamarack - S 50 deg. E, 10.6'                          

GLO BK 

6 P 49
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20 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - N 83 deg. E, 168.3'                                    

3" Tamarack - S 86 deg. E, 173.6'                 

No other trees near to use for ties               

GLO BK 

6 P 38

20 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Spruce - N 81 deg. E, 99.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 48

20 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 14 deg. E, 17.8'                                    

4" Tamarack - N 14 deg. W, 26.4'                          

GLO BK 

6 P 46

20 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 13 deg. E, 198.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 32

20 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 25 deg. E, 17.2'                                    

7" Tamarack - N 61 deg. W, 7.3'                          

6" Tamarack - S 52 deg. E, 21.1'                                  

10" Aspen - S 45 deg. W, 26.4' 

GLO BK 

6 P 45

20 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Fir - S 70 deg. E, 7.3'                                    

8" Fir - N 06 deg. W, 9.9'                          

GLO BK 

6 P 48

21 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 68 deg. W, 11.9'                                    

8" Tamarack - N 78 deg. E, 17.8'                          

GLO BK 

6 P 30

21 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Aspen - N 45 deg. W, 11.9'                                    

3" Aspen - S 00 deg. W, 4.0'                          

GLO BK 

6 P 38

21 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 40 deg. W, 17.2'                                    

5" Tamarack - S 52 deg. E, 13.9'                          

3" Tamarack - N 25 deg. E, 11.9'                                  

4" Tamarack - N 63 deg. W, 23.1' 

GLO BK 

6 P 30

21 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - N 83 deg. E, 168.3'                                    

3" Tamarack - S 86 deg. E, 173.6'                 

No other trees near to use for ties               

GLO BK 

6 P 38

21 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Linden - N 17 deg. W, 9.2'                                    

6" Linden - S 10 deg. W, 9.9'                          

GLO BK 

6 P 37

21 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 30 deg. E, 6.6'                                    

7" Tamarack - N 30 deg. W, 15.2'                          

7" Tamarack - S 66 deg. W, 15.2'                                  

7" Tamarack - N 79 deg. E, 16.5' 

GLO BK 

6 P 29

21 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 13 deg. E, 198.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 32

21 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 72 deg. E, 43.6'                                    

5" Tamarack - S 46 deg. W, 106.3'                          

GLO BK 

6 P 37

22 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 37 deg. W, 2.0'                                    

7" Tamarack - N 42 deg. E, 13.2'                          

GLO BK 

6 P 22

22 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 44 deg. E, 9.9'                                    

6" Tamarack - S 44 deg. W, 6.6'                          

GLO BK 

6 P 31

22 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 50 deg. W, 5.3'                                    

6" Tamarack - N 76 deg. E, 10.6'                          

5" Tamarack - S 10 deg. E, 7.9'                                  

6" Tamarack - S 46 deg. W, 1.3' 

GLO BK 

6 P 23

22 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

5" Tamarack - S 40 deg. W, 17.2'                                    

5" Tamarack - S 52 deg. E, 13.9'                          

3" Tamarack - N 25 deg. E, 11.9'                                  

4" Tamarack - N 63 deg. W, 23.1' 

GLO BK 

6 P 30

22 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 20 deg. E, 8.6'                                    

7" Tamarack - S 34 deg. W, 6.6'                          

GLO BK 

6 P 29

22 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 40 deg. E, 13.2'                                    

7" Tamarack - S 64 deg. W, 2.0'                          

7" Tamarack - N 45 deg. E, 9.9'                                  

6" Tamarack - N 26 deg. W, 13.9' 

GLO BK 

6 P 21
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22 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 30 deg. E, 6.6'                                    

7" Tamarack - N 30 deg. W, 15.2'                          

7" Tamarack - S 66 deg. W, 15.2'                                  

7" Tamarack - N 79 deg. E, 16.5' 

GLO BK 

6 P 29

22 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 68 deg. W, 11.9'                                    

8" Tamarack - N 78 deg. E, 17.8'                          

GLO BK 

6 P 30

23 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 85 deg. E, 10.6'                                    

4" Tamarack - S 84 deg. W, 7.9'                          

GLO BK 

6 P 14

23 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 47 deg. E, 3.3'                                    

4" Tamarack - S 54 deg. E, 7.3'                          

GLO BK 

6 P 23

23 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 51 deg. E, 23.1'                                    

6" Tamarack - S 30 deg. E, 13.9'                          

6" Tamarack - S 66 deg. W, 19.1'                                  

6" Tamarack - N 18 deg. W, 18.5' 

GLO BK 

6 P 15

23 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 50 deg. W, 5.3'                                    

6" Tamarack - N 76 deg. E, 10.6'                          

5" Tamarack - S 10 deg. E, 7.9'                                  

6" Tamarack - S 46 deg. W, 1.3' 

GLO BK 

6 P 23

23 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 32 deg. W, 3.3'                                    

4" Tamarack - N 58 deg. W, 6.6'                          

GLO BK 

6 P 22

23 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 36 deg. W, 19.8'                                    

3" Tamarack - S 32 deg. W, 10.6'                          

4" Tamarack - N 70 deg. E, 7.9'                                  

4" Tamarack - S 63 deg. E, 19.1' 

GLO BK 

6 P 13

23 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 40 deg. E, 13.2'                                    

7" Tamarack - S 64 deg. W, 2.0'                          

7" Tamarack - N 45 deg. E, 9.9'                                  

6" Tamarack - N 26 deg. W, 13.9' 

GLO BK 

6 P 21

23 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Tamarack - N 37 deg. W, 2.0'                                    

7" Tamarack - N 42 deg. E, 13.2'                          

GLO BK 

6 P 22

24 51-25 E 1/4

7" Cedar used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 2

24 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Cedar - N 45 deg. W, 18.5'                                    

10" Cedar - S 18 deg. W, 9.2'                          

GLO BK 

6 P 17

24 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Ash - N 30 deg. W, 7.9'                                    

8" Elm - N 20 deg. E, 9.2'                             10" 

Elm - S 47 deg. W, 8.6'                                  8" 

Elm - S 30 deg. E, 17.8' 

GLO BK 

9, P 2

24 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 51 deg. E, 23.1'                                    

6" Tamarack - S 30 deg. E, 13.9'                          

6" Tamarack - S 66 deg. W, 19.1'                                  

6" Tamarack - N 18 deg. W, 18.5' 

GLO BK 

6 P 15

24 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 20 deg. E, 7.9'                                    

6" Tamarack - S 00 deg. E, 13.2'                          

GLO BK 

6 P 14

24 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 52 deg. E, 4.0'                                    

9" Tamarack - N 42 deg. E, 9.2'                             

10" Tamarack - N 09 deg. W, 11.9'                                  

5" Tamarack - S 75 deg. W, 7.9' 

GLO BK 

9, P 54

24 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 36 deg. W, 19.8'                                    

3" Tamarack - S 32 deg. W, 10.6'                          

4" Tamarack - N 70 deg. E, 7.9'                                  

4" Tamarack - S 63 deg. E, 19.1' 

GLO BK 

6 P 13

24 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 85 deg. E, 10.6'                                    

4" Tamarack - S 84 deg. W, 7.9'                          

GLO BK 

6 P 14

25 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 20 deg. E, 7.9'                                    

6" Tamarack - S 00 deg. E, 13.2'                          

GLO BK 

6 P 14

25 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 52 deg. E, 4.0'                                    

9" Tamarack - N 42 deg. E, 9.2'                             

10" Tamarack - N 09 deg. W, 11.9'                                  

5" Tamarack - S 75 deg. W, 7.9' 

GLO BK 

9, P 54
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25 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 36 deg. W, 19.8'                                    

3" Tamarack - S 32 deg. W, 10.6'                          

4" Tamarack - N 70 deg. E, 7.9'                                  

4" Tamarack - S 63 deg. E, 19.1' 

GLO BK 

6 P 13

25 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 35 deg. E, 6.6'                                    

3" Tamarack - N 57 deg. E, 11.9'                          

GLO BK 

6 P 13

25 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 1

25 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Tamarack - S 65 deg. W, 3.3'                                    

7" Tamarack - N 64 deg. W, 4.0'                             

6" Tamarack - N 45 deg. E, 13.2'                                  

7" Tamarack - S 42 deg. E, 13.2' 

GLO BK 

9, P 52

25 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 37 deg. E, 16.5'                                    

3" Tamarack - S 45 deg. E, 15.2'                          

3" Tamarack - S 55 deg. W, 17.1'                                  

4" Tamarack - N 67 deg. W, 16.5' 

GLO BK 

6 P 12

25 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 72 deg. E, 8.6'                                    

4" Tamarack - N 52 deg. E, 23.8'                          

GLO BK 

6 P 13

26 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 72 deg. E, 8.6'                                    

4" Tamarack - N 52 deg. E, 23.8'                          

GLO BK 

6 P 13

26 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 32 deg. W, 3.3'                                    

4" Tamarack - N 58 deg. W, 6.6'                          

GLO BK 

6 P 22

26 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 36 deg. W, 19.8'                                    

3" Tamarack - S 32 deg. W, 10.6'                          

4" Tamarack - N 70 deg. E, 7.9'                                  

4" Tamarack - S 63 deg. E, 19.1' 

GLO BK 

6 P 13

26 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 40 deg. E, 13.2'                                    

7" Tamarack - S 64 deg. W, 2.0'                          

7" Tamarack - N 45 deg. E, 9.9'                                  

6" Tamarack - N 26 deg. W, 13.9' 

GLO BK 

6 P 21

26 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 06 deg. W, 26.4'                                    

3" Tamarack - N 18 deg. E, 24.4'                          

GLO BK 

6 P 21

26 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 37 deg. E, 16.5'                                    

3" Tamarack - S 45 deg. E, 15.2'                          

3" Tamarack - S 55 deg. W, 17.1'                                  

4" Tamarack - N 67 deg. W, 16.5' 

GLO BK 

6 P 12

26 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 66 deg. E, 8.6'                                    

4" Tamarack - N 10 deg. W, 2.0'                          

6" Tamarack - S 17 deg. E, 12.5'                                  

6" Tamarack - S 61 deg. W, 20.5' 

GLO BK 

6 P 20

26 51-25 W 1/4
No post stated as having been set for 

this corner.
1873  

GLO BK 

6 P 21

27 51-25 E 1/4
No post stated as having been set for 

this corner.
1873  

GLO BK 

6 P 21

27 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 20 deg. E, 8.6'                                    

7" Tamarack - S 34 deg. W, 6.6'                          

GLO BK 

6 P 29

27 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 40 deg. E, 13.2'                                    

7" Tamarack - S 64 deg. W, 2.0'                          

7" Tamarack - N 45 deg. E, 9.9'                                  

6" Tamarack - N 26 deg. W, 13.9' 

GLO BK 

6 P 21

27 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 30 deg. E, 6.6'                                    

7" Tamarack - N 30 deg. W, 15.2'                          

7" Tamarack - S 66 deg. W, 15.2'                                  

7" Tamarack - N 79 deg. E, 16.5' 

GLO BK 

6 P 29

27 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 10 deg. E, 5.9'                                    

4" Tamarack - S 75 deg. W, 2.6'                          

GLO BK 

6 P 28

27 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 66 deg. E, 8.6'                                    

4" Tamarack - N 10 deg. W, 2.0'                          

6" Tamarack - S 17 deg. E, 12.5'                                  

6" Tamarack - S 61 deg. W, 20.5' 

GLO BK 

6 P 20

27 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 45 deg. E, 13.2'                                    

5" Tamarack - N 45 deg. W, 13.8'                          

6" Tamarack - S 32 deg. W, 17.1'                                  

7" Tamarack - S 70 deg. E, 15.8' 

GLO BK 

6 P 27

27 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 27 deg. E, 4.0'                                    

10" Tamarack - N 35 deg. W, 12.5'                          

GLO BK 

6 P 28
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28 51-25  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Only Subd. NW 1/4 – (Land owners agrmt.)     

Distances only shown

Book 1,  

Page 414

28 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 27 deg. E, 4.0'                                    

10" Tamarack - N 35 deg. W, 12.5'                          

GLO BK 

6 P 28

28 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Linden - N 17 deg. W, 9.2'                                    

6" Linden - S 10 deg. W, 9.9'                          

GLO BK 

6 P 37

28 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - S 30 deg. E, 6.6'                                    

7" Tamarack - N 30 deg. W, 15.2'                          

7" Tamarack - S 66 deg. W, 15.2'                                  

7" Tamarack - N 79 deg. E, 16.5' 

GLO BK 

6 P 29

28 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 13 deg. E, 198.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 32

28 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
12" Spruce - N 03 deg. W, 13.2'                                    

12" Spruce - S 13 deg. E, 11.2'                          

GLO BK 

6 P 35

28 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 45 deg. E, 13.2'                                    

5" Tamarack - N 45 deg. W, 13.8'                          

6" Tamarack - S 32 deg. W, 17.1'                                  

7" Tamarack - S 70 deg. E, 15.8' 

GLO BK 

6 P 27

28 51-25 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Black Ash – N 45 deg W, 41.7'                        

8” Balsam – S 45 deg W, 31.4'

Book 1, 

Page 317

28 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

(?)" Maple - N 44 deg. E, 15.8'                                    

(?)" Maple - N 15 deg. W, 13.2'                          

(?)" Maple - S 74 deg. W, 29.7'                                  

(?)" Linden - S 08 deg. E, 20.5' 

GLO BK 

6 P 35

28 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 48 deg. W, 1.3'                                    

5" Tamarack - S 75 deg. E, 17.8'                          

GLO BK 

6 P 36

29 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Tamarack - N 48 deg. W, 1.3'                                    

5" Tamarack - S 75 deg. E, 17.8'                          

GLO BK 

6 P 36

29 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 14 deg. E, 17.8'                                    

4" Tamarack - N 14 deg. W, 26.4'                          

GLO BK 

6 P 46

29 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 13 deg. E, 198.0'                                    

No other trees near to use for ties                 

GLO BK 

6 P 32

29 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 25 deg. E, 17.2'                                    

7" Tamarack - N 61 deg. W, 7.3'                          

6" Tamarack - S 52 deg. E, 21.1'                                  

10" Aspen - S 45 deg. W, 26.4' 

GLO BK 

6 P 45

29 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 44

29 51-25 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Black Ash – N 45 deg W, 41.7'                        

8” Balsam – S 45 deg W, 31.4'

Book 1, 

Page 317

29 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

(?)" Maple - N 44 deg. E, 15.8'                                    

(?)" Maple - N 15 deg. W, 13.2'                          

(?)" Maple - S 74 deg. W, 29.7'                                  

(?)" Linden - S 08 deg. E, 20.5' 

GLO BK 

6 P 35

29 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 43

29 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 43 deg. W, 13.2'                                    

2" Tamarack - S 72 deg. E, 10.6'                          

GLO BK 

6 P 45

30 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 43 deg. W, 13.2'                                    

2" Tamarack - S 72 deg. E, 10.6'                          

GLO BK 

6 P 45

30 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
12" Birch - N 05 deg. W, 25.1'                                    

12" Birch - S 75 deg. E, 15.8'                          

GLO BK 

6 P 47

30 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

12" Tamarack - N 25 deg. E, 17.2'                                    

7" Tamarack - N 61 deg. W, 7.3'                          

6" Tamarack - S 52 deg. E, 21.1'                                  

10" Aspen - S 45 deg. W, 26.4' 

GLO BK 

6 P 45

30 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

14" Aspen - N 12 deg. W, 8.6'                                    

14" Aspen - N 27 deg. E, 15.8'                          

12" Aspen - S 13 deg. W, 9.9'                                  

12" Aspen - S 19 deg. E, 25.1' 

GLO BK 

6 P 2
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30 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 55 deg. E, 9.9'                                    

3" Tamarack - S 00 deg. W, 12.5'                          

GLO BK 

6 P 45

30 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 43

30 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Spruce - N 01 deg. W, 282.5'                                    

8" Spruce - N 02 deg. E, 306.2'                          

GLO BK 

6 P 1

30 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Ash - N 40 deg. W, 17.2'                                    

5" Spruce - S 89 deg. E, 19.1'                          

GLO BK 

6 P 2

31 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 43

31 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 55 deg. E, 9.9'                                    

3" Tamarack - S 00 deg. W, 12.5'                          

GLO BK 

6 P 45

31 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 43

31 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Spruce - N 01 deg. W, 282.5'                                    

8" Spruce - N 02 deg. E, 306.2'                          

GLO BK 

6 P 1

31 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
2" Tamarack - N 06 deg. W, 40.9'                                    

3" Tamarack - S 27 deg. E, 35.6'                          

GLO BK 

6 P 6

31 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 56 deg. E, 57.4'                                    

3" Tamarack - N 18 deg. W, 90.4'                          

2" Tamarack - S 33 deg. W, 20.5'                                  

2" Tamarack - S 04 deg. E, 42.9' 

GLO BK 

6, P 6

31 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - S 45 deg. E, 4.0'                                    

3" Tamarack - N 54 deg. E, 7.3'                          

3" Tamarack - N 16 deg. W, 9.9'                                  

4" Tamarack - S 22 deg. W, 4.6' 

GLO BK 

6, P 5

31 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 67 deg. W, 6.6'                                    

5" Tamarack - N 40 deg. E, 15.2'                          

GLO BK 

6 P 1

32 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Maple - S 69 deg. E, 23.8'                                    

7" Birch - S 75 deg. W, 6.6'                          

GLO BK 

6 P 35

32 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 44

32 51-25 NE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Black Ash – N 45 deg W, 41.7'                        

8” Balsam – S 45 deg W, 31.4'

Book 1, 

Page 317

32 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

(?)" Maple - N 44 deg. E, 15.8'                                    

(?)" Maple - N 15 deg. W, 13.2'                          

(?)" Maple - S 74 deg. W, 29.7'                                  

(?)" Linden - S 08 deg. E, 20.5' 

GLO BK 

6 P 35

32 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use for ties                 
GLO BK 

6 P 43

32 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
2" Tamarack - N 06 deg. W, 40.9'                                    

3" Tamarack - S 27 deg. E, 35.6'                          

GLO BK 

6 P 7

32 51-25 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Tamarack – N 45 deg W, 41.9'                        

5” Spruce – S 45 deg W, 35.0'

Book 1, 

Page 317

32 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 41 deg. E, 6.6'                                    

7" Tamarack - N 26 deg. W, 15.8'                          

8" Tamarack - S 29 deg. W, 15.8'                                  

4" Tamarack - S 52 deg. E, 7.9' 

GLO BK 

6, P 7

32 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - N 56 deg. E, 57.4'                                    

3" Tamarack - N 18 deg. W, 90.4'                          

2" Tamarack - S 33 deg. W, 20.5'                                  

2" Tamarack - S 04 deg. E, 42.9' 

GLO BK 

6, P 6
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33 51-25  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1921

Subdivided all of Section                           

Distances, angles and Mag. Var. shown

Book 1,  

Page 317

33 51-25 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Cedar – S 45 deg W, 6.4'                                  

7 ” Cedar – N 45 deg E, 14.3'

Book 1, 

Page 317

33 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - S 74 deg. W, 12.5'                                    

10" Tamarack - S 52 deg. E, 6.6'                          

GLO BK 

6 P 25

33 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
12" Spruce - N 03 deg. W, 13.2'                                    

12" Spruce - S 13 deg. E, 11.2'                          

GLO BK 

6 P 35

33 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 45 deg. E, 13.2'                                    

5" Tamarack - N 45 deg. W, 13.8'                          

6" Tamarack - S 32 deg. W, 17.1'                                  

7" Tamarack - S 70 deg. E, 15.8' 

GLO BK 

6 P 27

33 51-25 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Black Ash – N 45 deg W, 41.7'                        

8” Balsam – S 45 deg W, 31.4'

Book 1, 

Page 317

33 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

(?)" Maple - N 44 deg. E, 15.8'                                    

(?)" Maple - N 15 deg. W, 13.2'                          

(?)" Maple - S 74 deg. W, 29.7'                                  

(?)" Linden - S 08 deg. E, 20.5' 

GLO BK 

6 P 35

33 51-25 S 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Basswood – N 45 deg E, 17.1'                          

12” Elm – S 45 deg W, 8.6'

Book 1, 

Page 317

33 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
12" Elm - S 30 deg. W, 8.6'                                    

12" Maple - N 82 deg. E, 7.3'                          

GLO BK 

6 P 8

33 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 22 deg. E, 5.3'                                    

7" Fir - N 87 deg. W, 17.2'                          7" 

Cedar - S 23 deg. W, 16.5'                                  

10" Birch - S 56 deg. E, 18.5' 

GLO BK 

6 P 8

33 51-25 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

6” Tamarack – N 45 deg W, 41.9'                        

5” Spruce – S 45 deg W, 35.0'

Book 1, 

Page 317

33 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

7" Tamarack - N 41 deg. E, 6.6'                                    

7" Tamarack - N 26 deg. W, 15.8'                          

8" Tamarack - S 29 deg. W, 15.8'                                  

4" Tamarack - S 52 deg. E, 7.9' 

GLO BK 

6, P 7

33 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
7" Maple - S 69 deg. E, 23.8'                                    

7" Birch - S 75 deg. W, 6.6'                          

GLO BK 

6 P 35

34 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 47 deg. E, 1.3'                                    

5" Tamarack - S 80 deg. W, 3.3'                          

GLO BK 

6 P 20

34 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - N 10 deg. E, 5.9'                                    

4" Tamarack - S 75 deg. W, 2.6'                          

GLO BK 

6 P 28

34 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 66 deg. E, 8.6'                                    

4" Tamarack - N 10 deg. W, 2.0'                          

6" Tamarack - S 17 deg. E, 12.5'                                  

6" Tamarack - S 61 deg. W, 20.5' 

GLO BK 

6 P 20

34 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 45 deg. E, 13.2'                                    

5" Tamarack - N 45 deg. W, 13.8'                          

6" Tamarack - S 32 deg. W, 17.1'                                  

7" Tamarack - S 70 deg. E, 15.8' 

GLO BK 

6 P 27

34 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 01 deg. E, 2.6'                                    

10" Tamarack - N 48 deg. W, 6.6'                          

GLO BK 

6 P 9

34 51-25 SE
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Tamarack – N 45 deg. W, 49.3'                        

10” Tamarack – S 45 deg. W, 45.9'

Book 1, 

Page 343

34 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 83 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 9

34 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Birch - N 22 deg. E, 5.3'                                    

7" Fir - N 87 deg. W, 17.2'                          7" 

Cedar - S 23 deg. W, 16.5'                                  

10" Birch - S 56 deg. E, 18.5' 

GLO BK 

6 P 8

34 51-25 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Cedar – S 45 deg W, 6.4'                                  

7 ” Cedar – N 45 deg E, 14.3'

Book 1, 

Page 317
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34 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - S 74 deg. W, 12.5'                                    

10" Tamarack - S 52 deg. E, 6.6'                          

GLO BK 

6 P 25

34 51-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E line of SE1/4-SE1/4 of Section                

Distance and Mag. Var. shown 

Book 1, 

Page 343

35 51-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 53 deg. E, 4.6'                                    

4" Tamarack - S 45 deg. W, 4.0'                          

GLO BK 

6 P 12

35 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - S 06 deg. W, 26.4'                                    

3" Tamarack - N 18 deg. E, 24.4'                          

GLO BK 

6 P 21

35 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 37 deg. E, 16.5'                                    

3" Tamarack - S 45 deg. E, 15.2'                          

3" Tamarack - S 55 deg. W, 17.1'                                  

4" Tamarack - N 67 deg. W, 16.5' 

GLO BK 

6 P 12

35 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

7" Tamarack - N 66 deg. E, 8.6'                                    

4" Tamarack - N 10 deg. W, 2.0'                          

6" Tamarack - S 17 deg. E, 12.5'                                  

6" Tamarack - S 61 deg. W, 20.5' 

GLO BK 

6 P 20

35 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
16" Birch - S 40 deg. E, 2.0'                                    

12" Birch - N 18 deg. W, 11.9'                          

GLO BK 

6 P 10

35 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 10

35 51-25 SW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

8” Tamarack – N 45 deg. W, 49.3'                        

10” Tamarack – S 45 deg. W, 45.9'

Book 1, 

Page 343

35 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 83 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 9

35 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Tamarack - N 47 deg. E, 1.3'                                    

5" Tamarack - S 80 deg. W, 3.3'                          

GLO BK 

6 P 20

35 51-25
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on W line of SW1/4-SW1/4 of Section                

Distance and Mag. Var. shown 

Book 1, 

Page 343

36 51-25 E 1/4

8" Aspen used as corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No ties stated
GLO BK 

9, P 1

36 51-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 35 deg. E, 6.6'                                    

3" Tamarack - N 57 deg. E, 11.9'                          

GLO BK 

6 P 13

36 51-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 1

36 51-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

4" Tamarack - N 37 deg. E, 16.5'                                    

3" Tamarack - S 45 deg. E, 15.2'                          

3" Tamarack - S 55 deg. W, 17.1'                                  

4" Tamarack - N 67 deg. W, 16.5' 

GLO BK 

6 P 12

36 51-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870
8" Tamarack - S 52 deg. E, 5.9'                                    

7" Tamarack - S 10 deg. W, 4.6'                          

GLO BK 

6 P 11

36 51-25 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

8" Tamarack - N 79 deg. E, 9.9'                                    

6" Tamarack - N 70 deg. W, 4.0'                          

7" Tamarack - S 31 deg. W, 7.9'                                  

7" Tamarack - S 53 deg. E, 13.2' 

GLO BK 

9, P 9

36 51-25 SW

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

10" Tamarack - N 44 deg. E, 3.3'                                    

6" Tamarack - N 05 deg. W, 13.9'                          

8" Tamarack - S 82 deg. W, 15.2'                                  

7" Tamarack - S 07 deg. E, 13.2' 

GLO BK 

6, P 10

36 51-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - N 53 deg. E, 4.6'                                    

4" Tamarack - S 45 deg. W, 4.0'                          

GLO BK 

6 P 12

1 51-26 E 1/4

1" iron pipe set 23' W of N-S fence 

line 100' N of S edge swamp by J. 

Walker 

1986

DNR RP in 11" J. Pine - N 45 deg. E, 41.40'         

DNR RP in 8" N. Pine - S 79 deg. E, 108.73'        

DNR RP in 11" J. Pine - S 17 deg. E, 85.94'

245889

1 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
5" Aspen - S 82 deg. E, 27.7'                                  

No other trees near to use for ties

GLO BK 

6 P 6
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1 51-26 N 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road 3' 

E of fence line to the S by J. Walker 

1986

DNR RP in 7" W. Oak - N 44 deg. E, 36.05'         

DNR RP in 11" W. Oak - S 33 deg. E, 24.60'         

RP in Tw. 7" W. Oak - S 47 deg. W, 37.96'

245887

1 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 00 deg. E, 4.6'                                    

8" Aspen - N 17 deg. W, 32.3'                          

GLO BK 

15, P 7

1 51-26 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W trail by 

J. Walker 

1984

DNR RP in 11" J. Pine - N 42 deg. W, 46.38'        

DNR RP in 7" J. Pine - S 10 deg. W, 87.36'           

DNR RP in 11" W. Oak - S 56 deg. W, 80.08'

245883

1 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

18" Yellow Pine - N 40 deg. W, 47.5'                                    

18" Yellow Pine - N 34 deg. E, 37.6'                          

16" Yellow Pine - S 59 deg. W, 32.3'                                  

16" Yellow Pine - S 56 deg. E, 41.6' 

GLO BK 

6 P 6

1 51-26 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

fence line to the N by J. Walker 

1986

DNR RP in 5" W. Spruce - N 02 deg. E, 89.77'      

DNR RP in 3" W. Oak - N 41 deg. E, 40.50'           

DNR RP in 9" Balsam - S 56 deg. E, 72.64'

245884

1 51-26 NW
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Spruce stump - S 49 deg. E, 9.2'                  

10" Fir stump - N 65 deg. E, 13.85'  

Book 1, 

Page 110

1 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Tamarack - N 48 deg. E, 4.0'                                    

8" Birch - N 54 deg. W, 37.6'                          6" 

Birch - S 17 deg. E, 11.9'                           16" 

Yellow Pine - S 16 deg. W, 25.1'

GLO BK 

15, P 7

1 51-26 S 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 7.3' S of c/l E-W 

road on c/l trail to S by J. Walker 

1986

DNR RP in 8" N. Pine - 57.07' NE                         

DNR RP in 7" N. Pine - 72.27' SE                         

DNR RP in 15" J. Pine - 51.26' SW

245886

1 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Black Pine - N 42 deg. E, 25.7'                                    

13" White Pine - S 68 deg. E, 43.6'       

GLO BK 

15, P 22

1 51-26 SE

1 3/8" iron pipe set 20.5' W of c/l N-S 

ditch to S and 20' N of c/l E-W ditch to 

E by J. Walker 

1986
18' S of c/l E-W spoil pile N of ditch                     

14' E of c/l N-S spoil pile W of ditch
245882

1 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
16" Yellow Pine - N 01 deg. E, 1103.5'                                    

5" White Pine - N 02 deg. W, 1065.9' 

GLO BK 

6 P 5

1 51-26 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

c/l trail to N by J. Walker 

1986
DNR RP in Tele. Box - N 42 deg. W, 35.41'           

DNR RP in Power Pole - S 40 deg. W, 47.91'             
245885

1 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - N 01 deg. W, 433.6' (?)                                    

14" Black Pine - N 02 deg. E, 473.9' (?)      No 

other trees near for ties    

GLO BK 

15, P 21

1 51-26 W 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 57' E of c/l N-S 

road by lost methods by J. Walker 

1986

DNR RP in 22" Balsam - N 76 deg. W, 83.47'        

DNR RP in 3" W. Oak - S 13 deg. W, 23.15'          

DNR RP in 7" W. Pine - S 45 deg. W, 92.98'

245888

1 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - S 80 deg. W, 528.0'                                    

No other trees near      

GLO BK 

15, P 23

1 51-26
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of Section 1                              

Distance and Mag. Var. shown 

Book 1, 

Page 183

2 51-26 E 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 57' E of c/l N-S 

road by lost methods by J. Walker 

1986

DNR RP in 22" Balsam - N 76 deg. W, 83.47'        

DNR RP in 3" W. Oak - S 13 deg. W, 23.15'          

DNR RP in 7" W. Pine - S 45 deg. W, 92.98'

245888  

2 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - S 80 deg. W, 528.0'                                    

No other trees near      

GLO BK 

15, P 23

2 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 44 deg. W, 47.5'                                    

No other trees near for ties                   

GLO BK 

15, P 8

2 51-26 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

fence line to the N by J. Walker 

1986

DNR RP in 5" W. Spruce - N 02 deg. E, 89.77'     

DNR RP in 3" W. Oak - N 41 deg. E, 40.50'        

DNR RP in 9" Balsam - S 56 deg. E, 72.64'

245884

2 51-26 NE
New ties set for cor. By F.J. O'Hara,  

County Surveyor
1910

10" Spruce stump - S 49 deg. E, 9.2'                  

10" Fir stump - N 65 deg. E, 13.85' 

Book 1, 

Page 110
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2 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Tamarack - N 48 deg. E, 4.0'                                    

8" Birch - N 54 deg. W, 37.6'                          6" 

Birch - S 17 deg. E, 11.9'                           16" 

Yellow Pine - S 16 deg. W, 25.1'

GLO BK 

15, P 7

2 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 35 deg. E, 8.6'                                    

24" White Pine - N 79 deg. W, 13.2'                          

22" White Pine - S 54 deg. W, 19.1'                           

6" Maple - S 51 deg. E, 9.9'

GLO BK 

15, P 8

2 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - S 32 deg. W, 9.9'                                    

5" Birch - S 37 deg. E, 5.3'       

GLO BK 

15, P 34

2 51-26 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

c/l trail to N by J. Walker 

1986
DNR RP in Tele. Box - N 42 deg. W, 35.41'           

DNR RP in Power Pole - S 40 deg. W, 47.91'    
245885

2 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - N 01 deg. W, 433.6' (?)                                    

14" Black Pine - N 02 deg. E, 473.9' (?)      No 

other trees near for ties    

GLO BK 

15, P 21

2 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 49 deg. E, 16.5'                                    

4" Tamarack - N 59 deg. W, 11.9'                          

5" Tamarack - S 70 deg. E, 11.9'                           

4" Tamarack - S 31 deg. W, 7.9'

GLO BK 

15, P 33

2 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - S 37 deg. W, 4.0'                                    

6" Birch - S 26 deg. E, 17.2'       

GLO BK 

15, P 35

3 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - S 37 deg. W, 4.0'                                    

6" Birch - S 26 deg. E, 17.2'       

GLO BK 

15, P 35

3 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 80 deg. E, 21.1'                                    

6" Spruce - N 65 deg. W, 4.6'       

GLO BK 

15, P 9

3 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 35 deg. E, 8.6'                                    

24" White Pine - N 79 deg. W, 13.2'                          

22" White Pine - S 54 deg. W, 19.1'                           

6" Maple - S 51 deg. E, 9.9'

GLO BK 

15, P 8

3 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 58 deg. E, 7.9'                                    

7" Aspen - S 55 deg. E, 6.6'                          6" 

White Pine - S 45 deg. W, 11.9'                           

10" Fir - N 26 deg. W, 5.9'

GLO BK 

15, P 9

3 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Spruce - N 89 deg. E, 9.2'                                    

6" Spruce - S 89 deg. W, 8.6'                          

GLO BK 

15, P 45

3 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 49 deg. E, 16.5'                                    

4" Tamarack - N 59 deg. W, 11.9'                          

5" Tamarack - S 70 deg. E, 11.9'                           

4" Tamarack - S 31 deg. W, 7.9'

GLO BK 

15, P 33

3 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 30 deg. E, 9.9'                                    

4" White Pine - N 46 deg. W, 10.6'                          

8" Yellow Pine - S 87 deg. W, 12.5'                           

(?)" Tamarack - S 03 deg. W, 12.5'

GLO BK 

15, P 44

3 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" White Pine - S 25 deg. E, 4.6'                                    

8" Fir - N 36 deg. W, 5.9'       

GLO BK 

15, P 46

4 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" White Pine - S 25 deg. E, 4.6'                                    

8" Fir - N 36 deg. W, 5.9'       

GLO BK 

15, P 46

4 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 67 deg. W, 8.6'                                    

6" White Pine - S 33 deg. W, 11.2'                          

GLO BK 

15, P 10

4 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 58 deg. E, 7.9'                                    

7" Aspen - S 55 deg. E, 6.6'                          6" 

White Pine - S 45 deg. W, 11.9'                           

10" Fir - N 26 deg. W, 5.9'

GLO BK 

15, P 9

4 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 32 deg. E, 19.1'                                    

6" Birch - N 26 deg. W, 44.9'       

GLO BK 

15, P 10

4 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 37 deg. E, 3.39'                                    

6" Spruce - S 06 deg. (?), 9.9'       

GLO BK 

15, P 56
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4 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 30 deg. E, 9.9'                                    

4" White Pine - N 46 deg. W, 10.6'                          

8" Yellow Pine - S 87 deg. W, 12.5'                           

(?)" Tamarack - S 03 deg. W, 12.5'

GLO BK 

15, P 44

4 51-26 SW
1/2" iron pipe found in c/l E-W road by 

J. Walker 
1990

DNR RP in D. 2" Maple - N 07 deg. W, 24.41'       

DNR RP in D. 3" W. Oak - N 73 deg. E, 37.08'    

DNR RP in 10" Birch - S 10 deg. E, 14.83'

265723

4 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

24" Yellow Pine - (?) 68 deg. E, 23.8'                                    

24" White Pine - S 60 deg. (?), 23.8'                          

30" Yellow Pine - (?) 50 deg. W, 23.1'                           

5" Birch - S 62 deg. (?), 27.1'

GLO BK 

15, P 55

4 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 35 deg. E, 2.6'                                    

12" Aspen - N 42 deg. W, 25.1'       

GLO BK 

15, P 57

5 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Aspen - N 35 deg. E, 2.6'                                    

12" Aspen - N 42 deg. W, 25.1'       

GLO BK 

15, P 57

5 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 53 deg. W, 26.4'                                    

24" White Pine - S 81 deg. W, 23.8'                          

GLO BK 

15, P 11

5 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 32 deg. E, 19.1'                                    

6" Birch - N 26 deg. W, 44.9'       

GLO BK 

15, P 10

5 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Spruce - N 57 deg. W, 12.5'                                    

6" Spruce - N 38 deg. E, 14.5'                          

8" Spruce - N 74 deg. W, 11.9'                           

10" Spruce - S 56 deg. E, 23.8'

GLO BK 

15, P 1

5 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - S 20 deg. W, 13.9'                                   

No other trees in area to use for ties                  

GLO BK 

15, P 70

5 51-26 SE
1/2" iron pipe found in c/l E-W road by 

J. Walker 
1990

DNR RP in D. 2" Maple - N 07 deg. W, 24.41'        

DNR RP in D. 3" W. Oak - N 73 deg. E, 37.08'    

DNR RP in 10" Birch - S 10 deg. E, 14.83'

265723

5 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

24" Yellow Pine - (?) 68 deg. E, 23.8'                                    

24" White Pine - S 60 deg. (?), 23.8'                          

30" Yellow Pine - (?) 50 deg. W, 23.1'                           

5" Birch - S 62 deg. (?), 27.1'

GLO BK 

15, P 55

5 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

30" White Pine - S 72 deg. W, 7.3'                                    

20" White Pine - N 55 deg. W, 42.2'                          

30" White Pine - N 65 deg. W, 32.3'                           

36" White Pine - S 22 deg. E, 52.8'

GLO BK 

15, P 69

5 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Pine - N 71 deg. W, 16.5'                                    

14" Elm - S 85 deg. E, 26.4'       

GLO BK 

15, P 71

6 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Pine - N 71 deg. W, 16.5'                                    

14" Elm - S 85 deg. E, 26.4'       

GLO BK 

15, P 71

6 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" White Birch - S 45 deg. (?), 10.6'                                    

12" White Pine - N 66 deg. E, 16.5'                          

GLO BK 

15, P 12

6 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Spruce - N 57 deg. W, 12.5'                                    

6" Spruce - N 38 deg. E, 14.5'                          

8" Spruce - N 74 deg. W, 11.9'                           

10" Spruce - S 56 deg. E, 23.8'

GLO BK 

15, P 1

6 51-26 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Jack Pine – S 45 deg. W, 73.0'                       

8” Norway Pine – N 45 deg. W, 73.0'

Book 1, 

Page 378

6 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Spruce - N 19 deg. W, 4.6'                                    

9" Spruce - N 64 deg. E, 5.9'                          

10" White Pine - S 45 deg. E, 13.9'                           

10" White Pine - S 36 deg. W, 31.7'

GLO BK 

15, P 6

6 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" Aspen - S 20 deg. W, 9.2'                                    

4" Aspen - N 20 deg. W, 2.0'       

GLO BK 

15, P 72
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6 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

30" White Pine - S 72 deg. W, 7.3'                                    

20" White Pine - N 55 deg. W, 42.2'                          

30" White Pine - N 65 deg. W, 32.3'                           

36" White Pine - S 22 deg. E, 52.8'

GLO BK 

15, P 69

6 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 45 deg. E, 33.7'                                    

18" White Pine - N 21 deg. W, 25.1'                          

8" Fir - S 27 deg. E, 15.2'                           10" 

Birch - S 85 deg. W, 56.1'

GLO BK 

15, P 5

6 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Triple Maple - S 32 deg. W, 14.5'                                    

8" White Birch - S 44 deg. E, 7.9'                          

GLO BK 

15, P 6

6 51-26
Survey of W line of Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 378

7 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Pine - N 09 deg. W, 4.0'                                    

12" White Pine - N 50 deg. E, 7.9'       

GLO BK 

15, P 69

7 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" Aspen - S 20 deg. W, 9.2'                                    

4" Aspen - N 20 deg. W, 2.0'       

GLO BK 

15, P 72

7 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

30" White Pine - S 72 deg. W, 7.3'                                    

20" White Pine - N 55 deg. W, 42.2'                          

30" White Pine - N 65 deg. W, 32.3'                           

36" White Pine - S 22 deg. E, 52.8'

GLO BK 

15, P 69

7 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 45 deg. E, 33.7'                                    

18" White Pine - N 21 deg. W, 25.1'                          

8" Fir - S 27 deg. E, 15.2'                           10" 

Birch - S 85 deg. W, 56.1'

GLO BK 

15, P 5

7 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 75 deg. W, 7.3'                                    

30" White Pine - S 55 deg. W, 7.9'       

GLO BK 

15, P 63

7 51-26 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road 71' 

S of driveway to the W by J. Walker 

1990

DNR RP in 6" B. Oak - N 50 deg. E, 52.56'            

DNR RP in 6" Maple - N 41 deg. W, 38.99'           

SE Cor. garage - N 55 deg. W, 63.5'

265729

7 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 65 deg. E, 12.5'                                    

14" Aspen - N 15 deg. W, 16.5'                          

5" Birch - S 15 deg. E, 9.9'                           6" 

Black Ash - S 51 deg. W, 8.6'

GLO BK 

15, P 67

7 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 36 deg. E, 27.1'                                    

3" Tamarack - S 50 deg. E, 32.3'                          

3" Tamarack - N 23 deg. W, 23.1'                           

3" Tamarack - S 70 deg. W, 29.7'

GLO BK 

15, P 4

7 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 18 deg. E, 17.2'                                    

3" Tamarack - S 58 deg. W, 13.9'                          

GLO BK 

15, P 5

8 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 06 deg. (?), 11.9'                                    

10" Maple - (?) 65 deg. W, 24.4'       

GLO BK 

15, P 55

8 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - S 20 deg. W, 13.9'                                   

No other trees in area to use for ties                  

GLO BK 

15, P 70

8 51-26 NE
1/2" iron pipe found in c/l E-W road by 

J. Walker 
1990

DNR RP in D. 2" Maple - N 07 deg. W, 24.41'      

DNR RP in D. 3" W. Oak - N 73 deg. E, 37.08'      

DNR RP in 10" Birch - S 10 deg. E, 14.83'

265723

8 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

24" Yellow Pine - (?) 68 deg. E, 23.8'                                    

24" White Pine - S 60 deg. (?), 23.8'                          

30" Yellow Pine - (?) 50 deg. W, 23.1'                           

5" Birch - S 62 deg. (?), 27.1'

GLO BK 

15, P 55

8 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

30" White Pine - S 72 deg. W, 7.3'                                    

20" White Pine - N 55 deg. W, 42.2'                          

30" White Pine - N 65 deg. W, 32.3'                           

36" White Pine - S 22 deg. E, 52.8'

GLO BK 

15, P 69

8 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 67

8 51-26 SE
1 1/2" iron pipe set in swamp by lost 

methods by J. Walker 
1990 (No ties available) 265727
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8 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
Corner falls in dense Alder swamp - no trees 

near to use for ties

GLO BK 

15, P 53

8 51-26 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road 71' 

S of driveway to the W by J. Walker 

1990

DNR RP in 6" B. Oak - N 50 deg. E, 52.56'           

DNR RP in 6" Maple - N 41 deg. W, 38.99'            

SE Cor. garage - N 55 deg. W, 63.5'

265729

8 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 65 deg. E, 12.5'                                    

14" Aspen - N 15 deg. W, 16.5'                          

5" Birch - S 15 deg. E, 9.9'                           6" 

Black Ash - S 51 deg. W, 8.6'

GLO BK 

15, P 67

8 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Pine - N 09 deg. W, 4.0'                                    

12" White Pine - N 50 deg. E, 7.9'       

GLO BK 

15, P 69

9 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - (?) 34 deg. E, 6.6'                                    

5" Tamarack - (?) 54 deg. W, 11.2'                          

GLO BK 

15, P 44

9 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 37 deg. E, 3.39'                                    

6" Spruce - S 06 deg. (?), 9.9'       

GLO BK 

15, P 56

9 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 30 deg. E, 9.9'                                    

4" White Pine - N 46 deg. W, 10.6'                          

8" Yellow Pine - S 87 deg. W, 12.5'                           

(?)" Tamarack - S 03 deg. W, 12.5'

GLO BK 

15, P 44

9 51-26 NW
1/2" iron pipe found in c/l E-W road by 

J. Walker 
1990

DNR RP in D. 2" Maple - N 07 deg. W, 24.41'       

DNR RP in D. 3" W. Oak - N 73 deg. E, 37.08'    

DNR RP in 10" Birch - S 10 deg. E, 14.83'

265723

9 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

24" Yellow Pine - (?) 68 deg. E, 23.8'                                    

24" White Pine - S 60 deg. (?), 23.8'                          

30" Yellow Pine - (?) 50 deg. W, 23.1'                           

5" Birch - S 62 deg. (?), 27.1'

GLO BK 

15, P 55

9 51-26 S 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in woods by lost 

methods by J. Walker 

1990

DNR RP in 7" Ash - N 34 deg. W, 63.22'                

DNR RP in 9" Ash - N 08 deg. W, 63.38'             

DNR RP in Tr. 6" Ash - N 10 deg. E, 47.87'

265724

9 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Fir - (?) 85 deg. E, 9.2'                                    

6" Fir - S 65 deg. (?), 5.3'       

GLO BK 

15, P 54

9 51-26 SE
1 1/4" iron pipe set in woods at old 

square pine post location by J. Walker 
1990

DNR RP in 8" Tamarack - N 75 deg. E, 19.25'        

NR RP in 17" W. Pine - S 40 deg. E, 39.03'           

DNR RP in 9" Maple - S 27 deg. W, 31.35'

265725

9 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Tamarack - N 52 deg. E, 7.9'                                    

12" Tamarack - S 41 deg. W, 8.6'                          

6" Spruce - S 41 deg. W, 18.5'                           

3" Birch - S 31 deg. E, 21.1'

GLO BK 

15, P 42

9 51-26 SW
1 1/2" iron pipe set in swamp by lost 

methods by J. Walker 
1990 (No ties available) 265727

9 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
Corner falls in dense Alder swamp - no trees 

near to use for ties

GLO BK 

15, P 53

9 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 06 deg. (?), 11.9'                                    

10" Maple - (?) 65 deg. W, 24.4'       

GLO BK 

15, P 55

10 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 60 deg. W, 16.5'                                    

10" Black Pine - N 67 deg. E, 13.2'       

GLO BK 

15, P 33

10 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Spruce - N 89 deg. E, 9.2'                                    

6" Spruce - S 89 deg. W, 8.6'                          

GLO BK 

15, P 45

10 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 49 deg. E, 16.5'                                    

4" Tamarack - N 59 deg. W, 11.9'                          

5" Tamarack - S 70 deg. E, 11.9'                           

4" Tamarack - S 31 deg. W, 7.9'

GLO BK 

15, P 33
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10 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" White Pine - N 30 deg. E, 9.9'                                    

4" White Pine - N 46 deg. W, 10.6'                          

8" Yellow Pine - S 87 deg. W, 12.5'                           

(?)" Tamarack - S 03 deg. W, 12.5'

GLO BK 

15, P 44

10 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 83 deg. E, 7.3'                                    

4" Birch - N 05 deg. W, 4.6'                          

GLO BK 

15, P 43

10 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Tamarack - N 59 deg. E, 2.6'                                    

8" Spruce - N 30 deg. W, 2.6'                          

8" Spruce - S 43 deg. E, 2.6'                           

12" Spruce - S 10 deg. W, 2.6'

GLO BK 

15, P 31

10 51-26 SW
1 1/4" iron pipe set in woods at old 

square pine post location by J. Walker 
1990

DNR RP in 8" Tamarack - N 75 deg. E, 19.25'       

DNR RP in 17" W. Pine - S 40 deg. E, 39.03'       

DNR RP in 9" Maple - S 27 deg. W, 31.35'

265725

10 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Tamarack - N 52 deg. E, 7.9'                                    

12" Tamarack - S 41 deg. W, 8.6'                          

6" Spruce - S 41 deg. W, 18.5'                           

3" Birch - S 31 deg. E, 21.1'

GLO BK 

15, P 42

10 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - (?) 34 deg. E, 6.6'                                    

5" Tamarack - (?) 54 deg. W, 11.2'                          

GLO BK 

15, P 44

11 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - S 55 deg. W, 6.6'                                    

5" Birch - N 66 deg. E, 7.3'       

GLO BK 

15, P 21

11 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - S 32 deg. W, 9.9'                                    

5" Birch - S 37 deg. E, 5.3'       

GLO BK 

15, P 34

11 51-26 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

c/l trail to N by J. Walker 

1986
DNR RP in Tele. Box - N 42 deg. W, 35.41'          

DNR RP in Power Pole - S 40 deg. W, 47.91'             
245885

11 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - N 01 deg. W, 433.6' (?)                                    

14" Black Pine - N 02 deg. E, 473.9' (?)      No 

other trees near for ties    

GLO BK 

15, P 21

11 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 49 deg. E, 16.5'                                    

4" Tamarack - N 59 deg. W, 11.9'                          

5" Tamarack - S 70 deg. E, 11.9'                           

4" Tamarack - S 31 deg. W, 7.9'

GLO BK 

15, P 33

11 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 31 deg. E, 33.7'                                    

10" Black Pine - S 07 deg. E, 31.0'       

GLO BK 

15, P 32

11 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 03 deg. E, 60.1'                                    

6" Black Pine - N 26 deg. W, 34.3'                          

18" Yellow Pine - S 06 deg. E, 116.8'                           

12" Aspen - S 07 deg. W, 79.2'

GLO BK 

15, P 19

11 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Tamarack - N 59 deg. E, 2.6'                                    

8" Spruce - N 30 deg. W, 2.6'                          

8" Spruce - S 43 deg. E, 2.6'                           

12" Spruce - S 10 deg. W, 2.6'

GLO BK 

15, P 31

11 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 60 deg. W, 16.5'                                    

10" Black Pine - N 67 deg. E, 13.2'       

GLO BK 

15, P 33

12 51-26  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn of Sec.-set mon. at 1/16th 

cors. Distances and angles shown

Book 1,  

Page 304

12 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 5

12 51-26 N 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 7.3' S of c/l E-W 

road on c/l trail to S by J. Walker 

1986

DNR RP in 8" N. Pine - 57.07' NE                         

DNR RP in 7" N. Pine - 72.27' SE                         

DNR RP in 15" J. Pine - 51.26' SW

245886

12 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Black Pine - N 42 deg. E, 25.7'                                    

13" White Pine - S 68 deg. E, 43.6'       

GLO BK 

15, P 22

12 51-26 NE

1 3/8" iron pipe set 20.5' W of c/l N-S 

ditch to S and 20' N of c/l E-W ditch to 

E by J. Walker 

1986
18' S of c/l E-W spoil pile N of ditch                        

14' E of c/l N-S spoil pile W of ditch
245882
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12 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
16" Yellow Pine - N 01 deg. E, 1103.5'                                    

5" White Pine - N 02 deg. W, 1065.9' 

GLO BK 

6 P 5

12 51-26 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

c/l trail to N by J. Walker 

1986
DNR RP in Tele. Box - N 42 deg. W, 35.41'           

DNR RP in Power Pole - S 40 deg. W, 47.91'             
245885

12 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - N 01 deg. W, 433.6' (?)                                    

14" Black Pine - N 02 deg. E, 473.9' (?)      No 

other trees near for ties    

GLO BK 

15, P 21

12 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 no trees near to use for ties
GLO BK 

15, P 20

12 51-26 SE

1 1/2" iron pipe set in c/l drainage 

ditch in middle of curve from W to N 

by J. Walker 

1986

DNR RP in 11" J. Pine - N 33 deg. W, 42.45'        

DNR RP in 16" J. Pine - S 20 deg. E, 12.39'         

DNR RP in 13" J. Pine - S 35 deg. W, 58.60'

245881

12 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

12 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 03 deg. E, 60.1'                                    

6" Black Pine - N 26 deg. W, 34.3'                          

18" Yellow Pine - S 06 deg. E, 116.8'                           

12" Aspen - S 07 deg. W, 79.2'

GLO BK 

15, P 19

12 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - S 55 deg. W, 6.6'                                    

5" Birch - N 66 deg. E, 7.3'       

GLO BK 

15, P 21

13 51-26  
Subdivision of Section by Fred Heuer, 

County Surveyor 
1920

Complete Brkdwn of Sec.-set mon. at 1/16th 

cors. Distances and angles shown

Book 1,  

Page 305

13 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

13 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 no trees near to use for ties
GLO BK 

15, P 20

13 51-26 NE

1 1/2" iron pipe set in c/l drainage 

ditch in middle of curve from W to N 

by J. Walker 

1986

DNR RP in 11" J. Pine - N 33 deg. W, 42.45'       

DNR RP in 16" J. Pine - S 20 deg. E, 12.39'         

DNR RP in 13" J. Pine - S 35 deg. W, 58.60'

245881

13 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 4

13 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Tamarack - N 59 deg. E, 2.6'                                    

8" Spruce - N 30 deg. W, 2.6'                          

8" Spruce - S 43 deg. E, 2.6'                           

12" Spruce - S 10 deg. W, 2.6'

GLO BK 

15, P 31

13 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 03 deg. E, 60.1'                                    

6" Black Pine - N 26 deg. W, 34.3'                          

18" Yellow Pine - S 06 deg. E, 116.8'                           

12" Aspen - S 07 deg. W, 79.2'

GLO BK 

15, P 19

13 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 43 deg. W, 1.3'                                    

8" Black Pine - S 67 deg. E, 7.3'       

GLO BK 

15, P 18

13 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 55 deg. W, 4.0'                                    

5" Aspen - N 86 deg. E, 14.5'                          

5" Spruce - S 55 deg. W, 33.0'                                  

5" White Pine - S 47 deg. E, 23.1' 

GLO BK 

6 P 3

13 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 06 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                           

10" Black Pine - S 32 deg. E, 12.5'

GLO BK 

15, P 17

13 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 58 deg. E, 42.9'                                    

10" Black Pine - N 65 deg. W, 11.9'       

GLO BK 

15, P 19

14 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 58 deg. E, 42.9'                                    

10" Black Pine - N 65 deg. W, 11.9'       

GLO BK 

15, P 19
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14 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 31 deg. E, 33.7'                                    

10" Black Pine - S 07 deg. E, 31.0'       

GLO BK 

15, P 32

14 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 03 deg. E, 60.1'                                    

6" Black Pine - N 26 deg. W, 34.3'                          

18" Yellow Pine - S 06 deg. E, 116.8'                           

12" Aspen - S 07 deg. W, 79.2'

GLO BK 

15, P 19

14 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Tamarack - N 59 deg. E, 2.6'                                    

8" Spruce - N 30 deg. W, 2.6'                          

8" Spruce - S 43 deg. E, 2.6'                           

12" Spruce - S 10 deg. W, 2.6'

GLO BK 

15, P 31

14 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Yellow Pine - N 82 deg. E, 233.0'                                    

8" Black Pine - S 80 deg. W, 184.8'       

GLO BK 

15, P 30

14 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 06 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                           

10" Black Pine - S 32 deg. E, 12.5'

GLO BK 

15, P 17

14 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Black Pine - S 70 deg. W, 63.4'                                     

10" Black Pine - N 84 deg. W, 88.4'                          

12" Black Pine - N 48 deg. E, 186.8'

GLO BK 

15, P 29

14 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
9" Black Pine - S 46 deg. E, 2.7'                                    

6" Black Pine - N 86 deg. W, 15.2'       

GLO BK 

15, P 31

15 51-26  

3 Tract Surveys in NE1/4-SE1/4  of 

Section by Don Mellem, County 

Surveyor 

1960
Are on W side of T.H. 169                         

Bearings and Distances shown

Book 1, 

Page 527

15 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
9" Black Pine - S 46 deg. E, 2.7'                                    

6" Black Pine - N 86 deg. W, 15.2'       

GLO BK 

15, P 31

15 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 83 deg. E, 7.3'                                    

4" Birch - N 05 deg. W, 4.6'                          

GLO BK 

15, P 43

15 51-26 NW
1 1/4" iron pipe set in woods at old 

square pine post location by J. Walker 
1990

DNR RP in 8" Tamarack - N 75 deg. E, 19.25'      

DNR RP in 17" W. Pine - S 40 deg. E, 39.03'       

DNR RP in 9" Maple - S 27 deg. W, 31.35'

265725

15 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Tamarack - N 52 deg. E, 7.9'                                    

12" Tamarack - S 41 deg. W, 8.6'                          

6" Spruce - S 41 deg. W, 18.5'                           

3" Birch - S 31 deg. E, 21.1'

GLO BK 

15, P 42

15 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 86 deg. (?), 30.4'                                    

5" Aspen - N 86 deg. (?), 27.1'                          

GLO BK 

15, P 41

15 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Black Pine - S 70 deg. W, 63.4'                                     

10" Black Pine - N 84 deg. W, 88.4'                          

12" Black Pine - N 48 deg. E, 186.8'

GLO BK 

15, P 29

15 51-26 SW

1/2" iron pipe found 33' N of c/l E-W 

road at fence line to the N by J. 

Walker 

1990

CFP - N 00 deg. E, 10.00'                                     

DNR RP in 2" Balsam - N 20 deg. E, 31.27'           

DNR RP in 8" N. Pine - N 80 deg. E, 64.37'

265732

15 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 26 deg. W, 6.6'                                    

4" Tamarack - N 77 deg. E, 11.9'                          

3" Tamarack - S 33 deg. E, 9.2'                           

5" Tamarack - S 76 deg. W, 5.3'

GLO BK 

15, P 40

15 51-26 W 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set NW of road 

intersection by J. Walker 

1990

DNR RP in 10" N. Pine - N 13 deg. W, 14.53'      

DNR RP in Guard Post - N 84 deg. E, 35.47'     

c/l-c/l road intersection - S 32 deg. E, 55.5'

265726

15 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 07 deg. W, 18.5'                                    

20" Yellow Pine - N 16 deg. E, 9.9'       

GLO BK 

15, P 42

16 51-26 E 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set NW of road 

intersection  by J. Walker 

1990

DNR RP in 10" N. Pine - N 13 deg. W, 14.53'       

DNR RP in Guard Post - N 84 deg. E, 35.47'         

c/l-c/l road intersection - S 32 deg. E, 55.5'

265726
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16 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 07 deg. W, 18.5'                                    

20" Yellow Pine - N 16 deg. E, 9.9'       

GLO BK 

15, P 42

16 51-26 N 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in woods by lost 

methods by J. Walker 

1990

DNR RP in 7" Ash - N 34 deg. W, 63.22'              

DNR RP in 9" Ash - N 08 deg. W, 63.38'             

DNR RP in Tr. 6" Ash - N 10 deg. E, 47.87'

265724

16 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Fir - (?) 85 deg. E, 9.2'                                    

6" Fir - S 65 deg. (?), 5.3'       

GLO BK 

15, P 54

16 51-26 NE
1 1/4" iron pipe set in woods at old 

square pine post location by J. Walker 
1990

DNR RP in 8" Tamarack - N 75 deg. E, 19.25'        

DNR RP in 17" W. Pine - S 40 deg. E, 39.03'       

DNR RP in 9" Maple - S 27 deg. W, 31.35'

265725

16 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Tamarack - N 52 deg. E, 7.9'                                    

12" Tamarack - S 41 deg. W, 8.6'                          

6" Spruce - S 41 deg. W, 18.5'                           

3" Birch - S 31 deg. E, 21.1'

GLO BK 

15, P 42

16 51-26 NW
1 1/2" iron pipe set in swamp by lost 

methods by J. Walker 
1990 (No ties available) 265727

16 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
Corner falls in dense Alder swamp - no trees 

near to use for ties

GLO BK 

15, P 53

16 51-26 S 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 20.3' N of c/l E-W 

road by lost methods by J. Walker 

1990

DNR RP in 10" Maple - N 02 deg. W, 102.19'       

DNR RP in Trp. 5" Maple - N 33 deg. E, 77.19'    

DNR RP in Power pole - S 44 deg. E, 76.94'

265733

16 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Birch - S 37 deg. W, 3.3'                                    

8" Aspen - S 35 deg. W, 7.9'       

GLO BK 

15, P 52

16 51-26 SE

1/2" iron pipe found 33' N of c/l E-W 

road at fence line to the N by J. 

Walker 

1990

CFP - N 00 deg. E, 10.00'                                       

DNR RP in 2" Balsam - N 20 deg. E, 31.27'           

DNR RP in 8" N. Pine - N 80 deg. E, 64.37'

265732

16 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 26 deg. W, 6.6'                                    

4" Tamarack - N 77 deg. E, 11.9'                          

3" Tamarack - S 33 deg. E, 9.2'                           

5" Tamarack - S 76 deg. W, 5.3'

GLO BK 

15, P 40

16 51-26 SW

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set 10' N of c/l E-W road 4.5' 

W of c/l approach on N by J. Walker 

1990

SE Cor. garage - N 19 deg. W, 66.28'                  

DNR RP in Power Pole - S 11 deg. W, 47.39'      

20d Nail in Tele. Box - N 66 deg. W, 58.40' 

265731

16 51-26 SW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

10” W. Pine - N 45 deg E, 62.0'                             

10” Tamarack - S 45 deg E, 57.0'

Book 1, 

Page 249

16 51-26 W 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in woods by lost 

methods by J. Walker 

1990

DNR RP in 6" W. Oak - N 15 deg. W, 79.36'         

DNR RP in 8" W. Oak - N 89 deg. E, 89.47'          

DNR RP in 15" Balsam - S 24 deg. W, 83.83'

265728

16 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - (?) 69 deg. E, 21.8'                                    

12" White Pine - (?) 36 deg. W, 24.4'       

GLO BK 

15, P 53

17 51-26 E 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set in woods by lost 

methods by J. Walker 

1990

DNR RP in 6" W. Oak - N 15 deg. W, 79.36'        

DNR RP in 8" W. Oak - N 89 deg. E, 89.47'          

DNR RP in 15" Balsam - S 24 deg. W, 83.83'

265728

17 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - (?) 69 deg. E, 21.8'                                    

12" White Pine - (?) 36 deg. W, 24.4'       

GLO BK 

15, P 53

17 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 No trees near to use for ties
GLO BK 

15, P 67

17 51-26 NE
1 1/2" iron pipe set in swamp by lost 

methods by J. Walker 
1990 (No ties available) 265727

17 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
Corner falls in dense Alder swamp - no trees 

near to use for ties

GLO BK 

15, P 53
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17 51-26 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road 71' 

S of driveway to the W by J. Walker 

1990

DNR RP in 6" B. Oak - N 50 deg. E, 52.56'           

DNR RP in 6" Maple - N 41 deg. W, 38.99'             

SE Cor. garage - N 55 deg. W, 63.5'

265729

17 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 65 deg. E, 12.5'                                    

14" Aspen - N 15 deg. W, 16.5'                          

5" Birch - S 15 deg. E, 9.9'                           6" 

Black Ash - S 51 deg. W, 8.6'

GLO BK 

15, P 67

17 51-26 S 1/4
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

16” Pine stump - N 45 deg W, 27.0                      

8” Birch stump - N 45 deg W, 8.4'

Book 1, 

Page 249

17 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Oak - N 55 deg. E, 4.0'                                    

8" Birch - S 10 deg. E, 13.2'       

GLO BK 

15, P 65

17 51-26 SE

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set 10' N of c/l E-W road 4.5' 

W of c/l approach on N by J. Walker 

1990

SE Cor. garage - N 19 deg. W, 66.28'                   

DNR RP in Power Pole - S 11 deg. W, 47.39'      

20d Nail in Tele. Box - N 66 deg. W, 58.40' 

265731

17 51-26 SE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

10” W. Pine - N 45 deg E, 62.0'                             

10” Tamarack - S 45 deg E, 57.0'

Book 1, 

Page 249

17 51-26 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 1.7' W of c/l N-S 

road at old fence line to E by J. 

Walker 

1990
DNR RP in Power Pole - S 42 deg. E, 62.48'       

20d spk in Power Pole - N 61 deg. W, 38.91'             
265730

17 51-26 SW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

Tele. Pole - N 45 deg E, 58.2'                               

Tele. Pole - S 45 deg E, 114.5'

Book 1, 

Page 249

17 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 07 deg. E, 26.4'                                    

6" Tamarack - S 55 deg. W, 36.3'                   

No other trees near                      

GLO BK 

15, P 64

17 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Fir - N 55 deg. E, 27.7'                                    

9" Fir - S 78 deg. W, 16.5'       

GLO BK 

15, P 66

18 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Fir - N 55 deg. E, 27.7'                                    

9" Fir - S 78 deg. W, 16.5'       

GLO BK 

15, P 66

18 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 75 deg. W, 7.3'                                    

30" White Pine - S 55 deg. W, 7.9'       

GLO BK 

15, P 63

18 51-26 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road 71' 

S of driveway to the W by J. Walker 

1990

DNR RP in 6" B. Oak - N 50 deg. E, 52.56'         

DNR RP in 6" Maple - N 41 deg. W, 38.99'             

SE Cor. garage - N 55 deg. W, 63.5'

265729

18 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 65 deg. E, 12.5'                                    

14" Aspen - N 15 deg. W, 16.5'                          

5" Birch - S 15 deg. E, 9.9'                           6" 

Black Ash - S 51 deg. W, 8.6'

GLO BK 

15, P 67

18 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 36 deg. E, 27.1'                                    

3" Tamarack - S 50 deg. E, 32.3'                          

3" Tamarack - N 23 deg. W, 23.1'                           

3" Tamarack - S 70 deg. W, 29.7'

GLO BK 

15, P 4

18 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 56 deg. W, 4.0'                                    

8" Aspen - N 71 deg. E, 13.2'       

GLO BK 

15, P 66

18 51-26 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 1.7' W of c/l N-S 

road at old fence line to E by J. 

Walker 

1990
DNR RP in Power Pole - S 42 deg. E, 62.48'      

20d spk in Power Pole - N 61 deg. W, 38.91'             
265730

18 51-26 SE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

Tele. Pole - N 45 deg E, 58.2'                               

Tele. Pole - S 45 deg E, 114.5'

Book 1, 

Page 249

18 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 07 deg. E, 26.4'                                    

6" Tamarack - S 55 deg. W, 36.3'                   

No other trees near                      

GLO BK 

15, P 64

18 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - N 41 deg. E, 2.6'                                    

8" Tamarack - N 07 deg. W, 24.4'                          

5" Tamarack - S 55 deg. E, 15.8'                           

9" Tamarack - S 62 deg. W, 19.1'

GLO BK 

15, P 3
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18 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Birch - N 44 deg. W, 3.3'                                    

24" White Pine - S 69 deg. E, 28.4'                          

GLO BK 

15, P 4

19 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on E-W 1/4 line of Section                       

Distance and Mag. Var. stated

Book 2, 

Page 109

19 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Basswood - N 22 deg. E, 17.2'                                    

12" Oak - S 38 deg. W, 18.5'       

GLO BK 

15, P 64

19 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 56 deg. W, 4.0'                                    

8" Aspen - N 71 deg. E, 13.2'       

GLO BK 

15, P 66

19 51-26 NE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 1.7' W of c/l N-S 

road at old fence line to E by J. 

Walker 

1990
DNR RP in Power Pole - S 42 deg. E, 62.48'        

20d spk in Power Pole - N 61 deg. W, 38.91'             
265730

19 51-26 NE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

Tele. Pole - N 45 deg E, 58.2'                               

Tele. Pole - S 45 deg E, 114.5'

Book 1, 

Page 249

19 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 07 deg. E, 26.4'                                    

6" Tamarack - S 55 deg. W, 36.3'                   

No other trees near                      

GLO BK 

15, P 64

19 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - N 41 deg. E, 2.6'                                    

8" Tamarack - N 07 deg. W, 24.4'                          

5" Tamarack - S 55 deg. E, 15.8'                           

9" Tamarack - S 62 deg. W, 19.1'

GLO BK 

15, P 3

19 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 44 deg. E, 20.5'                                    

8" White Pine - S 46 deg. W, 21.8'       

GLO BK 

15, P 63

19 51-26 SE
1" iron pin set on c/l N-S road by T. 

Betley
1993

Power Pole - N 31 deg. E, 61.21'                          

8" Aspen - S 87 deg. E, 57.52'                              

5" Aspen - S 57 deg. E, 67.90'

283407

19 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 27 deg. E, 8.6'                                    

10" White Oak - N 05 deg. W, 12.5'                          

20" White Pine - S 04 deg. E, 31.7'                           

16" White Pine - S 41 deg. W, 18.5'

GLO BK 

15, P 61

19 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - S 03 deg. E, 65.3'                                    

14" Aspen - S 45 deg. W, 47.5'                           

No other trees near                    

GLO BK 

15, P 2

19 51-26 W 1/4

Marked 1 of quad. Birch as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868 2 other Birch in quad. Marked as B.T.s
GLO BK 

15, P 3

20 51-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1917

Subd. Section and set 1/16th cors. Shows RR       

Distances and Mag. Var. stated

Book 1,  

Page 249

20 51-26 E 1/4
Set 1 1/4“ iron pipe and took new tie 

by H. D Keath, County Surveyor 
1917 24” Pine stump - S 45 deg W, 6.0                      

Book 1, 

Page 249

20 51-26 N 1/4
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

16” Pine stump - N 45 deg W, 27.0                      

8” Birch stump - N 45 deg W, 8.4'

Book 1, 

Page 249

20 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Oak - N 55 deg. E, 4.0'                                    

8" Birch - S 10 deg. E, 13.2'       

GLO BK 

15, P 65

20 51-26 NE

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set 10' N of c/l E-W road 4.5' 

W of c/l approach on N by J. Walker 

1990

SE Cor. garage - N 19 deg. W, 66.28'                  

DNR RP in Power Pole - S 11 deg. W, 47.39'   

20d Nail in Tele. Box - N 66 deg. W, 58.40' 

265731

20 51-26 NE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

10” W. Pine - N 45 deg E, 62.0'                             

10” Tamarack - S 45 deg E, 57.0'

Book 1, 

Page 249

20 51-26 NW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 1.7' W of c/l N-S 

road at old fence line to E by J. 

Walker 

1990
DNR RP in Power Pole - S 42 deg. E, 62.48'        

20d spk in Power Pole - N 61 deg. W, 38.91'  
265730

20 51-26 NW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

Tele. Pole - N 45 deg E, 58.2'                               

Tele. Pole - S 45 deg E, 114.5'

Book 1, 

Page 249

20 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 07 deg. E, 26.4'                                    

6" Tamarack - S 55 deg. W, 36.3'                   

No other trees near                      

GLO BK 

15, P 64
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20 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Aspen - S 79 deg. W, 4.6'                                    

20" White Pine - N 60 deg. W, 2.0'       

GLO BK 

15, P 62

20 51-26 SE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

15” Pine stump - S 23 deg E, 53.0                      

14” Pine stump - N 35 deg W, 51.2'

Book 1, 

Page 249

20 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 33 deg. E, 9.9'                                    

14" White Pine - N 02 deg. W, 22.4'                          

18" White Pine - S 41 deg. W, 9.9'                           

10" White Pine - S 37 deg. E, 15.8'

GLO BK 

15, P 49

20 51-26 SW
1" iron pin set on c/l N-S road by T. 

Betley
1993

Power Pole - N 31 deg. E, 61.21'                          

8" Aspen - S 87 deg. E, 57.52'                              

5" Aspen - S 57 deg. E, 67.90'

283407

20 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 27 deg. E, 8.6'                                    

10" White Oak - N 05 deg. W, 12.5'                          

20" White Pine - S 04 deg. E, 31.7'                           

16" White Pine - S 41 deg. W, 18.5'

GLO BK 

15, P 61

20 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Basswood - N 22 deg. E, 17.2'                                    

12" Oak - S 38 deg. W, 18.5'       

GLO BK 

15, P 64

21 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 31 deg. W, 2.6'                                    

6" Tamarack - S 37 deg. E, 7.3'                          

GLO BK 

15, P 40

21 51-26 N 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set 20.3' N of c/l E-W 

road by lost methods by J. Walker 

1990

DNR RP in 10" Maple - N 02 deg. W, 102.19'     

DNR RP in Trp. 5" Maple - N 33 deg. E, 77.19'   

DNR RP in Power pole - S 44 deg. E, 76.94'

265733

21 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Birch - S 37 deg. W, 3.3'                                    

8" Aspen - S 35 deg. W, 7.9'       

GLO BK 

15, P 52

21 51-26 NE

1/2" iron pipe found 33' N of c/l E-W 

road at fence line to the N by J. 

Walker 

1990

CFP - N 00 deg. E, 10.00'                                     

DNR RP in 2" Balsam - N 20 deg. E, 31.27'            

DNR RP in 8" N. Pine - N 80 deg. E, 64.37'

265732

21 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 26 deg. W, 6.6'                                    

4" Tamarack - N 77 deg. E, 11.9'                          

3" Tamarack - S 33 deg. E, 9.2'                           

5" Tamarack - S 76 deg. W, 5.3'

GLO BK 

15, P 40

21 51-26 NW

1 1/4"x1 1/4" tube w/"DNR Survey 

Marker" set 10' N of c/l E-W road 4.5' 

W of c/l approach on N by J. Walker 

1990

SE Cor. garage - N 19 deg. W, 66.28'                   

DNR RP in Power Pole - S 11 deg. W, 47.39'      

20d Nail in Tele. Box - N 66 deg. W, 58.40' 

265731

21 51-26 NW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

10” W. Pine - N 45 deg E, 62.0'                             

10” Tamarack - S 45 deg E, 57.0'

Book 1, 

Page 249

21 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 81 deg. E, 21.8'                                    

20" White Pine - N 27 deg. W, 11.2'                          

12" White Pine - S 61 deg. E, 22.4'                           

20" Yellow Pine - S 15 deg. W, 12.5'

GLO BK 

15, P 38

21 51-26 SW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

15” Pine stump - S 23 deg E, 53.0                      

14” Pine stump - N 35 deg W, 51.2'

Book 1, 

Page 249

21 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 33 deg. E, 9.9'                                    

14" White Pine - N 02 deg. W, 22.4'                          

18" White Pine - S 41 deg. W, 9.9'                           

10" White Pine - S 37 deg. E, 15.8'

GLO BK 

15, P 49

21 51-26 W 1/4
Set 1 1/4“ iron pipe and took new tie 

by H. D Keath, County Surveyor 
1917 24” Pine stump - S 45 deg W, 6.0                      

Book 1, 

Page 249

22 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 65 deg. W, 7.9'                                    

6" Tamarack - N 47 deg. E, 4.0'                          

GLO BK 

15, P 29

22 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 86 deg. (?), 30.4'                                    

5" Aspen - N 86 deg. (?), 27.1'                          

GLO BK 

15, P 41

22 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Black Pine - S 70 deg. W, 63.4'                                     

10" Black Pine - N 84 deg. W, 88.4'                          

12" Black Pine - N 48 deg. E, 186.8'

GLO BK 

15, P 29

22 51-26 NW

1/2" iron pipe found 33' N of c/l E-W 

road at fence line to the N by J. 

Walker 

1990

CFP - N 00 deg. E, 10.00'                                 

DNR RP in 2" Balsam - N 20 deg. E, 31.27'          

DNR RP in 8" N. Pine - N 80 deg. E, 64.37'

265732
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22 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" Tamarack - N 26 deg. W, 6.6'                                    

4" Tamarack - N 77 deg. E, 11.9'                          

3" Tamarack - S 33 deg. E, 9.2'                           

5" Tamarack - S 76 deg. W, 5.3'

GLO BK 

15, P 40

22 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 30 deg. W, (?)                                    

4" Tamarack - S 26 deg. W, (?)                          

GLO BK 

15, P 39

22 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

13" White Oak - N 47 deg. W, 14.5'                                    

6" White Oak - S 76 deg. E, 9.2'                          

4" White Oak - N 64 deg. E, 16.5'                           

3" Fir - S 58 deg. W, 8.6'

GLO BK 

15, P 26

22 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 81 deg. E, 21.8'                                    

20" White Pine - N 27 deg. W, 11.2'                          

12" White Pine - S 61 deg. E, 22.4'                           

20" Yellow Pine - S 15 deg. W, 12.5'

GLO BK 

15, P 38

22 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 31 deg. W, 2.6'                                    

6" Tamarack - S 37 deg. E, 7.3'                          

GLO BK 

15, P 40

23 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on E line of SE ¼  Section              

Distance and Mag. Var. statedand W

Book 2, 

Page 109

23 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 61 deg. E, 3.3'                                    

5" Spruce - S 32 deg. W, 4.0'       

GLO BK 

15, P 17

23 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Yellow Pine - N 82 deg. E, 233.0'                                    

8" Black Pine - S 80 deg. W, 184.8'       

GLO BK 

15, P 30

23 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 06 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                           

10" Black Pine - S 32 deg. E, 12.5'

GLO BK 

15, P 17

23 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Black Pine - S 70 deg. W, 63.4'                                     

10" Black Pine - N 84 deg. W, 88.4'                          

12" Black Pine - N 48 deg. E, 186.8'

GLO BK 

15, P 29

23 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 no trees near to use for ties
GLO BK 

15, P 27

23 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. W, 8.6'                                    

8" Fir - S 14 deg. E, 20.5'                          10" 

Elm - S 70 deg. W, 11.9'                           12" 

Aspen - N 70 deg. E, 19.8'

GLO BK 

15, P 15

23 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

13" White Oak - N 47 deg. W, 14.5'                                    

6" White Oak - S 76 deg. E, 9.2'                          

4" White Oak - N 64 deg. E, 16.5'                           

3" Fir - S 58 deg. W, 8.6'

GLO BK 

15, P 26

23 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 65 deg. W, 7.9'                                    

6" Tamarack - N 47 deg. E, 4.0'                          

GLO BK 

15, P 29

24 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on E-W 1/4 and W line of SW ¼  

Section  Distance and Mag. Var. statedand W

Book 2, 

Page 109

24 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Yellow Pine - N 23 deg. E, 7.3'                                    

8" Aspen - N 41 deg. W, 11.9'                          

GLO BK 

6 P 3

24 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Black Pine - N 43 deg. W, 1.3'                                    

8" Black Pine - S 67 deg. E, 7.3'       

GLO BK 

15, P 18

24 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Spruce - N 55 deg. W, 4.0'                                    

5" Aspen - N 86 deg. E, 14.5'                          

5" Spruce - S 55 deg. W, 33.0'                                  

5" White Pine - S 47 deg. E, 23.1' 

GLO BK 

6 P 3

24 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

12" Spruce - N 06 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                           

10" Black Pine - S 32 deg. E, 12.5'

GLO BK 

15, P 17
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24 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - S 80 deg. W, 11.2'                                    

3" Birch - N 83 deg. E, 3.3'       

GLO BK 

15, P 16

24 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

14" Aspen - N 12 deg. W, 8.6'                                    

14" Aspen - N 27 deg. E, 15.8'                          

12" Aspen - S 13 deg. W, 9.9'                                  

12" Aspen - S 19 deg. E, 25.1' 

GLO BK 

6 P 2

24 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. W, 8.6'                                    

8" Fir - S 14 deg. E, 20.5'                          10" 

Elm - S 70 deg. W, 11.9'                           12" 

Aspen - N 70 deg. E, 19.8'

GLO BK 

15, P 15

24 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 61 deg. E, 3.3'                                    

5" Spruce - S 32 deg. W, 4.0'       

GLO BK 

15, P 17

25 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
4" Ash - N 40 deg. W, 17.2'                                    

5" Spruce - S 89 deg. E, 19.1'                          

GLO BK 

6 P 2

25 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - S 80 deg. W, 11.2'                                    

3" Birch - N 83 deg. E, 3.3'       

GLO BK 

15, P 16

25 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

14" Aspen - N 12 deg. W, 8.6'                                    

14" Aspen - N 27 deg. E, 15.8'                          

12" Aspen - S 13 deg. W, 9.9'                                  

12" Aspen - S 19 deg. E, 25.1' 

GLO BK 

6 P 2

25 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. W, 8.6'                                    

8" Fir - S 14 deg. E, 20.5'                          10" 

Elm - S 70 deg. W, 11.9'                           12" 

Aspen - N 70 deg. E, 19.8'

GLO BK 

15, P 15

25 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 45 deg. W, 3.3'                                    

4" Tamarack - N 08 deg. W, 23.8'                          

GLO BK 

15, P 14

25 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Spruce - N 01 deg. W, 282.5'                                    

8" Spruce - N 02 deg. E, 306.2'                          

GLO BK 

6 P 1

25 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 41 deg. E, 26.4'                                    

4" White Pine - N 12 deg. W, 11.2'                          

14" White Pine - S 46 deg. E, 10.6'                           

10" Maple - S 77 deg. W, 20.5'

GLO BK 

15, P 1

25 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - S 86 deg. W, 9.2'                                    

7" Tamarack - N 72 deg. W, 19.8'                          

7" Tamarack - S 75 deg. E, 9.9'                           

8" Tamarack - N 02 deg. E, 5.9'

GLO BK 

15, P 13

25 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 13 deg. E, 9.9'                                    

6" Tamarack - N 04 deg. W, 15.8'                          

GLO BK 

15, P 15

26 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on E and S lines of  Section              

Distance and Mag. Var. statedand W

Book 2, 

Page 109

26 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 13 deg. E, 9.9'                                    

6" Tamarack - N 04 deg. W, 15.8'                          

GLO BK 

15, P 15

26 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868 no trees near to use for ties
GLO BK 

15, P 27

26 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - N 18 deg. W, 8.6'                                    

8" Fir - S 14 deg. E, 20.5'                          10" 

Elm - S 70 deg. W, 11.9'                           12" 

Aspen - N 70 deg. E, 19.8'

GLO BK 

15, P 15

26 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

13" White Oak - N 47 deg. W, 14.5'                                    

6" White Oak - S 76 deg. E, 9.2'                          

4" White Oak - N 64 deg. E, 16.5'                           

3" Fir - S 58 deg. W, 8.6'

GLO BK 

15, P 26

26 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 01 deg. E, 13.2'                                    

3" Tamarack - S 06 deg. WW, 11.2'                          

GLO BK 

15, P 25
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26 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - S 86 deg. W, 9.2'                                    

7" Tamarack - N 72 deg. W, 19.8'                          

7" Tamarack - S 75 deg. E, 9.9'                           

8" Tamarack - N 02 deg. E, 5.9'

GLO BK 

15, P 13

26 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 75 deg. W, 4.6'                                    

5" Tamarack - S 12 deg. W, 11.2'                          

8" Tamarack - N 25 deg. E, 6.6'                           

5" Tamarack - S 64 deg. E, 3.3'

GLO BK 

15, P 24

26 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 07 deg. W, 5.9'                                    

5" Tamarack - N 76 deg. E, 7.3'                          

GLO BK 

15, P 26

27 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on S line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 109

27 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 07 deg. W, 5.9'                                    

5" Tamarack - N 76 deg. E, 7.3'                          

GLO BK 

15, P 26

27 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 30 deg. W, (?)                                    

4" Tamarack - S 26 deg. W, (?)                          

GLO BK 

15, P 39

27 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

13" White Oak - N 47 deg. W, 14.5'                                    

6" White Oak - S 76 deg. E, 9.2'                          

4" White Oak - N 64 deg. E, 16.5'                           

3" Fir - S 58 deg. W, 8.6'

GLO BK 

15, P 26

27 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 81 deg. E, 21.8'                                    

20" White Pine - N 27 deg. W, 11.2'                          

12" White Pine - S 61 deg. E, 22.4'                           

20" Yellow Pine - S 15 deg. W, 12.5'

GLO BK 

15, P 38

27 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 45 deg. W, 4.6'                                    

8" Black Oak - S 45 deg. E, 11.9'       

GLO BK 

15, P 28

27 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 75 deg. W, 4.6'                                    

5" Tamarack - S 12 deg. W, 11.2'                          

8" Tamarack - N 25 deg. E, 6.6'                           

5" Tamarack - S 64 deg. E, 3.3'

GLO BK 

15, P 24

27 51-26 SW

No post set as corner falls in swamp 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 No ties set
GLO BK 

15, P 37

27 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" White Pine - N 72 deg. W, 19.8'                                    

3" White Pine - N 07 deg. E, 67.2'       

GLO BK 

15, P 38

27 51-26 W.C.

Post set as Witness Corner to SW 

corner is on W. line SW 1/4 as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
12" Aspen - N 05 deg. W, 97.7'                                    

10" Aspen - N 16 deg. E, 82.5'       

GLO BK 

15, P 38

28 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on S line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 109

28 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" White Pine - N 72 deg. W, 19.8'                                    

3" White Pine - N 07 deg. E, 67.2'       

GLO BK 

15, P 38

28 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 81 deg. E, 21.8'                                    

20" White Pine - N 27 deg. W, 11.2'                          

12" White Pine - S 61 deg. E, 22.4'                           

20" Yellow Pine - S 15 deg. W, 12.5'

GLO BK 

15, P 38

28 51-26 NW
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

15” Pine stump - S 23 deg E, 53.0                      

14” Pine stump - N 35 deg W, 51.2'

Book 1, 

Page 249

28 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 33 deg. E, 9.9'                                    

14" White Pine - N 02 deg. W, 22.4'                          

18" White Pine - S 41 deg. W, 9.9'                           

10" White Pine - S 37 deg. E, 15.8'

GLO BK 

15, P 49

28 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 85 deg. W, 16.5'                                    

16" White Pine - N 84 deg. W, 23.1'       

GLO BK 

15, P 48

28 51-26 SE

No post set as corner falls in swamp 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 No ties set
GLO BK 

15, P 37

Page 945 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

28 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" Yellow Pine - N 30 deg. W, 11.2'                                    

18" White Pine - N 23 deg. E, 18.5'                          

18" White Pine - S 51 deg. E, 45.5'                           

6" Tamarack - S 85 deg. W, 9.9'

GLO BK 

15, P 47

28 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - N 70 deg. W, 10.6'                                    

6" Fir - N 88 deg. E, 13.2'       

GLO BK 

15, P 49

28 51-26 W.C.

Post set as Witness Corner to SE 

corner is on E. line SE 1/4 as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
12" Aspen - N 05 deg. W, 97.7'                                    

10" Aspen - N 16 deg. E, 82.5'       

GLO BK 

15, P 38

29 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - N 70 deg. W, 10.6'                                    

6" Fir - N 88 deg. E, 13.2'       

GLO BK 

15, P 49

29 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" Aspen - S 79 deg. W, 4.6'                                    

20" White Pine - N 60 deg. W, 2.0'       

GLO BK 

15, P 62

29 51-26 NE
Set 1 1/4“ iron pipe and took new ties 

by H. D Keath, County Surveyor 
1917

15” Pine stump - S 23 deg E, 53.0                      

14” Pine stump - N 35 deg W, 51.2'

Book 1, 

Page 249

29 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 33 deg. E, 9.9'                                    

14" White Pine - N 02 deg. W, 22.4'                          

18" White Pine - S 41 deg. W, 9.9'                           

10" White Pine - S 37 deg. E, 15.8'

GLO BK 

15, P 49

29 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 27 deg. E, 8.6'                                    

10" White Oak - N 05 deg. W, 12.5'                          

20" White Pine - S 04 deg. E, 31.7'                           

16" White Pine - S 41 deg. W, 18.5'

GLO BK 

15, P 61

29 51-26 NW 
1" iron pin set on c/l N-S road by T. 

Betley
1993

Power Pole - N 31 deg. E, 61.21'                          

8" Aspen - S 87 deg. E, 57.52'                              

5" Aspen - S 57 deg. E, 67.90'

283407

29 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Cedar - N 30 deg. E, 3.3'                                    

8" Birch - S 45 deg. E, 11.9'       

GLO BK 

15, P 59

29 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" Yellow Pine - N 30 deg. W, 11.2'                                    

18" White Pine - N 23 deg. E, 18.5'                          

18" White Pine - S 51 deg. E, 45.5'                           

6" Tamarack - S 85 deg. W, 9.9'

GLO BK 

15, P 47

29 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 76 deg. E, 9.2'                                    

8" Tamarack - N 29 deg. W, 9.9'                          

6" Tamarack - S 24 deg. E, 13.9'                           

10" Tamarack - S 57 deg. W, 5.3'

GLO BK 

15, P 58

29 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 14 deg. W, 15.8'                                    

10" White Pine - N 01 deg. E, 17.8'       

GLO BK 

15, P 61

30 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 14 deg. W, 15.8'                                    

10" White Pine - N 01 deg. E, 17.8'       

GLO BK 

15, P 61

30 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
18" White Pine - N 44 deg. E, 20.5'                                    

8" White Pine - S 46 deg. W, 21.8'       

GLO BK 

15, P 63

30 51-26 NE
1" iron pin set on c/l N-S road by T. 

Betley
1993

Power Pole - N 31 deg. E, 61.21'                          

8" Aspen - S 87 deg. E, 57.52'                              

5" Aspen - S 57 deg. E, 67.90'

283407

30 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" White Pine - N 27 deg. E, 8.6'                                    

10" White Oak - N 05 deg. W, 12.5'                          

20" White Pine - S 04 deg. E, 31.7'                           

16" White Pine - S 41 deg. W, 18.5'

GLO BK 

15, P 61

30 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - S 03 deg. E, 65.3'                                    

14" Aspen - S 45 deg. W, 47.5'                           

No other trees near                    

GLO BK 

15, P 2

30 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Cedar - N 03 deg. E, 19.1'                                    

14" Cedar - S 74 deg. E, 25.7'       

GLO BK 

15, P 60
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30 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 76 deg. E, 9.2'                                    

8" Tamarack - N 29 deg. W, 9.9'                          

6" Tamarack - S 24 deg. E, 13.9'                           

10" Tamarack - S 57 deg. W, 5.3'

GLO BK 

15, P 58

30 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 41 deg. E, 26.4'                                    

4" White Pine - N 12 deg. W, 11.2'                          

14" White Pine - S 46 deg. E, 10.6'                           

10" Maple - S 77 deg. W, 20.5'

GLO BK 

15, P 1

30 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
9"  - (?) 13 deg. W, 7.3'                                    

3" Cottonwood - (?) 05 deg. E, 6.6'                          

GLO BK 

15, P 2

31 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Cedar - N 08 deg. W, 2.6'                                    

4" Cedar - N 27 deg. E, 11.9'       

GLO BK 

15, P 58

31 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Cedar - N 03 deg. E, 19.1'                                    

14" Cedar - S 74 deg. E, 25.7'       

GLO BK 

15, P 60

31 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 76 deg. E, 9.2'                                    

8" Tamarack - N 29 deg. W, 9.9'                          

6" Tamarack - S 24 deg. E, 13.9'                           

10" Tamarack - S 57 deg. W, 5.3'

GLO BK 

15, P 58

31 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 41 deg. E, 26.4'                                    

4" White Pine - N 12 deg. W, 11.2'                          

14" White Pine - S 46 deg. E, 10.6'                           

10" Maple - S 77 deg. W, 20.5'

GLO BK 

15, P 1

31 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 80 deg. E, 12.5'                                    

6" Tamarack - S 89 deg. W, 12.5'                          

GLO BK 

15, P 13

31 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 54 deg. W, 4.6'                                    

22" White Pine - S 36 deg. W, 5.3'                       

8" Maple - S 33 deg. E, 24.4'                           

5" Maple - N 42 deg. E, 19.1'

GLO BK 

15, P 13

31 51-26 SW
1/2" capped iron shaft set in woods 

just W of N-S Power line by T. Betley
1991

10" Aspen - N 40 deg. E, 8.36'                             

8" Red Oak - S 30 deg. W, 2.46'                             

4" Maple - N 43 deg. W, 8.46'

274670

31 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 46 deg. E, 16.5'                                    

18" Yellow Pine - N 26 deg. W, 30.4'                          

16" White Pine - S 27 deg. W, 42.9'                           

18" White Pine - S 50 deg. E, 42.9'

GLO BK 

15, P 7

31 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 01 deg. W, 17.2'                                    

10" Birch - N 35 deg. E, 18.5'                          

GLO BK 

15, P 1

32 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 20 deg. E, 1.3'                                    

5" Cedar - N 20 deg. W, 2.0'                          

GLO BK 

15, P 47

32 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 08 deg. E, 7.3'                                    

3" Tamarack - S 52 deg. W, 8.6'                          

GLO BK 

15, P 12

32 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Cedar - N 30 deg. E, 3.3'                                    

8" Birch - S 45 deg. E, 11.9'       

GLO BK 

15, P 59

32 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" Yellow Pine - N 30 deg. W, 11.2'                                    

18" White Pine - N 23 deg. E, 18.5'                          

18" White Pine - S 51 deg. E, 45.5'                           

6" Tamarack - S 85 deg. W, 9.9'

GLO BK 

15, P 47

32 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Tamarack - N 76 deg. E, 9.2'                                    

8" Tamarack - N 29 deg. W, 9.9'                          

6" Tamarack - S 24 deg. E, 13.9'                           

10" Tamarack - S 57 deg. W, 5.3'

GLO BK 

15, P 58

32 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 24 deg. W, 17.2'                                    

20" White Pine - S 46 deg. W, 16.5'                       

14" Aspen - N 44 deg. E, 40.9'                           

8" Birch -S 06 deg. E, 12.5'

GLO BK 

15, P 11

32 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 54 deg. W, 4.6'                                    

22" White Pine - S 36 deg. W, 5.3'                       

8" Maple - S 33 deg. E, 24.4'                           

5" Maple - N 42 deg. E, 19.1'

GLO BK 

15, P 13
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32 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Cedar - N 08 deg. W, 2.6'                                    

4" Cedar - N 27 deg. E, 11.9'       

GLO BK 

15, P 58

33 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on N line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 109

33 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Ash - N 54 deg. E, 6.6'                                    

6" Ash - N 85 deg. W, 7.9'       

GLO BK 

15, P 36

33 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" Yellow Pine - S 85 deg. W, 16.5'                                    

16" White Pine - N 84 deg. W, 23.1'       

GLO BK 

15, P 48

33 51-26 NE

No post set as corner falls in swamp 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 No ties set
GLO BK 

15, P 37

33 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

22" Yellow Pine - N 30 deg. W, 11.2'                                    

18" White Pine - N 23 deg. E, 18.5'                          

18" White Pine - S 51 deg. E, 45.5'                           

6" Tamarack - S 85 deg. W, 9.9'

GLO BK 

15, P 47

33 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - N 35 deg. W, 2.0'                                    

6" Tamarack - S 76 deg. E, 7.3'                          

GLO BK 

15, P 11

33 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Dbl. Birch - N 18 deg. W, 15.2'                                    

8" Birch - N 19 deg. W, 3.3'                          14" 

Aspen - S 70 deg. E, 7.3'                           8" 

Birch - N 60 deg. E, 15.8'

GLO BK 

15, P 10

33 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" Yellow Pine - N 24 deg. W, 17.2'                                    

20" White Pine - S 46 deg. W, 16.5'                       

14" Aspen - N 44 deg. E, 40.9'                           

8" Birch -S 06 deg. E, 12.5'

GLO BK 

15, P 11

33 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 20 deg. E, 1.3'                                    

5" Cedar - N 20 deg. W, 2.0'                          

GLO BK 

15, P 47

34 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on N line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 109

34 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 54 deg. W, 5.9'                                    

5" Tamarack - S 54 deg. E, 6.6'                          

GLO BK 

15, P 24

34 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
22" Yellow Pine - N 45 deg. W, 4.6'                                    

8" Black Oak - S 45 deg. E, 11.9'       

GLO BK 

15, P 28

34 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 75 deg. W, 4.6'                                    

5" Tamarack - S 12 deg. W, 11.2'                          

8" Tamarack - N 25 deg. E, 6.6'                           

5" Tamarack - S 64 deg. E, 3.3'

GLO BK 

15, P 24

34 51-26 NW

No post set as corner falls in swamp 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 No ties set
GLO BK 

15, P 37

34 51-26 S 1/4

W.C. to S 1/4 corner set 13.2' E of 

corner is wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
acutual 1/4 corner falls in brook                                                       

no trees used for ties

GLO BK 

15, P 10

34 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - S 68 deg. E, 9.2'                                    

10" White Pine - N 66 deg. E, 7.3                       

4" White Pine - S 37 deg. W, 2. 6'                           

12" Black Oak -N 33 deg. E, 2.6'

GLO BK 

15, P 9

34 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Dbl. Birch - N 18 deg. W, 15.2'                                    

8" Birch - N 19 deg. W, 3.3'                          14" 

Aspen - S 70 deg. E, 7.3'                           8" 

Birch - N 60 deg. E, 15.8'

GLO BK 

15, P 10

34 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Ash - N 54 deg. E, 6.6'                                    

6" Ash - N 85 deg. W, 7.9'       

GLO BK 

15, P 36

35 51-26  
Road Survey in Section by H.D. 

Keath,County Surveyor 
1915

Road is on N line of  Section                      

Distance and Mag. Var. stated

Book 2, 

Page 109
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35 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 07 deg. E, 7.9'                                    

5" Birch - S 65 deg. W, 7.3'       

GLO BK 

15, P 13

35 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 01 deg. E, 13.2'                                    

3" Tamarack - S 06 deg. WW, 11.2'                          

GLO BK 

15, P 25

35 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - S 86 deg. W, 9.2'                                    

7" Tamarack - N 72 deg. W, 19.8'                          

7" Tamarack - S 75 deg. E, 9.9'                           

8" Tamarack - N 02 deg. E, 5.9'

GLO BK 

15, P 13

35 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Tamarack - N 75 deg. W, 4.6'                                    

5" Tamarack - S 12 deg. W, 11.2'                          

8" Tamarack - N 25 deg. E, 6.6'                           

5" Tamarack - S 64 deg. E, 3.3'

GLO BK 

15, P 24

35 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - N 78 deg. W, 5.3'                                    

6" Spruce - S 32 deg. W, 13.2'                          

GLO BK 

15, P 9

35 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Tamarack - N 72 deg. E, 35.0'                                    

4" Tamarack - S 17 deg. E, 46.9'                          

6" Tamarack - S 89 deg. W, 165.0'                           

No other tree near

GLO BK 

15, P 8

35 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Black Pine - S 68 deg. E, 9.2'                                    

10" White Pine - N 66 deg. E, 7.3                       

4" White Pine - S 37 deg. W, 2. 6'                           

12" Black Oak -N 33 deg. E, 2.6'

GLO BK 

15, P 9

35 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 54 deg. W, 5.9'                                    

5" Tamarack - S 54 deg. E, 6.6'                          

GLO BK 

15, P 24

36 51-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
3" Tamarack - S 67 deg. W, 6.6'                                    

5" Tamarack - N 40 deg. E, 15.2'                          

GLO BK 

6 P 1

36 51-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 45 deg. W, 3.3'                                    

4" Tamarack - N 08 deg. W, 23.8'                          

GLO BK 

15, P 14

36 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
8" Spruce - N 01 deg. W, 282.5'                                    

8" Spruce - N 02 deg. E, 306.2'                          

GLO BK 

6 P 1

36 51-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

20" Yellow Pine - N 41 deg. E, 26.4'                                    

4" White Pine - N 12 deg. W, 11.2'                          

14" White Pine - S 46 deg. E, 10.6'                           

10" Maple - S 77 deg. W, 20.5'

GLO BK 

15, P 1

36 51-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - S 86 deg. W, 9.2'                                    

7" Tamarack - N 72 deg. W, 19.8'                          

7" Tamarack - S 75 deg. E, 9.9'                           

8" Tamarack - N 02 deg. E, 5.9'

GLO BK 

15, P 13

36 51-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Birch - S 73 deg. E, 22.4'                                    

12" Birch - N 73 deg. W, 32.3'                          

GLO BK 

15, P 8

36 51-26 SE

Set wood post as part of original 

Government Land Office Survey by 

R.O.Chaney, U.S. Deputy Surveyor

1870

3" Tamarack - S 45 deg. E, 4.0'                                    

3" Tamarack - N 54 deg. E, 7.3'                          

3" Tamarack - N 16 deg. W, 9.9'                                  

4" Tamarack - S 22 deg. W, 4.6' 

GLO BK 

6, P 5

36 51-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

2" Tamarack - N 72 deg. E, 35.0'                                    

4" Tamarack - S 17 deg. E, 46.9'                          

6" Tamarack - S 89 deg. W, 165.0'                           

No other tree near

GLO BK 

15, P 8

36 51-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 07 deg. E, 7.9'                                    

5" Birch - S 65 deg. W, 7.3'       

GLO BK 

15, P 13

1 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Triple Maple - S 32 deg. W, 14.5'                                    

8" White Birch - S 44 deg. E, 7.9'                          

GLO BK 

15, P 6
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1 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 17 deg. W, 606'                                    

10" Aspen - N 46 deg. E, 13.9'                                                  

GLO BK 

7, P 1

1 51-27 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Jack Pine – S 45 deg. W, 73.0'                       

8” Norway Pine – N 45 deg. W, 73.0'

Book 1, 

Page 378

1 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Spruce - N 19 deg. W, 4.6'                                    

9" Spruce - N 64 deg. E, 5.9'                          

10" White Pine - S 45 deg. E, 13.9'                           

10" White Pine - S 36 deg. W, 31.7'

GLO BK 

15, P 6

1 51-27 NW
iron pipe w/cap set in woods by J. 

Halverson
1964

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                             

7" Aspen - N 61 deg. E, 6.0'

158875

1 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Tamarack - N 57 deg. E, 13.2'                                    

6" White Pine - S 30 deg. E, 7.9'                        

3" White Pine - S 41 deg. W, 7.9'                              

No other ties stated

GLO BK 

7, P 1

1 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - S 27 deg. E, 6.6'                                    

20" White Pine - N 77 deg. E, 17.4'

GLO BK 

7, P 15

1 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 45 deg. E, 33.7'                                    

18" White Pine - N 21 deg. W, 25.1'                          

8" Fir - S 27 deg. E, 15.2'                           10" 

Birch - S 85 deg. W, 56.1'

GLO BK 

15, P 5

1 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 63 deg. E, 21.1'                                    

3" Elm - N 35 deg. W, 15.8'                        10" 

Fir - S 33 deg. E, 25.7'                              3" Fir 

- S 42 deg. W, 23.1'

GLO BK 

7, P 13

1 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 46 deg. W, 11.9'                                    

8" Fir - N 71 deg. E, 13.2'

GLO BK 

7, P 16

1 51-27
Survey of E line of Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 378

2 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 46 deg. W, 11.9'                                    

8" Fir - N 71 deg. E, 13.2'

GLO BK 

7, P 16

2 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Oak - S 26 deg. E, 2.6'                                    

4" Black Ash - N 89 deg. W, 11.9'

GLO BK 

7, P 2

2 51-27 NE
iron pipe w/cap set in woods by J. 

Halverson
1964

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                            

7" Aspen - N 61 deg. E, 6.0'

158875

2 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Tamarack - N 57 deg. E, 13.2'                                    

6" White Pine - S 30 deg. E, 7.9'                        

3" White Pine - S 41 deg. W, 7.9'                              

No other ties stated

GLO BK 

7, P 1

2 51-27 NW
2" iron pipe set in woods by J. 

Halverson
1964

5" W. Oak - N 06 deg. W, 32.30'                          

4" Ash - N 48 deg. W, 15.60'                                   

8" W. Oak - S 20 deg. W, 47.70'

158874

2 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 07 deg. E, 15.2'                                    

9" Ash - N 79 deg. E, 15.2'                        10" 

Basswood - N 25 deg. W, 9.2'                              

10" Birch - S 58 deg. W, 16.5'

GLO BK 

7, P 2

2 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Aspen - N 08 deg. W, 6.6'                                    

10" Aspen - S 60 deg. E, 15.2'

GLO BK 

7, P 26

2 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 63 deg. E, 21.1'                                    

3" Elm - N 35 deg. W, 15.8'                        10" 

Fir - S 33 deg. E, 25.7'                              3" Fir 

- S 42 deg. W, 23.1'

GLO BK 

7, P 13

2 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - N 74 deg. W, 5.9'                                    

4" Birch - S 74 deg. E, 2.6'                          5" 

White Pine - N 64 deg. E, 20.5'                              

5" White Pine - S 36 deg. W, 19.1'

GLO BK 

7, P 25

2 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Spruce - N 67 deg. W, 8.6'                                    

10" Fir - S 52 deg. E, 8.9'

GLO BK 

7, P 27
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3 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Spruce - N 67 deg. W, 8.6'                                    

10" Fir - S 52 deg. E, 8.9'

GLO BK 

7, P 27

3 51-27 M.C.

is on N line NW 1/4 on E side Shovel 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
18" White Pine - N 83 deg. E, 37.0'                                    

10" White Oak - S 76 deg. E, 53.5'

GLO BK 

7, P 3

3 51-27 M.C.

is on W line NW 1/4 on SW side of 

Shovel Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
10" White Birch - S 59 deg. W, 14.5'                                    

10" White Birch - S 37 deg. E, 50.8'

GLO BK 

7, P 42

3 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 85 deg. W, 34.3'                                    

10" Aspen - S 76 deg. E, 26.4'

GLO BK 

7, P 3

3 51-27 NE
2" iron pipe set in woods by J. 

Halverson
1964

5" W. Oak - N 06 deg. W, 32.30'                          

4" Ash - N 48 deg. W, 15.60'                                   

8" W. Oak - S 20 deg. W, 47.70'

158874

3 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 07 deg. E, 15.2'                                    

9" Ash - N 79 deg. E, 15.2'                        10" 

Basswood - N 25 deg. W, 9.2'                              

10" Birch - S 58 deg. W, 16.5'

GLO BK 

7, P 2

3 51-27 NW

Corner falls in Shovel Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 4

3 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Birch - N 18 deg. W, 5.3'                                    

5" Aspen - S 60 deg. W, 7.3'

GLO BK 

7, P 41

3 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - N 74 deg. W, 5.9'                                    

4" Birch - S 74 deg. E, 2.6'                          5" 

White Pine - N 64 deg. E, 20.5'                              

5" White Pine - S 36 deg. W, 19.1'

GLO BK 

7, P 25

3 51-27 SW

7/8" capped iron shaft set at projection 

of c/l road from S with c/l road from W 

by T. Betley

1990

13" Elm - N 68 deg. W, 46.20'                            

15" R. Oak - N 85 deg. E, 25.80'                           

Power Pole - S 43 deg. E, 51.65'

262684

3 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 81 deg. W, 29.0'                                    

30" White Pine - S 49 deg. W, 56.8'                        

8" White Pine - S 27 deg. E, 15.8'                              

8" Maple - N 39 deg. E, 5.9'

GLO BK 

7, P 40

3 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Aspen - N 41 deg. E, 5.3'                                    

10" Spruce - N 10 deg. W, 21.1'

GLO BK 

7, P 42

4 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Aspen - N 41 deg. E, 5.3'                                    

10" Spruce - N 10 deg. W, 21.1'

GLO BK 

7, P 42

4 51-27 M.C.

is on N line NE 1/4 on W side Shovel 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
4" Cedar - N 83 deg. W, 40.9'                                    

6" Tamarack - S 50 deg. W, 19.1'

GLO BK 

7, P 4

4 51-27 M.C.

is on E line NE 1/4 on SW side of 

Shovel Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
10" White Birch - S 59 deg. W, 14.5'                                    

10" White Birch - S 37 deg. E, 50.8'

GLO BK 

7, P 42

4 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Pine - N 26 deg. W, 17.2'                                    

10" Basswood - S 33 deg. E, 15.8'

GLO BK 

7, P 4

4 51-27 NE

Corner falls in Shovel Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 4

4 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Birch - N 74 deg. E, 36.3'                                    

14" White Pine - S 63 deg. E, 79.2'

GLO BK 

7, P 4
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4 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Spruce - N 42 deg. W, 5.3'                                    

6" Fir - S 73 deg. E, 17.8'

GLO BK 

7, P 43

4 51-27 SE

7/8" capped iron shaft set at projection 

of c/l road from S with c/l road from W 

by T. Betley

1990

13" Elm - N 68 deg. W, 46.20'                            

15" R. Oak - N 85 deg. E, 25.80'                            

Power Pole - S 43 deg. E, 51.65'

262684

4 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 81 deg. W, 29.0'                                    

30" White Pine - S 49 deg. W, 56.8'                        

8" White Pine - S 27 deg. E, 15.8'                              

8" Maple - N 39 deg. E, 5.9'

GLO BK 

7, P 40

4 51-27 SW
1/2" rebar found at c/l-c/l N-S-E roads 

by T. Betley
1990 Power Pole - S 48 deg. E, 50.03' 265873

4 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 72 deg. E, 14.5'                                    

5" Tamarack - N 29 deg. E, 30.4'

GLO BK 

7, P 43

9 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
36" White Pine - N 25 deg. W, 9.2'                                    

6" White Birch - S 25 deg. E, 13.2'

GLO BK 

7, P 40

9 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Spruce - N 42 deg. W, 5.3'                                    

6" Fir - S 73 deg. E, 17.8'

GLO BK 

7, P 43

9 51-27 NE

7/8" capped iron shaft set at projection 

of c/l road from S with c/l road from W 

by T. Betley

1990

13" Elm - N 68 deg. W, 46.20'                            

15" R. Oak - N 85 deg. E, 25.80'                         

Power Pole - S 43 deg. E, 51.65'

262684

9 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 81 deg. W, 29.0'                                    

30" White Pine - S 49 deg. W, 56.8'                        

8" White Pine - S 27 deg. E, 15.8'                              

8" Maple - N 39 deg. E, 5.9'

GLO BK 

7, P 40

9 51-27 NW
1/2" rebar found at c/l-c/l N-S-E roads 

by T. Betley
1990 Power Pole - S 48 deg. E, 50.03' 265873

9 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 72 deg. E, 14.5'                                    

5" Tamarack - N 29 deg. E, 30.4'

GLO BK 

7, P 43

9 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
36" White Pine - S 72 deg. W, 17.2'                                    

8" Maple - N 07 deg. E, 11.2'

GLO BK 

7, P 39

9 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

28" White Pine - N 50 deg. W, 28.4'                                    

10" Maple - S 16 deg. E, 13.9'                          

5" Fir - S 39 deg. W, 36.3'                              5" 

Maple - N 58 deg. E, 20.5'

GLO BK 

7, P 37

9 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" White Birch - S 79 deg. E, 8.6'                                    

12" Aspen - N 42 deg. E, 24.4'

GLO BK 

7, P 39

10 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - S 39 deg. W, 5.3'                                    

8" Maple - N 72 deg. E, 9.9'

GLO BK 

7, P 25

10 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Birch - N 18 deg. W, 5.3'                                    

5" Aspen - S 60 deg. W, 7.3'

GLO BK 

7, P 41

10 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - N 74 deg. W, 5.9'                                    

4" Birch - S 74 deg. E, 2.6'                          5" 

White Pine - N 64 deg. E, 20.5'                              

5" White Pine - S 36 deg. W, 19.1'

GLO BK 

7, P 25

10 51-27 NW

7/8" capped iron shaft set at projection 

of c/l road from S with c/l road from W 

by T. Betley

1990

13" Elm - N 68 deg. W, 46.20'                            

15" R. Oak - N 85 deg. E, 25.80'                             

Power Pole - S 43 deg. E, 51.65'

262684

10 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 81 deg. W, 29.0'                                    

30" White Pine - S 49 deg. W, 56.8'                        

8" White Pine - S 27 deg. E, 15.8'                              

8" Maple - N 39 deg. E, 5.9'

GLO BK 

7, P 40

10 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Maple - N 32 deg. W, 4.6'                                    

12" Birch - S 87 deg. W, 15.8'

GLO BK 

7, P 38

10 51-27 SE
iron pipe set at c/l-c/l roads E-W-S by 

J. Halverson
1964

2" iron pipe - N 34 deg. E, 26.75'                          

2" iron pipe - S 39 deg. E, 48.75' 
158877
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10 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Maple - N 26 deg. E, 14.5'                                    

6" Basswood - N 11 deg. W, 17.2'                        

26" White Pine - S 20 deg. E, 22.4'                              

24" White Pine - S 85 deg. W, 27.7'

GLO BK 

7, P 23

10 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

28" White Pine - N 50 deg. W, 28.4'                                    

10" Maple - S 16 deg. E, 13.9'                          

5" Fir - S 39 deg. W, 36.3'                              5" 

Maple - N 58 deg. E, 20.5'

GLO BK 

7, P 37

10 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
36" White Pine - N 25 deg. W, 9.2'                                    

6" White Birch - S 25 deg. E, 13.2'

GLO BK 

7, P 40

11 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - N 28 deg. W, 6.6'                                    

5" Maple - N 56 deg. E, 8.6'

GLO BK 

7, P 13

11 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Aspen - N 08 deg. W, 6.6'                                    

10" Aspen - S 60 deg. E, 15.2'

GLO BK 

7, P 26

11 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 63 deg. E, 21.1'                                    

3" Elm - N 35 deg. W, 15.8'                        10" 

Fir - S 33 deg. E, 25.7'                              3" Fir 

- S 42 deg. W, 23.1'

GLO BK 

7, P 13

11 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - N 74 deg. W, 5.9'                                    

4" Birch - S 74 deg. E, 2.6'                          5" 

White Pine - N 64 deg. E, 20.5'                              

5" White Pine - S 36 deg. W, 19.1'

GLO BK 

7, P 25

11 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Maple - N 56 deg. W, 5.9'                                    

20" Maple - S 46 deg. W, 7.9'

GLO BK 

7, P 24

11 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 16 deg. W, 15.8'                                    

12" Aspen - N 67 deg. E, 24.4'                        

10" White Pine - S 25 deg. E, 13.9'                              

10" Aspen - S 27 deg. W, 10.6'

GLO BK 

7, P 11

11 51-27 SW
iron pipe set at c/l-c/l roads E-W-S by 

J. Halverson
1964

2" iron pipe - N 34 deg. E, 26.75'                          

2" iron pipe - S 39 deg. E, 48.75'   
158877

11 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Maple - N 26 deg. E, 14.5'                                    

6" Basswood - N 11 deg. W, 17.2'                        

26" White Pine - S 20 deg. E, 22.4'                              

24" White Pine - S 85 deg. W, 27.7'

GLO BK 

7, P 23

11 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - S 39 deg. W, 5.3'                                    

8" Maple - N 72 deg. E, 9.9'

GLO BK 

7, P 25

12 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - S 18 deg. E, 17.2'                                    

3" Tamarack - S 58 deg. W, 13.9'                          

GLO BK 

15, P 5

12 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - S 27 deg. E, 6.6'                                    

20" White Pine - N 77 deg. E, 17.4'

GLO BK 

7, P 15

12 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 45 deg. E, 33.7'                                    

18" White Pine - N 21 deg. W, 25.1'                          

8" Fir - S 27 deg. E, 15.2'                           10" 

Birch - S 85 deg. W, 56.1'

GLO BK 

15, P 5

12 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Fir - N 63 deg. E, 21.1'                                    

3" Elm - N 35 deg. W, 15.8'                        10" 

Fir - S 33 deg. E, 25.7'                              3" Fir 

- S 42 deg. W, 23.1'

GLO BK 

7, P 13

12 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Fir - S 58 deg. E, 4.0'                                    

12" Birch - N 15 deg. W, 5.9'

GLO BK 

7, P 12

12 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 36 deg. E, 27.1'                                    

3" Tamarack - S 50 deg. E, 32.3'                          

3" Tamarack - N 23 deg. W, 23.1'                           

3" Tamarack - S 70 deg. W, 29.7'

GLO BK 

15, P 4

12 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 16 deg. W, 15.8'                                    

12" Aspen - N 67 deg. E, 24.4'                        

10" White Pine - S 25 deg. E, 13.9'                              

10" Aspen - S 27 deg. W, 10.6'

GLO BK 

7, P 11
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12 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - N 28 deg. W, 6.6'                                    

5" Maple - N 56 deg. E, 8.6'

GLO BK 

7, P 13

13 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Birch - N 44 deg. W, 3.3'                                    

24" White Pine - S 69 deg. E, 28.4'                          

GLO BK 

15, P 4

13 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Fir - S 58 deg. E, 4.0'                                    

12" Birch - N 15 deg. W, 5.9'

GLO BK 

7, P 12

13 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Tamarack - N 36 deg. E, 27.1'                                    

3" Tamarack - S 50 deg. E, 32.3'                          

3" Tamarack - N 23 deg. W, 23.1'                           

3" Tamarack - S 70 deg. W, 29.7'

GLO BK 

15, P 4

13 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 16 deg. W, 15.8'                                    

12" Aspen - N 67 deg. E, 24.4'                        

10" White Pine - S 25 deg. E, 13.9'                              

10" Aspen - S 27 deg. W, 10.6'

GLO BK 

7, P 11

13 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - S 05 deg. W, 3.3'                                    

16" White Pine - N 01 deg. W, 17.2'

GLO BK 

7, P 10

13 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - N 41 deg. E, 2.6'                                    

8" Tamarack - N 07 deg. W, 24.4'                          

5" Tamarack - S 55 deg. E, 15.8'                           

9" Tamarack - S 62 deg. W, 19.1'

GLO BK 

15, P 3

13 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 44 deg. E, 11.2'                                    

8" Tamarack - N 14 deg. W, 19.1'                        

16" Aspen - S 18 deg. E, 17.2'                              

8" Fir - S 88 deg. W, 7.9'

GLO BK 

7, P 9

13 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 31 deg. E, 8.6'                                    

8" Tamarack - N 40 deg. W, 25.1'

GLO BK 

7, P 11

14 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Tamarack - S 31 deg. E, 8.6'                                    

8" Tamarack - N 40 deg. W, 25.1'

GLO BK 

7, P 11

14 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Maple - N 56 deg. W, 5.9'                                    

20" Maple - S 46 deg. W, 7.9'

GLO BK 

7, P 24

14 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Birch - N 16 deg. W, 15.8'                                    

12" Aspen - N 67 deg. E, 24.4'                        

10" White Pine - S 25 deg. E, 13.9'                              

10" Aspen - S 27 deg. W, 10.6'

GLO BK 

7, P 11

14 51-27 NW
iron pipe set at c/l-c/l roads E-W-S by 

J. Halverson
1964

2" iron pipe - N 34 deg. E, 26.75'                          

2" iron pipe - S 39 deg. E, 48.75'  
158877

14 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Maple - N 26 deg. E, 14.5'                                    

6" Basswood - N 11 deg. W, 17.2'                        

26" White Pine - S 20 deg. E, 22.4'                              

24" White Pine - S 85 deg. W, 27.7'

GLO BK 

7, P 23

14 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" White Pine - N 53 deg. E, 10.6'                                    

6" White Pine - S 27 deg. E, 11.2'

GLO BK 

7, P 22

14 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 44 deg. E, 11.2'                                    

8" Tamarack - N 14 deg. W, 19.1'                        

16" Aspen - S 18 deg. E, 17.2'                              

8" Fir - S 88 deg. W, 7.9'

GLO BK 

7, P 9

14 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - S 83 deg. W, 13.9'                                    

10" Maple - N 83 deg. E, 21.1'                        

8" Maple - S 50 deg. E, 17.8'                              

8" Birch - N 66 deg. W, 17.8'

GLO BK 

7, P 21

14 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Oak - N 61 deg. W, 9.2'                                    

4" Ash - N 23 deg. E, 15.2'

GLO BK 

7, P 23

15 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Oak - N 61 deg. W, 9.2'                                    

4" Ash - N 23 deg. E, 15.2'

GLO BK 

7, P 23

15 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Maple - N 32 deg. W, 4.6'                                    

12" Birch - S 87 deg. W, 15.8'

GLO BK 

7, P 38

15 51-27 NE
iron pipe set at c/l-c/l roads E-W-S by 

J. Halverson
1964

2" iron pipe - N 34 deg. E, 26.75'                          

2" iron pipe - S 39 deg. E, 48.75'  
158877
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15 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Maple - N 26 deg. E, 14.5'                                    

6" Basswood - N 11 deg. W, 17.2'                        

26" White Pine - S 20 deg. E, 22.4'                              

24" White Pine - S 85 deg. W, 27.7'

GLO BK 

7, P 23

15 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

28" White Pine - N 50 deg. W, 28.4'                                    

10" Maple - S 16 deg. E, 13.9'                          

5" Fir - S 39 deg. W, 36.3'                              5" 

Maple - N 58 deg. E, 20.5'

GLO BK 

7, P 37

15 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 08 deg. E, 26.4'                                    

12" Maple - N 42 deg. E, 20.5'

GLO BK 

7, P 35

15 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - S 83 deg. W, 13.9'                                    

10" Maple - N 83 deg. E, 21.1'                        

8" Maple - S 50 deg. E, 17.8'                              

8" Birch - N 66 deg. W, 17.8'

GLO BK 

7, P 21

15 51-27 SW
2" iron pipe set in woods by J. 

Halverson
1964

6" Red Oak - N 03 deg. E, 32.50'                          

5" W. Oak - N 19 deg. W, 23.60'                           

5" Red Oak - S 44 deg. E, 15.50'

158878

15 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - N 29 deg. E, 9.9'                                    

30" White Pine - S 55 deg. W, 15.2'                        

5" Maple - N 44 deg. E, 5.3'                              

20" White Pine - S 51 deg. E, 29.7'

GLO BK 

7, P 34

15 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Fir - N 12 deg. W, 27.7'                                    

30" White Pine - N 53 deg. E, 19.1'

GLO BK 

7, P 37

16 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Fir - N 12 deg. W, 27.7'                                    

30" White Pine - N 53 deg. E, 19.1'

GLO BK 

7, P 37

16 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
36" White Pine - S 72 deg. W, 17.2'                                    

8" Maple - N 07 deg. E, 11.2'

GLO BK 

7, P 39

16 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

28" White Pine - N 50 deg. W, 28.4'                                    

10" Maple - S 16 deg. E, 13.9'                          

5" Fir - S 39 deg. W, 36.3'                              5" 

Maple - N 58 deg. E, 20.5'

GLO BK 

7, P 37

16 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
14" White Birch - S 79 deg. E, 8.6'                                    

12" Aspen - N 42 deg. E, 24.4'

GLO BK 

7, P 39

16 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 71 deg. W, 7.9'                                    

6" Birch - N 25 deg. W, 7.9'

GLO BK 

7, P 36

16 51-27 SE
2" iron pipe set in woods by J. 

Halverson
1964

6" Red Oak - N 03 deg. E, 32.50'                          

5" W. Oak - N 19 deg. W, 23.60'                          

5" Red Oak - S 44 deg. E, 15.50'

158878

16 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - N 29 deg. E, 9.9'                                    

30" White Pine - S 55 deg. W, 15.2'                        

5" Maple - N 44 deg. E, 5.3'                              

20" White Pine - S 51 deg. E, 29.7'

GLO BK 

7, P 34

16 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 26 deg. E, 13.9'                                    

22" White Pine - S 34 deg. E, 23.8'

GLO BK 

7, P 36

21 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - S 29 deg. E, 5.9'                                    

8" Birch - S 43 deg. W, 11.2'

GLO BK 

7, P 34

21 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Birch - S 71 deg. W, 7.9'                                    

6" Birch - N 25 deg. W, 7.9'

GLO BK 

7, P 36

21 51-27 NE
2" iron pipe set in woods by J. 

Halverson
1964

6" Red Oak - N 03 deg. E, 32.50'                          

5" W. Oak - N 19 deg. W, 23.60'                            

5" Red Oak - S 44 deg. E, 15.50'

158878

21 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - N 29 deg. E, 9.9'                                    

30" White Pine - S 55 deg. W, 15.2'                        

5" Maple - N 44 deg. E, 5.3'                              

20" White Pine - S 51 deg. E, 29.7'

GLO BK 

7, P 34

21 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 26 deg. E, 13.9'                                    

22" White Pine - S 34 deg. E, 23.8'

GLO BK 

7, P 36
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21 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 12 deg. E, 11.9'                                    

10" Tamarack - S 24 deg. W, 8.6'

GLO BK 

7, P 33

21 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 84 deg. W, 16.5'                                    

10" Birch - S 08 deg. W, 22.4'                        4" 

Fir - N 28 deg. E, 4.0'                              6" 

Birch - S 60 deg. E, 17.8'

GLO BK 

7, P 31

21 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Cedar - N 67 deg. E, 4.0'                                    

12" Fir - S 85 deg. E, 20.5'

GLO BK 

7, P 33

22 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Pine - S 71 deg. W, 13.2'                                    

24" White Pine - S 84 deg. E, 7.3'

GLO BK 

7, P 21

22 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 08 deg. E, 26.4'                                    

12" Maple - N 42 deg. E, 20.5'

GLO BK 

7, P 35

22 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - S 83 deg. W, 13.9'                                    

10" Maple - N 83 deg. E, 21.1'                        

8" Maple - S 50 deg. E, 17.8'                              

8" Birch - N 66 deg. W, 17.8'

GLO BK 

7, P 21

22 51-27 NW
2" iron pipe set in woods by J. 

Halverson
1964

6" Red Oak - N 03 deg. E, 32.50'                          

5" W. Oak - N 19 deg. W, 23.60'                           

5" Red Oak - S 44 deg. E, 15.50'

158878

22 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Birch - N 29 deg. E, 9.9'                                    

30" White Pine - S 55 deg. W, 15.2'                        

5" Maple - N 44 deg. E, 5.3'                              

20" White Pine - S 51 deg. E, 29.7'

GLO BK 

7, P 34

22 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 36 deg. E, 10.6'                                    

6" Fir - S 71 deg. E, 17.2'

GLO BK 

7, P 32

22 51-27 SE
2" iron set in woods approx. 225' N of 

creek bend by D. Landecker
1986

spk in 8" Ash - N 10 deg. W, 20.19'                       

spk in 9" Ash - S 80 deg. E, 17.69'                        

spk in 22" Ash - S 80 deg. W, 7.33'

244470

22 51-27 SE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” Ash – N 45 deg. E, 27.7'                                     

9” Elm – S 45 deg. W, 48.2'      

Book 1, 

Page 412

22 51-27 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

8” Ash – N 45 deg. E, 27.7'                                   

9” Elm – S 45 deg. W, 48.2'

Book 1, 

Page 367

22 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 49 deg. W, 16.5'                                    

12" Ash - N 55 deg. W, 13.2'                        6" 

Ash - N 50 deg. E, 19.8'                              14" 

Spruce - S 54 deg. E, 15.8'

GLO BK 

7, P 19

22 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 84 deg. W, 16.5'                                    

10" Birch - S 08 deg. W, 22.4'                        4" 

Fir - N 28 deg. E, 4.0'                              6" 

Birch - S 60 deg. E, 17.8'

GLO BK 

7, P 31

22 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
30" White Pine - S 29 deg. E, 5.9'                                    

8" Birch - S 43 deg. W, 11.2'

GLO BK 

7, P 34

23 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Maple - S 71 deg. E, 7.3'                                    

5" Maple - N 71 deg. W, 6.6'

GLO BK 

7, P 9

23 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" White Pine - N 53 deg. E, 10.6'                                    

6" White Pine - S 27 deg. E, 11.2'

GLO BK 

7, P 22

23 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 44 deg. E, 11.2'                                    

8" Tamarack - N 14 deg. W, 19.1'                        

16" Aspen - S 18 deg. E, 17.2'                              

8" Fir - S 88 deg. W, 7.9'

GLO BK 

7, P 9

23 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Fir - S 83 deg. W, 13.9'                                    

10" Maple - N 83 deg. E, 21.1'                        

8" Maple - S 50 deg. E, 17.8'                              

8" Birch - N 66 deg. W, 17.8'

GLO BK 

7, P 21

23 51-27 S 1/4

Corner falls in small pond - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 corner falls in small pond - no ties
GLO BK 

7, P 20

23 51-27 SE

3" capped iron set in woods approx. 

300' N of Blackwater Lake by D. 

Landecker

1986

spk in 5" Birch - N 67 deg. E, 30.22'                      

spk in 9" Birch - S 03 deg. E, 80.77'                    

spk in 7" Birch - S 40 deg. W, 21.20'

244471
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23 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. W, 4.6'                                    

8" Tamarack - N 74 deg. E, 13.9'                        

5" Spruce - S 35 deg. W, 21.1'                              

8" Tamarack - S 43 deg. E, 19.1'

GLO BK 

7, P 7

23 51-27 SW
2" iron set in woods approx. 225' N of 

creek bend by D. Landecker
1986

spk in 8" Ash - N 10 deg. W, 20.19'                       

spk in 9" Ash - S 80 deg. E, 17.69'                        

spk in 22" Ash - S 80 deg. W, 7.33'

244470

23 51-27 SW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” Ash – N 45 deg. E, 27.7'                                     

9” Elm – S 45 deg. W, 48.2'      

Book 1, 

Page 412

23 51-27 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

8” Ash – N 45 deg. E, 27.7'                                   

9” Elm – S 45 deg. W, 48.2'

Book 1, 

Page 367

23 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 49 deg. W, 16.5'                                    

12" Ash - N 55 deg. W, 13.2'                        6" 

Ash - N 50 deg. E, 19.8'                              14" 

Spruce - S 54 deg. E, 15.8'

GLO BK 

7, P 19

23 51-27 W .C.

is on S line SE 1/4 on E side of small 

pond - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868 No ties stated
GLO BK 

7, P 20

23 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Pine - S 71 deg. W, 13.2'                                    

24" White Pine - S 84 deg. E, 7.3'

GLO BK 

7, P 21

24 51-27 E 1/4

Marked 1 of quad. Birch as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868 2 other Birch in quad. Marked as B.T.s
GLO BK 

15, P 3

24 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
20" White Pine - S 05 deg. W, 3.3'                                    

16" White Pine - N 01 deg. W, 17.2'

GLO BK 

7, P 10

24 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

7" Tamarack - N 41 deg. E, 2.6'                                    

8" Tamarack - N 07 deg. W, 24.4'                          

5" Tamarack - S 55 deg. E, 15.8'                           

9" Tamarack - S 62 deg. W, 19.1'

GLO BK 

15, P 3

24 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Maple - N 44 deg. E, 11.2'                                    

8" Tamarack - N 14 deg. W, 19.1'                        

16" Aspen - S 18 deg. E, 17.2'                              

8" Fir - S 88 deg. W, 7.9'

GLO BK 

7, P 9

24 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 76 deg. W, 4.0'                                    

3" Spruce - N 46 deg. W, 10.6'

GLO BK 

7, P 8

24 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - S 03 deg. E, 65.3'                                    

14" Aspen - S 45 deg. W, 47.5'                           

No other trees near                    

GLO BK 

15, P 2

24 51-27 SW

3" capped iron set in woods approx. 

300' N of Blackwater Lake by D. 

Landecker

1986

spk in 5" Birch - N 67 deg. E, 30.22'                      

spk in 9" Birch - S 03 deg. E, 80.77'                       

spk in 7" Birch - S 40 deg. W, 21.20'

244471

24 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. W, 4.6'                                    

8" Tamarack - N 74 deg. E, 13.9'                        

5" Spruce - S 35 deg. W, 21.1'                              

8" Tamarack - S 43 deg. E, 19.1'

GLO BK 

7, P 7

24 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Maple - S 71 deg. E, 7.3'                                    

5" Maple - N 71 deg. W, 6.6'

GLO BK 

7, P 9

25 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
5" Spruce - S 76 deg. W, 4.0'                                    

3" Spruce - N 46 deg. W, 10.6'

GLO BK 

7, P 8

25 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Aspen - S 03 deg. E, 65.3'                                    

14" Aspen - S 45 deg. W, 47.5'                           

No other trees near                    

GLO BK 

15, P 2

25 51-27 NW

3" capped iron set in woods approx. 

300' N of Blackwater Lake by D. 

Landecker

1986

spk in 5" Birch - N 67 deg. E, 30.22'                       

spk in 9" Birch - S 03 deg. E, 80.77'                      

spk in 7" Birch - S 40 deg. W, 21.20'

244471

25 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. W, 4.6'                                    

8" Tamarack - N 74 deg. E, 13.9'                        

5" Spruce - S 35 deg. W, 21.1'                              

8" Tamarack - S 43 deg. E, 19.1'

GLO BK 

7, P 7

25 51-27 S 1/4
Took new ties to existing cor. By H.D. 

Keath, County Surveyor 
1914

8” Cedar – S 45 deg. E, 37.0'                                

16” Cedar – N 45 deg.E, 46.6'

Book 2, 

Page 99

25 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 34 deg. E, 10.6'                                    

5" Cedar - N 31 deg. E, 11.2'

GLO BK 

7, P 6
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25 51-27 SW

1/2" iron pipe found at intersection of 

projection of c/l E-W road from W with 

c/l N-S road from N by M. Landecker

1981

spk in Power Pole - N 15 deg. E, 83.00'                

spk in 7" Tw. Elm - N 90 deg. E, 9.22'                  

Tele. Ped. - S 75 deg. W, 52.20'

212170

25 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" White Birch - S 24 deg. W, 23.8'                                    

6" Tamarack - S 07 deg. E, 18.5'                        

4" Maple - N 35 deg. W, 13.2'                              

10" White Pine - N 04 deg. E, 35.6'

GLO BK 

7, P 5

25 51-27 W 1/4

1/2" iron pipe set on c/l N-S road 33' E 

of NE cor. Lot 1, Blk. 1, KINGSLEY 

ADDITION by M. Landecker

1981

spk in fence post - N 85 deg. E, 30.20'                  

1/2" iron - S 10 deg. W, 203.17'                             

1/2" iron - S 90 deg. W, 33.00'

212171

25 51-27 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

14” White Oak– N 45 deg. E, 76.0'                       

6” B. Ash – S 45 deg. E, 73.9'      

Book 1, 

Page 412

25 51-27 W 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” White Oak – N 45 deg. E, 76.0'                        

6” Black Ash – S 45 deg. E, 73.9'

Book 1, 

Page 367

25 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Willow - N 45 deg. W, 13.2'                                    

5" Willow - S 68 deg. E, 17.2'

GLO BK 

7, P 6

26 51-27  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1926

Complete Subd. - did not set all 1/16th cors.     

Distances only shown

Book 1,  

Page 412

26 51-27 E 1/4

1/2" iron pipe set on c/l N-S road 33' E 

of NE cor. Lot 1, Blk. 1, KINGSLEY 

ADDITION by M. Landecker

1981

spk in fence post - N 85 deg. E, 30.20'              

1/2" iron - S 10 deg. W, 203.17'                          

1/2" iron - S 90 deg. W, 33.00'

212171

26 51-27 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

14” White Oak– N 45 deg. E, 76.0'                       

6” B. Ash – S 45 deg. E, 73.9'      

Book 1, 

Page 412

26 51-27 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

14” White Oak – N 45 deg. E, 76.0'                        

6” Black Ash – S 45 deg. E, 73.9'

Book 1, 

Page 367

26 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Willow - N 45 deg. W, 13.2'                                    

5" Willow - S 68 deg. E, 17.2'

GLO BK 

7, P 6

26 51-27 N 1/4

Corner falls in small pond - no post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 corner falls in small pond - no ties
GLO BK 

7, P 20

26 51-27 NE

3" capped iron set in woods approx. 

300' N of Blackwater Lake by D. 

Landecker

1986

spk in 5" Birch - N 67 deg. E, 30.22'                      

spk in 9" Birch - S 03 deg. E, 80.77'                       

spk in 7" Birch - S 40 deg. W, 21.20'

244471

26 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

6" Tamarack - N 77 deg. W, 4.6'                                    

8" Tamarack - N 74 deg. E, 13.9'                        

5" Spruce - S 35 deg. W, 21.1'                              

8" Tamarack - S 43 deg. E, 19.1'

GLO BK 

7, P 7

26 51-27 NW
2" iron set in woods approx. 225' N of 

creek bend by D. Landecker
1986

spk in 8" Ash - N 10 deg. W, 20.19'                        

spk in 9" Ash - S 80 deg. E, 17.69'                          

spk in 22" Ash - S 80 deg. W, 7.33'

244470

26 51-27 NW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” Ash – N 45 deg. E, 27.7'                                     

9” Elm – S 45 deg. W, 48.2'      

Book 1, 

Page 412

26 51-27 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

8” Ash – N 45 deg. E, 27.7'                                   

9” Elm – S 45 deg. W, 48.2'

Book 1, 

Page 367

26 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 49 deg. W, 16.5'                                    

12" Ash - N 55 deg. W, 13.2'                        6" 

Ash - N 50 deg. E, 19.8'                              14" 

Spruce - S 54 deg. E, 15.8'

GLO BK 

7, P 19

26 51-27 S 1/4
1/2" iron pipe found on c/l E-W road at 

driveway to the N by M. Landecker
1981

spk in 5" Poplar - N 10 deg. W, 54.75'                 

Lg. Rock w/PK Nail - S 65 deg. E, 51.90'              

spk in 6" Elm - N 80 deg. W, 81.90'

212173

26 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Aspen - N 41 deg. W, 7.3'                                    

8" Birch - S 80 deg. E, 16.5'

GLO BK 

7, P 18

26 51-27 SE

1/2" iron pipe found at intersection of 

projection of c/l E-W road from W with 

c/l N-S road from N by M. Landecker

1981

spk in Power Pole - N 15 deg. E, 83.00'              

spk in 7" Tw. Elm - N 90 deg. E, 9.22'                 

Tele. Ped. - S 75 deg. W, 52.20'

212170

26 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" White Birch - S 24 deg. W, 23.8'                                    

6" Tamarack - S 07 deg. E, 18.5'                        

4" Maple - N 35 deg. W, 13.2'                              

10" White Pine - N 04 deg. E, 35.6'

GLO BK 

7, P 5

26 51-27 SW
1/2" iron pipe set on c/l E-W road at c/l 

N-S trail by M. Landecker
1981

spk in 12" Red Oak - N 80 deg. E, 64.90'             

spk in 5" R. Oak - S 45 deg. E, 49.40'                 

spk in 14" Poplar - S 45 deg. W, 51.55'

212169

26 51-27 SW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'      

Book 1, 

Page 412

26 51-27 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'

Book 1, 

Page 367
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26 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - S 26 deg. E, 7.3'                                    

4" Basswood - S 48 deg. W, 6.6'                        

6" Fir - N 50 deg. W, 18.5'                              6" 

Basswood - N 35 deg. E, 18.5'

GLO BK 

7, P 17

26 51-27 W .C.

is on N line NE 1/4 on E side of small 

pond - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868 No ties stated
GLO BK 

7, P 20

26 51-27 W 1/4
1/2" iron pipe set at SW cor. cleared 

area on c/l N-S trail by M. Landecker
1981

spk in 6" Birch - N 05 deg. W, 72.13'                    

spk in Tw. 10" Elm - N 90 deg. E, 34.45'             

spk in 10" Spruce - S 50 deg. E, 38.50'

212172

26 51-27 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. E, 40.9'                                

6” Elm – N 45 deg. E, 37.8'      

Book 1, 

Page 412

26 51-27 W 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. E, 40.9'                              

6” Elm – N 45 deg. E, 37.8'

Book 1, 

Page 367

26 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 12 deg. E, 11.2'                                    

10" Birch - N 76 deg. W, 5.3'

GLO BK 

7, P 19

26 51-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 367

27 51-27 E 1/4
1/2" iron pipe set at SW cor. cleared 

area on c/l N-S trail by M. Landecker
1981

spk in 6" Birch - N 05 deg. W, 72.13'                    

spk in Tw. 10" Elm - N 90 deg. E, 34.45'             

spk in 10" Spruce - S 50 deg. E, 38.50'

212172

27 51-27 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. E, 40.9'                                

6” Elm – N 45 deg. E, 37.8'      

Book 1, 

Page 412

27 51-27 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. E, 40.9'                              

6” Elm – N 45 deg. E, 37.8'

Book 1, 

Page 367

27 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Birch - S 12 deg. E, 11.2'                                    

10" Birch - N 76 deg. W, 5.3'

GLO BK 

7, P 19

27 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 36 deg. E, 10.6'                                    

6" Fir - S 71 deg. E, 17.2'

GLO BK 

7, P 32

27 51-27 NE
2" iron set in woods approx. 225' N of 

creek bend by D. Landecker
1986

spk in 8" Ash - N 10 deg. W, 20.19'                        

spk in 9" Ash - S 80 deg. E, 17.69'                         

spk in 22" Ash - S 80 deg. W, 7.33'

244470

27 51-27 NE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

8” Ash – N 45 deg. E, 27.7'                                     

9” Elm – S 45 deg. W, 48.2'      

Book 1, 

Page 412

27 51-27 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

8” Ash – N 45 deg. E, 27.7'                                   

9” Elm – S 45 deg. W, 48.2'

Book 1, 

Page 367

27 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 49 deg. W, 16.5'                                    

12" Ash - N 55 deg. W, 13.2'                        6" 

Ash - N 50 deg. E, 19.8'                              14" 

Spruce - S 54 deg. E, 15.8'

GLO BK 

7, P 19

27 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 84 deg. W, 16.5'                                    

10" Birch - S 08 deg. W, 22.4'                        4" 

Fir - N 28 deg. E, 4.0'                              6" 

Birch - S 60 deg. E, 17.8'

GLO BK 

7, P 31

27 51-27 S 1/4

3" Birch marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
8" Aspen - N 56 deg. E, 6.6'                                    

8" Birch - S 45 deg. E, 9.2'

GLO BK 

7, P 29

27 51-27 SE
1/2" iron pipe set on c/l E-W road at c/l 

N-S trail by M. Landecker
1981

spk in 12" Red Oak - N 80 deg. E, 64.90'             

spk in 5" R. Oak - S 45 deg. E, 49.40'                  

spk in 14" Poplar - S 45 deg. W, 51.55'

212169

27 51-27 SE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'      

Book 1, 

Page 412

27 51-27 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'

Book 1, 

Page 367

27 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - S 26 deg. E, 7.3'                                    

4" Basswood - S 48 deg. W, 6.6'                        

6" Fir - N 50 deg. W, 18.5'                              6" 

Basswood - N 35 deg. E, 18.5'

GLO BK 

7, P 17

27 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Fir - N 40 deg. W, 5.3'                                    

6" Maple - N 15 deg. E, 21.1'                        

10" Maple - S 57 deg. W, 14.5'                              

8" Birch - S 70 deg. E, 11.9'

GLO BK 

7, P 28

27 51-27 W 1/4

6" Birch marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
6" Birch - N 05 deg. E, 7.3'                                    

6" Birch - S 07 deg. W, 9.2'

GLO BK 

7, P 31
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27 51-27
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of Section                                

Distance and Mag. Var. shown 

Book 1, 

Page 367

28 51-27 E 1/4

6" Birch marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
6" Birch - N 05 deg. E, 7.3'                                    

6" Birch - S 07 deg. W, 9.2'

GLO BK 

7, P 31

28 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 12 deg. E, 11.9'                                    

10" Tamarack - S 24 deg. W, 8.6'

GLO BK 

7, P 33

28 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 84 deg. W, 16.5'                                    

10" Birch - S 08 deg. W, 22.4'                        4" 

Fir - N 28 deg. E, 4.0'                              6" 

Birch - S 60 deg. E, 17.8'

GLO BK 

7, P 31

28 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Cedar - N 67 deg. E, 4.0'                                    

12" Fir - S 85 deg. E, 20.5'

GLO BK 

7, P 33

28 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Birch - N 62 deg. E, 10.6'                                    

5" Maple - S 62 deg. W, 28.4'

GLO BK 

7, P 30

28 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Fir - N 40 deg. W, 5.3'                                    

6" Maple - N 15 deg. E, 21.1'                        

10" Maple - S 57 deg. W, 14.5'                              

8" Birch - S 70 deg. E, 11.9'

GLO BK 

7, P 28

28 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 75 deg. E, 40.9'                                    

12" Black Oak - S 29 deg. E, 35.6'

GLO BK 

7, P 30

33 51-27 E 1/4

10" Tamarack marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868
8" Spruce - N 17 deg. W, 9.2'                                    

5" Spruce - N 16 deg. E, 11.2'

GLO BK 

7, P 28

33 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
16" Birch - N 62 deg. E, 10.6'                                    

5" Maple - S 62 deg. W, 28.4'

GLO BK 

7, P 30

33 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Fir - N 40 deg. W, 5.3'                                    

6" Maple - N 15 deg. E, 21.1'                        

10" Maple - S 57 deg. W, 14.5'                              

8" Birch - S 70 deg. E, 11.9'

GLO BK 

7, P 28

33 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 75 deg. E, 40.9'                                    

12" Black Oak - S 29 deg. E, 35.6'

GLO BK 

7, P 30

33 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Tamarack - N 07 deg. E, 20.5'                                    

3" Tamarack - S 25 deg. E, 7.9'

GLO BK 

7, P 5

33 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Maple - N 39 deg. W, 3.3'                                    

10" Fir - N 50 deg. E, 11.2'                          8" 

Aspen - S 86 deg. E, 7.9'                             6" 

Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 4

33 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
4" Tamarack - N 76 deg. E, 64.7'                                    

3" Tamarack - S 05 deg. E, 42.2'

GLO BK 

7, P 5

34 51-27  
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

Road is on N-S ¼ line                                          

Distance and Mag. Var. stated

Book 2, 

Page 99

34 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Aspen - S 86 deg. E, 8.6'                                    

4" Birch - N 86 deg. W, 13.2'

GLO BK 

7, P 17

34 51-27 M.C.

is on S line SE 1/4 on E side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
5" Tamarack - N 55 deg. E, 29.0'                                    

5" Tamarack - S 65 deg. E, 11.9'

GLO BK 

7, P 3

34 51-27 M.C.

is on S line SE 1/4 on W side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
3" Tamarack - S 60 deg. W, 47.5'                                    

3" Tamarack - N 26 deg. W, 37.0'

GLO BK 

7, P 3

34 51-27 M.C.

is on E line SE 1/4 on E side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
12" Birch - S 06 deg. E, 19.8'                                    

6" Birch - S 14 deg. W, 52.8'

GLO BK 

7, P 16
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34 51-27 M.C.

is on E line SE 1/4 on N side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
3" Spruce - N 32 deg. E, 9.2'                                    

4" Birch - N 46 deg. W, 7.9'

GLO BK 

7, P 17

34 51-27 N 1/4

3" Birch marked for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
8" Aspen - N 56 deg. E, 6.6'                                    

8" Birch - S 45 deg. E, 9.2'

GLO BK 

7, P 29

34 51-27 NE
1/2" iron pipe set on c/l E-W road at c/l 

N-S trail by M. Landecker
1981

spk in 12" Red Oak - N 80 deg. E, 64.90'             

spk in 5" R. Oak - S 45 deg. E, 49.40'                  

spk in 14" Poplar - S 45 deg. W, 51.55'

212169

34 51-27 NE
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'      

Book 1, 

Page 412

34 51-27 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'

Book 1, 

Page 367

34 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - S 26 deg. E, 7.3'                                    

4" Basswood - S 48 deg. W, 6.6'                        

6" Fir - N 50 deg. W, 18.5'                              6" 

Basswood - N 35 deg. E, 18.5'

GLO BK 

7, P 17

34 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

3" Fir - N 40 deg. W, 5.3'                                    

6" Maple - N 15 deg. E, 21.1'                        

10" Maple - S 57 deg. W, 14.5'                              

8" Birch - S 70 deg. E, 11.9'

GLO BK 

7, P 28

34 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 01 deg. E, 29.0'                                    

6" Tamarack - S 85 deg. W, 52.1'

GLO BK 

7, P 3

34 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 13 deg. W, 9.2'                                    

10" Aspen - S 40 deg. W, 9.2'                                                  

GLO BK 

7, P 2

34 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Maple - N 39 deg. W, 3.3'                                    

10" Fir - N 50 deg. E, 11.2'                          8" 

Aspen - S 86 deg. E, 7.9'                             6" 

Maple - S 48 deg. W, 4.6'

GLO BK 

7, P 4

34 51-27 W.1/4

10" Tamarack marked for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868
8" Spruce - N 17 deg. W, 9.2'                                    

5" Spruce - N 16 deg. E, 11.2'

GLO BK 

7, P 28

35 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Yellow Pine - N 04 deg. W, 9.9'                                    

6" Yellow Pine - S 50 deg. E, 5.3'

GLO BK 

7, P 5

35 51-27 M.C.

is on W line SW 1/4 on E side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
12" Birch - S 06 deg. E, 19.8'                                    

6" Birch - S 14 deg. W, 52.8'

GLO BK 

7, P 16

35 51-27 M.C.

is on W line SW 1/4 on N side Otter 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
3" Spruce - N 32 deg. E, 9.2'                                    

4" Birch - N 46 deg. W, 7.9'

GLO BK 

7, P 17

35 51-27 N 1/4
1/2" iron pipe found on c/l E-W road at 

driveway to the N by M. Landecker
1981

spk in 5" Poplar - N 10 deg. W, 54.75'                 

Lg. Rock w/PK Nail - S 65 deg. E, 51.90'             

spk in 6" Elm - N 80 deg. W, 81.90'

212173

35 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Aspen - N 41 deg. W, 7.3'                                    

8" Birch - S 80 deg. E, 16.5'

GLO BK 

7, P 18

35 51-27 NE

1/2" iron pipe found at intersection of 

projection of c/l E-W road from W with 

c/l N-S road from N by M. Landecker

1981

spk in Power Pole - N 15 deg. E, 83.00'                

spk in 7" Tw. Elm - N 90 deg. E, 9.22'                   

Tele. Ped. - S 75 deg. W, 52.20'

212170

35 51-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" White Birch - S 24 deg. W, 23.8'                                    

6" Tamarack - S 07 deg. E, 18.5'                        

4" Maple - N 35 deg. W, 13.2'                              

10" White Pine - N 04 deg. E, 35.6'

GLO BK 

7, P 5

35 51-27 NW
1/2" iron pipe set on c/l E-W road at c/l 

N-S trail by M. Landecker
1981

spk in 12" Red Oak - N 80 deg. E, 64.90'             

spk in 5" R. Oak - S 45 deg. E, 49.40'                    

spk in 14" Poplar - S 45 deg. W, 51.55'

212169

35 51-27 NW
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1926

6” Poplar - S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'      

Book 1, 

Page 412

35 51-27 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

6” Poplar – S 45 deg. W, 52.6'                              

12” Red Oak – N 45 deg. E, 101.4'

Book 1, 

Page 367
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35 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" White Pine - S 26 deg. E, 7.3'                                    

4" Basswood - S 48 deg. W, 6.6'                        

6" Fir - N 50 deg. W, 18.5'                              6" 

Basswood - N 35 deg. E, 18.5'

GLO BK 

7, P 17

35 51-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 09 deg. E, 3.3'                                    

3" Spruce - N 25 deg. W, 31.0'                                                  

GLO BK 

7, P 2

35 51-27 SE

1/2" capped iron shaft set in Spruce 

bog in line with Power line to the N 

just S of jog to the SE by T. Betley

1990

2" B. Spruce - N 03 deg. E,11.85'                          

5" B. Spruce - S 34 deg. E, 5.31'                         

4" Tamarack - S 81 deg. W, 7.95'

274667

35 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 32 deg. E, 13.2'                                    

4" Spruce - N 83 deg. E, 30.4'                                                  

No other ties stated

GLO BK 

7, P 1

35 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 13 deg. W, 9.2'                                    

10" Aspen - S 40 deg. W, 9.2'                                                  

GLO BK 

7, P 2

35 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Aspen - S 86 deg. E, 8.6'                                    

4" Birch - N 86 deg. W, 13.2'

GLO BK 

7, P 17

36 51-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Tamarack - N 01 deg. W, 17.2'                                    

10" Birch - N 35 deg. E, 18.5'                          

GLO BK 

15, P 1

36 51-27 M.C.

M.C. is on S line SE 1/4 on E side 

Bass Lake - is wood post set as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1868
12" Yellow Pine - N 84 deg. E, 120.1'                                    

12" White Pine - S 88 deg. E, 96.4'

GLO BK 

7, P 1

36 51-27 N 1/4
Took new ties to existing cor. By H.D. 

Keath, County Surveyor 
1914

8” Cedar – S 45 deg. E, 37.0'                                

16” Cedar – N 45 deg.E, 46.6'

Book 2, 

Page 99

36 51-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 34 deg. E, 10.6'                                    

5" Cedar - N 31 deg. E, 11.2'

GLO BK 

7, P 6

36 51-27 NW

1/2" iron pipe found at intersection of 

projection of c/l E-W road from W with 

c/l N-S road from N by M. Landecker

1981

spk in Power Pole - N 15 deg. E, 83.00'              

spk in 7" Tw. Elm - N 90 deg. E, 9.22'                   

Tele. Ped. - S 75 deg. W, 52.20'

212170

36 51-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

5" White Birch - S 24 deg. W, 23.8'                                    

6" Tamarack - S 07 deg. E, 18.5'                        

4" Maple - N 35 deg. W, 13.2'                              

10" White Pine - N 04 deg. E, 35.6'

GLO BK 

7, P 5

36 51-27 S 1/4

point falls in Bass Lake - no corner set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1868 point is in Bass Lake
GLO BK 

7, P 1

36 51-27 SE
1/2" capped iron shaft set in woods 

just W of N-S Power line by T. Betley
1991

10" Aspen - N 40 deg. E, 8.36'                              

8" Red Oak - S 30 deg. W, 2.46'                            

4" Maple - N 43 deg. W, 8.46'

274670

36 51-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 46 deg. E, 16.5'                                    

18" Yellow Pine - N 26 deg. W, 30.4'                          

16" White Pine - S 27 deg. W, 42.9'                           

18" White Pine - S 50 deg. E, 42.9'

GLO BK 

15, P 7

36 51-27 SW

1/2" capped iron shaft set in Spruce 

bog in line with Power line to the N 

just S of jog to the SE by T. Betley

1990

2" B. Spruce - N 03 deg. E,11.85'                          

5" B. Spruce - S 34 deg. E, 5.31'                         

4" Tamarack - S 81 deg. W, 7.95'

274667

36 51-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

4" Spruce - S 32 deg. E, 13.2'                                    

4" Spruce - N 83 deg. E, 30.4'                                                  

No other ties stated

GLO BK 

7, P 1

36 51-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" Yellow Pine - N 04 deg. W, 9.9'                                    

6" Yellow Pine - S 50 deg. E, 5.3'

GLO BK 

7, P 5

1 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 26 deg. W, 9.9'                          

2” Tamarack – N 90 deg. E, 9.2'

GLO  Bk 

10 P. 4

1 52-22 N 1/4 Itasca County Monument 1955

Co. Mon. - S 00 deg. W, 20.00'                            

7" Spruce - N 50 deg. W, 17.30'                            

7" Spruce - S 35 deg. W, 19.40' 

Itasca 

Co. 
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1 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – S 47 deg. E, 6.6'                                

No other trees near

GLO  Bk 

10 P. 8

1 52-22 NE
Itasca County Monument in Drainage 

ditch
1993

6" Tamarack - S 76 deg. E, 12.85'                         

6" Spruce - N 46 deg. W, 33.54'    

Itasca 

Co. 

1 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 4

1 52-22 NW Itasca County Monument 1955

Co. Mon. - NW, 20.00'                                           

8" Tamarack - S 40 deg. W, 67.85'                        

8" Spruce - S 55 deg. E, 53.25' 

Itasca 

Co. 

1 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Spruce – N 32 deg. W, 25.1'                             

5” Spruce – S 52 deg. W, 47.5'                              

4” Spruce – N 06 deg. E, 56.8'                            

No other trees near

GLO  Bk 

10 P. 9

1 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 52 deg. E, 41.6'                        

No other trees near

GLO  Bk 

10 P. 18

1 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 4

1 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

2” Tamarack – S 28 deg. E, 30.4'                        

3“ Tamarack – N 59 deg. W, 21.8'                          

3” Tamarack – N 52 deg. E, 13.2'                          

2” Tamarack – S 21 deg. W, 43.6'

GLO  Bk 

10 P. 17

1 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – N 48 deg. W, 36.3'                             

3” Spruce – N 84 deg. E, 9.2'

GLO  Bk 

10 P. 19

2 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – N 48 deg. W, 36.3'                             

3” Spruce – N 84 deg. E, 9.2'

GLO  Bk 

10 P. 19

2 52-22 N 1/4 Itasca County Monument 1994

Co. Mon. - N 00 deg. E, 20.00'                             

6" Spruce - N 40 deg. W, 36.30'                             

5" Spruce - S 05 deg. W, 35.10' 

Itasca 

Co. 

2 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 52 deg. E, 15.8'                         

No other trees near

GLO  Bk 

10 P. 9

2 52-22 NE Itasca County Monument 1955

Co. Mon. - NW, 20.00'                                           

8" Tamarack - S 40 deg. W, 67.85'                         

8" Spruce - S 55 deg. E, 53.25' 

Itasca 

Co. 

2 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Spruce – N 32 deg. W, 25.1'                             

5” Spruce – S 52 deg. W, 47.5'                              

4” Spruce – N 06 deg. E, 56.8'                            

No other trees near

GLO  Bk 

10 P. 9

2 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Spruce – N 32 deg. W, 25.1'                             

5” Spruce – S 52 deg. W, 47.5'                              

4” Spruce – N 06 deg. E, 56.8'

GLO  Bk 

10 P. 7

2 52-22 NW Itasca County Monument 2001
14" W. Pine - N 85 deg. W, 67.00'                          

5" Aspen - S 08 deg. W, 36.35'  

Itasca 

Co. 

2 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 90 deg. W, 17.8'                         

no other trees near

GLO  Bk 

10 P. 28

2 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

2” Tamarack – S 28 deg. E, 30.4'                        

3“ Tamarack – N 59 deg. W, 21.8'                          

3” Tamarack – N 52 deg. E, 13.2'                          

2” Tamarack – S 21 deg. W, 43.6'

GLO  Bk 

10 P. 17

2 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 19 deg. E, 12.2'                              

2“ Spruce - S 05 deg. E, 13.2'                              

3” Spruce – S 64 deg. W, 29.0'                             

2” Spruce – N 28 deg. W, 19.8'

GLO  Bk 

10 P. 28

2 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – S 30 deg. E, 9.2'                               

3” Spruce – N 75 deg. W, 6.6'

GLO  Bk 

10 P. 29
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3 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – S 30 deg. E, 9.2'                               

3” Spruce – N 75 deg. W, 6.6'

GLO  Bk 

10 P. 29

3 52-22 N 1/4 Itasca County Monument 1955
7" Tamarack - N 50 deg. W, 35.05'                        

8" Tamarack - N 30 deg. E, 30.45'                        

Itasca 

Co. 

3 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – N 06 deg. E, 23.8'                         

No other trees near

GLO  Bk 

10 P. 7

3 52-22 NE Itasca County Monument 2001
14" W. Pine - N 85 deg. W, 67.00'                          

5" Aspen - S 08 deg. W, 36.35' 

Itasca 

Co. 

3 52-22 NW
Itasca County Monument on top of 

Tamarack post in Drainage ditch
1994

9" B. Spruce - S 57 deg. W, 47.14'                       

6" B. Spruce - S 29 deg. E, 37.82'  

Itasca 

Co. 

3 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5“ Spruce – N 20 deg. W, 35.6'                             

5” Spruce – N 35 deg. E, 42.9'                              

No other trees near

GLO  Bk 

10 P. 6

3 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
2“ Spruce – S 55 deg. E, 25.1'                             

4” Tamarack – N 65 deg. W, 75.9'

GLO  Bk 

10 P. 37

3 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 19 deg. E, 12.2'                              

2“ Spruce - S 05 deg. E, 13.2'                              

3” Spruce – S 64 deg. W, 29.0'                             

2” Spruce – N 28 deg. W, 19.8'

GLO  Bk 

10 P. 28

3 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 75 deg. W, 27.7'                        

5“ Tamarack – N 40 deg. E, 19.1'                          

4” Tamarack – N 11 deg. W, 20.5'                          

3” Tamarack – S 71 deg. E, 26.4'

GLO  Bk 

10 P. 36

3 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – S 65 deg. W, 6.6'                               

3” Spruce – S 45 deg. E, 2.3'

GLO  Bk 

10 P. 38

4 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – S 65 deg. W, 6.6'                               

3” Spruce – S 45 deg. E, 2.3'

GLO  Bk 

10 P. 38

4 52-22 N 1/4 Itasca County Monument 1955
7" Spruce - N 55 deg. E, 44.40'                            

6" Spruce - S 65 deg. E, 22.30'                        

Itasca 

Co. 

4 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 10 deg. W, 6.6'                         

No other trees near

GLO  Bk 

10 P. 6

4 52-22 NE
Itasca County Monument on top of 

Tamarack post in Drainage ditch
1994

9" B. Spruce - S 57 deg. W, 47.14'                         

6" B. Spruce - S 29 deg. E, 37.82'  

Itasca 

Co. 

4 52-22 NW Itasca County Monument 1955

7" Tamarack - N 50 deg. W, 16.25'                        

7" Tamarack - N 70 deg. E, 15.80'                         

5" Tamarack - S 15 deg. E, 15.50'     

Itasca 

Co. 

4 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 05 deg. W, 37.6'                         

no other trees near

GLO  Bk 

10 P. 47

4 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 75 deg. W, 27.7'                        

5“ Tamarack – N 40 deg. E, 19.1'                          

4” Tamarack – N 11 deg. W, 20.5'                          

3” Tamarack – S 71 deg. E, 26.4'

GLO  Bk 

10 P. 36

4 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 02 deg. E, 22.4'                        

3“ Tamarack – S 73 deg. E, 26.4'                          

4” Tamarack – N 37 deg. W, 7.9'                          

3” Tamarack – S 48 deg. W, 13.9'

GLO  Bk 

10 P. 47

4 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 48

5 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 48

5 52-22 N 1/4 Itasca County Monument 1955
7" Tamarack - S 60 deg. E, 15.40'                          

6" Tamarack - N 25 deg. E, 26.20' 

Itasca 

Co. 

5 52-22 N 1/4

3” Tamarack for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 8

5 52-22 NE Itasca County Monument 1955

7" Tamarack - N 50 deg. W, 16.25'                        

7" Tamarack - N 70 deg. E, 15.80'                         

5" Tamarack - S 15 deg. E, 15.50'     

Itasca 

Co. 
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5 52-22 NW Itasca County Monument 1955

6" Tamarack - S 80 deg. W, 8.25'                         

6" Tamarack - S 25 deg. E, 19.70'                        

6" Tamarack - N 20 deg. W, 18.65'   

Itasca 

Co. 

5 52-22 NW

3” Tamarack for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 8

5 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – S 45 deg. E, 26.4'                         

8” Tamarack – N 65 deg. W, 46.2'

GLO  Bk 

10 P. 61

5 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 02 deg. E, 22.4'                        

3“ Tamarack – S 73 deg. E, 26.4'                          

4” Tamarack – N 37 deg. W, 7.9'                          

3” Tamarack – S 48 deg. W, 13.9'

GLO  Bk 

10 P. 47

5 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 70 deg. E, 12.5'                        

6“ Cedar – S 60 deg. E, 19.8'                               

10” Tamarack – N 25 deg. W, 31.7'                        

7” Tamarack – S 81 deg. W, 31.0'

GLO  Bk 

10 P. 60

5 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Tamarack – S 40 deg. W, 8.6'                         

10” Tamarack – N 89 deg. E, 6.6'

GLO  Bk 

10 P. 64

6 52-22  
Road Survey on N-S ¼ line of Section 

by F.J. O'Hara, County Surveyor 
1910

Runs N-S to N Twp. line                                      

No Distance or Mag. Var. shown

Book 2, 

Page 6

6 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Tamarack – S 40 deg. W, 8.6'                         

10” Tamarack – N 89 deg. E, 6.6'

GLO  Bk 

10 P. 64

6 52-22 N 1/4

3” Tamarack for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 9

6 52-22 NE Itasca County Monument 1955

6" Tamarack - S 80 deg. W, 8.25'                          

6" Tamarack - S 25 deg. E, 19.70'                         

6" Tamarack - N 20 deg. W, 18.65'

Itasca 

Co. 

6 52-22 NE

3” Tamarack for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 8

6 52-22 NW Itasca County Monument 1990
12" W. Oak - N 37 deg. E, 94.15'                            

18" Tamarack - N 15 deg. E, 105.75'    

Itasca 

Co. 

6 52-22 NW
Fnd. Inp. Cor. and took new ties by H. 

D Keath, County Surveyor 
1917

8” Norway Pine - N 45 deg E, 44.6'                      

7” W. Pine - S 45 deg E, 31.3'

Book 1, 

Page 250

6 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 75 deg. E, 15.8'                              

12” Cedar – N 16 deg. W, 19.8'                             

10" Maple - S 70 deg. W, 17.2'                              

20" Pine - S 30 deg. E, 26.4'                              

GLO  Bk 

13 P.5

6 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – S 24 deg. E, 64.0'                             

no other trees near

GLO  Bk 

10 P. 63

6 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 70 deg. E, 12.5'                        

6“ Cedar – S 60 deg. E, 19.8'                               

10” Tamarack – N 25 deg. W, 31.7'                        

7” Tamarack – S 81 deg. W, 31.0'

GLO  Bk 

10 P. 60

6 52-22 SW
Set new post and took new ties by 

H.D. Keath, County Surveyor
1917

14” Elm - S 45 deg W, 32.0'                                  

8” Ash - S 45 deg E, 23.8'

Book 1, 

Page 250

6 52-22 SW

5" Birch used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.4

6 52-22 W 1/4
Set new post and took new ties by 

H.D. Keath, County Surveyor
1917

5” Poplar - N 45 deg E, 37.3'                                  

9” Ash - N 45 deg E, 50.0'

Book 1, 

Page 250

6 52-22 W 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.5

7 52-22  

Road Survey on N-S ¼ and S line SE 

¼  of Sec. by F.J. O'Hara, Co. 

Surveyor 

1910
Runs N-S to N Twp. line                                      

No Distance or Mag. Var. shown

Book 2, 

Page 6

7 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Pine – S 70 deg. W, 12.5'                                 

5” Cedar – S 40 deg. E, 22.4'

GLO  Bk 

10 P. 60
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7 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – S 24 deg. E, 64.0'                             

no other trees near

GLO  Bk 

10 P. 63

7 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 70 deg. E, 12.5'                        

6“ Cedar – S 60 deg. E, 19.8'                               

10” Tamarack – N 25 deg. W, 31.7'                        

7” Tamarack – S 81 deg. W, 31.0'

GLO  Bk 

10 P. 60

7 52-22 NW
Set new post and took new ties by 

H.D. Keath, County Surveyor
1917

14” Elm - S 45 deg W, 32.0'                                  

8” Ash - S 45 deg E, 23.8'

Book 1, 

Page 250

7 52-22 NW

5" Birch used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.4

7 52-22 S 1/4
7/8" iron shaft set on c/l E-W highway 

at c/l N-S road by T. Betley
1990

Stop sign - N 31 deg. W, 43.71'                               

Stop sign - S 22 deg. E, 43.01'    
265861

7 52-22 S 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Cedar - N 20 deg. W, 6.6'                                 

6” Spruce – S 85 deg. E, 2.0'      

Book 2, 

Page 6

7 52-22 S 1/4

6” Tamarack used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
5“ Cedar – N 20 deg. W, 6.6'                                 

6” Spruce – S 85 deg. E, 2.0'

GLO  Bk 

10 P. 59

7 52-22 SE
7/8" capped iron shaft set 5.8' N of c/l      

E-W highway by T. Betley
1990

PK Nail in Bit. - 8.30' NE                                        

9" Cedar - S 36 deg. E, 75.45'                              

Power Pole - S 38 deg. W, 53.58'

265860

7 52-22 SE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Cedar - S 87 deg. E, 11.2'                               

5” Tamarack – N 85 deg. E, 10.0'      

Book 2, 

Page 6

7 52-22 SE

5” Cedar used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874

10 Cedar – S 87 deg. E, 11.2'                                

7“ Cedar – S 15 deg. W, 13.2'                              

8” Cedar – N 86 deg. W, 17.2'                              

5” Tamarack – N 85 deg. E, 9.9'

GLO  Bk 

10 P. 57

7 52-22 SW

3" capped iron pipe found 236' S of c/l       

E-W highway on E edge forest road 

by T. Betley 

1989

14" Cedar - N 76 deg. E, 140.00'                          

8" Poplar - S 46 deg. E, 26.35'                              

8" Ash - S 49 deg. W, 20.80'

282761

7 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Cedar – N 60 deg. E, 9.6'                              

3” Cedar – N 70 deg. W, 2.0'                             

22" Cedar - N 45 deg. W, 3.3'                              

3" Cedar - S 60 deg. E, 2.0'                              

GLO  Bk 

13 P.3

7 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Basswood – S 55 deg. W, 5.9'                              

6” Ash – N 68 deg. E, 13.2'                                      

GLO  Bk 

13 P.4

8 52-22  
Road Survey on S line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs E to Libby Creek                                            

No Distance or Mag. Var. shown

Book 2, 

Page 6

8 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 42 deg. E, 23.1'                          

4” Tamarack – N 29 deg. W, 25.7'

GLO  Bk 

10 P. 46

8 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Tamarack – S 45 deg. E, 26.4'                         

8” Tamarack – N 65 deg. W, 46.2'

GLO  Bk 

10 P. 61

8 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 02 deg. E, 22.4'                        

3“ Tamarack – S 73 deg. E, 26.4'                          

4” Tamarack – N 37 deg. W, 7.9'                          

3” Tamarack – S 48 deg. W, 13.9'

GLO  Bk 

10 P. 47

8 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

8” Tamarack – N 70 deg. E, 12.5'                        

6“ Cedar – S 60 deg. E, 19.8'                               

10” Tamarack – N 25 deg. W, 31.7'                        

7” Tamarack – S 81 deg. W, 31.0'

GLO  Bk 

10 P. 60

8 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 58

8 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

7” Tamarack – N 74 deg. E, 14.5'                        

10“ Tamarack – S 01 deg. W, 11.9'                       

10” Tamarack – N 04 deg. W, 1.3'                          

no other trees near

GLO  Bk 

10 P. 45

8 52-22 SW
7/8" capped iron shaft set 5.8' N of c/l            

E-W highway by T. Betley
1990

PK Nail in Bit. - 8.30' NE                                          

9" Cedar - S 36 deg. E, 75.45'                               

Power Pole - S 38 deg. W, 53.58'

265860

8 52-22 SW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Cedar - S 87 deg. E, 11.2'                               

5” Tamarack – N 85 deg. E, 10.0'      

Book 2, 

Page 6
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8 52-22 SW

5” Cedar used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874

10 Cedar – S 87 deg. E, 11.2'                                

7“ Cedar – S 15 deg. W, 13.2'                              

8” Cedar – N 86 deg. W, 17.2'                              

5” Tamarack – N 85 deg. E, 9.9'

GLO  Bk 

10 P. 57

8 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Pine – S 70 deg. W, 12.5'                                 

5” Cedar – S 40 deg. E, 22.4'

GLO  Bk 

10 P. 60

9 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 37 deg. E, 66.0'                        

3” Tamarack – N 46 deg. W, 75.9'

GLO  Bk 

10 P. 36

9 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 05 deg. W, 37.6'                         

no other trees near

GLO  Bk 

10 P. 47

9 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 75 deg. W, 27.7'                        

5“ Tamarack – N 40 deg. E, 19.1'                          

4” Tamarack – N 11 deg. W, 20.5'                          

3” Tamarack – S 71 deg. E, 26.4'

GLO  Bk 

10 P. 36

9 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 02 deg. E, 22.4'                        

3“ Tamarack – S 73 deg. E, 26.4'                          

4” Tamarack – N 37 deg. W, 7.9'                          

3” Tamarack – S 48 deg. W, 13.9'

GLO  Bk 

10 P. 47

9 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 80 deg. W, 5.3'                          

2” Tamarack – N 30 deg. E, 4.6'

GLO  Bk 

10 P. 46

9 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Aspen – S 02 deg. W, 275.2'                             

5” Aspen – S 01 deg. E, 282.5'

GLO  Bk 

10 P. 35

9 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

7” Tamarack – N 74 deg. E, 14.5'                        

10“ Tamarack – S 01 deg. W, 11.9'                       

10” Tamarack – N 04 deg. W, 1.3'                          

no other trees near

GLO  Bk 

10 P. 45

9 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 42 deg. E, 23.1'                          

4” Tamarack – N 29 deg. W, 25.7'

GLO  Bk 

10 P. 46

10 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Tamarack – S 80 deg. E, 2.0'                            

no other trees near

GLO  Bk 

10 P. 27

10 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
2“ Spruce – S 55 deg. E, 25.1'                             

4” Tamarack – N 65 deg. W, 75.9'

GLO  Bk 

10 P. 37

10 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 19 deg. E, 12.2'                              

2“ Spruce - S 05 deg. E, 13.2'                              

3” Spruce – S 64 deg. W, 29.0'                             

2” Spruce – N 28 deg. W, 19.8'

GLO  Bk 

10 P. 28

10 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 75 deg. W, 27.7'                        

5“ Tamarack – N 40 deg. E, 19.1'                          

4” Tamarack – N 11 deg. W, 20.5'                          

3” Tamarack – S 71 deg. E, 26.4'

GLO  Bk 

10 P. 36

10 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 36

10 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 20 deg. W, 66.0'                        

4“ Tamarack – S 70 deg. E, 33.0'                          

3” Tamarack – N 15 deg. E, 62.7'                          

no other trees near

GLO  Bk 

10 P. 26

10 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Aspen – S 02 deg. W, 275.2'                             

5” Aspen – S 01 deg. E, 282.5'

GLO  Bk 

10 P. 35

10 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 37 deg. E, 66.0'                        

3” Tamarack – N 46 deg. W, 75.9'

GLO  Bk 

10 P. 36
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11 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 88 deg. W, 15.8'                        

No other trees near

GLO  Bk 

10 P. 17

11 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 90 deg. W, 17.8'                         

no other trees near

GLO  Bk 

10 P. 28

11 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

2” Tamarack – S 28 deg. E, 30.4'                        

3“ Tamarack – N 59 deg. W, 21.8'                          

3” Tamarack – N 52 deg. E, 13.2'                          

2” Tamarack – S 21 deg. W, 43.6'

GLO  Bk 

10 P. 17

11 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 19 deg. E, 12.2'                              

2“ Spruce - S 05 deg. E, 13.2'                              

3” Spruce – S 64 deg. W, 29.0'                             

2” Spruce – N 28 deg. W, 19.8'

GLO  Bk 

10 P. 28

11 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 16 deg. W, 26.4'                        

3” Tamarack – S 62 deg. W, 58.1'

GLO  Bk 

10 P. 27

11 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 86 deg. E, 23.8'                        

3“ Tamarack – N 78 deg. W, 35.6'                          

4” Spruce – S 60 deg. W, 68.0'                             

4” Spruce – N 65 deg. E, 31.0'

GLO  Bk 

10 P. 16

11 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 20 deg. W, 66.0'                        

4“ Tamarack – S 70 deg. E, 33.0'                          

3” Tamarack – N 15 deg. E, 62.7'                          

no other trees near

GLO  Bk 

10 P. 26

11 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Tamarack – S 80 deg. E, 2.0'                            

no other trees near

GLO  Bk 

10 P. 27

12 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Poplar – N 08 deg. W, 110.9'                         

No other trees near

GLO  Bk 

10 P. 3

12 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 52 deg. E, 41.6'                        

No other trees near

GLO  Bk 

10 P. 18

12 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 4

12 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

2” Tamarack – S 28 deg. E, 30.4'                        

3“ Tamarack – N 59 deg. W, 21.8'                          

3” Tamarack – N 52 deg. E, 13.2'                          

2” Tamarack – S 21 deg. W, 43.6'

GLO  Bk 

10 P. 17

12 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – N 32 deg. E, 23.1'                             

2” Spruce – S 25 deg. W, 13.9'

GLO  Bk 

10 P. 16

12 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Spruce – N 50 deg. W, 73.9'                              

3“ Spruce – N 37 deg. E, 35.0'                              

3” Spruce – S 08 deg. E, 26.4'                              

3” Spruce – S 79 deg. W, 40.3'

GLO  Bk 

10 P. 3

12 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 86 deg. E, 23.8'                        

3“ Tamarack – N 78 deg. W, 35.6'                          

4” Spruce – S 60 deg. W, 68.0'                             

4” Spruce – N 65 deg. E, 31.0'

GLO  Bk 

10 P. 16

12 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 88 deg. W, 15.8'                        

No other trees near

GLO  Bk 

10 P. 17

13 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 80 deg. W, 33.0'                          

3” Tamarack – S 73 deg. E, 28.4'

GLO  Bk 

10 P. 2

13 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – N 32 deg. E, 23.1'                             

2” Spruce – S 25 deg. W, 13.9'

GLO  Bk 

10 P. 16
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13 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Spruce – N 50 deg. W, 73.9'                              

3“ Spruce – N 37 deg. E, 35.0'                              

3” Spruce – S 08 deg. E, 26.4'                              

3” Spruce – S 79 deg. W, 40.3'

GLO  Bk 

10 P. 3

13 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 86 deg. E, 23.8'                        

3“ Tamarack – N 78 deg. W, 35.6'                          

4” Spruce – S 60 deg. W, 68.0'                             

4” Spruce – N 65 deg. E, 31.0'

GLO  Bk 

10 P. 16

13 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. E, 66.0'                         

No other trees near

GLO  Bk 

10 P. 15

13 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 2

13 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6“ Spruce – N 88 deg. E, 188.1'                             

6” Spruce – S 86 deg. E, 188.8'                              

3” Tamarack – S 02 deg. W, 35.0'                          

No other trees near

GLO  Bk 

10 P. 14

13 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 71 deg. W, 39.6'                        

5” Spruce – S 57 deg. E, 13.2'

GLO  Bk 

10 P. 15

14 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 71 deg. W, 39.6'                        

5” Spruce – S 57 deg. E, 13.2'

GLO  Bk 

10 P. 15

14 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 16 deg. W, 26.4'                        

3” Tamarack – S 62 deg. W, 58.1'

GLO  Bk 

10 P. 27

14 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – S 86 deg. E, 23.8'                        

3“ Tamarack – N 78 deg. W, 35.6'                          

4” Spruce – S 60 deg. W, 68.0'                             

4” Spruce – N 65 deg. E, 31.0'

GLO  Bk 

10 P. 16

14 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 20 deg. W, 66.0'                        

4“ Tamarack – S 70 deg. E, 33.0'                          

3” Tamarack – N 15 deg. E, 62.7'                          

no other trees near

GLO  Bk 

10 P. 26

14 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – S 17 deg. E, 6.6'                               

4” Spruce – N 33 deg. E, 5.3'

GLO  Bk 

10 P. 25

14 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6“ Spruce – N 88 deg. E, 188.1'                             

6” Spruce – S 86 deg. E, 188.8'                              

3” Tamarack – S 02 deg. W, 35.0'                          

No other trees near

GLO  Bk 

10 P. 14

14 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 23 deg. E, 31.0'                              

3“ Spruce – S 77 deg. E, 17.2'                              

3” Spruce – N 15 deg. W, 13.2'                             

3” Spruce – S 33 deg. W, 15.2'

GLO  Bk 

10 P. 24

14 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 08 deg. E, 279.8'                      

4” Tamarack – N 10 deg. W, 336.6'

GLO  Bk 

10 P. 25

15 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – N 08 deg. E, 279.8'                      

4” Tamarack – N 10 deg. W, 336.6'

GLO  Bk 

10 P. 25

15 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 36

15 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 20 deg. W, 66.0'                        

4“ Tamarack – S 70 deg. E, 33.0'                          

3” Tamarack – N 15 deg. E, 62.7'                          

no other trees near

GLO  Bk 

10 P. 26

15 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Aspen – S 02 deg. W, 275.2'                             

5” Aspen – S 01 deg. E, 282.5'

GLO  Bk 

10 P. 35
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15 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 86 deg. E, 224.4'                         

no other trees near

GLO  Bk 

10 P. 34

15 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 23 deg. E, 31.0'                              

3“ Spruce – S 77 deg. E, 17.2'                              

3” Spruce – N 15 deg. W, 13.2'                             

3” Spruce – S 33 deg. W, 15.2'

GLO  Bk 

10 P. 24

15 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 12.5'                        

4“ Tamarack – N 26 deg. E, 4.6'                          

5” Tamarack – N 19 deg. W, 11.9'                          

3” Tamarack – S 47 deg. W, 2.6'

GLO  Bk 

10 P. 33

15 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 45 deg. E, 87.1'                         

no other trees near

GLO  Bk 

10 P. 34

16 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 45 deg. E, 87.1'                         

no other trees near

GLO  Bk 

10 P. 34

16 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 80 deg. W, 5.3'                          

2” Tamarack – N 30 deg. E, 4.6'

GLO  Bk 

10 P. 46

16 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Aspen – S 02 deg. W, 275.2'                             

5” Aspen – S 01 deg. E, 282.5'

GLO  Bk 

10 P. 35

16 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

7” Tamarack – N 74 deg. E, 14.5'                        

10“ Tamarack – S 01 deg. W, 11.9'                       

10” Tamarack – N 04 deg. W, 1.3'                          

no other trees near

GLO  Bk 

10 P. 45

16 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 10 deg. W, 9.2'                          

3” Tamarack – N 02 deg. E, 4.0'

GLO  Bk 

10 P. 44

16 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 12.5'                        

4“ Tamarack – N 26 deg. E, 4.6'                          

5” Tamarack – N 19 deg. W, 11.9'                          

3” Tamarack – S 47 deg. W, 2.6'

GLO  Bk 

10 P. 33

16 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

10” Aspen – N 47 deg. W, 6.6'                               

8“ Aspen – N 60 deg. E, 10.6'                              

3” Ctnwd – S 50 deg. E, 3.3'                                

4” Ctnwd – S 30 deg. W, 6.6'

GLO  Bk 

10 P. 43

16 52-22 W 1/4

4” Aspen used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
4“ Aspen – S 35 deg. W, 8.6'                              

no other trees near

GLO  Bk 

10 P. 44

17 52-22  
Road Survey on N line of Section by 

F.J. O'Hara, County Surveyor 
1910

Runs E to Libby Creek                                            

No Distance or Mag. Var. shown

Book 2, 

Page 6

17 52-22 E 1/4

4” Aspen used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
4“ Aspen – S 35 deg. W, 8.6'                              

no other trees near

GLO  Bk 

10 P. 44

17 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 58

17 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

7” Tamarack – N 74 deg. E, 14.5'                        

10“ Tamarack – S 01 deg. W, 11.9'                       

10” Tamarack – N 04 deg. W, 1.3'                          

no other trees near

GLO  Bk 

10 P. 45

17 52-22 NW
7/8" capped iron shaft set 5.8' N of          

E-W highway by T. Betley
1990

PK Nail in Bit. - 8.30' NE                                         

9" Cedar - S 36 deg. E, 75.45'                              

Power Pole - S 38 deg. W, 53.58'

265860

17 52-22 NW
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Cedar - S 87 deg. E, 11.2'                               

5” Tamarack – N 85 deg. E, 10.0'      

Book 2, 

Page 6

17 52-22 NW

5” Cedar used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874

10 Cedar – S 87 deg. E, 11.2'                                

7“ Cedar – S 15 deg. W, 13.2'                              

8” Cedar – N 86 deg. W, 17.2'                              

5” Tamarack – N 85 deg. E, 9.9'

GLO  Bk 

10 P. 57

17 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Aspen – N 00 deg. E, 39.6'                           

no other trees near

GLO  Bk 

10 P. 55

Page 970 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

17 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

10” Aspen – N 47 deg. W, 6.6'                               

8“ Aspen – N 60 deg. E, 10.6'                              

3” Ctnwd – S 50 deg. E, 3.3'                                

4” Ctnwd – S 30 deg. W, 6.6'

GLO  Bk 

10 P. 43

17 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Tamarack – S 45 deg. E, 35.6'                          

2” Aspen – S 35 deg. W, 34.3'                             

no other trees near

GLO  Bk 

10 P. 54

17 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – S 30 deg. W, 9.9'                                 

2” Aspen – N 20 deg. E, 10.6'

GLO  Bk 

10 P. 57

18 52-22  

Road Survey on N-S ¼ and N line NE 

¼ of Sec. by F.J. O'Hara, Co. 

Surveyor 

1910
Runs N-S to N Twp. line                                      

No Distance or Mag. Var. shown

Book 2, 

Page 6

18 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – S 30 deg. W, 9.9'                                 

2” Aspen – N 20 deg. E, 10.6'

GLO  Bk 

10 P. 57

18 52-22 N 1/4
7/8" iron shaft set on c/l E-W highway 

at c/l N-S road by T. Betley
1990

Stop sign - N 31 deg. W, 43.71'                           

Stop sign - S 22 deg. E, 43.01'                  
265861

18 52-22 N 1/4
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

5” Cedar - N 20 deg. W, 6.6'                                 

6” Spruce – S 85 deg. E, 2.0'      

Book 2, 

Page 6

18 52-22 N 1/4

6” Tamarack used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
5“ Cedar – N 20 deg. W, 6.6'                                 

6” Spruce – S 85 deg. E, 2.0'

GLO  Bk 

10 P. 59

18 52-22 NE
7/8" capped iron shaft set 5.8' N of c/l  

E-W highway by T. Betley
1990

PK Nail in Bit. - 8.30' NE                                        

9" Cedar - S 36 deg. E, 75.45'                               

Power Pole - S 38 deg. W, 53.58'

265860

18 52-22 NE
New ties to inp. Cor. Taken by F.J. 

O'Hara, County Surveyor
1910

10” Cedar - S 87 deg. E, 11.2'                               

5” Tamarack – N 85 deg. E, 10.0'      

Book 2, 

Page 6

18 52-22 NE

5” Cedar used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874

10 Cedar – S 87 deg. E, 11.2'                                

7“ Cedar – S 15 deg. W, 13.2'                              

8” Cedar – N 86 deg. W, 17.2'                              

5” Tamarack – N 85 deg. E, 9.9'

GLO  Bk 

10 P. 57

18 52-22 NW

3" capped iron pipe found 236' S of c/l          

E-W highway on E edge forest road 

by T. Betley 

1989

14" Cedar - N 76 deg. E, 140.00'                           

8" Poplar - S 46 deg. E, 26.35'                               

8" Ash - S 49 deg. W, 20.80'

282761

18 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Cedar – N 60 deg. E, 9.6'                              

3” Cedar – N 70 deg. W, 2.0'                             

22" Cedar - N 45 deg. W, 3.3'                              

3" Cedar - S 60 deg. E, 2.0'                              

GLO  Bk 

13 P.3

18 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 26 deg. W, 52.8'                         

no other trees near

GLO  Bk 

10 P. 56

18 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Tamarack – S 45 deg. E, 35.6'                          

2” Aspen – S 35 deg. W, 34.3'                             

no other trees near

GLO  Bk 

10 P. 54

18 52-22 SW
1" capped iron pipe set 10' W of c/l N-

S drainage ditch by T. Betley
1993

14" Tamarack - N 71 deg. E, 31.46'                     

8" Spruce - S 48 deg. E, 39.47'                            

9" Tamarack - S 66 deg. W, 34.50'

282518

18 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

18 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.3

19 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 54

19 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 26 deg. W, 52.8'                         

no other trees near

GLO  Bk 

10 P. 56

19 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Tamarack – S 45 deg. E, 35.6'                          

2” Aspen – S 35 deg. W, 34.3'                             

no other trees near

GLO  Bk 

10 P. 54
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19 52-22 NW
1" capped iron pipe set 10' W of c/l N-

S drainage ditch by T. Betley
1993

14" Tamarack - N 71 deg. E, 31.46'                       

8" Spruce - S 48 deg. E, 39.47'                              

9" Tamarack - S 66 deg. W, 34.50'

282518

19 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

19 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – S 85 deg. E, 9.9'                                 

3” Aspen – N 10 deg. E, 6.6'

GLO  Bk 

10 P. 53

19 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 20 deg. W, 78.5'                          

4” Tamarack – S 80 deg. E, 171.6'                      

no other trees near

GLO  Bk 

10 P. 51

19 52-22 SW

3" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

19 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

20 52-22 E 1/4

4” Tamarack used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
3“ Tamarack – N 75 deg. E, 13.2'                         

no other trees near

GLO  Bk 

10 P. 42

20 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Aspen – N 00 deg. E, 39.6'                           

no other trees near

GLO  Bk 

10 P. 55

20 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

10” Aspen – N 47 deg. W, 6.6'                               

8“ Aspen – N 60 deg. E, 10.6'                              

3” Ctnwd – S 50 deg. E, 3.3'                                

4” Ctnwd – S 30 deg. W, 6.6'

GLO  Bk 

10 P. 43

20 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4“ Tamarack – S 45 deg. E, 35.6'                          

2” Aspen – S 35 deg. W, 34.3'                             

no other trees near

GLO  Bk 

10 P. 54

20 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 52

20 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

18“ Pine – N 03 deg. E, 721.4'                              

4” Tamarack – S 70 deg. W, 132.0'                        

no other trees near

GLO  Bk 

10 P. 41

20 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 20 deg. W, 78.5'                          

4” Tamarack – S 80 deg. E, 171.6'                      

no other trees near

GLO  Bk 

10 P. 51

20 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 54

21 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – N 10 deg. W, 13.2'                        

6” Tamarack – N 03 deg. E, 14.5'

GLO  Bk 

10 P. 33

21 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 10 deg. W, 9.2'                          

3” Tamarack – N 02 deg. E, 4.0'

GLO  Bk 

10 P. 44

21 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 12.5'                        

4“ Tamarack – N 26 deg. E, 4.6'                          

5” Tamarack – N 19 deg. W, 11.9'                          

3” Tamarack – S 47 deg. W, 2.6'

GLO  Bk 

10 P. 33

21 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

10” Aspen – N 47 deg. W, 6.6'                               

8“ Aspen – N 60 deg. E, 10.6'                              

3” Ctnwd – S 50 deg. E, 3.3'                                

4” Ctnwd – S 30 deg. W, 6.6'

GLO  Bk 

10 P. 43

21 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Spruce – S 63 deg. E, 70.0'                          

no other trees near

GLO  Bk 

10 P. 41
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21 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6” Aspen – N 01 deg. E, 1038.2'                            

12“ Spruce – N 89 deg. W, 463.3'                          

9” Spruce – S 89 deg. W, 456.1'                            

no other trees near              

GLO  Bk 

10 P. 32

21 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

18“ Pine – N 03 deg. E, 721.4'                              

4” Tamarack – S 70 deg. W, 132.0'                        

no other trees near

GLO  Bk 

10 P. 41

21 52-22 W 1/4

4” Tamarack used for corner as part of 

original Government Land Office 

Survey by Josephus Alley, U.S. 

Deputy Surveyor

1874
3“ Tamarack – N 75 deg. E, 13.2'                         

no other trees near

GLO  Bk 

10 P. 42

22 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Aspen – S 02 deg. W, 233.6'                             

3” Aspen – S 01 deg. E, 240.2'

GLO  Bk 

10 P. 24

22 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 86 deg. E, 224.4'                         

no other trees near

GLO  Bk 

10 P. 34

22 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 23 deg. E, 31.0'                              

3“ Spruce – S 77 deg. E, 17.2'                              

3” Spruce – N 15 deg. W, 13.2'                             

3” Spruce – S 33 deg. W, 15.2'

GLO  Bk 

10 P. 24

22 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5” Tamarack – S 11 deg. E, 12.5'                        

4“ Tamarack – N 26 deg. E, 4.6'                          

5” Tamarack – N 19 deg. W, 11.9'                          

3” Tamarack – S 47 deg. W, 2.6'

GLO  Bk 

10 P. 33

22 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 89 deg. W, 352.4'                        

No other trees near

GLO  Bk 

10 P. 22

22 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – N 10 deg. W, 13.2'                        

6” Tamarack – N 03 deg. E, 14.5'

GLO  Bk 

10 P. 33

23 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – N 00 deg. E, 290.4'                            

No other trees near

GLO  Bk 

10 P. 13

23 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Spruce – S 17 deg. E, 6.6'                               

4” Spruce – N 33 deg. E, 5.3'

GLO  Bk 

10 P. 25

23 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6“ Spruce – N 88 deg. E, 188.1'                             

6” Spruce – S 86 deg. E, 188.8'                              

3” Tamarack – S 02 deg. W, 35.0'                          

No other trees near

GLO  Bk 

10 P. 14

23 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Spruce – N 23 deg. E, 31.0'                              

3“ Spruce – S 77 deg. E, 17.2'                              

3” Spruce – N 15 deg. W, 13.2'                             

3” Spruce – S 33 deg. W, 15.2'

GLO  Bk 

10 P. 24

23 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – S 88 deg. E, 231.0'                        

No other trees near

GLO  Bk 

10 P. 23

23 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – N 38 deg. E, 57.4'                                

No other trees near

GLO  Bk 

10 P. 12

23 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 89 deg. W, 352.4'                        

No other trees near

GLO  Bk 

10 P. 22

23 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Aspen – S 02 deg. W, 233.6'                             

3” Aspen – S 01 deg. E, 240.2'

GLO  Bk 

10 P. 24

24 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 2
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24 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. E, 66.0'                         

No other trees near

GLO  Bk 

10 P. 15

24 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 2

24 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6“ Spruce – N 88 deg. E, 188.1'                             

6” Spruce – S 86 deg. E, 188.8'                              

3” Tamarack – S 02 deg. W, 35.0'                          

No other trees near

GLO  Bk 

10 P. 14

24 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 89 deg. E, 160.4'                        

3” Tamarack – S 70 deg. W, 37.6'

GLO  Bk 

10 P. 13

24 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 14 deg. W, 94.4'                        

4“ Tamarack – N 08 deg. E, 66.7'                          

4” Tamarack – S 53 deg. E, 32.3'                          

no other trees near

GLO  Bk 

10 P. 2

24 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – N 38 deg. E, 57.4'                                

No other trees near

GLO  Bk 

10 P. 12

24 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Spruce – N 00 deg. E, 290.4'                            

No other trees near

GLO  Bk 

10 P. 13

25 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 1

25 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 89 deg. E, 160.4'                        

3” Tamarack – S 70 deg. W, 37.6'

GLO  Bk 

10 P. 13

25 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 14 deg. W, 94.4'                        

4“ Tamarack – N 08 deg. E, 66.7'                          

4” Tamarack – S 53 deg. E, 32.3'                          

no other trees near

GLO  Bk 

10 P. 2

25 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – N 38 deg. E, 57.4'                                

No other trees near

GLO  Bk 

10 P. 12

25 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 79 deg. W, 18.5'                          

4” Tamarack – N 51 deg. W, 19.8'

GLO  Bk 

10 P. 11

25 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 1

25 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 50 deg. E, 13.9'                        

6“ Tamarack – S 04 deg. E, 13.9'                          

4” Tamarack – S 37 deg. W, 30.4'                          

3” Tamarack – N 89 deg. W, 30.4'

GLO  Bk 

10 P. 10

25 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 41 deg. W, 20.5'                          

2” Tamarack – N 71 deg. E, 11.9'

GLO  Bk 

10 P. 12

26 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 41 deg. W, 20.5'                          

2” Tamarack – N 71 deg. E, 11.9'

GLO  Bk 

10 P. 12

26 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6“ Tamarack – S 88 deg. E, 231.0'                        

No other trees near

GLO  Bk 

10 P. 23

26 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – N 38 deg. E, 57.4'                                

No other trees near

GLO  Bk 

10 P. 12
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26 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 89 deg. W, 352.4'                        

No other trees near

GLO  Bk 

10 P. 22

26 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
24“ Pine – S 15 deg. E, 85.1'                               

No other trees near

GLO  Bk 

10 P. 21

26 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 50 deg. E, 13.9'                        

6“ Tamarack – S 04 deg. E, 13.9'                          

4” Tamarack – S 37 deg. W, 30.4'                          

3” Tamarack – N 89 deg. W, 30.4'

GLO  Bk 

10 P. 10

26 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

26 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6 Fir – N 51 deg. E, 44.9'                                        

8” Birch – N 08 deg. W, 79.2'

GLO  Bk 

10 P. 22

27 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
6 Fir – N 51 deg. E, 44.9'                                        

8” Birch – N 08 deg. W, 79.2'

GLO  Bk 

10 P. 22

27 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 32

27 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
4“ Tamarack – S 89 deg. W, 352.4'                        

No other trees near

GLO  Bk 

10 P. 22

27 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6” Aspen – N 01 deg. E, 1038.2'                            

12“ Spruce – N 89 deg. W, 463.3'                          

9” Spruce – S 89 deg. W, 456.1'                            

no other trees near              

GLO  Bk 

10 P. 32

27 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 31

27 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

27 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 30

27 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Aspen – N 22 deg. W, 72.6'                             

3” Aspen – N 11 deg. E, 69.3'

GLO  Bk 

10 P. 31

28 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
8“ Aspen – N 22 deg. W, 72.6'                             

3” Aspen – N 11 deg. E, 69.3'

GLO  Bk 

10 P. 31

28 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Spruce – S 63 deg. E, 70.0'                          

no other trees near

GLO  Bk 

10 P. 41

28 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

6” Aspen – N 01 deg. E, 1038.2'                            

12“ Spruce – N 89 deg. W, 463.3'                          

9” Spruce – S 89 deg. W, 456.1'                            

no other trees near              

GLO  Bk 

10 P. 32

28 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

18“ Pine – N 03 deg. E, 721.4'                              

4” Tamarack – S 70 deg. W, 132.0'                        

no other trees near

GLO  Bk 

10 P. 41

28 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 40
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28 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 30

28 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5“ Tamarack – N 40 deg. E, 62.0'                           

4” Tamarack – S 04 deg. W, 42.9'                        

no other trees near

GLO  Bk 

10 P. 39

28 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. W, 23.1'                        

3” Tamarack – N 80 deg. E, 26.4'

GLO  Bk 

10 P. 40

29 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. W, 23.1'                        

3” Tamarack – N 80 deg. E, 26.4'

GLO  Bk 

10 P. 40

29 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 52

29 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

18“ Pine – N 03 deg. E, 721.4'                              

4” Tamarack – S 70 deg. W, 132.0'                        

no other trees near

GLO  Bk 

10 P. 41

29 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 20 deg. W, 78.5'                          

4” Tamarack – S 80 deg. E, 171.6'                      

no other trees near

GLO  Bk 

10 P. 51

29 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
2“ Tamarack – N 55 deg. W, 19.1'                         

no other trees near

GLO  Bk 

10 P. 50

29 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5“ Tamarack – N 40 deg. E, 62.0'                           

4” Tamarack – S 04 deg. W, 42.9'                        

no other trees near

GLO  Bk 

10 P. 39

29 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. W, 9.9'                         

no other trees near

GLO  Bk 

10 P. 49

29 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 51

30 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 51

30 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Aspen – S 85 deg. E, 9.9'                                 

3” Aspen – N 10 deg. E, 6.6'

GLO  Bk 

10 P. 53

30 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3“ Tamarack – S 20 deg. W, 78.5'                          

4” Tamarack – S 80 deg. E, 171.6'                      

no other trees near

GLO  Bk 

10 P. 51

30 52-22 NW

3" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

30 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 51

30 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. W, 9.9'                         

no other trees near

GLO  Bk 

10 P. 49

30 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1
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31 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 49

31 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 51

31 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. W, 9.9'                         

no other trees near

GLO  Bk 

10 P. 49

31 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

31 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 2 1/2” Tamarack – N 45 deg. E, 52.1'
GLO  Bk 

10 P. 11

31 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 20 deg. W, 132.0'                        

6” Tamarack – S 85 deg. E, 105.6'                       

no other trees near

GLO  Bk 

10 P. 11

31 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 52 deg. E, 2.6'                          

4“ Tamarack – S 30 deg. W, 5.3'                         

6” Tamarack – S 41 deg. E, 19.8'                          

5” Tamarack– N 31 deg. W, 14.5'

GLO  Bk 

10 P. 10

31 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Tamarack – N 52 deg. E, 2.6'                              

4” Tamarack – S 30 deg. W, 5.3'                             

6" Tamarack - S 41 deg. E, 19.8'                              

5" Tamarack - N 30 deg. W, 14.5'                              

GLO  Bk 

13 P. 11

31 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

32 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Aspen – S 00 deg. E, 310.2'                          

no other trees near

GLO  Bk 

10 P. 39

32 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
2“ Tamarack – N 55 deg. W, 19.1'                         

no other trees near

GLO  Bk 

10 P. 50

32 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5“ Tamarack – N 40 deg. E, 62.0'                           

4” Tamarack – S 04 deg. W, 42.9'                        

no other trees near

GLO  Bk 

10 P. 39

32 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – N 85 deg. W, 9.9'                         

no other trees near

GLO  Bk 

10 P. 49

32 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 9

32 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 37 deg. W, 10.6'                       

no other trees near

GLO  Bk 

10 P. 12

32 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – S 20 deg. W, 132.0'                        

6” Tamarack – S 85 deg. E, 105.6'                       

no other trees near

GLO  Bk 

10 P. 11

32 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 49

33 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 37 deg. W, 46.2'                         

no other trees near

GLO  Bk 

10 P. 30
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33 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 40

33 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 30

33 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

5“ Tamarack – N 40 deg. E, 62.0'                           

4” Tamarack – S 04 deg. W, 42.9'                        

no other trees near

GLO  Bk 

10 P. 39

33 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 12

33 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
3” Tamarack – S 37 deg. W, 10.6'                       

no other trees near

GLO  Bk 

10 P. 12

33 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
10“ Aspen – S 00 deg. E, 310.2'                          

no other trees near

GLO  Bk 

10 P. 39

34 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

34 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 31

34 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

34 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 30

34 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

34 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

34 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 37 deg. W, 46.2'                         

no other trees near

GLO  Bk 

10 P. 30

35 52-22 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. E, 19.8'                          

2” Tamarack – S 40 deg. W, 5.9'

GLO  Bk 

10 P. 10

35 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
24“ Pine – S 15 deg. E, 85.1'                               

No other trees near

GLO  Bk 

10 P. 21

35 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 50 deg. E, 13.9'                        

6“ Tamarack – S 04 deg. E, 13.9'                          

4” Tamarack – S 37 deg. W, 30.4'                          

3” Tamarack – N 89 deg. W, 30.4'

GLO  Bk 

10 P. 10

35 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

35 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 9
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35 52-22 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

6” Spruce – N 70 deg. W, 34.3'                             

6“ Aspen – N 66 deg. E, 42.9'                              

4” Tamarack – S 61 deg. E, 20.5'  

GLO  Bk 

10 P. 9

35 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 8

35 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 20

36 52-22 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
5“ Tamarack – S 79 deg. W, 18.5'                        

4” Tamarack – N 51 deg. W, 19.8'

GLO  Bk 

10 P. 11

36 52-22 NE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees for ties
GLO  Bk 

10 P. 1

36 52-22 NW

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874

3” Tamarack – N 50 deg. E, 13.9'                        

6“ Tamarack – S 04 deg. E, 13.9'                          

4” Tamarack – S 37 deg. W, 30.4'                          

3” Tamarack – N 89 deg. W, 30.4'

GLO  Bk 

10 P. 10

36 52-22 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

10 P. 9

36 52-22 SW

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874
6” Spruce – N 70 deg. W, 34.3'                             

6“ Aspen – N 66 deg. E, 42.9'                               

4” Tamarack – S 61 deg. E, 20.5'  

GLO  Bk 

10 P. 9

36 52-22 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

Josephus Alley, U.S. Deputy Surveyor

1874
3“ Tamarack – S 45 deg. E, 19.8'                          

2” Tamarack – S 40 deg. W, 5.9'

GLO  Bk 

10 P. 10

1 52-23 E 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.5

1 52-23 N 1/4 Itasca County Monument 1953
8" Spruce - N 20 deg. W, 28.20'                            

8" Balsam - S 30 deg. W, 20.50'  

Itasca 

Co. 

1 52-23 N 1/4

10" Pine used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                           
GLO  Bk 

13 P.11

1 52-23 NE Itasca County Monument 1990
12" W. Oak - N 37 deg. E, 94.15'                            

18" Tamarack - N 15 deg. E, 105.75'  

Itasca 

Co. 

1 52-23 NE
Fnd. Inp. Cor. and took new ties by H. 

D Keath, County Surveyor 
1917

8” Norway Pine - N 45 deg E, 44.6'                      

7” W. Pine - S 45 deg E, 31.3'

Book 1, 

Page 250

1 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 75 deg. E, 15.8'                              

12” Cedar – N 16 deg. W, 19.8'                             

10" Maple - S 70 deg. W, 17.2'                              

20" Pine - S 30 deg. E, 26.4'                              

GLO  Bk 

13 P.5

1 52-23 NW Itasca County Monument 1990
12" Ash - N 10 deg. W, 28.20'                            

12" Balsam - S 35 deg. E, 22.20'                     

Itasca 

Co. 

1 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 57 deg. E, 24.4'                              

26” Pine – S 80 deg. W, 34.3'                             

24" Pine - N 40 deg. W, 13.2'                              

5" Tamarack - S 10 deg. E, 19.8'                              

GLO  Bk 

13 P.11

1 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – N 45 deg. E, 2.6'                              

8” Cedar – S 40 deg. W, 6.6'                                      

GLO  Bk 

13 P.73

1 52-23 SE
Set new post and took new ties by 

H.D. Keath, County Surveyor
1917

14” Elm - S 45 deg W, 32.0'                                  

8” Ash - S 45 deg E, 23.8'

Book 1, 

Page 250

1 52-23 SE

5" Birch used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.4

1 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” White Pine – S 54 deg. W, 13.2'                              

6” Birch – N 52 deg. E, 13.2'                             

20" White Pine - S 51 deg. E, 54.1'                              

8" Cedar - N 42 deg. W, 9.9'                              

GLO  Bk 

13 P.72
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1 52-23 W 1/4

marked 10" Tamarack for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Tamarack – N 52 deg. W, 16.5'                              

6” Tamarack – N 78 deg. E, 13.2'                                      

GLO  Bk 

13 P.73

2 52-23 E 1/4

marked 10" Tamarack for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Tamarack – N 52 deg. W, 16.5'                              

6” Tamarack – N 78 deg. E, 13.2'                                      

GLO  Bk 

13 P.73

2 52-23 N 1/4 Itasca County Monument (Pipe Fnd) 2001 No Ties
Itasca 

Co. 

2 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties                           
GLO  Bk 

13 P. 13

2 52-23 NE Itasca County Monument 1990
12" Ash - N 10 deg. W, 28.20'                            

12" Balsam - S 35 deg. E, 22.20'       

Itasca 

Co. 

2 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 57 deg. E, 24.4'                              

26” Pine – S 80 deg. W, 34.3'                             

24" Pine - N 40 deg. W, 13.2'                              

5" Tamarack - S 10 deg. E, 19.8'                              

GLO  Bk 

13 P.11

2 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Pine – N 80 deg. W, 79.2'                              

24” Pine – S 08 deg. W, 99.0'                             

No other trees near                         

GLO  Bk 

13 P.12

2 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – N 15 deg. W, 5.3'                              

6” Aspen – S 34 deg. E, 5.3'                                      

GLO  Bk 

13 P.76

2 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” White Pine – S 54 deg. W, 13.2'                              

6” Birch – N 52 deg. E, 13.2'                             

20" White Pine - S 51 deg. E, 54.1'                              

8" Cedar - N 42 deg. W, 9.9'                              

GLO  Bk 

13 P.72

2 52-23 SW 

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – S 74 deg. W, 16.5'                              

10” Pine – N 53 deg. W, 39.6'                             

5" Aspen - N 64 deg. E, 14.5'                              

6" Aspen - S 60 deg. E, 19.8'                              

GLO  Bk 

13 P.75

2 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Tamarack – S 35 deg. W, 29.7'                              

4” Tamarack – N 50 deg. E, 23.1'                                      

GLO  Bk 

13 P. 82

3 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Tamarack – S 35 deg. W, 29.7'                              

4” Tamarack – N 50 deg. E, 23.1'                                      

GLO  Bk 

13 P. 82

3 52-23 M.C.

M.C. is on S. line SW 1/4 of Sec. 3 

and is 1/2" capped rebar set 30' E of 

River at base of 14" Birch by T. Betley 

1993
9" Balsam - N 82 deg. E, 36.69'                           

6" Oak - S 04 deg. E, 34.14'             
282335

3 52-23 M.C.

M.C. on S. line SW1/4 is on E side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Balsam – N 18 deg. E, 13.2'                              

9” Elm – S 13 deg. W, 13.2'                                      

GLO  Bk 

13 P. 81

3 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – N 05 deg. E, 26.4'                              

7” Balsam – S 80 deg. W, 33.0'                                      

GLO  Bk 

13 P. 81

3 52-23 M.C.

M.C. on W. line SW1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – S 65 deg. W, 10.6'                              

4” Ash – N 35 deg. E, 9.9'                                      

GLO  Bk 

13 P. 83

3 52-23 M.C.

M.C. on W. line SW1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Balsam – S 73 deg. W, 13.2'                              

8” Balsam – N 57 deg. E, 19.8'                                      

GLO  Bk 

13 P. 83

3 52-23 N 1/4 Itasca County Monument 1952
12" Tamarack - S 50 deg. W, 36.30'                      

6" Poplar - N 15 deg. E, 37.20'                      

Itasca 

Co. 

3 52-23 N 1/4

10" Pine used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.12
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3 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Pine – N 80 deg. W, 79.2'                              

24” Pine – S 08 deg. W, 99.0'                             

No other trees near                         

GLO  Bk 

13 P.12

3 52-23 NW
1 1/2" iron pin found on c/l N-S road at 

fence line to the W by T. Betley
1992

8" Spruce stump - N 50 deg. W, 71.22'                  

6" Tamarack - N 72 deg. E, 41.78'                         

6" Spruce - S 47 deg. E, 60.15'

282763

3 52-23 NW
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1922

3” Pine – N 45 deg. W, 49.5'                                 

5” Tamarack – S 45 deg. E, 49.8'

Book 1, 

Page 348

3 52-23 NW

5" Tamarack used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.12

3 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 09 deg. W, 5.9'                              

5” Aspen – N 40 deg. W, 19.8'                                      

GLO  Bk 

13 P. 80

3 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – S 74 deg. W, 16.5'                              

10” Pine – N 53 deg. W, 39.6'                             

5" Aspen - N 64 deg. E, 14.5'                              

6" Aspen - S 60 deg. E, 19.8'                              

GLO  Bk 

13 P.75

3 52-23 SW

1/2" capped rebar set 58' E of Swan 

River and 200' S of Swan River by T. 

Betley

1992

12" Dbl. Oak - N 29 deg. E, 10.95'                         

12" Birch - S 65 deg. E, 22.07'                             

6" Ash - S 04 deg. W, 13.93'  

282282

3 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Elm – S 16 deg. W, 16.5'                              

8” Birch – N 44 deg. W, 16.5'                             

8" Balsam - N 35 deg. E, 52.8'                              

11" Birch - S 19 deg. E, 7.9'                              

GLO  Bk 

13 P.79

3 52-23 W 1/4
1" iron pin set on c/l N-S road by T. 

Betley
1992

Power Pole - N 18 deg. W, 100.25'                       

3" Aspen - N 56 deg. E, 31.61'                                

6" Aspen - S 79 deg. E, 39.72'

282493

3 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Balsam – S 71 deg. W, 5.3'                              

5” Balsam – S 65 deg. E, 9.9'                                      

GLO  Bk 

13 P. 83

3 52-23
Survey of W line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. And set W ¼ Cor.                      

Distance and Mag. Var. shown 

Book 1, 

Page 348

4 52-23 E 1/4
1" iron pin set on c/l N-S road by T. 

Betley
1992

Power Pole - N 18 deg. W, 100.25'                          

3" Aspen - N 56 deg. E, 31.61'                                

6" Aspen - S 79 deg. E, 39.72'

282493

4 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Balsam – S 71 deg. W, 5.3'                              

5” Balsam – S 65 deg. E, 9.9'                                      

GLO  Bk 

13 P. 83

4 52-23 M.C.

M.C. on E. line SE1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – S 65 deg. W, 10.6'                              

4” Ash – N 35 deg. E, 9.9'                                      

GLO  Bk 

13 P. 83

4 52-23 M.C.

M.C. on E. line SE1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Balsam – S 73 deg. W, 13.2'                              

8” Balsam – N 57 deg. E, 19.8'                                      

GLO  Bk 

13 P. 83

4 52-23 M.C.

M.C. on S. line SE1/4 is on E side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
20” Maple – N 15 deg. E, 14.5'                              

8” Maple – S 85 deg. E, 33.0'                                      

GLO  Bk 

13 P. 89

4 52-23 M.C.

M.C. on S. line SE1/4 is on W side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
6” Basswood – S 25 deg. W, 13.2'                              

6” Basswood – N 74 deg. W, 21.1'                                      

GLO  Bk 

13 P. 89

4 52-23 M.C.

M.C. on S. line SW1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Oak – N 33 deg. E, 5.3'                              

10” Elm – S 00 deg. E, 19.8'                                      

GLO  Bk 

13 P. 89
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4 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Maple – N 48 deg. W, 26.4'                              

7” Maple – S 76 deg. W, 23.1'                                      

GLO  Bk 

13 P. 89

4 52-23 M.C.

M.C. on W. line NW1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
14” Maple – N 22 deg. W, 20.5'                              

No other trees near                            

GLO  Bk 

13 P. 91

4 52-23 M.C.

M.C. on W. line NW1/4 is on S side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” White Pine – S 67 deg. W, 18.5'                              

7” White Pine – S 35 deg. E, 29.0'                                      

GLO  Bk 

13 P. 91

4 52-23 N 1/4 Itasca County Monument 1991

7" B. Oak - N 33 deg. W, 15.05'                             

16" Aspen - S 46 deg. W, 2.96'                          

10" B. Oak - S 03 deg. W, 35.43'

Itasca 

Co. 

4 52-23 N 1/4

18" Pine used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.13

4 52-23 NE
1 1/2" iron pin found on c/l N-S road at 

fence line to the W by T. Betley
1992

8" Spruce stump - N 50 deg. W, 71.22'                  

6" Tamarack - N 72 deg. E, 41.78'                         

6" Spruce - S 47 deg. E, 60.15'

282763

4 52-23 NE

5" Tamarack used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.12

4 52-23 NW
2 1/2" iron pipe found in woods by T. 

Betley
1992

10" Ash - N 21 deg. E, 33.42'                                 

4" Box Elder - N 56 deg. E, 21.87'                        

5" Ash - S 29 deg. W, 8.54'

282275

4 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Oak – S 40 deg. W, 23.1'                              

6” Oak – N 40 deg. E, 8.6'                             5" 

Basswood - N 45 deg. W, 7.3'                              

5" Basswood - S 40 deg. E, 9.2'                              

GLO  Bk 

13 P.13

4 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Basswood – N 47 deg. W, 23.1'                              

18” Oak – S 30 deg. E, 18.5'                                      

GLO  Bk 

13 P. 89

4 52-23 SE

1/2" capped rebar set 58' E of Swan 

River and 200' S of Swan River by T. 

Betley

1992

12" Dbl. Oak - N 29 deg. E, 10.95'                         

12" Birch - S 65 deg. E, 22.07'                              

6" Ash - S 04 deg. W, 13.93' 

282282

4 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Elm – S 16 deg. W, 16.5'                              

8” Birch – N 44 deg. W, 16.5'                             

8" Balsam - N 35 deg. E, 52.8'                              

11" Birch - S 19 deg. E, 7.9'                              

GLO  Bk 

13 P.79

4 52-23 SW
4"x4" concrete monument found in 

woods by T. Betley 
1992

17" Burr Oak - N 37 deg. W, 11.28'                       

14" Basswood - N 10 deg. E, 20.84'                      

30" Cedar - N 60 deg. E, 9.96' 

282491

4 52-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

4 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Cedar – N 60 deg. E, 11.9'                              

6” Ash – N 57 deg. W, 6.6'                             5" 

Ash - S 47 deg. W, 5.9'                              9" 

Oak - S 13 deg. E, 15.2'                              

GLO  Bk 

13 P.87

4 52-23 W 1/4
3/4" capped iron shaft set in Ash 

swamp by T. Betley
1992

7" Ash - N 38 deg. W, 11.86'                                  

8" Ash - S 03 deg. E, 15.61'                                 

8" Ash - S 80 deg. W, 18.13'

282489

4 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – S 60 deg. W, 8.6'                              

11” Cedar – N 36 deg. E, 15.2'                                      

GLO  Bk 

13 P. 91

4 52-23
Survey of E line of Section by Fred 

Heuer, County Surveyor 
1922

Found inp. Cors. And set E ¼ Cor.                      

Distance and Mag. Var. shown 

Book 1, 

Page 348

5 52-23 E 1/4
3/4" capped iron shaft set in Ash 

swamp by T. Betley
1992

7" Ash - N 38 deg. W, 11.86'                                 

8" Ash - S 03 deg. E, 15.61'                                  

8" Ash - S 80 deg. W, 18.13'

282489

5 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – S 60 deg. W, 8.6'                              

11” Cedar – N 36 deg. E, 15.2'                                      

GLO  Bk 

13 P. 91
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5 52-23 M.C.

M.C. is on N. line NW 1/4 Sec. 5 and 

is 75' E of Mississippi River and is a 

3/4" capped iron set by T. Betley

1992

12" Oak - N 06 deg. E, 26.14'                                 

3" Basswood - S 09 deg. E, 8.77'                       

15" Ash - S 74 deg. W, 6.28'

282487

5 52-23 M.C.

M.C. is on W. line NW 1/4 Sec. 5 and 

is 60' S of Mississippi River and is a 

3/4" capped iron shaft set by T. Betley

1991

12" Ash - N 84 deg. E, 34.75'                                  

4" Ash - S 08 deg. E, 18.88'                                

16" W. Oak - S 45 deg. W, 8.01'

282488

5 52-23 M.C.

M.C. on N. line NE1/4 is on E side of 

Mississippi River - 4" Elm used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NE1/4 is on W side of 

Mississippi River - 24" Willow used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NE1/4 is on E side of 

Mississippi River - 3" Oak used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NE1/4 is on W side of 

Mississippi River - 8" Willow used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NE1/4 is on E side of 

Mississippi River - 12" Ash used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NE1/4 is on W side of 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
20” Maple – N 68 deg. W, 13.2'                              

8" Elm - S 70 deg. W, 29.0'                               

GLO  Bk 

13 P. 14

5 52-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Mississippi River - 10" Oak used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15

5 52-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Mississippi River - 5" Willow used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15

5 52-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Mississippi River - 3" Birch used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15

5 52-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Mississippi River - 3" Maple used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15

5 52-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Mississippi River - 20" Oak used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15
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5 52-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Mississippi River - 5" Willow used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 15

5 52-23 M.C.

M.C. on E. line NE1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
14” Maple – N 22 deg. W, 20.5'                              

No other trees near                            

GLO  Bk 

13 P. 91

5 52-23 M.C.

M.C. on E. line NE1/4 is on S side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” White Pine – S 67 deg. W, 18.5'                              

7” White Pine – S 35 deg. E, 29.0'                                      

GLO  Bk 

13 P. 91

5 52-23 N 1/4
3/4" capped iron shaft set in woods by 

T. Betley
1992

6" Burr Oak - N 24 deg. W, 26.20'                          

6" Ash - N 23 deg. E, 40.90'                                  

5" Burr Oak - S 59 deg. E, 46.29'

282274

5 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Maple – N 55 deg. W, 31.0'                              

26" Maple - S 53 deg. E, 39.6'                               

GLO  Bk 

13 P.14

5 52-23 NE
2 1/2" iron pipe found in woods by T. 

Betley
1992

10" Ash - N 21 deg. E, 33.42'                                

4" Box Elder - N 56 deg. E, 21.87'                          

5" Ash - S 29 deg. W, 8.54'

282275

5 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Oak – S 40 deg. W, 23.1'                              

6” Oak – N 40 deg. E, 8.6'                             5" 

Basswood - N 45 deg. W, 7.3'                              

5" Basswood - S 40 deg. E, 9.2'                              

GLO  Bk 

13 P.13

5 52-23 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

5 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Oak – N 71 deg. E, 30.4'                              

22” Tamarack – S 50 deg. W, 39.6'                             

10" Basswood - N 83 deg. W, 17.2'                              

10" Basswood - S 70 deg. E, 13.9'                              

GLO  Bk 

13 P.15

5 52-23 S 1/4
4"x4" concrete monument found in 

woods by T. Betley 
1992

12" Balsam - 8.72' NNW                                        

10" Elm - 45.95' NE                                              

12" Balsam - 46.00' SE

282490

5 52-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

5 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Pine – N 20 deg. W, 16.5'                              

10” Tamarack – S 15 deg. W, 19.8'                                      

GLO  Bk 

13 P. 97

5 52-23 SE
4"x4" concrete monument found in 

woods by T. Betley 
1992

17" Burr Oak - N 37 deg. W, 11.28'                      

14" Basswood - N 10 deg. E, 20.84'                     

30" Cedar - N 60 deg. E, 9.96' 

282491

5 52-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

5 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Cedar – N 60 deg. E, 11.9'                              

6” Ash – N 57 deg. W, 6.6'                             5" 

Ash - S 47 deg. W, 5.9'                              9" 

Oak - S 13 deg. E, 15.2'                              

GLO  Bk 

13 P.87

5 52-23 SW
1/2" rebar found 8' E of c/l N-S road by 

T. Betley
1991

Power Pole - N 32 deg. E, 76.50'                          

6" Aspen - N 83 deg. E, 72.72'                                

5" Aspen - N 88 deg. W, 91.70'

282339

5 52-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties – no trees nearby

Book 1, 

Page 383

5 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – N 39 deg. E, 13.2'                              

16” Pine – N 46 deg. W, 16.5'                             

12" Pine - S 45 deg. W, 19.8'                              

5" Balsam - S 26 deg. E, 6.6'                              

GLO  Bk 

13 P.96

5 52-23 W 1/4
4"x4" concrete mon. found in woods at 

fence line to the W by T. Betley 
1991

4" Burr Oak - N 54 deg. W, 20.95'                          

16" N. Pine - S 74 deg. E, 3.51'                            

8" Clump Cedars - S 40 deg. E, 9.49'

282280

5 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
18” Pine – N 48 deg. W, 15.8'                              

22” Pine – N 90 deg. E, 4.6'                                      

GLO  Bk 

13 P. 100

6 52-23 E 1/4
4"x4" concrete mon. found in woods at 

fence line to the W by T. Betley 
1991

4" Burr Oak - N 54 deg. W, 20.95'                           

16" N. Pine - S 74 deg. E, 3.51'                              

8" Clump Cedars - S 40 deg. E, 9.49'

282280
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6 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
18” Pine – N 48 deg. W, 15.8'                              

22” Pine – N 90 deg. E, 4.6'                                      

GLO  Bk 

13 P. 100

6 52-23 M.C.

M.C. is on E. line NE 1/4 Sec. 6 and is 

60' S of Mississippi River and is a 3/4" 

capped iron shaft set by T. Betley

1991

12" Ash - N 84 deg. E, 34.75'                                 

4" Ash - S 08 deg. E, 18.88'                                

16" W. Oak - S 45 deg. W, 8.01'

282488

6 52-23 M.C.

M.C. on N. line NE1/4 is on E side of 

Mississippi River - 3" Elm used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 16

6 52-23 M.C.

M.C. on N. line NE1/4 is on W side of 

Mississippi River - set wood post as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
12” Elm – S 65 deg. W, 12.5'                              

8" Elm - N 35 deg. W, 14.5'                               

GLO  Bk 

13 P. 16

6 52-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Mississippi River - 4" Aspen used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 16

6 52-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Mississippi River - 5" Willow used as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P. 16

6 52-23 N 1/4
3/4" capped iron set in swamp by T. 

Betley
1994

6" Aspen - N 35 deg. W, 45.69'                           

16" Basswood clump - N 60 deg. W, 66.31'           

6" Aspen - S 83 deg. W, 52.62'

283726

6 52-23 N 1/4

5" Aspen used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.16

6 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Oak – N 71 deg. E, 30.4'                              

22” Tamarack – S 50 deg. W, 39.6'                             

10" Basswood - N 83 deg. W, 17.2'                              

10" Basswood - S 70 deg. E, 13.9'                              

GLO  Bk 

13 P.15

6 52-23 NW
2" capped iron pipe found on c/l old E-

W road by T. Betley
1992

6" Oak - S 00 deg. E, 63.32'                                 

7" Oak - S 55 deg. W, 42.28'                                 

3'x3' Rock - S 83 deg. W, 55.25'

282767

6 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Pine – N 42 deg. E, 39.6'                              

10” Basswood – S 80 deg. W, 5.3'                             

10" Basswood - N 10 deg. W, 15.8'                              

15" Basswood - S 42 deg. E, 19.8'                              

GLO  Bk 

13 P. 10

6 52-23 S 1/4
4"x4" concrete monument found in 

woods by T. Betley 
1991

6" Balsam - N 18 deg. W, 26.44'                            

9" Balsam - S 86 deg. E, 11.25'                            

10" W. Pine - S 75 deg. W, 22.82'

282281

6 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Pine – S 15 deg. W, 7.9'                              

6” Balsam – N 52 deg. E, 6.6'                                      

GLO  Bk 

13 P. 98

6 52-23 SE
1/2" rebar found 8' E of c/l N-S road by 

T. Betley
1991

Power Pole - N 32 deg. E, 76.50'                          

6" Aspen - N 83 deg. E, 72.72'                                

5" Aspen - N 88 deg. W, 91.70'

282339

6 52-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties – no trees nearby

Book 1, 

Page 383

6 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – N 39 deg. E, 13.2'                              

16” Pine – N 46 deg. W, 16.5'                             

12" Pine - S 45 deg. W, 19.8'                              

5" Balsam - S 26 deg. E, 6.6'                              

GLO  Bk 

13 P.96

6 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – N 60 deg. E, 18.5'                              

8” Tamarack – N 45 deg. W, 19.1'                             

12" Tamarack - S 45 deg. E, 8.6'                              

10" Tamarack - S 20 deg. W, 12.5'                             

GLO  Bk 

13 P.9

6 52-23 SW 
4"x4" concrete monument found in 

woods by T. Betley 
1991

5" Ash - N 66 deg. E, 30.93'                                

12" Tamarack - S 03 deg. W, 18.11'                    

5" Balsam - S 68 deg. W, 7.13'

282283

6 52-23 W 1/4

4"x4" concrete monument found in 

Alder swamp just S and W of high 

ground by T. Betley 

1992

12" Maple - N 06 deg. W, 52.92'                            

14" Tamarack - N 62 deg. E, 56.23'                      

9" Tamarack - N 75 deg. W, 49.85'

282766
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6 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 89 deg. W, 12.5'                              

8” Tamarack – S 84 deg. W, 5.3'                                      

GLO  Bk 

13 P.10

7 52-23 E 1/4
RR spk fnd on c/l N-S rd 107.5' N of c/l 

E-W hwy at c/l drwy to W by T. Betley
1991

Power Pole - 81.02' NW                                        

Power Pole - 59.63' NE    
282764

7 52-23 E 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

7” Poplar – S 45 deg. E, 80.7'                                 

10” Poplar – N 45 deg. E, 108.0'

Book 1, 

Page 383

7 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Birch – N 23 deg. W, 13.2'                              

9” Birch – S 69 deg. E, 7.9'                                      

GLO  Bk 

13 P. 96

7 52-23 N 1/4
4"x4" concrete monument found in 

woods by T. Betley 
1991

6" Balsam - N 18 deg. W, 26.44'                           

9" Balsam - S 86 deg. E, 11.25'                            

10" W. Pine - S 75 deg. W, 22.82'

282281

7 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Pine – S 15 deg. W, 7.9'                              

6” Balsam – N 52 deg. E, 6.6'                                      

GLO  Bk 

13 P. 98

7 52-23 NE
1/2" rebar found 8' E of c/l N-S road by 

T. Betley
1991

Power Pole - N 32 deg. E, 76.50'                          

6" Aspen - N 83 deg. E, 72.72'                                

5" Aspen - N 88 deg. W, 91.70'

282339

7 52-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties – no trees nearby

Book 1, 

Page 383

7 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – N 39 deg. E, 13.2'                              

16” Pine – N 46 deg. W, 16.5'                             

12" Pine - S 45 deg. W, 19.8'                              

5" Balsam - S 26 deg. E, 6.6'                              

GLO  Bk 

13 P.96

7 52-23 NW
4"x4" concrete monument found in 

woods by T. Betley 
1991

5" Ash - N 66 deg. E, 30.93'                                 

12" Tamarack - S 03 deg. W, 18.11'                     

5" Balsam - S 68 deg. W, 7.13'

282283

7 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – N 60 deg. E, 18.5'                              

8” Tamarack – N 45 deg. W, 19.1'                             

12" Tamarack - S 45 deg. E, 8.6'                              

10" Tamarack - S 20 deg. W, 12.5'                             

GLO  Bk 

13 P.9

7 52-23 S 1/4
3/4" capped iron set in c/l old E-W 

road by T. Betley
1991

3" B. Spruce - N 02 deg. E, 27.56'                        

5" Poplar - N 56 deg. E, 17.30'                              

5" B. Spruce - S 26 deg. W, 32.31'

282340

7 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Tamarack – N 30 deg. W, 19.8'                              

5” Tamarack – S 26 deg. W, 19.8'                                      

GLO  Bk 

13 P. 94

7 52-23 SE

3/4" capped iron set 1' W of c/l N-S 

highway at fence line to the E and c/l 

old road to the W by T. Betley

1991

6" Aspen - N 40 deg. W, 78.53'                             

fence post - S 83 deg. E, 56.10'                           

6" Aspen - S 82 deg. W, 69.47'

282338

7 52-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

8” Elm – S 45 deg. W, 94.0'                                 

Tele. Pole – N 45 deg. W, 50.8'

Book 1, 

Page 383

7 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Cedar – S 55 deg. W, 14.5'                              

6” Cedar – N 63 deg. W, 5.9'                             

6" Tamarack - N 82 deg. E, 7.9'                              

12" Birch - S 46 deg. E, 5.3'                              

GLO  Bk 

13 P.92

7 52-23 SW
3/4" iron pin set 6' S of c/l E-W 

highway by T. Betley
1991

5" Spruce - N 47 deg. E, 45.61'                            

7" Balsam - S 52 deg. E, 95.29'                            

9" N. Pine - S 06 deg. E, 77.27'

282341

7 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 36 deg. E, 35.0'                              

15” Pine – S 40 deg. W, 38.3'                             

8" Birch - N 50 deg. W, 25.1'                              

30" Pine - S 40 deg. E, 35.6'                              

GLO  Bk 

13 P.8

7 52-23 W 1/4
3/4" capped iron set in Cedar swamp 

by T. Betley
1991

5" Cedar - N 38 deg. E, 3.61'                                

5" Balsam - S 68 deg. E, 1.30'                             

5" Cedar - N 68 deg. W, 2.12'

282337

7 52-23 W 1/4

12" Tamarack used for corner as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                           
GLO  Bk 

13 P.9

7 52-23
Road Survey on E line of Section 7 by 

F.J. O'Hara, County Surveyor 
1910

runs along E line of Section 7                             

No Bearings and distances shown 

Book 1, 

Page 128

8 52-23  
Subdivision of Section by Glen 

Bickley, County Surveyor 
1923

Complete Subd. of Section – set conc. Mon.         

Distances and angles shown

Book 1,  

Page 383

8 52-23 E 1/4
4"x4" concrete mon. found just W of N-

S fence line in woods by T. Betley 
1992

14" Ash - N 22 deg. E, 16.55'                                

8" Aspen - S 12 deg. E, 13.15'                               

6" Aspen - S 30 deg. W, 5.55'

282334

8 52-23 E 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

10” Elm – S 90 deg. W, 13.8'                                 

10” Elm – N 45 deg. E, 19.0'

Book 1, 

Page 383
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8 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 18 deg. W, 7.9'                              

12” Birch – S 20 deg. E, 23.1'                                      

GLO  Bk 

13 P. 86

8 52-23 M.C.

M.C. on E. line SE1/4 is on S side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
5” Maple – S 18 deg. W, 9.9'                              

8” Birch – S 18 deg. E, 19.8'                                      

GLO  Bk 

13 P. 86

8 52-23 M.C.

M.C. on E. line SE1/4 is on N side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Elm – N 28 deg. W, 26.4'                              

16” Maple – N 70 deg. E, 36.3'                                      

GLO  Bk 

13 P. 86

8 52-23 M.C.

M.C. on S. line SE1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
9” Oak – N 14 deg. E, 11.9'                              

8” Basswood – S 13 deg. E, 7.9'                                      

GLO  Bk 

13 P. 93

8 52-23 M.C.

M.C. on S. line SE1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
4” Maple – N 18 deg. E, 13.2'                              

5” Ash – S 80 deg. W, 39.6'                                      

GLO  Bk 

13 P. 94

8 52-23 N 1/4
4"x4" concrete monument found in 

woods by T. Betley 
1992

12" Balsam - 8.72' NNW                                        

10" Elm - 45.95' NE                                              

12" Balsam - 46.00' SE

282490

8 52-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

8 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Pine – N 20 deg. W, 16.5'                              

10” Tamarack – S 15 deg. W, 19.8'                                      

GLO  Bk 

13 P. 97

8 52-23 NE
4"x4" concrete monument found in 

woods by T. Betley 
1992

17" Burr Oak - N 37 deg. W, 11.28'                       

14" Basswood - N 10 deg. E, 20.84'                       

30" Cedar - N 60 deg. E, 9.96'

282491

8 52-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

8 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Cedar – N 60 deg. E, 11.9'                              

6” Ash – N 57 deg. W, 6.6'                             5" 

Ash - S 47 deg. W, 5.9'                              9" 

Oak - S 13 deg. E, 15.2'                              

GLO  Bk 

13 P.87

8 52-23 NW
1/2" rebar found 8' E of c/l N-S road by 

T. Betley
1991

Power Pole - N 32 deg. E, 76.50'                          

6" Aspen - N 83 deg. E, 72.72'                                

5" Aspen - N 88 deg. W, 91.70'

282339

8 52-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties – no trees nearby

Book 1, 

Page 383

8 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – N 39 deg. E, 13.2'                              

16” Pine – N 46 deg. W, 16.5'                             

12" Pine - S 45 deg. W, 19.8'                              

5" Balsam - S 26 deg. E, 6.6'                              

GLO  Bk 

13 P.96

8 52-23 S 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Oak – S 45 deg. E, 38.8'                                 

12” Poplar – N 45 deg. E, 116.4'

Book 1, 

Page 383

8 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Ash – S 04 deg. E, 3.3'                              9” 

Ash – N 09 deg. E, 9.9'                                      

GLO  Bk 

13 P. 94

8 52-23 SE
4"x4" concrete monument found in 

woods by J. Walker 
1989

DNR RP in 11" W. Oak - N 60 deg. W, 6.90          

DNR RP in 7" W. Oak - N 78 deg. E, 26.58'         

DNR RP in 12" W. Oak - S 42 deg. W, 16.86'

256247

8 52-23 SE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – S 45 deg. W, 29.5'                                 

10” Basswood – N 45 deg. W, 33.0'

Book 1, 

Page 383

8 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

14” Spruce – S 60 deg. W, 16.5'                              

12” Birch – N 08 deg. W, 7.9'                             

30" Elm - N 58 deg. E, 9.9'                              

8" Spruce - S 65 deg. E, 14.5'                              

GLO  Bk 

13 P.84

8 52-23 SW

3/4" capped iron set 1' W of c/l N-S 

highway at fence line to the E and c/l 

old road to the W by T. Betley

1991

6" Aspen - N 40 deg. W, 78.53'                            

fence post - S 83 deg. E, 56.10'                           

6" Aspen - S 82 deg. W, 69.47'

282338
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8 52-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

8” Elm – S 45 deg. W, 94.0'                                 

Tele. Pole – N 45 deg. W, 50.8'

Book 1, 

Page 383

8 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Cedar – S 55 deg. W, 14.5'                              

6” Cedar – N 63 deg. W, 5.9'                             

6" Tamarack - N 82 deg. E, 7.9'                              

12" Birch - S 46 deg. E, 5.3'                              

GLO  Bk 

13 P.92

8 52-23 W 1/4

RR spk found on c/l N-S road 107.5' N 

of c/l E-W highway at c/l driveway to 

W by T. Betley

1991
Power Pole - 81.02' NW                                        

Power Pole - 59.63' NE  
282764

8 52-23 W 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

7” Poplar – S 45 deg. E, 80.7'                                 

10” Poplar – N 45 deg. E, 108.0'

Book 1, 

Page 383

8 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Birch – N 23 deg. W, 13.2'                              

9” Birch – S 69 deg. E, 7.9'                                      

GLO  Bk 

13 P. 96

8 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E-W 1/4 line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 321

8 52-23
School Lot Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is in SW1/4-NW1/4 of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 321

8 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N line of S1/2-N1/2 of Section                    

Distance and Mag. Var. shown 

Book 1, 

Page 282

8 52-23
Road Survey on W line of Section 8 

by F.J. O'Hara, County Surveyor 
1910

runs along W line of Section 8                            

No Bearings and distances shown 

Book 1, 

Page 128

9 52-23 E 1/4
1/2" capped rebar set in c/l N-S road 

39' N of c/l E-W highway by T. Betley
1992

12" N. Pine - N 28 deg. E, 37.59'                         

Tele. Box - N 51 deg. E, 52.40'      
282279

9 52-23 E 1/4
Set Iron mon. at corner by H.D. Keath, 

County Surveyor
1934 No new ties taken

Book 1, 

Page 469

9 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
20” Pine – N 50 deg. E, 14.5'                              

6” Maple – N 74 deg. W, 16.5'                                      

GLO  Bk 

13 P.79

9 52-23 M.C.

M.C. on W. line SW1/4 is on S side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
5” Maple – S 18 deg. W, 9.9'                              

8” Birch – S 18 deg. E, 19.8'                                      

GLO  Bk 

13 P. 86

9 52-23 M.C.

M.C. on W. line SW1/4 is on N side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Elm – N 28 deg. W, 26.4'                              

16” Maple – N 70 deg. E, 36.3'                                      

GLO  Bk 

13 P. 86

9 52-23 M.C.

M.C. on N. line NE1/4 is on E side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
20” Maple – N 15 deg. E, 14.5'                              

8” Maple – S 85 deg. E, 33.0'                                      

GLO  Bk 

13 P. 89

9 52-23 M.C.

M.C. on N. line NE1/4 is on W side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
6” Basswood – S 25 deg. W, 13.2'                              

6” Basswood – N 74 deg. W, 21.1'                                      

GLO  Bk 

13 P. 89

9 52-23 M.C.

M.C. on N. line NW1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Oak – N 33 deg. E, 5.3'                              

10” Elm – S 00 deg. E, 19.8'                                      

GLO  Bk 

13 P. 89

9 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Maple – N 48 deg. W, 26.4'                              

7” Maple – S 76 deg. W, 23.1'                                      

GLO  Bk 

13 P. 89

9 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Basswood – N 47 deg. W, 23.1'                              

18” Oak – S 30 deg. E, 18.5'                                      

GLO  Bk 

13 P. 89

9 52-23 NE

1/2" capped rebar set 58' E of Swan 

River and 200' S of Swan River by T. 

Betley

1992

12" Dbl. Oak - N 29 deg. E, 10.95'                          

12" Birch - S 65 deg. E, 22.07'                               

6" Ash - S 04 deg. W, 13.93' 

282282
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9 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Elm – S 16 deg. W, 16.5'                              

8” Birch – N 44 deg. W, 16.5'                             

8" Balsam - N 35 deg. E, 52.8'                              

11" Birch - S 19 deg. E, 7.9'                              

GLO  Bk 

13 P.79

9 52-23 NW
4"x4" concrete monument found in 

woods by T. Betley 
1992

17" Burr Oak - N 37 deg. W, 11.28'                        

14" Basswood - N 10 deg. E, 20.84'                     

30" Cedar - N 60 deg. E, 9.96' 

282491

9 52-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923 Did not set new ties –

Book 1, 

Page 383

9 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Cedar – N 60 deg. E, 11.9'                              

6” Ash – N 57 deg. W, 6.6'                             5" 

Ash - S 47 deg. W, 5.9'                              9" 

Oak - S 13 deg. E, 15.2'                              

GLO  Bk 

13 P.87

9 52-23 S 1/4

1/2" capped rebar set in woods at old 

fence cor. of fences to the W and to 

the N by T. Betley 

1992

DNR RP in 12" Cedar - N 70 deg. E, 9.83'           

DNR RP in 15" Cedar - S 25 deg. W, 11.51'       

DNR RP in 13" Cedar - S 86 deg. W, 19.07'

282276

9 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 15 deg. W, 7.9'                              

6” Cedar – S 23 deg. E, 6.6'                                      

GLO  Bk 

13 P. 86

9 52-23 SE
1/2" capped rebar set in c/l N-S road 

by T. Betley 
1992

Power Pole - N 14 deg. W, 134.94'                        

Power Pole - S 14 deg. W, 146.30'                      

5" Aspen - S 84 deg. W, 128.35'

282278

9 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

4” Tamarack – S 45 deg. W, 18.5'                              

4” Tamarack – N 75 deg. W, 29.7'                             

4" Tamarack - N 70 deg. E, 37.6'                              

4" Tamarack - S 65 deg. E, 18.5'                              

GLO  Bk 

13 P.77

9 52-23 SW
4"x4" concrete monument found in 

woods by J. Walker 
1989

DNR RP in 11" W. Oak - N 60 deg. W, 6.90          

DNR RP in 7" W. Oak - N 78 deg. E, 26.58'         

DNR RP in 12" W. Oak - S 42 deg. W, 16.86'

256247

9 52-23 SW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – S 45 deg. W, 29.5'                                 

10” Basswood – N 45 deg. W, 33.0'

Book 1, 

Page 383

9 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

14” Spruce – S 60 deg. W, 16.5'                              

12” Birch – N 08 deg. W, 7.9'                             

30" Elm - N 58 deg. E, 9.9'                              

8" Spruce - S 65 deg. E, 14.5'                              

GLO  Bk 

13 P.84

9 52-23 W 1/4

4"x4" concrete monument found just 

W of N-S fence line in woods by T. 

Betley 

1992

14" Ash - N 22 deg. E, 16.55'                                  

8" Aspen - S 12 deg. E, 13.15'                               

6" Aspen - S 30 deg. W, 5.55'

282334

9 52-23 W 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

10” Elm – S 90 deg. W, 13.8'                                 

10” Elm – N 45 deg. E, 19.0'

Book 1, 

Page 383

9 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 18 deg. W, 7.9'                              

12” Birch – S 20 deg. E, 23.1'                                      

GLO  Bk 

13 P. 86

10 52-23 E 1/4

1/2" capped rebar set 27.5' N of c/l E-

W highway and 15' E of N-S driveway 

by T. Betley 

1992

6" Dbl. Oak - N 10 deg. E, 35.00'                          

Power Pole - S 25 deg. W, 60.97'                      

Tele. Box - N 34 deg. W, 62.35'

282273

10 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Balsam – S 70 deg. W, 6.6'                              

6” Balsam – S 78 deg. W, 13.2'                                      

GLO  Bk 

13 P.74

10 52-23 M.C.

M.C. is on N. line NW 1/4 of Sec. 10 

and is 1/2" capped rebar set 30' E of 

River at base of 14" Birch by T. Betley 

1993
9" Balsam - N 82 deg. E, 36.69'                             

6" Oak - S 04 deg. E, 34.14'                                               
282335

10 52-23 M.C.

M.C. on E. line NE1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Maple – N 68 deg. W, 7.9'                              

7” Ash – S 20 deg. E, 16.5'                                      

GLO  Bk 

13 P. 74

10 52-23 M.C.

M.C. on E. line NE1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
11” Elm – N 05 deg. E, 7.9'                              

10” Elm – N 75 deg. W, 7.9'                                      

GLO  Bk 

13 P. 75

10 52-23 M.C.

M.C. on N. line NW1/4 is on E side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Balsam – N 18 deg. E, 13.2'                              

9” Elm – S 13 deg. W, 13.2'                                      

GLO  Bk 

13 P. 81
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10 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – N 05 deg. E, 26.4'                              

7” Balsam – S 80 deg. W, 33.0'                                      

GLO  Bk 

13 P. 81

10 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 09 deg. W, 5.9'                              

5” Aspen – N 40 deg. W, 19.8'                                      

GLO  Bk 

13 P. 80

10 52-23 NE
1" capped iron monument set 66' W of 

small pond in woods by T. Betley 
1992

10" Birch - N 88 deg. W, 57.95'                             

8" Dbl. Maple - S 08 deg. E, 62.15'                     

12" Spruce - S 65 deg. W, 89.87'

282272

10 52-23 NW

1/2" capped rebar set 58' E of Swan 

River and 200' S of Swan River by T. 

Betley

1992

12" Dbl. Oak - N 29 deg. E, 10.95'                         

12" Birch - S 65 deg. E, 22.07'                              

6" Ash - S 04 deg. W, 13.93'  

282282

10 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Elm – S 16 deg. W, 16.5'                              

8” Birch – N 44 deg. W, 16.5'                             

8" Balsam - N 35 deg. E, 52.8'                              

11" Birch - S 19 deg. E, 7.9'                              

GLO  Bk 

13 P.79

10 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Oak – S 25 deg. E, 7.9'                              

6” Maple – N 68 deg. W, 8.6'                                      

GLO  Bk 

13 P.78

10 52-23 SE

1/2" capped rebar set at intersection 

of fence lines to the N and E by T. 

Betley

1994

5" Balsam - N 27 deg. E, 18.37'                             

5" Ash - S 13 deg. W, 14.80'                                 

5" Ash - N 84 deg. W, 18.75'

288838

10 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 14.5'                              

6” Birch – N 35 deg. W, 13.2'                             

4" Birch - N 40 deg. E, 13.2'                              

4" Birch - S 36 deg. E, 6.6'                              

GLO  Bk 

13 P.68

10 52-23 SW
1/2" capped rebar set in c/l N-S road 

by T. Betley 
1992

Power Pole - N 14 deg. W, 134.94'                      

Power Pole - S 14 deg. W, 146.30'                      

5" Aspen - S 84 deg. W, 128.35'

282278

10 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

4” Tamarack – S 45 deg. W, 18.5'                              

4” Tamarack – N 75 deg. W, 29.7'                             

4" Tamarack - N 70 deg. E, 37.6'                              

4" Tamarack - S 65 deg. E, 18.5'                              

GLO  Bk 

13 P.77

10 52-23 W 1/4
1/2" capped rebar set in c/l N-S road 

39' N of c/l E-W highway by T. Betley
1992

12" N. Pine - N 28 deg. E, 37.59'                            

Tele. Box - N 51 deg. E, 52.40'  
282279

10 52-23 W 1/4
Set Iron mon. at corner by H.D. Keath, 

County Surveyor
1934 No new ties taken

Book 1, 

Page 469

10 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
20” Pine – N 50 deg. E, 14.5'                              

6” Maple – N 74 deg. W, 16.5'                                      

GLO  Bk 

13 P.79

10 52-23
Survey of Section line by H.D. Keath, 

County Surveyor 
1934

Survey of W line of Section for Gravel Pit             

Distance and Mag. Var. stated

Book 1, 

Page 468

11 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Elm – N 57 deg. W, 24.4'                              

9” Elm – S 41 deg. E, 11.2'                                      

GLO  Bk 

13 P.71

11 52-23 M.C.

M.C. on E. line SE1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Linden – S 40 deg. W, 13.2'                              

9” Linden – S 25 deg. E, 15.8'                                      

GLO  Bk 

13 P. 70

11 52-23 M.C.

M.C. on E. line SE1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Linden – N 15 deg. E, 15.8'                              

7” Ash – N 05 deg. W, 15.8'                                      

GLO  Bk 

13 P. 70

11 52-23 M.C.

M.C. on E. line SE1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Balsam – S 70 deg. W, 14.5'                              

6” Linden – S 78 deg. E, 13.2'                                      

GLO  Bk 

13 P. 71

11 52-23 M.C.

M.C. on E. line SE1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
12” Elm – N 04 deg. W, 27.7'                              

12” Elm – N 45 deg. E, 18.5'                                      

GLO  Bk 

13 P. 71
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11 52-23 M.C.

M.C. on E. line NE1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – S 25 deg. W, 16.5'                              

8” Ash – S 50 deg. E, 9.9'                                      

GLO  Bk 

13 P. 71

11 52-23 M.C.

M.C. on E. line NE1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
5” Oak – N 71 deg. W, 7.9'                              

12” Elm – N 65 deg. E, 21.1'                                      

GLO  Bk 

13 P. 71

11 52-23 M.C.

M.C. on W. line NW1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Maple – N 68 deg. W, 7.9'                              

7” Ash – S 20 deg. E, 16.5'                                      

GLO  Bk 

13 P. 74

11 52-23 M.C.

M.C. on W. line NW1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
11” Elm – N 05 deg. E, 7.9'                              

10” Elm – N 75 deg. W, 7.9'                                      

GLO  Bk 

13 P. 75

11 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – N 15 deg. W, 5.3'                              

6” Aspen – S 34 deg. E, 5.3'                                      

GLO  Bk 

13 P.76

11 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” White Pine – S 54 deg. W, 13.2'                              

6” Birch – N 52 deg. E, 13.2'                             

20" White Pine - S 51 deg. E, 54.1'                              

8" Cedar - N 42 deg. W, 9.9'                              

GLO  Bk 

13 P.72

11 52-23 NW
1" capped iron monument set 66' W of 

small pond in woods by T. Betley 
1992

10" Birch - N 88 deg. W, 57.95'                              

8" Dbl. Maple - S 08 deg. E, 62.15'                     

12" Spruce - S 65 deg. W, 89.87'

282272

11 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Cedar – S 10 deg. W, 16.5'                              

5” Cedar – N 40 deg. W, 16.5'                                      

GLO  Bk 

13 P.70

11 52-23 SE
1/2" capped rebar set in c/l old N-W-E-

S forest road by T. Betley
1994

5" Balsam - N 32 deg. E, 33.95'                            

9" Aspen - S 71 deg. E, 23.20'                             

6" Aspen - S 51 deg. W, 44.35'

288835

11 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Cedar – S 82 deg. W, 33.0'                              

11” Cedar – N 73 deg. W, 29.0'                             

10" Cedar - N 06 deg. E, 24.4'                              

20" White Pine - S 40 deg. E, 14.5'                              

GLO  Bk 

13 P.32

11 52-23 SW

1/2" capped rebar set at intersection 

of fence lines to the N and E by T. 

Betley

1994

5" Balsam - N 27 deg. E, 18.37'                            

5" Ash - S 13 deg. W, 14.80'                                

5" Ash - N 84 deg. W, 18.75'

288838

11 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 14.5'                              

6” Birch – N 35 deg. W, 13.2'                             

4" Birch - N 40 deg. E, 13.2'                              

4" Birch - S 36 deg. E, 6.6'                              

GLO  Bk 

13 P.68

11 52-23 W 1/4

1/2" capped rebar set 27.5' N of c/l E-

W highway and 15' E of N-S driveway 

by T. Betley 

1992

6" Dbl. Oak - N 10 deg. E, 35.00'                           

Power Pole - S 25 deg. W, 60.97'                          

Tele. Box - N 34 deg. W, 62.35'

282273

11 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Balsam – S 70 deg. W, 6.6'                              

6” Balsam – S 78 deg. W, 13.2'                                      

GLO  Bk 

13 P.74

12 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Basswood – S 55 deg. W, 5.9'                              

6” Ash – N 68 deg. E, 13.2'                                      

GLO  Bk 

13 P.4

12 52-23 M.C.

M.C. on W. line SW1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Linden – S 40 deg. W, 13.2'                              

9” Linden – S 25 deg. E, 15.8'                                      

GLO  Bk 

13 P. 70

12 52-23 M.C.

M.C. on W. line SW1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Linden – N 15 deg. E, 15.8'                              

7” Ash – N 05 deg. W, 15.8'                                      

GLO  Bk 

13 P. 70

12 52-23 M.C.

M.C. on W. line SW1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
10” Balsam – S 70 deg. W, 14.5'                              

6” Linden – S 78 deg. E, 13.2'                                      

GLO  Bk 

13 P. 71
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12 52-23 M.C.

M.C. on W. line SW1/4 is on N side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
12” Elm – N 04 deg. W, 27.7'                              

12” Elm – N 45 deg. E, 18.5'                                      

GLO  Bk 

13 P. 71

12 52-23 M.C.

M.C. on W. line NW1/4 is on S side 

Swan River - set post for corner as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
8” Elm – S 25 deg. W, 16.5'                              

8” Ash – S 50 deg. E, 9.9'                                      

GLO  Bk 

13 P. 71

12 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – N 45 deg. E, 2.6'                              

8” Cedar – S 40 deg. W, 6.6'                                      

GLO  Bk 

13 P.73

12 52-23 NE
Set new post and took new ties by 

H.D. Keath, County Surveyor
1917

14” Elm - S 45 deg W, 32.0'                                  

8” Ash - S 45 deg E, 23.8'

Book 1, 

Page 250

12 52-23 NE

5" Birch used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.4

12 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” White Pine – S 54 deg. W, 13.2'                              

6” Birch – N 52 deg. E, 13.2'                             

20" White Pine - S 51 deg. E, 54.1'                              

8" Cedar - N 42 deg. W, 9.9'                              

GLO  Bk 

13 P.72

12 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 72 deg. W, 3.3'                              

9” Ash – S 40 deg. E, 9.9'                                      

GLO  Bk 

13 P.33

12 52-23 SE

3" capped iron pipe found 236' S of c/l 

E-W highway on E edge forest road 

by T. Betley 

1989

14" Cedar - N 76 deg. E, 140.00'                           

8" Poplar - S 46 deg. E, 26.35'                                

8" Ash - S 49 deg. W, 20.80'

282761

12 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Cedar – N 60 deg. E, 9.6'                              

3” Cedar – N 70 deg. W, 2.0'                             

22" Cedar - N 45 deg. W, 3.3'                              

3" Cedar - S 60 deg. E, 2.0'                              

GLO  Bk 

13 P.3

12 52-23 SW
1/2" capped rebar set in c/l old N-W-E-

S forest road by T. Betley
1994

5" Balsam - N 32 deg. E, 33.95'                             

9" Aspen - S 71 deg. E, 23.20'                             

6" Aspen - S 51 deg. W, 44.35'

288835

12 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Cedar – S 82 deg. W, 33.0'                              

11” Cedar – N 73 deg. W, 29.0'                             

10" Cedar - N 06 deg. E, 24.4'                              

20" White Pine - S 40 deg. E, 14.5'                              

GLO  Bk 

13 P.32

12 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Elm – N 57 deg. W, 24.4'                              

9” Elm – S 41 deg. E, 11.2'                                      

GLO  Bk 

13 P.71

13 52-23 E 1/4

1/2" capped rebar set 1' W of c/l N-S 

forest road 10' W of drainage ditch by 

T. Betley

1993

10" Maple - N 62 deg. E, 89.83'                         

15" Dbl. Cedar - S 77 deg. E, 65.51'                      

11" Poplar - S 59 deg. W, 22.88'

282516

13 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.3

13 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 72 deg. W, 3.3'                              

9” Ash – S 40 deg. E, 9.9'                                      

GLO  Bk 

13 P.33

13 52-23 NE

3" capped iron pipe found 236' S of c/l 

E-W highway on E edge forest road 

by T. Betley 

1989

14" Cedar - N 76 deg. E, 140.00'                           

8" Poplar - S 46 deg. E, 26.35'                                

8" Ash - S 49 deg. W, 20.80'

282761

13 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Cedar – N 60 deg. E, 9.6'                              

3” Cedar – N 70 deg. W, 2.0'                             

22" Cedar - N 45 deg. W, 3.3'                              

3" Cedar - S 60 deg. E, 2.0'                              

GLO  Bk 

13 P.3

13 52-23 NW
1/2" capped rebar set in c/l old N-W-E-

S forest road by T. Betley
1994

5" Balsam - N 32 deg. E, 33.95'                             

9" Aspen - S 71 deg. E, 23.20'                               

6" Aspen - S 51 deg. W, 44.35'

288835

13 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Cedar – S 82 deg. W, 33.0'                              

11” Cedar – N 73 deg. W, 29.0'                             

10" Cedar - N 06 deg. E, 24.4'                              

20" White Pine - S 40 deg. E, 14.5'                              

GLO  Bk 

13 P.32

13 52-23 S 1/4
1/2" capped rebar set in Spruce bog 

by T. Betley
1994

3" B. Spruce - N 36 deg. W, 15.54'                        

5" Tamarack - N 36 deg. E, 20.90'                         

3" B. Spruce - N 36 deg. W, 15.54'

288840
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13 52-23 S 1/4

(?") Tamarack used for corner as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Tamarack – S 45 deg. W, 9.2'                              

11” Tamarack – N 67 deg. W, 12.5'                                      

GLO  Bk 

13 P.27

13 52-23 SE
1" capped iron pipe set 10' W of c/l N-

S drainage ditch by T. Betley
1993

14" Tamarack - N 71 deg. E, 31.46'                       

8" Spruce - S 48 deg. E, 39.47'                              

9" Tamarack - S 66 deg. W, 34.50'

282518

13 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

13 52-23 SW
3" capped iron pipe found in middle of 

swamp by T. Betley
1994

5" Ash - S 65 deg. W, 136.60'                                

7" Ash - S 40 deg. W, 154.00'
288836

13 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Ash – N 40 deg. W, 35.0'                              

6” Spruce – N 30 deg. E, 36.3'                             

9" Birch - S 55 deg. E, 28.4'                              

6" Tamarack - S 45 deg. W, 25.7'                              

GLO  Bk 

13 P.26

13 52-23 W 1/4
1/2" capped rebar set in Tamarack 

and Cedar swamp by T. Betley
1994

11" Cedar - N 17 deg. E, 44.98'                             

12" Cedar - N 55 deg. E, 45.40'                           

5" Ash - N 45 deg. W, 32.45'

288834

13 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Spruce – N 49 deg. E, 39.6'                              

8” Cedar – N 08 deg. W, 72.6'                                      

GLO  Bk 

13 P.32

14 52-23 E 1/4
1/2" capped rebar set in Tamarack 

and Cedar swamp by T. Betley
1994

11" Cedar - N 17 deg. E, 44.98'                             

12" Cedar - N 55 deg. E, 45.40'                           

5" Ash - N 45 deg. W, 32.45'

288834

14 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Spruce – N 49 deg. E, 39.6'                              

8” Cedar – N 08 deg. W, 72.6'                                      

GLO  Bk 

13 P.32

14 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Cedar – S 10 deg. W, 16.5'                              

5” Cedar – N 40 deg. W, 16.5'                                      

GLO  Bk 

13 P.70

14 52-23 NE
1/2" capped rebar set in c/l old N-W-E-

S forest road by T. Betley
1994

5" Balsam - N 32 deg. E, 33.95'                            

9" Aspen - S 71 deg. E, 23.20'                             

6" Aspen - S 51 deg. W, 44.35'

288835

14 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Cedar – S 82 deg. W, 33.0'                              

11” Cedar – N 73 deg. W, 29.0'                             

10" Cedar - N 06 deg. E, 24.4'                              

20" White Pine - S 40 deg. E, 14.5'                              

GLO  Bk 

13 P.32

14 52-23 NW

1/2" capped rebar set at intersection 

of fence lines to the N and E by T. 

Betley

1994

5" Balsam - N 27 deg. E, 18.37'                             

5" Ash - S 13 deg. W, 14.80'                                

5" Ash - N 84 deg. W, 18.75'

288838

14 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 14.5'                              

6” Birch – N 35 deg. W, 13.2'                             

4" Birch - N 40 deg. E, 13.2'                              

4" Birch - S 36 deg. E, 6.6'                              

GLO  Bk 

13 P.68

14 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Birch – S 10 deg. W, 5.3'                              

10” Aspen – N 28 deg. E, 17.2'                                      

GLO  Bk 

13 P.31

14 52-23 SE
3" capped iron pipe found in middle of 

swamp by T. Betley
1994

5" Ash - S 65 deg. W, 136.60'                                

7" Ash - S 40 deg. W, 154.00'
288836

14 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Ash – N 40 deg. W, 35.0'                              

6” Spruce – N 30 deg. E, 36.3'                             

9" Birch - S 55 deg. E, 28.4'                              

6" Tamarack - S 45 deg. W, 25.7'                              

GLO  Bk 

13 P.26

14 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – S 25 deg. E, 39.6'                              

6” Tamarack – N 40 deg. W, 21.1'                             

8" Tamarack - N 75 deg. E, 12.5'                              

12" Tamarack - S 25 deg. E, 39.6'                              

GLO  Bk 

13 P.30

14 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Aspen – S 67 deg. W, 10.6'                              

4” Birch – S 62 deg. E, 13.9'                                      

GLO  Bk 

13 P.68

15 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Aspen – S 67 deg. W, 10.6'                              

4” Birch – S 62 deg. E, 13.9'                                      

GLO  Bk 

13 P.68
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15 52-23 M.C.

M.C. on S. line SW1/4 is on SE side 

Vandus - set post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Tamarack – N 65 deg. E, 66.0'                              

5" Aspen - S 12 deg. E, 17.8'                               

GLO  Bk 

13 P. 57

15 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Vandus Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Tamarack – S 36 deg. W, 19.8'                              

5" Tamarack - N 75 deg. W, 13.2'                               

GLO  Bk 

13 P. 57

15 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Oak – S 25 deg. E, 7.9'                              

6” Maple – N 68 deg. W, 8.6'                                      

GLO  Bk 

13 P.78

15 52-23 NE

1/2" capped rebar set at intersection 

of fence lines to the N and E by T. 

Betley

1994

5" Balsam - N 27 deg. E, 18.37'                             

5" Ash - S 13 deg. W, 14.80'                                

5" Ash - N 84 deg. W, 18.75'

288838

15 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 14.5'                              

6” Birch – N 35 deg. W, 13.2'                             

4" Birch - N 40 deg. E, 13.2'                              

4" Birch - S 36 deg. E, 6.6'                              

GLO  Bk 

13 P.68

15 52-23 NW
1/2" capped rebar set in c/l N-S road 

by T. Betley 
1992

Power Pole - N 14 deg. W, 134.94'                        

Power Pole - S 14 deg. W, 146.30'                      

5" Aspen - S 84 deg. W, 128.35'

282278

15 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

4” Tamarack – S 45 deg. W, 18.5'                              

4” Tamarack – N 75 deg. W, 29.7'                             

4" Tamarack - N 70 deg. E, 37.6'                              

4" Tamarack - S 65 deg. E, 18.5'                              

GLO  Bk 

13 P.77

15 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 14 deg. W, 19.8'                              

6” Tamarack – N 49 deg. W, 47.5'                                      

GLO  Bk 

13 P.57

15 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – S 25 deg. E, 39.6'                              

6” Tamarack – N 40 deg. W, 21.1'                             

8" Tamarack - N 75 deg. E, 12.5'                              

12" Tamarack - S 25 deg. E, 39.6'                              

GLO  Bk 

13 P.30

15 52-23 SW
1/2" iron pin set in c/l N-S road at 

fence line to the E by T. Betley
1992

10" Maple - S 85 deg. E, 35.65'                           

Power Pole - S 36 deg. W, 54.23'                        

15" Basswood - N 83 deg. W, 59.60'

282758

15 52-23 SW

24" Cedar marked for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874

14” Cedar – S 80 deg. W, 18.8'                              

14” Basswood – N 68 deg. E, 18.5'                             

10" Basswood - N 85 deg. W, 18.5'                              

12" White Pine - S 85 deg. E, 13.2'                              

GLO  Bk 

13 P.56

15 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 76 deg. W, 9.9'                              

6” Baswood – N 62 deg. E, 18.5'                                      

GLO  Bk 

13 P.77

15 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is in S ½ of Section                                          

Distance and Mag. Var. shown 

Book 1, 

Page 280

16 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 76 deg. W, 9.9'                              

6” Baswood – N 62 deg. E, 18.5'                                      

GLO  Bk 

13 P.77

16 52-23 N 1/4

1/2" capped rebar set in woods at old 

fence cor. of fences to the W and to 

the N by T. Betley 

1992

DNR RP in 12" Cedar - N 70 deg. E, 9.83'          

DNR RP in 15" Cedar - S 25 deg. W, 11.51'         

DNR RP in 13" Cedar - S 86 deg. W, 19.07'

282276

16 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Cedar – N 15 deg. W, 7.9'                              

6” Cedar – S 23 deg. E, 6.6'                                      

GLO  Bk 

13 P. 86

16 52-23 NE
1/2" capped rebar set in c/l N-S road 

by T. Betley 
1992

Power Pole - N 14 deg. W, 134.94'                        

Power Pole - S 14 deg. W, 146.30'                         

5" Aspen - S 84 deg. W, 128.35'

282278

16 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

4” Tamarack – S 45 deg. W, 18.5'                              

4” Tamarack – N 75 deg. W, 29.7'                             

4" Tamarack - N 70 deg. E, 37.6'                              

4" Tamarack - S 65 deg. E, 18.5'                              

GLO  Bk 

13 P.77

16 52-23 NW
4"x4" concrete monument found in 

woods by J. Walker 
1989

DNR RP in 11" W. Oak - N 60 deg. W, 6.90'         

DNR RP in 7" W. Oak - N 78 deg. E, 26.58'           

DNR RP in 12" W. Oak - S 42 deg. W, 16.86'

256247

16 52-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – S 45 deg. W, 29.5'                                 

10” Basswood – N 45 deg. W, 33.0'

Book 1, 

Page 383

Page 994 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

16 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

14” Spruce – S 60 deg. W, 16.5'                              

12” Birch – N 08 deg. W, 7.9'                             

30" Elm - N 58 deg. E, 9.9'                              

8" Spruce - S 65 deg. E, 14.5'                              

GLO  Bk 

13 P.84

16 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – S 45 deg. W, 13.2'                              

5” Aspen – N 60 deg. E, 6.6'                                      

GLO  Bk 

13 P.59

16 52-23 SE
1/2" iron pin set in c/l N-S road at 

fence line to the E by T. Betley
1992

10" Maple - S 85 deg. E, 35.65'                             

Power Pole - S 36 deg. W, 54.23'                          

15" Basswood - N 83 deg. W, 59.60'

282758

16 52-23 SE

24" Cedar marked for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874

14” Cedar – S 80 deg. W, 18.8'                              

14” Basswood – N 68 deg. E, 18.5'                             

10" Basswood - N 85 deg. W, 18.5'                              

12" White Pine - S 85 deg. E, 13.2'                              

GLO  Bk 

13 P.56

16 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – S 15 deg. W, 19.8'                              

6” Tamarack – N 30 deg. W, 16.5'                             

8" Tamarack - N 61 deg. E, 11.9'                              

5" Cedar - S 79 deg. E, 6.6'                              

GLO  Bk 

13 P.58

16 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Cedar – S 65 deg. W, 14.5'                              

6” Tamarack – N 48 deg. E, 7.9'                                      

GLO  Bk 

13 P. 84

17 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Cedar – S 65 deg. W, 14.5'                              

6” Tamarack – N 48 deg. E, 7.9'                                      

GLO  Bk 

13 P. 84

17 52-23 M.C.

M.C. on S. line SE1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
4” Ash – S 19 deg. E, 9.2'                              

13” Elm – N 72 deg. E, 30.4'                                      

GLO  Bk 

13 P. 62

17 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
7” Willow – S 62 deg. W, 18.5'                              

5” Alder – N 71 deg. W, 53.5'                                      

GLO  Bk 

13 P. 62

17 52-23 M.C.

M.C. on S. line SW1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
9” Ash – S 82 deg. W, 6.6'                              

12” Elm – N 00 deg. E, 75.9'                                      

GLO  Bk 

13 P. 62

17 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
6” Ash – S 87 deg. W, 4.6'                              

8” Ash – N 48 deg. W, 56.1'                                      

GLO  Bk 

13 P. 62

17 52-23 M.C.

M.C. on N. line NE1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
9” Oak – N 14 deg. E, 11.9'                              

8” Basswood – S 13 deg. E, 7.9'                                      

GLO  Bk 

13 P. 93

17 52-23 M.C.

M.C. on N. line NE1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
4” Maple – N 18 deg. E, 13.2'                              

5” Ash – S 80 deg. W, 39.6'                                      

GLO  Bk 

13 P. 94

17 52-23 N 1/4
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Oak – S 45 deg. E, 38.8'                                 

12” Poplar – N 45 deg. E, 116.4'

Book 1, 

Page 383

17 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Ash – S 04 deg. E, 3.3'                              9” 

Ash – N 09 deg. E, 9.9'                                      

GLO  Bk 

13 P. 94

17 52-23 NE
4"x4" concrete monument found in 

woods by J. Walker 
1989

DNR RP in 11" W. Oak - N 60 deg. W, 6.90'         

DNR RP in 7" W. Oak - N 78 deg. E, 26.58'         

DNR RP in 12" W. Oak - S 42 deg. W, 16.86'

256247

17 52-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

12” Elm – S 45 deg. W, 29.5'                                 

10” Basswood – N 45 deg. W, 33.0'

Book 1, 

Page 383

Page 995 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

17 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

14” Spruce – S 60 deg. W, 16.5'                              

12” Birch – N 08 deg. W, 7.9'                             

30" Elm - N 58 deg. E, 9.9'                              

8" Spruce - S 65 deg. E, 14.5'                              

GLO  Bk 

13 P.84

17 52-23 NW

3/4" capped iron set 1' W of c/l N-S 

highway at fence line to the E and c/l 

old road to the W by T. Betley

1991

6" Aspen - N 40 deg. W, 78.53'                             

fence post - S 83 deg. E, 56.10'                            

6" Aspen - S 82 deg. W, 69.47'

282338

17 52-23 NW
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

8” Elm – S 45 deg. W, 94.0'                                 

Tele. Pole – N 45 deg. W, 50.8'

Book 1, 

Page 383

17 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Cedar – S 55 deg. W, 14.5'                              

6” Cedar – N 63 deg. W, 5.9'                             

6" Tamarack - N 82 deg. E, 7.9'                              

12" Birch - S 46 deg. E, 5.3'                              

GLO  Bk 

13 P.92

17 52-23 S 1/4

Corner falls in Mississippi River as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874 No ties taken
GLO  Bk 

13 P.62

17 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – S 15 deg. W, 19.8'                              

6” Tamarack – N 30 deg. W, 16.5'                             

8" Tamarack - N 61 deg. E, 11.9'                              

5" Cedar - S 79 deg. E, 6.6'                              

GLO  Bk 

13 P.58

17 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Maple – S 51 deg. W, 19.8'                              

10” Oak – N 35 deg. W, 33.0'                             

9" Oak - N 41 deg. E, 39.6'                              

12" Maple - S 41 deg. E, 7.9'                              

GLO  Bk 

13 P.60

17 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Pine – N 72 deg. E, 3.3'                              

8” Cedar – S 65 deg. W, 2.6'                                      

GLO  Bk 

13 P. 92

17 52-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of SE ¼ of Section 17             

Distance and Mag. Var. shown 

Book 1, 

Page 190

17 52-23
Road Survey on W line of Section 17 

by F.J. O'Hara, County Surveyor 
1910

runs along W line of Section 17                            

No Bearings and distances shown 

Book 1, 

Page 128

18 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Pine – N 72 deg. E, 3.3'                              

8” Cedar – S 65 deg. W, 2.6'                                      

GLO  Bk 

13 P. 92

18 52-23 N 1/4
3/4" capped iron set in c/l old E-W 

road by T. Betley
1991

3" B. Spruce - N 02 deg. E, 27.56'                         

5" Poplar - N 56 deg. E, 17.30'                             

5" B. Spruce - S 26 deg. W, 32.31'

282340

18 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Tamarack – N 30 deg. W, 19.8'                              

5” Tamarack – S 26 deg. W, 19.8'                                      

GLO  Bk 

13 P. 94

18 52-23 NE

3/4" capped iron set 1' W of c/l N-S 

highway at fence line to the E and c/l 

old road to the W by T. Betley

1991

6" Aspen - N 40 deg. W, 78.53'                             

fence post - S 83 deg. E, 56.10'                             

6" Aspen - S 82 deg. W, 69.47'

282338

18 52-23 NE
4”x4” conc. Mon. set at corner by Glen 

Bickley, County Surveyor
1923

8” Elm – S 45 deg. W, 94.0'                                 

Tele. Pole – N 45 deg. W, 50.8'

Book 1, 

Page 383

18 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Cedar – S 55 deg. W, 14.5'                              

6” Cedar – N 63 deg. W, 5.9'                             

6" Tamarack - N 82 deg. E, 7.9'                              

12" Birch - S 46 deg. E, 5.3'                              

GLO  Bk 

13 P.92

18 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 36 deg. E, 35.0'                              

15” Pine – S 40 deg. W, 38.3'                             

8" Birch - N 50 deg. W, 25.1'                              

30" Pine - S 40 deg. E, 35.6'                              

GLO  Bk 

13 P.8

18 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Pine – N 20 deg. E, 5.3'                              

6” Maple – S 17 deg. E, 13.2'                                      

GLO  Bk 

13 P.63

18 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Maple – S 51 deg. W, 19.8'                              

10” Oak – N 35 deg. W, 33.0'                             

9" Oak - N 41 deg. E, 39.6'                              

12" Maple - S 41 deg. E, 7.9'                              

GLO  Bk 

13 P.60

18 52-23 SW
3/4" iron pin set 6' S of c/l E-W 

highway by T. Betley
1991

5" Spruce - N 47 deg. E, 45.61'                            

7" Balsam - S 52 deg. E, 95.29'                            

9" N. Pine - S 06 deg. E, 77.27'

282341

18 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Cedar – N 55 deg. E, 5.9'                              

15” Cedar – S 75 deg. W, 13.9'                             

10" Cedar - N 50 deg. W, 12.5'                              

12" Cedar - S 35 deg. E, 5.9'                              

GLO  Bk 

13 P.8

18 52-23 W 1/4

1/2" capped rebar set 1' W of c/l N-S 

forest road 10' W of drainage ditch by 

T. Betley

1993

10" Maple - N 62 deg. E, 89.83'                             

15" Dbl. Cedar - S 77 deg. E, 65.51'                     

11" Poplar - S 59 deg. W, 22.88'

282516
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18 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 70 deg. E, 9.2'                              

11” Tamarack – S 58 deg. W, 12.5'                                      

GLO  Bk 

13 P.8

18 52-23
Road Survey on E line of Section 18 

by F.J. O'Hara, County Surveyor 
1910

runs along E line of Section 18                            

No Bearings and distances shown 

Book 1, 

Page 128

19 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Balsam – N 70 deg. W, 8.6'                              

7” Balsam – N 20 deg. E, 13.2'                                      

GLO  Bk 

13 P.60

19 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
12” Pine – N 20 deg. E, 5.3'                              

6” Maple – S 17 deg. E, 13.2'                                      

GLO  Bk 

13 P.63

19 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Maple – S 51 deg. W, 19.8'                              

10” Oak – N 35 deg. W, 33.0'                             

9" Oak - N 41 deg. E, 39.6'                              

12" Maple - S 41 deg. E, 7.9'                              

GLO  Bk 

13 P.60

19 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Cedar – N 55 deg. E, 5.9'                              

15” Cedar – S 75 deg. W, 13.9'                             

10" Cedar - N 50 deg. W, 12.5'                              

12" Cedar - S 35 deg. E, 5.9'                              

GLO  Bk 

13 P.8

19 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Cedar – S 52 deg. E, 5.3'                              

6” Tamarack – N 17 deg. W, 4.6'                                      

GLO  Bk 

13 P.55

19 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Balsam – S 18 deg. W, 19.8'                              

14” Pine – N 09 deg. W, 14.5'                             

8" Cedar - N 29 deg. E, 21.1'                              

9" Pine - S 58 deg. E, 6.6'                              

GLO  Bk 

13 P.52

19 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – N 73 deg. E, 6.6'                              

15” Birch – S 20 deg. W, 23.8'                             

5" Birch - N 60 deg. W, 11.2'                              

3" Tamarack - S 40 deg. E, 13.2'                              

GLO  Bk 

13 P.7

19 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” White Ash – N 45 deg. E, 5.9'                              

12" Cedar - N 56 deg. W, 7.9'                               

GLO  Bk 

13 P.7

19 52-23
Road Survey on E line of Section 19 

by F.J. O'Hara, County Surveyor 
1910

runs along E line of Section 19                            

No Bearings and distances shown 

Book 1, 

Page 128

20 52-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                   

Bearings and Distance stated

Book 2, 

Page 123

20 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – N 85 deg. W, 11.9'                              

7” Cedar – N 60 deg. E, 11.9'                                      

GLO  Bk 

13 P.58

20 52-23 M.C.

M.C. on S. line SW1/4 is on E side 

Mississippi River - 10" Oak marked as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

13 P. 53

20 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – N 20 deg. W, 9.2'                              

3" Aspen - S 73 deg. W, 13.9'                               

GLO  Bk 

13 P. 54

20 52-23 M.C.

M.C. on N. line NE1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
4” Ash – S 19 deg. E, 9.2'                              

13” Elm – N 72 deg. E, 30.4'                                      

GLO  Bk 

13 P. 62

20 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
7” Willow – S 62 deg. W, 18.5'                              

5” Alder – N 71 deg. W, 53.5'                                      

GLO  Bk 

13 P. 62

20 52-23 M.C.

M.C. on N. line NW1/4 is on E side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
9” Ash – S 82 deg. W, 6.6'                              

12” Elm – N 00 deg. E, 75.9'                                      

GLO  Bk 

13 P. 62
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20 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Mississippi River - set post for corner 

as part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874
6” Ash – S 87 deg. W, 4.6'                              

8” Ash – N 48 deg. W, 56.1'                                      

GLO  Bk 

13 P. 62

20 52-23 N 1/4

Corner falls in Mississippi River as 

part of original Government Land 

Office Survey by S.E. Stebbins, U.S. 

Deputy Surveyor

1874 No ties taken
GLO  Bk 

13 P.62

20 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – S 15 deg. W, 19.8'                              

6” Tamarack – N 30 deg. W, 16.5'                             

8" Tamarack - N 61 deg. E, 11.9'                              

5" Cedar - S 79 deg. E, 6.6'                              

GLO  Bk 

13 P.58

20 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Maple – S 51 deg. W, 19.8'                              

10” Oak – N 35 deg. W, 33.0'                             

9" Oak - N 41 deg. E, 39.6'                              

12" Maple - S 41 deg. E, 7.9'                              

GLO  Bk 

13 P.60

20 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5" Aspen - N 81 deg. W, 132.00'                        

No trees near for ties

GLO  Bk 

13 P.53

20 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 20 deg. W, 6.6'                              

5” Aspen – N 89 deg. W, 7.9'                             

5" Aspen - N 76 deg. E, 16.5'                              

5" Aspen - S 27 deg. E, 11.9'                              

GLO  Bk 

13 P.49

20 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Balsam – S 18 deg. W, 19.8'                              

14” Pine – N 09 deg. W, 14.5'                             

8" Cedar - N 29 deg. E, 21.1'                              

9" Pine - S 58 deg. E, 6.6'                              

GLO  Bk 

13 P.52

20 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Balsam – N 70 deg. W, 8.6'                              

7” Balsam – N 20 deg. E, 13.2'                                      

GLO  Bk 

13 P.60

20 52-23
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on N line of NE ¼ of Section 20             

Distance and Mag. Var. shown 

Book 1, 

Page 190

20 52-23
Road Survey on W line of Section 20 

by F.J. O'Hara, County Surveyor 
1910

runs along W line of Section 20                            

No Bearings and distances shown 

Book 1, 

Page 128

21 52-23 E 1/4

3/4" capped iron shaft set in c/l N-S 

road at fence line to the W by T. 

Betley

1992

Tele. Box - N 15 deg. E, 75.22'                              

14" N. Pine - N 73 deg. E, 20.58'                           

16" R. Oak - S 75 deg. W, 54.90'

282755

21 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Birch – N 80 deg. E, 13.2'                              

8” Basswood – N 45 deg. W, 16.5'                                      

GLO  Bk 

13 P.55

21 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – S 45 deg. W, 13.2'                              

5” Aspen – N 60 deg. E, 6.6'                                      

GLO  Bk 

13 P.59

21 52-23 NE
1/2" iron pin set in c/l N-S road at 

fence line to the E by T. Betley
1992

10" Maple - S 85 deg. E, 35.65'                              

Power Pole - S 36 deg. W, 54.23'                        

15" Basswood - N 83 deg. W, 59.60'

282758

21 52-23 NE

24" Cedar marked for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874

14” Cedar – S 80 deg. W, 18.8'                              

14” Basswood – N 68 deg. E, 18.5'                             

10" Basswood - N 85 deg. W, 18.5'                              

12" White Pine - S 85 deg. E, 13.2'                              

GLO  Bk 

13 P.56

21 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Cedar – S 15 deg. W, 19.8'                              

6” Tamarack – N 30 deg. W, 16.5'                             

8" Tamarack - N 61 deg. E, 11.9'                              

5" Cedar - S 79 deg. E, 6.6'                              

GLO  Bk 

13 P.58

21 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

13 P.51

21 52-23 SE
3/4" iron pipe found in c/l N-S road at 

fence line to the E by T. Betley
1992

Power Pole - N 23 deg. W, 116.07'                        

post w/DNR tag - N 78 deg. E, 36.18'                    

post w/DNR tag - S 80 deg. W, 22.28'

282754

21 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 26 deg. W, 151.8'                              

8” Cedar – N 02 deg. E, 151.8'                                      

GLO  Bk 

13 P.37

21 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 20 deg. W, 6.6'                              

5” Aspen – N 89 deg. W, 7.9'                             

5" Aspen - N 76 deg. E, 16.5'                              

5" Aspen - S 27 deg. E, 11.9'                              

GLO  Bk 

13 P.49
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21 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Cedar – N 85 deg. W, 11.9'                              

7” Cedar – N 60 deg. E, 11.9'                                      

GLO  Bk 

13 P.58

22 52-23 E 1/4
1 1/2" pipe found in woods by W. 

Buckler
1989

Nail in B. Ash - N 18 deg. W, 11.98'                   

Nail in 7" Balsam - S 20 deg. E, 19.05'                

Nail in 4" B. Ash - S 85 deg. W, 5.95'

257169

22 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Cedar – N 30 deg. W, 11.9'                              

8” Tamarack – S 79 deg. E, 8.6'                                      

GLO  Bk 

13 P.30

22 52-23 M.C.

M.C. on S. line SE1/4 is on E side of 

Vanduse Lake - set wood post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Aspen – S 42 deg. E, 17.8'                              

8" Birch - N 19 deg. E, 59.4'                               

GLO  Bk 

13 P. 40

22 52-23 M.C.

M.C. on S. line SW1/4 is on W side of 

Vanduse Lake - set wood post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Aspen – N 60 deg. W, 39.6'                              

5" Aspen - N 55 deg. W, 33.7'                               

GLO  Bk 

13 P. 40

22 52-23 M.C.

M.C. on N. line NW1/4 is on SE side 

Vandus Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Tamarack – N 65 deg. E, 66.0'                              

5" Aspen - S 12 deg. E, 17.8'                               

GLO  Bk 

13 P. 57

22 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Vandus Lake - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Tamarack – S 36 deg. W, 19.8'                              

5" Tamarack - N 75 deg. W, 13.2'                               

GLO  Bk 

13 P. 57

22 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Aspen – S 14 deg. W, 19.8'                              

6” Tamarack – N 49 deg. W, 47.5'                                      

GLO  Bk 

13 P.57

22 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – S 25 deg. E, 39.6'                              

6” Tamarack – N 40 deg. W, 21.1'                             

8" Tamarack - N 75 deg. E, 12.5'                              

12" Tamarack - S 25 deg. E, 39.6'                              

GLO  Bk 

13 P.30

22 52-23 NW
1/2" iron pin set in c/l N-S road at 

fence line to the E by T. Betley
1992

10" Maple - S 85 deg. E, 35.65'                              

Power Pole - S 36 deg. W, 54.23'                         

15" Basswood - N 83 deg. W, 59.60'

282758

22 52-23 NW

24" Cedar marked for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874

14” Cedar – S 80 deg. W, 18.8'                              

14” Basswood – N 68 deg. E, 18.5'                             

10" Basswood - N 85 deg. W, 18.5'                              

12" White Pine - S 85 deg. E, 13.2'                              

GLO  Bk 

13 P.56

22 52-23 S 1/4

Corner falls in Vanduse Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.40

22 52-23 SE
1" iron pipe found 15' E of c/l N-S road 

by T. Betley
1994

6" N. Pine - N 25 deg. E, 27.07'                             

6" N. Pine - S 47 deg. E, 16.49'           
285828

22 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 9.9'                              

5” Aspen – N 76 deg. W, 4.6'                             

5" Aspen - N 35 deg. E, 14.5'                              

4" Aspen - S 20 deg. E, 5.9'                              

GLO  Bk 

13 P.23

22 52-23 SW
3/4" iron pipe found in c/l N-S road at 

fence line to the E by T. Betley
1992

Power Pole - N 23 deg. W, 116.07'                        

post w/DNR tag - N 78 deg. E, 36.18'                   

post w/DNR tag - S 80 deg. W, 22.28'

282754

22 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 26 deg. W, 151.8'                              

8” Cedar – N 02 deg. E, 151.8'                                      

GLO  Bk 

13 P.37

22 52-23 W 1/4

3/4" capped iron shaft set in c/l N-S 

road at fence line to the W by T. 

Betley

1992

Tele. Box - N 15 deg. E, 75.22'                             

14" N. Pine - N 73 deg. E, 20.58'                         

16" R. Oak - S 75 deg. W, 54.90'

282755

22 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Birch – N 80 deg. E, 13.2'                              

8” Basswood – N 45 deg. W, 16.5'                                      

GLO  Bk 

13 P.55

22 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on N and E lines of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 280

23 52-23 E 1/4
3" capped iron pipe found in woods by 

T. Betley
1994

12" Ash - N 75 deg. W, 20.15'                                

10" Ash - S 40 deg. E, 11.05'                               

10" Ash - S 34 deg. W, 16.83'

288839
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23 52-23 E 1/4

4" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – S 51 deg. W, 13.9'                              

5” Aspen – S 85 deg. W, 17.8'                                      

GLO  Bk 

13 P.25

23 52-23 NE
3" capped iron pipe found in middle of 

swamp by T. Betley
1994

5" Ash - S 65 deg. W, 136.60'                                

7" Ash - S 40 deg. W, 154.00'
288836

23 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Ash – N 40 deg. W, 35.0'                              

6” Spruce – N 30 deg. E, 36.3'                             

9" Birch - S 55 deg. E, 28.4'                              

6" Tamarack - S 45 deg. W, 25.7'                              

GLO  Bk 

13 P.26

23 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – S 25 deg. E, 39.6'                              

6” Tamarack – N 40 deg. W, 21.1'                             

8" Tamarack - N 75 deg. E, 12.5'                              

12" Tamarack - S 25 deg. E, 39.6'                              

GLO  Bk 

13 P.30

23 52-23 S 1/4

5" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.25

23 52-23 SE

3" iron pipe fnd on c/l N-S road at 

midpoint N-S Beaver pond by T. 

Betley

1994
Power Pole - N 13 deg. W, 159.90'                       

Power Pole - S 13 deg. W, 146.30'                     
288837

23 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Tamarack – S 85 deg. W, 72.6'                              

6” Tamarack – N 83 deg. W, 90.4'                             

No other trees near                 

GLO  Bk 

13 P.22

23 52-23 SW
1" iron pipe found 15' E of c/l N-S road 

by T. Betley
1994

6" N. Pine - N 25 deg. E, 27.07'                            

6" N. Pine - S 47 deg. E, 16.49'   
285828

23 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 9.9'                              

5” Aspen – N 76 deg. W, 4.6'                             

5" Aspen - N 35 deg. E, 14.5'                              

4" Aspen - S 20 deg. E, 5.9'                              

GLO  Bk 

13 P.23

23 52-23 W 1/4
1 1/2" pipe found in woods by W. 

Buckler
1989

Nail in B. Ash - N 18 deg. W, 11.98'                   

Nail in 7" Balsam - S 20 deg. E, 19.05'                

Nail in 4" B. Ash - S 85 deg. W, 5.95'

257169

23 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
7” Cedar – N 30 deg. W, 11.9'                              

8” Tamarack – S 79 deg. E, 8.6'                                      

GLO  Bk 

13 P.30

23 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1919

Is on W line of Section                              

Distance and Mag. Var. shown 

Book 1, 

Page 280

24 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

24 52-23 N 1/4
1/2" capped rebar set in Spruce bog 

by T. Betley
1994

3" B. Spruce - N 36 deg. W, 15.54'                       

5" Tamarack - N 36 deg. E, 20.90'                         

3" B. Spruce - N 36 deg. W, 15.54'

288840

24 52-23 N 1/4

(?") Tamarack used for corner as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Tamarack – S 45 deg. W, 9.2'                              

11” Tamarack – N 67 deg. W, 12.5'                                      

GLO  Bk 

13 P.27

24 52-23 NE
1" capped iron pipe set 10' W of c/l N-

S drainage ditch by T. Betley
1993

14" Tamarack - N 71 deg. E, 31.46'                       

8" Spruce - S 48 deg. E, 39.47'                              

9" Tamarack - S 66 deg. W, 34.50'

282518

24 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

24 52-23 NW
3" capped iron pipe found in middle of 

swamp by T. Betley
1994

5" Ash - S 65 deg. W, 136.60'                                

7" Ash - S 40 deg. W, 154.00'
288836

24 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Ash – N 40 deg. W, 35.0'                              

6” Spruce – N 30 deg. E, 36.3'                             

9" Birch - S 55 deg. E, 28.4'                              

6" Tamarack - S 45 deg. W, 25.7'                              

GLO  Bk 

13 P.26

24 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No other trees near                 
GLO  Bk 

13 P. 22

24 52-23 SE

3" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

24 52-23 SW

3" pipe found on c/l N-S road at 

midpoint N-S Beaver pond by T. 

Betley

1994
Power Pole - N 13 deg. W, 159.90'                     

Power Pole - S 13 deg. W, 146.30'                   
288837
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24 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Tamarack – S 85 deg. W, 72.6'                              

6” Tamarack – N 83 deg. W, 90.4'                             

No other trees near                 

GLO  Bk 

13 P.22

24 52-23 W 1/4
3" capped iron pipe found in woods by 

T. Betley
1994

12" Ash - N 75 deg. W, 20.15'                                

10" Ash - S 40 deg. E, 11.05'                               

10" Ash - S 34 deg. W, 16.83'

288839

24 52-23 W 1/4

4" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – S 51 deg. W, 13.9'                              

5” Aspen – S 85 deg. W, 17.8'                                      

GLO  Bk 

13 P.25

25 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

25 52-23 M.C.

M.C. on S. line SW1/4 is on E side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Balm of Gilead – S 65 deg. E, 23.1'                              

8" Balm of Gilead - N 73 deg. E, 25.1'                               

GLO  Bk 

13 P. 18

25 52-23 M.C.

M.C. on W. line SW1/4 is on N side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Balm of Gilead – N 42 deg. W, 20.5'                              

7" Balm of Gilead - N 22 deg. E, 18.5'                               

GLO  Bk 

13 P. 21

25 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No other trees near                 
GLO  Bk 

13 P. 22

25 52-23 NE

3" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.2

25 52-23 NW

3" pipe found on c/l N-S road at 

midpoint N-S Beaver pond by T. 

Betley

1994
Power Pole - N 13 deg. W, 159.90'                       

Power Pole - S 13 deg. W, 146.30'          
288837

25 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Tamarack – S 85 deg. W, 72.6'                              

6” Tamarack – N 83 deg. W, 90.4'                             

No other trees near                 

GLO  Bk 

13 P.22

25 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
20” Dead Cedar – N 87 deg. E, 17.2'                              

18” Dead Cedar – S 37 deg. E, 15.8'                                      

GLO  Bk 

13 P.18

25 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

25 52-23 SW

Corner falls in Hay Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.17

25 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
13” Poplar – N 20 deg. W, 13.2'                              

12" Poplar - N 10 deg. E, 20.5'                               

GLO  Bk 

13 P.21

26 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
13” Poplar – N 20 deg. W, 13.2'                              

12" Poplar - N 10 deg. E, 20.5'                               

GLO  Bk 

13 P.21

26 52-23 M.C.

M.C. on S. line SE1/4 is on W side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Spruce – S 75 deg. W, 26.4'                              

5" Spruce - N 75 deg. W, 26.4'                               

GLO  Bk 

13 P. 20

26 52-23 M.C.

M.C. on E. line SE1/4 is on N side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Balm of Gilead – N 42 deg. W, 20.5'                              

7" Balm of Gilead - N 22 deg. E, 18.5'                               

GLO  Bk 

13 P. 21

26 52-23 N 1/4

5" Aspen used for corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                  
GLO  Bk 

13 P.25
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26 52-23 NE

3" pipe found on c/l N-S road at 

midpoint N-S Beaver pond by T. 

Betley

1994
Power Pole - N 13 deg. W, 159.90'                     

Power Pole - S 13 deg. W, 146.30'               
288837

26 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Tamarack – S 85 deg. W, 72.6'                              

6” Tamarack – N 83 deg. W, 90.4'                             

No other trees near                 

GLO  Bk 

13 P.22

26 52-23 NW
1" iron pipe found 15' E of c/l N-S road 

by T. Betley
1994

6" N. Pine - N 25 deg. E, 27.07'                             

6" N. Pine - S 47 deg. E, 16.49' 
285828

26 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 9.9'                              

5” Aspen – N 76 deg. W, 4.6'                             

5" Aspen - N 35 deg. E, 14.5'                              

4" Aspen - S 20 deg. E, 5.9'                              

GLO  Bk 

13 P.23

26 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Tamarack – N 32 deg. W, 4.0'                              

6" Tamarack - S 45 deg. E, 10.9'                               

GLO  Bk 

13 P. 21

26 52-23 SE

Corner falls in Hay Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.17

26 52-23 SW
DNR Survey Mon. found on c/l N-S 

road at S end road by T. Betley
1994

11" Maple - N 67 deg. E, 12.54'                             

19" Basswood - S 27 deg. E, 27.68'                   

20" Birch - S 69 deg. W, 6.38'  

285826

26 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Linden – S 62 deg. W, 11.9'                              

10” Maple – N 05 deg. W, 17.8'                             

9" Linden - N 58 deg. E, 10.6'                              

5" Balsam - S 26 deg. E, 14.5'                              

GLO  Bk 

13 P.19

26 52-23 W 1/4
DNR Survey Mon. found 45' W of c/l        

N-S forest road by T. Betley
1994

12" R. Oak - N 20 deg. E, 15.01'                            

4" R. Oak - S 11 deg. E, 9.90'                               

10" R. Oak - S 62 deg. W, 17.84'  

285827

26 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Aspen – S 90 deg. W, 13.9'                              

7” Aspen – N 90 deg. E, 7.3'                                      

GLO  Bk 

13 P.23

27 52-23 E 1/4
DNR Survey Mon. found 45' W of c/l         

N-S forest road by T. Betley
1994

12" R. Oak - N 20 deg. E, 15.01'                          

4" R. Oak - S 11 deg. E, 9.90'                             

10" R. Oak - S 62 deg. W, 17.84'                    

285827

27 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Aspen – S 90 deg. W, 13.9'                              

7” Aspen – N 90 deg. E, 7.3'                                      

GLO  Bk 

13 P.23

27 52-23 M.C.

M.C. on N. line NE1/4 is on E side of 

Vanduse Lake - set wood post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Aspen – S 42 deg. E, 17.8'                              

8" Birch - N 19 deg. E, 59.4'                               

GLO  Bk 

13 P. 40

27 52-23 M.C.

M.C. on N. line NW1/4 is on W side of 

Vanduse Lake - set wood post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Aspen – N 60 deg. W, 39.6'                              

5" Aspen - N 55 deg. W, 33.7'                               

GLO  Bk 

13 P. 40

27 52-23 N 1/4

Corner falls in Vanduse Lake as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.40

27 52-23 NE
1" iron pipe found 15' E of c/l N-S road 

by T. Betley
1994

6" N. Pine - N 25 deg. E, 27.07'                             

6" N. Pine - S 47 deg. E, 16.49'  
285828

27 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 70 deg. W, 9.9'                              

5” Aspen – N 76 deg. W, 4.6'                             

5" Aspen - N 35 deg. E, 14.5'                              

4" Aspen - S 20 deg. E, 5.9'                              

GLO  Bk 

13 P.23

27 52-23 NW
3/4" iron pipe found in c/l N-S road at 

fence line to the E by T. Betley
1992

Power Pole - N 23 deg. W, 116.07'                        

post w/DNR tag - N 78 deg. E, 36.18'                   

post w/DNR tag - S 80 deg. W, 22.28'

282754

27 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 26 deg. W, 151.8'                              

8” Cedar – N 02 deg. E, 151.8'                                      

GLO  Bk 

13 P.37

27 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Tamarack – N 10 deg. E, 4.6'                              

8” Tamarack – S 39 deg. E, 13.2'                                      

GLO  Bk 

13 P.36
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27 52-23 SE
DNR Survey Mon. found on c/l N-S 

road at S end road by T. Betley
1994

11" Maple - N 67 deg. E, 12.54'                             

19" Basswood - S 27 deg. E, 27.68'                   

20" Birch - S 69 deg. W, 6.38'                    

285826

27 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Linden – S 62 deg. W, 11.9'                              

10” Maple – N 05 deg. W, 17.8'                             

9" Linden - N 58 deg. E, 10.6'                              

5" Balsam - S 26 deg. E, 14.5'                              

GLO  Bk 

13 P.19

27 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Norway Pine – S 03 deg. W, 278.5'                              

No other trees large enough in area                              

GLO  Bk 

13 P.34

27 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Tamarack – N 03 deg. W, 976.8'                              

7” Tamarack – N 02 deg. E, 958.3'                                      

GLO  Bk 

13 P.36

28 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Tamarack – N 03 deg. W, 976.8'                              

7” Tamarack – N 02 deg. E, 958.3'                                      

GLO  Bk 

13 P.36

28 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

13 P.51

28 52-23 NE
3/4" iron pipe found in c/l N-S road at 

fence line to the E by T. Betley
1992

Power Pole - N 23 deg. W, 116.07'                        

post w/DNR tag - N 78 deg. E, 36.18'                   

post w/DNR tag - S 80 deg. W, 22.28'

282754

28 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 26 deg. W, 151.8'                              

8” Cedar – N 02 deg. E, 151.8'                                      

GLO  Bk 

13 P.37

28 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 20 deg. W, 6.6'                              

5” Aspen – N 89 deg. W, 7.9'                             

5" Aspen - N 76 deg. E, 16.5'                              

5" Aspen - S 27 deg. E, 11.9'                              

GLO  Bk 

13 P.49

28 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Aspen – N 38 deg. W, 7.9'                              

4” Aspen – N 52 deg. E, 13.2'                                      

GLO  Bk 

13 P.42

28 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Norway Pine – S 03 deg. W, 278.5'                              

No other trees large enough in area                              

GLO  Bk 

13 P.34

28 52-23 SW
1/2" iron pin found 1' S of c/l E-W road 

at 34' W of N-S highway by T. Betley
1994

Tele. Box - N 48 deg. W, 34.50'                            

Stop sign - S 89 deg. E, 17.75'           
285825

28 52-23 SW
Set 1” iron pin in road and set new ties 

to corner by H. D Keath, Co. Surveyor 
1914

Fence post - N 45 deg E, 32.0'                               

Fence post - N 45 deg W, 36.3'  

Book 1, 

Page 189

28 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
14” Dead Pine – S 40 deg. W, 209.9'                              

17” Dead Pine – S 22 deg. E, 273.9'                                      

GLO  Bk 

13 P.42

28 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Aspen – S 24 deg. W, 39.6'                              

7” Aspen – N 59 deg. E, 16.5'                                      

GLO  Bk 

13 P.48

29 52-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                   

Bearings and Distance stated

Book 2, 

Page 123

29 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Aspen – S 24 deg. W, 39.6'                              

7” Aspen – N 59 deg. E, 16.5'                                      

GLO  Bk 

13 P.48

29 52-23 M.C.

M.C. on S. line SE1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
8” Elm – N 15 deg. E, 8.6'                              7" 

Ash - S 78 deg. E, 36.3'                               

GLO  Bk 

13 P. 46

29 52-23 M.C.

M.C. on S. line SE1/4 is on W side 

Mississippi River - 8" Elm marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
8” Elm – S 84 deg. W, 15.2'                              

5" Ash - N 52 deg. W, 11.2'                               

GLO  Bk 

13 P. 46
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29 52-23 M.C.

M.C. on S. line SW1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
8” Willow – S 63 deg. E, 16.5'                              

No other trees near                               

GLO  Bk 

13 P. 46

29 52-23 M.C.

M.C. on S. line SW1/4 is on W side 

Mississippi River - 5" Elm marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
14” Elm – N 18 deg. W, 7.9'                              

(?") Linden - S 73 deg. W, 27.1'                               

GLO  Bk 

13 P. 46

29 52-23 M.C.

M.C. on W. line SW1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Maple – S 32 deg. E, 33.0'                              

7" Elm - S 07 deg. W, 18.5'                               

GLO  Bk 

13 P. 51

29 52-23 M.C.

M.C. on W. line SW1/4 is on N side 

Mississippi River - 8" Oak marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No other trees near for ties
GLO  Bk 

13 P. 52

29 52-23 M.C.

M.C. on N. line NW1/4 is on E side 

Mississippi River - 10" Oak marked as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No trees near for ties
GLO  Bk 

13 P. 53

29 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – N 20 deg. W, 9.2'                              

3" Aspen - S 73 deg. W, 13.9'                               

GLO  Bk 

13 P. 54

29 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5" Aspen - N 81 deg. W, 132.00'                        

No trees near for ties

GLO  Bk 

13 P.53

29 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

6” Aspen – S 20 deg. W, 6.6'                              

5” Aspen – N 89 deg. W, 7.9'                             

5" Aspen - N 76 deg. E, 16.5'                              

5" Aspen - S 27 deg. E, 11.9'                              

GLO  Bk 

13 P.49

29 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Balsam – S 18 deg. W, 19.8'                              

14” Pine – N 09 deg. W, 14.5'                             

8" Cedar - N 29 deg. E, 21.1'                              

9" Pine - S 58 deg. E, 6.6'                              

GLO  Bk 

13 P.52

29 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Aspen – N 12 deg. E, 19.8'                              

4” Basswood – S 33 deg. E, 7.9'                                      

GLO  Bk 

13 P.46

29 52-23 SE
1/2" iron pin found 1' S of c/l E-W road 

at 34' W of N-S highway by T. Betley
1994

Tele. Box - N 48 deg. W, 34.50'                             

Stop sign - S 89 deg. E, 17.75'  
285825

29 52-23 SE
Set 1” iron pin in road and set new ties 

to corner by H. D Keath, Co. Surveyor 
1914

Fence post - N 45 deg E, 32.0'                               

Fence post - N 45 deg W, 36.3'  

Book 1, 

Page 189

29 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
14” Dead Pine – S 40 deg. W, 209.9'                              

17” Dead Pine – S 22 deg. E, 273.9'                                      

GLO  Bk 

13 P.42

29 52-23 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

29 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

3” Aspen – S 20 deg. W, 19.8'                              

4” Aspen – N 14 deg. W, 39.6'                             

5" Aspen - N 29 deg. E, 25.1'                              

3" Aspen - S 04 deg. E, 35.0'                              

GLO  Bk 

13 P.44

29 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – N 20 deg. W, 9.2'                              

4” Aspen – S 78 deg. E, 5.9'                                      

GLO  Bk 

13 P.52

29 52-23
Road Survey in Section 29 by F.J. 

O'Hara, County Surveyor 
1910

runs on W line NW 1/4 of Section 29                      

No Bearings and distances shown 

Book 1, 

Page 127

30 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – N 20 deg. W, 9.2'                              

4” Aspen – S 78 deg. E, 5.9'                                      

GLO  Bk 

13 P.52
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30 52-23 M.C.

M.C. on S. line SE1/4 is on W side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
4” Basswood – N 80 deg. W, 4.0'                              

5" Elm - S 20 deg. E, 9.9'                               

GLO  Bk 

13 P. 48

30 52-23 M.C.

M.C. on S. line SE1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – S 20 deg. E, 3.3'                              

3" Aspen - N 14 deg. E, 12.5'                               

GLO  Bk 

13 P. 48

30 52-23 M.C.

M.C. on E. line SE1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Maple – S 32 deg. E, 33.0'                              

7" Elm - S 07 deg. W, 18.5'                               

GLO  Bk 

13 P. 51

30 52-23 M.C.

M.C. on E. line SE1/4 is on N side 

Mississippi River - 8" Oak marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874 No other trees near for ties
GLO  Bk 

13 P. 52

30 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Cedar – S 52 deg. E, 5.3'                              

6” Tamarack – N 17 deg. W, 4.6'                                      

GLO  Bk 

13 P.55

30 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

8” Balsam – S 18 deg. W, 19.8'                              

14” Pine – N 09 deg. W, 14.5'                             

8" Cedar - N 29 deg. E, 21.1'                              

9" Pine - S 58 deg. E, 6.6'                              

GLO  Bk 

13 P.52

30 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – N 73 deg. E, 6.6'                              

15” Birch – S 20 deg. W, 23.8'                             

5" Birch - N 60 deg. W, 11.2'                              

3" Tamarack - S 40 deg. E, 13.2'                              

GLO  Bk 

13 P.7

30 52-23 S 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

30 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Spruce – N 29 deg. W, 14.5'                              

6” Balsam – S 30 deg. W, 13.2'                                      

GLO  Bk 

13 P.48

30 52-23 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

30 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

3” Aspen – S 20 deg. W, 19.8'                              

4” Aspen – N 14 deg. W, 39.6'                             

5" Aspen - N 29 deg. E, 25.1'                              

3" Aspen - S 04 deg. E, 35.0'                              

GLO  Bk 

13 P.44

30 52-23 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

30 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Tamarack – N 35 deg. E, 9.9'                              

5” Tamarack – S 56 deg. E, 7.9'                             

7" Tamarack - S 73 deg. W, 5.9'                              

No other trees near                              

GLO  Bk 

13 P.5

30 52-23 W 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Maple – N 45 deg W, 38.4'                               

8” White Ash - S 45 deg E, 41.5'

Book 1, 

Page 322

30 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Birch – S 60 deg. E, 19.8'                              

15" Oak - N 05 deg. W, 19.1'                               

GLO  Bk 

13 P.6

30 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1921

Is on E-W 1/4 line of Section                                 

Distance and Mag. Var. shown 

Book 1, 

Page 322

30 52-23
Road Survey in Section 30 by F.J. 

O'Hara, County Surveyor 
1910

runs in E 1/2 of Section 30                                    

No Bearings and distances shown 

Book 1, 

Page 127

31 52-23  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1925

Complete subd. - set posts at all 1/16th cors.  

Angles and distances shown

Book 1,  

Page 407

31 52-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on E line of SE ¼ of Section                

Distance and Mag. Var. stated

Book 2, 

Page 123

31 52-23 E 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Aspen – S 20 deg. W, 4.6'                              

6” Aspen – N 62 deg. E, 3.3'                                      

GLO  Bk 

13 P.43
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31 52-23 M.C.

M.C. on E. line NE1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
4” Willow – S 20 deg. W, 9.9'                              

7" Ash - S 31 deg. E, 15.2'                               

GLO  Bk 

13 P. 43

31 52-23 M.C.

M.C. on E. line NE1/4 is on N side 

Mississippi River - 8" Elm marked as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
10” Elm – N 40 deg. W, 19.1'                              

9" Ash - N 28 deg. E, 11.2'                               

GLO  Bk 

13 P. 44

31 52-23 M.C.

M.C. on E. line NE1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Ash – S 45 deg. W, 13.2'                              

No other trees near                               

GLO  Bk 

13 P. 44

31 52-23 M.C.

M.C. on E. line NE1/4 is on N side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Oak – N 16 deg. W, 26.4'                              

12" Oak - N 12 deg. E, 33.0'                               

GLO  Bk 

13 P. 44

31 52-23 M.C.

M.C. on N. line NE1/4 is on W side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
4” Basswood – N 80 deg. W, 4.0'                              

5" Elm - S 20 deg. E, 9.9'                               

GLO  Bk 

13 P. 48

31 52-23 M.C.

M.C. on N. line NE1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Aspen – S 20 deg. E, 3.3'                              

3" Aspen - N 14 deg. E, 12.5'                               

GLO  Bk 

13 P. 48

31 52-23 M.C.

M.C. on S. line SE 1/4 is on E. side 

Mississippi River - 22" Aspen used for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

31 52-23 N 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Spruce – N 29 deg. W, 14.5'                              

6” Balsam – S 30 deg. W, 13.2'                                      

GLO  Bk 

13 P.48

31 52-23 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

3” Aspen – S 20 deg. W, 19.8'                              

4” Aspen – N 14 deg. W, 39.6'                             

5" Aspen - N 29 deg. E, 25.1'                              

3" Aspen - S 04 deg. E, 35.0'                              

GLO  Bk 

13 P.44

31 52-23 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Tamarack – N 35 deg. E, 9.9'                              

5” Tamarack – S 56 deg. E, 7.9'                             

7" Tamarack - S 73 deg. W, 5.9'                              

No other trees near                              

GLO  Bk 

13 P.5

31 52-23 S 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
4” Birch – N 10 deg. E, 13.2'                              

3” Maple – S 15 deg. W, 11.2'                                      

GLO  Bk 

13 P. 15

31 52-23 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

31 52-23 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

31 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Tamarack – N 70 deg. E, 13.9'                              

7” Tamarack – S 36 deg. W, 57.4'                             

8" Tamarack - N 78 deg. W, 52.8'                              

4" Tamarack - S 85 deg. E, 10.6'                              

GLO  Bk 

13 P. 5

31 52-23 W 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407
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31 52-23 W 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Baumegiliad – S 45 deg. W, 12.4'                    

10” Baumegiliad – S 45 deg. E, 43.0'

Book 1, 

Page 372

31 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – N 02 deg. W, 51.5'                              

No other trees near                               

GLO  Bk 

13 P.6

31 52-23
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on W line of SW ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 372

31 52-23
Road Survey in Section 31 by F.J. 

O'Hara, County Surveyor 
1910

runs on N-S 1/4 line and in E 1/2 of S                    

No Bearings and distances shown 

Book 1, 

Page 127

32 52-23  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on W line of SW ¼ of Section              

Distance and Mag. Var. stated

Book 2, 

Page 123

32 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Cedar – N 78 deg. W, 7.3'                              

9” Cedar – N 55 deg. E, 14.5'                                      

GLO  Bk 

13 P.41

32 52-23 M.C.

M.C. on W. line NW1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
4” Willow – S 20 deg. W, 9.9'                              

7" Ash - S 31 deg. E, 15.2'                               

GLO  Bk 

13 P. 43

32 52-23 M.C.

M.C. on W. line NW1/4 is on N side 

Mississippi River - 8" Elm marked as 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
10” Elm – N 40 deg. W, 19.1'                              

9" Ash - N 28 deg. E, 11.2'                               

GLO  Bk 

13 P. 44

32 52-23 M.C.

M.C. on W. line NW1/4 is on S side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Ash – S 45 deg. W, 13.2'                              

No other trees near                               

GLO  Bk 

13 P. 44

32 52-23 M.C.

M.C. on W. line NW1/4 is on N side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
10” Oak – N 16 deg. W, 26.4'                              

12" Oak - N 12 deg. E, 33.0'                               

GLO  Bk 

13 P. 44

32 52-23 M.C.

M.C. on N. line NE1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
8” Elm – N 15 deg. E, 8.6'                              7" 

Ash - S 78 deg. E, 36.3'                               

GLO  Bk 

13 P. 46

32 52-23 M.C.

M.C. on N. line NE1/4 is on W side 

Mississippi River - 8" Elm marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
8” Elm – S 84 deg. W, 15.2'                              

5" Ash - N 52 deg. W, 11.2'                               

GLO  Bk 

13 P. 46

32 52-23 M.C.

M.C. on N. line NW1/4 is on E side 

Mississippi River - set post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
8” Willow – S 63 deg. E, 16.5'                              

No other trees near                               

GLO  Bk 

13 P. 46

32 52-23 M.C.

M.C. on N. line NW1/4 is on W side 

Mississippi River - 5" Elm marked for 

corner as part of original Government 

Land Office Survey by S.E. Stebbins, 

U.S. Deputy Surveyor

1874
14” Elm – N 18 deg. W, 7.9'                              

(?") Linden - S 73 deg. W, 27.1'                               

GLO  Bk 

13 P. 46

32 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Aspen – N 12 deg. E, 19.8'                              

4” Basswood – S 33 deg. E, 7.9'                                      

GLO  Bk 

13 P.46

32 52-23 NE
1/2" iron pin found 1' S of c/l E-W road 

at 34' W of N-S highway by T. Betley
1994

Tele. Box - N 48 deg. W, 34.50'                             

Stop sign - S 89 deg. E, 17.75'                
285825

32 52-23 NE
Set 1” iron pin in road and set new ties 

to corner by H. D Keath, Co. Surveyor 
1914

Fence post - N 45 deg E, 32.0'                               

Fence post - N 45 deg W, 36.3'  

Book 1, 

Page 189

32 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
14” Dead Pine – S 40 deg. W, 209.9'                              

17” Dead Pine – S 22 deg. E, 273.9'                                      

GLO  Bk 

13 P.42

32 52-23 NW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407
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32 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

3” Aspen – S 20 deg. W, 19.8'                              

4” Aspen – N 14 deg. W, 39.6'                             

5" Aspen - N 29 deg. E, 25.1'                              

3" Aspen - S 04 deg. E, 35.0'                              

GLO  Bk 

13 P.44

32 52-23 S 1/4

3/4" iron set 93.4' W of c/l N-S 

highway on c/l E-W road at fence line 

to S by J. Halverson

1966
Power Pole - 25.1' NW                                            

Stop sign - 36.6' E
158917

32 52-23 S 1/4

4" Elm used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

32 52-23 SE

Corner falls in Little Ball Bluff Lake no 

corner set as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 14

32 52-23 SW
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

32 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 15

32 52-23 W 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

32 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Aspen – S 20 deg. W, 4.6'                              

6” Aspen – N 62 deg. E, 3.3'                                      

GLO  Bk 

13 P.43

33 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Tamarack – S 45 deg. W, 13.2'                              

7” Tamarack – S 18 deg. E, 7.9'                                      

GLO  Bk 

13 P.34

33 52-23 M.C.

M.C. on W. line SW1/4 is on N side of 

Little Ball Bluff Lake - is 5" Aspen 

used for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Aspen – N 50 deg. W, 12.5'                              

5" Aspen - N 20 deg. W, 4.6'                               

GLO  Bk 

13 P. 41

33 52-23 M.C.

M.C. on E. line SE1/4 is on N side of 

Little Ball Bluff Lake - is 5" Aspen 

used for corner as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Aspen – N 50 deg. W, 12.5'                              

5" Aspen - N 20 deg. W, 4.6'                               

GLO  Bk 

13 P. 41

33 52-23 M.C.

M.C. on S. line SW 1/4 is on E. line 

Little Ball Bluff Lake -  set post as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873
12” Fir – S 45 deg. E, 46.2'                              

12” Tamarack – N 90 deg. E, 46.2'                                      

GLO  Bk 

13 P. 14

33 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
4” Aspen – N 38 deg. W, 7.9'                              

4” Aspen – N 52 deg. E, 13.2'                                      

GLO  Bk 

13 P.42

33 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Norway Pine – S 03 deg. W, 278.5'                              

No other trees large enough in area                              

GLO  Bk 

13 P.34

33 52-23 NW
1/2" iron pin found 1' S of c/l E-W road 

at 34' W of N-S highway by T. Betley
1994

Tele. Box - N 48 deg. W, 34.50'                            

Stop sign - S 89 deg. E, 17.75'       
285825

33 52-23 NW
Set 1” iron pin in road and set new ties 

to corner by H. D Keath, Co. Surveyor 
1914

Fence post - N 45 deg E, 32.0'                               

Fence post - N 45 deg W, 36.3'  

Book 1, 

Page 189

33 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
14” Dead Pine – S 40 deg. W, 209.9'                              

17” Dead Pine – S 22 deg. E, 273.9'                                      

GLO  Bk 

13 P.42

33 52-23 S 1/4

4" Fir used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

33 52-23 SE

3/4" iron bar found 7' N of c/l E-W 

drwy and 41' NE of c/l road on curve 

by R. Kovanen

1985

N & D in dead Elm - N 33 deg. W, 53.96'                

1 1/4" pipe - N 10 deg. E, 5.59'                             

N & D in Power Pole - N 62 deg. E, 37.64'

236868
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33 52-23 SE
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Twin Elm - N 45 deg. W, 49.7'                        

8” Power pole - N 45 deg. E, 34.5'     

Book CH-

7  Page 

21

33 52-23 SE

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

33 52-23 SW

Corner falls in Little Ball Bluff Lake no 

corner set as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873 No ties set
GLO  Bk 

13 P. 14

33 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Cedar – N 78 deg. W, 7.3'                              

9” Cedar – N 55 deg. E, 14.5'                                      

GLO  Bk 

13 P.41

34 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
16” Linden – S 37 deg. W, 10.6'                              

8" Maple - N 64 deg. E, 13.9'                               

GLO  Bk 

13 P.19

34 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Tamarack – N 10 deg. E, 4.6'                              

8” Tamarack – S 39 deg. E, 13.2'                                      

GLO  Bk 

13 P.36

34 52-23 NE
DNR Survey Mon. found on c/l N-S 

road at S end road by T. Betley
1994

11" Maple - N 67 deg. E, 12.54'                            

19" Basswood - S 27 deg. E, 27.68'                   

20" Birch - S 69 deg. W, 6.38'                    

285826

34 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Linden – S 62 deg. W, 11.9'                              

10” Maple – N 05 deg. W, 17.8'                             

9" Linden - N 58 deg. E, 10.6'                              

5" Balsam - S 26 deg. E, 14.5'                              

GLO  Bk 

13 P.19

34 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
9” Norway Pine – S 03 deg. W, 278.5'                              

No other trees large enough in area                              

GLO  Bk 

13 P.34

34 52-23 S 1/4
3/4" capped pipe set in woods by lost 

methods by R. Kovanen
1985

16d Nail in Tw. 6" Maple - N 64 deg. E, 20.03'        

16d Nail in Tw. 7" Maple - S 74 deg. E, 15.92'       

16d Nail in 8" R. Oak - N 37 deg. W, 28.98'

236864

34 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
17” Birch – N 85 deg. E, 3.3'                              

3” Maple – S 10 deg. E, 2.0'                                      

GLO  Bk 

13 P. 13

34 52-23 SW

3/4" iron bar found 7' N of c/l E-W 

drwy and 41' NE of c/l road on curve 

by R. Kovanen

1985

N & D in dead Elm - N 33 deg. W, 53.96'                

1 1/4" pipe - N 10 deg. E, 5.59'                             

N & D in Power Pole - N 62 deg. E, 37.64'

236868

34 52-23 SW
Took new ties to existing iron pipe by 

Chas. Handschu, Private Surveyor
1967

10” Twin Elm - N 45 deg. W, 49.7'                        

8” Power pole - N 45 deg. E, 34.5'     

Book CH-

7  Page 

21

34 52-23 SW

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 14

34 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
6” Tamarack – S 45 deg. W, 13.2'                              

7” Tamarack – S 18 deg. E, 7.9'                                      

GLO  Bk 

13 P.34

35 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
11” Maple – S 28 deg. W, 14.5'                              

8” Maple – S 20 deg. E, 15.8'                                      

GLO  Bk 

13 P.17

35 52-23 M.C.

M.C. on E. line NE1/4 is on S side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Spruce – S 18 deg. W, 29.7'                              

11" Birch - S 05 deg. E, 31.7'                               

GLO  Bk 

13 P. 17

35 52-23 M.C.

M.C. on N. line NE1/4 is on W side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
5” Spruce – S 75 deg. W, 26.4'                              

5" Spruce - N 75 deg. W, 26.4'                               

GLO  Bk 

13 P. 20

35 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
5” Tamarack – N 32 deg. W, 4.0'                              

6" Tamarack - S 45 deg. E, 10.9'                               

GLO  Bk 

13 P. 21
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35 52-23 NE

Corner falls in Hay Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.17

35 52-23 NW
DNR Survey Mon. found on c/l N-S 

road at S end road by T. Betley
1994

11" Maple - N 67 deg. E, 12.54'                             

19" Basswood - S 27 deg. E, 27.68'                    

20" Birch - S 69 deg. W, 6.38'            

285826

35 52-23 NW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

15” Linden – S 62 deg. W, 11.9'                              

10” Maple – N 05 deg. W, 17.8'                             

9" Linden - N 58 deg. E, 10.6'                              

5" Balsam - S 26 deg. E, 14.5'                              

GLO  Bk 

13 P.19

35 52-23 S 1/4

4" Ash used as corner as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1873 No trees in area for ties
GLO  Bk 

13 P. 13

35 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                             

8" Birch - S 30 deg. W, 13.2'                              

3" Ironwood - N 04 deg. W, 11.9'                              

GLO  Bk 

13 P. 12

35 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
16” Linden – S 37 deg. W, 10.6'                              

8" Maple - N 64 deg. E, 13.9'                               

GLO  Bk 

13 P.19

36 52-23 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

36 52-23 M.C.

M.C. on W. line NW1/4 is on S side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
6” Spruce – S 18 deg. W, 29.7'                              

11" Birch - S 05 deg. E, 31.7'                               

GLO  Bk 

13 P. 17

36 52-23 M.C.

M.C. on N. line NW1/4 is on E side of 

Hay Lake - set wood post as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874
7” Balm of Gilead – S 65 deg. E, 23.1'                              

8" Balm of Gilead - N 73 deg. E, 25.1'                               

GLO  Bk 

13 P. 18

36 52-23 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
20” Dead Cedar – N 87 deg. E, 17.2'                              

18” Dead Cedar – S 37 deg. E, 15.8'                                      

GLO  Bk 

13 P.18

36 52-23 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874 No trees near for ties (trees all burnt)                           
GLO  Bk 

13 P.1

36 52-23 NW

Corner falls in Hay Lake as part of 

original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No ties taken 
GLO  Bk 

13 P.17

36 52-23 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873
10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                                      

GLO  Bk 

13 P. 12

36 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

Josephes Alley, U.S. Deputy Surveyor

1874

4” Tamarack – N 52 deg. E, 2.6'                          

4“ Tamarack – S 30 deg. W, 5.3'                         

6” Tamarack – S 41 deg. E, 19.8'                          

5” Tamarack– N 31 deg. W, 14.5'

GLO  Bk 

10 P. 10

36 52-23 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

4” Tamarack – N 52 deg. E, 2.6'                              

4” Tamarack – S 30 deg. W, 5.3'                             

6" Tamarack - S 41 deg. E, 19.8'                              

5" Tamarack - N 30 deg. W, 14.5'                              

GLO  Bk 

13 P. 11

36 52-23 SW

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

10” Basswood – N 10 deg. E, 5.9'                              

6” Basswood – S 30 deg. E, 5.3'                             

8" Birch - S 30 deg. W, 13.2'                              

3" Ironwood - N 04 deg. W, 11.9'                              

GLO  Bk 

13 P. 12

36 52-23 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
11” Maple – S 28 deg. W, 14.5'                              

8” Maple – S 20 deg. E, 15.8'                                      

GLO  Bk 

13 P.17

1 52-24 E 1/4

4"x4" concrete monument found in 

Alder swamp just S and W of high 

ground by T. Betley 

1992

12" Maple - N 06 deg. W, 52.92'                          

14" Tamarack - N 62 deg. E, 56.23'                     

9" Tamarack - N 75 deg. W, 49.85'

282766
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1 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 89 deg. W, 12.5'                              

8” Tamarack – S 84 deg. W, 5.3'                                      

GLO  Bk 

13 P.10

1 52-24 N 1/4 Itasca County Monument 1977

11" Poplar - S 65 deg. W, 6.83'                            

6" Poplar - N 20 deg. W, 11.00'                              

5" Poplar - N 40 deg. E, 12.83'

Itasca 

Co. 

1 52-24 N 1/4

6" Fir used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 4

1 52-24 NE
2" capped iron pipe found on c/l old E-

W road by T. Betley
1992

6" Oak - S 00 deg. E, 63.32'                                   

7" Oak - S 55 deg. W, 42.28'                                

3'x3' Rock - S 83 deg. W, 55.25'

282767

1 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

20” Pine – N 42 deg. E, 39.6'                              

10” Basswood – S 80 deg. W, 5.3'                             

10" Basswood - N 10 deg. W, 15.8'                              

15" Basswood - S 42 deg. E, 19.8'                              

GLO  Bk 

13 P. 10

1 52-24 NW Itasca County Monument 1981
6" Balsam - N 25 deg. W, 72.74'                            

Tamarack Post - NE, 2'            

Itasca 

Co. 

1 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874 No trees near to use as ties 
GLO BK 

9, P 4

1 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - N 00 deg. E, 3.3'                                  

6" Tamarack - S 70 deg. E, 19.8' 

GLO BK 

9, P 14

1 52-24 SE
4"x4" concrete monument found in 

woods by T. Betley 
1991

5" Ash - N 66 deg. E, 30.93'                                

12" Tamarack - S 03 deg. W, 18.11'                     

5" Balsam - S 68 deg. W, 7.13'

282283

1 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – N 60 deg. E, 18.5'                              

8” Tamarack – N 45 deg. W, 19.1'                             

12" Tamarack - S 45 deg. E, 8.6'                              

10" Tamarack - S 20 deg. W, 12.5'                             

GLO  Bk 

13 P.9

1 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Fir - N 69 deg. E, 13.2'                                    

16" White Pine - N 25 deg. W, 13.2'                             

10" Spruce - S 60 deg. W, 9.9'                                  

9" Spruce - S 57 deg. E, 15.2'

GLO BK 

9, P 14

1 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 90 deg. E, 2.0'                                  

6" Spruce - N 60 deg. W, 6.6' 

GLO BK 

9, P 15

2 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 90 deg. E, 2.0'                                  

6" Spruce - N 60 deg. W, 6.6' 

GLO BK 

9, P 15

2 52-24 N 1/4 Itasca County Monument 1977

6" J. Pine - S 28 deg. W, 3.74'                             

6" J. Pine - N 25 deg. W, 6.18'                                

7" J. Pine - S 70 deg. E, 7.72'

Itasca 

Co. 

2 52-24 N 1/4

2" Fir used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 4

2 52-24 NE Itasca County Monument 1981
6" Balsam - N 25 deg. W, 72.74'                            

Tamarack Post - NE, 2'                                   

Itasca 

Co. 

2 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874 No trees near to use as ties 
GLO BK 

9, P 4

2 52-24 NW Itasca County Monument 1977

4" Birch - S 35 deg. E, 28.70'                                

6" Birch - N 14 deg. W, 28.37'                                

4" Balsam - S 50 deg. W, 24.87'

Itasca 

Co. 

2 52-24 NW

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 4

2 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - N 20 deg. W, 2.6' 

GLO BK 

9, P 22

2 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Fir - N 69 deg. E, 13.2'                                    

16" White Pine - N 25 deg. W, 13.2'                             

10" Spruce - S 60 deg. W, 9.9'                                  

9" Spruce - S 57 deg. E, 15.2'

GLO BK 

9, P 14
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2 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 44 deg. E, 7.3'                                    

6" Tamarack - N 61 deg. W, 8.6'                             

2" Tamarack - S 36 deg. W, 14.5'                                  

6" Tamarack - S 57 deg. E, 13.9'

GLO BK 

9, P 21

2 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Tamarack - S 47 deg. E, 9.9'                                  

10" Tamarack - S 75 deg. W, 5.3' 

GLO BK 

9, P 22

3 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Tamarack - S 47 deg. E, 9.9'                                  

10" Tamarack - S 75 deg. W, 5.3' 

GLO BK 

9, P 22

3 52-24 N 1/4 3/4" Iron pin 2 feet N of centerline 1977
6" Ash - S 30 deg. W, 32.86'                                

4" Ash - S 15 deg. E, 29.69'                      

Itasca 

Co. 

3 52-24 N 1/4

3" Elm used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 5

3 52-24 NE Itasca County Monument 1977

4" Birch - S 35 deg. E, 28.70'                                

6" Birch - N 14 deg. W, 28.37'                               

4" Balsam - S 50 deg. W, 24.87'

Itasca 

Co. 

3 52-24 NE

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 4

3 52-24 NW Itasca County Monument 1993
10" N. Pine - N 60 deg. E, 95.85'                            

5" Aspen - S 54 deg. E, 69.95'                           

Itasca 

Co. 

3 52-24 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Cedar – S 45 deg. W, 46.4'                            

6” Balsam – S 45 deg. E, 46.8'

Book 1, 

Page 371

3 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Aspen - N 45 deg. E, 13.2'                                    

6" Aspen - N 03 deg. W, 13.2'                             

4" Aspen - S 50 deg. W, 16.5'                                  

10" Fir - S 40 deg. E, 18.5'

GLO BK 

9, P 5

3 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
15" Cedar - S 30 deg. E, 13.9'                                    

5" Aspen - N 27 deg. E, 15.2'                             

GLO BK 

9, P 29

3 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 44 deg. E, 7.3'                                    

6" Tamarack - N 61 deg. W, 8.6'                             

2" Tamarack - S 36 deg. W, 14.5'                                  

6" Tamarack - S 57 deg. E, 13.9'

GLO BK 

9, P 21

3 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

2" Tamarack - N 10 deg. E, 8.6'                                    

4" Tamarack - N 54 deg. W, 15.8'                             

3" Tamarack - S 15 deg. W, 15.2'                                  

3" Tamarack - S 14 deg. E, 17.8'

GLO BK 

9, P 29

3 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Cedar - S 55 deg. W, 4.0'                                    

10" Tamarack - S 75 deg. E, 19.1'                             

GLO BK 

9, P 30

3 52-24
Survey of N line of Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                    

Distance and Mag. Var. shown 

Book 1, 

Page 371

3 52-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on W line of Section                                              

Distance and Mag. Var. shown 

Book 1, 

Page 143

4 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Cedar - S 55 deg. W, 4.0'                                    

10" Tamarack - S 75 deg. E, 19.1'                             

GLO BK 

9, P 30

4 52-24 N 1/4 Itasca County Monument 1977
5" Spruce - S 35 deg. E, 26.02'                            

4" Spruce - N 35 deg. E, 22.00'   

Itasca 

Co. 

4 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Cedar - S 25 deg. W, 7.3'                                  

14" Cedar - N 47 deg. E, 5.9' 

GLO BK 

9, P 6

4 52-24 NE Itasca County Monument 1993
10" N. Pine - N 60 deg. E, 95.85'                            

5" Aspen - S 54 deg. E, 69.95'            

Itasca 

Co. 

4 52-24 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Cedar – S 45 deg. W, 46.4'                            

6” Balsam – S 45 deg. E, 46.8'

Book 1, 

Page 371

4 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Aspen - N 45 deg. E, 13.2'                                    

6" Aspen - N 03 deg. W, 13.2'                             

4" Aspen - S 50 deg. W, 16.5'                                  

10" Fir - S 40 deg. E, 18.5'

GLO BK 

9, P 5

4 52-24 NW Itasca County Monument 1977

20" N. Pine - N 15 deg.E, 70.94'                          

4" Spruce - S 25 deg. W, 49.65'                              

6" Poplar - N 86 deg. E, 82.77'

Itasca 

Co. 
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4 52-24 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

5” Tamarack – S 50 deg. W, 106.5'                        

4” Norway Pine – N 20 deg. E, 71.6'                      

4“ Norway Pine - N 36 deg. W, 94.0'               

Book 2, 

Page 122

4 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Fir - N 04 deg. E, 50.2'                                    

3" Tamarack - S 45 deg. W, 31.0'                             

No other trees near to use for ties

GLO BK 

9, P 6

4 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" White Pine - N 76 deg. E, 40.9'                                  

8" Spruce - S 44 deg. E, 46.9' 

GLO BK 

9, P 37

4 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

2" Tamarack - N 10 deg. E, 8.6'                                    

4" Tamarack - N 54 deg. W, 15.8'                             

3" Tamarack - S 15 deg. W, 15.2'                                  

3" Tamarack - S 14 deg. E, 17.8'

GLO BK 

9, P 29

4 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 48 deg. E, 33.0'                                    

3" Tamarack - N 32 deg. W, 48.2'                             

5" Tamarack - S 40 deg. W, 49.5'                                  

5" Tamarack - S 62 deg. E, 50.2'

GLO BK 

9, P 36

4 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 90 deg. E, 8.6'                                  

3" Tamarack - S 75 deg. W, 17.2' 

GLO BK 

9, P 38

4 52-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on E line of Section                                             

Distance and Mag. Var. shown 

Book 1, 

Page 143

5 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 90 deg. E, 8.6'                                  

3" Tamarack - S 75 deg. W, 17.2' 

GLO BK 

9, P 38

5 52-24 N 1/4 Itasca County Monument 1977

3" Oak - N 16 deg.W, 39.32'                                 

6" Maple - S 68 deg. W, 25.95'                               

4" Maple - S 04 deg. W, 10.05'

Itasca 

Co. 

5 52-24 N 1/4
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

12” White Birch - S 01 deg. W, 34.3'                      

18” Aspen – N 07 deg. E, 42.4'

Book 2, 

Page 122

5 52-24 N 1/4

5" Maple used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 7

5 52-24 NE Itasca County Monument 1977

20" N. Pine - N 15 deg.E, 70.94'                          

4" Spruce - S 25 deg. W, 49.65'                             

6" Poplar - N 86 deg. E, 82.77'

Itasca 

Co. 

5 52-24 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

5” Tamarack – S 50 deg. W, 106.5'                        

4” Norway Pine – N 20 deg. E, 71.6'                      

4“ Norway Pine - N 36 deg. W, 94.0'               

Book 2, 

Page 122

5 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Fir - N 04 deg. E, 50.2'                                    

3" Tamarack - S 45 deg. W, 31.0'                             

No other trees near to use for ties

GLO BK 

9, P 6

5 52-24 NW Itasca County Monument 1977 5" Balsam - S 40 deg. E, 36.05'
Itasca 

Co. 

5 52-24 NW

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 7

5 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - N 76 deg. E, 25.7'                                  

5" Tamarack - S 20 deg. E, 27.7' 

GLO BK 

9, P 47

5 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 48 deg. E, 33.0'                                    

3" Tamarack - N 32 deg. W, 48.2'                             

5" Tamarack - S 40 deg. W, 49.5'                                  

5" Tamarack - S 62 deg. E, 50.2'

GLO BK 

9, P 36

5 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - S 54 deg. E, 15.2'                                    

5" Tamarack - S 16 deg. W, 16.5'                             

6" Tamarack - N 26 deg. W, 43.6'                                  

4" Tamarack - N 40 deg. E, 40.9'

GLO BK 

9, P 47

5 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874 No trees near to use for ties
GLO BK 

9, P 49

6 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874 No trees near to use for ties
GLO BK 

9, P 49

Page 1013 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

6 52-24 N 1/4 Itasca County Monument 1977

4" Spruce - N 45 deg.W, 55.04'                            

4" Spruce - N 75 deg. E, 69.05'                              

3" Spruce - N 09 deg. W, 12.89'

Itasca 

Co. 

6 52-24 N 1/4
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

4” Spruce - N 23 deg. W, 82.0'                              

5” Spruce – S 23 deg.W, 118.4'

Book 2, 

Page 121

6 52-24 N 1/4

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 7

6 52-24 NE Itasca County Monument 1977 5" Balsam - S 40 deg. E, 36.05'
Itasca 

Co. 

6 52-24 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

2” Tamarack - N 11 deg. W, 43.7'                          

3” Tamarack – S 51 deg. W, 85.8'

Book 2, 

Page 121

6 52-24 NE

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874 No ties stated
GLO BK 

9, P 7

6 52-24 NW Itasca County Monument 1994

10" Tamarack - N 90 deg. E, 26.68'                       

7" Spruce - S 62 deg. W, 10.93'                           

8" Tamarack - N 74 deg. W, 37.23'

Itasca 

Co. 

6 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Tamarack - N 40 deg. E, 41.6'                                    

4" Tamarack - N 30 deg. W, 9.2'                             

6" Tamarack - S 10 deg. W, 13.2'                                  

3" Tamarack - S 15 deg. E, 5.3'

GLO BK 

9, P 3

6 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 44 deg. W, 9.2'                                  

3" Tamarack - S 54 deg. E, 4.0' 

GLO BK 

9, P 48

6 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - S 54 deg. E, 15.2'                                    

5" Tamarack - S 16 deg. W, 16.5'                             

6" Tamarack - N 26 deg. W, 43.6'                                  

4" Tamarack - N 40 deg. E, 40.9'

GLO BK 

9, P 47

6 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 45 deg. E, 15.2'                                    

4" Tamarack - S 27 deg. W, 15.8'                             

5" Tamarack - N 05 deg. E, 32.3'                                  

4" Tamarack - N 57 deg. W, 24.4'

GLO BK 

9, P 3

6 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 90 deg. W, 11.2'                                  

6" Tamarack - N 24 deg. E, 23.8' 

GLO BK 

9, P 3

7 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 50 deg. E, 3.3'                                  

3" Tamarack - S 58 deg. W, 9.2' 

GLO BK 

9, P 46

7 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 44 deg. W, 9.2'                                  

3" Tamarack - S 54 deg. E, 4.0' 

GLO BK 

9, P 48

7 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - S 54 deg. E, 15.2'                                    

5" Tamarack - S 16 deg. W, 16.5'                             

6" Tamarack - N 26 deg. W, 43.6'                                  

4" Tamarack - N 40 deg. E, 40.9'

GLO BK 

9, P 47

7 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 45 deg. E, 15.2'                                    

4" Tamarack - S 27 deg. W, 15.8'                             

5" Tamarack - N 05 deg. E, 32.3'                                  

4" Tamarack - N 57 deg. W, 24.4'

GLO BK 

9, P 3

7 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Spruce - S 28 deg. E, 4.6'                                    

6" Spruce - N 20 deg. E, 7.9'                             

GLO BK 

9, P 46

7 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 82 deg. E, 54.6'                                    

3" Tamarack - N 15 deg. W, 7.3'                             

3" Tamarack - S 82 deg. W, 12.5'                                  

3" Tamarack - S 28 deg. E, 4.6'

GLO BK 

9, P 44

7 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 29 deg. W, 21.1'                                    

6" Tamarack - N 48 deg. W, 4.0'                             

4" Tamarack - N 46 deg. E, 4.6'                                  

4" Tamarack - S 82 deg. E, 29.0'

GLO BK 

9, P 2

7 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 11 deg. W, 5.3'                                  

8" Birch - S 84 deg. E, 9.2' 

GLO BK 

9, P 3
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8 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 70 deg. E, 37.0'                                  

3" Tamarack - N 21 deg. W, 36.3' 

GLO BK 

9, P 36

8 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - N 76 deg. E, 25.7'                                  

5" Tamarack - S 20 deg. E, 27.7' 

GLO BK 

9, P 47

8 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 48 deg. E, 33.0'                                    

3" Tamarack - N 32 deg. W, 48.2'                             

5" Tamarack - S 40 deg. W, 49.5'                                  

5" Tamarack - S 62 deg. E, 50.2'

GLO BK 

9, P 36

8 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - S 54 deg. E, 15.2'                                    

5" Tamarack - S 16 deg. W, 16.5'                             

6" Tamarack - N 26 deg. W, 43.6'                                  

4" Tamarack - N 40 deg. E, 40.9'

GLO BK 

9, P 47

8 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Birch - S 78 deg. E, 16.5'                                    

7" Spruce - N 31 deg. W, 8.6'                             

GLO BK 

9, P 45

8 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 59 deg. E, 13.9'                                    

3" Tamarack - N 16 deg. W, 16.5'                             

4" Tamarack - S 88 deg. W, 11.2'                                  

4" Tamarack - S 25 deg. E, 13.9'

GLO BK 

9, P 35

8 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 82 deg. E, 54.6'                                    

3" Tamarack - N 15 deg. W, 7.3'                             

3" Tamarack - S 82 deg. W, 12.5'                                  

3" Tamarack - S 28 deg. E, 4.6'

GLO BK 

9, P 44

8 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 50 deg. E, 3.3'                                  

3" Tamarack - S 58 deg. W, 9.2' 

GLO BK 

9, P 46

9 52-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                   

Bearings and Distance stated

Book 2, 

Page 124

9 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Aspen - N 75 deg. E, 5.3'                                    

7" Aspen - S 88 deg. W, 13.9'                             

GLO BK 

9, P 28

9 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" White Pine - N 76 deg. E, 40.9'                                  

8" Spruce - S 44 deg. E, 46.9' 

GLO BK 

9, P 37

9 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

2" Tamarack - N 10 deg. E, 8.6'                                    

4" Tamarack - N 54 deg. W, 15.8'                             

3" Tamarack - S 15 deg. W, 15.2'                                  

3" Tamarack - S 14 deg. E, 17.8'

GLO BK 

9, P 29

9 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 48 deg. E, 33.0'                                    

3" Tamarack - N 32 deg. W, 48.2'                             

5" Tamarack - S 40 deg. W, 49.5'                                  

5" Tamarack - S 62 deg. E, 50.2'

GLO BK 

9, P 36

9 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 20 deg. W, 19.8'                                  

5" Tamarack - N 45 deg. E, 35.6' 

GLO BK 

9, P 36

9 52-24 SE

(No mon. set ) Actual cor. is 4.0' S of 

3/4" iron rod found on c/l E-W highway 

at c/l road to N by B. Shepperd

1986 (No ties taken) 244459

9 52-24 SE
Took new ties to inp. Iron pipe by Fred 

Heuer, Deputy County Surveyor
1917

5” Dead Tamarack - N 45 deg. W, 77.3'               

6” Dead Tamarack – S 45 deg. E, 84.3'

Book 2, 

Page 124

9 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Norway Pine - S 17 deg. E, 336.6'                                    

6" Aspen - N 88 deg. E, 361.7'                             

GLO BK 

9, P 27

9 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 59 deg. E, 13.9'                                    

3" Tamarack - N 16 deg. W, 16.5'                             

4" Tamarack - S 88 deg. W, 11.2'                                  

4" Tamarack - S 25 deg. E, 13.9'

GLO BK 

9, P 35

9 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 70 deg. E, 37.0'                                  

3" Tamarack - N 21 deg. W, 36.3' 

GLO BK 

9, P 36

9 52-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on E line of Section                                                 

Distance and Mag. Var. shown 

Book 1, 

Page 142
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10 52-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on S line of Section                   

Bearings and Distance stated

Book 2, 

Page 124

10 52-24 E 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
5" Tamarack - N 90 deg. E, 7.3'                                  

5" Tamarack - S 57 deg. W, 16.5' 

GLO BK 

9, P 21

10 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
15" Cedar - S 30 deg. E, 13.9'                                    

5" Aspen - N 27 deg. E, 15.2'                             

GLO BK 

9, P 29

10 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 44 deg. E, 7.3'                                    

6" Tamarack - N 61 deg. W, 8.6'                             

2" Tamarack - S 36 deg. W, 14.5'                                  

6" Tamarack - S 57 deg. E, 13.9'

GLO BK 

9, P 21

10 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

2" Tamarack - N 10 deg. E, 8.6'                                    

4" Tamarack - N 54 deg. W, 15.8'                             

3" Tamarack - S 15 deg. W, 15.2'                                  

3" Tamarack - S 14 deg. E, 17.8'

GLO BK 

9, P 29

10 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 52 deg. E, 9.2'                                  

6" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

9, P 28

10 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 27 deg. E, 17.2'                                    

3" Tamarack - N 67 deg. W, 8.6'                             

3" Tamarack - S 14 deg. W, 13.9'                                  

4" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 20

10 52-24 SW

(No mon. set ) Actual cor. is 4.0' S of 

3/4" iron rod found on c/l E-W highway 

at c/l road to N by B. Shepperd

1986 (No ties taken) 244459

10 52-24 SW
Took new ties to inp. Iron pipe by Fred 

Heuer, Deputy County Surveyor
1917

5” Dead Tamarack - N 45 deg. W, 77.3'                 

6” Dead Tamarack – S 45 deg. E, 84.3'

Book 2, 

Page 124

10 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Norway Pine - S 17 deg. E, 336.6'                                    

6" Aspen - N 88 deg. E, 361.7'                             

GLO BK 

9, P 27

10 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Aspen - N 75 deg. E, 5.3'                                    

7" Aspen - S 88 deg. W, 13.9'                             

GLO BK 

9, P 28

10 52-24
Road Survey in Section by H.D. 

Keath, County Surveyor 
1913

on W line of Section                                           

Distance and Mag. Var. shown 

Book 1, 

Page 142

11 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 78 deg. W, 4.0'                                  

4" Tamarack - N 40 deg. E, 4.0' 

GLO BK 

9, P 13

11 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 14 deg. W, 5.3'                                  

5" Tamarack - N 20 deg. W, 2.6' 

GLO BK 

9, P 22

11 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Fir - N 69 deg. E, 13.2'                                    

16" White Pine - N 25 deg. W, 13.2'                             

10" Spruce - S 60 deg. W, 9.9'                                  

9" Spruce - S 57 deg. E, 15.2'

GLO BK 

9, P 14

11 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 44 deg. E, 7.3'                                    

6" Tamarack - N 61 deg. W, 8.6'                             

2" Tamarack - S 36 deg. W, 14.5'                                  

6" Tamarack - S 57 deg. E, 13.9'

GLO BK 

9, P 21

11 52-24 S 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
4" Tamarack - N 39 deg. E, 2.6'                                  

3" Tamarack - S 72 deg. W, 8.6' 

GLO BK 

9, P 20

11 52-24 SE

9" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874

7" Tamarack - N 48 deg. E, 21.1'                                    

4" Fir - N 41 deg. W, 11.9'                             9" 

Tamarack - S 14 deg. W, 23.1'                                  

7" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 12

11 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 27 deg. E, 17.2'                                    

3" Tamarack - N 67 deg. W, 8.6'                             

3" Tamarack - S 14 deg. W, 13.9'                                  

4" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 20

11 52-24 W 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
5" Tamarack - N 90 deg. E, 7.3'                                  

5" Tamarack - S 57 deg. W, 16.5' 

GLO BK 

9, P 21
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12 52-24 E 1/4
3/4" capped iron set in Cedar swamp 

by T. Betley
1991

5" Cedar - N 38 deg. E, 3.61'                                

5" Balsam - S 68 deg. E, 1.30'                              

5" Cedar - N 68 deg. W, 2.12'

282337

12 52-24 E 1/4

12" Tamarack used for corner as part 

of original Government Land Office 

Survey by S.E. Stebbins, U.S. Deputy 

Surveyor

1874 No trees near for ties                           
GLO  Bk 

13 P.9

12 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - N 00 deg. E, 3.3'                                  

6" Tamarack - S 70 deg. E, 19.8' 

GLO BK 

9, P 14

12 52-24 NE
4"x4" concrete monument found in 

woods by T. Betley 
1991

5" Ash - N 66 deg. E, 30.93'                                   

12" Tamarack - S 03 deg. W, 18.11'                    

5" Balsam - S 68 deg. W, 7.13'

282283

12 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Tamarack – N 60 deg. E, 18.5'                              

8” Tamarack – N 45 deg. W, 19.1'                             

12" Tamarack - S 45 deg. E, 8.6'                              

10" Tamarack - S 20 deg. W, 12.5'                             

GLO  Bk 

13 P.9

12 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Fir - N 69 deg. E, 13.2'                                    

16" White Pine - N 25 deg. W, 13.2'                             

10" Spruce - S 60 deg. W, 9.9'                                  

9" Spruce - S 57 deg. E, 15.2'

GLO BK 

9, P 14

12 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Spruce - S 08 deg. W, 8.6'                                  

4" Spruce - N 16 deg. E, 9.9' 

GLO BK 

9, P 13

12 52-24 SE
3/4" iron pin set 6' S of c/l E-W 

highway by T. Betley
1991

5" Spruce - N 47 deg. E, 45.61'                              

7" Balsam - S 52 deg. E, 95.29'                            

9" N. Pine - S 06 deg. E, 77.27'

282341

12 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 36 deg. E, 35.0'                              

15” Pine – S 40 deg. W, 38.3'                             

8" Birch - N 50 deg. W, 25.1'                              

30" Pine - S 40 deg. E, 35.6'                              

GLO  Bk 

13 P.8

12 52-24 SW

9" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874

7" Tamarack - N 48 deg. E, 21.1'                                    

4" Fir - N 41 deg. W, 11.9'                             9" 

Tamarack - S 14 deg. W, 23.1'                                  

7" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 12

12 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 78 deg. W, 4.0'                                  

4" Tamarack - N 40 deg. E, 4.0' 

GLO BK 

9, P 13

13 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” Tamarack – N 70 deg. E, 9.2'                              

11” Tamarack – S 58 deg. W, 12.5'                                      

GLO  Bk 

13 P.8

13 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Spruce - S 08 deg. W, 8.6'                                  

4" Spruce - N 16 deg. E, 9.9' 

GLO BK 

9, P 13

13 52-24 NE
3/4" iron pin set 6' S of c/l E-W 

highway by T. Betley
1991

5" Spruce - N 47 deg. E, 45.61'                             

7" Balsam - S 52 deg. E, 95.29'                              

9" N. Pine - S 06 deg. E, 77.27'

282341

13 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

12” Pine – N 36 deg. E, 35.0'                              

15” Pine – S 40 deg. W, 38.3'                             

8" Birch - N 50 deg. W, 25.1'                              

30" Pine - S 40 deg. E, 35.6'                              

GLO  Bk 

13 P.8

13 52-24 NW

9" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874

7" Tamarack - N 48 deg. E, 21.1'                                    

4" Fir - N 41 deg. W, 11.9'                             9" 

Tamarack - S 14 deg. W, 23.1'                                  

7" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 12

13 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Spruce - N 45 deg. E, 16.5'                                  

6" Fir - S 44 deg. E, 23.8' 

GLO BK 

9, P 11

13 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Cedar – N 55 deg. E, 5.9'                              

15” Cedar – S 75 deg. W, 13.9'                             

10" Cedar - N 50 deg. W, 12.5'                              

12" Cedar - S 35 deg. E, 5.9'                              

GLO  Bk 

13 P.8

13 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

12" Tamarack - S 61 deg. E, 16.5'                                    

10" Cedar - N 67 deg. E, 17.2'                             

12" Cedar - N 74 deg. W, 28.4'                                  

10" Cedar - S 72 deg. W, 13.9'

GLO BK 

9, P 11
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13 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" Tamarack - S 60 deg. E, 13.2'                                  

12" Tamarack - N 70 deg. W, 9.9' 

GLO BK 

9, P 12

14 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" Tamarack - S 60 deg. E, 13.2'                                  

12" Tamarack - N 70 deg. W, 9.9' 

GLO BK 

9, P 12

14 52-24 N 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
4" Tamarack - N 39 deg. E, 2.6'                                  

3" Tamarack - S 72 deg. W, 8.6' 

GLO BK 

9, P 20

14 52-24 NE

9" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874

7" Tamarack - N 48 deg. E, 21.1'                                    

4" Fir - N 41 deg. W, 11.9'                             9" 

Tamarack - S 14 deg. W, 23.1'                                  

7" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 12

14 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 27 deg. E, 17.2'                                    

3" Tamarack - N 67 deg. W, 8.6'                             

3" Tamarack - S 14 deg. W, 13.9'                                  

4" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 20

14 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" Tamarack - N 51 deg. E, 2.0'                                  

7" Cedar - S 13 deg. E, 2.6' 

GLO BK 

9, P 19

14 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

12" Tamarack - S 61 deg. E, 16.5'                                    

10" Cedar - N 67 deg. E, 17.2'                             

12" Cedar - N 74 deg. W, 28.4'                                  

10" Cedar - S 72 deg. W, 13.9'

GLO BK 

9, P 11

14 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 46 deg. E, 9.9'                                    

4" Tamarack - N 52 deg. W, 2.0'                             

5" Tamarack - S 10 deg. W, 9.9'                                  

10" Tamarack - S 47 deg. E, 13.9'

GLO BK 

9, P 18

15 52-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                   

Bearings and Distance stated

Book 2, 

Page 124

15 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 52 deg. E, 9.2'                                  

6" Tamarack - N 64 deg. E, 9.2' 

GLO BK 

9, P 28

15 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 27 deg. E, 17.2'                                    

3" Tamarack - N 67 deg. W, 8.6'                             

3" Tamarack - S 14 deg. W, 13.9'                                  

4" Tamarack - S 40 deg. E, 11.2'

GLO BK 

9, P 20

15 52-24 NW

(No mon. set ) Actual cor. is 4.0' S of 

3/4" iron rod found on c/l E-W highway 

at c/l road to N by B. Shepperd

1986 (No ties taken) 244459

15 52-24 NW
Took new ties to inp. Iron pipe by Fred 

Heuer, Deputy County Surveyor
1917

5” Dead Tamarack - N 45 deg. W, 77.3'                 

6” Dead Tamarack – S 45 deg. E, 84.3'

Book 2, 

Page 124

15 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Norway Pine - S 17 deg. E, 336.6'                                    

6" Aspen - N 88 deg. E, 361.7'                             

GLO BK 

9, P 27

15 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Fir - S 40 deg. W, 9.9'                                  

8" Cedar - N 63 deg. E, 33.0' 

GLO BK 

9, P 27

15 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 46 deg. E, 9.9'                                    

4" Tamarack - N 52 deg. W, 2.0'                             

5" Tamarack - S 10 deg. W, 9.9'                                  

10" Tamarack - S 47 deg. E, 13.9'

GLO BK 

9, P 18

15 52-24 SW

1/2" sq. iron monument set in woods 

80' E of tree line and 100' S of trail on 

N by B. Shepperd

1986

DNR RP in 7" Spruce - N 35 deg. W, 22.65'          

DNR RP in Clp 3" Birch - S 86 deg. E, 28.79'      

DNR RP in Tw. 10' Birch - S 66 deg. W, 12.77'

244461

15 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Aspen - N 36 deg. E, 4.0'                                    

7" Aspen - N 60 deg. W, 7.3'                             

4" Fir - S 67 deg. W, 7.9'                                  

6" Aspen - S 47 deg. E, 6.6'

GLO BK 

9, P 26

15 52-24 W 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road at 

fence line to the W by B. Shepperd 

1986

DNR RP in 12" Tam. - N 35 deg. W, 60.95'           

Hole in E end 18" CMP - N 41 deg. E, 40.50'         

DNR RP in 9" Balsam - S 56 deg. E, 72.64

244460
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15 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 24 deg. E, 17.2'                                  

No other trees near to use for ties

GLO BK 

9, P 27

16 52-24  
Road Survey in Section by Fred 

Heuer, Deputy County Surveyor 
1917

Road runs on N line of Section                   

Bearings and Distance stated

Book 2, 

Page 124

16 52-24 E 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l N-S road at 

fence line to the W by B. Shepperd 

1986

DNR RP in 12" Tam. - N 35 deg. W, 60.95'           

Hole in E end 18" CMP - N 41 deg. E, 40.50'     

DNR RP in 9" Balsam - S 56 deg. E, 72.64'

244460

16 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 24 deg. E, 17.2'                                  

No other trees near to use for ties

GLO BK 

9, P 27

16 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 20 deg. W, 19.8'                                  

5" Tamarack - N 45 deg. E, 35.6' 

GLO BK 

9, P 36

16 52-24 NE

(No mon. set ) Actual cor. is 4.0' S of 

3/4" iron rod found on c/l E-W highway 

at c/l road to N by B. Shepperd

1986 (No ties taken) 244459

16 52-24 NE
Took new ties to inp. Iron pipe by Fred 

Heuer, Deputy County Surveyor
1917

5” Dead Tamarack - N 45 deg. W, 77.3'                 

6” Dead Tamarack – S 45 deg. E, 84.3'

Book 2, 

Page 124

16 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
12" Norway Pine - S 17 deg. E, 336.6'                                    

6" Aspen - N 88 deg. E, 361.7'                             

GLO BK 

9, P 27

16 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 59 deg. E, 13.9'                                    

3" Tamarack - N 16 deg. W, 16.5'                             

4" Tamarack - S 88 deg. W, 11.2'                                  

4" Tamarack - S 25 deg. E, 13.9'

GLO BK 

9, P 35

16 52-24 S 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
3" Tamarack - N 15 deg. W, 7.3'                                  

3" Tamarack - S 15 deg. E, 4.0' 

GLO BK 

9, P 34

16 52-24 SE

1/2" sq. iron mon. set in woods 80' E 

of tree line and 100' S of trail on N by 

B. Shepperd

1986

DNR RP in 7" Spruce - N 35 deg. W, 22.65'         

DNR RP in Clp 3" Birch - S 86 deg. E, 28.79'       

DNR RP in Tw. 10' Birch - S 66 deg. W, 12.77'

244461

16 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Aspen - N 36 deg. E, 4.0'                                    

7" Aspen - N 60 deg. W, 7.3'                             

4" Fir - S 67 deg. W, 7.9'                                  

6" Aspen - S 47 deg. E, 6.6'

GLO BK 

9, P 26

16 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 48 deg. E, 15.8'                                    

2" Tamarack - N 45 deg. W, 9.9'                             

3" Tamarack - S 53 deg. W, 5.9'                                  

4" Tamarack - S 15 deg. E, 4.6'

GLO BK 

9, P 34

16 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - S 25 deg. W, 4.6'                                  

4" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

9, P 35

17 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - S 25 deg. W, 4.6'                                  

4" Tamarack - S 56 deg. E, 7.9' 

GLO BK 

9, P 35

17 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Birch - S 78 deg. E, 16.5'                                    

7" Spruce - N 31 deg. W, 8.6'                             

GLO BK 

9, P 45

17 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 59 deg. E, 13.9'                                    

3" Tamarack - N 16 deg. W, 16.5'                             

4" Tamarack - S 88 deg. W, 11.2'                                  

4" Tamarack - S 25 deg. E, 13.9'

GLO BK 

9, P 35

17 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 82 deg. E, 54.6'                                    

3" Tamarack - N 15 deg. W, 7.3'                             

3" Tamarack - S 82 deg. W, 12.5'                                  

3" Tamarack - S 28 deg. E, 4.6'

GLO BK 

9, P 44

17 52-24 S 1/4

6" Aspen used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
7" Aspen - N 30 deg. W, 7.9'                                  

7" Aspen - S 05 deg. E, 9.2' 

GLO BK 

9, P 43
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17 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 48 deg. E, 15.8'                                    

2" Tamarack - N 45 deg. W, 9.9'                             

3" Tamarack - S 53 deg. W, 5.9'                                  

4" Tamarack - S 15 deg. E, 4.6'

GLO BK 

9, P 34

17 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Birch - N 60 deg. E, 9.2'                                    

4" Aspen - N 73 deg. W, 15.2'                                             

3" Aspen - S 28 deg. W, 11.9'                          

4" Maple - S 65 deg. E, 9.9'                        

GLO BK 

9, P 42

17 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - S 56 deg. E, 7.9'                                  

6" Tamarack - S 33 deg. W, 24.4' 

GLO BK 

9, P 44

18 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - S 56 deg. E, 7.9'                                  

6" Tamarack - S 33 deg. W, 24.4' 

GLO BK 

9, P 44

18 52-24 n 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Spruce - S 28 deg. E, 4.6'                                    

6" Spruce - N 20 deg. E, 7.9'                             

GLO BK 

9, P 46

18 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 82 deg. E, 54.6'                                    

3" Tamarack - N 15 deg. W, 7.3'                             

3" Tamarack - S 82 deg. W, 12.5'                                  

3" Tamarack - S 28 deg. E, 4.6'

GLO BK 

9, P 44

18 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 29 deg. W, 21.1'                                    

6" Tamarack - N 48 deg. W, 4.0'                             

4" Tamarack - N 46 deg. E, 4.6'                                  

4" Tamarack - S 82 deg. E, 29.0'

GLO BK 

9, P 2

18 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - S 70 deg. E, 31.0'                                    

5" Spruce - N 53 deg. W, 62.7'                             

GLO BK 

9, P 44

18 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Birch - N 60 deg. E, 9.2'                                    

4" Aspen - N 73 deg. W, 15.2'                                             

3" Aspen - S 28 deg. W, 11.9'                          

4" Maple - S 65 deg. E, 9.9'                        

GLO BK 

9, P 42

18 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 32 deg. W, 28.4'                                    

4" Tamarack - N 35 deg. W, 46.9'                             

10" Tamarack - N 03 deg. E, 138.6'                                  

No other trees near to use for tie

GLO BK 

9, P 2

18 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 52 deg. W, 7.9'                                  

5" Tamarack - S 09 deg. E, 19.1' 

GLO BK 

9, P 2

19 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Spruce - S 78 deg. E, 13.2'                                    

5" Spruce - N 66 deg. W, 9.9'                             

GLO BK 

9, P 42

19 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - S 70 deg. E, 31.0'                                    

5" Spruce - N 53 deg. W, 62.7'                             

GLO BK 

9, P 44

19 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Birch - N 60 deg. E, 9.2'                                    

4" Aspen - N 73 deg. W, 15.2'                                             

3" Aspen - S 28 deg. W, 11.9'                          

4" Maple - S 65 deg. E, 9.9'                        

GLO BK 

9, P 42

19 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 32 deg. W, 28.4'                                    

4" Tamarack - N 35 deg. W, 46.9'                             

10" Tamarack - N 03 deg. E, 138.6'                                  

No other trees near to use for tie

GLO BK 

9, P 2

19 52-24 S 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373

19 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Aspen - S 11 deg. E, 9.9'                                    

4" Aspen - N 12 deg. W, 11.2'                             

GLO BK 

9, P 42

19 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

7" Aspen - S 15 deg. E, 22.4'                                    

5" Aspen - S 17 deg. W, 25.7'                                             

6" Aspen - N 74 deg. E, 16.5'                          

No other trees near for ties                         

GLO BK 

9, P 40

19 52-24 SW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373
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19 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Aspen - S 54 deg. W, 7.9'                                    

8" Aspen - N 32 deg. W, 11.9'                             

8" Aspen - N 45 deg. E, 8.6'                                  

8" Birch - S 84 deg. E, 13.2'

GLO BK 

9, P 1

19 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 56 deg. W, 70.0'                                  

8" Tamarack - N 35 deg. E, 99.0' 

GLO BK 

9, P 2

19 52-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on S line of Section                                         

Distance and Mag. Var. shown 

Book 1, 

Page 373

20 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 80 deg. E, 1.3'                                  

3" Tamarack - S 90 deg. W, 9.2' 

GLO BK 

9, P 33

20 52-24 N 1/4

6" Aspen used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
7" Aspen - N 30 deg. W, 7.9'                                  

7" Aspen - S 05 deg. E, 9.2' 

GLO BK 

9, P 43

20 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 48 deg. E, 15.8'                                    

2" Tamarack - N 45 deg. W, 9.9'                             

3" Tamarack - S 53 deg. W, 5.9'                                  

4" Tamarack - S 15 deg. E, 4.6'

GLO BK 

9, P 34

20 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Birch - N 60 deg. E, 9.2'                                    

4" Aspen - N 73 deg. W, 15.2'                                             

3" Aspen - S 28 deg. W, 11.9'                          

4" Maple - S 65 deg. E, 9.9'                        

GLO BK 

9, P 42

20 52-24 S 1/4

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
3" Tamarack - S 50 deg. E, 5.9'                                  

3" Tamarack - N 25 deg. E, 15.2' 

GLO BK 

9, P 41

20 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Tamarack - N 59 deg. E, 4.6'                                    

4" Tamarack - N 25 deg. W, 3.3'                             

5" Tamarack - S 60 deg. W, 6.6'                                  

3" Tamarack - S 40 deg. E, 2.0'

GLO BK 

9, P 32

20 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

7" Aspen - S 15 deg. E, 22.4'                                    

5" Aspen - S 17 deg. W, 25.7'                                             

6" Aspen - N 74 deg. E, 16.5'                          

No other trees near for ties                         

GLO BK 

9, P 40

20 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Spruce - S 78 deg. E, 13.2'                                    

5" Spruce - N 66 deg. W, 9.9'                             

GLO BK 

9, P 42

21 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Fir - N 82 deg. W, 3.3'                                  

10" Linden - S 77 deg. E, 7.9' 

GLO BK 

9, P 26

21 52-24 N 1/4

4" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
3" Tamarack - N 15 deg. W, 7.3'                                  

3" Tamarack - S 15 deg. E, 4.0' 

GLO BK 

9, P 34

21 52-24 NE

1/2" sq. iron mon. set in woods 80' E 

of tree line and 100' S of trail on N by 

B. Shepperd

1986

DNR RP in 7" Spruce - N 35 deg. W, 22.65'          

DNR RP in Clp 3" Birch - S 86 deg. E, 28.79'      

DNR RP in Tw. 10' Birch - S 66 deg. W, 12.77'

244461

21 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Aspen - N 36 deg. E, 4.0'                                    

7" Aspen - N 60 deg. W, 7.3'                             

4" Fir - S 67 deg. W, 7.9'                                  

6" Aspen - S 47 deg. E, 6.6'

GLO BK 

9, P 26

21 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 48 deg. E, 15.8'                                    

2" Tamarack - N 45 deg. W, 9.9'                             

3" Tamarack - S 53 deg. W, 5.9'                                  

4" Tamarack - S 15 deg. E, 4.6'

GLO BK 

9, P 34

21 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 00 deg. E, 16.5'                                  

3" Tamarack - S 12 deg. E, 2.0' 

GLO BK 

9, P 33

21 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Cedar - N 54 deg. E, 13.2'                                    

6" Cedar - N 38 deg. W, 13.2'                             

7" Cedar - S 49 deg. W, 15.2'                                  

6" Cedar - S 43 deg. E, 11.2'

GLO BK 

9, P 24

21 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Tamarack - N 59 deg. E, 4.6'                                    

4" Tamarack - N 25 deg. W, 3.3'                             

5" Tamarack - S 60 deg. W, 6.6'                                  

3" Tamarack - S 40 deg. E, 2.0'

GLO BK 

9, P 32
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21 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 80 deg. E, 1.3'                                  

3" Tamarack - S 90 deg. W, 9.2' 

GLO BK 

9, P 33

22 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 80 deg. W, 4.6'                                  

7" Tamarack - N 48 deg. E, 9.9' 

GLO BK 

9, P 18

22 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Fir - S 40 deg. W, 9.9'                                  

8" Cedar - N 63 deg. E, 33.0' 

GLO BK 

9, P 27

22 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 46 deg. E, 9.9'                                    

4" Tamarack - N 52 deg. W, 2.0'                             

5" Tamarack - S 10 deg. W, 9.9'                                  

10" Tamarack - S 47 deg. E, 13.9'

GLO BK 

9, P 18

22 52-24 NW

1/2" sq. iron mon. set in woods 80' E 

of tree line and 100' S of trail on N by 

B. Shepperd

1986

DNR RP in 7" Spruce - N 35 deg. W, 22.65'          

DNR RP in Clp 3" Birch - S 86 deg. E, 28.79'        

DNR RP in Tw. 10' Birch - S 66 deg. W, 12.77'

244461

22 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Aspen - N 36 deg. E, 4.0'                                    

7" Aspen - N 60 deg. W, 7.3'                             

4" Fir - S 67 deg. W, 7.9'                                  

6" Aspen - S 47 deg. E, 6.6'

GLO BK 

9, P 26

22 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 35 deg. W, 4.0'                                  

7" Tamarack - N 78 deg. W, 4.0' 

GLO BK 

9, P 25

22 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

11" Birch - N 60 deg. E, 7.3'                                    

6" Maple - N 57 deg. W, 9.2'                             

20" Norway Pine - S 73 deg. W, 12.5'                                  

11" Cedar - S 70 deg. E, 8.6'

GLO BK 

9, P 17

22 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Cedar - N 54 deg. E, 13.2'                                    

6" Cedar - N 38 deg. W, 13.2'                             

7" Cedar - S 49 deg. W, 15.2'                                  

6" Cedar - S 43 deg. E, 11.2'

GLO BK 

9, P 24

22 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Fir - N 82 deg. W, 3.3'                                  

10" Linden - S 77 deg. E, 7.9' 

GLO BK 

9, P 26

23 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Maple - S 37 deg. E, 13.9'                                  

6" Maple - S 79 deg. W, 15.2' 

GLO BK 

9, P 10

23 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
10" Tamarack - N 51 deg. E, 2.0'                                  

7" Cedar - S 13 deg. E, 2.6' 

GLO BK 

9, P 19

23 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

12" Tamarack - S 61 deg. E, 16.5'                                    

10" Cedar - N 67 deg. E, 17.2'                             

12" Cedar - N 74 deg. W, 28.4'                                  

10" Cedar - S 72 deg. W, 13.9'

GLO BK 

9, P 11

23 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 46 deg. E, 9.9'                                    

4" Tamarack - N 52 deg. W, 2.0'                             

5" Tamarack - S 10 deg. W, 9.9'                                  

10" Tamarack - S 47 deg. E, 13.9'

GLO BK 

9, P 18

23 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Cedar - N 05 deg. W, 10.6'                                  

7" Cedar - S 69 deg. W, 12.5' 

GLO BK 

9, P 18

23 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 55 deg. E, 11.9'                                    

6" Tamarack - N 19 deg. W, 3.3'                             

7" Tamarack - S 14 deg. W, 13.2'                                  

6" Spruce - S 31 deg. E, 2.6'

GLO BK 

9, P 9

23 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

11" Birch - N 60 deg. E, 7.3'                                    

6" Maple - N 57 deg. W, 9.2'                             

20" Norway Pine - S 73 deg. W, 12.5'                                  

11" Cedar - S 70 deg. E, 8.6'

GLO BK 

9, P 17

23 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 80 deg. W, 4.6'                                  

7" Tamarack - N 48 deg. E, 9.9' 

GLO BK 

9, P 18
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24 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
10” White Ash – N 45 deg. E, 5.9'                              

12" Cedar - N 56 deg. W, 7.9'                               

GLO  Bk 

13 P.7

24 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Spruce - N 45 deg. E, 16.5'                                  

6" Fir - S 44 deg. E, 23.8' 

GLO BK 

9, P 11

24 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Cedar – N 55 deg. E, 5.9'                              

15” Cedar – S 75 deg. W, 13.9'                             

10" Cedar - N 50 deg. W, 12.5'                              

12" Cedar - S 35 deg. E, 5.9'                              

GLO  Bk 

13 P.8

24 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

12" Tamarack - S 61 deg. E, 16.5'                                    

10" Cedar - N 67 deg. E, 17.2'                             

12" Cedar - N 74 deg. W, 28.4'                                  

10" Cedar - S 72 deg. W, 13.9'

GLO BK 

9, P 11

24 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - N 29 deg. E, 6.6'                                  

7" Cedar - S 05 deg. E, 18.5' 

GLO BK 

9, P 10

24 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – N 73 deg. E, 6.6'                              

15” Birch – S 20 deg. W, 23.8'                             

5" Birch - N 60 deg. W, 11.2'                              

3" Tamarack - S 40 deg. E, 13.2'                              

GLO  Bk 

13 P.7

24 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 55 deg. E, 11.9'                                    

6" Tamarack - N 19 deg. W, 3.3'                             

7" Tamarack - S 14 deg. W, 13.2'                                  

6" Spruce - S 31 deg. E, 2.6'

GLO BK 

9, P 9

24 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Maple - S 37 deg. E, 13.9'                                  

6" Maple - S 79 deg. W, 15.2' 

GLO BK 

9, P 10

25 52-24 E 1/4
Took new ties to inp. Cor. By Fred 

Heuer, County Surveyor
1921

12” Maple – N 45 deg W, 38.4'                               

8” White Ash - S 45 deg E, 41.5'

Book 1, 

Page 322

25 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
8” Birch – S 60 deg. E, 19.8'                              

15" Oak - N 05 deg. W, 19.1'                               

GLO  Bk 

13 P.6

25 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - N 29 deg. E, 6.6'                                  

7" Cedar - S 05 deg. E, 18.5' 

GLO BK 

9, P 10

25 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

5” Birch – N 73 deg. E, 6.6'                              

15” Birch – S 20 deg. W, 23.8'                             

5" Birch - N 60 deg. W, 11.2'                              

3" Tamarack - S 40 deg. E, 13.2'                              

GLO  Bk 

13 P.7

25 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 55 deg. E, 11.9'                                    

6" Tamarack - N 19 deg. W, 3.3'                             

7" Tamarack - S 14 deg. W, 13.2'                                  

6" Spruce - S 31 deg. E, 2.6'

GLO BK 

9, P 9

25 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - N 32 deg. E, 5.3'                                  

3" Spruce - S 44 deg. W, 9.9' 

GLO BK 

9, P 9

25 52-24 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

25 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Tamarack – N 35 deg. E, 9.9'                              

5” Tamarack – S 56 deg. E, 7.9'                             

7" Tamarack - S 73 deg. W, 5.9'                              

No other trees near                              

GLO  Bk 

13 P.5

25 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Spruce - N 19 deg. E, 15.2'                                    

4" Spruce - N 35 deg. W, 19.1'                             

3" Spruce - S 43 deg. W, 18.5'                                  

3" Spruce - S 40 deg. E, 9.2'

GLO BK 

9, P 8

25 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 10 deg. W, 23.8'                                  

3" Tamarack - N 81 deg. E, 13.9' 

GLO BK 

9, P 9

26 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 10 deg. W, 23.8'                                  

3" Tamarack - N 81 deg. E, 13.9' 

GLO BK 

9, P 9
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26 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Cedar - N 05 deg. W, 10.6'                                  

7" Cedar - S 69 deg. W, 12.5' 

GLO BK 

9, P 18

26 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 55 deg. E, 11.9'                                    

6" Tamarack - N 19 deg. W, 3.3'                             

7" Tamarack - S 14 deg. W, 13.2'                                  

6" Spruce - S 31 deg. E, 2.6'

GLO BK 

9, P 9

26 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 52 deg. E, 7.9'                                    

4" Tamarack - N 67 deg. W, 16.5'                             

4" Tamarack - S 54 deg. W, 17.8'                                  

3" Tamarack - S 62 deg. E, 7.9'

GLO BK 

9, P 16

26 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

11" Birch - N 60 deg. E, 7.3'                                    

6" Maple - N 57 deg. W, 9.2'                             

20" Norway Pine - S 73 deg. W, 12.5'                                  

11" Cedar - S 70 deg. E, 8.6'

GLO BK 

9, P 17

26 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - N 05 deg. E, 5.9'                                  

3" Spruce - S 06 deg. W, 12.5' 

GLO BK 

9, P 16

26 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Spruce - N 19 deg. E, 15.2'                                    

4" Spruce - N 35 deg. W, 19.1'                             

3" Spruce - S 43 deg. W, 18.5'                                  

3" Spruce - S 40 deg. E, 9.2'

GLO BK 

9, P 8

26 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Ash - N 53 deg. W, 4.0'                                  

6" Ash - S 32 deg. E, 2.6' 

GLO BK 

9, P 17

27 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Ash - N 53 deg. W, 4.0'                                  

6" Ash - S 32 deg. E, 2.6' 

GLO BK 

9, P 17

27 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 35 deg. W, 4.0'                                  

7" Tamarack - N 78 deg. W, 4.0' 

GLO BK 

9, P 25

27 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

11" Birch - N 60 deg. E, 7.3'                                    

6" Maple - N 57 deg. W, 9.2'                             

20" Norway Pine - S 73 deg. W, 12.5'                                  

11" Cedar - S 70 deg. E, 8.6'

GLO BK 

9, P 17

27 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Cedar - N 54 deg. E, 13.2'                                    

6" Cedar - N 38 deg. W, 13.2'                             

7" Cedar - S 49 deg. W, 15.2'                                  

6" Cedar - S 43 deg. E, 11.2'

GLO BK 

9, P 24

27 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 08 deg. E, 9.2'                                  

5" Tamarack - N 19 deg. W, 4.0' 

GLO BK 

9, P 24

27 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 52 deg. E, 7.9'                                    

4" Tamarack - N 67 deg. W, 16.5'                             

4" Tamarack - S 54 deg. W, 17.8'                                  

3" Tamarack - S 62 deg. E, 7.9'

GLO BK 

9, P 16

27 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 68 deg. E, 13.2'                                    

3" Tamarack - N 38 deg. W, 2.0'                             

3" Tamarack - S 42 deg. W, 23.1'                                  

3" Tamarack - S 54 deg. W, 5.3'

GLO BK 

9, P 23

27 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 63 deg. W, 23.1'                                  

3" Tamarack - N 20 deg. E, 4.6' 

GLO BK 

9, P 24

28 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 63 deg. W, 23.1'                                  

3" Tamarack - N 20 deg. E, 4.6' 

GLO BK 

9, P 24

28 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 00 deg. E, 16.5'                                  

3" Tamarack - S 12 deg. E, 2.0' 

GLO BK 

9, P 33

28 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Cedar - N 54 deg. E, 13.2'                                    

6" Cedar - N 38 deg. W, 13.2'                             

7" Cedar - S 49 deg. W, 15.2'                                  

6" Cedar - S 43 deg. E, 11.2'

GLO BK 

9, P 24
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28 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Tamarack - N 59 deg. E, 4.6'                                    

4" Tamarack - N 25 deg. W, 3.3'                             

5" Tamarack - S 60 deg. W, 6.6'                                  

3" Tamarack - S 40 deg. E, 2.0'

GLO BK 

9, P 32

28 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - N 55 deg. W, 13.2'                                  

5" Tamarack - S 49 deg. W, 9.2' 

GLO BK 

9, P 32

28 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 68 deg. E, 13.2'                                    

3" Tamarack - N 38 deg. W, 2.0'                             

3" Tamarack - S 42 deg. W, 23.1'                                  

3" Tamarack - S 54 deg. W, 5.3'

GLO BK 

9, P 23

28 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 39 deg. E, 11.2'                                    

5" Tamarack - N 40 deg. W, 7.9'                             

5" Tamarack - S 35 deg. W, 9.2'                                  

4" Tamarack - S 73 deg. E, 3.3'

GLO BK 

9, P 31

28 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 71 deg. W, 13.2'                                  

3" Tamarack - N 80 deg. E, 7.3' 

GLO BK 

9, P 32

29 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 71 deg. W, 13.2'                                  

3" Tamarack - N 80 deg. E, 7.3' 

GLO BK 

9, P 32

29 52-24 N 1/4

3" Tamarack used as corner as part of 

original Government Land Office 

Survey by A. and W. Ingerson, U.S. 

Deputy Surveyors

1874
3" Tamarack - S 50 deg. E, 5.9'                                  

3" Tamarack - N 25 deg. E, 15.2' 

GLO BK 

9, P 41

29 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

6" Tamarack - N 59 deg. E, 4.6'                                    

4" Tamarack - N 25 deg. W, 3.3'                             

5" Tamarack - S 60 deg. W, 6.6'                                  

3" Tamarack - S 40 deg. E, 2.0'

GLO BK 

9, P 32

29 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

7" Aspen - S 15 deg. E, 22.4'                                    

5" Aspen - S 17 deg. W, 25.7'                                             

6" Aspen - N 74 deg. E, 16.5'                          

No other trees near for ties                         

GLO BK 

9, P 40

29 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 62 deg. E, 10.6'                                  

3" Tamarack - S 00 deg. E, 9.9' 

GLO BK 

9, P 39

29 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 39 deg. E, 11.2'                                    

5" Tamarack - N 40 deg. W, 7.9'                             

5" Tamarack - S 35 deg. W, 9.2'                                  

4" Tamarack - S 73 deg. E, 3.3'

GLO BK 

9, P 31

29 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 52 deg. E, 4.6'                                    

4" Tamarack - N 61 deg. W, 3.3'                             

3" Tamarack - S 47 deg. W, 7.9'                                  

5" Tamarack - S 70 deg. E, 13.2'

GLO BK 

9, P 38

29 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 27 deg. W, 5.9'                                  

5" Tamarack - S 37 deg. E, 14.5' 

GLO BK 

9, P 40

30 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 27 deg. W, 5.9'                                  

5" Tamarack - S 37 deg. E, 14.5' 

GLO BK 

9, P 40

30 52-24 N 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373

30 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Aspen - S 11 deg. E, 9.9'                                    

4" Aspen - N 12 deg. W, 11.2'                             

GLO BK 

9, P 42

30 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

7" Aspen - S 15 deg. E, 22.4'                                    

5" Aspen - S 17 deg. W, 25.7'                                             

6" Aspen - N 74 deg. E, 16.5'                          

No other trees near for ties                         

GLO BK 

9, P 40

30 52-24 NW
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373

30 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Aspen - S 54 deg. W, 7.9'                                    

8" Aspen - N 32 deg. W, 11.9'                             

8" Aspen - N 45 deg. E, 8.6'                                  

8" Birch - S 84 deg. E, 13.2'

GLO BK 

9, P 1
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30 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 33 deg. E, 9.2'                                  

6" Tamarack - S 23 deg. W, 13.2' 

GLO BK 

9, P 40

30 52-24 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 52 deg. E, 4.6'                                    

4" Tamarack - N 61 deg. W, 3.3'                             

3" Tamarack - S 47 deg. W, 7.9'                                  

5" Tamarack - S 70 deg. E, 13.2'

GLO BK 

9, P 38

30 52-24 SW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 34 deg. E, 11.9'                                    

4" Tamarack - N 64 deg. E, 7.9'                             

8" Tamarack - N 02 deg. W, 9.2'                                  

No other tree listed

GLO BK 

9, P 1

30 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 18 deg. W, 72.6'                                  

No other trees near to use for tie

GLO BK 

9, P 1

30 52-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on N line of Section                                         

Distance and Mag. Var. shown 

Book 1, 

Page 373

31 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 72 deg. W, 4.6'                                  

3" Tamarack - N 72 deg. E, 4.0' 

GLO BK 

9, P 38

31 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - N 33 deg. E, 9.2'                                  

6" Tamarack - S 23 deg. W, 13.2' 

GLO BK 

9, P 40

31 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 52 deg. E, 4.6'                                    

4" Tamarack - N 61 deg. W, 3.3'                             

3" Tamarack - S 47 deg. W, 7.9'                                  

5" Tamarack - S 70 deg. E, 13.2'

GLO BK 

9, P 38

31 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 34 deg. E, 11.9'                                    

4" Tamarack - N 64 deg. E, 7.9'                             

8" Tamarack - N 02 deg. W, 9.2'                                  

No other tree listed

GLO BK 

9, P 1

31 52-24 S 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

31 52-24 SE

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

31 52-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 60 deg. W, 20.5'                                    

6" Aspen - S 57 deg. W, 3.3'                          6" 

Maple - N 54 deg. E, 2.6'                                  

No other tree near to use for ties

GLO BK 

6 P 11

31 52-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 20 deg. W, 10.6'                                    

7" Birch - N 62 deg. E, 21.8'                             

16" Pine - S 27 deg. W, 26.4'                                  

6" Fir - S 30 deg. E, 19.8' 

GLO BK 

9, P 4

31 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Maple - S 48 deg. W, 19.1'                                  

14" Oak - N 45 deg. E, 12.5' 

GLO BK 

9, P 1

32 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - N 89 deg. W, 10.6'                                  

5" Tamarack - S 89 deg. E, 1.3' 

GLO BK 

9, P 31

32 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 62 deg. E, 10.6'                                  

3" Tamarack - S 00 deg. E, 9.9' 

GLO BK 

9, P 39

32 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 39 deg. E, 11.2'                                    

5" Tamarack - N 40 deg. W, 7.9'                             

5" Tamarack - S 35 deg. W, 9.2'                                  

4" Tamarack - S 73 deg. E, 3.3'

GLO BK 

9, P 31

32 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - N 52 deg. E, 4.6'                                    

4" Tamarack - N 61 deg. W, 3.3'                             

3" Tamarack - S 47 deg. W, 7.9'                                  

5" Tamarack - S 70 deg. E, 13.2'

GLO BK 

9, P 38

32 52-24 S 1/4

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7
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32 52-24 SE

3" Elm used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

32 52-24 SW

3" Tamarack used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 7

32 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 72 deg. W, 4.6'                                  

3" Tamarack - N 72 deg. E, 4.0' 

GLO BK 

9, P 38

33 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 47 deg. E, 5.9'                                  

4" Tamarack - S 70 deg. W, 9.9' 

GLO BK 

9, P 23

33 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - N 55 deg. W, 13.2'                                  

5" Tamarack - S 49 deg. W, 9.2' 

GLO BK 

9, P 32

33 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 68 deg. E, 13.2'                                    

3" Tamarack - N 38 deg. W, 2.0'                             

3" Tamarack - S 42 deg. W, 23.1'                                  

3" Tamarack - S 54 deg. W, 5.3'

GLO BK 

9, P 23

33 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 39 deg. E, 11.2'                                    

5" Tamarack - N 40 deg. W, 7.9'                             

5" Tamarack - S 35 deg. W, 9.2'                                  

4" Tamarack - S 73 deg. E, 3.3'

GLO BK 

9, P 31

33 52-24 S 1/4

3" Fir used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

33 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

33 52-24 SW

3" Elm used for corner as part of 

original Government Land Office 

Survey by W. F. Ingerson, U.S. 

Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

33 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - N 89 deg. W, 10.6'                                  

5" Tamarack - S 89 deg. E, 1.3' 

GLO BK 

9, P 31

34 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - S 78 deg. E, 62.7'                                  

3" Tamarack - N 12 deg. E, 50.2' 

GLO BK 

9, P 15

34 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
7" Tamarack - S 08 deg. E, 9.2'                                  

5" Tamarack - N 19 deg. W, 4.0' 

GLO BK 

9, P 24

34 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 52 deg. E, 7.9'                                    

4" Tamarack - N 67 deg. W, 16.5'                             

4" Tamarack - S 54 deg. W, 17.8'                                  

3" Tamarack - S 62 deg. E, 7.9'

GLO BK 

9, P 16

34 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

3" Tamarack - N 68 deg. E, 13.2'                                    

3" Tamarack - N 38 deg. W, 2.0'                             

3" Tamarack - S 42 deg. W, 23.1'                                  

3" Tamarack - S 54 deg. W, 5.3'

GLO BK 

9, P 213

34 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6

34 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

34 52-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 6
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34 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 47 deg. E, 5.9'                                  

4" Tamarack - S 70 deg. W, 9.9' 

GLO BK 

9, P 23

35 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 56 deg. E, 11.9'                                  

3" Tamarack - S 90 deg. W, 8.6' 

GLO BK 

9, P 8

35 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - N 05 deg. E, 5.9'                                  

3" Spruce - S 06 deg. W, 12.5' 

GLO BK 

9, P 16

35 52-24 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Spruce - N 19 deg. E, 15.2'                                    

4" Spruce - N 35 deg. W, 19.1'                             

3" Spruce - S 43 deg. W, 18.5'                                  

3" Spruce - S 40 deg. E, 9.2'

GLO BK 

9, P 8

35 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - N 52 deg. E, 7.9'                                    

4" Tamarack - N 67 deg. W, 16.5'                             

4" Tamarack - S 54 deg. W, 17.8'                                  

3" Tamarack - S 62 deg. E, 7.9'

GLO BK 

9, P 16

35 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

35 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

35 52-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

35 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - S 78 deg. E, 62.7'                                  

3" Tamarack - N 12 deg. E, 50.2' 

GLO BK 

9, P 15

36 52-24 E 1/4
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

36 52-24 E 1/4
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

10” Baumegiliad – S 45 deg. W, 12.4'                    

10” Baumegiliad – S 45 deg. E, 43.0'

Book 1, 

Page 372

36 52-24 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874
3” Aspen – N 02 deg. W, 51.5'                              

No other trees near                               

GLO  Bk 

13 P.6

36 52-24 N 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Spruce - N 32 deg. E, 5.3'                                  

3" Spruce - S 44 deg. W, 9.9' 

GLO BK 

9, P 9

36 52-24 NE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

36 52-24 NE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1874

10” Tamarack – N 35 deg. E, 9.9'                              

5” Tamarack – S 56 deg. E, 7.9'                             

7" Tamarack - S 73 deg. W, 5.9'                              

No other trees near                              

GLO  Bk 

13 P.5

36 52-24 NW

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Spruce - N 19 deg. E, 15.2'                                    

4" Spruce - N 35 deg. W, 19.1'                             

3" Spruce - S 43 deg. W, 18.5'                                  

3" Spruce - S 40 deg. E, 9.2'

GLO BK 

9, P 8

36 52-24 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5

36 52-24 SE
2 1/2” capped Iron pipe set at corner 

by H.D. Keath, County Surveyor
1925 Did not take new ties  

Book 1, 

Page 407

36 52-24 SE

Set wood post as part of original 

Government Land Office Survey by 

S.E. Stebbins, U.S. Deputy Surveyor

1873

8” Tamarack – N 70 deg. E, 13.9'                              

7” Tamarack – S 36 deg. W, 57.4'                             

8" Tamarack - N 78 deg. W, 52.8'                              

4" Tamarack - S 85 deg. E, 10.6'                              

GLO  Bk 

13 P. 5

36 52-24 SW

Set wood post as part of original 

Government Land Office Survey by 

W. F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties 
GLO BK 

9, P 5
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36 52-24 W 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
3" Tamarack - S 56 deg. E, 11.9'                                  

3" Tamarack - S 90 deg. W, 8.6' 

GLO BK 

9, P 8

36 52-24
Road Survey in Section by Fred 

Heuer, County Surveyor 
1922

Is on E line of SE ¼ of Section                             

Distance and Mag. Var. shown 

Book 1, 

Page 372

1 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
5" Tamarack - S 90 deg. W, 11.2'                                  

6" Tamarack - N 24 deg. E, 23.8' 

GLO BK 

9, P 3

1 52-25 N 1/4
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

5” Tamarack - N 00 deg. E, 37.0'                          

5” Tamarack – S 00 deg.E, 41.5'

Book 2, 

Page 121

1 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871 No trees near to use for ties
GLO BK 

6 P 12

1 52-25 NE Itasca County Monument 1994

10" Tamarack - N 90 deg. E, 26.68'                       

7" Spruce - S 62 deg. W, 10.93'                           

8" Tamarack - N 74 deg. W, 37.23'

Itasca 

Co. 

1 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

5” Spruce - N 42 deg. E, 54.5'                               

7” Cedar – N 28 deg.W, 43.3'

Book 2, 

Page 121

1 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Tamarack - N 40 deg. E, 41.6'                                    

4" Tamarack - N 30 deg. W, 9.2'                             

6" Tamarack - S 10 deg. W, 13.2'                                  

3" Tamarack - S 15 deg. E, 5.3'

GLO BK 

9, P 3

1 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – S 05 deg. W, 52.0'                             

14” Spruce – S 17 deg. E, 54.8'                              

8“ Balsam - N 40 deg. W, 36.8'               

Book 2, 

Page 121

1 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Aspen - S 35 deg. E, 16.5'                                    

10" Aspen - S 88 deg. W, 7.3'                          

8" Aspen - N 37 deg. W, 6.6'                                  

8" Aspen - N 43 deg. E, 15.8' 

GLO BK 

6 P 11

1 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Birch - S 58 deg. W, 11.9'                                   

8" Aspen - N 00 deg. E, 23.8'                          

GLO BK 

6 P 21

1 52-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 45 deg. E, 15.2'                                    

4" Tamarack - S 27 deg. W, 15.8'                             

5" Tamarack - N 05 deg. E, 32.3'                                  

4" Tamarack - N 57 deg. W, 24.4'

GLO BK 

9, P 3

1 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 77 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. E, 9.9'                                           

8" Tamarack - N 64 deg. E, 17.2'                                  

8" Tamarack - N 50 deg. W, 16.5' 

GLO BK 

6 P 20

1 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Tamarack - S 50 deg. W, 7.3'                                   

6" Tamarack - S 27 deg. W, 13.9'                          

GLO BK 

6 P 22

2 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Tamarack - S 50 deg. W, 7.3'                                   

6" Tamarack - S 27 deg. W, 13.9'                          

GLO BK 

6 P 22

2 52-25 N 1/4
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

12” Aspen - S 07 deg. E, 53.0'                               

4” White Pine – N 25 deg.W, 51.0'

Book 2, 

Page 121

2 52-25 N 1/4

6" Fir used as corner as part of 

original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871 No trees stated for ties
GLO BK 

6 P 11

2 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – S 05 deg. W, 52.0'                             

14” Spruce – S 17 deg. E, 54.8'                              

8“ Balsam - N 40 deg. W, 36.8'               

Book 2, 

Page 121

2 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Aspen - S 35 deg. E, 16.5'                                    

10" Aspen - S 88 deg. W, 7.3'                          

8" Aspen - N 37 deg. W, 6.6'                                  

8" Aspen - N 43 deg. E, 15.8' 

GLO BK 

6 P 11

2 52-25 NW Itasca County Monument 1994

10" Birch - S 24 deg. W, 26.96'                             

12" Basswood - S 06 deg. E, 25.65'                      

10" Maple - S 64 deg. W, 44.32'

Itasca 

Co. 

2 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

8” Aspen – N 12 deg. W, 53.7'                                

9” Aspen – S 32 deg. W, 44.3'                              

8“ Aspen - N 36 deg. E, 51.0'               

Book 2, 

Page 121

2 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Aspen - N 53 deg. W, 20.5'                                    

40" White Pine - N 14 deg. E, 33.0'                          

6" Aspen - S 13 deg. E, 11.9'                                  

5" Birch - S 42 deg. W, 8.6' 

GLO BK 

6 P 10
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2 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 54 deg. E, 5.3'                                   

8" Maple - S 11 deg. E, 20.5'                          

GLO BK 

6 P 31

2 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 77 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. E, 9.9'                                           

8" Tamarack - N 64 deg. E, 17.2'                                  

8" Tamarack - N 50 deg. W, 16.5' 

GLO BK 

6 P 20

2 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 03 deg. E, 31.0'                                    

5" Linden - N 47 deg. W, 3.3'                                 

12" Maple - S 78 deg. E, 50.2'                                  

6" Aspen - S 03 deg. W, 11.2' 

GLO BK 

6 P 30

2 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Cedar - S 82 deg. E, 12.5'                                   

8" Hornbeam - S 11 deg. W, 9.2'                          

GLO BK 

6 P 32

3 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Cedar - S 82 deg. E, 12.5'                                   

8" Hornbeam - S 11 deg. W, 9.2'                          

GLO BK 

6 P 32

3 52-25 N 1/4 Itasca County Monument 1994

8" Birch - S 50 deg. W, 24.02'                             

12" Cedar - N 05 deg. W, 37.60'                           

4" Maple - S 27 deg. E, 19.12'

Itasca 

Co. 

3 52-25 N 1/4
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

6” Cedar - N 00 deg. E, 37.5'                               

6” Balsam – S 08 deg.E, 29.5'

Book 2, 

Page 121

3 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 13 deg. E, 1.3'                                   

6" Fir - S 58 deg. E, 11.9'                          

GLO BK 

6 P 10

3 52-25 NE Itasca County Monument 1994

10" Birch - S 24 deg. W, 26.96'                             

12" Basswood - S 06 deg. E, 25.65'                     

10" Maple - S 64 deg. W, 44.32'

Itasca 

Co. 

3 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

8” Aspen – N 12 deg. W, 53.7'                                

9” Aspen – S 32 deg. W, 44.3'                              

8“ Aspen - N 36 deg. E, 51.0'               

Book 2, 

Page 121

3 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Aspen - N 53 deg. W, 20.5'                                    

40" White Pine - N 14 deg. E, 33.0'                          

6" Aspen - S 13 deg. E, 11.9'                                  

5" Birch - S 42 deg. W, 8.6' 

GLO BK 

6 P 10

3 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 33 deg. W, 44.0'                          

14” Aspen – N 43 deg. E, 51.'                              

8“ Balsam - S 50 deg. W, 53.0'               

Book 2, 

Page 120

3 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Aspen - S 45 deg. E, 9.2'                                    

8" Aspen - N 48 deg. E, 11.9'                          

10" Aspen - N 54 deg. W, 23.8'                                  

8" Aspen - S 62 deg. W, 25.1' 

GLO BK 

6 P 9

3 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Cedar - N 55 deg. W, 5.9'                                   

12" Cedar - S 38 deg. E, 2.6'                          

GLO BK 

6 P 40

3 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 03 deg. E, 31.0'                                    

5" Linden - N 47 deg. W, 3.3'                                 

12" Maple - S 78 deg. E, 50.2'                                  

6" Aspen - S 03 deg. W, 11.2' 

GLO BK 

6 P 30

3 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - N 32 deg. E, 10.6'                                    

8" Cedar - S 28 deg. E, 3.3'                                           

6" Cedar  - S 45 deg. W, 4.6'                                  

8" Cedar - N 52 deg. W, 15.2' 

GLO BK 

6 P 39

3 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Cedar - N 62 deg. E, 21.1'                                   

12" Tamarack - N 79 deg. W, 24.4'                          

GLO BK 

6 P 41

4 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Cedar - N 62 deg. E, 21.1'                                   

12" Tamarack - N 79 deg. W, 24.4'                          

GLO BK 

6 P 41

4 52-25 N 1/4 Itasca County Monument 1994

8" Cedar - S 85 deg. E, 54.40'                             

6" Cedar - N 75 deg. E, 55.30'                                

6" Ash - N 11 deg. W, 57.62'

Itasca 

Co. 

4 52-25 N 1/4
Set new post and Took new ties By 

Fred Heuer, Deputy County Surveyor 
1917

5” Spruce - S 19 deg. E, 35.8'                             

10” Cedar – N 15 deg.E, 35.5'

Book 2, 

Page 120

4 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Cedar - N 21 deg. E, 11.9'                                   

8" Cedar - S 30 deg. W, 6.6'                          

GLO BK 

6 P 9

4 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” Aspen – N 33 deg. W, 44.0'                          

14” Aspen – N 43 deg. E, 51.'                              

8“ Balsam - S 50 deg. W, 53.0'               

Book 2, 

Page 120
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4 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Aspen - S 45 deg. E, 9.2'                                    

8" Aspen - N 48 deg. E, 11.9'                          

10" Aspen - N 54 deg. W, 23.8'                                  

8" Aspen - S 62 deg. W, 25.1' 

GLO BK 

6 P 9

4 52-25 NW Itasca County Monument 1994

5" Ash - N 26 deg. E, 29.75'                                 

7" Maple - S 00 deg. E, 16.82'                              

12" Ash - N 90 deg. E, 18.60'

Itasca 

Co. 

4 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

18” Yellow Birch – N 25 deg. W, 40.5'                    

12” Black Ash – N 42 deg. E, 52.0'                      

6“ Maple - S 42 deg. E, 43.5'               

Book 2, 

Page 120

4 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Birch - N 59 deg. E, 22.4'                                    

8" Fir - S 50 deg. E, 18.5'                                 

6" Fir - S 30 deg. W, 21.1'                                  

6" Ash - N 08 deg. W, 13.9' 

GLO BK 

6 P 8

4 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Yellow Birch - N 05 deg. W, 13.9'                                   

15" Yellow Birch - S 06 deg. W, 19.1'                          

GLO BK 

6 P 49

4 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - N 32 deg. E, 10.6'                                    

8" Cedar - S 28 deg. E, 3.3'                                           

6" Cedar  - S 45 deg. W, 4.6'                                  

8" Cedar - N 52 deg. W, 15.2' 

GLO BK 

6 P 39

4 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Tamarack - S 40 deg. W, 85.8'                                    

7" Tamarack - S 25 deg. E, 46.2'                                           

5" Tamarack - N 61 deg. E, 84.5'                                  

6" Spruce - N 82 deg. W, 69.3' 

GLO BK 

6 P 48

4 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 47 deg. E, 7.3'                                   

12" White Pine - N 18 deg. W, 29.0'                          

GLO BK 

6 P 50

5 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 47 deg. E, 7.3'                                   

12" White Pine - N 18 deg. W, 29.0'                          

GLO BK 

6 P 50

5 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - S 39 deg. E, 19.8'                                   

12" Birch - N 00 deg. E, 15.2'                          

GLO BK 

6 P 8

5 52-25 NE Itasca County Monument 1994

5" Ash - N 26 deg. E, 29.75'                                 

7" Maple - S 00 deg. E, 16.82'                             

12" Ash - N 90 deg. E, 18.60'

Itasca 

Co. 

5 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

18” Yellow Birch – N 25 deg. W, 40.5'                    

12” Black Ash – N 42 deg. E, 52.0'                      

6“ Maple - S 42 deg. E, 43.5'               

Book 2, 

Page 120

5 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Birch - N 59 deg. E, 22.4'                                    

8" Fir - S 50 deg. E, 18.5'                                 

6" Fir - S 30 deg. W, 21.1'                                  

6" Ash - N 08 deg. W, 13.9' 

GLO BK 

6 P 8

5 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

12” Maple – N 02 deg. E, 37.8'                             

6” Yellow Birch – S 44 deg. W, 40.5'                     

11“ Maple - S 17 deg. E, 74.0'               

Book 2, 

Page 120

5 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Birch - S 26 deg. W, 13.2'                                    

8" Maple - N 12 deg. W, 23.8'                          

24" White Pine - N 53 deg. E, 18.5'                                  

6" Fir - S 32 deg. E, 15.8' 

GLO BK 

6 P 7

5 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 59 deg. E, 34.3'                                   

8" Tamarack - N 69 deg. E, 149.2'                          

GLO BK 

6 P 61

5 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Tamarack - S 40 deg. W, 85.8'                                    

7" Tamarack - S 25 deg. E, 46.2'                                           

5" Tamarack - N 61 deg. E, 84.5'                                  

6" Spruce - N 82 deg. W, 69.3' 

GLO BK 

6 P 48

5 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Maple - S 30 deg. E, 9.2'                                    

10" Birch - S 57 deg. W, 21.1'                                           

15" Birch - N 38 deg. W, 33.0'                                  

30" White Pine - N 45 deg. E, 25.1' 

GLO BK 

6 P 60

5 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" White Pine - N 83 deg. W, 35.6'                                   

8" Linden - N 49 deg. E, 17.2'                          

GLO BK 

6 P 63

6 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" White Pine - N 83 deg. W, 35.6'                                   

8" Linden - N 49 deg. E, 17.2'                          

GLO BK 

6 P 63

6 52-25 M.C.

M.C. set on N line NE1/4 on E side of 

pond as part of original Government 

Land Office Survey by W.P. Allen, 

U.S. Deputy Surveyor

1871
6" Fir - S 20 deg. E, 9.9'                                   

8" Ash - N 30 deg. E, 30.4'                          

GLO BK 

6 P 7

6 52-25 N 1/4 1/2" Iron pin in road 1980

12" Birch - S 00 deg. W, 59.88'                             

7" J. Pine - S 66 deg. E, 54.35'                               

Power pole - S 09 deg. W, 32.08'

Itasca 

Co. 
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6 52-25 N 1/4

Corner falls in a pond - no post set as 

part of original Government Land 

Office Survey by W.P. Allen, U.S. 

Deputy Surveyor

1871 No ties set since corner is in pond                 
GLO BK 

6 P 7

6 52-25 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

12” Maple – N 02 deg. E, 37.8'                             

6” Yellow Birch – S 44 deg. W, 40.5'                     

11“ Maple - S 17 deg. E, 74.0'               

Book 2, 

Page 120

6 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Birch - S 26 deg. W, 13.2'                                    

8" Maple - N 12 deg. W, 23.8'                          

24" White Pine - N 53 deg. E, 18.5'                                  

6" Fir - S 32 deg. E, 15.8' 

GLO BK 

6 P 7

6 52-25 NW
C.I.M. set at c/-c/l roads N-S-E-W by 

R. Thornton
1979

1" capped pipe - N 45 deg. E, 45.00'                    

1" capped pipe - N 45 deg. W, 45.00'                   

Power Pole - S 35 deg. W, 58.68'

203901

6 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

5” Spruce - N 42 deg. E, 54.5'                               

7” Cedar – N 28 deg.W, 43.3'

Book 2, 

Page 121

6 52-25 NW
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” White Pine – N 06 deg. W, 40.0'                       

13” Maple – N 20 deg. E, 28.5'                             

7“ Maple - S 20 deg. E, 56.5'               

Book 2, 

Page 120

6 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

20" Birch - N 37 deg. E, 7.3'                                    

10" Maple - S 24 deg. E, 25.1'                          

6" Birch - S 25 deg. W, 16.5'                                  

8" Maple - N 32 deg. W, 8.6' 

GLO BK 

6 P 6

6 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Spruce - N 22 deg. W, 11.9'                                   

7" Tamarack - S 14 deg. W, 10.6'                          

GLO BK 

6 P 62

6 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Maple - S 30 deg. E, 9.2'                                    

10" Birch - S 57 deg. W, 21.1'                                           

15" Birch - N 38 deg. W, 33.0'                                  

30" White Pine - N 45 deg. E, 25.1' 

GLO BK 

6 P 60

6 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

22" White Pine - N 49 deg. E, 10.6'                                    

30" White Pine - S 43 deg. W, 33.0'                          

20" White Pine - S 14 deg. E, 15.8'                                  

16" Birch - N 33 deg. W, 5.3' 

GLO BK 

6 P 5

6 52-25 W 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

26” White Birch - S 10 deg. W, 44.7'                      

28” White Birch – S 54 deg.E, 52.5'

Book 2, 

Page 120

6 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
20" White Birch - S 09 deg. W, 7.9'                                   

8" Maple - N 60 deg. E, 13.2'                          

GLO BK 

6 P 6

7 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 83 deg. W, 9.9'                                   

8" Spruce - S 74 deg. E, 15.8'                          

GLO BK 

6 P 59

7 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Spruce - N 22 deg. W, 11.9'                                   

7" Tamarack - S 14 deg. W, 10.6'                          

GLO BK 

6 P 62

7 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Maple - S 30 deg. E, 9.2'                                    

10" Birch - S 57 deg. W, 21.1'                                           

15" Birch - N 38 deg. W, 33.0'                                  

30" White Pine - N 45 deg. E, 25.1' 

GLO BK 

6 P 60

7 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

22" White Pine - N 49 deg. E, 10.6'                                    

30" White Pine - S 43 deg. W, 33.0'                          

20" White Pine - S 14 deg. E, 15.8'                                  

16" Birch - N 33 deg. W, 5.3' 

GLO BK 

6 P 5

7 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Fir - N 35 deg. E, 27.7'                                   

10" Cedar - S 67 deg. E, 23.8'                          

GLO BK 

6 P 59

7 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Fir - N 35 deg. W, 7.9'                                    

10" Fir - N 40 deg. E, 11.9'                                           

8" Cedar - S 58 deg. W, 21.1'                                  

18" Birch - S 27 deg. E, 15.8' 

GLO BK 

6 P 58

7 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

24" White Pine - N 17 deg. E, 8.6'                                    

24" White Pine - S 21 deg. E, 22.4'                          

5" Fir - N 31 deg. W, 15.8'                                  

8" Fir - S 53 deg. W, 8.6' 

GLO BK 

6 P 4

7 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
16" Birch - N 13 deg. E, 6.6'                                   

10" Birch - N 36 deg. W, 5.9'                          

GLO BK 

6 P 5

8 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
25" Birch - S 45 deg. E, 9.2'                                   

8" Fir - S 65 deg. W, 9.9'                          

GLO BK 

6 P 48

8 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 59 deg. E, 34.3'                                   

8" Tamarack - N 69 deg. E, 149.2'                          

GLO BK 

6 P 61
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8 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Tamarack - S 40 deg. W, 85.8'                                    

7" Tamarack - S 25 deg. E, 46.2'                                           

5" Tamarack - N 61 deg. E, 84.5'                                  

6" Spruce - N 82 deg. W, 69.3' 

GLO BK 

6 P 48

8 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Maple - S 30 deg. E, 9.2'                                    

10" Birch - S 57 deg. W, 21.1'                                           

15" Birch - N 38 deg. W, 33.0'                                  

30" White Pine - N 45 deg. E, 25.1' 

GLO BK 

6 P 60

8 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 43 deg. W, 6.6'                                   

6" Fir - N 63 deg. E, 10.6'                          

GLO BK 

6 P 57

8 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Maple - N 45 deg. W, 10.6'                                    

7" Maple - S 16 deg. WW, 14.5'                                 

25" Birch - N 60 deg. E, 15.8'                                  

10" Fir - S 28 deg. E, 31.7' 

GLO BK 

6 P 46

8 52-25 SW
Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 35 deg. W, 7.9'                                    

10" Fir - N 40 deg. E, 11.9'                                           

8" Cedar - S 58 deg. W, 21.1'                                  

GLO BK 

6 P 58

8 52-25 W 1/4
Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 83 deg. W, 9.9'                                   

8" Spruce - S 74 deg. E, 15.8'                          

GLO BK 

6 P 59

9 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - S 74 deg. W, 12.5'                                   

8" Fir - N 83 deg. E, 25.1'                          

GLO BK 

6 P 39

9 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Yellow Birch - N 05 deg. W, 13.9'                                   

15" Yellow Birch - S 06 deg. W, 19.1'                          

GLO BK 

6 P 49

9 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - N 32 deg. E, 10.6'                                    

8" Cedar - S 28 deg. E, 3.3'                                           

6" Cedar  - S 45 deg. W, 4.6'                                  

8" Cedar - N 52 deg. W, 15.2' 

GLO BK 

6 P 39

9 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Tamarack - S 40 deg. W, 85.8'                                    

7" Tamarack - S 25 deg. E, 46.2'                                           

5" Tamarack - N 61 deg. E, 84.5'                                  

6" Spruce - N 82 deg. W, 69.3' 

GLO BK 

6 P 48

9 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Maple - N 05 deg. E, 9.2'                                   

10" Maple - S 11 deg. W, 9.9'                          

GLO BK 

6 P 47

9 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Fir - N 33 deg. W, 27.7'                                    

10" Birch - N 22 deg. E, 28.4'                                 

8" Maple - S 44 deg. E, 21.1'                                  

12" Maple - S 44 deg. W, 13.2' 

GLO BK 

6 P 38

9 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Maple - N 45 deg. W, 10.6'                                    

7" Maple - S 16 deg. WW, 14.5'                                 

25" Birch - N 60 deg. E, 15.8'                                  

10" Fir - S 28 deg. E, 31.7' 

GLO BK 

6 P 46

9 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
25" Birch - S 45 deg. E, 9.2'                                   

8" Fir - S 65 deg. W, 9.9'                          

GLO BK 

6 P 48

10 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Cedar - S 24 deg. W, 22.4'                                   

10" Cedar - N 53 deg. E, 16.5'                          

GLO BK 

6 P 30

10 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Cedar - N 55 deg. W, 5.9'                                   

12" Cedar - S 38 deg. E, 2.6'                          

GLO BK 

6 P 40

10 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 03 deg. E, 31.0'                                    

5" Linden - N 47 deg. W, 3.3'                                 

12" Maple - S 78 deg. E, 50.2'                                  

6" Aspen - S 03 deg. W, 11.2' 

GLO BK 

6 P 30

10 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - N 32 deg. E, 10.6'                                    

8" Cedar - S 28 deg. E, 3.3'                                           

6" Cedar  - S 45 deg. W, 4.6'                                  

8" Cedar - N 52 deg. W, 15.2' 

GLO BK 

6 P 39

10 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - S 55 deg. E, 21.8'                                   

7" Aspen - N 72 deg. W, 15.2'                          

GLO BK 

6 P 38

10 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - S 20 deg. E, 15.8'                                    

8" Tamarack - S 40 deg. W, 20.5'                                 

6" Spruce - N 42 deg. W, 28.4'                                  

6" Cedar - N 34 deg. E, 17.2' 

GLO BK 

6 P 28

10 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Fir - N 33 deg. W, 27.7'                                    

10" Birch - N 22 deg. E, 28.4'                                 

8" Maple - S 44 deg. E, 21.1'                                  

12" Maple - S 44 deg. W, 13.2' 

GLO BK 

6 P 38
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10 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - S 74 deg. W, 12.5'                                   

8" Fir - N 83 deg. E, 25.1'                          

GLO BK 

6 P 39

11 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - S 73 deg. E, 5.9'                                   

8" Fir - N 58 deg. W, 15.2'                          

GLO BK 

6 P 20

11 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - N 54 deg. E, 5.3'                                   

8" Maple - S 11 deg. E, 20.5'                          

GLO BK 

6 P 31

11 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 77 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. E, 9.9'                                           

8" Tamarack - N 64 deg. E, 17.2'                                  

8" Tamarack - N 50 deg. W, 16.5' 

GLO BK 

6 P 20

11 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 03 deg. E, 31.0'                                    

5" Linden - N 47 deg. W, 3.3'                                 

12" Maple - S 78 deg. E, 50.2'                                  

6" Aspen - S 03 deg. W, 11.2' 

GLO BK 

6 P 30

11 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Aspen - S 57 deg. E, 17.2'                                   

8" Aspen - N 34 deg. E, 8.6'                          

GLO BK 

6 P 29

11 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

5" Tamarack - S 28 deg. E, 9.2'                                    

5" Tamarack - N 77 deg. E, 19.1'                                           

4" Tamarack - S 75 deg. W, 28.4'                                  

4" Tamarack - N 72 deg. W, 16.5' 

GLO BK 

6 P 19

11 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - S 20 deg. E, 15.8'                                    

8" Tamarack - S 40 deg. W, 20.5'                                 

6" Spruce - N 42 deg. W, 28.4'                                  

6" Cedar - N 34 deg. E, 17.2' 

GLO BK 

6 P 28

11 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Cedar - S 24 deg. W, 22.4'                                   

10" Cedar - N 53 deg. E, 16.5'                          

GLO BK 

6 P 30

12 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 11 deg. W, 5.3'                                  

8" Birch - S 84 deg. E, 9.2' 

GLO BK 

9, P 3

12 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Birch - S 58 deg. W, 11.9'                                   

8" Aspen - N 00 deg. E, 23.8'                          

GLO BK 

6 P 21

12 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 45 deg. E, 15.2'                                    

4" Tamarack - S 27 deg. W, 15.8'                             

5" Tamarack - N 05 deg. E, 32.3'                                  

4" Tamarack - N 57 deg. W, 24.4'

GLO BK 

9, P 3

12 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 77 deg. W, 11.9'                                    

8" Tamarack - S 23 deg. E, 9.9'                                           

8" Tamarack - N 64 deg. E, 17.2'                                  

8" Tamarack - N 50 deg. W, 16.5' 

GLO BK 

6 P 20

12 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Pine - S 64 deg. E, 15.8'                                   

12" Pine - N 84 deg. E, 15.8'                          

GLO BK 

6 P 19

12 52-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 29 deg. W, 21.1'                                    

6" Tamarack - N 48 deg. W, 4.0'                             

4" Tamarack - N 46 deg. E, 4.6'                                  

4" Tamarack - S 82 deg. E, 29.0'

GLO BK 

9, P 2

12 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

5" Tamarack - S 28 deg. E, 9.2'                                    

5" Tamarack - N 77 deg. E, 19.1'                                           

4" Tamarack - S 75 deg. W, 28.4'                                  

4" Tamarack - N 72 deg. W, 16.5' 

GLO BK 

6 P 19

12 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - S 73 deg. E, 5.9'                                   

8" Fir - N 58 deg. W, 15.2'                          

GLO BK 

6 P 20

13 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 52 deg. W, 7.9'                                  

5" Tamarack - S 09 deg. E, 19.1' 

GLO BK 

9, P 2

13 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Pine - S 64 deg. E, 15.8'                                   

12" Pine - N 84 deg. E, 15.8'                          

GLO BK 

6 P 19

13 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 29 deg. W, 21.1'                                    

6" Tamarack - N 48 deg. W, 4.0'                             

4" Tamarack - N 46 deg. E, 4.6'                                  

4" Tamarack - S 82 deg. E, 29.0'

GLO BK 

9, P 2

13 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

5" Tamarack - S 28 deg. E, 9.2'                                    

5" Tamarack - N 77 deg. E, 19.1'                                           

4" Tamarack - S 75 deg. W, 28.4'                                  

4" Tamarack - N 72 deg. W, 16.5' 

GLO BK 

6 P 19
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13 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Birch - S 68 deg. W, 7.9'                                   

8" Aspen - N 40 deg. W, 7.9'                          

GLO BK 

6 P 18

13 52-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 32 deg. W, 28.4'                                    

4" Tamarack - N 35 deg. W, 46.9'                             

10" Tamarack - N 03 deg. E, 138.6'                                  

No other trees near to use for tie

GLO BK 

9, P 2

13 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 47 deg. W, 14.5'                                    

4" Tamarack - N 53 deg. E, 15.8'                                           

5" Tamarack - S 31 deg. E, 11.2'                                  

4" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

6 P 16

13 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 90 deg. W, 13.9'                                   

10" Tamarack - S 46 deg. E, 23.8'                          

GLO BK 

6 P 18

14 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 90 deg. W, 13.9'                                   

10" Tamarack - S 46 deg. E, 23.8'                          

GLO BK 

6 P 18

14 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Aspen - S 57 deg. E, 17.2'                                   

8" Aspen - N 34 deg. E, 8.6'                          

GLO BK 

6 P 29

14 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

5" Tamarack - S 28 deg. E, 9.2'                                    

5" Tamarack - N 77 deg. E, 19.1'                                           

4" Tamarack - S 75 deg. W, 28.4'                                  

4" Tamarack - N 72 deg. W, 16.5' 

GLO BK 

6 P 19

14 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - S 20 deg. E, 15.8'                                    

8" Tamarack - S 40 deg. W, 20.5'                                 

6" Spruce - N 42 deg. W, 28.4'                                  

6" Cedar - N 34 deg. E, 17.2' 

GLO BK 

6 P 28

14 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 29 deg. W, 7.3'                                   

6" Tamarack - S 61 deg. E, 9.9'                          

GLO BK 

6 P 27

14 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 47 deg. W, 14.5'                                    

4" Tamarack - N 53 deg. E, 15.8'                                           

5" Tamarack - S 31 deg. E, 11.2'                                  

4" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

6 P 16

14 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 64 deg. E, 29.0'                                    

8" Tamarack - S 88 deg. E, 25.1'                                           

10" Tamarack - S 53 deg. W, 17.2'                                  

5" Tamarack - N 73 deg. W, 33.0' 

GLO BK 

6 P 26

14 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 12 deg. W, 20.5'                                   

8" Tamarack - S 27 deg. E, 23.8'                          

GLO BK 

6 P 28

15 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - S 55 deg. E, 21.8'                                   

7" Aspen - N 72 deg. W, 15.2'                          

GLO BK 

6 P 38

15 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Cedar - S 20 deg. E, 15.8'                                    

8" Tamarack - S 40 deg. W, 20.5'                                 

6" Spruce - N 42 deg. W, 28.4'                                  

6" Cedar - N 34 deg. E, 17.2' 

GLO BK 

6 P 28

15 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Fir - N 33 deg. W, 27.7'                                    

10" Birch - N 22 deg. E, 28.4'                                 

8" Maple - S 44 deg. E, 21.1'                                  

12" Maple - S 44 deg. W, 13.2' 

GLO BK 

6 P 38

15 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Aspen - N 68 deg. E, 8.6'                                   

10" Cedar - S 03 deg. W, 25.1'                          

GLO BK 

6 P 37

15 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 64 deg. E, 29.0'                                    

8" Tamarack - S 88 deg. E, 25.1'                                           

10" Tamarack - S 53 deg. W, 17.2'                                  

5" Tamarack - N 73 deg. W, 33.0' 

GLO BK 

6 P 26

15 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Maple - N 72 deg. W, 6.6'                                    

8" Maple - N 31 deg. E, 8.6'                                 

12" Maple - S 23 deg. W, 29.0'                                  

12" Fir - S 52 deg. E, 14.5' 

GLO BK 

6 P 36

15 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Maple - N 27 deg. E, 10.6'                                   

10" Maple - S 53 deg. W, 20.5'                          

GLO BK 

6 P 38

16 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Maple - N 27 deg. E, 10.6'                                   

10" Maple - S 53 deg. W, 20.5'                          

GLO BK 

6 P 38

16 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Maple - N 05 deg. E, 9.2'                                   

10" Maple - S 11 deg. W, 9.9'                          

GLO BK 

6 P 47
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16 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Fir - N 33 deg. W, 27.7'                                    

10" Birch - N 22 deg. E, 28.4'                                 

8" Maple - S 44 deg. E, 21.1'                                  

12" Maple - S 44 deg. W, 13.2' 

GLO BK 

6 P 38

16 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Maple - N 45 deg. W, 10.6'                                    

7" Maple - S 16 deg. WW, 14.5'                                 

25" Birch - N 60 deg. E, 15.8'                                  

10" Fir - S 28 deg. E, 31.7' 

GLO BK 

6 P 46

16 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Basswood - S 37 deg. W, 21.8'                                   

6" Fir - N 35 deg. W, 5.3'                          

GLO BK 

6 P 46

16 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Maple - N 72 deg. W, 6.6'                                    

8" Maple - N 31 deg. E, 8.6'                                 

12" Maple - S 23 deg. W, 29.0'                                  

12" Fir - S 52 deg. E, 14.5' 

GLO BK 

6 P 36

16 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Spruce - N 10 deg. W, 13.9'                                    

4" Fir - N 25 deg. E, 10.6'                                 

10" Spruce - S 63 deg. W, 15.2'                                  

8" Cedar - S 33 deg. E, 22.4' 

GLO BK 

6 P 45

16 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Elm - S 60 deg. E, 7.9'                                   

8" Fir - N 68 deg. W, 23.8'                          

GLO BK 

6 P 46

17 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Elm - S 60 deg. E, 7.9'                                   

8" Fir - N 68 deg. W, 23.8'                          

GLO BK 

6 P 46

17 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 43 deg. W, 6.6'                                   

6" Fir - N 63 deg. E, 10.6'                          

GLO BK 

6 P 57

17 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Maple - N 45 deg. W, 10.6'                                    

7" Maple - S 16 deg. WW, 14.5'                                 

25" Birch - N 60 deg. E, 15.8'                                  

10" Fir - S 28 deg. E, 31.7' 

GLO BK 

6 P 46

17 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Fir - N 35 deg. W, 7.9'                                    

10" Fir - N 40 deg. E, 11.9'                                           

8" Cedar - S 58 deg. W, 21.1'                                  

18" Birch - S 27 deg. E, 15.8' 

GLO BK 

6 P 58

17 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 60 deg. W, 7.9'                                   

7" Tamarack - S 10 deg. W, 6.6'                          

GLO BK 

6 P 56

17 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Spruce - N 10 deg. W, 13.9'                                    

4" Fir - N 25 deg. E, 10.6'                                 

10" Spruce - S 63 deg. W, 15.2'                                  

8" Cedar - S 33 deg. E, 22.4' 

GLO BK 

6 P 45

17 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

4" Cedar - N 12 deg. E, 6.6'                                    

5" Tamarack - N 43 deg. W, 6.6'                                           

8" Tamarack - S 34 deg. E, 14.5'                                  

7" Tamarack - S 57 deg. W, 11.9' 

GLO BK 

6 P 55

17 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 43 deg. W, 6.6'                                   

6" Fir - N 63 deg. E, 10.6'                          

GLO BK 

6 P 57

18 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Fir - N 43 deg. W, 6.6'                                   

6" Fir - N 63 deg. E, 10.6'                          

GLO BK 

6 P 57

18 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Fir - N 35 deg. E, 27.7'                                   

10" Cedar - S 67 deg. E, 23.8'                          

GLO BK 

6 P 59

18 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Fir - N 35 deg. W, 7.9'                                    

10" Fir - N 40 deg. E, 11.9'                                           

8" Cedar - S 58 deg. W, 21.1'                                  

18" Birch - S 27 deg. E, 15.8' 

GLO BK 

6 P 58

18 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

24" White Pine - N 17 deg. E, 8.6'                                    

24" White Pine - S 21 deg. E, 22.4'                          

5" Fir - N 31 deg. W, 15.8'                                  

8" Fir - S 53 deg. W, 8.6' 

GLO BK 

6 P 4

18 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Maple - N 26 deg. W, 13.2'                                   

12" Maple - S 47 deg. E, 7.9'                          

GLO BK 

6 P 56

18 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

4" Cedar - N 12 deg. E, 6.6'                                    

5" Tamarack - N 43 deg. W, 6.6'                                           

8" Tamarack - S 34 deg. E, 14.5'                                  

7" Tamarack - S 57 deg. W, 11.9' 

GLO BK 

6 P 55

18 52-25 SW
C.I.M. set on c/l N-S road at c/l road 

from W by R. Thornton
1979

Br. Disk (USGS B.M.) - N 25 deg. E, 54.62'           

N & D in 8" J. Pine - S 77 deg. E, 52.08'                

Power Pole - S 43 deg. W, 51.49'

204751
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18 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

28" White Pine - N 07 deg. W, 27.1'                                    

22" White Pine - S 35 deg. W, 5.3'                          

28" White Pine - S 61 deg. E, 32.3'                                  

16" Birch - N 11 deg. E, 20.5' 

GLO BK 

6 P 4

18 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Cedar - S 86 deg. E, 10.6'                                   

4" Cedar - S 57 deg. W, 10.6'                          

GLO BK 

6 P 4

19 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Aspen - N 38 deg. E, 10.6'                                   

7" Aspen - N 74 deg. W, 5.3'                          

GLO BK 

6 P 55

19 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Maple - N 26 deg. W, 13.2'                                   

12" Maple - S 47 deg. E, 7.9'                          

GLO BK 

6 P 56

19 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

4" Cedar - N 12 deg. E, 6.6'                                    

5" Tamarack - N 43 deg. W, 6.6'                                           

8" Tamarack - S 34 deg. E, 14.5'                                  

7" Tamarack - S 57 deg. W, 11.9' 

GLO BK 

6 P 55

19 52-25 NW
C.I.M. set on c/l N-S road at c/l road 

from W by R. Thornton
1979

Br. Disk (USGS B.M.) - N 25 deg. E, 54.62'           

N& D in 8" J. Pine - S 77 deg. E, 52.08'                  

Power Pole - S 43 deg. W, 51.49'

204751

19 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

28" White Pine - N 07 deg. W, 27.1'                                    

22" White Pine - S 35 deg. W, 5.3'                          

28" White Pine - S 61 deg. E, 32.3'                                  

16" Birch - N 11 deg. E, 20.5' 

GLO BK 

6 P 4

19 52-25 S 1/4

Corner falls in Studhorse Lake - no 

post set as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 54

19 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Cedar - N 40 deg. E, 7.9'                                    

10" Cedar - N 66 deg. W, 3.3'                                           

12" Cedar - S 57 deg. W, 15.8'                                  

12" Cedar - S 21 deg. E, 17.8' 

GLO BK 

6 P 53

19 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" White Birch - N 42 deg. W, 6.6'                                    

10" Maple - N 43 deg. E, 11.2'                          

12" Fir - S 54 deg. W, 3.3'                                  

6" Cedar - S 34 deg. E, 17.8' 

GLO BK 

6 P 2

19 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - N 41 deg. E, 12.5'                                   

22" Birch - S 80 deg. W, 14.5'                          

GLO BK 

6 P 3

19 52-25 W.C.

W.C. is on S line SW1/4 on W side of 

Studhorse Lake - is wood post set as 

part of original Government Land 

Office Survey by W.P. Allen, U.S. 

Deputy Surveyor

1871
4" Cedar - S 48 deg. W, 4.0'                                   

6" Cedar - N 13 deg. W, 2.6'                          

GLO BK 

6 P 54

19 52-25
Survey of S line of Section by H.D. 

Keath, County Surveyor 
1936

Survey of S line SE ¼ only                                

Distance and Mag. Var. stated

Book 1, 

Page 486

20 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - S 32 deg. E, 7.9'                                   

5" Tamarack - N 45 deg. W, 11.9'                          

GLO BK 

6 P 45

20 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 60 deg. W, 7.9'                                   

7" Tamarack - S 10 deg. W, 6.6'                          

GLO BK 

6 P 56

20 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Spruce - N 10 deg. W, 13.9'                                    

4" Fir - N 25 deg. E, 10.6'                                 

10" Spruce - S 63 deg. W, 15.2'                                  

8" Cedar - S 33 deg. E, 22.4' 

GLO BK 

6 P 45

20 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

4" Cedar - N 12 deg. E, 6.6'                                    

5" Tamarack - N 43 deg. W, 6.6'                                           

8" Tamarack - S 34 deg. E, 14.5'                                  

7" Tamarack - S 57 deg. W, 11.9' 

GLO BK 

6 P 55

20 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Spruce - N 74 deg. E, 7.9'                                   

8" Spruce - S 33 deg. E, 6.6'                          

GLO BK 

6 P 53

20 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

7" Tamarack - N 51 deg. E, 32.3'                                    

7" Tamarack - S 22 deg. E, 52.8'                                           

7" Tamarack - S 71 deg. W, 59.4'                                  

7" Tamarack - N 31 deg. W, 61.4' 

GLO BK 

6 P 44

20 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Cedar - N 40 deg. E, 7.9'                                    

10" Cedar - N 66 deg. W, 3.3'                                           

12" Cedar - S 57 deg. W, 15.8'                                  

12" Cedar - S 21 deg. E, 17.8' 

GLO BK 

6 P 53

20 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Aspen - N 38 deg. E, 10.6'                                   

7" Aspen - N 74 deg. W, 5.3'                          

GLO BK 

6 P 55
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21 52-25 E 1/4

6" Ironwood used for corner as part of 

original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
6" Maple - N 66 deg. W, 7.3'                                   

8" Fir - N 51 deg. E, 19.8'                          

GLO BK 

6 P 36

21 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Basswood - S 37 deg. W, 21.8'                                   

6" Fir - N 35 deg. W, 5.3'                          

GLO BK 

6 P 46

21 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Maple - N 72 deg. W, 6.6'                                    

8" Maple - N 31 deg. E, 8.6'                                 

12" Maple - S 23 deg. W, 29.0'                                  

12" Fir - S 52 deg. E, 14.5' 

GLO BK 

6 P 36

21 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Spruce - N 10 deg. W, 13.9'                                    

4" Fir - N 25 deg. E, 10.6'                                 

10" Spruce - S 63 deg. W, 15.2'                                  

8" Cedar - S 33 deg. E, 22.4' 

GLO BK 

6 P 45

21 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Hornbeam - S 45 deg. W, 2.0'                                   

12" Elm - N 04 deg. E, 21.8'                          

GLO BK 

6 P 44

21 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 25 deg. E, 9.2'                                    

8" Tamarack - N 65 deg. W, 6.6'                                           

10" Tamarack - N 85 deg. E, 14.5'                                  

7" Cedar - S 48 deg. W, 14.5' 

GLO BK 

6 P 35

21 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

7" Tamarack - N 51 deg. E, 32.3'                                    

7" Tamarack - S 22 deg. E, 52.8'                                           

7" Tamarack - S 71 deg. W, 59.4'                                  

7" Tamarack - N 31 deg. W, 61.4' 

GLO BK 

6 P 44

21 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - S 32 deg. E, 7.9'                                   

5" Tamarack - N 45 deg. W, 11.9'                          

GLO BK 

6 P 45

22 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - N 54 deg. E, 8.6'                                   

4" Tamarack - S 26 deg. W, 9.9'                          

GLO BK 

6 P 26

22 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Aspen - N 68 deg. E, 8.6'                                   

10" Cedar - S 03 deg. W, 25.1'                          

GLO BK 

6 P 37

22 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 64 deg. E, 29.0'                                    

8" Tamarack - S 88 deg. E, 25.1'                                           

10" Tamarack - S 53 deg. W, 17.2'                                  

5" Tamarack - N 73 deg. W, 33.0' 

GLO BK 

6 P 26

22 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Maple - N 72 deg. W, 6.6'                                    

8" Maple - N 31 deg. E, 8.6'                                 

12" Maple - S 23 deg. W, 29.0'                                  

12" Fir - S 52 deg. E, 14.5' 

GLO BK 

6 P 36

22 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - N 07 deg. W, 6.6'                                   

7" Tamarack - S 57 deg. E, 7.9'                          

GLO BK 

6 P 35

22 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - S 17 deg. W, 24.4'                                    

6" Tamarack - N 04 deg. W, 2.0'                                           

10" Tamarack - N 65 deg. E, 32.3'                                  

10" Tamarack - S 28 deg. E, 35.6' 

GLO BK 

6 P 25

22 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 25 deg. E, 9.2'                                    

8" Tamarack - N 65 deg. W, 6.6'                                           

10" Tamarack - N 85 deg. E, 14.5'                                  

7" Cedar - S 48 deg. W, 14.5' 

GLO BK 

6 P 35

22 52-25 W 1/4

6" Ironwood used for corner as part of 

original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
6" Maple - N 66 deg. W, 7.3'                                   

8" Fir - N 51 deg. E, 19.8'                          

GLO BK 

6 P 36

23 52-25 M.C.

M.C. is on E line NE1/4 set on N side 

of pond - is wood post set as part of 

original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
6" Birch - N 24 deg. W, 6.6'                                   

6" Birch - N 05 deg. E, 40.9'                          

GLO BK 

6 P 17

23 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 29 deg. W, 7.3'                                   

6" Tamarack - S 61 deg. E, 9.9'                          

GLO BK 

6 P 27

23 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 47 deg. W, 14.5'                                    

4" Tamarack - N 53 deg. E, 15.8'                                           

5" Tamarack - S 31 deg. E, 11.2'                                  

4" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

6 P 16

23 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 64 deg. E, 29.0'                                    

8" Tamarack - S 88 deg. E, 25.1'                                           

10" Tamarack - S 53 deg. W, 17.2'                                  

5" Tamarack - N 73 deg. W, 33.0' 

GLO BK 

6 P 26
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23 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - S 22 deg. W, 21.8'                                   

9" Tamarack - N 64 deg. W, 19.8'                          

GLO BK 

6 P 26

23 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Fir - S 55 deg. W, 18.5'                                    

18" Basswood - N 54 deg. W, 12.5'                                 

16" Cedar - N 48 deg. E, 10.6'                                  

16" Birch - S 24 deg. E, 38.3' 

GLO BK 

6 P 15

23 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - S 17 deg. W, 24.4'                                    

6" Tamarack - N 04 deg. W, 2.0'                                           

10" Tamarack - N 65 deg. E, 32.3'                                  

10" Tamarack - S 28 deg. E, 35.6' 

GLO BK 

6 P 25

23 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - N 54 deg. E, 8.6'                                   

4" Tamarack - S 26 deg. W, 9.9'                          

GLO BK 

6 P 26

24 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
6" Tamarack - S 56 deg. W, 70.0'                                  

8" Tamarack - N 35 deg. E, 99.0' 

GLO BK 

9, P 2

24 52-25 M.C.

M.C. is on W line NW1/4 set on N side 

of pond - is wood post set as part of 

original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
6" Birch - N 24 deg. W, 6.6'                                   

6" Birch - N 05 deg. E, 40.9'                          

GLO BK 

6 P 17

24 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Birch - S 68 deg. W, 7.9'                                   

8" Aspen - N 40 deg. W, 7.9'                          

GLO BK 

6 P 18

24 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

4" Tamarack - S 32 deg. W, 28.4'                                    

4" Tamarack - N 35 deg. W, 46.9'                             

10" Tamarack - N 03 deg. E, 138.6'                                  

No other trees near to use for tie

GLO BK 

9, P 2

24 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - N 47 deg. W, 14.5'                                    

4" Tamarack - N 53 deg. E, 15.8'                                           

5" Tamarack - S 31 deg. E, 11.2'                                  

4" Tamarack - S 65 deg. W, 2.6' 

GLO BK 

6 P 16

24 52-25 S 1/4

10" Tamarack used as corner as part 

of original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
12" Tamarack - N 05 deg. E, 15.2'                                   

10" Tamarack - S 33 deg. E, 2.6'                          

GLO BK 

6 P 16

24 52-25 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373

24 52-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Aspen - S 54 deg. W, 7.9'                                    

8" Aspen - N 32 deg. W, 11.9'                             

8" Aspen - N 45 deg. E, 8.6'                                  

8" Birch - S 84 deg. E, 13.2'

GLO BK 

9, P 1

24 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Fir - S 55 deg. W, 18.5'                                    

18" Basswood - N 54 deg. W, 12.5'                                 

16" Cedar - N 48 deg. E, 10.6'                                  

16" Birch - S 24 deg. E, 38.3' 

GLO BK 

6 P 15

25 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
4" Tamarack - N 18 deg. W, 72.6'                                  

No other trees near to use for tie

GLO BK 

9, P 1

25 52-25 N 1/4

10" Tamarack used as corner as part 

of original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
12" Tamarack - N 05 deg. E, 15.2'                                   

10" Tamarack - S 33 deg. E, 2.6'                          

GLO BK 

6 P 16

25 52-25 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

5” Maple – N 45 deg. W, 39.3'                               

8” White Birch – N 45 deg. E, 29.6'

Book 1, 

Page 373

25 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

8" Aspen - S 54 deg. W, 7.9'                                    

8" Aspen - N 32 deg. W, 11.9'                             

8" Aspen - N 45 deg. E, 8.6'                                  

8" Birch - S 84 deg. E, 13.2'

GLO BK 

9, P 1

25 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Fir - S 55 deg. W, 18.5'                                    

18" Basswood - N 54 deg. W, 12.5'                                 

16" Cedar - N 48 deg. E, 10.6'                                  

16" Birch - S 24 deg. E, 38.3' 

GLO BK 

6 P 15

25 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Tamarack - S 52 deg. E, 5.3'                                   

5" Tamarack - N 54 deg. W, 7.3'                          

GLO BK 

6 P 14

25 52-25 SE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 34 deg. E, 11.9'                                    

4" Tamarack - N 64 deg. E, 7.9'                             

8" Tamarack - N 02 deg. W, 9.2'                                  

No other tree listed

GLO BK 

9, P 1
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25 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - N 67 deg. W, 38.3'                                    

8" Tamarack - N 36 deg. E, 13.9'                                           

8" Tamarack - S 47 deg. E, 17.2'                                  

8" Tamarack - S 58 deg. W, 11.2' 

GLO BK 

6 P 13

25 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - S 87 deg. E, 5.9'                                   

6" Tamarack - N 53 deg. W, 4.0'                          

GLO BK 

6 P 14

26 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
5" Tamarack - S 87 deg. E, 5.9'                                   

6" Tamarack - N 53 deg. W, 4.0'                          

GLO BK 

6 P 14

26 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - S 22 deg. W, 21.8'                                   

9" Tamarack - N 64 deg. W, 19.8'                          

GLO BK 

6 P 26

26 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

6" Fir - S 55 deg. W, 18.5'                                    

18" Basswood - N 54 deg. W, 12.5'                                 

16" Cedar - N 48 deg. E, 10.6'                                  

16" Birch - S 24 deg. E, 38.3' 

GLO BK 

6 P 15

26 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - S 17 deg. W, 24.4'                                    

6" Tamarack - N 04 deg. W, 2.0'                                           

10" Tamarack - N 65 deg. E, 32.3'                                  

10" Tamarack - S 28 deg. E, 35.6' 

GLO BK 

6 P 25

26 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Tamarack - N 78 deg. W, 31.7'                                   

5" Tamarack - S 10 deg. E, 12.5'                          

GLO BK 

6 P 24

26 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - N 67 deg. W, 38.3'                                    

8" Tamarack - N 36 deg. E, 13.9'                                           

8" Tamarack - S 47 deg. E, 17.2'                                  

8" Tamarack - S 58 deg. W, 11.2' 

GLO BK 

6 P 13

26 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Cedar - N 16 deg. E, 2.6'                                    

4" Birch - S 33 deg. E, 3.3'                                 

6" Cedar - S 54 deg. W, 8.6'                                  

6" Cedar - N 73 deg. W, 11.9' 

GLO BK 

6 P 23

26 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 37 deg. E, 5.3'                                   

5" Tamarack - N 72 deg. W, 15.2'                          

GLO BK 

6 P 24

27 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
6" Tamarack - S 37 deg. E, 5.3'                                   

5" Tamarack - N 72 deg. W, 15.2'                          

GLO BK 

6 P 24

27 52-25 M.C.

M.C. is on W line SW1/4 on N side of 

Willow River - is wood post set as part 

of original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
10" Ash - S 88 deg. E, 27.1'                                   

10" Ash - N 20 deg. W, 4.0'                          

GLO BK 

6 P 33

27 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Tamarack - N 07 deg. W, 6.6'                                   

7" Tamarack - S 57 deg. E, 7.9'                          

GLO BK 

6 P 35

27 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - S 17 deg. W, 24.4'                                    

6" Tamarack - N 04 deg. W, 2.0'                                           

10" Tamarack - N 65 deg. E, 32.3'                                  

10" Tamarack - S 28 deg. E, 35.6' 

GLO BK 

6 P 25

27 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 25 deg. E, 9.2'                                    

8" Tamarack - N 65 deg. W, 6.6'                                           

10" Tamarack - N 85 deg. E, 14.5'                                  

7" Cedar - S 48 deg. W, 14.5' 

GLO BK 

6 P 35

27 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Tamarack - N 32 deg. W, 9.9'                                   

8" Tamarack - S 63 deg. E, 17.2'                          

GLO BK 

6 P 34

27 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Cedar - N 16 deg. E, 2.6'                                    

4" Birch - S 33 deg. E, 3.3'                                 

6" Cedar - S 54 deg. W, 8.6'                                  

6" Cedar - N 73 deg. W, 11.9' 

GLO BK 

6 P 23

27 52-25 SW

Corner falls in Willow River no post 

set as part of original Government 

Land Office Survey by W.P. Allen, 

U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 33

27 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - S 65 deg. W, 7.9'                                   

16" Fir - N 64 deg. E, 17.2'                          

GLO BK 

6 P 34

28 52-25 M.C.

M.C. is on E line SE1/4 on N side of 

Willow River - is wood post set as part 

of original Government Land Office 

Survey by W.P. Allen, U.S. Deputy 

Surveyor

1871
10" Ash - S 88 deg. E, 27.1'                                   

10" Ash - N 20 deg. W, 4.0'                          

GLO BK 

6 P 33

Page 1040 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

28 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Hornbeam - S 45 deg. W, 2.0'                                   

12" Elm - N 04 deg. E, 21.8'                          

GLO BK 

6 P 44

28 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 25 deg. E, 9.2'                                    

8" Tamarack - N 65 deg. W, 6.6'                                           

10" Tamarack - N 85 deg. E, 14.5'                                  

7" Cedar - S 48 deg. W, 14.5' 

GLO BK 

6 P 35

28 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

7" Tamarack - N 51 deg. E, 32.3'                                    

7" Tamarack - S 22 deg. E, 52.8'                                           

7" Tamarack - S 71 deg. W, 59.4'                                  

7" Tamarack - N 31 deg. W, 61.4' 

GLO BK 

6 P 44

28 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - S 75 deg. E, 831.6' (?)                                   

No other trees near                  

GLO BK 

6 P 43

28 52-25 SE

Corner falls in Willow River no post 

set as part of original Government 

Land Office Survey by W.P. Allen, 

U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 33

28 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Tamarack - S 62 deg. W, 33.0'                                    

9" Tamarack - N 44 deg. W, 48.8'                                           

6" Willow - N 52 deg. E, 7.9'                                  

No other ties stated

GLO BK 

6 P 42

28 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Spruce - S 57 deg. E, 13.9'                                   

8" Spruce - S 10 deg. W, 10.6'                          

GLO BK 

6 P 43

29 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Spruce - S 57 deg. E, 13.9'                                   

8" Spruce - S 10 deg. W, 10.6'                          

GLO BK 

6 P 43

29 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Spruce - N 74 deg. E, 7.9'                                   

8" Spruce - S 33 deg. E, 6.6'                          

GLO BK 

6 P 53

29 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

7" Tamarack - N 51 deg. E, 32.3'                                    

7" Tamarack - S 22 deg. E, 52.8'                                           

7" Tamarack - S 71 deg. W, 59.4'                                  

7" Tamarack - N 31 deg. W, 61.4' 

GLO BK 

6 P 44

29 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Cedar - N 40 deg. E, 7.9'                                    

10" Cedar - N 66 deg. W, 3.3'                                           

12" Cedar - S 57 deg. W, 15.8'                                  

12" Cedar - S 21 deg. E, 17.8' 

GLO BK 

6 P 53

29 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
14" Cedar - S 87 deg. W, 9.9'                                   

12" Cedar - N 22 deg. E, 13.9'                          

GLO BK 

6 P 51

29 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Tamarack - S 62 deg. W, 33.0'                                    

9" Tamarack - N 44 deg. W, 48.8'                                           

6" Willow - N 52 deg. E, 7.9'                                  

No other ties stated

GLO BK 

6 P 42

29 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 56 deg. W, 21.1'                                    

8" Spruce - N 21 deg. E, 25.1'                                           

8" Spruce - S 47 deg. W, 5.3'                                  

12" Spruce - S 24 deg. E, 17.2' 

GLO BK 

6 P 51

29 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Spruce - N 62 deg. W, 13.2'                                   

12" Tamarack - S 49 deg. E, 15.8'                          

GLO BK 

6 P 52

30 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Spruce - N 62 deg. W, 13.2'                                   

12" Tamarack - S 49 deg. E, 15.8'                          

GLO BK 

6 P 52

30 52-25 N 1/4

Corner falls in Studhorse Lake - no 

post set as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 54

30 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Cedar - N 40 deg. E, 7.9'                                    

10" Cedar - N 66 deg. W, 3.3'                                           

12" Cedar - S 57 deg. W, 15.8'                                  

12" Cedar - S 21 deg. E, 17.8' 

GLO BK 

6 P 53

30 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" White Birch - N 42 deg. W, 6.6'                                    

10" Maple - N 43 deg. E, 11.2'                          

12" Fir - S 54 deg. W, 3.3'                                  

6" Cedar - S 34 deg. E, 17.8' 

GLO BK 

6 P 2

30 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Cedar - S 74 deg. W, 18.5'                                   

6" Cedar - N 67 deg. E, 42.2'                          

GLO BK 

6 P 52

30 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 56 deg. W, 21.1'                                    

8" Spruce - N 21 deg. E, 25.1'                                           

8" Spruce - S 47 deg. W, 5.3'                                  

12" Spruce - S 24 deg. E, 17.2' 

GLO BK 

6 P 51
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30 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 82 deg. W, 59.4'                                    

4" Tamarack - N 56 deg. W, 46.2'                          

4" Tamarack - N 58 deg. E, 56.1'                                  

3" Tamarack - S 78 deg. E, 40.3' 

GLO BK 

6 P 1

30 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Black Oak - S 49 deg. E, 12.5'                                   

5" White Birch - S 11 deg. W, 17.8'                          

GLO BK 

6 P 2

30 52-25 W.C.

W.C. is on N line NW1/4 on W side of 

Studhorse Lake - is wood post set as 

part of original Government Land 

Office Survey by W.P. Allen, U.S. 

Deputy Surveyor

1871
4" Cedar - S 48 deg. W, 4.0'                                   

6" Cedar - N 13 deg. W, 2.6'                          

GLO BK 

6 P 54

30 52-25
Survey of N line of Section by H.D. 

Keath, County Surveyor 
1936

Survey of N line E ¼ only                                

Distance and Mag. Var. stated

Book 1, 

Page 486

31 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Spruce - S 31 deg. W, 9.9'                                   

10" Spruce - S 50 deg. E, 14.5'                          

GLO BK 

6 P 50

31 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Cedar - S 74 deg. W, 18.5'                                   

6" Cedar - N 67 deg. E, 42.2'                          

GLO BK 

6 P 52

31 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 56 deg. W, 21.1'                                    

8" Spruce - N 21 deg. E, 25.1'                                           

8" Spruce - S 47 deg. W, 5.3'                                  

12" Spruce - S 24 deg. E, 17.2' 

GLO BK 

6 P 51

31 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 82 deg. W, 59.4'                                    

4" Tamarack - N 56 deg. W, 46.2'                          

4" Tamarack - N 58 deg. E, 56.1'                                  

3" Tamarack - S 78 deg. E, 40.3' 

GLO BK 

6 P 1

31 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 7

31 52-25 SE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Jack Pine - N 45 deg E, 63.0'                          

10” Jack Pine –  S 45 deg E, 48.0'  

Book 1, 

Page 182

31 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Dead Black Pine - N 62 deg. E, 98.3'                                    

12" Dead Black Pine - S 40 deg. E, 71.3' 

GLO BK 

6 P 7

31 52-25 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W trail 

road by J. Walker 

1984

DNR RP in 11" J. Pine - N 42 deg. W, 46.38'       

DNR RP in 7" J. Pine - S 10 deg. W, 87.36'           

DNR RP in 11" W. Oak - S 56 deg. W, 80.08'

245883

31 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

18" Yellow Pine - N 40 deg. W, 47.5'                                    

18" Yellow Pine - N 34 deg. E, 37.6'                          

16" Yellow Pine - S 59 deg. W, 32.3'                                  

16" Yellow Pine - S 56 deg. E, 41.6' 

GLO BK 

6 P 6

31 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
7" Birch - N 52 deg. E, 4.0'                                   

5" Maple - N 40 deg. W, 9.2'                          

GLO BK 

6 P 1

31 52-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 31                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

32 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Black Pine - S 20 deg. W, 165.0'                                   

8" Black Pine - S 02 deg. E, 195.4'                          

GLO BK 

6 P 42

32 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
14" Cedar - S 87 deg. W, 9.9'                                   

12" Cedar - N 22 deg. E, 13.9'                          

GLO BK 

6 P 51

32 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Tamarack - S 62 deg. W, 33.0'                                    

9" Tamarack - N 44 deg. W, 48.8'                                           

6" Willow - N 52 deg. E, 7.9'                                  

No other ties stated

GLO BK 

6 P 42

32 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Spruce - N 56 deg. W, 21.1'                                    

8" Spruce - N 21 deg. E, 25.1'                                           

8" Spruce - S 47 deg. W, 5.3'                                  

12" Spruce - S 24 deg. E, 17.2' 

GLO BK 

6 P 51

32 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 7

32 52-25 SE
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914 6” Tamarack  - S 45 deg E, 123.0'                                

Book 1, 

Page 182

32 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 51 deg. E, 68.6'                                    

10" Tamarack - N 03 deg. W, 285.1'                          

GLO BK 

6 P 8
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32 52-25 SW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

10” Jack Pine - N 45 deg E, 63.0'                          

10” Jack Pine –  S 45 deg E, 48.0'  

Book 1, 

Page 182

32 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Dead Black Pine - N 62 deg. E, 98.3'                                    

12" Dead Black Pine - S 40 deg. E, 71.3' 

GLO BK 

6 P 7

32 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Spruce - S 31 deg. W, 9.9'                                   

10" Spruce - S 50 deg. E, 14.5'                          

GLO BK 

6 P 50

32 52-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 32                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

33 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - S 66 deg. W, 2.6'                                   

10" Tamarack - S 84 deg. E, 17.2'                          

GLO BK 

6 P 32

33 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Maple - S 75 deg. E, 831.6' (?)                                   

No other trees near                  

GLO BK 

6 P 43

33 52-25 NE

Corner falls in Willow River no post 

set as part of original Government 

Land Office Survey by W.P. Allen, 

U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 33

33 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

14" Tamarack - S 62 deg. W, 33.0'                                    

9" Tamarack - N 44 deg. W, 48.8'                                           

6" Willow - N 52 deg. E, 7.9'                                  

No other ties stated

GLO BK 

6 P 42

33 52-25 S 1/4
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914

8” Poplar - N 45 deg W, 77.0'                                

6” Spruce – N 45 deg E, 90.5'  

Book 1, 

Page 182

33 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
20" Norway Pine - S 85 deg. W, 36.3'                                    

No other trees near to use for ties 

GLO BK 

6 P 8

33 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Cedar - N 73 deg. W, 8.6'                                    

12" Tamarack - S 31 deg. W, 12.5'                          

8" Spruce - S 59 deg. E, 14.5'                                  

8" Cedar - N 37 deg. E, 17.2' 

GLO BK 

6 P 8

33 52-25 SW
Set new wood post and took new ties 

by H. D Keath, County Surveyor 
1914 6” Tamarack  - S 45 deg E, 123.0'                                

Book 1, 

Page 182

33 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
6" Tamarack - S 51 deg. E, 68.6'                                    

10" Tamarack - N 03 deg. W, 285.1'                          

GLO BK 

6 P 8

33 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Black Pine - S 20 deg. W, 165.0'                                   

8" Black Pine - S 02 deg. E, 195.4'                          

GLO BK 

6 P 42

33 52-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 33                              

Distance and Mag. Var. shown 

Book 1, 

Page 182

34 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Aspen - N 01 deg. E, 20.5'                                   

10" Aspen - N 06 deg. W, 192.1'                          

GLO BK 

6 P 23

34 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Tamarack - N 32 deg. W, 9.9'                                   

8" Tamarack - S 63 deg. E, 17.2'                          

GLO BK 

6 P 34

34 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Cedar - N 16 deg. E, 2.6'                                    

4" Birch - S 33 deg. E, 3.3'                                 

6" Cedar - S 54 deg. W, 8.6'                                  

6" Cedar - N 73 deg. W, 11.9' 

GLO BK 

6 P 23

34 52-25 NW

Corner falls in Willow River no post 

set as part of original Government 

Land Office Survey by W.P. Allen, 

U.S. Deputy Surveyor

1871 no ties since corner fall in river
GLO BK 

6 P 33

34 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 26 deg. W, 35.6'                                    

9" Tamarack - N 40 deg. E, 50.2'                          

7" Tamarack - S 04 deg. E, 15.2'                                  

10" Tamarack - S 57 deg. W, 39.6' 

GLO BK 

6 P 9

34 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Cedar - N 73 deg. W, 8.6'                                    

12" Tamarack - S 31 deg. W, 12.5'                          

8" Spruce - S 59 deg. E, 14.5'                                  

8" Cedar - N 37 deg. E, 17.2' 

GLO BK 

6 P 8

34 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - S 66 deg. W, 2.6'                                   

10" Tamarack - S 84 deg. E, 17.2'                          

GLO BK 

6 P 32

34 52-25
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 34                              

Distance and Mag. Var. shown 

Book 1, 

Page 182
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35 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 12 deg. E, 7.3'                                   

7" Tamarack - N 86 deg. W, 5.9'                          

GLO BK 

6 P 13

35 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
12" Tamarack - N 78 deg. W, 31.7'                                   

5" Tamarack - S 10 deg. E, 12.5'                          

GLO BK 

6 P 24

35 52-25 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - N 67 deg. W, 38.3'                                    

8" Tamarack - N 36 deg. E, 13.9'                                           

8" Tamarack - S 47 deg. E, 17.2'                                  

8" Tamarack - S 58 deg. W, 11.2' 

GLO BK 

6 P 13

35 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Cedar - N 16 deg. E, 2.6'                                    

4" Birch - S 33 deg. E, 3.3'                                 

6" Cedar - S 54 deg. W, 8.6'                                  

6" Cedar - N 73 deg. W, 11.9' 

GLO BK 

6 P 23

35 52-25 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873
10" Tamarack - N 88 deg. W, 660.0'                                    

No other trees near to use for ties 

GLO BK 

6 P 10

35 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 52 deg. W, 14.5'                                    

10" Tamarack - N 52 deg. E, 4.0'                          

10" Tamarack - S 75 deg. E, 11.9'                                  

10" Tamarack - S 54 deg. W, 16.5' 

GLO BK 

6 P 10

35 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 26 deg. W, 35.6'                                    

9" Tamarack - N 40 deg. E, 50.2'                          

7" Tamarack - S 04 deg. E, 15.2'                                  

10" Tamarack - S 57 deg. W, 39.6' 

GLO BK 

6 P 9

35 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Aspen - N 01 deg. E, 20.5'                                   

10" Aspen - N 06 deg. W, 192.1'                          

GLO BK 

6 P 23

36 52-25 E 1/4

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874
8" Maple - S 48 deg. W, 19.1'                                  

14" Oak - N 45 deg. E, 12.5' 

GLO BK 

9, P 1

36 52-25 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Tamarack - S 52 deg. E, 5.3'                                   

5" Tamarack - N 54 deg. W, 7.3'                          

GLO BK 

6 P 14

36 52-25 NE

Set wood post as part of original 

Government Land Office Survey by A. 

and W. Ingerson, U.S. Deputy 

Surveyors

1874

5" Tamarack - S 34 deg. E, 11.9'                                    

4" Tamarack - N 64 deg. E, 7.9'                             

8" Tamarack - N 02 deg. W, 9.2'                                  

No other tree listed

GLO BK 

9, P 1

36 52-25 NW

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" Tamarack - N 67 deg. W, 38.3'                                    

8" Tamarack - N 36 deg. E, 13.9'                                           

8" Tamarack - S 47 deg. E, 17.2'                                  

8" Tamarack - S 58 deg. W, 11.2' 

GLO BK 

6 P 13

36 52-25 S 1/4

5" Cedar used as corner as part of 

original Government Land Office 

Survey by W.F. Ingerson, U.S. Deputy 

Surveyor

1873 No trees near to use as ties
GLO BK 

6 P 11

36 52-25 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

6" Aspen - N 60 deg. W, 20.5'                                    

6" Aspen - S 57 deg. W, 3.3'                          6" 

Maple - N 54 deg. E, 2.6'                                  

No other tree near to use for ties

GLO BK 

6 P 11

36 52-25 SW

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

8" Tamarack - N 52 deg. W, 14.5'                                    

10" Tamarack - N 52 deg. E, 4.0'                          

10" Tamarack - S 75 deg. E, 11.9'                                  

10" Tamarack - S 54 deg. W, 16.5' 

GLO BK 

6 P 10

36 52-25 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
8" Tamarack - N 12 deg. E, 7.3'                                   

7" Tamarack - N 86 deg. W, 5.9'                          

GLO BK 

6 P 13

1 52-26 E 1/4
Took new ties to existing cor. By Fred 

Heuer, Deputy County Surveyor 
1917

26” White Birch - S 10 deg. W, 44.7'                      

28” White Birch – S 54 deg.E, 52.5'

Book 2, 

Page 120

1 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
20" White Birch - S 09 deg. W, 7.9'                                   

8" Maple - N 60 deg. E, 13.2'                          

GLO BK 

6 P 6

1 52-26 N 1/4 Itasca County Monument (in water) 1979

Top stl post - N 72 deg. E, 46.25'                          

Top stl post - S 03 deg. E, 57.05'                            

steel post - S 90 deg. W, 1.0'

Itasca 

Co. 

1 52-26 N 1/4

corner falls in pond no wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1869 No ties taken as corner falls in pond
GLO BK 

15, P 7

1 52-26 NE
C.I.M. set at c/-c/l roads N-S-E-W by 

R. Thornton
1979

1" capped pipe - N 45 deg. E, 45.00'                     

1" capped pipe - N 45 deg. W, 45.00'                   

Power Pole - S 35 deg. W, 58.68'

203901
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1 52-26 NE
Set new post and Took new ties by 

Fred Heuer, Deputy County Surveyor
1917

14” White Pine – N 06 deg. W, 40.0'                       

13” Maple – N 20 deg. E, 28.5'                             

7“ Maple - S 20 deg. E, 56.5'               

Book 2, 

Page 120

1 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

20" Birch - N 37 deg. E, 7.3'                                    

10" Maple - S 24 deg. E, 25.1'                          

6" Birch - S 25 deg. W, 16.5'                                  

8" Maple - N 32 deg. W, 8.6' 

GLO BK 

6 P 6

1 52-26 NW 3/4" iron pipe in centerline of road 1997

Power Pole - S 40 deg. E, 57.64'                          

6" Basswood - N 37 deg. E, 86.42'                       

16" Basswood clump - N 43 deg. W, 42.25'

Itasca 

Co. 
 

1 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Maple - N 74 deg. E, 25.1'                                    

12" Fir - S 55 deg. W, 6.6'                          12" 

Basswood - N 36 deg. W, 39.6'                           

6" Maple - S 76 deg. W, 25.7'

GLO BK 

15, P 7

1 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" White Birch - S 54 deg. W, 11.9'                                    

6" White Birch - N 31 deg. W, 7.9'       

GLO BK 

15, P 25

1 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

22" White Pine - N 49 deg. E, 10.6'                                    

30" White Pine - S 43 deg. W, 33.0'                          

20" White Pine - S 14 deg. E, 15.8'                                  

16" Birch - N 33 deg. W, 5.3' 

GLO BK 

6 P 5

1 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Basswood - N 26 deg. W, 15.2'                                    

5" Fir - S 71 deg. W, 11.2'                          8" 

Elm - S 09 deg. E, 12.5'                           16" 

Birch - N 81 deg. E, 15.8'

GLO BK 

15, P 24

1 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 35 deg. W, 5.3'                                    

8" Cedar - S 63 deg. E, 11.9'       

GLO BK 

15, P 26

1 52-26 W.C.

W.C. is on N line NW 1/4, west of 

pond - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
20" Aspen - S 46 deg. W, 46.2'                                    

8" Birch - N 40 deg. W, 56.1'       

GLO BK 

15, P 7

2 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 35 deg. W, 5.3'                                    

8" Cedar - S 63 deg. E, 11.9'       

GLO BK 

15, P 26

2 52-26 M.C.

M.C. is on S line SE 1/4 on E side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 63 deg. E, 5.3'                                    

6" Ash - S 39 deg. E, 4.6'       

GLO BK 

15, P 27

2 52-26 M.C.

M.C. is on S line SE 1/4 on W side of 

Hill Lake - marked 10" Maple as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869 No ties noted 
GLO BK 

15, P 37

2 52-26 N 1/4
1" iron pin 2' north of centerline of 

road
1982

7" Ash - S 09 deg. E, 74.67'                                  

8" Ash - S 40 deg. W, 88.73'                                 

15" Spruce - N 35 deg. E, 65.28'

Itasca 

Co. 

2 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Elm - S 03 deg. W, 3.3'                                    

8" Birch - N 49 deg. W, 33.0'       

GLO BK 

15, P 8

2 52-26 NE 3/4" iron pipe in centerline of road 1997

Power Pole - S 40 deg. E, 57.64'                          

6" Basswood - N 37 deg. E, 86.42'                        

16" Basswood clump - N 43 deg. W, 42.25'

Itasca 

Co. 

2 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Maple - N 74 deg. E, 25.1'                                    

12" Fir - S 55 deg. W, 6.6'                          12" 

Basswood - N 36 deg. W, 39.6'                           

6" Maple - S 76 deg. W, 25.7'

GLO BK 

15, P 7

2 52-26 NW 1" iron pin in centerline of road 1982

9" Balsam - S 17 deg. W, 93.87'                          

Power Pole - S 52 deg. E, 60.11'                          

"X" in 1'x1' rock - N 28 deg. W, 34.85'

Itasca 

Co. 

2 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Elm - N 54 deg. E, 7.3'                                    

4" Basswood - N 52 deg. W, 15.2'                          

20" White Birch - S 55 deg. W, 27.1'                           

4" Fir - S 64 deg. E, 23.1'

GLO BK 

15, P 8

2 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 30 deg. E, 11.2'                                    

8" White Pine - S 24 deg. E, 9.9'       

GLO BK 

15, P 37
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2 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Basswood - N 26 deg. W, 15.2'                                    

5" Fir - S 71 deg. W, 11.2'                          8" 

Elm - S 09 deg. E, 12.5'                           16" 

Birch - N 81 deg. E, 15.8'

GLO BK 

15, P 24

2 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 37 deg. W, 14.5'                                    

24" White Pine - S 22 deg. E, 16.5'                          

6" Fir - S 40 deg. W, 14.5'                           10" 

White Birch - N 50 deg. E, 19.8'

GLO BK 

15, P 36

2 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
30" White Pine - N 74 deg. W, 7.9'                                    

8" Birch - S 22 deg. E, 11.9'       

GLO BK 

15, P 38

3 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
30" White Pine - N 74 deg. W, 7.9'                                    

8" Birch - S 22 deg. E, 11.9'       

GLO BK 

15, P 38

3 52-26 N 1/4
3/4" iron pipe in centerline of road and 

9' west of driveway
1982

Iron in lawn - N 00 deg. E, 32.03'                          

Power Pole - N 36 deg. W, 45.41'                           

Power pole - S 47 deg. W, 54.57'

Itasca 

Co. 

3 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Fir - N 19 deg. W, 15.2'                                    

6" Birch - S 37 deg. E, 17.8'       

GLO BK 

15, P 9

3 52-26 NE 1" iron pin in centerline of road 1982

9" Balsam - S 17 deg. W, 93.87'                          

Power Pole - S 52 deg. E, 60.11'                            

"X" in 1'x1' rock - N 28 deg. W, 34.85'

Itasca 

Co. 

3 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Elm - N 54 deg. E, 7.3'                                    

4" Basswood - N 52 deg. W, 15.2'                          

20" White Birch - S 55 deg. W, 27.1'                           

4" Fir - S 64 deg. E, 23.1'

GLO BK 

15, P 8

3 52-26 NW 3/4" iron pipe in centerline of road 1982

Itasca Co. mon. - N 00 deg. E, 33.00'                     

"X" in 1.5'x1.5' rock - S 33 deg. W, 72.77'               

12" Poplar - N 35 deg. W, 44.20'

Itasca 

Co. 

3 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 46 deg. E, 17.8'                                    

14" Tamarack - N 47 deg. E, 9.2'                    

18" White Pine - N 56 deg. W, 40.9'                                       

18" White Pine - S 22 deg. W, 9.2'

GLO BK 

15, P 9

3 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 30 deg. E, 8.6'                                    

12" White Pine - S 69 deg. W, 13.2'       

GLO BK 

15, P 54

3 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 37 deg. W, 14.5'                                    

24" White Pine - S 22 deg. E, 16.5'                          

6" Fir - S 40 deg. W, 14.5'                           10" 

White Birch - N 50 deg. E, 19.8'

GLO BK 

15, P 36

3 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Fir - N 30 deg. E, 19.1'                                    

8" Pine - N 20 deg. W, 25.7'                          

18" Pine - S 55 deg. E, 13.9'                           

18" Pine - S 60 deg. W, 33.0'

GLO BK 

15, P 53

3 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - S 17 deg. W, 7.9'                                    

5" Elm - N 82 deg. E, 11.9'       

GLO BK 

15, P 55

4 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - S 17 deg. W, 7.9'                                    

5" Elm - N 82 deg. E, 11.9'       

GLO BK 

15, P 55

4 52-26 N 1/4 1/2" rebar in centerline of road 1982

9" W. Oak - N 22 deg. E, 66.32'                          

"X" in 3'x3' rock - N 31 deg. W, 44.63'                   

1 1/2" iron pipe - N 00 deg. E, 33.00'

Itasca 

Co. 

4 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - N 05 deg. E, 11.2'                                    

5" Fir - S 17 deg. E, 5.9'       

GLO BK 

15, P 10

4 52-26 NE 3/4" iron pipe in centerline of road 1982

Itasca Co. mon. - N 00 deg. E, 33.00'                     

"X" in 1.5'x1.5' rock - S 33 deg. W, 72.77'               

12" Poplar - N 35 deg. W, 44.20'

Itasca 

Co. 

4 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 46 deg. E, 17.8'                                    

14" Tamarack - N 47 deg. E, 9.2'                    

18" White Pine - N 56 deg. W, 40.9'                                       

18" White Pine - S 22 deg. W, 9.2'

GLO BK 

15, P 9

4 52-26 NW 3/4" iron pipe 4' south of centerline 1998

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                             

7" Aspen - N 61 deg. E, 6.0'

Itasca 

Co. 

4 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

18" White Pine - N 24 deg. E, 4.6'                                    

16" White Pine - N 14 deg. W, 11.2'                    

16" White Pine - S 64 deg. W, 11.2'                                       

16" White Pine - S 54 deg. E, 35.0'

GLO BK 

15, P 10
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4 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Cedar - S 51 deg. W, 4.0'                                    

6" Cedar - N 33 deg. W, 5.9'       

GLO BK 

15, P 65

4 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Fir - N 30 deg. E, 19.1'                                    

8" Pine - N 20 deg. W, 25.7'                          

18" Pine - S 55 deg. E, 13.9'                           

18" Pine - S 60 deg. W, 33.0'

GLO BK 

15, P 53

4 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 42 deg. E, 15.2'                                    

8" Fir - N 23 deg. W, 13.9'                          8" 

Fir - S 46 deg. E, 7.9'                           18" 

White Wood - S 42 deg. W, 28.4'

GLO BK 

15, P 64

4 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Maple - S 42 deg. W, 5.3'                                    

6" Maple - S 70 deg. E, 4.6'       

GLO BK 

15, P 66

5 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Maple - S 42 deg. W, 5.3'                                    

6" Maple - S 70 deg. E, 4.6'       

GLO BK 

15, P 66

5 52-26 N 1/4
3/4" Iron Pipe 5' south of centerline 

road
1982

"X" in 1'x1' rock - S 70 deg. E, 26.01'                     

"X" in 1.5'x1.5' rock - N 22 deg. W, 32.94'               

"X" in 2'x3' rock - N 60 deg. E, 66.94'

Itasca 

Co. 

5 52-26 N 1/4

corner falls in pond no wood post set 

as part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1869 No ties taken as corner falls in pond
GLO BK 

15, P 11

5 52-26 NE 3/4" iron pipe 4' south of centerline 1998

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                              

7" Aspen - N 61 deg. E, 6.0'

Itasca 

Co. 

5 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

18" White Pine - N 24 deg. E, 4.6'                                    

16" White Pine - N 14 deg. W, 11.2'                    

16" White Pine - S 64 deg. W, 11.2'                                       

16" White Pine - S 54 deg. E, 35.0'

GLO BK 

15, P 10

5 52-26 NW
3/4" Iron Pipe with cap stamped RLS 

5333
1982

10" Birch - S 21 deg. W, 42.18'                             

8" Maple - S 37 deg. W, 44.76'                                

10" Birch - S 21 deg. W, 41.88'

Itasca 

Co. 

5 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Maple - N 78 deg. W, 9.2'                                    

10" Maple - N 30 deg. E, 31.7'                          

10" Birch - S 52 deg. W, 15.8'                           

10" Birch - S 74 deg. E, 15.2'

GLO BK 

15, P 11

5 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

15, P 80

5 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 42 deg. E, 15.2'                                    

8" Fir - N 23 deg. W, 13.9'                          8" 

Fir - S 46 deg. E, 7.9'                           18" 

White Wood - S 42 deg. W, 28.4'

GLO BK 

15, P 64

5 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" White Pine - S 84 deg. E, 16.5'                                    

5" White Pine - S 26 deg. W, 11.2'                          

12" White Pine - N 46 deg. W, 13.9'                           

5" White Pine - N 20 deg. E, 13.2'

GLO BK 

15, P 79

5 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" Yellow Pine - S 36 deg. W, 4.6'                                    

5" White Pine - S 88 deg. E, 6.6'       

GLO BK 

15, P 83

6 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" Yellow Pine - S 36 deg. W, 4.6'                                    

5" White Pine - S 88 deg. E, 6.6'       

GLO BK 

15, P 83

6 52-26 N 1/4 Itasca County Monument 1982

14" Birch - S 51 deg. E, 53.33'                             

8" Maple - S 68 deg. W, 18.68'                              

10" Basswood - N 15 deg. W, 11.43'

Itasca 

Co. 

6 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No ties taken 
GLO BK 

15, P 12

6 52-26 NE
3/4" Iron Pipe with cap stamped RLS 

5333
1982

10" Birch - S 21 deg. W, 42.18'                             

8" Maple - S 37 deg. W, 44.76'                               

10" Birch - S 21 deg. W, 41.88'

Itasca 

Co. 

6 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Maple - N 78 deg. W, 9.2'                                    

10" Maple - N 30 deg. E, 31.7'                          

10" Birch - S 52 deg. W, 15.8'                           

10" Birch - S 74 deg. E, 15.2'

GLO BK 

15, P 11
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6 52-26 NW 1 3/4" Iron Pipe w/threaded top 1994

10" Balsam - N 63 deg. E, 38.55'                            

"X" in rock - S 37 deg. W, 36.16'                           

10" Maple - S 35 deg. W, 25.27'

Itasca 

Co. 

6 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" White Pine - S 69 deg. E, 7.9'                                    

14" White Pine - S 35 deg. W, 22.4'                    

14" Aspen - N 52 deg. E, 25.7'                                       

12" Aspen - N 31 deg. W, 15.8'

GLO BK 

15, P 6

6 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Maple - N 62 deg. W, 19.8'                                    

6" & 10" Double Birch - S 54 deg. W, 11.2'       

GLO BK 

15, P 82

6 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" White Pine - S 84 deg. E, 16.5'                                    

5" White Pine - S 26 deg. W, 11.2'                          

12" White Pine - N 46 deg. W, 13.9'                           

5" White Pine - N 20 deg. E, 13.2'

GLO BK 

15, P 79

6 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - S 72 deg. E, 20.5'                                    

4" Tamarack - N 37 deg. E, 25.7'                        

No other trees available for ties

GLO BK 

15, P 5

6 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - S 05 deg. W, 27.7'                                    

12" Basswood - N 18 deg. E, 20.5'       

GLO BK 

15, P 6

7 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" White Pine - N 02 deg. W, 17.2'                                    

No other trees near to use as ties

GLO BK 

15, P 79

7 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Maple - N 62 deg. W, 19.8'                                    

6" & 10" Double Birch - S 54 deg. W, 11.2'       

GLO BK 

15, P 82

7 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" White Pine - S 84 deg. E, 16.5'                                    

5" White Pine - S 26 deg. W, 11.2'                          

12" White Pine - N 46 deg. W, 13.9'                           

5" White Pine - N 20 deg. E, 13.2'

GLO BK 

15, P 79

7 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - S 72 deg. E, 20.5'                                    

4" Tamarack - N 37 deg. E, 25.7'                        

No other trees available for ties

GLO BK 

15, P 5

7 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - S 08 deg. E, 10.6'                                    

10" Birch - N 06 deg. W, 20.5'       

GLO BK 

15, P 78

7 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - N 85 deg. E, 22.4'                                    

16" White Pine - S 24 deg. E, 27.1'                          

14" White Pine - S 72 deg. W, 22.4'                           

14" Birch - N 49 deg. W, 20.5'

GLO BK 

15, P 76

7 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 51 deg. E, 7.9'                                    

12" White Cedar - N 61 deg. W, 25.1'                          

4" Spruce - S 14 deg. E, 28.4'                           

No other tree available for ties

GLO BK 

15, P 4

7 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 08 deg. E, 7.9'                                    

6" Tamarack - N 18 deg. W, 21.1'       

GLO BK 

15, P 5

8 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Ash - S 18 deg. E, 17.2'                                    

5" Basswood - N 16 deg. W, 20.5'       

GLO BK 

15, P 64

8 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

15, P 80

8 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 42 deg. E, 15.2'                                    

8" Fir - N 23 deg. W, 13.9'                          8" 

Fir - S 46 deg. E, 7.9'                           18" 

White Wood - S 42 deg. W, 28.4'

GLO BK 

15, P 64

8 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" White Pine - S 84 deg. E, 16.5'                                    

5" White Pine - S 26 deg. W, 11.2'                          

12" White Pine - N 46 deg. W, 13.9'                           

5" White Pine - N 20 deg. E, 13.2'

GLO BK 

15, P 79

8 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Birch - S 60 deg. W, 4.0'                                    

3" Fir - N 02 deg. E, 4.6'       

GLO BK 

15, P 77
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8 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 81 deg. W, 23.1'                                    

16" White Pine - N 51 deg. E, 29.7'                          

24" White Pine - S 68 deg. E, 9.9'                           

16" White Pine - S 28 deg. W, 25.1'

GLO BK 

15, P 62

8 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - N 85 deg. E, 22.4'                                    

16" White Pine - S 24 deg. E, 27.1'                          

14" White Pine - S 72 deg. W, 22.4'                           

14" Birch - N 49 deg. W, 20.5'

GLO BK 

15, P 76

8 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" White Pine - N 02 deg. W, 17.2'                                    

No other trees near to use as ties

GLO BK 

15, P 79

9 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - S 60 deg. W, 11.2'                                    

14" Cedar - N 81 deg. E, 2.6'       

GLO BK 

15, P 53

9 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Cedar - S 51 deg. W, 4.0'                                    

6" Cedar - N 33 deg. W, 5.9'       

GLO BK 

15, P 65

9 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Fir - N 30 deg. E, 19.1'                                    

8" Pine - N 20 deg. W, 25.7'                          

18" Pine - S 55 deg. E, 13.9'                           

18" Pine - S 60 deg. W, 33.0'

GLO BK 

15, P 53

9 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 42 deg. E, 15.2'                                    

8" Fir - N 23 deg. W, 13.9'                          8" 

Fir - S 46 deg. E, 7.9'                           18" 

White Wood - S 42 deg. W, 28.4'

GLO BK 

15, P 64

9 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Cedar - N 00 deg. E, 9.2'                                    

10" Cedar - S 23 deg. W, 11.9'       

GLO BK 

15, P 63

9 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Birch - N 46 deg. W, 8.6'                                    

8" Tamarack - N 37 deg. E, 19.8'                          

8" Tamarack - S 38 deg. E, 10.6'                           

6" Fir - S 62 deg. W, 17.2'

GLO BK 

15, P 51

9 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 81 deg. W, 23.1'                                    

16" White Pine - N 51 deg. E, 29.7'                          

24" White Pine - S 68 deg. E, 9.9'                           

16" White Pine - S 28 deg. W, 25.1'

GLO BK 

15, P 62

9 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Ash - S 18 deg. E, 17.2'                                    

5" Basswood - N 16 deg. W, 20.5'       

GLO BK 

15, P 64

10 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 37 deg. E, 15.2'                                    

14" White Pine - S 85 deg. W, 7.3'       

GLO BK 

15, P 36

10 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 30 deg. E, 8.6'                                    

12" White Pine - S 69 deg. W, 13.2'       

GLO BK 

15, P 54

10 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 37 deg. W, 14.5'                                    

24" White Pine - S 22 deg. E, 16.5'                          

6" Fir - S 40 deg. W, 14.5'                           10" 

White Birch - N 50 deg. E, 19.8'

GLO BK 

15, P 36

10 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Fir - N 30 deg. E, 19.1'                                    

8" Pine - N 20 deg. W, 25.7'                          

18" Pine - S 55 deg. E, 13.9'                           

18" Pine - S 60 deg. W, 33.0'

GLO BK 

15, P 53

10 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 41 deg. E, 8.6'                                    

12" Cedar - S 34 deg. W, 12.5'       

GLO BK 

15, P 52

10 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 44 deg. W, 13.9'                                    

10" Tamarack - N 74 deg. W, 6.6'                          

16" White Pine - N 64 deg. E, 9.2'                           

14" White Pine - S 34 deg. E, 33.7'

GLO BK 

15, P 34

10 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Birch - N 46 deg. W, 8.6'                                    

8" Tamarack - N 37 deg. E, 19.8'                          

8" Tamarack - S 38 deg. E, 10.6'                           

6" Fir - S 62 deg. W, 17.2'

GLO BK 

15, P 51

10 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - S 60 deg. W, 11.2'                                    

14" Cedar - N 81 deg. E, 2.6'       

GLO BK 

15, P 53
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11 52-26  
6 Tract Survey in G.L. 6 Betw. T.H. 

169 and C.Rd. 66 by Chas. Handschu
1958

Tied into S ¼ Cor. And M.C. On S. line                  

No new ties taken 

Book 2, 

Page 126

11 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Fir - S 37 deg. W, 3.3'                                    

18" Basswood - N 80 deg. E, 9.2'       

GLO BK 

15, P 24

11 52-26 M.C.

M.C. is on E line SE 1/4 on NE side of 

Hill Lake - 5" Ash for corner as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
12" Elm - N 07 deg. W, 35.6'                                    

12" Cedar - N 90 deg. E, 23.8'       

GLO BK 

15, P 23

11 52-26 M.C.

M.C. is on N line NE 1/4 on E side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 63 deg. E, 5.3'                                    

6" Ash - S 39 deg. E, 4.6'       

GLO BK 

15, P 27

11 52-26 M.C.

M.C. is on S line SE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Cedar - N 56 deg. W, (?)'                                    

20" Elm - S 75 deg. W, (?)'       

GLO BK 

15, P 35

11 52-26 M.C.

M.C. is on N line NE 1/4 on W side of 

Hill Lake - marked 10" Maple as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869 No ties noted 
GLO BK 

15, P 37

11 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 30 deg. E, 11.2'                                    

8" White Pine - S 24 deg. E, 9.9'       

GLO BK 

15, P 37

11 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Basswood - N 26 deg. W, 15.2'                                    

5" Fir - S 71 deg. W, 11.2'                          8" 

Elm - S 09 deg. E, 12.5'                           16" 

Birch - N 81 deg. E, 15.8'

GLO BK 

15, P 24

11 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

22" White Pine - N 37 deg. W, 14.5'                                    

24" White Pine - S 22 deg. E, 16.5'                          

6" Fir - S 40 deg. W, 14.5'                           10" 

White Birch - N 50 deg. E, 19.8'

GLO BK 

15, P 36

11 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
28" White Pine - S 68 deg. E, 6.6'                                    

12" White Pine - N 79 deg. E, 9.9'       

GLO BK 

15, P 35

11 52-26 SE

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 22

11 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 44 deg. W, 13.9'                                    

10" Tamarack - N 74 deg. W, 6.6'                          

16" White Pine - N 64 deg. E, 9.2'                           

14" White Pine - S 34 deg. E, 33.7'

GLO BK 

15, P 34

11 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 37 deg. E, 15.2'                                    

14" White Pine - S 85 deg. W, 7.3'       

GLO BK 

15, P 36

12 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
16" Birch - N 13 deg. E, 6.6'                                   

10" Birch - N 36 deg. W, 5.9'                          

GLO BK 

6 P 5

12 52-26 M.C.

M.C. is on S line SW 1/4 on NE side 

of Hill Lake - 10" Balm for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1869
10" Balm - N 27 deg. E, 12.5'                                    

12" Balm - S 60 deg. E, 22.4'       

GLO BK 

15, P 22

12 52-26 M.C.

M.C. is on W line SW 1/4 on NE side 

of Hill Lake - 5" Ash for corner as part 

of original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
12" Elm - N 07 deg. W, 35.6'                                    

12" Cedar - N 90 deg. E, 23.8'       

GLO BK 

15, P 23

12 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" White Birch - S 54 deg. W, 11.9'                                    

6" White Birch - N 31 deg. W, 7.9'       

GLO BK 

15, P 25
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12 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

22" White Pine - N 49 deg. E, 10.6'                                    

30" White Pine - S 43 deg. W, 33.0'                          

20" White Pine - S 14 deg. E, 15.8'                                  

16" Birch - N 33 deg. W, 5.3' 

GLO BK 

6 P 5

12 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Basswood - N 26 deg. W, 15.2'                                    

5" Fir - S 71 deg. W, 11.2'                          8" 

Elm - S 09 deg. E, 12.5'                           16" 

Birch - N 81 deg. E, 15.8'

GLO BK 

15, P 24

12 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Birch - N 75 deg. W, 7.3'                                    

3" Birch - S 70 deg. E, 11.2'       

GLO BK 

15, P 22

12 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

24" White Pine - N 17 deg. E, 8.6'                                    

24" White Pine - S 21 deg. E, 22.4'                          

5" Fir - N 31 deg. W, 15.8'                                  

8" Fir - S 53 deg. W, 8.6' 

GLO BK 

6 P 4

12 52-26 SW

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 22

12 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Fir - S 37 deg. W, 3.3'                                    

18" Basswood - N 80 deg. E, 9.2'       

GLO BK 

15, P 24

13 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Cedar - S 86 deg. E, 10.6'                                   

4" Cedar - S 57 deg. W, 10.6'                          

GLO BK 

6 P 4

13 52-26 M.C.

M.C. is on S line SW 1/4 on E side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
14" Elm - N 76 deg. E, 30.4'                                    

3" Balm - S 77 deg. E, 26.4'       

GLO BK 

15, P 19

13 52-26 M.C.

M.C. is on W line SW 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 76 deg. E, 54.8'                                    

4" Ash - N 61 deg. W, 71.3'       

GLO BK 

15, P 20

13 52-26 M.C.

M.C. is on W line SW 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Ash - N 70 deg. W, 3.3'                                    

6" Ash - S 38 deg. E, 16.5'       

GLO BK 

15, P 20

13 52-26 M.C.

M.C. is on W line SW 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
12" Elm - N 76 deg. W, 15.8'                                    

18" Aspen - N 37 deg. E, 20.5'       

GLO BK 

15, P 20

13 52-26 M.C.

M.C. is on W line NW 1/4 on SW side 

of Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Cedar - S 31 deg. E, 7.3'                                    

6" Ash - S 55 deg. W, 9.9'       

GLO BK 

15, P 21

13 52-26 M.C.

M.C. is on S line SW 1/4 on NE side 

of Hill Lake - 10" Balm for corner as 

part of original Government Land 

Office Survey by O.E. Garrison, U.S. 

Deputy Surveyor

1869
10" Balm - N 27 deg. E, 12.5'                                    

12" Balm - S 60 deg. E, 22.4'       

GLO BK 

15, P 22

13 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Birch - N 75 deg. W, 7.3'                                    

3" Birch - S 70 deg. E, 11.2'       

GLO BK 

15, P 22

13 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

24" White Pine - N 17 deg. E, 8.6'                                    

24" White Pine - S 21 deg. E, 22.4'                          

5" Fir - N 31 deg. W, 15.8'                                  

8" Fir - S 53 deg. W, 8.6' 

GLO BK 

6 P 4

13 52-26 NW

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 22
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13 52-26 S 1/4
1 1/2" iron pipe found on c/l E-W road 

at c/l road to S by R. Thornton
1979

Nail & Cap in 18" Oak - S 40 deg. E, 70.20'          

Nail & cap in Power Pole - S 40 deg. W, 52.4'    

Nail & cap in 8" Maple - N 55 deg. W, 46.35'

204752

13 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" Birch - S 84 deg. E, 12.5'                                    

10" Maple - N 86 deg. W, 13.9'       

GLO BK 

15, P 19

13 52-26 SE
C.I.M. set on c/l N-S road at c/l road 

from W by R. Thornton
1979

Br. Disk (USGS B.M.) - N 25 deg. E, 54.62'          

N & D in 8" J. Pine - S 77 deg. E, 52.08'                

Power Pole - S 43 deg. W, 51.49'

204751

13 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

28" White Pine - N 07 deg. W, 27.1'                                    

22" White Pine - S 35 deg. W, 5.3'                          

28" White Pine - S 61 deg. E, 32.3'                                  

16" Birch - N 11 deg. E, 20.5' 

GLO BK 

6 P 4

13 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 05 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                                  

10" Black Pine - S 33 deg. E, 12.5' 

GLO BK 

15, P 17

13 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - N 64 deg. E, 12.5'                                    

16" Birch - N 70 deg. W, 14.5'       

GLO BK 

15, P 21

14 52-26  
2 Tract Survey in G.L. 1 Betw. Co. Rd. 

66 and Hill Lake by Chas. Handschu
1958

Not Tied into Sec. Cors.                                         

Has ties to iron pipe that were set

Book 2, 

Page 127

14 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - N 64 deg. E, 12.5'                                    

16" Birch - N 70 deg. W, 14.5'       

GLO BK 

15, P 21

14 52-26 M.C.

M.C. is on E line SE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 76 deg. E, 54.8'                                    

4" Ash - N 61 deg. W, 71.3'       

GLO BK 

15, P 20

14 52-26 M.C.

M.C. is on E line SE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Ash - N 70 deg. W, 3.3'                                    

6" Ash - S 38 deg. E, 16.5'       

GLO BK 

15, P 20

14 52-26 M.C.

M.C. is on E line SE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
12" Elm - N 76 deg. W, 15.8'                                    

18" Aspen - N 37 deg. E, 20.5'       

GLO BK 

15, P 20

14 52-26 M.C.

M.C. is on E line NE 1/4 on SW side 

of Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Cedar - S 31 deg. E, 7.3'                                    

6" Ash - S 55 deg. W, 9.9'       

GLO BK 

15, P 21

14 52-26 M.C.

M.C. is on S line SE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 34 deg. W, 0.5'                                    

8" Ash - S 34 deg. W, 54.1'       

GLO BK 

15, P 33

14 52-26 M.C.

M.C. is on N line NE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
8" Cedar - N 56 deg. W, (?)'                                    

20" Elm - S 75 deg. W, (?)'       

GLO BK 

15, P 35

14 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
28" White Pine - S 68 deg. E, 6.6'                                    

12" White Pine - N 79 deg. E, 9.9'       

GLO BK 

15, P 35

14 52-26 NE

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 22

14 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 44 deg. W, 13.9'                                    

10" Tamarack - N 74 deg. W, 6.6'                          

16" White Pine - N 64 deg. E, 9.2'                           

14" White Pine - S 34 deg. E, 33.7'

GLO BK 

15, P 34
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14 52-26 S 1/4
3/4" iron pipe set 2.2' S of c/l E-W 

highway by R. Swenson
1990

spk in Power Pole - 106.26' ESE                           

NE cor. Hse Fndtn. - 117.12' SE                         

spk in Power pole - 151.73' SW

264348

14 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - S 85 deg. W, 29.0'                                    

24" White Pine - N 38 deg. W, 5.3'       

GLO BK 

15, P 33

14 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 05 deg. E, 10.6'                                    

16" Yellow Pine - N 66 deg. W, 44.2'                          

9" White Pine - S 36 deg. W, 10.6'                                  

10" Black Pine - S 33 deg. E, 12.5' 

GLO BK 

15, P 17

14 52-26 SW
3/4" iron pin found on c/l E-W highway 

at fence line to the N by R. Swenson
1990

spk in 8" Poplar - 73.77' NE                                 

spk in Power Pole - 72.25' SSE                             

spk in 8" Pine - 99.13' NW

264349

14 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 30 deg. E, 15.8'                                    

18" Aspen - N 55 deg. W, 23.8'                          

12" Basswood - S 78 deg. W, 24.4'                           

10" Elm - S 08 deg. E, 22.4'

GLO BK 

15, P 32

14 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - N 45 deg. E, 11.2'                                    

18" White Pine - N 33 deg. W, 15.8'       

GLO BK 

15, P 34

15 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - N 45 deg. E, 11.2'                                    

18" White Pine - N 33 deg. W, 15.8'       

GLO BK 

15, P 34

15 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 41 deg. E, 8.6'                                    

12" Cedar - S 34 deg. W, 12.5'       

GLO BK 

15, P 52

15 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - S 44 deg. W, 13.9'                                    

10" Tamarack - N 74 deg. W, 6.6'                          

16" White Pine - N 64 deg. E, 9.2'                           

14" White Pine - S 34 deg. E, 33.7'

GLO BK 

15, P 34

15 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Birch - N 46 deg. W, 8.6'                                    

8" Tamarack - N 37 deg. E, 19.8'                          

8" Tamarack - S 38 deg. E, 10.6'                           

6" Fir - S 62 deg. W, 17.2'

GLO BK 

15, P 51

15 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - N 56 deg. E, 13.2'                                    

22" White Pine - S 59 deg. E, 23.1'       

GLO BK 

15, P 50

15 52-26 SE
3/4" iron pin found on c/l E-W highway 

at fence line to the N by R. Swenson
1990

spk in 8" Poplar - 73.77' NE                                 

spk in Power Pole - 72.25' SSE                           

spk in 8" Pine - 99.13' NW

264349

15 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 30 deg. E, 15.8'                                    

18" Aspen - N 55 deg. W, 23.8'                          

12" Basswood - S 78 deg. W, 24.4'                           

10" Elm - S 08 deg. E, 22.4'

GLO BK 

15, P 32

15 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

16" White Wood - N 16 deg. W, 7.9'                                    

14" White Wood - S 15 deg. E, 7.3'                          

15" Cedar - S 55 deg. W, 7.3'                           

12" Cedar - N 70 deg. E, 6.6'

GLO BK 

15, P 49

15 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Tamarack - N 26 deg. W, 2.6'                                    

5" Cedar - S 26 deg. E, 2.6'       

GLO BK 

15, P 51

16 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Tamarack - N 26 deg. W, 2.6'                                    

5" Cedar - S 26 deg. E, 2.6'       

GLO BK 

15, P 51

16 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Cedar - N 00 deg. E, 9.2'                                    

10" Cedar - S 23 deg. W, 11.9'       

GLO BK 

15, P 63

16 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Birch - N 46 deg. W, 8.6'                                    

8" Tamarack - N 37 deg. E, 19.8'                          

8" Tamarack - S 38 deg. E, 10.6'                           

6" Fir - S 62 deg. W, 17.2'

GLO BK 

15, P 51

16 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 81 deg. W, 23.1'                                    

16" White Pine - N 51 deg. E, 29.7'                          

24" White Pine - S 68 deg. E, 9.9'                           

16" White Pine - S 28 deg. W, 25.1'

GLO BK 

15, P 62
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16 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
18" White Pine - N 65 deg. W, 9.2'                                    

8" White Pine - S 46 deg. E, 5.3'       

GLO BK 

15, P 61

16 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

16" White Wood - N 16 deg. W, 7.9'                                    

14" White Wood - S 15 deg. E, 7.3'                          

15" Cedar - S 55 deg. W, 7.3'                           

12" Cedar - N 70 deg. E, 6.6'

GLO BK 

15, P 49

16 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" Dbl Pine - N 73 deg. W, 14.5'                                    

22" White Pine - S 81 deg. W, 14.5'                          

6" White Pine - N 74 deg. E, 9.9'                           

8" Fir - S 55 deg. E, 4.0'

GLO BK 

15, P 60

16 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" White Pine - N 42 deg. W, 27.1'                                    

10" Birch - N 48 deg. E, 19.8'       

GLO BK 

15, P 62

17 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" White Pine - N 42 deg. W, 27.1'                                    

10" Birch - N 48 deg. E, 19.8'       

GLO BK 

15, P 62

17 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Birch - S 60 deg. W, 4.0'                                    

3" Fir - N 02 deg. E, 4.6'       

GLO BK 

15, P 77

17 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 81 deg. W, 23.1'                                    

16" White Pine - N 51 deg. E, 29.7'                          

24" White Pine - S 68 deg. E, 9.9'                           

16" White Pine - S 28 deg. W, 25.1'

GLO BK 

15, P 62

17 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - N 85 deg. E, 22.4'                                    

16" White Pine - S 24 deg. E, 27.1'                          

14" White Pine - S 72 deg. W, 22.4'                           

14" Birch - N 49 deg. W, 20.5'

GLO BK 

15, P 76

17 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Birch - N 81 deg. W, 17.2'                                    

6" Maple - S 42 deg. E, 9.9'       

GLO BK 

15, P 74

17 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" Dbl Pine - N 73 deg. W, 14.5'                                    

22" White Pine - S 81 deg. W, 14.5'                          

6" White Pine - N 74 deg. E, 9.9'                           

8" Fir - S 55 deg. E, 4.0'

GLO BK 

15, P 60

17 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 60 deg. E, 23.8'                                    

14" Birch - S 13 deg. W, 7.3'                          8" 

Maple - S 67 deg. W, 21.1'                           9" 

Maple - N 67 deg. E, 23.8'

GLO BK 

15, P 73

17 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - S 70 deg. E, 2.0'                                    

5" Tamarack - S 40 deg. W, 25.7'       

GLO BK 

15, P 76

18 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - S 70 deg. E, 2.0'                                    

5" Tamarack - S 40 deg. W, 25.7'       

GLO BK 

15, P 76

18 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - S 08 deg. E, 10.6'                                    

10" Birch - N 06 deg. W, 20.5'       

GLO BK 

15, P 78

18 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - N 85 deg. E, 22.4'                                    

16" White Pine - S 24 deg. E, 27.1'                          

14" White Pine - S 72 deg. W, 22.4'                           

14" Birch - N 49 deg. W, 20.5'

GLO BK 

15, P 76

18 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 51 deg. E, 7.9'                                    

12" White Cedar - N 61 deg. W, 25.1'                          

4" Spruce - S 14 deg. E, 28.4'                           

No other tree available for ties

GLO BK 

15, P 4

18 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 55 deg. W, 7.9'                                    

8" Aspen - N 43 deg. E, 2.0'       

GLO BK 

15, P 75

18 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 60 deg. E, 23.8'                                    

14" Birch - S 13 deg. W, 7.3'                          8" 

Maple - S 67 deg. W, 21.1'                           9" 

Maple - N 67 deg. E, 23.8'

GLO BK 

15, P 73
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18 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Fir - N 61 deg. W, 3.3'                                    

8" Spruce - S 48 deg. W, 16.5'                          

10" Black Pine - S 09 deg. E, 17.8'                           

9" Black Pine - S 09 deg. E, 17.8'

GLO BK 

15, P 3

18 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" White Pine - N 02 deg. E, 17.8'                                    

3" Spruce - N 12 deg. W, 23.8'       

GLO BK 

15, P 4

19 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
Triple Cedar - 10",14",16" - S 90 deg. W, 2.6'                                    

No other trees near

GLO BK 

15, P 73

19 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 55 deg. W, 7.9'                                    

8" Aspen - N 43 deg. E, 2.0'       

GLO BK 

15, P 75

19 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 60 deg. E, 23.8'                                    

14" Birch - S 13 deg. W, 7.3'                          8" 

Maple - S 67 deg. W, 21.1'                           9" 

Maple - N 67 deg. E, 23.8'

GLO BK 

15, P 73

19 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Fir - N 61 deg. W, 3.3'                                    

8" Spruce - S 48 deg. W, 16.5'                          

10" Black Pine - S 09 deg. E, 17.8'                           

9" Black Pine - S 09 deg. E, 17.8'

GLO BK 

15, P 3

19 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Spruce - S 08 deg. W, 5.3'                                    

6" White Pine - N 27 deg. W, 2.0'       

GLO BK 

15, P 72

19 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 75 deg. E, 9.2'                                    

12" Cedar - N 62 deg. W, 4.0'                          

6" Cedar - S 20 deg. E, 3.3'                           

12" Cedar - S 39 deg. W, 8.6'

GLO BK 

15, P 70

19 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" Norway Pine - N 06 deg. E, 16.5'                                    

10" Fir - N 19 deg. W, 5.3'                          8" 

Birch - S 68 deg. E, 15.2'                           24" 

White Pine - S 82 deg. W, 31.0'

GLO BK 

15, P 2

19 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Spruce - S 01 deg. E, 9.9'                                    

4" Birch - N 04 deg. W, 13.9'       

GLO BK 

15, P 3

20 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Black Ash - N 75 deg. E, 2.6'                                    

3" Tamarack - N 15 deg. S(?), 3.3'       

GLO BK 

15, P 60

20 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Birch - N 81 deg. W, 17.2'                                    

6" Maple - S 42 deg. E, 9.9'       

GLO BK 

15, P 74

20 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" Dbl Pine - N 73 deg. W, 14.5'                                    

22" White Pine - S 81 deg. W, 14.5'                          

6" White Pine - N 74 deg. E, 9.9'                           

8" Fir - S 55 deg. E, 4.0'

GLO BK 

15, P 60

20 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 60 deg. E, 23.8'                                    

14" Birch - S 13 deg. W, 7.3'                          8" 

Maple - S 67 deg. W, 21.1'                           9" 

Maple - N 67 deg. E, 23.8'

GLO BK 

15, P 73

20 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
18" White Pine - N 41 deg. E, 4.6'                                    

18" White Pine - S 50 deg. W, 9.2'       

GLO BK 

15, P 71

20 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Birch - N 53 deg. E, 11.2'                                    

12" Birch - S 67 deg. W, 19.1'       

GLO BK 

15, P 58

20 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 75 deg. E, 9.2'                                    

12" Cedar - N 62 deg. W, 4.0'                          

6" Cedar - S 20 deg. E, 3.3'                           

12" Cedar - S 39 deg. W, 8.6'

GLO BK 

15, P 70

20 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
Triple Cedar - 10",14",16" - S 90 deg. W, 2.6'                                    

No other trees near

GLO BK 

15, P 73
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21 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Fir - N 19 deg. E, 17.8'                                    

12" Fir - S 20 deg. W, 5.3'       

GLO BK 

15, P 49

21 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
18" White Pine - N 65 deg. W, 9.2'                                    

8" White Pine - S 46 deg. E, 5.3'       

GLO BK 

15, P 61

21 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

16" White Wood - N 16 deg. W, 7.9'                                    

14" White Wood - S 15 deg. E, 7.3'                          

15" Cedar - S 55 deg. W, 7.3'                           

12" Cedar - N 70 deg. E, 6.6'

GLO BK 

15, P 49

21 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" Dbl Pine - N 73 deg. W, 14.5'                                    

22" White Pine - S 81 deg. W, 14.5'                          

6" White Pine - N 74 deg. E, 9.9'                           

8" Fir - S 55 deg. E, 4.0'

GLO BK 

15, P 60

21 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" White Pine - N 54 deg. W, 8.6'                                    

22" White Pine - S 64 deg. E, 34.3'       

GLO BK 

15, P 59

21 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - N 54 deg. W, (?)'                                    

6" Spruce - N 15 deg. E, (?)'                          5" 

Spruce - S 43 deg. W, (?)'                           6" 

Tamarack - S 73 deg. E, (?)'

GLO BK 

15, P 47

21 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Birch - N 53 deg. E, 11.2'                                    

12" Birch - S 67 deg. W, 19.1'       

GLO BK 

15, P 58

21 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Black Ash - N 75 deg. E, 2.6'                                    

3" Tamarack - N 15 deg. S(?), 3.3'       

GLO BK 

15, P 60

22 52-26 E 1/4
3/4" iron pipe set approx. 50' S of E-W 

logging trail in woods by R. Swenson 
1990

spk in 14" Birch - 17.08' ENE                               

spk in 8" Spruce - 32.15' ESE                                 

spk in 10" Spruce - 31.73' NNW

264346

22 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Spruce - N 23 deg. E, 12.5'                                    

6" Elm - S 23 deg. W, 4.0'       

GLO BK 

15, P 32

22 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - N 56 deg. E, 13.2'                                    

22" White Pine - S 59 deg. E, 23.1'       

GLO BK 

15, P 50

22 52-26 NE
3/4" iron pin found on c/l E-W highway 

at fence line to the N by R. Swenson
1990

spk in 8" Poplar - 73.77' NE                                   

spk in Power Pole - 72.25' SSE                          

spk in 8" Pine - 99.13' NW

264349

22 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 30 deg. E, 15.8'                                    

18" Aspen - N 55 deg. W, 23.8'                          

12" Basswood - S 78 deg. W, 24.4'                           

10" Elm - S 08 deg. E, 22.4'

GLO BK 

15, P 32

22 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

16" White Wood - N 16 deg. W, 7.9'                                    

14" White Wood - S 15 deg. E, 7.3'                          

15" Cedar - S 55 deg. W, 7.3'                           

12" Cedar - N 70 deg. E, 6.6'

GLO BK 

15, P 49

22 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 82 deg. E, 6.6'                                    

6" Fir - S 81 deg. E, 5.9'       

GLO BK 

15, P 48

22 52-26 SE
3/4" iron pipe set at fence corner of 

fences to the N and E by R. Swenson
1990

spk in 8" Basswood in clmp - 39.44' ESE              

spk in 8" Basswood in clmp - 26.3' W                   

spk in 12" Spruce - 47.70' NNW

264347

22 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Aspen - N 42 deg. E, 13.2'                                    

11" Aspen - S 30 deg. E, 4.6'                          

14" Aspen - N 33 deg. W, 17.8'                           

14" Aspen - S 57 deg. W, 15.8'

GLO BK 

15, P 30

22 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - N 54 deg. W, (?)'                                    

6" Spruce - N 15 deg. E, (?)'                          5" 

Spruce - S 43 deg. W, (?)'                           6" 

Tamarack - S 73 deg. E, (?)'

GLO BK 

15, P 47

22 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Fir - N 19 deg. E, 17.8'                                    

12" Fir - S 20 deg. W, 5.3'       

GLO BK 

15, P 49

23 52-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1935

Partial subd.– exterior only                                 

Distance only shown

Book 1, 

Page 475
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23 52-26 E 1/4

1" iron pin found at NE cor. Parking 

area, 4.5' W of E edge and 7' S of N 

edge by R. Swenson

1990

NE cor. Unit 301 - 85.33' S                                     

NE cor. Unit 304 - 87.63' SW                                  

Most Nly cor. Well House - 94.05' WSW

264416

23 52-26 E 1/4
1” x 3” iron mon. set at corner by H.D. 

Keath, County Surveyor
1935

12” Cedar stump - S 45 deg. E, 17.2'                     

14” Cedar stump – N 45 deg. W, 25.4'      

Book 1, 

Page 475

23 52-26 E 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1935

12” Yellow Birch - S 45 deg. W, 10.5'                    

8” Poplar – N 45 deg. E, 6.5'      

Book 1, 

Page 475

23 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - N 02 deg. W, 20.5'                                    

3" Aspen - S 20 deg. E, 9.9'       

GLO BK 

15, P 17

23 52-26 M.C.

M.C. is on E line NE 1/4 on S side of 

Hill lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
6" Cedar - S 18 deg. W, 13.9'                                    

4" Willow - S 13 deg. E, 3.3'       

GLO BK 

15, P 17

23 52-26 M.C.

M.C. is on N line NE 1/4 on W side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
10" Ash - N 34 deg. W, 0.5'                                    

8" Ash - S 34 deg. W, 54.1'       

GLO BK 

15, P 33

23 52-26 N 1/4
3/4" iron pipe set 2.2' S of c/l E-W 

highway by R. Swenson
1990

spk in Power Pole - 106.26' ESE                         

NE cor. Hse Fndtn. - 117.12' SE                          

spk in Power pole - 151.73' SW

264348

23 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - S 85 deg. W, 29.0'                                    

24" White Pine - N 38 deg. W, 5.3'       

GLO BK 

15, P 33

23 52-26 NE

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 18

23 52-26 NW
3/4" iron pin found on c/l E-W highway 

at fence line to the N by R. Swenson
1990

spk in 8" Poplar - 73.77' NE                                  

spk in Power Pole - 72.25' SSE                              

spk in 8" Pine - 99.13' NW

264349

23 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - N 30 deg. E, 15.8'                                    

18" Aspen - N 55 deg. W, 23.8'                          

12" Basswood - S 78 deg. W, 24.4'                           

10" Elm - S 08 deg. E, 22.4'

GLO BK 

15, P 32

23 52-26 S 1/4
3/4" iron found at c/l N-S highway at 

c/l road to E by R. Swanson  
1990

spk in Power Pole - 95.23' ESE                              

spk in 10" Spruce - 86.86' SE                                

spk in 14" Spruce - 53.50' W

264415

23 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" White Pine - S 73 deg. E, 19.8'                                    

8" Balsam - N 50 deg. E, 11.9'       

GLO BK 

15, P 31

23 52-26 SE
Set 1 1/4” iron bolt at corner by H.D. 

Keath, County Surveyor
1935

8” Spruce – S 45 deg. W, 22.2'                               

4” Spruce – S 45 deg. W, 22.2'                            

9” Balsam – N 45 deg. W, 23.0'

Book 1, 

Page 475

23 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Aspen - N 76 deg. E, 21.8'                                    

4" Birch - N 24 deg. W, 2.6'                          4" 

Birch - S 13 deg. E, 5.9'                           4" 

Birch - S 27 deg. W, 13.9'

GLO BK 

15, P 15

23 52-26 SW
3/4" iron pipe set at fence corner of 

fences to the N and E by R. Swenson
1990

spk in 8" Basswood in clmp - 39.44' ESE              

spk in 8" Basswood in clmp - 26.3' W                    

spk in 12" Spruce - 47.70' NNW

264347

23 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Aspen - N 42 deg. E, 13.2'                                    

11" Aspen - S 30 deg. E, 4.6'                          

14" Aspen - N 33 deg. W, 17.8'                           

14" Aspen - S 57 deg. W, 15.8'

GLO BK 

15, P 30

23 52-26 W 1/4
3/4" iron pipe set approx. 50' S of E-W 

logging trail in woods by R. Swenson 
1990

spk in 14" Birch - 17.08' ENE                                 

spk in 8" Spruce - 32.15' ESE                               

spk in 10" Spruce - 31.73' NNW

264346

23 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Spruce - N 23 deg. E, 12.5'                                    

6" Elm - S 23 deg. W, 4.0'       

GLO BK 

15, P 32

24 52-26  
Subdivision of Section by H.D. Keath, 

County Surveyor 
1935

Partial subd.– exterior only                                 

Distance only shown

Book 1, 

Page 475

24 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
10" Fir - N 41 deg. E, 12.5'                                   

22" Birch - S 80 deg. W, 14.5'                          

GLO BK 

6 P 3
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24 52-26 M.C.

M.C. is on W line NW 1/4 on S side of 

Hill lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
6" Cedar - S 18 deg. W, 13.9'                                    

4" Willow - S 13 deg. E, 3.3'       

GLO BK 

15, P 17

24 52-26 M.C.

M.C. is on S line SW 1/4 on E side of 

Hill Lake - set wood post as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
14" Elm - N 76 deg. E, 30.4'                                    

3" Balm - S 77 deg. E, 26.4'       

GLO BK 

15, P 19

24 52-26 N 1/4
1 1/2" iron pipe found on c/l E-W road 

at c/l road to S by R. Thornton
1979

Nail & cap in 18" Oak - S 40 deg. E, 70.20'            

Nail & cap in Power Pole - S 40 deg. W, 52.4'    

Nail & cap in 8" Maple - N 55 deg. W, 46.35'

204752

24 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" Birch - S 84 deg. E, 12.5'                                    

10" Maple - N 86 deg. W, 13.9'       

GLO BK 

15, P 19

24 52-26 NE
C.I.M. set on c/l N-S road at c/l road 

from W by R. Thornton
1979

Br. Disk (USGS B.M.) - N 25 deg. E, 54.62'         

N & D in 8" J. Pine - S 77 deg. E, 52.08'               

Power Pole - S 43 deg. W, 51.49'

204751

24 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

28" White Pine - N 07 deg. W, 27.1'                                    

22" White Pine - S 35 deg. W, 5.3'                          

28" White Pine - S 61 deg. E, 32.3'                                  

16" Birch - N 11 deg. E, 20.5' 

GLO BK 

6 P 4

24 52-26 NW

corner falls in Hill Lake - no wood post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1869 No ties taken as corner falls in Hill Lake
GLO BK 

15, P 18

24 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 52 deg. E, 3.3'                                    

4" Birch - N 53 deg. W, 12.5'       

GLO BK 

15, P 17

24 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" White Birch - N 42 deg. W, 6.6'                                    

10" Maple - N 43 deg. E, 11.2'                          

12" Fir - S 54 deg. W, 3.3'                                  

6" Cedar - S 34 deg. E, 17.8' 

GLO BK 

6 P 2

24 52-26 SW
Set 1 1/4” iron bolt at corner by H.D. 

Keath, County Surveyor
1935

8” Spruce – S 45 deg. W, 22.2'                               

4” Spruce – S 45 deg. W, 22.2'                            

9” Balsam – N 45 deg. W, 23.0'

Book 1, 

Page 475

24 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Aspen - N 76 deg. E, 21.8'                                    

4" Birch - N 24 deg. W, 2.6'                          4" 

Birch - S 13 deg. E, 5.9'                           4" 

Birch - S 27 deg. W, 13.9'

GLO BK 

15, P 15

24 52-26 W 1/4

1" iron pin found at NE cor. Parking 

area, 4.5' W of E edge and 7' S of N 

edge by R. Swenson

1990

NE cor. Unit 301 - 85.33' S                                    

NE cor. Unit 304 - 87.63' SW                                  

Most Nly cor. Well House - 94.05' WSW

264416

24 52-26 W 1/4
Took new ties to inp. Cor. By H.D. 

Keath, County Surveyor
1935

12” Yellow Birch - S 45 deg. W, 10.5'                    

8” Poplar – N 45 deg. E, 6.5'      

Book 1, 

Page 475

24 52-26 W 1/4
1” x 3” iron mon. set at corner by H.D. 

Keath, County Surveyor
1935

12” Cedar stump - S 45 deg. E, 17.2'                     

14” Cedar stump – N 45 deg. W, 25.4'      

Book 1, 

Page 475

24 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - N 02 deg. W, 20.5'                                    

3" Aspen - S 20 deg. E, 9.9'       

GLO BK 

15, P 17

25 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871
4" Black Oak - S 49 deg. E, 12.5'                                   

5" White Birch - S 11 deg. W, 17.8'                          

GLO BK 

6 P 2

25 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 52 deg. E, 3.3'                                    

4" Birch - N 53 deg. W, 12.5'       

GLO BK 

15, P 17

25 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

10" White Birch - N 42 deg. W, 6.6'                                    

10" Maple - N 43 deg. E, 11.2'                          

12" Fir - S 54 deg. W, 3.3'                                  

6" Cedar - S 34 deg. E, 17.8' 

GLO BK 

6 P 2

25 52-26 NW
Set 1 1/4” iron bolt at corner by H.D. 

Keath, County Surveyor
1935

8” Spruce – S 45 deg. W, 22.2'                               

4” Spruce – S 45 deg. W, 22.2'                            

9” Balsam – N 45 deg. W, 23.0'

Book 1, 

Page 475

25 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Aspen - N 76 deg. E, 21.8'                                    

4" Birch - N 24 deg. W, 2.6'                          4" 

Birch - S 13 deg. E, 5.9'                           4" 

Birch - S 27 deg. W, 13.9'

GLO BK 

15, P 15
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25 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Basswood - N 48 deg. W, 5.9'                                    

8" Black Ash - S 59 deg. E, 29.7'       

GLO BK 

15, P 15

25 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 82 deg. W, 59.4'                                    

4" Tamarack - N 56 deg. W, 46.2'                          

4" Tamarack - N 58 deg. E, 56.1'                                  

3" Tamarack - S 78 deg. E, 40.3' 

GLO BK 

6 P 1

25 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Basswood - N 73 deg. E, 23.8'                                    

26" Birch - S 05 deg. W, 11.9'                          

12" Maple - S 51 deg. E, 56.1'                           

24" Birch - N 55 deg. W, 15.8'

GLO BK 

15, P 14

25 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - S 86 deg. W, 7.9'                                    

6" Aspen - S 84 deg. E, 9.9'       

GLO BK 

15, P 15

26 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - S 86 deg. W, 7.9'                                    

6" Aspen - S 84 deg. E, 9.9'       

GLO BK 

15, P 15

26 52-26 N 1/4
3/4" iron found at c/l N-S highway at 

c/l road to E by R. Swanson  
1990

spk in Power Pole - 95.23' ESE                          

spk in 10" Spruce - 86.86' SE                                

spk in 14" Spruce - 53.50' W

264415

26 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" White Pine - S 73 deg. E, 19.8'                                    

8" Balsam - N 50 deg. E, 11.9'       

GLO BK 

15, P 31

26 52-26 NE
Set 1 1/4” iron bolt at corner by H.D. 

Keath, County Surveyor
1935

8” Spruce – S 45 deg. W, 22.2'                               

4” Spruce – S 45 deg. W, 22.2'                            

9” Balsam – N 45 deg. W, 23.0'

Book 1, 

Page 475

26 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Aspen - N 76 deg. E, 21.8'                                    

4" Birch - N 24 deg. W, 2.6'                          4" 

Birch - S 13 deg. E, 5.9'                           4" 

Birch - S 27 deg. W, 13.9'

GLO BK 

15, P 15

26 52-26 NW
3/4" iron pipe set at fence corner of 

fences to the N and E by R. Swenson
1990

spk in 8" Basswood in clmp - 39.44' ESE             

spk in 8" Basswood in clmp - 26.3' W                

spk in 12" Spruce - 47.70' NNW

264347

26 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Aspen - N 42 deg. E, 13.2'                                    

11" Aspen - S 30 deg. E, 4.6'                          

14" Aspen - N 33 deg. W, 17.8'                           

14" Aspen - S 57 deg. W, 15.8'

GLO BK 

15, P 30

26 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 36 deg. W, 3.3'                                    

14" Cedar - S 36 deg. E, 4.0'       

GLO BK 

15, P 29

26 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Basswood - N 73 deg. E, 23.8'                                    

26" Birch - S 05 deg. W, 11.9'                          

12" Maple - S 51 deg. E, 56.1'                           

24" Birch - N 55 deg. W, 15.8'

GLO BK 

15, P 14

26 52-26 SW

corner falls in dense alder swamp - 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties 
GLO BK 

15, P 28

26 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Ash - N 72 deg. E, 2.6'                                    

12" Cedar - S 76 deg. W, 8.6'       

GLO BK 

15, P 30

27 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Ash - N 72 deg. E, 2.6'                                    

12" Cedar - S 76 deg. W, 8.6'       

GLO BK 

15, P 30

27 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 82 deg. E, 6.6'                                    

6" Fir - S 81 deg. E, 5.9'       

GLO BK 

15, P 48

27 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Aspen - N 42 deg. E, 13.2'                                    

11" Aspen - S 30 deg. E, 4.6'                          

14" Aspen - N 33 deg. W, 17.8'                           

14" Aspen - S 57 deg. W, 15.8'

GLO BK 

15, P 30

27 52-26 NE 
3/4" iron pipe set at fence corner of 

fences to the N and E by R. Swenson
1990

spk in 8" Basswood in clmp - 39.44' ESE              

spk in 8" Basswood in clmp - 26.3' W                   

spk in 12" Spruce - 47.70' NNW

264347
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27 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - N 54 deg. W, (?)'                                    

6" Spruce - N 15 deg. E, (?)'                          5" 

Spruce - S 43 deg. W, (?)'                           6" 

Tamarack - S 73 deg. E, (?)'

GLO BK 

15, P 47

27 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - N 87 deg. E, 4.0'                                    

6" Aspen - S 60 deg. W, 5.9'       

GLO BK 

15, P 46

27 52-26 SE

corner falls in dense alder swamp - 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties 
GLO BK 

15, P 28

27 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Fir - S 79 deg. E, 22.4'                                    

10" Fir - N 86 deg. W, 13.2'                          8" 

Fir - N 28 deg. W, 15.8'                           12" 

Spruce - N 44 deg. E, 18.5'

GLO BK 

15, P 45

27 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - N 31 deg. E, 7.3'                                    

6" Spruce - N 65 deg. W, 13.9'       

GLO BK 

15, P 47

28 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - N 31 deg. E, 7.3'                                    

6" Spruce - N 65 deg. W, 13.9'       

GLO BK 

15, P 47

28 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
24" White Pine - N 54 deg. W, 8.6'                                    

22" White Pine - S 64 deg. E, 34.3'       

GLO BK 

15, P 59

28 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - N 54 deg. W, (?)'                                    

6" Spruce - N 15 deg. E, (?)'                          5" 

Spruce - S 43 deg. W, (?)'                           6" 

Tamarack - S 73 deg. E, (?)'

GLO BK 

15, P 47

28 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Birch - N 53 deg. E, 11.2'                                    

12" Birch - S 67 deg. W, 19.1'       

GLO BK 

15, P 58

28 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Tamarack - N 04 deg. W, 5.9'                                    

8" Tamarack - S 27 deg. W, 9.2'       

GLO BK 

15, P 57

28 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Fir - S 79 deg. E, 22.4'                                    

10" Fir - N 86 deg. W, 13.2'                          8" 

Fir - N 28 deg. W, 15.8'                           12" 

Spruce - N 44 deg. E, 18.5'

GLO BK 

15, P 45

28 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - S 50 deg. W, 15.2'                                    

14" White Pine - N 29 deg. W, (?)'                          

22" White Pine - N 31 deg. E, 14.5'                           

No other tie stated

GLO BK 

15, P 56

28 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Birch - N 32 deg. E, 9.2'                                    

12" Birch - N 65 deg. W, 12.5'       

GLO BK 

15, P 58

29 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Birch - N 32 deg. E, 9.2'                                    

12" Birch - N 65 deg. W, 12.5'       

GLO BK 

15, P 58

29 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
18" White Pine - N 41 deg. E, 4.6'                                    

18" White Pine - S 50 deg. W, 9.2'       

GLO BK 

15, P 71

29 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Birch - N 53 deg. E, 11.2'                                    

12" Birch - S 67 deg. W, 19.1'       

GLO BK 

15, P 58

29 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 75 deg. E, 9.2'                                    

12" Cedar - N 62 deg. W, 4.0'                          

6" Cedar - S 20 deg. E, 3.3'                           

12" Cedar - S 39 deg. W, 8.6'

GLO BK 

15, P 70

29 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - N 06 deg. W, 14.5'                                    

5" Basswood - S 48 deg. E, 15.2'       

GLO BK 

15, P 68
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29 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - S 50 deg. W, 15.2'                                    

14" White Pine - N 29 deg. W, (?)'                          

22" White Pine - N 31 deg. E, 14.5'                           

No other tie stated

GLO BK 

15, P 56

29 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 42 deg. W, 5.9'                                    

8" Aspen - S 80 deg. E, 9.9'                          8" 

Spruce - N 36 deg. E, 18.5'                           

12" Spruce - S 72 deg. W, 4.0'

GLO BK 

15, P 67

29 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 87 deg. E, 15.2'                                    

5" Fir - S 86 deg. W, 18.5'       

GLO BK 

15, P 70

30 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 87 deg. E, 15.2'                                    

5" Fir - S 86 deg. W, 18.5'       

GLO BK 

15, P 70

30 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Spruce - S 08 deg. W, 5.3'                                    

6" White Pine - N 27 deg. W, 2.0'       

GLO BK 

15, P 72

30 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

14" Birch - N 75 deg. E, 9.2'                                    

12" Cedar - N 62 deg. W, 4.0'                          

6" Cedar - S 20 deg. E, 3.3'                           

12" Cedar - S 39 deg. W, 8.6'

GLO BK 

15, P 70

30 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" Norway Pine - N 06 deg. E, 16.5'                                    

10" Fir - N 19 deg. W, 5.3'                          8" 

Birch - S 68 deg. E, 15.2'                           24" 

White Pine - S 82 deg. W, 31.0'

GLO BK 

15, P 2

30 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" White Pine - N 72 deg. E, 3.3'                                    

5" White Pine - S 24 deg. E, 5.3'       

GLO BK 

15, P 69

30 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 42 deg. W, 5.9'                                    

8" Aspen - S 80 deg. E, 9.9'                          8" 

Spruce - N 36 deg. E, 18.5'                           

12" Spruce - S 72 deg. W, 4.0'

GLO BK 

15, P 67

30 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 19 deg. W, 93.7'                                    

6" White Pine - N 26 deg. E, 85.1'                    

No other trees near to use for ties

GLO BK 

15, P 1

30 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Fir - N 15 deg. E, 4.0'                                    

4" Birch - N 06 deg. W, 31.0'       

GLO BK 

15, P 2

30 52-26
Survey of Section line by H.D. Keath, 

County Surveyor 
1934

Survey of S line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 472

31 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 08 deg. E, 11.9'                                    

10" Aspen - N 20 deg. W, 7.3'       

GLO BK 

15, P 67

31 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" White Pine - N 72 deg. E, 3.3'                                    

5" White Pine - S 24 deg. E, 5.3'       

GLO BK 

15, P 69

31 52-26 NE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Jack Pine – S 45 deg. W, 73.0'                       

8” Norway Pine – N 45 deg. W, 73.0'

Book 1, 

Page 378

31 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 42 deg. W, 5.9'                                    

8" Aspen - S 80 deg. E, 9.9'                          8" 

Spruce - N 36 deg. E, 18.5'                           

12" Spruce - S 72 deg. W, 4.0'

GLO BK 

15, P 67

31 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 19 deg. W, 93.7'                                    

6" White Pine - N 26 deg. E, 85.1'                    

No other trees near to use for ties

GLO BK 

15, P 1

31 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" White Birch - S 45 deg. (?), 10.6'                                    

12" White Pine - N 66 deg. E, 16.5'                          

GLO BK 

15, P 12

31 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Spruce - N 57 deg. W, 12.5'                                    

6" Spruce - N 38 deg. E, 14.5'                          

8" Spruce - N 74 deg. W, 11.9'                           

10" Spruce - S 56 deg. E, 23.8'

GLO BK 

15, P 1
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31 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Spruce - N 19 deg. W, 4.6'                                    

9" Spruce - N 64 deg. E, 5.9'                          

10" White Pine - S 45 deg. E, 13.9'                           

10" White Pine - S 36 deg. W, 31.7'

GLO BK 

15, P 6

31 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 09 deg. E, 11.2'                                    

10" Aspen - N 18 deg. W, 13.2'       

GLO BK 

15, P 1

31 52-26
Survey of Section line by H.D. Keath, 

County Surveyor 
1934

Survey of N line of Section                         

Distance and Mag. Var. stated

Book 1, 

Page 472

32 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - N 43 deg. E, 14.5'                                    

8" Maple - S 72 deg. W, 30.4'       

GLO BK 

15, P 56

32 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - N 06 deg. W, 14.5'                                    

5" Basswood - S 48 deg. E, 15.2'       

GLO BK 

15, P 68

32 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - S 50 deg. W, 15.2'                                    

14" White Pine - N 29 deg. W, (?)'                          

22" White Pine - N 31 deg. E, 14.5'                           

No other tie stated

GLO BK 

15, P 56

32 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 42 deg. W, 5.9'                                    

8" Aspen - S 80 deg. E, 9.9'                          8" 

Spruce - N 36 deg. E, 18.5'                           

12" Spruce - S 72 deg. W, 4.0'

GLO BK 

15, P 67

32 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
24" White Pine - N 53 deg. W, 26.4'                                    

24" White Pine - S 81 deg. W, 23.8'                          

GLO BK 

15, P 11

32 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 32 deg. E, 19.1'                                    

6" Birch - N 26 deg. W, 44.9'       

GLO BK 

15, P 10

32 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Spruce - N 57 deg. W, 12.5'                                    

6" Spruce - N 38 deg. E, 14.5'                          

8" Spruce - N 74 deg. W, 11.9'                           

10" Spruce - S 56 deg. E, 23.8'

GLO BK 

15, P 1

32 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 08 deg. E, 11.9'                                    

10" Aspen - N 20 deg. W, 7.3'       

GLO BK 

15, P 67

33 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
7" Birch - N 19 deg. E, 8.6'                                    

8" Fir - S 37 deg. W, 5.9'       

GLO BK 

15, P 45

33 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Tamarack - N 04 deg. W, 5.9'                                    

8" Tamarack - S 27 deg. W, 9.2'       

GLO BK 

15, P 57

33 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Fir - S 79 deg. E, 22.4'                                    

10" Fir - N 86 deg. W, 13.2'                          8" 

Fir - N 28 deg. W, 15.8'                           12" 

Spruce - N 44 deg. E, 18.5'

GLO BK 

15, P 45

33 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

20" White Pine - S 50 deg. W, 15.2'                                    

14" White Pine - N 29 deg. W, (?)'                          

22" White Pine - N 31 deg. E, 14.5'                           

No other tie stated

GLO BK 

15, P 56

33 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Tamarack - N 67 deg. W, 8.6'                                    

6" White Pine - S 33 deg. W, 11.2'                          

GLO BK 

15, P 10

33 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 58 deg. E, 7.9'                                    

7" Aspen - S 55 deg. E, 6.6'                          6" 

White Pine - S 45 deg. W, 11.9'                           

10" Fir - N 26 deg. W, 5.9'

GLO BK 

15, P 9

33 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Birch - N 32 deg. E, 19.1'                                    

6" Birch - N 26 deg. W, 44.9'       

GLO BK 

15, P 10

33 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
22" White Pine - N 43 deg. E, 14.5'                                    

8" Maple - S 72 deg. W, 30.4'       

GLO BK 

15, P 56
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34 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - S 63 deg. W, 5.3'                                    

4" Tamarack - N 56 deg. E, 11.9'       

GLO BK 

15, P 28

34 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - N 87 deg. E, 4.0'                                    

6" Aspen - S 60 deg. W, 5.9'       

GLO BK 

15, P 46

34 52-26 NE

corner falls in dense alder swamp - 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties 
GLO BK 

15, P 28

34 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Fir - S 79 deg. E, 22.4'                                    

10" Fir - N 86 deg. W, 13.2'                          8" 

Fir - N 28 deg. W, 15.8'                           12" 

Spruce - N 44 deg. E, 18.5'

GLO BK 

15, P 45

34 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - S 80 deg. E, 21.1'                                    

6" Spruce - N 65 deg. W, 4.6'       

GLO BK 

15, P 9

34 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 35 deg. E, 8.6'                                    

24" White Pine - N 79 deg. W, 13.2'                          

22" White Pine - S 54 deg. W, 19.1'                           

6" Maple - S 51 deg. E, 9.9'

GLO BK 

15, P 8

34 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Aspen - N 58 deg. E, 7.9'                                    

7" Aspen - S 55 deg. E, 6.6'                          6" 

White Pine - S 45 deg. W, 11.9'                           

10" Fir - N 26 deg. W, 5.9'

GLO BK 

15, P 9

34 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
7" Birch - N 19 deg. E, 8.6'                                    

8" Fir - S 37 deg. W, 5.9'       

GLO BK 

15, P 45

35 52-26 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 63 deg. E, 18.5'                                    

8" Balsam - S 64 deg. W, 11.9'       

GLO BK 

15, P 13

35 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 36 deg. W, 3.3'                                    

14" Cedar - S 36 deg. E, 4.0'       

GLO BK 

15, P 29

35 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Basswood - N 73 deg. E, 23.8'                                    

26" Birch - S 05 deg. W, 11.9'                          

12" Maple - S 51 deg. E, 56.1'                           

24" Birch - N 55 deg. W, 15.8'

GLO BK 

15, P 14

35 52-26 NW

corner falls in dense alder swamp - 

wood post set as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties 
GLO BK 

15, P 28

35 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
3" Spruce - N 44 deg. W, 47.5'                                    

No other trees near for ties                   

GLO BK 

15, P 8

35 52-26 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

fence line to the N by J. Walker 

1986

RP in 5" W. Spruce - N 02 deg. E, 89.77'           

RP in 3" W. Oak - N 41 deg. E, 40.50'          

RP in 9" Balsam - S 56 deg. E, 72.64'

245884

35 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Tamarack - N 48 deg. E, 4.0'                                    

8" Birch - N 54 deg. W, 37.6'                          6" 

Birch - S 17 deg. E, 11.9'                           16" 

Yellow Pine - S 16 deg. W, 25.1'

GLO BK 

15, P 7

35 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

18" White Pine - N 35 deg. E, 8.6'                                    

24" White Pine - N 79 deg. W, 13.2'                          

22" White Pine - S 54 deg. W, 19.1'                           

6" Maple - S 51 deg. E, 9.9'

GLO BK 

15, P 8

35 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - S 63 deg. W, 5.3'                                    

4" Tamarack - N 56 deg. E, 11.9'       

GLO BK 

15, P 28

36 52-26 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Basswood - N 48 deg. W, 5.9'                                    

8" Black Ash - S 59 deg. E, 29.7'       

GLO BK 

15, P 15
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36 52-26 NE

Set wood post as part of original 

Government Land Office Survey by 

W.P. Allen, U.S. Deputy Surveyor

1871

8" Tamarack - S 82 deg. W, 59.4'                                    

4" Tamarack - N 56 deg. W, 46.2'                          

4" Tamarack - N 58 deg. E, 56.1'                                  

3" Tamarack - S 78 deg. E, 40.3' 

GLO BK 

6 P 1

36 52-26 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Basswood - N 73 deg. E, 23.8'                                    

26" Birch - S 05 deg. W, 11.9'                          

12" Maple - S 51 deg. E, 56.1'                           

24" Birch - N 55 deg. W, 15.8'

GLO BK 

15, P 14

36 52-26 S 1/4

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road 3' 

E of fence line to the S by J. Walker 

1986

DNR RP in 7" W. Oak - N 44 deg. E, 36.05'            

DNR RP in 11" W. Oak - S 33 deg. E, 24.60'         

RP in Tw. 7" W. Oak - S 47 deg. W, 37.96'

245887

36 52-26 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
6" Tamarack - S 00 deg. E, 4.6'                                    

8" Aspen - N 17 deg. W, 32.3'                          

GLO BK 

15, P 7

36 52-26 SE

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W trail 

road by J. Walker 

1984

DNR RP in 11" J. Pine - N 42 deg. W, 46.38'         

DNR RP in 7" J. Pine - S 10 deg. W, 87.36'          

DNR RP in 11" W. Oak - S 56 deg. W, 80.08'

245883

36 52-26 SE

Set wood post as part of original 

Government Land Office Survey by 

W.F. Ingerson, U.S. Deputy Surveyor

1873

18" Yellow Pine - N 40 deg. W, 47.5'                                    

18" Yellow Pine - N 34 deg. E, 37.6'                          

16" Yellow Pine - S 59 deg. W, 32.3'                                  

16" Yellow Pine - S 56 deg. E, 41.6' 

GLO BK 

6 P 6

36 52-26 SW

1 1/4"x1 1/4" steel tube w/"DNR 

Survey Marker" set on c/l E-W road at 

fence line to the N by J. Walker 

1986

DNR RP in 5" W. Spruce - N 02 deg. E, 89.77'       

DNR RP in 3" W. Oak - N 41 deg. E, 40.50'           

DNR RP in 9" Balsam - S 56 deg. E, 72.64'

245884

36 52-26 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Tamarack - N 48 deg. E, 4.0'                                    

8" Birch - N 54 deg. W, 37.6'                          6" 

Birch - S 17 deg. E, 11.9'                           16" 

Yellow Pine - S 16 deg. W, 25.1'

GLO BK 

15, P 7

36 52-26 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 63 deg. E, 18.5'                                    

8" Balsam - S 64 deg. W, 11.9'       

GLO BK 

15, P 13

36 52-26
Road Survey in Section by H. D 

Keath, County Surveyor 
1914

Is on S line of Section 36                              

Distance and Mag. Var. shown 

Book 1, 

Page 183

1 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
20" White Pine - S 05 deg. W, 27.7'                                    

12" Basswood - N 18 deg. E, 20.5'       

GLO BK 

15, P 6

1 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Tamarack - N 10 deg. E, 21.1'                                    

8" Tamarack - S 03 deg. W, 34.3'

GLO BK 

7, P 1

1 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" White Pine - S 69 deg. E, 7.9'                                    

14" White Pine - S 35 deg. W, 22.4'                    

14" Aspen - N 52 deg. E, 25.7'                                       

12" Aspen - N 31 deg. W, 15.8'

GLO BK 

15, P 6

1 52-27 NW 1 3/4" Iron Pipe w/threaded top 1994

10" Balsam - N 63 deg. E, 38.55'                            

"X" in rock - S 37 deg. W, 36.16'                            

10" Maple - S 35 deg. W, 25.27'

Itasca 

Co. 
 

1 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 1

1 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" Fir - N 13 deg. E, 6.6'                                    

6" Tamarack - S 36 deg. E, 12.5'

GLO BK 

7, P 14

1 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - S 72 deg. E, 20.5'                                    

4" Tamarack - N 37 deg. E, 25.7'                        

No other trees available for ties

GLO BK 

15, P 5

1 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" White Pine - S 47 deg. W, 7.9'                                    

12" White Pine - N 17 deg. E, 22.4'                                            

5" Fir - N 47 deg. W, 11.9'                                                 

4" Fir - S 67 deg. E, 4.6'

GLO BK 

7, P 13

1 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - S 15 deg. W, 9.9'                                    

10" Spruce - N 38 deg. E, 10.6'

GLO BK 

7, P 15
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2 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - S 15 deg. W, 9.9'                                    

10" Spruce - N 38 deg. E, 10.6'

GLO BK 

7, P 15

2 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Birch - S 80 deg. E, 11.2'                                    

12" White Pine - N 13 deg. E, 19.8'

GLO BK 

7, P 2

2 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 1

2 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 2

2 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 40 deg. E, 9.9'                                    

6" Maple - S 21 deg. W, 6.6'

GLO BK 

7, P 25

2 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" White Pine - S 47 deg. W, 7.9'                                    

12" White Pine - N 17 deg. E, 22.4'                                            

5" Fir - N 47 deg. W, 11.9'                                                 

4" Fir - S 67 deg. E, 4.6'

GLO BK 

7, P 13

2 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Birch - S 49 deg. W, 3.3'                                    

10" Fir - S 58 deg. E, 6.6'                                  

5" Fir - N 11 deg. W, 13.9'                              

12" Birch - N 63 deg. E, 18.5'

GLO BK 

7, P 24

2 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - S 65 deg. E, 11.9'                                    

6" Tamarack - N 33 deg. W, 15.8'

GLO BK 

7, P 26

3 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - S 65 deg. E, 11.9'                                    

6" Tamarack - N 33 deg. W, 15.8'

GLO BK 

7, P 26

3 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Ash - N 65 deg. W, 5.9'                                    

8" Fir - S 43 deg. W, 15.2'

GLO BK 

7, P 3

3 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 2

3 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 3

3 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Pine - S 86 deg. E, 9.9'                                    

10" White Pine - N 46 deg. W, 11.9'

GLO BK 

7, P 41

3 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Birch - S 49 deg. W, 3.3'                                    

10" Fir - S 58 deg. E, 6.6'                                  

5" Fir - N 11 deg. W, 13.9'                              

12" Birch - N 63 deg. E, 18.5'

GLO BK 

7, P 24

3 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Birch - N 53 deg. W, 19.8'                                    

10" Birch - S 34 deg. W, 14.5'                                  

10" White Pine - S 10 deg. E, 15.8'                              

10" Spruce - N 54 deg. E, 15.8'

GLO BK 

7, P 40

3 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - S 43 deg. E, 3.3'                                    

8" Birch - N 41 deg. W, 4.6'

GLO BK 

7, P 43

4 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - S 43 deg. E, 3.3'                                    

8" Birch - N 41 deg. W, 4.6'

GLO BK 

7, P 43

4 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" White Pine - N 87 deg. W, 14.5'                                    

14" Aspen - S 45 deg. E, 2.6'

GLO BK 

7, P 4
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4 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use for ties
GLO BK 

7, P 3

4 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 40 deg. E, 21.1'                                    

10" Ash - S 37 deg. E, 23.8'

GLO BK 

7, P 4

4 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Birch - N 62 deg. E, 9.2'                                    

10" Tamarack - S 06 deg. W, 5.3'

GLO BK 

7, P 42

4 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Birch - N 53 deg. W, 19.8'                                    

10" Birch - S 34 deg. W, 14.5'                                  

10" White Pine - S 10 deg. E, 15.8'                              

10" Spruce - N 54 deg. E, 15.8'

GLO BK 

7, P 40

4 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - N 60 deg. E, 4.6'                                    

8" Cedar - S 65 deg. E, 8.6'

GLO BK 

7, P 42

9 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Tamarack - N 38 deg. E, 5.9'                                    

3" Tamarack - N 36 deg. W, 8.6'

GLO BK 

7, P 40

9 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Birch - N 62 deg. E, 9.2'                                    

10" Tamarack - S 06 deg. W, 5.3'

GLO BK 

7, P 42

9 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Birch - N 53 deg. W, 19.8'                                    

10" Birch - S 34 deg. W, 14.5'                                  

10" White Pine - S 10 deg. E, 15.8'                              

10" Spruce - N 54 deg. E, 15.8'

GLO BK 

7, P 40

9 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - N 60 deg. E, 4.6'                                    

8" Cedar - S 65 deg. E, 8.6'

GLO BK 

7, P 42

9 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - S 60 deg. E, 8.6'                                    

8" Norway Pine - N 46 deg. W, 2.6'

GLO BK 

7, P 39

9 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - N 35 deg. E, 21.8'                                    

8" Tamarack - N 64 deg. W, 12.5'                                            

10" Spruce - S 65 deg. W, 27.7'                                                 

8" Tamarack - S 45 deg. E, 19.8'

GLO BK 

7, P 37

9 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Pine - N 71 deg. E, 25.7'                                    

10" Tamarack - S 23 deg. E, 13.9'

GLO BK 

7, P 39

10 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - N 34 deg. W, 13.2'                                    

6" Birch - S 30 deg. E, 3.3'

GLO BK 

7, P 24

10 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Pine - S 86 deg. E, 9.9'                                    

10" White Pine - N 46 deg. W, 11.9'

GLO BK 

7, P 41

10 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Birch - S 49 deg. W, 3.3'                                    

10" Fir - S 58 deg. E, 6.6'                                  

5" Fir - N 11 deg. W, 13.9'                              

12" Birch - N 63 deg. E, 18.5'

GLO BK 

7, P 24

10 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Birch - N 53 deg. W, 19.8'                                    

10" Birch - S 34 deg. W, 14.5'                                  

10" White Pine - S 10 deg. E, 15.8'                              

10" Spruce - N 54 deg. E, 15.8'

GLO BK 

7, P 40

10 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Elm - N 42 deg. W, 9.2'                                    

10" Fir - S 55 deg. E, 26.4'

GLO BK 

7, P 38

10 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Tamarack - N 43 deg. E, 4.0'                                    

5" Tamarack - N 11 deg. W, 17.2'                                            

4" Tamarack - S 48 deg. W, 17.2'                                                 

No other tree listed

GLO BK 

7, P 22
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10 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - N 35 deg. E, 21.8'                                    

8" Tamarack - N 64 deg. W, 12.5'                                            

10" Spruce - S 65 deg. W, 27.7'                                                 

8" Tamarack - S 45 deg. E, 19.8'

GLO BK 

7, P 37

10 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Tamarack - N 38 deg. E, 5.9'                                    

3" Tamarack - N 36 deg. W, 8.6'

GLO BK 

7, P 40

11 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 60 deg. E, 10.6'                                    

10" Birch - N 74 deg. W, 9.9'

GLO BK 

7, P 13

11 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 40 deg. E, 9.9'                                    

6" Maple - S 21 deg. W, 6.6'

GLO BK 

7, P 25

11 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" White Pine - S 47 deg. W, 7.9'                                    

12" White Pine - N 17 deg. E, 22.4'                                            

5" Fir - N 47 deg. W, 11.9'                                                 

4" Fir - S 67 deg. E, 4.6'

GLO BK 

7, P 13

11 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

14" Birch - S 49 deg. W, 3.3'                                    

10" Fir - S 58 deg. E, 6.6'                                  

5" Fir - N 11 deg. W, 13.9'                              

12" Birch - N 63 deg. E, 18.5'

GLO BK 

7, P 24

11 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Pine - N 05 deg. E, 2.6'                                    

6" Spruce - S 16 deg. W, 5.3'

GLO BK 

7, P 23

11 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Tamarack - N 76 deg. W, 9.9'                                    

3" Tamarack - S 63 deg. W, 8.6'                                            

3" Tamarack - N 27 deg. E, 11.9'                                                 

4" Tamarack - S 54 deg. E, 24.4'

GLO BK 

7, P 11

11 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Tamarack - N 43 deg. E, 4.0'                                    

5" Tamarack - N 11 deg. W, 17.2'                                            

4" Tamarack - S 48 deg. W, 17.2'                                                 

No other tree listed

GLO BK 

7, P 22

11 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - N 34 deg. W, 13.2'                                    

6" Birch - S 30 deg. E, 3.3'

GLO BK 

7, P 24

12 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Cedar - N 08 deg. E, 7.9'                                    

6" Tamarack - N 18 deg. W, 21.1'       

GLO BK 

15, P 5

12 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" Fir - N 13 deg. E, 6.6'                                    

6" Tamarack - S 36 deg. E, 12.5'

GLO BK 

7, P 14

12 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" Tamarack - S 72 deg. E, 20.5'                                    

4" Tamarack - N 37 deg. E, 25.7'                        

No other trees available for ties

GLO BK 

15, P 5

12 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" White Pine - S 47 deg. W, 7.9'                                    

12" White Pine - N 17 deg. E, 22.4'                                            

5" Fir - N 47 deg. W, 11.9'                                                 

4" Fir - S 67 deg. E, 4.6'

GLO BK 

7, P 13

12 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Spruce - N 29 deg. E, 13.2'                                    

8" White Pine - S 50 deg. E, 7.3'

GLO BK 

7, P 12

12 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 51 deg. E, 7.9'                                    

12" White Cedar - N 61 deg. W, 25.1'                          

4" Spruce - S 14 deg. E, 28.4'                           

No other tree available for ties

GLO BK 

15, P 4

12 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Tamarack - N 76 deg. W, 9.9'                                    

3" Tamarack - S 63 deg. W, 8.6'                                            

3" Tamarack - N 27 deg. E, 11.9'                                                 

4" Tamarack - S 54 deg. E, 24.4'

GLO BK 

7, P 11

12 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
16" White Pine - N 60 deg. E, 10.6'                                    

10" Birch - N 74 deg. W, 9.9'

GLO BK 

7, P 13
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13 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" White Pine - N 02 deg. E, 17.8'                                    

3" Spruce - N 12 deg. W, 23.8'       

GLO BK 

15, P 4

13 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Spruce - N 29 deg. E, 13.2'                                    

8" White Pine - S 50 deg. E, 7.3'

GLO BK 

7, P 12

13 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

12" Spruce - N 51 deg. E, 7.9'                                    

12" White Cedar - N 61 deg. W, 25.1'                          

4" Spruce - S 14 deg. E, 28.4'                           

No other tree available for ties

GLO BK 

15, P 4

13 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Tamarack - N 76 deg. W, 9.9'                                    

3" Tamarack - S 63 deg. W, 8.6'                                            

3" Tamarack - N 27 deg. E, 11.9'                                                 

4" Tamarack - S 54 deg. E, 24.4'

GLO BK 

7, P 11

13 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - N 08 deg. E, 13.2'                                    

12" Aspen - S 30 deg. W, 9.2'

GLO BK 

7, P 10

13 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Fir - N 61 deg. W, 3.3'                                    

8" Spruce - S 48 deg. W, 16.5'                          

10" Black Pine - S 09 deg. E, 17.8'                           

9" Black Pine - S 09 deg. E, 17.8'

GLO BK 

15, P 3

13 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Spruce - S 63 deg. E, 4.0'                                    

5" Spruce - N 06 deg. E, 16.5'                                            

5" Spruce - S 54 deg. W, 9.9'                                                 

4" Tamarack - N 63 deg. W, 16.5'

GLO BK 

7, P 9

13 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 79 deg. W, 11.2'                                    

6" Birch - N 78 deg. E, 17.8'

GLO BK 

7, P 11

14 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 79 deg. W, 11.2'                                    

6" Birch - N 78 deg. E, 17.8'

GLO BK 

7, P 11

14 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Pine - N 05 deg. E, 2.6'                                    

6" Spruce - S 16 deg. W, 5.3'

GLO BK 

7, P 23

14 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Tamarack - N 76 deg. W, 9.9'                                    

3" Tamarack - S 63 deg. W, 8.6'                                            

3" Tamarack - N 27 deg. E, 11.9'                                                 

4" Tamarack - S 54 deg. E, 24.4'

GLO BK 

7, P 11

14 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Tamarack - N 43 deg. E, 4.0'                                    

5" Tamarack - N 11 deg. W, 17.2'                                            

4" Tamarack - S 48 deg. W, 17.2'                                                 

No other tree listed

GLO BK 

7, P 22

14 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Spruce - N 34 deg. W, 5.9'                                    

8" Spruce - S 62 deg. W, 7.3'

GLO BK 

7, P 21

14 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Spruce - S 63 deg. E, 4.0'                                    

5" Spruce - N 06 deg. E, 16.5'                                            

5" Spruce - S 54 deg. W, 9.9'                                                 

4" Tamarack - N 63 deg. W, 16.5'

GLO BK 

7, P 9

14 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Aspen - S 35 deg. W, 7.9'                                    

22" Norway Pine - N 68 deg. E, 11.9'                        

12" Birch - S 63 deg. E, 25.7'                              

10" Birch - N 80 deg. W, 29.7'

GLO BK 

7, P 20

14 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 23

15 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 23

15 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Elm - N 42 deg. W, 9.2'                                    

10" Fir - S 55 deg. E, 26.4'

GLO BK 

7, P 38

15 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Tamarack - N 43 deg. E, 4.0'                                    

5" Tamarack - N 11 deg. W, 17.2'                                            

4" Tamarack - S 48 deg. W, 17.2'                                                 

No other tree listed

GLO BK 

7, P 22
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15 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - N 35 deg. E, 21.8'                                    

8" Tamarack - N 64 deg. W, 12.5'                                            

10" Spruce - S 65 deg. W, 27.7'                                                 

8" Tamarack - S 45 deg. E, 19.8'

GLO BK 

7, P 37

15 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 35

15 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Aspen - S 35 deg. W, 7.9'                                    

22" Norway Pine - N 68 deg. E, 11.9'                        

12" Birch - S 63 deg. E, 25.7'                              

10" Birch - N 80 deg. W, 29.7'

GLO BK 

7, P 20

15 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 34

15 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 37

16 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 37

16 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Cedar - S 60 deg. E, 8.6'                                    

8" Norway Pine - N 46 deg. W, 2.6'

GLO BK 

7, P 39

16 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Tamarack - N 35 deg. E, 21.8'                                    

8" Tamarack - N 64 deg. W, 12.5'                                            

10" Spruce - S 65 deg. W, 27.7'                                                 

8" Tamarack - S 45 deg. E, 19.8'

GLO BK 

7, P 37

16 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" White Pine - N 71 deg. E, 25.7'                                    

10" Tamarack - S 23 deg. E, 13.9'

GLO BK 

7, P 39

16 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Black Pine - N 88 deg. E, 115.5'                                    

10" Black Pine - S 89 deg. E, 122.8'

GLO BK 

7, P 36

16 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 34

16 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Tamarack - N 88 deg. E, 70.6'                                    

3" Tamarack - S 37 deg. E, 64.7'

GLO BK 

7, P 36

21 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - N 65 deg. E, 23.8'                                    

3" Tamarack - S 64 deg. W, 9.9'

GLO BK 

7, P 34

21 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Black Pine - N 88 deg. E, 115.5'                                    

10" Black Pine - S 89 deg. E, 122.8'

GLO BK 

7, P 36

21 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 34

21 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Tamarack - N 88 deg. E, 70.6'                                    

3" Tamarack - S 37 deg. E, 64.7'

GLO BK 

7, P 36

21 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Aspen - N 79 deg. W, 11.9'                                    

6" Spruce - S 77 deg. E, 5.3'

GLO BK 

7, P 33

21 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Tamarack - S 37 deg. W, 4.0'                                    

4" Tamarack - N 03 deg. E, 10.6'                                            

5" Tamarack - S 21 deg. E, 20.5'                                                 

3" Tamarack - N 50 deg. W, 16.5'

GLO BK 

7, P 31

21 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - N (?) deg. E, 13.9'                                    

10" Tamarack - S (?) deg. E, 23.1'

GLO BK 

7, P 33

22 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - N 13 deg. W, 5.9'                                    

6" Birch - S 79 deg. W, 6.6'

GLO BK 

7, P 20

22 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 35

22 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Aspen - S 35 deg. W, 7.9'                                    

22" Norway Pine - N 68 deg. E, 11.9'                        

12" Birch - S 63 deg. E, 25.7'                              

10" Birch - N 80 deg. W, 29.7'

GLO BK 

7, P 20
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22 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869 No trees near to use as ties
GLO BK 

7, P 34

22 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 40 deg. W, 19.8'                                    

3" Birch - S 44 deg. W, 12.5'

GLO BK 

7, P 32

22 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Aspen - S 45 deg. E, 13.2'                                    

8" Spruce - S 44 deg. W, 21.8'                                            

9" Spruce - N 16 deg. W, 13.9'                                                 

8" Spruce - N 47 deg. E, 27.7'

GLO BK 

7, P 18

22 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Tamarack - S 37 deg. W, 4.0'                                    

4" Tamarack - N 03 deg. E, 10.6'                                            

5" Tamarack - S 21 deg. E, 20.5'                                                 

3" Tamarack - N 50 deg. W, 16.5'

GLO BK 

7, P 31

22 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Tamarack - N 65 deg. E, 23.8'                                    

3" Tamarack - S 64 deg. W, 9.9'

GLO BK 

7, P 34

23 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - S 45 deg. W, 13.2'                                    

6" Aspen - N 90 deg. E, 13.2'

GLO BK 

7, P 9

23 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Spruce - N 34 deg. W, 5.9'                                    

8" Spruce - S 62 deg. W, 7.3'

GLO BK 

7, P 21

23 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Spruce - S 63 deg. E, 4.0'                                    

5" Spruce - N 06 deg. E, 16.5'                                            

5" Spruce - S 54 deg. W, 9.9'                                                 

4" Tamarack - N 63 deg. W, 16.5'

GLO BK 

7, P 9

23 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

16" Aspen - S 35 deg. W, 7.9'                                    

22" Norway Pine - N 68 deg. E, 11.9'                        

12" Birch - S 63 deg. E, 25.7'                              

10" Birch - N 80 deg. W, 29.7'

GLO BK 

7, P 20

23 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Birch - N 46 deg. W, 6.6'                                    

8" Aspen - S 51 deg. E, 5.3'

GLO BK 

7, P 19

23 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" White Pine - S 60 deg. E, 23.1'                                    

20" White Pine - S 08 deg. W, 10.6'                                            

3" Fir - N 60 deg. W, 15.2'                                                 

28" Norway Pine - N 42 deg. E, 4.6'

GLO BK 

7, P 7

23 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Aspen - S 45 deg. E, 13.2'                                    

8" Spruce - S 44 deg. W, 21.8'                                            

9" Spruce - N 16 deg. W, 13.9'                                                 

8" Spruce - N 47 deg. E, 27.7'

GLO BK 

7, P 18

23 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Aspen - N 13 deg. W, 5.9'                                    

6" Birch - S 79 deg. W, 6.6'

GLO BK 

7, P 20

24 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Spruce - S 01 deg. E, 9.9'                                    

4" Birch - N 04 deg. W, 13.9'       

GLO BK 

15, P 3

24 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - N 08 deg. E, 13.2'                                    

12" Aspen - S 30 deg. W, 9.2'

GLO BK 

7, P 10

24 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

4" Fir - N 61 deg. W, 3.3'                                    

8" Spruce - S 48 deg. W, 16.5'                          

10" Black Pine - S 09 deg. E, 17.8'                           

9" Black Pine - S 09 deg. E, 17.8'

GLO BK 

15, P 3

24 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

5" Spruce - S 63 deg. E, 4.0'                                    

5" Spruce - N 06 deg. E, 16.5'                                            

5" Spruce - S 54 deg. W, 9.9'                                                 

4" Tamarack - N 63 deg. W, 16.5'

GLO BK 

7, P 9

24 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Aspen - N 17 deg. E, 11.2'                                    

10" Aspen - S 30 deg. W, 2.6'

GLO BK 

7, P 8

24 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" Norway Pine - N 06 deg. E, 16.5'                                    

10" Fir - N 19 deg. W, 5.3'                          8" 

Birch - S 68 deg. E, 15.2'                           24" 

White Pine - S 82 deg. W, 31.0'

GLO BK 

15, P 2

24 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" White Pine - S 60 deg. E, 23.1'                                    

20" White Pine - S 08 deg. W, 10.6'                                            

3" Fir - N 60 deg. W, 15.2'                                                 

28" Norway Pine - N 42 deg. E, 4.6'

GLO BK 

7, P 7

24 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Aspen - S 45 deg. W, 13.2'                                    

6" Aspen - N 90 deg. E, 13.2'

GLO BK 

7, P 9

25 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Aspen - N 17 deg. E, 11.2'                                    

10" Aspen - S 30 deg. W, 2.6'

GLO BK 

7, P 8

Page 1070 of 1074 Pages    



AITKIN COUNTY SECTION CORNER DATA WITH COUNTY PLANE COORDINATES

Sect Twp-Rge Cor. Description Year Ties Location North Coord East Coord

25 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" Norway Pine - N 06 deg. E, 16.5'                                    

10" Fir - N 19 deg. W, 5.3'                          8" 

Birch - S 68 deg. E, 15.2'                           24" 

White Pine - S 82 deg. W, 31.0'

GLO BK 

15, P 2

25 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" White Pine - S 60 deg. E, 23.1'                                    

20" White Pine - S 08 deg. W, 10.6'                                            

3" Fir - N 60 deg. W, 15.2'                                                 

28" Norway Pine - N 42 deg. E, 4.6'

GLO BK 

7, P 7

25 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Tamarack - N 45 deg. W, 11.2'                                    

3" Tamarack - S 21 deg. W, 9.2'

GLO BK 

7, P 6

25 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 19 deg. W, 93.7'                                    

6" White Pine - N 26 deg. E, 85.1'                    

No other trees near to use for ties

GLO BK 

15, P 1

25 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - S 10 deg. E, 7.9'                                    

10" White Pine - N 28 deg. W, 5.3'                                            

12" White Pine - S 38 deg. W, 23.8'                                                 

8" White Pine - N 34 deg. E, 4.6'

GLO BK 

7, P 5

25 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" White Pine - S 48 deg. E, 7.3'                                    

6" White Pine - N 25 deg. W, 13.9'

GLO BK 

7, P 7

26 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" White Pine - S 48 deg. E, 7.3'                                    

6" White Pine - N 25 deg. W, 13.9'

GLO BK 

7, P 7

26 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Birch - N 46 deg. W, 6.6'                                    

8" Aspen - S 51 deg. E, 5.3'

GLO BK 

7, P 19

26 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

24" White Pine - S 60 deg. E, 23.1'                                    

20" White Pine - S 08 deg. W, 10.6'                                            

3" Fir - N 60 deg. W, 15.2'                                                 

28" Norway Pine - N 42 deg. E, 4.6'

GLO BK 

7, P 7

26 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Aspen - S 45 deg. E, 13.2'                                    

8" Spruce - S 44 deg. W, 21.8'                                            

9" Spruce - N 16 deg. W, 13.9'                                                 

8" Spruce - N 47 deg. E, 27.7'

GLO BK 

7, P 18

26 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Spruce - N 68 deg. W, 4.6'                                    

3" Spruce - S 35 deg. E, 15.2'

GLO BK 

7, P 17

26 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - S 10 deg. E, 7.9'                                    

10" White Pine - N 28 deg. W, 5.3'                                            

12" White Pine - S 38 deg. W, 23.8'                                                 

8" White Pine - N 34 deg. E, 4.6'

GLO BK 

7, P 5

26 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 24 deg. W, 15.8'                                    

8" Aspen - S 33 deg. W, 10.6'                        6" 

Aspen - N 24 deg. E, 7.3'                              6" 

Spruce - S 34 deg. E, 7.9'

GLO BK 

7, P 16

26 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Tamarack - N 81 deg. W, 40.9'                                    

5" Tamarack - S 07 deg. E, 18.5'

GLO BK 

7, P 18

26 52-27
Road Survey on W line of Section 26 

by F.J. O'Hara 
1910

runs along W line of Section                                   

No distance or Mag. Var. shown 

Book 1, 

Page 118

27 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
5" Tamarack - N 81 deg. W, 40.9'                                    

5" Tamarack - S 07 deg. E, 18.5'

GLO BK 

7, P 18

27 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 40 deg. W, 19.8'                                    

3" Birch - S 44 deg. W, 12.5'

GLO BK 

7, P 32

27 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Aspen - S 45 deg. E, 13.2'                                    

8" Spruce - S 44 deg. W, 21.8'                                            

9" Spruce - N 16 deg. W, 13.9'                                                 

8" Spruce - N 47 deg. E, 27.7'

GLO BK 

7, P 18

27 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Tamarack - S 37 deg. W, 4.0'                                    

4" Tamarack - N 03 deg. E, 10.6'                                            

5" Tamarack - S 21 deg. E, 20.5'                                                 

3" Tamarack - N 50 deg. W, 16.5'

GLO BK 

7, P 31

27 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 51 deg. W, 14.5'                                    

12" White Pine - S 29 deg. E, 25.7'

GLO BK 

7, P 27

27 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 24 deg. W, 15.8'                                    

8" Aspen - S 33 deg. W, 10.6'                        6" 

Aspen - N 24 deg. E, 7.3'                              6" 

Spruce - S 34 deg. E, 7.9'

GLO BK 

7, P 16

27 52-27 SW
3/4" iron pipe found 2" below road by 

Milo Stefan, RLS
2005

Power pole - N 17 deg. E, 42.0'                                                      

capped iron pipe - N 45 deg. E, 46.9'                                                             
369401
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27 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Spruce - S 61 deg. E, 4.6'                                    

8" Spruce - N 56 deg. W, 33.0'                                            

10" Spruce - S 75 deg. W, 16.5'                                                 

No other tree listed

GLO BK 

7, P 27

27 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Spruce - N 18 deg. W, 8.6'                                    

6" Fir - S 71 deg. W, 13.2'

GLO BK 

7, P 31

27 52-27
Road Survey on S and E lines of 

Section 27 by F.J. O'Hara 
1910

runs along S and E lines of Section                     

No distance or Mag. Var. shown 

Book 1, 

Page 118

28 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Spruce - N 18 deg. W, 8.6'                                    

6" Fir - S 71 deg. W, 13.2'

GLO BK 

7, P 31

28 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
14" Aspen - N 79 deg. W, 11.9'                                    

6" Spruce - S 77 deg. E, 5.3'

GLO BK 

7, P 33

28 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

8" Tamarack - S 37 deg. W, 4.0'                                    

4" Tamarack - N 03 deg. E, 10.6'                                            

5" Tamarack - S 21 deg. E, 20.5'                                                 

3" Tamarack - N 50 deg. W, 16.5'

GLO BK 

7, P 31

28 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Tamarack - N (?) deg. E, 13.9'                                    

10" Tamarack - S (?) deg. E, 23.1'

GLO BK 

7, P 33

28 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Cedar - S 30 deg. E, 10.6'                                    

10" Cedar - N 60 deg. E, 12.5'

GLO BK 

7, P 28

28 52-27 SE
3/4" iron pipe found 2" below road by 

Milo Stefan, RLS
2005

Power pole - N 17 deg. E, 42.0'                                                      

capped iron pipe - N 45 deg. E, 46.9'                                                             
369401

28 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Spruce - S 61 deg. E, 4.6'                                    

8" Spruce - N 56 deg. W, 33.0'                                            

10" Spruce - S 75 deg. W, 16.5'                                                 

No other tree listed

GLO BK 

7, P 27

28 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Pine - S 01 deg. E, 9.2'                                    

14" Pine - N 09 deg. E, 5.9'

GLO BK 

7, P 28

33 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 76 deg. W, 12.5'                                    

8" Aspen - S 75 deg. E, 4.6'

GLO BK 

7, P 29

33 52-27 M.C.

is on E line SE 1/4 on NE side of 

Shovel Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

Surveyor

1869
7" Black Ash - S 80 deg. E, 9.9'                                    

4" Black Ash - N 53 deg. W, 23.1'

GLO BK 

7, P 29

33 52-27 M.C.

is on S line SE 1/4 on W side Shovel 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
4" Cedar - N 83 deg. W, 40.9'                                    

6" Tamarack - S 50 deg. W, 19.1'

GLO BK 

7, P 4

33 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Cedar - S 30 deg. E, 10.6'                                    

10" Cedar - N 60 deg. E, 12.5'

GLO BK 

7, P 28

33 52-27 NE
3/4" iron pipe found 2" below road by 

Milo Stefan, RLS
2005

Power pole - N 17 deg. E, 42.0'                                                      

capped iron pipe - N 45 deg. E, 46.9'                                                             
369401

33 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Spruce - S 61 deg. E, 4.6'                                    

8" Spruce - N 56 deg. W, 33.0'                                            

10" Spruce - S 75 deg. W, 16.5'                                                 

No other tree listed

GLO BK 

7, P 27

33 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
12" Pine - S 01 deg. E, 9.2'                                    

14" Pine - N 09 deg. E, 5.9'

GLO BK 

7, P 28

33 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
10" White Pine - N 26 deg. W, 17.2'                                    

10" Basswood - S 33 deg. E, 15.8'

GLO BK 

7, P 4

33 52-27 SE

Corner falls in Shovel Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 4

33 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" White Birch - N 74 deg. E, 36.3'                                    

14" White Pine - S 63 deg. E, 79.2'

GLO BK 

7, P 4
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34 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 65 deg. E, 8.6'                                    

9" Birch - N 28 deg. W, 10.6'

GLO BK 

7, P 16

34 52-27 M.C.

is on W line SW 1/4 on NE side of 

Shovel Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1869
7" Black Ash - S 80 deg. E, 9.9'                                    

4" Black Ash - N 53 deg. W, 23.1'

GLO BK 

7, P 29

34 52-27 M.C.

is on S line SW 1/4 on E side Shovel 

Lake - wood post set as part of 

original Government Land Office 

Survey by O.E. Garrison, U.S. Deputy 

1868
18" White Pine - N 83 deg. E, 37.0'                                    

10" White Oak - S 76 deg. E, 53.5'

GLO BK 

7, P 3

34 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
10" Aspen - N 51 deg. W, 14.5'                                    

12" White Pine - S 29 deg. E, 25.7'

GLO BK 

7, P 27

34 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 24 deg. W, 15.8'                                    

8" Aspen - S 33 deg. W, 10.6'                        6" 

Aspen - N 24 deg. E, 7.3'                              6" 

Spruce - S 34 deg. E, 7.9'

GLO BK 

7, P 16

34 52-27 NW
3/4" iron pipe found 2" below road by 

Milo Stefan, RLS
2005

Power pole - N 17 deg. E, 42.0'                                                      

capped iron pipe - N 45 deg. E, 46.9'                                                             
369401

34 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" Spruce - S 61 deg. E, 4.6'                                    

8" Spruce - N 56 deg. W, 33.0'                                            

10" Spruce - S 75 deg. W, 16.5'                                                 

No other tree listed

GLO BK 

7, P 27

34 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" Aspen - N 85 deg. W, 34.3'                                    

10" Aspen - S 76 deg. E, 26.4'

GLO BK 

7, P 3

34 52-27 SE
2" iron pipe set in woods by J. 

Halverson
1964

5" W. Oak - N 06 deg. W, 32.30'                          

4" Ash - N 48 deg. W, 15.60'                                   

8" W. Oak - S 20 deg. W, 47.70'

158874

34 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 07 deg. E, 15.2'                                    

9" Ash - N 79 deg. E, 15.2'                        10" 

Basswood - N 25 deg. W, 9.2'                              

10" Birch - S 58 deg. W, 16.5'

GLO BK 

7, P 2

34 52-27 SW

Corner falls in Shovel Lake - no post 

set as part of original Government 

Land Office Survey by O.E. Garrison, 

U.S. Deputy Surveyor

1868 corner falls in lake - no ties
GLO BK 

7, P 4

34 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 76 deg. W, 12.5'                                    

8" Aspen - S 75 deg. E, 4.6'

GLO BK 

7, P 29

34 52-27
Road Survey on N line of Section 34 

by F.J. O'Hara 
1910

runs along N line of Section                                   

No distance or Mag. Var. shown 

Book 1, 

Page 118

35 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 20 deg. E, 2.6'                                    

6" Birch - N 25 deg. W, 1.3'

GLO BK 

7, P 5

35 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Spruce - N 68 deg. W, 4.6'                                    

3" Spruce - S 35 deg. E, 15.2'

GLO BK 

7, P 17

35 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - S 10 deg. E, 7.9'                                    

10" White Pine - N 28 deg. W, 5.3'                                            

12" White Pine - S 38 deg. W, 23.8'                                                 

8" White Pine - N 34 deg. E, 4.6'

GLO BK 

7, P 5

35 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

8" Birch - N 24 deg. W, 15.8'                                    

8" Aspen - S 33 deg. W, 10.6'                        6" 

Aspen - N 24 deg. E, 7.3'                              6" 

Spruce - S 34 deg. E, 7.9'

GLO BK 

7, P 16

35 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
12" White Oak - S 26 deg. E, 2.6'                                    

4" Black Ash - N 89 deg. W, 11.9'

GLO BK 

7, P 2

35 52-27 SE
iron pipe w/cap set in woods by J. 

Halverson
1964

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                                

7" Aspen - N 61 deg. E, 6.0'

158875

35 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Tamarack - N 57 deg. E, 13.2'                                    

6" White Pine - S 30 deg. E, 7.9'                        

3" White Pine - S 41 deg. W, 7.9'                              

No other ties stated

GLO BK 

7, P 1

35 52-27 SW
2" iron pipe set in woods by J. 

Halverson
1964

5" W. Oak - N 06 deg. W, 32.30'                          

4" Ash - N 48 deg. W, 15.60'                                   

8" W. Oak - S 20 deg. W, 47.70'

158874

35 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

10" Elm - S 07 deg. E, 15.2'                                    

9" Ash - N 79 deg. E, 15.2'                        10" 

Basswood - N 25 deg. W, 9.2'                              

10" Birch - S 58 deg. W, 16.5'

GLO BK 

7, P 2
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35 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
8" Birch - N 65 deg. E, 8.6'                                    

9" Birch - N 28 deg. W, 10.6'

GLO BK 

7, P 16

36 52-27 E 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
6" Fir - N 09 deg. E, 11.2'                                    

10" Aspen - N 18 deg. W, 13.2'       

GLO BK 

15, P 1

36 52-27 N 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
3" Tamarack - N 45 deg. W, 11.2'                                    

3" Tamarack - S 21 deg. W, 9.2'

GLO BK 

7, P 6

36 52-27 NE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

6" White Pine - N 19 deg. W, 93.7'                                    

6" White Pine - N 26 deg. E, 85.1'                    

No other trees near to use for ties

GLO BK 

15, P 1

36 52-27 NW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869

10" White Pine - S 10 deg. E, 7.9'                                    

10" White Pine - N 28 deg. W, 5.3'                                            

12" White Pine - S 38 deg. W, 23.8'                                                 

8" White Pine - N 34 deg. E, 4.6'

GLO BK 

7, P 5

36 52-27 S 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868
8" Fir - S 17 deg. W, 606'                                    

10" Aspen - N 46 deg. E, 13.9'                                                  

GLO BK 

7, P 1

36 52-27 SE
Took new ties to inp.corner by Fred 

Heuer, County Surveyor
1922

12” Jack Pine – S 45 deg. W, 73.0'                       

8” Norway Pine – N 45 deg. W, 73.0'

Book 1, 

Page 378

36 52-27 SE

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Spruce - N 19 deg. W, 4.6'                                    

9" Spruce - N 64 deg. E, 5.9'                          

10" White Pine - S 45 deg. E, 13.9'                           

10" White Pine - S 36 deg. W, 31.7'

GLO BK 

15, P 6

36 52-27 SW
iron pipe w/cap set in woods by J. 

Halverson
1964

8" Aspen - S 08 deg. W, 11.40'                          

10" Aspen - S 16 deg. E, 20.45'                                

7" Aspen - N 61 deg. E, 6.0'

158875

36 52-27 SW

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1868

9" Tamarack - N 57 deg. E, 13.2'                                    

6" White Pine - S 30 deg. E, 7.9'                        

3" White Pine - S 41 deg. W, 7.9'                              

No other ties stated

GLO BK 

7, P 1

36 52-27 W 1/4

Set wood post as part of original 

Government Land Office Survey by 

O.E. Garrison, U.S. Deputy Surveyor

1869
4" Birch - S 20 deg. E, 2.6'                                    

6" Birch - N 25 deg. W, 1.3'

GLO BK 

7, P 5
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